


I .a_ MiniC::rr-ih~ _ -~ I III II...J'-I IV'-.; 

31/2" Winchester 
Disk Drive Specifications 
Capacity Unformatted 
Per Drive (MBytes) 
Per Track (Bytes) 

Capacity Formatted 
Per Drive (MBytes) 
Per Track (Bytes) 
Per Sector (Bytes) 
Sectors Per Track 

Functional 
Disks 
R/W Heads 
Cylinders 
Total Data Tracks 
Track Density (tpi) 
Recording Density (bpi) 
Area l Density (Mbits/sq. in) 
Rotation Speed (RPM) 

Data Transfer Rate 
(Mbits per second) 

Access Time (including settling) 
Average (msec.) 
Track-to-Track (msec.) 
Maximum (msec.) 
Latency (average, msec.) 

Interface 

Reliability 
MTBF 
PM 
MTTR 
Component Design Life 
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MiniScribe Corporate Office 
1861 Lefthand Circle 
Longmont, Colorado 80501 
(303) 651-6000 
(Telex) 216174 (mini ur) 

MiniScribe Sales Offices 
Campbell , CA (408) 866-4144 
Fountain Valley, CA (714) 968-3369 
Marlborough, MA (617) 485-0964 
Dallas, TX (214) 783-6832 

8425 8212 
25.6 12.8 
10,416 10,416 

21.4 10. 7 
8,704 8,704 
512 512 
17 17 

2 1 
4 2 
615 615 
2,460 1,230 
804 804 
13,412 13,412 
10.78 10.78 
3,600 3,600 

5.0 

68 
15 
150 
8.33 

ST412 

20,000hours 
None 
30mi nutes 
5 years 

Offices 
u.s. Distributors 
Arrow Electronics, Inc. 
(516) 391-l300 

Kierulff Electronics, Inc. 
(800) FOR-PROS 

European Operations 
MiniScribe GmbH 
Eschborn, Germany 
06196-481608 
06196-481609 
(Telex) 418368 (crod) 

Features and specifications subject to change without notice. 
© 1985 MiniScribe Corporation. All ri ghts reserved . 
Printed in U .S.A. 5-86 PI N 1044 

Error Rates 
Soft Read Errors 

Hard Read Errors 

Seek Errors 

DC Power Requirements 
+5 V DC ±5% 
+ 12 V DC ±5% 
Max. Starting (10 sec.) 

Power Dissipation 

Shock 
Operat ional 

Non-Operational 

Environmental Limits 
Amb ient Temperatures 
Relative Humidity 
Maximum Wet Bulb 

Physical 
Height 
Width 
Depth 
Weight 
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8000 

1 perlO'Obits 
transferred 
1 per 1012 bits 
transferred 
1 per 106 seeks 

0.45 amps typica l 
0.65 amps typical 
2.0 amps 

9.9 watts average 

10 G's, 10 msec. pulse 
duration, 1/2 sine wave 
(10 hits) 
50 G's, 10 msec. pulse 
duration, 1/2 sine wave 
(10 hits) 

40°F to 122°F WC to 50°C) 
8%to80% 
78°F (26°C) 

1.625 in. (41.3 mm) 
4.00 in. (101.6 mm) 
5.75 in. (146 mm) 
1.8 Ibs. (.82 kg) 


