































































































Accessones Dimensioning:
All dimensions in inches and millimetres.
Values in brackets are metric equivalents.

Charts contain dimensions in inches over
millimetres.

Cable Clamp Assembly Kits
with Spring Latches and Latching Blocks

Assembly illustration shows a Straight/45
Cable Clamp Assembly. Assembly to Straight/90" Cable
Clamp is similar.

Sahie Gl Straight/90° Kit, assembled

Assembly

Shell Size Straight 45° Kit Numbers with Standard
(No. of Contact Pos) Cable Clamp Assembly

Series 109 Series 90 With Spring Latch
Connectors  Connectors and Latching Blocks

Straight 90° Kit Numbers

With Spring Latch
and Latching Blocks

With Spring Latch With Spring Latch

<« Latching Block

) 15) 745008-1 745005-1 745009-1 745006-1
i (15) & 745008-2 745005-2 745009-2 745006-2
illips
s 55) (a4 745008-3 745005-3 745009-3 745006-3
(347) (642) 745008-4 745005-4 745009-4 745006-4
(50) e 745008-5 745005-5 745009-5 745006-5
Cable Clamp
Assembly
Cable Clamp Assembly
Kits with Male Screw/
Retainer

Illustration shows a Straight/
45° Cable Clamp Assembly;
Straight/90° Cable Clamp
Assembly is similar

Retainer

Female Screwlock

' Shell Size Straight 45" Kit Numbers Straight 45° Kit Numbers

\ (No. of Contact Pos) with Short with Standard Straight 90" Kit Numbers

Series 109 Series 90 Cable Clamp Assembly Cable Clamp Assembly Individual Bulk Packed*

Connectors Connectors Individual Bulk Packed* Individual Bulk Packed*
(;) (115) — - 206478-1 2-206478-0 207908-1 207908-2
(125) (226) 1-206478-1 2-206478-5 206478-2 2-206478-1 207908-4 207908-5
(235) (4:2) 1-206478-2 2-206478-6 206478-3 2-20647>8-é 7 207908-7 207908-8
, {3‘177)7 i (64? o — ] — 29§4E 2-206478-3 1-207908-0 1-207908-1
(550) (758) — = 206478-5 2-206478-4 1-207908-3 1-207908-4

s (184) = — = = 1-207906-6 1-207908-;
*Each part is individually bulk packed for multiple assembly orders.
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Accessories

RFI/EMI Shields for

AMPLIMITE Connectors

Dimensioning:
All dimensions in inches and millimetres.
Values in brackets are metric equivalents.

Charts contain dimensions in inches over
millimetres. )
. & 5 =C (2038
Straight Exit Shields
All Metal Shield
Split-ring ferrules and [a— Two Piece
crimp ferrules for these 4-40 Fillister Head / »
connectors are shown on Screws and Hex Nuts-— " - 1.920+-020 : 4-40 Saddle Screw
page 10 (2 Each. Supplied) [48.77+051] _~ (2 Supplied)
Materials and Finish
Metal shield—Nickel
Fillister head screws—Stainless & i g Saddle Washer
steel ' " = sl et =1 B | == (2 Supplied)
Saddle washers, screws and hex Plug or(sz)ep o - S J oo
nuts—Zinc plated steel J 620015
A | bges,
J [15.75~00e]
Shell Size e Cable All-Metal Shell Size L P Cable All-Metal
(Contact Pos) Dimensions Dia. Shield Assembly (Contact Pos) Dimensions Dia. Shield Assembly
Series 109 Series 90 A B c (Max)  Part Number Series 109 Series 90 A B 3 (Max)  Part Number
2 745171-2 380 7451745
1 1 1.215 .984 .550  .250 .425
©) (15) 30.86 24.99 1397 6.35 7451711 108 745174-4
.370 Y 4 4 2.738 2.500 .800  .500
9.4 74517155 37) 62) 69.55 635 2032 12.7 745174-3
225 .575
575 745172-3 {261 745174-2
.300 .650
2 2 1.545 533;5 1.egzo 7.62 7451722 i651 7451741
(15) (26) 39.24 ; .75
.375 .375
953 ragird o83 7451756
.430 .450
A 1-745172:3 4z 7451758
.280 7 .525 y
7.1 L s 5 s 2644 2408 900 1334 Taaro4 )
5 7 7:1 11 22.86
e 745173-4 Bel w0 ;800 7451753
3 3 2.090 1.852 .660  .430 ) .675 )
(25) (44) 5309 47.04 1ir27 {ogz2 7451733 873 7451752
.480 : .750 )
{539 745173-2 19.05 745175-1
5 7451731
.
90° Metal Shields 2.310 Shield
e Shell Size:2 (55 67] . (Two Piece)
aterials and Finis : 2.850
2 . Shell Size 3 %
Metal shield—Clear zinc Siei [72.39] [1'56_331;;21
chromate (See Note 2, below) Cable
Pan head screws and slide latch S [ T T i WP Post
screws—Zinc plated steel U . J . Za
One-piece slide latch—Stainless o ; . )
steel g . A 1.285+.010
[32.64+025)
One-Piece .
- Slide Latch epnicc,
Plug or I i r i
: Cable ; Receptacle —! | (See Note 2, i |
Shell Size Dia Shield (Ref) SRR s = below) St
(Contacts) (M : Kit No. i _
) CE [ ] )
2 : -
575 745652-4 5
- < 440 Slide Latch Screw [
5 7383 745652-3 (See Note 2, below) &
(15) 375
053 7456522
.430
i09p 7456521
.280
711 745653-5
.350 ,
589 745653-4
3 .430 .
(25) ip.op 7456533
;480 7456532
- Notes: 1. All parts are packaged unassembled.
1%3% 745653-1 2.Eachkitincludes a two-piece shield, three 4-40 pan head screws forassembly and a one-piece slide latch with two 4-40 slide
- latch screws.
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Ferrules for
AMPLIMITE Shields

Split-Ring Ferrules
for use with foil or
braided shield

Materials—Aluminum

Crimp Ferrules
for use with
braided shield

Materials and Finish:

Outer ferrule—Copper, plated
.000100 [0.00254] min.,

bright tin

Inner ferrule—Brass, .023 [0.58]
thick, plated .000050 [0.00127]
bright tin over .000030 [0.00076]

700020

Dimensioning:

All dimensions in inches and millimetres.
Values in brackets are metric equivalents.

"7 [T7.7820s——*

Outer Ferrule

bright nickel .600 =015
’ F 78 .020+-002 g Outer Ferrule S:glzt [15232*035] ===
. [4.45) [O=as e
Note: Split-ring ferrules cannot ig}f =
be used with outer and inner bido
ferrules; split rings are suitable
for foil or braided shields. Crimp
fe(rules are for use with braided Inner Ferrule
shields only. |
Flared Braid Conductors
Shell Size Cable < S a 90° Ferrules (See Note) Inner-Outer Ferrule Dies
(No. of Diameter _Straight Exit Shield Kits gy petal Split Ring Crimp Ferrules For Hand Tool For Applicator
Contact Pos) Max.* Al-Metal Shield Kit Ferrules T Outer 91238-1 812407-1
.200 [5.08] 745171-2 — 745508-2 — - - =
" 240 [6.09] 745171-5 — — 1-745129-8 745130-8 543013-2 813809-1
©) 745171-1 — 745508-3 1-745129-6 745130-8 543013-1 813809-1
.280 [7.11] 745171-5 — — 3-745129-4 1-745130-6 1-543013-7 813809-7
.370[9.39] 745171-5 — 745508-6 1-745129-7 1-745130-0 543013-6 813809-5
225 [5.71] 745172-3 745652-4 745508-3 — — — —
240(6.09] 745172-1 745652-2 = 1-745129-8 745130-8 543013-2 813809-1
1-745172-3 745652-1 — 2-745129-1 745130-8 543013-3 813809-1
.280 [7.11] 1-745172-3 745652-1 — 3-745129-2 1-745130-6 1-543013-6 813809-7
(125) .300 [7.62] 745172-2 745652-3 745508-4 — — — -
.350 [8.89] 1-745172-3 745652-1 — 2-745129-0 745130-9 543013-4 813809-2
.365 [9.27] 7451721 745652-2 — 1-745129-7 1-745130-0 543013-6 813809-5
.375[9.52] 745172-1 745652-2 745508-6 — — - =
1430 [10.92] 1-745172-3 745652-1 745508-1 1-745129-9 1-745130-1 543013-7 813809-3
.240 [6.09] 745173-3 745653-3 = 2-745129-1 745130-8 543013-3 813809-1
280 ([7.11] 745173-5 745652-5 745508-4 — — — —
745173-3 745653-3 — 3-745129-2 1-745130-6 1-543013-6 813809-7
745173-4 745653-4 745508-5 — — — —
(235) .350 [8.89] 745173-3 745653-3 - 2-745129-0 745130-9 543013-4 813809-2
7451731 745653-1 — 2-745129-4 745130-9 543013-5 813809-2
430[10.92] 745173-3 745653-3 745508-1 1-745129-9 1-745130-1 543013-7 813809-3
745173-1 745653-1 — 2-745129-3 1-745130-1 543013-8 813809-3
480 [12.29] 745173-2 745653-2 745508-8 — — - —
.530[10.92] 745173-1 745653-1 745508-9 2-745129-2 1-745130-2 1-543013-0 813809-4
.240 [6.09] 745174-4 - — 2-745129-1 745130-8 543013-3 813809-1
.280(7.11] 745174-4 — — 3-745129-2 1-745130-6 1-543013-6 813809-7
350 [8.89] 745174-5 — 745508-5 — - - —
745174-4 — = 2-745129-0 745130-9 543013-4 813809-2
(347) 430[10.92] 745174-4 = 745508-1 1-745129-9 1-745130-1 543013-7 813809-3
745174-1 — — 2-745129-7 1-745130-1 543013-9 813809-3
.500 [12.7] 745174-3 - 745508-8 = = — —
.525 [13.33] 745174-1 — — 2-745129-6 1-745130-2 1-543013-1 813809-4
575 [14.60] 745174-2 — 1-745508-0 — — — =
.650 [16.51] 745174-1 = 1-745508-1 2-745129-5 1-745130-3 1-543013-3 813809-6
.240 [6.09] 745175-6 = — 1-745129-8 745130-8 543013-2 813809-1
.350 [8.89] 745175-4 — — 2-745129-4 745130-9 543013-5 813809-2
.365 [9.27] 745175-6 — — 1-745129-7 1-745130-0 543013-6 813809-5
.375[9.52] 745175-6 — 745508-6 — — — =
.430 [10.92] 745175-4 = — 2-745129-3 1-745130-1 543013-8 813809-3
450 [11.43] 745175-5 — 745508-7 — — — —
(550) .525[13.33] 745175-4 — 745508-9 - — — —
530[13.46] 745175-4 — — 2-745129-2 1-745130-2 1-543013-0 813809-4
745175-1 — — 3-745129-0 1-745130-2 1-543013-2 813809-4
.600 [15.24] 745175-3 — 1-745508-0 — — — —
650 [16.51] 745175-1 — — 2-745129-9 1-745130-3 1-543013-4 813809-6
B75[17.14] 745175-2 — 1-745508-1 — — — —
.750 [9.05] 745175-1 — 1-745508-2 2-745129-8 1-745130-4 1-543013-5 813809-8

*Min. OD is .040 [1.02] smaller than Max. for split ring ferrules; Min. OD is .050 [1.27] smaller than Max. for inner and outer ferrules.
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Accessories

Accessories

Receptacle

o

Flat Washer (2 Req'd.)

@i» Lock Washer

Hex Nut

187
[4.78]

Steel Kit Part Numbers

Non-Magnetic Parts

— T Long Standard Standard Long
A 8 Kit Individual Bulk Kit Special
B0 e - - - -
A% - BRUR, were maen -
.1520? 52%8 == = — — 212452-1

Note: Kits include two complete assemblies, illustrated above.
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Spring Latches
Material—Stainless steel,
.015 [0.38] thick 5
Spring 5
Latch
~ >
.905
22.99]
S
Shell Size . .
(No. of Contact Pos) 7"'7"'"8'""8  Part Number
Series 109 Series 90 A B C )
Connectors Connectors
1 1 1.475 .775 .470  1.215
©) (15) 37.47 1968 i1.94 3086 7450111
2 2 1.850 1.100 .470  1.540
. (15) (26) 46.99 27.94 i1.94 3971 7450121
3 3 2.340 1.640 .470 2.080
(25) (44) 59.44 4166 1194 5283 (450131
4 4 2.990 2.290 .470  2.730
. @n (62) 7595 5817  11.94 69.34 7450141
5 5 2.945 2.195 .585 2.635
(50) (78) 748 5575 1486 66.93 (450151
Female Screwlocks Male Screw/ Retainer Kits
and Kits
Materials and Finish:
Standard Steel Parts—Cold rolled
steel per QQ-S-637, zinc plated
per QQ-Z-325, Type Il, Class 3
(yellow chromate)
Non-Magnetic parts—Passivated
stainless steel
B
»
A

Receptacle

Standard Kits

Material and Finish
Screw—Steel, zinc plated per
QQ-Z-325, Type II, Class 3
(yellow chromate)

Retaining Clip—Steel, .012 [0.3]
thick, aluminum coated

Kit Part Numbers

AMP Number 205980-1 (two
assemblies per package)
Military Number M24308/25-6
AMP Number 205980-3

(bulk packed)*

*Each part is individually bulk
packed for multiple kit orders.
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Retaining Clip

Dimensioning:
All dimensions in inches and millimetres.
Values in brackets are metric equivalents.

Charts contain dimensions in inches over
millimetres.

Latching Blocks

Materials
Blocks—Aluminum

Screws—Zinc-plated steel

Plug or
Receptacle

Latching
Block
Phillips Head -~
Screw $
Metric [M3]
Part No. 18019-1
Shell Dimensions Kit
Size A g Part Number
.200 .400
14 508 10.1p 745007-1
.265 530
5 6.73 13.46 745007-2

4-40 Male Screw

.265
[6.731N

Kits for Non-Magnetic
Applications

Materials—All parts stainless
steel, passivated per QQ-P-35B
Part Number 211883-5

Notes: 1. Each kit includes two
screws and two retainers.

2. Retainer is assembled onto
connector flange with threaded
hole toward the wire side of the
connector.




Accessories

Standoff Bushings
(for Connectors
with Straight
Posted Contacts,
Pc Board Mounted)

Material and Finish:
Aluminum—Zinc plated per
QQ-Z-325, Type Il, Class 3 (Clear)
Kit Part Numbers

205933-2 (one assembly

per package)

205933-3 (two assemblies per
package)

205933-4 (bulk packed)*
*Parts are individually bulk
packed for multiple kit orders.

Commoning Strip

(for Size 20 DM

and 20 DF

Pin Contacts)

Material and Finish:

Brass per Mil-C-50, .004 [0.1]
thick; tin plated per Mil-T-10727
Part Number 206918-1
(continuous strip)

Keying Plug

(for Size 20 DM
and 20 DF
Socket Contacts

Material—Natural Nylon
Part Number 206509-1

4-40 Screws
(Customer Supplied)

™

__Plugor
_~ Receptacle
5 #

Standoff
Bushing

\ 4-40 Screws N
(Customer Supplied) % Pc Board

— Receptacle

Keying Plug —

AMP INCORPORATED, HARRISBURG. PA 17105 ® PHONE : 717-564-0100 TWX:510-657-4110

Dimensioning:
All dimensions in inches and millimetres.
Values in brackets are metric equivalents.

250 4-40 Threads
’"*[6_35] thru

Note: Standoff Bushings are
used with a plug or receptacle of
pc board mounted connectors.

Notes: 1. Commoning Strips can
be used on any Series 109 plug
with pin contacts.

2. Use punching tool to remove
desired pin locations on common-
ing strip. Seal strip over pins in
plug with mating receptacle.

3. For higher volume production
AMP has available punching dies
which can be used in an arbor
press. Consult AMP Incorporated
with your specific requirements.

.200
~ [5.08]

120 |
[3.05]

Max
A r_L/
Y e

Note: 1. Keying plugs are used
only in socket cavities of Series
109 receptacles.

Keying plug is installed taper-end
first into front of receptacle.
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Accessories

Accessories

Slide Latch Assemblies
(One Piece)

Material and Finish:

4-40 Screws, Washers and Hex
Nuts—Steel; zinc plated (yellow
chromate)

Slide Latch—Stainless steel

Locking Post
Assemblies

Material and Finish:

All Parts—Cold rolled steel, zinc
plated (yellow chromate)

Kit Numbers:

206514-1 (two assemblies per
package)

206514-3 (bulk packed)*

*Each part is individually bulk
packed for multiple kit orders.
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- Slide Latch

(See Note 3.)

165
4-40 Screw  [4.19]
(2 Supplied)

& Flat Washer
">~ (2'Supplied)
™~ Lockwasher
(2 Supplied)
Hex Nut
(2 Supplied)
s'['ﬁl'! Sollze Dimensions Slide Latch Assembly Kit Number
Contact Pos) A B Individual Bulk Packed*
) e 299 7454041  745404-2
5} s b i) 745405-1 745405-2
25j 2212 b 745406-1 745406-2
a7y 2213 390 745407-1 745407-2
(50) =t 7298 7454081 7454082

*Each part is individually bulk packed for multiple kit orders.

Notes: 1. All parts are packaged unassembled.

2. Each kit includes a one-piece slide latch and two 4-40 screws, flat
washers, lock washers and hex nuts. One-piece slide latches with
4-40 screws are also furnished as part of cable clamp assembly kits.
3. One-piece slide latch assemblies for shell sizes 1, 4 and 5 (shown
above) can not be used with cable clamp bodies that extend beyond
the front flange of the connector.

However, slide latch assemblies for shell sizes 2 and 3 (not shown)
have a universal configuration that accommodates these cable clamp
bodies. For details, consult AMP Incorporated.

Washer

/ Shim

te 3.

Metal-Shell _ (See Note 3,

or All-Plastic
Plug or

Receptacle

Flat
Washers

Notes: 1. All parts are packaged unassembled.

2. Locking post assemblies mate with one and two-piece slide latch
assemblies.

3. For front panel mounting, use a shim between the connector flange
and the panel to prevent bowing of the flange.

AMP INCORPORATED, HARRISBURG., PA 17105 ® PHONE :717-564-0100 TWX:510-657-4110

Dimensioning:

All dimensions in inches and millimetres.
Values in brackets are metric equivalents.
Chart contains dimensions in inches over
millimetres.

Slide Latch Assembly

Typical Application
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Part Number Index

40

Part Page Part Page Part Page
No. No. No. No. No. No.
58093 15 204529 24 205559 10, 14
58094 18 204530 25 205560 10, 14
58095 15 204531 24 205561 10, 14
59993 15 204532 25 205562 10, 14
66493 23 204533 24 205563 10, 14
66504 8 204534 25 205564 10, 14
66505 8 204535 24 205718 32
66506 8 204536 25 205729 32
66507 8 204537 24 205730 32
66556 23 204538 25 205731 32
66569 T 204539 24 205732 32
66570 Vi 204540 25 205764 14
66682 8 204541 24 205817 36
66683 8 204542 25 205933 37
66717 23 204543 24 205980 36
66718 23 204544 25 206063 26
69365 16 204545 24 206064 27
69710 15 204546 25 206065 27
90265 8 204547 24 206066 26
90294 23 205089 6 206390 32
90302 8 205090 6 206393 32
90312 8 205161 10, 14 206478 33
90358 23 205162 10, 14 206498 26
90374 8 205163 10, 14 206499 25
90405 8 205164 10 206500 26
91067 6,12, 22 205165 10, 14 206501 27
91234 8 205166 10, 14 206502 26
91235 8 205167 10, 14 206504 26
125905 6 205168 10, 14 206505 27
126195 6; 12,22 205169 10, 14 206509 37
126237 22,26, 27 205170 10, 14 206514 38
204351 22 205201 8 206798 12
204370 22 205202 8 206799 13
204500 25, 28 205310 8 206800 12
204501 24, 28 205311 8 206801 13
204502 25, 28 205408 10 206802 12
204503 24, 28 205409 10 206803 13
204504 25, 28 205412 10 206804 12
204505 24, 28 205413 10 206805 13
204506 25, 28 205414 10 206918 37
204507 24, 28 205415 10 207252 12
204508 25, 28 205416 10 207253 13
204509 24, 28 205417 10 207345 32
204510 25, 28 205418 10 207467 32
204511 24, 28 205419 10 207470 32
204512 25,28 205420 10 207473 32
204513 24, 28 205431 10 207476 32
204514 25, 28 205432 10 207503 32

204515 24, 28 205433 10 207683 23, 29
204516 25, 28 205483 10 207684 23, 29
204517 24, 28 205484 10 207719 36
204518 25, 28 205485 10 207908 33
204519 24,28 205486 10 208379 11
204520 25, 28 205487 10 208380 11
204521 24,28 205488 10 208407 11
204522 25, 28 205552 14 208408 11
204523 24,28 205555 10, 14 208412 11
204524 28 205556 10, 14 208413 11
204525 24 205557 10, 14 208417 11
204527 24 205558 10, 14 208418 11
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Part Page Part Page Part Page
No. No. No. No. No. No.
208422 11 211633 13 228596 15
208423 11 211634 13 228604 15
208503 27 ' 211635 13 228611 15
208550 19 211636 13 228618 15
208551 18 211637 13 466422 8
208552 19 211638 12 466423 8
208742 18 ' 211639 12 466505 8
208743 19 211640 12 466506 8
208744 19 211641 12 466900 8
208778 7 ; 211652 12 466901 8
208810 17 211667 12 466902 8
208811 17 211668 27 1 466903 8
208866 29 ‘ 211669 27 ‘ 543013 35
208867 29 211670 27 l 567033 8
208868 29 211671 27 687756 23
208869 29 211672 27 745005 33
208870 29 211673 26 745006 33
208871 29 211674 26 745007 36
208872 29 211675 26 745008 33
208873 29 211676 26 745009 33
208874 29 211677 26 | 745011 36
208875 29 211678 26 ' 745012 36
208876 29 [ 212007 15 [ 745013 36
208877 29 i 212008 15 [ 745014 36
208932 11 i 212013 15 ‘ 745015 36
208933 11 212014 15 \ 745129 35
208934 11 | 212059 16 ‘ 745130 35
208935 11 ' 212447 36 745171 34
208936 11 212452 36 745172 34
208937 11 212491 16 745173 34
208938 11 212498 16 ' 745174 34
208939 11 212502 16 745175 34
208940 11 212506 17 745229 8
208941 11 212510 1@ 745230 8
211010 30 l 212522 17 [ 745404 38
211011 30 212526 17 ‘ 745405 38
211012 30 212530 18 l 745406 38
211013 30 212534 18 ‘ 745407 38
211014 30 [ 212559 20 ‘ 745408 38
211015 30 [ 212560 20 J 745508 35
211111 16 } 212561 20 i 745652 34
211112 16 [ 212562 20 | 745653 34
211159 15 l 212563 20 813809 35
211161 15 ‘ 212565 7
|
|
|
!
!
|
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The Americas

United States of America
Worldwide Headquarters
AMP Incorporated
Harrisburg, Pennsylvania
U.S.A.

Phone: (717) 564-0100
Telex: 842313

AMP Products Corporation
Berwyn, Pennsylvania
U.S.A.

Phone: (215) 647-1000
Telex: 846405

AMP Keyboard
Technologies, Inc.
Milford, New Hampshire
U.S.A.

Phone: (603) 672-0470

Carroll Touch, Inc.
Round Rock, Texas
U.S.A.

Phone: (512) 244-3500
Telex: 881906

Argentina

AMP S.A. Argentina
Buenos Aires, Argentina
Phone: 54 1 752 4612
Telex: 26107

Brazil

AMP do Brasil Ltda.

Sao Paulo, Brazil

Phone: 55 11 864 3311
Telex: 1123507 AMPB BR

Canada

AMP of Canada, Ltd.
Markham (Toronto),
Ontario, Canada
Phone: (416) 475-6222

Mexico

AMP de Mexico, S.A.
Mexico City, Mexico
Phone: 90 5 398 7611
Telex: 1773126

THE WIDE WORLD OF AMP

AMP manufacturing and/or direct marketing facilities are located in:

Europe

Austria

AMP Osterreich Ges.m.b.H.
Wien (Vienna), Austria
Phone: 43 222 30 2600
Telex: 131 246

Belgium

Branch in Brussels of

AMP Holland

Zaventem (Brussels), Belgium
Phone: 32 2 721 2020
Telex: 22-658

Denmark

AMP Danmark A/S
Viby, Denmark
Phone: 45 6 295 055
Telex: 68600

Finland

AMP Finland OY
Helsinki, Finland
Phone: 358 0 556 533
Telex: 12-2496 AMPFI

France

AMP de France
Pontoise (Val d’'Oise),
France

Phone: 33 1 30 30 9220
Telex: 698205

Germany

AMP Deutschland G.m.b.H.
Langen, West Germany
Phone: 49 6103 7090
Telex: 415043

Great Britain

AMP of Great Britain Limited
Stanmore, (London),
Middlesex, England

Phone: 44 1 954 2356

Telex: 929547

Holland
AMP-Holland B.V.
‘s-Hertogenbosch,
The Netherlands
Phone: 31 73 20 0911
Telex: 50150

Ireland

AMP Ireland Limited
Dublin, Ireland

Phone: 353 1 51 7333
Telex: 852 92211 AMP El

Italy

AMP ltalia S.p.A.
Collegno (Turin), Italy
Phone: 39 11 7173 1
Telex: 210250

Norway

AMP Norge A/S

Rud (Oslo), Norway
Phone: 47 2 135 080
Telex: 19827

Spain

AMP Espafiola, S.A.
Barcelona, Spain
Phone: 34 3 200 8466
Telex: 53034

Sweden

AMP Svenska AB
Stockholm-Jakobsberg,
Sweden

Phone: 46 7 581 0400
Telex: 10985

Switzerland

AMP A.G.

Steinach, Switzerland
Phone: 41 7 147 0707
Telex: 72248

Distributors, agents or direct representatives
are located in over 30 other countries.
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AMP INCORPORATED, HARRISBURG, PA 17105¢PHONE: 717-564-0100 TWX: 510-657-4110

The Far East

Australia

Australian AMP Pty. Limited
Castle Hill, NSW 2154
Australia

Phone: 61 2 680 3377
Telex: 22195

Hong Kong

AMP Products Pacific Limited
Kowloon, Hong Kong
Phone: 852 3 739 1628
Telex: 37455 AMPHK HX

Japan

AMP (Japan), Ltd.
Tokyo, Japan

Phone: 81 3 404 7171
Telex: J22692

Carroll Touch International
Japan Branch

Tokyo 160, Japan

Phone: 81 3 345 8231

Korea

AMP Korea B.V.
Seoul, South Korea
Phone: 784 7171
Telex: K27457

New Zealand

New Zealand AMP Ltd.
Auckland,

New Zealand

Phone: 64 9 644 580
Telex: NZ 60034

Singapore

AMP Singapore PTE. Ltd.
Singapore

Phone: 65 482 0311
Telex: RS26651 AMPORE

Taiwan

AMP Taiwan B.V.
Taipei, Taiwan
Republic of China
Phone 886 2 704 4815
Telex: 28454 AMPBV
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