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Panel Height 
mm in Drawer Body 

Flat 
Drawer Face 

9 3.5 RODS 19 003 _i WH2 ROOF 19 003 _ 2
_ 

133 5.25 RODS 19 005 - WH2 ROOF 19 005 -
178 7.0 RODS 19 007 _ WH2 ROOF 19 007 ·-
222 8.75 RODS 19 008 _ WH2 ROOF 19 008 __ 
267 10.5 RODS 19 010 _ WH2 ROOF 19 010 __ 
311 12.25 RODS 19 012 _ WH2 ROOF 19 012 __ 
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ACCESSORIES 

STORAGE DRAWERS 
Storage drawers have gloss white interiors and inter­
changeable faces which may be painted your choice 
of colors . 

Handles may be installed at the top or, by inverting 
the face, at the bottom . 

SLIDE MOUNTING 
Storage drawers come with smooth , full-travel , ball 
bearing slides with quick release removal. 
Slides mount on the accessory rails at both front and 
rear . 

Raised 2spec1fy finish with a 3 d1g1t suffix from 
Drawer Face color chart (applies to face only ) 

ROOF 19 003 01 _2 1Specify depth in blank 
ROOF 19 005 01 - 12=11 .3" inside (287 mm) 
ROOF 19 007 OL_ 16=15.3" inside (389 mm) 
ROOF 19 008 01 _ 22 = 21.3" inside (542 mm) 
ROOF 19 010 01 _ 
ROOF 19 012 OL_ 

Locking Kits - a one point (behind the panel rail) 
lock rod. All hardware, including a replacement 
handle pre-punched for lock is supplied. Handle 
must be installed at the top when using locks. 

Hanging File Kit - for models RODS 19 012 16WH2 
and RODS 19 012 22WH2 only. 

Rods clip into holes provided - 16" drawers take 
letter size, 22" drawers take letter or legal size files . 

I Cat. No. RDDH 19 

Lift-Up Writing Surface or Dust Cover - Hinged 
approximately 1.5" from the rear of the drawer to 
allow opening beyond 90°. High pressure laminate 
matches sand (SD4) desk tops. 

Cat. No. For Drawer 

RDDW 19 000 12 SD4 
RDDW 19 000 16 SD4 
RDDW 19 000 22 SD4 

12" deep 
16" deep 
22" deep 

(305 mm) 
(406 mm) 
(559 mm) 
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Power Panels 

• Rated for 15 Amps@ 125 Volts 
• Contains 6 receptacles, a 15 AMP 

breaker, switch and pilot light. 
• Requires 1.75" panel height. (1 U) 
• U-ground cord , plug and 

receptacles. 
• Finished in ASA 61 grey only. 

Panel 6' Cord 15' Cord 
Width Cat. No. Cat. No. 

in mm 

19 483 

19 483 

Switch Panel 

Outlets on front 
1582 H6A1 

Outlets on rear 
1583 H6A1 

1582 H6B1 

1583 H6B1 

• 16 ga. formed steel panels, 3.5" high. 
• 16 slots 1.0X1 .56" at 1.0" centers . 

Switch mounting holes are .156" dia. 
at 1.625" centers. 

Cat. No. 5-350 SW 
Finish - ASA 61 grey only 

36 

ACCESSORIES 
Access Door Panel 

~ 
e ============== 

• Use as is for equipment access or 
fasten a chassis on the 3.5" space 
provided below the door. 

• 14 ga. steel door with a 1427 B lock. 

Finish - ASA 61 grey on ly 

Hinged Door Panels 

• 14 ga. steel door with a 1427 B lock 
• Opening is full panel height by 16.2" 

wide. 

Panel Height 
u mm in Cat. No. 

3 
5 
7 

133 
222 
311 

5.25 
8.75 

12.25 
1Spec ify fin ish wi th a 3 digit suffix GY1 or GF1 

Stocked in GY2. 

PHPF 19 005 . . 1 
• 

PHPF 19 008 . . . 
PHPF 19 012 .. . 
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Panel 
Height 

u in 

1 1.75 
2 3.5 
3 5.25 
4 7.0 
5 8.75 

6 10.5 
7 12.25 
8 14.0 
9 15.75 

10 17.5 
11 19.25 
12 21 .0 
13 22 .75 

14 24 .5 
15 26 .25 

16 28 .0 
17 29.75 
18 31 .5 

ACCESSORIES 

Flat Steel or Aluminum 

Economical panels made from high 
quality cold rolled steel or aluminum. 

Formed Steel 

A .50" fold top and bottom adds 
strength without increasing the panel 
thickness. 

Flat Flat Formed 
14 Ga. Steel .125" Alum. 16 Ga. Steel 

PBPS 19 001 _ PBPA 19 001 I PBFS 19 001 _1
_ --

PBPS 19 003 _ PBPA 19 003 __ PBFS 19 003 _ 
PBPS 19 005 _ PBPA 19 005 - - PBFS 19 005 _ 
PBPS 19 007 _ PBPA 19 007 __ PBFS 19 007 _ 
PBPS 19 008 _ PBPA 19 008 __ PBFS 19 008 -

PBPS 19 010 _ PBPA 19 010 __ PBFS 19 010 -
PBPS 19 012 _ PBPA 19 012 __ PBFS 19 012 -
PBPS 19 014 _ PBPA 19 014 -- PBFS 19 014 -
PBPS 19 015 _ PBPA 19 015 __ PBFS 19 015 -
PBPS 19 017 _ PBPA 19 01 7 __ PBFS 19 01 7 _ 
PBPS 19 019 _ PBPA 19 019 __ PBFS 19 019 -
PBPS 19 021 _ PBPA 19 021 __ PBFS 19 021 _ 
PBPS 19 022 _ PBPA 19 022 __ PBFS 19 022 -

PBPS 19 024 _ PBPA 19 024 __ PBFS 19 024 -
PBPS 19 026 _ PBPA 19 026 __ PBFS 19 026 _ 

PBPS 19 028 _ PBPA 19 028 __ PBFS 19 028 -
PBPS 19 029 _ PBPA 19 029 __ PBFS 19 029 -
PBPS 19 031 _ PBPA 19 031 __ PBFS 19 031 _ 

• Aluminum panel s. when ordered unfini shed, are paper covered on one side. (UNF) 
1. Specify finish with a 3 digit suffix from color chart. See price list for stock colors. 
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Features 
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Centrifugal blower wheels 
3 wire line cord (without plug) 
Filter removeable from the front 
Permanent washable filter 
Upward discharge at rear of unit 

Material . .................... . Stainless steel front panel , 
aluminum mesh filter. 

Dimensions .......... .. .......... . ...... ... ..... See table. 
Electrical ................... . . . .... . . 115 V AC, 50/ 60 Hz. 
Finish ..... . ..... ... . . .......... Blower assembly is gray, 

front panel is stainless steel. 
Parts List . . . . ... .. ... . . .. . 1 blower assembly with filter, 

front panel and line cord . 

Panel Height 
Type in u Cat. No. 

1 3.5 2 RAVB 150 03 
2 5.25 3 RAVB 125 05 
2 5.25 3 RAVB 290 05 
2 7.0 4 RAVB 300 07 

3 3.5 2 RAVB 180 03 

3 5.25 3 RAVB 350 05 

3 7.0 4 RAVB 550 07 

Quantity of air required to carry away heat: 
You must know the amount of dissipated heat to be 
removed and the temperature rise desired for the air. 
The equation relating the variables is Q = MCp (,6t) , or 
the heat removed equals the weight of the air times the 
temperature rise. If this equation is applied to air at 
room conditions on a rate basis, it reduces to : 

Btu/hr 
cfm = 

1.95 (6 tc) 

1760 kw 

(~tc) 

for the cubic feet of air required per minute when the 
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ACCESSORIES 
Blowers 
Blowers used in rack cabinets should be placed at the 
bottom to take advantage of convention currents. 

Intake blowers have an advantage over exhaust in 
cooling efficiency and practicality. By pressurizing the 
cabinet with filtered air , dust is kept out and the 
greater turbulence created aids in the transfer of heat 
to the air. 

Type 1 
Slot 

Air 
CFM 

150 
125 
290 
300 

Hi 180 
Lo 130 
Hi 350 
Lo 215 
Hi 550 
Lo 345 

Noise 
NC 

60 
50 
60 
50 
60 
55 
63 
50 
70 
55 

Depth Extra 
into Rack Filters 

6.5 RAVF 03 
9.1 RAVF 05 
9.1 RAVF 05 

10.2 RAVF 07 
12 RAVF 03 

14.5 RAVF 05 

14.5 RAVF 07 

heat to be removed is known in Btu/ hr or kilowatts and 
when the permitted average air temperature rise is 
known in Celcius degrees. In order to ensure adequate 
cooling in air pockets it is well to use about 25% 
excess air. A common design temperature rise is 
10° C. 

Filter Coat 
Provides a filter adhesive with a grease- like 
consistency which absorbs and traps dust particles . 

I 14750 1 pint spray can 
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Square Slot Panels 

Round Slot Panels 

Louvred Panels 
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ACCESSORIES 

• 14 ga. CRS or .125" aluminum. (3 
mm) 

• Slots are .25" x 1.0" (6 x 25 mm) 
• 1.75" (1 u) panels have 9.7 sq . in. of 

opening in 1 row. 
• 3.5" (2u) panels have 19.4" sq. in . of 

opening in 2 rows. 

Panel Height . 
u in Cat. No. Mat. 

1 
2 
1 
2 

1.75 
3.5 
1.75 
3.5 

PVSA 19 001 Alum. 
PVSA 19 003 Alum . 
PVSS 19 001 Steel 
PVSS 19 003 Steel 

·specify finish with a 3 digit suffix from color chart. 

• 16 ga. CRS formed panels. 
• Slots are .23" x 1.5" on .65 centres, 

36 per row. (6 x 38 mm) 

·specify finish with a 3 digit suffix from color chart. 

• 16 ga. CRS formed panels 
• 3 rows of 4" (102 mm) wide louvres. 
• All louvres face out except No. PVLK 

19 005 

Panel Height 
u in Cat. No. 

3 5.25 PVLK 19 005 
3 5.25 PVLL 19 005 
4 7.0 PVLL 19 007 
5 8.75 PVLL 19 008 
6 10.5 PVLL 19 010 
7 12.25 PVLL 19 012 
8 14.0 PVLK 19 014 

12 21.0 PVLK 19 021 
16 28.0 PVLK 19 028 

·specify finish with a 3 digit suffix from color chart. 
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Nickel plated 10-32 x .5" countersunk, 
slotted oval head. 

1421 E25B 
1421 E100B 

pkg . of25 
pkg. of 100 

Stainless Steel 10-32 x 1.25" 
countersunk, philips oval head (the 
extra length is necessary for RAISED 
panels). 

Black plastic cup washers for 
countersunk 10-32 screws. 

1421 A25W pkg. of 25 
1421 A100W pkg. of 100 

10-32 x .75" philips oval head screws 
with plastic cup washers. 

1421A pkg. of 4 screws 
and 4 washers 

Nickel plated 10-32 x .5" thumb screws 
with threaded washers for captivating in 
panels up to 0.09" thick. Head is .62" 
dia. x .37" high. 

pkg . of 4 screws 
and 4 washers 

10-32 clip nuts for all panel rails and 
most other mounting positions in 
products. Has the holding strength of a 
standard 10-32 nut. 

1421 N25 pkg. of 25 
1421 N100 pkg. of 100 

Nickel plated 10-32 x . 75" countersunk, 
philips oval head. 

- - 1421 A25B 
1421 A100B 

pkg . of25 
pkg . of 100 
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HARDWARE 

Pan head screws are required for 1421 Q 
panel screw covers. 

1421 D pkg. of 25 zinc 
plated 10-32 x 
5" slotted pan 
head screws 

Nickel plated metal cup washers for 
countersunk 10-32 screws. 

1421 E25 W 
1421 E100W 

pkg . of 25 
pkg . of 100 

Nickel plated 8-32 x .5" Phillips oval head with 
black nylon cup washers. 

1421 c pkg . of 4 
1421 C25 pkg . of 25 

Nickel plated #8 x .37" Phillips pan head , 
self-tapping . 

-..,, 
)l 

~-
1421 J8 pkg . of 25 

Zinc plated %-20 x .5" slotted round 
head screws and keps nuts (captive star 
washers). Supplied with all panel rails 
and racks. 

1421 K25 

1421 K100 

pkg. of25 
screws & nuts 

pkg . of 100 
screws & nuts 

Nickel plated 6-32 x .25" Phillips truss head , 
self-tapping. 

[_~~~~1-42_1 _J6~~~-p-kg_. _of_2_5~____, 
Zinc plated 8-32 speed clips (accepts 1421 JS). 

l.~~--~-~--~~~14_2_1 _M_8~~~pk_g_. o_f_25~----J 
10-32 x .5" slotted oval head screws 
with steel cup washers. 

1421 pkg . of 4 screws 
and 4 washers 
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A bbe e 
• self adhesive 

.37 dia. x .12 high 

• 1421 T2 pkg. of 24 

• self adhesive 
.7 x .7 x .31 high 

1421 T4 pkg . of 24 

B Til Stands 
• Bail locks in elevated or folded position . 
• 4 screw-on nylon feet (0.6" high) provided. 
• Bail is .18 dia. chromed steel. 

r 
l 

1427 05 
1427 07 
1427 010 

MOUNTING CENTRE 

(o)_l 
~~3 

FRONT 
FOOT 

5.5 
7.0 

10.0 

@-014 
DIA. 

REAR 
FOOT 

114 pint tins of standard Hammond paint. 

1413 BK Black 
1413 CN Chestnut 
1413 GF Gulf Blue 
1413 L ASA 61 Gray 
1413 P Goldtex 
1413 PY Putty Gray 
1413 R Greentex 
1413 SD Sand 
1413 SK Smoke Gray 

Large spray can of ASA 61 Gray quick drying lacquer. 
1413 LS ASA 61 Gray quick drying lacquer. 
1413 BS Black Spray quick drying lacquer. 
1413 BGS Beige Spray quick drying lacquer. 
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HANDLES 

• self adhesive 
.5 x .5 x .25 high 

1421 T3 pkg . of 24 

• screw-on with self-tapping screws 
provided . 
. 75 dia. x .5 high 

1421 T7 pkg . of 24 

wer Pull 
• Matte chrome plated zinc. 
• Length 5". 
• Mounting centres 3.5" . 
• Supplied with #8-32 screws. 

Cat. No. 1427H. Sold Singly. 

1r )1 

Fold ng Handle 
• Black, scratch resistent light weight polystyrene. 
• Nickel plated steel support posts with hardware. 
• Maximum steady load 60 lb. 
• Length 5". 

Cat. No. 1427F. Sold Singly. 

- tr 
&:_J 

Ret ctable V nyl Ha die 
• Bright chrome caps on a fluted matte black soft 

vinyl strap. 
• A spring steel core for maximum 50 lb . load. 
• 8.8" overall length and .95" width end caps. 
• Mounting centres 7.25". 

Cat. No. 1427 J. Sold singly. 
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1427C1 

4" handle 
.38" dia. bright nickel finished brass. 

__j_ 

38"~1. 38" 
1omm 35mm 

40'' 
I.. 102mm ----l T 

1427C2 

4" handle 
. 28" x .63" oval , satin nickel finished 
brass. 

~ 38" o 
35mm 

40" 
- --10_2_m_m _ _ .,I f -.j ~16~~·mm 

1427C3 

3.25" handle clear anodized satin 
finished aluminum. 

?~~;:tl ~ I• .5" •I 

~ ~so~;\] 3.25" \.) 

14-- 83m m --1 

1427C4 

4.38" handle black anodized satin 
finished aluminum. 

.38" ~ f-__t l• .5" 

10mm 0 1.0" u 
25mm 

... I u 
+ , .. 4.38" .. , 

112mm 
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HANDLES 
1427C5 

4" handle clear anodized satin finished 
aluminum. ------

1.38" D 
35m m 

.25" 
6mm 

4 O" 
~- 102mm 

1427C6 

-.I 88"f4--
22mm 

2.75" handle clear anodized satin 
finished aluminum . 

56 m(f 
14mm 

275' 
.375" ~ I.. ?Omm 

1427C7 

~ 1.50" n 
LJ 38mm LJ 
.. 1 ' ~ f4-

38" 
10mm 

5" hand le black anodized satin finished 
aluminum. 

.50" -l 1-- 4.0" 
13mml + 102mm 

1427C8 

5" handle black anodized satin finished 
aluminum . 

50" 40" 
1 3m~ f.-- 12omm-----l L _ 

I ~ + 11 Q" ~ 1 O" 
2Smm J""j 25mm 

t ~ t--
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Fo ding 
I s rument 
Handle 
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HANDLES 

Matt black handle carry capacity 100 kg (220 lb .)/ pair. 
Silver colored plate , screw mounts inside or outside 
the hou sing wall . Sold in pairs 

Clip for spot welding plate on M3255-2001 above. 4 
pieces per handle. Sold in pkg . of 8. 

Folding. polished aluminum handle. Sold in pairs , 
includes mounting screws. Carry capacity 150 kg 
(330 lb .)/ pr. 

Galvanized steel , flush mount screw down tray for 
M262-14 handle above. Sold in pairs . Screws 
included . 

Folding , spring loaded polished steel handle on black 
tray . Carry capacity 125 kg (275 lb .)/ pr. Sold in pairs . 
Installs inside or outside case. Screws not included . 

Chrome plated steel folding handle. Spring-locked . 
Comes with nuts and washers . Carry capacity 150 kr 
(330 lb .)/ pr. Sold in pairs . 
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Case legs 

Carry and 
Prop-up 
Handles 
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HANDLES 

M3784-7001 
Folding legs are spring-locked in open or closed 
position . Black polyamid , sold in pairs . 

M797-2 
Fixed rear legs. Black polyamid , sold in pairs . Screws 
and washers included. 

M3783-7001 
Carry and prop handle adjusts in 30° increments. 
Black polyamide rackets . Sold in pairs. 25 kg (55 lb.) 
carry capacity. Screws and caps included . M265-1000 
1 metre (39" )1ength polished aluminum grip material 
for cutting to size. 
M3265-1003 1 Metre (39" ) length black anodized 
aluminum grip material for cutting to size. 

M264-5 
Handle locks in 12 different positions. Multiple height 
adjustments in 18 mm (.71 ") increments. Black 
anodized brackets. Sold separately . M264-1000 
polished aluminum grip material 1 metre (39" ) lengths. 
Note: To fit grip material , cut to case width less 10 mm . 
(.39") . 
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Folding 
Carry 
Handles 

Fixed Carry 
Handles 
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HANDLES 

Grey polyamide folding handles carry up to 35 kg (77 
lb .). Handle locks in open and closed positions. Sold 
in pairs . Screws and washers not included . 

Black aluminum handles. Sold separately with nuts 
and washers . 

2.1 inches 
3.4 inches 
4.7 inches 
7.0 inches 
3.9 inches 

.24 oz . 

.42 oz . 

.47 oz. 

.57 oz . 

.89 oz . 

M1427-4103 
M1427-4203 
M1427-4303 
M1427-4403 
M1427-4603 

Black polyamide brackets with polished aluminum 
grips. Carry capacity 50 kg (110 lb.) each. Complete 
with screws and washers. Sold separately . 

2.1 inches 
3.4 inches 
4.7 inches 
7.0 inches 
9.2 inches 
3.9 inches 
7.9 inches 

1.0 oz . 
1.2 oz. 
1.4 oz . 
1.7 oz . 
2.1 oz . 
1.3 oz . 
1.8 oz. 

M266-1 
M266-2 
M266-3 
M266-4 
M266-5 
M266-6 
M266-7 
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46 

HANDLES 

Black polyamide brackets with polished aluminum 
grips. Capacity 50 kg (110 lb.) each. Complete with 
screws and washers . Sold separately . 

2.1 inches 2.9 inches 2.3 oz. M265-55 
3.4 inches 4.2 inches 2.5 OZ. M265-88 
3.9 inches 4.6 inches 2.6 oz. M265-100 
4.7 inches 5.4 inches 2.8 OZ . M265-120 
7.0 inches 7.8 inches 3.1 oz . M265-180 
9.2 inches 10 inches 3.5 oz . M265-235 

Steel module handle with rounded edges. Includes 
screws and washers. Sold separately. 

Matte anodized aluminum handles. Include screws 
and washers . Available in natural or black anodized . 
Sold separately. 

1.2in 1.7in .84oz. 
2.9 in 3.4 in 1.1 oz. 
4.7 in 4.8 in 1.4 oz. 

M3299-1131 
M3299-1231 
M3299-1301 

M3299-1133 
M3299-1233 
M3299-1303 

Matte anodized aluminum handle. Complete with 
screws and washers. Sold separately . 

.98 inches 
1.6 inches 
2.1 inches 
3.4 inches 
4.7 inches 
7.0 inches 
9.2 inches 

1.6 inches 
2.1 inches 
2.7 inches 
4.0 inches 
5.2 inches 
7.6 inches 
9.8 inches 

1.4 oz. 
1.2 oz. 
1.4 oz. 
1.7 oz. 
2.1 oz . 
2.8 oz. 
3.5 oz. 

M3268-1001 
M268-0 
M268-1 
M268-2 
M268-3 
M268-4 
M268-5 
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Cable 
Brackets 

l 

0 
l 
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HANDLES 

Black ny lon carry handles . Screws and washers 
included . Sold separately . 

2.6 2.9 .31 47 1.2 .16 in 55 lbs . .35 oz . 
3.9 4.3 .35 .51 1.3 .17 in 66 lbs . .7 oz . 
54 6.1 .51 .78 1.6 .19 in 132 lb . 175 oz . 

M250-663 
M250-1003 
M250-1393 

Grey plasti c brackets with spring elements. Sold in 
pairs . 

9 
Zinc-plated steel brackets. Sold in pairs . 

One piece light grey nylon. 
Supplied with countersink screws and bolts. 
4" long by 2" high and projects .49" into cabinet. 

Cat. No. 1427R. Sold singly. 

ec s e o amg n I 
Two-tone grey plastic. 
Steady load capacity of 75 lb. per handle. 

• For sheet material from .035" to .078" , side mounted 
only. 
Simple installation secured by 2 clips , supplied . 
5" wide by 3.5" high and projects .57" into cabinet. 

Cat . No. 1427K. Sold singly. 
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The standard cases displayed in this 
catalog may not be suitable for your 
application. Hammond Manufacturing 
can produce cabinetry to your 
specifications, in quantities. The price, 
naturally, will vary according to design 
and quantity. Below are some 
suggestions to help you keep the costs 
down and the deliveries short. 

Custom (Totally unlike standard) 

Here the additional eng ineering time 
and expense is a factor. There are two 
ways to approach a custom design. 

1. TO YOUR DESIGN - We still must 
produce our own engineering 
drawings but delays are reduced 
because the mechanical aspects 
have been detailed. Allowing for 
some modifications may eliminate 
tooling charges. 

Cases for 
OEM Production 

2. OUR DESIGN - Our staff of 
designers and draftsmen can 
produce an efficient enclosure if you 
provide all the requirements (hole 
sizes or component samples etc.) A 
general description of marketing 
requirements would also be helpful 
to determine the emphasis on 
aesthetics, the human factors, 
aspects, the cost, etc. Naturally, 
more time is required here for 
prototypes, approvals, changes etc. , 
so plan well ahead. 

Modified Standard 

This is usually the most economical 
since the engineering drawings and 
tooling already exist and for the 
same reasons, delivery won't be 
impeded by technical difficulties. 




