
































































































































































































































































































































































































































































































MS314002 

PIN DESCRIPTIONS 
PIN NO. SYMBOL FUNCTION 

2·12,23,25·31 Ao·A18 Address Inpu1 

13·15,17-21 0 0 .07 Data Output 

16 GND Ground 

32 Vcc Power Supply 

1 NC No Connection 

22 CE Chip Enable 

24 OE Output Enable 

OPERATING RANGE 
AMBIENT 

RANGE TEMPERATURE Vee 

ABSOLUTE MAXIMUM RATINGS(1) 
Temperature Under Bias -10'C to +85'C 

Storage Temperature -45'C to +125'C 

Supply Voltage to Ground Potential -O.5V to +7.0V 

Applied Output Voltage -O.5V to Vcc + 0.5 

Applied Input Voltage -O.5V to Vcc + 0.5 

Power Dissipation 220mW 

1. Stresses greater than those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent damage to the device. This is a 
stress rating only. Functional operation of the device at these or 
any other conditions above those indicated in the operational 
sections of this specification is not recommended. Exposure to 
ABSOLUTE MAXIMUM RATINGS for extended periods may affect 
device reliability. 

Commercial O'C to + 70'C 5V± 10% 

DC ELECTRICAL CHARACTERISTICS (overlhecommercialoperalingrange) 

PARAMETER MS314002 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 
V IL Input Low Voltage -0.3 0.8 V 

V IH Input High Voltage 2.2 Vcc+ 0.3 V 

IlL Input Leakage Current V IN=OV to Vcc - 10 IIA 
10L Output Leakage Current C"E=V IH, QE=V IH -10 10 IIA 
VOL Output Low Voltage 2.1mA 0.4 V 

VOH Output High Voltage IOH=--40011A 2.4 V 

Icc Operating Power Supply Current(1) 40 rnA 

ICCSB Standby Power Supply Current CE=V IH 1 rnA 

ICCSB1 Super Standby Power Supply Current CE=Vcc-O.2V, VIH, GND 50 I'A 

los Output Short Circuit Current (2) 50 rnA 

1. Measured with device selected and outputs unloaded. 
2. For a duration not to exceed 30 seconds. 

CAPACITANCE (Ta=25°C, f=1.0MHz)(1) 
SYMBOL PARAMETER CONDITION MAX. UNIT 

CI Input Capacitance V IN= OV 10 pF 

CO Output CapaCitance VOUT= OV 15 pF 

1. This parameter is guaranteed but not 100% tested. 
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TRUTH TABLE 
~ ~ 

L L 

L H 

H X 

AC TEST CONDITIONS 

Input Pulse Levels 

Input Rise and Fall Times 

Timing Measurement Level 

Reference 

Output Load 

0.6 to 2.4V 

tR = 5 ns 

V IL = O.SV 

VOL = O.SV 

See Figure 1 

MODE 

Selected 

Not Selected 

Not Selected 

V1H = 2.2V 

VOH = 2.0V 

MS314002 

OUTPUT POWER DISSIPATION MODE 

Output Data Active 

High-Z Active 

High-Z Standby 

TTL GATE 

~ 
1100PF 

Figure 1. Output Load Circuit 

AC ELECTRICAL CHARACTERISTICS (over the operating range) 

PARAMETER MS314002-25 

NAME PARAMETER TEST CONDITION MIN. MAX. UNIT 

tAA Chip Access Time cr = rn: = V1L - 200 ns 

tCE Chip Enable Access Time OE=I.\L 200 ns 

tOE Output Enable Access Time Note 1 SO ns 

tOH Output Disable cr = rn: = V 1L 0 60 ns 

tOF Output Hold After Address Change Note 2 ns 

Note 1: Maximum OE delay which does not affect tAA is tM-la. 

Note 2: to, is specified by either of CE or OE changing to HIGH earlier. 
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MS314002 

TIMING DIAGRAMS 

ADDRESS ~ K 
tCE 

1 / +--tDF--+-

+------ toE-----' 

OE J 
lAA . 

-IOH-----

HiQh-Z " ~ ~ '\.'\ '\' DATA OUT VALID 0, -08 

ORDERING INFORMATION 
ORDERING TEMPERATURE 

SPEED (ns) PART NUMBER PACKAGE REFERENCE NO. RANGE 

200 MS314002-20 PC P32-2 O'C 10 + 70'C 
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MOSEL 
ADVANCE INFORMATION 

FEATURES 

Two organizations selectable by BYTE pin 

262,144 words x 16 bits 
524,288 words x 8 bits 

Access time: 150ns 

• Low Power operation: 

275mW max. Operating 

5.5mW max. Standby, TTL input level 

275flW max. Standby, CMOS input level 

• Fully static operation 

• Automatic power down (CE/CE) 

• Complete TTL compatibility 

3-state outputs for wired-OR expansion 

Single 5V power supply 

Standard 40-pin Plastic DIP 

64-pin Plastic Flat package 

PIN CONFIGURATIONS 

Au A, 
A, A, 
A, A" 
A, A" 
A, A" 
A, A" 
A, A" 
A, A" 

" A" 
CE BYTE 

OND OND 

De (A-1)/o16 

0, 0, 

0, 0" 
a, a, 
0" 0" 
0, 0, 

0" 0" 
o. 0, 

0" Vee 

~~ •••• ~« •• M~~~D$$~~ 
N.C 52 32 

A" 

A" 
A, 

A, 

NC 

N.C 

NC 

Au 
A, 
A, 

" 
" 58 

57 

58 

" 60 

" " 

31 

30 

29 
2B 

MS314003 26 

As 63 21 

N.C. 64 20 
1 2 3 4 5 6 7 B 9 10111213141516171819 

A. 

A, 

A2 

A3 

A. 

A, 

A, 

A, 

A, 

A, 

A,. 

A11 

A" 
N.C. A" 0, 

N.C. A,. 
0" 
0, A15 
Vee 

A16 N.C. 

0" 
A" 0, 

0" 
N.C. 
0, 

N.C. 

MS314003 
256K X 16, 512K X 8 CMOS 
Mask Programmable ROM 

DESCRIPTION 

The MS314003 is a CMOS SI-gate mask-programmable static 
read only memory organized as 262,144 words by 16 bits. 
(524,288 words by 8 bits). 

The MS314003 has TTL-compatible 1/0 3-state output level with 
fully-static operation (i.e. no need of clock signal) and single +5V 
power supply. Also, the MB834200 is designed for applications 
such as character generator or program storage which require 
large memory capacity and high-speed/low-power operation. 

Memory organization of MS314003 is changeable between 16 
bits and 8 bits. (ex. The system using 8 bits CPU and 16 bits CPU 
can use common data on the same chip.) 

BLOCK DIAGRAM 

Row • 262,144x16bits 
Decoder ROM Cell Array 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MS314003 

PIN DESCRIPTIONS 
SYMBOL FUNCTION 

PvJ - A,s Address Input 

0 0 -0'6 Data Output 

GND Ground 

Vee Power Supply 

NC No Connection 

CE Chip Enable 

OE Output Enable 

BYTE Selects 16 or 8 bit Data Out 

OPERATING RANGE 
AMBIENT 

RANGE TEMPERATURE Vee 

ABSOLUTE MAXIMUM RATINGS(1) 
Temperature Under Bias -10'C to +80'C 

Storage Temperature -65'C to + 150'C 

Supply Voltage to Ground Potential -O.5V to +7.0V 

Applied Output Voltage -O.5V to +7.0V 

Applied Input Voltage -O.5V to +7.0V 

Power Dissipation 275mW 

1. Stresses greater than those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent damage to the device. This is a 
stress rating only. Functional operation of the device at these or 
any other conditions above those indicated in the operational 
sections of this specification is not recommended. Exposure to 
ABSOLUTE MAXIMUM RATINGS for extended periods may affect 
device reliability. 

Commercial O'C to + 70'C 5V± 10% 

DC ELECTRICAL CHARACTERISTICS (over the commercial operating range) 

PARAMETER MS314003 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

V IL Input Low Voltage -0.5 - 0.8 V 

V IH Input High Voltage 2.0 Vee+ 0.3 V 

IlL Input Leakage Current V IN=OV to Vee 10 IJA 
10L Output Leakage Current C'1:=V IH• OE=v IH -10 10 IJA 
VOL Output Low Voltage IOL=2.1mA 0.4 V 

VOH Output High Voltage IOH=-4001lA 2.4 V 

Icc Operating Power Supply Current (') 50 rnA 

leesB Standby Power Supply Current CE=VIH - 3 rnA 

leesB1 Super Standby Power Supply Current CE=Vce-O.2. V IH. GND 50 IJ.A 
los Output Short Circuit Current (2) 70 mA 

1. Measured with device selected and outputs unloaded. 
2. For a duration not to exceed 30 seconds. 

CAPACITANCE (Ta=25°C, f=1.0MHz)(1) 
SYMBOL PARAMETER CONDITION MAX. UNIT 

CI Input Capacitance V IN= OV 10 pF 

CO OutputCapacitance Vour= OV 15 pF 

1. ThiS parameter IS guaranteed but not 100% tested. 

PID057 228 



MS314003 

TRUTH TABLE 
fE ~ MODE OUTPUT POWER DISSIPATION MODE 

H X Not Selected High-Z Standby 

L X 

L L 

OUTPUT SELECTION MODE 
A_I BYTE 

X H 

L L 

H L 

AC TEST CONDITIONS 
Input Pulse Levels 

Input Rise and Fall Times 

Timing Measurement Level 

Reference 

Output Load 

0.6 - 2.4V 

5 ns 

V IL = O.BV 

VOL = O.BV 

See Figure 1 

Not Selected 

Selected 

V1H = 2.2V 

VOH =2.0V 

0 1 toOa 

0 1 to Os 

0 1 toOg 

0 9 to 0 16 

High-Z Active 

DoUT Active 

Og to 0 15 

Og to 0 15 

High-Z 

High-Z 

TIL GATE 

o----y-[?-----o 
1100PF 

Figure 1. Output Load Circuit 

AC ELECTRICAL CHARACTERISTICS (over the operating range) 

PARAMETER 

NAME PARAMETER 

tAA Chip Access Time 

tCE Chip Enable Access Time 

tOE Output Enable Access Time 

tOH Output Hold After Address Change 

tDF Output Disable 

Note 1: Maximum OE delay which does not affect tAA is tAA-tOE 

Note 2: toF is specified by either of CE or OE changing to HIGH earlier. 

TIMING DIAGRAMS 

Ao -A 17 
(A-I) )j 

t 
tCE 

MS314003·25 

TEST CONDITION MIN. 

CE" = OE = \(L 

OC= V1L 

Note 1 

CE" = OC = \(L 0 

Note 2 

K 

I -+----t DF ........... 

r tOE
- I 

01 -06 

(01-06 ) 

( ) shows a case of B bit outputs 

tAA 

f//; ",y 

229 

-tOH-----

DATA OUT VALID ~ ~ 

MAX. 

250 

250 

100 

-
60 

0 16 

015 

Al 

Al 

UNIT 

ns 

ns 

ns 

ns 

ns 

PID05? 
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MS314003 

ORDERING INFORMATION 
ORDERING TEMPERATURE 

SPEED (ns) PART NUMBER PACKAGE REFERENCE NO. RANGE 

250 MS314003-25PC P40-1 O°C 10 + 70°C 

250 MS314003-250C 064-1 O°Clo +70°C 
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MOSEL 
ADVANCE INFORMATION 

FEATURES 

Access time: 200ns 

Low Power operation: 

257mW (Active) 

5.5mW Standby TTL levels 

2751lW Standby CMOS levels 

Fully static operation 

Automatic power down (CE) 

Complete TTL compatibility 

• 3-state outputs for wired-OR expansion 

• EPROMs accepted as program data input 

• 32 Pin DIP 

PIN CONFIGURATIONS 

A,. Vee 

A'B A" 

A,s A" 

A'2 A14 

A7 A13 

A. A, 

As A. 

A, An 

A, DE 
A2 AlO 

A, CE 

Ao 07 

00 D. 

0, Os 

O2 0, 

GND 0, 

MS318002 
1,048,576 X 8 CMOS Mask 

Programmable ROM 32 Pin DIP 

DESCRIPTION 

The MS318002 high performance Read Only Memory is organ­
ized as 1,048,576 bytes by 8 bits. It is designed to be compatible 
with all microprocessors and similar applications where high per­
formance, low cost, mass storage and simple interfacing are 
important design considerations. 

The MS318002 offer automatic powerdown with powerdown con­
trolled by the Chip Enable (CE) input. When CE goes HIGH the 
device will automatically power down and remain in a low power 
standby mode as long as CE remains HIGH. 

BLOCK DIAGRAM 

524,288 x 8 bits 
ROM Cell Array 

01 02 03 04 05 06 07 08 

""-Vcc 
",--vss 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MS318002 

PIN DESCRIPTIONS 
SYMBOL FUNCTION 

Ao-A18 Address Input 

0 0 -07 Data Output 

GND Ground 

Vcc Power Supply 

NC No Connection 

CE Chip Enable 

OE Output Enable 

1. This pin is user-definable as active high or active low. 
2. N/C is "No Connection". 

OPERATING RANGE 
AMBIENT 

RANGE TEMPERATURE Vee 

ABSOLUTE MAXIMUM RATINGS(I) 
Temperature Under Bias -10°C to +85°C 

Storage Temperature -45°C to + 125°C 

Supply Voltage to Ground Potential -{l.3V to +7.0V 

Applied Output Voltage -{l.5V to Vcc + 0.5 

Applied Input Voltage -{l.5V to Vcc + 0.5 

1. Stresses greater than those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent damage to the device. This is a 
stress rating only. Functional operation of the device at these or 
any other conditions above those indicated in the operational 
sections of this specification is not recommended. Exposure to 
ABSOLUTE MAXIMUM RATINGS for extended periods may affect 
device reliability. 

Commercial O°C to + 70°C 5V±10% 

DC ELECTRICAL CHARACTERISTICS (overlhecommercialoperatlngrange) 

PARAMETER MS318002 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

V IL Input Low Voltage -{l.3 0.8 V 

V IH Input High Voltage 2.2 Vcc+ 0.3 V 

IlL Input Leakage Current Vce=Max. VIN=OV to Vec - 10 fJA 
IOL Output Leakage Current VOUT=O V to Voo. CE=V IH. OE = "IH 10 fJA 
VOL Output Low Voltage Vcc=Min.IOL=2.1mA - - 0.4 V 

VOH Output High Voltage Vce=Min. IOH=-400mA 2.4 V 

Icc Operating Power Supply Current (1) CE=v IL. Minimum Cycle - 50 rnA 

IcesB Standby Power Supply Current CE=v IH. CE=V IL 1 rnA 

ICCSB1 Super Standby Power Supply Current CE=Vec-{l.2V. CE = 0.2V - 50 fJA 
1. Measured with device selected and outputs unloaded. 

CAPACITANCE (Ta=25°C, f=1.0MHz)(I) 

SYMBOL PARAMETER CONDITION MAX. UNIT 

CI Input Capacitance V IN= OV 10 pF 

CO Output CapaCitance Vour= OV 15 pF 

1. This parameter IS guaranteed but not 100% tested. 
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TRUTH TABLE 
CE OE MODE 

H X Not Selected 

L H Not Selected 

L L Selected 

AC TEST CONDITIONS 

Input Pulse Levels 

Input Rise and Fall Times 

Timing Measurement Level 
Reference 

Output Load 

0.6 to 2.4V 

5 ns 

V IL = O.BV "iH = 2.2V 
VOL = O.BV VOH = 2.0V 

1 TIL Gate and 100pF 

MS318002 

OUTPUT POWER DISSIPATION MODE 

High-Z Standby 

High-Z Active 

Data Out Active 

Figure 1. Output Load Circuit 

AC ELECTRICAL CHARACTERISTICS (over the operating range) 

PARAMETER 
NAME PARAMETER 

tAA Address Access Time 

tACE Chip Enable Access Time 

tOE Output Enable Access Time 

tOF Output Disable Time 

IOH OUlpUI Hold Time 
-

Nole 1: Maximum OE delay which does not affect lAC. is IAC.-la •. 

Nole 2: lop is specified by eilher of CE or OE changing 10 Hih earlier. 

TIMING DIAGRAMS 

ADDRESS ) 

1 
lAA 

TEST CONDITION MIN. 
CE = OE = V1L -
OE="iL 

Note 1 

Note 2 

CE = OE = V1L 0 

K 

J +-tOF-+ 

r IOE - / 
lAA . ~IOH-

0 1 -Oa 
High-Z fJ 

~ ,,"\ "\: DATA OUT VALID 

233 

MAX. UNIT 
200 ns 

200 ns 

BO ns 

BO ns 

ns 

~ 

PID05B 

• 



MS318002 

ORDERING INFORMATION 
ORDERING TEMPERATURE 

SPEED (ns) PART NUMBER PACKAGE REFERENCE NO. RANGE 
200 MS318002-20 PC P32-2 O°C to + 70°C 
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MOSEL 
ADVANCE INFORMATION 

FEATURES 

Access time: 200ns max. 

Low Power dissipation: 

275mW max. (Active) 

5.5mW max. (Standby, TTL input level) 

275/lW max. (Standby, CMOS input level) 

Fully static operation, no clock required 

Automatic power down (CE/CE) 

• Complete TTL compatibility 

• 3-state outputs for wired-OR expansion 

• EPROMs accepted as program data input 

• Ultra low data retention supply 

Organization (selectable by BYTE pin): 

524,288 words x 16 bits 
1 ,048,576 words x 8 bits 

42 pin PDIP package 

• 64 pin Quad Flat package 

PIN CONFIGURATIONS 

A" NC 

A" A. 
A, A. 
A. A" 
A, A" 
A, A" 
A, A" 
A, A" 
A, A" 
A, A" 
Ce " " BYTE 

GND " MS318003 31 GND 

CE (A_,)!016 
0, 0. 
0. 0" 
0, 0, 

0" 0" 
0, 0. 

0" 0" 
0, 0, 

0" v" 
() shows a case 01 8 bits outputs 

IW c c g: 
~~;J1;~~~~~~~~~6~oJ 

~ ••• u •• Ma.~.~$D •• M. 
NC " A" 
A" 
A, 

A. 
NC 

NC MS318003 
NC 59 

A" 60 
A, 61 

A, 
A, 

NC , , 3 , , 6 , , 9101',213141516171819 

" 

" 20 

Ao 

A, 

A, 

A3 

A, 

A, 

A, 

A, 

A, 

A, 

A" 

A" 

A" 

NC 
A13 

0. A14 
NC 

0" A" 
0, 

v" A" 
NC 

0" 
0, 

0" 
NC 

0, 

NC 

MS318003 
512K X 16,1 MEG X 8 CMOS 

Mask Programmable ROM 

DESCRIPTION 

The MOSEL MS318003 is a CMOS SI-gate mask-programmable 
static read only memory organized as 524,288 words by 16 bits, 
or 1,048,576 words by 8 bits. 

The MS318003 has TTL compatible I/O 3-state output level with 
full-static operation (i.e. no need of clock signal) and single +5V 
power supply. Also, the MS318003 is designed for applications 
such as character generator or program storage which require 
large memory capacity and high-speed/low-power operation. 

Memory output organization of MS318003 is selectable between 
16 bits and 8 bits. (ex. The system using 8 bit CPU and 16 bit 
CPU can use common data from ROM.) 

BLOCK DIAGRAM 

Row • 524,288 x 16 bits 
Decoder ROM Cell Array 

DE A_I 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MS318003 

PIN DESCRIPTIONS 
SYMBOL FUNCTION 

Ao- A'B Address Input 

0 0 -0'6 Data Output 

GND Ground 

Vcc Power Supply 

NC No Connection 

CE Chip Enable 

OE Output Enable 

BYTE Selects 16 or 8 bit Data Out 

OPERATING RANGE 
RANGE TEMPERATURE Vee 

ABSOLUTE MAXIMUM RATINGS(!) 
Temperature Under Bias -10°C to +85°C 

Storage Temperature -45°C to + 125°C 

Supply Voltage to Ground Potential -{l.3V to +7.0V 

Applied Output Voltage -{l.5V to Vcc+0.5V 

Applied Input Voltage -{l.5V to Vcc+0.5V 

Power Dissipation 275mW 

1. Stresses greater than those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent damage to the device. This is a 
stress rating only. Functional operation of the device at these or 
any other conditions above those indicated in the operational 
sections of this specification is not recommended. Exposure to 
ABSOLUTE MAXIMUM RATINGS for extended periods may affect 
device reliability. 

Commercial 5V± 10% 

DC ELECTRICAL CHARACTERISTICS (over the commercial oparatlng ranga) 

PARAMETER MS318003 

NAME PARAMETER TEST CONDITIONS MIN. MAX_ UNITS 

V IL Input Low Voltage -{l.3 - 0.8 V 

V IH Input High Voltage 2.2 Vcc+ 0.3 V 

IlL Input Leakage Current V IN=OV to Vcc -10 - 10 !IA 
IOL Output Leakage Current CE=V IH, OE=V IH -10 10 !IA 
VOL Output Low Voltage IOL=2.1mA 0.4 V 

VOH Output High Voltage IOH=-400~A 2.4 V 

Icc Operating Power Supply Current (1) - 50 rnA 

ICCSB Standby Power Supply Current C'E=V IH - - 1 rnA 

ICCSB1 Super Standby Power Supply Current CE=Vcc-{l.2, V IH, GND - 50 !IA 
1. Measured with device selected and outputs unloaded. 

CAPACITANCE (Ta=25°C, f=1.0MHz)(!) 
SYMBOL PARAMETER CONDITION MAX. UNIT 

CI Input Capacitance V IN= OV 10 pF 

CO Output Capacitance VOUT= OV 15 pF 

1. This parameter is guaranteed but not 100% tested. 
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TRUTH TABLE 
eE ~ MODE OUTPUT 

H X 

L H 

L L 

OUTPUT SELECTION MODE 
A...1 BYTE 

X H 

L L 

H L 

AC TEST CONDITIONS 
Input Pulse Levels 

Input Rise and Fall Times 

Timing Measurement Level 

Reference 

0.6 - 2.4V 

tR = 5 ns 

V 1L = O.BV 

VOL = O.BV 

Not Selected 

Not Selected 

Selected 

\!jH= 2.2V 
VOH = 2.0V 

0 1 toOa 

0 1 toCa 

0 1 taOs 

0 9 to 0 16 

High-Z 

High-Z 

DoUT 

AC ELECTRICAL CHARACTERISTICS (over the operating range) 

PARAMETER 

NAME PARAMETER 

tM Chip Access Time 

tACE Chip Enable Access Time 

tOE Output Enable Access Time 

tOH Output Hold After Address Change 

tDF Output Disable 

Note 1: Maximum OE delay which does not affect tAA is tAA-tOE 

Note 2: tOF is specified by either of CE or OE changing to HIGH earlier. 

TIMING DIAGRAMS 

Ao -Au 
(A-1) ~ 

t 
tM 

TEST CONDITION 

IT =OE = \fL 

OE=\!jL 

Note 1 

IT = OE = \fL 

Note 2 

K 

+--- tOE------+ 

OE 

MS318003 

POWER DISSIPATION MODE 

Standby 

Active 

Active 

0 9 to0 15 0 16 

0 9 to 0 15 015 

High-Z A...1 

High-Z A...1 

• Output Load 

1100PF 

MS318003·20 

MIN. MAX. UNIT 

200 ns 

200 ns 

80 ns 

0 ns 

60 ns 

J i+-tDF -

J 
tAA . 

-tOH------

Hiah-Z 
~ '\., ,: DATA OUT VALID ~ 

( ) shows a case of B bit outputs 
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MS318003 

ORDERING INFORMATION 
ORDERING TEMPERATURE 

SPEED (ns) PART NUMBER PACKAGE REFERENCE NO. RANGE 

200 MS318003-20PC P42-1 O'C to + 70'C 

200 MS318003-200C 064-1 O'C to +70'C 
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Voice ROMs • 





VOICE ROM 

MOSEL's Voice Rom products are a CMOS VLSI 
solution to PCM speech synthesis. A wide variety of 
speech lengths and controls offer a choice of unit price 
and complexity as well as speech duration. PCM sound 
allows all types of audio signals to be frozen in a solid­
state ROM memory. 

Voice, animal sounds, noises, machine sounds, music 
and lyrics are all producible with this technology. With 
the addition of a battery, a switch mechanism and a 
speaker or buzzer, the sound unit can be placed in a toy, 
gift, book or magazine, electronic clock, thermostat, or 
any compact electronic module. 

These CMOS devices work on voltages down to 2 volts, 
shut down automatically after the programmed sound 

terminates and can be made to repeat, mute, and restart 
using metal mask options on most of the control inputs. 

The family members now allow durations of 1.5 seconds 
to 20 seconds. A new 28 second device will be available 
in 2nd half of 1990. 

MOSEL supports the Voice Rom product by converting 
the customer's sound to EPROM data, demonstrates 
digitized sound, makes 15 samples of the actual VLSI 
device for evaluation and starts chip production to meet 
a customer's critical delivery schedule. MOSEL will also 
assume prime contractor status to manage the assembly 
of modules containing the speech chip for the most 
economical and reliable solution. 
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MOSEL 

FEATURES 

• Single power can operate at 2.4V through 5V. 

Direct drive buzzer and one current output to 
drive speaker. 

• Total maximum duration is 1.5/2.8 seconds, 
speech + mute is about 6 seconds. 

• Automatic power down. 

• Repeat function that can repeat up to 8 times. 

• Cascade function that can extend the speech 
duration by 2.8 x n seconds with n pieces of 
MSS0281. 

• Bonding option for edge trigger (CDS photo­
resistor application) or level trigger. 

BLOCK DIAGRAM 

osc 
2 

ElL 

MSS0151/0281 
Speech Synthesizer (Voice ROM) 

DESCRIPTION 

The MSS0281 is a single-chip speech synthesizing CMOS 
VLSI that can synthesize voice and other sounds up to 2.8 
seconds. The chip contains most of the necessary circuitry 
such as the RC oscillator, ROM, D/A, buzzer buffer, control 
and timing logic. Sound generation is possible with a 
minimum of external components. Several chips can be 
cascaded to reach longer voice duration (longer than 1.5/ 
2.8 seconds). Customer speech data will be edited and 
programmed into ROM by changing only one mask during 
the device fabrication. MOSEL provides sound analysis, 
digitizing and editing from customer provided audio tapes. 

TG 

r---,..--+--- 8 VOUT2 

1---1---1" 7 VOUT1 

L..:;;=.;:..:;.J-----t--- 6 GOUT 

MOSEL Corporation 2 FL., No.9, Industrial E. IV. Rd., Science-Based Industrial Park, Hsinchu, Taiwan (035) 773-187 
914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 

241 PID027 

• 



MSS0151/0281 

PIN DESCRIPTIONS (DIE BONDING PADS) PIN CONFIGURATION 
PIN NO. SYMBOL FUNCTION 

1 VDD Positive power supply 

2 OSC RC oscillator input NC NC 

3 ElL Open, edge trigger; pull high, level NC NC 
trigger 

VDD NC 

4 STPfTST One·shot stop signal outpuVTest 
mode, active high; (for production test 
only) 

OSC vss 

ElL VOUT2 

5 TG Trigger input, active high 
STP VOUT1 

6 CauT Current output for driving speaker 
TG COUT 

7 VOUT1 Speech signal voltage output (for 
buzzer) 

8 VOUT2 Speech signal voltage output (for 
buzzer) 

9 Vss Negative power supply 

Note: Substrate IS V DO 

BONDING DIAGRAM 

Pad Size: 4 x 4 mil 

1 
1. VDD (-575 -299.7) 
2. OSC (-575 -497.7) 
3. ElL (-575 -738 ) 
4. STP (-548 -936 ) 
5. TG (-275.5, -936 ) 
6. COUT ( 12.2, -936 ) 

+ 7. Voun ( 272 -936 ) 
89 mil 8. VOUT2 ( 548 -936 ) 

01 

1 
9. Vss ( 575 -481.5) 

02 90 

03 
Note: Substrate is V DO Unit: I'M 

8 
040506 07 0 

I~ 60mil---! 
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MSS0151/0281 

ABSOLUTE MAXIMUM RATINGS 
SYMBOL RATING UNITS 

Voo - Vss -0.5 - +7.0 V 

V IN (TG - ElL) Vss-0.3 < VIN < Voo+0.3 V 

VOUT (STP) V ss < VOUT < \flO V 

T(Operating) -10 - +60 "C 

T(Storage) -55 - +125 cC 

DC ELECTRICAL CHARACTERISTICS 
PARAMETER MSS0151/0281 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Voo Operating Voltage 2.4 4.5 5 V 

IS8 Supply I Stand by Voo = 4.5V 0.1 J.lA 
lop Current I Operating 1/0 Open 70 

V IH Input Voltage 4 4.5 5 V 

V IL (TG) 
Voo = 4.5V 

-0.3 0 0.3 

IIH Input Current 5 J.lA 
IlL (TG) 

Voo = 4.5V 
0 

IIH Input Current 10 J.lA 
IlL (ElL) 

Voo = 4.5V 
0 

IOH O/P Current I Drive Voo = 4.5V, VO/P = 4V -5 rnA 

IOL (VOUT1' Voud I Sink Voo = 4.5V, VO/P = 0.5V 5 II 
IOH Output Current Voo = 4.5V, VO/P = 4V -1 rnA 

IOL (STP) Voo = 4.5V, VO/P = 0.5V 1 

TSTP Pulse Width (STP) Voo = 4.5V 5 IlS 

Ico Output Current (CoUT) Voo = 4.5V -1 rnA 

Fosd4.5V)-Fosd4V) % 
AF/F Frequency Stability 

Fosd4.5V) 
5 

AF/F Frequency Variation Voo = 4.5V, Rasc = 1.2MQ 15 % 
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MSS0151/0281 
TIMING WAVEFORMS 

I. Edge Mode 

1. Edge trigger 

TG n 
\Ioun /\louT2 < S > 

STP n 

2. Level. trigger 

TG 

vounNouT2 < S > 
STP n 

II. Level Mode 

1. Edge trigger 

TG n 
\Ioun /\louT2 < S > 

STP n 

2. Level trigger 

)) 
TG 

vounNouT2 < S >c~~=x S > 
STP )) n 
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MSS0151/0281 
APPLICATION CIRCUITS 

1. Typical application 

2. Parallel application 
(Could extend up to desired voice sections in parallel arrangement) 

R'U Lase 
I 

Voo Voo 
osc VOUT2 - VOUT2 

~ ElL ElL 
STP Voun STP Voun 

--0--0- TG CoUT --0--0- TG CoUT 

Buzzer 

V" V" 

1 I 

II 
3. Cascade application 

(Could extend to desired voice length in serial arrangement) 

R'U L asc 
I 

Voo Voo osc VOUT2 - VOUT2 

~ ElL ElL 
STP Voun STP 

VOUT1 
Buzzer 

-0- -e>- TG CoUT I TG 
CoUT 

V55 VSS 

I I 

A, 
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MSS0151/ 0281 

APPLICATION CIRCUITS 

4. CDS Application 

Notes: 
a. Rl (resistor) = 1.2MQ, R2 = 470Q, T (transistor) = B> 

150, S (speaker) = 1/4W, 8Q, CDS = Resistance variaton 
range (50K to 1.5M); all typical. 

5. Use V OUT1 to drive speaker. 

Note: 

R3 = 1 K typical, Cl = O.ll't typical. 

PID027 

b. Piezzo buzzer resonant trequency is around 1 KHz. 
c. It is recommended to add a capacitor (O.ll't typical) between 

trigger pad and ground tor noise immunity purpose. 
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MOSEL 

FEATURES 

• Single power supply can operate at 2.4V 
through 5V. 

• 3 seconds speech duration that can be sepa­
rated into 4 sections. 

• Duration of the 4 sections can be different and 
the total maximum duration is about 3 sec­
onds. 

• Automatic power down. 

• Repeat function that can repeat up to 16 times 
for each selected section. 

• Cascade function that can extend the speech 
duration by 3 x n seconds with n pieces of 
MSS0301. 

• Mask option for edge trigger (CDS photo­
Resistor Application) or level trigger. 

BLOCK DIAGRAM 

OSC 
2-+--..... 

........,:----,-..... 

MSS0301 
Speech Synthesizer (Voice ROM) 

DESCRIPTION 

The MSS0301 is a single-chip speech synthesizing 
CMOS VLSI that can synthesize voice and other 
sounds up to 3 seconds. The chip contains most of 
the necessary circuit such as the RC oscillator, 
ROM, D/A , buzzer buffer, control and timing logic. 
Sound generation is possible with a minimum of 
external components. Several chips can be cas­
caded to reach longer voice duration (longer than 3 
seconds). Customer speech data will be edited and 
programmed into ROM by changing only one mask 
during the device fabrication. MOSEL provides 
sound analYSis, digitizing and editing from customer 
provided audio tapes. 

r---,...---+--_11 VOUT1 

L.:;;::':~J----t-- 10 VOUT2 

CONTROL LOGICS 

TG1 TG2 TG3 TST 
STP1 STP2 

MOSEL Corporation 2 FL., No.9, Industrial E. IV. Rd., Science-Based Industrial Park, Hsinchu, Taiwan (035) 773-187 

914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MSS0301 

PIN DESCRIPTIONS PIN CONFIGURATION 
PIN NO. SYMBOL FUNCTION 

1 Voo Positive power supply 

2 OSC RC oscillator input 
NC NC 

3 TST Test mode for production test only 
NC vss 

NC VOUT2 

4 STP1 Section lone-shot stop signal output VDD VOUTl 

5 TG1 Section 1 trigger input, active high OSC TG. 

6 TG2 Section 2 trigger input, active high TST TG, 

7 STP2 Section 2 one-shot stop signal output STP1 STP, 

8 TGs Section 3 trigger input, active high 
TG, TG, 

9 TG4 Section 4 trigger input, active high 

10 VOUTI Speech signal voltage output 

(for buzzerl 

11 VOUT2 Speech signal voltage output 

(for buzzer) 

12 Vss Negative power supply 

Note: Substrate is VDD 

BONDING DIAGRAM 

Pad Size: 4 x 4 mil 

120 

1 
1. VDD (-838.6, -145.3) 
2. OSC (-766.1, -478.5) 

110 3. TST (-766.1, -766.3) 

100 
4. STP, ( -589.0, -1020.6) 
5. TG, ( -304.0, -1011.2) 
6. TG, ( -16.2, -1011.2) 

+ 7. STP, ( -266.4, -1020.6) 
96 mil 8. TG, ( 472.3, -1011.2) 

01 

1 
9. TG. ( 760.1, -1011.2) 

02 
10. VOUT1 ( 781.4, -430.3) 
11. VOUT2 ( 781.4, -733.4) 

03 12. Vss ( 765.7, 1002.5) 

4 5 6 7 8 9 
0 0 00 00 Note: Substrate is V DO Unit: flM 

I~ 78 mil ·1 
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MSS0301 

ABSOLUTE MAXIMUM RATINGS 
SYMBOL RATING UNITS 

Voo - Vss -0.5 ~ +0.7 V 

VIN(TG,-TG.) Vss-O·3 < VIN < Voo+0.3 V 

VOUT (STP, ~ STP2) Vss < VOUT < liJo V 

T(Operating) -10 ~ +60 "C 

T(Storage) -55 - +125 "C 

DC ELECTRICAL CHARACTERISTICS 
PARAMETER MSS0301 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Voo Operating Voltage 2.4 4.5 5 V 

ISB Supply I Stand by Voo = 4.5V 0.1 llA 
IO? Current I Operating 1/0 Open 70 

V IH Input Voltage 4 4.5 5 V 

V IL (TG, ~T~) 
Voo = 4.5 

-0.3 0 0.3 

IIH Input Current 5 llA 
IlL (TG, ~T~) 

VOD = 4.5 
0 

IOH O/P Current I Drive Voo = 4.5V, Va/? = 4V -5 rnA 

IOL VOUT1 , VOUT2 I Sink Voo = 4.5V, VOl? = 0.5V 5 

IOH Output Current VDO = 4.5V, VO/P = 4V -1 rnA 

IOL STP, ~ STP2 Voo = 4.5V, Val? = 0.5V 1 II 
TST? STP" STP2 Pulse Width Voo =4.5V 5 I1S 

Fosc (4.5V)-Fosc (4V) % 
AF/F Frequency Stability 5 

Fosc(4.5V) 

AF/F Frequency Variation Voo = 4.5V, Rosc = 1.2MQ 15 % 
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MSS0301 

TIMING WAVEFORMS 

I. Edge Mode 

1. Edge trigger 

a. 

TGN n 
AUD < SN > 

STPN n 

b. 

TGN n 
TGM n 
AUD < SN X SM > 

STPN n 
STPM n 

2. Level trigger 

a. 

TGN 

AUD < SN > 
STPN n 

b. 

TGN 

TGM 

AUD < SN X SM > 
STPN n 
STPM n 
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MSS0301 
TIMING WAVEFORMS 

II. Level Mode 

1. Edge trigger 

a. 

TGN n 
AUD < SN > 

STPN n 

b. 

TGN n 
TGM n 
AUD < SN X SM > 

STPN n 
STPM n • 2. Level trigger 

a. 

TGN 

AUD < SN > 
STPN n 

b. 

TGN ---1 )) 

)) 
TGM 

AUD~ SM >c~~=x SN X SM > 
STPN n )) n 
STPM r-L-)) n 

Notes: 
a. TGN and TGM could be anyone of TG, - TG,. 
b. AUD is the speech signal output V OUT" V OUT2' 

c. STPN and STPM could be anyone of STP, or STP2• 
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MSS0301 
APPLICATION CIRCUITS 

1. Typical application 

R, 
VDD 

STP, 

STP2 

Vaun 
Buzzer 

TG, VauT2 

V" v,s 

2. Parallel application 
(Could extend up to desired voice sections in parallel arrangement) 

STP, STP, 

STP2 STP, 

Vaun VOUT1 

Buzzer 
VauT2 VauT2 

V" 
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MSS0301 

APPLICATION CIRCUITS 

3. Cascade application 
(Could extend to desired voice length in serial arrangement) 

1 I I 
~ L osc osc Voo Voo 

Lo--o- STPl '-, 
TG, 

STP2 
TG, STPl 

TG, TG, STP2 

TG, VOUT1 r--- TG, 

.-~ TG, 
VOU"l 

TG, VOUT2 

v" v" 

I 

Buzzer 

! 1 I 
~ Voo L osc Voo 

~ 
OSC STP1 

Lo--o-
STPl h STP2 TG, STP2 TG, 

TG, TG, 

TG, 
V OUT1 

TG, 

~ I-- :::::r TG, VOUT2 TG, 

v" v" 

I I 
4. Speech with melody application 

II 
(Interiace with melody IC could have desired voice/melody system) 

I 
~osc 

I 
Voo Voo 

Lo--o- TG, STP, h STP 

STP2 
TGO 

TG, MELODY 

TG, VOUT1 f- TGL 
MO, 

iii iii Buzzer 
TG, VOU"~ Mo, 

v" v" 

I I 

1 ~ l 1 
ose Voo Voo 

~ Lo--o-
STPl h TG, STP2 TGO 

STP 
r- TG, 

TGL 
MELODY 

TG, 

Jl{ MO, T 
TG, VOUT1 f-

v" 
vOlm 

v" 
MO, 

C, 

.. Note: For some melody IC which needs longer pulse to trigger, a delay circUit IS needed. 
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MSS0301 
APPLICATION CIRCUITS 

PID02S 

5. CDS Application 

R, 
Veo OSC 

STP1 

TG, STP2 

TG, 
TG, OUT, 

Buzzer 

TG, OUT1 

Vss 

Notes: 
a. Rl = 1.2Mn, R2 = lKn, Cl = 0.1111, T (transistor) = B> 

150, S (speaker) = 1/4W, sn, all typical. 
b. In the melody cascade application, melody I.C. must have 

tristate output. 

254 

R, 
osc 

+-~~-ITG, 

+-~~-ITG, 

c. Piezzo buzzer resonant Irequency is around 1 KHz. 
d. It is recommended to bond all the unused trigger pad to 

ground and add a capacitor (0.1111 typical) between used 
trigger pad and ground lor noise immunity purpose. 



MOSEL 

FEATURES 

• Single power supply can operate at 2.4V 
through 5V. 

• Direct drive buzzer and one current output to 
drive speaker. 

• 6 seconds speech duration that can be 
separated into 4 sections. 

• Duration of the 4 sections that can be different 
and the total maximum duration is about 6 
seconds. 

• Automatic power down. 

• Repeat function that can repeat up to 16 times 
for each selected section. 

• Cascade function that can extend the speech 
duration by 6 x n seconds with n pieces of 
MSS0601. 

• Mask option for edge trigger (CDS photo­
Resistor Application) or level trigger. 

• BUSY signal indicates that the device is 
operating. 

BLOCK DIAGRAM 

OSC-+_--1 
2 

MSS0601 
Speech Synthesizer (Voice ROM) 

DESCRIPTION 

The MSS0601 is a single-chip speech synthesizing 
CMOS VLSI that can synthesize voice and other 
sounds up to 6 seconds. The chip contains most of 
the necessary circuit such as the RC oscillator, 
ROM, D/A converter, output buffer control and timing 
logic. Sound generation is possible with a minimum 
of external components. Several chips can be 
cascaded to reach longer voice duration (longer than 
6 seconds). Customer speech data will be edited 
and programmed into ROM by changing only one 
mask during the device fabrication. MOSEL provides 
sound analysis, digitizing and editing from customer 
provided audio tapes. 

,---,...---1---..15 VOUT2 

1----;-_..14 VOUT1 

L,-""T""J---t---I.-13 COUT 

CONTROL LOGICS 

MOSEL Corporation 2 FL., No.9, Industrial E. IV. Rd., Science-Based Industrial Park, Hsinchu, Taiwan (035) 773-187 

914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MSS0601 

PIN DESCRIPTIONS PIN CONFIGURATION 
PIN NO. SYMBOL FUNCTION 

1 Vee Positive power supply 

2 osc RC oscillator input NC NC 

3 TEST Test mode for production test only NC NC 

4 BUSY Active high NC NC 

5 STP1 Section 1 one·shot stop signal output voo vss 

6 TG1 Section 1 trigger input, active high 
osc YOUTZ 

TEST VOUT1 

7 TG2 Section 2 trigger input, active high BUSY COUT 

8 STP2 Section 2 one·shot stop signal output STP, STP. 

9 STP3 Section 3 one·shot stop signal output TG, TG. 

10 TG3 Section 3 trigger input, active high 
TG, TG3 

STP, STI':! 

11 TG4 Section 4 trigger input, active high 

12 STP4 Section 4 one·shot stop signal output 

13 GoUT Speech signal current output 

I (for speaker) 

14 VOUT1 Speech signal voltage output 

(for buzzer) 

15 VOUT2 Speech signal voltage output 

(for buzzer) 

16 Vss Negative power supply 

Note: Substrate is VDO 

BONDING DIAGRAM 

Pad Size: 4 x 4 mil 

l-
1. Voo (-1145.7, -141.4) 
2. OSC (-1097.4, -375.6) 
3. TEST (-1092.2, -663.4) 

Ole Bonding Diagram 4. BUSY (-1095.0, -935.9) 
5. STP, ( -793.0, -1020.4) 
6. TG, ( -586.1, -1012.5) 

+ 
7. TG, ( -298.3, -1017.8) 

96 mil 8. STP, ( -25.8, -1020.4) 
01 160 

1 
9. STP, ( 278.1, -1020.4) 

02 150 10. TG3 ( 485.1, -1012.5) 

140 
11. TG. ( 773.0, -1017.8) 

03 12. STP. ( 1045.6, -1020.4) 
130 13. COUT ( 1085.4, --801.4) 

045 6 7 8 9 1011 12 14. VOUT1 ( 1054.9, -590.6) 
DO 0 o DOD 0 15. VOUT2 ( 1054.9, -382.8) 

Ie ·1 16. Vss ( 1131.7, 131.3) 
102 mil 

Note: Substrate is V DO Unit: I!M 
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MSS0601 

ABSOLUTE MAXIMUM RATINGS 
SYMBOL RATING UNITS 

Vaa - Vss -0.5 N +0.7 V 

VIN(TG,N m.) Vss-O·3 < VIN < Vaa+0.3 V 

VOUT (STP, N STP4 ) Vss < VOUT < 100 V 

T{Operating) -10 N +60 "C 

T{Storage) -55 N +125 "C 

DC ELECTRICAL CHARACTERISTICS 
PARAMETER MSS0601 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Voa Operating Voltage 2.4 4.5 5 V 

ISB Supply I Stand by Vaa =4.5V - 0.1 !JA 
lop Current I Operating 1/0 Open 70 

V IH Input Voltage 4 4.5 4.5 V 

V il (TG, NT~) 
Voo = 4.5 

-0.3 0 0.3 

IIH Input Current 5 !JA 
III (TG, NT~) Vao = 4.5 

0 

IOH O/PCurrent I Drive Vaa = 4.5V, VOIP = 4V -5 rnA 

IOl VOUT1 , VOUT2 I Sink Vaa = 4.5V, V01P = 0.5V 5 

leo Output Current (cout) Vee = 4.5V -1 rnA 

IOH Output Current Voe = 4.5V, V01P = 4V -1 rnA II 
IOl STP, N STP4 Voo = 4.5V, VOIP = O.5V 1 

TSTP Pulse Width STP, N STP4 Voe =4.5V - 5 IlS 

Fosc (4.5V)-Fosc (4V) % 
LlF/F Frequency Stability 5 

Fosc {4.5V) 

LlF/F Frequency Variation Vee = 4.5V, Rase = 1.2MQ 15 % 
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MSS0601 

TIMING WAVEFORMS 

I. Edge Mode 

1. Edge trigger 

8. n TGN 

AUD ( SN > 
STPN n 
BUSY 

b. 

TGN n 
TGM n 
AUD < SN X SM > 

STPN n 
STPM n 
BUSY 

2. Level trigger 

8. 

TGN 

AUD < SN > 
STPN n 
BUSY 

b. 

TGN 

TGM 

AUD < SN X SM > 
STPN n 
STPM n 
BUSY 
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MSS0601 
TIMING WAVEFORMS 

II. Stand-alone Edge Mode 

1. Edge trigger 

a. n TGN 

AUD < SN > 
STPN n 

BUSY 

b. 

TGN n 
TGM n 
AUD < SN X SM > 

STPN n 
STPM n 
BUSY II 

2. Level trigger 

a. 
TGN 

AUD < SN > 
STPN n 
BUSY 

b. 
SS 

TGN ---.J 
SS 

TGM 

SM >c~~=x SN X SM > 
STPN n SS n 
STPM rL..SS n 
BUSY ----.J SS 

Notes: 
a. TGN and TGM could be anyone of TG, - TG,. 
b. AUD is the speech signal output V OUTl' V OUT' or COUTo 

c. STPN and STPM could be anyone of STP, - STP,. 
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MSS0601 

APPLICATION CIRCUITS 

1. Typical application 

V,, 
STP, 

STP, 

VauT1 
Buzzer 

V OUT2 

vss 

2. Parallel application 
(Could extend up to desired voice sections in parallel arrangement) 

STP1 STP1 

STP2 STP2 

VOUT1 VOlm 

VOUT2 VOUT2 

v" 
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MSS0601 

APPLICATION CIRCUITS 

3. Cascade application (for long sentence) 
(Could extend to desired voice length in serial arrangement) 

1 I I 
~ L osc osc v" v" 

Lo--o-
STP, .., 

TG, 
STP2 

TG, STP, 

TG, TG, STP2 

TG, VOUTl - TG, ::l TG, 
VO""l 

TG, 

VSS vSS 

I 

Buzzer 

I I 
~ L osc :- osc VDO VDO STP, 

~ Lo--o-
STP, --, STP2 TG, STP2 TG, 

STPa 

TG, STPS TG, STP4 
STP4 

TG, TG, 

""~r< TG, c=~ 
TG, 

VSS vss R, 

J • 4. Speech with melody application 

1 ~osc I I 
v" voo 

Lo--o- TG, STP, --, STP 
TGO 

TG, STP2 MELODY 

TG, VOUT1 - TGL 
MO, r-

TG, 
VOO"l 

Me, 

~ vss Vss 

I 

Buzzer 

I 
~ 

I 

-== OSC VDO Voo 

~ STP, h Lo--o- TG, STP2 TGO 

STP3 STP 
r- TG 2 

STP4 TGL 
MELODY 

TG, R MO, T 
TG, V OUT1 I--

Vss Vss 
MO, 

L 
c, 

Note: 
a. For some melody IC which needs longer pulse trigger, a delay circuit is needed. 
b. R3 = 1 K.Q typical. 
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MSS0601 

APPLICATION CIRCUITS 

5. CDS Application 

osc voo 
STP1 

TG, STP2 

STP3 
TG, STP4 

TG, 
CoUT 

TG, 

V" 

6. Use V 0UT1 to drive speaker. 

1 ~osc 
Lo--o- TGN 

Notes: 
a. Rl = 1.2Mn, R2 = 470n, Cl = 0.1111, T (transistor) = with B> 150, 

S (speaker) = 1I4W, sn, CDS = Resistance variation range (50K -
1.5M), all typical. 

b. Piezzo buzzer resonant Irequency is around 1 KHz. 
c. In the melody cascade application, melody I.C. must have tristate 

output. 
d. It is recommended to bond all the unused trigger pad to ground and 

add a capacitor (0.1111 typical) between used trigger pad and ground 
lor noise immunity purpose. 

I 
voo 

~ 
VOUT1 

A, I'" 
VOUT2 " v" =~ c, 

1 
Note: R3 = 1 Kn, Cl = 0.1111 typical 

PID029 262 



MOSEL MSS1501 
Speech Synthesizer (Voice ROM) 

FEATURES 

• Can synthesize human voices and most 
animal sounds 

Direct drive buzzer and one current output 
combined with a single transistor can drive 
the speaker 

• Up to 15 second speech duration that can 
be separated into 64 sections for ~p mode, 
8 sections for SA ( stand alone) mode, 16 re­
petitive sections (in addition to original 8 
sections) for both TT (Table Trigger) or RT 
(Ring Trigger) mode, 

• Duration of the 64 (8) sections can be 
different and determined by customer's 
voice content of each section, the total 
maximum duration is about 15 seconds, 

• Mute is available for each section up to 48 
seconds. 

• Expandable, can extend the speech duration 
by 15 x n seconds with n pieces of 
MSS1501 

• Single power supply can operate at 2.4V 
through 6.0V. 

• Automatic power down function: (selected 
by bonding option). Starts operating upon 
receiving a speech synthesis command, and 
powers down upon conclusion (unvoiced). 

BLOCK DIAGRAM 

1 I 

OSC OSCI- MICRO 

2 
LLATOR SEQUENCER 

I I I I 

DESCRIPTION 

The MSS1501 is a CMOS single-chip speech syn­
thesizing ROM that can synthesize up to 15 seconds 
of voice using the PCM Quantified Coding method. 

The chip contains most of the necessary circuit such 
as the Oscillator, ROM, D/A converter, sequence 
control logic and interface circuit for key switches 
and microcomputers. Application to widely used 
voice systems with minimum external parts is 
possible. Micro-Processor (IlP) mode, Stand-Alone 
(SA) mode, Table trigger (TT) mode and Ring trigger 
(RT) mode are available and selected by mask 
option. Up to 64 sections of speech are available for 
~p mode, up to 8 sections are available for SA 
mode, and up to 16 repetitive sections (in addition to 
original 8 sections) are available for both TT or RT 
mode. Several chips can be combined to reach 
longer voice duration (longer than 15 seconds). 
Customer speech data is edited and programmed 
into ROM with a single mask during the device 
fabrication. 

TT mode means with original 8 sections, it could be 
masked as 16 repetitive sections with jump function, 
all the masked sections will play out consecutively 
with one trigger signal. RT mode means with orig­
ional 8 sections, it could be masked as 16 repetitive 
sections with jump function, the masked sections will 
play out one section by one trigger signal consecu­
tively. TT mode and RT mode could return back to 
SA mode by bonding option. 

10 I 
9 VOUT 

ROM D/A 8 VOUT1 

I I I 
7 COUT 

BUSY 

MICRO SEQUENCER LOGIC 4 

IlP/KEY SWITCH INTERFACE 

I I I I I I 
181 17 161 15 141 13 121 11 31 5 61 

T T T E ,1' GO G2 G4 1G6 PWR TST 

TG1 1'G3 TG5 E2,TG7 TST, 

MOSEL Corporation 2 FL., No.9, Industrial E. IV. Rd., Science-Based Industrial Park, Hsinchu, Taiwan (035) 773-187 
914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MSS1501 

PIN DESCRIPTIONS PIN CONFIGURATION 
PIN NO. SYMBOL FUNCTION 

1 Voo Positive power supply 

2 OSC Oscillator input 
1G4 TG5 

3 PWR Active high for non-power down TG3 TG6 

4 BUSY Busy signal output, active high 1'G2 TG7 
5 TST, Test mode, active high TG1 NC 

6 TST2 Test mode, active high Too vss 

NC NC 
7 GoUT Audio current output 

NC NC 

8 VOUT1 Audio voltage output NC VOUT2 

9 VOUT2 Audio voltage output VDD VOUT1 

10 Vss Negative power supply OSC COUT 

11 102, TG7 Enable 2 !Trigger 7, active low 
PWR TST, 

BUSY TST, 

12 E
"

TG6 
Trigger 6, active low 

Enable 1 , active high 

13 TG5 Trigger 5 / address 5, active low 

14 TG4 Trigger 4 / address 4, active low 

15 TG3 Trigger 3 / address 3, active low 

16 TG2 Trigger 2 / address 2, active low 

17 TGl Trigger 1 / address 1 , active low 

18 TGO Trigger 0 / address 0, active low 

BONDING DIAGRAM 

Pad Size: 4 x 4 mil 1. VDD (-1841.3, -1328.5) 

0 DO 0 DODD 0 

1 
2. OSC (-1394.8, -1375.8) 

18 1716 15 14 13 12 11 10 3. PWR (-1105.2, -1370.6) 
4. BUSY ( -783.1, -1382.0) 
5. TST, ( -510.5 -1375.8) 
6. TST2 ( -220.9, -1370.6) 
7. COUT ( -15.4, -1370.6) 

+ 8. VOUT1 ( 712.4, -1378.2) 
128 9. VOUT2 ( 1188.7, -1378.2) 

Die Bonding Diagram 

1 
10. '!..ss (-1809.9, -1318.5) 
11. :1, ( 1054.9, 1373.5) 
12. .:!:oa ( 765.3, 1368.3) 
13. :1, ( 560.1, 1373.5) 

1 2 3 4 5 6 7 8 9 14. !G4 ( 270.5, 1363.3) 

0 DO 0 0 DO 0 0 15. lo, ( -1061.0, 1373.5) 

I· ·1 
16. :!:G2 (-1350.6, 1368.3) 

164 17. 1G1 (-1555.8, 1373.5) 
18. TGO ( -1845.4, 1323.3) 
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MSS1501 

ABSOLUTE MAXIMUM RATINGS 
SYMBOL RATING UNITS 

Voo - Vss -0.5 - +0.7 V 

VN (TGO-TGl' E" 102, PWR) Vss-0.3 < VIN < Voo+0.3 V 

VOUT (BUSY) Vss < VOUT < Voo V 

T(Operating) -10 - +60 °C 

T(Storage) -55 - +125 °C 

DC ELECTRICAL CHARACTERISTICS 
PARAMETER MSS1501 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

Voo Operating Voltage 2.4 4.5 5 V 

Is I Stand by 0.6 ~ 

10 
Supply Current I . V DO = 4.5, 1/0 open 

100 Operating 

V IH Input Voltage 4 4.5 4.5 V 

V IL {TGO -TG7' E" E2, PWR) Voo = 4.5 
·0.3 0 0.3 

IlL Input Current 5 ~ 

IIH (TGO -TG7) Voo = 4.5 - 0 

IIH Input Current 10 ~ 

IlL forPWR Voo = 4.5 
0 

10H O/P Current I Drive Voo = 4.5V, VO/P = 4V -5 mA 

10L V OUT,' V OUT2 I Sink Voo = 4.5V, VO/P = 0.5V 5 II 
10H Output Current 

Voo = 4.5V, VO/P = 4V -1 mA 

ICL (BUSY) Voo = 4.5V, VO/P = 0.5V 1 

Fosc (4.5V)-Fosc (4V) % 
L\F/F Frequency Stability 5 

FosC<4.5V) 

L\F/F Frequency Variation Voo = 4.5V, Rosc = 1 M - 15 % 

Ico Output Current (GoUT) VDO = 4.5V -1 mA 

AC ELECTRICAL CHARACTERISTICS 
Stand - alone Mode Micro - processor Mode 

PARAMETER PARAMETER 

NAME PARAMETER MIN. MAX. NAME PARAMETER MIN. MAX. 

T, rigger pulse width 15 ms Tw Write Enable pulse width 300 ns 

Ttd rigger to Debounce delay time 10 ms Th rigger address hold time 80 ns 

Tdb Debounce to BUSY delay time 200J.ls TWb Write Enable to BUSY delay time 200J.ls 

Tda Debounce to Audio delay time 250J.ls Twa rtVrite Enable to Audio delay time 250J.ls 
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MSS1501 
TIMING WAVEFORMS 

I. Stand-alone level Mode 

1. Level trigger 

Tt -I TGN 
)) I 

Internal r-Ttd 
)) Debounce U 

I I Ttl> )) 
BUSY 

---1 t~: x=~~==x ) AUD Sn 

2. Edge trigger 

1: I-- Tt -.j GN -u-t.rl..--.J 

Internal ~ r-Ttd 
Debounce U 

I I Ttl> 
BUSY 

---1 tTda 
AUD Sn ) 

II. Stand-alone Edge Mode 

1. Pulse-Mode Edge trigger 

- I-- Tt -.j TGN -u-t.rl..--.J 

Internal ~ r-Ttd 
Debounce U 

II--Tdb 
BUSY I 

---1 tTl!; 
> AUD Sn 
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TIMING WAVEFORMS 

III. 

2. Level trigger 

TGN~~I'-----------~-------------~ ~. ~~--------------~'I 
Internal I I.-- ~ 

Debounce ____ -1-1...11 TId 
Ur~---------------

----11-- Tlb 

BUSY------l1------------

-1 t ....... Tda----:------
AUD 

Stand-alone TT mode 

1. Level trigger 

_____ ~S~n ___ ~)r----

TGO~' TI----------J,I 

~~-----_--_--_~I 
Internal I.-- T Debounce ____ -1..11 Id 

Ur~--------------------
----1 I-- T da 

BUSY ___________ --JI --...;;;..-----

AUD ------1--L~t Td~S ) 

2. Edge trigger 

TGO ---u-t..rd -------
Internal I I.--Debounce ____ -1-1..11 TId 

U~~--------------------
-\ I--Tdb 

BUSy--------~~Ir-~-----------

-1 t_Tda ------::--~ _______ ~T~S ______ ~)~-----AUD 
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MSS1501 

TIMING WAVEFORMS 

IV. Stand-alone RT mode 

1. Level mode 

Internal --I r-- Tid --I 1-Tid 
Debounce ---.l....IU U,.------------

-----I r- Tdb --I Tdb ... r-________ ---. 
BUSY ___ --+ 1 .... 1 IlL-

AUD ___ -1--'-~~ I Tda ~SN + 1 XX X TSN + 1}-

2. Edge mode 

~o~~-----.~ _______ .... 

Internal --I r-- Tdb --I I-Tid 
Debounce ---........,U,...----...:.....;U,...----------

I r- Tdb --I Tdbr-

-1 ~ -1 T"6 r--
T

-
SN

-+-
1
-)""I)-I _____ _ 

BUSY 

AUD 

V. CPU mode 

TGo-TG5 ----(--s:-) 
~I+-

El~~----------------.... 
- --I Tw r-
E2~~----------------.... -= r-Twb 

BUSY ~ I 

~ t-~-------------------------~ AUD --..:..---~C Sn »)---
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APPLICATION CIRCUITS 

1. Typical application 

R, 

2. Parallel application 

a) stand-alone/Buzzer 

Voun 
Buzzer 

c) stand-alone/ 
Speaker 

E, 

E, 
I----~ BUSY 

1-----1 BUSY 

(Could extend up to the number of desired voice sections in a parallel application) 
T 

RtLsc l 
VDO 

"V" "" TGO 
"V" ~ Tat 
~ ~ T02 

~ lO3 

~ TG4 

:::::-: TGS 

TaB 

-u- "" TG, V" 

1 
-b 

VOUT1 -
VOIJT2 -

asc Voo 
Tao 

'-~-""---'TGl 
'-~--~--'TG2 

L-~-n....-.ITG3 
L--o--n-_.1 T G4 
L--o-"O-_.1 T05 

.... -0-"0--.1 TG6 
'-~-""---'TG7 

269 

osc 
"V" "" Too 

~ "" Tat 
~ "" 102 

~ 1'03 

T04 
...,. I>- Tas 

-u- "" TGO 
...,. I>- T07 

MSS1501 

b) CPU mode/Buzzer 

Buzzer 

d) CPU mode/Speaker 

• 
I 
VDO 

Voun 

~ VOlfT2 

V" 

"-
.,!, 
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APPLICATION CIRCUITS 

3. Cascade application 

(Could extend to a desired voice length in serial arrangement) 

T 

R{J I 
DSC VDD 

C, 

BUSY 

~ ~ TN 
Voun r--
VOUT2 t--

Vss 

1 
.,h. 

4. Using VOUTI or VOUT2 output pads, another speaker 
driving circuit could be used for increasing sound volume. 

I I 
R1 

VDD 

~ I 
DSC 

~ ~ TG 

VOUT1 R3 V-DC 

Vss 
V OUT2 

fC1 I 1 

Note: 
1. R3=IK,Cl = O.Il'f; all typical 

PID021 

I T 
OSC VDD 

TN 

VOUTl 

~ VOUT2 

Buzzer 

Vss 

1 
J.,!,' 

Notes: 
1. R, = 1.2M OHM, C = 0.1 l'f, R, = 470Q, T = Transistor 

with B> 150, S = 1/4W, 8Q; all typical 
2. In UP Mode cascade and parallel 

application is acceptable. 
3. All applications for buzzer are the same as above 

just substitute speaker by connecting buzzer 
to V DUTl and V OUT2" 

APPLICATION CIRCUIT DEFINITIONS 

I. Sn = Sth speech section, TS = all section of speech in table 

2. TGN means TGO - TG7• AUD means COUT' VOUT1 ' VOUT2 " 

3. T Go ' T G5, T G6, E" TG7 are internally pulled high. 

4. For stand alone mode T Go ' TG7 use as section trigger input (low active) 

5. For cpu mode,TGo ' TG5 use as section address bus, E" E, use as 
trigger input. 

6. No matter what status the chip is, every retrigger action will reload 
address and play the speech from beginning. 
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MOSEL 

FEATURES 

• Can synthesize human voices and most 
animal sounds. 

• Direct current output combined with a single 
transistor can drive a speaker. 

• Up to 20 seconds speech duration that can be 
separated into 64 sections for f.l.p mode, 8 
sections for SA (Standalone) mode. 

• Duration of the 64 (8) sections can be different 
and determined by customer's voice content of 
each section, the total maximum duration is 
about 20 seconds. 

• Mute is available for each section up to 48 
seconds. 

• Expandable, can extend the speech duration 
by 15 x n seconds with n pieces of MSS2001. 

• Single power supply can operate at 2.4V 
through 6.0V. 

• Automatic power down function: (selected by 
bonding option). Starts operating upon receiv­
ing a speech synthesis command, and powers 
down upon conclusion (unvoiced). 

BLOCK DIAGRAM 

MSS2001 
Speech Synthesizer (Voice ROM) 

DESCRIPTION 

The MSS2001 is a CMOS single-chip speech synthesizing 
ROM that can synthesize up to 20 seconds of voice using 
the PCM Quantified Coding method. 
The chip contains most of the necessary circuit such as the 
Oscillator, ROM, D/A converter, sequence control logic and 
interface circuit for key switches and microcomputers. 
Application to widely used voice systems with minimum 
external parts is possible. Up to 64 sections of speech are 
available for f.l.p mode, up to 8 sections are available for SA 
mode. Several chips can be combined to reach longer 
voice duration (longer than 20 seconds). Customer speech 
data is edited and programmed into ROM with a single 
mask during the device fabrication. 

1 ~ 7~ 
OSC 

OSCILLATOR MICRO COUT 
SEQUENCER ROM D/A 

2 6 

t t 
MICRO SEQUENCER LOGIC BUSY 

~P/KEY SWITCH INTERFACE 3 

16 15 14 13 12 11 10 9 8 4 5 

TGO TG2 TG4 E1,TG6 PWR TST2 

TST1 

MOSEL Corporation 2 FL., No.9, Industrial E. IV. Rd., Science-Based Industrial Park, Hsinchu, Taiwan (035) 773-187 

914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MSS2001 

PIN DESCRIPTION PIN CONFIGURATION 
PIN NO. SYMBOL FUNCTION 

1 Voo Positive power supply 

2 OSC Oscillator Input 
TG4 105 

3 BUSY Busy signal output; active high 
TG3 TG6 

4 TSTI Test mode production test only 
1'G2 TG7 

5 TST2 Test mode, production test only T01 PWR 

6 GoUT Speech signal current outputs Too vss 

7 Vss Negative power supply 
NC NC 

NC NC 

8 PWR Active high for non-power down 
NC NC 

9 E2, TG7 Enable 2; active high, Trigger 7; VDD NC 

active low asc COUT 

10 8, TG6 Enable llTrigger 6; active low NC TST2 

11 IG5 Trigger/Address 5; active low BUSY TST, 

12 TG4 Trigger/Address 4; active low 

13 TG3 Trigger/Address 3; active low 

14 TG2 Trigger/Address 2; active low 

15 IG1 Trigger/Address 1; active low 

16 'GO Trigger/Address 0; active low 

BONDING DIAGRAM 

Pad Size: 4 x 4 mil PIN NO. DESIGNATION X Y ,-, 
1I§I~1j]~§1DJ1!Q]1]] [I][l] 1. VDD -1778.3 -1701.6 

2. OSC -455.3 -1764.5 
3. BUSY -171.8 -1785.6 
4. TST, 125.0 -1764.5 
5. TST, 416.8 -1764.5 
6. COUT 1612.2 1762.9 
7. Vss 1737.0 1762.9 

+ 161 mil 8. PWR 1442.2 1765.5 
9. TG" E2 944.9 1765.5 

10. 'OO! E1 551.4 1765.6 
11. I.,5 253.7 1764.7 
12. I.,. -188.2 764.6 
13. I." -486.0 765.5 
14. ..!G2 -927.9 1764.6 
15. .!G1 -1225.7 1765.5 

IT] 0[I]mm ill 16. TGO -1627.2 1765.5 

-'- 'Note: Substrate is V 00 Unit:I!M 

I~ 159 mil ·1 
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MSS2001 

ABSOLUTE MAXIMUM RATINGS 
SYMBOL RATING UNITS 

Voo - Vss -0.5 -+0.7 V 

V IN (TGO - TG7. PWR) Vss-0.3 < V,N < VDD +0.3 V 

VOUT (BUSY) Vss < VOUT < VDD V 

T(Operatlng) -10 - +60 "C 

T(Storage) -55 - +125 'C 

DC ELECTRICAL CHARACTERISTICS 
PARAMETER MSS2001 

NAME PARAMETER TEST CONDITIONS MIN. TYP. MAX. UNITS 

VDD Operating Voltage 2.4 4.5 5 V 

ISB Supply I Stand by 0.6 ~ 

lop Current I Operating 
V DD = 4.5, 1/0 Open 

120 

V ,H Input Voltage 4 4.5 5 V 

V IL erGO - TGl, E1, E2, PWR) 
VDD = 4.5V 

-0.3 0 0.3 

I,L Input Current 5 ~ 

I'H (IGO - TGl) 
VDD = 4.5V 

0 

leo Output Current (COUT) VDD = 4.5V -1 mA 

I'H 10 ~ 

I,L 
Input Current for PWR VDD = 4.5V 

0 

IOH VDD = 4.5V, VO/P = 4V -1 mA II 
IOL 

Output Current (BUSY) 
VDD = 4.5V, VO/P = 0.5V 1 

Fose (4.5V)-Fose (4V) % 
dF/F Frequency Stability 5 

Fosc(4.5V) 

dF/F Frequency Variation VDD = 4.5V, Rosc = 1.2MQ 15 % 
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MSS2001 
AC ELECTRICAL CHARACTERISTICS 

STANDALONE MODE 

TIMING MIN. MAX. 

TT Trigger pulse width 15ms 

TTD Trigger to Oebounce delay time IOms 

TOB Oebounce to BUSY delay time 200j.lS 

TOA Oebounce to Audio delay time 250j.ls 

MICROPROCESSOR MODE 

TIMING MIN. MAX. 

Tw Write Enable pulse width 30ns 

TH Trigger address hold time BOns 

TWB Write Enable to BUSY delay time 200j.ls 

TWA Write Enable to Audio delay time 250j.ls 

TIMING WAVEFORMS 

I. Standalone-Level Mode 

1. Level Trigger 

I" Tt ~I 
TGN "I....J"lJl 

)) 

Internal 
-jTOAi-

)) debounce U 
-, j==TOB )) 

BUSY 

-1 b=TOA 

( SN >c~~=x ) COUT SN 

2. Edge Trigger 

~Tt-l 
TGN LSl.Il 

Internal -jTTdi-

debounce U 

BUSY 
-, r-=TDB 

-1 b=TDA 

) ( COUT SN 

Notes: 
I . Iao -!G7 are low active. 
2. T GO - T G7 are internal pull high. 
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MSS2001 
TIMING WAVEFORMS 

II. Standalone-Edge Mode 

1. Edge Trigger 

Note: 

_ f--Tt~i-________ _ 
TGN L.f"l.fl"--___ .... 

Internal 
debounce 

-ITTdl--
LJ~------------------------------

_______ ~~I~r==~~TD~B----------~ BUSY. L-_____ _ 

COUT---------~~I----<t ~~~A--S-N------~)~-----------
2. Level trigger 

_ ~14~------Tt--------~-~I __________ _ 
TGN L.fl..fl'--___________ --'.-

Internal 
debounce 

BUSY 

-ITTd I--
LJr----------------------------

________ -~lrr==~~TD~B-------,~ ____________ __ 

COUT-----------I----<t -~~;~N--~)~-----------------
T GO - T G7 are internal pull high. 

III. CPU Mode 

Notes: 

TGo-TG5 ~ SN )~----------------------
-I TH I--

E2~~-----------------------------------
_ -I Twl--
EI~~---------------------------------

-!~TWB 
BUSY---"'! 

COUT 
---1 TWA b==------

~~. _______ SN ______ J)r-----------

I. L., - T G5 are used as address bus. 
2. EI, E2, are used as trigger input. 
3.TGO - T 05' IT, E2, are internally pulled high. 
4. Every retrigger action will reload address and play the speech from the beginning. 
5. In CPU mode to avoid unwanted noise caused by abrupt change between different sections of voice messages, it is recommended 

to program PWR pin to high (V DO) during voice processing. 
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MSS2001 

APPLICATION CIRCUITS 

1. Typical application 
a. Standalone 

A, 

osc 
T"" 
TGl 

TG2 

TG3 
To. 
TG5 

Toe 
'fG7 

2. Parallel application 

b. CPU Mode 

voo 

Address & 
~p Trigger Bus 

(Could extend up to desired number of voice sections in parallel arrangement) 

voo 
OSC 

TGO 

TGl 

TG2 

1133 

TG4 

TG5 

TG6 

Ten 

= 
3. Cascade application 

(Could extend to desired voice length in serial arrangement) 

A, 

C, 

BUSY f---------JTGN 

-~""""----'T GN caUT 
vss vss 

= 

Notes: 

COUT 

a. Rl (resistor) = 1.2MQ, R2 = 470Q, T (transistor) = B> 150, S (speaker) = 1/4W, 8Q, Cl = O. t ftf; all typical. 
b. Both cascade and parallel application can apply to CPU mode. 
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CACHE PRODUCTS 

CACHE PRODUCTS 

MOSEL is developing a family of high performance 
cache products for microprocessor based applications, 
including Data RAM, Cache Tag RAM, and Cache 
Controller products. 

As microprocessors advance, faster memory is needed 
to tap the increasing performance potential. Slow 
DRAM memory requires wait states that reduce proces­
sor performance. In order to keep microprocessors 
running at full speed, system designers are using high 
speed SRAM caches. 

Traditional SRAM memory product architectures can be 
used to implement crude cache solutions, although 
many chips are required to implement even simple 
cache architectures. By developing speCialized memory 
architectures for the cache application, it is possible to 
implement sophisticated new features that increase 
system performance. Three distinct functions are 
needed to implement a cache solution: 

Now under development is a totally new generation 
architecture for Cache Data RAM products, the Quad 
Data RAM family, which sets a new platform for cache 
performance. The pioneering dual ported 16K x 9 Quad 
Data RAM architecture supports a whole new generation 
of Cache features: simultaneous processor/main 
memory transactions, reduced capacitive loading on 
processor, burst mode quad fetch, support for parity. 
Scheduled for production release in late 1990, the Quad 
Data RAM products will be offered in 25 and 33 MHz 
versions with later performance upgrade to 40 and 50 
MHz. 

CACHE TAG RAM PRODUCTS 

The 2K x 20 MS8202 Cache Tag RAM provides a high 
integration cache subsystem building block for custom 
cache implementations. With high speed 20, 22 and 
25ns match times, the MS8202 supports many popular 
microprocessor families. 

1. Cache Data RAM Stores the data required 

Now under development is our new generation Expan­
sion Tag RAM family, a new concept in Tag RAM. 
Designed for use with MOSEL's cache controller prod­
ucts, the Expansion Tag RAM serves as a tag array 
extension for the controller to permit larger cache sizes 
without large line sizes that degrade system perform­
ance. As a stand alone Tag RAM for custom cache 
implementations, the expansion Tag RAM provides new 
features such as a snoop bus for cache coherency and a 
synchronous interface for simplified design. 

and Burst RAM: by the microprocessor. 

2. Cache Tag or Directory: Keeps track of what 
data is stored in the 
cache. 

3. Controller: Control logic that 
provides all the signals 
to make it work. Often 
the controllers include 
Tag RAM. 

MOSEL is developing specialized products that perform 
each of these functions. 

When used together, MOSEL's products provide com­
plete cache subsystem solution for many microproces­
sor applications. 

CACHE DATA RAM PRODUCTS 

One of the first such products offered, MOSEL's 
MS82C308 Cache Data RAM architecture provides an 
efficient cost effective cache subsystem building block. 
Designed for use with first generation cache controllers 
such as the Intel 82285 or the Chips & Technologies 
82C307/82C327; the 2K x 16 x 2 set MS82C308 pro­
vides a minimum chip count solution for 2 set cache 
implementation, with 20 and 25 MHz versions offered 
today, and a shrink version at 33 MHz scheduled for 
later this year. 

CACHE CONTROLLER PRODUCTS 

MOSEL has three cache chipsets currently under 
development: the MS82C440 for 80486 systems; the 
MS82C330 for 80386 systems with write-through cache; 
and the MS82C340 chipset for 80386 systems with 
write-back cache. 

These products represent a new generation in cache 
control, supporting new features such as simultaneous 
processor/main memory transactions, burst mode quad 
fetch with demand word priority and abort option, write 
back and/or write through option. Other features in­
clude: a snoop bus for cache COherency, on chip 
support for noncacheable regions, and math co-proces­
sors, cache sizes of 64K bytes to 256K bytes. All three 
products are scheduled for production release in 1991. 
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MOSEL 

FEATURES 

• Pin for pin compatible with SGS-Thomson 
MK4202 Cache Tag RAM 

• High Speed Match (to 20ns) supports high 
performance processors including 68020, 
68030,68040,80386 and 80486 

• High Integration 2K x 20 Tag array provides 
single chip tag RAM solution for direct map 
cache applications or one chip per set in 
multiple set cache implementations. 

• Multiple chip selects permit building of deeper 
cache using multiple tag RAMs 

• Clear function facilitates development of virtual 
memory cache 

• Low Power: 250mA max. active; 
50mA max. standby 

• Significantly reduces board real estate re­
quired for custom cache controller implemen­
tations 

PIN CONFIGURATION 

MS8202 
2K x 20 Cache Tag RAM 

DESCRIPTION 

The MOSEL MS8202 is a high performance CMOS Cache 
Tag RAM optimized for use in microprocessor cache 
applications. 

The 2K x 20 Tag RAM array is an ideal building block for 
custom direct map or multiple set caches having sufficient 
depth (2K) and width (x 20) to provide a single chip Tag 
RAM solution (per set) for most cache implementations. 

The MS8202 is available with fast match access times 
down to 20ns (max) which facilitates use with many 
popular high performance microprocessor families includ­
ing Motorola's 68xxx series (68020, 68030 and 68040) 
and Intel's iAPX86 series (80286, 80386 and 80486). 

Each 8202 replaces 4-6 traditional Cache Tag RAMs (4K x 
4,512 x 9, etc.) plus additional discrete logic. This offers 
significant reduction in board real estate, power, cost and 
capacitive loading. 

The MS8202 is manufactured using a high performance 
CMOS process and operates from a single 5 volt power 
supply. All inputs and outputs are TTL compatible. The 
device is supplied in a space saving JEDEC standard 68 
pin PLCC package. 

~~~~~~w~~~~~<~~£~ 

AS A20 
VeGB Veca 

COQo OQ19 

DO, 13 0018 

VSSB 14 Yssa 
DO, 15 DQ 17 

DO, 00,6 

VeGa 
MOSEL 

veca 
D04 MS8202 0015 

DOs 19 OQ14 

VSSB VSSQ 

DO, OQ13 

D07 (Top View) OQ 12 

Veca 23 Veca 
DO, DQ11 

DO, 45 OQ10 

VSSQ 44 VSSQ 

V~~~~ •• M~.~ •• ~~UQ 

~zza'~~'ci~~~~~J~~ 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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MS8202 
PIN DESCRIPTIONS 

Index Address Inputs 

These 11 address inputs select one of 2048 21 bit Tag 
Array words. 

S Chip Select Input 

This pin is active LOW. When active, it enables the read 
and write operations. 

Chip Enable Inputs 

These four enable pins are selectable to be either active 
HIGH or active LOW. All four enable pins must be active to 
enable the chip. The DO pins will be in the high impedance 
state when anyone of the enable pins is not active. 

Chip Enable Program Inputs 

These four pins are used to select the polarity of the 
corresponding chip enable pins Eo-Ea' For example, if Po is 
tied HIGH, Eo will be active HIGH; if Po is tied LOW, Eo will 
be active LOW. 

G Output Enable Input 

The output enable is active LOW. If the output enable is 
active while the chip is selected and the write enable is 
inactive, data will be output on pins DO, through 00'9 and 
COOo' 00,.::...00'9 and COOo will be in the high-impedance 
state when G is inactive. 

'iii Write Enable Input 

The write enable input is active LOW and controls read and 
~ite operations-,--With the chip selected and enabled, when 
W is HIGH and G i~OW, output data will be presented at 
the DO pins; when W is LOW, the data present on the DO 
pins will be written into the addressed memory location. 

Compare Output Enable Inputs 

These inputs are active LOW. CGo enables the Co compare 
output hit or miss signal. CG, enables the C, compare 
output signal. 

Force Hit Inputs 

These pins are active LOW and are used to force the 
compare outputs HIGH (signifying a hit). Ho controls 
compare output Co and H, controls compare output C, 

Force Miss Inputs 

These pins are active LOW and are used to force the 
compare outputs LOW (~nifying a miss). Mo controls 
compare output Co and M, controls compare output C,. 

RS Reset Input 

This reset pin is active LOW. When active it resets the 2048 
bits in COOo'to a logic zero. 

PID040 

Compare Outputs 

When the chip is in compare mode (Wand G HIGH and Eo - Ea 
enabled), Co and C, will be HIGH signaling a cache hit if the 
data inputs DO, - 00'9 and COOo match the contents of the 
Tag RAM array stored at address AO-AlO' Co and C, will be 
LOW signalling a cache miss if the aforementioned data does 
not match. Signals CGo and CG, must be low to enable the 
compare signals CO and C1. When CGo or CG, are high, the 
Co and C, outputs will be in the high impedence state. 

Clearable Tag Data Input I Output Port 

This bidirectional port is used in conjunction with DO, - 00'9 to 
read data from or write data to the tag RAM array. In addition, 
during a Reset cycle all 2048 internal RAM bits accessed by 
COOo are cleared to a logic zero. This output can be used as 
a tag valid bit. 

Tag Data Input I Output Ports 

These 19 bidirectional ports are used to read data from or write 
data into the tag RAM array. 

Vee Power Supply 

Veeo Output Power Supply 

Vss Ground 

V sso Output Ground 

FUNCTIONAL BLOCK DIAGRAM 

.,-_..----. 

.,' - ---"--' 
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FUNCTIONAL DESCRIPTION AND FEATURES 
The MOSEL MS8202 is designed to be connected 
directly to a high performance 32 bit microprocessor, 
allowing the elimination of the logic delays associated 
with collecting Hit or Miss outputs into a subsequent 
gate or the RC delays associated with wired-OR open 
collector match outputs. 

The MS8202 cache tag RAM has four major features 
that allow direct connection: 

1. Wide enough for almost any tag RAM application 
without requiring multiple chip width expansion and 
the delays that would result. 

2. Four (4) programmable chip enable inputs, allowing 
depth expansion without any of the attendant chip 
enable decode delays that would otherwise be 
required. 
Po -P a should be tied directly to Vee or V ss' or through 
pull-up or pull-down resistors. The MS8202 is se­
lected when Eo-Ea equals Po-Pa in a binary match. 
(Example: Eo-E1 = 0110, Po-Pa = 0110.) 

3. Three-state compare outputs, allowing all Compare 
outputs to be bused together so the Address-to­
Compare access time for a depth expanded applica­
tion is identical to that of a single device. The pro-

TRUTH TABLE 
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-
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-
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H H L 

H H L 

H H L 

- - -

- - -
- - -

- - -

- - -

H H L 

(False) Eo-Eo pattern DOES NOT match Po-P, pattern. 
(True) Eo-Eo pattern DOES match Po-P, pattern. 
Not related to identified mode of operation. 

MS8202 

grammable chip enables prevent bus contention by 
assuring that only one tag RAM at a time drives each 
Compare bus when in Compare mode. 

4. Dual~ompare outputs (C~nd C1Land forced hit (Ho 
and H,) and forced miss (Mo and M,) inputs for each. 
The arrangement allows direct connection of the tag 
RAM to two separate processor inputs (such as 
BERR and HALT on the 68030), and connection of all 
signals that would otherwise have been connected to 
those processor inputs to be passed through the tag 
RAM; eliminating the need for a subsequent gate to 
collect the COMPARE output and other BERR or 
HALT signal sources to the processor. The net effect 
is that the Address-to-Compare access time demon­
strated by the MS8202 is the only delay the user 
must consider. The alternative approach, using 
narrow tag RAMs with open collector outputs or 
narrow tag RAMs with 2-state outputs and a 1 Ons 
programmable logic device, requires that the narrow 
tag RAMs demonstrate a 1 Ons Address-to-Compare 
access time to yield the same performance in a 
user's system that the MS8202 provides. 

Mode Cx DQ Notes 

Force Miss Low -

Force Hit High -

Camp disable Hi-Z -

Standby Hi-Z Hi-Z 

Compare Hi-Z Din 

Compare Hi or La Din 

Hit High Hi-Z 

Hit High Hi-Z 

Write High Din 

Read High DOut 

Reset - Hi-Z 

Reset - Hi-Z 

Reset - Hi-Z 

Reset - Lo-Z 

Not Allowed - Hi-Z 

Reset L Din 

Notes: 1. Force hit Imiss operations independent of other RAM 
operations 

2. May disrupt Reset, will not damage device. 

1 

1 

1 

2 

3 

3. Reset will force Cx low during a valid compare when CDOo 
is D'N ~ HIGH. 
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ABSOLUTE MAXIMUM RATINGS!!) OPERATING RANGE 
SYMBOL PARAMETER VALUE UNIT 

VTERM Terminal Voltage with Respect --{).3 to 7.0 V 

toGND 
TSTG Storage Temperature -55 to 125 °C 

PT Device Power Dissipation 2.5 Watts 

lOUT DC Output Current (per Pin) 25 mA 

1. Stresses greater than those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent damage to the device. This is a 
stress rating only and functional operation of the device at these or 
any other conditions above those indicated in the operational 
sections of this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect 
reliability. 

AMBIENT 
RANGE TEMPERATURE 

Commercial O°C to + 70°C 

DC ELECTRICAL CHARACTERISTICS (Vcc = 5V ± 10%, TA = 0 to +70°C) 

PARAMETER 
NAME PARAMETER TEST CONDITIONS MIN. TYP. (1) 

V IL Guaranteed Input LOW Voltage --{).3 -
V IH Guaranteed Input HIGH Voltage 2.2 -
IlL Input Leakage Current Vee = Max. V IN = OVto Vec -1 -
IOL Output Leakage Current(2) Vee = Max. V IN = OV toVcc -10 -
VOL Output LOW Voltage(3) Vec = Min. IoL = BmA - -
VOH Output HIGH VoltaQe(3) Vcc = Min. IOH = - 4mA 2.4 -
lec Average Power Supply Current(4) 

ICCA Active Power Supply Current (f=0)(4) 

ICCSB Standby Power Supply Current(4) 

1. Typical characteristics are at V cc = 5.0V. tA = 25°C 
2. Measured at CDOo' 00,-0019, Co and C,. 
3. All voltages referenced to V sso' 
4. Measured with outputs open. Vee max. 

CAPACITANCE!I) (TA = 25°C, f = 1.0MHz) 

SYMBOL PARAMETER VALUE 

Max. 

C IN Input Capacitance 4 

GoUT Output Capacitance 10 

1. ThiS parameter is guaranteed but not tested. 
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Vce 

5V±10% 

MAX. UNITS 

O.B V 
Vee + 0.3 V 

+1 JlA 
+10 JlA 
0.4 V 

- V 

250 mA 

200 mA 

50 mA 

UNIT 

pF 

pF 



AC TEST CONDITIONS 
Input Levels 

Transition Ti mes 

Input and Output Timing Reference Level 

+5V 

470 OHMS 

OVto 3V 

5ns 

1.5V 

+5V 

MS8202 

KEY TO SWITCHING WAVEFORMS 

WAVEFORM INPUTS OUTPUTS 

MUST BE WILL BE 
STEADY STEADY 

~ 
MAY CHANGE WILL BE 
FROM HTO L CHANGING 

FROM HTOL 

.Ill7 MAY CHANGE WILL BE 
FROM L TOH CHANGING 

FROM L TOH 

xzz DON'T CARE: CHANGING: 
ANY CHANGE STATE OUTPUT ----1>-------, OUTPUT ----1>-------, 

240 OHMS 30pF' 

·Includes scope and test JIG. 

READ MODE 
The MS8202 is in the Read mode whenever W is HIGH, 
and G is LOW provided Chip Select (S) is LOW and a 
true Chip Enable pattern (Eo - E3) is applied. The 11 
address inputs (Ao-Aw) define a unique index address 
giving access to 20 of 40,960 bits of data in the static 
memory array. Valid data will be present at the 20 output 
pins within tAVQV of th~ast stable address pro~ded Chip 
Enable, Chip Select (S), and Output Enable (G) access 

PERMITIED UNKNOWN 

5pF" 

H 
CENTER 

DOES NOT LINE IS HIGH 
APPLY IMPEDANCE 

"OFF" STATE 

times have been met. If Chip Enable, S, or G access 
times are not met, data access will measured from the 

latter falling edge or limiting parameter (tEVQV' tSLQV' or 
tGLQV). The st~e..Qf the tag data I/O pins is controlled by 
the (Eo - E3), S, G, and W input pins. The data lines may 
be indeterminate at tEVQX' or tSLQX' or tGLQX ' but will always 
have valid data at tAVQV. 

AC ELECTRICAL CHARACTERISTICS (over the operating range) 
READ CYCLE 

JEDEC PARAMETER PARAMETER -20 -22 -25 UNIT NOTES 

PARAMETER NAME 

NAME Min. Max. Min. Max. Min. Max. 

tAVAV tc Cycle Time 25 25 30 ns 

tAVQV tAA Address Access Time 25 25 30 ns 

tAXQX tAOH Address Output Hold Time 5 5 5 ns 

tEVQV tEA Chip Enable Access Time 25 25 30 ns 

tEXQX tEDH Chip Enable Output Hold Time 4 4 4 ns 

t EVOX tELZ Chip Enable TRUE to Low-Z 4 4 4 ns 

tEXOZ tEHZ Chip Enable FALSE to High-Z 8 8 10 ns 

tSLQV tSA Chip Select Access Time 15 15 18 ns 

tSHOX tSOH Chip Select Output Hold Time 2 2 2 ns 

tSLQX tSLZ Chip Select to Low-Z 3 3 3 ns 

tSHQZ tSHZ Chip Select to High-Z 4 4 6 ns 

tGLQV tGA Output Enable Access Time 13 13 15 ns 

tGHQX tGOH Output Enable Output Hold Time 2 2 2 ns 

tGLOX tGLZ Output Enable to Low-Z 2 2 2 ns 

tGHQZ tGHZ Output Enable to High-Z 5 5 8 ns 
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READ CYCLE 

. I AVAV . 
ADDRESS J VALID ADDRESS 

_IAVav-1 ~ 1_IAXaX 

TRUE CHIP ENABLE PATTERN 

-IEvav ----. ~ IEXa~ 
-IEvax - I Exax I 

Figure 1 

ADDRESS READ CYCLE 

ADDRESS ~ VALID ADDRESS ="1'---------
»»>>>>>>>>>X)k DATA OUTtx(«m«<< DO 

Figure 2 

CHIP ENASLE READ CYCLE 

TRUE CHIP ENABLE PATTERN 

DO --------------~ 

Figure 3 
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MS8202 
CHIP SELECT READ CYCLE 

}-- tSLOV ----+ 

~LOX 
~~------------~ 

DO DATA OUT 

Figure 4 

OUTPUT ENABLE READ CYCLE 

~IoLQV -- ={ tGHQZ 

( -----I t GLQX 
tGLQX ~r7rr--------""""'I~ 

~ ~ DATA OUT 11:>-----DO 

WRITE MODE 
Figure 5 

The MS8202 is in the Write mode whenever W is LOW 

provided Chip Select (S) is LOW and a true Chip Enable 

pattern (Eo - E3) is applied (G may be in either logic 

state). Addresses must be held valid throughout a write 
cycle, with either W or S inactive HIGH during address 

transitions. W may fall with stable addresses, but must 

remain valid for tWLWH' Since the write begins with the 

concurrence of Wand S, should W become active first, 

then tSLSH must be satisfied. Either W or S can terminate 

the write cycle, therefore tOVWH or tOVSH must be satisfied 
before the earlier rising edge. If the outputs are active 

with G and S asserted LOW and with true Chip Enable, 
then W will return the outputs to high impedance within 

lwLHZ of its falling edge. 

ELECTRICAL CHARACTERISTICS (over the operating range) 
WRITE CYCLE 

JEDEC PARAMETER PARAMETER -20 

PARAMETER NAME 

NAME Min. Max. 

tAVAV te Cycle Time 25 -

tAVWL t AS Address Set-up Time to W LOW 0 -

tWHAX tAH Address Hold Time from W HIGH 0 -
tAVSL tAS Address Set-up Time to SLOW 0 -

tSHAX tAH Address Hold Time from S HIGH 0 -
tEVWL tES Chip Enable Set-up Time to W LOW 3 -
tWHEX tEH Chip Enable Hold Time from W HIGH 0 -
tEVSL tES Chip Enable Set-up Time to SLOW 3 -
tSHEX tEH Chip Enable Hold Time to S HIGH 0 -
tWLWH tww Write Pulse Width 15 -

tSLsH tsw Chip Select Pulse Width 16 -
tovwH tos Data Set-up Time to W HIGH 12 -
t WHOX tOH Data Hold Time from W HIGH 0 -
tOVSH tos Data Set-up Time to S HIGH 12 -
tSHOX tOH Data Hold Time from S HIGH 0 -
tWLaz twz Outputs Hi-Z from W LOW - 8 

tWHQX tWL Outputs Low-Z from W HIGH 5 -

285 

-22 -25 UNIT NOTES 

Min. Max. Min. Max. 

25 30 ns 

0 0 ns 

0 0 ns 

0 0 ns 

0 0 ns 

3 3 ns 

0 0 ns 

3 3 ns 

0 0 ns 

15 18 ns 

16 20 ns 

12 15 ns 

0 0 ns 

12 15 ns 

0 0 ns 

8 10 ns 

5 5 ns 
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WRITE ENABLE CONTROLLED WRITE CYCLE 

. I AVAV . 
ADDRESS VALID ADDRESS 

1+ IAVWL"I -llwHAX --
_____ ~ TRUE CHIP ENABLE PATTERN i=-------

I EVWL IWEHX 
IWLWH-_---------

I WLQZ ----I 1= IOVWH- I
WHDX 1--

-----------{-C DATAIN ~}--------DO 

FigureS 

CHIP SELECT CONTROLLED WRITE CYCLE 

ADDRESS )I( VALID ADDRESS )I( 
------. ~IAVSL"I -I ISHAX 1---------

j TRUE CHIP ENABLE PATTERN K 
_I EVSL -- - ISEHX ---ISLSH -

j 

1/// 
----- ISHOX --

DO 

COMPARE MODE 

IDVSH ------------{-c DATA IN 

Figure 7 

The MS8202 is in the Compare mode whenever Wand 
G are HIGH provided a true ChlQ Enable (Eo - E3) 

pattern is applied. Chip Select (S) is regarded as a don't 
care since the user is not concerned with the data 
Q..utputs, but only with the Compare (Cx) outputs. Mx and 
Hx must be HIGH, and CGx active LOW to enable the 
Compare outputs for a valid compare hit or miss. 
The 11 index address inputs (Ao-A,o) define a unique 
location in the static RAM array. The data presented on 
the Data Inputs (00,-00'9 and CDOo) as Tag Data is 
compared to the internal RAM data as specified by the 
index. If all bits are equal (match) then a hit condition 
occurs (Cx = HIGH). If at least one bit is not equal, then 
a miss occurs (Cx = LOW). 

PID040 

The Compare output will be valid tAvCV from stable 
address, or tovcv from valid tag data provided Chip 
Enable is true, and CGx is active LOW. Should the 
address be stable with valid tag data, and Chip Enable 
false, then compare access will be within tEVCV from true 
Chip Enable. When executing a write-to-compare cycle 
(W = LOW, and G = LOW or HIGH, Cx will be valid 
!wHey or tGHCV from the latter rising edge of W or G 
respectively. Finally, when gating the Cx output in the 
compare mode with CGx' the compare output will be 
valid tCGL.CV from the falling edge of CGx. 
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ELECTRICAL CHARACTERISTICS (over the operating range) 
COMPARE CYCLE 

JEDEC PARAMETER PARAMETER -20 

PARAMETER NAME 

NAME Min. Max. 

tAvcv tACA Cycle Address Compare Access Time 20 

tAXCX tACOH Address Compare Output Hold Time 5 

t DVCV tDCA Tag Data Compare Access Time 16 

tDXGX tDCH Tag Data Compare Hold Time 2 

t WLCH t WGH W LOW to Compare HIGH 10 

t WHCH tWCOH W Compare Outpul hold Time 3 

I WLCX tWLCZ W 10 Compare HOLD 3 

IWHGV Iwcv W 10 Compare Valid 10 

IGLGH IGGH GLow 10 Compare HIGH 10 

I GHGX I CGOH G Compare Oulput Hold Time 3 

t GLCX tGLGZ G to Compare to HOLD 3 

tGHGV tGCV G to Compare Valid 10 

tEvCV tEGA E True to Compare Access Time 20 

tEXCX IECOH E False Compare Hold Time 4 

tEVCX tECLZ E True to Compare Low-Z 4 

I EXCZ IECHZ E False to Compare high-Z 8 

tCGL·CV tCGA CGx 10 Compare Access Time 8 

tCGH·CX tGGOH CGx 10 Compare Hold Time 2 

tCGL·CX tCGLZ CGx LOW to Compare low-Z 2 

tCGH·CZ tCGHZ CGx HIGH 10 Compare High-Z 8 

SUMMARY COMPARE CYCLE 

. tAVAV . 
ADDRESS ( VALID ADDRESS 

I--- IAVcv-----+1 -
~ TRUE CHIP ENABLE PATIERN 

DQ 

Cx 

Note: 

Vii and G are both assumed to be HIGH. 

H, and M, are both assumed 10 be HIGH. 

r-- I EVCV ---------+1 ------
I+--- I EVCX -------I -

DATA IN 

, +-tDvcvii ------

------ tCGL-CV I+---

------ ICGL-CX I-f-

~\ HIT/MISS VALID 

FigureS 
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-22 -25 UNIT NOTES 

Min. Max. Min. Max. 

22 25 ns 

5 5 ns 

18 20 ns 

2 2 ns 

11 12 ns 

3 3 ns 

3 3 ns 

10 12 ns 

11 12 ns 

3 3 ns 

3 3 ns 

10 12 ns 

22 25 ns 

4 4 ns 

4 4 ns 

8 10 ns 

8 10 ns 

2 2 ns 

2 2 ns 

B 10 ns 

II 
~ 

I-IAXCX 

( FALSE CHIP ENABLE 

I+.IEXCZ I EXCX 

K 
r-t-- tDXCX 

~ 

- tCGH-CZ -f- ICGH-CX 

PID040 



MS8202 

COMPARE CYCLE 

ADDRESS VALID ADDRESS VALID ADDRESS 

tAVCV-
tAxcx-1 

DQ DATA IN DATA IN 

- I+--tovcv - 4-I---toxcx 

Cx VALID HIT/MISS )O~ VALID HIT/MISS 

Figure 9 

Note: 
Iii and G are both HIGH, CGx is LOW, and a true Chip Enable pattern is present. Hx and Mx are both assumed to be HIGH. 

RESET MODE 
The MS8202 allows an asynchronous reset whenever 
RS is LOW regardless of the logic state on the other 
input pins. Reset clears all internal RAM bits in COOo 
(2048 bits) to a logic zero. This output can be used as a 
valid tag bit to insure a valid compare miss or hit. It 
should be noted that a valid write cycle is not allowed 
during a reset cycle (W = LOW, S = LOW, RS = LOW, 

and Chip Enable is true). The state of the data outputs is 
determined by the input control logic pins: Chip Enable, 
S, G, and W (see truth table). Should a reset occur 
during a valid compare cycle, and the COOo valid tag bit 
is set to a logic J..!), then Cx will go LOW at tRSl.Cl from 
the falling edge of RS. 

ELECTRICAL CHARACTERISTICS (over the operating range) 
RESET CYCLE 

JEDEC PARAMETER PARAMETER -20 -22 -25 UNIT NOTES 
PARAMETER NAME 

NAME Min. Max. Min. Max. Min. Max. 

tRLSl·AV tRSC Reset Cycle Time 20 25 30 ns 

tRSl-RSH tRSW Reset pulse Width 25 25 30 ns 

tRSl-Cl IRSCl RS LOW 10 Compare Output LOW 25 25 30 ns 

tRSH-AV tRSR Address Recovery Time 0 0 0 ns 

IRSH-EV IRSR Chip Enable Recovery Time 0 0 0 ns 
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RESET CYCLE 

ADDRESS 

, 

DO 

WRITE 

tAVCV . 
K VALID ADDRESS K 

tAVSL -----+ 1= --I tSHAX --tAVWL - - tWHAX --
TRUE CHIP ENABLE PATTERN 

t EVSL -- -- -- tSHEX --tEVWL- -- -- tWHEX --
I---tSLSH -

I 

, VII 
I+---tWLWH-

-tRSL.Av=-1 
VII 

-tRSL·RSH 

'b tRSH.AV __ 

tRSH·EV __ ,~ ---J 
tOVWH ;J 

__ tsHOX 

__ tWHOX 

DATA IN 

Figure 10 

Note: Reset during an active write cycle is not allowed. A write cycle may disrupt Reset, but will not damage device. 

VALID COMPARE - RESET 

{-tRSL.RSHi 

--I ':SLCL 1--
VALID COMPAR:' )k'--______________ _ 

Figure 11 

Note: COO, is presumed to be HIGH. 
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FORCE HIT AND FORCE MISS 

The MS8202 can force either a miss or hit condition on 
the Cx output by asserting Mx or Hx LOW. A Force Miss 
overrides a Force Hit condition and is not dependent 
upon Compare Output Enable (CGx) (see truth table). 

The ex o.!!tput~ill go HIGH within tHLCH from the falling 
edge of !::!x or ClL will go_LOW within tMLCL from the falling 
edge of Mx' All Mx and Hx inputs must be HIGH during a 
valid compare cycle. 

ELECTRICAL CHARACTERISTICS (over the operating range) 
FORCE HIT OR MISS CYCLE 

JEDEC PARAMETER PARAMETER -20 -22 

PARAMETER NAME 

NAME Min. Max. Min. Max. Min. 

I HLCH IHA Hx 10 Force Hil Access Time 8 8 

I HHCV IHHZ Hx 10 Compare High·Z 5 5 

IHL·CGX IHS Force hil 10 C~ don'l care 2 2 2 

IHH·CGH IHR Force hil 10 ~ recognized 2 2 2 

I MLCL IMA IVlx 10 Force Miss Access Time 8 8 

I MHcz I MHZ IVlx 10 Compare 10 high·Z 5 5 

IML·CGX I MS Force Miss 10 ~ don'l care 2 2 2 

IMH·cGH IMR Force Miss 10 ~ recognized 2 2 2 

I MLHX I MHS Force Miss 10 l1< don'l care 2 2 2 

IMHHH IMHR Force Miss 10 11< recognized 2 2 2 

FORCE HIT AND FORCE MISS 

CGx 

1 tHL·CGX_ ML·CGX --
IHH·CGH_ -- --IIMH'CGH 

" I 'V///h -- IMLHX ..-- -IMHHH 

Mx 

lIHLCH ... 

V 

-- t MLCL --
---+ t HHCZ I-+--- -- IMHcz --

VALID HIT ~ VOH 
VALID MISS 

VOL 
Cx 

Figure 12 
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Max. 

10 ns 

8 ns 

ns 

ns 

10 ns 

8 ns 

ns 

ns 

ns 
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MS8202 
LATE WRITE - HIT CYCLE 

TRUE CHIP ENABLE PATTERN 

W 

t
WLCH I 

I 
tCGH-CZ --

I 
tCGL-CV ........ 

tCGL-CX- tCGH-CX-

HIT 

Figure 13 

Note: G is HIGH and aValid Address is present, Fix and Mx are both assumed to be HIGH, with CGx LOW_ 

COMPARE - WRITE HIT - COMPARE CYCLE 

iN 

1 tWLCH 
tWLCX 

-f.~~ tWHCX-

ex VALID COMPARE HIT COMPARE II 
Figure 14 

Note: G is HIGH and a Valid Address is present, Fix and Mx are both assumed to be HIGH, with CGx LOW, with CGx LOW. 
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LATE READ - HIT CYCLE 

TRUE CHIP ENABLE PATTERN 

CGX 

tCGl·CX- tCGH·CX-

HIT 

Figure 15 

Note: Vii is HIGH and a Valid Address is present, "Ax and Mx are both assumed to be HIGH, (with CGx LOW.) 

COMPARE - READ HIT - COMPARE CYCLE 

G 

1 t GlCH 

tGlCX 

'------_ftGHCV 

tGHCX ---=1 
ex VALID COMPARE HIT COMPARE 

Figure 16 

Note: Vii is HIGH and a Valid Address is present, "Ax and Mx are both assumed to be HIGH, with CGx LOW. 

EARLY WRITE - HIT CYCLE 

Figure 17 

Note: G is HIGH and a Valid Address is present, with (Eo - E,) = True. Hx and Mx are both assumed to be HIGH. 
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EARLY READ - HIT CYCLE 

-~----""'~1 ~""~~ 
'''C •• -rr- t= '~=~ 

_________ V...;;O...,Hf HIT ~'!_----
Figure 18 

Note: Vi is HIGH and a Valid Address is present, with (Eo - E,) = True. Hx and Mx are both assumed to be HIGH. 

POWER DISTRIBUTION 
The MOSEL MS8202 being a 20 output device, obvi­
ously requires the use of good power bussing tech­
niques. The MS8202 has been designed in such a way 
as to allow the user to minimize the effects of switching 
transients on overall circuit operation. Of particular 
interest is the separate bussing of the Vee and V ss lines 
to the output drivers. The advantage provided by these 
separate power pins, designated Veea and V ssa' is that 
voltage sags and ground bumps seen on these pins are 
not reflected into the other portions of the chip, particu­
larly the input structures. As a result, switching noise in 

APPLICATION BLOCK SCHEMATIC 

I p = 0001 

P = 0000 
11 

INDEX Ao' A10 

1 
Eo E3 INDEX 

19 
TAG 0°1.0° 19 

VALID coo 0 

SELECT S 

WRITE W 

READ G 

eo 

BUS ERR Mo 

HALT M1 
e1 

Ho 

the supply has much less effect on input levels, provid­
ing the user with more noise margin than would other­
wise be available. 

Of course V cc and V cca must always be at the same DC 
potential. V ss and V ssa must match as well. Differences 
between them due to AC effects are expected, but must 
be minimized through the adequate use of bussing and 
bypassing. All specifications and testing are done with 
Vss = Vssa ± 10mV RMS, Vee = Veea ± 10mV RMS with 
instantaneous peak differences not exceeding 50 mV. 

32 BIT ~P 

Vee 

> S 
eo,! 

BERR 

ell 
-
HALT 

Vec H1 r--
~ Vss eGo > 

Vss eG 1 
Vee 
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MS8202 
ORDERING INFORMATION 

ORDERING TEMPERATURE 
SPEED (ns) PART NUMBER PACKAGE REFERENCE NO. RANGE 

20 MS8202·20JC J68-1 O°C to + 70°C 

22 MS8202-22JC O°C to + 70°C 

25 MS8202-25JC O°C to + 70°C 
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FEATURES 

• Supports 16 bit wide 80286 and 32 bit wide 
80386 system cache data requirements 
directly. 

• High speed access supports 16/20/25 MHz 
80386 systems. 

• On-board x16 SRAM organized as 2 sets of 
2K x 16. 

• On-board address latches support pipelined 
accesses with no external components. 

• Easliy supports 2-way and 4-way set associa­
tive cache subsystems. 

• Supports both pipelined and non-pipelined 
cycles. 

• 16 bit bi-directional data path. 

• Built-in alternate address multiplexer allows 
quick word selection during line replacement. 

• Interfaces directly with Intel 82385, Chips & 
Technologies 82C307/82C327 and other 
cache controllers. 

• Significantly reduces board real estate re­
quired for cache data storage. 

• Packaged in JEDEC standard 44 terminal 
PLCC. 
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AAo 
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AAS 
CIT 
Go 
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MS82C308 
2 x 2K x 16 Cache Data RAM 

DESCRIPTION 

The MOSEL 82C308 is a high performance CMOS static 
RAM optimized for use as cache subsystem data buffers in 
80386 and 80286 systems. The device has a full 16 bit 
wide bi-directional data path, and is configured as 2 banks 
of 2K x 16 memory. This configuration offers significant 
design, density and power advantages over designs using 
traditional RAM architectures in caches for these systems. 

The MS82C30B is available with fast address access times 
down to 35ns (max), and with very fast output enable times 
(12ns max.), and supports 80386 systems up to 25 MHz. 
The MS82C308 contains all the logic on-board to interface 
directly with the Intel 82385, Chips & Technologies 
82C307/82C327 and other cache controllers. Its' on-board 
address latches allow it to support both pipelined and non­
pipelined memory accesses. An additional on-board 
alternate address multiplexer is provided to allow fast 
selection or words during line replacement. 

For a 32 bit 80386 system with a 16KB cache, only 2 
devices are needed. For a 32 bit 80386 system with a full 
32KB cache, only 4 MS82C308 devices are needed, 
replacing the standard requirement of 16 4K x 4 SRAMS 
and additional discrete logic. This offers a significant 
reduction in board real estate, power, cost and capacitive 
loading. 

The MS82C308 is manufactured in MOSEL's high perform-
ance CMOS process and operates from a single 5V power II 
supply. All inputs and outputs are TTL compatible. The • 
device is supplied in a space saving JEDEC standard 44 
terminal PLCC package. 

SPEED SELECTION 
80386 RECOMMENDED 
SPEED MS82C308 

16MHz -55 

20MHz -45 

25MHz -35 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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PIN DESCRIPTIONS 

Ao - A10 Address Inputs 
These 11 address inputs select one of the 2048 16-bit 
words in each RAM bank. 

AA - AA Alternate Address Inputs o 2 

These 3 alternate address inputs are used to select 
words within the same page. They are used in conjuc­
tion with AAS. 

AAS Alternate Address Select 
This pin is active high. When LOW, address inputs Ao-A2 
will be input to the array; when HIGH, alternate address 
inputs AAo-AA2 will be input to the array. 

ALE Address Latch Enable 
This active HIGH pin controls the internal transparent 
latches on pins Ao-A11 • When ALE is HIGH t~e latch is 
transparent and the inputs on the address pins are 
applied to the memory array. On the falling edge of ALE 
the current input states of pins Ao-All are latched and 
remain applied to the memory array until ALE returns to 
the active HIGH state. 

GO Output Enable 0 Input 
G1 Output Enable 1 Input 
These output enables are active LOW.~o active will 
enable data output from Bank 0, while G1 will enable 
data output from Bank 1. These two pins can not both 
be active simultaneously. The DO pins will be in the 
high-impedance state when deselected. 

S Chip Select Input 

This pin is active low. The DO pins will be in the high­
impedance state when deselected. 

BO Byte Enable 0 Input 
B1 Byte Enable 1 Input 
These pins are active LOW. During a write operation, 
these pins select whether the upper or lower byte of the 
addressed 16-bit word will be written. 

FB Force Byte Enable Input 
This pin is active LOW. If the FB pin is active during a 
write operation, both the upper and low bytes of the 
addressed 16-bit word will be written. 

WO Write Enable 0 Input 
W1 Write Enable 1 Input 
The chip is selected and either byte enable input or th~ 
force byte enable input is active, bring a write ~nable pin 
active will cause the data present on the DO pinS to be 
written into the selected bank. 

DQ -DQ Data Input/Output Ports o 15 

These 16 bidirectional ports are used to read data from 
or write data into the RAM. 

Vee Power Supply 
GND Ground 

FUNCTIONAL BLOCK DIAGRAM 

BANKO 
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FUNCTIONAL DESCRIPTION 

The MSS2C30S is a high performance CMOS static 
RAM intended for use as a data buffer in caches for 
S03S6 or S02S6 systems. A two byte wide data path is 
provided for use in 16 and 32 bit systems. The array is 
configured as two banks to allow a fast output enable to 
be generated by a search of the cache directory concur­
rent with the data buffer access. It replaces four 4K x 4 
or 2K x S chips and several TTL MSI and SSI chips with 
a small footprint 44 pin PLCC. In addition, power, cost 
and capacitive loading are significantly reduced. 

Two chips are needed for a 32 bit S03S6 system with a 
16KB cache while a single chip can be used to imple­
ment and SKB S02S6 cache. The arrays could be 
doubled to implement a 4-way set associative system if 
desired. 

For a 32 bit S03S6 system with a full 32KB cache, four 
MSS2C30S chips would be needed. The cache depth 
can be expanded as desired. For example, for a system 
with a 64KB cache, S MSS2C30S's are needed. 

Address Latch 
An on-board address latch is used to store the address 
directly from the S03S6 local address bus. Two different 
modes of operations (pipelined cycle vs. non-pipelined 
cycle) are possible in an S03S6 based system. The 
transparent address latch is enabled by the ALE pin. In 
non-pipelined accesses, the address will change during 
the ALE cycle. In pipelined accesses the address will 
change before the rising edge of ALE. 

The access time in non-pipelined cycles will be deter­
mined by address access time, while it will be measured 
from the rising edge of ALE in pipe-lined cycles. 

Alternate Address Multiplexer 
A 3 bit multiplexer is provided to allow selection of words 
within the same block of 2, 4 or S words. This is neces­
sary in cache systems when the line or sub-line (unit of 
memory that is replaced) is greater than one word. 

RAM Array 
The RAM is logically configured as two banks of 2K 
words of 2 bytes. Both banks are always accessed 
simultaneously; the two output enables are used to 
select which word is outputted to the data bus. 

Output Enable Decode 
Two G inputs are provided, one for each bank. GO will 
gate the data from first bank and G1 will gate the data 
from second bank. If either of the two write enable 
signals are active, the output enable signals will be 
overridden to prevent the S2C30S from driving the bus. 
Two G's (GO and G1) inputs can not be active at the 
same time. Otherwise, undetermined results would 
appear at the 16 data outputs. 

Write Enable Decode 
Two W inputs are provided, one for each bank. When 
either of the write enables are asserted, the array 
outputs are disabled to prevent driver conflicts. Individual 
byte enables are provided that control the writes in either 
or both of the two bytes of the S2C30S. TheFB input is 
provided to allow forcing both byte write enables during 
a move-in (fetch) operation. This eliminates the external 
gating of write enable required in a store-in cache im­
plementation. 

Array Expansion 
A chip select input (8) is provided to allow for expansion 
of the cache array in the vertical (more words) dimen­
sion. The access time from chip select is less than the 
address to data time to allow for external decoding 
circuitry. 

Set Associativity 
While the MSS2C30S is intended to be used in a two­
way set associative cache implementation, it is very 
simple to increase the size of the cache by increasing 
the associativity to 4 or more ways by paralleling 
MSS2C30S's (2 for 4 way, 4 for S way, etc). 
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TRUTH TABLE 
INPUTS OUTPUTS FUNCTION 

ALE AAS GO G1 S BO B1 FB WO W1 OQO-OQ 7 OQS-OQ15 

1 X X X X H X X X X X HI-Z HI-Z Deselected 
2 X X H H L H H H H H HI-Z HI-Z Outputs Disabled 
3 L X - - - - - - - - - - Address Latch Enabled 
4 H X - - - - - - - - - - Address Latch Transparent 
5 X H - - - - - - - - - - Alternate Address Selected 
6 H X L H L H H H H H DouT DouT Read Current Address (Bank 0) 

7 H X H L L H H H H H DouT DouT Read Current Address (Bank 1) 

8 L L L H L H H H H H DouT DouT Read Latched Address (Bank 0) 

9 L L H L L H H H H H DouT DouT Read Latched Address (Bank 1) 

10 X H L H L H H H H H DouT DouT Read Alternate Address (Bank 0) 

11 X H H L L H H H H H DouT DouT Read Alternate Address (Bank 1) 

12 H X X X L L H H L H D'N HI-Z Write to Lower Byte of Current 
Address (Bank 0) 

13 H X X X L H L H L H HI-Z D'N Write to Upper Byte of Current 
Address (Bank 0) 

14 H X X X L L L H L H D'N D'N Write to Both Bytes of Current 
Address (Bank 0) 

15 H X X X L X X L L H D'N D'N Write to Both Bytes of Current 
Address (Bank 0) 

16 H X X X L L H H H L D'N HI-Z Write to Lower Byte of Current 
Address (Bank 1) 

17 H X X X L H L H H L HI-Z D'N Write to Upper Byte of Current 
Address (Bank 1) 

18 H X X X L L L H H L D'N D'N Write to Both Bytes of Current 
Address (Bank 1) 

19 H X X X L X X L H L D'N D'N Write to Both Bytes of Current 
Address (Bank 1) 

20 L L X X L L H H L H D'N HI-Z Write to Lower Byte of Latched 
Address (Bank 0) 

21 L L X X L H L H L H HI-Z D'N Write to Upper Byte of Latched 
Address (Bank 0) 

22 L L X X L L L H L H D'N D'N Write to Both Bytes of Latched 
Address (Bank 0) 

23 L L X X L X X L L H D'N D'N Write to Both Bytes of Latched 
Address (Bank 0) 

24 X H X X L L H H L H D'N HI-Z Write to Lower Byte of Alternate 
Address (Bank 0) 

25 X H X X L H L H L H HI-Z D,N Write to Upper Byte of Alternate 
Address_ (Bank 0) 

26 X H X X L L L H L H D'N D'N Write to Both Bytes of Alternate 
Address (Bank 0) 

27 X H X X L X X L L H D'N D,N Write to Both Bytes of Alternate 
Address (Bank 0) 

28 L L X X L L H H H L D'N HI-Z Write to Lower Byte of Latched 
Address (Bank 1) 

29 L L X X L H L H H L HI-Z D'N Write to Upper Byte of Latched 
Address (Sank 1) 

30 L L X X L L L H H L D'N D'N Write to Both Bytes of Latched 
Address (Bank 1) 

31 L L X X L X X L H L D'N D'N Write to Both Bytes of Latched 
Address (Bank 1) 

32 X H X X L L H H H L D'N HI-Z Write to Lower Byte of Alternate 
Address (Bank 1) 

33 X H X X L H L H H L HI-Z D'N Write to Upper Byte of Latched 
Address (Sank 1) 

34 X H X X L L L H H L D'N D'N Write to Both Bytes of Alternate 
Address (Bank 1 ) 

35 X H X X L X X L H L D'N D,N Write to Both Bytes of Alternate 
Address (Bank 1) 
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ABSOLUTE MAXIMUM RATINGS(I) 
SYMBOL PARAMETER CONDITION UNIT 

VTERM Terminal Voltage with -0.5 to +7.0 V 

Repect to GND 

tSIAS Temperature Under Bias -IOta +125 'C 

t STG Storage Temperature -60 to +150 'C 

PT Power Dissipation 1.0 W 

lOUT DC Output Current 20 mA 

1. Stresses greater than those listed under ABSOLUTE MAXIMUM 
RATINGS may cause permanent damage to the device. This is a 
stress rating only and functional operation of the device at these or 
any other conditions above those indicated in the operational 
sections of this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect 
reliability. 

OPERATING RANGE 
AMBIENT 

RANGE TEMPERATURE 

Commercial O'C to + 70'C 

DC ELECTRICAL CHARACTERISTICS (over the commercial operating range) 
PARAMETER 

NAME PARAMETER TEST CONDITIONS MIN. TYP. (1) 

V ,L Guaranteed Input Low -0.5 -
r.,toltage (2)(3) 

V ,H Guaranteed Input High Voltage(2) 2.0 -
I'L Input Leakage Current Vce : Max, V IN: OVto Vee - -
10L Output Leakage Current Vce : Max, GO : "iH, Gl : V IH, V IN : OVtoVee - -
VOL Output Low Voltage Vee: Min, 10L: SmA - -
VOH Output High Voltage Vce : Min, ioH : - 4mA 2.4 -
Icc Operating Power Supply Current Vee: Max, GO : V ,L or Gl : V ,L, S: V,L - -

1,/0 : OmA, F : FMAX(4) 

NOTES: 
1. Typical characteristics are at Vee: 5.0V, tA : 25'C. 
2. These are absolute values with respect to device ground and all overshoots due to system or tester noise are included. 
3. V'l(MIN): -3.0 for pulse width < 20ns. 
4. F MAX: litRe 

CAPACITANCE(I) (TA = 25°C, f = 1.0MHz) 

SYMBOL PARAMETER CONDITION MAX. UNIT 

C 'N Input Capacitance Y,N: OV 6 pF 

Coo Input/Output Voo : OV S pF 

Capacitance 

1. This parameter is guaranteed and not tested. 
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Vee 
5V±5% 

MAX. UNITS 

O.S V 

6.0 V 

2 IJA 
10 IJA 
0.4 V 

- V 

150 mA 
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MS82C308 
AC TEST CONDITIONS KEY TO SWITCHING WAVEFORMS 

Input Pulse Levels 

Input Rise and Fall Times 

Input and Output 

Timing Reference Level 

OVt03.0V 

5 ns 

1.5V 

AC TEST LOADS AND WAVEFORMS 

R14800 Rl4800 
SV o----~IW'--, 

OUTPUT 0--....,...---4 
SV o-----IW'--, 

OUTPUT 0----..,.------+ 

Equivalent to: 

Figure 18 

THEVENIN EQUIVALENT 

1670 

SpF ~~so I INCLUDING 
':" ~gtp~D ':" 

Figure 1b 

OUTPUT o---.IW-------O 1.73V 

ALL INPUT PULSES 

3.0V~90%~ 
GND 10% 1 

5ns I- 5ns 

Figure 2 

AC ELECTRICAL CHARACTERISTICS (over the operating range) 
READ CYCLE 

JEDEC MS82C308·35 
PARAMETER PARAMETER 

WAVEFORM INPUTS OUTPUTS 

MUST BE WILL BE 
STEADY STEADY 

~ 
MAY CHANGE WILL BE 
FROM HTOL CHANGING 

FROM HTO L 

/ll7 MAY CHANGE WILL BE 
FROM L TOH CHANGING 

FROML TOH 

m DON'T CARE: CHANGING: 
ANY CHANGE STATE 
PERMITTED UNKNOWN 

K 
CENTER 

DOES NOT LINE IS HIGH 
APPLY IMPEDANCE 

"OFF" STATE 

MS82C30B-45 MS82C30B-55 

NAME NAME PARAMETER MIN. TYP. MAX. MIN. TYP. MAX. MIN. TYP. MAX. 
tAVAX tRC Read Cycle Time 35 - 45 - 55 -
tAVOV tM Address Access Time 35 45 55 

tSLaV tACS Chip Select Access Time 25 35 45 

tGLOV tOE Output Enable to Output Valid 12 15 18 

tGLQX tOLZ Output Enable to Output Low Z 2 10 2 15 2 20 

tGHQZ tOHZ Output Disable to Output in High Z 2 15 2 15 2 15 

tSLQX tCLZ Chip Select to Output in Low Z 2 10 2 15 2 20 
tSHOZ tCHZ Chip Deselect to Output in High Z 0 20 0 20 0 20 

tAXQX tOH Output Hold from Address Change 5 - 5 - 5 -
tCPWH ALE Width High 10 - 12 - 15 -
tCPWL ALE Width Low 10 - 12 - 15 -
tAS Address Latch Setup Time 3 - 3 - 3 -
tAH Address Latch Hold Time 5 - 5 - 5 -
tMLE Access Time from ALE - 45 - 55 - 55 

tSM AAS to Alternate Address Setup Time 3 - 3 - 3 -
tAM Access Time from AAS or Alternate Address - 35 - 35 - 35 

tOHM Output Hold from AA, AAS Change 3 - 3 - 3 -
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SWITCHING WAVEFORMS (READ CYCLE) 
READ CYCLE 1(1,2,3,4,5) 

ADDRESS ACCESS TIME - NON-PIPELINE 

DO 
------I-J 

READ CYCLE 2(1,3,4) 

ALTERNATE ADDRESS ACCESS 

I ALE J \\-_--' 
ADDR 

READ CYCLE 3(1,3,6) 

OUTPUT ENABLE ACCESS 

G-----~ 

DO ------+--{ 
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SWITCHING WAVEFORMS (READ CYCLE) 
READ CYCLE 4(1,4,6) 

CHIP SELECT ACCESS 

S------"' 

DO -------+-0{ 

READ CYCLE 5(1) 

PIPELINED 

ALE 

AD DR 

G---"" 

00----1-( 

NOTES: 
1 . WO, W1 and FEi are high during all read cycles. 

2. ALE must be high during non-pipe lined cycles. 

3. Device is continuously selected: S = V" 

4. Output is continuously enabled: either GO = V" or Gi = V" (but not both). 
5. AAS may not change during cycle. 
6. Address must be valid sufficiently before G or S transition low to ensure address access specification not violated. 

7. Transition is measured ± 500 mV from steady state with CL = 5pF as shown in Figure 1b on page 6. This parameter is 
guaranteed and not 100% tested. 
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AC ELECTRICAL CHARACTERISTICS (over the operating range) 
WRITE CYCLE 

JEDEC MS82C308-35 MS82C308-45 
PARAMETER PARAMETER 

NAME NAME PARAMETER 

t AVAX twe Write Cycle Time 

tWLWH twp Write Pulse Width 

tWLOZ tWHz Write to Output in High Z 

tWHOL tWLZ Write to Output in Low Z 

tOVWH tos Data Setup Time 

tWHOX tOH Data Hold from Write Time 

tAs Address Latch Setup Time 

tAH Address Latch Hold Time 

t AVWL tWAS Address to Write Setup Time 

tSAA AAS to Alternate Address Setup Time 

twAAS Alt Address Setup Time 

tWAAH Alt Address Hold Time 

tBW Byte Enable to Write Pulse Setup 

tFW Force Byte Enable to Write Pulse Setup 

tAW Address Valid to End of Wtrite 

tSLwH tsw Chip Select to Wtrite Pulse End 

tWHAX tWR Write Recovery Time 

SWITCHING WAVEFORMS (WRITE CYCLE) 
WRITE CYCLE 1(1) 

twc 

-tAS -

ALE ) 

tWAS ..... -tAH--

ADDR 

tBwortFBW- -B/FB tAW 

S t S) 

tsw 

MIN. TYP. MAX. MIN. 

35 - 45 

20 - 20 

2 15 2 

2 15 2 

8 - 10 

3 - 5 

3 - 3 

5 - 5 

3 - 5 

3 - 3 

6 - 6 
2 - 2 

0 - 0 

0 - 0 

30 - 35 

20 - 25 

2 - 2 

. 
) 

..... +- t WR (3) 

'E 

. 
twp(2)~ 

W 
) 

DATA IN 

tos (2) ____ 
toH(:I+-

II' 
~ /1 

TYP. MAX. 

-
-

15 

15 

-
-
-

-

-

-
-
-
-
-
-
-
-

MS82C308 

MS82C308-55 

MIN. TYP. MAX. UNITS 

55 - ns 

25 - ns 

2 15 ns 

2 15 ns 

10 - ns 

5 - ns 

3 - ns 

5 - ns 

5 - ns 

3 - ns 

6 - ns 

2 - ns 

0 - ns 

0 - ns 

40 - ns 

30 - ns 

2 - ns 

..... t WHZ (4,7) ..... t WLZ (7) 

DATA OUT __________________ ~~~---------------KK:~ ____________ _ 
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SWITCHING WAVEFORMS (WRITE CYCLE) 
WRITE CYCLE 2(1) 

. twc 

--- tAs-
tAH-

ALE 

--tWAS-

ADDR 

->j _tSAA 

AAS IIIIIIIII 1:1 
----

AA 

tBW 
or 

tFBW B/FB 

S ~5) 

w 

DATA IN 

t WHZ(4,7) ____ 

DATA OUT 

NOTES: 
1 . W must be high during address transitions. 

If 

\\\\\\\ 
I-- tWAAs ---- ,I- t WAAH (3) 

I+-

tsw 

~ 

__ t wp (2) __ 

tAW 

ttDS (2) .. I+- tDH(2) 

" 
~- ~ ----

_ t WLZ (6,7) 

i'] 

2. The internal write time of the memory is defined by the overlap of ii or FB low, Slow andW low. All signals must be active 
to initiate a write and anyone signal can terminate a write by going inactive. The data input setup and hold timing should be 
referenced to the second transition edge of the signal that terminates the write. 

3. 'wR or 'wAAH is measured from the earlier of B or FB, or S or W going high at the end of write cycle. 
4. During this period, DQ pins are in the output state so that the input signals of opposite phase to the outputs must not be applied 
5. If the S low transition occurs simultaneously with the W low transitions or aiter the W transition, outputs remain in a high 

impedance state. 
6. DOUT is the same phase of write data of this write cycle. 
7. Transition is measured ± 500 mV from steady state with CL = 5pF as shown in Figure 1 b on page 6. This parameter is 

guaranteed and not t 00% tested. 

PID004B 304 



MS82C308 

ORDERING INFORMATION 
TEMPERATURE 

SPEED (ns) ORDERING PART NUMBER (1) PACKAGE REFERENCE NO. RANGE 

35 MS82C308·35JC J44·1 O°C to +70°C 

45 MS82C308·45JC O°C to +70°C 

55 MS82C308·55JC O°C to +70°C 

II 
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MOSEL 
Product Brief 

MS82C330 
Cache Chipset for 80386 Systems with 

Write-Thru Cache 
FEATURES 

• Highly integrated VLSI components offer complete 
cache solution 

MS82C331 Cache Controller 
- MS82C332 Expansion Tag RAM 
- MS82C333 Quad Data RAM 

• Tightly coupled 80386 interface 
Caches full 4GB memory space 

- Full speed support for 80386 non-pipelined 
operations 

• Performance match for 20,25 and 33 MHz proc­
essors 
- Future migration to 40 and 50 MHz 

• Supports 32, 64, 128 or 256 Kbyte caches 
- Controller integrates 64Kbyte tag directory on­

board 
- For larger caches each expansion tag ram 

offers additional 64 KB true vertical cache ex­
pansion for highest hit rates 

• Direct mapped, 2-way and 4-way set associative 
cache mapping options supported 

• Quad fetch mode uses 16 byte subblocks for 
improved hit rate 

Demand word fetch first strategy reduces miss 
penalty 
Line abort capability eliminates penalty for back­
to-back misses 

• Write-thru replacement strategy with control for 
write buffer 
- LRU cache line replacement 
- Allows buffered or non-buffered 1/0 writes 

• Flexible on-chip support for 4 non-cachable regions 

• On-chip Gate A20 support 

• On-chip decoding for 80387 and Weitek 3167 co­
processors 

• Asynchronous snoop bus ensures cache coherency 

• Direct interface to standard SRAMs or unique 
MOSEL Quad Data RAM. 

Quad Data RAM offers maximum performance 
by allowing cache hits and memory fetches to be 
done in parallel 

The MOSEL MS82C330 Chip Set is the industry's first complete solution for high performance 80386 sys­
tems with write-thru cache. This solution allows the processor to run at full speed by providing virtually 0 
wait state memory accesses at only a small additional cost. The MS82C331 cache controller incorporates 
enhanced capabilities such as multiple cache associativity options, quad fetch with demand word fetch 
priority, main memory burst fill and line abort capability to ensure high hit rates and optimum performance. 
Highly integrated designs incorporate support for non-cachable regions, co-processors and other functions 
into the chipset, requiring a minimum of external logic and offering significant reductions in system chip 
count and board space requirements. 

MOSEL's advanced memory technology and expertise has allowed the development of an innovative high 
speed data path offering significantly improved performance and higher integration. The proprietary dual­
access architecture of the MS82C333 Quad DataRAM allows for processor memory accesses and main 
memory fetches to occur in parallel, offering major improvements in hit rates and processor performance. 
Addition of the (optional) MS82C332 Expansion Tag RAM allows true vertical cache expansion up to 256 KB 
for highest performance without increased miss penalty as with other controllers. 

This unique scalable architecture offers maximum performance at every density, while allowing the system 
designer flexibility to select optimum tradeoffs of cost and performance. It also allows for product families 
and significant product differentiation - no cookie-cutter systems here! 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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Cache Benefits 
As microprocessor speeds continue to increase, these 
powerful CPUs are hampered by slow access times of main­
memory built from inexpensive DRAMs. The addition of a 
cache subsystem dramatically improves overall system per­
formance by reducing processor wait states and system bus 
accesses. 

Cache Considerations 

The two most important factors which influence system per­
formance are cache hit rate and cache management policies. 
Hit rate is a function of cache size, cache organization, line 
size, and sub-block size, as well as external factors relating to 
software design. Cache management policies include such 
considerations as memory mapping, memory write mecha­
nism, cache miss handling, line replacement and cache 
coherency. 

The MS82C330 Cache Chipset optimizes the tradeoffs be­
tween these factors for an 80386 system with write-thru cache. 
Its' enhanced capabilities and innovative features offer 
superior performance, deSign flexibility and integration to the 
designer while being extremely economical and easy to use. 

MS82C331 Cache Controller and MS82C332 
ExpanSion Tag RAM 

The MS82C331 is a sophisticated second generation cache 
controller for designers wanting a write-thru cache. It supports 
direct-mapped, 2-way and 4-way set-associative cache 
mapping and provides all management logic for a high­
performance cache. The 82C331 integrates 64 KB tag 
directory with 2 K entries on-chip. Addition of the MS82C332 
Expansion Tag RAM allows true vertical cache expansion up 
to 256 KB for highest performance without increased miss 
penalty as with other controllers. 

In order to increase hit rate, the 82C331 normally operates in 
quad fetch mode. In this mode each cache miss results in the 
requested word and the three adjacent words being loaded 
into the cache. Unlike other controllers, demand word fetch 
priority ensures that the necessary data is returned to the 
processor first to minimize processor wait states. Additionally, 
line abort capability allows quad fetch to be terminated. These 
features significantly improve the hit rate while virtually 
eliminating additional miss penalties. 

The MS82C331 uses a write-thru memory write scheme. In 
this method main memory is updated for every processor write 
cycle. Additional performance is gained by allowing for 
"buffered" write which enables the processor to continue 
executing while the main memory write is being performed. 
Bus snooping is used to maintain cache coherency. 

MS82C330 

Non-cachable memory is supported with four general purpose 
non-cachable regions on-chip. These eliminate the need for 
fast external logic. Two of these regions may be specified as 
non-writable to support ROM or BIOS caching. Additional 
support is included for the 80387 and Weitek 3167 co­
processors. 

MS82C333 Quad DataRAM 

While the 82C331 and 82C332 provide excellent performance 
when used with standard SRAMs, the use of the 82C333 
Quad DataRAM offers a dramatic performance improvement. 
The advanced dual-port architecture of the Quad DataRAM 
isolates the processor and system data buses. Since the 
cache will typically be operating at hit rates >95%, this allows 
main memory operations to proceed simultaneously with 
processor cache accesses. 

This innovative approach offers a quantum leap improvement 
in data path architecture, removing a major bottleneck to 
increased performance. 
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MOSEL 
Product Brief 

MS82C340 
Cache Chipset for 80386 Systems with 

Write-Back Cache 
FEATURES 

Highly integrated VLSI components offer complete cache 
solution 

MS82C341 Cache Controller 
- MS82C342 Expansion Tag RAM 
- MS82C343 Quad Data RAM 

Write-back cache update strategy 
o wait-state write hit and miss cycles 
Improves system bus utilization 
Speeds up DMA operations 
Maintains cache coherency in multi-processor systems 
LRU cache line replacement 

Tightly coupled 80386 interface 
- Caches full 4GB memory space 
- Full speed support for 80386 non-pipelined operations 

Performance match for 20, 25 and 33 MHz processors. 
- Future migration to 40 and 50 MHz 

Supports 32, 64, 128 or 256 Kbyte caches 
Controller integrates 64 Kbyte tag directory on-board 
For larger caches each ExpansionTag RAM offers 
additional 64 KB true vertical cache expansion for highest 
hit rates 

Direct mapped, 2-way and 4-way set associative cache 
mapping options supported 

Quad fetch mode uses 16 byte sub-blocks for improved 
hit rate 

Demand word fetch first strategy reduces miss 
penalty 
Line abort capability eliminates penalty for back-to­
back misses and system bus access 

Flexible on-chip support for 4 non-cachable regions 

On-chip Gate A20 support 

On-chip decoding for 80387 and Weitek 3167 co-proc­
essors 

Bus snooping ensures cache coherency 

Direct interface to standard SRAMs or unique Mosel 
Quad DataRAM 

Quad DataRAM offers maximum performance by 
allowing cache hits and memory fetches to be done 
in parallel 
Quad DataRAM allows write-back line replacement 
cycles to be hidden from processor, providing 8x 
performance improvement over alternative imple­
mentations. 

The MOSEL MS82C340 Chip Set is the industry's first complete solution for high performance 80386 sys­
tems with write-back cache. This solution allows the processor to run at full speed by providing virtually 0 
wait state memory accesses at only a small additional cost. The MS82C341 cache controller incorporates 
enhanced capabilities such as multiple cache associativity options, quad fetch with demand word fetch 
priority, main memory burst fill, and line abort capability to ensure high hit rates and optimum performance. 
It uses a write-back cache update strategy, which improves system bus utilization, speeds up DMA opera­
tions, and assures cache coherency without performance degradation in high-performance multiprocessor 
systems. Highly integrated designs incorporate support for non-cachable regions, co-processors and other 
functions into the chipset, requiring a minimum of external logic and offering significant reductions in 
system cost, chip count, and board space requirements. 

Mosel's advanced memory technology and expertise has allowed the development of an innovative high 
speed data path offering significantly improved performance and higher integration. The proprietary dual­
access architecture of the MS82C343 Quad DataRAM allows for processor accesses and main memory ac­
cesses to occur in parallel, offering major improvements in hit rates and processor performance. Addition 
of the (optional) MS82C342 Expansion Tag RAM allows true vertical cache expansion up to 256 KB for 
highest performance without increased miss penalty as with other controllers. 

This unique scalable architecture offers the highest performance at every density, while allowing the sys­
tem designer flexibility to select optimum tradeoffs of cost and performance. It also allows for product 
families and significant product differentiation. The MS82C340 cache chipset offers maximum performance 
with a minimum of cost and board space. 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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Cache Benefits 

As microprocessor speeds continue to increase, these 
powerful CPUs are hampered by slow access times of 
main-memory built from inexpensive DRAMs. The 
addition of a cache subsystem dramatically improves 
overall system performance by reducing processor wait 
states and system bus accesses. 

Cache Considerations 

The two most important factors which influence system 
performance are cache hit rate and cache management 
policies. Hit rate is a function of cache size, cache 
organization, line size, and sUb-block size, as well as 
external factors relating to software design. Cache 
management policies include such considerations as 
memory mapping, memory write mechanism, cache miss 
handling, line replacement, cache coherency and non­
cachable memory. 

In a write-thru cache, every write operation from the 
processor is treated as a miss and written to main 
memory. This provides a simple mechanism for maintain­
ing cache coherency, but sacrifices performance (since 
writes to main memory take more cycles) and bus 
bandwidth (since the system bus is occupied with 
processor writes). In contrast, a write-back cache 
reduces system bus traffic by writing to main memory only 
when a cache line which has been modified by the CPU is 
about to be replaced by new data from main memory. 
This drastically reduces the frequency of main memory 
write accesses, and frees up system bus bandwidth for 
DMA operations and other system accesses. 

The MS82C340 Cache Chipset optimizes the tradeoffs 
between these factors for an 80386 system with write­
back cache. Its' enhanced capabilities and innovative 
features offer superior performance, design flexibility and 
integration to the designer while being economical and 
easy to use. 

MS82C341 Cache Controller and MS82C342 Expan­
sionTag RAM 

The MS82C341 is a sophisticated second generation 
write-back cache controller. It supports direct-mapped, 2-
way and 4-way set-associative cache mapping and 
provides all management logic for a high-performance 
cache. The MS82C341 integrates 64KB tag directory 
with 2K entries on-chip. Addition of the MS82C342 
ExpanSion Tag RAM allows true vertical cache expansion 
up to 256 KB for highest performance without increased 
miss penalty as with other controllers. 

In order to increase hit rate, the MS82C341 normally 
operates in quad fetch mode. In this mode each cache 
miss results in the requested word and the three adjacent 
words being loaded into the cache. Unlike other control­
lers, demand word fetch priority ensures that the re­
quested data is returned to the processor immediately. 
Additionally, line abort capability allows the quad fetch to 
be terminated on a subsequent miss to immediately fetch 

MS82C340 

the newly requested data. These features significantly improve 
the hit rate while virtually eliminating additional miss penalties. 

The MS82C341 uses a write-back memory write strategy with 
an 8 line block size. Bus snooping is included to maintain 
cache coherency. Non-cachable memory is supported with four 
general purpose non-cachable regions on-chip. These elimi­
nate the need for fast external logic. Two of these regions may 
be specified as non-writable to support ROM or BIOS caching. 
Additional support is included for the 80387 and Weitek 3167 
co-processors. 

MS82C343 Quad DataRAM 

While the MS82C341 and MS82C342 provide excellent 
performance when used with standard SRAMs, the use of the 
MS82C343 Quad DataRAM offers a dramatic performance 
improvement. The advanced dual-access architecture of the 
Quad DataRAM isolates the processor and system data buses. 
Since the cache will typically be operating at hit rates >95%, 
this allows main memory operations to proceed simultaneously 
with processor cache accesses. Write-back line replacement 
cycles are hidden from the processor, providing up to an 8X 
performance improvement in miss processing over other cache 
implementations. This innovative approach offers a quantum 
leap improvement in data path architecture, removing a major 
bottleneck to increased performance. 
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MOSEL 
Product Brief 

MS82C440 
Cache Chipset for 80486 Systems 

FEATURES 

Highly integrated VLSI components offer complete solution 
for secondary cache for 80486 systems 

MS82C441 Cache Controller 
- MS82C442 Expansion Tag RAM 
- MS82C443 Burst RAM 

Supports true 80486 burst reads with 0 wait states 

Write-back cache update strategy with 16 byte sub-blocks 
o wait-state read hits, write hits and write misses 
Improves system bus utilization 
Speeds up DMA operations 
Maintains cache coherency in multi-processor systems 
LRU cache line replacement 

Supports burst reads and writes between cache and main 
memory 

Allows both sequential and 80486 burst sequence 
memory requests 
With Burst RAM allows use of standard cost-effective 32 
bit main memory organization (No bank interleaving 
required). Automatically handles resequencing of data 
back to 80486 

Tightly coupled 80486 interface 
- Caches full 4GB memory space 
- Cache invalidation cycles supported back to the 80486 

Performance match for 25 and 33 MHz processors. 
- Future migration to 40 and 50 MHz 

Supports 32, 64,128,256 Kbyte and larger caches 
Controller integrates 64 Kbyte tag directory on-board 
For larger caches each Expansion Tag RAM offers 
additional 64 KB true vertical cache expansion for 
highest hit rates without extending line size 

Direct mapped, 2-way and 4-way set associative cache 
mapping options supported 

Flexible on-chip support for 4 non-cachable regions. 
Full support for KEN#. 

On-chip Gate A20 support 

Supports Weitek 4167 co-processor 

Bus snooping ensures cache coherency. 

Direct interface to standard SRAMs or unique Mosel 
Burst RAMs 

Burst RAMs offer maximum performance by allowing 
cache hits and memory accesses to be done in 
parallel 
x9 width of Burst RAM allows use of parity functions 
offered by 80486 
Burst RAMs allow write-back line replacement cycles 
to be hidden from processor, providing up to 8x 
performance improvement over alternative 
implementations. 

The MOSEL MS82C440 Chip Set is the industry's first complete solution for high performance 80486 sys­
tems. This solution allows the processor to run at full speed by providing virtually 0 wait state memory 
accesses at only a small additional cost. The MS82C441 cache controller incorporates enhanced capabili­
ties such as full support for 80486 burst reads, multiple cache associativity options and burst reads and 
writes between cache and main memory. It uses a write-back cache update strategy, which improves 
system bus utilization, speeds up DMA operations, and assures cache coherency without performance 
degradation in high-performance systems. Highly integrated designs incorporate support for non-cachable 
regions, co-processors and other functions into the chipset, requiring a minimum of external logic and 
offering significant reductions in system cost, chip count and board space requirements. 

Mosel's advanced memory technology and expertise has allowed the development of an innovative high 
speed data path offering significantly improved performance and higher integration. The proprietary dual­
access architecture of the MS82C443 Burst RAM allows for processor accesses and main memory accesses 
to occur in parallel, offering major improvements in system performance. Addition of the (optional) 
MS82C442 Expansion Tag RAM allows true vertical cache expansion to 256 KB and beyond for highest 
performance without increased miss penalty or lengthy line replacement cycle times. 

This unique scalable architecture offers the highest performance at every density, while allowing the sys­
tem designer flexibility to select optimum tradeoffs of cost and performance. It also allows for product 
families and significant product differentiation. The MOSEL MS82C440 cache chipset offers maximum per­
formance with a minimum of cost and board space. 
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MS82C440 
Cache Benefits 

As microprocessor speeds continue to increase, these 
powerful CPUs are hampered by slow access times of 
main-memory built from inexpensive DRAMs. The 
addition of a cache subsystem dramatically improves 
overall system performance by reducing processor wait 
states and system bus accesses. 

Cache Considerations 

The two most important factors which influence system 
performance are cache hit rate and cache management 
policies. Hit rate is a function of cache size, cache 
organization, line size, and sub-block size, as well as 
external factors relating to software design. Cache 
management policies include such considerations as 
memory mapping, memory write mechanism, cache miss 
handling, line replacement, cache coherency and non­
cachable memory. 

In a write-thru cache, every write operation from the 
processor is treated as a miss and written to main 
memory. This provides a simple mechanism for maintain­
ing cache coherency, but sacrifices performance (since 
writes to main memory take more cycles) and bus 
bandwidth (since the system bus is occupied with 
processor writes). In contrast, a write-back cache 
reduces system bus traffic by writing to main memory only 
when a cache line which has been modified by the CPU is 
about to be replaced by new data from main memory. 
This drastically reduces the frequency of main memory 
write accesses, and frees up system bus bandwidth for 
DMA operations and other system accesses. 

The MS82C440 Cache Chipset optimizes the tradeoffs 
between these factors for an 80486 system. Its' enhanced 
capabilities and innovative features offer superior 
performance, design flexibility and integration to the 
designer while being economical and easy to use 

MS82C441 Cache Controller and MS82C442 Expan­
sion Tag RAM 

The MS82C441 is a sophisticated second generation 
write-back cache controller for use with the Intel 80486 
microprocessor. It supports direct-mapped, 2-way and 4-
way set-associative cache mapping and provides all 
management logic for a high-performance cache. The 
MS82C441 integrates 64KB tag directory with 2K entries 
on-chip. Addition of the MS82C442 Expansion Tag RAM 
allows true vertical cache expansion up to 256 KB and 
beyond for highest performance without increased miss 
penalty or extending cache line length (which can 
severely impact performance). 

Full support for the 80486 is provided by the MS82C441 
cache controller, including 0 wait state burst reads and 
non-cachable regions through KEN#. It also supports 
burst reads and writes between cache and main memory, 

and can handle both sequential and 80486 burst sequence 
memory organizations. 

The MS82C441 uses a write-back memory write strategy with 
an 8 line sub-block size. Bus snooping is included to maintain 
cache coherency. Non-cachable memory is supported with four 
general purpose non-cachable regions on-chip. These elimi­
nate the need for fast external logic. Two of these regions may 
be specified as non-writable to support ROM or BIOS caching. 
Additional support is included for the Weitek 4167 co-processor. 

MS82C443 Burst RAM 

While the MS82C441 and MS82C442 provide excellent 
performance when used with standard SRAMs, the use of the 
MS82C443 Burst RAM offers an additional dramatic perform­
ance improvement. The advanced dual-access architecture of 
the Burst RAM isolates the processor and system data buses. 
Since the cache will typically be operating at hit rates >96%, 
this allows main memory operations to proceed simultaneously 
with processor cache accesses. Write-back line replacement 
cycles are hidden from the processor, providing up to an 8X 
performance improvement in miss processing over other imple­
mentations. This innovative approach offers a quantum leap 
improvement in data path architecture, removing a major 
bottleneck to increased performance. 

The MS82C443 Burst RAM also allows the use of standard, 
cost-effective 32 bit main memory designs. In conjunction with 
the MS82C441 cache controller, standard sequential DRAM 
access modes can be used, and the data will automatically be 
resequenced into the proper order for the 80486. This unique 
capability eliminates the need to develop complex and expen­
sive memory architectures such as 64 bit memory buses or 
bank interleaved memory, while providing maximum perform­
ance. 
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MOSEL APPLICATION NOTE AN-1 
Using the MOSEL MS82C308 Cache Data RAM 

with the Intel 82385 Cache Controller 

High speed 80386 systems place severe demands 
on memory designers to develop economical 
methods to maintain processor throughput without 
incurring enormous costs. One proven, effective 
solution is to use a relatively small high speed 
SRAM cache in addition to the large DRAM main 
memory to achieve high average memory band­
width with only small additional cost. Memory 
systems incorporating a cache can eliminate wait 
states for well over 90% of all memory accesses at 
only a small fraction of the cost of a complete high 
speed memory system. 

The Intel 82385 is an integrated cache controller 
which provides all of the control signals needed to 
add a high speed cache to an 80386 system. It 
supports direct-mapped and 2-way set associative 
caches of up to 32KB. When used in conjuction 
with the Mosel MS82C308 Cache Data Ram, a 
complete 32KB 2-way set associative cache can 
be implemented with only 5 chips. Earlier methods 
required from 18-28 chips to perform the same 
function. The result is a dramatic reduction in 
design complexity and board space, as well as a 
significant cost savings. 

The Mosel MS82C308 Cache Data Ram is a high 
speed SRAM device optimized for cache applica­
tions. Each device is organized as 2 sets on-chip, 
with each set being 2K x 16. In addition, the 
address latches, data transceivers and control 
functions are all integrated onto the device. Ver­
sions are currently available to support up to 25 
MHz 80386 systems, with even faster versions 
under development. 

BUILDING A 32KB CACHE 

Interfacing with MS82C308 with the Intel 82385 
cache controller for a 32KB cache is an easy task. 
Figure 1 shows the connection diagram for a 32KB 
2-way set associative cache. Address inputs AO­
A 10 on the 4 cache data rams are connected in 
parallel to addresses A2-A 12 of the 80386 local 
address bus. The data input'output pins of the 4 
data rams are then connected to 000-0031 of the 
80386 local data bus. 

(In Figure 1, devicesAand C provide the high order bits 
of set 0 and 1, respectively). The 4 chip select outputs 
from the 82385 are connected to the byte enables on 
the data rams. The output enables and write enables 
for sets 0 and 1 from the 82385 (COEA#, COEB#, 
CWEA#, CWEB#) are then connected to the appropri­
ate enable pin on each of the 4 data rams. The CALEN 
output from the 82385 is connected to the ALE pin on 
each data ram. Finally, the force byte enable (FB) on 
each device should tied HIGH, and the alternate ad­
dress select pin (AAS) on each data ram should be tied 
LOW. (These enhanced functions are not supported by 
the 82385). 

The last step needed is to decode between the upper 
and lower segments of the cache memory. For this, 
address A 13 is brought out from the 80386 and is 
latched (using a 74F373 or similar latch). The output of 
the latch is used to drive the chip select (8) pins of the 
data rams. One set of data rams (in this case devices 
A and B) are designated as the lower segment and their 
chip selects are driven directly by the latched output; 
the other set (devices C and D) are the upper segment 
and their chip selects are driven by the invert of the 
latched output. 

BUILDING A 16KB CACHE 

There may be occasions when the designer chooses to 
implement a smaller cache for the system. Reasons for 
this may include such factors as system cost or board 
space considerations. Figure 2 shows how a 16KB 2-
way set associative caGl1e can be implemented with 
just 2 Mosel MS82C308 Cache Data Rams and the 
Intel 82385 cache controller. With the exception of the 
select circuit, all of the connections are the same as for 
the 32KB cache. The primary difference is that since 
there is only one memory segment, the data rams are 
continuously enabled. Therefore the chip select (S) 
pins on the data rams should be tied LOW. 

MOSEL Corporation 914 West Maude Avenue, Sunnyvale, CA 94086 U.S.A 408-733-4556 
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PACKAGE DIAGRAMS 
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PACKAGE DIAGRAMS 
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M·1 

P24·1 

P28·1 

PACKAGE DIAGRAMS 
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PACKAGE DIAGRAMS 
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P28-5 

PACKAGE DIAGRAMS 
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P32-1 

P32-2 

PACKAGE DIAGRAMS 
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PACKAGE DIAGRAMS 
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.100(2.54)~ ~~ .050~·g12 -ll .. OlS±.003 I .,020 (O.,51) MIN 
TYP (l.27~.g30) (0.45 ± 0.08) + 012 

034 -0 
• (0.86 ~.g30) 

40 pin Plastic Dual-in-line Package 

OlO±.002 

(O.2S±O.05) 

INDEX 

.543± 010 

(13.aO±O.25) 

~~~~~~~~ 

15° MAX 

..i-

600±OlD 

(lS.24±O.25) 

j 

-~I .010 ±.002 

(O.25±O.05) 

~ tJ .195 14.95) MAX 

I ~ .11813.00) MIN 

J 1-.100 (2.54) TYP. 050 +.g20 -.11.- .OlS±.003 .120 (O.Sl) MIN 
__ . - (OA6tO.OS) 

(1.27~.g50) 
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P42-1 

P48-1 

PACKAGE DIAGRAMS 

42 pin Dual-in-line Package 

INDEX 

48 pin Plastic Dual-in-line - 600 mil 

O.20~~~ .. 080) _2.20 (55.88) REF 
0.085 (2.1S9) 

0.065 (1.651) 

...,.."...TMn+.hl .010TYP 

G 015 min. (0 3~~·~54) 

15" MAX 

(t .. DO 15.24) 

TYP 

I 
.QlO±.002 

(O.2S±O.05) 

0.625 
MAX 

(15.875) 

0' 
150 
REF 

--H- 0_.0_20_10_.5_08) I .700 
0.016(0.406) !---max. 

(17.780) 
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Q64-1 

S24-1 

PACKAGE DIAGRAMS 

64 pin Plastic Flat Package 

~!!:!!:!!:!:!:!:~ ~,;~l:~ 
.055 

1~9 
(1.00±O.15) 

1---- .972± .016 (24.70± 0.40) ----~ 

~.047±.OO8 ~ -11.20±0.20) 

24 pin Small Outline Package - 600 mil 

T 
0.2992 (7.60) 0.419 (10.65) 

0.2914 (7AO) 0.394 (10.00) 

"r-n-rT"TT"1rnnT"TT"TT"TT"Tr-rr-rI~ 

-ir-
0.0192(0.49) 

0.0142(0.36) 

~~-I 

0.02 (0.50) x 45" 
0.01 (O.25) 

~
'598515'20 !+Io.l043 (2.65) 

0.0926(2.36) 

~O'0125(O'32) 
0.0091 (0.23) 

.L -'-
--J l-

1.27~SC: (mm) 0.0078 (O.20) 

O.050BSC (inches) 0.0040 (C. to} 

, T 
~ -1~ 
0"(0") 0.060(1.270) 

0.023(0.584) 

326 



S28-1 

PACKAGE DIAGRAMS 

28 pin Small Outline Package - 300 mil 

l 
.393(10.00) 

.291 (7.40) ---

~:;;:;:;:;;:;:;:;:;:;;;:;:;:::;:;:;:;:;;:;:;:;:r=;:;.]. T 
--I~ .013(0.35) 

020(04.49) 

14 

.696(17.70) 

'.'~ 
" ___ I 
------------- t 

.092(2.35) 

.105(2.65) 

S28-2 

J L,05011,27) .012(0.30) 

28 pin Small Outline Package - 330 mil 

.100±.005 

SHARP 

SHARP .727± .001 

.100±.005 

NO.1 PIN IDENTIFIER 

045 X 5± lOP 
SPOT POLISH 

R.030± .002 x MAX .020 OP 

(4 PLACES) ct g 

'102~~~~ij 
~t016TYP t 

42±4 

.727±.OOl 

NOTE: 
1. MATTE SURFACE: TOP AND BOTTOM SURFACE ONLY VOl 21. 
2. LEADS ARE COPPER ALLOY EITHER TIN PLATED OR SOLDER COATED. 
3. ALL TOLERANCES ARE 12 UNLESS OTHERWISE SPECIFIED. 

327 

344± 1 

~ 
~ (4PLCS) 3-6Q 



PACKAGE DIAGRAMS 

S28-3 28 pin Small Outline Package - 330 mil 

.709±.008 -.11- .006±.OO2 

S28-4 28 pin Small Outline Package - 330 mil 

0.16 ± 0.002 

7"(4X) 

~~ ::!:....[>.098 ±O.006 

-I ~ \ 
0.050 TYP 0.008 ± 0.002 

0.015 ± 0.005 X 45° 

ll- "__ 0.010 +:::: 
L~-L 

"±'~-II_ T 
O.030±O.006 
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S28-5 

S32-1 

PACKAGE DIAGRAMS 

28 pin Small Outline Gull Wing 

r 

.050(1.27) 

TYP 
~I~ 

(O.4S±O.10) 

1 

32 pin Plastic Small Outline Package 

1 
.465± .012 

(11.S0tO.30) 

~~J 
1----- .799 ~:g6g (20.29~8:~8) ----

329 

~1 (STAND OFF) 

.402±.012 
(10.20ta.30) 

.031 ±.aas j !fO.BO ±O.20) 

._ ',C06±.002 
~;~ 

.110(2.8) 

MAX 

MAX 

.027(0.68) 

MAX 

O(OlMIN 1 
(STANDOFF) 

.402±.012 
(10.20±O.30) 

~,j + (0.80 ± 0.20) 

-~ (O.lS±O.OS) 

098(2.50) 

MAX 

• 



V28·1 

PACKAGE DIAGRAMS 

28 pin Very Small Outline Package 

@-

8 
® 

@-
0- 0 

I 

0- -@ 

330 

r:;;;;;:;;:;;;;;;;;;;;;;;!I·d"J:1 Zll.0501 MAX 
O.5510.2171,II-Jb ! OIOIMIN 

TYP (STAND OFF) 

(:~:: :~~:) IEB4 0.09 (.004) (i I 



MOSEL Sales Network II 





SALES NETWORK 

MOSEL U.S. CORPORATE HEADQUARTERS: 
914 W. Maude Avenue, Sunnyvale, cA 94086 Tel. 408·733-4556 Fax. 408-773-8415 Sales Fax. 408-733-2271 

MOSEL U.S. AREA SALES OFFICES: 
EASTERN REGION 
71 Spitbrook Road, #306 
Nashua, NH 03062 
Tel. 603-891-2007 
Fax. 603-891-3597 

CENTRAL REGION 
425 N. Martingale, Suite 700 
Schaumburg, IL 60173 
Tel. 708-706-3714 
Fax. 708-706-3719 

MOSEL MANUFACTURER REPRESENTATIVES: 
ALABAMA 
Electramark 
4950 Corporate Dr., Suite 130L 
Huntsville, 35805 
Tel. 205-830-4400 
Fax. 205-830-4406 

ARIZONA 
Compass Marketing & Sales 
801 N. Tantum Blvd., Suite 101 
Pho.enix, AZ. 85028 
Tel. 602-996-0635 
Fax. 602-996-0586 

Compass Marketing & Sales 
1760 E. River Road, Suite 253 
Tucson, AZ. 85718 
Tel. 602-577-5146 
Fax. 602-577-5147 

CALIFORNIA 
Eagle Technical Sales 
Associates 
1900 Sunset Drive, Suite A 
Escondido, CA 92025 
Tel. 619-743-6550 
Fax. 619-743-6585 

Electec 
3211 Scott Blvd. 
Santa Clara, 95054 
Tel. 408-496-0706 
Fax. 408-727-9617 

Electec 
8465 Royal Oaks Dr. 
Roseville, 95661 
Tel. 916-797-0414 
Fax. 916-791-3391 

Spinnaker Sales 
17870 Skypark Circle, Suite 107 
Irvine, CA 92714-6242 
Tel. 714-261-7233 
Fax. 714-261-0963 

CANADA 
Har-Tech Electronics 
5000 Dufferin SI., Suite 216 
Downsview, ONT., Canada M3H 
5T5 
Tel. 416-665-7773 
Fax. 416-665-7290 

Har-Tech Electronics 
6600 Trans Canada Hwy., Suite 
460 
Pointe Claire, Quebec, Canada 
H9R 4S2 
Tel. 514-694-6110 
Fax. 514-694-8501 

Har-Tech Electronics 
1 Bonner Street 
Nepean, OntariO, Canada K2H 7S9 
Tel. 613-726-9410 
Fax. 613-726-8834 

CONNECTICUT 
Comptech 
60 Connolly Pkwy. 
Hamden, 06154 
Tel. 203-934-6757 
Fax. 203-934-6952 

FLORIDA 
Electramark 
1700 N. Dixie Hwy., Suite 126 
Boca Raton, 33423 
Tel. 407-392-1763 
Fax. 407-392-7188 

Electramark 
401 Whooping Loop, Suite 1565 
Altamonte Springs, 32701 
Tel. 407-830-0844 
Fax. 407-830-0847 

Electramark 
6105E Memorial Hwy. 
Tampa, 33615 
Tel. 813-889-7775 
Fax. 813-889-7772 

GEORGIA 
Electramark 
6030-H Unity Dr. 
Norcross, 30071 
Tel. 404-446-7915 
Fax. 404-263-6389 

ILLINOIS 
Victoria Sales Inc. 
200 W. Higgins Rd. 
Schaumburg, 60195 
Tel. 708-490-0300 
Fax. 708-491-1499 

INDIANA 
Valentine & Associates 
1000 Madison Avenue N. 
P.O. Box 242 
Greenwood, 46142 
Tel. 317-888-2260 
Fax. 317-881-4904 

KANSAS 
BC Electronics 
1140 Adams 
Kansas City, 66103 
Tel. 913-342-1211 
Fax. 913-342-0207 

MASSACHUSETTS 
Comptech 
1 Bridgeview Circle 
Tyngsboro, 01879 
Tel. 508-649-3030 
Fax. 508-649-3276 

NORTHWESTERN REGION 
914. W. Maude Avenue 
Sunnyvale, CA 94086 
Tel. 408-733-4556 
Fax. 408-733-2271 

MARYLAND 
Avtek Associates 
9051 M Red Branch Rd. 
Columbia, 21045-2103 
Tel. 301-740-5100 
Fax. 301-740-5103 

MICHIGAN 
R.P. Urban 
24634 Five Mile Rd. 
Detroit, 48239 
Tel. 313-535-2355 
Fax. 313-535-7109 

R.P. Urban 
2335 Burton SI. S.E. 
Grand Rapids, 49510 
Tel. 616-245-0511 
Fax. 616-245-4083 

MINNESOTA 
Cahill, Schmitz & Cahill 
315 N. Pierce 
SI. Paul, 55104 
Tel. 612-646-7217 
Fax. 612-646-4484 

MISSOURI 
BC Electronics 
3579 Penridge Dr. 
Bridgeton, 63135 
Tel. 314-739-6683 
Fax. 314-344-3180 

NEW JERSEY 
Metro Logic 
271 Route 46 West, Suite 0202 
Fairfield, 07006 
Tel. 201-575-5585 
Fax. 201-575-8023 

Tritek Sales 
21 East Euclid Ave. 
Haddonfield, 08033 
Tel. 609-429-1551 
Fax. 609-429-4915 

NEW MEXICO 
Compass Marketing & Sales 
4100 Osuna Road NE, Suite 208 
Albuquerque, NM 87109 
Tel. 505-344-9990 
Fax. 505-345-4848 

NEW YORK 
Metro Logic 
554 Polaris SI. 
North Babylon, 11703 
Tel. 516-243-5617 
Fax. 516-242-1670 

Pi'Tronics 
Picard Bldg. Office 110 
5858 Molly Rd. 
Syracuse, 13211 
Tel. 315-455-7346 
Fax. 315-455-2630 
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SOUTHWESTERN REGION 
6 Venture, Suite 100 
Irvine, CA 92718 
Tel. 714-727-0443 
Fax. 714-727-4235 

NORTH CAROLINA 
Blue Ridge Sales 
1001 Navaho Dr., #210 
Raleigh, 27609 
Tel. 919-876-1883 
Fax. 919-876-1640 

OHIO 
Omega Sales 
240 West Elmwood Dr., Suite 2015 
Centerville, 45459 
Tel. 513-434-5507 
Fax. 513-434-5772 

Omega Sales 
4555 Emery Industrial Pkwy. 
Suite 104 
Cleveland, 44128 
Tel. 216-360-9400 
Fax. 216-360-0712 

OREGON 
Olson Technical Sales 
12150 S.w. 1st 
Beaverton, 97005 
Tel. 503-643-9488 
Fax. 503-626-1985 

TEXAS 
Southern States Marketing 
1143 Rockingham, Suite 106 
Richardson, 75080 
Tel. 214-238-7500 
Fax. 214-231-7662 

Southern States Marketing 
10700 Richmond, Suite 253 
Houston, 77042 
Tel. 713-789-2426 
Fax. 713-789-3202 

Southern States Marketing 
400 E. Anderson Lane, Suite 111 
Austin, 78752 
Tel. 512-835-5822 

Fax. 512-835-1404 

WASHINGTON 
Olson Technical Sales 
12727 NE 20th, Suite 3 
Bellevue, 98005 
Tel. 206-883-7792 
Fax. 206-883-9478 

WISCONSIN 
Victory Sales Inc. 
N81 W12920 Leon Rd. 
Meomonee Falls, 53051 
Tel. 414-255-6015 
Fax. 414-255-6017 II 



SALES NETWORK 

MOSEL ASIAN CORPORATE HEADQUARTERS: 
Taiwan MOSEL, 3F No. 52, Park Avenue 2, Science Based Industrial Park, Hsinchu City, Taiwan Tel. 35-773-187 Fax. 35-778-210 

MOSEL FAR EAST SALES OFFICES: 

Taiwan MOSEL, Taipei 
9F No. 180, Nan-King E. Road 
4 sec. Taipei, Taiwan 
Tel. 02-740-0829(30) 
Fax. 02-740-0659 

Japan MOSEL 
Kanagawa Science Park 
R&D C-4F 
100-1, Sakado, Takatsu-Ku 
Kawasaki 213 
Tel. 44-812-7430 
Fax. 44-812-7433 

MOSEL INTERNATIONAL SALES REPRESENTATIVES AND DISTRIBUTORS: 

AUSTRALIA FRANCE KOREA 
ACD Itronics Almex Patech Co. Ltd. 
100 Belmore Road NTH 48 Rue de L'Aubepine BP 102 740 Yuksam-Dong 
Riverwood, N.S.w. 2210 Antony Cedex Kangnam-Ku, Seoul 
Tel. 2-534-6200 Tel. 1-4666-2112 Tel. 822-563-4147(8) 
Fax. 2-534-4910 Fax. 1-4666-6028 Fax. 822-563-4149 

BELGIUM HONG-KONG KST 
Rodelco Galent 3rd F, Samho Bldg., 
Limburg Stirumlaan 243 RM A, 6th F, Kam Wing 997-9 Taechi-Dong 
B-1810 Wemmel Commercial Bldg. Kangnam-Ku, Seoul 
Tel. 2-460-05-60 28 Minden Ave., T.S.T. Tel. 822-568-3921 
Fax. 2-460-02-71 Kowloon Fax. 822-558-3019 

Tel. 852-3-3113603 SINGAPORE DENMARK Fax. 852-3-3112341 
C-88 AS Electec 
101 Kokkedal Industri Park Techno Mind Ltd. 12, Lorong Bakar Batu 
DK-2980 Kokkedal Suite 108, Estate Centre Bldg., Unit 04-02, Spore 1334 
Tel. 2-244-88 19 Dai Cheong Street, Tel. 65-742-4922 
Fax. 2-244-889 Tai Po Industrial Estate Fax. 65-742-6800 

Tai Po, N.T. 
ENGLAND Tel. 852-065-60663 SPAIN 
Force Technology Fax. 852-065-18993 ADM Electronica, S.A. 
Tudor House Menorca,3 
24 High Street ISRAEL 28009 Madrid 
Twyford, Berkshire RG 109AG Unitec Tel. 91-409-4725 
Tel. 7-3434-2991 1 Maskit Street Fax. 91-409-6903 
Fax. 7-3434-2780 P.O. Box 2123 

Herzlia SWEDEN 
Mogul Tel. 52-576-006 Titan 
C/O Lex Electronics Fax. 52-576-790 Bergkallavagen 25 
Stirling Way, Bretton Ind. 191 07 Sollentuna 
Estate ITALY Tel. 8-754-8915 
Peterborough, Cambridgesher Silverstar 
Tel. 7-3274-1841 Viale Fulvio Testin 280 SWITZERLAND 
Fax. 7-3274-0394 20126 Milano Electronitel S.A. 

Tel. 2-661-251 Chemin Du Grand-Clos 1 
FINLAND Fax. 2-6610-1359 Ch-1752 VillarS/Glane 
Fintronic Tel. 374-10060 
ltalahdenkatu22 JAPAN Fax. 374-10070 
00210 Helsinki Teksel Co. Ltd. 
Tel. 0-692-6022 Kanagawa Science Park, R&D TAIWAN 
Fax. 0-674-886 C-4F Amus 

100-1, Sakado, Takatsu-Ku 5F-1, No. 118, 
Kawasaki 213 Nan-Ching East Road, Taipei 
Tel. 44-812-7430 Tel. 02-709-7626 
Fax. 44-812-7433 Fax. 02-760-2385 
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Ever Plus 
Taipei World Trade Center, 
6F,#8 
Tel. 02-725-2104 
Fax. 02-725-2105 

Katek 
4F-1, No. 374, Section 2 
Ba-De Road, Taipei 
Tel. 02-731-7279 
Fax. 02-755-3394 

Mitronics 
Hyatt Tower 7F 
No. 696, Tung Hua S. Road 
Taipei 
Tel. 2-709-7626 
Fax. 2-755-3394 

WEST GERMANY 
API Electronik 
Vertriebs GmbH 
Lorenz-Braren-Str.32 
8062 Markt Indersdorf 
Tel. 81-367092 
Fax. 81-367398 

SC'XGmbH 
Lipizzaner Strasse 5 
8156 Otterfing 
Tel. 89-6422038 
Fax. 89-6422321 

USE 
Leopoldstrasse 
D-8000 
Tel. 89-339-292 
Fax. 89-339-083 



MOSEL DISTRIBUTORS 

ALABAMA 
Hall-Mark Electronics Corporation 
Huntsville, 205-837-8700 

TIME Electronics 
Huntsville, 205-721-1133 

ARIZONA 
A.V.E.D. 
Scottsdale, 602-951-9788 

Hall-Mark Electronics Corporation 
Phoenix, AZ 85040 
602-437-1200 

TIME Electronics 
Tempe, 602-967-2000 

CALIFORNIA 
AV.E.D. 
San Diego, 619-558-8890 

A.V,E,D. 
Tustin, 714-259-8258 

A,V.E.D, 
Visialia, 209-734-8861 

A.V.E.D. 
Westlake Village, 818-889-2861 

Hall-Mark Electronics Corporation 
Chatsworth,818-773-4500 

Hall-Mark Electronics Corporation 
Irvine, 714-727-6000 

Hall-Mark Electronics Corporation 
Rocklin, 916-624-9781 

Hall-Mark Electronics Corporation 
San Diego, 619-268-1201 

Hall-Mark Electronics Corporation 
San Jose, 408-432-4000 

Merit Electronics 
San Jose, 408-434-0800 

TIME Electronics 
Anaheim, 714-937-0911 

TIME Electronics 
Chatsworth,818-998-7200 

TIME Electronics 
San Diego, 619-586-1331 

TIME Electronics 
Sunnyvale, 408-734-9888 

TIME Electronics 
Torrance, 213-320-0880 

CANADA 
Future Electronics 
Montreal,514-694-7710 

Future Electronics 
Ottawa, 613-820-8313 

Future Electronics 
Quebec City, 418-682-8092 

Future Electronics 
Toronto, 416-638-4771 

Future Electronics 
Vancouver, 604-294-1166 

TIME Electronics 
Ontario, 416-672-5300 

SALES NETWORK 

COLORADO 
A.V.E.D. 
Wheal Ridge, 303-422-1701 

Hall-Mark Electronics Corporation 
Englewood,303-790-1662 

TIME Electronics 
Englewood,303-799-8851 

CONNECTICUT 
Cronin Electronics 
Wallingford, 203-265-3134 

Time Electronics 
Cheshire, 203-271-3200 

Hall-Mark Electronics Corporation 
Cheshire, 203-271-2844 

FLORIDA 
Hall-Mark Electronics Corporation 
Casselberry, 407-830-5855 

Hall-Mark Electronics Corporation 
Largo, 813-541-7440 

Hall-Mark Electronics Corporation 
Pompano Beach, 305-971-9280 

RM Electronics 
Longwood,407-862-9191 

TIME Electronics 
Ft. Lauderdale, 305-484-7778 

TIME Electronics 
Orlando, 407-841-6565 

GEORGIA 
Hall-Mark Electronics Corporation 
Norcross, 404-447-8000 

TIME Electronics 
Norcross, 404-448-4448 

ILLINOIS 
Hall-Mark Electronics Corporation 
Wood Dale, 312-860-3800 

TIME Electronics 
Schaumburg, 708-303-3000 

INDIANA 
Hall-Mark Electronics Corporation 
Indianapolis, 317-872-8875 

RM Electronics 
Indianapolis, 317-291-7110 

KANSAS 
Hall-Mark Electronics Corporation 
Lenexa, 913-888-4747 

MASSACHESEITS 
Cronin Electronics 
Needham, 617-449-5000 

Hall-Mark Electronics Corporation 
Billerica, 617-935-9777 

TIME Electronics 
Peabody, 617-532-6200 

MARYLAND 
TIME Electronics 
Columbia, 301-964-3090 

Hall-Mark Electronics Corporation 
Columbia, 301-988-9800 

MICHIGAN 
Hall-Mark Electronics Corporation 
Livonia, 313-462-1205 

RM Electronics 
Grand Rapids, 616-531-9300 

MINNESOTA 
Hall-Mark Electronics Corporation 
Eden Prarie, 612-941-2600 

TIME Electronics 
Edina, 612-835-1250 

MISSOURI 
Hall-Mark Electronics Corporation 
Earth City, 314-291-5350 

TIME Electronics 
51. Louis, 314-391-6444 

NEW HAMPSHIRE 
Cronin Electronics 
Manchester, 603-624-0105 

NEW JERSEY 
Hall-Mark Electronics Corporation 
Mt. Laurel, 609-235-1900 

Hall-Mark Electronics Corporation 
Parsippany, 201-515-3000 

Time Electronics 
Marlton, 215-337-0900 

NEW YORK 
Cronin Electronics 
East Syracuse, 315-433-0033 

Hall-Mark Electronics Corporation 
Ronkonkoma, 516-737-0600 

Hall-Mark Electronics Corporation 
Fairport, 716-425-3300 

Micro Genesis 
Holbrook, 800-727-8020 

TIME Electronics 
East Syracuse, 315-432-0355 

TIME Electronics 
Hauppauge, 516-273-0100 

NORTH CAROLINA 
Hall-Mark Electronics Corporation 
Raleigh, 919-872-0712 

TIME Electronics 
Charlotte, 704-522-7600 

OHtO 
Hall-Mark Electronics Corporation 
Solon, 216-349-4632 

Hall-Mark Electronics Corporation 
Worthington, 614-888-3313 

TIME Electronics 
Dublin, 614-761-1100 

OKLAHOMA 
Hall-Mark Electronics Corporation 
Tusla, 918-254-6110 

OREGON 
TIME Electronics 
Portland, 503-684-3780 

888 

TEXAS 
AVE.D. 
Austin, 512-454-8845 

AV.E.D. 
Dallas, 214-404-1144 

TIME Electronics 
Austin, 512-339-3051 

Hall~Mark Electronics Corporation 
Austin, 512-258-8848 

Hall-Mark Electronics Corporation 
Dallas, 214-553-4300 

Hall-Mark Electronics Corporation 
Houston, 713-781-6100 

TIME Electronics 
Carrolton, 214-241-7441 

UTAH 
A'v,E,D, 
West Valley City, 801-975-9500 

TIME Electronics 
West Valley, 801-973-8181 

WASHINGTON 
Hall-Mark Electronics Corporation 
Seattle, 206-547-0415 

Merit Electronics 
Redmond,206-869-7557 

TIME Electronics 
Redmond, 206-882-1600 

WISCONSIN 
Hall-Mark Electronics Corporation 
New Berlin, 414-797-7844 

TIME Electronics 
McFarland,608-838-8456 
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MOSEL 

914 West Maude Avenue 

Sunnyvale , CA 94086 

408-733-4556 

FAX 408-733-2271 

© MOSEL1990 
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