






























































































































































the input offset voltage of the LM2901. R L is the 
pullup resistor for the open-collector output of the 
comparator. R1 and R2 set the hysteresis level. Their 
values are determined by the following approximate 
relationships: 

VLT= (2.5-VQL) {R2l 
{R1 + R2l 

where VuT is 
the upper 
threshold 

where VLT is 
the lower 
threshold and 
VQL is the 
output satura­
tion voltage 

In both cases, any variation due to the current in R5 
is ignored. 

For central office applications, the tone receiver sys­
tem must operate over an input signal level range of 
-26dBm to +6dBm. The squaring circuit, therefore, 
must respond to signal levels of -26dBm or greater 
but is not required to respond to lower signal levels. 

To allow for signal attenuation through the band sep­
aration filter, the squaring circuit should be set to re­
spond to signal levels of -28dBm or greater. The 
-28dBm cutoff point corresponds to a peak-to-peak 
voltage of 87 .1 m V. For a 50% duty-cycle output 
waveform, VLJT should be set 43.5mV above and 
VLT should be set 43.5mV below the DC bias point. 
The passive components for the squaring circuit are 
then selected as follows: 

R L = 1 k.Q Chosen value. 
R2 = 680k.Q Chosen value. 
R 1 = 12k.Q Cal cu lated value. 
R3 = R4 = 470.Q Chosen value for DC bias. 

LOW-GROUP Fl L TER RESPONSE (3044) 
Figure 5 

EACH TIME DIVISION= 10 MS 

R5 = 100k.Q 

C1 = 1µF 

Chosen value. Tradeoff effect on 
DC bias vs. drop across R5 due 
to 2901 input bias current. 
Chosen value. Must be low impe­
dance over frequency range of 
683Hz to 1666Hz. 

To achieve proper operation at low signal levels, R 1 
must be 1 Ok.Q. The discrepancy between the calcu­
lated value and the actual required value results from 
component tolerances. 

Since many commercially-available filters exhibit a 
ringing characteristic at their output, as shown in Fig­
ure 5 and Figure 6, additional circuitry is required to 
detect the beginning of ringing and squelch the out­
put of the squaring circuit. The required circuitry, an 
envelope detector, is shown in Figure 7. The detector 
consists of two precision rectifiers, two sample-and­
hold circuits, and a comparator. C3 is used to couple 
the low-group filter output to the envelope detector. 
Z1a, Di, Ci, R2, and R3 then rectify the incoming 
signal and store a peak value. The R2/R3/C1 time 
constant is set for 20ms so that the voltage at the in­
verting input of Z2 will represent 1h the peak value of 
the incoming signal. Z1b, D2, R1 and C2 also rectify 
the incoming signal and store a peak value, but the 
time constant is set for 1.4ms so that the voltage at 
the non-inverting input of Z2 will represent the 
instantaneous peak value of the incoming waveform. 
As long as the instantaneous value is greater than 1h of 
the peak value, the comparator output will be high. 
However, as soon as the instantaneous value decreases 
to less than 1h the peak value {this will occur as ring­
ing begins), the comparator output will go low and 
inhibit the output of the squaring circuit. It is neces-
sary to provide only one envelope detector since the I 
MK5102N-5 will treat the absence of a valid low-
group/high-group tone combination as interdigit time. • 

DTMF INPUT TO FILTER {5V/DIV.) 

LOW-GROUP 
FILTER OUTPUT {IV/DIV.) 

SQUARING CIRCUIT 
OUTPUT {5V/DIV.) 

STROBE FROM MK5102N-5 
(5V/DIV.) 
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HIGH-GROUP FILTER RESPONSE (3045) 
Figure 6 

ENVELOPE DECAY DETECTOR 
Figure 7 

C3 
FROM .01µF 
LOW-GROUP >--ji---e-------1 
FIL TER 

ENVELOPE DETECTOR OPERATION 
Figure 8 

EACH TIME DIVISION = 10 ms 

DTMF INPUT TO FILTER (5V/DIV.) 

LOW-GROUP 
FILTER OUTPUT (IV/DIV.) 

SQUARING CIRCUIT 
OUTPUT (5V/DIV.) 

STROBE FROM MK5102N-5 
(5V/DIV.) 

z, = 1458 

R2 Z2 = 2901 
15K 

c, R3 V+ 
15K 

I1µF 

-= 
>----TO SQUARING 

CIRCUIT 

LOW-GROUP 
Fl L TER OUTPUT (IV /DIV.) 

INSTANTANEOUS PEAK 
DETECTOR (IV /DIV.) 

AVERAGE PEAK 
DETECTOR (IV/DIV.) 

LOW-GROUP INPUT 
TO 5102N-5 (5V/DIV.) 
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SQUARING CIRCUIT-TO-DECODER COUPLING 

The output of the squaring circuit may be tied di­
rectly to the MK5102N-5 if it meets the following re­
quirements: 

Logic 1~ 4 volts 
Logic 0 ..;; 1 volt 

A squaring circuit with an output that does not meet 
these requirements must be capacitively coupled to 
the MK5102N-5 with a 0.05µF capacitor. The value 
of the coupling capacitor is critical because of the 
impedance of the bias circuit at the high-group or 
jow-group input. As shown in Figure 9, the sudden 
appearance of a tone burst causes the DC bias point 
to shift upward. Until the DC bias returns to its nor­
mal level, the input comparator will not switch and 
the input signal will be ignored, causing an increase in 
the dual-tone detection time. Using a 0.05µF capac­
.itor will minimize the effect of this DC level shift. 

SHIFT IN DC BIAS LEVEL CAUSED BY 
APPLICATION OF TONE BURST 
Figure9 

Table 3 describes the two output codes available. 

TABLE 3 

OUTPUT FORMAT 4-Bit Binary Oual 2-Bit 
Row/Column 

Row Column 
Kay Row Col. 01 02 03 04 01 02 03 04 

1 1 1 0 0 0 1 0 1 0 1 
2 1 2 0 0 1 0 0 1 1 0 
3 1 3 0 0 1 1 0 1 1 1 
4 2 1 0 1 0 0 1 0 0 1 
5 2 2 0 1 0 1 1 0 1 0 
6 2 3 0 1 1 0 1 0 1 1 
7 3 1 0 1 1 1 1 1 0 1 
8 3 2 1 0 0 0 1 1 1 0 
9 3 3 1 0 0 1 1 1 1 1 
0 4 2 1 0 1 0 0 0 1 0 . 4 1 1 0 1 1 0 0 0 1 
# 4 3 1 1 0 0 0 0 1 1 
A 1 4 1 1 0 1 0 1 0 0 
8 2 4 1 1 1 0 1 0 0 0 
c 3 4 1 1 1 1 1 1 0 0 
0 4 4 0 0 0 0 0 0 0 0 

The peak-to-peak value of the coupled signal must be 
greater than .9 volts but less than V+ volts. 

OUTPUT SIGNALS 

01, D2, 03, and 04 are the data output lines. The 
output format present on these pins is determined by 
the format control (pin 5) as shown in Table 2. 

FORMAT CONTROL FUNCTIONS 
TASLE 2 

Format 
Control Input 

V-

Data 
Output Format 

High Impedance 

V+ 4-Bit Binary 

Floating Dual 2-Bit Row/Column 

HIGH-GROUP INPUT (IV/DIV.) 
COUPLING CAP. = 1µF 

SQUARING CIRCUIT 
OUTPUT (IV/DIV.) 

When all detection criteria are present, the MK-
5102N-5 will latch the proper data into its outputs 
and strobe will go high. After an interdigit time has 
been detected, strobe will go low, but the data will re­
main on 01 through 04. 

The dual 2-bit row/column code is useful when inter­
facing a key-to-pulse converter, as shown in Figure 
10. On this circuit, the MK5102N-5, CD4556 and MK 
5099 combine to form a tone,to-pulse converter, 
which allows the use of OTMF telephones in rotary 
exchanges. The DTMF tones are detected by the MK 
5102N-5, which then generates the corresponding 
row/column code. Each CD4556 then uses this 2-bit 
code to select 1 of 4 active-low outputs. The MK5099 
then interprets these signals as a valid key closure and 
generates a corresponding series of pulses. 
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For simple remote-control applications, the circuit of 
Figure l1 is useful. After a valid tone is detected, 
strobe will go high and one of the 16 outputs on the 
binary-to-1-of-16 encoder will go true. Thus, a DTMF 

TONE-TO-PULSE CONVERTER 
Figure 11' 

transmitter and 16-key keyboard can be used to con­
trol 1 of 16 functions in a DTMF receiver. Each con­
trol pulse will have its width controlled by Strobe. 

TRANSMISSION 
MEDIUM 

., POISE 1s 

V+ 

'--

16-CHANNEL REMOTE CONTROL 
Figure 11 

* CD4514 OUTPUTS ARE ACTIVE HIGH 
CD4515 OUTPUTS ARE ACTIVE LOW 

3.579~5MHi 

TRANSMISSION 
MEDIUM ,--, 
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RECEIVER TESTING 

Equipment connections for testing a DTMF receiver 
are shown in Figure 12. The setup consists of a cas­
sette player (ideally with a speed adjustment), a digi­
tal frequency counter, and a voltmeter. A Mitel 
CM7290 Tone Receiver Test Cassette was used in all 
the receiver tests described below. This cassette 
checks receiver detection bandwidth, maximum 
acceptable amplitude ratio (twist), receiver guard 
time, dynamic range and acceptable signal-to-noise 
ratio. It also evaluates the receiver talk-off rate with a 
condensed speech recording equivalent to many hours 
of receiver exposure. The CM7290 is available from 
Mitel at the locations listed. 

Mitel International Mitel Corp. 
Shannon Industrial Estate P.O. Box 13089 Kanata 
Shannon, Ireland Ottawa, Ontario, Canada 
Telephone; 061-61433 K2K 1 X3 
Telex: 32208 Telephone: 613-592-2122 

Telex: 053-4596 
Cable Mitelcan 

Mitel Inc. Twx: 610-562-8529 

St. Lawrence Industrial Park 
Ogdensburg, New York 13669 
Telephone: 315-393-1212 
Twx: 510-259-4071 

EQUIPMENT CONNECTIONS FOR RECEIVER 
EVALUATION 
Figure 12 

OUTPUT SPEED 
LEVEL ADJUST 
ADJUST 

800 
n 

HIGH-GROUP 
FILTER 

LOW-GROUP 
FILTER 

FREQ. 
COUNTER 

TRUE 
RMS 

METER 

SQUARING 
CIRCUIT 

SQUARING 
CIRCUIT 

SET SPEED SO FREQUENCY 
OF CALIBRATION TONE• 1KH1 

ADJUST LEVEL OF CALIBRATION 
TONE TO 2 VOL TS RMS 

12 IOH.QROUP 
INPUT 

MK6102N·6 

STROBE 4 

11 LOW-GROUP 
INPUT 

EVENT 
COUNTER 

There are. several considerations in setting up a re­
ceiver test. First, the recorder should have a speed ad­
justment and an output level adjustment. Each side of 
the CM7290 contains a lkHz calibration tone. To set 
up properly for the test, the speed of the recorder 
should be adjusted so that the tone frequency is 1 kHz 
and the cassette player output level should be ad­
justed to 2 volts RMS. The cassette player must be 
able to provide the 2-volt output level without clip­
ping. If a speed adjustment is not available, printed 
instructions included with the CM7290 provide a for­
mula for correcting some of the test results. Second, 
the strobe output of the MK5102N-5 should be tied 
to the input of the event counter and the counter's 
sensitivity input adjusted so as to prevent false trig­
gering. This can easily be done by repeating test 2a on 
the CM7290 until consistent results are obtained. 
Third, any sources of environmental noise (electric 
motors, speed controls, etc) should be eliminated so 
that they will not introduce count errors on the event 
counter. 

FILTER EVALUATION 

Two commercially-available filters, the CH 1295 and 
CH1296 from Cermetek and the 3044 and 3045 from 
ITT North Electric Microsystems, were evaluated. 
The addresses of these two filter vendors are listed 
below: 

Cermetek, Inc. 
660 National Avenue 
Mt. View, CA 94043 
Telephone: 415-969-9433 
Twx: 910-379-6931 

ITT North Microsystems Division 
700 Hillsboro Plaza 
Deerfield Beach, FL 33441 
Telephone: 305-421-8450 
Twx: 510-953-7523 

Figure 13 and Table 5 show the test circuit and test 
results for the Cermetek filters. The test circuit and 
test results for the North Electric filters are shown in 
Figure 13 and Table 4. The tests were performed 
using the equipment setup shown in Figure 12. Fig· 
ures 14 through 17 show the spectral response of thE 
filters. 
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TEST CIRCUIT FOR CERMETEK AND NORTH ELECTRIC FILTERS 
Figure 13 

FROM 2~ INPUT OUTPUT 
16 

RECORDER 
+12 13 V+ 
-12 

18 V·-
GND 

= H12960R3045 
HIGH-GROUP 

FILTER 

20 INPUT OUTPUT 16 

+12 5 
13 V+ 

600 -12 V-
n 18 GND 

= = H12950R 304 
LOW-GROUP 
FILTER 

1µF 

+5 

f•ro 10K 

14~0 
1µF 

+5 

470 
10K 

~o 
15K 

+5 

1K MK5102N-5 

-=- 2 STROBE 
3.58 osc. 
MHz CJ IN 

+5 3 osc. 
OUT 

1K LOW· 
11 GROUP 

>------'-"l1NPUT 

TO EVENT 
COUNTER 

I 1µF =15K 

100K 
I,,,~···· 

TABLE 4 TABLE 5 
MITEL TAPE TEST RESULTS FOR NORTH ELECTRIC FILTERS MITEL TAPE TEST RESULTS FOR CERMETEK FILTERS 

TEST# RESULTS TEST# RESULTS 

2a,b BW= 4.7 %offo 2a,b SW= 5.6 % of fo 

2c,d BW= 5.2 % of fo 2c,d BW= 5.7 % of fo 

2e, f BW= 5.1 % of fo 2e, f BW= 5.0 %of fo 

2g,h BW= 5.1 % of fo 2g, h SW= 5.3 % of fo 

2i,j BW= 5.1 % of fo 2i,j BW= 5.2 % of fo 

2k, I BW= 4.9 % of fo 2k, I SW= 5.0 % of fo 

2m,n BW= 5.5 %of fo 2m, n SW= 5.5 % of fo 

2o,p BW= 5.0 % of fo 2o,p BW= 5.0 % of fo 

3 159decodes 3 15Sdecodes 

4 Acceptable Amplitude Ratio= 13.1dB 4 Acceptable Amplitude Ratio = 12.6dB 

5 Dynamic Range = 31.33 dB 5 Dynamic Range = 31.67 dB 

6 Guard Time = 34.23 m. 6 Guard Time = 33.4 ms 

7 99.e % Successful Decode at N/S Ratio 7 9S.33% Successful Decode at N/S Ratio 

of -12dbV of -12dbV 

s 3 Hits on Talk-Off Test s 3 Hits on T.alk-Off Test 
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SPECTRAL RESPONSE OF CH1295 LOW-GROUP 
FILTER 
Figure 14 

FILTER 0 
GAIN 
(dB) 

FILTER 
GAIN 
(dB) 

-20 

FREQUENCY 
(HZl 

SPECTRAL RESPONSE OF CH1296 HIGH-GROUP 
FILTER 
Figure 15 

FREQUENCY 
(HZ) 

OTHER SYSTEM CONSIDERATIONS 

System noise will affect the operation of the 
MK5102N-5 by causing the detection bandwidth to 
shrink. The instantaneous value of the low-group or 
high-group waveform is represented by the following 
approximate relationship, a = aT sin wTt + aN sin 
wNt, where a is the instantaneous amplitude of the 
OV!lrall waveform, aT is the amplitude of the high­
group or low-group component, and al\1 is the ampli­
tude of the noise. If the highly-simplified noise term 
(aN sin wNt) were removed, then the remaining term 
would represent a pure sine wave and the zero cross­
ings of the waveform would be repeatable from cycle 
to cycle. All detection criteria would be present and 
the DTMF tone would be detected within a± 2.0% to 

SPECTRAL RESPONSE OF 3044 LOW-GROUP 
FILTER 
Figure 16 

FILTER 0 
GAIN 
(dB) ·10 

-20 

-40 

·50 

·60 

·10 

.so 
250 350 450 550 650 750 850 950 1050 11!i0 1250 

FREQUENCY 
(HZ) 

SPECTRAL RESPONSE OF 3045 HIGH-GROUP 
FILTER 
Figure 17 

FILTER 0 
GAIN 
(dB) 

± 2.9% bandwidth. However, adding the noise term 
introduces instantaneous amplitude variations which 
will effectively alter the duty cycle of the sine wave 
by causing the zero crossing points to jitter. If 0.5% 
jitter is caused by system noise, detection bandwidth 
will be decreased by .5%. Therefore, as the system 
noise level increases, the detection bandwidth will de­
crease. 

As noted in the Filter Requirements paragraph, the 
33dB band separation requirement allows for a S/N 
ratio of 18dB, with 6dB of twist, which means that 
the algorithm in the MK5102N-5 has been set up to 
provide a ± 2% minimum detection bandwidth in the 
presence of noise which is 18dB below the signal 
level and in the presence of high-group and low-group 
signals with an amplitude difference of 6dB. 
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SUMMARY 

The MK5102N-5 provides a high-performance solu­
tion for DTMF detection at a lower cost than com­
peting approaches. Band separation requirements for 
the MK5102N-5 are not as stringent as for competing 
designs, and, as was seen in the test results of Table 4 
and Table 5, the MK5102N-5 provides excellent talk­
off rejection. When used in conjunction with either 
the Cermetek or the North Electric filters, the 
MK5102N-5 will give the user a high-quality DTMF 
receiver which may be used in myriad applications. 
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FEATURES 

o Detects all 16 standard DTMF digits 

o Requires minimum external parts count for 
minimum system cost 

o Uses inexpensive 3.579545 MHz crystal for 
reference 

D Digital counter detection with period averaging 
insures minimum false response 

o 16-pin package for high system density 

o Single supply: 5 volts ±10% 

o Output in either 4-bit binary code or dual 2-bit 
row/column code 

o Will operate at 14dB S/N ratio under worst-case 
signal conditions 

o Latched outputs 

DESCRIPTION 

The MK5103 is a monolithic integrated circuit 
fabricated using the complementary-symmetry MOS 
(CMOS) process. Using an inexpensive 3.579545 MHz 
televisioncolor-burstcrystal for reference, the MK5103 
detects and decodes the 8 standard DTMF frequencies 
used in telephone dialing. The requirement of only a 
single supply and its construction in a 16-pin package 
make the MK5103 ideal for applications requiring 
minimum size and external parts count. 

The MK5103 detects the high- and low-group DTMF 
tones after band splitting using a digital counting 
method. The zero crossings of the incoming tones are 
counted over several periods and the results averaged 

BLOCK DIAGRAM 
Figure 2 

"'' ,. 
""' ""' 

. ,J:-t-f 
INPUT 

MQSTEI<® 
INTEGRATED TONE DECODER 

MK5103(N)-5 

PIN CONNECTIONS 
Figure 1 

V+ 

OSC IN 

OSCOUT 

STROBE 

FORMAT 
CONTROL 

V-

D 

c 

N/C 

N/C 

N/C 

N/C 
HIGH-GROUP 
INPUT 
LOW-GROUP 
INPUT 
A 

B 

over a longer period. When a m1mmum of 30 
milliseconds of a valid DTMF digit is detected, the 
proper data is latched into the outputs and the output 
strobe goes high. When a valid digit is no longer 
detected, the strobe will return low and the data will 
remain latched into the outputs. Minimum interdigit 
time is 35 milliseconds. 

The MK5103 is designed to interface with the MK5099 
Integrated Pulse Dialer with only one additional DIP 
package. These two parts working together form a 
DTMF-to-Pulse converter that meets the recognized 
telephone standards. 

A biock diagram of the MK5103 is shown in Figure 2. 
Functions of the individual pins are described beginning 
on page 2 . 

CONTROL 
INPUT 

VALID 

'ON' STROBE 

I .. ,, OUTPUT 
CODE 
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ABSOLUTE MAXIMUM RATINGS* 
DC Supply Voltage V+ (Referenced to V-) ........................................................ +6.0 Volts 
Operating Temperature ...................................................................... 0°C to 70°C 
Storage Temperature ..................................................................... -55°C to 100°C 
Maximum Circuit Power Dissipation .............................................................. 300mW 
Voltage on any pin, with respect to V- ............................................................ -0.3 Volt 
Voltage on any pin, with respect to V+ ........................................................... +0.3 Volt 

* Stresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating only and functional 
operation of the device at these or any other condition above those indicated in the operational sections of this specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect device reliability. 

ELECTRICAL CHARACTERISTICS 
0°C :5 TA :5 70°C V- = 0 Volts 

PARAMETER CONDITIONS 

Supply Voltage (V+) (V- = 0) 

Lo Group & Hi Group 4 7% - 53% Duty 
Inputs Cycle Rectangular 

Wave 

STROBE, A, B, C, D "O" Level 
OUTPUTS 

"1" Level 

FORMAT CONTROL "O" Level 
INPUT 

MIN TYP MAX UNITS NOTES 

4.5 5.5 Volts 

0.9 V+ Volts 1,2 
Peak-to-Peak 

0.0 0.4 Volt@ 1.6 mA 

(V+)-1 V+ Volts @ 0.1 mA 

0.0 0.5 Volt@ 700µA 

"1 '"Level (V+)-0.5 V+ Volt@ 700µA 

Frequency Detect Band Width 

Tone Coincidence Duration 

lnterdigit Interval 

Signal-to-Noise Ratio 

Supply Current @ 5.5V Inputs and Outputs 
Unloaded 

NOTES: 
1. Due to internal biasing, this input must be capacitively coupled with a 

low·leakage 0.05 µF capacitor. 

2. No coupling capacitor is needed if the OTMF rectangular wave meets the 
following criteria: 

.. , .. 
A. Logic "O" level = 1 Volt (max) 
B. Logic "1" level = 4 Volts (min) LclL 

FUNCTIONAL DESCRIPTION 

OSCILLATOR 

The MK5103 contains an on-board inverter with 
sufficient gain to provide oscillation when working with 
a low-cost television "color-burst" crystal. The inverter 
input is OSC IN (pin 2) and output is OSC OUT (pin 3). 
The circuit is designed to work with a crystal cut to 

± 2.0 

30 

35 

14 

3. 

4 . 

± 2.5 ± 2.9 % of f0 

ms 4 

ms 4 

dB 3,5 

2 5 mA 

Signal-To-Noise Ratio is defined as: 
SN= 201og~ 

where SA = RMS Amplitude of single tone being detected. 
NA = RMS white noise in the band from 300Hz to 3.4KHz. 

Tone coincidence duration and interdigit interval measured at High- and 
Low-group inputs. Filter and/or limiter or comparator characteristics 
will affect the overall detect time. 

5. Signal-To-Noise Ratio with 33db filter Separation. 

3.579545 MHz to give detection of the standard DTMF 
frequencies. 

FORMAT CONTROL (PIN 5) 

The Control pin is used to control the output format of 
Pins 7 through 10. This three-state input selects a 4-bit 
Binary Code, a Dual 2-Bit Row/Column code, or high­
impedance output for use with bus-structured circuitry. 
This three-state input is controlled as follows: 
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FORMAT CONTROL FUNCTIONS 
Table 1 · 

FORMAT OUTPUT 
CONTROL INPUT DATA FORMAT 

V- High Impedance 
V+ 4-Bit Binary 
Floating Dual 2-Bit Row/Column 

rhe following table describes the two output codes. 

Table 2 
Dual 2-Bit 

4-Bit Binary Row Column 
Digit D c B A D c B A 

1 0 0 0 1 0 1 0 1 
2 0 0 1 0 0 1 1 0 
3 0 0 1 1 0 1 1 1 
4 0 1 0 0 1 0 0 1 
5 0 1 0 1 1 0 1 0 
6 0 1 1 0 1 0 1 1 
7 0 1 1 1 1 1 0 1 
8 1 0 0 0 1 1 1 0 
9 1 0 0 1 1 1 1 1 
0 1 0 1 0 0 0 1 0 
* 1 0 1 1 0 0 0 1 
# 1 1 0 0 0 0 1 1 
A 1 1 0 1 0 1 0 0 
B 1 1 1 0 1 0 0 0 
c 1 1 1 1 1 1 0 0 
D 0 0 0 0 0 0 0 0 

'igure 3 shows the relationship between the data 
1utput code shown in Table 2 and the standard DTMF 
.eyboard. 

>TMF DIALING MATRIX 
igure 3 

Col 1 Col2 Col 3 Col4 

Row 1 OJ ITl fl) 0 
Row 2 8J 0 [i] [i] 

Row 3 12] ~ ~ [I] 

Row4 [B ~ [!] [£] 

ote: Column 4 is for special applications and is not normally used in 
telephone dialing. 

Table 3 shows the detection frequency associated with 
each row or column: 

DETECTION FREQUENCY 
Table 3 

Low Group fo 

Row 1 = 697 Hz 
Row 2 = 770 Hz 
Row 3 = 852 Hz 
Row 4 = 941 Hz 

OUTPUTS A THRU D 
(PINS 7 THRU 10) 

High Group fo 

Column 1 = 1209 Hz 
Column 2 = 1336 Hz 
Column 3 = 1477 Hz 
Column 4 = 1633 Hz 

Outputs A thru D are CMOS push-pull when enabled 
and open-circuited (high impedance) when disabled by 
the format control pin. 

A thru Dare the data out lines. The output data can be in 
in two formats as described in the section about the 
format control pin (pin 5). 

The Dual 2-Bit Row/Column code decodes with Aand B 
indicating the column selected, and C and D indicating 
the row selected. 

The two output codes allow the user to obtain either 1-
of-16 or 2-of-8 output data by using only a single 
additional package. 

N/C (PINS 13 THRU 16) 

Pins 13 thru 16 are not internally connected and may be 
used as tie points. 

STROBE (PIN 4) 

The STROBE output goes to a "1"when30 milliseconds 
of a valid DTMF signal is detected and remains at a "1" 
until an interdigit interval has been detected. The data at 
A-Dare already valid when STROBE goes to a "1" and 
will remain unchanged until the next DTMF digit is 
detected. 
LOW-GROUP INPUT (PIN 11) AND HIGH-GROUP 
INPUT (PIN 12) 

The circuitry driving these inputs, as shown in Figure 4, 
should be squaring circuits which use resistive dividers 
to set the output duty cycle to 50%. The squaring circuit 
shown was designed to provide hysteresis and allow the 
circuit to respond to signal levels of-28dBm or greater, 
where -28dBm corresponds to a peak-to-peak voltage 
of 87.1 mV. Any squaring circuit providing a 47% - 53% 
duty cycle over the receiver and dynamic range is 
sufficient. 

The high-group and low-group signals are provided by 
the high-group filter and the low-group filter, as shown 
in Figure 4. These filters have the response 
characteristics shown in Figure 5 and are used to 
separate the DTMF signal into its high-group and low­
group components. 
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SUGGESTED INPUT LIMITER CIRCUIT 
Figure 4 

,, 

470 R4 

APPLICATIONS 

MK 5103 

Two possible applications of the MK5103 are shown in 
Figure 6 and Figure 7. The dual 2-bit row/column code 
is useful when interfacing a key-to-pulse converter, as 
shown in Figure 6. On this circuit, the MK5103N-5, 
CD4556 and MK5099 combine to form a tone-to-pulse 
converter, which allows the use of DTMF telephones in 
rotary exchanges. The DTMF tones are detected by the 
MK5103N-5, which then generates the corresponding 
row/column code. Each CD4556 then uses this 2-bit 
code to select 1 of 4 active-low outputs. The MK5099 
then interprets these signals as a valid key closure and 

. generates a corresponding series of pulses. 

TONE-TO-PULSE CONVERTER 
Figure 6 

INPUT BAN SEPARATION FILTER 
Figure 5 

683Hz 960Hz 1185 Hz 1666 Hz 
OdB 

5dB 

·10dB 

·20dB 

·25dB 

-30dB 

-33d8 

500 1000 2000 3000 

"' "' "' FREQUENCY 

NOTES: RELATIVE INPUT LEVEL VS FREQUENCY 

1. Dial tone notch filter adequate to maintain S/N ratio of ~ 14dB in above 
bands. 

2. Filter response described above will normally result in operation to 6d8 of 
twist with 14dB S/N. 

3. Filter separation is defined as either the rejection ratio of high group 
frequencies to low group frequencies. or the rejection ratio of low-group 
frequencies to high-group frequencies, whichever ratio is smaller. 

4. Filter separation may be reduced to 28dB, resulting in operation to 6dB of 
twist with an 1 SdB S/N ratio. 

For simple remote-control applications, the circuit of 
Figure 7 is useful. After a valid tone is detected, strobe 
will go high and one of the 16 outputs on the binary-to-
1 -of-16 encoder will go true. Thus, a DTMF transmitter 
and 16-key keyboard can be used to control 1 of 16 
functions in a DTMF receiver. 
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16-CHANNEL REMOTE CONTROL 
Figure 7 

*co4514 OUTPUTS ARE ACTIVE HIGH 
CD4515 OUTPUTS ARE ACTIVE LOW 

3.679646MHz 

TRANSMISSION 
MEDIUM 

TONE OUT 
16 

OUTPUT SELECT 

Vl-21 

r- -., 

I 

10K 

PULSE 

CHANNEL D 
CHANNEL 1 
CHANNEL 2 
CHANNEL 3 
CHANNEL 4 
CHANNEL 5 
CHANNEL 6 
CHANNEL 7 
CHANNEL 8 
CHANNEL9 
CHANNELO 
CHANNEL* 
CHANNEL.~ 

CHANNEL A 
CHANNEL B 
CHANNELC 

I 



Vl-22 



1980 TELECOMMUNICATION PRODUCTS DATA BOOK 

Vll-1 



Vll-2 



FEATURES 

D ± 5-Volt Power Supplies 

D Low Power Dissipation - 30mW (Typ) 

D Follows the µ-255 Companding Law 

o Exceeds D3 Channel Bank Transmission 
Specifications 

D Synchronous or Asynchronous Operation 

o On-Chip Sample and Hold 

D On-Chip Offset Null Circuit Eliminates Long-Term 
Drift Errors and Need for Trimming 

o Single 16-Pin Package 

o Minimal External Circuitry Required 

o Serial Data Output of 64kb/s-2.1 Mb/s at 8kHz 
Sampling Rate 

D Separate Analog and Digital Grounding Pins Reduce 
System Noise Problems 

DESCRIPTION 

The MK5116 is a monolithic CMOS companding 
CODEC which contains two sections: (1) An analog-to­
digital converter which has a transfer characteristic 
conforming to the µ-255 companding law and (2) a 
digital-to-analog converter which also conforms to the 
µ-255 law. 

These two sections form a coder-decoder which is 
designed to meet the needs of the telecommunications 
industry for per-channel voice-frequency codecs used 
in D3 Channel Bank and PBX systems. Did1tal input and 
output are in serial format. Actual transmission and 
reception of 8-bit data words containing the analog 
information is done at a 64kb/s-2.1 Mb/s rate with 

MOSTEI<. 
µ-255 LAW COMPANDING CODEC 

MK5116 
analog signal sampling occuring at an 8kHz rate. A sync 
pulse input is provided for synchronizing transmission 
and reception of multi-channel information being 
multiplexed over a single transmission line. 

The pin configuration of the MK5116 is shown in 
Figure 1. 

PIN CONNECTIONS 
Figure 1 

ANALOG INPUT __., 1 

V•-2 

V--3 

N/C --4 

MASTER CLOCK -5 
XMIT SYNC -6 

XMIT CLOCK - 7 

DIGITAL OUTPUT- 8 

MK6116 

16 -'VREF 

15:--VREF 

14 -ANALOG GROUND 

13 -ANALOG OUTPUT 

12-DIGITAL INPUT 

11-DIGITAL GROUND 

10-RCV CLOCK 

9 -RCVSYNC 

A block diagram of a PCM system using the MK5116 is 
shown in Figure 2. · 

PCM SYSTEM BLOCK DIAGRAM 
Figure 2 

TRANSMl1TEll 
IA/DI 

RECEIVER 
JD/A) 

DIGITAL 
TRUNK 
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FUNCTIONAL DESCRIPTION: (Refer to Figure 3 for 
a Block Diagram) 

MK5116 BLOCK DIAGRAM 
Figure 3 

TRANSMIT 
XMIT SECTION 
SYNC 

XMIT 
CLOCK BUFFER 

MASTER 
CLOCK 

DIGITAL 
INPUT 

ACV. 
SYNC 

RCV. 
CLOCK 

BUFFER 

RECEIVE 
SECTION 

POSITIVE AND NEGATIVE REFERENCE 
VOLTAGES (+VREF and -VREF) Pins 16 and 15 

ANALOG 
OUTPUT 

These inputs provide the conversion references for the 
digital-to-analog converters in the MK5116 +VREF 
and -VREF must maintain 100ppM/°C regulation over 
the operating temperature range. Variation of the 
reference directly affects system gain. 

ANALOG INPUT, Pin 1 

Voice-frequency analog signals which are bandwidth­
limited to 4kHz are input at this pin. Typically, they are 
then sampled at an SkHz rate (Refer to Figure 4.). The 
analog input must remain between +VREF and-VREF for 
accurate conversion. 

MASTER .CLOCK, Pin 5 

This signal provides the basic timing and control signals 
required for all internal conversions. It does not have to 
be synchronized with RCV. SYNC, RCV. CLOCK, XMIT 
SYNC or XMIT CLOCK and is not internally related to 
them. 

XMIT SYNC, Pin 6 (Refer to Figure 10 for the Timing 
Diagram) 

This input is synchronized with XMIT CLOCK. When 
XMIT SYNC goes high, the digital output is activated and 
the A/D conversion begins on the next positive edge of 
MASTER CLOCK. The conversion by MASTER CLOCK 
can be asynchronous with XMIT CLOCK. The serial 
output data is clocked out by the positive edges of XMIT 
CLOCK. The negative edge of XMIT SYNC causes the 
digital output to become three-state. XMIT SYNC may 
remain high longer than 8 XMIT CLOCK cycles, but must 
go low for at least 1 master clock prior to the 
transmission of the next digital word( Refer to Figure 12). 

XMIT CLOCK, Pin 7 (Refer to Figure 10 for the Timing 
Diagram) 

The on-chip 8-bit output shift register of the MK5116 
is unloaded at the clock rate present on this pin. Clock 
rates of 64kHz- 2.1 MHz can be used for XMIT CLOCK. 
The positive edge of the INTERNAL CLOCK transfers the 
data from the master to the slave of a master-slave flip­
flop (Refer to Figure 5). If the positive edge of XMIT SYNC 
occurs after the positive edge of XMIT CLOCK, XMIT 
SYNC will determine when the first positive edge of 
INTERNAL CLOCK will occur. In this event, the hold time 
for the first clock pulse is measured from the positive 
edge of XMIT SYNC. 

RCV. SYNC, Pin 9 (Refer to Figure 11 for the Timing 
diagram) 

This input is synchronized with RCV. CLOCK and serial 
data is clocked in by RCV. CLOCK. Duration of the RCV. 
SYNC pulse is approximately 8 RCV. CLOCK periods. 
The conversion from digital-to-analog starts after the 
negative edge of the RCV. SYNC pulse (Refer to Figure 
4). The negative edge of RCV. SYNC should occur before 
the 9th positive clock edge to insure that only eight bits 
are clocked in. RCV. SYNC must stay low for 17 
MASTER CLOCKS (min.) before the next digital word is 
to be received (Refer to Figure 13). 

RCV CLOCK, Pin 10 (Refer to Figure 11 for Timing 
Diagram) 

The on-chip 8-bit shift register for the MK5116 is 
loaded at the clock rate present on this pin. Clock rates 
of 64kHz-2.1 MHz can be used for RCV. CLOCK. Valid 
data should be applied to the digital input before the 
positive edge of the internal clock (Refer to Figure 5). 
This set up time, tRos. allows the data to be transferred 
into the MASTER of a master-slave flip-flop. The 
positive edge of the INTERNAL CLOCK transfers the 
data to the SLAVE of the master-slave flip-flop. A hold 
time, tRoH. is required to complete this transfer. If the 
rising edge of RCV. SYNC occurs after the first rising 
edge of RCV. CLOCK, RCV. SYNC will determine when 
the first positive edge of INTERNAL CLOCK will occur. In 
this event, the set up and hold times for the first clock 
pulse should be measured from the positive edge of 
RCV. SYNC. 
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AID. D/ A CONVERSION TIMING 
Figure 4 

I~ 125µ18C-----------------l 

__ ...,+. XMIT SYNC '----------------------'r­k-=15-20µsec~ 
SAMPLE AND HOLD\! 

SAMPLE TIME 

= 32 MASTER CLOCKS ,I"" .... --------· 

ENABLE SAR 
SAR REQUIRES 

=1 28 MASTER CLOCKS 

_______ / 
RCV. SYNC 

DATA INPUT/OUTPUT TIMING 
Figure 5 

XMIT 
Internal 
Clock 

Required For Data To Transfer 
From Master to Slave 

________ _,X Valid Data 

RCV 
Internal 
Clock 

-t 

I 

Required To Transfer Data 
I- 2oons From Master to Slave 

i.- 50ns Required to Load Master 

___ -.J)(~-V-a-lid-ln-co_m_i-ng-D-at_a _____ _ 

DIGITAL OUTPUT, Pin 8 

The MK5116 output register stores the 8-bit encoded 
sample of the analog input. This 8-bitword is shifted out 
under control of XMIT SYNC and XMIT CLOCK. When 
XMIT SYNC is low, the DIGITAL OUTPUT is an open 
circuit. When XMIT SYNC is high, the state of the 
DIGITAL OUTPUT is determined by the value of the 
output bit in the serial shift register. The output is 
composed of a Sign Bit, 3 Chord Bits, and 4 Step Bits. 
The Sign Bit indicates the polarity of the analog input 
while the Chord and Step Bits indicate the magnitude. In 
the first Chord, the Step Bit has a value of 0.6mV. In the 
second Chord, the St~p Bit has a value of 1 .2mV. This 

MK5116 

DIGITAL 
OUT 

$1M S1M SIM 

XMIT SYNC 

XMIT 
·XMIT CLOCK 

DIGITAL 
IN 

MS 'AS M'S M S M. S 

RCV SYNC 

RCV CLOCK 
RCV 

doubling of the step value continues for each of the six 
successive Chords. 

Each Chord has a specific value and the Step Bits, 16 in 
each Chord, specify the displacement from that value 
(Refer to Table 1 ). Thus the output, which follows the 
µ-255 law, has resolution that is proportional to the 
input level rather than to full scale. This provides the 
resolution of a 12-bit AID converter at low input levels 
and that of a 6-bit converter as the input approaches full 
scale. The transfer characteristic of the A/D converter 
(µ-law Encoder) is shown in Figure 6. 
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DIGITAL OUTPUT CODE µ-LAW 
Table 1 

Chord Code 
1. 000 
2. 001 
3. 010 
4. 011 
5. 100 
6. 101 
7. 110 
8. 111 

EXAMPLE: 

Chord Value 
O.OmV 
10.11 mV 
30.3mV 
70.8mV 
151.7mV 
313mV 
637mV 
1.284V 

Step Value 
0.613mV 
1.226mV 
2.45mV 
4.90mV 
9.81mV 
19.61 mV 
39.2mV 
78.4mV 

1 011 0010 = + 70.8mV + (2 x 4.90mV) 
Sign Bit Chord Step Bits 
If the sign bit were a zero, then both plus signs would be 
changed to minus signs. 

AID CONVERTER (µ-Law Encoder) TRANSFER 
CHARACTERISTIC 
Figure 6 
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7 

DIGITAL INPUT. Pin 12 

The MK5116 input register accepts the 8-bit sample 
of an analog value and loads it under control of RCV. 
SYNC and RCV. CLOCK. The timing diagram is shown in 
Figure 11. When RCV. SYNC goes high, the MK5116 
uses RCV. CLOCK to clock the serial data into its input 
register. RCV. SYNC goes low to indicate the end of 
serial input data. The 8 bits of the input data have the 
same functions described for the DIGITAL OUTPUT. The 
transfer characteristic of the DI A converter (µ-law 
Decoder) is shown in Figure 7. 

ANALOG OUTPUT. Pin 13 

The analog output is in the form of voltage steps (100% 
duty cycle) having amplitude equal to the analog sample 
which was encoded. This waveform is then filtered with 
an external low-pass filter with sinxlx correction to 
recreate the sampled voice signal. 

OPERATION OF CODEC WITH 64kHz XMIT IRCV 
CLOCK FREQUENCIES 

XMIT IRCV. SYNC must not be allowed to remain at a 
logic "1" state. XMIT SYNC is required to be at a logic 
"O" state for 1 master clock period(min.) before the next 
digital word is transmitted. RCV. SYNC is required to be 
at a logic "O" state for 17 master clock periods (min.) 
before the next digital word is received (Refer to Figures 
12 and 13). 

OFFSET NULL 
The offset null feature of the MK5116 eliminates 
long-term drift errors and conversion errors due to 
temperature changes by going through an offset 
adjustment cycle before every conversion. thus 
guaranteeing accurate AID conversion for inputs near 
ground. There is no offset adjust of the output amplifier 
because, since the output is intended to be AC - coupled 
to the external filter, the resultant DC error (VoFFsETJo) 
will have no effect. The sign bit is not used to null the 
analog input. Therefore, for an analog input of O volts, 
the sign bit will be stable. 

PERFORMANCE EVALUATION 

The equipment connections shown in Figure 8 can be 
used to evaluate the performance of the MK5116. An 
analog signal provided by the HP3551A Transmission 
Test Set is connected to the Analog Input (Pin 1) of the 
MK5116. The Digital Output of the CODEC is tied 
back to the Digital Input and the Analog Output is fed 
through a low-pass filter to the HP3551A. Remaining 
pins of the MK5116 are connected as follows: 

(1) RCV. SYNC is tied to XMIT SYNC 
(2) XMIT CLOCK is tied to MASTER CLOCK. The signal 

is inverted and tied to RCV. CLOCK. 
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The following timing signals are required: 

(°1) MASTER CLOCK = 1 .544MHz 
(2) XMIT SYNC repetition rate = SkHz 
(3) XMIT SYNC width = 8 XMIT CLOCK periods 

When all the above requirements are met, the setup of 
Figure 8 permits the measurement of synchronous 
system performance over a wide range of analog inputs. 
The data register and ideal decoder provide a means of 
checking the encoder portion of the MK5116 
independently of the decoder section. To test the system 
in the asynchronous mode, MASTER CLOCK should be 

SYSTEM CHARACTERISTICS TEST 
CONFIGURATION 
Figure 8 

1.0044<Hz 
SIGNAL 
SOURCE 

separated from XMIT CLOCK and MASTER CLOCK 
should be separated from RCV. CLOCK. XMIT and RCV. 
CLOCKS are separated also. 

Some experimental results obtained with the 
MK5116 are shown in Figure i4 and Figure 15. In 
each case. both the measured results and the 
corresponding D3 Channel Bank specifications are 
shown. The MK5116 exceeds the requirements for 
Signal-to-Distortion ratio (Figure 14) and for Gain 
Tracking (Figure 15). 

DATA 
REGISTER IDEAL 

DECODER 

ANALOG 13 
OUTPUT t----------0\ 

I 
I 
I HP3&61A 

L __ 

I 
I 
L 
1.004kHz 
NOTCH 
FILTER 

FILTER 

1buT+ NouT 

SYSTEM ENCODER 
ONLY 

NOTE: The ideal decoder consists of a digital decompander a_nd_a_1_3_·b_it.._pr_ec_is_io_n_D_A_c. _____________________ _ 

ABSOLUTE MAXIMUM RATINGS 
DC Supply Voltage, V+ ....••.....••••.••••••••.••••••••••.•.••.•••••••.••••••••.•.••.••....•.......•. +6V 
DC Supply Voltage, V- ...••••.•....••••.••••••..••••••••••....•..•.••••.••••••..•....••..........•... -6V 
Operating Temperature .•..••.•...•••••••••••••.•••.•••...•.....•..........••..•••...•..••.•. 0°C to 70°C 
Storage Temperature ••.•••••.••••••••.••.•••••...••..•.••.•.•••••••••••••••••••••••••••• -55°C to +125°C 
Package Dissipation at 25°C (Derated 9mW/°C when soldered into PCB) •••••••••••••.•••••.•••..••• 500mW 
Digital Input ..•.•.•..••......••.•.•••••••.•••.••.••...••.......•....••....••.•.........• -0.5V ..;;; V1N ..;;; V+ 
Analog Input •.•••.•.•.••..•••..•••••••••••••••••....•............•......•••........••.... • • V- ..;;; V1N ..;;; V+ 
+VREF •.•.•.•.••..••.••..•...••.••••••••••••••••••••••••••..••.•.••...••.••••.••••.••• -0.5V..;;; +VREF ..;;; V+ 
-VREF •••.•.••••.••..••....••.••..•••.•••••••••.•••••••••••••••..•••••••.•••••••••••• V- ..;;; -VREF ..;;; +0.5V 
Str88888 above those listed under ··Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating only and functional operation of 
the device at these or any other condition above those indicated in the operational sections of this specification is not implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device reliability. 

ELECTRICAL OPERATING CHARACTERISTICS 
POWER SUPPLY REQUIREMENTS 

SYM PARAMETER 

V+ Positive Supply Voltage 

V- Negative Supply Voltage 

+VREF Positive Reference Voltage 

-VREF Negative Reference Voltage 

MIN 

4.75 

-5.25 

2.375 

-2.625 

Vll-7 

TVP MAX UNITS NOTES 

5.0 5.25 v 
-5.0 -4.75 v 
2.5 2.625 v 1 

-2.5 -2.375 v 1 
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TEST CONDITIONS: V+ = 5.0V, V- = -5.0V, + VREF = 2.5V, -VREF = -2.5V 
DC CHARACTERISTICS 

SVM PARAMETER MIN TVP 

R1NAS Analog Input Resistance During Sampling 2 

R1NANS Analog Input Resistance Non-Sampling 100 

C1NA Analog Input Capacitance 150 

VoFFSET11 Analog Input Offset Voltage ±1 

RouTA Analog Output Resistance 20 

louTA Analog Output Current 0.25 0.5 

VoFFSETJO Analog Output Offset Voltage -200 

l1NLOW Logic lnputlow Current (V1N = 0.8V) 
Digital Input, Clock Input, Sync Input ±0.1 

l1NHIGH Logic Input High Current (V1N = 2.4V) 
Digital Input, Clock Input, Sync Input -0.25 

Coo Digital Output Capacitance 8 

looL Digital Output Leakage Current ±0.1 

VouTLow Digital Output Low Voltage 

VoUTHIGH Digital Output High Voltage 3.9 

I+ Positive Supply Current 4 

I- Negative Supply Current 2 

IREF+ Positive Reference Current 4 

IREF- Negative Reference Current 4 

AC CHARACTERISTICS (Refer to Figure 10 and Figure 11) 

SVM PARAMETER MIN TVP 

FM Master Clock Frequency 1.5 1.544 

FR, Fx XMIT, RCV. Clock Frequency 0.064 1.544 

PWcLK Clock Pulse Width (MASTER, XMIT, RCV.) 200 

tRC,tFC Clock Rise, Fali Time(MASTER, XMIT, RCV.) 

tRS, tFs Sync Rise, Fall Time (XMIT, RCV.) 

to1R. to1F Data Input Rise, Fall Time 

8 
twsx. twsR Sync Pulse Width (XMIT RCV.) Fx(FR) 

tps Sync Pulse Period (XMIT, RCV.) 125 

txcs XMIT Clock-to-XMIT Sync Delay 50% of 
tFc (tRS) 

Vll-8 

MAX UNITS NOTES 

kn 2 

Mn 

250 pF 

±8 mV 

50 n 

mA 

±850 mV 

±10 µA 3 

-0.8 mA 3 

12 pF 

±10 µA 

0.4 v 4 

v 4 

10 mA 

6 mA 

20 µA 

20 µA 

MAX UNITS NOTES 

2.1 MHz 

2.1 MHz 

ns 

25%of 
PWeu< ns 

25%of 
PWcLK ns 

25% of 
PWeu< ns 

J.IS 

J.IS 

ns 6 



AC CHARACTERISTICS (Refer to Figure 10 and Figure 11) 

SVM PARAMETER MIN TVP MAX UNITS NOTES 

txcsN XMIT Clock-to-XMIT Sync (Negative Edge) Delay 200 ns 

txss XMIT Sync Set-Up Time 200 ns 

txoo XMIT Data Delay 0 200 ns 4 

txoP XMIT Data Present 0 200 ns 4 

txoT XMIT Data Three State 150 ns 4 

tooF Digital Output Fall Time 50 ns 4 

tooR Digital Output Rise Time 50 ns 4 

ts RC RCV. Sync-to-RCV. Clock Delay 50% of 
tRc (tFs) ns 6 

tRDS RCV. Data Set-Up Time 50 ns 5 

tRDH RCV. Data Hold Time 200 ns 5 

tRCS RCV. Clock-to-RCV. Sync Delay 200 ns 

tRSS RCV. Sync Set-Up Time 200 ns 5 

tsAO RCV. Sync-to-Analog Output Delay 7 µs 

SLEW+ Analog Output Positive Slew Rate 1 V/µs 

SLEW- Analog Output Negative Slew Rate 1 V/µs 

DROOP Analog Output Droop Rate 25 µV/µs 

SYSTEM CHARACTERISTICS (Refer to Figures 14 and 15) 

SVM PARAMETER MIN 

SID Signal-to-Distortion Ratio 35 
29 
24 

GT Gain Tracking -0.4 
-0.8 
-2.5 

Nie Idle Channel Noise 

TLP Transmission Level Point 

NOTES: 
1. +VAEF and -VREF must be matched within ± 1 % in order to meet system 

2. 

3. 

4. 

5. 

6. 

re9uirements. 

Sampling is accomplished by charging the internal capacitor to within 112 
LSB ( ~ 300µV) in 20µs. Therefore. the external source resistance must be 
3k or less. The equivalent circuit during sampling is shown in Figure 9. 
The MKS 116 will source current through an internal 6k0 resistor to 
help pull up the TTL output. When a transition from a "1" to a "O" takes 
place, the user must sink the "1" current until reaching the "O" level. 
Driving one 74L or 74LS TTL load plus 30pF with loH ; -1 OOµA. loL ; 
500µA. 
The first bit of data is loaded when the Sync and Clock are both "1 ''during 
bit time 1 as shown on RCV. timing diagram. 
This delay is necessary to avoid overlapping CLOCK and SYNC. 

TVP MAX UNITS TESTCOND. 

39 dB Analog lnput=O to -30dBm0 

34 dB Analog lnput=-40dBm0 

29 dB Analog lnput=-45dm0 

±0.1 +0.4 dB Analog lnput=+3 to -37dBm0 

±0.1 +0.8 dB Analog lnput=-37 to -50dBmO 

±0.2 +2.5 dB Analog lnput=-50 to -55dBm0 

10 18 dBrncO Analog lnput=O Volts 

+4 dB soon 

EQUIVALENT INPUT RESISTANCE CIRCUIT 
DURING SAMPLING 
Figure 9 
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TRANSMITTER SECTION TIMING 
Figure 10 

XMIT SYNC 
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NOTE: All rise and fall times are measured from 0.4V and 2.4V. All delay times are measured from 1.4V. 

RECEIVER SECTION TIMING 
Figure 11 

RCV SYNC 
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NOTE: All rise and fall times are measured from 0.4V and 2.4V. All delay times are measured from 1.4V. 
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64kHz OPERATION, TRANSMITTER SECTION TIMING 
Figure 12 
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64kHz OPERATION, RECEIVER SECTION TIMING 
Figure 13 
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MK5116 GAIN TRACKING PERFORMANCE 
Figure 15 
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MOSTEI<. 
µ-255 LAW COMPANDING CODEC 

FEATURES 

O ±5-Volt Power Supplies 

o Low Power Dissipation - 30mW (Typ) 

o Follows the µ-255 Companding Law 

o Exceeds D3 Specifications - Zero Code Suppression 
and Sign-Magnitude Data Format 

o On-Chip Sample and Hold 

D On-Chip Offset Null Circuit Eliminates Long-Term 
Drift Errors and Need for Trimming 

o Single 24-Pin Package 

D Minimal External Circuitry Required 

o Serial Data Output of 64kb/s - 2.1 Mb/s at 8kHz 
Sampling Rate 

o Separate Analog and Digital Grounding Pins Reduce 
System Noise Problems 

DESCRIPTION 

The MK5151 is a monolithic CMOS companding 
CODEC which contains two sections: (1) An analog-to­
digital converter which has a transfer characteristic 
conforming to the µ-255 companding law and (2) a 
digital-to-analog converter which also conforms to the 
µ-255 law. 

These two sections form a coder-decoder which is 
designed to meet the needs of the telecommunications 
industry for per-channel voice-frequency codecs used 
in D3 Channel Bank and PBX systems. Digital input and 
output are in serial format. Actual transmission and 
reception of 8-bit data words containing the analog 
information is done at a 64kb/s-2.1 Mb/s rate with 

MK5151 

analog signal sampling occuring at an SkHz rate. A sync 
pulse input is provided for synchronizing transmission 
and reception of multi-channel information being multi­
plexed over a single transmission line. 

The pin configuration of the MK5151 is shown in Figure 
1. 

PIN CONNECTIONS 
Figure 1 

DIGITALOUTPUT-1 • 

XMIT CLOCK-2 

A/B SEL (XMIT)-3 
B SIGNAL IN-4 

A SIGNAL IN-5 I 

24-N/C 

2:i.-xMIT SYNC 

J 22--MASTER CLOCK 
21--V+ 

20--ANALOG INPUT 

RCV. SYNC-6 MK5151 19--+VREF 
RCV. CLOCK-7 18---VREF 

A/B SEL. (RCV.)-8 , 17--ANALOG GROUND 

ASIGNALOUT-9 ~ 16-N/C 

B SIGNAL OUT--10[ 

DIGITAL INPUT-.111 

DIGITAL GROUND--.12;_ 

15-N/C 

14-.ANALOG OUTPUT 
] 13--V-

A block diagram of a PCM system using the MK5151 is 
shown in Figure 2. 

PCM SYSTEM BLOCK DIAGRAM 
Figure 2 

I 
I 
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FUNCTIONAL DESCRIPTION: (Refer to Figure 3 for 
a Block Diagram) 

MK5151 BLOCK DIAGRAM 
Figure 3 

~---------------DIGITAL 

ASIG. _ __. ____ ~ 

IN 

TRANSMIT 
XMIT SECTION 
SYNC 

XMIT 
CLOCK BUFFER 

A/B SEL. 
IXMITl 

MASTER 
CLOCK 

A/B SEL. 
!RCV.) 

~~~~~AL _ __.--l.___BU~FF_ER--J 

RCV. 
SYNC 

RCV. 
CLOCK 

LATCH A 

LATCH 8 

BSIG. ASIG. 
OUT OUT 

OUTPUT 

ANALOG 
OUTPUT 

POSITIVE AND NEGATIVE REFERENCE 
VOLTAGES (+VREF and -VREFl Pins 19 and 18 

These inputs provide the conversion references for the 
digital-to-analog converters in the MK5151. +VREF and 
-VREF must maintain 1 OOppM/°C regulation over the 
operating temperature range. Variation of the reference 
directly affects system gain. 

ANALOG INPUT, Pin 20 

Voice-frequency analog signals which are bandwidth­
limited to 4kHz are input at this pin. Typically, they are 
then sampled at an 8kHz rate (Refer to Figure 4.). The 
analog input must remain between +VREF and -VREF 
for accurate conversion. 

MASTER CLOCK, Pin 22 

This signal provides the basic timing and control signals 
required for all internal conversions. It does not have to 
be synchronized with RCV. SYNC, RCV. CLOCK, XMIT 
SYNC or XMIT CLOCK and is not internally related to 
them. 

XMIT SYNC, Pin 23 (Refer to Figure 12 for the 
Timing Diagram) 

This input is synchronized with XMIT CLOCK. When 
XMIT SYNC goes high, the digital output is activated and 
the A/D conversion begins on the next positive edge of 
MASTER CLOCK. The conversion by MASTER CLOCK 
can be asynchronous with XMIT CLOCK. The serial 
output data is clocked out by the positive edges of XMIT 
CLOCK. The negative edge of XMIT SYNC causes the 
digital output to become three-state. XMIT SYNC must 
go low for at least 1 master clock prior to the 
transmission of the next digital word. (Refer to Figure 
14). 

XMIT CLOCK, Pin 2 (Refer to Figure 12 for the Timing 
Diagram) 

The on-chip 8-bit output shift register of the MK51 51 is 
unloaded at the clock rate present on this pin. Clock 
rates of 64kHz -2.1 MHz can be used for XMIT CLOCK. 
The positive edge of the INTERNAL CLOCK transfers the 
data from the master to the slave of a master-slave flip­
flop (Refer to Figure 5). If the positive edge of XMIT SYNC 
occurs after the positive edge of XMIT CLOCK, XMIT 
SYNC will determine when the first positive edge of 
INTERNAL CLOCK will occur. In this event, the hold time 
for the first clock pulse is measured from the positive 
edge of XMIT SYNC. 

RCV. SYNC, Pin 6 (Refer to Figure 13 for the timing 
diagram) 

This input is synchronized with RCV. CLOCK and serial 
data is clocked in by RCV. CLOCK. Duration of the RCV. 
SYNC pulse is approximately 8 RCV. CLOCK periods. 
The conversion from digital-to-analog starts after the 
negative edge of the RCV. SYNC pulse (Refer to Figure 
4). The negative edge of RCV. SYNC should occur before 
the 9th positive clock edge to insure that only eight bits 
are clocked in. RCV. SYNC must stay low for 17 
MASTER CLOCKS (min.) before the next digital word is 
to be received (Refer to Figure 15). 

RCV CLOCK. Pin 7 (Refer to Figure 13 for Timing 
Diagram) 

The on-chip 8-bit shift register for the MK5151 is loaded 
at the clock rate present on this pin. Clock rates of 
64kHz-2.1 MHz can be used for RCV. CLOCK. Valid data 
should be applied to the digital input before the positive 
edge of the internal clock(Referto Figure 5). This set up 
time, tR1>s, allows the data to be transferred into the 
MASTER of a master-slave flip-flop. The positive edge of 
the INTERNAL CLOCK transfers the data to the SLAVE 
of the master-slave flip-flop. A hold time, tR1>H. is 
required to complete this transfer. If the rising edge of 
RCV. SYNC occurs after the first rising edge of RCV. 
CLOCK, RCV. SYNC will determine when the first 
positive edge of INTERNAL CLOCK will occur. In this 
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A/D, DIA CONVERSION TIMING 
Figure 4 

f~ ...... --------------~125µsec--------------~-.f 
___ f XMIT SYNC \.._ ____________________ _,,---

. l.----15-20µsec~ 
SAMPLE AND HOLD \I 

---~~ SAMPLE TIME ----------------------------< 
.., 32 MASTER CLOCKS ~ ... ---------

ENABLE SAR 
SAR REQUIRES 

"'128 MASTER CLOCKS 

_______ ! 
RCV. SYNC 

------------------------------'/ANALOG OUTPUT UPDATED 

DATA INPUT /OUTPUT TIMING 
Figure 5 

,,. 200ns _ 1 Required For Data To Transfer 
XMIT -.i From Master to Slave " 

-
lnterna____.I I I 
Clock . 

--------~><~-V-al-id_D_a-ta-----~ 

Rev. _. 
Internal I 
Clock _ 

Required To Transfer Data 
I.. 200ns From Master to Slave 

~ t---50ns Required to Load Master ----x Valid Incoming Data 

event, the set-up and hold times for the first clock pulse 
should be measured from the positive edge of RCV. 
SYNC. 

DIGITAL OUTPUT, Pin 1 

The MK5151 output register stores the 8-bit encoded 
sample of the analog input. This 8-bit word is shifted out 
under control of XMIT SYNC and XMIT CLOCK. When 
XMIT SYNC is low, the DIGITAL OUTPUT is an open 
circuit. When XMIT SYNC is high, the state of the 
DIGITAL OUTPUT is determined by the value of the 
output bit in the serial shift register. The output is 
composed of a Sign Bit, 3 Chord Bits, and 4 Step Bits. 
The Sign Bit indicates the polarity of the analog input 

DIGITAL 
OUT 

XMIT SYNC 

XMIT CLOCK 

DIGITAL 
IN 

RCV SYNC 

RCV CLOCK 

MK5151 

while the Chord and Step Bits indicate the magnitude. In 
the first Chord, the Step Bit has a value of 0.6mV. In the 
second Chord, the Step Bit has a value of 1.2mV. This 
doubling of the step value continues for each of the six 
successive Chords. 

Each Chord has a specific value and the Step Bits, 16 in 
each Chord, specify the displacement from that value 
(Refer to Table 1 ). Thus the output, which follows the 
µ-255 law, has resolution that is proportional to the 
input level rather than to full scale. This provides the 
resolution of a 12-bit AID converter at low input levels 
and that of a 6-bit converter as the input approaches full 
scale. The transfer characteristic of the A/D converter 
(µ-law Encoder) is shown in Figure 6. 
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DIGITAL OUTPUT CODE µ-LAW 
Table 1 

Chord Code Chord Value Step Value 
1. 111 O.OmV 0.613mV 
2. 110 10.11 mV 1.226mV 
3. 101 30.3mV 2.45mV 
4. 100 70.8mV 4.90mV 
5. 011 151.7mV 9.81mV 
6. 010 313mV 19.61 mV 
7. 001 637mV 39.2mV 
8. 000 1.284V 78.4mV 

EXAMPLE: 
1 100 1101 = + 70.8mV + (2 x 4.90mV) 
Sign Bit Chord Step Bits 
If the sign bit were a zero, then both plus signs would be 
changed to minus signs. 

A/D CONVERTER (µ-Law Encoder) TRANSFER 
CHARACTERISTIC 
Figure 6 

"' ... 
~ 
511111111 } 
¢. 01111111 

... 
" i5 

1000 0000 
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0011 1111 

0010 1111 

0001 1111 

0000 , 111 

..E..~ 
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SIGNALING = 0, XX "'10 
NO SIGNALLING, XX = 10 

~ 

T 
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2 . 2 
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D/ A CONVERTER (µ-Law Decoder) TRANSFER 
CHARACTERISTIC 
Figure 7 
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o: 
DIGITAL INPUTS 

DIGITAL INPUT. Pin 11 

The MK5151 input register accepts the 8-bit sample of 
an analog value and loads it under control of RCV. SYNC 
and RCV. CLOCK. The timing diagram is shown in 
Figure 13. When RCV. SYNC goes high, the MK5151 
uses RCV. CLOCK to clock the serial data into its input 
register. RCV. SYNC goes low to indicate the end of 
serial input data. The 8 bits of the input data have the 
same functions described for the SERIAL OUTPUT. The 
transfer characteristic of the DI A converter (µ-law 
Decoder) is shown in Figure 7. 

ANALOG OUTPUT. Pin 14 

The analog output is in the form of voltage steps (100% 
duty cycle) having amplitude equal to the analog sample 
which was encoded. This waveform is then filtered with 
an external low-pass filter with sinx/x correction to 
recreate the sampled voice signal. When the 8th bit of 
the word is a signalling bit, it is assigned a value of Vi 
step. This results in a lower system quantization error 
rate than would result if the bit were arbitarily set to 0 
(no step) or 1 (full step). 

OPERATION OF CODEC WITH 64kHz XMIT /RCV. 
CLOCK FREQUENCIES 

XMIT /RCV. SYNC must not be allowed to remain at a 
logic "1" state. XMIT SYNC is required to be at a logic 
"O" state for 1 master clock period (min.) before the next 
digital word is transmitted. RCV. SYNC is required to be 
at a logic "O" state for 17 master clock periods (min.) 
before the next digital word is received (Refer to Figures 
14and15). 

A/B SIGNAL IN, Pins 4 and 5 

These two pins allow insertion of signalling information 
into the transmitted data stream. The inserted 
information occurs as the 8th bit (LSB) in the 
transmitted word. A positive transition occuring on A/B 
SEL (XMIT) selects A SIGNAL IN while a negative 
transition selects B SIGNAL IN. 

A/B SIGNAL OUT. Pins 9 and 10 

These two pins are provided to output received 
signalling information. A positive transition on A/B SEL 
(RCV.) routes the signal bit to A SIGNAL OUT while a 
negative transition routes the signal bit (bit 8) to B 
SIGNAL OUT. Refer to Figure 8. 

A/B SEL (XMIT). Pin 3 

This input selects either A SIGNAL IN or B SIGNAL IN as 
described in the A/B SIGNAL IN paragraph above, and 
should be changed only at the start of the 6th and 12th 
frames as shown in Figure 9. 
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A/B SELECT TIMING 
Figure 8 

- - - -- - - ' ~-----------
TIMESLOT24 

XMITSYNC, 
1 1.4V TIME SLOT 1 

-----~'-------- ------
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A/BIN 

'A/Bil;== 
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_______ -..J 

--- ---,~--------~r-----
TIME SLOT24 1.4V RCV. SYNC, TIME SLOT 1 I 

I _____ _,\_ _________ .J~---

RCV. 
CLOCK 

'AtBSS 

'A/BSH 1~--------+--

A/B SELECT RCV. 1 ·4V 'A/BO ,-

_-----------------' UV A SIGNAL OUT OR B SIGNAL OUT _ 

SIGNALLING TIMING REQUIREMENTS FOR 
PERFORMANCE EVALUATION 
Figure 9 

12 • 12 

RCV,SVNC I I I I I I I I I I I 

fXMIT)~--~ 

AIB SEL. (RCV) '-------' 

A SIGNAL IN 

B SIGNAL IN 

A/B SEL (RCV.), Pin 8 

This input routes the signalling bit, bit 8, either to A 
SIGNAL OUT or to B SIGNAL OUT as described in the 
A/B SIGNAL OUT paragraph above, and should be 
changed only at the start of the 6th and 12th frames as 
shown in Figure 9. 

OFFSET NULL 
The offset null feature of the MK5151 eliminates long­
term drift errors and conversion errors due to 
temperature changes by going through an offset 
adjustment cycle before every conversion, thus 
guaranteeing accurate A/D conversion for inputs near 
ground. There is no offset adjust of the output amplifier 
because, since the output is intended to be AC - coupled 
to the external filter, the resultant DC error (VoFFSeTtci) 
will have no effect. The sign bit is not used to null the 
analog input. Therefore, for an analog input of 0 volts, 
the sign bit will be stable. 

PERFORMANCE EVALUATION 

The equipment connections shown in Figure 10 can be 
used to evaluate the performance of the MK5151. An 
analog signal provided by the HP3551A Transmission 
Test Set is connected to the Analog Input (Pin 20) of the 
MK5151. The Digital Output of the CODEC is tied back 
to the Digital Input and the Analog Output is fed through 
a low-pass filter to the HP3551 A. Remaining pins of the 
MK5151 are connected as follows: 

(1) A/B SEL. (RCV.) is tied to A/B SEL. (XMIT). 
(2) RCV. SYNC is tied to XMIT SYNC. 
(3) XMIT CLOCK is tied to MASTER CLOCK. The signal 

is inverted and tied to RCV. CLOCK. 

The following timing signals are required: 

(1) MASTER CLOCK= 1.544MHz 
(2) XMIT SYNC repetition rate = BkHz 
(3) XMIT SYNC width = 8 MASTER CLOCK periods 

Additional timing signals are shown in Figure 9. 

When all the above requirements are met, the setup of 
Figure 10 permits the measurement of synchronous 
system performance over a wide range of analog inputs. 
The data register and ideal decoder provide a means of 
checking the encoder portion of the MK5151 
independently of the decoder section. To test the system 
in the asynchronous mode, MASTER CLOCK should be 
separated from XMIT CLOCK and MASTER CLOCK 
should be separated from RCV. CLOCK. XMIT CLOCK 
and RCV. CLOCK are separated also. 

Some experimental results obtained with the MK5151 
are shown in Figure 16 and Figure 1 7. In each case, both 
the measured results and the corresponding D3 
Channel Bank specifications are shown. The MK5151 
exceeds the requirements for Signal-to-Distortion ratio 
(Figure 17) and for Gain Tracking (Figure 16). 
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SYSTEM CHARACTERISTICS TEST 
CONFIGURATION 
Figure 10 
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ABSOLUTE MAXIMUM RATINGS 
DC Supply Voltage, V+ ............................................................................... +6V 
DC Supply Voltage, V- ............................................................................... -6V 
Operating Temperature ...................................................................... 0°C to 70°C 
Storage Temperature .................................................................... -55°C to +125°C 
Package Dissipation at 25°C (Derated 9mW/°C when soldered into PCB) ............................ 500mW 
Digital Input ............................................................................ -0.5V :5 V1N :5 V+ 
Analog Input ............................................................................. V- :5 +V1N :5 V+ 
+VREF ....................................•......................................... -0.5V :5 +VREF :5 V+ 
-VREF ................................................................................ V- :5-VREF :5 0.5V 
Stresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating only and functional operation of 
the device at these or any other condition above those indicated in the operational sections of this specification is not implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device reliability. 

ELECTRICAL OPERATING CHARACTERISTICS 
POWER SUPPLY REQUIREMENTS 

SYM PARAMETER 

V+ Positive Supply Voltage 

V- Negative Supply Voltage 

+VREF Positive Reference Voltage 

-VREF Negative Reference Voltage 

MIN TYP 

4.75 5.0 

-5.25 -5.0 

2.375 2.5 

-2.625 -2.5 

TEST CONDITIONS: V+ = 5.0V, V- = -5.0V, + VREF = 2.5V, -VREF = -2.5V 
DC CHARACTERISTICS 

SYM PARAMETER MIN TYP 

R1NAS Analog Input Resistance During Sampling 2 

R1NANS Analog Input Resistance Non-Sampling 100 

C1NA Analog Input Capacitance 150 

Vll-18 

MAX UNITS NOTES 

5.25 v 
-4.75 v 
2.625 v 1 

-2.375 v 1 

MAX UNITS NOTES 

k!l 2 

M!l 

250 pF 



DC CHARACTERISTICS CONTINUED 
SYM PARAMETER MIN TYP MAX UNITS 

, 
NOTES >I 

VoFFSET/I Analog Input Offset Voltage ±1 ±8 mV 

RouTA Analog Output Resistance 20 50 {} 

louTA Analog Output Current 0.25 0.5 mA 

VoFFSET/O Analog Output Offset Voltage -200 ±850 mV 

l1NLOW Logic Input Low Current (V1N = 0.8V) 
Digital Input, Clock Input, Sync Input ± 0.1 ±10 µA 3 

hNHIGH Logic Input High Current (V1N = 2.4V) 
Digital Input, Clock Input, Sync Input -0.25 -0.8 mA 3 

Coo Digital Output Capacitance 8 12 pF 

looL Digital Output Leakage Current ±0.1 ±10 µA 

VouTLow Logic Output Low Voltage 
Digital Output, A/B Signal Out 0.4 v 4 

VouTHIGH Logic Output High Voltage 
Digital Output, A/B Signal Out 3.9 v 4 

I+ Positive Supply Current 4 10 mA 

I- Negative Supply Current 2 6 mA 

laEF+ Positive Reference Current 4 20 µA 

laEF- Negative Reference Current 4 20 µA 

AC CHARACTERISTICS (Refer to Figure 12 and Figure 13) 

SYM PARAMETER MIN TYP MAX UNITS NOTES 

FM Master Clock Frequency 1.5 1.544 2.1 MHz 

Fa, Fx Receive, Transmit Clock Frequency 0.064 1.544 2.1 MHz 

PWcLK Clock Pulse Width (MASTER, XMIT, RCV.) 200 ns 

tac Clock Rise Time (MASTER, XMIT, RCV.) 25% of 
PWcLK ns 

tas,tFs Sync Fall, Rise Time (XMIT, RCV.) 25% of 
PWcLK ns 

tmatmF Digital Input Rise, Fall Time 25% of 
PWcLK ns 

Sync Pulse Width (XMIT, RCV.) 
_a_ 

twsx. twsRi Fx(Fa) µs 

tps Sync Pulse Period (XMIT, RCV.) 125 µs 

50%of 
txcs XMIT Clock-to-XMIT Sync Delay tFc tas) ns 6 

I 
txcsN XMIT Clock-to-XMIT Sync (Negative Edge) Delay 200 ns 

txss XMIT Sync Set-Up Time 200 ns 

txoo XMIT Data Delay 0 200 ns 4 

txoP XMIT Data Present 0 200 ns 4 

txoT XMIT Data Three State 150 ns 4 

tooF Digital Output Fall Time 50 ns 4 

too a Digital Output Rise Time 50 ns 4 
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AC CHARACTERISTICS CONTINUED R f ( e er to f" :!S_ure 12 d F" an !9._ure 13) 
SYM PARAMETER MIN TYP MAX UNITS NOTES 
tsRC RCV. Sync-to-RCV. Clock Delay 50% of 

tRc (tFs) ns 6 

tRDS RCV. Data Set-Up Time 50 ns 5 

tRDll RCV. Data Hold Time 200 ns 5 

tRCS RCV. Clock-to-RCV. Sync Delay 200 ns 

tRss RCV. Sync Set-Up Time 200 ns 5 

tsAO RCV. Sync-to-Analog Output Delay 7 µS 

tA1HI A/B Signalling Input Setup Time 200 ns 

tA;HSll A/B Select Hold Time 200 ns 

tA;HSS A/B Select Setup Time 400 ns 

tvuo A/B Signalling Output Delay 200 300 ns 

SLEW+ Analog Output Positive Slew Rate 1 V/µs 

SLEW- Analog Output Negative Slew Rate 1 V/µs 

DROOP Analog Output Droop Rate 25 µV/µs 

SYSTEM CHARACTERISTICS (Refer to Figures 16and17) 

SYM PARAMETER MIN 

SID Signal-to-Distortion Ratio 35 
29 
24 

GT Gain Tracking -0.4 
-0.8 
-2.5 

Nie Idle Channel Noise 

TLP Transmission Level Point 

NOTES: 
+VREF and -VREF must be matched within ± 1 % in order to meet system 
requirements. 

2 Sampling is accomplished by charging the internal capacitor to within% 
LSB { ~ 300µV) in 20µs. Therefore, the external source resistance must be 
3k or less. The equivalent circuit durmg sampling 1s shown m Figure 11. 

3. The MK5151 will source current through an internal 6k n resistor to help 
pull up the TIL output. When a trans1st1on from a "1" to a "O" takes place, 
the user must sink the "1" current until reaching the "O" level. 

4. Driving one 74L or 74LS TTL load plus 30pF with loH = -1 OOµA, loL = 600µA. 
5. The first bit of data is loaded when Sync and Clock are both ··1 ··during 

bit time 1 as shown on RCV. timing diagram. 
6 This delay 1s necessary to avoid overlapping CLOCK and SYNC 

Vll-20 

TYP MAX UNITS TEST COND. 

39 dB Analog lnput=O to -30dBmO 
34 dB Analog lnput=-40dBmO 
29 dB Analog lnput=-45dm0 

±0.1 +0.4 dB Analog lnput=+3 to -37dBmO 
±0.1 +0.8 dB Analog lnputc -37to -50dBm0 
±0.2 +2.5 dB Analog lnput=-50 to -55dBmO 

10 18 dBrncO Analog lnput=O Volts 

+4 dB 600ll 

Equivalent Input Resistance CODEC 

Circuit During Sampling 

Figure 11 SAMPLE 

SOURCE 
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2 RESISTANCE 
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TRANSMITIER 
SECTION TIMING 
Figure 12 
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RECEIVER SECTION TIMING 
Figure 13 
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64kHz OPERATION. TRANSMITTER SECTION TIMING 
Figure 14 
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64kHz OPERATION. RECEIVER SECTION TIMING 
Figure 15 

12Sµsec 

_J RCV SYNC 

RCV 2 3 4 

NOTE: All rise and fall times are maHured from 0.4V and 2.4V. All delay times are 
measured from 1 .4V. 

Vll-22 

s 

STEP BIT 

JRD LSB OF 
STEP 

6 

STEP BIT 

2NO LSB OF 
STEP 

7 

~ 'MA5"• 
1'4--CLOCK 

PERIOD 
(MINI 

I 

~!STER CLOCK 

---..i 14---- PERIODS 
(MIN) 

8 



MK5151 GAIN TRACKING PERFORMANCE 
Figure 16 

INPUT tEVEL ldBmO) MK5161 

MK5151 S/D RATIO VS. INPUT LEVEL 
Figure 17 
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FEATURES 

o ±5-Volt Power Supplies 

o Low Power Dissipation - 30mW (Typ) 

o Follows the A-Law Companding Code 

o Exceeds CCITT Specifications, Includes Even-Order­
Bit Inversion 

D Synchronous or Asynchronous Operation 

D On-Chip Sample and Hold 

D On-Chip Offset Null Circuit Eliminates Long-Term 
Drift Errors and Need for Trimming 

o Single 16-Pin Package 

o Minimal External Circuitry Required 

o Serial Data Output of 64kb/s-2.1 Mb/s at SkHz 
Sampling Rate 

D Separate Analog and Digital Grounding Pins Reduce 
System Noise Problems 

DESCRIPTION 

The MK5156 is a monolithic CMOS companding 
CODEC which contains two sections: (1) An analog-to­
digital converter which has a transfer characteristic 
conforming to the A-law companding code and (2) a 
digital-to-analog converter which also conforms to the 
A-law code. 

These two sections form a coder-decoder which is 
designed to meet the needs of the telecommunications 
industry for per-channel voice-frequency codecs used 
in PCM systems. Digital input and output are in serial 
format. Actual transmission and reception of 8-bit data 
words containing the analog information is done at a 
64kb/s-2.1 Mb/s rate with analog signal sampling 
occuring at an SkHz rate. A sync pulse input is provided 

MOSTEI<8 
A-LAW COMPANDING CODEC 

MK5156 
for synchronizing transmission and reception of multi­
channel information being multiplexed over a single 
transmission line. 

The pin configuration of the MK5156 is shown in 
Figure 1. 

PIN CONNECTIONS 
Figure 1 

ANALOG INPUT -1 • 

V+-2 
v--3 

N/C -4 

MASTER CLOCK -5 

XMIT SYNC -6 

XMIT CLOCK - 7 
OIGITAL OUTPUT- 8 

16-·VREF 

15--VREF 

14 -ANALOG GROUND 

13 -ANALOG OUTPUT 

12-DIGITAL INPUT 

11- DIGITAL GROUND 

10-RCV CLOCK 

9 -RCVSYNC 

A block diagram of a PCM system using the MK5156 is 
shown in Figure 2. 

PCM SYSTEM BLOCK DIAGRAM 
Figure 2 

r--------
DIGITAL 
TRUNK 
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FUNCTIONAL DESCRIPTION: (Refer to Figure 3 for 
a Block Diagram) 

MK6166 BLOCK DIAGRAM 
Figure 3 

XMIT TRANSMIT 
SYNC SECTION 

XMIT 
CLOCK BUFFER 

MASTER 
CLOCK 

~~:~~AL_+t---t,__B_U_FF_ER__, 

RCV. 
SYNC 

ENC/DEC 

XMIT SYNC, Pin 6 (Refer to Figure 10 for the Timing 
Diagram) 

This input is synchronized with XMIT CLOCK. When 
XMIT SYNC goes high, the digital output is activated and 
the A/D conversion begins on the next positive edge of 
MASTER CLOCK. The conversion by MASTER CLOCK 
can be asynchronous with XMIT CLOCK. The serial 
output data is clocked out by the positive edges of XMIT 
CLOCK. The negative edge of XMIT SYNC causes the 
digital output to become three-state. XMIT SYNC must 
go low for at least 1 master clock prior to the 
transmission of the next digital word (Refer to Figure 
12). 

XMIT CLOCK. Pin 7 (Refer to Figure 10 for the Timing 
Diagram) 

The on-chip 8-bit output shift register of the MK5156 
is unloaded at the clock rate present on this pin. Clock 
rates of 64kHz-2.1 MHz can be used for XMIT CLOCK. 
The positive edge of the INTERNAL CLOCK transfers the 
data from the master to the slave of a master-slave flip­
flop (Refer to Figure 5). If the positive edge of XMIT SYNC 
occurs after the positive edge of XMIT CLOCK, XMIT 
SYNC will determine when the first positive edge of 
INTERNAL CLOCK will occur. In this event, the hold time 
for the first clock pulse is measured from the positive 
edge of XMIT SYNC. 

RCV. 
CLOCK 

RCV. SYNC, Pin 9 (Refer to Figure 11 for the timing 
.,.._.......,-~~~~; diagram) 

RECEIVE 
SECTION 

POSITIVE AND NEGATIVE REFERENCE 
VOLTAGES (+VREF and -VREFI Pins 16 and 15 

These inputs provide the conversion references for the 
digital-to-analog converters in the MK5156. +VREF 
and -VREF must maintain 100ppM/°C regulation over 
the operating temperature range. Variation of the 
reference directly affects system gain. 

ANALOG INPUT, Pin 1 

Voice-frequency analog signals which are bandwidth­
limited to 4kHz are input at this pin. Typically, they are 
then sampled at an BkHz rate (Refer to Figure 4.). The 
analog input must remain between +VREF and -VREF 
for accurate conversion. 

MASTER CLOCK, Pin 6 

This signal provides the basic timing and control signals 
required for all internal conversions. It does not have to 
be synchronized with RCV. SYNC, RCV. CLOCK, XMIT 
SYNC or XMIT CLOCK and is not internally related to 
them. 

This input is synchronized with RCV. CLOCK and serial 
data is clocked in by RCV. CLOCK. Duration of the RCV 
SYNC pulse is approximately 8 RCV. CLOCK periods. 
The conversion from digital-to-analog starts after the 
negative edge of the RCV. SYNC pulse (Refer to Figure 
4). The negative edge of RCV. SYNC should occur before 
the 9th positive clock edge to insure that only eight bits 
are clocked in. RCV. SYNC must stay low for 17 
MASTER CLOCKS (min.) before the next digital word is 
to be received (Refer to Figure 13). 

RCV CLOCK. Pin 10 (Refer to Figure 11 for Timing 
Diagram) 

The on-chip 8-bit shift register for the MK5156 is 
loaded at the clock rate present on this pin. Clock rates 
of 64kHz-2.1 MHz can be used for RCV. CLOCK. Valid 
data should be applied to the digital input before the 
positive edge of the internal clock (Refer to Figure 5). 
This set up time, tRos, allows the data to be transferred 
into the MASTER of a master-slave flip-flop. The 
positive edge of the INTERNAL CLOCK transfers the 
data to the SLAVE of the master-slave flip-flop. A hold 
time, tRoH, is required to complete this transfer. If the 
rising edge of RCV. SYNC occurs after the first rising 
edge of RCV. CLOCK, RCV. SYNC will determine when 
the first positive edge of INTERNAL CLOCK will occur. In 
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A/D, DI A CONVERSION TIMING 
Figure 4 

~1.,,.~---------------125µsec----------------..i 
__ __,l XMIT SYNC \.._ ____________________ _,r-

k-=15-20µsec~ 
SAMPLE AND HOLD \I 

----1 SAMPLE TIME ,_----------------------------!. 
= 32 MASTER CLOCKS '"" .. ,._ _______ _ 

ENABLE SAR 
SAR REQUIRES 

=128 MASTER CLOCKS 

RCV. SYNC 

------------------------------/ANALOG OUTPUT UPDATED 

DATA INPUT /OUTPUT TIMING 
Figure 5 

XMIT 
Internal 
Clock 

Required For Data To Transfer 
From Master to Slave 

________ _,!( Valid Data 

DIGITAL 
OUT 

XMIT SYNC 

XMIT CLOCK 

MK5156 

RCV 
Internal 
Clock 

---' 
Required To Transfer Data 

I- 200ns From Master to Slave DIGITAL 
IN 

I 
-\ \.-50ns Required to Load Master ---x"----- . Valid Incoming Data 

this event, the set-up and hold times for the first clock 
pulse should be measured from the positive edge of 
RCV. SYNC. 

DIGITAL OUTPUT, Pin 8 

The MK5156 output register stores the 8-bit encoded 
sample of the analog input. This 8-bit word is shifted out 
under control of XMIT SYNC and XMIT CLOCK. When 
XMIT SYNC is low, the DIGITAL OUTPUT is an open 
circuit. When XMIT SYNC is high, the state of th£ 
DIGITAL OUTPUT is determined by the value of the 
output bit in the serial shift register. The output is 
composed of a Sign Bit, 3 Chord Bits, and 4 Step Bits. 
The Sign Bit indicates the polarity of the analog input 
while the Chord and Step Bits indicate the magnitude. In 
the first two Chords, the Step Bit has a value of 1 .2mV. 
In the third Chord, the Step Bit has a value of 2.4mV. 
This doubling of the step value continues for each ofthe 
five successive Chords. 

RCV.SYNC 

RCV.CLOCK 

Each Chord has a specific value and the Step Bits, 16 in 
each Chord, specify the displacement from that value 
(Refer to Table 1 ). Thus the output, which follows the A 
law, has resolution that is proportional to the input level 
rather than to full scale. This provides the resolution of a 
12-bit AID converter at low input levels and that of a 6-
bit converter as the input approaches full scale. The 
transfer characteristic of the A/D converter (A-law 
Encoder) is shown in Figure 6. 

DIGITAL INPUT. Pin 12 

The MK5156 input register accepts the 8-bit sample 
of an ana.log value and loads it under control of RCV. 
SYNC and RCV. CLOCK. The timing diagram is shown in 
Figure 11. When RCV. SYNC goes high, the MK5156 
uses RCV. CLOCK to clock the serial data into its input 
register. RCV. SYNC goes low to indicate the end of 
serial input data. The 8 bits of the input data have the 
same functions described for the DIGITAL OUTPUT. The 
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DIGITAL OUTPUT CODE: A LAW 
Table 1 

Chord Code 
1. 101 
2. 100 
3. 111 
4. 110 
5. 001 
6. 000 
7. 011 
8. 010 

EXAMPLE: 

Chord Value 
O.OmV 
20.1mV 
40.3mV 
80.6mV 
161.1mV 
332mV 
645mV 
1.289V 

Step Value 
1.221mV 
1.221mV 
2.44mV 
4.88mV 
9.77mV 
19.53mV 
39.1mV 
78.1mV 

1 110 0111;, +80.6mV + (2 x 4.88mV) 
Sign Bit Chord Step Bits 
If the sign bit were a zero, then both plus signs would be 
changed to minus signs. 

A/D CONVERTER (A-Law Encoder) TRANSFER 
CHARACTERISTIC 
Figure 6 

"' 

10101010 
10100101 
'10110101 
10000101 
1001 0101 
.11100101 
1111 0101 ~ 

5 11010101} 1100010~ 
~ 0101 0101 01000101 
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a 01100101 

0001 0101 
00000101 
0011 0101 
0010 0101 
00101010 
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D/ A CONVERTER (A-Law Decoder) TRANSFER 
CHARACTERISTIC 
Figure 7 
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transfer characteristic of the DIA converter (A-law 
Decoder) is shown in Figure 7. 

ANALOG OUTPUT, Pin 13 

The analog output is in the form of voltage steps ( 100% 
duty cycle) having amplitude equal to the analog sample 
which was encoded. This waveform is then filtered with 
an external low-pass filter with sinx/x correction to 
recreate the sampled voice signal. 

OPERATION OF CODEC WITH 64kHz XMIT /RCV. 
CLOCK FREQUENCIES 

XMIT /RCV. SYNC must not be allowed to remain at a 
logic "1" state. XMIT SYNC is required to be at a logic 
"O" state for 1 master clock period (min.) before the next 
digital word is transmitted. RCV. SYNC is required to be 
at a logic "O" state for 17 master clock periods (min.) 
before the next digital word is received (Refer to Figures 
12 and 13). 

OFFSET NULL 
The offset null feature of the MK5156 eliminates 
long-term drift errors and conversion errors due to 
temperature changes by going through an offset 
adjustment cycle before every conversion, thus 
guaranteeing accurate A/D conversion for inputs near 
ground. There is no offset adjust of the output amplifier 
because, since the output is intended to be AC-coupled 
to the external filter, the resultant DC error (VoFFSET/O) 
will have no effect. The sign bit is not used to null the 
analog input. Therefore, for an analog input of 0 volts, 
the sign bit will be stable. 

PERFORMANCE EVALUATION 

The equipment connections shown in Figure 8 can be 
used to evaluate the performance of the MK5156. An 
analog signal provided by the HP3552A Transmission 
Test Set is connected to the Analog Input (Pin 1) of the 
MK5156. The Digital Output of the CODEC is tied 
back to the Digital Input and the Analog Output is fed 
through a low-pass filter to the HP3552A. Remaining 
pins of the MK5156 are connected as follows: 

(1) RCV. SYNC is tied to XMIT SYNC 
(2) XMIT CLOCK is tied to MASTER CLOCK. The signal 

is inverted and tied to RCV. CLOCK. 

The following timing signals are required: 

(1) MASTER CLOCK = 2.048MHz 
(2) XMIT SYNC repetition rate = BkHz 
(3) XMIT SYNC width = 8 XMIT CLOCK periods 

When all the above requirements are met, the setup of 
Figure 8 permits the measurement of synchronous 
system performance over a wide range of analog inputs. 
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The data register and ideal decoder provide a means of 
checking the encoder portion of the MK5156 
independently of the decoder section. To test the system 
in the asynchronous mode, MASTER CLOCK should be 
separated from XMIT CLOCK and MASTER CLOCK 

should be separated from RCV. CLOCK. XMIT CLOCK 
and RCV. CLOCK are separated also. Some 
experimental results obtained with the MK5156 are 
shown in Figures 14 and 15. 

SYSTEM CHARACTERISTICS TEST 
CONFIGURATION 
Figure 8 

r- ---- I 
I 1 .020kHz 

SIGNAL 

I SOURCE 

I I 

I I 

DIGITAL 
INPUT DIGITAL 

OUTPUT 

MK5156 

ANALOG 
INPUT 

ANALOG 
OUTPUT 

I 
L 

l 

I 1 .020 kHz I 
NouT NOTCH 

I FILTER I HP3552A 

L __ ------ J 

13 

SouT + NPUT 

DATA 
REGISTER 

SYSTEM 

FILTER 

NOTE: The ideal decoder consists of a digital decompander and a 13-bit precision DAC. 

ABSOLUTE MAXIMUM RATINGS 

IDEAL 
DECODER 

ENCODER 
ONLY 

DC Supply Voltage, V+ ............................................................................... +6V 
DC Supply Voltage, V- ............................................................................... -6V 
Operating Temperature ...................................................................... 0°C to 70°C 
Storage Temperature .................................................................... -55°C to +125°C 
Package Dissipation at 25°C (Derated 9mW/°C when soldered into PCB) ............................ 500mW 
Digital Input ............................................................................ -0.5V :5 VIN :5 V+ 
Analog Input .............................................................................. V- :5 VIN :5 V+ 
+VREF .............................................................................. -0.5V :5 +VREF :5 V+ 
-VREF .............................................................................. V- :5 -VREF;:::: +0.5V 
Stresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating only and functional operation of 
the device at these or any other condition above those indicated in the operational sections of this specification is not implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device reliability. 

ELECTRICAL OPERATING CHARACTERISTICS 
POWER SUPPLY REQUIREMENTS 

SYM PARAMETER 

V+ Positive Supply Voltage 

V- Negative Supply Voltage 

+VnF Positive Reference Voltage 

-VREF Negative Reference Voltage 

MIN 

4.75 

-5.25 

2.375 

-2.625 

Vll-29 

TYP MAX UNITS NOTES 

5.0 5.25 v 
-5.0 -4.75 v 
2.5 2.625 v 1 

-2.5 -2.375 v 1 

I 



TEST CONDITIONS: V+ = 5.0V, V- = -5.0V,+ VREF = 2.5V, -VREF = -2.5V 
DC CHARACTERISTICS 

SYM PARAMETER MIN TYP 

R1NAS Analog Input Resistance During Sampling 2 

R1NANS Analog Input Resistance Non-Sampling 100 

C1NA Analog Input Capacitance 150 

VoFFSET/I Analog Input Offset Voltage ±1 

RouTA Analog Output Resistance 20 

louTA Analog Output eurrent 0.25 0.5 

(VoFFSET;o) Analog Output Offset Voltage -200 

liNLOW Logic Input Low Current (VIN = 0.8V) 
Digital Input, Clock Input, Sync Input ± 0.1 

iJNHIGH Logic Input High Current (V1N = 2.4V) 
Digital Input, Clock Input, Sync Input -0.25 

Coo Digital Output Capacitance 8 

looL Digital Output Leakage Current ± 0.1 

VouTLOW Digital Output Low Voltage 

VouTHIGH Digital Output High Voltage 3.9 

I+ Positive Supply Current 4 

I- Negative Supply Current 2 

IREF+ Positive Reference Current 4 

IREF- Negative Reference Current 4 

AC CHARACTERISTICS (Refer to Figure 10 and Figure 11 I 

SYM PARAMETER MIN TYP 

FM Master Clock Frequency 1.5 2.048 

FR, Fx XMIT, RCV. Clock Frequency 0.064 2.048 

PWcLK Clock Pulse Width (MASTER, XMIT, RCV.) 200 

tRc, tFc Clock Rise, Fall Time (MASTER, XMIT, RCV.) 

tRs, tFs Sync Rise, Fall Time (XMIT, RCV.) 

to1R,to1F Data Input Rise, Fall Time 

_a_ 
twsx, twsR Sync Pulse Width (XMIT, RCV.) Fx(FR) 

tps Sync Pulse Period (XMIT, RCV.) 125 

txcs XMIT Clock-to-XMIT Sync Delay 50% of 
tFc(tRs) 

txcsN XMIT Clock-to-XMIT Sync (Negative Edge) Delay 200 

Vll-30 

MAX UNITS NOTES 

kO 2 

MO 

250 pF 

±8 mV 

50 n 
mA 

± 850 mV 

±10 µA 3 

-0.8 mA 3 

12 pF 

±10 µA 

0.4 v 4 

v 4 

10 mA 

6 mA 

20 µA 

20 µA 

MAX UNITS NOTES 

2.1 MHz 

2.1 MHz 

ns 

25% of 
PWcLK ns 

25% of 
PWcLK ns 

25% of 
PWctK ns 

µS 

µs 

ns 6 

ns 



AC CHARACTERISTICS CONTINUED (Refer to Figure 10 and Figure 11) 

SYM PARAMETER MIN TYP MAX UNITS NOTES 

txss XMIT Sync Set-Up Time 200 ns 

txoo XMIT Data Delay 0 200 ns 4 

txor XMIT Data Present 0 200 ns 4 

txoT XMIT Data Three State 150 ns 4 

tooF Digital Output Fall Time 50 ns 4 

tooR Digital Output Rise Time 50 ns 4 

tsRC RCV. Sync-to-RCV. Clock Delay 50% of 
tRc (tFs) ns 6 

tRDS RCV. Data Set-Up Time 50 ns 5 

tRDH RCV. Data Hold Time 200 ns 5 

tRcs RCV. Clock-to-RCV. Sync Delay 200 ns 

tRSS RCV. Sync Set-Up Time 200 ns 5 

tsAo RCV. Sync-to-Analog Output Delay 7 µS 

SLEW+ Analog Output Positive Slew Rate 1 V/µs 

SLEW- Analog Output Negative Slew Rate 1 V/µs 

DROOP Analog Output Droop Rate 25 µV/µs 

SYSTEM CHARACTERISTICS (Refer to Figures 14 and 15 I 

SYM PARAMETER MIN 

SID Signal-to-Distortion Ratio 35 
29 
24 

GT Gain Tracking -0.4 
-0.8 
-2.5 

Nie Idle Channel Noise 

TLP Transmission Level Point 

NOTES: 
1. + VReF and -VAeF must be matched within ±1 % in order to meet system 

requirements. 
2. Sampling is accomplished by charging the internal capacitor to within Y2 

LSB (~300µV) in 20µs. Therefore, the external source resistance must be 3k 
or less. The equivalent circuit during sampling is shown in Figure 9. 

3. The MK5156 will source current through an internal 6kn resistor to help 
pull up the TTL output. When a transition from a "1 "to a "O" takes place, the 
user must sink the "1" current until reaching the "O" level. 

4. Driving one 74Lor74LS TILload plus 30pf with loH ~ -100µA, loL = 500µA. 
5. The first bit of data is loaded when Sync and Clock are both "1" during bit 

time 1 as shown on RCV. timing diagram. 
6. This delay is necessary to avoid overlapping Clock and Sync. 

TYP MAX UNITS TEST COND. 

39 dB Analog lnput=O to -30dBm0 

34 dB Analog lnput=-40dBmO 

29 dB Analog lnput=-45dm0 

±0.1 +0.4 dB Analog lnput=+3 to -37dBmO 

±0.1 +0.8 dB Analog lnput=-37 to -50dBmO 

±0.2 +2.5 dB Analog lnput=-50 to -55dBm0 

-80 -72 dBmOp Analog lnput=O Volts 

+4 dB 60011 

EQUIVALENT INPUT RESISTANCE 
CIRCUIT DURING SAMPLING 
Figure 9 

SOURCE 

CODEC 

SAMPLE 
GATE 
RESISTANCE 

RESISTANCE .;;&k 

Qk 
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TRANSMITTER SECTION TIMING 
Figure 10 
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RECEIVER SECTION TIMING 
Section 11 
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CLOCK 
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tRSS 

5 
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NOTE: All. rise and faH times are measured from 0.4V and 2.4V. All delay times are measured from 1.4V. 
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64kHz OPERATION. TRANSMITTER SECTION TIMING 
Figure 12 
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NOTE: All rise and fall times are measured from 0.4V and 2.4V. All delay times are measured from 1.4V. 

64kHz OPERATION. RECEIVER SECTION TIMING 
Figure 13 
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MK5156 S/D RATIO VS. INPUT LEVEL 
Figure 14 
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INPUT LEVEL ldBmOl 

M5156 .. GAIN TRACKING;PERFORMANCE 
Figure 15 
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MOSTEI<. 
µ-255 LAW COMPANDING CODEC AND FILTERS 

DESCRIPTION 

The MK5300 is a monolithic device containing both transmit 
and receive filters and a µ-255 companding CODEC on a 
single chip. The transmit section of the MK5300 is composed 
of an input op amp, a band-pass filter, and an AID converter. 
The receive section of the MK5300 is composed of a DI A 
converter, a low-pass filter, and power driver amplifiers. 

MK5300 

The MK5300 features a microcomputer mode which provides 
on-chip time slot computation. A direct mode is also provided 
in order to directly control the CODEC by control data input. 
The transmit, receive, and control sections may be operated 
synchronously or asynchronously. The MK5300 also features 
a stable on-chip voltage reference to provide accurate AID 
and D/ A conversions. 
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INTRODUCTION 

A general trend towards the conversion of voice sig­
nals to digital information is currently occurring. 
TDM PCM is the most popular form of digital trans­
mission. 

Today there are several important applications for 
this TDM scheme: 
1. A high speed digital data link between central 

offices to pass many conversations over one pair 
of wires. 

2. The electronic connection of two different circuit 
paths. 

3. Concentrators 

Traditionally this connection had been done by 
electromechanical crossreed switches. Very low "on" 
resistance, low crosstalk, and immunity from the 
large ringing or transient voltages were required. Since 
the electromechanical technique was deemed to be of 
lower reliability, an all electronic approach was 
desired. Electronic cross point switches were designed 
and built, but because the electrical requirements 
mentioned above are extremely difficult to meet, the 
results were not entirely satisfying. 

The digital approach obviates the analog switch pro­
blem by first performing an A to D conversion, then 
assigning a time slot for each voice channel. For the 
03 channel bank, 24 channels of digital data of 8 bits 

BkHz SAMPLING SYSTEM 
Figure 1 

MOSTEI<® 
INTEGRATED PCM CODEC 

Technology Update 

per word are transmitted in a serial bit stream at 
1.544 Mbits/sec. Each voice channel is sampled at an 
8kHz rate so this signal must be bandlimited to less 
than 4kHz in order to prevent undesirable aliasing. 

Figure 1 shows how a 1 kHz input signal is sampled 
every 125 µsec. At each of these sampling times, the 
analog information is converted into an eight-bit 
digital word that is later sent out in serial format at 
the 1.544 Mbits/sec rate. 

Figure 2 shows how the 24 voice channels are time 
division multiplexed onto one wire (for simplicity 
only simplex operation is shown). 

Channel 1 analog information is first bandlimited to 
less than 4kHz, then sampled and converted to a com­
panded digital code. This 8 bit word is serially trans­
mitted to a multiplexer where digital information 
from all the other channels are assimalated. The final 
bit stream of 1.544mbit/sec is sent to the demulti­
plexer where the appropriate alphanumeric channel is 
connected to numeric channi:il. This control (se­
lection) is done by the main computer or processor. 
One may see that any numeric channel could be con­
nected to any alphanumeric channel by means of a 
different time slot assignment. This completes the 
switching in a completely digital manner. 

B B 

I 
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24 CHANNEL MULTIPLEXING 
Figure 2 
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For T1 carrier systems, the digital PCM information 
might be transmitted between central offices.. For 
PBX applications, the PCM technique is used to allow 
the switching to be done digitally. The accuracy of 

; the subsequent D-A conversion preserves the voice 
quality so that insertion loss is not a problem. 

' We selected the metal gate CMOS process for several 
reasons. First it is extremely low power, which is of 
great concern. Secondly, it allows for high-quality, 
matched capacitors in a minimum of chip size. Criti­
cal analog circuit design is done well in CMOS: for 
example, high gain amplifiers and comparators. Also, 
the metal gate CMOS process is one that is well 
proven in high volume production. 

By using the CMOS process, only two supplies are 
necessary, plus and minus five volts. To minimize 
power, all the digital logic is run from the plus 5V 
supply to ground, and only the analog section ope­
rates from ± 5 volts. 

DIGITAL 
J1.Il.I1J"'L 

DIGITAL 
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CHIP ARCHITECTURE 

Figure 3 shows the block diagram representation of 
the CODEC chip. The important features of the 
scheme used are listed below: 

1. Two independent DAC's for encode and decode 
functions provide system isolation not achievable 
using shared DAC approach. The capacitive two 
DAC approach also eliminates external sample/ 
hold capacitors as well as an external filter for offset 
which is required in the shared DAC approach. This 
minimizes the external components required. 

2. Complete signalling compatibility with 03 chan­
nel bank requirements. 

3. Since the companding law is implemented using 8 
to 13 bit converter, the DAC is a linear DAC thus 
minimizing the number of analog components to 
only the minimum required for system implemen­
tation, namely two: one comparator and only one 
op-amp on the entire chip. Minimizing the linear 
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CODEC BLOCK DIAGRAM 
Figure 3 
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components helps reduce system operating power 
which was the overriding consideration in chip de­
sign. Using the CMOS process, the digital portions 
dissipate power only during transitions. The linear 
sections consume power continuously. 

4. The digital companding section allows easy con­
version from mu-law to A-law. The CODEC allows 
data input/output rates from 64kHz to 2.1 MHz; 

5. Asynchronous or synchronous operation. 

MODES OF OPERATION 

The XMIT and Receive function are completely inde­
pendent of each other and of the master clock. Thus 
the chip can operate in synchronous/asynchronous 
mode at various input/output clock rates. The chip 
timing diagram is shown in Figure 4 and the Receive 
and XMIT modes of operation are described in detail 
below: 

(a) Receive Mode of Operation 
In the receive mode of operation, the serial input 
data is shifted into the input buffer at the receive 
clock rate during the period receive sync. is high. 

B SIG A SIG 
OUT OUT 

The encode process is halted after the falling edge 
of receive sync pulse) for about 5 to 7 µs, and the 
translated data from 8 to 13 bit converter is latched 
into the 13 bit receive latch which updates the 
output of the receive DAC with 100% duty cycle. The 
receive DAC acts as a sample and hold and is 
buffered by the unity gain op amp to the output. 
During the signalling frame a 7 bit decode is per· 
formed and the 8th data bit is latched into the 
SigA/SigB output latch as selected by the A/B Se­
lect ( RCV) input. When the eight bit of a word is 
a signalling bit, it is assigned the value of Y. step. 
This results in a lower SID ratio than if it were 
arbitrarily set to either a one or zero. 

(b) Transmit Mode of Operation: 
In this mode of operation the analog signal is 
sampled in the input sample/hold which performs 
the offset-null function simultaneously as described 
in the circuit operation section. Following the hold 
mode, the encoding process is completed using 
successive approximation technique. The operation 
of the XMIT DAC is similar to the operation of the 
receive DAC as described earlier. After the encode 
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A/D AND D/A CONVERSION TIMING 
Figure 4 
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process is completed, the output of the SAR is 
loaded into the output buffer. The data is trans­
mitted serially at the output clock rate during the 
period the XMIT SYNC is high. During the signalling 
frame, signalling information (SigA/SigB) is in­
serted into the output bit stream in place of the 8th 
data bit as selected by the A/B select (SMIT) input. 

CIRCUIT DESCRIPTION 

The system timing is controlled by the sequence con­
troller which operates at master clock rate of 1.5 - 2.1 
MHz. All necessary signals, e.g. and S&H, SAR clock 
Encode/Decode control, etc; are generated in this 
section. To insure proper encode operation, decode 
interrupt is allowed only when the internal SAR clock is 

CAPACITOR LADDER 
Figure 6 

low thus resulting in a variable (5-7 µs) decode interrupt 
interval. 

The 8 to 13 bit converter gives a one-to-one transla­
tion between 8 bit companded code at its input to a 
13 bit linear code at its output thus allowing the use 
of a linear DAC in the digital-to-analog conversion 
process. 

The 13-bit linear DAC operates on the charge distri­
bution principal of a binary weighted capacitor 
ladder. 

As shown in Figure 5, the capacitor ladder has two 
sections of 7 bits (7 most significant bits) and 6 bits 
(6 least significant bits) connected by a 64: 1 capac­
itor divider. The equivalent circuit of the two sections 
can be drawn as shown in Figure 6. 
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CAPACITOR LADDER EQUIVALENT CIRCUIT 

WHERE Wn = 0 or 1 for the n th bit. 

Cn = n th bit capacitor. 

Vr = Reference Voltage f+Vret or ·Vref) 

The output of the OAC can be written as: 

VOAC = ~ [ 7 13 1 
128 2: Wn Cn + 2: Wn (Cn/64) 

n=1 n=B 

which is equivalent to the output of a 13 bit OAC 
with an equivalent output capacitance of 128pF. 

In the encode section this equivalent capacitor of 
128pF is also employed to perform the additional 
function of offset-null and sample-hold as shown in 
Figure 7. 

OFFSET NULL/SAMPLE HOLD 
Figure 7 s2 

Vml~~ 
SIGNAL-TO-NOISE RATIO 
Figure 9 
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Initially S1 is connected to Vin and S2 is closed. The 
op. amp. is operating as a unity gain follower and its 
offset voltage (V off). along with the analog input voltage, 
is stored on the capacitor. 

Then switch S2 is opened and S1 is switched to ana­
log ground. The voltage at the inverting input of the 
op-amp is now Voff-Vin· Thus when the amplifier 
operates with S2 open it acts as a comparator with 
effectively zero offset and -Vin applied on its 
inverting input. The other end of the capacitor can 
now be operated as a OAC. Thus the capacitor ladder 
performs all the necessary functions of offset-null 
sample-hold as well as a DAC in the encode section of 
the chip. 

EXPERIMENTAL RESULTS 

The set up of Figure 8 was used to evaluate the chip 
performance. 

CHIP PERFORMANCE 
Figure 8 

Unit#1 

XMIT 1 

RCV 1 

Unit#2 

XMIT2 

RCV2 

The MK5151 CODEC performance exceeds the AT& 
T 03 channel bank specifications. Figure 9 shows the 
signal-to-quantizing distortion as a function of input 
level. 

Idle channel noise of 13-14dBrnCO is better than the 
03 spec by 9-10dB. Gain tracking is shown in Figure 
10. 

-30 -40 -45 -50 -60 

INPUT LEVEL fdBmO) 
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GAIN TRACKING 
Figure 10 

iii 
';! I 
Cl 
z 
;; 
u 0 

03 CHANNEL BANK SPECS 
t:'.11><<<.t<ttttt ( (<(.(It</ ttl< t/l(I 

c0.5 
+3 0 -10 -20 -30 -40 -50 -55 -60 

~ ~t---;;"""::;:::=::==:::::::i~====~====::::i~======"T"'====:::::::::?::::J;=:::I"" 
z 0-0.5 0 5 -0.1 -0.1 -0.1 -0.15 -0.1 
~ r,,,,,,,,,,,,,,","'"''''''''· 

INPUT LEVEL (dBm) MK6161 
-1 

-2 

-3 

Operating power measured at room temperature typi· 
cally is 30mW. This is low enough that a stand-by 
mode is not deemed necessary. The European A-law 

version of the CODEC is also available and is simply a 
metal mask variation of this product. Chip size is 170 
x 184 mils. 
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FEATURES 

D Monolithic device includes both transmit and receive 
filters 

D CCITT G712 and AT&T D3/D4 compatible 

D Transmit filter includes 50/60Hz rejection 

D Receive filter includes sin x/x compensation 

D External gain adjustment, both transmit and receive 
filters 

D Lower power consumption 

D Direct interface with transformer or electronic 
telephone hybrids 

D ± 5% power supplies; +5V, -5V 

D Standard 16-pin package. 

D Pin-for-pin compatible with the Intel 2912 PCM filter 

DESCRIPTION 

The MK5912 is a monolithic device containing the two 
filters of a PCM line or trunk termination and is designed 
to minimize power dissipation, maximize reliability and 
provide a low-cost alternative to hybrid filters. The pin 
connections are shown above. 
The device consists of two switched-capacitor filters, 

r--------
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MOSTEI<8 
PCM TRANSMIT /RECEIVE FILTERS 

MK5912 

PIN CONNECTIONS 

VFxl+ 16 VFxO 

VF xi- 2 15 GRDA 

GSx 3 14 CLOCK 

VFRO 4 13 PDWN 

PWRI 5 12 CLK 

PWRO- 6 11 GRDD 

PWRO- 7 10 VFRI 

Vee 8 9 Vee 

transmit and receive, and power amplifiers which may 
be used to drive a transformer hybrid (2-to-4-wire 
converter) or an electronic hybrid (SLIC). If an electronic 
hybrid is used, the power amplifiers are not needed and 
may be deactivated to minimize power dissipation. The 
transmit filter is a band-pass filter which will pass 
frequencies between 300Hz and 3200Hz and provides 
rejection of the 50/60Hz power line frequency as well 
as the anti-aliasing needed in an SkHz sampling system. 
The receive filter is a low-pass filter which smooths the 
voltage steps present in the CODEC output waveform 
and provides the sin x/x correction necessary to give 
unity gain in the passband for the CODEC-decoder-and­
receive-filter pair. A typical line termination is shown 
below. 
The MK5912 is designed to be used with the Mostek 
family of CODECS. 

MK5912 

LOW­
PASS 
FILTER 

MK5151 
MK5116 

Or 
MK5156 
CODEC 

I 
I 

PCM I 
HIGHWAY 

I 
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FEATURES 

o Repertory of 10, 24, 50, or 100 20-digit call numbers 

o Repertory size determined automatically by the 
amount of memory installed 

D Speed dialing of the desired call number 

o Repertory easily updated by user 

o Each call number has an associated address code. 
Display drive is provided to display the address code 
and the 20-digit call number 

o When a phone number is manually dialed, the digits 
will be displayed as they are entered 

o Any number in the repertory can be displayed 

o The last number dialed is retained in an internal dial 
buffer for redialing 

o Single-button dialing, with up to 32 numbers in two 
16-number groups 

o Controls either a tone dialer or a pulse dialer 

D On-chip segment encoding 

D Will interface 2102 or MK4104 static memory 

o Digital real-time, 12/24-hour, 50/60 Hz clock 

o 100-hour timer 

D Two keyboard options 

o Operates on an inexpensive TV color-burst crystal 

D Single +5 volt ± 5% power supply 

DESCRIPTION 

The MK5170 is a multi-function Repertory Dialer circuit 
utilizing ion-implanted, N-channel silicon gate 
technology and advanced circuit design techniques to 
provide maximum cost-effectiveness and flexibility. Pin 
connections are shown in Figure 1, and a block diagram 
is shown in Figure 2. 

MOSTEI<® 
REPERTORY DIALER 

PIN CONNECTIONS 
Figure 1 

xn1-1 

SA/MAO-- 3 

SB/MA1- 4 

SC/MA2-- 5 

SD/MAJ-- 6 

DSO/MAS- 8 

DS1/MA 9--- 9 

DS2/MA 10-10 

DSJ/MA 11-11 

DS4/RtW--12 

ff1s--1731 -15 

SP/MA7--16 

SG/MA6-17 

SF/MA5-18 

SE/MA4--19 

BLOCK DIAGRAM 
Figure 2 

MK5170 

MK5170 

40,.__+5V,.±. 5% 

39-PciC 

38-50/&0Hz 

37,..._..R;;;; 

36..--... Ro;'2 

35..-....R;"i 

34~Row4 

33-Coii 

32 ............ Coi2' 
31 ............ Coil 
30__._Col4 

29-- MEM. DATA OUT 

2a-#o-ff15 

27- KBD. SCAN IN 

26-MEM. DATA IN 

25- iNit1'iiAL 
24-0N-HDOK 

23-DiiiiJiiiG 

22-BLANK DISPLAY 

21--N/C 

Several different modes of operation are possible. For 
minimal component count, the system of Figure 3 can 
be used with the keyboard configuration shown in 
Figure 4. This configuration is ideally suited to a 10-
number repertory system and places the function 
control buttons on column 4 of a standard telephone 
keypad. For systems with more features, the system of 
Figure 5 can be used with the input matrix shown in 
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Figure 6. Note that the input matrix of Figure 6 permits 
the use of a calculator-type 1-of-N keyboard. The matrix 
includes both push-buttons and diode-selectable 
options. The options are selected by connecting a diode 
between the appropriate digit strobe and the keyboard 

BASIC REPERTORY DIALER SYSTEM 
Figure 3 
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scan input. Digit strobes are generated by an external 
decoder which is driven by the MKS 170 (See Figure 7). 
Figure 8 provides two single-key dialing configurations. 
Up to 32 individual dial entry keys (#0 - #31) are 
possible. 
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FULL FEATURE REPERTORY DIALER SYSTEM 
Figure 5 
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DIGIT SELECT ENCODER 
Figure 7 

FROM 
MK5170 

081/MAl,._----------..--t-''1 
D&2/MA10,._ _________ ,_+-+-"'I 

DS3/MA11----"42 , A 

0&4/fVW,.._----3-18 

=----<!>--<!',. 

.... 

TWO CONFIGURATIONS FOR SINGLE-KEY DIALING 
Figure 8 
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Four types of functions are used to control the dialer: (1) 
ENTER/DIAL allows entry and dialing of telephone 
numbers, (2) STORE enables storage of entered 
numbers, (3) CLEAR clears erroneous entries or begins 
a data entry sequence and (4) PAUSE provides for inter­
group pauses while dialing. Note that one of three 
lengths of pause may be selected: 

(a.) Infinite pause which is terminated either by 
pressing the ENTER/DIAL button or by pressing one of 
ihe #0 through #31 keys; (b.) Short pause (1.5 seconds) 
which is terminated either by a 1.5-second time-out or 
by the means described in (a.); and (c.) Long pause (5 
seconds) which is terminated either by a 5-second 
timeout or by the means described in (a.). 

Two additional buttons are used to control the clock and 
the timer. DISP. TIMEcausestheMK5170todisplaythe 
current time. If this button is pressed and held for more 
than 3 seconds, thenthe MK5170will enterthesettime 
mode. During the 3-second timeout, the colons will stop 
flashing. At the conclusion of the timeout, the colons 
will resume flashing and the time can be set via the 
number keys. SIS TIMER provides for displaying the 
timer as well as starting and stopping it. If SIS TIMER is 
pressed and the timer is not being displayed, the display 
will change to show the timercount. lfthetimer is being 
displayed when S/S TIMER is pressed, the timer will 
start if it is not running and will stop if it is running. 

An additional feature of the MK5170 is that, once a 
minute, the current time is stored in external RAM. The 
storage occurs on the minute transition. For example, as 
the time changes from 1 :02 to 1 :03, 1 :02 will be stored. 
If AC power is then lost between 1 :03:00 and 1 :03:59, 
the clock will power up at 1 :02:00 when AC power is 
restored. To further explain the operation of the 
Mk5170, a few examples are given below: 

EXAMPLE 1: Storing a Number to be Dialed Later 
Using ENTER/DIAL 

1. With the phone on-hook, press the ENTER/DIAL key. 
Digits 21 and 22 (See Figure 9), the address code, will 
show only decimal points. The remainder of the 
display will show the contents of the dial buffer. If the 
dial buffer is empty, only decimal points will be 
shown in digits 1 through 20. 

2. Enter the address code. As the address code is 
entered it will be displayed in digits 21and22. lfonly 
1 K of memory has been installed, the first digit will be 
entered into digit 21 and digit 22 will be zero. 
Otherwise, the first entry will be displayed in digit 22 
and the second entry will be displayed in digit 21. 
After a number has been entered in digit 21, the 
memory contents referenced by the address code will 
be shown on the display. If nothing has been stored in 
the referenced location, only decimal points will 
show in digits 1 through 20. 

3. If digits 1 through 20 are not blank, press the CLEAR 
key. Enter the number to be dialed. As the digits are 
entered, they will appear on the display beginning at 
digit 20. If a pause is required, press the appropriate 
pause key. The code corresponding to the key, as 
shown in Figure 10, will appear on the display. 

4. Press the STORE key. The telephone number shown 
in digits 1 through 20 will be stored in the memory 
location specified by the address code. 

EXAMPLE 2: Dialing a Stored Number Using 
ENTER/DIAL 

1. Lift the receiver and press the ENTER/DIAL key. 
Digits 21 and 22, the address code, will show only 
decimal points. 

2. Enter the address code. Entry will be as described in 
Step 2 of Example 1. The dialing sequence will begin 
when the number is recalled from memory. 

3. If the call wasn't completed, hang up the receiver. To 
redial the number, lift the receiver and press the 
ENTER/DIAL key twice. 

EXAMPLE 3: Storing a Dialed Number Using 
ENTER/DIAL 

1. Lift the receiver and dial the number. As the keys are 
pressed their corresponding code will appear on the 
display. The address code will show only decimal 
points. If the keyboard of Figure 4 is used,* and# can 
be dialed. If a pause key is pressed, its code will 
appear on the display but the pause will not occur. If 
the number is redialed or stored and recalled from 
memory, the pause will be executed when it is 
encountered. 

2. Before going on-hook, press the ENTER/DIAL key 
followed by the desired address code. Entry will be as 
described in Step 2 of Example 1. After digit 21 is 
entered, press the STORE key. The telephone 
number will be stored in the location specified by the 
address code. 

EXAMPLE 4: Storing a Number to be Dialed Later 
using #0 - #31 

1. With the phone on-hook, press the button (#0 - #31) 
corresponding to the desired number. The address 
code will be two digits corresponding to the pressed 
button. 

2. Proceed as described in Steps 3 and 4 of Example 1. 
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EXAMPLE 5: Dialing a Stored Number Using #0 -
#31 

1. Lift the receiver and press the button (#0 - #31) 
corresponding to the desired number. The address 
code will be two digits corresponding to the pressed 
button. As soon as the number is recalled from 
memory, the dialing sequence will begin. 

2. If the call was not completed, proceed as described in 
Step 3 of Example 2. 

EXAMPLE 6: Setting the Clock 

1. Press the DISP. TIME button and hold for 3 seconds. 
While the key is held, the colons will not flash. After 
the 3-second timeout, the colons will resume 
flashing. 

2. Press the CLEAR key. The time will be reset to 1 a.m. 

3. Enter the desired time via the number keys. Illegal 
entries will be ignored. If an error is made, repeat step 
2. Only the first 4 entries will be accepted. 

4. After the correct data has been entered, press the 
DISP. TIME key. Clock setting will then be disabled. 

EXAMPLE 7: Displaying the Clock 

1. Press the DISP. TIME button. The clock will be 
displayed but cannot be set unless the sequence 
shown in Example 6 is followed. 

2. If the CLOCK ENABLE diode has been installed (see 
Figure 6), the clock will automatically be displayed 10 
seconds after dialing is completed. 

EXAMPLE 8: Operating the Timer 

1. Whenever it is desired to display the timer, press the 
SIS TIMER button. 

2. If the timer is being displayed when the S/S TIMER 
button is pressed, one of the following actions will 
result: a. If the timer is running, it will stop 
b. If the timer is stopped, it will start 

3. If the timer is being displayed when the CLEAR 
button is pressed, it will be cleared to 00.00.00. 

DISPLAY ORGANIZATION 
Figure 9 

Digits 22 & 21 -
Digits 20 - 1 -

Digits 20 - 15 -
Digits 20 - 15 -
Digits 19 & 17 -

Address Code (Rep Dialer Mode) 
Dial Buffer Contents (Rep Dialer 
Mode) 
Real time - H.M.S. (Clock Mode) 
Elapsed Time - H.M.S. (Timer Mode) 
Decimal Points (Flashing in Clock 
Mode; Fixed in Timer Mode) 

CHARACTER FONT 
Figure 10 

Blank 
Asterisk 

0 0 5 5 Pound 
1 I 6 6 
2 2 7 I Long Pause 
3 3 8 B Short Pause 
4 y 9 g Infinite Pause 

FUNCTIONAL PIN DESCRIPTION 

Pin 1, XTL 1 and Pin 2, XTL2 

. 
8 
B 
8 
8 
8 

These pins are the time-base inputs. With a crystal 
connected between these pins, the MK5170 will 
provide the Row/Column timing shown in the AC 
characteristics section. No other oscillator components 
are required. 

Pin 3, SA/MAO 

This output normally has segment A information forthe 
display. During memory access, this output drives the 
LSB of the memory address. 

Pin 4, SB/MA1 

This output normally has segment B information for the 
display. During memory access, this output drives the 
2nd LSB of the memory address. 

Pin 5, SC/MA2 

This output normally has segment C information for the 
display. During memory access, this output drives the 
3rd LSB of the memory address. 1 

Pin 6, SD/MA3 

This output normally has segment D information for the 
display. During memory access, this output drives the 
4th LSB of the memory address. 

Pin 7, N/C 

This pin has no user-accessible function but it should 
not be used as a tie point. 
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Pin 8, DSO/MAS 

This output normally has the LSB of the digit select 
code. During memory access, this output drives the 4th 
MSB of the memory address. 

Pin 9, DS1 /MA9 

This output normally has the 2nd LSB of the digit select 
code. During memory access, this output drives the 3rd 
MSB of the memory address. 

Pin 10, DS2/MA10 

This output normally has the 3rd LSB of the digit select 
code. During memory access, this output drives the 2nd 
MSB of the memory address. 

Pin 11. DS3/MA11 

This output normally has the 2nd MSB of the digit select 
code. During memory access, this output drives the 
MSB of the memory address. 

Pin 12, DS4/R/W 

This output normally has the MSD of the digit select 
code. During memory access, this output drives the 
memory read/write line. A low on this pin enables the 
write mode; a high allows the memory to be read. 

Pin 13. CE1 

This output enables the least significant memory chip. 

Pin 14, CE2 

This output enables the most significant memory chip. 

Pin 15, #16 • #31 

This input is used to interrogate single-key 
ENTER/DIAL keys 16 through 31. As shown in Figures. 
these keys are tied to digit strobes 1 through 16, 
respectively. 

Pin 16, SP/MA7 

This output normally has segment P (decimal point) 
information for the display. During memory access, the 
output drives the 5th MSB of the memory address. 

Pin 17. SG/MA6 

This output normally has segment G information for the 
display. During memory access, this output drives the 
6th MSB of the memory address. 

Pin 18. SF/MA5 

This output normally has segment F information for the 
display. During memory access, this output drives the 
6th LSB of the memory address. 

Pin 19, SE/MA4 

This output normally has segment E information for the 
display. During memory access, this output drives the 
5th LSB of the memory address. 

Pin 20, GND 

This pin is logic and circuit ground. 

Pin 21. N/C 

This pin has no user-accessible function but it should 
not be used as a tie point. 

Pin 22. Blank Display 

This signal goes low to blank the display by inhibiting an 
external digit select decoder. 

Pin 23. Dialing 

This output goes low during a dialing cycle and is used to 
disable the 2-of-8 keyboard. 

Pin 24, On-Hook 

If this pin is pulled low, the telephone is on-hook and the 
ENTER/DIAL key functions as an ENTER key. If this 
input goes low during dialing, dialing is terminated and 
the dialer resorts to its normal scanning routine. If this 
pin is high, the telephone is off-hook and dialing can 
occur. 

Pin 25. lnh. Dial 

This pin goes low during data entry to inhibit the 
MK5090 or MK5098 and prevent tones or pulses from 
being generated. 

Pin 26, MEM. DATA IN 

The dialer uses this pin to read data from the external 
memory. 

Pin 27, KBD. SCAN IN 

This is the input for the function keys, options and 
number keys. The use of the options is described below: 

IX-9 

50/60 Hz (D23) (See Figure 6) 

If a diode is not installed, the MK5170 will require 
a 60 Hz timebase for the clock and timer. Installing 
a diode indicates that a 50Hz timebase is to be 
used. I 



12/24 HR (D22) (See Figure 6) 

If a diode is not installed, the MK5170 will display 
the clock in 12-hr format. Installing a diode will 
cause the clock to be displayed in 24-hr format 
with leading zeroes. 

Enable Clock (D21) (See Figure 6) 

10 seconds after the MK5170 completes a dialing 
cycle, one of two actions will occur: (1) If the 
Enable Clock diode is installed, the MK5170 will 
display the clock or (2) If the diode is not installed, 
the display will be blanked. Pressing any key will 
unblank the display. 

The use of the remaining keys is described in Table 
1 . State Control Sequence for the MK5170 
Repertory Dialer. 

Pin 28, #0 - #16 

This input is used to interrogate single-key 
ENTER/DIAL keys 0 through 15. As shown in Figure 8, 
these keys are tied to digit strobes 1 through 16, 
respectively. 

Pin 29, MEM. DATA OUT 

This output is used to transmit data to the external 
memory. 

Pin 30 through Pin 33, COL 4 through COL 1 

These pins are used to interrogate the keyboard 
columns and to drive the column inputs of the MK5090 
tone dialer or MK5098 pulse dialer. 

Pin 34 through Pin 37, ROW4 through iiOW1 

These pins are used to interrogate the keyboard rows 
and to drive the row inputs of the MK5090 tone dialer or 
MK5098 pulse dialer. 

Pin 38, 60/60 Hz 

This input provides the time base for the real time clock. 

Pin 39, POC 

This input can be used to force a power-on-clear. 

Pin 40, Vee 

+5V, ± 5% 

STATE CONTROL SEQUENCE FOR THE MK6170 REPERTORY DIALER 
Table 1 

LAST FUNCTION PRESENT 
STATE ENTERED FUNCTION RESULTS 

Power Up None None Display all decimal points; digits blanked 

None Disp. Time Display clock. Will show 1 .00.00 if memory power 
has failed or if this is the first application of power. 
Otherwise, it will show the time at which AC powe~ 
was lost. 

None SIS Timer Display timer. 00.00.00. Timer not running 

None E/D Display phone number. Display will not change. 

None Digits,* #, Display the symbol for each digit or function as it i~ 
Long/Short/Inf. is entered. Any entries above 20 digits are ignored. 
Pa.use 

None Clear No change 

None Store No Change 

None #0 - #31 Show the number stored in the corresponding 
memory location. If nothing has been stored, display 
all decimal points with digits blanked, except for 
address code. If off-hook, dial the number. 
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Table 1 Continued 

LAST FUNCTION PRESENT 
STATE ENTERED FUNCTION RESULTS 

Display Clock Disp. Time Disp. Time No change. Colons will not flash while Disp. Time 
switch is held. If switch is held for more than threej 
seconds, the colons will start flashing and the 
MK5170 will enter the set clock state. 

SIS Timer Display timer. Colons not flashing. 

E/D Blank address code, display phone number. 

Long/Short/Inf. No change 
Pause, Clear, Store 

#0 - #31 Show the number stored in the corresponding 
memory location. If off-hook, dial the number. 

Digits,*,# Display the digit orfunction when it is entered. Start 
manual entry sequence. 

Display Timer SIS Timer S/S Timer If timer was running, stop. If timer was not running, 
start. 

Clear Clear timer. 

Disp. Time Display clock. 

Long/Short/Inf. No change 
Pause, Store 

Digits,#,* Display the digit or function when it is entered. Start 
manual entry sequence. 

EID Blank address code, display phone number 

#0 - #31 Show the number stored in the corresponding 
memory location. If off-hook, dial the number. 

Manual Entry Digits,*,# Digits,#,*, Display the symbol for each digit or function as it is 
Long/Short/Inf. entered. Entries above 20 digits are ignored. 
Pause 

Clear Clear the display 

Disp. Time Display clock 

Store, E/D No change 

#0 - #31 Display the number stored in the corresponding 
memory location. If off-hook, dial the number 

Display E/D None Blank address code, display phone number. 
Phone Number 
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Table 1 Continued 

LAST FUNCTION PRESENT 
STATE ENTERED FUNCTION RESULTS 

Display Digit Enter digit into address code. If 1 K of memory is 

Phone Number installed, enter digit into LSD and recall phone 

Continued number from memory. If off-hook, dial the number. 

SIS Timer Display timer 

Disp. Time Display clock 

Store, Long/ No change 
Short/Inf. 
Pause,*,# 

Clear Clear display 

#0 - #31 Display the number stored in the corresponding 
memory location. If off-hook, dial the number. 

Digit Digit If second digit and more than 1 K of memory is 
installed, store digit in LSD of address code and re-
call phone number from memory. If off-hook, dial 
number. If second digit and 1 K of memory is 
installed, store digit in MSD of phone number. If not 
second digit, store in next location in phone no. 

*, #, Long/Short/ If second digit and more than 1 K of memory is 
Inf. Pause installed, ignore. If not second digit, store in next 

location in phone number. 

Clear If address code is incomplete, clear address code 
and phone number. If address code is complete, 
clear only the phone number. 

Store If address code is complete, store the phone 
number. Otherwise, ignore. 

#0 - #31 Display the number stored in the corresponding 
memory location. If off-hook, dial the number. 

E/D E/D Dial the number in the dial buffer (redial). 

Digit SIS Timer Display timer 

Disp. Time Display clock 

Set Clock Disp. Time for Digit Legal digit will be entered into next location. 
greater than 3 Illegal digit will be ignored. 
seconds 

Clear Set time to 1.00.00 a.m. 
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Table 1 Continued 

LAST FUNCTION PRESENT 
STATE ENTERED FUNCTION RESULTS 

Set Clock Store, *, #, Long/ No change 
Continued Short/Inf. Pause 

#0 - #31 

E/D 

SIS Timer 

Disp. Time 

APPLICATION INFORMATION 

The Basic Repertory Dialer System of Figure 3 
represents the minimum number of components 
required to implement a repertory dialer system using 
MKS 170. A 2-of-8 keyboard, using the interface shown 
in Figure 11, provides the system control functions of 
number entry, Enter /Dial, Store, Inf. Pause and Clear. A 
quad comparator, an LM2901 or equivalent, is used as a 
buffer between the keyboard and the MKS 170. The non­
inverting input of each comparator is biased at Y2 +SM 
and the appropriate non-inverting inputs are tied to 
their assigned row or column. A key closure will pull two 
of the non-inverting inputs within two diode drops of 
ground, thus causing the associated comparator 
outputs to go low. The MKS 170 then senses these two 
low levels and, after identifying the key, drives the 
DIALING output low, which pulls the inverting inputs 
within one diode drop of ground and causes all of the 
comparator output transistors to turn off, thus isolating 
the keyboard from the MKS170 so that the MKS170can 
apply row and column information to the dialer without 
interference from the keyboard. 

The dialer interfaces shown in Figure 12 and Figure 13 
include level conversion circuitry as well as an Inhibit 
Dial featurlh.!!l!Lactive - low row and column signals 
(ROW 1 - COL 3) are applied to the bases of NPN 
transistors. Because the power supply to the tone dialer 
can vary between 3.4 volts and 1 O.S volts and the power 
supply to the pulse dialer can vary between 2.S and S 
volts, level conversion is required between the 0 - to S -
volt row and column signals and the corresponding 
inputs to the MKS090 or MKS098. This required level 
conversion is provided by the 7 NPN transistors. When 
the MKS 170 is required to isolate the dialer from the 2-
of-8 keyboard (i.e. during data entry). it does so by 
driving the INH. DIAL line low. The INH. DIAL signal is 
inverted and used to turn all of the NPN transistors on so 
that the signals applied to the row and column inputs of 

Display the number stored in the corresponding 
memory location. If off-hook, dial the number. 

Display phone number 

Display timer 

Display clock, leave set clock mode. 

the MKS090 and MKS098 will be at their inactive level. 
When the MKS170 starts a dialing cycle, the INH. DIAL 
line will go high and the required sequence of row and 
column signals will be applied to the bases of the NPN 
level converters. The 40SO buffers and 4049 inverting 
buffers shown in the dialer interface schematics are 
powered from the phone line and provide the buffering 
and logic inversion necessary to meet the input 
requirements of the MKS090 and MKS098, as well as 
permitting the use of 1 megohm pull up resistors at the 
collectors of the NPN level converters. Using large -
value pullup resistors reduces the amount of current 
that the buffer circuitry draws from the phone line. 

The Full-Feature Repertory Dialer System of Figure S 
implements all the features provided by the MKS 170 by 
placing all of the keys and option diodes in a 3 x 24 
matrix shown in Figure 6 and Figure 8. KBD. SCAN IN, 
#0 - #1 S and #16 - #31 are scanned by the MKS170. 
When an active low level is detected on any of the three 
scan lines, the MKS 170 determines which key has been 
pressed and takes appropriate action. Digit strobes for 
scanning the input matrix are generated by the circuit 
shown in Figure 7, which encodes the S-bit digit select 
code (DSO - DS4) into 1 of 23 digit strobes (Dl - D23). 
These positive pulses are then used to drive the bipolar 
digit drivers for the display as well as for scanning the 
input matrix. A BLANK DISPLAY input is provided to 
inhibit the generation of digit strobes during memory 
access, since the segment and digit encoding lines are 
shared by memory addresses and read/write control 
(See Figure 7). 

The Power Supply and Timebase Reference circuit 
shown in Figure 14 provides two independent S-volt 
power supplies: (1) +SL which powers the MKS 170 and 
the display circuitry and (2) +SM which powers the 
memory, the memory protect logic and the keyboard 
buffers and is provided with a battery backup which 
consists of 6 NiCd cells and a charging circuit. The 
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Timebase Reference consists of a comparator with 
hysteresis so that power line noise will not reach the 
MK5170. 

The Memory Protect Logic shown in Figure 15 provides 
two functions: (1) The MK5170 will be reset whenever 
its power supply dips to 4.75V and (2) on power up and 
during a power supply dip to 4.75V, CE1 andW will be 
forced high so that no memory chip selects can be 
generated. This insures that data stored in the MK4104 
will not be destroyed. If a 2102 memory is used, the 
memory protect latch is not required. Note, however, 
that CE1 and CE2 must still be inverted to enable the 

2 OF 8 KEYBOARD TERMINAL 
Figure 11 

IN914 
(2Xl 

2 

4 5 

7 8 

COM 
0 

DIALING 
(MK5170, PIN 23) 

6 STOREI----.. 

9 

# 

10K 

IN914 

10K 

NOTE: Comparator Powered From •SM 

memory. CE1 and CE2 will be enabled after Poe is 
removed from the MK5170 and CE1 goes high. 

Repertory size is determined automatically by the 
amount of memory installed so all that is required to 
alter the size of the repertory is to install memory 
devices as shown in Figure 16. 

Figure 17 shows the suggested LED drive circuitry. 

A special "on-hook" circuit, Figure 18, is shown for use 
with PBX systems. This circuit prevents the MK5170 
from seeing the momentary line-disconnect exhibited 
by a PBX system as it switches to out-of-plant lines. 

100K 
(BX) 

+2.5M 

10K(BX) 

>--+---+--.... ROW1 
(MK5170, 

PIN 37) 

>--+---+--.... ROW2 
(MK5170, 

PIN 36) 

~+----<t--~ROW3 
(MK5170, 

PIN 35) 

~+----<t--~ROW4 
(MK5170, 

PIN 34) 

>--+---e-_...,COL1 
(MK5170 

PIN33) 

~+---4>----l~COL2 
(MK5170, 

PIN 32) 

COL3 
>--+-----.. (~MK5170, 

PIN 31) 

>----+--.... COL4 
(MK5170, 

PIN 30) 

ALSO DRIVES 
DIALER INTERFACE 
(SEE FIGURE 12 8' 13) 
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TONE DIALER INTERFACE 
Figure 12 

PHONE HOOK 
LINE SWITCH 

INH. DIAL 
(MK5170, 
PIN 25) 

4049 

ROW 1 · 100K(14XI 

!MK5170, PIN 37l 

ROW2 

------1MK5170. PIN 36l 

ROW3 

-------1 <MK5170, PIN 35l 

RoW4 

-------1 <MK5170, PIN 341 

COL 1 

-------1 IMK5170, PIN 33l 

COL 2 

-------1 IMK5170, PIN 321 

COL 3 

-------1 !MK5170, PIN 311 

lM 

17XJ 

2N3904 
(7X) 

I 
I 
I 
12500 TYPE NETWORK 

R 

RCVR L ___ _ 

15V f1N4744 
PHLIN+ OR EQUIV) 

10V 
(1N758 
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6 ------4V-
404914X) 
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~--<llROW4 

4050 (3X) 
3 

"'>----f COL 1 
MUTE 
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5 

300 
K 

____ 2 ..... CHTP 
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7 TONE~1-6 ....,~...._.+-_.... 
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3.3K 

300K 

NOTE: 4049 and 4050 Buffers are Powered From PHLIN+ 
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PULSE DIALER INTERFACE 
Figure 13 

PHONE 
LINE 

INH. DIAL 
(MK5170, PIN 25) 

10K 
+5M 

100K(14X) 

ROW 1 __ ,,,... ....... ~ 
(MK5170, PIN 37) 

ROW2 
,.__...,.,.,...--1~ 

(MK5170, PIN 36) 

ROW3 ----->---! (MK5170, PIN 35) 

ROW4 
~ _ _,,,..,.,..--1~ 

(MK5170, PIN 34) 

1M 
(7X) 

PHLIN+ 

300 2N5401 

IN914 (2X) 

r-~-.-.......---...-1'""""1~+--_..----11 V+ 
500K 6 ..._..,,.,.,. _ ___, V-

ROW4 

MK5098 

(IN751 
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100K 

300K 3K 
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7 OSC. IN 

osc. 
OUT 

NOTE: 4049 and 4050 Buffers are Powered From PHLIN+ 
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POWER SUPPLY AND TIMEBASE REFERENCE 
Figure 14 

IN4001 

' 117Volt 
AC LINE 

12 
VAC 100o,F l 

IN914 

120K 

••• 

5V REG. 

LM340K 
fOR EQUIVI 

IN4001 COM 

6V REG. 

IN4001 LM340T 
!OR EQUIVJ 

COM 

LM2901 
tOR EQUIV) 

60/80Hz 
IMKl170, PIN 311 

NOTE: COMPARATOR POWERED FROM +6M 

MEMORY PROTECT LOGIC 
Figure 15 

>SL •6M 

10K 12K 

, .. IOK 

* CE1 & CE2 must be inverted to en•b&e memory. 

NOTE: All ACTIVE DEVICES POWERED FROM +6M 
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MEMORY CONNECTIONS TO MK5170 
Figure 16 

a. 12 - NUMBER REPERTORY 
2102 

•SM 

DS3/MA11 

eE1 
SA/MAO 

SB/MA1 
SC/MA2 
SD/MA3 
SE/MA4 

~~j~~~ 1 ~~ 
SP/MA7 16 A7 
DSO/MA8 ~: AB 
OS1/MA9 3 A9_ 

~~~~~TAOUT>-~~~-'-11~~~ 

*See Figure 15 for origin of CE1. 
All other signals interface directly 
with MK5170. 

•SM 

DS3/MA11 

C'Ei* 
SA/MAO 
SBIMA1 
SC/MA2 
SO/MA3 
SE/MA4 
SF/MAS 
SG/MA6 
SP/MA7 
DSO/MAB 
OS1/MA9 
OS2/MA10 
OS3/MA11 
OS4/RJW 
MEM.DAT 

,. 

AOUT 

c. 50 ·NUMBER REPERTORY 
MK 4104 

18 Vee 

£ Vss 0 our ~MEM.DATAIN 

C. 
1 AO 
2 A1 

4 A2 
A3 

~ A4 
17 A5 
16 A6 

15 ~7 

14 :: 
ll A10 
12 A11 
J!J iiiE 
11 D1N 

*See Figure 15 for origin of CE1. 
All other signals interface directly 
with MK5170. 

•5M ~ 

DS3/MA11 ~N914 

1 cr1* 
10K 

SA/MAO 
SB/MA1 
SC/MA2 
SD!MA3 
SE/MA4 
Sf/MA5 
SG/MA6 
SP/MA7 
OSO/MAS ~ 

DS1/MA9 
054/RJW 
MEM. DATA OUT 

1N914 

A1~~ cu* 10K 

DS2/M 

*See Fi ure 1 5 for ori g g 

b. 24 ·NUMBER REPERTORY 
2102 

10 
Vee 

£ 
12 

Vss Dour 

cs • 
4 

AO 

5 A1 

6 A2 
A3 

; A4 

1 A5 

16 A6 
15 A7 
14 AB 

3 A9_ 

11 R/W 
DtN 

2102 

~ Vee 
t!-'--4 Vss Dour -!= 

• 13 Cs 
~AO 

4 A1 
5 A2 

A3 
7 A4 
2 A5 
1 A6 

16 A7 
15 AB 
14 A9 

,; R/W 
DIN 

in of (%1 and ~E2. All oth 
signals interface directly with MK5170. 

CEi * 
SA/MAO 

SB/MA1 
SC/MA2 
SD/MA3 
SE/MA4 
SF/MA5 
SG/MA6 
SP/MA7 
DSO/MA8 
DS1/MA9 
DS2/MA10 
DS3/MA11 
DS4/R/Vlf 
MEM. DATA OU T 

d. 100 · NUMBER REPERTORY 
MK4104 

18 Vee 

_:fJ Vss Dour 
7 

C. 
1 

AO ::z:J A1 
4 A2 
J A3 

_1A4 
17 A5 

16 A6 

15 :J 
~~ A9 

1: ~~~ 
11 WE 

DIN 

MK4104 

~ Vee 7 

~ Vss Dour t---
C. 

~AO 
i..-----f A1 

3 A2 
4 A3 

: A4 
1J A5 
1 A6 

15 ~~ 
14 A9 
13 A10 
12 A11 
a WE 

11 DfN 

er 

MEM.DATA IN 

*See Figure 15 for origin of CE1 and ffi. All other 
signals interface directly with MK5170. 
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LED DRIVE CIRCUITRY 
Figure 17 

a. DIGIT DRIVE 

~DIGIT!· COMMON CATHODE 01 

02 ~ OIGIT2- COMMON CATHODE 

~ DIGIT3· COMMON CATHODE 03 

04 ~ OIGIT4- CDMMD~CATHDDE 
D• ~DIGIT&- COMMON CATHODE 

~DIGIT&· COMMON CATHODE 06 

07 ~ DIGIT7- COMMON CATHODE 

DB ~DIGITS-COMMON CATHODE 
FROM 
DIGIT 09 ~ DIGIT9- COMMON CATHODE 
SELECT 
ENCODER 

010 ~ DIGIT 10 ·COMMON CATHODE !FIG. 71 

011 ~ DIGIT II· COMMON CATHODE 

012 ~ DIGIT 12 ·COMMON CATHODE 

013 ~DIGIT 13- COMMON CATHODE 

014 ~DIGIT 14-COMMONCATHODE 

015 ~ OIGIT16-COMMON CATHODE 

016 ~ DIGIT 16 ·COMMON CATHODE 

017 ~ DIGIT 17 ·COMMON CATHODE 

018 ~ DIGIT18· COMMON CATHODE 

019 ~ DIGIT 18 ·COMMON CATHODE 

020 ~ DIGIT 20 ·COMMON CATHODE 

021 ~ DIGIT21 ·COMMON CATHODE 

022 ~ DIGIT22 -COMMON CATHODE 

7&492A 12Z:XI 

ON-HOOK CIRCUITRY 
Figure 18 

IN914 
(OR EQUIV) 

100K 
PHLIN+ 
(See Fig. 12/13) 

IN914(2X) 
(OR EQUIV) 

+SM 

100K 

b. SEGMENT DRIVE 
22!1 

·6l 

SA1MAO 
1Mk6170. PIN 3) 

SEGMENT A 

SB MA1 
fMK6170, PIN 41 

SEGMENT B 

SC MA2 
fMK5170, PIN 61 

SEGMENT C 

SD MAJ 
1Mk6170, PIN 61 

SEGMENT D 

SE 1 MA4 
!MK5170. PIN 19) 

SEGMENT E 

SF MA6 
fMk5170. PIN 18J 

SEGMENT F 

SG MA& 
fMK6170. PIN 171 

SEGMENTG 

22!! 

SP,MA7 
1Mk6170, PIN 161 SEGMENT P 

fCOLONI 
75491A(8X) 

>---.ON-HOOK 
(MKS170, PIN 24) 

NOTE: Comparator is powered from +SM 
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ELECTRICAL SPECIFICATIONS 

ABSOLUTE MAXIMUM RATINGS* 
Temperature under bias ..................•...•.........................•..................... 0°C to 70°C 
Storage temperature ...•..•....••......•.........•...•.......•............................ -65°C to 150°C 
Voltage oil any pin with respect to ground .....• , ...•........•.......•......•................. -1 .OV to + 7V 
Power dissipation ...........•.•..•.....•......•••••........•........................................ 1 .OW 
•stresseS abOve those listed under ''Absolute Maximum Ratings" may cause permanent damage to the device. This isa stress rating only and function operation of the 
device at these or any other condition above these indicated in the operation sections of this specification is not implied. Exposure to absolute maximum rating 
conditions for extended periods may affect device reliability. 

DC CHARACTERISTICS 
TA= 0°C to 70°C, Vee= 5V ± 5% 

SYMBOL PARAMETER MIN TVP MAX UNIT TEST CONDITIONS 

Ice Power Supply Current 55 77 mA Output Open 

PD Power Dissipation 275 385 mW Outputs Open 

VIH Input High Level 2.0 5.8 v 

V11. Input Low Level -0.3 0.8 v 

1111 Input High Current 100 µ.A V111=2.4V 
Internal Pull-Up 

liL Input Low Current -1.6 mA V11.=0.4V 

1011 Output High Current -100 µ.A Vo11=2.4V 

Im. Output Low Current 1.8 mA Vo1.=0.4V 

R1r Internal Pull-up Resistor 6 kU Output transistor off 

AC CHARACTERISTICS 
TA= 0°C to 70°C, Vee= 5V ± 5% 

SIGNAL SYMBOL PARAMETER MIN MAX UNIT COMMENTS 

to(XTL) Time base period, 250 ns 4MHz crystal 
Crystal mode 279 ns 3.58 MHz crystal 

0 to Internal 0 clock period 500 558 ns 

POC tRH POC hold time, Low 3.75 µ.S 4MHz crystal 
4.10 µ.S 3.58MHz crystal 

50/60Hz tEH 50/60Hz hold time, 3.75 µ.S 4MHz crystal 
High 4.10 µ.s 3.58MHz crystal 

Row/Col tRc Row/Column output 68 ms 4MHz crystal 
duration & off time 76 ms 3.58MHz crystal 

tAce Memory Access Time 10 µ.S 

t1>r Digit Period 10.8 ms 3.58MHz crystal 

fooN Digit On Time 490 µ.S 3.58MHz crystal 

D.C. Display Duty Cycle 3.2 3.2 % 

CAPACITANCE 
. TA = 25°C, fx-n. = 4MHz 

SYMBOL PARAMETER MIN MAX UNIT TEST CONDITIONS 

C1N Input capacitance, 7 pf Unmeasured pins 
all pins except XTL 1, returned to ground 
XTL2 

CxTL Input capacitance, 18 23 pf 
XTL1,XTL2 
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DESCRIPTION 

The MKS 175 is a monolithic integrated ten number repertory 
dialer manufactured using Mostek's Silicon Gate CMOS 
process. The circuit accepts keyboard inputs and provides the 
Pulse and Mute logic levels required for loop disconnect 
signalling. For DTMF Signalling, the MK5175 may be 
interfaced with Mostek's Tone Generators. 

The circuit will function in either Tone or Pulse mode, 
dependent upon the logic level presented to pin 2, the "Mode 
Select" pin. The interpretation of several inputs and outputs is 
dependent upon the mode selected. 

In Pulse mode, the time base for the circuit is a ceramic 
resonator which is low cost but provides a guaranteed 

MOSTEI<. 
TEN NUMBER REPERTORY DIALER 

MK5175 

accurate reference. In Tone mode, a single pin RC oscillator 
provides the frequency reference for the circuit. This provides 
the least expensive means to adequately control the tone 
output rate. 

An on-chip RAM is capable of storing 10 sixteen-digit 
telephone numbers including the last number dialed. When 
used in a PABX system, a pause(# key) may be stored in the 
number sequence. The repertory dialer will recognize this 
pause when automatically dialing and stop until a "continue" 
(#key) input is received. 

The MK5175 repertory dialer uses a standardized pinout 
scheme common to all Mostek Tone and Pulse Dialers.This 
will facilitate the design of a family of telephone products 
using common PC boards and circuit components. 
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NOTES 




