




















































































































































































































































































































































































































































































































































KS82C289 
Figure 8. Parallel Priority Resolving Technique 

+Vcc 

CBRQ : 

Figure 9. Connections for Serial Priority Resolving Technique 
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Figure 10. Serial Priority Bus Behavior 

/; '/; 

Note: Events A through F described above. 

Rotating Priority Technique 

The rotating priority technique requires external circuitry, 
similar to the parallel priority technique. The rotating 
technique assigns and re-assigns priority to the arbiters 
dynam ically. 

The priority encoder used in the rotating technique is a 
more complex circuit than the one used in the parallel 
technique. The circuit rotates priority between requesting 
arbiters. This provides each arbiter with an equal chance 
to use the multi-master system bus over a specified 
amount of time. 

Choosing a Priority Technique 

Each priority technique, parallel, serial, and rotating 
provides a trade-off between using complex external 
circuitry and allowing equal access to the system bus by 
each bus master. 

The parallel priority technique does not require extensive 
external logic circuits, does allow for re-assignment of 
priority status for each bus master, and can accommodate 
a relatively large number of bus masters. 

The serial priority technique does not require any 
external logic circuits but has fixed priority settings 
assigned to each bus master and can accommodate a 
limited number of bus masters. 

The rotating priority technique does requires more 
complicated external logic circuits but does provide 
equal access between each of the bus masters and the 
system bus. 

c8SAMSUNG 
Electronics 

BUS ARBITER 

Releasing the MULTIBUS 

The bus arbiter can either release or retain control of the 
system bus after the completion of a data transfer cycle 
on the MULTIBUS. Whether the bus arbiter releases 
control of the system bus depends upon the release 
mode selected and the priority settings in effect for the 
release mode selected. 

There are three release modes. Table 3 describes the 
release modes and the mode settings which enable 
release of the system bus. 

Table 3. Release Modes 

Release Acceptable Release 
Mode Conditions 

Mode 1 The bus arbiter always releases the bus 
at the end of the transfer cycle. 

Mode 2 The bus arbiter retains the system bus 
until: 

• a higher-priority bus master requests 
the system bus. This drives the BPRN 
(high) 

• a lower priority bus master requests 
the system by pulling CBRQ (low) 

Mode 3 The bus arbiter retains the system bus 
until: 

• a higher priority bus master requests 
the system bus. This drives the BPRN 
(high) 
--

• CBRQ (low) is ignored 
---~ 

Note: If the cycles are LOCKed, the bus arbiter 
does not release the system bus, even if 
the mode release conditions are met. 
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The arbiter will surrender the MULTI BUS after each 
complete transfer cycle if the "Always Release" mode 1 is 
programmed. 

If the ''Always Release" mode 1 is not programmed, the 
arbiter will not surrender the MULTI BUS until one of the 
following occur: 

• the processor enters a halt state 

• the arbiter is forced off because the BPRN becomes 
(high) and mode 2 or mode 3 is programmed into the 
arbiter 

• the arbiter is forced off because a common bus 
request CBRa input is enabled and mode 2 is 
programmed into the arbiter 

CBRa reduces bus exchanges. The present bus master 
retains the sytem bus as long as CBRa is (high). CBRa 
remains (high) until another master requests the system 
bus. 

BPRN indicates if a bus master of higher priority is 
requesting the system bus. It does not indicate if a bus 
master of lower priority is requesting the system bus. 

I n order to allow lower priority bus masters access to the 
system bus, bus masters must release the system bus at 
the end of each transfer cycle and re-establish priority to 
access the system bus again and wait for a current 
transfer cycle opening. This release, re-establishing 
priority and re-accessing can take approximately two 
BCLK periods. 

CBRa eliminates unnecessary releasing of a bus master 
from the system bus. When a bus master requires the 

Figure 11. Effects of Bus Release Mode on Bus Efficiency 

MODE 1 

MODE 2 

MODE 3 

c8SAMSUNG 
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BUS ARBITER 

system bus it must assert CBRa (low). If CBRa remains 
(high), the current bus master does not have to release 
the system bus at the end of each transfer cycle. 

LOCK overrides any of the release mode options. As 
long as LOCK is asserted, the arbiter will not release 
control of the MULTI BUS to any other requesting bus 
master. 

I N IT or RESET signals cause the arbiter to surrender the 
MULTI BUS. The release mode and arbiter input status 
are ignored. . 

The three bus release modes operate the same irregard­
less of the type of microprocessor used. 

Choosing a Release Mode 

The release mode affects subsystem bus utilization and 
the system as a whole. The acquire and release times 
specified for each of the release modes impacts the 
system bus efficiency. Figure 11 illustrates the differences 
caused the release and acquisition times for each 
release mode. 

Mode 1 requires a request and release phase for every 
transfer cycle. This allows lower priority bus masters to 
access the system bus, but it reduces the overall bus 
efficiency. . 

Modes 2 and 3 let the bus master retain the system bus 
for multiple transfer cycles. A bus master releases the 
system bus when it is forced off by another bus master's 
request. 

Each release mode allows the deSigner to optimize the 
system use of the MULTIBUS. 
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Configuring Release 

The bus arbiter does not require any additional hardware 
to configure in any ofthe three release modes. In addition, 
the processor can be configured to switch between 
mode 2 and mode 3 by software control. This requires 

Figure 12. 82289 Release Mode Configurations 

82289 

RESET RESET 

MODE 1 

82289 

RESET -r- RESET 

L ALWAYS/CBQLCK 

BUS ARBITER 

that a parallel port or addressable latch is used to drive 
th"e ALWAYS/CBQLCK input pin of the processor. Figure 
12 illustrates the three release mode configurations. 

82289 

RESET RESET 

MODE 2 

82289 

RESET-_------.t RESET 

Qr---L-' 

D 
MODE 3 

DATA 
PARALLEL 

I/O OR 
ADDRESSABLE 

LATCH 

C 

ENABLE __ '------(1<: 1---- MULTIBUS BCLK 

SELECTABLE BETWEEN MODES 2 AND 3 

LOCK and LLOCK 

The three modes of releasing the multi-master system 
bus can be nulled by the LOCK input. But, LOCK will not 
surrender control of the multi-master system bus to any 
other Arbiter. The Bus Arbiter will surrender the multi­
master system bus if RESET or INIT becomes active. 
RESET and INIT are independent of the states of the 
Arbiter inputs or the current release mode. 

The LOCK signal can be asserted to the bus arbiter 
synchronous with the CLK and independent of the three 
release modes to prevent the release of the multi-master 
system bus to other bus masters regardless of thei r order 
of priority. 

The LLOCK output signal can be asserted at all the bus 
cycles that are LOCKed. LLOCK is 1 if LOCK is 1, and 0 if 
LOCK is O. Once LLOCK is active, it will wait until the end 
of the current transfer cycle before becoming inactive. 

c8SAMSUNG 
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• WHEN HIGH THE 82289 IS IN MODE 2; 
WHEN LOW THE 82289 IS IN MODE 3. 

RESET and Initialization (INIT) 

INIT (active low) is an asynchronous signal from the 
multi-master system bus. BREQ, BUSY, and AEN are 
cleared and become inactive when INIT is active (low). 
The Bus Arbiter will not clear any pending bus request 
from other bus masters while INIT is active. INIT can 
interrupt an active bus cycle, but, it will not prevent the 
Arbiter from requesting the multi-master system bus 
when it becomes inactive and completing the bus cycle. 

RESET (active high) is synchronous to the CLK and can 
be synchronous to the processor. BREQ, BUSY, and 
AEN are cleared and become inactive when RESET is 
asserted. Also, R~SET will clear the LLOCK signal and 
clear any pending bus request, unlike the INIT signal. 
RESET will stop any current bus cycle without waiting 
for the cycle to end. And, the bus cycle terminated by 
RESET will not be completed after the RESET becomes 
inactive. 
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DC ELECTRICAL CHARACTERISTICS 

Absolute Maximum Ratings 

Storage Temperature ............... -65°C to +150°C 
Ambient Temperature Under Bias ...... O°C to 70°C 
Case Temperature ........................ O°C to 85°C 

Table 4. DC Electrical Characteristics 

Symbol Parameter 

VIL Input low Voltage 

VIH Input High Voltage 

VILC ClK Input low Voltage 

VIHC ClK Input High Voltage 

VOL Output low Voltage: 
BUSY,CBRQ,BPRO 
BPRO, BREQ,AEN 
llOCK 

VOH Output High Voltage 

III Input leakage Current 

10 Output leakage Current 

ICC1 Quiescent Current 

ICC2 Supply Current 

CCLK ClK, BClK Input Capacitance 

CIN Input Capacitance 

Co Input/Output Capacitance 

AC SWITCHING CHARACTERISTICS 

Table 5. KS82C289 AC Switching Characteristics 

8.0 MHz 

Test 
No. Parameter Conditions Min Max 

BUS ARBITER 

Note: Operation at absolute maximum ratings may cause permanent 
damage to the device. 

Condition Min Max Units 

0.8 V 

2.0 V 

0.6 V 

3.0 Vcc V 

IOL = 32 mA 0.45 V 
IOL = 16 mA 0.45 V 
IOL = 5 mA 0.45 V 

IOH = 400 f..IA 2.4 V 

Vss < VIN < VCC +1 f..IA 

VOUT = Vss or Vcc +10 f..IA 

ClK, VIN - Vcc or Vss +10 f..IA 

+80 mA 

FC = 1 MHz 12 pF 

FC = 1 MHz 10 pF 

FC = 1 MHz 20 pF 

10.0 MHz 12.5 MHz 16.0 MHz 
(Preliminary) 

Min Max Min Max Min Max Units 

01 ClK Cycle Period 60 BClK+50 50 BClK+50 40 BClK+50 31 BClK+50 ns 

02 ClK low Time at 1,0V 15 230 15 230 10 8 ns 

03 ClK High Time at 3.6V 20 235 15 230 12 9 ns 

04 ClK Rise/Fall Time 1 to 3.6V 10 10 9 7 ns 

05 BClK Cycle Time 100 100 100 00 100 00 ns 

06 BClK High/low Time 30 25 20 16 ns 

c8SAMSUNG 
Electronics 
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Table 5. KS82C289 AC Switching Characteristics (Continued) 

No. Parameter 

07 SO/HOlD, S1, MilO Setup Time 

08 SO/HOlD, S1, MilO Hold Time 

09 READY Setup Time 

10 READY Hold Time 

11 lOCK, SYSB/RESB Setup Time 

12 lOCK, SYSB/RESB Hold Time 

13 RESET Setup Time 

14 RESET Hold Time 

15 RESET Active Pulse Width 
-

16 INIT Setup Time 

17 INIT Hold Time 

18 INIT Active Pulse Width 

19 BUSY, BPRN, CBRQ, 
CBQClK/AlWAYS Hold Time to 
BCLK or (RESET) 

20 BUSY, BPRN, CBRQ, 
CBQClK/AlWAYS Hold Time to 
BCLK or (RESET) 

21 BClK to BREQ Delay 

22 BClK to BPRO Delay 
-- --

23 BPRN to BPRO Delay 

24 BClK to BUSY Active Delay 

25 BClK to BUSY Float Delay 

26 BClK to CBRQ Active Delay 

27 BClK to CBRQ Float Delay 

28 BClK to AEN Active Delay 
-

29 ClK to AEN Inactive Delay 

30 ClK to llOCK Delay 

31 RESET to llOCK Delay 

32 elK to BClK Setup Time 

T A = 0° C to 70° C 
T CASE = O°C to 85°C 
Vcc = 5V ± 5% 

8.0 MHz 

Test 
Conditions Min Max 

22 

1 

38 

25 

20 

1 

20 

1 

16 

Note 2 45 

Note 2 1 

3(t1)+(t14) 

20 

1 

C = 60 pF 30 

C = 60 pF 35 

C = 60 pF 25 

C = 300 pF 1 60 

Note 1 35 

C = 300 pF 55 

Note 1 35 

C = 150 pF 1 25 

C = 150 pF 3 25 

C = 50pF 20 

Note 2 35 

Note 3 38 

Notes: AC timing is referenced to O.8V and 2.0V points. 
1. When 10 < ILQ, float condition occurs. 

10.0 MHz 

Min Max 

15 

1 

30 

20 

15 

1 

15 

1 

16 

45 

1 

3(t1)+(t14) 

18 

1 

30 

35 

25 

1 60 

35 

55 

35 

25 

25 

20 

35 

38 

12.5 MHz 16.0 MHz 
(Preliminary) 

Min Max Min Max 

13 10 

1 1 

24 19 

16 13 

12 10 

1 1 

12 10 

1 1 

16 16 

45 45 

1 1 

3(t1)+(t14) 3(t1)+(t14) 

15 12 

1 1 

25 20 

28 22 

20 16 

1 50 1 38 

28 22 

45 35 

28 22 

1 20 16 

3 20 16 

16 13 

28 22 

35 25 

2. ClK and BClK are asynchronous to each other in actual use. But, this specification is required for component testing. 
3. INIT is asynchronous to ClK and to BClK during actual use. But, this specification is required for component testing. 

c8SAMSUNG 
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Units 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ClKs 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 

ns 
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Figure 13. AC Drive and Measurement Points ClK Input (BClK Input) 

4.0V 
(2.4V) 3.6V 3.6V 

~INPUT 1.0V 1.0V ~
2.0V) (2.0V) 

(BClK INPUT) O.4SV (O.SV) (O.SV) 

(O.4SV) 

Figure 14. AC Setup, Hold and Delay Time Measurement 

DEVICE OUTPUT 

OTHER DEVICE 
INPUT 

ClK INPUT O.4SV 
(BClK INPUT) (:...O.4_5V...;.) ____ -.p.~~_.;........:..J 

Figure 15. AC Test Loading on Outputs 

WAVEFORMS 

The following waveforms, Figures 16 through 24, contain 
examples of general cases of the timing relationships of 
the inputs and the outputs. These figures do not 
represent all the possible input and output transitions of 
all signals in all modes. 

Refer to the identified special cases or a timing specifi­
cation for the same or related function in another mode 
for examples of specific transitions. 

The bus arbiter serves as an interface between the iAPX 
subsystem and MULTI BUS. The iAPX 286 subsystem 
operates synchronously to the ClK signal. The 
MULTIBUS operates synchronous to the BClK signal. 

ClK and BClK operate asynchronously to each other 
and at different frequencies. The relative phase and 
frequency of ClK and BClK at the time the input is 
sensed effects the exact clock period where a synchro-

c8SAMSUNG 
Electronics 

DEVICE OUTPUT 

nous input to one clock will cause a synchronous 
response in the other clock. 

The ClK period cannot be too long, relative to the BClK 
period, t1 greater than t5 + 50ns, in order to maintain 
proper MUlTIBUS arbitration. If the ClK period is too 
long relative to the BClK period, another arbiter could 
gain control of the system bus before the current arbiter 
releases AEN synChronous to its ClK. 

The AEN release is synchronous to the fall of the ClK 
edge after the processor cycle ends. The BREQ and 
BUSY releases are synchronous to the fall of the BClK 
after the processor cycle ends. 

However, all 286 speed selections are MULTI BUS com­
patible because any ClK frequency greater than 
6.66 MHz, processor speeds greater than 3.33 MHz, 
avoids conflict with 10 MHz BClKs. 
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Figure 16. MULTIBUS® Acquisition and Always-Release Operation 
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Figure 17. MULTIBUS® Release due to BPRN Inactive 
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Figure 18. MULTIBUS® Release due to CBRQ Active 
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Figure 19. MULTIBUS® Acquisition During 80286 INTA Cycles 
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Figure 20. BPRN to BPRO Timing Relationship 

BCLK~~~ 

=~: ~~t:: Jn~<,o-----jJIr---">~"L--I_ 
ss 

Figure 21. 80286 LOCK and 82289 LLOCK Relationship 
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Figure 22. RESET Active Pulse 
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• FOR 82289 TEST PURPOSES ONLY 

c8SAMSUNG 
Electronics 

277 

I 



KS82C289 BUS ARBITER 

Figure 23. INIT Active Pulse 
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Figure 24. Programming the Always-Release/Common-Bus-Request-Release Option 
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PACKAGE DIMENSIONS 

20-pin DIP 

a~ 
.040 1 1.038 I 
.060 .. 1.058 • 

'" -.+WWWWW .170~ 

Vll~; -rt-___ I ~ 11'- ___ I I'-
.040 
]60' 

.014 
1i22 

.100 m 

20-pin PLCC 

"­ALL DIMENSIONS IN INCHES 

ORDERING INFORMATION AND PRODUCT CODE 

KS 

SAMSUNG I T 
SEMICONDUCTOR ~ 

82C289 

Part Number if----------' 

-8.0 
-10.0 

Speed 
8.0MHz 

10.0MHz 
-12.5 12.5MHz 
-16.0 16.0MHz 

x X X 
-,-

Y Packaging 
P - Plastic DIP 
L - Plastic Leaded Chip Carrier 

(PLCC) 

Temperature 
'--------I C - Commercial (0° C to +70° C) 

I - Industrial (-40°C to +85°C) 

SAMSUNG products are designated by a Product Code. When ordering, please refer to products by their full code. For unusual, and/or specific 
packaging or processing requirements not covered by the standard product line, please contact the SAMSUNG MOS Product Group. 
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KS84C21/C22 
FEATURES 

• Direct drive for 256K, 1 Mbit and 4Mbit DRAMs 

• Page, nibble and static column accesses 

• Interleaved or non-interleaved accesses to 
maximize system performance 

• Programmable or mask-programmed versions 

• Programmable refresh operations 

• Staggered and burst refresh 

• Refresh operations virtually transparent to the CPU 

• Programmable wait states 

• Byte operation with four independent CAS outputs 

• Easy interface to all major microprocessors 

• Built in delay line 

• Synchronous and asynchronous operation 

• On-chip capacitive load drivers 

• Can be used with 25MHz clock 

• CMOS technology for low power consumption 

• TTL-compatible inputs 

• 68-pin PLCC package (KS84C21) 

• 84-pin PLCC package (KS84C22) 

Figure 1. KS84C21/C22 Block Diagram 

ROW ADD 
0-9,10 

COLINC 
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B1------~--~~ 

BO 
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DYNAMIC RAM CONTROLLERS 

PRODUCT OVERVIEW 

The Samsung KS84C21 and KS84C22 are high perform­
ance dynamic RAM (DRAM) controllers. They simplify 
the interface between the microprocessor and the DRAM 
array, while also significantly r~ducing the required 
design time. The KS84C21 supports the 256K DRAM 
and the 1 MBit DRAM, while the KS84C22 supports the 
256K DRAM, 1MBit DRAM and 4MBit DRAM. 

Both devices are available in either externally program­
mable or masked programmable versions. The externally 
programmable version is an economic and flexible 
design solution for small-scale applications and proto­
typing. A 23-bit programmable Mode Register allows the 
selection of various options and features, including 
synchronous or asynchronous operation; interleaved or 
non-interleaved operation; burst or non-burst access; 
insertion of Wait States into the CPU cycle; a variety of 
refresh options; as well as the ability to fine tune the 
control signals. 

A mask-programmed version of the chip offers the same 
Mode Register options. However, the chip is programmed 
at the factory to customer specifications. This version 
offers maximum system reliability and eliminates the 
need for external logic. 

Both chips have a drive capability of 500pF, sufficient to 
drive memory arrays of up to 88 DRAMs under worst 
case conditions. Figure 1 shows a block diagram of the 
chips. 

00-9,10 

RFiP 
WAif 
RAS 
0-3 

CAS 
0-3 
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INTERFACE SPECIFICATIONS 

The Dynamic Ram Controller is available in two pack­
ages. The KS84C21, shown in Figu re 2 is a 68-pin device 
and supports the 256K DRAM and 1 Mbit DRAM. The 

DYNAMIC RAM CONTROLLERS 

KS84C22, shown in Figure 3 is an 84-pin device 
designed for use with the 256K DRAM 1 and 4Mbit 
DRAM. 

Figure 2. Pin Configuration of the KS84C21 DRAM Controller 
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Figure 3. Pin Configuration of the KS84C22 DRAM Controller I~ 
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KS84C21/C22 DYNAMIC RAM CONTROLLERS 

Table 1 shows detailed. pin allocations for the KS84C21, while Table 2 shows the KS84C22. Table 3 provides the 
inpuVoutput signal definitions. 
Note on Conventions: 
A bar over the signal name is used to denote an active low signal (ADS). Active high signals are shown with no bar (ALE). 

Table 1. KS84C21 Pin Allocations 

Pin Signal Pin Signal 
No. Abbrev. Signal Name No. Abbrev. Signal Name 

1 Vee Vee 35 Vee Vee 
2 05 Multiplexed Address 5 36 RFRO/wE Refresh Request/Write Enable 

3 Vss Vss 37 Vss Vss 
4 06 Multiplexed Address 6 38 RASO Row Address Strobe 0 

5 07 Multiplexed Address 7 39 RAS1 Row Address Strobe 1 

6 08 Multiplexed Address 8 40 RAS2 Row Address Strobe 2 

7 09 Multiplexed Address 9 41 RAS3 Row Address Strobe 3 

8 RO Row Address 0 42 CASO Column Address Strobe 0 

9 CO Column Address 0 43 CAS1 Column Address Strobe 1 

10 R1 Row Address 1 44 CAS2 Column Address Strobe 2 

11 C1 Column Address 1 45 CAS3 Column Address Strobe 3 

12 R2 Row Address 2 46 WIN Write Enable Input 

13 C2 Column Address 2 47 AREO Access Request 

14 R3 Row Address 3 48 CS Chip Select 

15 C3 Column Address 3 49 Vee Vee 
16 R4 Row Address 4 50 Vss Vss 
17 C4 Column Address 4 51 Vss Vss 
18 R5 Row Address 5 52 ML Mode Load 

19 C5 Column Address 5 53 Vss Vss 
20 R6 Row Address 6 54 COLINC Column Increment 

21 C6 Column Address 6 55 Vee Vee 
22 R7 Row Address 7 56 CLK Clock 

23 C7 Column Address 7 57 RFCLK Refresh Clock 

24 R8 Row Address 8 58 DISRFSH Disable Internal Refresh 

25 C8 Column Address 8 59 RFSH External Refresh Request 

26 R9 Row Address 9 60 WAITIN Add Wait State 
27 C9 Column Address 9 61 RFIP Refresh in Progress 

28 ECASO Enable CASO 62 WAIT/DTACK Wait/Data Transfer 

29 ECAS1 Enable CAS1 Acknowledge 

30 ECAS2 Enable CAS2 63 00 Multiplexed Address 0 

31 ECAS3 Enable CAS3 64 01 Multiplexed Address 1 

32 BO Bank Select 0 65 02 Multiplexed Address 2 

33 B1 Bank Select 1 66 03 Multiplexed Address 3 

34 ALE/ADS Address Latch Enablel 67 Vss Vss 
Address Strobe 68 04 Multiplexed Address 4 

c8SAMSUNG 
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KS84C21/C22 DYNAMIC RAM CONTROLLERS 

Table 2. KS84C22 Pin Allocations 

Pin Signal Pin Signal 
No. Abbrev. Signal Name No. Abbrev. Signal Name 

1 Vee Vee 43 RFRO/wE Refresh RequestlWrite Enable 

2 05 Multiplexed Address 5 44 Vss Vss 
3 Vss Vss 45 RASO Row Add ress Strobe 0 

4 06 Multiplexed Address 6 46 RAS1 Row Address Strobe 1 

5 07 Multiplexed Address 7 47 RAS2 Row Address Strobe 2 

6 08 Multiplexed Address 8 48 RAS3 Row Address Strobe 3 

7 09 Multiplexed Address 9 

8 010 Multiplexed Address 10 

9 RO Row Address 0 

10 - N.C. 

49 CASO Column Address Strobe 0 

50 CAS1 Column Address Strobe 1 

51 CAS2 Column Address Strobe 2 

52 CAS3 Column Address Strobe 3 
II 

11 - N.C. 53 - N.C. 

12 - N.C. 54 WIN Write Enable Input 

13 CO Column Address 0 55 AREO Access Request 

14 R1 Row Address 1 56 - N.C. 

15 C1 Column Address 1 57 - N.C. 

16 R2 Row Address 2 58 CS Chip Select 

17 C2 Column Address 2 59 Vee Vee 

18 R3 Row Address 3 60 Vss Vss 

19 C3 Column Address 3 61 Vss Vss 

20 R4 Row Address 4 62 Ml Mode Load 

21 C4 Column Address 4 63 Vss Vss 

22 R5 Row Address 5 64 Vss Vss 

23 C5 Column Address 5 65 COLINC Column Increment 

24 R6 Row Address 6 66 Vee Vee 

25 C6 Column Address 6 67 ClK Clock 

26 R7 Row Address 7 68 RFClK Refresh Clock 

27 C7 Column Address 7 69 DISRFSH Disable Internal Refresh 

28 R8 Row Address 8 70 RFSH External Refresh Request 

29 C8 Column Address 8 71 WAITIN Add Wait State 

30 R9 Row Address 9 72 RFIP Refresh in Progress 

31 C9 Column Address 9 73 - N.C. 

32 - N.C. 74 - N.C. 

33 R10 Row Address 10 75 -- N.C. 

34 C10 Column Address 10 76 - N.C. 

35 ECASO Enable CASO 77 - N.C. 

36 ECAS1 Enable CAS1 78 WA/T/DTACK Wait/Data Transfer 

37 ECAS2 Enable CAS2 Acknowledge 

38 ECAS3 Enable CAS3 79 00 Multiplexed Address 0 

39 BO Bank Select 0 80 01 Multiplexed Address 1 

40 B1 Bank Select 1 81 02 Multiplexed Address 2 

41 ALE/ADS Address latch Enable/ 82 03 Multiplexed Address 3 

Address Strobe 83 Vss Vss 

42 Vee Vee 84 04 Multiplexed Address 4 
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Table·3. Interface Signal Definitions 
Note: I indicates an input signal. 0 indicates an output signal. Timing notations (t12) etc. are referenced to the timing diagrams at the end of the 
product description. 

Symbol lYpe Description 

ADS/ALE I Address Strobe/Address Latch Enable: This input latches JOW, column and bank 
addresses, and initiates DRAM access. Addresses are strobed independently of es, 
however CS must be low to initiate an access. While ADS or ALE is high, the on-Chip 
address latches are transparent to the input. 

In Mode 0: This input functions as address latch enable ALE. 

In Mode 1: This input is active low, and~nctions as address strobe signal. The falling 
edge of ADS also starts an access, if CS is low for the set-up time t12. 

(Mode is selected by Bit B1 in the Mode Register. See PROGRAMMING THE 
KS84C21/C22.) 

AREQ I Access Request: This input terminates an access. In non-interleave mode: it brings RAS 
high. In interleave mode: it brings CAS and RAS high. 

BO, B1 I Bank Select: These inputs are bank addresses, and allow one of up to four memory 
banks to be selected. Selection depends upon how C4, C5 and C6 in the Mode Register 
are set. 

eO-9, 10 I Column Address Inputs: These column address bits are usually connected to the high 
order address bits of the microprocessor. They select columns in the DRAM cell 
configuration. 

CASO-3 0 Column Address Strobe: These inputs strobe the column address. They go low after the 
programmed Column Address Set-up time of 0 or 10ns. 

elK I Clock: This is the system clock. It is used for bus arbitration and timing purposes. 
Synchronous access requests must be synchronized with the system clock. The duty 
cycle is significant if 112 Wait State is programmed. 

CS I Chip Select: The CS input must be low to enable a DRAM access. Row, column and bank 
address are strobed independently of CS. There is a pre-access setup time. 

In Mode 0 this is the rising edge of ClK, and in Mode 1 the falling edge of ADS. 

COLINC/ I Column Increment/Extend Refresh: This input has two functions. During a DRAM 
EXTDRF access, toggling COLINC increments the latched column address, which can be used to 

access incremental memory locations within a row. 

During refresh, EXTDRF extends a refresh cycle, to allow a read-modify-write cycle to be 
performed in a system with error correction. See ERROR SCRUBBING. 

DISRFSH I Disable Internal Refresh: When low, this input disables Internal Refresh. 

ECASO-3 I Enable CAS0-3: These inputs are used to enable or disable individual CAS outputs, or 
delay CAS from going low. They are useful when aCGessing bytes, nibbles or pages. 

ECASO also programs output WE (RFRQ), and sets the trailing edge of CAS. 
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Table 3. Interface Signal Definitions (Continued) 

Symbol 1\tpe Description 

Ml I Mode Load: This input latches the row, column, ECASO, and bank address inputs into the 
Mode Register. 

00-9, 10 0 Address Outputs: These outputs are the multiplexed address bits (RO-1O, CO-10). They 
access the memory for read, write and refresh operations. The output load may be as 
high as 500pF. 

AO-9, 10 J Row Address Inputs: These address inputs are usually connected to the low order 
address bits of the microprocessor. They select rows in the DRAM cell configuration. 

AASO-3 0 Row Address Strobe: These row address strobe signals are used to strobe the row 
addresses into the DRAM. II 

RFClK I Refresh Clock: This input determines the timing of the refresh cycles for the DRAMs. It 
should be a multiple of 2M Hz. It is divided according to bits CO, 1, 2, and C3 in the Mode 
Register, so that the refresh cycles occur at 15ps or 13ps intervals. 

RFIP 0 Refresh In Progress: This output indicates that a refresh cycle is in progress. RFIP goes 
low one ClK cycle prior to the start of a refresh cycle. 

RFSH I External Refresh Request: Refresh cycles can be requested externally by driving the 
RFSH signal low. 

WAITIN I Add Wait State: If this input is low, one or two extra Wait States will be added to the access 
cycle at an external event, e.g. memory read. 

WAIT/DTACK 0 Wait/Data Transfer Acknowledge: This output inserts Wait States into CPU access 
cycles. The output is controlled by bits R2, R3, R4, R5 and R7, in the Mode Register. 

WE/RFRO 0 Write Enable/Refresh Request: After Power up reset and in interleave mode, this output 
functions as refresh request. In non-interleave mode it can be programmed to function 
as the WE output if ECASO is low in the Mode Register. 

WIN I Write Enable Input: This input controls the WE output, and delays CAS, if programmed 
to do so by bit C9 in the Mode Register. 
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KS84C21/22 OPERATION 

Introduction 

The KS84C21122 support both synchronous and asyn­
chronous operations; interleaved or non-interleaved 
accesses; burst and non-burst accesses, and a variety of 
refresh operations. They generate all the signals required 
to control these various functions, by means of the Mode 
Register. (See PROGRAMMING THE KS84C21/22.) 
Timing characteristics for typical operations are shown 
under AC SWITCHING CHARACTERISTICS. 

Reset 

Power Up Reset 

The KS84C21122 on-chip power-up reset logic generates 
a reset pulse: 

• At power up; 

• If Vee falls well below +3.0V, and reaches Vee min. 
(Short spikes below the minimum Vee will not reset 
the chip. However, correct functionality is guaranteed 
only within the operating conditions.) 

When the chip is reset, all internal flip-flops, counters, 
and the Mode register are reset, and the output lines are 
inactive: RASO-3, CASO-3, WAIT (DACK), RFIP, WE 
(RFRO) are high, while 00-9, 10 are low. Note that there 
are no tri-state buffers on any of the outputs. 

The chip does not need any time to synchronize after 
power up, it is operable after ·200 microseconds, as 
required by most'DRAMs. 

After power-up reset, the Mode Register must be repro­
grammed in the programmable version of the chip. 

External Reset 

The Mode Load signal (ML) can also be used to reset the 
chip. When ML is driven low, all counters and flip-flops 
are reset, and the Mode Register is enabled to receive the 
mode bit inputs. 

c8SAMSUNG 
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Programming the KS84C21/22 

The KS84C21/22 has a Mode Register that can be 
programmed by, the user, or mask-programmed at the 
factory. The outputs from the register control the internal 
program modes. 

Mode Register 

Figure 4 shows data flow to and from the Mode Register. 

Figure 4. Mode Register Data Flow 

RO-9 • 
CD-9 ADDRESS "" • LATCHES 

y MODE 
BO,1 • REGISTER 

ECASO • 

ML J MODE L 

~ 1 
L LOGIC J 

CONTROL 
LOGIC 

The Mode Register receives inputs from the CPU on the 
address lines: Row addresses RO-9, Column address 
CO-9, and Bank addresses BO, B1 and ECASO. These 
bits are loaded into the Register when Mode Load (ML) 
goes low. Alternatively, the Mode Register may be 
programmed by initiating a 'dummy' access, as shown in 
the Mode Load Timing Characteristics (Figure 11, AC 
Switching Characteristics). ML, CS and AREO are 
asserted, the addresses are loaded into the Mode 
Register on the falling edge of AREQ, while ML and CS 
are low, or when ML goes high (whichever occurs first). 

It is necessary to program the chip after power up, and 
before using it in normal operation. The inputs to the 
register are encoded to control a variety of functions, as 
shown in Table 4. Note that inputs R10 and C10 of the 
KS84C22 do not program the Mode Register. 
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Table 4. Programming the Mode Register 

ADDRESS LATCH 

80 80 allows the user to decide whether address inputs should be latched by ADS/ALE, or whether the 
address latches should be permanently trans~arent and merely allow passage of the address inputs. 

80 

0 Address bits latched. 

1 Address latches transparent. 

ACCESS MODES 

81 81 allows the user to select either synchronous or asynchronous access modes. 

I n Mode 0 (synch ronous), access is controlled by the system clock, and the access RAS is in itiated II 
on the rising edge of the first clock input after ALE goes high. AREQ is used to hold RAS low during 
access. 

In Mode 1 (asynchronous), the leading edge of ADS initiates access immediately, and the trailing 
edge of AREQ terminates RAS. 

81 

0 Access Mode 0 (synchronous) 

1 Access Mode 1 (asynchronous) 

ENABLE COLUMN ADDRESS STROBE 

ECASO Controls the CAS outputs. Only one ECAS Mode Register. 

ECASO 

0 CASn outputs are negated with AREO in non-interleave mode. 
WE output is selected. 

1 CASn outputs can be held low until the rising edge of ClK, after RAS is deasserted in non-
interleave mode. 
RFRO is selected. 

RAS LOW AND RAS PRECHARGE TIME 

RO, R1 These bits control the period of time that RAS is low during refresh operations, and also determine 
the guaranteed RAS precharge time. The time interval shown (T) is equivalent to one Clock (ClK) 
cycle. 

RO R1 RAS Low Time RAS Precharge Time 

0 0 2T 1T 

0 1 2T 2T 

1 0 3T 2T 

1 1 4T 3T 
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Table 4. Programming the Mode Register (Continued) 

WAIT OR DTACK GENERATION FOR NON-BURST MODE ACCESSES 

R2, R3, R7 These bits control the WAIT or DTACK generation modes for R7 non-burst accesses. Bit R7 is set to 
select either WAIT or DTACK type of output. The time interval shown (T) is equal to one Clock 
cycle. 

WAIT High from WAIT High from Access 
--

Access RAS Low. RAS Low, After OTACK low from 
R7 R2 R3 Non-delayed Access Delayed Access RAS Low 

0 0 0 No wait states OT -

0 0 1 No wait states 1/2T -
0 1 0 1I2T 1/2T -
0 1 1 1T 1T -

1 0 0 - - OT 

1 0 1 - - 1/2T 

1 1 0 - - 1T 

1 1 1 - - 1-1/2T 

WAIT OR DTACK GENERATION FOR BURST MODE ACCESSES 

R4, R5 R4 and R5 Control WAIT or DTACK generation modes during burst mode accesses. 

R4 RS Condition 

0 0 No wait states. WAIT stays high and DTACK stays low from previous access. 

0 1 1/2T. WAIT goes high on the falling edge of the next ClK. 

1 0 1T. WAIT goes high on the rising edge of the next ClK. DTACK goes low one 
click cycle after CAS. 

1 1 OT. WAIT(DTACK) follows CAS. 

ADDS WAIT STATE 

R6 R6 adds wait states to the current access if WAITIN is low. 

R6 Condition 

0 Hold WAIT low (DTACK high) for one extra clock period. 

1 Hold WAIT low (DTACK high) for two extra clock periods. 
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Table 4. Programming the Mode Register (Continued) 

INTERLEAVING 

R8 R8 Determines whether the DRAM is accessed in interleaved or non-interleaved mode. 

In interleaved mode, the row addresses are multiplexed to the DRAM controller address outputs, 
after the column addresses have been held for a sufficient time (35ns minimum) after CAS has gone 
low. 

In non-interleaved mode, the column addresses are held on the DRAM controller address outputs 
until CAS goes high. 

R8 

0 Interleaved mode 

1 Non-interleaved mode II 
STAGGERED REFRESH OPERATIONS 

R9 R9 determines whether the refresh operation is standard, or staggered. 

During a standard refresh cycle, all RAS outputJ will be asserted and deasserted at the same time. 

In staggered refresh operations, the RAS outpl:lts will go low in sequence, at one clock intervals. 
One or two RAS outputs are selected at a time, depending upon the RAS/CAS configuration 
selected by the setting of C4-C6. There is no error scrubbing during this type of refresh. 

R9 

0 Standard refresh 

1 Staggered refresh 

RFCLK DIVIDER 

CO, C1, C2 These bits allow the user to select the divider for the refresh clock input (RFCLK), from which the 
internal REFRESH clock is generated. Select divider such that the result is an approximately 2MHz 
clock (REFRESH). 

CO C1 C2 

0 0 0 Divide by 10 

0 0 1 Divide by 6 

0 1 0 Divide by 8 

0 1 1 Divide by 4 , 0 0 Divide by 9 

1 0 1 Divide by 5 

1 1 0 Divide by 7 

1 1 1 Divide by 3 

c8SAMSUNG 
Electronics 

289 



KS84C21/C22 DYNAMIC RAM CONTROLLERS 

Table 4. Programming the Mode Register (Continued) 

REFRESH CLOCK DIVIDER 

C3 C3 allows the user to divide the internal refresh clock (REFRESH), to get the required refresh cycle 
time. 

C3 

0 Divide by 30. Divides the internal REFRESH clock (usually 2MHz) by 30, to produce a refresh 
clock period every 15 microseconds. 

1 Divide by 26. Divides the internal REFRESH clock (usually 2MHz) by 26, to produce a refresh 
clock period every 13 microseconds. 

RAS AND CAS CONFIGURATIONS 

C4, CS,C6 These bits, in conjunction with BO and B1 control the RAS and CAS configurations. There are four 
and four CAS outputs, that can be grouped so that each RAS and CAS will drive one fourthOf the 
array, regardless of whether the array is arranged in 1, 2 or 4 banks. The setting of these bits also 
determines whether error scrubbing and interleaving can be supported. 

Error Support 
C4 C5 C6 RAS and CAS Configuration Mode. Scrubbing Inter1eavlng 

a a a RASO-3 are brought low during an access. CASO-3 are all Yes No 
selected during an access but only those enabled by the 
corresponding ECAS can go low. 80 and 81 are not used. 

a a 1 RAS groups are selected by 81. No No 
80 is not used. All CAS outputs 81 80 
are selected, making this mode a - RASa, 1 
useful for byte writ~ via 
ECA50-3 inputs and the CASO-3 1 - RAS2;3 
outputs. 

a 1 a RAS, CAS pairs selected by 80, Yes Yes 
A particular CAS cannot go low 81 80 
unless its ECAS is also low. a a RASa and CASO 

0 1 RAS1 and CAS1 

1 a RAS2 and CAS2 

1 1 RAS3 and CAS3 

a 1 1 RASn is selected by 80 and 81. No No 
CAS outputs are selected, 81 80 
making this mode useful for 0 0 RASO 
byte writi~ ECASO-3 inputs 
and the CAS0-3 outputs. 0 1 RAS1 

1 a RAS2 

1 1 RAS3 

1 a a RAS, CAS groups selected by Yes Yes 
81. A particular CAS cannot go 81 80 
low unless its ECAS is also low. a - RASa, 1 and 

CASO, 1 

1 - RAS2, 3 and 
CAS2,3 
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Table 4. Programming the Mode Register (Continued) 

RAS AND CAS CONFIGURATIONS (Continued) 

Error Support 
C4 C5 C6 RAS and CAS Configuration Modes Scrubbing Interleaving 

1 0 1 RAS, CAS groups are selected No Yes 
by 81. A particular CAS cannot 81 80 
go low unless its ECAS is also 

0 - RASO, 1 and 
low. CASO, 1 

1 - RAS2, 3 and 
CAS2,3 

1 1 0 RASO-3 and CASO-3 are all selected during an access. This No No II 
mode is useful for byte writing via ECASO-3 inputs and the 
CASO-3 outputs. 80 and 81 are not used. 

1 1 1 RASn and CASn are selected by No Yes 
80 and 81. A particular CAS 81 80 
cannot go low unless its ECAS 

0 0 RASO and CASO 
is also low. 

0 1 RAS1 and CAS1 

1 0 RAS2 and CAS2 

1 1 RAS3 and CAS3 

COLUMN ADDRESS SETUP TIME SELECTION 

C7 C7 allows the user to select a minimum guaranteed setup time (tASe) forthe column address inputs. 

C7 

0 Selects 10ns setup time. 

1 Selects Ons setup time. 

ROW ADDRESS HOLD TIME SELECTION 

C8 C8 allows the user to select a minimum guaranteed hold time (tRAH) for the row address inputs. 

C8 

0 Selects 25ns hold time. 

1 Selects 15ns hold time. 

DELAY CAS DURING WRITE ACCESSES 

C9 C9 allows the userto delay CAS during write operations. If no delay is selected, CAS is treated in the 
same way for read and write operations. If delay is selected, CAS is delayed for one rising clock 
edge after RAS goes low. 

C9 

0 No delay. 

1 Delay selected. 
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Standard Access Operations 

The versatile KS84C21/C22 chips support a variety of 
DRAM operations. They enable read and write accesses, 
in synchronous or asynchronous mode, with or without 
interleaving, and in burst or non-burst mode. Typical 
operations are illustrated in the timing diagrams at the 
end of this Product Description. 

Operating Features 

DRAM performance is optimized under the control of 
the KS84C21/C22, as a function of the special operating 
features designed into the chips. This section describes 
some of the features that enhance DRAM performance. 

Controlling Precharge Time 

The precharge time of the DRAM, or the time the chip 
takes to stabilize between accesses, negatively impacts 
the overall access speed of the memory devices. Since 
the DRAM performance is generally trailing CPU through­
put ~i me, the DRAM controller can play an important role 
in improving overall system performance. 

RAS Low and RAS Precharge Time. RAS precharge 
time can be programmed using bits RO and R1 in the 
Mode Register. The precharge time is guaranteed during 
access and refresh. RAS low and RAS precharge times 
are counted by the rising edges of the ClK input. Each 
bank of memory devices has its own precharge counter. 
This is an important feature, since the KS84C21/C22 
allows memory interleaving of 2 or 4 memory banks. 

AREQ must go high at tC22 with respect to the rising 
edge of the ClK input, to be counted as 1T of the 
programmed precharge time. (This means that 1T can 
be somewhat less than one clock period.) 

The KS84C211C22 inserts Wait States as required, to 
keep the CPU and DRAM interactions in step. The 
system designer is responsible, however, for making 
sure that the appropriate numbers of Wait States are 
inserted to keep RAS low for the period of time required 
by the DRAM specification. 

CAS Precharge Time. The ECASn input controls CAS 
precharge time during a burst access. The CASn output 
is a direct function ofthe ECASn input. The KS84C21/C22 
does not monitor precharge time tcp ortNcP in a page or 
nibble access. 
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Access ·Features 

The KS84C21/C22 enables a number of types of DRAM 
access, that either enhance DRAM performance, or 
increase the DRAM's flexibility in specific applications. 

Static Column Access. With this type of access, a 
specific memory row is accessed, and the column 
addresses to that row are toggled, enabling sequential 
accesses, without invoking a succession of RAS an.d 
CAS Signals. The input addresses can be either latched 
or fall-through, as programmed by bit 80 in the Mode 
Register. This feature does not support random row 
accesses. 

Page Access. For such applications as frame buffer, or 
printer buffer, the KS84C21/C22 support fast page 
accesses, in which a specific row is accessed, and 
incremental column addresses within that row are 
accessed sequentially. The built in column counter 
provides the column address. If the row changes, a new 
access must be initiated with ADS or ALE. This feature 
does not support random row accesses. 

Memory Interleaving. Performance is similarly enhanced 
if consecutive accesses are made to different memory 
banks by hiding the precharge time in the access of 
subsequent access cycle. The KS84C21/C22 supports 
access to up to 88 DRAMs, arranged in up to four banks, 
each containing 16 memory devices for data and 6 for 
error correction. The bank address bits, 80 and 81 are 
the least significant bits, as seen by the CPU. The 
KS84C211C22 ensures that the DRAM will be precharged 
for the programmed number of ClK cycles by inserting 
Wait States. The precharge counter, as programmed by 
RO and R1, keeps track of the ClK inputs, and after 
reaching the programmed number, the rising edge of the 
next ClK input is used to complete the current cycle. 
The precharge counter starts with the rising edge of the 
first ClK input (which is counted as 1 T) that occurs after 
the low-to-high transition of AREQ. There is a required 
setup time to the rising edge of ClK of tC22. 

Delay CAS 

An early write cycle to a DRAM is useful if the input data 
is not stable at the falling edge of WE, or if bidirectional 
data buffers are used. With this sort of access, WE goes 
low before CAS is low. The column address bits and data 
are stored in the DRAM latches on the falling edge of 
CAS. The data output buffer of the DRAM is tri-stated 
during the entire RAS cycle. 
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To achieve an early write cycle, the CAS output of the 
KS84C211C22 can be delayed one ClK cycle, if bit C9 of 
the Mode Register is set appropriately. CAS will go low 
tC24 after the rising edge of ClK. If CAS has been 
delayed in this way, and r~uires further delay, this can 
be done by holding ECASn high, which prevents CAS 
from going low. 

Conversely, a late write access may be required, in which 
WE is asserted after CAS. In this case, the column 
address bits are latched into the DRAMs on the falling 
edge of CAS and the input data is latched on the falling 
edge of WE. 

Wait States 

Wait states are required when a relatively slow DRAM is 
operating with a fast Cpu. The KS84C211C22 generates 
the WAIT signal, and sends it back to the CPU instructing 
it to insert a Wait. This means that the CPU will not look 
for data prematurely, and during a Refresh operation, an 
access is deferred. Bit R7 of the Mode Register must be 
set to '0' to instigate this feature. 

If the Wait state is not selected, the KS84C21/C22 
generates a handshaking signal, DTACK, which is re­
turned to the CPU to acknowledge transfer of data. 

Refresh Operations 

The KS84C21/22 provide a number of refresh options, as 
described below. 

Automatic Internal Refresh 

Internal refresh is generated by an internal refresh 
counter, which keeps track of the refresh intervals, and 
also supplies the row address bits required to refresh the 
memory area. (Internal refresh is a RAS-only operation.) 
The refresh period is selected by bits CO, C1, C2 and C3 
of the Mode Register. 

The refresh period for most DRAMs is 15 microseconds. 
This means that the one megabit DRAM has to be 
refreshed every eight milliseconds, during which time, 
512 rows must be accessed. This calls for a 9-bit refresh 
counter. The KS84C21 has a 10-bit counter, and the C22 
has an 11-bit counter. The extra bits are used for error 
scrubbing over the whole address range. 

If a refresh is requested by the on-chip Refresh counter, 
while an access is in progress, that access is finished 
before the refresh cycle is initiated. The next access is 
deferred until the refresh cycle is complete. The wait 
logic automatically inserts Wait States. 

Internal refresh is possible in both interleaved and non­
interleaved modes. 

DYNAMIC RAM CONTROLLERS 

Automatic Internal Staggered Refresh 

Staggered refresh, during which the RAS signals are 
staggered at one ClK intervals, can be se~ected ~y 
appropriately setting bit R9 in the Mode Register. ThiS 
type of cycle allows the memory area to be refreshed. in 
two or four refresh operations that are interspersed With 
regular memory accesses. Staggering refresh operations 
reduces the switching current. 

External Control/ed Refresh 

Refresh operations can be controlled externally and can 
be either 'all RAS' or staggered. As for internal refresh, 
the row address bits are supplied by the on-chip refresh 
counter. 

Internal refresh must be disabled by driving DISRFSH 
low. RFSH must go low at setup time tR1. 

Refresh Request Divider 

The refresh request divider (derived from the program­
mable divider asserts RFRQ externally, if internal or 
external refresh has been selected by DISRFSH. 

Clearing the Refresh Counter (Row Address) 

The refresh counter is cleared by driving DISRFSH high 
and RFSH low, with a setup time of tR1 to the riSing edg.e 
of ClK. This procedure does not invoke a refresh of the 
DRAM. 

Error Scrubbing 

In a system with error correction, transparent error 
scrubbing is one method of increasing data integrity. A 
full access is performed during refresh, during which 
data and ECC bits are continuously updated and checked, 
and random bit errors corrected. The error scrubbing 
option is selected by appropriately setting bits C4, C5 
and C6 of the Mode Register. 

When the KS84C21/22 are programmed for error scrub­
bing, a complete memory access is performed dur~ng 
the refresh cycle. The 12- or 13-bit internal scrubbing 
counter provides the column address bits, and the 10- or 
11-bit refresh counter provides the row address bits. 
Error scrubbing is done by word, not by byte. 

If the error correction circuitry detects an error, the error 
is corrected by writing the corrected word to the DRAM 
by means of the read-modify-write operation. (!he data 
is read and checked during the read portion, and 
modified/corrected data is written back during the write 
portion.) 
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To enable this type of cycle, EXTDRF must be asserted 
while RAS is low. RAS and CAS remain low until the 
rising edge of the next ClK, after EXTDRF has gone low 
again. 

Although the KS84C21122 control the error scrubbing, 
they do not provide the error correction circuitry. 

Access Modes 

The KS84C21/22 supports both synchronous and asyn­
chronous operations. The uSer can select the mode 
most suited to the microprocessor with which the DRAM 
is interfacing, by means of bit B1 in the Mode Register. 

Mode 0 - Synchronous Access 

Mode 0 is selected when 81 = O. To initiate a Mode 0 
operation, ALE must pulse high t02 before the rising 
edge of the clock input (ClK). Provided that the chip 
select signal (CS) has been established at tOl before the 
rising edge of the next ClK input, access will start on the 
rising edge of that ClK. 

Since ALE is high, the address latch is. transparent to the 
address inputs, and, if the chip is programmed in 
Address latch Mode (BO = 0), the latch stores the 
address bits that were present one setup time (t06) 
before the high-to-Iow transition of ALE. If the chip is not 
in latch Mode (BO = 1), the address inputs have to meet 
the setup time of t05 to the rising edge of ClK, to make 
sure that the row address bits are on the Q output when 
row address strobe (RAS) is asserted. 

Mode· 1 - Asynchronous Access 

Mode 1 is selected when 81 = 1. To initiate a Mode 1 
operation, CS must be low for t12 before ADS goes low. 
If the chip is programmed in Address latch Mode, the 
address latch, which is transparent to address inputs 
while ADS is high, stores the address that was present 
one set up time t14 before the high-to-Iow transition of 
the ADS signal. 
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Interleaving 

The KS84C21/22 support both interleaved and non­
interleaved memory operation. Interleaving is controlled 
by the R8 input to the Mode Register. 

Interleaving 

With R8 set at 0, the chip supports interleaved accessing 
of the DRAM. This is a way of reducing access cycle 
time. In interleaved mode, access cycles (read or write) 
are overlapped, so that before an access cycle is 
completed in one memory bank location, another access 
may be started in a different memory bank. Since the 
precharge time of most DRAMs is between 80 and 100 
nanoseconds (about the same length as tRAS), inter­
leaving can save up to 50% of cycle time. 

Memory accesses can only be overlapped in physically 
separated banks of memory, and may occur during 
precharge time. 

Interleaving can take place in either Mode 0 or Mode 1. 

Non-Interleaving 

When R8 is set at 1, the chip does not support interleaving. 
The address lines from the microprocessor are connected 
to the Row (R), Column (C), and Bank (B) inputs of the 
KS84C21. BO and B1 (bank address bits) may be 
connected to the most significant or the least significant 
address bits. 

Access starts in Mode 0 if ALE pulses high t02 before the 
edge of the ClK input. In 1, access starts when CS 
remains low for t12 before the falling edge of ADS. In 
both cases, access is terminated when AREQ goes high, 
terminating RAS. CAS goes high or stays low until the 
rising edge of the next ClK, as programmed by ECASO 
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DC ELECTRICAL CHARACTERISTICS 

Absolute Maximum Ratings 

DC Supply Voltage .................................. 7V All Input and Output Voltage ..... Vss - 0.5V to + 7V 
Temperature Under Bias ................. O°C + 70°C Power Dissipation at 25MHz ..................... 0.6W 
Storage Temperature ..... . . . . . . . . . .. -65° C to 150° C E.S.D ............................................... 2000V 

Note: If the device is used beyond the maximum rating, permanent damage may occur. Operation should be limited to those conditions specified 
under DC Electrical Characteristics. 

DC Electrical Characteristics (T A = 0° C to +70° C, V CC = 4.5V to 5.5V, V ss = OV) 

Symbol Parameter Condition Min lYP Max Units 

VIH Input High Voltage Tested with limited Test pattern 2.0 Vcc+0.5 V 

VIL Input Low Voltage Tested with limited Test pattern -0.5 0.8 V 

VOH1 o and WE Outputs IOH = -10mA 2.4 V 

VOL1 o and WE Outputs IOL = 10mA 0.5 V 

VOH2 All outputs except 0 and WE IOL = -3mA 2.4 V 

VOL2 All outputs except 0 and WE IOL = 3mA 0.5 V 

liN Input Leakage Current VIN = Vcc or Vss ±10 pA 

IILML ML Input Current VIN = Vss 200 pA 

ICC1 Ouiescent Current CLK at 25MHz Inputs Inactive 15 mA 

ICC2 Supply Current Inputs Active (I load = 0) 2.5 mA/MHz 

CIN Input Capacitance fiN at 1MHz 5 10 pF 

AC SWITCHING CHARACTERISTICS 

Figure 5 shows a typical test circuit, while Figure 6 shows the output drive levels. Figures 7 through 14 provide switching 
characteristics for a number of typical KS84C21/C22 operations: 

• Figure 7. Mode 0 Interleave' 
• Figure 8. Mode 0 Wait State, Non-Interleave 
• Figure 9. Mode 1 Interleave, Address Latch 
• Figure 10. Burst Access, Page Mode 
• Figure 11. Non-Interleave, Delay CAS 
• Figure 12. Mode Load 
• Figure 13. CLK, RFCLK Timing 
• Figure 14. Internal Refresh 
• Figure 15. Refresh and Extend Refresh 
• Figure 16. Staggered Refresh 

Unless otherwise stated Vcc = 4.5V to 5.5V, 0 < TA < 70°C 

Load Capacitance: 00-09, 010 
WE 
RASO-3, CASO-3 
All other Outputs 

CL = 500pF 
CL = 700pF 
CL = 175pF 
CL = 50pF 

All minimum and maximum values are measured in nanoseconds. 

c8SAMSUNG 
Electronics 

295 

I 



KS84C21/C22 

CAPACITIVE LOAD SWITCHING 

Figure 5. Switching Test Circuit 

*'pd SPECIFIED AT CL = SOOpF ALL Q OUTPUTS 

TYPICAL SWITCHING CHARACTERISTICS 

CL = 17SpF RAS AND CAS OUTPUTS 
CL = 700pF WE OUTPUT 

DYNAMIC RAM CONTROLLERS 

Figure 6a. Output Drive Levels Figure 6b. Simplified Output Driver Schematic 

VOLTAGE WAVEFORMS 

INPUT 

'''~r ~r----:l=O'8V='O: 
----------~~----------------~~--~Ov· 

OUTPUT 

AC Testing inputs are driven at 3.0V for a logic "1" and O.OV for a logic 
"0". Timing measurements are made at 2.4V for a logic "1" and O.BV 
for a logic "0" at the outputs. 

c8SAMSUNG 
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OUTPUT TO 
t---....... RAM ADDRESS 
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Figure 7. Mode 0 Interleave 

CLK 

ALE 

80,1 

ACCESS START 

" 

R, CO-9,10 -J'"--+----------.. f' .... --+-~------__I~------"-----

aO-9,10 _..A..,j~~-:::=~~n___:::7==~::__"""'f'.....a....A..,j"----.........:;1l0:..:W;............-+_---"-......:.:=~-~---

No. 

01 

02 

03 

04 

05 

06 

07 

08 

a 
b 
c 
d 

09 

010 

012 

14----08-----;~ 

~-----------~-~ 
~-~-----~ 

WAIT -------------------~ 

Parameter Min Max 

CS Low to CLK Rising Edge 10 

ALE High to CLK Rising Edge 15 1T 

Address Hold Time from CLK t08 
Rising Edge not using the 
on-Chip Address Latch 

ALE Pulse Width 15 

Address Set-up to CLK Rising Edge 20 
not using the On-Chip Address Latch 

Address Set-up to ALE Falling Edge 3 
using the On-Chip Address Latch 

CLK Rising Edge to RAS Low 35 

CLK Rising Edge to CAS Low (non-
delayed access) 
tRAH = 15ns, tAse = Ons 85 
tRAH = 15ns, tAse = 10ns 95 
tRAH = 25ns, tAse = Ons 95 
tRAH = 25ns, tAse = 10ns 105 

ALE Low to CLK Rising Edge Setup 15 

CS Low while AREQ Low 0 

Address Hold Time from ALE falling 10 
edge using the On-Chip 
Address Latch 

c8SAMSUNG 
Electronics 

2Tj 

No. Parameter Min 

C2 Address to Q output 

C3 Row Address Hold Time, tRAH = 15ns 15 

C4 Row Address Hold Time, tRAH = 25ns 25 

C5 Column Address Set-up Time 0 
tAse = Ons 

C6 Column Address Set-up Time 10 
tAse = 10ns 

C7 CLK RiSing Edge to RAS active after 
delayed access 

C8 CLK RiSing Edge to CAS active after 
delayed access 

a tRAH = 15ns, tAse = Ons 
b tRAH = 15ns, tAse = 10ns 
c tRAH = 25ns, tAse = Ons 
d tRAH = 25ns, tAse = 10ns 

C12 AREQ High to RAS High 35 

C17 AREQ High to CASn High 25 

C20 Column Address Hold Time 35 
in Interleave 

C22 AREQ High to CLK Rising Edge to 15 
recognized as 1T of RAS precharge 

W03 CS Low to WAIT Low if No Wait 
State programmed 

W5 CLK RiSing Edge to WAIT High 

CLK High to DTACK Low 
OT Programmed 

Max 

35 

35 

85 
95 
95 
105 

1T 

25 

25 

35 
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KS84C21/C22 

Figure 8. Mode 0, Wait State, Non-Interleave 

CLK 

ALE 

R4,6 = '0' 

D~CK--~~------------+-~~ ,""",,, __ -+IJ 

No. 

C12 

C13 

C21 

C25 

C26 

DTACK / 

R2,3,4,5,6 = '0' 

WAIT 

DTACK/ 
R2,6 = '0' R3,4,5 = '1' 

WAIT 

Parameter 

AREa High to RAS High 

m 

ECASn High to CASn High or 
ECASn low to CASn low 

AREa Rising Edge to ECAS 
Rising Edge in order not to start a 
Wait State 

ClK Rising Edge to CASn High if 
ECASn low at AREa Rising Edge (if 
Delay Programmed by ECASO) 

ECAS low Set-up to ClK Rising 
Edge during burst access 

Min Max' 

35 

25 

20 

30 

20 

DYNAMIC RAM CONTROLLERS 

m 

No. Parameter Min Max. 

W01 WAITIN low to ClK Rising Edge to 5 
Add Wait State (s) if no Wait State 
is programmed 

W02 ALE Rising Edge to WAIT low (CS 25 
must be low) 

W1 ClK to WAIT High 30 

W2 ClK to DTACK low 30 

W3 AREa Rising Edge to DTACK High 25 

W4 ECAS Rising Edge to WAIT low 25 

W5 ClK Rising Edge to WAIT High 25 

ClK High to DTACK low 35 
OT Programmed 

W6 WAITIN low to ECAS Rising Edge to 5 
Add Wait State(s) 

W7 ECAS High to DTACK High during 35 
burst access 

W8 ECAS low to DTACK low during 35 
Burst Access (OT programmed) 
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Figure 9. Mode 1, Interleave, Address Latch 

ClK 

80,1 
R, Co-9, 10 - ...... 1--i--..J'......&lIo.....ol~~A...A....A....A--I:o...,...iL.o~.A-.J'~=:.:..::::=-J'\.~...a.....tl~~a....J\ ___ _ II 

aO-9, 10 --....::::=-.JA-;;:;::::;---u----:C:::O:-:lU':::M:::N:---,..,.""C7~....-.::,....,,.....~r---::=-,,.-~f------..---
CS,6 C20 

lAse leAH 

~-----16i------~ 

CASm -----~--------------------~ 
___ -_ J:--W12 

DTACK L I \\.. _____ .-J' '--

No. Parameter Min Max No. Parameter Min Max 

C2 Address to a output 35 11a ADS low to ClK Rising Edge 7 

C3 Row Address Hold Time, tRAH = 15ns 15 11b ADS low to ClK, to guarantee WAIT 25 

G4 Row Address Hold Time, tRAH = 25ns 25 
DTACK output 

C5 Column Address Set-up Time 0 
12 CS to ADS low Set-up Time 5 

tAse = Ons 13 ADS Falling Edge to RAS low during 35 

C6 Column Address Set-up Time 10 
an Access 

tAse = 10ns 14a Address Set-up to ADS Falling Edge 10 

C12 AREa High to RAS High 35 
using the On-Chip Address latch 

C17 AREa High to CAS High 25 
14b Address Set-up to ADS Falling Edge 10 

not using the On-Chip Address Latch 
C20 Column Address Hold Time 35 

in Interleave 
, 15a Address Hold after ADS Falling Edge 8 

using the On-Chip Address latch 
W12 ADS low to DTACK low 40 

OT from RAS Programmed 
R2, 3 = '0', R7 = '1' 

15b Address Hold after ADS Falling Edge t16 
not using the On-Chip Address latch 

16 ADS low to CAS low 
C9 = '0' (not delayed access) 

a tRAH = 15ns, tAse = Ons 85 
b tRAH = 15ns, tAse = 10ns 95 
c tRAH = 25ns, tAse = Ons 95 
d tRAH = 25ns, tAse = 10n5 105 

18 ADS held High from ClK 3 
Rising Edge 

19 ADS Pulse Width 10 
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KS84C21/C22 DYNAMIC RAM CONTROLLERS 

Figure 10. Burst Access - Page Mode 

~==-~-~ CASn ~ _ \"" __ ~_ ..... ______ _ 

~ 
Q COLUMN ADDRESS COLUMN ADDRESS + 1 

No. Parameter Min Max No. Parameter Min Max 

C13 ECASn High to CASn High 25 C16 COLINC High Set-up to ECASn Low 15 

C15 COLINC Rising Edge to Column 35 C23 ECASn Low to CAS Low 25 
Address Output C27 COLINC Pulse Width 20 

Figure 11. Mode Load 

80,81 
~9~~~~~~~~~ ________ ~~~~~A-n-____ n-_ 

No. . Parameter Min Max No. Parameter Min Max 

M1 Mode Address Set-up Time 5 M4 CS asserted to AREa asserted 5 

M2 Mode Address Hold Time 5 M5 Mode Address Hold Time from 30 

M3 ML asserted to AREa asserted 10 AREa Low 

M6 Mode Address Set-up Time to 0 
AREa Low 
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KS84C21/C22 DYNAMIC RAM CONTROLLERS 

Figure 12. Non-Interleave - Delay CAS 

CLK 

ALE 

80,1 
R, CII-9,10 -"--+------t----...,..-----lf------------.J'.'----- II 

00-9,10 --..J'\+--.!!~-...J'I..-+--!:.:~:!!!........;..-f'l.----1f---!~-----~-~~::.:!..--.A---

::j __ 011 

WIN ~r--------------~ 
_IC1~- -:1 C14 t: 

~ ~ UI 

ECASn~~ _____________ _J1 \ 

No. Parameter Min Max No. Parameter Min Max 

011 WIN low to ClK Rising Edge to 5 C18 ClK High 15 
delay CAS (C9 = '1 ') C18a ClK low 15 

C14 WIN to WE 40 C19 ClK Period 40 
C24 ClK Rising Edge to CAS low if 30 

delayed by WIN 
C28 RFClK High 15 

C25 ClK Rising Edge to CASn High if 30 
C28a RFClK low 15 

ECASn low at AREQ (if delay C29 RFClK Period 40 
programmed by ECASO) 

Figure 13. ClK, RFClK Timing 

CLK 

C28 C288 C29 

RFCLK 
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Figure 14. Internal Refresh - Interleave Access 

ClK 

BO,1 
R, CO-9,10 -." .. -----------......,1-"1.......-+--+-------+--__________ _ 

00-9,10 __ ,.."......;.;=.,..,'I......._-=C.::,Ol:;;U:;,:M;,;,,:N __ J'--;.:;:;,,:,:,......r;...:.:;:;::.JYI-:::::,;.,;.::.:::..::.;=:.:.::.:.=---+:::--_____ ..J'o __ R:.:,:O:.:,W=---_ 

ACCESS 

No. Parameter 

R5 AREO High to RFIP low for Pending 
Refresh Burst Access 

R6 elK Rising Edge to RFIP High for 
Pending Refresh Ending 

R7 elK Rising Edge to Refresh 
RAS Ending 

R9 elK Rising Edge to Refresh 
RAS Starting 

R13 elK Rising Edge to RFRO High 

Min Max 

35 

35 

30 

35 

35 

R6 

ACCESS 

o OT AFTER DELAYED ACCESS 
R2, R3 = '0' 
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Figure 15. Refresh and Extended Refresh 

ClK 

O ____ -n~~~--~R~EF~RE~S~H~R~OW~---~-h--~---~R=EF~R=ES~H~R~OW~ ___ +-__ --+ 

-jR3 __ ~R3 

EXTORF ________________________________ ~ 

No. Parameter Min Max No. Parameter Min 

R1 RFSH low Set-up to elK 5 R6 elK Rising Edge to RFIP High for 
Rising Edge Pending Refresh Ending 

R2 DISRFSH low Set-up to elK 15 R7 elK Rising Edge to Refresh 
Rising Edge RAS Ending 

R3 EXTDRF Set-up to elK Rising Edge 12 R9 elK Rising Edge to Refresh 

R4 elK Rising Edge to RFIP low 30 
RAS Starting 

R5 AREQ High to RFIP low for Pending 35 R10 RFSH low Pulse Width 15 

Refresh Burst Access 

Figure 16. Staggered Refresh 

ClK 

OISRFSH _____________________________________ ____ 

RFSH ~~ _____________________________ __ 

\~ __________________ __J 

RASO ----------\ 
,'-----~ 

00-9,10 _______ JX~ ______ ._.::.::.::.:!::::::::.=:::._ ______ J\.._...:.::.:.:.:;.;:.:.:::.:::....;..,;~_ 
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35 

30 

35 
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KS84C21/C22 DYNAMIC RAM CONTROLLERS 

NOTES ON TIMING CHARACTERISTICS 

This section provides notes on timing characteristics for the following operations: 

• Interleaving (Figures 7, 9 and 14) 

• Two consecutive accesses to the same bank 

• Refresh (Figures 14, 15 and 16) 

• Wait States (Figure 8) 

Interleaving 

Relevant Mode Bits 

R8 
C4, 5, 6 
BO 
B1 
C7 
C8 
RO, 1 

Interleave/non-interleave mode 
Select Interleave 2, 4, 5, or 7 
Address latch mode 
Access Modes 
Column Address Setup Time 
Row Address Hold Time 
RAS Precharge Time 

External Signal Inputs 

CS 

ALE 

ECASn 

RoC 
BO, B1 

This input enables the access cycle. 
Mode 0: It must be low for t01 before the rising edge of ClK. CS must stay low until AREa goes low. 
Mode 1: It must be low t12 before the falling edge of ADS. 

Mode 1: This input latches the address during asynchronous accesses. The falling edge must occur 
t11 before the rising edge of ClK.lt may go high after AREa was low for one ClK period. The address 
of the R, C and B inputs is latched at the falling edge of ADS, if bit BO in the Mode Register is '0'. While 
ADS is high, the address latches are transparent to the input. 

Mode 0: This input latches the address during synchronous accesses. The rising edge must occurt02 
before the rising edge of the next ClK input which starts an access. This is also true if the on-chip 
address latch is programmed in fall-through mode (bit BO in the Mode Register is '1 '). 

This input ends the active time of RAS and CAS. It may go low with ADS or some time later. AREa has 
to be high tC22 before the rising edge of ClK in order to be recognized as 1T of precharge time. 

RASn and CASn go high at the rising edge of AREa, independently of ADS. Example: If RAS3 
followed by RAS1 has been invoked, RAS3 goes high with thefirst rising edge of AREa and RAS1 with 
the second. 

RAS Precharge time: If two consecutive access cycles address the same bank, i.e. the two least 
significant bits do not change, the precharge time tRP is met by invoking Wait States. 

ECASn must be toggled to invoke a burst access while RASn is low. 

CAS precharge time: The CAS precharge time during burst access must be controlled by the ECAS 
inputs. KS84C21/22 do not monitor the duration of CAS. 

Mode 0: Address inputs must be stable t05 before ClK goes high if the address latches are fall 
through, and t06 if the address bits are latched. The address hold time is t03 or t12. 

Mode 1: Address inputs must be stable fora setup time of t14a and t14b before ADS goes low. The 
address hold time is t15a and t15b for latched and unlatched address bits. 

Note: To meet the address hold time requirements. the KS84C21/22 guarantee that the column address is turned on for 35ns. 
If an access is initiated before the column address is turned on, the column address may change, since the address 
latches are transparent while ADS or ALE is high. 
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External Signal Inputs (Continued) 

BO, B1 

Signal outputs 

a-Row 

O-Coln 

WE/RFRO 

These two inputs should be connected to the two least significant address bits. 80 and 81 select one of 
the memory banks, depending upon the setting of bits C4, C5 and C6 in the Mode Register. Set-up and 
hold times are as described for the address inputs. 

The 0 outputs are the multiplexed address outputs. The row address is on the O-outputs after the 
propagation delay time tC2. The row address appears after a Column Address Hold time of 35ns 
minimum (interleave mode only). 

The row address is guaranteed to be stable when RAS goes low. RASn stays low as long as AREQ is 
low and then stays high for the programmed number of ClK cycles. If required, Wait States are 
requested by the output WAIT or DTACK. 

This output goes low after t16, guaranteeing the programmed Column Address Set-up time of Ons or 
10ns and the Row Address Hold time of 15ns or 25ns. 

After the Row Address Hold time has elapsed, the column address is multiplexed to the 0 outputs. 
After the Column Address Hold time of min. 35ns, the row address will again be on the output. 

This output signal is asserted when an internal or external refresh is requested. In interleave mode, the 
WE input to the DRAMs must be controlled by external logic. 

Two Consecutive Accesses to the Same Bank 

External Signal Inputs 

.. ~ 

AREO 

ADS/ALE 

Signal Outputs 

WAIT or 
DTACK 

RASn 

Refresh 

AREO must go high to end the access in progress, before a pending access can be executed. 

An access may be started while AREO is high or low. This means that ADS or ALE may go low while 
CAS is active. 

This output is asserted when the same bank is accessed in two consecutive cycles, and/or the RASn 
precharge time forthe current access is less than the programmed precharge time. The WAIT output if 
programmed, is asserted immediately when the KS84C211C22 detects that the bank did not change 
and the DRAM was not precharged. 

These outputs go high with the rising edge of AREO, and remain high for the number of ClK cycles 
programmed by RO and R1 in the Mode Register. After the precharge time has elapsed, a pending 
access is executed on the rising edge of the elK that ended the precharge time. These conditions are 
true for both Mode 0 and Mode 1. 

Relevant Mode Bits 

RO, R1 
R9 
CO-3 
C4-6 

RAS low time during refresh and RAS precharge time. 
Staggered refresh 
Refresh clock divider 
Select 0, 2, 4 is error scrubbing during refresh 

External Signal Inputs 

ECASO If ECASO is set low in the Mode Register, the output WE/AFRO becomes WE. If ECASO is high at this 
time, WE/RFRO will function as refresh request. However, in interleave mode, this output is always 
RFRO. 
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External Signal Inputs (Continued) 

DISRFSH When high, this signal enables internal refresh, and when low, externally controlled refresh. External 
refresh can also be invoked by the RFSH input. 

COLINCI 
EXTDRF 

Signal Outputs 

RFIP 

Must stay high for internally controlled refresh cycles. If DISRFSH is low, the RFSH input controls the 
number of refresh cycles performed, depending on how long it stays low. One refresh cycle is 
performed if RFSH is low for a minimum of one ClK period, and then goes high tR1 before the rising 
edge of the ClK inp\.lt that ends the refresh operation. 

The Re'fresh Counter can be cleared with DISRFSH high and RFSHlow with the set-up time t21 to ClK 
rising edge. 

If error scrubbing has been chosen and this input goes high while RAS is low, the refresh cycle in 
progress is extended to allow a read-modify-write cycle for error correction. RAS and CAS remain low 
until the rising edge of the next ClK input after EXTDRF has gone low again. 

This signal goes low one ClK period before RAS goes low, and goes high on the rising edge of the ClK 
that ends the RASactive cycle. 

WAIT IDTACK If an access is requested during the refresh period, this access is deferred by inserting Wait States until 
refresh is complete. 

WE or 
RFRO 

RASn 

This output becomes RFRO in interleave mode. If RFRO programmed to do so by ECASO, it becomes 
RFRO in non-interleave mode. RFRO goes low when an internal refresh request occurs, alld goes high 
when the refresh RAS is sserted. RFRO is activated regardless of internally or externally controlled 
refresh. 

This signal goes low after the precharge time of the access in progress, to start the refresh operation. It 
is toggled high and low for the number of ClK cycles programmed by RO and R1 in the Mode Register. 
All RAS inputs go low at the same time, or are staggered at one ClK intervals Figure 16) if a staggered 
refresh is programmed by Mode bit R9. 

The refresh counter (controlled either internally or externally) is incremented at every refresh, on the 
rising edge of RAS3. 

Wait States 

Relevant Mode Bits 

R2, R3 

R4, RS 

R7 

Wait during non-burst access 

Add Wait State(s) to the current access if WAITIN is low. 

Select WAIT or DTACK. 

External Signal Inputs 

ALE 

ADS 

AREO 

ECASn 

Mode 0: WAIT goes low after the rising edge of ALE, if CS is low. If CS is high when ALE goes high, 
then the WAIT output will not be asserted until CS enables the access. 

Mode 1: Wait State starts if an access is initiated by ADS going low, provided that CS is low at set up 
time t12. 

If this input goes high, DTACK goes high after a maximum interval of tW3. 

During a non-burst access, ECAS inputs are normally low, unless CASn is delayed from going low. 
During burst access, the rising edge of ECASn starts a Wait State while AREO is low. The Wait State is 
terminated as programmed by R4 and RS in the Mode Register. ECASn must stay low tC21 after AREO 
goes high. This ensures that no further Wait State is inserted. 
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External Signal Inputs (Continued) 

Signal Outputs 

Keeping this signal low allows Wait States to be inserted at particular external events, such as read 
instructions, or into a portion of memory that requires additional Wait States. WAITIN can be 
deasserted one ClK period before WAIT ends and DTACK starts. The active time of WAIT or DTACK is 
prolonged by one or two ClK cycles. WAITIN must be low for a setup time of tW01 in Mode 0, and tW11 
in Mode 1, and must stay low for a minimum of one ClK period before the Wait State ends. 

WAIT IDTACK This output is either WAIT or DTACK, depending on the setting of R7 in the Mode Register. WAIT goes 
low and DTACK stays high for the programmed number of Wait States. Wait States are inserted if 
necessary to meet the RAS precharge time, or to delay access. 

There is a precharge cou nter for every bank. If the RAS precharge time has not elapsed at the expected 
number of ClK cycles, WAIT output goes low, or DTACK stays high, to instruct the CPU to insert Wait 
States until the precharge time has elapsed. 

Wait During Non~Burst Access 

The first access of any memory cycle is always a non-burst access. 

WAIT 

DTACK 

Mode 0: WAIT goes low after tW02 and stays low for the programmed number of clock periods after 
RAS goes low. CS must meet the set-up time before the rising edge of ClK. WAIT is delayed from 
going low until CS goes low. It stays high if zero Waits states are programmed. If WAITIN goes low at 
tW01 before the rising edge of ClK, one or two extra Wait States are inserted, depending upon the 
setting of R6 in the Mode Register. 

Mode 1: WAIT goes low after the 'CS set up time to ADS low' of tW13, and stays low for the 
programmed number of Wait States after RAS goes low. It stays high if zero Wait States are 
programmed. If WAITI N goes low tW11 before the fall ing edge of ADS, one or two extra Wait States are 
inserted. WAIT does not go low when ADS goes low, if an access does not start (that is if CS is high.) 

Mode 0: DTACK stays high for the programmed number of clock cycles of RAS goes low. It switches 
to high a maximum interval of tW3 after AREQ goes high. If WAITIN goes low tW01 before the rising 
edge of the ClK which starts the access, -DTACK stays high for one or two extra ClK cycles, 
depending upon the setting of bit R6 in the Mode Register. 

Mode 1: DTACK stays high for the programmed number of ClK cycles after RAS goes low. It goes 
high tW3 after AREQ goes high. If WAITIN goes low tW11 before the rising edge of ClK, DTACK will 
stay high for one or two additional ClK cycles, depending upon the setting of bit R6 in the Mode 
Register. 
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KS84C21/C22 DYNAMIC RAM CONTROLLERS 

PACKAGE DIMENSIONS 

The Samsung KS84CXX DRAM Controllers are available in two packages. The KS84C21 S8-Pin PLCC package is 
shown in Figure 17, while the 84-Pin version is shown in Figure 18. 

Figure 11 68-Pln PLCC Package Figure 18. 84-Pln PLCC Package 

ORDERING INFORMATION AND PRODUCT CODE 

KS 

SAMSUNG I· T 
SEMICONDUCTOR f----J 

84CXX xx X X 

Part Number 
84C21 
84C22 

Speed 
-25 25MHz 1---------------' 

T 1 Packaging . 
~ L - Plastic Leaded Chip Carrier 

(PLCC) 

L...-___ ---\ Temperature 
C - Commercial (0° C to +70° C) 

SAMSUNG products are designated by a Product Code. When ordering, please refer to products by their full code. For unusual, andlor specific 
packaging or processing requirements not covered by the standard product line, please contact the SAMSUNG MOS Products Group. 
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KS84C31/32 
FEATURES 

• 33MHz operation 

• Direct drive for 256K, 1 Mbit and 4Mblt DRAMs 

• No wait state operation with 66 MHz 80386 or 
similar CPU's 

• 68030/68040 interface, fast cache fill mode 

• Page, nibble and static column accesses 

• Page switch detection 

• Interleaved or non-interteaved accesses 

• Fast Nibble access 

• Programmable or mask-programmed versions 

• Programmable refresh operations 

• Staggered and burst refresh 

• Refresh operations virtually transparent to the CPU 

• Programmable wait states 

• Byte operation with four independent CAS outputs 

• Easy interface to all major microprocessors 

• Built in delay line 

• Synchronous and asynchronous operation 

• On-chip capacitive load drivers 

• CMOS technology for low power consumption 

• TTL-compatible inputs 

• 68-pin PLCC package (KS84C31) 

• 84-pin PLCC package (KS84C32) 

Figure 1. KS84C31/32 Block Diagram 

ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

PRODUCT OVERVIEW 

The Samsung KS84C31 and KS84C32 are high perform­
ance dynamic RAM (DRAM) controllers. They simplify 
the interface between the microproc€s~or and the DRAM 
array, while also Significantly reducing the required 
design time. The KS84C31 supports the 256K DRAM 
and the 1 MBit DRAM, while the KS84C32 supports the 
256K DRAM, 1MBit DRAM and 4MBit DRAM. 

Both devices are functionally enhanced versions of their 
84C21122 counterparts. They are available in either 
externally programmable or masked programmable ver­
sions. The externally programmable version is an eco­
nomic and flexible design solution for small-scale appli­
cations and prototyping. A 26-bit programmable Mode 
Register allows the selection of various options and 
features, including synchronous or asynchronous oper­
ation; interleaved or non-interleaved operation; burst or 
non-burst access; insertion of Wait States into the CPU 
cycle; a variety of refresh options; as well as the ability to 
fine tune the control signals. Two CPU's namely the 
68030 and 68040 are directly supported. 

A mask-programmed version of the chip offers the same 
Mode Register options. However, the chip is programmed 
at the factory to customer specifications. This version 
offers maximum system reliability and eliminates the 
need for external logic. 

Both chips have a drive capability of 380 pF, sufficient to 
drive large memory arrays. Several hundred DRAMs 
may be driven if damping resistors are used to control 
ground bounce. 

Figure 1 shows a block diagram of the chips. 
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KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

INTERFACE SPECIFICATIONS 

The Dynamic Ram Controller is available in two pack­
ages. The KS84C31, shown in Figure 2 is a 68-pin device 
and supports the 256K DRAM and 1 Mbit DRAM. The 

KS84C32, shown in Figure 3 is an 84-pin device designed 
for use with the 256K DRAM 1 and 4Mbit DRAM. 

Figure 2a. Pin Configuration of the KS84C31 DRAM Controller \1:l 
~ c 

o e 1"-8 ~ a a 0 ~ ~ 0 ~ ~ ~ a a 0 8 ~ ~ 

R1 0 

C1 

R2 

C2 

R3 

C3 

R4 

C4 KS84C31 
R5 

C5 

R6 

C6 

R7 

C7 

RS 

CB 

R9 

*36 WE Non-interleave 
VU~S~~~~~~~~~~~~~ 

*43 RFRQ Interleave 

CBACK 68030 mode 
~ 10 I~ IN 1M ° ~ I~ u ~ ~ 1° I~ IN 1M 1° I~ o ~ ~ ~ ~ m m ~ ~ ~ ~ ~ ~ ~ ~ ~ 

frl frl ~ ~ ~ cr a: cr cr () (J 

« 

Figure 2b. Pin Configuration of the KS84C32 DRAM Controller 
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KS84C31/32 
Figure 3. Logic Symbol 
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KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Table 1 shows detailed pin allocations for the KS84C31, while Table 2 shows the KS84C32. Table 3 provides the 
input/output signal definitions. 
Note on Conventions: 
A bar over the signal name is used to denote an active low signal (ADS). Active high signals are shown with no bar (ALE). 

Table 1. KS84C31 Pin Allocations 

Pin Signal Pin Signal 
No. Abbrev. Signal Name No. Abbrev. Signal Name 

1 Vee Vee 35 Vee Vee 
2 Q5 Multiplexed Address 5 36 RFRO/wE Refresh RequestlWrite Enable 

3 Vss Vss CBACK Cache Burst Acknowledge 

4 06 Multiplexed Address 6 37 Vss Vss 
5 Q7 Multiplexed Address 7 38 RASO Row Address Strobe 0 

6 Q8 Multiplexed Address 8 39 RAS1 Row Address Strobe 1 

7 Q9 Multiplexed Address 9 40 RAS2 Row Address Strobe 2 

8 RO Row Address 0 41 RAS3 Row Address Strobe 3 

9 CO Column Address 0 42 CASO Column Address Strobe 0 

10 R1 Row Address 1 43 CAS1 Column Address Strobe 1 

11 C1 Column Address 1 44 CAS2 Column Address Strobe 2 

12 R2 Row Address 2 45 CAS3 Column Address Strobe 3 

13 C2 Column Address 2 46 WIN Write Enable Input 

14 R3 Row Address 3 47 AREO Access Request 

15 C3 Column Address 3 48 CS Chip Select 

16 R4 Row Address 4 49 Vee Vee 
17 C4 Column Address 4 50 PMISS Page Miss 

18 R5 Row Address 5 51 Vss Vss 
19 C5 Column Address 5 52 Ml Mode Load 

20 R6 Row Address 6 53 Vss Vss 
21 C6 Column Address 6 54 EXTDRF Extend Refresh 

22 R7 Row Address 7 CBREO Cache Brust Request 

23 C7 Column Address 7 55 Vee Vee 
24 R8 Row Address 8 56 ClK Clock 

25 C8 Column Address 8 57 RFClK Refresh Clock 

26 R9 Row Address 9 58 DISRFSH Disable Internal Refresh 

27 C9 Column Address 9 59 RFSH External Refresh Request 

28 ECASO Enable CASO 60 WAITIN Add Wait State 

29 ECAS1 Enable CAS1 61 RFIP Refresh in Progress 

30 ECAS2 Enable CAS2 62 WAIT/DTACK WaiVData Transfer 

31 ECAS3 Enable CAS3 Acknowledge 

32 BO Bank Select 0 63 00 Multiplexed Address 0 

33 B1 Bank Select 1 64 01 Multiplexed Address 1 

34 ALE/ADS Address Latch Enable/ 65 02 Multiplexed Address 2 

Address Strobe 66 03 Multiplexed Address 3 

67 Vss Vss 
68 04 Multiplexed Address 4 
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KS84C31/32 

Table 2. KS84C32 Pin Allocations 

Pin Signal 
No. Abbrev. Signal Name 

1 Vee Vee 
2 05 Multiplexed Address 5 

3 Vss Vss 
4 06 Multiplexed Address 6 

5 07 Multiplexed Address 7 

6 08 Multiplexed Address 8 

7 09 Multiplexed Address 9 

8 010 Multiplexed Address 10 

9 RO Row Address 0 

10 - N.C. 

i 11 - N.C. 

12 - N.C. 

13 CO Column Address 0 

14 R1 Row Address 1 

15 C1 Column Address 1 

16 R2 Row Address 2 

17 C2 Column Address 2 

18 R3 Row Address 3 

19 C3 Column Address 3 

20 R4 Row Address 4 

21 C4 Column Address 4 

22 R5 Row Address 5 

23 C5 Column Address 5 

24 R6 Row Address 6 

25 C6 Column Address 6 

26 R7 Row Address 7 

27 C7 Column Address 7 

28 R8 Row Address 8 

29 C8 Column Address 8 

30 R9 Row Address 9 

31 C9 Column Address 9 

32 - N.C. 

33 R10 Row Address 10 

34 C10 Column Address 10 

35 ECASO Enable CASO 

36 ECAS1 Enable CAS1 

37 ECAS2 Enable CAS2 

38 ECAS3 Enable CAS3 

39 BO Bank Select 0 

40 B1 Bank Select 1 

41 ALE/ADS Address latch Enable/ 
Address Strobe 

42 Vee Vee 
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Pin Signal 
No. Abbrev. Signal Name 

43 .RFRQIWE Refresh RequestlWrite Enable 

CBACK Cache Burst Acknowledge 

44 Vss Vss 
45 RASO Row Add ress Strobe 0 

46 RAS1 Row Address Strobe 1 

47 RAS2 Row Add ress Strobe 2 

48 RAS3 Row Add ress Strobe 3 

49 CASO Column Address Strobe 0 

50 CAS1 Column Address Strobe 1 

51 CAS2 Column Address Strobe 2 

52 CAS3 Column Address Strobe 3 

53 - N.C. 

54 WIN Write Enable Input 

55 AREQ Access Request 

56 - N.C. 

57 - N.C. 

58 CS Chip Select 

59 Vee Vee 
60 PMISS Page Miss 

61 Vss Vss 
62 Ml Mode load 

63 Vss Vss 
64 Vss Vss 
65 EXTDRF Extend Refresh 

CBREO Cache Burst Request 

66 Vee Vee 
67 ClK Clock 

68 RFClK Refresh Clock 

69 DISRFSH Disable Internal Refresh 

70 RFSH External Refresh Request 

71 WAITIN Add Wait State 

72 RFIP Refresh in Progress 

73 - N.C. 

74 - N.C. 

75 - N.C. 

76 - N.C. 

77 - N.C. 

78 WAIT/DTACK Wait/Data Transfer Acknowledge 

79 00 Multiplexed Address 0 

80 01 Multiplexed Address 1 

81 02 Multiplexed Address 2 

82 03 Multiplexed Address 3 

83 Vss . Vss 
84 04 Multiplexed Address 4 
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KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Table 3. Interface Signal Definitions 
Note: I indicates an input signal. 0 indicates an output signal. Timing notations (t12) etc. are referenced to the timing diagrams at the end of the 
product description. 

Symbol 'TYpe Description 

ADS/ALE I Address Strobe/Address Latch Enable: This input latches row, column and bank addresses, 
and initiates DRAM access. CS must be low to initiate an access. 

ADS/ALE must be invoked for every access burst or non-burst but only for the first access 
in 68030 or nibble mode. . 

In Mode 0: This input functions as address latch enable ALE. 

In Mode 1: This input is active low, and functionsas address strobe signal. The falling edge 
of .ADS also starts an access, if CS is low for the set-up time t12' 

(Mode is selected by Bit B1 in the Mode Register. See PROGRAMMING THE KS84C31132.) 

AREO I Access Request: This input terminates an access. In non-interleave mode: it brings RAS 
high. In interleave mode: it brings CAS and RAS high. 

BO, B1 I Bank Select: These inputs are bB:flk addresses, and allow one of up to four memory banks to 
be selected. Selection depends upon how C4, C5 and C6 in the Mode Register are set. 

CO-9, 10 I Column Address Inputs: These column address bits are usually connected to the high 
order address bits of the microprocessor. They select columns in the DRAM cell 
configuration. CO-C9 are also used to program the Mode Register. 

CASO-3 0 Column Address Strobe: These inputs strobe the column address. They go low after the 
programmed Column Address Set-up time of 0 or 10ns. In 68030 and Nibble Mode CASs 
are switched for the burst access at the rising/falling edge of ClK. 

ClK I Clock: This is the system clock. It is used for bus arbitration and timing purposes. 
Synchronous access requests must be synchronized with the system clock. The duty cycle 
is significant if 112 Wait State is programmed and in Nibble Mode. 

CS I Chip Select: The CS input must be low to enable a DRAM access and to strobe Row column 
and Bank address. There is a pre-access setup time. In Mode 0 this is the rising edge of 
ClK, and in Mode 1 the falling edge of ADS. CS must enable every access in non-
interleaving, interleaving or page access. It has to enable only the first non-burst access in 
68030 and Nibble Mode. 

EXTDRF I Extend Refresh: During refresh, EXTDRF extends a refresh cycle, to allow a read-modify-
write cycle to be performed in a system with error correction. See ERROR SCRUBBING. 

---
CBREQ I Cache Burst Request: This input is compatible to the CBREO output of the 68030 if ECAS1 

in the Mode Register is set to '1' (68030 Mode). 

DISRFSH I Disable Internal Refresh: When low, this input disables Internal Refresh. 

ECASO-3 I Enable CASO-3: These inputs are used to enable or disable individual CAS outputs, or delay 
CAS from going low. They are useful when accessing bytes, nibbles or pages. 

ECASO-3 also programs output WE (RFRO), sets the trailing edge of CAS, and selects 
68030 and Nibble Mode. See PROGRAMMING THE KS84C31132. 
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KS84C31 132 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Table 3. Interface Signal Definitions (Continued) 

Symbol lYpe Description 

Ml I Mode Load: This input latches the row, column, ECASO-3 ,and bank address inputs into the 
Mode Register. 

00-9, 10 0 Address Outputs: These outputs are the multiplexed address bits (RO-10, CO-10). They 
access the memory for read, write and refresh operations. The output load may be as high 
as 380pF. 

RO-9, 10 I Row Address Inputs: These address inputs are usually connected to the low order address 
bits of the microprocessor. They select rows in the DRAM cell configuration. 

RASO-3 0 Row Address Strobe: These row address strobe signals are used to strobe the row 
addresses into the DRAM. 

RFClK I Refresh Clock: This input determines the timing of the refresh cycles for the DRAMs. It 
should be a multiple of 2MHz. It is divided according to bits CO, 1, 2, and C3 in the Mode 
Register, so that the refresh cycles occur at 15ps or 13ps intervals. 

RFIP 0 Refresh in Progress: This output indicates that a refresh cycle is in progress. RFIP goes low 
one ClK cycle prior to the start of a refresh cycle. 

RFSH I External Refresh Request: Refresh cycles can be requested externally by driving the RFSH 
signal low. 

WAITIN I Add Wait State: If this input is low, one or two extra Wait States will be added to the access 
cycle at an external event, e.g. memory read. 

WAIT/DTACK 0 Wait/Data Transfer Acknowledge: This output inserts Wait States into CPU access cycles. 
The output is controlled by bits R2, R3, R4, R5 and R7, in the Mode Register. 

WE/RFRQ 0 Write Enable/Refresh Request: After Power up reset and in interleave mode, this output 
functions as refresh request. In non-interleave mode it can be programmed to function as 
the WE output if ECASO is low in the Mode Register. 

---
0 Cache Burst Acknowledge: This output is compatible with the CBACK input of the 68030 if CBACK 

ECAS1 in the Mode Register is set to '1 '. 

PMISS 0 Page Miss: If Page Mode is programmed this output goes high if a page change has been 
detected or when a refresh request has occurred for the 5th time. It stays high until the page 
address has been latched into the DRAMs. This signal is asserted during the precharge 
period and can be used to add wait states for non-burst access. 

WIN I Write Enable Input: This input controls the WE output, and delays CAS, if programmed to 
do so by bit C9 in the Mode Register. 
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KS84C31/32 
KS84C31/32 OPERATION 

Introduction 

The KS84C31132 are Enhanced Dynamic Ram Controllers 
(also called EDRC in the following) that are built on the 
proven KS84C21/22 architecture with some upgrades 
that improves the access to dynamic RAMs by cutting 
the access time and make it suitable for cache applica­
tions. The additional features supported are a page 
access to random pages (static column or standard page 
access) and fast nibble access. The 68030 is supported 
by a 68030 mode. Other CPUs or cache controllers can 
utilize the fast nibble access mode by a specially build in 
Nibble Mode. 

Reset 

Power Up Reset 

The KS84C231132 on-chip power-up reset logic gener­
ates a reset pulse: 

• At power up; 

• If Vee falls well below +3.0V, and reaches Vee min. 
(Short spikes below the minimum Vee will not reset 
the chip. However, correct functionality is guaranteed 
only within the operating conditions.) 

When the chip is reset, all internal flip-flops, counters, 
and the Mode register are reset, and the output lines are 
inactive: RASO-3, -CASO-3, WAIT (DTACK), RFIP, -WE 
(RFRO/CBACK) and PMISS are high, while 00-9,10 are 
low. Note that there are no tri-state buffers on any of the 
outputs. 

The chip does not need any time to synchronize after 
power up, it is operable after 200 microseconds, as 
required by most DRAMs. 

After power-up reset, the Mode Register must be repro­
grammed in the programmable version of the Chip. 

External Reset 

The Mode Load signal (ML) can also be used to reset the 
Chip. When ML is driven low, all counters and flip-flops 
are reset, and the Mode Register is enabled to receive the 
mode bit inputs. 

c8SAMSUNG 
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Programming the KS84C31/32 

The KS84C31/32 has a Mode Register that can be 
programmed by the user, or mask-programmed at the 
factory. The outputs from the register control the internal 
program modes. 

Mode Register 

Figure 4 shows data flow to and from the Mode Register. 

Figure 4. Mode Register Data Flow 

RO-9 . 
CO-9 ADDRESS 

... 
• LATCHES ... MODE 

BO.l • 
REGISTER 

ASO-3 • 

Mt I MODE I 
f 1 I LOGIC J 

CONTROL 
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The Mode Register receives inputs from the CPU on the 
address lines: Row addresses RO-9, Column address 
CO-9, and Bank addresses BO, B1 and ECASO-3. These 
bits are loaded into the Register when Mode Load (ML) 
goes low. Alternatively, the Mode Register may be 
programmed by initiating a 'dummy' access, as shown in 
the Mode Load Timing Characteristics (Figure 11, AC 
Switching Characteristics). ML, CS and AREQ are 
asserted, the addresses are loaded into the Mode 
Register on the falling edge of AREQ, while ML and CS 
are low, or when ML goes high (whichever occurs first). 

It is necessary to program the chip after power up, and 
before using it in normal operation. The inputs to the 
register are encoded to control a variety of functions, as 
shown in Table 4. Note that inputs R10 and C10 of the 
KS84C32 do not program the Mode Register. 
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Table 4. Programming the Mode Register 

RAS LOW AND RAS PRECHARGE TIME 

RO, R1 These bits control the period of time that RAS is low during refresh operations, and also determine 
the guaranteed RAS precharge time. The time interval shown (T) is equivalent to one Clock (ClK) 
cycle. 

RO R1 RAS Low Time RAS Precharge Time 

0 0 2T 1T 

0 1 2T 2T 

1 0 3T 2T 

1 1 4T 3T 

WAIT OR DTACK GENERATION FOR NON-BURST MODE ACCESSES 

R2, R3, R7 These bits control the WAIT or DTACK generation modes for R7 non-burst accesses. Bit R7 is set to 
select either WAIT or DTACK type of output. The time interval shown (T) is equal to one rising clock 
while Y2T means a falling clock edge. 

WAIT High from WAIT High from Access 
--

Access RAS Low. RAS Low, After DTACK Low from --
R7 R2 R3 Non-delayed Access Delayed Access RAS Low 

0 0 0 No wait states OT -

0 0 1 No wait states 1/2T '- -

0 1 0 1/2T '- 1/2T '- -

0 1 1 1T f 1T f -

1 0 0 - - OT 

1 0 1 - - 1/2T '-
1 1 0 - - 1T f 
1 1 1 - - 1-1/2T f'-

WAIT OR DTACK GENERATION FOR BURST MODE ACCESSES 

R4, RS R4 and RS Control WAIT or DTACK generation modes during burst mode accesses. T is counted 
from burst access start. 

R4 R5 Condition 

0 0 No wait states. WAIT stays high and DTACK stays low from previous access. Y2T or 1T wait 
states must be programmed for Nibble or 68030 Mode. 

0 1 1/2T \.. WAIT goes high on the falling edge of the next ClK after CAS goes low or 
access start. 

1 0 1T f WAIT goes high on the rising edge of the next ClK after CAS goes low. 
DTACK goes low one ClK cycle after CAS or access start. 

1 1 OT WAIT(DTACK) follows CAS. 

c8SAMSUNG 
Electronics 

317 

II 
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Table 4. Programming the Mode Register (Continued) 

ADDS WAIT STATE 

R6 R6 adds wait states to the current access if WAITIN is low. 

RS Condition 

0 Hold WAIT low (DTACK high) for one extra clock period. 

1 Hold WAIT low (DTACK high) for two extra clock periods. 

INTERLEAVING 

R8 R8 Determines whether the DRAM is accessed in interleaved or non-interleaved mode. 

In interleaved mode, the row addresses are multiplexed to the DRAM controller address outputs, 
after the column addresses have been held for a sufficient time (25ns minimum) after CAS has gone 
low. 

In non;.interleaved mode, the column addresses are held on the DRAM controller address outputs 
until CAS goes high. 

RS 

0 Interleaved mode 

1 Non-interleaved mode 

STAGGERED REFRESH OPERATIONS 

R9 R9 determines whether the refresh operation is standard, or staggered. 
--

During a standard refresh cycle, all RAS outputs will be asserted and deasserted at the same time. 
--

In staggered refresh operations, the RAS outputs will go low in sequence, at one clock intervals. 
One or two RAS outputs are selected at a time, depending upon the RAS/CAS configuration 
selected by the setting of C4-C6. There is no error scrubbing during this type of refresh. 

R9 

0 Standard refresh 

1 Staggered refresh 

RFCLK DIVIDER 

CO, C1, C2' These bits allow the user to select the divider for the refresh clock input (RFCLK), from which the 
internal REFRESH clock is generated. Select divider such that the result is an approximately 2MHz 
clock (REFRESH). 

CO C1 C2 

0 0 0 Divide by 10 

0 0 1 Divide by 6 

0 1 0 Divide by 8 

0 1 1 DIvide by 4 

1 0 0 Divide by 9 

1 0 1 Divide by 5 

1 1 0 Divide by 7 

1 1 1 Divide by 3 
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Table 4. Programming the Mode Register (Continued) 

REFRESH CLOCK DIVIDER 

C3 C3allows the user to divide the internal refresh clock (REFRESH), to get the required refresh cycle 
time. 

C3 

0 Divide by 30. Divides the interhal REFRESH clock (usually 2MHz) by 30, to produce a refresh 
clock period every 15 microseconds. 

1 Divide by 26. Divides the internal REFRESH clock (usually 2MHz) by 26, to produce a refresh 
clock period every 13 microseconds. 

RAS AND CAS CONFIGURATIONS 

C4, C5, C6 These bits, in conjunction with BO and B1 control the RAS and CAS configurations. There are four 
and four CAS outputs, that can be grouped so that each RAS and CAS will drive one fourth of the 
array, regardless of whether the array is arranged in 1, 2 or 4 banks. The setting of these bits also 
determines whether error scrubbing and interleaving can be supported. 

Error Support 
C4 C5 C6 RAS and CAS Configuration Modes Scrubbing Interleaving 

0 0 0 RASO-3 are brought low during an access. CASa-3 are all Yes No 
selected during an access but only those enabled by the 
corresponding ECAS can go low. BO and B1 are not used. 

0 0 1 RAS groups are selected by B1. No No 
BO is not used. All CAS outputs 81 80 
are selected, making this mode a - RAsa, 1 
useful for byte writ~ via 
ECASO-3 inputs and the CASO-3 1 - RAS2,3 
outputs. 

0 1 0 RAS, CAS pairs selected by BO Yes Yes 
and B1. A particular CAS cannot 81 80 
go low unless its ECAS is also a 0 RAsa and CASO 
low. 

0 1 RAS1 and CAS1 

1 0 RAS2 and CAS2 

1 1 RAS3 and CAS3 

0 1 1 RASn is selected by BO and B1. No No 
CAS outputs are selected with 81 80 
the corresponding ECAS input, 0 0 RASO 
making this mode useful for 
byte writing via ECASO-3 inputs 0 1 RAS1 
and the CASO-3 outputs. 1 0 RAS2 

1 1 RAS3 

1 0 0 RAS, CAS groups selected by Yes Yes 
B1, A particular CAS cannot go 81 80 
low unless its ECAS is also low. 0 - RASO, 1 and 

CASO, 1 

1 - RAS2, 3 and 
CAS2,3 
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Table 4. Programming the Mode Register (Continued) 

RAS AND CAS CONFIGURATIONS (Continued) 

Error Support 
- --

C4 C5 C6 RAS and CAS Configuration Modes Scrubbing Interleaving 

1 0 1 RAS, CAS groups are selected No Yes 
by B1. A particular CAS cannot B1 BO 
go low unless its ECAS is also 0 - RASO, 1 and 
low. CASO,1 

1 - RAS2, 3 and 
CAS2,3 

1 1 0 RASO-3 and CASO-3 are all selected during an access. This No No 
mode is useful for byte writing via ECASO-3 inputs and the 
CASO-3 outputs. BO and B1 are not used. 

1 1 1 RASn and CASn are selected by No Yes 
BO and B1. A particular CAS B1 BO 
cannot go low unless its ECAS 0 0 RASO and CASO 
is also low. 

0 1 RAS 1 and CAS 1 

1 0 RAS2 and CAS2 

1 1 RAS3 and CAS3 

COLUMN ADDRESS SETUP TIME SELECTION 

C7 C7 allows the user to select a minimum guaranteed setup time (tASe) for the column address inputs. 

C7 

0 Selects 10ns setup time. 

1 Selects Ons setup time. 

ROW ADDRESS HOLD TIME SELECTION 

C8 C8 allows the user to select a minimum guaranteed hold time (tRAH) for the row address inputs. 

C8 

0 Selects 20ns hold time. 

1 Selects 12ns hold time. 

DELAY CAS DURING WRITE ACCESSES 

C9 C9allows the userto delay CAS during write operations. If nodelay is selected, CAS is treated in the 
same way for read and write operations. If delay is selected, CAS is delayed for one rising clock 
edge after RAS goes low. 

C9 

0 No delay. 

1 Delay selected. 
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Table 4. Programming the Mode Register (Continued) 

ADDRESS LATCH 

BO BO allows the user to decide whether address inputs should be latched by ADS/ALE, or whether the 
address latches should be permanently transparent and merely allow passage of the address inputs. 

---
BO Note: If ECAS2 is set to '1' (Page Mode) in the Mode Register, 

0 Address bits latched. then the Row Address is always latched independent of 

1 Address latches transparent. 
BO. For static column operation, BO can be set to '1' or '0'. 

ACCESS MODES 

B1 B1 allows the user to select either synchronous or asynchronous access modes. 
--

In Mode 0 (synchronous), access is controlled by the system clock, and the access RAS is initiated 
on the rising edge of the first clock input after ALE goes high. AREQ is used to hold RAS low during 
access. 

--
In MOde 1 (asynchronous), the leading edge of ADS initiates access immediately, and the rising 
edge of AREQ terminates RAS. 

B1 

0 Access Mode 0 (synchronous) 

1 Access Mode 1 (asynchronous) 
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Selection INTERNAL PROGRAMMING MODES 

ECASO CAS DELAY 

0 CAS outputs are negated when AREa goes high. 

1 CAS outputs stay low till the next rising edge of ClK after RAS is deasserted by AREa. 

ECAS1 68030 MODE 

0 Non 68030 mode (default) 

1 68030 Mode: This mode supports the fast synchronous cache fill of the 68030. The handshake 
signals CBREa and CBACK on pin 54 and 36 (pin 65 and 43 on KS84C32) can be connected 
with the corresponding 68030 signals. 

ECAS2 PAGE MODE 

0 Non Page Mode (default) 

1 Page ModelStatlc Column Mode: Non I nterleave. The Row Address is strobed according the 
setting of BO of the Mode Register into the Row Address latch. If the address is different from 
the previous one then the output signal PMISS is asserted when an access is requested. 

-- --
Individual CASs can be select by the corresponding ECAS inputs. See Page Mode. 

ECAS3 NIBBLE MODE 

0 Non nibble mode (default) 

1 Nibble Mode: In this mode up to 4 access cycles can be performed without precharging the 
rows. CAS stay low for min one clock period during the nibble access after DTACK did go low. 
CAS stays high %T period for the CAS precharge time. 

AREa going high ends the burst access at any time. 

An individual CAS output can be disabled with the corresponding ECAS input for byte access. 

Access Modes 

The KS84C31/32 supports both synchronous and asyn­
chronous operations. The user can select the mode 
most suited to the microprocessor with which the DRAM 
is interfacing, by means of bit 81 in the Mode Register. 

Mode 0 - Synchronous Access 

Mode 0 is selected when 81 = O. To initiate a Mode 0 
operation, ALE must pulse high t02 before the rising 
edge of the clock input (ClK). Provided that the chip 
select signal (CS) has been established at t01 before the 
rising edge of the next Cll< input, access will start on the 
rising edge of that ClK. The Address register will be 
reloaded only if there is an access started with CS low 
before the rising edge of ClK. 

Since ALE is high, the address latch is transparent to the 
address inputs, and, if the chip is programmed in 
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Address latch Mode (80 = 0), the latch stores the 
address bits that were present one setup time (t06) 
before the high-to-Iow transition of ALE. If the chip is not 
in latch Mode (80 = 1), the address inputs have to meet 
the setup time of t05 to the rising edge of ClK, to make 
sure that the row address bits are on the a output when 
row address strobe (RAS) is asserted. 

Mode 1 - Asynchronous Access 

Mode 1 is selected when 81 = 1. To initiate a Mode 1 
operation, CS must be low for t12 before ADS goes low. If 
the chip is programmed in Address latch Mode, the 
address latch stores the address that was present one set 
up time t14 before the high-to-Iow transition of the ADS 
signal. In orderto latch the R/C/8 inputs into the address 
latches, CS must be low. The address is strobed with the 
start of an access at the falling edge of ADS. The address 
latches are transparent while ADS is high. 
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Access Features 

The KS84C31/32 features a number of different access 
methods to DRAMs that improve either the cycle time or 
the RAS/CAS access time. The data throughput and 
therefore the CPU performance can be greatly enhanced 
by utilizing these features. 

The KS84C31/32 support both interleaved and non­
interleaved memory operation. Interleaving is controlled 
by the R8 input to the Mode Register. 

Non-Interleaving 

When R8 is set at 1, the chip does not support interleaving. 
The address lines from the microprocessor are connected 
to the Row (R), Column (C), and Bank (B) inputs of the 
KS84C31. BO and B1 (bank address bits) may be 
con nected to the most sign ificant or the least significant 
address bits. 

Access starts in Mode 0 if ALE pulses high t02 before the 
edge of the ClK input. In 1, access starts when CS 
remains low for t12 before the falling edge of ADS. In 
both cases, access is terminated when AREa goes high, 
terminating RAS. CAS goes high or stays low until the 
rising edge of the next ClK, as programmed by ECASO. 

Interleaving 

With R8 set at 0, the chip supports interleaved accessing 
of the DRAM. This is a way of reducing access cycle 
time. In interleaved mode, access cycles (read or write) 
are overlapped, so that before an access cycle is 
completed in one memory bank location, another access 
may be started in a different memory bank. Since the 
precharge time of most DRAMs is between 80 and 100 
nanoseconds (about the same length as tRAS), inter­
leaving can save up to 50% of cycle time. 

Memory accesses can only be overlapped in physically 
separated banks of memory, and may occur during 
precharge time. 

Interleaving can take place in either Mode 0 or Mode 1. 

Performance is enhanced if consecutive accesses are 
made to different memory banks by hiding the precharge 
time in the access of subsequent access cycles. The 
KS84C31/32 supports access to up to 88 DRAMs, 
arranged in up to four banks, each containing 16 
memory devices for data and 6 for error correction. The 
bank address bits, BO and B1 are the least significant 
bits, as seen by the CPU. The KS84C31/32 ensures that 
the DRAM will be precharged for the programmed 
number of ClK cycles by inserting Wait States. The 
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precharge counter, as programmed by RO and R1, keeps 
track of the ClK input, and after reaching the pro­
grammed number, the rising edge of the ClK input is 
used to complete the current cycle. The precharge 
counter starts with the rising edge of the first ClK input 
(which is counted as 1T) that occurs after the low-to­
high transition of AREa. There is a required setup time 
to the rising edge of ClK of tC22. 

Static Column Access 

In order to perform a static column access to a DRAM, 
the KS84C31/32 has to be programmed for Page Mode 
operation. The row address will be latched and compared 
with the row address of the previous address and 
validated at the time of the access start which is either 
the rising edge of ClK after ALE goes high (access 
modeO) orthefalling edge of ADS (access mode 1). The 
Column Address latch can be in fall through or latch 
mode. A change of the row address will assert the output 
PMISS (page miss) and the current access cycle will be 
terminated. After the DRAM has been precharged, the 
pending access will be executed by asserting the RASn 
and CASn outputs. A full RAS/CASaccess by deasserting 
AREa must be invoked after maximum 100,us according 
to the DRAM specs for maximum RAS pulse width. (See 
Forced Refresh). 

ECAS inputs must also be low in orderto enable the CAS 
outputs. Wait states for the burst access are counted 
from the time the access starts. 

Page Access 

The conventional page access works similar to the static 
column access with the difference that the columns have 
to be precharged by bringing CAS high. As with static 
column operation, the KS84C31132 has to be pro­
grammed for Page Mode operation. A CASn output 
must be deasserted by an ECASn input. The column 
address latch becomes transparent while ADS/ALE is 
high notwhen ECASgoes high. ECAScan be connected 
to the ALE signal. CASn will be asserted by the ECASn 
input. In case of a page miss or after the 5th internal 
refresh request, PMISS will be asserted and the access 
should be terminated by feeding PMISS back to AREa 
input. 

A wait state during the burst access is terminated with 
the falling edge (1/2T) or the rising edge (1T) of ClK 
after the access starts. That means ECAS has no 
influence on the wait state termination except if OT is 
programmed. In this instance DTACK follows CAS. 
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Forced Refresh 

The RAS pulse width tRASC of most DRAMs is limited to 
100 f.1S. The KS84C31/32 will force a refresh after the 5th 
internal refresh request which should be every 75f.1S. 
PMISS will be asserted allowing to terminate the RAS 
cycle. The page access has to be terminated by forCing 
AREQ high which in turn wW bring RAS, CAS and DTACK 
high, (WAIT output low). The deferred 5 refresh cycles 
will be performed in a burst refresh to ensure that the 
refresh period will not be exceeded. PMISS is high until a 
page address has been strobed into the DRAMs. 

68030 Mode 

The KS84C31132 can be interfaced with a 68030 CPU 
with minimum interface logic requirement if the Mode 
Register ECAS1 has been loaded with '1' (default is '0'). 
The interface provided takes advantage oftbe fast nibble 
mode access for filling the cache of the 68030 which is a 
synchronous operation terminated with STERM. STERM 
can be connected to DTACK output of the KS84C31/32. 
CBREQ (Cache Burst Request) and CBACK (Cache 
Burst Acknowl~dge) of the 68030 can be connected to 
the corresponding Signals of the EDRC. 

Note: If 68030 mode is programmed then Error Scrub­
bing is not supported. 

An access is initiated by loading the address A2-A22(24) 
into the address latch of the KS84C31/32. AO and A 1 
together with SIZO and SIZ1 determine the byte selected. 
(See Figure 16, 17). 

The first access is a non burst access and is initiated with 
ADS which can be connected to AS of the 68030. RAS 
and CAS are asserted based on the internal delay line. If 
CBREQ is asserted, the KS84C31132 responds by 
acknowledging the request with CBACK at the time 
DTACK is going low. If the CPU scans a low on STERM 
input (which is connected to DTACK output) at the rising 
edge of ClK, it will latch the data at the next falling edge 
of ClK. At this falling edge, CAS will go high. 

Burst Access: 

The CAS precharge time is 1/2T of the ClK. The CAS 
low time depends on the programmed state of R4 and 
R5. If 1 T of wait state is programmed, DTACK will be high 
until the next rising edge of ClK after CAS goes low. If 
1/2 is programmed then DTACK ends with the falling 
edge which accounts for 1 T. tNCP is always a 1/2 clock 
cycle. After DTACK goes low, the DRC counts one 
rising edge of CLK. At this time DTACK will be deasserted. 
At the next falling ClK edge, and CAS will be deasserted 
~gain. There is a minimum hold time of ClK to CAS high 
In order to assure sufficient data hold time. 
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This sequence continues until CBREQ goes high. The 
last nibbl.e access is determined by the signal CBREQ. If 
this signal goes high, CBACK will be negated and one 
more nibble access will be performed. The RAS output is 
negated at AREQ riSing edge which can be AS of the 
CPU. AREQ can terminate the nibble access at any time. 

DTACK follows CAS if OT is programmed. (R4 = 1, R5 = 

1). The Mode setting, No wait state R4 = 0, R5 = 0 is not 
allowed. A minimum of 1I2Tor 1T must be programmed. 

Asynchronous operation of the 68030 is also supported. 
In this mode, the 68030 operates like a 68020 and tile 
KS84C31132 should be programmed either in interleave 
non-interleave or page mode. . 

Nibble Mode 

One of the fastest possible access modes is the nibble 
access that allows access to up to 4 memory locations 
without having to supply the column address and with 
only one RAS precharge period. This type of access, 
though very fast, is not used commonly. The reason for 
that is the interface overhead required to generate the 
p~oper timing forthe nibble access and the availability of 
nibble mode DRAMs. With the advent of cache controller 
and CPUs with cache memory on chip, the nibble access 
is the preferred method to fill the cache. One example is 
the 68040 which works best with nibble access and is 
shown in Figure 18, 19). 

The first access which is a non burst access is started 
with ADS or ClK according to the setting of mode bit B1. 
The RAS/CAS arbitration is controlled by the on chip 
delay line. Wait states are programmed by R2 and R3. 
CAS stays low until the next rising edge of ClK after 
DTACK did acknowledge the access. The data should be 
scanned at the rising or falling edge of ClK (the 68040 
will scan data on the rising edge). DTACK goes high with 
the falling edge of ClK. 

Burst Access: 

A burst access is initiated by CAS going high and CAS 
will stay high for a half clock period. DTACK stays high 
fO.r the programmed number of wait states start counting 
WIth CAS falling edge. DTACK will stay low until the next 
falling edge. The CPU will sample data at the next rising 
clock edge. At this edge CAS will be deasserted which 
ends the nibble access. There is a minimum CAS hold 
time built in in order to guarantee sufficient data hold 
time. 

If OT is programmed (R4 = 1, R5 ::: 1 ), DTACK follows CAS 
and CAS is controlled by ECAS input. . 
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The mode setting R4 = 0, R5 = 0 may not be used in 
nibble mode. This is due to the CAS low time is being 
measured from DTACK going low. Since no wait state 
are programmed, DTACK would go low only for the 
non-burst access and CAS would go high immediately. 

The CAS precharge time also can be expanded by dis­
abling CAS from going low with the corresponding ECAS 
- input or a particular CAS can be disabled for byte access. 

The burst can be terminated at anytime by AREQ.lf this 
input is going high, all RASs will go high and stay high 
minimal the programmed precharge time. CASs also will 
be deasserted but can be delayed from going high till the 
next rising edge of ClK to guarantee sufficient data hold 
time (program ECASO to '1 '). 

CS has to be low with a setup hold time to the first 
access. During consecutive nibble access cycles, CS 
may be high. 

Delay CAS 

An early write cycle to a DRAM is useful if the input data 
is not stable at the falling edge of WE, or if bid~~tional 
data buffers are used. With this sort of access, WE goes 
low before CAS is low. The column address bits and data 
are stored in the DRAM latches on the falling edge of 
CAS. The data output buffer of the DRAM is tri-stated 
during the entire RAS cycle. 

To achieve an early write cycle, the CAS output of the 
KS84C31/32 can be delayed one ClK cycle, if bit C9 of 
the Mode Register is set appropriately. CAS will go low 
tC24 after the rising edge of ClK. If CAS has been 
delayed in this way, and requires further delay, this can 
be done by holding ECASn high, which prevents CAS 
from going low. 

Conversely, a late write access may be required, in which 
WE is asserted after CAS. In this case, the column 
address bits are latched into the DRAMs on the falling 
edge of CAS and the input data is latched on the falling 
edge of WE. 

Standard Access Operations 

The versatile KS84C31/32 chips support a variety of 
DRAM operations. They enable read and write accesses, 
in synchronous or asynchronous mode, with or without 
interleaving, and in burst or non-burst mode. Typical 
operations are illustrated in the timing diagrams at the 
end of this Product Description. 

Operating Features 

DRAM performance is optimized under the control of 
the KS84C31/32, as a function of the special operating 
features designed into the chips. This section describes 
some of the features that enhance DRAM performance. 
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Controlling Precharge Time 

The precharge time of the DRAM, or the time the chip 
takes to restore the data between accesses, negatively 
impacts the overall access speed of the memory devices. 
Since the DRAM performance is generally trailing CPU 
throughput time, the DRAM controller can play an 
important role in improving overall system performance. 

RAS Low and RAS Precharge Time. RAS precharge 
time can be programmed using bits RO and R1 in the 
Mode Register. The prechargetime is guaranteed during 
access and refresh. RAS low and RAS precharge times 
are counted by the rising edges of the ClK input. Each 
bank of memory devices has its own precharge counter. 
This is an important feature, since the KS84C31132 
allows memory interleaving of 2 or 4 memory banks. 

AREQ must go high at tC22 with respect to the rising 
edge of the ClK input, to be counted as 1T of the 
programmed precharge time. (This means that 1T can 
be somewhat less than one clock period.) 

The KS84C31/32 inserts Wait States as required, to keep 
the CPU and DRAM interactions in step. The system 
designer is responsible, however, for making sure that 
the appropriate numbers of Wait States are inserted to 
keep RAS low for the period of time required by the 
DRAM specification. 

CAS Precharge Time. The ECASn input controls CAS 
precharge time during a burst access. The CASn output 
is a direct function of the ECASn input. 

In 68030 and Nibble Mode, the CAS precharge time is 
dependent on the ClK input. Individual CASs can be 
enabled/disabled by the corresponding ECAS input. 

Wait States 

Wait states are required when a relatively slow DRAM is 
operating with a fast CPU. The KS84C31132 generates 
the WAIT signal, and sends it back to the CPU instructing 
it to insert a Wait State. This means that the CPU will not 
look for data prematurely, and during a Refresh operation, 
an access is deferred. Bit R7 of the Mode Register must 
be set to '0' to instigate this feature. 

If the Wait state is not selected, the KS84C31132 generates 
a handshaking signal, DTACK, which is returned to the 
CPU to acknowledge transfer of data. 

Wait states are counted in terms of ClK cycles. 1T of 
wait state means DTACK goes low with the rising edge of 
ClK after RAS started the DRAM access by a high/low 
transition, or in case of page mode after the burst access 
started. ECAS has influence on the WAIT (DTACK) 
output only if OT (R4, 5 = '1 ') is programmed. DTACK will 
be high (WAIT low) until the page compare is completed 
and no page miss has been detected. WAIT is not 
asserted if there is no access to the DRAM. 
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Refresh Operations 

The KS84C31132 provide a number of refresh options, as 
described below. 

Automatic Internal Refresh 

Internal refresh is generated by an internal refresh 
counter, which keeps track of the refresh intervals, and 
also supplies the row address bits required to refresh the 
memory area. (Internal refresh is a RAS-only operation.) 
The refresh period is selected by bits CO, C1, C2 and C3 
of the Mode Register. 

The refresh period for most DRAMs is 15 microseconds. 
This means that the one megabit DRAM has to be 
refreshed every eight milliseconds, during which time, 
512 rows must be accessed. This calls for a 9-bit refresh 
counter. The KS84C31 has a 10-bit counter, and the 
KS84C32 has an 11-b.it counter. The extra bits are used 
for error scrubbing over the whole address range. 

If a refresh is requested by the on-Chip Refresh counter, 
while an access is in progress, that access is finished 
before the refresh cycle is initiated. The next access is 
deferred until the refresh cycle is complete. The wait 
logic automatically inserts Wait States. 

Internal refresh is possible in both interleaved and non­
interleaved modes. 

Forced Refresh 

The RAS pulse width tRASC of most DRAMs is limited to 
100 /.Is. The KS84C31/32 will force a refresh after the 5th 
internal refresh request which should be every 75/.1s. 
PMISS will be asserted allowing to terminate the RAS 
cycle by feeding this output back to the AREQ input. The 
page access has to be terminated by forcing AREQ high 
which in turn will bring RAS, CAS and DTACK high. 
(WAIT output low). The deferred 5 refresh cycles will be 
performed in a burst refresh to ensure that the refresh 
period will not be exceeded. PMISS is high until a page 
address has been strobed into the DRAM. 

Automatic Internal Staggered Refresh 

Staggered refresh, during which the RAS signals are 
staggered at one ClK intervals, can be selected by 
appropriately setting bit R9 in the Mode Register. This 
type of cycle allows the memory area to be refreshed in 
two or four refresh operations that are interspersed with 
regular memory accesses. Staggering refresh operations 
reduces the switching current. 
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External Control/ed Refresh 

Refresh operations can be controlled externally and can 
be either staggered or non-staggered. As for internal 
refresh, the row address bits are supplied by the on-chip 
refresh counter. External refresh is a RAS only refresh. 

Internal refresh must be disabled by driving DISRFSH 
low. RFSH must go low at setup time tR1' 

Refresh Request Divider 

The refresh request divider (derived from the program­
mable divider asserts RFRQ, if internal or external 
refresh has been selected by DISRFSH. 

Clearing the Refresh Counter (Row Address) 

The refresh counter is cleared by driving DISRFSH high 
and RFSH low, with a setup time of tR1 to the rising edge 
of ClK. This procedure does not invoke a refresh of the 
DRAM. 

Error Scrubbing 

I n a system with error correction, transparent error 
scrubbing is one method of increasing data integrity. A 
full access is performed during refresh, during which 
data and ECC bits are contin uously updated and checked, 
and random bit errors corrected. The error scrubbing 
option is selected by appropriately setting bits C4, C5 
and C6 of the Mode Register. 

When the KS84C31/32 are programmed for error scrub­
bing, a complete memory access is performed during 
the refresh cycle. The 12- or 13-bit internal scrubbing 
counter provides the column address bits, and the 10- or 
11-bit refresh counter provides the row address bits. 
Error scrubbing is done by word, not by· byte. 

If the error correction circuitry detects an error, the error 
is corrected by writing the corrected word to the DRAM 
by means of the read-modify-write operation. (The data 
is read and checked during the read portion, and 
modified/corrected data is written back during the write 
portion.) 

To enable this type of cycle, EXTDRF must be asserted 
while RAS is low. RAS and CAS remain low until the 
rising edge of the next ClK, after EXTDRF has gone low 
again. 

Although the KS84C31/32 control the error scrubbing, 
they do not provide the error correction circuitry. 
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DC ELECTRICAL CHARACTERISTICS 

Absolute Maximum Ratings 

DC Supply Voltage .................................. 7V All Input and Output Voltage ..... Vss - 0.5V to +7V 
Temperature Under Bias ................. O°C + 70°C Power Dissipation at 33MHz ..................... 0.6W 
Storage Temperature ................ -65° C to 150° C E.S.D ............................................... 4000V 

Note: If the device is used beyond the maximum rating, permanent damage may occur. Operation should be limited to those conditions specified 
under DC Electrical Characteristics. 

DC Electrical Characteristics (T A = O°C to +70°C, VCC = 4.5V to 5.5V, Vss = OV) 

Symbol Parameter Condition Min lYP Max Units 

VIH Input High Voltage Tested with limited Test pattern 2.0 Vcc+0.5 V 

VIL I nput low Voltage Tested with limited Test pattern -0.5 0.8 V 

VOH1 o and WE Outputs IOH = -10mA 2.4 V 

VOL1 o and WE Outputs IOL = 10mA 0.5 V 

VOH2 All outputs except 0 and WE IOL = -3mA 2.4 V 
-

VOL2 All outputs except 0 and WE IOL = 3mA 0.5 V 

liN Input leakage Current VIN = Vcc or Vss ±10 pA 

IILML Ml Input Current VIN = Vss 200 pA 

ICC1 Ouiescent Current ClK at 33MHz Inputs Inactive 20 mA 

ICC2 Supply Current Inputs Active (I load = 0) 2.5 mA/MHz 

CIN Input Capacitance fiN at 1MHz 5 10 pF 

AC SWITCHING CHARACTERISTICS 

Figure 5 shows a typical test circuit, while Figure 6 shows the output drive levels. Figures 7 through 14 provide switching 
characteristics for a number of typical KS84C31/32 operations: 

Unless otherwise stated Vcc = 4.5V to 5.5V, 0 < T A < 70°C 

load Capacitance: 00-09, Q10 
WE 
RASO-3, CASO-3 
All other Outputs 

CL = 380pF 
CL = 500pF 
CL = 125pF 
CL = 50pF 

All minimum and maximum values are measured in nanoseconds. 

c8SAMSUNG 
Electronics 

327 

I 



KS84C31/32 
CAPACITIVE LOAD SWITCHING 

Figure 5. Switching Test Circuit 

'lpO SPECIFIED AT CL : 380pF ALL Q OUTPUTS 
CL : 12SpF ALL BUT Q AND PM ISS OUTPUT 
CL : SOOpF WE OUTPUTS 
CL : SOpF PMISS OUTPUTS 

TYPICAL SWITCHING CHARACTERISTICS 

Figure 6a. Output Drive Levels 

VOLTAGE WAVEFORMS 

'''~r ~=::1=O.8V=":: 
------------~------------------~~--~ov· 

INPUT 

OUTPUT 

AC Testing inputs are driven at 3.0V for a logic "1" and O.OV for a logic 
"0". Timing measurements are made at 2.4V for a logic "1" and 0.8V 
for a logic "0" at the outputs. 
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Figure 6b. Simplified Output Driver Schematic 

-----+------;r-- Vee 

OUTPUT TO 
.----__+_ RAM ADDRESS 

-----+---- OV 

OR CONTROL 
LINES 
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Figure 7. Mode 0 Interleave 
ACCESS START 

ClK 
\ 

ALE 

1'-~~--------~2--------~ 
BO,1 

R, CO-9, 10 -J~---t--------------i"--+,=,"-------+--------J'------

00-9,10 --VV"'Ift--a;:;;w--"'N'II--;:;u;-;;;;;:;----V-........,~----;;R:;:;OW;:;---+---~.--=":":':'::-::-~,---

~-----08---..-I 

CASn ------------,1 '-_____ .J....J 

WAIT ------------______________ ~ 

-25 -33 -25 -33 

No. Parameter Min Max Min Max No. Parameter Min Max Min Max 

01 CS low to ClK Rising Edge 10 5 C3 Row Address Hold Time, 12 11 

02 ALE High to ClK Rising Edge 15 10 tRAH = 12ns 

04 ALE Pulse Width 15 10 C4 Row Address Hold Time, 20 20 
tRAH = 20ns 

05a Address Set-up to ClK Rising 10 10 
Edge using the On-Chip 
Address latch 

C5 Column Address Set-up Time 0 0 
tAse = Ons 

05b Address Set-up to ClK Rising 20 20 
Edge not using the On-Chip 

C6 Column Address Set-up Time 10 10 
tAse = 10ns 

Address latch C7 ClK Rising Edge to RAS active 35 30 

06 Address Set-up to ALE Falling 10 10 
after delayed access 

Edge using the On-Chip C8 ClK Rising Edge to CAS active 
Address latch after delayed access 

07 ClK Rising Edge to RAS low 35 30 
---

a tRAH = 12ns, tAse = Ons 85 80 
b tRAH = 12ns, tAse = 10ns 95 90 

08 ClK Rising Edge to CAS low c tRAH = 20ns, tAse = Ons 95 90 
(non-delayed access) d tRAH = 20ns, tAse = 10ns 105 100 

a tRAH = 12ns, tAse = Ons 85 80 
b tRAH = 12ns, tAse = 10ns 95 90 

C12 AREQ High to RAS High 35 30 

c tRAH = 30ns, tAse = Ons 95 90 C17 AREQ High to CAS High 35 30 
d tRAH = 30ns, tAse = 10ns 105 100 C20 Column Address Hold Time 25 40 25 40 

010 CS low after access start 10 10 in Interleave 

012 Address Hold Time from 20 15 C22 AREQ High to ClK Rising Edge 15 10 
ALE falling edge using the to recognized as 1T of RAS 
On-Chip Address latch precharge 

W03 ClK RiSing Edge to WAIT low 30 25 

W5 ClK Rising Edge to WAIT High 30 25 

WOS ClK High to DTACK low 35 30 
OT Programmed 
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KS84C31/32 
Figure 8. Mode 1, Interleave, Address Latch 

ClK 
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ENHANCED DYNAMIC RAM CONTROLLERS 
Prelim/italy 

19-. 

j.-110-J 

\ / 

lQ ADDR n X X BO.1 
R. CO-9. 10 X X X X X X X X X X X ADDR m X X X X X X X 

.~ 

00-9.10 ) ROW n IX) COLUMN n IX. ROW n X ROWm X COLUMN m X 
13 .1. C3,4 I L C5,6 C20 I I IRP 

1 I IRAH I I IASC ICAH I J 
\I / -C12~ 

\ / 
_16 , / - C17~ 

\ / - W12 D~CK--------~~ ________________________ -J/r--------~\~ __________ J/r~------~'----

-25 -33 -25 -33 

No. Parameter Min Max Min Max No. Parameter Min Max Min Max 

C2 Address to Q output 35 30 11 ADS Low to CLK, to guarantee 25 15 

C3 Row Address Hold Time 15 12 WAIT DTACK output 

tRAH = 12ns 12 CS to ADS Low Set-up. Time 5 5 

C4 Row Address Hold Time 25 20 13 ADS Falling Edge to RAS Low 35 35 
tRAH = 20ns during an Access 

C5 Column Address Set-up Time 0 0 14a Address Set-up to ADS Falling 10 10 
tASC = Ons Edge using the On-Chip 

C6 Column Address Set-up Time 10 10 Address Latch 

tAsc = 10ns 14b Address Set-up to ADS Falling 10 10 

C12 AREQ High to RAS High 35 30 Edge not using the On-Chip 
Address Latch 

C17 AREQ High to CAS High 
15 Address Hold after ADS Falling 8 8 

C20 Column Address Hold Time 25 40 25 40 Edge using the On-Chip 
in Interleave Address Latch 

W12 ADS Low to DTACK Low 40 30 16 ADS Low to CAS Low 
OT from RAS Programmed C9 = '0' (not delayed access) 
R2, 3 = '0', R7 = '1' a tRAH = 12ns, tAsc = Ons 85 

b tRAH = 12ns, tASC = 10ns 95 
c tRAH = 20ns, tASC = Ons 95 
d tRAH = 20ns, tASC = 10ns 105 

19 ADS High Pulse Width 10 

110 CS Low after access start 10 
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KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Figure 9. Non-Interleave - Delay CAS 

ClK 

ALE 

80,1 R, CO-9,10 _J~_+-_____ -+-___ """' ______ +-___________ --J"--___ _ 

00-9,10 __ -J''+---=.:.:::.:.:.._--''---+--.:::=:::::.:.. __ "...... __ +-_.::.:::.:::..... ____ .J',_....!:~:!!!!!._~ __ _ 

~ .-011 

WIN ~ ________________ ~ 

WE _IC1~- -+Ic~)-t-________________ _ 

ECAsn~~ ______________ --J1 
\~----------------------

-25 -33 -25 -33 

No. Parameter Min Max Min Max No. Parameter Min Max Min Max 

011 WIN low to ClK Rising Edge to 5 5 C18 ClK High 15 13 
delay CAS (C9 = '1') 

C18a ClK low 15 13 
C14 WIN to WE 40 33 C19 ClK Period 40 33 
C24 ClK Rising Edge to CAS low if 30 30 

delayed by WIN 
C28 RFClK High 15 15 

C25 ClK Rising Edge to CASn High 30 30 
C28a RFClK low 15 15 

if ECASn low at AREQ (if delay C29 RFClK Period 40 40 

programmed by ECASO) 

Figure 10. ClK, RFClK Timing 

ClK 

C28 C28a C29 

RFClK 
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KS84C31/32 
Figure 11. KS84C31/32 Static Column Operation Mode 1 

Figure 12. KS84C31/32 Page Mode Operation Mode 1 

eLK 

RASn 

ENHANCED DYNAMIC RAM CONTROLLERS 
Pte/lm/nary 

ROW ADDRESS CHANGE 

ROW ADDRESS CHANGE 

PMISS __________________ ....J 
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KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Figure 13. KS84C31/32 Page Mode Operation 

ClK 

AlE/A15S 

ADDR~,~----------------------~~----~-----------
IN 

~~~~C~OlU~MN~~~-~-~~~-==~~=_=~ 
_______ :f~CHANGE 

__________ MODE 0 NO WAIT STATE 

1;:1'--__________ 11 ~ __ _ 
r ~ MODE 1 NO WAIT STATE 

-----------

PMISS 

Mode 0: Mode 1: 

-25 -33 -25 -33 

No. Parameter Min Max Min Max No. Parameter Min Max Min Max 

P01 Burst access start to PMISS low 30 25 P11 Burst access start to PMISS 30 25 
(50pF load) low (50pF load) 

P02 ECASn high setup to 10 10 P12 ECASn high setup to 10 10 
access start access start 

P03 ECASn hold from access start 20 20 P13 ECASn hold from access start 20 20 

P04 Access start to CAS low if page 25 25 P14 ADS low to CAS low if page hit 25 25 
hit (ECAS hold = Ons) (ECAS hold = Ons) 

P05 PMISS high from access start 15 15 P15 PMISS high from access start 15 15 
(50pF load) (50pF load) 

P06 RAS high from access start 35 30 P16 RAS high from access start if 35 30 
if page miss page miss 

Mode 0 and 1: 

-25 -33 

No. Parameter Min Max Min Max 

P1 PMISS low from deferred 15 15 
access start (50pF load) 

P2 ECAS high width 15 15 
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KS84C31/32 
Figure 14. KS84C31/32 Simplified Logic for Page Mode 

ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

ADS/ALE --~----~ 

ROW 
ADDRESS 

RFCLK 

Figure 15. Page Mode Interface with 68020 

CLK 
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CLK 

AS 
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KS84C31 132 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Figure 16. 68030 Cache Fill Operation, Nibble Mode Access with 68030 Wait States Mode 1 

50 
CLK 

~) 

RASn 

ECA§n 

CASn 

DTACK(5TERM) 

CBREO 

CBACK 

DATA READ 

AREO 

Nibble Mode A.C. Parameter 

-25 -33 

No. Parameter Min Max Min Max 

N1 ClK to CAS high 5 20 4 15 

N2 ClK to CAS low 20 15 

N3 ClK to CBACK low 18 14 

N4 ClK to CBACK high 18 14 

W4 ClK to DTACK high 30 25 
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KS84C31/32 
Figure 17. 68030 - KS84C31/32 Interface 

ENHANCED DYNAMIC RAM CONTROLLERS 
, ... Preliminary 

20-33 MHz ------, 
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~------------i~CBREO 

~----------~CBACK 

Figure 18. 68040 or Similar CPU or Cache Interface KS84C31/32 Interface Timing with Nibble Mode Burst Access 
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KS84C31 132 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Figure 19. 68040 - KS84C31/32 Interface 
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KS84C31/32 ENHANCED DVNAMIC RAM CONTROL~ERS 
Prellmlna" 

Figure 20. Mode 0, Wait State, Non-Interleave with Burst Access 
ACCESS START 

ClK 

ALE 

-25 

No. Parameter Min Max 

C12 AREQ High to RAS High 35 

C13 ECASn High to CASn High 25 

ECASn Low to CASn low 

C21 AREQ Rising Edge to ECAS 20 
Rising Edge in order not to 
start a Wait State 

C25 ClK Rising Edge to CASn High 30 
if ECASn low at AREQ Rising 
Edge (if Delay Programmed by 
ECASO) 

Mode 1: 

-25 

No. Parameter Min Max 

W11 WAITIN Low to ADS Low to 5 
Add Wait State(s) if No Wait 
State is Programmed 

W12 ADS low to DTACK low OT 40 
-

from RAS Programmed 
R2, 3 = '0', R7 = '1' 

W13 ADS falling edge to WAIT Low 30 
(CS must be low) 

W14 ADS Falling Edge to WAIT Low 35 
delayed access 

W15 ClK High to DTACK High 35 
delayed access 

c8SAMSUNG 
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BURST ACCESS START 

....... NO/NO 
...... + 1T 

~-------------------------
'-. 'hT/OT 

J----------~/ :~f~TSTATES 
'-----..I NON-BURST/BURST 

-33 -25 

Min Max No. Parameter Min Max 

W01 WAITIN Low to ClK RiSing 5 
Edge to Add Wait State (s) if no 
Wait State is programmed 

W02 ClK Rising Edge to WAIT low 25 
(CS must be low) 

W03 ClK Rising Edge to WAIT low 30 
(DTACK High) 

W04 ClK to DTACK low if no wait 30 
state programmed 

W05 ClK High to DTACK low 35 
OT Programmed 

W1 ClK falling edge to WAIT High 30 

-33 W2 ClK rising or falling edge to 30 

Min Max DTACK low 

5 
W3 AREQ/AlE/ADS to DTACK High 30 

W5 ClK Rising Edge to WAIT High 30 

W6 WAITIN low to Access Start to 5 
30 Add Wait State(s) 

W7 ALE/ADS High to DTACK High 35 
(WAIT low) during Burst Access 

25 (not OT programmed) 

W8 CAS low to DTACK low (WAIT 35 
25 High) during Burst Access 

(OT programmed) 

25 W9 ECAS High to DTACK High if 
OT programmed) 

-33 

Min Max 

5 

20 

25 

25 

25 

25 

25 

25 

25 

5 

25 

25 
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KS84C31/32 
Figure 21. Wait State with CS 

ClK 

ALE/ADS 

NO WAIT S~:~~ ~ 

Figure 22. Mode Load 

AREO 

ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

~~PAGE COMPARE TIME 
WAIT STATE WITH CS H 

* DTACK Will STAY HIGH 
IE-NO ACCESS IS STARTED 
(CS IS HIGH) 

BO, B1 

~c~~i~~~~~~~~J~~------------~~~OU~~~L-----n 

-25 -33 -25 -33 

No. Parameter Min Max Min Max No. Parameter Min Max Min Max 

M1 Mode Address Set-up Time 5 5 M4 CS asserted to AREO asserted 5 5 

M2 Mode Address Hold Time 5 5 M5 Mode Address Hold Time from 30 30 

M3 ML asserted to AREO asserted 10 10 
AR-EQ Low 

M6 Mode Address Set-up Time to 0 0 
AREQ Low 
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KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
'. PiWlmlnsty 

Figure 23. Internal Refresh - Interleave Access 

ClK 

BO,1 R, CO-9,10 _"'-____________ 1...-___ +-_____ +-__________ _ 
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ACCESS 

-25 

No. Parameter Min Max 

R5 elK High to RFIP low 35 

R6 elK Rising Edge to RFIP High 35 
for Pending Refresh Ending 

R7 elK Rising Edge to Refresh 30 
AAS Ending 

R9 elK Rising Edge to Refresh 35 
RAS Starting 

R13 elK Rising Edge to RFRO High 35 

R14 elK Rising Edge to RFRO low 35 
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Min Max 

35 

35 

30 

35 

35 

35 

RS 

ACCESS 

CD 

O OT AFTER DELAYED ACCESS 
R2, R3 = '0' 

340 



KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Figure 24. Refresh and Extended Refresh 
CLK 

O------~~~------~R~EF~R~ES~H~R~O~W~------t-~~~V-----~R~E~FR~E~SH~RO~w~------~-----4 

-I R3 -4- j.R3 
EXTDRF ______________________________________________________________ ~ 

-25 -33 -25 -33 

No. Parameter Min Max Min Max No. Parameter Min Max Min Max 

R1 RFSH low Set-up to elK 5 5 R6 elK Rising Edge to RFIP High 35 35 
Rising Edge 

R7 elK Rising Edge to Refresh 30 30 
R2 DISRFSH low Set-up to elK 15 15 RAS Ending 

Rising Edge 
R9 elK Rising Edge to Refresh 35 35 

R3 EXTDRF Set-up to elK 12 12 RAS Starting 
Rising Edge R10 RFSH low Pulse Width 15 15 

R4 elK Rising Edge to RFIP low 30 30 

R5 AREQ High to RFIP low 35 35 

Figure 25. Staggered Refresh 

CLK 

~ -----------------------------------------------------------------
RFSH ~~ __________________________________________________________ _ 

\~ __________________________________ _JI 

/ RAsa ----------------~\. '-______ ---J 

\ I 

\ I 

\ ~ ______ -JI 

REFRESH ROW 
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KS84C31 132 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

Figure 26. Page Mode Forced Refresh 
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KS84C31/32 ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

APPENDIX 

Commonalities and Differences between the KS84C21/22 and the KS84C31/32. 

Pin Compatibility 

The KS84C31132 are fully pin for pin compatible with the 
KS84C21/22. 

Functional Compatibility 

Besides the differences described below which are all 
upgrades to the KS84C21/22, there is only one feature 
that is left off and that is the column increment feature. 
The EDRC supports access to random pages and 
random column if page mode is programmed. The 
column increment counter would be of no great benefit. 

Mode Register 

The Mode Register is expanded by 3 bits (ECAS1, ECAS2 
and ECAS3) to select the 68030 mode, the page mode 
operation and the Nibble Mode, respectively. 

Page Mode 

The EDRC supports page access to random columns 
within a page. If the page of consecutive access cycles is 
different from each other, the EDRC will set the output 
PMISS to indicate that there is a page miss. CAS outputs 
are asserted deasserted by the corresponding ECAS 
inputs, however, CAS will be delayed from going low in 
case of a page miss. CAS, RAS and WE will be 
deasserted when a page miss is detected. 

Static Column 

The EDRC supports the faster static column access. The 
address latch will latch the Row address. The column 
address latch can either be in "fall through" or "latch" 
mode. 

Interleave Mode 

Interleaving of memory cycles is possible only in non­
page mode operation. Interleaving is also disabled in 
68030 and Nibble mode. 

68030 

The EDRC supports the fast cache fill mode of the 68030. 
Up to four 32 bit words can be fetched by nibble access 
cycles. The handshake signals provided by the 68030 

c8SAMSUNG 
Electronics 

are compatible with the corresponding I/O lines provided 
by the EDRC. These 2 handshake signals CBREO and 
CBACK are multiplexed with signals RFRO (refresh 
request output) and the EXTDRF (extend refresh input). 

Nibble Mode 

The EDRC easily interfaces with the 68040 and other 
controller that can utilize the fast nibble type access. 

The CAS .outputs are switched in this mode durir:!.9J.b.e 
burst access cycles by the ClK input. Individual CASs 
can be disabled by the appropriate' ECAS input. A burst 
lasts four access cycles but can be terminated at any 
time with the AREO input going high. 

Operating Frequency 

The maximum operating frequency is 33 MHz on the 
ClK input and 20 MHz on the RFCLK input. 

Wait State Timing 

The assertion of the WAIT(DTACK) output has been 
changed slightly. A wait state starts always when the 
access starts which is in mode 0 the rising edge of ClK 
after ALE goes high and in mode 1 at the falling edge of 
ADS provided that CS - setup time is sufficient. 

A wait state starts when an access has been requested 
that is CS is asserted. In 68030 and Nibble Mode, CS has 
to be asserted only for the non-burst access. 

Column Address Hold Time During Interleaving 

The column address hold time is reduced to min 25 ns 
and the max time is 40 ns. This allows starting a 
consecutive access earlier with the cycle. 

Row Address Hold Time 

The Row Address hold time has been reduced to 12 and 
20 ns respectively. 

PM/SS Output: This output has been added to signal 
that a page miss has been detected. This signal should 
be fed back to the AREO input if the page mode option is 
selected. It also can be used to add wait states during a 
non-burst or burst access. 
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KS84C31/32 ENHANCED DYNAMIC RAM. CO~TROLLERS 
Preliminary 

Summary of AC Parameters 

The leading digit indicates the following area where the specifications refer: 

No. 

01 

02 

04 

05a 

05b 

06 

07 

08 

a 
b 
c 
d 

010 

011 

012 

11 

12 

13 

14a 

14b 

15 

Parameter 

o 
1 
C 
M 

CS low to ClK Rising Edge 

ALE High to ClK Rising Edg~ 

ALE Pulse Width 

Address Set-up to ClK Rising 
Edge using the On-Chip 
Address latch 

Address Set-up to ClK Rising 
Edge not using the Ori-Chip 
Address lat9h 

Address Set-up to ALE Falling 
Edge using the On-Chip 
Address latch 

ClK Rising Edge to RAS low 

ClK Rising Edge to CAS low 
(non-delayed access) 
tRAH = 12ns, tAse = Ons 
tRAH = 12ns, tAse = 10ns 
tRAH = 20ns, tAse = Ons 
tRAH = 20ns, tAse = 10ns 

CS low after access start 

WIN low to ClK Rising Edge to 
delay CAS (C9 = '1') 

Address Hold Time from 
ALE falling edge using the 
On-Chip Address latch 

ADS low to ClK, to guarantee 
WAIT DTACK output 

CS to ADS low Set-up Time 

ADS Falling Edge to RAS low 
during an Access 

Address Set-up to ADS Falling 
Edge using the On-Chip 
Address latch 

Address Set-up to ADS Falling 
Edge not using the On-Chip 
Address latch 

Address Hold after ADS Falling 
Edge using the On-Chip 
Address latch 

Mode 0 
Mode 1 
Common 
Mode Load 

-25 -33 

Min Max Min Max 

10 5 

15 10 

15 10 

10 10 

20 20 

10 10 

35 30 

85 80 
95 90 
95 90 
105 100 

10 10 

5 5 

20 15 

25 15 

5 5 

35 35 

10 10 

10 10 

8 8 

c8SAMSUNG 
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No. 

16 

a 
b 
C 

d 

19 

110 

C2 

C3 

C4 

C5 

C6 

C7 

C8 

a 
b 
c 
d 

C12 

C13 

C14 

C17 

C18 

C18a 

C19 

C20 

C21 

N 
P 
R 
W 

Nibble Mode 
Page Mode 
Refresh 
Wait 

Parameter 

ADS low to CAS low 
C9 = '0' (not delayed access) 
tRAH = 12ns, tAse = Ons 
tRAH = 12ns, tAse = 10ns 
tRAH = 20ns, tAse = Ons 
tRAH = 20ns, tAse = 10ns 

ADS High Pulse Width 

CS low after access start 

Address to Q output 

Row Address Hold Time, 
tRAH = 12ns 

Row Address Hold Time, 
tRAH = 20ns 

Column Address Set-up Time 
tAse = Ons 

Column Address Set-up Time 
tAse = 10ns 

ClK RiSing Edge to RAS active 
after delayed access 

ClK Rising Edge to CAS active 
after delayed access 
tRAH = 12ns, tAse = Ons 
tRAH = 12ns, tAse = 10ns 
tRAH = 20ns, tAse = Ons 
tRAH = 20ns, tAse = 10ns 

AREQ High to RAS High 

ECASn High to CASn High 

ECASn low to CASn low 

WIN to WE 

AREQ High to CAS High 

ClK High 

ClKlow 

ClK Period 

Column Address Hold Time 
in Interleave 

AREQ RiSing Edge to ECAS 
Rising Edge in order not to 
start a Wait State 

-25 

Min Max 

85 
95 
95 
105 

10 

10 

35 

12 

20 

0 

10 

35 

85 
95 
95 
105 

35 

25 

40 

35 

15 

15 

40 

25 40 

20 

-33 

Min Max 

30 

11 

20 

0 

10 

30 

80 
90 
90 
100 

30 

33 

30 

13 

13 

33 

25 40 
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KS84C31/32 

-25 -33 

No. Parameter Min Max Min Max 

C22 AREa High to ClK Rising Edge 15 10 
to recognized as 1T of RAS 
precharge 

C24 ClK Rising Edge to CAS low if 30 30 
delayed by WIN 

C25 ClK Rising Edge to CASn High 30 30 
if ECASn low at AREa (if delay 
programmed by ECASO) 

C28 RFClK High 15 15 

C28a RFClK low 15 15 

C29 RFClK Period 40 40 

M1 Mode Address Set-up Time 5 5 

M2 Mode Address Hold Time 5 5 

M3 Ml asserted to AREa asserted 10 10 
-

M4 CS asserted to AREa asserted 5 5 

M5 Mode Address Hold Time from 30 30 
AREa low 

M6 Mode Address Set-up Time to 0 0 
AREa low 

N1 ClK to CAS high 5 20 4 15 
-

N2 ClK to CAS low 20 15 
--

N3 ClK to CBACK low 18 14 

N4 ClK to CBACK high 18 14 

P01 Burst access start to PMISS low 30 25 
(50pF load) 
--

P02 ECASn high setup to 10 10 
access start 

P03 ECASn hold from access start 20 20 

P04 Access start to CAS low if page 25 25 
hit (ECAS hold = 0 ns) 

P05 PMISS high from access start 15 15 
(50pF load) 
-

P06 RAS high from access start 35 30 
if page miss 

P1 PMISS low from deferred 15 15 
access start (50pF load) 

P2 ECAS high width 15 15 

P11 Burst access start to PMISS 30 25 
low (50pF load) 

c8SAMSUNG 
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ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

-25 -33 

No. Parameter Min Max Min Max 

P12 ECASn high setup to 10 10 
access start 

P13 ECASn hold from access start 20 20 

P14 ADS low to CAS low if page hit 25 25 
(ECAS hold = 0 ns) 

P15 PMISS high from access start 15 15 
(50pF load) 

P16 RAS high from access start 35 30 
if page miss 

R1 RFSH low Set-up to ClK 5 5 
Rising Edge 

R2 DISRFSH low Set-up to ClK 15 15 
Rising Edge 

R3 EXTDRF Set-up to ClK 12 12 
Rising Edge 

R4 ClK Rising Edge to RFIP low 30 30 

R5 AREa High to RFIP low 35 35 

R6 ClK Rising Edge to RFIP High 35 35 

R7 ClK Rising Edge to Refresh 30 30 
RAS Ending 

R9 ClK Rising Edge to Refresh 35 35 
RAS Starting 

R10 RFSH low Pulse Width 15 15 

R13 ClK Rising Edge to RFRO High 35 35 

R14 ClK Rising Edge to RFRO low 35 35 

W01 WAITIN low to ClK Rising 5 5 
Edge to Add Wait State (s) if no 
Wait State is programmed 

W02 ClK Rising Edge to WAIT low 25 20 
(CS must be low) 

W03 ClK Rising Edge to WAIT low 30 25 
(DTACK High) 

W04 ClK to DTACK low if no wait 30 25 
state programmed 

W05 ClK High to DTACK low 35 25 
OT Programmed 

--
W1 ClK falling edge to WAIT High 30 25 

W2 ClK rising or falling edge to 30 25 
DTACK low 

W3 AREa/ALE/ADS to DTACK High 30 25 
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-25 -33 

No. Parameter Min Max Min Max 

W4 ClK to DTACK High 30 25 

W5 ClK Rising Edge to WAIT High 30 25 

W6 WAITIN low to Access Start to 5 5 
Add WaitState(s) 

W7 ALE/ADS High to DTACK High 35 25 
(WAIT low) during Burst Access 
(not OT programmed) 

W8 CAS low to DTACK low (WAIT 35 25 
High) during Burst Access 
(OT programmed) 

W9 ECAS high to DTACK high if 
OT programmed 

c8SAMSUNG 
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-25 -33 

No. Parameter Min Max Min Max 

W11 WAITIN low to ADS low to 5 5 
Add Wait State(s) if No wait 
State is Programmed 

W12 ADS low to DTACK low OT 40 30 
from RAS Programmed 
R2, 3 = '0', R7 = '1' 

W13 ADS falling edge to WAIT low 30 25 
(CS must be low) 

W14 ADS Falling Edge to WAIT low 35 25 
delayed access 

W15 ClK High to DTACK High 35 25 
delayed access 
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PACKAGE DIMENSIONS 

ENHANCED DYNAMIC RAM CONTROLLERS 
Preliminary 

The Samsung KS84CXX DRAM Controllers are available in two packages. The KS84C31 68-Pin PLCC package is 
shown in Figure 27, while the 84-Pin version is shown in Figure 28: 

Figure 27. 68-Pin PLCC Package 
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Figure 28. 84-Pin PLCC Package 

ORDERING INFORMATION AND PRODUCT CODE 

KS 

SAMSUNG I T 
SEMICONDUCTOR ~ 

Part Number 
84C31 
84C32 

84CXX 

Speed ~ __________ __ 
-33 33MHz 

xx X X 

TTl ~-=-~~!~~c Leaded Chip Carrier ~ (PLCC) 

I Temperature ~ C - Commercial (O°C to +70°C) 

SAMSUNG products are designated by a Product Code. When ordering, please refer to products by their full code. For unusual, and/or specific 
packaging or processing requirements not covered by the standard product line, please contact the SAMSUNG MOS Product Group. 
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PRODUCT FEATURES 

• 6,8, and 10 MHz operation 

• Low power CMOS 

• Pin compatible to NMOS versions 

• High speed - 2.5M bit/sec channels 

• Two independent, full-duplex channels, each with 
separate crystal oscillator, baud rate generator and 
Digital PLL 

• Multi-protocol operation, programmable for NRZ, 
NRZI or FM data encoding 

• Asynchronous mode with programmable clock factor 

• Synchronous mode with internal or external character 
synchronization 

• Break detection and generation 

• Parity, overrun, and framing error detection 

• Localloopback and auto echo modes 

• Supports T1 digital trunk 

• Enhanced DMA support 

BYTE 
COUNT 
REGA 

INT 
CONT 
lOGIC 

SERIAL COMMUNICATION CONTROLLER 
Preliminary 

PRODUCT OVERVIEW 

The KS85C30 CMOS Serial Communications Controller 
(SCC) is an enhanced CMOS version of the industry stan­
dard NMOS SCC. It is a dual channel, multi-protocol data 
communications peripheral that easily interfaces to CPU's. 
with non-multiplexed address/data buses. The program­
ming flexibility ofthe internal registers allows the SCC to be 
configured to satisfy a wide variety of serial communica­
tion applications. The many on-Chip features such as baud 
rate generators, digital phase locked loops, and crystal 
oscillators dramatically reduce the need for external logic. 
Additional features including a 10 X 19-bit status FIFO and 
14-bit byte counter were added to support high speed 
SDLC transers using DMA controllers. 

The SCC handles asynchronous formats, synchronous 
byte-oriented protocols such as IBM Bisync, and synchro­
nous bit-oriented protocols such as HDLC and IBM SDLC. 
This versatile device supports virtually any serial data 
transfer application (cassette, diskette, tape drives etc.). 
The advanced CMOS process offers lower power con­
sumption, higher performance, and superior noise immu­
nity. 

The device can generate and check CRC codes in any 
synchronous mode and can be programmed to check data 
integrity in various modes. The sec also has facilities for 
modem controls in both channels. In applications where 
these controls are not needed the modem controls can be 
used for general-purposes I/O. The daisy-chain interrupt 
hierarchy is also supported. 

CHA 
REG 

-----of-- MODEM. DMA 
OR OTHER 
CONTROLS 

BUS ._--1 ...... IN1£_R;;;;N .... ;;,,;;;BUS;;...+-__ ~ ~~PU 
DATAl') I/O 

Figure 1 : KS85C30 BLOCK DIAGRAM 
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lEO 

lEI 

INTACK 

+5V 

W/REOA 

SYNCA 

RTxCA 

RxDA 

TRxCA 

TxDA 

NC 

SERIAL COMMUNICATION CONTROLLER 
Preliminary 

KS85C30 

29 

1 9 20 21 22 23 24 25 26 27 28 

Figure 2a: 44-PIN PLCC CONFIGURATION 
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Figure 2b: 40-PIN DIP CONFIGURATION 
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TABLE 1a: 40-Pln DIP Pin Assignment 

Pin# Pin Name Pin# Pin Name Pin# Pin Name 
---

1 01 8 INTACK 15 TxDA 

2 03 9 Vee 16 DTR/REQA 

3 05 10 W/REQA 17 RTSA 

4 07 11 SYNCA 18 CTSA 

5 INT 12 RTxCA 19 DCDA 

6 lEO 13 RxDA 20 PCLK 

7 lEI 14 TRxCA 21 DCDB 

Table 1b: 44·Pln PLCC Pin Assignment 

Pin# Pin Name Pin# Pin Name Pin# Pin Name 

---
1 Do 9 INTACK 17 NC 

2 01 10 +5V 18 NC 

3 03 11 W/REQA 19 DTR/REQA 

4 05 12 SYNCA 20 RTSA 

5 07 13 RTxCA 21 CTSA 

6 INT 14 RxDA 22 DCDA 

7 lEO 15 TRxCA 23 PCLK 

8 lEI 16 TxDA 24 DCDB 

c8SAMSUNG 
Electronics 
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Pin# Pin Name Pin# Pin Name Pin# Pin Name 
---

SYNCB -j 22 CTSB 29 36 RD 

23 RTSB 30 W/REQA 37 06 
I 

24 DTRlREQB 31 GND 38 04 

25 TxDB 32 D/C 39 O2 

26 TRxCB 33 CE 40 Do 

27 RxDB 34 AlB 

28 RTxCB 35 WR 

Pin# Pin Name Pin# Pin Name Pin# Pin Name 

-- -- -
25 CTSB 33 SYNCB 41 RD 

2 RTSB 34 W/REOB 42 04 

27 DTR/REQB 35 GND 43 04 

28 NC 36 NC 44 O2 

29 TxDB 37 D/C 

30 TRxCB 38 CE 

31 RxDB 39 AlB 

32 RTxCB 40 WR 
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Table 1 c: PIN DESCRIPTIONS 

Symbol Type 

AlB I 

CE I 

CTSA,CTSB I 

Do- D7 1/0 

D/C I 

DCDA,DCDB I 

DTRlREOA 0 
DTRlREOB 

lEI I 

lEO 0 

INT 0 

INTACK I 

PCLK I 

RD I 

RTSA,RTSB 0 

SERIAL COMMUNICATION. CONTROLLER 
Preliminary 

Name and Function 

Channel AlChannel B : This signal selects the channel in which the read or write operation 
occurs. 

Chip Enable: This signal selects the see for a read or write operation. 

Clear To Send: If these pins are programmed as Auto Enables, a Low on the inputs enables the 
respective transmitters. If not programmed as Auto Enables, they may be used as general-
purpose inputs. Both inputs are Schmitt-trigger buffered to accommodate slow rise-time signals. 
The SCC detects pulses on these pins and can interrupt the CPU on both logic level transitions. 

Data Bus (lestate): These lines carry data and commands to and from the SCC. 

Data/Control Select: This signal defines the type of information transferred to or from the SCC. 
A High means data is transferred; a Low indicates a command. 

Data Carrier Detect: These pins function as receiver enables if they are programmed for Auto 
Enables; otherwise they may be used as general-purpose input pins. Both pins are Schmitt-
trigger buffered to accommodate slow rise-time signals. The SCC detects pulses on these pins 
and can interrupt the CPU on both logic level transitions. 

Data Terminal Ready/Request: These outputs follow the state programmed 
into the DTR bit. They can also be used as general-purpose outputs or as Request lines 

for a DMA controller. 

Interrupt Enable In: lEI is used with IEOto form an interrupt daisy-chain when there is more than 
one interrupt driven device. A High lEI indicates that no other higher priority device has an 
interrupt under service or is requesting an interrupt. 

Interrupt Enable Out: lEO is High only if lEI is High and the CPU is not servicing an SCC 
interrupt or the SCC is not requesting an interrupt (Interrupt Acknowledge cycle only). lEO is 
connected to the next lower priority device's lEI input and this inhibits interrupts from lower 
priority devices. 

Interrupt Request: This signal is activated when the SCC requests an interrupt. 

Interrupt Acknowledge: This signal indicates an active Interrupt Acknowledge cycle. During 
this cycle, the SCC interrupt daisy chain settles. When RD becomes active, the SCC places an 
interrupt vector on the data bus (if lEI is High). INTACK is latched by the rising edge of PCLK. 

Clock: This is the master SCC clock used to synchronize internal signals. PCLK is a TIL level 
signal .. PCLK is not required to have any phase relationship with the master system clock. 

Read: This signal indicates a read operation and when the SCC is selected, enables the SCC's 
bus drivers. During the Interrupt Acknowledge oycle, this signal gates the interrupt vector onto 
the bus if the SCC is the highest priority device requesting an interrupt. 

Requestto Send: When the Request To Send (RTS) bit in Write Register 5 (Figure 1 O)is set, the 
RTS signal goes Low. When the RTS bit is reset in Asynchronous mode and Auto Enable is on, 
the signal goes High after the transmitter is empty. In Synchronous mode or in Asynchronous 
mode with Auto Enable off, the RTS pin strictly follows the state of the RTS bit. Both pins can be 
used as general-purpose outputs. 
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Table 1 c: PIN DESCRIPTIONS con't 

Symbol Type Name and Function 

RTxCA, RTxCB I RecelveJ1'ran8mlt Clock8: These pins can be programmed in several different modes of 
operation. In each channel RTxC may supply the reoeive clock, the transmit clock, the clock for 
the baud rate generator, or the clock for the Digital Phase-Locked Loop. These pins can also be 
programmed for use with the respective SYNC pins as a crystal oscillator. The receive clock may 
be 1, 16, 32, or 64 times the data rate In Asynchronous modes. 

RxDA,RxOB I Receive Data: These inputs signals. receive serial data at standard TIL levels. 

SYNCA, SYNCB 1/0 Synchronization: These pins can act either as inputs, outputs, or part of the crystal oscillator 
circuit. In the Asynchronous Receive mode (crystal oscillator option not selected), these pins are 
inputs similar to CTS and OCD. In tl'lis mode, transitions on these lines affect the state of the 
Synchronous/Hunt status bits in Read Register 0 (Figure 9) but have no other function. 

In external Synchronization mode with the crystal oscillator not selected, these lines also act as 
inputs. In this mode, SYNC must be driven Low two receive clock cycles after the last bit in the 
synchronous character is received. Character !!!!!!,bly begins on the rising edge of the receive . 
clock immediately preceding the activation of SYNC. 

Inthe Internal Synchronization mode (Monosync and Bisync) with the crystal oscillator 
not selected, these pins act as outputs and are active only during the part of the receive clock 
cycle in which synchronous characters are recognized. The synchronous condition is not 
latched, so these outputs are active each time a synchronization pattern is recognized 
(regardless of character boundaries). In SDLC 'mode, these pins act as outputs and are valid on 
receipt of a flag. 

TRxCA, TRxCB 1/0 Transmit/Receive Clocks: These pins can be programmed in several different modes of 
operation. TRxC may supply the receive clock or the transmit clock in the input mode or supply 
the output of the Digital Phase-Locked Loop, the crystal oscillator, the baud rate generator, or the 
transmit clock in the output mode. 

TxDA, TxOB 0 Transmit Data: These output signals transmit serial data at standard TTL levels. 

Vee Power: 5V ± 5%'OC Supply 

Vss Ground:OV 

WR I Write: When the SCC is selected, this signal indicates a write operation. The coincidence of RD 
and WR is interpreted as a reset. 

W/REOA 0 Walt/Request: Open-drain when programmed for a Wait function, driven High 
W/REOB or Low when programmed for a Request function. These dual-purpose outputs may be 

programmed as Request lines for a DMA controller or as Wait lines to synchronize the CPU to the 
SCC data rate. The reset state is Wait. 
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OPERATIONAL DESCRIPTION 

The functional capabilities of the SCC can be described 
from two different pOints of view; as adatacommunications 
device, it transmits and receives data in a wide variety of 
data communications protocols; as a microprocessor pe­
ripheral, the SCC offers valuable features such as vec­
tored interrupts, polling, and simple handshake capability. 

Data Communications Capabilities 

The SCC provides two independent full-duplex channels 
programmable for use in any common Asynchronous or 
Synchronous data communication protocol. Figure 3 and 
the following description briefly detail these protocols. 

Asynchronous Modes 

Transmission and reception can be accomplished inde­
pendently on each channel with five to eight bits per 
character, plus optional even or odd parity. The transmit­
ters can supply one, one-and-one-half, or two stop bits per 
character and can provide a break output at any time. The 
receiver break-detection logic interrupts the CPU both at 
the start and at the end of a received break. Reception is 
protected from spikes by transient spike-rejection mecha­
nism that checks the signal one-half a bit time after Low 
level is detected on the receive data input. If the Low does 
not persist (as in the case of tranSient), the character 
assembly process does not start. 

Framing errors and overrun errors are detected and buff­
ered together with partial character on which they occur. 
Vectored interrupts allow fast servicing or error conditions 
using dedicated routines. Furthermore, a built-in checking 
process avoids the interpretation of a framing error as a 
new start bit: a framing error results in the addition of one­
half a bit time to the pOint at which the search for the next 
start bit begins. 

MAAKINGLINE MAAKINGLINE 

ASYNCHRONOUS 

SYNC DATA ~ ~ I DATA CRe, CRe, 

MONOSYNC 

SYNC SYNC DATA B I DATA CRe, CRC. 

SIGNAL 

t 
~~ I DATA I I DATA CRe, I CRC2 

EXTERNAL SYNC 

FtAG I ADDRESS I INFORMATION~ ~ CRe, CRe, FlAG 

SOLClHDLCIX.2$ 

Figure 3 : SOME SCC PROTOCOLS 
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The SCC does not require symmetric transmit and receive 
clock signals, thus allowing use of a wide variety of clock 
sources. The transmitter and receiver can handle data at a 
rate of 1, 1/16, 1/32, or 1/64 of the clock inputs. In 
Asynchronous modes, SYNC may be programmed as an 
input used for functions such as monitoring a ring indicator. 

Synchronous Modes 

The SCC supports both byte-oriented and bit-oriented 
synchronous communication. Synchronous byte-oriented 
protocols can be handled in several modes, allowing 
character synchronization with a 6-bit or 8-bit synchronous 
character (Monosync), any 12-bit synchronization pattern 
(Bisync), or with an external synchronous signal. Leading 
sync characters can be removed without interrupting the 
CPU. 

Five- or 7 -bit synchronous characters are detected with 8-
'or 16-bit patterns in the SCC by overlapping the larger 
pattern across multiple incoming synchronous characters 
as shown in Figure 4. 

CRC checking for Synchronous byte-oriented modes is 
delayed by one character time so that the CPU may disable 
CRC checking on specific characters. This permits the 
implementation of protocols such as IBM Bysinc. 

Both CRC-16 (X16 + X15 +X2 + 1) and CCITI (X 16 + X12 + X5 

+ 1) error checking polynomials are supported. Either 
polynomial may be selected in all Synchronous modes. 
Users may preset the CRC generator and checker to all 1 s 
or all as. The SCC also provides a feature that automati­
cally transmits CRC data when no other data is available 
for transmission. This allows for high speed transmissions 
under OMA control, with no need for CPU intervention at 
the end of a message. When there is no data or CRC to 
send in Synchronous modes, the transmitter inserts 6-, 8-, 
or 16·bit synchronous characters, regardless of the pro­
grammed character length. 

The SCC supports Synchronous bit-oriented protocols, 
such as SOLC and HOLC, by performing automatic flag 
sending, zero insertion, and CRC generation. A special 
command can be used to abort a frame in transmission. At 
the end of a message, the SCC automatically transmits the 
CRC and trailing flag when the transmitter underruns. The 
transmitter may also be programmed to send an idle line 
consisting of continuous flag characters or a steady mark­
ing condition. 

SBITS 

~ 
!SYNC SYNC! I SYNC I DATA DATA DATA 

I I 

8 BITS 

I 
16 BITS 

Figure 4 : DETECTING 5- OR 7-BIT SYNCHRONOUS 
CHARACTERS 
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If a transmit under run occurs in the middle of a message, 
as external/status interrupt warns the CPU of this status 
change so that an abort may be issued. The SCC may also 
be programmed to send an abort itself in case of an 
underrun, relieving the CPU of this task. One to eight bits 
per character can be sent, allowing reception of a message 
with no prior information about the character structure in 
the information field of a frame. 

The receiver automatically acquires synchronization on 
the leading flag of a frame in SOLC or HOLC and provides a 
synchronization signal on the SYNC pin (an interrupt can 
also be programmed). The receiver can be programmed to 
search for frames addressed by a single byte (or four bits 
within a byte) of a user-selected address or to a global 
broadcast address. In this mode, frames not matching 
either the user-selected 0 r broadcast address are ig nored. 
The number of address bytes can be extended under 
software control. For receiving data, an interrupt on the first 
received character, or an interrupt on every character, or 
on special condition only (end-of-frame) can be selected. 
The receiver automatically deletes all Os inserted by the 
transmitter during character assembly. CRC is also calcu­
lated and is automatically checked to validate frame trans­
mission. Atthe end oftransmission, the status of a received 
frame is available in the status registers. In SOLC mode, 
the SCC must be programmed to use the SOLC CRC 
polynomial, but the generator and checker may be preset 
to all 1 s or all Os. The CRC is inverted before transmission 
and the receiver checks against the bit pattern 
0001110100001111. 

NRZ, NRZI or FM coding may be used in any 1 x mode. The 
parity options available in Asynchronous modes are avail­
able in Synchronous modes. 

The SCC can be conveniently used under OMA control to 
provide high speed reception or transmission. In reception, 
for example the SCC can interrupt the CPU when the first 
character of a message is received. The C PU then enables 
the OMA to transfer the message to memory. The SCC 
then issues an end-of-frame interrupt and the CPU can 
check the status of the received message. Thus, the CPU 
is freed for other service while the message is being 
received. The CPU may also enable the OMA first and 
have the SCC interrupt only on end-of-frame. This proce­
dure allows all data to be transferred via the OMA. 

SOLe Loop Mode 

The SCC supports SOLC Loop mode in addition to normal 
SOLC. In an SOLC Loop, there is a primary controller 
station that manages the message traffic flow on the loop 
and any number of secondary stations. In SOLC Loop 
mode, the sec performs the functions of a secondary 
station while an SCC operating in regular SOLC mode can 
act as a controller (Figure 5). 

c8 !e!'lSUNG 
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Figure 5 : AN SOLC LOOP 

A secondary station in an SOLC Loop is always listening to 
the messages being sent around the loop, and in fact must 
pass these messages to the rest of the loop by re-transmit­
ting them with one-bit-time delay. The secondary station 
can place its own message on the loop only at specific 
times. The controller signals that secondary stations may 
transmit messages by sending a special character, called 
an EOP (End of Poll), around the loop. The EOP character 
is the bit pattern 11111110. Because of zero insertion 
during messages, this bit pattern is unique and easily 
recognized. 

When a secondary station has a message to transmit and 
recognizes an EOP on the line, it changes the last binary 1 
ofthe EOP to a 0 before transmission. This has the effect of 
turning the EOP into a flag sequence. The secondary 
station now places its message on the loop and terminates 
the message with an EOP. Any secondary stations further 
down the loop with messages to transmit can then append 
their messages to the message of the first secondary 
station by the same process. Any secondary stations 
without messages to send merely echo the incoming 
messages and are prohibited from placing message son 
the loop (except upon recognizing an EOP). 

SOLC Loop mode is a programmable option in the SCC. 
NRZ, NRZI, and FM coding may all be used in SOLC Loop 
mode. 

Baud Rate Generator 

Each channel in the SCC contains a programmable baud 
rate generator. Each generator consists of two a-bit time 
constant registers that form a 16-bit time constant, a 16-bit 
down counter, and a flip-flop on the output producing a 
square wave. On startup, the flip-flop on the output is set in 
a High state, the value in the time constant register is 
loaded into the counter, and the counter starts counting 
down. The output of the baud rate generator toggle upon 
reaching 0, the value in the time constant register is loaded 
into the counter, and the process is repeated. The time 
constant may be changed at any time, but the new value 
does not take effect until the next load of the counter. 
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The output of the baud rate generator may be used as 
either the transmit clock, the receive clock, or both. It can 
also drive the Digital Phase-Locked Loop (see next sec­
tion). 

If the receive clock or transmit clock is not programmed to 
come from the TRxC pin, the output of the baud rate 
generator may be echoed out via theTRxC pin. 

The following formula relates the time constant to the baud 
rate where PCLK or RTxC is the baud rate generator input 
frequency in Hz. The clock mode is 1, 16, 32, or 64 as 
selected in Write Register 4, bits D6 and D7. Synchronous 
operation modes should select 1 and Asynchronous 
should select 16, 32, or 64. 

Ti e _ PCLK or RTxC Frequency 
Ime onstant- 2(Baud Rate)(Clock Mode) - 2 

Digital Phase-Locked Loop 

The sec contains a Digital Phase-Locked Loop (DPLL) to 
recover clock information from a data stream with NRZI or 
FM encoding. The DPLL is driven by a clock that is 
nominally 32 (NRZI) or 16 (FM) times the data rate. The 
DPLL uses this clock, along with the data stream, to 
construct a clock for the data. This clock may then be used 
as the SCC receive clock, the transmit clock, or both. 

For NRZI encoding, the DPLL counts the 32x clock to 
create nominal bit times. As the 32x clock is counted, the 
DPLL is searching the incoming data stream for edges 
(either 1 to a or 0 to 1). Whenever an edge is detected, the 
DPLl makes a count adjustment (during the next counting 
cycle), producing a terminal count closer to the center of 
the bit cell. 

For FM encoding, the DPLL still counts from 0 to 31, but 
with a cycle corresponding to two bittimes. When the DPLL 
is locked, the clock edges in the data stream should occur 
between counts 15 and 16 and between counts 31 and O. 
The DPLLlooks foredgesonlyduring atimecentredon the 
15 and 16 counting transition. 

The 32x clock for the DPLL can be programmed to come 
from either the 'flTxC input or the output of the baud rate 
generator. The DPLL-output may be programmed to be 
echoed out of the SCC via the TRxC pin (if this pin is not 
being used as an input). 

Data Encoding 

The sec may be programmed to encode and decode the 
serial data in four different ways (Figure 6). In NRZ encod­
ing, a 1 is represented by a High level and a 0 is repre­
sented by aLowlevel.ln NRZlencoding, a 1 is represented 
by no change in level and a 0 is represented by achange in 
level. In FM1 (more properly, bi-phase mark), a transition 
occurs at the beginn ing of every bit cell. A 1 is represented 
by an additional transition at the center of the bit cell and a 0 
is represented by no additional transition at the center of 
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the bit cell. In FMO (bi-phase space), a transition occurs at 
the beginning a every bit cell. A 0 is represented by an 
additional transition at the center of the bit cell, and a 1 is 
represented by no additional transition at the center of the 
bit cell. In addition to these four methods, the SCC can be 
used to decode Manchester (bi-phase level) data by using 
the DPLL in the FM mode and programming the receiver 
for NRZ data. Manchester encoding always produces a 
transition atthe center of the bit cell. Ifthe transition is 0 to 1 , 
the bit is a O. If the transition is 1 to 0, the bit is a 1. 

o,t.TA 

NRZ 

Figure 6 : DATA ENCODING METHODS 

Auto Echo and Local Loopback 

The SCC is capable of automatically echoing everything it 
receives. This feature is useful mainly in Asynchronous 
modes, but works in Synchronous and SDLC modes as 
well. In Auto Echo mode, TxD is RxD. Auto Echo mode can 
be used with NRZI or FM encoding with no additional delay, 
because the data stream is not decoded before re-trans­
mission. In Auto Echo mode, the eTS input is ignored as a 
transmitter enable (although transitions on this input can 
still cause interrupts if programmed to do so). In this mode, 
the transmitter is actually bypassed and the program mer is 
responsible for disabling transmitter interrupts and WAITt 
REQUEST on transmit. 

The SCC is also capable of localloopback. In this mode 
TxD is RxD, just as in Auto Echo mode. However, in Local 
Loopback mode, the internal transmit data is tied to the 
internal receive data and RxD is ignored (except to be 
echoed out via TxD). The CTS and DCD inputs are also 
ignored as transmit and receive enables. However, transi­
tions on these inputs can still cause interrupts. Local 
Loopback works in Asynchronous, Synchronous and 
SDLC modes with NRZ, NRZI or FM coding of the data 
stream. 

I/O Peripheral Interface Capabilities 

The sce offers thechoice of Polling, Interrupt (vectored or 
nonvectored), and Block Transfer modes to transfer data, 
status, and control information to and from the CPU. The 
Block Transfer mode can be implemented under CPU or 
DMAcontrol. 
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Polling 

All interrupts are disabled. Three status registers in the 
SCC are automatically updated whenever any function is 
performed. For example, end-of-frame in OSLC mode sets 
a bit in one of these status registers. The idea behind 
polling is for the CPU to periodically read a status register 
until the register contents indicate the need for date to be 
transferred. Only one register needs to be read; depending 
on its contents, the CPU either writes data, reads data, or 
continues. Two bits in the register indicate the need for 
data transfer. An alternative is a poll of the Interrupt 
Pending register to determine the source of an interrupt. 
The status for both channels resides in one register. 

Interrupts 

When an SCC responds to an Interrupt Acknowledge 
'signal (INT ACK) from the CPU, an interrupt vector may be 
placed on the data bus. This vector Is written in WR2 and 
may be read in RR2A or RR2B (Figures 9 and 10). 

To speed interrupt response time, the SCC can modify 
three bits in this vector to indicate status. If the vector is 
read in Channel A, status is never included; if it is read in 
Channel B, status is always included. 

Each of the six sources of interrupts in the SCC (Transmit, 
Receive, and External/Status interrupts in both channels) 
has three bits associated with the interrupt source: Inter­
rupt Pending (IP), Interrupt Under Service (IUS),· and 
Interrupt Enable (IE). Operation the IE bit is straightfor­
ward.lfthe IE bit is setforagiven interrupt source, then that 
source can request Interrupts. The exception is when the 
MIE (Master Interrupt Enable) bit in WR9 is reset and no 
interrupts may be requested. The IE bits are write only. 

The other two bits are related to the interrupt priority chain 
(Figure 7). As a microprocessor peripheral, the SCC may 
request an interrupt only when no higher priority device is 
requesting one, e.g., when lEI is High. If the device in 
question requests an interrupt, it pulls down INT. The CPU 
then responds with INT ACK, and the interrupting device 
places the vector on the data bus. 

PERIPHERAL 
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In the SCC, the IP bit signals a need for interrupt servicing. 
When an IP bit is 1 and the lEI input is High, the INT output 
is pulled Low, requesting an interrupt. In the SCC, if the IE 
bit is not set by enabling Interrupts, then the IP for that 
source can never be set. The IP bits are readable in RR3A. 

The IUS bits signal that an interrupt request is being 
serviced. If an IUS is set, all interrupt sources of lower 
priority in the SCC and external to the SCC are prevented 
from requesting interrupts. The Internal interrupt sources 
are inhibited by the state of the internai daisy chain, while 
lower priority devices are inhibited by the lEO output of the. 
SCC being pulled Low and propagated to subsequent 
peripherals. An IUS bit is set during an Interrupt Acknowl­
edge cycle if there are no higher priority devices requesting 
Interrupts. 

There are three types of Interrupts: Transmit, Receive, and 
External/Status. Each interrupt type is enabled under 
program control with Channel A having higher priority than 
Channel B, and with Receiver, Transmit and Externall 
Status interrupts prioritized in that order within each chan­
nel. When the Transmit interrupt is enable, the CPU is 
interrupted when the transmit buffer becomes empty. (This 
implies that the transmitter must have had a data character 
written into it so that it can become empty.) When enabled, 
the received can interrupt the CPU in one of three ways: 

Interrupt on First Receive Character or SpeCial Re­
ceive Condition. 

Interrupt on All Receive Characters or Special Receive 
Condition. 

Interrupt on Special Receive Co ndition Only. 

Interrupt on First Character or Special Condition and 
Interrupt on Special Condition Only are typically used with 
the Block Transfer mode. A Special Receive Condition is 
one of the following: receiver overrun, framing error in 
Asynchronous mode, end-ot-frame in SDLC mode and, 
optionally, a parity error. The Special Receive Condition 
interrupt is different trom an ordinary receive character 

PERIPHERAL PERIPHERAL 

INT ~----------~--+-------------~-4------------~--~~ 

IN~CK~--------------~--------------~~--------------~ 

Figure 7 : INTERRUPT SCHEDULE 
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available interrupt only in the status placed in the vector 
during the Interrupt Acknowledge cycle. In (Interrupt on 
First Receive Character, an interrupt can occur from Spe­
cial Receive Conditions any time after the first receive 
character interrupt. 
The main function of the External/Status interrupt is to 
monitor the signal transitions of the CTs, OCO, and SYNC 
pins; however, an External/Status interrupt is also caused 
by a Transmit Underrun condition, or a zero count in the 
baud rate generator, or by the detection of a Break (Asyn­
chronous mode), Abort (SOLC mode) or EOP (SOLC Loop 
mode) sequence in the data stream. The interrupt caused 
by the Abort or EOP has a special feature allowing the SCC 
to interrupt when the Abort or EOP sequence is detected or 
terminated. This feature facilitates the proper termination 
of the current message, correct initialization of the next 
message, and the accurate timing of the Abort condition in 
external logic in SOLC mode. In SOLC Loop mode, this 
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feature allows secondary stations to recognize the wishes 
of the primary station to regain control of the loop during a 
poll sequence. 

CPU/DMA Block Transfer 

The SCC provides a Block Transfer mode to accommo­
date CPU block transfer functions and CMA controllers. 
The Block Transfer mode uses the WAIT/REQUEST out­
put in conjunction with the Wait/Request bits in WR1. The 
WAIT/REQUEST output can be defin3d under software 
control as a WAIT line in the CPU Block Transfer mode or 
as a REQUEST line in the OMA Block Transfer mode. 

To a OMA controller, the sce REQUEST output indicates 
that the sec is not ready to transfer data to or from 
memory. To the CPU, the WAIT line indicates that the SCC 
is not ready to transfer data, thereby requesting that the 
CPU extend the I/O cycle. The OTR/REQUEST line allows 
full-duplex operation under OMA control. 
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ARCHITECTURE 

The SCC internal structure includes two full-duplex chan­
nels, two baud rate generators, internal control and inter­
rupt logic, and a bus interface to a nonmultiplexed bus. 
Associated with each channel are a number of read and 
write registers for mode control and status information, as 
well as logic necessary to interface to modems or other 
external devices (Figure 1). 

The logiC for both channels provides formats, synchroniza­
tion, and validation for data transferred to and from the 
channel interface. The modem control inputs are moni­
tored by the control logic under program control. All of the 
modem control signals are general-purpose in nature and 
can optionally but used for functions other than modem 
control. 

The register set for each channel includes ten control 
(write) registers, two sync-character (write) registers, and 
four status (read) registers. In addition, each baud rate 
generator has two (read/write) registers for holding the 
time constant that determines the baud rate. Finally, asso­
ciated with the interrupt logic is a write register for the 
interrupt vector accessible through either channel, a write 
only Master Interrupt Control register and three read regis­
ters: one containing the vector with status information 
(Channel B only), one containing the vector without status 
(Channel A only), and one containing the Interrupt Pending 
bits (Channel Aonly). 

The registers for each channel are designated as follows: 

WRO-WR15-Write Registers 0 through 15. 

RRO-RR3, RR10, RR12, RR15 - Read Registers 0 
through 3, 10,12,13,15. 

Table 9 lists the functions assigned to each read or write 
register. The SCC contains only one WR2 and WR9, but 
they can be accessed by either channel. All other registers 
are paired (one for each channel). 

Data Path 

The transmit and receive data path illustrated in (Figure 8) 
is identical for both channels. The receiver has three 80-bit 
buffer reg isters in a FIFO arrangement, in addition to the 8-
bit receive shift register. This scheme creates additional 
timeforthe CPU to service an interruptatthebeginning ofa 
block of high speed data. Incoming data is routed through 
one of several paths (data or CRC) depending on the 
selected mode (the character length in Asynchronous 
modes also determines the data path). 
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The transmitter has an 8-bit Transmit Data buffer register 
loaded from the internal data bus and a 20 bit Transmit 
Shift register than can be loaded either from the synchro­
nous character registers or from the Transmit Data regis­
ter. Depending on the operational mode, outgoing data is 
routed through one of four main paths before it is transmit­
ted from the Transmit Data output (TxD). 

Table 2: READ AND WRITE REGISTER FUNCTIONS 

Register 'Functlon 

RRO TransmiVReceive buffer status and External 
status 

RR1 Special Receive Condition status 

RR2 Modified Interrupt vector (Channel B only) 
Unmodified Interrupt vector (Channel A only) 

RR3 Interrupt Pending bits (Channel A only) 

RR8 Receive Buffer 

RR10 Miscellaneous status 

RR12 Lower byte of baud rate generator time constant 

RR13 Upper byte of baud rate generator time constant 

RR15 External/Status Tr1t9riUPt 

WRO CRC initialize, initialization commands for the vari-
ous modes, Register Pointers 

WR1 Transmit/Receive interrupt and data transfer 
mode definition 

WR2 Interrupt vector (accessed through either channel) 

WR3 Receive parameters and control ----- --- --_.- .. _-----

WR4 Transmit/Receive miscellaneous parameters and 
modes 

WR5 Transmit parameters and controls 

WRS Sync characters or SDLC address field 

WR7 Sync characters or SDLC flag 

WR8 Transmit buffer 

WR9 Master interrupt control and reset (accessed 
through either channel) 

WR10 Miscellaneous transmitter/receiver control bits 

WR11 Clock mode control 

WR12 Lower byte of baud rate generator time constant 

WR13 Upper byte of baud rate generator time constant 

WR14 Miscellaneous control bits 

WR15 External/Status interrupt control 

358 



c50 

IE 
m c 
2 
Ci) 

CAl 
01 
(0 

R,O 

DPLL 

BR GENERATOR 
OUTPUT 

8R GENERATOR OUTPUT 

DPLLOUTPUT 

TRxC 

RTxC 

CPU I/O 

Figure 8: DATA PATH 

RECEIVE CLOCK 

TRANIMT ClOCK 

DPI.lCLOCK 

8R GENERATOR CLOCK 

TRANSMIT 
CLOCK 

II 

T,D 

" en 
Q) 
CJ1 
o 
~ 
o 

UJ m 
::D 
); 
r 

8 
i: 
i: 
c z o 
~ 
o z 
o 
o 
z 

~~ 
!.o :D 
3' r­
S'r­Q)m 
~:D 



KS85C30 
PROGRAMMING 

The SCC contains write registers in each channel that are 
programmed by the system separately to configure the 
functional personality of the channels. 

In the SCC, register addressing is direct for the data 
registers only, which are selected by a High on the D/C pin. 
In all other cases (with the exception of WRO and RRO)), 
programming the write registers requires two write opera­
tions and reading the read registers requires both a write 
and read operation. The first write is to WRO and contains 
three bits that point to the selected register. The second 
write is the actual control word for the selected register, and 
ifthe second operation is read, the selected read register is 
accessed. . 

All of the registers in the SCC, including the data registers, 
may be accessed in this fashion. The pointer bits are 
automatically cleared after the read or write operation so 
that WRO (or RRO) is addressed again. 

The system program first issues a series of commands to 
initialize the basic mode of operation. This is followed by 
other commands to qualify conditions within the selected 
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mode. ~or example, the Asynchronous mode, character 
length, clock rate, number of stop bits, even or odd parity 
might be set first. Then the interrupt mode would be set, 
and finally, receiver or transmitter enable. 

Read Registers 

The SCC contains eight read registers (actually nine, 
counting the receive buffer (RRS) in each channel). Four of 
these may be read to obtain status information (R RO, R R 1, 
and RR15). Two registers (RR12 and RR13) may be read 
to learn the baud rate generator time constant. RR2 
contains either the unmodified interrupt vector (Chan nel A) 
or the vector modified by status information (Channel B). 
RR3 contains the Interrupt Pending (IP) bits (Channel A). 
Figure 9 shows the formats for each read register. 

The status bits of RRO and RR1 are grouped to simplify 
status monitoring; e.g., when the interrupt vector indicates 
a Special Receive Condition interrupt. all the appropriate 
error bits can be read from asingle register (RR1) 
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READ REGISTER 0 

Ax CHARACTER AVAILABLE 

ZERO COUNT 
'-----Tx BUFFER EMPTY 

'------DCD 

'--------SYNClHUNT 

'---------CTS 

'----------Tx UNDERRUNlEOM 
'-------------BREA~ABORT 

READ REGISTER 1 

ALL SENT 

RESIDUE CODE 2 
'-----RESiDUE CODE 1 

'------RESIDUE CODE 0 
'--------PARITY ERROR 

'---------RxOVERRUNERROR 
'----------CRC/FRAMING ERROR 

'------------ENO OF FRAME (SOLC) 

READ REGISTER 2 

Vo 
V1 

'-----V2 
'------V3 

'--------V. 
'---------~ 

'----------V6 

'------------V7 

'Modfied In B chameI 

READ REGISTER 3 / 

INTERUPT VECTOR' 

CHANNEL B EXT/STAT IP 

CHANNEL B Tx IP 
'-----CHANNEL B Ax IP 

'------CHANNELA EXT/STAT IP 

'--------CHANNEL A Tx IP 

'---------CHANNEL A Rx IP 

'----------0 
, AtNays 0 In B chameI 

SERIAL COMMUNICATION CONTROLLER 
Preliminary 

READ REGISTER 10 

ON LOOP 

L-----o 
'--------LOOP SENDING 

'----------TWO CLOCKS MISSING 
'-------------ONE CLOCK MISSING 

READ REGISTER 12 

'-----TC2 ~~~} 
'------TC3 LOWER BYTE OF 

'--------TC. TIME CONSTANT 

'----------TCs 
'-----------TC6 

'-----------------TC7 

READ REGISTER 13 

I Dd 061 Os I 0.1 031°21 °1 1°0 J 

IL= 

READ REGISTER 15 

107 1 061 Os I 0.1 031 021 01 1°0 I 

IL= 

UPPER BYTE OF 
TIME CONSTANT 

ZERO COUNT IE 

OCO IE 
SYNC/HUNT IE 

CTSIE 
Tx UNOERRUN/EOM IE 

BREAK/ABORT IE 

Figure 9 : READ REGISTER BIT FUNCTIONS 
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Write Registers 
The sec contains 13 write registers (14 counting WR8, the 
transmit buffer) in each channel. These write registers are 
programmed separately to configure the functional "per­
sonality" of the channels. In addition, there are two regis-

WRITE REGISTER 0 

[D71 D6 Ds D. D3 D2 D, Do 

0 0 0 
0 0 1 
0 1 0 
0 1 1 
1 0 0 
1 0 1 
1 1 0 
1 1 1 

1 J T 
0 0 0 
0 0 1 
0 1 0 
0 1 1 
1 0 0 
1 0 1 
1 1 0 
1 1 1 
0 0 0 
0 0 1 
0 1 0 
0 1 1 
1 0 0 
1 0 1 
1 1 0 
1 1 1 

NULL CODE 
POINT HIGH 

REGISTER 0 
REGISTER 1 
REGISTER 2 
REG 1ST!; R3 
REGISTER 4 
REGISTER 5 
REGISTER 6 
REGISTER 7 
REGISTER 8 
REGISTER 9 
REGISTER 10 
REGISTER 11 
REGISTER 12 
REGISTER 13 
REGISTER 14 
REGISTER 15 

} WITH HIGH 
COM 

POINT 

MAND 

RESET EXT/STATINTERRUPTS 
SEND ABORT(SDLC) 
ENABLE INT ON NEXT R. CHARACTER 
RESET TxlNT PENDING 
ERROR RESET 
RESET HIGHEST IUS 

I 0 I 0 I NULL CODE I 
I 0 I 1 I RESET Rx CRC CHECKER I 
11 0 RESET Tx CRC GENERATOR I 
l 1 I 1 I RESET Tx UNDERRUN/EOM LATCH 1 

WRITE REGISTER 1 

1 0 7 1 0.1 D, I D. I D3 10 2 10 , I Do 1 

II
I I Lr"'--=---:EXT INT E-NABLE -1 l L-..f Tx INT ENABLE l 

PARITY IS SPECIAL CONDITION I 

I 0 I 0 IRx INTDISABLEl 

I 0 I 1 I Rx INT ON FIRST CHARACTER OR SPECIAL CONDITION l 
I 1 I 0 liNT ON ALL Rx CHARACTERS OR SPECIAL CONDITION 1 
I 1 I 1 I Ax INT ON SPECIAL CONDITION ONLy l 

WAITIDMA REQUEST ON RECEIVEITRANSMIT 
WAITIDMA REQUEST FUNCTION 

WAIT/DMA REQUEST ENABLE 

I 
1 
1 

WRITE REGISTER 6 

SERIAL COMMUNICATION CONT~OLLER 
Preliminary 

ters (WR2 and WR9) shared by the two channels that may 
be accessed through either of them. WR2 contains the 
interrupt vector for both channels, while WR9 contains the 
interrupt control bits. Figure 10 shows the format of each 
write register. 

WRITE REGISTER 3 

r071 0610sI0.1031 02 10 ,1 00 I 

II ~ R.ENABLE 
SYNC CHARACTER LOAD INHIBIT 

I 0 I 0 I Rx 5 BITSICHARACTER I 
I 0 I , I Rx 7 BITSICHARACTER I 
I , I 0 I Rx 6 BITSICHARACTER I 
I , I , I Rx 8 BITSICHARACTER I 

WRITE REGISTER 4 

WRITE REGISTER 5 

ADDRESS SEARCH MODE (BDLC) 
R. CRC ENABLE 
ENTER HUNT MODE 
AUTO ENABLES 

Tx CRC ENABLE 
RTS 

SDLC/CRC·'6 
Tx ENABLE 
SEND BREAK 

o Tx 5 BrTS (OR LESS)ICHARACTER 
1 Tx 7 BITS/CHARACTER 
o Tx 6 BITS/CHARACTER 
, Tx 8 BITSICHARACTER 

WRITE REGISTER 2 07 1 Del 0, I D. I 03 I O2 I 0, I Do I 

L~' 
I 1 

I I I l I l 
SYNC7 SYNC, SYNC, SYNC. SYNC3 SYNC2 SYNC, SYNC 0 MONOSYNC. 8 BITS 
SYNC, SYNC o SYNC, SYNC. SYNC 3 SYNC 2 SYNC, SYNC 0 MONOSYNC.6 BITS 
SYNC7 SYNCe SYNC, SYNC. SYNC 3 SYNC 2 SYNC, SYNC 0 BISYNC. ,6 BITS 

SYNC3 SYNC2 SYNC, SYNC 0 1 1 1 , BISYNC. ,2 BITS 
AOR7 AORe AOR, AOR. ADR3 ADR2 AOR, ADRo SDLC 
ADR7 ADRe AOR, ADR. X X X X SDLC (ADDRESS RANGE) 

'-----;;}INTERRUPT 
L-------V. VECTOR 

L--------Vs L-________ ~ 

L----------V7 

Figure 10 : WRITE REGISTER BIT FUNCTIONS 
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WRITE REGISTER 7 

07 1 0 6 1 Os 10 4 10 3 02 10 1 I Do I 

-,LW I I I 

I I 
SYNC 7 SYNC, SYNCs SYNC 4 
SYNCs SYNC 4 SYNC 3 SYNC 2 

SYNC1S SYNC 14 SYNC 13 SYNC 12 
SYNC 11 SYNC,o SYNCg SYNCs 

0 1 1 1 

WRITE REGISTER II 

I 0 7 1 06 1 Os I D. 10 3 I O2 I 0, I Do I 

I I L:=r.::=--~~C-----, 
MIE 

10 I 0 INORESET I 

I 0 I 1 I CHANNEL RESET B I 
I 1 I 0 I CHANNEL RESET A I 
I 1 I 1 IFORCE HARDWARE RESET I 

WRnE REGISTER 10 

10d 0, j 0sl 0 4 1 0 3 10 2 10 , I do I 

STATUS HIGHISTATUS LOW 

o 

l.:= 6 BITm1m' SYNC 
LOOP MODE 

I I ABORT~ ON UNOERRUN 
MAR~IOLE 

GO ACTIVE ON POLL 

I 0 I 0 INRZ I 
10 I 1 INRZI I 
L 1 1 0 IFMl (TRANSITION - 1) I 

I 1 I 1 IFMO (TRANSITION - 0) I 

I CRC ~RESET 1701 

WRITE REGISTER 11 

107 1 0sl Os 10• 103 102 10 1 I DO I 

I I 
10 I 0 I~OUT-XTAlOUTPUT I 
I 0 I 1 I TRxC OUT- TRANSMIT CLOCK I 
I 1 I 0 I~OUT-BRGENERATOROUTPUTI 
I 1 I 1 11RxC OUT- OPLL OUTPUT I 

'---1 TRxC 011 I 

I 0 I 0 I TRANSMIT CLOCK - RTxC PIN I 
I 0 I 1 I TRANSMIT CLOCK -~ PIN I 
I 1 I 0 I TRANSMIT CLOCK - BR GENERA TOR OUTPUT I 
I 1 I 1 I TRANSMIT CLOCK _ OPU OUTPUT I 

I 0 I 0 I RECEIVE CLOCK - RTxC PIN I 
l 0 ~ 1 J RECEIVE CLOCK -~ PIN I 
I 1 I 0 I RECEIVE CLOCK _ BR GENERATOR OUTPUTI 
I 1 I 1 I RECEIVE CLOCK _ OPU OUTPUT I 

'------!RTxCXTAUNOXTAL I 

I 
SYNC 3 

SYNC 1 

SYNC 11 
SYNC 7 

1 

Figure 10: WRITE REGISTt;.R BIT FUNCTIONS con't 
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I 
SYNC 2 
SYNC 0 

SYNC 10 
SYNC, 

1 

I 
SYNC 1 

X 
SYNC, 

SYNCs 

1 

I 
SYNC 0 MONOSYNC. 8 BITS 

X MONOSYNC. 6 BITS 

SYNC. BISYNC. 16 BITS 

SYNC 4 BISYNC. 12 BITS 

0 SOLC 

WRnE REGISTER 12 

~~~} L......---TC2 
L......-----TC3 LOWERSYTEOF 

'--------TC4 TIME CONSTANT 

'---------TC5 
'-----------TC6 

L......-----------TC7 

WRITE REGISTER 13 

L......---TC10 
'------TC 11 UPPER BYTE OF 

'--_____ TC
12 

TIME CONSTANT 

'---------TC13 
L......--------TC1• 

~~: } 
L-. _________ TC

15 

wmE REGISTER 14 

07 06 05 D. 10 3 1°2 I 01 I Do I 

I I 
l.:= BR GENERATOR ENABLE 

BR GENERATOR SOURCE 

oTA/REQUEST FUNCTION 
AUTO ECHO 

LOCAL LOOPBACK 

0 0 0 NULL COMMAND 

0 1 1 ENTER SEARCH MODE 

0 1 0 RESET MISSING CLOCK 

0 1 1 olSABLEoPLL 

1 0 0 SET SOURCE. SR GENERATOR 

1 0 1 SET SOURCE. R'i'iC 
1 1 0 SETFM MODE 

1 1 1 SET NRZI MODE 

WRITE REGISTER 15 

oColE 
SYNC/HUNT IE 

CTSIE 
Tx UNoERRUN/EOM IE 

BREAK/ABORT IE 
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FIFO 

FIFO Enhancements 

When used with a OMA controller, the Z85C30 FIFO 
enhancement maximizes the SCC's ability to receive high 
speed back-to-back SOLC messages while minimizing 
frame overruns due to CPU latencies in responding to 
interrupts. 

Additional logic was added to the industry standard NMOS 
SCC conSisting of a 10 deep by 19 bit status FIFO, 14-bit 
receive byte counter, and control logic as shown in Figure 
16. The 10 x 19 bit status FIFO is separate from the existing 
three byte receive data FIFO. 

When the enhancement is enabled, the status in read 
register 1 (RR1) and byte count for the SOLC frame will be 
stored in the 10 x 19 bit status FIFO. This allows the OMA 
controller to transfer the next frame into memory while the 
CPU verifies the message was properly received. 

Summarizing the operation, data is received, assembled, 
loaded into the three byte receive FIFO before being 
transferred to memory by the OMA controller. When a flag 
is reGeived at the end of an SOLC frame, the frame byte 
countfrom the 1'4-bitcounter and five status bits are loaded 
into the status FIFO for verification by the CPU. The CRC 
checker is automatically reset in preparation for the next 
frame which can begin immediately. Since the byte count 
and status are saved for each frame, the message integrity 
can be verified at a later time. Status information for up to 
10 frames can be stored before a status FIFO overrun 
could occur. 

FIFO Detail 

For a better understanding of details of the FIFO operation, 
refer to the block diagram contained in Figure 11 . 

AAI I sec STATUS REG 
(EXISTING) 

I+--RESET ON FLAG DETECT 

r---14-B-IT-B-YT-E-C-O-UN-T-ER---I:== ~;A~i~~~u~~ ~N~~~cET 

I 15 BITS 
END OF FRAME SIGNAL­

STATUSREADCOMP-

L_R~E7SI~DU~E~B7IT_S_(3_)~----------------~~' r-----------~4-~VERRUN 

CRC ERROR 10 ~ 19 BIT FIFO ARRAY ____ ---I TAIL POINTER 
4 BIT COUNTER 

f---------~----------------~+-- ~~~Dc~~i~: +--
1-------------1 

4 BIT COMPARATOR 

OVER EQUAL 

~
BITS ~ 

EOF.l EN 

VSBITS ~V;;ITS I 
S BITMUX 

.1-- 2 BITS .. 1:6 BITS - BIT BIT BITS RA7 FIFO ENABLE 

........................ .. ~~! ....... J .. . ~ .......... J!:~ .............................. ~~~ ....................................................... 6 ... .. 
INTERFACE TO sec 

I BYTE COUNTER CONTAINS 14 BITS FOR A I 
16 KBYTE MAXIMUM COUNT I 

Y
FIFO DATA AVAILABLE STATUS BIT 1 
STATUS BIT SET TO 1 
WHEN READING FROM FIFO 

FIFO OVERFLOW STATUS BIT I 
MSB OF RR(7) IS SET ON STATUS FIFO 
OVERFLOW 

IN SDLC MODE THE FOLLOWING DEFINITIONS APPLY I 
• ALL SENT BYPASSES MUX AND EQUALS CONTENTS OF SCC STATUS REGISTER' 
• PARITY BITS BYPASSES MUX AND DOES THE SAME ' 
• EOF IS SET TO 1 WHENEVER READING FROM THE FIFO 

Agure 11 : SCC STATUS REGISTER MODIFICATIONS 
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WR(1S) BIT 2 
SET ENABLES 
STATUS FIFO 
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Enable/Disable 

Th is FIFO is implemented so that it is enabled when WR 15 
bit 2 is set and the see is in the SOLe/HOLe mode, 
otherwise the status register contents bypass the FIFO 
and go directly to the bus interface (the FIFO pOinter logic is 
reset either when disabled or via a channel or power-on 
reset). When the FIFO mode is disabled, the see is 
completely downward-compatible with the NMOS 8530. 
The FIFO mode is disabled on power-up (WR15 bit 2 is set 
to 0 on reset). The effects of backward compatibility on the 
register set are that RR4 is an image of RRO, RR5 is an 
image of RR1, RR6 is an image of RR2 and RR7 is an 
image of RR3. For the details of the added registers, refer 
to Figure 18. The status of the FIFO Enable signal can be 
obtained by reading RR 15 bit 2. If the FIFO is enabled, the 
bit will be setto 1; otherwise, itwill be reset. 

Read Operation 

When WR15 bit 2 is set and the FIFO is not empty, the next 
read to any of status register RR1 or the additional regis­
ters RR6 and RR6 will actually be from the FIFO. Reading 
status register RR1 causes one location of the FIFO to be 
emptied, so status should be read after reading the byte 
count, otherwise the count will be incorrect. Before the 
FIFO underflows, it is disabled. In this case, the multiplexer 
is switched to allow status to read directly from the status 
register, and reads from RR7 and RR6 will contain bits that 
are undefined. Bit 6 of RR7 (FIFO Oata Available) can be 
used to determine if status data is coming from the FIFO or 
directly from the status register, since it is set to 1 whenever 
the FIFO is not empty. 

Since not all status bits must be stored in the FIFO, the All 
Sent, Parity, and EOF bits will bypass the FIFO. The status 
bits sent through the FIFO will be Residue Bits (3), Over­
run, and eRe Error. 

The sequence for proper operation of the byte count and 
FIFO logic is to read the registers in the following order: 
RR7, RR6 and RR1 (reading RR6 is optional). Additional 
logic prevents the FIFO from being emptied by multiple 
reads from RR1. The read from RR7 latches trhe FIFO 
empty/full status bit (bit 6) and steers the status multiplexer 
to read from the see megacell instead of the status FIFO 

DON'T LOAD 
COUNTER ON 
1ST FLAG 
RESET BYTE 
COUNTER HERE 

RESET 
BYTE COUNTER 
LOAD COUNTER 

INTO FIFO AND 
INCREMENT PTR 

RESET 
BYTE COUNTER 

RESET 
BYTE COUNTER 
LOAD COUNTER 

INTO FIFO AND 
INCREMENT PTR 

Figure 12: SDLC BYTE COUNTING DETAIL 
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(since the status FIFO is empty). The read from R R 1 allows 
an entry to be read from the FIFO (if the FIFO was empty, 
logic is added to prevent a FIFO underflow condition). 

Write Operation 

When the end of an SOLe frame (EOF) has been received 
and the FIFO is enabled, the contents of the status and 
byte-count registers are loaded into the FIFO. The EOF 
signal is used to incrementthe FIFO. If the FIFO overflows, 
the MSB of RR7 (FIFO Overflow) is set to indicate the 
overflow. This bit and the FIFO control logic is reset by 
disabling and re-enabling the FIFOcontrol bit (WR 15 bit 2). 
For details of FIFO control timing uring an SOLe frame, 
refer to Figure 12. 

Byte Counter Detail 

The 14-bit byte counter allows for packets up to 16K bytes 
to be received. For a better understanding of its operation 
refer to Figures 11 and 12. 

Enable 

The byte counter is enabled in the SOLe/HOLe mode. 

Reset 

The byte counter is reset whenever an SOLe flag charac­
ter is received. The reset is timed so that the con tens of the 
byte counter are successfully written into the FIFO. 

Increment 

The byte counter is incremented by writes to the data FIFO. 
The counter represents the number of bytes received by 
the see, rather than the number of bytes transferred from 
the see. (These counts may differ by up to the number of 
bytes in the receive data FIFO contained in the seC). 

RR7 

RR6 

WR15 

READ FROM FIFO 
c.,-.L..,-..L..!.><~w"'!'!..W.!W.."-'--"-' MSB BYTE COUNT 

FIFO DATA AVAILABLE STATUS 
1. STATUS READS WILL COME FROM FIFO 
o. STATUS READS WILL COME FROM SCC 

FIFO OVERFLOW STATUS 
1 • FIFO OVERFLOWED DURING OPERATION 
O·NORMAL 

76543210 

I BC I BC I BC I BC I BC I BC I BC I BC I READ FROM FIFO 
. 7 . 6 . 5 . 4 . 3 . 2 . 1 . 0 . LSB BYTE COUNT 

76543210 

I - I - I - I - I -1Ft-I - I 
STATUS FIFO ENABLE CONTROL BIT 
1 • STATUS AND BYTE COUNT WILL BE 

HELD IN THE STATUS FIFO UNTIL READ 
o ~ STATUS WILL NOT BE HELD (SCC 

EMULATION MOE). 

•• NO CHANGE FROM NMOS sec DFN 

Figure 13: SCC ADDITIONAL REGISTERS 
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FROM OUTPUT - __ ----1t-'1<~ H 
UNDER TEST 

Figure 14: STANDARD TEST LOAD 

SERIAL COMMUNICATION CONTROLLER 
Preliminary 

r,,, 
,"""OOTPUT ~ 

~·l 

Figure 15: OPEN-DRAIN TEST LOAD 

Table 3 : CAPACITANCE (T A = 25 °C , V DD = 5V ± 5%, V ss = OV) 

Test Limits 

Symbol Parameter Conditions Min Max Units 

CIN Input ICapacitance Unmeasured pins 10 pF 

COUT Output Capacitance Returned to V ss 15 pF 

ClIO Bidirectional Capacitance 20 pF 

f .. 1 MHz, over spe~fied temperature range. 

Table 4: RECOMMENDED OPERATING CONDITIONS 

DC Supply Voltage +4.75V to +5.25V 
Operating Temperature Range Commercial 

Table 5: ABSOLUTE MAXIMUM RATINGS 

Voltages on all pins with respectto Voo -0.3Vto+7.0V 
Power Dissipation (PDMAX) 165mW 

Operating Temperature (T OPT) o OCto 70°C 

Storage Temperature (TSTG) -65°C TO + 150 °C 

Stresses beyond those listed above may cause permanent damage to the device_ These are stress ratings only, and functional 
operation of the device at these or any ottler conditions beyond those indicated in the operational sections of this specification is not 
implied. Exposure to maximum rating condi~ions for extended periods may affect device reliability. 

Table 6: DC CHARACTERISTICS (T A - 0 °C to 70 °C, V DO = 5V ± 1 0%) 

Test Limits 

Symbol Paraneter Conditions Min Max Units 

Icc1 IccSupply Current Clk= 10MHz 30 mA 

IlL Input Leakage Current 0.4 ~ VIN ~ +2.4V ±10.0 IlA 

IOL Output Leakage Current 0.4 ~ V OUT ~ +2.4V ±10.0 f.1A 
VIH Input High Voltage 2.2 Vcc +O.3 V 

VIL Input Low Voltage -0.3 0.8 V 

VOHI Output High Voltage IOH=-1.6mA 2.4 V 

VOH2 Output High Voltage IOH=-25Of.1A Vcc- 0.8 V 

VOL Output Low Voltage IOL=+2.0mA 0.4 V 
--

c8 !e!'lSUNG C 

366 



KS85C30 SERIAL COMMUNICATION CONTROLLER 
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Table 7 : AC CHARACTERISTICS (T A = 0 °C to 70 °C, V DO = 5V ± 5%) 

Limits 

Test 6MHz 8MHz 10MHz 

Symbol Parameter Conditions Min Max Min Max Min Max Units 

TcPC PCLK Cycle Time 165 2000 125 2000 100 2000 ns 

TdA(DR) Address Required Valid to Read Data 280 220 180 ns 
I Valid Delay 

TdIAi(RD) INTACK to RD J. (Acknowledge) Delay Note 5 200 150 125 ns 
TdIEI(IEO) lEI to lEO Delay Time 100 95 90 ns 

TdPC(lEO) PCLK 1 to lEO Delay 250 200 175 ns 

TdPC(INT) PCLK J. to INT Valid Delay Note 4 500 500 500 ns 

TdRDA(DR) RD J. (Acknowledge) to Read Data Valid 
Delay 

180 140 120 ns 

TdRDA(INT) RD J. to INT Inactive Delay Note 4 500 500 500 ns 

TdRD(DRA) RD J. to Read Data Active Delay 0 0 0 ns 

TdRD(DRz) RD 1 to Read Data Float Delay Note 2 45 40 35 ns r------1 

TdRDf(DR) RD J. to Read Data Valid Delay 180 140 120 ns 
--

TdRDf(REO) RD J. to W/REO Not Valid Delay 200 170 160 ns 

TdRDr(DR) RD 1 to Read Data Not Valid Delay 0 0 0 ns 

TdRDr(REO) RD 1 to DTR/REO Not Valid Delay 4TcPC 4TcPC 4TcPC ns 

TdRD(W) RD J. Wait Valid Delay Note 4 200 170 160 ns 

TdRD(WRO) RD ito WR J. Delay for No Reset 15 15 15 ns 

TdWR(REO) WR J. to W/REO Not Valid Delay 200 170 160 ns 

TdWRO(RD) WR 1 to RD J. Delay for No Reset 30 15 15 ns 
--

TdWRr(REO) WR J. DTR/REO Not Valid Delay 4TcPC 4TcPC 4TcPC ns 

WR J. to Wait Valid Delay 
--- -------

-~; 1 TdWR(W) Note 4 200 170 160 
- ~ --_ .. - ---

TfPC PCLK Fall Time 10 10 10 ns 
----f------

ThA(RD) Address to RD i Hold Time 0 0 0 ns 
--

ThA(WR) Address to WR 1 Hold Time 0 0 0 ns 

ThCE(RD) CE to RD 1 Hold Time Note 1 0 0 0 ns 

ThCE(WR) CE to WR 1 Hold Time 0 0 0 ns 

ThDW(WR) Write Data to WR i Hold Time 20 20 20 ns 

ThIA(PC) INTACK to PCLK i Hold Time 100 40 30 ns 

ThIA(RD) INTACK to RD i Hold Time 0 0 0 ns 

ThIA(WR) INTACK to WR i Hold Time 0 0 0 ns 

ThIEI(RDA) lEI to RD i (Acknowledge) Hold Time 0 0 0 ns 
--

Trc Valid Access Recovery Time Note 3 4TcPC 4TcPC 4TcPC .. r1~ __ 1 ------

TrPC PCLK Rise Time 10 10 10 ns 
- .-

TsA(RD) Address to RD J. Setup Time 80 70 50 ns 

TsA(WR) Address to WR J. Setup Time 80 70 50 ns 

TsCEh(RD) CE High to RD J. Setup Time Note 1 70 60 50 ns 

TsCEh(WR) CE High to WR J. Setup Time 70 60 50 ns 
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Table 7: AC CHARACTERISTICS con" 

Symbol Parameter 

TsCEI(RD) CE Low to AD J. Setup Time 

TsCEI(WR) CE Low to WA J. Setup Time 

TsDW(WR) Write Data to WA J. Setup Time 

TsIAi(AD) INTACK to RD J. Setup Time 

TsIAi(WA) INTACK to WA J. Setup Time 

TsIA(PC) INTACK to PCLK i Setup Time 

TsIEI(ADA) IElto AD J. (Acknowledge) Setup Time 

TwPCh PCLK High Width 

TwPCI PCLK Low Width 

TwADA AD (Acknowledge) Width 

TwADI AD Low Width 

TwAES WA and AD Coincident Low for Reset 

SERIAL COMMUNICATION CONTROLLER 
Preliminary 

Limits 

Test 6MHz 8MHz 10MHz 

Conditions Min Max Min Max Min Max . Units 

Note 1 0 0 0 ns 
--f--.------

0 0 0 ns 
_ .. __ .. - .. -._-

10 10 10 ns 

Note 1 ,.60 145 130 -~~-
Note 1 160 145 130 

20 20 20 ns 

100 95 95 ns 

70 1000 50 1000 40 100,0 ns 

70 1000 50 1000 40 1000 ns 

200 150 125 ns 

Note 1 200 .150 125 ns 

200 150 100 ns 
--

I 

TwWAI WALowWidth 200 150 125 ns ! __ . _____ . _.J 

Notes: 1. Parameter does not apply to Interrupt Acknowledge transactions. 

2. Float delay is defined as the time required for a ± 0.5V change at the output with a maximum dc load and minimum ac load. 

3. Parameter applies only between transactions involving the SCC. 

4. Open-drain output, measured with open-drain test load. 

5. Parameter is system dependent. For any SCC in the qaisy chain, TdIAi(AD) must be greater than the sum of TdPC(IEO) for 
the highest priority device in the daisy chain, TsIEI(ADA) forthe SCC, and TdIElf(IEO) for each device separating them in the 
daisy chain. 

Figure 16 : TIMING DIAGRAMS 

a) Reset Timing 

WR 

b) Cycle Timing 

CE~ / 
JJ 

I· 
--~ 

TwREs-------------+i-1 

.r-i f-----'--ADorWA 
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c) Read and Write Timing 

PClK~~~ 
I 1 I--TC~ TfPCj ~ 1 LTrpc 

~TsA(WR):-----, I I 
AlB.O,c ==::X----;-I-:-I ------7I----'-j------)( I I 

f-TJ(Rb)--j 1 I TE TSIAP 1 

INTACK ==vJ ~' L-1 ~t--ThA(RO) llA(WR~ 
I ~ ~~ ' .. 1 

----!---.. TSIAI(RO) I __ ~...,hIAr(PC-,-) -----
CE I "* JCJlf 

1 HoC"",,'! 1 1 1 ~ 
,bi) i ''''i (r""H ~'-L 

0 0 .07 --:---------:¥ I I X II >~----:---p,d---:-----:--
~dROf(OR) ~ TdROr(OR) ThCE(WR) "'" '~'OAA'~ I ~ I'i. {I 

vm I '~OR i I' i ,__ "R'OR •• 
, 

:I.r -----------...: 

~~fJ ---------7-1 ~X II I I )(~ _____ _ 

W/REQ 1 U ~Td~Rr-v)~ U 
WAIT -----------+I.---'Tc::So:..:..:Wc.!.:.r-v:.:..:

R

!......' JT-dR-o-r-v-) --:-j - '1' 1 ThOW,-1 

W/REQ 
REQUEST 

I· i )f TdWRr(REQ) -

-------~I.---~~-T--dW~f(REQ)~ 
I 

REQUEST 

:rdROf(REQ) 'I 
OTRlREQ 

------'-1-----'----
)f-----

~TdROr(REQ)~ 

L ~----
:rdPC(INT)~ 

Note: Addresses on AlB and DIG and the status on INTACK must remain stable throughout the cycle. If CE falls after RD or VIlA 
falls, or if it rises before RD or WR rises, the effective RD or WR is shortened. Data must be valid before the falling edge of 
WR. 

-,. 
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d) Interrupt Acknowledge Timing 

PCLK 

TdIAI(RD)4 

~ *f 
~TWRDA~ T~RDr(DR) 

TdRD(DRA) ~~~ ~I_-::i. 
Do' 0, ----------'-------':-!--~ V41D }jz=---------

d r-TdRDA(DR)-1 I~TdRD(DRZ) TsIEI(RDA) 
ThIEI(RDA) +--+i 

lEI ==:x=_~:-::-::-:---'X_.!..-__ --)(----
TdIEI(IEO l:dPC(IEO)_1 

lEO =========x= ~ ___ -;-_________________ _ 
LTdRDA(INT)~ 

-------------------------~*---------------iNf /' 

Note: Between the time INTACK goes Low and the falling edge of RO, the internal and externallEI/IEO daisy chains settle. If 
there is an interrupt pending in the SCC and lEI is High when RO falls, the Acknowledge cycle is intended for the SCC. In 
this case, the SCC may be programmed to respond to RO Low by placing its interrupt vector on 00-07 and it then sets the 
appropriate Interrupt-Under-Service latch internally. 
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Table 8 : AC CHARACTERISTICS, GENERAL TIMING (T A ·0 °C to 70 °C, V DO = 5V ± 5° .. ) 

LImits 

Te .. 6 MHz 8MHz 10MHz 

Symbol Parameter Conditions Min. . Max, Min Max Min Max Units 

TcRTX RTxC Cycle Time (RxD, TxD) Notes 6,7 640 500 400 ns 

TcRTXX Crystal Oscillator Period Note 3 165 1000 125 1000 • 100 1000 ns 

TcTRX ., TRxC Cycle Time Notes 6, 7 640 500 400 ns 

TdPC(REO) PCLK J. to W/REO Valid Delay 250 250 250 ns 

TdPC(W) PCLK J. to Wait Inactive Delay 350 350 350 ns 

TdTXCf(TXD) TxC J. to TxD Delay (X1 Mode) Note 2 230 200 150 ns 

TdTxCr(TXD) TxC ito TxD Delay (X1 Mode) Note82,5 230 200 150 ns 

TdTXD(TRX) TxD to TRxC Delay (Send Clock Echo) 200 200 200 ns 

ThRXD(RXCf) RxD to RxC J. Hold Time (X1 Mode) Note81,5 150 150 150 ns 

ThRXD(RXCr) RxD to RxC i Hold Time (X1 Mode) Note 1 150 150 150 ns 

;~ ThSY(RXC) SYNC to RxC i Hold Time 5TcPC 5TcPC STcPC ns 

TsRXC(PC) RxC ito PCLK i Setup Time Notes 1,4 70 TwPCL 60 TwPCL 40 TwPCL ns 
(PCLK + 4 case only) 

TsRXD(RXCf) RxD to RxC ,J.. Setup Time (X1 Mode) Notes 1,5 0 0 0 ns 

TsRXD(RXCr) RxD to Rxe i Setup Time (X1 Mode) Note 1 0 0 0 ns 

TsSY(RXC) SYNC to RxC i Setup Time Note 1 -200 -200 -200 ns 

TsTXC(PC) TxC J. to PCLK i Setup Time Notes2,4 0 0 0 ns 

TwEXT DCD or CTS Pulse Width 200 200 200 ns 

TwRTXh RTxC High Width Note 6 180 150 150 ns 

TwRTXI RTxC Low Width Note 6 180 150 150 ns 

TwSY SYNC Pulse Width 200 200 200 ns 

TwTRXh TRxC High Width Note 6 180 150 150 ns 

TwTRXI TRxC Low Width Note 6 180 150 150 ns 
I,. 

Notes: 1. RxC is RTxC or TRxC, whichever is supplying the receive clock. 

2. TxC is TRxC or RTxC, whichever is supplying the transmit clock. 

3. Both RTxC and SYNC have 30 pf capacitors to ground connected to them. 

4. Paramet!l:§lplies only if the data rate is one-fourth the PCLK rate. In all other cases, no phase relationship between RxC and 
PCLK or TxC and PCLK is required. 

5. Parameter applies only to FM encoding/decoding. 

6. Parameter applies only for transmitter and receiver; DPLL and baud rate generator timing requirements are identical to case 
PCLK requirements. 

7. The maximum receive or transmit data is 1/. PCLK. 
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Rgure17: GENERAL TIMING 

PCLJ( 

f.--Td1'~ftlQ) 4 i1iiiiiO------+------l-I.--"-.' ftlQUDT "'k __ 

Td~W)~ 

~~----------~-------------~~~------
T.ft~ 

RT~c:..~ __ AI ~ __ --Jr 
T.~~ ~. T.~~ ~ 

A'D--XJ I I X X )< ___ _ 
TI8Y(~CI I 1 I" •• I T118Y(AXCI---, 

ElCTE~~ __ X I )<,------------
Tf~pcd 

- - -------..,,! * 
T='i'i ~ /i 

L-Td-ncC-'(TlCD-I--,------- LTdTxQ(TlCD1i 

T.D ~I )< V 

--~' ~.... 1 *'~----
00= )< _________________ --

~TWATlCh --+! rTWATlC'i 

"",,-----,/l . ~. }f ""'-------'~ 
I: T:~:X ~ 

"" /l ~ ,(f------"" ~ 
LTWTAXh---J I4---T"T~' --..,j I !:= ToTR)( •. 

CrS,DcO,R' _______ ---JJf-~~ /r---------
L T_EXT -J I-- T .. EXT--I 

=~ --------.JJfL ~ / 
TwSY -J !--TwSy---I 
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KS85C30 SERIAL COMMUNICATION CONTROLLER 
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Table 9 : AC CHARACTERISTICS, SYSTEM TIMING (T A· 0 °C to 70 °C, V DO = 5V ± 5%) 

Limits 
Test 8 MHz 8MHz 10MHz 

Symbol Parameter Conditions Min Max Min Max Min Max Units 

TdEXT(INT) DCD or CTS Transition to INTValid Delay Note 1 2 6 2 6 2 6 TcPC 

TdRXC(INT) RxC ito INT Valid Delay Notes1,2 10 16 10 16 10 16 TcPC 

TdRXC(REO) RxC ito W/REO Valid Delay Note 2 8 12 8 12 8 12 TcPC 

TdRXC(SY) RxC ito SYNC Valid Delay Note 2 4 7 4 7 4 7 TcPC 

TdRXC(W) RxC ito Wai' Inactive Delay Notes 1 ,2 8 14 8 14 8 14 TcPC 
TdSY(INT) SYNC Transition to INT Valid Delay Note 1 2 6 2 6 2 6 TcPC 

TdTXC(DRO) TxC .I. to DTR/REO Valid Delay Note 3 4 7 4 7 4 7 TcPC 

TdTXC(INT) TxC .I. to INTValid D~lay Notes1,3 6 10 6 10 6 10 TcPC 

TdTXC(REO) TxC J. to W/REO Valid Delay Note 3 5 8 5 8 5 8 Tcpe 

TdTXC(W) TxC .I. to Wait Inactive Delay Notes 1, 3 5 11 5 11 5 11 TcPC 

Notes: 1.0pen-drain output, measured with open-drain test load. 

2. RxC is RTicC or TRxC, whichever is supplying the receive clock. 
3. TxC is TRxC or RTxC, whichever is supplying the transmit clock. 
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Figure 18: SYSTEM TIMING 

RTxC,TRxC J 
RECEIVE 

WiREQ 
REQUEST 

LTdRXC(REQ)-J' 

W:~~ I J 
----------------------~I-·----~-dRX-C-(~-~ 

SYNC ",-, 
OUTPUT .lj.;;: __________ --.,;. __________ __ 

iffiC, 'fRxC ~ / 
TRANSMIT "',-. __ ~. 

WiREC) 
REQUEST 

TdRXC(SY) 

L "*---. 'l"dRXC(INT)----l 

I ,,=~~--1 
"';;,~ r -A 

______________________ ~I-·--~~~C~~ 

0'fRiRE0 I "* REQUEST j ______________________ __ 

• TdTXC(DRQj 

L ~---
'l"dTXC(INT) -----..l 

CTS, DOD,AI ________________ --..:)< 
I~--------------------

I~------------------~I----~)<~------------------------~ 
I L-TdSY(INT) ~ 

L ~---
'l"dEXT(INT) .. I 
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Figure 19 : 44-Pln PLCC 

ALL DIMENSIONS IN INCHES 

Figure 20 : 40-Pln DIP 
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ORDERING INFORMATION and PRODUCT CODE 

KS 85C30-

Samsung! f-__ T--l 
Semiconductor, Inc. 

Part Number 

Speed 
·6 6MHz 
-8 8MHz 
·1010MHz 

SERIAL COMMUNICATION CONTROLLER 
Preliminary 

x X X 

T ~~~~n8Ip U l - Plastic leaded Chip Carrier (PlCC) 

'------l Temperature 
C • Commercial (0 °C to + 70°C) 

Samsung products are designated by a Product Code. When ordering, refer to products by their full code. For unusual, and/or specific 
packaging or processing requirements not covered by the standard product line, please contact Samsung Microprocessor Marketing. 
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SAMS~NG SEMICONDUCTOR SALES OFFICES - U.S.A . 

CALIFORNIA . ILLINOIS MASSACHUSETTS TEXAS 

22837 Ventura Blvd. 2700 Augustine Drive 901 Warrenville Road 20 Burlington Mall Road 15851 Dallas Parkway 
Suite 305 Suite 198 Suite 120 Suite 205 Suite 745 

Woodland Hills, CA Santa Clara, CA 95054 Lisle, IL 60532-1359 Burlington, MA 01803 Dallas, TX 75248-3307 

91367 (408) 727-7433 (312) 852-2011 (617) 273-4888 (214) 239-0754 

(818) 346-6416 FAX: (408) 727-5071 FAX:(312) 852-3096 FAX:(617)273-9363 FAX:(214) 3~2-4624 
FAX: (818) 346-6621 

SAMSUNG SEMICONDUCTOR REPRESENTATIVES 
U.S.A. and CANADA 

ARIZONA COLORADO 

HAAS & ASSOC. INC. TEL: (602) 998-7195 CANDALINC. TEL: (303) 935-7128 II 77441 East ButheNs Drive FAX: (602) 998-7869 7500 West Mississippi Ave. FAX: (303) 935-7310 
Suite 300 Suite A-2 
Scottsdale,AZ 85260 Lakewood, CO 80226 

CONNECT1CUT 
" CALIFORNIA PHOENIX SALES TEL: (203) 496-7709 

QUEST REP INC. TEL: (619) 565-8797 
257 Main Street FAX: (203) 496-0912 

9444 Farnham St. FAX: (619) 565-8990 
Torrington,CT 06790 

Suite 107 FLORIDA 
San Diego,CA 92123 

MEC TEL: (305) 426-8944 

SYNPAC TEL: (408) 988-6988 700 W. Hillsboro Blvd. FAX: (305) 426-8799 

3945 Freedom Circle FAX: (408) 988-5041 Bldg. 4, Suite 204 
Suite 650 Deerfield Beach, FL 33441 
Santa Clara,CA 95054 

MEC TEL: (407) 332-7158 

WESTAR REP COMPANY TEL:(714) 832-3325 
511 Carriage Road (407) 773-1100 
Indian Harbour Beach, FL 32937 FAX: (407) 830-5436 

2472 Chambers Road FAX: (714) 832-7894 
Suite 100 MEC TEL: (407) 799-0820 
Tustin, CA 92680 830 North Atlantic Blvd. FAX: (407) 799-0923 

Suite 9401 
WESTAR REP COMPANY TEL: (213) 539-2156 Cocoa Beach, FL 32931 
25202 Crenshaw Blvd. FAX: (213) 539-2564 
Suite 217 MEC TEL: (813) 522-3433 

Torrance, CA 90505 1001 45th, N.E. FAX: (813) 522-3993 
St. Petersburg, FL 33703 

CANADA 

TERRIER ELEC. TEL: (416) 622-7558 ILLINOIS 

145 The West Mall FAX: (416) 626-1035 IRI TEL: (312) 967-8430 
Etobicoke, Ontario, Canada 8430 Gross Point Road FAX: (312) 967-5903 
M9C lC2 Skokie,lL 60076 

TERRIER ELEC. TEL: (604) 433-0159 INDIANA 
~7oo Gilmore Way, 106A FAX: (604) 430-0144 

STB & ASSOC. INC. TEL: (317) 844-9227 Burnaby, B.C., Canada 
V5G 4M1 3003 E. 96th st. FAX: (317) 844-1904 

Suitel02 
Indianapolis,lN 46240 

TERRIERELEC. MARYLAND 
6600 Transcanadienne TEL: (514) 695-4421 

ADVANCED TECH SALES TEL: (301) 789-9360 
Suite 750-17 FAX: (514) 695-3295 
Pointe Claire, Quebec, Canada 809 Hammonds Ferry Rd. FAX: (301) 789-9364 

H9R 452 
Suite 0 
Linthiwm,MD 21090 
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MASSACHUSETTS OREGON 
NEW TECH SOLUTIONS, INC. TEL: (617) 229-8888 EARL. BROWN CO. TEL: (503) 643-5500 
11.1 South Bedford Street FAX: (617) 229-1614 9735 S.W. Sunshine Ct. FAX: (503) 644-9230 
Suite 102 Suite500 
Burlington, MA 01803 Beaverton,OR 97005 

MICHIGAN PENNSYLVANIA 
JENSEN C.B. TEL: (313) 643-0506 RIVCO JANUARY INC. TEL: (215) 63'-'4,'4 
2145 Crooks Rd. FAX: (313) 643-4735 RJI Building FAX: (215) 63H,640 
Troy,MI 48084 78 South Trooper Road 

MINNESOTA Norristown,PA 19403 

IRI PUERTO RICO 
1120 East 80th Street TEL: (612) 854-1120 DIGIT·TECH 
Bloomington, MN 55420 FAX: (612) 854-8312 P.O. Boz 1945 TEL: (809) 892-4260 

NEW JERSEY Calle Cruz '2 FAX: (809) 892-3366 
Bajos, San German 00753 

NECCO TEL: (201) 461-2789 
2460 Lemoine Avenue FAX: (201) 461-3857 
Flo Lee,NJ 07024 TEXAS 

NEW MEXICO S.W. SALES INC. TEL: (915) 594-8259 

S.W. SALES, INC. TEL: (505) 899-9005 2267 Trawood, Bldg. E3 FAX: (915) 592-0288 

7137 Settlement Way, N.W. 
EI Paso, TX 79935 

Albuquerque, NM 87120 VIELOCK ASSOC. TEL: (214) 881-1940 

NEW YORK 
720 E. Park Blvd. .FAX: (214) 423-8556 
Suite 1 02 

T·SQUARE TEL: (315) 463-8592 Plano,TX 75074 

6443 Ridings Road FAX: (315) 463-0355 
VIELOCK ASSOC. TEL: (512) 345-8498 

Syracuse, NY 13206 9600 Great Hills Trail FAX: (512) 346-4037 
Suite150-W 

T-SQUARE TEL: (716) 924-9101 Austin,TX 78759 
7353 Victor-Pittsford Road FAX: (716) 924-4946 

UTAH Victor, NY 14564 

NORTH CAROLINA ANDERSON. ASSOC. TEL: (801) 292-8991 
270 South Main, 11 OS FAX: (801) 298-1503 

GODWIN. ASSOC. TEL: (919) 878-8000 Bountiful, UT 84010 
1100 Logger ct. FAX: (919) 87S-3923 
SuiteB 102 
Raleigh, NC 27609 VIRGINIA 

ADVANCED TECHNOLOGY SALES,INC. 
-GODWIN. ASSOCIATES TEL: (704)549-8500 406 Grinell Drive TEL: (804) 320-8756 
2812 Oak Leigh Drive FAX: (704) 549-9792 Richmond, VA 23236 
Charlotte, NC 28213 

OHIO 
FAX: (804) 320-8761 

WASHINGTON 
BAILEY, J.N •• ASSOC. TEL: (513) 687-1325 

EARL. BROWN CO. TEL: (206) 885-5064 129 W. Main Street FAX: (513) 687-2930 
New Lebanon,OH 45345 2447-A 152nd Ave. N.E. FAX: (206) 885-2262 

Redmond,WA 98052 
BAILEY, J.N •• ASSOC. TEL: (614) 262-7274 
2679 Indianola Avenue FAX: (614) 262-0384 
Columbus,OH 43202 WISCONSIN 
BAILEY, J.N •• ASSOC. TEL: (216) 273-3798 IRI TEL: (414) 259-0965 

1667 Devonshire Drive FAX: (216) 225-1461 631 Mayfair FAX: (414) 259-0326 

Brunswick,OH 44212 Milwaukee, WI 53226 
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SAMSUNG SEMICONDUCTOR SALES OFFICES"EUROPE 

SAMSUNG PARIS MILANO MONCHEN 

SEMICONDUCTOR Centre d'Affaires La Viale G, Matteottl, 26 Carl-Zeiss-Ring 4, 

EUROPE GmbH Soursldiere AN 186, Sat. 1-20095 Cusano Mllanlno 0-8045 Ismaning 

Mergenthaler Allee 38-40 Bourgogne, SP 202 (Italy) (West Germany) 

06236 Eschborn F-92357 Le Plessis-Robinson Tel: 2/61 32 888 Tel: 089/96 48 30 
(West Gar,many) (France) Fax: 2/61 92 279 + 089/96 48 38 
Tel: 06196/9009-0 Tel: 1/40 94 07 00 Fax: 
Fax: 019619009-89 Fax: 1/409402 16 

SAMSUNG SEMICONDUCTOR REPRESENTATIVES I 
EUROPE 

AUSTRIA SONEL-ROHE (SCAIB) 
6, Rue Le Corbusier TEL: 0033-1-46 86 81 70 

SATRON HANDELSGES_ Silic 424 FAX: 0033-1-4560 55 49 
MBH F-94583 Rungis Cedex TLX: 042-206952 
Hoffmeistergasse 8-1 0/1 /5 TEL: 0043-222-873020 
A-1120 Wien FAX: 0043-222-83 35 83 

GERMANY (WEST) TLX: 047-75311 85 1 

SILCOM ELECTRONICS 
BELGIUM VERTRIEBS GmbH 

Neusser Sir, 336-338 TEL: (49)-0-2161-60752 
C & S ELECTRONICS NV 0-4050 Monehengladbaeh FAX: (49)-0-2161-65 1638 
Heembeekslraol 111 TEL: 0032-2-7 25 09 00 TLX: 8521 89 
01100 FAX: 0032-2-7250813 

TLX: 046-25820 

TERMOTROL GmbH 

DENMARK Pilolyslr. 4 TEL: (49)-0-89-23052 52 
D-8000 Munehen 22 FAX: (49)-0-89-23 0352 98 

MER-EL TLX: 17898453 

Ved Klaedebo 18 TEL: 0046-157100 
DK-2907 Horshiom FAX: 045-257 2299 ING. THEO HENSKES 

TLX: 37360 MEDEL DK GmbH 
Laalzener Sir. 19 TEL: (49)-0-511-86 50 75 
Poslfach 72 12 26 FAX: (49)-0-511-876004 

FINLAND D 3000 Hannover 72 TLX: 923509 

INSTRUMENTARIUM 
ELEKTRONIIKKA ASTRONIC GmbH 
P.O. Box 64, Vilikka 1 TEL: 00358-0-5 28 43 20 Grunwalder Weg 30 TEL: (49)-0-89-61 30303 
SF-02631-ESPOO FAX: 00308-0-502 10 73 D-8024 Deisenhofen FAX: (49)-0-89-61 31 668 
Helsinki TLX: 057-124426 TLX: 521 61 87 

FRANCE 
MSC-MICROCOMPUTERS 

ASIA MOS (OMNITECH SYSTEMS COMPONENTS 
ELCCTRONIQUE) VERTRIEBS Gmbh 
Ralimenl Evolie 1 165, TEL: 0033-1-47 60 1 2 47 Induslrieslrabe 1 6 TEL: (49)-0-7249-70 75 
Boulevard De Vaimy FAX: 0033-1-47601582 Poslfach 1 380 FAX: (49)-0-72497993 
F-92705 Colombes TLX: 042-61 3890 D- 7 51 3 Stulensee 3 TLX: 17724911 
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SAMSUNG SEMICONDUCTOR REPRESENT ATIVES 

MICRONETICS GmbH SEMICONDUCTORES S.A. 
Wail Our Stadtor Str. 45 TEL: (49)-0-7159-60 19 Ronda General Mitre TEL: 0034-3-2 17 23 40 
0-7253 Renningen 1 FAX: (49)-0-71595119 240 Bjs FAX: 0034-3-2 17 65 98 

TLX: 7~ 47 08 E-08006 Barcelona TLX: 052-97787 

ITALY SWEDEN 

DIS. EL. SPA MIKO KOMPONENT AB 
Via Aia Oi Stura 71/18 TEL: 0039-1-12201522/,25 Seqersbwagen 3 TEL: 0046-753-89080 
1-10148 Torino FAX: 0039-1-1 2 16 59 1 5 P.O. Box 2001 FAX: 0046-753-75340 

TLX: 043-21 51 18 S-14502 Norsborg TLX: 054-15023 

MOXEL S.R.L. 
Via C. Frova, 34 TEL: 0039-2-61 290521 

SWITZERLAND 1-2092 Cinisello Balsamo FAX: 0039-2-6 17 25 82 
TLX: 043-352045 

PANATEL AG 
Grundstr. 20 TEL: 0041-42 64 30 30 

NETHERLANDS 
CH-6343 Rotkreuz FAX: 0041-42 64 30 35 

TLX: 045-868763 

MALCHUS BV HANDEIMIJ. 
Fokkerstraat 511-513 TEL: 0031-10-4277777 UNITED KINGDOM 
Postbus 48 FAX: 0031-10-4154867 
NL-3125 BO Schiedam TLX: 044-21598 KORD DISTRIBUTION 

LTD. 
Watchmoor Road. Camberley TEL: 0276685741 

NORWAY 
Surrey GU153AQ. TLX 859919 KORDIS G. 

SEMI DEVICES A/S 
Asenveien 1 TEL: 0047-9-876560 BYTECH LTD. 
N-1400 Ski 2 The Western Centre, TEL: Sales 0344 482211 

Western Road, Accountl Admin 0344 
Bracknell Berkshire 424222 

PORTUGAL RG121RW TLX: 848215 

NIPOSOM-J. NABAIS LTD. 
R. Casimiro Freire 9A TEL: 00351-1 -89-66 10 ITT MULTI COMPONENTS 
P-1900 Lisboa FAX: 00351-80 95 17 346 Edinburgh Avenue TEL: 0753824212 

TLX: 0404-1 4028 Slough SL 1 4 TU FAX: 0753824160 
TLX: 849804 

SPAIN 
NEL TRONIC LIMITED 

SEMITRONIC S.A_ John F. Kennedy Road, TEL: (01) 503560 
C/Maria Lombillo, 14 TEL: 0034-1-32021 6061 Naas Road, Oublin 12, FAX: (01) 552789 
E 28077 Madrid FAX: 0034-1-320 21 98 Ireland TLX 93556 NEL T EI 
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SAMSUNG SEMICONDUCTOR REPRESENTATIVES 

ASIA TOMEN ELECTRONICS 
COPR. 

HONG KONG 1-1, Uschisaiwai-cho 2 TEL: 03-506-3473 
Chome Chiyoda-ku, Tokyo, FAX: 03-506-3497 

AV. CONCEPT LTD. 100 
Rm. 802-804, Tower A, TEL: 3-629325 
Hunghom Comm, Centre, FAX: 3-7643108 DIA SEMICON SYSTEMS 
37-39 Ma Tau Wai Road TLX: 52362 AOVCC HX INC. 
Hunghom, Kin, H.K. Wacore 64 1-37-8, TEL: 03-487-0386 

Sangenjaya, Setagaya-ku, FAX: 03-487-8088 

PROTECH COMPONENTS Tokyo 154 Japan 

LTD. 
Flat 3, 1 O/F., Wing Shing Ind. TEL: 3-3522181 
Bldg., 26Ng Fong Street, San FAX: 3-3523759 RIKEI CORP. 
Po Kong, Kowloon, Hong TLX: 38396 PTLO HX Nichimen Bldg., 2-2-2, TEL: 06-201-2081 

I Kong Nakanoshima, Kita-ku, Osaka FAX: 06-222-1185 
530 Japan 

TAIWAN SINGAPORE 

YOSUN INDUSTRIAL GEMINI ELECTRONICS 
COPR. TEL: 011-886-2-501- PTE LTD. 
Min-Sheng Commercial Bldg., 0770"-'9 100, Upper Cross Street TEL: 65-5351777 
10F No. 481 Min-Sheng East FAX: 001-886-2-503-1278 #09-08 OG Bldg. Singapore FAX: 65-5350348 
Rd., Taipei, Taiwan, R.O.C. TLX: 26777 YOSUNIND 0105 TLX: RS 42819 

KENTOP ELECTRONCIS 
CO., LTD. 

INDIA 3/F, Nbr 22., Sec-2, Chung TEL: 001-886-2-832-
Cheng Rd., Shin-Lin, Taipei, 5800/5802 
Taiwan, R.O.C. FAX: 001-886-2-832-5521 COMPONENTS AND 

SYSTEMS MARKETING 
ASSOCIATES (INDIA) 

KINREX CORP PVT. LTD. 
2nd. FI., 514-3 TEL: 001-886-2-700-4686 100, Dadasaheb Phalke TEL: 4114585 
Tun Hwa S.Rd., "-'9 Road, Dadar, Bombay 400 FAX: 4112546 
Taipei, Taiwan, R.O.C. FAX: 001-886-2-704-2482 014 TLX: 001-4605 PDT IN 

TLX: 20402 KIN REX 

JAPAN 
TURKEY 

ADO ELECTRONIC 
ELEKTRO SAN. VE TIC. 
KOLL. STI. 

INDUSTRIAL CO., LTD. Hasanpasa, Ahmet Rasim Sok TEL: 337-2245 
7th FI., Sasage Bldg., 4-6 TEL: 03-257·1618 No. 16 Kadikoy istanbul- FAX: 336-8814 
Sotokanda 2-Chome Chiyoda- FAX: 03-257-1579 
ku, Tokyo 101, Japan 

Turkey TLX: 29569 elts tr 

INTERCOMPO INC. 
Ihi Bldg., 1-6·7, Shibuya, TEL: 03-406-5612 THAILAND 
Shibuya-ku, Tokyo 150 Japan FAX: 04-409-4834 

VUTIPONG TRADING 
CHEMI-CON LTD., PART. 
INTERNATIONAL COPR. 51-53 Pahurat Rd. (Banmoh) TEL: 221-96993641 

Mitauya Toranomon Bldg., TEL: 03·508-2841 Bangkok 10200 THAILAND 223-4608 
22-14, Toranomon 1 Chome FAX: 03-504-0566 FAX: 224-0861 
Minato-ku, Tokyo 105, Japan TLX: 87470 Vutipong TH 
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SAMSUNG SEMICONDUCTOR. REPRESENTATIVES 

KOREA NEW CASTLE 
SEMICONDUTOR CO., 
LTD. 

NAEWAE ELECTRIC CO., 4th FI. Room 1 0-11, Elec- TEL: 718-8531-4 

LTD. tronics Main Bldg., #16-9, FAX: 718-8535 

#751-33, Daelim-dong TEL: 646·9101-9 Hankangro-3ka, Yongsan-ku, 

Youngdeungpo·ku, FAX: 844-3001 Seoul, Korea 

Seoul, Korea C.P.O. Box 1409 
Cable: "ELECONAEWAE" Sewoon Store: 277-0767 
Seoul Pusan Branch: 

(051) 808-7425 HANKOOK SEMICON-
Youngsan: 701-7341-5 DUCTOR 

#1054-9, Namhyung-dong, TEL: 588-2981-4 
Kwanak-ku, Seoul, Korea FAX: 588-2980 

SAMSUNG 
LIGHT-ELECTRONICS 
CO., LTD. SEG YUNG INTERISE 
4th FI. Room 2-3, Electroncis TEL: 718-0045, CORP. 
Main Bldg., #16-9, 718-9531-5 #21-301, Suninbldg, 16-1, TEL: 701-6811-6, 
Hankangro-3ka, Yongsan-ku, FAX: 718-9536 Hankangro-2ka, Yongsan. ku, 701-6781-4 
Seoul, Korea Seoul, Korea FAX: 701-6785 
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SAMSUNG SEMICONDUCTOR DISTRIBUTORS 

ALABAMA JACO (805) 495-9998 
2260 Townsgate Road 

HAMMOND (205) 830-4764 Westlake Village, CA 91361 
4411-B Evangel Circle, N.w. 
Huntsville, AL 35816 JACO (408) 432-9290 

ARIZONA 
2880 ZANKER ROAD 
SUITE 202 

ADDED VALUE (602) 951-9788 SAN JOSE, CA 95134 
7741 East Gray Road 

JACO (714) 837-8966 Suite #9 
Scottsdale, AZ 85260 23-441 South Pointe Drive 

Laguna Hills" CA 92653 
CYPRESS/RPS (602) 966-2256 
2164 E. Broadway Road #310-8 MICRO GENESIS (408) 727-5050 

Tempe, AZ 85282 2880 Lakeside Drive 
Santa Clara, CA 95054 

CALIFORNIA 

ADDED VALUE (209) 734-8861 CANADA I 
3320 East Mineral King ELECTRONIC WHOLESALERS 
Unit D 1935 Avenue De L'Eglise (514) 769-8861 
Visalia, CA 93291 Montreal ,Quebec, Canada 

ADDED VALUE (714) 259-8258 
H4E 1H2 

1582 Parkway Loop PETERSON,C.M (519) 434-3204 
Unit G 220 Adelaide Street North 
Tustin, CA 92680 London,Ontario,Canada 

ADDED VALUE (619) 558-8890 '. 
N6B 3H4 

6397 Nancy Ridge Road SAYNOR VARAH (416) 445-2340 
San Diego, CA 92121 99 Scarsdale Road 

ADDED VALUE (818) 889-2861 
Don·Mills, Ontario, Canada 

31194 La Baya Drive, #100 
M3B 2R4 

Westlake Village, CA 91362 SAYNOR VARAH (604) 273-2911 

ALL AMERICAN (800) 669-8300 
1-13511 Crestwood Place 
Richmond, B.C., Canada 

369 Van Ness Way #701 V6V 2G5 
Torrance, CA 90501 

BELL MICRO PRODUCTS (714) 963-0667 
WESTBURNE IND.ENT.,LTD. 
300 Steeprock Drive (416) 635-2950 

. 18350 Mt. Langley Downsview,Ontario,Canada 
Fountain Valley, CA 92708 M3J 2W9 

BELL MICRO PRODUCTS (408) 434-1150 
550 Sycamore Drive 

COLORADO Milpitas, CA 95035 

CYPRESS/RPS (714) 521-5230 ADDED VALUE (303) 422-1701 

6230 Descanso Avenue 4090 Youngfield 

Buel)a Park, CA 90620 Wheat Ridge, CO 80033 

CYPRESS/RPS (619) 535-0011 CYPRESS/RPS (303) 792-5829 

10054 Mesa Ridge Ct 12503 E. Euclid Drive 

Suite118 Englewood, CO 80111 

San Diego, CA 92121 CONNEC"fICUT 

CYPRESS/RPS (408) 980-8400 ALMO ELECTRONICS (203) 288-6556 
2175 Martin Avenue 31 Village Lane 
Santa Clara, Ca 95050 Wallingford, CT 06492 

CYPRESS/RPS (818) 710-7780 JACO (.203) 235-1422 
21550 Oxnard, #420 384 Pratt Street 
Woodland Hills, CA 91367 Meriden, CT 06450 
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SAMSUNG,:SEMICO~DUCTOR DISTRIBUTO~S 
(Continued) 

JV (203) 469-2321 JACO (301) 995-6620 
690 Main Street Rivers Center 
East Haven, CT 06512 10270 Old Columbia Road 

Columbia, MD 21046 
FLORIDA 

ALL AMERICAN (305) 621-8282 MASSACHUSETS 
16251 N.w. 54th Avenue 
Miami, FL 33014 ALMO ELECTRONICS (617) 821-1450 

HAMMOND (407) 973-7103 
60 Shawmut Avenue 

6600 N.w. 21sl. Avenue 
Canton, MA 02021 

Fort Lauderdale, FL 33309 GERBER (617) 329-2400 

HAMMOND (407) 849-6060 128 Carnegie Row 

1230 W. Central Blvd Norwood, MA 02062 

Orlando, FL 32802 
JACO (617) 273-1860 

MICRO GENESIS (407) 869-9989 222 Andover Street 
2170 W. State Road 434 #324 Wilmington,MA 01887 
Longwood, FL 32779 

GEORGIA 
MICHIGAN 

HAMMOND (404) 449-1996 
CALDER (616) 698-7400 
4245 Brockton Drive 

5680 Oakbrook Parkway Grand Rapids, MI 49508 
#160 
Norcross, GA 30093 

CHELSEA INDUSTRIES (313) 525-1155 
34443 Schoolcraft 

QUALITY COMPONENTS (404) 449-9508 Livonia, MI 48150 
6145 Northbelt Parkway 

MINNESOTA Suite B 
Norcross, GA 30071 ALL AMERICAN (612) 944-2151 

ILLINOIS 11409 Valley View Road 
Eden Prairie, MN 55344 

GOOLD (312) 860-7171 
101 Leland Court CYPRESS/RPS (612) 934-2104 
Bensenville, lL 60106 7650 Executive Drive 

Eden Prairie, MN 55344 
QPS (312) 884-6620 
101 Commerce Dr. #A VOYAGER (612) 571-7766 
Schaumburg, IL 60173 5201 East River Road 

INDIANA 
Fridley, MN 55421 

ALTEX (317) 848-1323 
12744 N. Meridian MISSOURI 
Carmel, IN 46032 

CHELSEA INDUSTRIES (314) 997-7709 

CHELSEA INDUSTRIES (317) 253-9065 2555 Metro Blvd 

8465 Keystone Crossing, #115 Maryland Heights, MO 63043 

Indianapolis, IN 46240 
NEW JERSEY 

MARYLAND 
ALMO ELECTRONICS (201) 613-0200 

ALL AMERICAN (301) 251-1205 12 Connerty Court 
1136 Taft Street East Brunswick, NJ 08816 
Rockville, MD 20853 

(301) 953-2566 
GENERAL RADIO SUPPLY (609) 964-8560 

ALMO ELECTRONICS 600 Penn SI. @ Bridge Plaza 
8309B Sherwick Court Camden,NJ 08102 
Jessup, MD 20794 

JACO (201) 942-4000 
GENERAL RADIO SUPPLY '(301) 995-6744 Ottilio Office Complex 
6935L Oakland Mills Road 555 Preakness Avenue 
Columbia, MD 21045 Totowa, NJ 07512 
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SAMSUNG SEMICONDUCTOR DISTRIBUTORS 
(Continued) 

NEW YORK SCHUSTER (216) 425-8134 

ALL AMERICAN (516) 981-3935 
2057D East Aurora Road 

33 Commack Loop 
Twinsburg, OH 44087 

Ronkonkoma, NY 11779 OKLAHOMA 

CAM/RPC (716) 427-9999 QUALITY COMPONENTS (918) 664-8812 

2975 Brighton Henrietta TL Road 3158 S. 108th East Avenue 

Rochester, NY 14623 Suite 274 
Tulsa, OK 74146 

JACO (516)-273-5500 OREGON 
145 Oser Avenue 
Hauppauge, NY 11788 CYPRESS/RPS (503) 641-2233 

MICRO GENESIS (516) 472-6000 
15075 S.Koll Parkway 
Suite D 

90-10 Colin Drive 
Holbook, NY 11741 

Beaverton, OR 97006 

NORTH CAROLINA 
PENNSYLVANIA I 

ALMO ELECTRONICS (215) 698-4003 
QUALITY COMPONENTS (919) 467-4897 9815 Roosevelt Blvd. 
3029-105 Stonybrook Drive Philadelphia, PA 19114 
Raleigh, NC 27604 

CAM/RPC (412) 782-3770 
DIXIE (704) 377-5413 620 Alpha Drive 
2220 South Tryon Street Pittsburgh, PA 15238 
Charlotte, NC 28234 

ALMO ELECTRONICS (412) 776-9090 

HAMMOND (919) 275-6391 220 Executive Drive 

2923 Pacific Avenue 
Mars, PA 16046 

Greensboro, NC 27420 

RESCO/RALEIGH (919) 781-5700 SOUTH CAROLINA 
Hwy. 70 West & Resco Court DIXIE (803) 297-1435 
Raleigh, NC 27612 4909 Pelham Road 

Greenville, SC 29606 

OHIO DIXIE (803) 779-5332 

CAM/RPC (216) 461-4700 
749 Miner Road 

1900 Barnwell Street 
Columbia, SC 29201 

Cleveland, OH 44143 HAMMOND (803) 233-4121 
1035 Lowndes Hill Rd. 

CAM/RPC (614) 888-7777 
15 Bishop Drive #104 

Greenville, SC,29607 

Westerville, OH 43081 TEXAS 

CAM/RPC (513) 433-5551 ADDED VALUE (214) 404-1144 

7973-B Washington Woods Drive 4470 Spring Valley Road 

CenteNille, OH 45459 Dallas, TX 75244 

CHELSEA INDUSTRIES (513) 891-3905 ADDED VALUE (512) 454-8845 

10979 Reed Hartman Highway 6448 Highway 290 East 

#133 #A103 

Cincinnati, OH 45242 Austin, TX 78723 

CHELSEA INDUSTRIES (216) 893-0721 ALL AMERICAN (214) 231-5300 

1360 Tomahawk 1819 Firman Drive, #127 

Maumee, OH 43537 Richardson, TX 75081 

SCHUSTER (513) 489-1400 CYPRESS/RPS (214) 869-1435 

11320 Grooms Road ~t156 W. Northwest Highway 

Cincinnati, OH 45242 Dallas, TX 75220 
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SAMSUNG SEMICONDUCTOR DISTRIBUTORS 
(Continued) 

JACO (214) 235-9575 VIRGINIA 
1209 Glenville Drive 

VIRGINIA ELEC. Richardson, TX 75080 
715 Henry Avenue 

MICRO GENESIS (214) 644-5055 Charlottesville, VA 22901 
9221 LBJ Freeway, #220 WASHINGTON Dallas, TX 75243 

CYPRESS/RPS 
OMNIPRO (214) 233-0500 22125 17th Avenue 
4141 Billy Mitchell Suite114 
Dallas, TX 75244 Bothell, WA 98021 

QUALITY COMPONENTS (214) 733-4300 
JACO 4257 Kellway Circle 

Addison, TX 75244 15014 N.E. 40th Street 
Bldg. ·0·, Unit 202 

QUALITY COMPONENTS (713) 240-2255 Redmond, WA 98052 
1005 Industrial Blvd. 
Sugar Land, TX 77478 PRIEBE 

(512) 835-0220 
14807 N.E. 40th 

QUALITY COMPONENTS Redmond, WA 98052 
2120-M Braker Lane 
Austin, TX 78758 WISCONSIN 

MARSH 

UTAH 
1563 S. 101st. Street 
Milwaukee, WI 53214 

ADDED VALUE (801) 975-9500 
1836 Parkway Blvd. 
West Valley City, UT 84119 
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•• :::SAMSUNG 
•• Electronics 

Semiconductor Business 
HEAD OFFICE: 
8/10FL. SAMSUNG MAIN BLDG. 
250, 2-KA, T AEPYUNG-RO, 
CHUNG-KU, SEOUL, KOREA 
C.P.O. BOX 8233 

BUCHEON PLANT: 
82-3, DODANG-DONG, 
BUCHEON, KYUNGKI-DO, KOREA 
C.P.O. BOX 5779 SEOUL 100 

KIHEUNG PLANT: 
SAN #24 NONGSUH-RI, KIHEUNG-MYUN 
YONGIN-GUN, KYUNGKI-DO, KOREA 
C.P.O. BOX 37 SUWON 

GUM I BRANCH: 
259, GONDAN-DONG, GUMI, 
KYUNGSANGBUK-DO, KOREA 

SAMSUNG SEMICONDUCTOR INC.: 
3725 NORTH FIRST STREET 
SANJOSE, CA 95134-1708, USA 

HONG KONG BRANCH: 
24FL. TOWER 1 ADMIRALTY CENTER 
18 HARCOURT ROAD HONG KONG 

TAIWAN OFFICE: 
RM B. 4FL, NO 581 
TUN-HWA S, RD, TAPIEI, TAIWAN 

TELEX: KORSST K27970 
TEL: (SEOUL) 751-2114 
FAX: 753-0967 

TELEX: KORSEM K28390 
TEL: (SEOUL) 741-0066, 662-0066 
FAX: 741-4273 

TELEX: KORSST K23813 
TEL: (SEOUL) 741-0620/7 
FAX: 741-0628 

TELEX: SSTGUMI K54371 
TEL: (GUMI) 2-2570 
FAX: (GUMI) 52-7942 

TEL:. (408) 434-5400 
TELEX: 339544 
FAX: (408) 434-5650 

TEL 5-8626900 
TELEX 80303 SSTC HX 
FAX 5-8661343 

TEL: (2) 706-602517 
FAX: (2) 706-6028 

SAMSUNG ELECTRONICS JAPAN CO., LTD. 
6F. SUDAMACHI BERDE BLDG. TELEX: 2225206 SECJPN J 
2-3, KANDA-SUDAMACHI TEL: (03) 258-9506 
CHIYODA-KU, TOKYO 101,JAPAN FAX: (03) 258-9695 

SAMSUNG SEMICONDUCTOR EUROPE GMBH: 
MERGENTHALER ALLEE 38-40 TEL: 0-6196-90090 
0-6236 ESCHBORN, WIG FAX: 0-6196-900989 

TELEX: 4072678 SSED 

SAMSUNG (U.K.) LTD.: 
SAMSUNG HOUSE 3 RIVERBANK WAY 
GREAT WEST ROAD BRENTFORD 
MIDDLESEX TW8 9RE 

TEL: 862-9312 (EXT)304 
862-9323 (EXT)292 

FAX: 862-0096, 862-0097 
TELEX: 25823 
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