


























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Z8530 

REGISTERS DESCRIPTION (cont'd) 

whenever character synchronization is lost. At the 
same time, the CPU should inform the external lo­
gic that character synchronization has been lost and 
that the SCC is waiting for SYNC to become active. 

In the Monosync and Bisync Receive modes, the 
Sync/Hunt status bit is initially set to "1" by the En­
ter Hunt Mode command. The Sync/Hunt bit is re­
set when the sec established character synchroni­
zation. Both transitions cause External/Status inter­
rupts if the Sync/Hunt IE bit is set. When the CPU 
detects the end of message or the loss of character 
synchronization, the Enter Hunt Mode command 
should be issued to set the Sync/Hunt bit and cause 
an External/Status interrupt. In this mode, the SYNC 
pin is an output, which goes Low every time a sync 
pattern is detected in the data stream. 

In the SDLC modes, the Sync/Hunt bit is initially set 
by the Enter Hunt Mode command or when the re­
ceiver is disabled. It is reset when the opening flag 
of the first frame is detected by the SCC. An Exter­
nal/Status interrupt is also generated if the 
Sync/Hunt IE bit is set. Unlike the Monosync and Bi­
sync modes, once the Sync/Hunt bit is reset in SDLC 
mode, it does not need to be set when the end of 
the frame is detected. The SCC automatically main­
tains synchronization. The only way the Sync/Hunt 
bit can be set again is by the Enter Hunt Mode com­
mand or by disabling the receiver. 

Bit 3 : Data Carrier Detect 

If the DCD bit in WR15 is set, this bit indicates the 
state of the DCD pin the last time the Enabled Ex­
ternal/Status bits changed. Any transition on the 
DCD pin while no interrupt is pending latches the 
state of the DCD pin, and generates an Exter­
nal/Status interrupt. Any odd number of transitions 
on the DCD pin while another External/Status inter­
rupt is pending also causes an External/Status in­
terrupt condition. If the DCD IE is reset, this bit me­
rely reports the current, unlatched state of the DCD 
pin. 

Bit 2 : TX Buffer Empty 

This bit is set to "1 "when the transmit buffer is emp­
ty. It is reset while CRC is sent in a synchronous or 
SDLC mode and while the transmit buffer is full. The 
bit is reset when a character is loaded into the trans­
mit buffer. This bit is always in the set condition af­
ter a hardware or channel reset. 

Bit 1 : Zero Count 

If the Zero Count Interrupt Enable bit is set in WR15, 
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this bit is set to one while the counter in the baud 
rate generator is at the count of zero. If there is no 
other External I Status interrupt condition pending 
at the time this bit is set, an External/Status interrupt 
is generated. However, if there is another Exter­
nal/Status interrupt pending at this time, no interrupt 
is initiated until interrupt service is complete. If the 
Zero Count condition does not persit beyond the end 
of the interrupt service routine, no interrupt will be 
generated. This bit is not latched High, even thought 
the other External/Status latches close as a result 
of the Low-to-High transition on ZC. The interrupt 
service routine should check the other External I 
Status conditions for changes. If none changed, ZC 
was the source. In polled applications, check the IP 
bit in RR3A for a status change and then proceed 
as in the interrupt service routine. 

Bit 0: RX Character Available 

This bit is set to "1" when at least one character is 
available in the receive FIFO and is reset when the 
receive FIFO is complety empty. A channel or hard­
ware reset empties the receive FIFO. 

Read Register 1. RR1 contains the Special Re­
ceive Condition status bits and the residue codes 
for the 1-field in SDLC mode. Figure 60 shows the 
bit positions for RR1. 

Bit 7 : End of Frame (SDLC) 

This bit is used only in SDLC mode and indicates 
that a valid closing flag has been received and that 
the CRC Error bit and residue codes are valid. This 
bit can be reset by issuing the Error Reset com­
mand. It is also updated by the first character of the 
following frame. This bit is reset in any mode other 
than SDLC. 

Bit 6 : CRC/Framing Error 

If a framing error occurs (in Asynchronous mode), 
this bit is set (and not latched) for the receive cha­
racter in which the framing error occurred. Detection 
of a framing error adds an additional one-half bit to 
the character time so that the framing error is not in­
terpreted as a new Start bit. In Synchronous and 
SDLC modes, this bit indicates the result of compa­
ring the CRC checker to the apppropriate check va­
lue. This bit is reset by issuing an Error Reset com­
mand, but the bit is never latched. Therefore, it is al­
ways updated when the next character is received. 
When used for CRC error status in Synchronous or 
SDLC modes, this bit is usually set since most bit 
combination, except for a correctly completed mes­
sage, result in a non-zero CRC. 



REGISTERS DESCRIPTION (cont'd) 

Figure 60 : Read Register 1. 

~ :~~~:~:TCODE2 RESIDUE CODE 1 

RESIDUE CODE 0 

PARITY ERRO~ 

Rx OVERRUN EIIROR 

L------- CRCIFRAMING ERROR 

'-------- END OF FRAME (SDLC) 

Bit 5 : Receiver Overrun Error 

This bit indicates that the receive FIFO has overflo­
wed. Only the character that has been written over 
is flagged with this error, and when the character is 
read, the Error condition is latched until reset by the 
Error Reset command. The overrun character and 
all subsequent characters received until the Error 
Reset command is issued causes a Special Receive 
Condition vector to be returned. 

Bit 4 : Parity Error 

When parity is enabled, this bit is set for the charac­
ters whose parity does not match the programmed 
sense (even/odd). This bit is latched so that once an 
error occurs, it remains set until the Error Reset 
command is issued. If the parity in Special Condi­
tion bit is set, a parity error causes a Special Re­
ceive Condition vector to be returned on the charac­
ter containing the error and on all subsequent cha­
racters until the Error Reset command is issued. 

Bit 3,2, and 1 : Residue Codes 2, 1, And 0 

In those cases in SDLC mode where the received 1-
Field is not an integral multiple of the character 
length, these three bits indicate the length of the 1-
Field and are meaningful only for the transfer in 
which the end of frame bit is set. This field is set to 
"0 11" by a channel or hardware reset and is forced 
to this state in Asynchronous mode. These three bits 
can leave this state only if SDLC is selected and a 
character is received. The codes signify the follo­
wing (Reference Table 16 when a receive charac­
ter length is eight bits per character). 

1-Field bits are right-justified in all cases. If a receive 
character length other than eight bits is used for the 
I-Field, a table similar to Table 16 can be construc­
ted for each different character length. Table 17 
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shows the residue codes for no residue (The 1-Field 
boundary lies on a character boundary). 

Table 16 : 1-Field Bit Selection (8 Bits 
only). 

Residue Residue Residue 
1-Field Bits 1-Field Bits in 

in Last Byte Previous Byte 

1 0 0 0 3 
0 1 0 0 4 
1 1 0 0 5 
0 0 1 0 6 
1 0 1 0 7 
0 1 1 0 8 
1 1 1 1 8 
0 0 0 2 8 

Bit 0 :All Sent 

In Asynchronous mode, this bit is set when all cha­
racters have completely cleared the transmitter 
pins. Most modems contain additional delays in the 
data path, which requires the modem control signals 
to remain active until after the data has cleared both 
the transmitter and the modem. This bit is always 
set in synchronous and SDLC modes. 

Table 17 : Residue Bits/Character. 

Bits I Char Residue Residue Residue 

8 0 1 1 
7 0 0 0 
6 0 1 0 
5 0 0 1 

Read Register 2. RR2 contains the interrupt vector 
written into WR2. When the register is accessed in 
Channel A, the vector returned is the vector actual­
ly stored in WR2. When this register is accessed in 
Channel B, the vector returned includes status in­
formation in bits 1, 2, and 3, or in bits 6, 5, and 4, 
depending on the state of the Status High/Status 
Low bit in WR9 and independent of the state of the 
VIS bit in WR9. The vector is modified according to 
Table 11 shown in the explanation of the VIS bit in 
WR9. If no interrupts are pending, the status is V3, 
V2, V1 = 011, or V6, V5, V4 = 110. Figure 61 shows 
the bit positions for RR2. 

Read Register 3. RR3 is the Interrupts Pending re­
gister. The status of each of the Interrupt Pending 
bits in the SCC is reported in this register. This re­
gister exists only in Channel A. If this register is ac­
cessed in Channel B, all "Os" are returned. The two 
unused bits are always returned as "0". Figure 62 
shows the bit positions for RR3. 
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REGISTERS DESCRIPTION (cont'd) 

Read Register 8. RR8 is the Receive Data register. 

Read Register 10. RR1 0 contains some miscella­
neous status bits. Unused bits are always "0". Bit 
positions for RR10 are shown in Figure 63. 

Bit 7 : One Clock Missing 

While operating in the FM mode, the DPLL sets this 
bit to "1" when it does not see a clock edge on the 
incoming lines in the window where it expects one. 
This bit is latched until reset by a Reset Missing 
Clock or Enter Search Mode command in WR14. In 
the NRZI mode of operation and while the DPLL is 
disabled, this bit is always "0". 

Bit 6 : Two Clocks Missing 

While operating in the FM mode, the DPLL sets this 
bit to "1" when it does not see a clock edge in two 
successive tries. At the same time the DPLL enters 
the Search mode. This bit is latched until reset by a 
Reset Missing Clock or Enter Search Mode com­
mand in WR10. In the NRZI mode of operation and 
while the DPLL is disabled, this bit is always "0". 

Bit 4 : Loop Sending 

This bit is set to "1" in SDLC Loop mode while the 
transmitter is in control of the Loop, that is, while the 

Figure 61 : Write Register 2. 

1~1~1~1~1~1~1~1~1 

~~ INTERRUPT VECTOR 

Vo 

L-------- v, 
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SCC is actively transmitting on the loop. This bit is 
reset at all other times. 

This bit can be polled in SDLC mode to determin 
when the closing flag has been sent. 

Bit 1 : On Loop 

This bit is set to "1" while the SCC is actually onloop 
in SDLC Loop mode. This bit is set to "1" in the X.21 
mode (Loop mode selected while in monosync) 
when the transmitter goes active. This bit is "0" at 
all other times. This bit can also be pulled in SDLC 
mode to determine when the closing flag hass been 
sent. 

Read Register 12. RR12 returns the value stored 
in WR12, the lower byte of the time constant for the 
baud rate generator. Figure 64 shows the bit posi­
tions for RR12 

Read Register 13. RR13 returns the value stored 
in WR13, the upper byte of the time constant for the 
baud rate generator. Figure 65 shows the bit posi­
tions for RR13. 
Read Register 15. RR15 reflects the value stored 
in WR15, the External/Status IE bits. The two unu­
sed bits are always returned as "Os". Figure 66 
shows the bits positions for RR15. 

Figure 62 : Write Register 3. 

.,!. .,!. Ax 5 BITS/CHARACTER 

~ ~ Ax 7 BITSICHARACTER 

~ ~ R1 8 BITS/CHARACTER 

L2_ c.!_ R1 8 BITSICHARACTER 

Rx ENABLE 

SVNC CHARACT~ LOAD INHIBIT 

ADDRESS SEARCH MODE !SDLC) 

Ra CRC ENABLE 

ENTER HUNT MODE 

AUTO ENABLES 



REGISTERS DESCRIPTION (cont'd) 

Figure 63 :Write Register 10. 

!o, lo,lo,lo~,l o~,1o,1 D; io~ 
6 
emm SYNC 

L LOOP MODE 

ABORTIF"LAn ON UNOERRUN 

MARK/~ IDlE 

GO ACTIVE ON POLL 

l 
0 -;, NRZ 

tg'"f1' NRZI 

t-;-t"Q FM1 (TRANSITION ~ 1) 

t-;'1, FMO (TRANSITION = OJ 

~- CRC PRESET UO 

Figure 64 : Write Register 12. 

L------TCe 
L._ _______ Tc, 

LOWER BYTE OF 
TIME CONSTANT 
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Figure 65 . Write Register 13. 

,,1,1~~~ 
UPPER BYTE OF 
TIME CONSTANT 

rc,, 
TC15 

Figure 66 : Write Register 15. 

,o,lo.lo~·I··Tm :rn•="'" 
EDCDIE 

SYNC/IiUNT IE 

CTS IE 
L._ ______ Tx UNDERRUNIEOIIIE 

L._ _______ BREAK/ABORT IE 
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SCC INITIALIZATION WORKSHEET 

This section describes the software initialization pro­
cedure for the Serial Communications Controller 
(SCC). 

Figure 68 provides a worksheet that can be used as 
an aid when initializing the SCC. Since all SCC ope­
ration modes are initialized in a similar manner, the 
worksheet can be used to tailor the sec device to 
the user's individual need. Specific examples are gi­
ven in the following sections. 

Register Overview 

Each of the SCC's two channels has its own sepa­
rate Write registers that are programmed to initialize 
different operating modes. There are two types of 
bits in the Write registers: Command bits and Mode 
bits. An example of a register that contains both 
types of bits is Write Register9 (WR9), and is shown 
in figure 67. 

Figure 67 : Write Register 2. 

l~l~l~i~l~l~l~l~l 

U§= DLC 

MIE 

STA.TlJS HIGH /STATUS LOW 

0 

r-. 0 NO RESET 

r-o--7 CHA~El RESET B 

f--;-ro CHANNEL RESET A 

f--;-1-;- FORCE HARDWARE 
'---'- RESET 

0513A 8·2 

WR9 is the Master Interrupt Control register and 
contains the Reset command bits. Command bits 
are denoted by having boxes drawn around them in 
register diagrams. Bit 05 in this register is not used 
in this register and must be 0 at all times. 

The Command bits, 07 and 06, select one of the 
reset commands for the SCC. Setting either of these 
bits to 1 disables both the receiver and the transmit­
ter in the corresponding channel, forces TxO for the 
channel marking, forces the modem control signals 
High in that channel, resets all IPs and IUSs, and di-
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sables all interrupts in that channel. Functions con­
trolled by the Command bits can only be enabled or 
disabled, they cannot be toggled. 

Bits 04-00 are Mode bits that can be enabled or di­
sabled either by being set to "1" or reset to "0". Each 
Mode bit affects only one function. For example, Bit 
01 is the No Vector mode bit, it controls whether or 
not the sec will respond to an interrupt acknow­
ledge cycle by placing a vector on the data bus. If 
this bit is set, no vector is returned. In command bits 
entry, each new command requires a separate 
rewrite of the entire register. Care must be taken 
when issuing a command, so that the Mode bits are 
not changed accidentally. 

Initialization Procedure 

The SCC initialization procedure is divided into three 
parts. The first part consists of programming the 
operation modes (e.g. bits-per-character, parity) 
and loading the constants (e.g., interrupt vector, 
time constants). The second part enables the hard­
ware functions (e.g., transmitter, receiver, baud-rate 
generator). It is important that the operating modes 
are programmed before the hardware functions are 
enabled. The third part, if required, consists of 
enabling the different interrupts. 

Table 18 shows the order (from top to bottom) in 
which the sec registers are to be programmed. 
Those registers that need not be programmed are 
listed as optional in the comments column. The bits 
in the registers that are marked with an "X" are to 
be programmed by the user. The bits marked with 
an "S" are to be set to their previous programmed 
value. For example, in part 2, Write Register 3, bits 
01-07 are shown with an "S" because they have 
been programmed in part 1 and must remain set to 
the same value. 

Initialization Table Generation 

Figure 68 is a worksheet for the initialization of the 
SCC. All the bits that must be programmed as ei­
ther a "0" or a "1" are already filled in ; the remaining 
bits are left blank and are to be programmed by the 
user according to the desired mode of operation. 
The binary value can then be converted to a hexa­
decimal number and placed in the table, following 
the Write register notation in the column labeled 
"HEX". A Program Initialization Table is produced 
when this worksheet is completed. 



SCC INITIALIZATION WORKSHEET (cont'd) 

Figure 68 : SCC Initialization Worksheet. 

Label of SCC Table: 

Description: 

REGISTER HEX 

• 5 

WRO _£._ 0 I' 1 I· 
WRO _!_- I· 0 0 

WR4 

WR1 

WR2 

WR:l 

WRS 

~ WR6 
0 
0 

" WR1 

WRO •I• 0 

WR1D 

WR11 

WR12 

WR13 

WR14 

WR14 

I 
WRt4 0 0 0 

WR:l 

~ WRS 

~ 

L 
WRO ...!..._...!..... 0 0 

WR1 

I 
WR15 

WRO _!___ _!_ • • • 
~ 
" WRO ...!._..!.... • • • 
~ 

L 
WR1 

WRO • 0 !• 
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Sec Base Address 

IIINARY COMMENTS 

• , 2 , 0 

0 0 0 • I· SOFTWARE RESET 

0 0 0 

0 0 0 0 

0 0 • 1 RESET TxCRC 

• • • RESET ErtJSTATUS 

• • • RESET Ert!STATUS 
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SCC INITIALIZATION WORKSHEET (cont'd) 

Table 18: SCC Initialization Order. 

Part 1. Modes and Constants 

WR9 1100000 Hardware Reset 
WRO ooooooxx Select Shift Mode (8030 only) 
WR4 xxxxxxxx Tx/Rx Con, Async or Sync Mode 
WR1 oxxooxoo Select W/REQ (opt) 
WR2 xxxxxxxx Program Interrupt Vector (opt) 
WR3 xxxxxxxo Select Rx Control 
WR5 xxxxoxxx Selects Tx Control 
WR6 xxxxxxxx Program Sync Character (opt) 
WR7 xxxxxxxx Program Sync Character (opt) 
WR9 oooxoxxx Select Interrupt Control 

WR10 xxxxxxxx Miscellaneous Control (opt) 
WR11 xxxxxxxx Clock Control 
WR12 xxxxxxxx Time Constant Lower Byte (opt) 
WR13 xxxxxxxx Time Constant Upper Byte (opt) 
WR14 xxxxxxxo Miscellaneous Control 
WR14 xxxsssss Commands (opt) 

Reset Conditions 

Prior the initialization, the SCC should be reset by 
either hardware or software. A hardware reset can 

POLLED ASYNCHRONOUS MODE 

This section describes the use of the SCC in polled 
Asynchronous Mode. The device can be set with 5 
to 8 bits per character, 1, 1.5. or 2 stop bits, and a 
wide range of baud rates. In this particular example, 
8 bits per character, 2 stop bits and 9600 baud rate 
are used. An externai2.4576MHz, crystal oscillator 
is used for baud-rate generation. The SCC can be 
programmed for localloopback for on-board diagno­
stics. The user can make use of this feature to test­
program the part without additional hardware to si­
miulate an actual transmit and receive environment. 

SCC Interface 

Figure 69 shows the SCC to CPU interface required 
for this application. The 8-bit data bus and control 
lines all come from the user's CPU. The 8530 control 
lines are RD, WR, NB, Die and CE. PCLK comes 
from the system clock, or an external crystal, up to 
the maximum rate of the SCC (ex. 6MHz for the 
Z8530A). The lEI and the INTACK pins should be 
pulled up. The baud-rate generator clock is connec­
ted to the RTxC pin. 

SCC Initialization 

Initialization of the SCC for polled asynchronous 
communication is divided into two parts ; part one 
programs the operating modes of the sec and part 
two enables them. Care must be taken when writing 
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Part 2. Enables 

WR14 OOOSSSS1 Baud Rate Enable 
WR3 SSSSSSS1 Rx Enable 
WR5 SSSS1SSS Tx Enable 
WRO 10000000 Reset Tx CRG (opt) 
WR1 xssoosoo DMA Enable (opt) 

Part 3. Interrupt Status 

WR15 xxxxxxxx Enable External/status 
WRO 00010000 Reset External Status 
WRO 00010000 Reset External Status Twice 
WR1 sssxxsxx Enable Rx. Tx and Ext/status 
WR9 ooosxsss Enable Master Interrupt Enable 

1 ~Set to one X ~ User defined 
0 ~ Reset to zero S ~ Same as previously prog. 

be accomplished by simultaneously grounding. A 
software reset can be executed by writing a OH to 
Write Register 9. 

the software to meet the SCC's Cycle and Reset Re­
covery times. The Cycle Recovery time, 6 PCLK cy­
cles, applies to the period between any Read or 
Write cycles affecting the SCC. The Reset Recove­
ry time is the period after a hardware reset caused 
either by hardware or software ; this recovery time 
extends the Cycle Recovery time to 11 PCLK cy­
cles. For more details about these recovery times, 
see the section Interfacing the SCC. 

Table 19 : Polled Asynchronous Initialization Pro­
cedure. 

Register Value Comments 

WR9 COH Force Hardware Reset 
WR4 4CH x16 Clock, 2 Stop Bits, no Parity 
WR3 COH Rx8 Bits, Rx Disabled 
WR5 60H Tx8 Bits, DTR, RTS. Tx off 
WR9 DOH Int. Disabled 
WR10 OOH NRZ 
WR11 56H Tx & Rx ~ BRG out, TRxC ~ BRG ou 
WR12 06H Time Constant ~ 6 
WR13 OOH T1me Constant High ~ 0 
WR14 10H BRG in ~ RTxC, BRG off, Loopback 

Enables 

WR14 11H BRG Enable 
WR3 C1H Rx Enable 
WR5 68H Tx Enable 



POLLED ASYNCHRONOUS MODE (cont'd) 

Figure 69. 

SYSTEM 

DATA 

COHTROI. 

XTAL 
osc 

SCC Operating Mode Programming 

WR9 resets the SCC to a known state by writing a 
CO hex. The command, Force Hardware Reset, is 
identical to a hardware reset. 

WR4 selects the asynchronous, x 16 mode, with 
2 stop bits and no parity. The x 16 mode means that 
clock rate is 16 times the data rate. 

WR3 selects 8 bits per character and does not 
enable the receiver. The 8 bits per character allows 
8 bits to be assembled from the data stream. The 
receiver is not enabled at this time because the sec 
has not been initialized. 

WR5 selects 8 bits per character and does not 
enable the transmitter. The 8 bits per character al­
lows 8 bits to be sent, as data, with the least signi­
ficant bit first. The transmitter is not enabled at this 
time because the sec has not been initialized. 

WR9 selects that there are no interrupts enabled. 
This inhibits the SCC from requesting an interrupt 
from the CPU. 

WR10 selects NRZ encoding. This NRZ coding is 
used on the transmitter as well as the receiver. 

WR11 selects the RTxC pin to TTL clock; the baud­
rate generator is the transmit and receive clocks 
source, and the TRxC pin as a baud-rate generator 
output. 

WR12 & WR13 and select the baud-rate generator's 

Z8530 

2.4576 MHZ 

osc 

time constant. The WR13 time constant is determi­
ned by the equation : 

Time Constant 
Clock Frequency 

-2 
2 x Baud Rate x clock mode 

In this example, the clock frequency is 2.4576MHz, 
the baud rate is 9600, and the clock mode is 16, the 
time constant is, therefore, 6 ; expressed as a 16-
bit, hexadecimal number, it is 0006H. The time 
constant LOW (WR12) is, therefore, 06H and the 
time constant HIGH (WR13) is OOH. The baud rate 
for this example can be varied, as long as the data 
rate is less than 1/4 of the PCLK rate. 
Table 20 shows the time constants for other com­
mon baud rates. 

Table 20 :Time Constants for Common Baud 
Rates. 

Baud Rate Divider 

Decimal Hex 

38400 0 OOOOH 
19200 2 0002H 

9600 6 0006H 
4800 14 OOOEH 
2400 30 001EH 
1200 62 003EH 

600 126 OO?EH 
300 254 OOFEH 
150 510 01FEH 

For 2.4576 MHz Clock, X 16 Mode 
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POLLED ASYNCHRONOUS MODE (cont'd) 

WR14 selects the baud-rate generator as the RTxC 
pin, baud-rate generator disabled, and internal loop­
back. The baud-rate generator uses the RTxC pin 
as the clock source and is not enabled at this time 
because the sec initialization is not complete. 

SCC Operating Mode Enables 

WR14 enables the baud-rate generator. Bit 0 (LSB) 
is changed to a 1 to enable the baud-rate generator; 
all other bits must maintain the value selected du­
ring initialization. 

WR3 enables the receiver. Bit 0 (LSB) is changed 
to a 1 to enable the receiver, all other bits must main­
tain the value selected during initialization. 

WR5 enables the transmitter. Bit 3 is changed to a 
1 to enable the transmitter, all other bits must main­
tain the value selected during initialization. 

Transmit and Receive Routines 

After initialization, and after all enables have been 
selected, the sec is ready for communication. 

The transmitter buffer and the receive FIFO are 
empty. The example shown below is coded to trans­
mit and receive characters. 

Figure 71. 

SYSTEM 
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DATA 

CONTROL 

XTAL 
osc 

Figure 70 :Transmit and Receive Routine. 

; Transmit a character 

TXCHAR: INPUT RRO 
Test Bit 2 

JZ TXCHAR 

OUTPUT CHAR 

RET 

; Receive a character 
RXCHAR : INPUT RRO 

TEST BITO 

JZ RXCHAR 

INPUT CHAR 

RET 

INTERRUPT 
CONTROLLER 

2AS76 MHz 
osc 

;Read RRO 
;Test transmit 
buffer empty 
;Loop if not 
empty 
;Output chara 
cter to data port 
Return 

;Read RRO 
;Test Receive 
buffer 
;Loop if not 
full 
;Input charac 
ter from data 
port 
; Return 
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INTERRUPT WITHOUT INTACK ASYNCHRONOUS MODE 
This section describes the use of the SCC for inter­
rupt-driven Asynchronous Mode. As with the exam­
ple in the previous chapter, the sec is set with 
8 bits per character, 2 stop bits, at 9600 baud rate. 
An externai2.4576MHz, crystal oscillator is used for 
baud-rate generation. Interrupt acknowledge is not 
generated because of the extra hardware required 
to produce this signal. In this chapter, the SCC is al­
so programmed for localloopback so that no exter­
nal loop between the transmit and the receive data 
lines is needed for on-board diagnostics. This fea­
ture allows the user to test-program the part without 
additional hardware to simiulate an actual transmit 
and receive environment. 

SCC Interface 

Figure 71 shows the SCC to CPU interface required 
for this application. The 8-bit data bus and control 
lines all come from the user's CPU. For the 8530, 
the control lines are RD, WR, NB, Die and CE. The 
INT signal goes to an interrupt controller which must 
produce the interrupt vector to the CPU. The PCLK 
comes from the system clock, or an external crystal 
oscillator, up to the maximum rate of the sec (ex. 
6MHz for the Z8530A). The lEI and the INTACK pins 
should be pulled up. The baud-rate generator clock 
is connected to the RTxC pin. 

SCC Initialization 

The initialization of the SCC for interrupt-driven 
asynchronous communication is divided into three 
parts. Part one programs the operating modes of the 
SCC, part two and three enable them. Care must be 
taken when writing the code to meet the SCC's Cy­
cle and Reset Recovery times. The Cycle Recove­
ry time applies to the period between any Read or 
Write cycles to the SCC, and is 6PCLK cycles. The 
Reset Recovery time applies to a hardware reset 
caused either by hardware or software : this reco­
very time extends the Cycle Recovery time to 
11 PCLK cycles. More details about these recovery 
times can be found in the section Interfacing the 
sec. 

Table 21. 

Register Value Comments 

WR9 COH Force Hardware Reset 
WR4 4CH x16 Clock, 2 Stop Bits, no Parity 
WR2 OOH Interrupt Vector OOWR3 

COH Rx8 Bits, Rx Disabled 
WR5 60H Tx8 Bits, DTR, RTS, Tx off 
WR9 DOH Int. Disabled WR10 

DOH NRZ 
WR11 56H Tx & Rx = BRG out, TRxC = BRG ou 
WR12 06H Time Constant = 6 
WR13 OOH Time Constant High = 0 
WR14 10H BRG in = RTxC, BRG off, Loopback 

Enables 

WR14 11H BRG Enable 
WR3 C1H Rx Enable 
WR5 68H Tx Enable 

Enable Interrupts 

WR1 12H Rx lnt on All Char and Tx lnt Enables 
WR9 08H MIE 

SCC Operating Modes Programming 

WR9 resets the sec to a known state by writing a 
CO hex. This command, Force Hardware Reset, is 
identical to a hardware reset. 

WR4 selects asynchronous mode, x16 mode, 2 stop 
bits and no parity. The x16 mode means that the 
clock rate is 16 times the data rate. 

WR2 is the interrupt vector of the SCC. Even though 
a vector is not placed on the bus in this mode the 
vector including status in read from RR2. By writing 
OOH to this register the status read will be the only 
bits set in RR2. 

WR3 selects 8 bits per character and does not en­
able the receiver. The 8 bits per character allows 8 
bits to be assembled from the data stream. The re­
ceiver is not enabled at this time because the sec 
is not completely initialized. 

WR5 selects 8 bits per character and does not 

~ SGS·THOI'JlSOl'J 
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Z8530 

INTERRUPT WITHOUT INTACK ASYNCHRONOUS MODE (cont'd) 
enable the transmitter. The 8 bits per character al­
lows 8 bits to be sent as data with the least signifi­
cant bit first. The transmitter is not enabled at this 
time because the sec is not completely initialized. 
WR9 selects that there are no interrupts enabled. 
This will inhibit the SCC from requesting an interrupt 
from the CPU. 

WR10 selects NRZ encoding. This selects NRZ co­
ding is to be used on the transmitter and the recei­
ver. 
WR11 selects the RTxC pin to TIL clock, the trans­
mit and receive clocks source as the baud-rate ge­
nerator and the TRxC pin as a baud-rate generator 
output. 

WR12 & WR13 select the baud-rate generators time 
constant. The time constant is determined by the 
equation: 

Clock Frequency 
Time Constant = - 2 

2 x Baud Rate x clock mode 
In this example, the clock frequency is 2.4576MHz, 
the baud rate is 9600, and the clock mode is 16 ; the 
time constant is 6. Converting this time constant to 
a 16-bit hexadecimal number, it becomes 0006H. 
The time constant LOW (WR12) is 06H and the time 
constant HIGH (WR13) is DOH. The baud rate for 
this example can be varied for as long as the data 
rate is less than 1/4 of the PCLK rate. Table 22 gives 
the time constants for other common baud rates. 

Table 22 : Time Constants for Common 
Baud Rates. 

Baud Rate Divider 
Decimal Hex 

38400 0 OOOOH 
19200 2 0002H 

9600 6 0006H 
4800 14 OOOEH 
2400 30 001EH 
1200 62 003EH 

600 126 007EH 
300 254 OOFEH 
150 510 01FEH 

For 2.4576 MHz Clock, X 16 Mode 

WR14 selects the baud rate source as the RTxC pin, 
baud rate generator disabled, and internal loop­
back. The baud-rate generator will use the RTxC pin 
as the clock source for the baud-rate generator. The 
baud-rate generator is not enabled at this time be­
cause the sec initialization is not complete. 
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SCC Operating Mode Enables 

WR14 enables the baud-rate generator. Bit 0 (LSB) 
is changed to a 1 to enable the baud-rate generator 
; all other bits must maintain the value selected du­
ring initialization. 

WR3 enables the receiver. Bit 0 (LSB) is changed 
to a 1 to enable the receiver ; all other bits must 
maintain the value selected during initialization. 

WR5 enables the transmitter. Bit 3 is changed to a 
1 to enable the transmitter; all other bits must main­
tain the value selected during initialization. 

SCC Operating Mode Interrupts 

WR1 enables the Tx and the Rx interrupts. The Rx 
interrupt is programmed to generate an interrupt an 
all received characters or special conditions. This 
provides an interrupt on every character received by 
the SCC. The external/status interrupts are not en­
abled in this application. 
WR9 sets the master interrupt enable (MIE) bit 3. 
Seting this bit enables the interrupts pending to ge­
nerate and interupt on the INT pin. 

Interrupt Routine 

When the SCC has been initialized and enabled, it 
is ready for communication. The transmitter buffer 
and the receive FIFO are both empty. An interrupt 
will not be generated until the software writes the 
first character to the transmit buffer. Once the first 
character is in the sec shift register, the first trans­
mit interrupt will occur. The sec will then keep set­
ting transmit and receive interrupts to the interrupt 
controller until the end of the message. At the end 
of the message, a Reset Transmitter Interrupt Pen­
ding (WRO) is issued to clear the transmit interrupt. 
After the last character is read into the SCC, the in­
terrupts will cease until another message is written 
into the transmitter. 
Once an interrupt is received and the interrupt con­
troller vectors to the interrupt routine, RR2 is read 
from channel B. The value read from RR2 is the vec­
tor, including status. This vector shows the status of 
the highest priority interrupt pending (IP) at the time 
it is read. Once the highest priority interrupt condi­
tion is cleared, RR2 will show the status of the next 
highest interrupt pending, if one is present. This al­
lows multiple interrupts to be serviced without the 
overhead of the interrupt acknowledge cycle of the 
interrupt controller. 

The following example shows how the interrupt rou­
tine should be coded. 



HARDWARE INFORMATION 

Absolute Maximum Ratings 

Parameter 

Operating Temperature Z8530 B1/D1/C1 
B6/D6/C6 

Storage Temperature 

Voltages on any Pin with Respect to GND 

Total Power Dissipation 

Oscillator Frequency Z8530 
Z8530A 
Z8530B 

Z8530 

Test Conditions Unit 

0 to+ 70 oc 
-40t0+85 oc 
-65 to+ 150 oc 
-0.3 to+ 7 v 

700 mW 

0 to 4 MHZ 
o to 6 
0 to 8 

Note: Stresses above those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. Th1s is a stress rat1ng only 
and functional operat1on of the device at these or any other conditions above those indicated in the operational sect1ons of these specifications is 
not implied. Exposure to absolute maximum rat1ng conditions for extended periods may affect device reliability. 

Test Conditions Standard conditions are as follows : 
- + 4.75 V ~Vee~+ 5.25 V 
_ GND=DV 
- 0°C~TA~+70°C 

The characteristics below apply for the following 
standard test conditions, unless otherwise noted. All 
voltages are referenced to GND. Positive current 
flows into the reference pin. All ac parameters assume a load capacitance of 

50 pf max. 

Figure 73 : Standard Test Load. 

... 

DC Characteristics 

Symbol Parameter 

V1H Input High Voltage 

V1L Input Low Voltage 

VoH Output High Voltage 

VoL Output Low Voltage 

I1L Input Leakage 

loL Output Leakage 

Icc Vee Supply Current 

Figure 74 : Open-Drain Test Load . 

FROM OUTPUT 
UNDER TEST 

Test Conditions 

loH =- 250 j.tA 

loL =+ 2.0 rnA 

0.4 ~ V1N ~ + 2.4 V 

0.4 ~ Vour ~ + 2.4 V 

. .. i 22K 

r .... 

Min. Max. 

2.0 Vcc+0.3 

-0.3 0.8 

2.4 

0.4 

± 10.0 

± 10.0 

250 

Vee= 5 V ± 5% unless otherwise specified, over specified temperature range. 

Unit 

v 
v 
v 
v 

j.tA 

j.tA 

rnA 
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HARDWARE INFORMATION (cont'd) 

Capacitance 

Symbol Parameter 

c,N Input Capacitance 

CouT Output Capacitance 

c,,o Bidirectional Capacitance 

f = 1 MHz, over specified temperature range. 
Unmeasured pins returned to ground 

AC Timing Characteristics 

Figure 75 : Read and Write Timing. 

Test Conditions Min. Max. 
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HARDWARE INFORMATION (cont'd) 

Table 23 : AC Timing Characteristics. 

No Symbol Parameter 

1 TwPC1 PCLK Low Width 

2 TwPCh PCLK High Width 

3 TfPC PCLK Fall Time 

4 TrPC PCLK Rise Time 

5 TcPC PCLK Cycle Time 

6 TsA(WR) Address to WR -1- Setup Time 

7 ThA{WR) Address to WR i Hold Time 

8 TsA(RD) Address to RD ,J, Setup Time 

9 ThA(RD) Address to RD i Hold Time 

10 TsiA(PC) INTACK to PCLK i Setup Time 

11 TsiAi(WR) INTACK to WR .j, Setup Time 

12 ThiA(WR) INTACK to WR i Hold Time 

13 TsiAi(RD) INTACK to RD .j, Setup Time 

14 ThiA(RD) INTACK to RD i Hold Time 

15 ThiA(PC) INTACK to PCLK i Hold Time 

16 TsCE1(WR) CE Low to WR ,J, Setup Time 

17 ThCE(WR) CE to WR i Hold Time 

18 TsCEh(WR) CE High to WR .j, Setup Time 

19 TsCE1(RD) CE Low to RD ,J, Setup Tim'e 

20 ThCE(RD) CE to RD i Hold Time 

21 TsCEh(RD) CE High to RD .j, Setup Time 

22 TwRD1 RD Low Width 

23 TdRD(DRA) RD ,J, to Read Data Active Delay 

24 TdRDr(DR) RD i to Read Data Not Valid 
Delay 

25 TdRDf(DR) RD ,J, to Read Data Valid Delay 

26 TdRD(DRz) RD i to Read Data Float Delay 

Z8530 

Min. Max. 
(ns) (ns) 

105 2000 

105 2000 

20 

20 

250 4000 

80 

0 

80 

0 

10 

200 

0 

200 

0 

100 

0 

0 

100 

0 

0 

100 

240 

0 

0 

250 

70 

Notes : 1 Parameter does not apply to Interrupt Acknowledge transactions. 

Z8530 

Z8530A Z8530B 

Min. Max. Min. Max. Notes* 

(ns) (ns) (ns) (ns) 

70 1000 50 1000 

70 1000 50 1000 

10 10 

15 10 

165 2000 125 2000 

80 70 

0 0 

80 70 

0 0 

10 10 

160 145 1 

0 0 

160 145 1 

0 0 

100 85 

0 0 

0 0 

70 60 

0 0 1 

0 0 1 

70 60 1 

200 150 1 

0 0 

0 0 

180 140 

45 40 2 

2 Float delay is defined as the time required for a± 0.5 V change in the output with a maximum de load and minimum ac load 
• Timings are preliminary and subject to change 
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Z8530 

HARDWARE INFORMATION (cont'd) 

Figure 76 : Interrupt Acknowledge Timing. 

Figure 77 : Reset Timing. 

Figure 78 : Cycle Timing. 
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HARDWARE INFORMATION (cont'd) 

Table 24 : AC Timing Characteristics. 

No Symbol Parameter 

27 TdA(DR) Address Required Valid to 
Read Data Valid Delay 

28 TwWR1 WR Low Width 

29 TsDW(WR) Write Data to WR l Setup Time 

30 ThDW(WR) Write Data WR I Hold Time 

31 TdWR(W) WR l to Wait Valid Delay 

32 TdRD(W) RD l to Wait Valid Delay 

33 TdWRf(REQ) WR l to W I REO Not Valid 
Delay 

34 TdRDf(REQ) RD l to W I REO Not Valid 
Delay 

35 TdWRr(REQ) WR I to DTR I REO Not Valid 
Delay 

36 TdRDr(REO) RD I to DTR I REO Not Val1d 
Delay 

37 TdPC(INT) PCLK l to INT Valid Delay 

38 TdiAI(RD) INTACK to RD l (Acknowledge) 
Delay 

39 TwRDA RD (Acknowledge) Width 

40 TdRDA(DR) RD l (Acknowledge) to Read 
Data Valid Delay 

41 TsiEI(RDA) lEI to RD l (Acknowledge) 
Setup Time 

42 ThiEI(RDA) lEI to RD I (Acknowledge) Hold 
Time 

43 TdiEI(IEO) lEI to lEO Delay Time 

44 TdPC(IEO) PCLK I to lEO Delay 

45 TdRDA(INT) RD l to INT Inactive Delay 

46 TdRD(WRQ) RD t WR l Delay for No Reset 

47 TdWRQ(RD) WR t to RD l Delay for No 
Reset 

48 TwRES WR and RD Comc1dent Low for 
Reset 

49 Trc Valid Access Recovery Time 

Z8530 

Min. Max. 
(ns) (ns) 

300 

240 

10 

0 

240 

240 

240 

240 

4TcPC 

4TcPC 

500 

250 

250 

250 

120 

0 

120 

250 

500 

30 

30 

250 

4TcPC 

Notes : 3 Parameter applieS only between transactions Involving the sec 
4. Open-dram output, measured w1th open-dram test load 

Z8530 

Z8530A Z85308 

Min. Max. Min. Max. Notes* 

(ns) (ns) (ns) (ns) 

280 220 

200 150 

10 10 

0 0 

200 170 4 

200 170 4 

200 170 

200 170 

4TcPC 4TcPC 

4TcPC 4TcPC 

500 500 4 

200 150 5 

200 150 

180 140 

100 95 

0 0 

100 95 

250 200 

500 450 4 

15 15 

30 20 

200 150 

4TcPC 4TcPC 3 

5. Parameter IS system dependent For any SCC 1n the da1sy chain, TdiAI(RD) must be greater than the num of TdPC(IEO) for the 
highest pnonty deVICe In the daisy cham, TsiEI(RDA) for the sec, and TdiEif(IEO) for each deVICe separating them In the daiSY 
cham. 

• T1m1ngs are prel1mmary and subject to change 

~ SliS· THOMSON A""! I lliilll©~@~~~©liliil@lllll©ili 
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Z8530 

HARDWARE INFORMATION (cont'd) 

Figure 79 : General Timing. 
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Z8530 

HARDWARE INFORMATION (cont'd) 

Table 25 :General Timing Characteristics (cont'd). 

Z8530 Z8530A Z8530B 
No Symbol Parameter Min. Max. Min. Max. Min. Max. Notes* 

(ns) (ns) (ns) (ns) (ns) (ns) 

1 TdPC(REQ) PCLK J, to WI REQ Valid Delay 250 250 250 

2 TdPC(W) PCLK J, to Wait Inactive Delay 350 350 350 

3 TsRXC(PC) RxC i to PCLK i Setup Time 80 TwPCL 70 TwPCL 60 TwPCL 1.4 
(PCLK + 4 case only) 

4 TsRXD(RXCr) RxD to RxC i Setup Time 0 0 0 1 
(X1 Mode) 

5 ThRXD(RXCr) RxD to RxC i Hold Time 150 150 150 1 
(X1 Mode) 

6 TsRXD(RXCf) RxD to RxC J, Setup Time 0 0 0 1.5 
(X1 Mode) 

7 ThRXD(RXCf) RxD to RxC J, Hold Time 150 150 150 1.5 
(X1 Mode) 

8 TsSY(RXC) SYNC to RxC i Setup Time -200 -200 -200 1 

9 ThSY(RXC) SYNC to RxC 1 Hold T1me 3TcPC 3TcPC 3TcPC 1 
+ 400 + 320 + 250 

10 TsTXC(PC) TxC J, to PCLK i Setup Time 0 0 0 2.4 

11 TdTXCf(TXD) TxC J, to TxD Delay (X1 Mode) 300 230 200 2 

12 TdTXCr(TXD) TxC i to TxD Delay (X1 Mode) 300 230 200 2.5 

13 TdTXD(TRX) TxD to TRxC Delay 200 200 200 
(Send Clock Echo) 

14 TwRTXh RTxC H1gh Width 180 180 150 6 

15 TwRTX1 RTxC Low Width 180 180 150 6 

16 TcRTX RTxC Cycle Time 1000 640 500 6.7 

17 TcRTXX Crystal Oscillator Penod 250 1000 165 1000 125 1000 3 

18 TwTRXh TRxC High Width 180 180 150 6 

19 TwTRX1 TRxC Low W1dth 180 180 150 6 

20 TcTRX TRxC Cycle Time 1000 640 500 6.7 

21 TwEXT DCD or CTS Pulse W1dth 200 200 200 

22 TwSY SYNC Pulse Width 200 200 200 

Notes : 1 RxC IS RTxC or TRxC. whichever IS supply1ng the rece1ve clock 
2 TxC IS TRxC or RTxC, whichever IS supplying the transmit clock 
3 Both RTxC and SYNC have 30 pF capac1tors to ground connected to them _ 
4 Paramet~plies only 1f the data rate 1s one· fourth the PCLK rate In all other cases, no phase relat10nsh1p between RxC and 

PCLK or TxC and PCLK IS required. 
5 Parameter applies only to FM encod1ngldecod1ng 
6 Parameter applies only for transmitter and rece1ver , DPLL and baud rate generator t1m1ng requirements are 1dent1cal to ch1p 

PCLK requirements 
7 The maxrmum recerve on transmrt data rs 1/4PLCK 
• Trm~ngs are prelrmrnary and subject to change 
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Z8530 

HARDWARE INFORMATION (cont'd) 

Figure 80 : System Timing. 
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HARDWARE INFORMATION (cont'd) 

Table 26 :System Timing Characteristics (cont'd). 

Z8530 
N" Symbol Parameter 

Min. 

1 TdRXC(REO) RxC t to W I REO Valid Delay 8 

2 TdRXC(W) RxC t to Wait lnact1ve Delay 8 

3 TdRXC(SY) RxC t to SYNC Valid Delay 4 

4 TdRXC(INT) RxC t to INT Valid Delay 10 

5 TdTXC(REO) TxC J. to WI REO Valid Delay 5 

6 TdTXC(W) TxC J. to Wait Inactive Delay 5 

7 TdTXC(DRO) TxC J. to DTR I REO Valid 4 
Delay 

8 TdTXC(INT) TxC J. to INT Valid Delay 6 

9 TdSY(INT) SYNC Transition to INT Valid 2 
Delay 

10 TdEXT(INT) DCD or CTS Trans1t1on to INT 2 
Valid Delay 

Notes : 1. ~n-dram output, measured w1th open-drarn test load 
2. RxC IS RTxC or TRxC, whichever IS supplying the rece1ve clock 
3 TxC IS TRxC or RTxC, whichever IS supplymg the transmit clock 
"' Trm~ngs are prel1mmary and subJect to change 
I Un1ts equal to TcPC 

PACKAGES MECHANICAL DATA 

Figure 81: Z8530 40-Pin Dual in Line Plastic 

Max. 

12 

12 

7 

16 

8 

8 

7 

10 

6 

6 

Z8530A 

Min. Max. 

8 12 

8 12 

4 7 

10 16 

5 8 

5 8 

4 7 

6 10 

2 6 

2 6 

Dim. 
M1n 

A 

a1 

b 

b1 0 23 

b2 

c 
0 

E 1520 

e 
e3 

e4 

F 

I 

l 

K1 

K2 

Z8530 

Z8530B Notes* 
Min. Max. t 

8 12 2 

8 14 1.2 

4 7 2 

10 16 1.2 

5 8 3 

5 11 1.3 

4 7 3 

6 10 1.3 

2 6 1 

2 6 1 

mm Inches 

Typ Max M1n Typ Max 

0 63 024 

0 45 017 

0 31 009 012 

1 27 050 

52 58 2 07 

16 68 598 656 

254 100 

4826 1 90 

1410 555 

445 175 

330 129 

91193 
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Z8530 

PACKAGE MECHANICAL DATA (cont'd) 

Figure 82: 28530 40-Pin Dual in Line Ceramic Multilayer. 

K1 

I ' l I~ t '"' wmmm?mlmrr-.-,,-
I - F-~~ 

___ [ 

1~'. -~ -·- J.J. 
~----- '"-'-------" 

r------~ o___ I 
I , 

Figure 83 : 28530 44-Lead Plastic Leaded Chip Carrier. 
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Dim. 
Min 

A 

a1 

a2 

B 

b1 

b2 

c 
D 

E 

e 

e3 

F 
L 

K 

K1 

mm inches 

Typ Max Min Typ Max 

1.27 050 

1.27 050 

0.45 017 

0 25 010 

2 33 091 

51 30 2 01 

15 24 600 

2 54 100 

48.26 1.90 

15 36 604 

3 30 .129 

12 80 503 

12 80 .503 

mm Inches 
Dim. 

Min Typ Max Min Typ Max 

A 17 40 17 65 0 685 0 694 

B 16 51 16 65 0 650 0 655 

c 3 65 3 70 0 143 0 145 

c1 

D 4 20 4 57 0 165 0 179 

d1 2 59 274 0 101 0 107 

d2 0 68 0 026 

E 14 99 16 00 0 590 0 629 

e 127 0 050 

e3 12 70 0 500 

e4 1 98 0 077 

F 0 46 0 018 

F1 0 71 0 027 

G 0 101 0 004 

M 1 16 0 045 

M1 114 0 044 

01 1 57 



Z8530 

ORDERING INFORMATION 

Sales Type Frequency Supply Voltage Temp. Range Package 

Z8530B1V 4 MHz 5V±5% 0 to+ 70 oc PDIP-40 
Z8530B6V 4 MHz 5V±5% - 40 to+ 85 oc PDIP-40 
Z8530D1 N 4 MHz 5V±5% 0 to+ 70 oc CDIP-40 
Z8530D6N 4 MHz 5V±5% -40 to+ 85 oc CDIP-40 
Z6530D2N 4 MHZ 5V±5% - 55 to + 125 oc CDIP-40 
Z8530C1V 4 MHz 5V±5% 0 to+ 70 oc PLCC44 
Z8530C6V 4 MHz 5 V± 5% -40 to+ 85 oc PLCC44 
Z8530AB1V 6 MHz 5V±5% 0 to+ 70 oc PDIP-40 
Z6530AB6V 6 MHz 5V±5% -40 to+ 65 oc PDIP-40 
Z8530AD1N 6 MHz 5V±5% o to+ 70 oc CDIP-40 
Z6530AD6N 6 MHz 5V±5% -40 to+ 85 oc CDIP-40 
Z8530AD2N 6 MHz 5V±5% - 55 to + 125 oc CDIP-40 
Z8530AC1V 6 MHz 5 V± 5% 0 to+ 70 oc PLCC44 
Z8530AC6V 6 MHz 5V±5% -40 to+ 85 oc PLCC44 
Z8530BB1V 8 MHz 5V±5% 0 to+ 70 oc PDIP-40 
Z6530BB6V 8 MHz 5V±5% -40 to+ 85 oc PDIP-40 
Z8530BD1N 8 MHz 5 V± 5% 0 to+ 70 oc CDIP-40 
Z8530BD6N 8 MHz 5 V± 5% -40 to+ 85 oc CDIP-40 
Z8530BC1V 8 MHz 5V±5% 0 to+ 70 oc PLCC44 
Z8530BC6V 8 MHz 5V±5% -40 to+ 85 oc PLCC44 

Note: PDIP =PlastiC DIP, CDIP =Ceramic Multilayer DIP; PLCC =Plastic Leaded Chip Carner 
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Z8531 
ASYNCHRONOUS SERIAL COMMUNICATIONS 

CONTROLLER 

a TWO INDEPENDENT, 0 TO 1M BIT/SECOND, 
FULL-DUPLEX CHANNELS, EACH WITH A SE­
PARATE CRYSTAL OSCILLATOR AND BAUD 
RATE GENERATOR 

a PROGRAMMABLE FOR NRZ, NAZI, OR FM 
DATA ENCODING 

a LOCAL LOOPBACK AND AUTO ECHO MODES 
"ASYNCHRONOUS COMMUNICATIONS WITH 

FIVE TO EIGHT BITS PER CHARACTER AND 
ONE, ONE AND ONE-HALF, OR TWO STOP 
BITS PER CHARACTER ; PROGRAMMABLE 
CLOCK FACTOR; BREAK DETECTION AND 
GENERATION ; PARITY, OVERRUN, AND 
FRAMING ERROR DETECTION 

DESCRIPTION 

The Z8531 ASCC Asynchronous Serial Communi­
cations Controller is a dual-channel, multi-protocol 
data communications peripheral designed for use 
with conventional non-multiplexed buses. The 
ASCC functions as a serial-to-parallel, parallel-to­
serial converter/controller. The device contains a 
variety of new, sophisticated internal functions inclu­
ding on-chip baud rate generators and crystal oscil­
lators that dramatically reduce the need for external 
logic 

The ASCC also has facilities for modem controls in 
both channels. In applications where these controls 
are not needed, the modem controls can be used 
for general-purpose 1/0. 

The Z-BUS daisy-chain interrupt hierarchy is also 
supported-as is standart for Zilog peripheral com­
ponents. 

February 1989 

PDIP40 CDIP40 

PLCC44 

(Ordenng InformatiOn at the end of the datasheet) 

Figure 1 : Pin Functions. 

t 
+IY QND PC1.1C 
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Z8531 

Figure 2a : DIP Pin Connections. 
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Figure 2b : Chip Carrier Pin Connections. 

SYNCA 12 

TA.tCA 15 

TxDA lB 

NC 17 

Z8531 
ASCC 

18 19 20 21 22 Z3 24 25 26 27 2!l 

PIN DESCRIPTION 

311 CE 
~7 o:C 

J6 NC 

The following section describes the pin functions of 
the ASCC. Figures 1 and 2 detail the respective pin 
functions and pin assignments. 

A/B. Channel A/Channel B Select (input). This si­
gnal selects the channel in which the read or write 
operation occurs. 

CE. Chip Enable (input, active Low). This signal-se­
lects the ASCC for a read or write operation. 
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CTSA, CTSB. Clear To Send (inputs, active Low). 
If these pins are programmed as Auto Enables, a 
Low on the inputs enables the respective transmit­
ters. 

If not programmed as Auto Enables, they may be 
used as general-purpose inputs. Both inputs are 
Schmitt-trigger buffered to accommodate slow rise­
time inputs. The ASCC detects pulses on these in­
puts and can interrupt the CPU on both logic level 
transitions. 

DiC. Data/Control Select (input). This signal de­
fines the type of information transferred to or from 
the ASCC. A High means data is transferred; a Low 
indicates a command. 

DCDA, DCDB. Data Carrier Detect (inputs, active 
Low). These pins function as receiver enables if they 
are programmed for Auto Enables ; otherwise they 
may be used as general-purpose input pins. Both 
pins are Schmitt-trigger buffered to accomodate 
slow rise-time signals. The ASCC detects pulses on 
these pins and can interrupt the CPU on both logic 
level transitions. 

Do-D?. Data Bus(bidirectional, 3-state). These lines 
carry data and commands to and from the ASCC. 

DTR/REQA, DTR/REQB. Data Terminal Rea­
dy/Request (outputs, active Low). These outputs 
follow the state programmed into the DTR bit.They 
can also be used as general-purpose outputs or as 
Request lines for a DMA controller. 

lEI. Interrupt Enable In (input, active High). lEI is 
used with lEO to form an interrupt daisy chain when 
there is more than one interrupt-driven device. A 
High lEI indicates that no other higher priority device 
has an interrupt under service or is requesting an in­
terrupt. 

lEO. Interrupt Enable Out (output, active High). lEO 
is High only if lEI is High and the CPU is not servi­
cing an ASCC interrupt or the ASCC is not reques­
ting an interrupt (Interrupt Acknowledge cycle only). 
lEO is connected to the next lower priority device's 
lEI input and thus inhibits interrupts from lower prio­
rity devices. 

INT. Interrupt Request (output, open-drain, active 
Low). This signal is activated when the ASCC re­
quests an interrupt. 

INTACK. Interrupt Acknowledge (input, active Low). 
This signal indicates an active Interrupt Acknow­
ledge cycle. During this C)lcle, the ASCC interrupt 
daisy chain settles. When RD becomes active, the 
ASCC places an interrupt vector on the data bus (if 
lEI is High). 

INTACK is latched by the rising edge of PCLK. 



PIN DESCRIPTION (continued) 

PCLK. Clock (input). This is the master ASCC clock 
used to synchronize internal signals ; PCLK is a TIL 
level signal. 

RD. Read (input, active Low). This signal indicates 
a read operation and when the ASCC is selected, 
enables the ASCC's bus drivers. During the Inter­
rupt Acknowledge cycle, this signal gates the inter­
rupt vector onto the bus if the ASCC is the highest 
priority device requesting an interrupt. 

RxDA, RxDB. Receive Data (inputs, active High). 
These input signals receive serial data at standard 
TIL levels. 

RIA, RIB. Ring lndicator(inputs, active Low).These 
pins can act either as inputs, or part of the crystal 
oscillator circuit. In normal mode (crystal oscillator 
option not selected), these pins are inputs similar to 
CTS and DCD. In this mode, transitions on these 
lines affect the state of the Ring Indicator status bits 
in Read RegisterO (Figure 8) but have no other func­
tion. 

RTxCA, RTxCB. Receive/Transmit Clocks (inputs, 
active Low). These pins can be programmed in se­
veral different modes of operation. In each channel, 
RTxC may supply the receive clock, the transmit 
clock, the clock for the baud rate generator, or the 
clock for the Digital Phase-Locked Loop. These pins 
can also be programmed for use with the respective 
Rl pins as a crystal oscillator. The receive clock may 
be 1, 16, 32, or 64 times the data rate in Asynchro­
nous modes. 

RTSA, RTSB. Request To Send (outputs, active 
Low). When the Request To Send (RTS) bit in Write 
Register 5 (Figure 9) is set, the RTS signal goes 
Low. When the RTS bit is reset in the Asynchronous 
mode and Auto Enable is on, the signal goes High 
after the transmitter is empty. With Auto Enable off, 
the RTS pin strictly follows the state of the RTS bit. 
Both pins can be used as general-purpose outputs. 

TxDA, TxDB. Transmit Data (outputs, active High). 
These output signals transmit serial data at stan­
dard TTL levels. 

TRxCA, TRxCB. Transmit/Receive Clocks (inputs 
or outputs, active Low). These pins can be program­
med in several different modes of operation. TRxC 
may supply the receive clock or the transmit clock 
in the input mode or supply the output of the Digital 
Phase-Locked Loop, the crystal oscillator, the baud 
rate generator, or the transmit clock in the output 
mode. 
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WR. Write (input, active Low). When the ASCC is 
selected, this sig_Q_al indicates a write operation. The 
coincidence of RD and WR is interpreted as a reset. 

W/REQA, W/REQB. Wait/Request (outputs, open­
drain when programmed for a Wait function, driven 
High or Low when programmed for a Request func­
tion). These dual-purpose outputs may be program­
med as Request lines for a DMA controller or as Wait 
lines to synchronize the CPU to the ASCC data rate. 
The reset state is Wait. 

FUNCTIONAL DESCRIPTION 
The functional capabilities of the ASCC can be des­
cribed from two different points of view : as a data 
communications device, it transmits and receives 
data in a wide variety of data communications pro­
tocols ; as a microprocessor peripheral, the ASCC 
offers valuable features such as vectored interrupts, 
polling, and simple handshake capability. 

Data Communications Capabilities. The ASCC 
provides two independent full-duplex channels pro­
grammable for use in any common Asynchronous 
data communication protocol. Figure 3 and the fol­
lowing description briefly detail this protocol. 

Asynchronous Modes. Transmission and reception 
can be accomplished independently on each chan­
nel with five to eight bits per character, plus optional 
even or odd parity. The transmitters can supply one, 
one-and-a-half, or two stop bits per character and 
can provide a break output at any time. The recei­
ver break-detection logic interrupts the CPU both at 
the start and at the end of a received break. Recep­
tion is protected from spikes by a transient spike-re­
jection mechanism that checks the signal one-half 
a bit time after a Low level is detected on the receive 
data input (RxDA or RxDB in Figure 1 ). If the Low 
does not persist (as in the case of a tran-sient), the 
character assembly process does not start. 

Framing errors and overrun errors are detected and 
buffered together with the partial character on which 
they occur. Vectored interrupts allow fast servicing 
of error conditions using dedicated routines. Fur­
thermore, a built-in checking process avoids the in­
terpretation of a framing error as a new start bit : a 
framing error results in the addition of one-half a bit 
time to the point at which the search for the next start 
bit begins. 

The ASCC does not require symmetric transmit and 
receive clock signals-a feature allowing use of the 
wide variety of clock sources. The transmitter and 
receiver can handle data at a rate of 1/16, 1/32, or 
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FUNCTIONAL DESCRIPTION (continued) 

1/64 of the clock rate supplied to the receive and 
transmit clock inputs. 

Baud Rate Generator. Each channel in the ASCC 
contains a programmable baud rate generator. 
Each generator consists of two 8-bit time constant 
registers that form a 16-bit time constant, a 16-bit 
down counter, and a flip-flop on the output produ­
cing a square wave. On startup, the flip-flop on the 
output is set in the High state, the value in the time 
constant register is loaded into the counter, and the 
counter starts counting down. The output of the 
baud rate generator toggles upon reaching 0, the 
value in the time constant register is loaded into the 
counter, and the process is repeated. The time 
constant may be changed at any time, but the new 
value does not take effect until the next load of the 
counter. 

The output of the baud rate generator may be used 
as either the transmit clock, the receive clock, or 
both. It can also drive the Digital Phase-Locked 
Loop (see next section). 

If the receive clock or transmit clock is not program­
med to come from the TRxC pin, the output of the 
baud rate generator may be echoed out via the 
TRxC pin. 

The following formula relates the time constant to 
the baud rate (the baud rate is in bits/second and 
the BR clock period is in seconds) : 

time constant = PCLK _ 2 
2 (clock factor) (baud) 

Digital Phase-Locked Loop. The ASCC contains 
a Digital Phase-Locked-Loop (DPLL) to recover 
clock information from a data stream with NRZI or 
FM encoding. The DPLL is driven by a clock that is 
nominally 32 (NRZI) or 16 (FM) times the data rate. 
The DPLL uses this clock, along with the data 
stream, to construct a clock for the data. This clock 
may then be used as the ASCC receive clock, the 
transmit clock, or both. 

Figure 3 : ASCC Protocol. 

PAJUTY 

For NRZI encoding, the DPLL counts the 32x clock 
to create nominal bit times. As the 32x clock is coun­
ted, the DPLL is searching the incoming data stream 
for edges (either 1 to 0 or 0 to 1 ). Whenever an edge 
is detected, the DPLL makes a count adjustment 
(during the next counting cycle), producing a termi­
nal count closer to the center of the bit cell. 

For FM encoding, the DPLL still counts from 0 to 31, 
but with a cycle corresponding to two bit times. 
When the DPLL is locked, the clock edges in the da­
ta stream should occur between counts 15 and 16 
and between counts 31 and 0. The DPLL looks for 
edges only during a time centered on the 15 to 16 
counting transition. 

The 32x clock for the DPLL can be programmed to 
come from either the RTxC input of the output of the 
baud rate generator. The DPLL output may be pro­
grammed to be echoed out of the ASCC via the 
TRxC pin (if this pin is not being used as an input). 

Data Encoding. The ASCC may be programmed 
to encode ahd decode the serial data in four diffe­
rent ways (Figure 4). In NRZ encoding, a 1 is repre­
sented by a High level and a 0 is represented by a 
Low level. In NRZI encodint, a 1 is represented by 
no change in level and a 0 is represented by a 
change in level. In FM1 (more properly, bi-phase 
mark), a transition occurs at the beginning of every 
bit cell. A 1 is represented by an additional transition 
at the center of the bit cell and a 0 is represented by 
no additional transition at the center of the bit cell. 
In FMO (bi-phase space), a transi-tion occurs at the 
beginning of every bit cell. A 0 is represented by an 
additional transition at the center of the bit cell, and 
a 1 is represented by no additional transition at the 
center of the bit cell. In addition to these four me­
thods, the ASCC can be used to decode Manches­
ter (bi-phase level) data by using the DPLL in the 
FM mode and programming the receiver for NRZ 
data. Manchester encoding always produces a 
transition at the center of the bit cell. If the transition 
is 0 to 1, the bit is a 0. If the transition is 1 to 0, the 
bit is a 1. 
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FUNCTIONAL DESCRIPTION (continued) 

Auto Echo and Local Loopback. The ASCC is ca­
pable of automatically echoing everything it re­
ceives. In Auto Echo mode, RxD is connected to 
TxD internally. Auto Echo mode can be used with 
NRZI or FM encoding with no additional delay, be­
cause the data stream is not decoded before re­
transmission. In Auto Echo mode, the CTS input is 
ignored as a transmitter enable (although transi­
tions on this input can still cause interrupts if pro­
grammed to do so). In this mode, the transmitter is 
actually bypassed and the programmer is responsi­
~for disabling transmitter interrupts and 
WAIT/REQUEST on transmit. 

The ASCC is also capable of localloopback. In this 
mode TxD is connected to RxD internally, just as in 
Auto Echo mode. However, in Local Loopback 
mode, the internal transmit data is tied to the inter­
nal receive data and RxD __i§jgnored (except to be 
echoed out via TxD). The CTS and DCD inputs are 
also ignored as transmit and receive enables. Ho­
wever, transitions on these inputs can still cause in­
terrupts. Local Loopback works with NRZ, NRZI or 
FM coding of the data stream. 

1/0 Interface Capabilities. ASCC offers the choice 
of Polling, Interrupt (vectored or non vectored), and 
Block Transfer modes to transfer data, status, and 
control information to and from the CPU. The Block 
Transfer mode can be implemented under CPU or 
DMA control. 

Polling. All interrupts are disabled. Three status re­
gisters in the ASCC are automatically updated 

Figure 4 : Data Encoding Methods. 
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whenever any function is performed. The idea be­
hing polling is for the CPU to periodically read a sta­
tus register until the register contents indicate the 
need for data to be transferred. Only one register 
needs to be read ; depending on its contents, the 
CPU either writes data, reads data, or continues. 

Two bits in the register indicate the need for data 
transfer. An alternative is a poll of the Interrupt Pen­
ding register to determine the source of an interrupt. 
The status for both channels resides in one regis­
ter. 

Interrupts. When an ASCC responds to an Inter­
rupt Acknowledge signal (INTACK) from the CPU 
an interrupt vector may be placed on the data bus. 
This vector is written in WR2 and may be read in 
RR2A or RR2B (Figures 8 and 9). 

To speed interrupt response time, the ASCC can 
modify three bits in this vector to indicate status. If 
the vector is read in Channel A, status is never in­
cluded ; if it is read in Channel B, status is always 
included. 

Each of the six sources of interrupts in the ASCC 
(Transmit, Receive, and External/ Status interrupts 
in both channels) has three bits associated with the 
interrupt source : Interrupt Pending (IP), Interrupt 
Under Service (IUS), and Interrupt Enable (IE). Ope­
ration of the IE bit is straightforward. If the IE bit is 
set for a given interrupt source, then that source can 
request interrupts. The exception is when the MIE 
(Master Interrupt Enable) bit in WR9 is reset and no 
interrupts may be requested. The IE bits are write 
only. 
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FUNCTIONAL DESCRIPTION (continued) 

The other two bits are related to the interrupt priori­
ty chain (Figure 5). As a microprocessor peripheral, 
the ASCC may request an interrupt only when no 
higher priority device is requesting one, e.g., when 
lEI is High. If the device in question requests an in­
terru~s down INT. The CPU then res-ponds 
with INTACK, and the interrupting device places the 
vector on the data bus. 

In the ASCC, the IP bit signals a need for interrupt 
servicing.J"Lhen an IP bit is 1 and the lEI input is 
High, the INT output is pulled Low, requesting an in­
terrupt. In the ASCC, if the IE bit is not set by ena­
bling interrupts, then the IP for that source can ne­
ver be set. The IP bits are readable in RR3A. 

The IUS bits signal that an interrupt request is being 
serviced. If an IUS is set, all interrupt sources of lo­
wer priority in the ASCC and external to the ASCC 
are prevented from requesting interrupts. The inter­
nal interrupt sources are inhibited by the state of the 
internal daisy chain, while lower priority devices are 
inhibited by the lEO output of the ASCC being pul­
led Low and propagated to subsequent peripherals. 
An IUS bit is set during an Interrupt Acknowledge 
cycle if there are no higher priority devices reques­
ting interrupts. 

There are three types of interrupts : 

Transmit, Receive, and External/Status. Each inter­
rupt type is enabled under program control with 
Channel A having higher priority than Channel B, 
and with Receiver, Transmit, and External/Status in­
terrupts prioritized in that order within each channel. 
When the Transmit interrupt is enabled, the CPU is 
interrupted when the transmit buffer becomes emp­
ty. (This implies that the transmitter must have had 
a data character written into it so that it can become 
empty.) When enabled, the receiver can interrupt 
the CPU in one ot three ways : 

Figure 5 : Interrupt Schedule. 

PIZRII>HIUU.L 

IEJ Or-07 iHJ IHTACX lEO 

6/22 

548 

• Interrupt on First Receive Character or Special 
Receive Condition. 

• Interrupt on All Receive Characters or Special 
Receive Condition. 

• Interrupt on Special Receive Condition Only. 

Interrupt on First Character or Special Condition 
and Interrupt on Special Condition Only are typical­
ly used with the Block Transfer mode. A Special Re­
ceive Condition is a receiver overrun, and, optional­
ly, a parity error. The Special Receive Condition in­
terrupt is different from an ordinary receive charac­
ter available interrupt only in the status placed in the 
vector during the Interrupt Acknowledge cycle. In In­
terrupt on First Receive Character, an interrupt can 
occur from Special Receive Conditions any time af­
ter the first receive character interrupt. 

The main function of the External/Status interrupt is 
to monitor the signal transitions of the CTS, DCD 
and Rl pins ; however, an External/Status interrupt 
is also caused by a Transmit Underrun condition, or 
a zero count in the baud rate generator, or by the 
detection of a Break. 

CPU/ DMA Block Transfer. The ASCC provides a 
Block Transfer mode to accommodate CPU block 
transfer functions and DMA controllers. The Block 
Transfer mode uses the WAIT/ REQUEST output in 
conjunction with the Wait/Request bits in WR1. The 
WAIT/ REQUEST output can be defined under soft­
ware control as a WAIT line in the CPU Block Trans­
fer mode or as a REQUEST line in the DMA Block 
Transfer mode. 

To a DMA controller, the ASCC REQUEST output 
indicates that the ASCC is ready to tranfer data to 
or from memory. To the CPU, the WAIT line indi­
cates that the ASCC is not ready to transfer data, 
thereby requesting that the CPU extend the 1/0 cy­
cle. The DTR/ REQUEST line allows full-duplex 
operation under DMA control. 

PERIPHI!RAL 



ARCHITECTURE 
The ASCC internal structure includes two full-duplex 
channels, two baud rate generators, internal control 
and interrupt logic, and a bus interface to a nonmul­
tiplexed bus. Associated with each channel are a 
number of read and write registers for mode control 
and status information, as well as logic necessary 
to interface to modems of other external devices (Fi­
gure 6). 

The logic for both channels provides formats, syn­
chronization, and validation for data transferred to 
and from the channel interface. The modem control 
inputs are monitored by the control logic under pro­
gram control. All of the modem control signals are 
general-purpose in nature and can optionally be 
used for functions other than modem control. 

The register set for each channel includes ten 
control (write) registers, and four status (read) regis­
ters. In addition, each baud rate generator has two 
(read/write) registers for holding the time constant 
that determines the baud rate. Finally, associated 
with the interrupt logic is a write register for the in­
terrupt vector accessible through either channel, a 
write only Master Interrupt Control register and three 
read registers : one containing the vector with sta-

Figure 6 : Block Diagram of ASCC Architecture. 
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tus information (Channel B only), one containing the 
vector without status (Channel A only), and one 
containing the Interrupt Pending bits (Channel A on­
ly). 

The registers for each channel are designated as 
follows: 

WRO-WR15 - Write Registers 0-5, 8-15. 

RRO-RR3, RR10, RR12, RR13, RR15- Read Re­
gisters 0 through 3, 10, 12, 13, 15. 

Table 1 lists the functions assigned to each read or 
write register. The ASCC contains only one WR2 
and WR9, but they can be accessed by either chan­
nel. All other registers are paired (one for each chan­
nel). 

Data path. The transmit and receive data path illus­
trated in Figure 7 is identical for both channels. The 
receiver has three 8-bit buffer registers in a FIFO ar­
rangement, in addition to the 8-bit receive shift re­
gister. This scheme creates additional time for the 
CPU to service an interrupt at the beginning of a 
block of high speed data. Incoming data is routed 
through one of several paths depending on these­
lected mode (the character length also determines 
the data path). 
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ARCHITECTURE (continued) 

Figure 7 : Data Path. 
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ARCHITECTURE (continued) 

The transmitter has an 8-bit Transmit Data buffer re­
gister loaded from the internal data bus and an 11-
bit Transmit Shift register that can be loaded from 
the Transmit Data register. 

Table 1. Read and Write Register Functions. 

Read Register Functions 
RRO Transmit/Receive buffer status and Exter­

nal status 
RR1 Special Receive Condition status 
RR2 Modified interrupt vector (Chanel B only} 

Unmodified interrupt vector (Channel A 
only} 

RR3 Interrupt Pending bits (Channel A only) 
RRB Receive buffer 
RR1 0 Miscellaneous status 
RR12 Lower byte of baud rate generator time 

constant 
RR13 Upper byte of baud rate generator time 

constant 
RR15 External/Status interrupt information 

WRO 

WR1 

WR2 

WR3 
WR4 

WR5 
WR8 
WR9 

WR10 

WR11 
WR12 

WR13 

WR14 
WR15 

Write Register Functions 

CRC initialize, initialization commands for 
the various modes, Registers Pointers 
Transmit/Receive interrupt and data trans­
fer mode definition 
Interrupt vector (accessed through either 
channel) 
Receive parameters and control 
Transmit/Receive miscellaneous parame­
ters and modes 
Transmit parameters and controls 
Transmit buffer 
Master it interrupt control and reset (ac­
cessed through either channel) 
Miscellaneous transmitter/receiver control 
bits 
Clock mode control 
Lower byte of baud rate generator time 
constant 
Upper byte of baud rate generator time 
constant 
Miscellaneous control bits 
External/Status interrupt control 

Z8531 

PROGRAMMING 
The ASCC contains 11 write registers in each chan­
nel that are programmed by the system separately 
to configure the functional personality of the chan­
nels. 

In the ASCC, register addressing is direct for the da­
ta reg)£ters only, which are selected by a High on 
the D/C pin. In all other cases (with the exception of 
WRO and RRO), programming the write registers re­
quires two write operations and reading the read re­
gisters requires both a write and a read operation. 
The first write is to WRO and contains three bits that 
point to the selected register. The second write is 
the actual control word for the selected register, and 
if the second operation is read, the selected read re­
gister is accessed. All of the registers in the ASCC, 
including the data registers, may be accessed in this 
fashion. The pointer bits are automatically cleared 
after the read or write operation so that WRO (or 
RRO) is addressed again. 

The system program first issues a series of com­
mands to initialize the basic mode of operation. For 
example, the character length, clock rate, number 
of stop bits, even or odd parity might be set first. 
Then the interrupt mode would be set, and finally, 
receiver or transmitter enable. 

Read Registers. The ASCC contains eight read re­
gisters (actually nine, counting the receive buffer 
(RR8) in each channel). Four of these may be read 
ot obtain status information (RRO, RR1 , RR1 0, and 
RR15). Two registers baud rate generator time 
constant. RR2 contains either the unmodified inter­
rupt vector (Channel A) or the vector modified by 
status information (Channel B). RR3 contains the 
Interrupt Pending (IP) bits (Channel A). Figure 8 
shows the formats for each read register. 

The status bits of RRO and RR1 are carefully grou­
ped to simplify status monitoring; e.g., when the in­
terrupt vector indicated a Special Receive Condition 
interrupt, all the appropriate error bits can be read 
from a single register (RR1 ). 

Write Registers. The ASCC contains 11 write re­
gisters (12 counting WRB, the transmit buffer) in 
each channel. These write registers are program­
med separately to configure the functional "perso­
nality" of the channels. In addition, there are two re­
gisters (WR2 and WR9) shared by the two channels 
that may be accessed through either of them. WR2 
contains the interrupt vector for both channels, while 
WR9 contains the interrupt control bits. Figure 9 
shows the format of each write register. 
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PROGRAMMING (continued) 

Figure 8 : Read Register Bit Functions. 
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PROGRAMMING (continued) 

Figure 9 : Write Register Bit Functions. 
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R1 f tiiTSICHAM.CTER 

Write Register C 

Jo,.jc.Jo,jo.jo,/o,fo, I c. I 

~ 
I l P1J11TY '""""' 
L,UITY[VENI\5MI 

DO IIIOT,I'IOGI't.UI 
I S'TOP IUTICHAR.ACTER 

11'1 STOP IIT$/'CHARACT£FI 

ISTOPIITTSICHAII.ACT£ll 

X 1 ClOCK IIODE 

XUClOCJ( WODE 

:C:ZClOCitMODE 

:U..CLOCICIIOD£ 

Write Regl.ster 5 

jo,to. ltta !o,Jo.!o.J o, !O.. I 

~~= Tst ITTCICK.tR.lCTDI. 

Tsllfl'S,'CHAAACTEA 
L.... ______ ,,. 

Z8531 
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PROGRAMMING (continued) 

Figure 9 : Write Register Bit Functions (continued). 
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Write Regloter 9 

jo,jo,jo,jo,jo,lo.!•d•ol 

~~M-
Write Reglotor 10 

jo,jo,jo,jo,jo,jo,jo,jo,j 

~! 
""' .... 

1 0 ,.., (fMNanoH • 1) 

PUll (rftANimOH • .,. 

W:lto Reglotor 11 

IDr!Ct !Dt !o,ja. !Dt I a,Jo.l 

rnh=:::::.= __ 
l±tB'III2CMIT•OO'U.OimUT 

'1!12DI 

TUJCAIIT CLOCX • l'r.t"" 
TRANsurr CLOCK • ftiC PtH 

TRAXS~~rr C&.OCJC • u ODIEftATOft CMmU1' 

TltAHIIhT CLOCK • DKL otrrtvf 

Wrllo Roglotor 12 

,.,,.,, .. , . .~.,,.,,.,, .. , 

lll~}~~~ 
Wrllo Roglater 13 

lo,lo.!Dt!o,!Da!aa!o,!a.l 

lll~}~~~ 
Write lleglster 14 

jo,jo,jo,jo,jo,jo,jo,jo,j 

~ ................. .. IR GPCEMTOft IOUIIlCE 
DTR/M:QU!$T fVHC'nOH ..,....., 
LOCAL,._. 

I I 0 JCVLL COIIIIAND 

I 0 1 tKftJI SUJICH MOO£ 

0 t 0 aa£1' IIISSINQ ClOCK 

D 1 1 DtiULI!: DPU. 

t 0 0 RTIOUACE • 11\GEH!MTOR 
1 D t lET IOURCI: • R'rit 
1 1 0 10 FIIIIIOD! 
t 1 1 KI'NIIZIMODE 

Write Roglotor 15 

jo,jo,jo,jo,jo,jo,jo,jo,j 

lll~~-



TIMING 
The ASC_Qjjenerates internal control signals from 
WR and RD that are related to PCLK. Since PLCK 
has no phase relationship with WR and RD, the cir­
cuitry generating these internal control signals must 
provide time for metastable conditions to disappear. 
This gives rise to a recovery time related to PCLK. 
The recovery time applies only between bus trans­
actions involving the ASCC. The recovery time re­
quired for pr~ OReration is specified from the ri­
sing edge of WR or RD in the first transaction invol­
ving the ASCC to the falling edge of WR or RD in 
the second transaction involving the ASCC. This 
time must be at least 6 PLCK cycles plus 200 ns. 

Read Cycle Timing. Figur~ 10 illusjrates read cy­
cle timing, Addresses on AlB and D/C and the sta­
tus on INTACK must remain stable throughout the 

Figure 10 : Read Cycle Timing. 

Z8531 

cycle. If CE falls after RD falls, or rises before RD 
rises, the effective RD is shortened. 

Write Cycle Timing. Figur~ 11 illusl@tes write cy­
cle timing. Addresses on AlB and D/C and the sta­
tus on INTACK must remain stable throughout the 
cycle. If CE falls af~ WR falls or rises before WR 
rises, the effective WR is shortened. 

Interrupt Acknowledge Cycle Timing. Figure 12 
illustrates interrupt acknowledge cycle timing. Bet­
ween the time INTACK goes low and the falling edge 
of RD, the internal and external lEI/lEO daisy chains 
settle. If there is an interrupt pending the ASCC and 
lEI is High when RD falls, the acknowledge cycle 
was intended for the ASCC. In this case, the ASCC 
may be programmed to respond to RD Low by pla­
cing its interrupt vector on Do-D? and sets the ap­
propriate Interrupt-Under-Service latch internally. 

Ari. otC X ADDRESS YAUD v----_) ~---------!\__ 

Do-Dy ---------~<\, ___ ..Jx DATAVAUD )>-----

Figure 11 :Write Cycle Timing. 

AJ!i, DlC ADDRESS YALIO v---
~---------------------A--X 

tiiTACK 

a 

Wii 

Do-1>7 -------~<~----~~~T~A~V~~·--__ __j)~----
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TIMING (continued) 

Figure 12 : Interrupt Acknowledge Cycle Timing. 

tNTACK~~---------------------------' 

~~----------~-~----~<~----~Xr~~~~;~~>~------

ABSOLUTE MAXIMUM RATINGS 

Symbol Parameter Value Unit 

Vt Voltages on all Pins with Respect to GND - 0.3 to+ 7.0 v 
TA Operating Ambient Temperature 0 to+ 70 oc 

-40 to+ 85 
-55 to+ 125 

Tstg Storage Temperature - 65 to+ 150 oc 
Stresses greater than those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a 
stress rating only ; operation of the device at any condttion above those indicated in the operational sections of these speci· 
fications is not implied. Exposure to absolute maximum rating conditions for extended periods may affect device reliability. 

STANDART TEST CONDITIONS 
The DC characteristics and capacitance sections 
below apply for the following standard test condi­
tions, unless otherwise noted. All voltages are refe­
renced to GND. Positive current flows into the refe­
renced pin. 

Standard conditions are as follows : 
• + 4.75V s; Vee s; + 5.25V 
• GND=OV 
• TA as specified in Order Codes 

The Ordering Information section lists temperature 
ranges and product numbers. Package drawings 
are in the Package Information section in this book. 
Refer to the Literature List for additional documen­
tation. 

All ac parameters assume a load capacitance of 
50 pf max. 
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Figure 13 : Standart Test Load. 

Figure 14: Open-Drain Test Load. 



DC CHARACTERISTICS 

Symbol Parameter Test Conditions 

V1H Input High Voltage -
V1L Input Low Voltage -
VoH Output High Voltage loH =- 250 !-!A 

VoL Output Low Voltage loL=+2mA 

I1L Input Leakage oA ,; V1N ,; + 2.4 v 
loL Output Leakage 0.4,; VouT ,; + 2.4 V 

Icc V cc Supply Current -

Vee= 5 V ± 5% unless otherwise specified, over specified temperature range 

CAPACITANCE 

Symbol Parameter 

GIN Input Capacitance 

GouT Output Capacitance 

Guo Bidirectional Capacitance 

f : 1 MHz, over spec1f1ed temperature range. 
Unmeasured p1ns returned to ground 

READ AND WRITE TIMING 

Test Conditions 

-
-
-

Min. Max. 

2.0 Vee + 0.3 

-0.3 0.8 

2.4 -

- 0.4 

- ±10 

- ±10 

- 250 

Min. Max. 

- 10 

- 15 

- 20 

, I 1 ~~ <D-t-r:-::1 ~ -I'<:UC~~~ ~ 4\ 
....... ~ IX..----++11~--

Dc·DT 
WI'IITf 

' ' 'I 

--.J(l:JL ~ 
; '':"®-!-
! \ 
I ' 
I ~ I 

\ 
I 
I 

l ~ @-

" 

Xi 
®-!-

n 

><"'""' 

n 

' 

:B: 

• -& 

~ _-j®f+ 
I ·1Ll-J\ .~ --1®~ 

I __.., 
_I 

I .......{H)---
I 

./, 1--®-L ,..._.._ 
il...- . 

X •umJI 
I ~ -®--

I , . 
I :X 

I 
~ 

-1 IHJ--1 
~ 

~F------

Z8531 

Unit 

v 
v 
v 
v 

>LA 

!lA 

mA 

Unit 

pi 

pi 

pi 
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READ AND WRITE TIMING (continued) 

N" Symbol Parameter 
4 MHz 6 MHz 8 MHZ 

Min. Max. Min. Max. Min. Max. 

1 TwPCI PCLK Low W1dth 105 2000 70 1000 50 1000 

2 TwPCh PCLK High Width 105 2000 70 1000 50 1000 

3 TIPC PCLK Fall T1me - -20 - 10 - 10 

4 TrPC PCLK R1se Ttme - -20 - 15 - 10 

5 TcPC PCLK Cycle T1me 250 4000 165 2000 125 2000 

6 TsA(WR) Address to WR ! Setup Time 80 - 80 - 70 -
7 ThA(WR) Address to WR i Hold T1me 0 - 0 - 0 -
8 TsA(RD) Address to RD ! Setup Ttme 80 - 80 - 70 -
9 ThA(RD) Address to RD i Hold T1me 0 - 0 - 0 -
10 TsiA(PC) INTACK to PCLK i Setup T1me 10 - 10 - 10 -
11 ThiA(WR) INTACK to WR! Setup Time 200 - 160 - 145 -
12 ThiA(WR) INTACK to WR i Hold T1me 0 - 0 - 0 -

13 TsiAi(RD) INTACK to RD ! Setup Time 200 - 160 - 145 -
14 ThiA(RD) INTACK to RD i Hold T1me 0 - 0 - 0 -
15 ThiA(PC) INTACK to PCLK i Hold Ttme 100 - 100 - 85 -
16 TsCEI(WR) CE Low to WR ! Setup T1me 0 - 0 - 0 -
17 ThCE(WR) CE to WR 1' Hold Time 0 - 0 - 0 -
18 TsCEh(WR) CE Htgh to WR ! Setup T1me 100 - 70 - 60 -
19 TsCEI(RD) CE Low to RD ! Setup Ttme 0 - 0 - 0 -
20 ThCE(RD) CE to RD 1' Hold T1me 0 - 0 - 0 -
21 TsCEh(RD) CE Htgh to RD ! Setup Ttme 100 - 70 - 60 -
22 TwRDI RD Low Width 240 - 200 - 150 -
23 TdRD(DRA) RD ! to Read Data Active Delay 0 - 0 - 0 -
24 TdRDr(DR) RD 1' To Read Data Not Valid Delay 0 - 0 - 0 -
25 TdRDf(DR) RD ! to Read Data Valid Delay - 250 - 180 - 140 

26 TdRD(DRz) RD 1' to Read Data Float Delay - 70 - 45 - 40 
Notes : 1 Parameter does not apply to Interrupt Acknowledge transactions 

2 Float delay is deftned as the time required for a± 0 5 V change in the output with a maximum de load and minimum ac load 
• T1mings are preliminary and subject to change 
t Umts in nanoseconds (ns) 
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Notes • 

t 
-
-
-
-
-
-
-
-
-
-
1 

-
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-
-
-
-
-
1 

1 

1 

1 

-
-
-
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INTERRUPT ACKNOWLEDGE TIMING 

... 

-------®----i 
------~-

RESET TIMING 

CYCLE TIMING 

liiiwiiii __)t=' ====,:-,__-_----'._@)------' -;.f:::;,_"j::.• ====:::::::;!'\~--
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No Symbol Parameter 

27 TdA(DR) Address Required Valid to Read Data Valid 
Delay 

28 TwWRI WR Low W1dlh 

29 TsDW(WR) Wnle Data to WR J, Setup T1me 

30 ThDW(WR) Wnle Data WR 1' Hold l1me 

31 TdWR(W) WR J, to Wa1t Valid Delay 

32 TdRD(W) RD J, to Wa11 Valid Delay 

33 TdWRf(REQ) WR J, to W/REQ Not Valid Delay 

34 TdRDf(REQ) RD J, to W/REQ Not Valid Delay 

35 TdWRr(REQ) WR 1' to DTR/REQ not Valid Delay 

36 TdRD(REQ) RD 1' DTR/REQ Not Valid Delay 

37 TdPC(INT) PLCK J, To INT Valid Delay 

38 TdA(RD) INTACK to RD J, (acknowledge) Delay 

39 TwRDA RD (acknowledge) W1dth 

40 TdRDA(DR) RD J, (acknowledge) to Read Data Valid 
Delay 

41 TsiEI(RDA) lEI to RD J, (acknowledge) Setup T1me 

42 ThiEI(RDA) lEI to RD 1' (acknowledge) Hold T1me 

43 TdiEI(IEO) lEI to lEO Delay T1me 

44 TdPC(IEO) PLCK 1' lEO Delay 

45 TdRDA(INT) RD J, to tNT Inactive Delay 

46 TdRD(WRQ) RD 1' WR J, Delay for no Reset 

47 TdWRQ(RD) WR 1' to RD J, Delay for no Reset 

48 TwRES WR and RD Comc1dent Low for Reset 

49 Trc Valid Access Recovery Time 

Notes : 3 Parameter applies only between transactions involving the ASCC 
4 Open-dram output, measured w1th open-drain test load 

4 MHz 

Min. Max. 

- 300 

240 -
10 -
0 -
- 240 

- 240 

- 240 

- 240 

- 4TcPC 

- 4TcPC 

- 500 

250 -
250 -
- 250 

120 -
0 -
- 120 

- 250 

- 500 

30 -
30 -

250 -
4TcPC -

6 MHz 8 MHZ Notes • 

Min. Max. Min. Max. t 
- 280 - 220 -

200 - 150 - -
10 - 10 - -
0 - - - -
- 200 - 170 4 

- 200 - 170 4 

- 200 - 170 -
- 200 - 170 -
- 4TcPC - 4TcPC -
- 4TcPC - 4TcPC -
- 500 - 500 4 

200 - 150 - 5 

200 - 150 - -
- 180 - 140 -

100 - 95 - -
0 - 0 - -
- 100 - 95 -

- 250 - 200 -
- 500 - 450 4 

15 - 15 - -
30 - 20 - -

200 - 150 - -
4TcPC - 4TcPC - 3 

5 Parameter 1s system dependent. For any ASCC 1n the da1sy chain, TdiA1(RD) must be greater than the sum of TdPC (lEO) for the hi­
ghest pnonty dev1ce 1n the da1sy cham, TsiEI(RDA) for the ASCC, and TdiEI(IEO) for each dev1ce separating them 1n the da1sy 
chain. 

18/22 

560 

T1m1ng are prel1m1nary and subject to change 
t Un1ts 1n nanoseconds (ns). 



GENERAL TIMING 

IIITaC, TRaC 
RECEIVE ______ _,f 

fftie, Ah:C 
TIUNSW!T 

--=:::r--.J ~......-____ ...Jl~----
TR•C __ _.:..__...:::::_,__ _ _:,'J -

TaD 

O~P~ )\~--------------------

iffi"C---,'--Gg~:-;-----::0::---;----,=--=--___,-r--

'--1d=d \....___....Jr-

~.~.~ ~ r---------------------
-----·~~ 

Z8531 
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GENERAL TIMING (continued) 

4 MHz 6 MHz 8 MHz Notes* No Symbol Parameter 
Min. Max. Min. Max. Min. Max. 

1 TdPC(REQ) PCLK l to W/REQ Valid Delay - 250 - 250 - 250 

2 TdPC(W) PCLK l to Wa1t Inactive Delay - 350 - 350 - 350 

3 TsRXC(PC) RxC i to PCLK i Setup T1me 80 TwPCI 70 TwPCI 60 TwPCI 
(PCLK + 4 case only) 

4 TsRXD(RXCr) RxD to RXC i Setup T1me (XI mode) 0 - 0 - 0 -

5 ThRXD(RXCr) RxD to RxC i Hold T1me (XI mode) 150 - 150 - 150 -
6 TsRXD(RXCf) RxD to RxC l Setup T1me (X1 mode) 0 - 0 - 0 -
7 ThRXD(RXCf) RxD to RxC l Hold T1me (X1 Mode) 150 - 150 - 150 -
8 TsTXC(PC) TxC l to PCLK i Setup T1me 0 - 0 - 0 -

9 TdTXCf(TXD) TxC l to TxD Delay (X1 Mode) - 300 - 230 - 200 

10 TdTXCr(TXD) TxC ito TxD Delay (X1 mode) - 300 - 230 - 200 

11 TdTXD(TRX) TxD to TRxC Delay (send clock echo) - 200 - 200 - 200 

12 TwRTXh RTxC H1gh W1dth 180 - 180 - 150 -
13 TwRTXI RTxC Low W1dth 180 - 180 - 150 -

14 TcRTX RTxC Cycle T1me 1000 - 640 - 500 -

15 TcRTXX Crystal Osc1llator Penod 250 1000 165 1000 125 1000 

16 TwTRXh TRxC High W1dth 180 - 180 - 150 -

17 TwTRXI TRxC Low W1dth 180 - 180 - 150 -

18 TcTRX TRxC Cycle T1me 1000 - 640 - 500 -
19 TwEXT DCD or CTS or Rl Pulse W1dth 200 - 200 - 200 -

Notes: 1. RxC IS RTxC or TRxC. whichever IS supplying the receive clock 
2. TxC 1s TRxC or RTxC. whichever 1s supplying the transmit clock 
3 Both RTxC and R1 have 30 pF capacitors ot ground connected to them. _ 
4. Paramet~plies only if the data rate IS one-fourth the PCLK rate. In all other cases. no phase relationship between RxC and 

PCLK or TxC and PCLK is required. 
5. Parameter applies only to FM encod1ng/decod1ng. 

t 

-
-

1.4 

1 

1 

1.5 

1 5 

2.4 

2 

2.5 

-

6 

6 

6 

3 

6 

6 

6.7 

-

6 Parameter applies only for transmitter and rece1ver, DPLL and baud rate generator t~m~ng requirements are 1dent1cal to ch1p PCLK 
requtrements 
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7. The max1mum rec81ve or transmit data 1s 1/4 PLCK. 
T1m1ngs are prel1m1nary and subject to change. 

t Umts 1n nanoseconds (ns). 



N" Symbol Parameter 

1 TdRXC(REQ) RxC t to W/REQ Valid Delay 

2 TdRXC(W) RxC i to Wall Inactive Delay 

3 TdRXC(INT) RxC i to INT Valid Delay 

4 TdTXC(REQ) TxC J. to W/REQ Val1d Delay 

5 TdTXC(W) TxC ! to Wa1t lnact1ve Delay 

6 TdTXC(DRQ) TxC J. to DRT/REQ Valid Delay 

7 tdTXC(INT) TxC ! to INT Valid Delay 

8 TdEXT(INT) DCD or CTS Trans1t10n to INT Valid Delay 

Notes : 1 Open-drain outp!!l...!DS!asured with open-drain test load 
2. RxC is RTxC or TRxC, wh1chever IS supplying the rece1ve clock 
3 TxC IS TRxC or RTxC, whichever is supplying the transmit clock 

Timings are prehm1nary and subject to change 
t Umts equal to TcPC. 

4 MHz 

Min. Max. 

8 12 

8 14 

10 16 

5 8 

5 11 

4 7 

6 10 

2 6 

Z8531 

6 MHz 8 MHz 
Notes • 

Min. Max. Min. Max. t 
8 12 8 12 2 

8 14 8 14 1, 2 

10 16 10 16 1, 2 

5 8 5 8 3 

5 11 5 11 1, 3 

4 7 4 7 1, 3 

6 10 6 10 1, 3 

2 6 2 6 1 
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ORDERING INFORMATION 

Sales Type Frequency Temp. Range Package 

Z853181V 4MHz 0 to+ 70"C PDIP-40 
Z8531 A81 V 6MHz 0 to+ 70"C PDIP-40 
Z8531 881 V 8MHz o to+ 70"C PDIP-40 
Z853186V 4MHz -40 to+ 85"C PDIP-40 
Z8531A86V 6MHz -40 to+ 85"C PDIP-40 
Z8531 886V 8MHz -40 to+ 85°C PDIP-40 
Z8531C1V 4MHz o to+ 70°C PLCC44 
Z8531AC1V 6MHz 0 to+ 70°C PLCC44 
Z85318C1V BMHz o to+ 70°C PLCC44 
Z8531C6V 4MHz -40 to+ 85°C PLCC44 
Z8531AC6V 6MHz -40 to+ 85°C PLCC44 
Z8531 8C6V 8MHz -40 to+ 85°C PLCC44 
Z8531D1N 4MHz o to+ ?ooc CDIP-40 
Z8531 AD1 N 6MHz o to+ 70°C CDIP-40 
Z85318D1N BMHz o to+ 70°C CDIP-40 
Z8531 D6N 4MHz -40 to+ 85°C CDIP-40 
Z8531AD6N 6MHz - 40 to+ ssoc CDIP-40 
Z8531 8D6N 8MHz -40 to+ 85°C CDIP-40 
Z8531 D2N 4MHz -55 to+ 125°C CDIP-40 
Z8531AD2N 6MHz -55 to+ 125°C CDIP-40 

Note: PDIP = Plast1c DIP, CDIP = Ceram1c Multilayer DIP, PLCC =PlastiC Leaded Chip Carner. 
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CIO COUNTER/TIMER AND PARALLEL 1/0 UNIT 

• TWO INDEPENDENT 8-BIT, DOUBLE-BUFFE­
RED, BIDIRECTIONAL 110 PORTS PLUS A 4-
BIT SPECIAL-PURPOSE 1/0 PORTS. 110 
PORTS FEATURE PROGRAMMABLE POLA­
RITY, PROGRAMMABLE DIRECTION (Bit 
mode), "PULSE CATCHERS", AND PRO­
GRAMMABLE OPEN-DRAIN OUTPUTS 

• FOUR HANDSHAKE MODES, INCLUDING 3-
WIRE (like the IEEE-488) 

• REQUEST/WAIT SIGNAL FOR HIGH-SPEED 
DATA TRANSFER 

• FLEXIBLE PATTERN-RECOGNITION LOGIC, 
PROGRAMMABLE AS A 1 6-VECTOR INTER­
RUPT CONTROLLER 

11 THREE INDEPENDENT 16-BIT COUNTER/ 
TIMERS WITH UP TO FOUR EXTERNAL 
ACCESS LINES PER COUNTER/TIMER (count 
input, output, gate, and trigger), AND THREE 
OUTPUT DUTY CYCLES (pulsed, one-shot, and 
square-wave), PROGRAMMABLE AS RETRIG­
GERABLE OR NONRETRIGGERABLE 

• EASY TO USE SINCE ALL REGISTERS ARE 
READ/WRITE 

DESCRIPTION 

The Z8536 CIO Counter/Timer and Parallel 1/0 
element is a general-purpose peripheral circuit, 
satisfying most counter/timer and parallel I/O needs 
encountered in system designs. This versatile 
device contains three 1/0 ports and three counter/ 
timers. Many programmable options tailor its confi­
guration to specific applications. The use of the de­
vice is simplified by making all internal registers 
(command, status, and data) readable and (except 
for status bits) writable. In addition, each register is 
given its own unique internal address, so that any 
register can be accessed in two operations. All 
data registers can be directly accessed in a single 
operation. The CIO is easily interfaced to all popu­
lar microprocessors. 

February 1989 

PDIP40 CDIP40 

PLCC44 

(Ordenng Information at the end of the datasheet) 

Figure 1 : Logic Functions. 
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Figure 2a: DIP, Pin Connections. 

•• 
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o, 
Ro 

.. , .. , .. , 
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PIN DESCRIPTION 

Ao-A1. Address Lines (input). These two lines are 
used to select the register involved in the CPU trans­
action : Port A's Data register, Port B's Data regis­
ter, Port C's Data register, or a control register. 

CE. Chip Enable (input, active Low). A Low level on 
this input enables the CIO to be read from or written 
to. 

Do-D7. Data Bus (bidirectional3-state). These eight 
data lines are used for transfers between the CPU 
and the CIO. 

lEI. Interrupt Enable In (input, active High). lEI is 
used with lEO to form an interrupt daisy chain when 
there is more than one interrupt-driven device. A 
High lEI indicates that no other higher priority device 
has an interrupt under service or is requesting an in­
terrupt. 

lEO. Interrupt Enable Out(output, active High). lEO 
is High only if lEI is High and the CPU is not servi­
cing an interrupt from the requesting CIO or is not 
requesting an interrupt (Interrupt Acknowledge cy­
cle only). lEO is connected to the next lower priori­
ty device's lEI input and thus inhibits interrupts from 
lower priority devices. 

INT. Interrupt Request (output, open-drain, active 
Low). This signal is pulled Low when the CIO re­
quests an interrupt. 

INTACK. Interrupt Acknowledge (input, active Low). 
This input indicates to the CIO that an Interrupt 

2/29 
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Figure 2b : Chip Carrier, Pin Connections . 

6 5 4 3 2 1 44 43 42 41 40 " 

WR 7 
NC 8 

GND 9 

PBo 10 

PB1 11 

PB2 12 

PB3 13 

PB4 14 

PBs 15 

PB5 16 

PB7 17 

ZB536 
CIO 

' 18 19 20 21 22 23 24 25 26 27 28 

qc."*" {!> ~o q""<~"'<~""' <~"":~~*"~c. 
~ 

39 A1 

38 Ao 

37 PAo 

36 PA1 

35 PA2 

34 PA3 

33 PA4 

32 PAs 

31 PA6 

30 PA7 

29 NC 

Acknowledge cycle is in progress. INTACK must be 
synchronized to PCLK, and it must be stable throu­
ghout the Interrupt Acknowledge cycle. 

PAo-PA7. Port A 110 lines (bidirectional, 3-state, or 
open-drain). These eight 1/0 lines transfer informa­
tion between the CIO's Port A and external devices. 

PBo-PB7. Port B 110 lines (bidirectional, 3-state, or 
open-drain). These eight 1/0 lines transfer informa­
tion between the CIO's Port Band external devices. 
May also be used to provide external access to 
Counter/Timers 1 and 2. 

./ 

PCo-PCa. Port C 110 lines (bidirectional, 3-state, or 
open-drain). These four 110 lines are used to pro­
vide handshake, WAIT, and REQUEST lines for 
Ports A an~ B or to provide external access to Coun­
ter/Timer 3 or access to the CIO's Port C. 

PCLK. Peripheral Clock (input, TTL-compatible). 
This is the clock used by the internal control logic 
and the counter/timers in timer mode. It does not 
have to be the CPU clock. 

RD*. Read(input, active Low). This signal indicates 
that a CPU is reading from the CIO. During an In­
terrupt Acknowledge cycle, this signal gates the in­
terrupt vector onto the data bus if the CIO is the hi­
ghest priority device requesting an interrupt. 

WR*. Write (input, active Low). This signal indicates 
a CPU write to the CIO. 
* When RD and WR are deJected low at the same t1me (normally an 
illegal cond1t1on). the CIO IS reset. 



ARCHITECTURE 
The CIO Counter/Timer and Parallel I/O element (fi­
gure 3) consists of a CPU interface, three 1/0 ports 
(two general-purpose 8-bit ports and one special­
purpose 4-bit port), three 16-bit counter/timers, an 
interrupt-control logic block, and the internal-control 
logic block. An extensive number of programmable 
options allow the user to tailor the configuration to 
best suit the specific application. 

The two general-purpose 8-bit 1/0 ports (figure 4) 
are identical, except that Port B can be specified to 
provide external access to Counter/Timers 1 and 2. 
Either port can be programmed to be a handshake­
driven, double-buffered port (input, output, or bidi­
rectional) or a control-type port with the direction of 
each bit individually programmable. Each port in­
cludes pattern-recognition logic, allowing interrupt 
generation when a specific pattern is detected. The 
pattern-recognition logic can be programmed so the 
port functions like a priority-interrupt controller. Ports 
A and B can also be linked to form a 16-bit 1/0 port. 

To control these capabilities, both ports contain 12 
registers. Three of these registers, the Input, Out-

Figure 3 : CIO Block Diagram. 
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put, and Buffer registers, comprise the data path re­
gisters. Two registers, the Mode Specification and 
Handshake Specification registers, are used to de­
fine the mode of the port and to specify which hands­
hake, if any, is to be used. The reference pattern for 
the pattern-recognition logic is defined via three re­
gisters: the Pattern Polarity, Pattern Transition, and 
Pattern Mask registers. The detailed characteristics 
of each bit path (for example, the direction of data 
flow or whether a path is inverting or noninverting) 
are programmed using the Data Path Polarity, Da­
ta Direction, and Special I/O Control registers. 

The primary control and status bits are grouped in 
a single register, the Command and Status register, 
so that after the port is initially configured, only this 
register must be accessed frequently. To facilitate 
initialization, the port logic is designed so that regis­
ters associated with an unrequired capability are 
ignored and do not have to be programmed. 
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Figure 4 : Ports A and B Block Diagram. 
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The function of the special-purpose 4-bit port, Port 
C (figure 5). depends upon the roles of' Ports A and 
B. Port C provides the required handshake lines. 
Any bits of Port C not used as handshake lines can 
be used as 1/0 lines or to provide external access 
for the third counter/timer. 
Since Port C's function is defined primarily by Ports 
A and B, only three registers (besides the Data In­
put and Output registers) are needed. These regis­
ters specify the details of each bit path : the Data 
Path Polarity, Data Direction, and Special 1/0 
Control registers. 

The three counter/timers (figure 6) are all identical. 
Each is comprised of a 16-bit down-counter, a 16-
bit Time Constant register (which holds the value 
loaded into the down-counter), a 16-bit Current 
Count register (used to read the contents of the 
down-counter). and two 8-bit registers for control 
and status (the Mode Specification and the Com­
mand and Status registers). 
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The capabilities of the counter/timer are numerous. 
Up to four port 1/0 lines can be dedicated as 
external access lines for each counter/timer : 
counter input, gate input, trigger input, and coun­
ter/timer output. Three different counter/timer output 
duty cycles are available : pulse, one-shot, or 
square-wave. The operation of the counter/timer 
can be programmed as either retriggerable or non­
retriggerable. With these and other options, most 
counter/timer applications are covered. 

There are five registers (Master Interrupt Control re­
gister, three Interrupt Vector registers, and the Cur­
rent Vector register) associated with the interrupt 
logic. In addition, the ports' Command and Status 
registers and the counter/timers' Command and 
Status registers include bits associated with the in­
terrupt logic. Each of these registers contains three 
bits for interrupt control and status : Interrupt Pen­
ding (IP), Interrupt Under Service (IUS). and Inter­
rupt Enable (IE). 
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Figure 5 : Port C Block Diagram. 
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FUNCTIONAL DESCRIPTION 

The following describes the functions of the ports, 
pattern-recognition logic, counter/timers, and inter­
rupt logic. 
1/0 Port Operations. Of the CIO's three 1/0 ports, 
two (Ports A and B) are general-purpose, and the 
third (Port C) is a special-purpose 4-bit port. Ports A 
and b can be configured as input, output, or bidirec­
tional ports with handshake. (Four different hand­
shakes are available). They can also be linked to 
form a single 16-bit port. If they are not used as ports 
with handshal<e, they provide 16 input or output bits 
with the data direction programmable on a bit-by-bit 
basis. Port B also provides access for Counter/Ti­
mers 1 and 2. In all configurations, Ports A and B 
can be programmed to recognize specific data pat­
terns and to generate interrupts when the pattern is 
encountered. 

The four bits of Port C provide the handshake lines 

for Port§.__A and B when required. A RE­
QUEST/WAIT line can also be provided so that CIO 
transfers can be synchronized with DMAs or CPUs. 
Any Port C bits not used for handshake or RE­
QUEST/WAIT can be used as input or output bits 
(individually data-direction programmable) or exter­
nal access lines for Counter/Timer 3. Port C does 
not contain any pattern-recognition logic. It is, ho­
wever, capable of bit-addressable writes. With this 
feature, any combination of bits can be set and/or 
cleared while the other bits remain undisturbed wi­
thout first reading the register. 

Bit Port Operations. In bit port operations, the port's 
Data Direction register specifies the direction of da­
ta flow for each bit. A 1 specifies an input bit, and a 
0 specifies an output bit. If bits are used as 1/0 bits 
for a counter/timer, they should be set as input or 
output, as required. ·: 
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Figure 6 : CounterfTimer Block Diagram. 
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The Data Path Polarity register provides the capa­
bility of inverting the data path. A 1 specifies inver­
ting, and a 0 specifies noninverting. All discussions 
of the port operations assume that the path is non­
inverting. 

The value returned when reading an input bit re­
flects the state of the input just prior to the read. A 
1 's catcher can be inserted into the input data path 
by programming a 1 to the corresponding bit posi­
tion of the port's Special 1/0 Control register. When 
a 1 is detected at the 1 's catcher input, its output is 
set to 1 until it is cleared. The 1 's catcher is cleared 
by writing a 0 to the bit. In all other cases, attemp­
ted writes to input bits are ignored. 

When Ports A and B include output bits, reading the 
Data register returns the value being output. Reads 
of Port C return the state of the pin. Outputs can be 
specified as open-drain by writing a 1 to the corres­
ponding bit of the port's Special I/O Control register. 

- Port C has the additional feature of bit-addressable 
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TO PORT 

writes. When writing to Port C, the four most signi­
ficant bits are used as a write protect mask for the 
least significant bits (0-4, 1-5, 2-6, and 3-7). If the 
write protect bit is written with a 1, the state of the 
corresponding output bit is not changed. 

Ports with Handshake Operation. Ports A and B can 
be specified as 8-bit input, output, or bidirectional 
ports with handshake. The CIO provides four diffe­
rent handshakes for its ports: Interlocked, Strobed, 
Pulsed, and 3-Wire. When specified as a port with 
handshake, the transfer of data into and out of the 
port and interrupt generation is under control of the 
handshake logic. Port C provides the handshake 
lines as shown in table 1. Any Port C lines not used 
for handshake can be used as simple 1/0 lines or as 
access lines for CounterfTimer 3; 

When Ports A and B are configured as ports with 
handshake, they are double-buffered. This allows 
for more relaxed interrupt service routine response 
time. A second byte can be input to or output from 



FUNCTIONAL DESCRIPTION (cont'd) 

the port before the interrupt for the first byte is ser­
viced. Normally, the Interrupt Pending (IP) bit is set 
and an interrupt is generated when data is shifted 
into the Input register (input port) or out of the Out­
put register (output port). For input and output ports, 
the IP is automatically cleared when the data is read 
or written. In bidirectional ports, IP is cleared only by 
command. When the Interrupt on Two Bytes (ITB) 
control bit is set to 1, interrupts are generated only 
when two bytes of data are available to be read or 
written. This allows a minimum of 16 bits of informa­
tion to be transferred on each interrupt. With ITB set, 
the IP is not automatically cleared until the second 
byte of data is read or written. 

When the Single Buffer (SB) bit is set to 1, the port 
acts as if it is only single-buffered. This is useful if 
the handshake line must be stopped on a byte-by­
byte basis. 

Ports A and B can be linked to form a 16-bit port by 
programming a 1 in the Port Link Control (PLC) bit. 
In this mode, only Port A's Handshake Specification 
and Command and Status registers are used. Port 
B must be specified as a bit port. When linked, on­
ly Port A has pattern-match capability. Port B's pat­
tern-match capability must be disabled. Also, when 
the ports are linked. Port B's Data register must be 
read or written before Port A's. 

When a port is specified as a port with handshake, 
the type of port it is (input, output, or bidirectional) 
determines the direction of data flow. The data di­
rection for the bidirectional port is determined by a 
bit in Port C (table 1 ). In all cases, the contents of 
the Data Direction register are ignored. The 
contents of the Special I/O Control register apply on­
ly to output bits (3-state or open-drain). Inputs may 
not have 1 's catchers ; therefore, those bits in the 
Special I/O Control register are ignored. Port Clines 
used for handshake should be programmed as in­
puts. The handshake specification overrides Port 
C's Data Direction register for bits that must be out­
puts. The contents of Port C's Data Path Polarity re­
gister still apply. 

Interlocked Handshake. In the Interlocked Hand­
shake mode, the action of the CIO must be acknow­
ledged by the external device before the next action 
can take place. Figure 7 shows timing for Interlocked 
Handshake. An output port does not indicate that 
new data is available until the external device indi­
cates it is ready for the data. Similarly, an input port 
does not indicate that it is ready for new data until 
the data source indicates that the previous byte of 
the data is no longer available, thereby acknow­
ledging the input port's acceptance of the last byte. 
This allows the CIO to interface directly to the port 
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of a Z8 microcomputer, a UPC, an FlO, an FIFO, or 
to another CIO port with no external logic. 
A 4-bit deskew timer can be inserted in the Data 
Available (DAV) output for output ports. As data is 
transferred to the Buffer register, the deskew timer 
is triggered. After the number of PCLK cycles spe­
cified by the deskew timer time constant plus one, 
DAV is allowed to go Low. The deskew timer there­
fore guarantees that the output data is valid for a 
specified minimum amount of time before DAV goes 
Low. Deskew timers are available for output ports 
independent of the type of handshake employed. 

Strobed Handshake. In the Strobed Handshake 
mode, data is "strobed" into or out of the port by the 
external logic. The falling edge of the Acknowledge 
Input (ACKIN) strobes data into or out of the port. 
Figure 7 shows timing for the Strobed Handshake. 
In contrast to the Interlocked handshake, the signal 
indicating the port is ready for another data transfer 
operates independently of the ACKIN input. It is up 
to the external logic to ensure that data overflows or 
underflows do not occur. 

3-Wire Handshake. The 3-Wire Handshake is de­
signed for the situation in which one output port is 
communicating with many input ports simultaneous­
ly. It is essentially the same as the Interlocked 
Handshake, except that two signals are used to in­
dicate if an input port is ready for new data or if it 
has accepted the present data. In the 3-Wire Hand­
shake (figure 8), the rising edge of one status line 
indicates that the port is ready for data, and the ri­
sing edge of another status line indicates that the 
data has been accepted. With the 3-Wire Hands­
hake, the output lines of many input ports can be 
bussed together with open-drain drivers; the output 
port knows when all the ports have accepted the da­
ta and are ready. This is the same handshake as is 
used on the IEEE-488 bus. Because this handshake 
requires three lines, only one port (either A or B) can 
be a 3-Wire Handshake port at a time. The 3-Wire 
Handshake is not available in the bidirectional 
mode. Because the port's direction can be changed 
under software control, however, bidirectional IEEE-
488-type transfers can be performed. 

Pulsed Handshake. The Pulsed Handshake (fi­
gure 9) is designed to interface to mechanical-type 
devices that require data to be held for long periods 
of time and need relatively wide pulses to gate the 
data into or out of the device. The logic is the same 
as the Interlocked Handshake mode, except that an 
internal counter/timer is linked to the handshake lo­
gic. If the port is specified in the input mode, the ti­
mer is inserted in the ACKIN path. The external 
ACKIN input triggers the timer and its output is used 
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FUNCTIONAL DESCRIPTION (cont'd) 
as the Interlocked Handshake's normal acknow­
ledge input. If the port is an output port, the timer is 
placed in the Data Available (DAV) output path. The 
timer is triQ.Q.§Led when the normal Interlocked 
Handshake DAV output goes Low and the timer out­
put is used as the actual DAV output. The counter/ti­
mer maintains all of its normal capabilities. This 
handshake is not available to bidirectional ports. 

REQUEST/WAIT Line Operation. Port C can be pro­
grammed to provide a status signal output in addi­
tion to tht:. n:>rmal handshake lines for either Port A 
or B when used as a port with handshake. The ad­
ditional signal is either a REQUEST or WAIT signal. 
The REQUEST signal indicates when a port is rea­
dy to perform a data transfer via the CPU interface. 
It is intended for use with a DMA-type device. The 
WAIT signal provides synchronization for transfers 
with a CPU. Three bits in the Port Handshake Spe­
cification_mgister provide controls for the RE­
QUEST/WAIT logic. Because the extra Port C line 
is used, only one port can be sp,ecified as a port with 
a handshake and a REQUEST/WAIT line. The other 
port must be a bit port. 

Operation of the REQUEST line is modified by the 
state of the port's Interrupt on Two Bytes (ITB) 
control bit. When ITB is 0, the REQUEST line goes 

Table 1 : Port C Bit Utilization. 

Port A/8 Configuration PC3 

Ports A and B : Bits Ports Bit 1/0 

Port A : Input or Output Port RFD orDAV 
(interlocked, strobed, or pulsed 
handshake)* 

Port B : Input or Output Port REQUEST/WAIT 
(interlocked, strobed, or pulsed or Bit 1/0 
handshake)* 

Port A or B : Input Port RFD (output) 
(3-wire handshake) 

Port A or B : Output Port DAV (output) 
(3-wJre handshake) 

Port A or B : Bidirectional Port RFD or DAV 
(interlocked or strobed handshake) 

active as soon as the CIO is ready for a data trans­
fer. If ITB is 1, REQUEST does not go active until 
two bytes can be transferred. REQUEST stays ac­
tive as long as a byte is available to be read or writ­
ten. 

The SPECIAL REQUEST function is reserved for 
use with bidirectional ports only. In this case, theRE­
QUEST line indicates the status of the register not 
bei.!:!.Q__11sed in the data path at that time. If the 
IN/OUT line is High, the REQUEST line is High when 
the Output register is empty. If IN/OUT is Low, the 
REQUEST line is High when the Input register is full. 

Pattern-Recognition Logic Operation. Both Ports A 
and B can be programmed to generate interrupts 
when a specific pattern is recognized at the port. 
The pattern-recognition logic is independent of the 
port application, thereby allowing the port to reco­
gnize patterns in all of its configurations. The pat­
tern can be independently specified for each bit as 
1, 0, rising edge, falling edge, or any transition. In­
dividual bits may be masked off. A pattern-match is 
defined as the simultaneous satisfaction of all non­
masked bit specifications in the AND mode or the 
satisfaction of any non-masked bit specifications in 
either of the OR or OR-Priority Encoded Vector 
modes. 

PC2 PC1 PCo 

Bit 1/0 Bit 1/0 Bit 1/0 

ACKIN REQUEST/WAIT Bit 1/0 
or Bit 1/0 

Bit 1/0 RFD or DAV ACKIN 

DAV (input) REQUEST/WAIT DAC (output) 
or Bit 1/0 

DAC (input) REQUEST/WAIT RFD (input) 
or Bit 1/0 

ACKIN REQUEST/WAIT IN/OUT 
or Bit 1/0 

* Both Ports A and 8 can be spec1!1ed 1nput or output With Interlocked, Strobed, or Pulsed Handshake at the same time If neither uses 
REQUEST/WAIT. 
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Figure 7 : Interlocked and Strobed Handshakes. 
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The pattern specified in the Pattern Definition regis­
ter assumes that the data path is programmed to be 
noninverting. If an input bit in the data path is pro­
grammed to be inverting, the pattern detected is the 
opposite of the one specified. Output bits used in 
the pattern-match logic are internally sampled be­
fore the invert/noninvert logic. 

Bit Port Pattern-Recognition Operations. During bit 
port operations, pattern-recognition may be perfor­
med on all bits, including those used as 1/0 for the 
counter/timers. The input to the pattern-recognition 
logic follows the value at the pins (through the in­
vert/noninvert logic) in all cases except for simple in­
puts with 1 's catchers. In this case, the output of the 
1 's catcher is used. When operating in the AND or 
OR mode, it is the transition from a no-match to a 
match state that causes the interrupt. In the "OR" 
mode, if a second match occurs before the first 
match goes away, it does not cause an interrupt. 
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FUNCTIONAL DESCRIPTION (cont'd) 

Since a match condition only lasts a short time when 
edges are specified, care must be taken to avoid lo­
sing a match condition. Bit ports specified in the OR­
Priority Encoded Vector mode generate interrupts 
as long as any match state exists. A transition from 
a no-match to a match state is not required. 

The pattern-recognition logic of bit ports operates in 
two basic modes : transparent and latched. When 
the Latch on Pattern Match (LPM) bit is set to 0 
(Transparent mode), the interrupt indicates that a 
specified pattern has occurred, but a read of the Da­
ta register does not necessarily indicate the state of 
the port at the time the interrupt was generated. In 
the Latched mode (LPM = 1 ), the state of all the port 
inputs at the time the interrupt was generated is lat­
ched in the input register and held until IP is clea­
red. In all cases, the PMF indicates the state of the 
port at the time it is read. 

If a match occurs while IP is already set, an error 
condition exists. If the Interrupt On Error bit (IOE) is 
0, the match is ignored. However, if IOE is 1 after 
the first IP is cleared, it is automatically set to 1 along 
with the Interrupt Error (ERR) flag. Matches occur­
ring while ERR is set are ignored. ERR is cleared 
when the corresponding IP is cleared. 
When a pattern-match is present in the OR-Priority 
Encoded Vector mode, IP is set to 1. The IP cannot 
be cleared until a match is no longer present. If the 
interrupt vector is allowed to include status, the vec­
tor returned during Interrupt Acknowledge indicates 
the highest priority bit matching its specification at 
the time of the Acknowledge cycle. Bit 7 is the hi­
ghest priority and bit 0 is the lowest. The bit initially 
causing the interrupt may not be the one indicated 
by the vector if a higher priority bit matches before 
the Acknowledge. One the Acknowledge cycle is ini­
tiated, the vector is frozen until the corresponding I P 
is cleared. Where inputs that cause interrupt is ser­
viced, the 1 's catcher can be used to hold the value. 

Because a no-match to match transition is not re­
quired, the source of the interrupt must be cleared 
before IP is cleared or else a second interrupt is ge­
nerated. No error detection is performed in this 
mode, and the Interrupt On Error bit should be set 
to 0. 

Ports with Handshake Pattern-Recognition Ope­
ration. In this mode, the handshake logic normally 
controls the setting of IP and, therefore, the gene­
ration of interrupt requests. The pattern-match logic 
controls the Pattern-Match Flag (PMF). The data is 
compared with the match pattern when it is shifted 
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from the Buffer register (input port) or when it is shif­
ted from the Output register to the Buffer register 
(output port). The pattern match logic can override 
the handshake logic in certain situations. If the port 
is programmed to interrupt when two bytes of data 
are available to be read or written, but the first byte 
matches the specified pattern, the pattern-recogni­
tion logic sets IP and generates an interrupt. While 
PMF is set, IP cannot be cleared by reading or wri­
ting the data registers. IP must be cleared by com­
mand. The input register is not emptied while IP is 
set, nor is the output register filled until! P is cleared. 

If the Interrupt on Match Only (IMO) bit is set, IP is 
set only when the data matches the pattern. This is 
useful in DMA-type application when interrupts are 
required only after a block of data is transferred. 

Counter/Timer Operation. The three independent 
16-bit counter/timers consist of a presettable 16-bit 
down counter, a 16-bit Time Constant register, a 16-
bit Current Counter register, an 8-bit Mode Specifi­
cation register, an 8-bit Command and Status regis­
ter, and the associated control logic that links these 
registers. 

Table 2 : Counter/Timer External Access. 

Function C/T1 C/T2 C/T3 

Counter/Timer Output PB 4 PB 0 PC 0 

Counter Input PB 5 PB 1 PC 1 

Trigger Input PB 6 PB 2 PC 2 

Gate Input PB 7 PB 3 PC 3 

The flexibility of the counter/timers is enhanced by 
the provision of up to four lines per counter/timer 
(counter input, gate input, trigger input, and 
counter/timer output) for direct external control and 
status. Counter/Timer 1 's external 1/0 lines are 
provided by the four most significant bits of Port B. 
Counter/Timer 2's are provided by the four signifi­
cant bits of Port B. Counter/Timer 3's external 1/0 
lines are provided by the four bits of Port C. The uti­
lization of these lines (table 2) is programmable on 
a bit-by-bit basis via the Counter/Timer Mode Spe­
cification registers. 

When external counter/timer 1/0 lines are to be 
used, the associated port lines must be vacant and 
programmed in the proper data direction. Lines 
used for counter/timer 1/0 have the same characte­
ristics as simple input lines. They can be specified 
as inverting or noninverting ; they can be read and 
used with the pattern-recognition logic. They canal­
so include the 1 's catcher input. 



Counter!Timers 1 and 2 can be linked internally in 
three different ways. Counter!Timer 1 's output (in­
verted) can be used as Counter!Timer 2's trigger, 
gate, or counter input. When linked, the counter/ ti­
mers have the same capabilities as when used 
separately. The only restriction is that when Coun­
ter!Timer 1 drives Counter!Timer 2's count input, 
Counter!Timer 2 must be programmed with its 
external count input disabled. 

There are three duty cycles available for the ti­
mer/counter output : pulse, one-shot, and square­
wave. Figure 10 shows the counter/timer wave­
forms. When the Pulse mode is specified, the out­
put goes High for one clock cycle, beginning when 
the down-counter leaves the count of 1. In the One­
Shot mode, the output goes High when the 
counter/timer is triggered and goes Low when the 
down-counter reaches 0. When the square-wave 
output duty cycle is specified, the counter/timer goes 
through two full sequences for each cycle. The ini­
tial trigger causes the down-counter to be loaded 
and the normal count-down sequence to begin. If a 
1 count is detected on the down-counter's clocking 
edge, the output goes High and the time constant 
value is reloaded. On the clocking edge, when both 
the down-counter and the output are 1 's, the output 
is pulled back Low. 

Figure 10: Counter!Timer Waveforms. 
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The Continuous/Single Cycle (C/SC) bit in the Mode 
Specification register controls operation of the 
down-counter when it reaches terminal count. If 
C/SC is 0 when a terminal count i§..Leached, the 
countdown sequence stops. If the C/SC bit is 1 each 
time the count-down counter reaches 1 , the next cy­
cle causes the time constant value to be reloaded. 
The time constant value may be changed by the 
CPU, and on reload, the new time constant value is 
loaded. 

Counter/timer operations require loading the time 
constant value in the Time Constant register and ini­
tiating the countdown sequence by loading the 
down-counter with the time constant value. The 
Time Constant register is accessed as two 8-bit re­
gisters. The registers are readable as well as writa­
ble, and the access order is irrelevant. A 0 in the 
Time Constant register specifies a time constant of 
65.536. The down-counter is loaded in one of three 
ways : by writing a 1 to the Trigger Command Bit 
(TCB) of the Command and Status register, on the 
rising edge of the external trigger input, or, for Coun­
ter!Timer 2 only, on the rising edge of Counter!Ti­
mer 1 's internal outpout if the counters are linked via 
the trigger input. The TCB is write-only, and read al­
ways returns 0. 

r 
J 

TC-1 l TC-2 I . 0 0 l I ~: I 
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Once the down-counter is loaded, the count-down 
sequence continues toward terminal count as long 
as all the counter/timer's hardware and software 
gate inputs are High. If any of the gate inputs goes 
Low (0). the countdown halts. It resumes when all 
gate inputs are 1 again. 

The reaction to triggers occurring during a count­
down sequence is determined by the state of the 
Retrigger Enable Bit (REB) in the Mode Specifica­
tion register. If REB is 0, retriggers are ignored and 
the countdown continues normally. If REB is 1, each 
trigger causes the down-counter to be reloaded and 
the count-down sequence starts over again. If the 
output is programmed in the Square-Wave mode, 
retrigger causes the sequence to start over from the 
initial load of the time constant. 

The rate at which the down-counter counts is deter­
mined by the mode of the counter/timer. In the Ti­
mer mode (the External Count Enable [ECE] bit is 
0), the down-counter is clocked internally by a signal 
that is half the frequency of the PCLK input to the 
chip. In the Counter mode (ECE is 1 ), the down­
counter is decremented on the rising edge of the 
counter/timer's counter input. 

Each time the counter reaches terminal count, its In­
terrupt Pending (IP) bit is set to 1, and if interrupts 
are enabled (IE = 1 ), an interrupt is generated. If a 
terminal count occurs while IP is already set, an in­
ternal error flag is set. As soon as I P is cleared, it is 
forced to 1 along with the Interrupt Error (ERR) flag. 
Errors that occur after the internal flag is set are 
ignored. 

The state of the down-counter can be determined in 
two ways : by reading the contents of the down­
counter via the Current Count register or by testing 
the Count In Progress (CIP) status bit in the Com­
mand and Status register. The CIP status bit is set 
when the down-counter is loaded ; it is reset when 
the down-counter reaches 0. The Current Count 
register is a 16-bit register, accessible as two 8-bit 
registers, which mirrors the contents of the 
down-counter. This register can be read any­
time. However, reading the register is asynchro­
nous to the counter's counting, and the value retur­
ned is valid only if the counter is stopped. The down­
counter can be reliably read "on the fly" by the first 
writing of a 1 to the Read Counter Control (RCC) bit 
in the counter/timer's Command and Status regis­
ter. This freezes the value in the Current Count re­
gister until a read of the least significant byte is per­
formed. 

Interrupt Logic Operation. The CIO has five po­
tential sources of interrupts : the three counter/ti­
mers and Ports A and B. The priorities of these 
sources are fixed in the following order : Counter/Ti-
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mer 3, Port A, Counter/Timer 2, Port B, and Coun­
ter/Timer 1. Since the counter/timers all have equal 
capabilities and Ports A and B have equal capabili­
ties, there is no adverse impact from the relative 
priorities. 

The CIO interrupt priority, relative to other compo­
nents within the system, is determined by an inter­
rupt daisy chain. Two pins, Interrupt Enable In (lEI) 
and Interrupt Enable Out (lEO), provide the input 
and output necessary to implement the daisy chain. 
When lEI is pulled Low by a higher priority device, 
the CIO cannot request an interrupt of the CPU. The 
following discussion assumes that the lEI line is 
High. 

Each source of interrupt in the CIO contains three 
bits for the control and status of the interrupt logic : 
an Interrupt Pending (IP) status bit, an Interrupt Un­
der Service (IUS) status bit, and an Interrupt Enable 
(IE) control bit. IP is set when an event requiring 
CPU intervention occurs. The setting of IP results in 
forcing the Interrupt (INT) output Low, if the asso­
ciated IE is 1. 

The IUS status bit is set as a result of the Interrupt 
Acknowledge cycle by the CPU and is set only if its 
IP is of highest priority at the time the Interrupt 
Acknowledge commences. It can also be set direct­
ly by the CPU. Its primary function is to control the 
interrupt daisy chain. When set, it disables lower 
priority sources in the daisy chain, so that lower prio­
rity interrupt sources do not request servicing while 
higher priority devices are being serviced. 

The IE bit provides the CPU with a means of ma­
sking off individual sources of interrupts. When IE is 
set to 1, interrupt is generated normally. When IE is 
set to 0, the IP bit is set when an event occurs that 
would normally require service ; however, the INT 
output is not forced Low. 

The Master Interrupt Enable (MIE) bit allows all 
sources of interrupts within the CIO to be disabled 
without having to individually set each IE to 0. If MIE 
is set to 0, all IPs are masked off and no interrupt 
can be requested or acknowledged. The Disable Lo­
wer Chain (DLC) bit is included to allow the CPU to 
modify the system daisy chain. When the DLC bit is 
set to 1, the CIO's lEO is forced Low, independent 
of the state of the CIO or its lEI input, and all lower 
priority device's interrupts are disabled. 

As part of the Interrupt Acknowledge cycle, the CIO 
is capable of responding with an 8-bit interrupt vec­
tor that specifies the source of the interrupt. The CIO 
contains three vector registers : one for Port A, one 
for Port B, and one shared by the three counter/ti­
mers. The vector output is inhibited by setting the 
No Vector (NV) control bit to 1. 



The vector output can be modified to include status 
information to pinpoint more precisely the cause of 
interrupt. Whether the vector includes status or not 
is controlled by a Vector Includes Status (VIS) 
control bit. Each base vector has its own VIS bit and 
is controlled independently. When MIE = 1, reading 
the base vector register always includes status, in­
dependent of the state of the VIS bit. In this way, all 
the information obtained by the vector, including sta­
tus, can be obtained with one additional instruction 
when VIS is set to 0. When MIE = 0, reading the vec­
tor register returns the unmodified base vector so 
that it can be verified. Another register, the Current 
Vector register, allows use of the CIO in a polled en­
vironment. When read, the data returned is the 
same as the interrupt vector that would be output in 
an acknowledge, based on the highest priority IP 
set. If no unmasked IPs are set, the value FFH is re­
turned. The Current Vector register is read-only. 

PROGRAMMING 
The data registers within the CIO are directly acces­
sed by address lines Ao and At (table 3). All other 
internal registers are accessed by the following two­
step sequence, with the address lines specifying a 
control operation. First, write the address of the tar­
get register to an internal 6-bit Pointer Register ; 
then read from or write to the target register. The 
Data registers can also be accessed by this method. 
An internal state machine determines if accesses 
with Ao and At equalling 1 are to the Pointer Regis­
ter or to an internal control register (figure 11 ). Fol­
lowing any control read operation, the state machine 
is in State 0 (the next control access is to the Poin­
ter Register). This can be used to force the state ma­
chine into a known state. Control reads in State 0 
return the contents of the last register pointed to. 
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Therefore, a register can be read continuously wi­
thout writing to the Pointer. While the CIO is in State 
1 (next control access is to the register pointed to), 
many internal operations are suspensed- no IPs are 
set and internal status is frozen. Therefore, to mini­
mize interrupt latency and to allow continuous sta­
tus updates, the CIO should not be ~in State 1. 
The CIO is reset by forcing RD and WR Low simul­
taneously (normally an illegal condition) or by writ­
ling a 1 to the Reset bit. Reset disables all functions 
except a read from or write to the Reset bit ; writes 
to all other bits are ignored, and all reads return 01 H. 
In this state, all control bits are forced to 0 and may 
be programmed only after clearing the Reset bit (by 
writing a 0 to it). 

Table 3 : Register Selection. 

A, Ao Register 

0 0 Port C's Data Register 

0 t Port B's Data Register 

1 0 Port A's Data Register 

1 1 Control Registers 

Figure 11 :State Machine Operation. 

Note : State changes occur only when AO ~At ~ 1. No other 
accesses have effect. 
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REGISTERS 

Figure 12: Master Control Registers. 

Master Interrupt Control Register 
Address: 000000 

(Read/Write) 

lo.io.l•·l•·l•·lo.l•.lo.l 

MASTER INTERRUPT :J~ ENABLE(MIE) 

DISABLE lOWER CHAIN (DLC) 

NOvt:CTOR (NV) 

PORT A VECTOR INCLUDES 
STATUS (PAVIS) 

RESET 

RIGHT JUSTIFIED ADDRESSES 
O=SHIFT LEFT lAo from AD1) 
1 • RIGHT JUSTIFY tAa from ADa) 

COUNTEMIMERS VECTOR 
INCLUDES STATUS ICT VIS) 

PORT 8 VECTOR INCLUDES 
STATUS (PB VIS) 

Figure 13: Port Specifications Registers. 

Port Mode Specification Reglsten 
Addresses: I 00000 Port A 

101000 Port B 
(Read/Write) 

lo. lo.l•·l•·l•·l•· I•· !•.1 

PORTTYPE~T SELECTS(PTS) 
PTSt PTSO 
-ooaiTPOnr 

0 1 INPUTPORT 
1 0 OUTPUT PORT 
1 1 BIDIRECTIONAL 

PORT 

INTERRUPT ON TWO 
IIYI'ES(JTII) 

SINGLE BUFFERED 
MODEISB) 

L LATCH ON PATTERN MATCH ILPM) 
(BrTMOOE) 
DESKEW TIMER ENABLE (DTE) 
(HANDSHAKE MODES) 

PATTERN MODE SPECIFICATION 
BITS(PMSI 

PMS1 PMSO - ----a- DISABLE PATTERN MATCH 
1 "AND"MODE 
0 "ORnMODE 
1 "DR PRIORitY ENCODED 

VECTOR" MODE 

INTEflRUPT ON MATCH ONLY (IMO} 

Master Configuration Control Register 
Address: 000001 
(Read!Wr~te) 

PORTBJJ~ ENABLE(PBE) 

COUNTEMlMER 1 
ENABLE(CT1E) 

COUHTEM1MER Z 
ENABLE (CTZEl 

PORT C AND COUNTERI' 
TIMER 3 ENABLE 
(PCEANOCTlE) 

[
L COUNTERITIMER LINR 

CONTROLS(LC) 

1,~ ~ COUNTERITIMERS INDEPENDENT 
0 1 CIT1'10UTPiii'OATESCIT2 
1 D CIT1'10UTPUTTRIOOERSCIT2 
1 t CIT 1'1 OUTJiOT IS CIT 2'1 

COUNT INPUT 

PORT A ENABLE CPAE) 

PORT UNK CONTROL (PLC) 
D•PORTS A AND B OPERATE INDEPENDENTLY 
t., PORTS A AND 8 ARE liNKED 

Port Handshake Specification Registers 
Addresses: 100001 Port A 

101001 Port B 
(Read/Write) 

!o, o, o. o.jDJ D, 1 o,~oo! 

HANDSHAKE TYPE SPECIFICATION J -----c. DESKEW TIME SPECIFICATION 
BITS (HTS) BrTS 

HTS1 HTSO SPECIFIES THE MSB'I OF 

~ ~ ~~~J'i~rf~~=fi:A.KE ~=~::o~~:ti :IME CONSTAKT 

1 o PULSED HANDSHAKE 
1 1 THREE WIRE HANDSHAKE 

REQURTIWAIT SPECIFICA.nON BITS 
(RWS) 

RWS2 RWS1 RWSO ---a- -----o-- -----o-----
0 • 1 

' 1 1 
1 ' ' 1 0 1 
1 1 1 

Port Command and Status Registers 
Addresses: 001000 Port A 

001001 Port B 
(Read/Parllal Wr~te) 
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l•·lo.lo.l•·l•·l•· I•· lo.l 

INTERRUPT UNDER _j~l 
SERVICE (lUS) _lj 

INTERRUPT ENABLE (tE) 1 I 

INTERRUPT PENDING {IP) I I 

IUS, IE. AND IP ARE WRmEN USINQ 
THE FOLLDMNO CODE 

NULL CODE D 0 D 

CLEAR IP • IUS 

SETIP 0 0 

CLEARIP 1 0 1 

SET IE 1 1 0 

CLEARIE 1 1 1 

INTERRUPT ERROR (ERR} 
(1'1EADONLY) 

INTERRUPT ON ERROR (10El 

PATTERN MATCH FLAG (PMF) 
(READ ONLY) 

INPUT REGISTER FULL (li!;F) 
(READ ONLY) 

OUTPUT REGISTER EMPTY lORE! 
(READ ONLY) 
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REGISTERS (cont'd) 

Figure 14 : Bit Path Definition Registers. 

Data Path Polarity Registers 
Addresses: 100010 Port A 

101010 Port B 
000101 Port C (4 LSBs only) 

(Read/Write) 

L._ ___ DATA PATH POLARITY (DPP} 
O=NON·INVERTINQ 
1 = INVERTINO 

Data Direction Registers 
Addresses: 100011 Port A 

101011 Port B 
000110 Port C (4 LSBs only) 

(Read/Write) 

L---- DATA DIRECTION (DD) 
O•OUTPUTBIT 
1•1NPUT BIT 

Special UO Control Registers 
Addresses: 100100 Port A 

101100 Port B 

Figure 15: Port Data Registers. 

Port Data Registers 
Addresses: 001101 Port A • 

001110 Port B* 
(Read/Write) 

*These registers can be 
addressed direct! y. 

000111 Port C (4 LSBs only) 
(Read/Write) 

'---- SPECIAL INPUT/OUTPUT {510) 
D "'"NORMAL INPUT OR OUTPUT 
1 =OUTPUT WITH OPEN DRAIN OR 

INPUT WITH 1'& CATCHER 

Port C Data Register 
Address: 001111* 

(Read/Write) 

~SJ!! 
O=WRITINQ OF CORRESPONDING LSD ENABLED 
1 ""WAlliNG OF CORRESPONDING LSB INHIBITED 

(READ RETURNS 1) 
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REGISTERS (cont'd) 

Figure 16: Pattern Definition Registers. 

Pattern Polarity Registers (PP) 
Addresses: 100101 Port A 

101101 Port B 
(Read/Write) 

Pattern Transition Registers (PT) 
Addresses: 100110 Port A 

101110 Port B 
(Read/Write) 
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Pattern Mask Registers (PM) 
Addresses: 100111 Port A 

101111 Port B 
(Read/Write) 

PM PT PP PATTERN SPECIFICATION 
0. 0 -X BIT MASKED-OFF .. 
0 1 X ANY TRANSITION 

0 0 ZERO 
0 1 ONE 
1 0 ONE TO ZERO TRANSITION(\) 
1 1 ZERO·TG-ONE TRANSITION(!) 



Figure 17 : Counter!Timer Registers. 

Counter/Timer Command and Status Reglaters 
Addresses: 001010 Counter/Timer I 

001011 Counter/Timer 2 
001100 Counter/Timer 3 

(Read/Partial Write) 

lo,lo.l•·l•·!•·l 0·l•·lo,l 
INTERRUPT UNDER SERVICE (JUS) _jj_J, I 

INTERRUPT ENABLE (II!) 
I I 

INTERRUPT PENDING (IP) I 1 

IUS. IE, AND IP ARE WRITTEH USING 1 J 
THE FOLLOWINQ CODE: 

NULL COD£ 0 0 0 

CLEAR IP I IUS 0 0 1 

SET IUS 0 1 0 

CLEAR IUS 

SETIP 

CLEARIP 1 0 1 

1 1 0 

ClEAR IE 1 1 1 

INTERRUPT ERROR(ERR)­
(R!AD ONLY) 

COUNT IN PROGRESS (CIP) 
(READ ONLY) 

TAIQQER COMMAND BIT rrcD) 
(WRITE ONLY· READ RETURNS 0) 

DATE COMMAND BIT {GCBJ 

READ COUNTEA CONTROL {RCC) 
rREADtSETONLY-
CLEARED BY READING CCR LSBJ 

Counter/Timer Mode SpoclflcaUon Reglstens 
Addresses: 0!1100 Counter/Timer I 

011101 Counter/Timer 2 
011110 Counter/Timer 3 
(Read/Write) 

CO!ITINUOUSS!M· JJ~ [L OUTPUT OUTYCYCLE OLE CYC1.f (cmc) S~LECTS (DCS) 

EXf£RNAL OliTP\IT ~~J ~PULSE OUTPUT 
ENABLE (£0() 0 1 ONE-SHOT OUTPUT 

EX'T£RNAI. COUNT 1 D SQUARE WAY£ OUTPUT 
ENABLE (!::CE) 1 I DO NOT SPECIFY 

EXTERNAL TRIQQER RETRIGGER ENABLE BrT CREBI 
ENAfllEf£TE) 

EXTERNAL GATE ENABLE (EGE) 

Counter/Timer Current Count Registers 
Addresses: 010000 Counter/Timer l's MSB 

010001 Counter/Timer l's LSB 
010010 Counter/Timer 2's MSB 
0100 II Counter/T xmer 2' s LSB 
010100 Counter/Timer 3's MSB 
010101 Counter/Timer 3's LSB 

(Read Only) 

lo.lo,jo,lo,lo, lc, lo,jo,ic,jo, lo. io, lo,jo,j o, jo, I 

0 ""' =--:::J c== LEAST 
£1QNIFICANT SfONlFlCANT 

BYTE BYTE 

Counter/Timer Time Constant Regiatons 
Addresses: 010110 Counter/Timer l's MSB 

010111 Counter/Timer J's LSB 
011000 Counter/Timer 2's MSB 
011001 Counter/Timer 2's LSB 
011010 Counter/Timer 3's MSB 
Ol 1011 Counter/Timer 3's LSB 

(Read/Write) 

lo,j o.Jo.jo4Jo,J~ I o,Jo,J~ Jo,j Ds jo.j o,!ozJ o,JDa I 

MOST =--:::J c== LEAST 
S1QNIFJCAHT SIGNIFICANT 

IITIE BYTE 

Z8536 
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Figure 18: Interrupt Vector Registers. 

Interrupt Vector Register 
Addresses: 000010 Port A 

000011 Port B 
000100 Counter/Timers 

(Read/Write) 

'----- INTERRUPT VECTOR 

P~RT VECTOR S~~ 

PRIORITY ENCODED VECTOR MODE 

~ 01 o, 
x x NUMBER OF HIGHEST PRIORITY BIT 

WITH A MATCH 

All OTHER MODES· 

~ ~~ D..! 
ORE IRF PMF NORMAL 

0 0 0 ERROR 

COUNTERTTIMER STATUS 

D~ o, 
o o err 3 
D 1 CIT 2 
1 () CIT 1 

ERROR 

REGISTER ADDRESS SUMMARY 

Address 

000000 
000001 
000010 
000011 
000100 
000101 
000110 
000111 

Address 

001000 
001001 
001010 
OO!Oll 
001100 
00ll01 
001110 
00ll11 

Address 

010000 
010001 
010010 
OlOOll 
010100 
010101 
010110 
010111 
011000 
011001 
011010 
011011 
01ll00 
011101 
011110 
01ll11 

Main Control Registers 
Register Name 

Master Interrupt Control 
Master Conhqurahon Control 
Port A's Interrupt Vector 
Port B's Interrupt Vector 
Counter!fJmer's Interrupt Vector 
Port C's Data Path Polanty 
Port C's Data DJrccfJon 
Port C's Spec1al l/0 Control 

Most Often Accessed Rogis1ers 
Register Name 

Port A's Command and Status 
Perl B's Command and Status 
Counter/Timer l 's Command and Status 
CounterfTimer 2's Command and Status 
Counter!fJmer 3's Command and Status 
Port A's Data (can be accessed directly) 
Pori B's Data (can be accessed directly) 
Port C's Data (can be accessed directly) 

Counter/Timer Belated Registers 
Register Name 

Counlorffimor 1 's Current Count-MSBs 
CounlerfTimer l's Current Count-LSBs 
Counterfr1mer 2's Current Count-MSBs 
CounlerfTimer 2's Current Count-LSBs 
CounlerfTimer 3's Current Count-MSBs 
CounterfTimer 3's Current Count-LSBs 
Counlerff1mer l's Time Consla.ni-MSBs 
Counter/Timor l's Ttme Constant-LSBs 
Counterff1mer 2's T1me Consla.nt-MSBs 
CounlerfTimer 2's Time Conslant-LSBs 
Counterff1mer 3's T1me Constant-MSBs 
Counterffim~r 3's Time Constant-LSBs 
CounlerfTimer 1 's Mode Specificahon 
Counterff1mer 2's Mode Specificahon 
Counterffimer 3's Mode Spec1hcahon 
Current Vector 

Address 

100000 
100001 
100010 
100011 
100100 
100101 
100110 
100111 

Address 

101000 
101001 
101010 
101011 
101100 
101101 
101110 
10lll1 

Current Vector Register 
Address: 011111 

(Read only) 

'----- INTERRUPT VECTOR BASED 
ON HIGHEST PRIORITY 
UNMASKED IP. 
IF NO INTERRUPT PENDING 
All l's OUTPUT. 

Port A SpecUication Registers 
Register Name 

Port A's Mode Specihcahon 
Port A's Handshake Spec1hcahon 
Port A's Data Path Polanty 
Port A's Data D1rechon 
Port A's Special l/0 Control 
POrt A's Pattern Polanty 
Pori A's Pattern Transition 
Port A's Pattern Mask 

Port B Specification Registers 
Register Name 

Port B's Mode Specihcahon 
Port B's Handshake Specihcahon 
Port B's Data Path Polarily 
Port B's Data D1rechon 
Port B's Special UO Control 
Port B's Pattern Polanty 
Port B's Pattern Transthon 
Port B's Pattern Mask 

18/29 r=-= SliS·THOMSON 
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TIMING 
Read cycle. At the beginning of a read cycle, the 
CPU places an address on the address bus. Bits Ao 
and A1 specify a CIO register ; the remaining ad­
dress bits and status information are combined and 
decoded to generate a Chip Enable (CE) signal that 
selects the CIO. When Read (RD) goes Low, data 
from the specified register is gated onto the data 
bus. 

Z8536 

Figure 19 :Read Cycle Timing. 

Write cycle. At the beginning of a write cycle, the 
CPU places an address on the data bus. Bits Ao and 
A1 specify a CJO register ; the remaining address 
bis and status information are combined and deco­
ded to generate a CIJl!LEnable (CE) signal that se­
lects the CIO. When WR goes Low, data placed on 
the bus by the CPU is strobed into the specified CIO 
register. 

~ ---------------<<~R~EA~D~DAT~A=r----

Interrupt acknowledge. The CJO pulls its Interrupt 
Request (!NT) line Low, requesting interrupt service 
from the CPU, if an Interrupt Pending (IP) bit is set 
and interrupts are enabled. The CPU responds with 
an Interrupt Acknowledge cycle. When Interrupt 
Acknowledge (INTACK) goes true and the IP is set, 
the CIO forces Interrupt Enable Out (lEO) Low, 
disabling all lower priority devices in the interrupt 
daisy chain. If the CIO is the highest priority device 
requesting service (lEI is High), it places its interrupt 
vector on the data bus and sets the Interrupt Under 
Service (IUS) bit when Read (RD) goes Low. 

Figure 21 : Interrupt Acknowledge Timing. 

INT 

Figure 20 :Write Cycle Timing. 

Do·DT ---<=~::::=:=:>--

------------~~--------J 

lEI 

lEO 

'~----~n~------------~r-

'-n~-----­
~ 

Do-~ --------------~J~'--------((--v;.E~CT~O~R~)---
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ABSOLUTE MAXIMUM RATINGS 

Symbol Parameter Value Unit 

v, Voltages on all Pins with Respect to GND - 0.3 to+ 7 v 
TA Operating Ambient Temperature o to+ 70 oc 

-40 to+ 85 
-55 to+ 125 

Tstg Storage Temperature - 65 to+ 150 oc 
Stresses greater than those l1sted under Absolute Max1mum Rat1ngs may cause permanent damage to the dev1ce. Th1s 1s a stress ratmg only , 
operatron of the devrce at any codrtron above those rndrcated rn the operational sections of these specifications is not implied Exposure to absolute 
max1mum rating conditions for extended periods may affect dev1ce reliab1hty 

STANDARD TEST CONDITIONS 

The DC characteristics and capacitance sections 
below apply for the following standard test con­
ditions, unless otherwise noted. All voltages 
are referenced to GND. Positive current flows 
into the referenced pin. 

Standard conditions are as follows : 
• + 4.75V::; Vee::;+ 5.25V 
• GND = OV 
• T A as specified in Ordering Information 

Figure 22: Standard Test Load. 

+SY 

DC CHARACTERISTICS 

The Ordering Information section lists temperature 
ranges and product numbers. Package drawings 
are in the Package Information section in this book. 
Refer to the Literature List for additional documen­
tation. 

All ac parameters assume a load capacitance of 
50pf max. 

Figure 23 :Open-drain Test Load. 

+5V 

Symbol Parameter Test Conditions Min. Max. Unit 

VrH Input High Voltage 2 Vee+ v 
0.3 

VrL Input Low Voltage -0.3 0.8 v 
VoH Output High Voltage loH =- 250!!A 2.4 v 
VoL Output Low Voltage IOL = + 2mA 0.4 v 

loL = + 3.2mA 0.5 v 
lrL Input Leakage 0.4 ~ VrN ~ + 2.4V ± 10 J.lA 
IOL Output Leakage 0.4 ~ Vour,; + 2.4V ± 10 J.lA 
Icc V cc Supply Current 200 rnA 

vee= 5V ± 5% unless otherwrse specrfied, over specrfred temperature range. 
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CAPACITANCE 

Symbol Parameter 

c,N Input Capacitance 

GouT Output Capacitance 

C11o Bidirectional Capacitance 
.. 

I~ 1 MHz, over spec1fled temperature range. 
Unmeasured pins returned to ground. 

CPU INTERFACE TIMING 

PCLK 

Ao-At 

Do-D7 
READ 

Do-DT 
WRITE _____ __, 

Test Conditions Min. 

RDorW" 

~ 
_)~--.---· -=-~-------\=:®_, --lr ·L 

Z8536 

Max. Unit 

10 pf 

15 pf 

20 pf 

21/29 
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INTERRUPT TIMING 

PATTERIIIIATCH ~ INJIUT{S} PATTERN MATCHES 

BITPO~ ~---------------------------------------
4 GD~---------.1 

Aciffii 
NOTE4 

COUNTER 

INPUT -------' 

PCLX 

INTERRUPT ACKNOWLEDGE TIMING 

Do-D7 

••• 
111:0 

~k------
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4 MHz 6 MHz 
No Symbol Parameter Notes*t 

Min. Max. Min. Max. 

1 TcPC PCLK Cycle Time 250 4000 165 4000 

2 TwPCh PCLK Width (high) 105 2000 70 2000 

3 TwPCI PCLK Width (low) 105 2000 70 2000 

4 TrPC PCLK Rise Time 20 10 

5 TIPC PCLK Fall Time 20 15 

6 TsiA(PC) INTACK to PCLK 1' Setup Time 100 100 

7 ThiA(PC) INTACK to PCLK 1' Hold Time 0 0 

8 TsiA(RD) INTACK to RD J- Setup Time 200 200 

9 ThiA(RD) INTACK to RD 1' Hold Time 0 0 

10 TsiA(WR) INTACK to WR ,J. Setup Time 200 200 

11 ThiA(WR) INTACK to WR 1' Hold Time 0 0 

12 TsA(RD) Address to RD -1- Setup Time 80 80 

13 ThA(RD) Address to RD 1' Hold Time 0 0 

14 TsA(WR) Address to WR -1- Setup Time 80 80 

15 ThA(WR) Address to WR 1' Hold Time 0 0 

16 TsCEI(RD) CE Low to RD ,J. Setup Time 0 0 1 

17 TsCEh(RD) CE High to RD -1- Setup Time 100 70 1 

18 ThCE(RD) CE to RD 1' Hold Time 0 0 1 

19 TsCEI(WR) CE Low to WR -1- Setup Time 0 0 

20 TsCEh(WR CE High to WR ,J. Setup Time 10 70 

21 ThCE(WR) CE to WR 1' Hold Time 0 0 

22 TwRDI RD Low Width 390 250 1 

23 TdRD(DRA) RD ,J. to Read Data Active Delay 0 0 

24 TdRDf(DR) RD ,J. To Read Data Valid Delay 255 180 

25 TdRDr(DR) RD 1' to Read Data not Valid Delay 0 0 

26 TdRD(DRz) RD 1' to Read Data Float Delay 70 45 2 

27 TwWRI WR Low Width 390 250 

28 TsDW(WR) Write Data to WR -1- Setup Time 0 0 

29 ThDW(WR) Write Data to WR 1' Hold Time 0 0 

30 Trc Valid Accesss Recovery Time 1000 * 650 3 

31 TdPM(INT) Pattern Match to INT Delay (bit port) 2 +BOO 2 6 

32 TdACK(INT) ACKIN to INT Delay (port with handshake) 10 + 600 10 4,6 

33 TdCI(INT) Counter Input to INT Delay (counter mode) 2 + 700 2 6 

34 TdPC(INT) PCLK to INT Delay (timer mode) 3 + 700 3 6 

35 TsiA(RDA) INTACK to RD WR (acknowledge) Setup Time 350 250 5 

36 TwRDA RD (acknowledge)Width 350 250 

Notes : 1. Parameter does not apply to Interrupt Acknowledge transactions 
2. Float delay is measured to the t1me when the output has changed 0 SV w1th m1nimum ac load and max1mum de load. 3. 
3 Trc is the specified number or 3 TcPC, whichever is longer. 
4 The delay is from DAV for 3-W<re Input Handshake. The delay 1s from DAC 1' for 3-W<re Ouput Handshake 
5 The parameters for the devices in any particular daisy chain must meet the following constraint: The delay from INTACK to RD 

must be greater than the sum of TdiA(IEO) for the highest priority peripheral, TsiEI(RDA) for the lowest priority penpheral, and 
TdiEI(IEO) for each peripheral separating them in the chain. 

6. Un1ts are equal to TcPC plus ns. 
T1m1ng are preliminary and subject to change. All timing references assume 2 OV for a logic "1" and O.BV for a logic "0" 

t Units in nanoseconds (ns), except as noted. 
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Z8536 

4 MHz 6 MHz No Symbol Parameter Notes*t 
Min. Max. Min. Max. 

37 TdRDA(IEO) RD J, (acknowledge) to Read Data Valid Delay 250 180 

38 TdiA(IEO) INTACK -1- to lEO -1- Delay 350 250 5 

39 TdiEI(IEO) lEI to lEO Delay 150 100 5 

40 TsiEI(RDA) lEI to RD -1- (acknowledge) Setup Time 100 70 5 

41 ThiEI(RDA) lEI to RD 1' (acknowledge) Hold Time 100 70 

42 TdRDA(INT) RD -1- (acknowledge) to INT t Delay 
~ 

600 600 

STROBED HANDSHAKE 

DATA 

INPUT 

------~--]~\~----~~----

DATA 

OUTPUT 

DAY 

INTERLOCKED HANDSHAKE 

DATA 

OUTPUT ACitlll 
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3-WIRE HANDSHAKE 

DATA 

iii¥ 
INPUT 

INPUT 

III'D 
OUTPUT 

DAC 
OUTPUT 

DATA 

DAC 
INPUT 

OUTPUT 

RPD 
INPUT 

DAY 
OUTPUT 
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Z8536 

No 

1 

2 

3 

4 

5 

6 

7 

8 

9 

jQ 

1 1 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

Notes: 
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Symbol Parameter 

TsDI(ACK) Data Input to ACKIN t Setup Time 

ThDI(ACK) Data Input to ACKIN t Hold Time 
Strobed Handshake 

TdACKf(RFD) ACKIN t to RFD t Delay 

TwACKI ACKIN Low Width-Strobed Handshake 

TwACKh ACKIN High Width-Strobed Handshake 

TdRFDr(ACK) RFD t to ACKIN t Delay 

TsDO(DAV) Data Out to DAV t Setup T1me 

TdDAVf(ACK) DAV t to ACKIN t Delay 

ThDO(ACK) Data Out to ACKIN t Hold Time 

TdACK(DAV) ACKIN J, to DAV t Delay 

THDI(RFD) Data Input to RFD t Hold Time-Interlocked 
Handshake 

TdRFDf(ACK) RFD t to ACKIN t Delay Interlocked 
Handshake 

TdACKr(RFD) ACKIN t (DAV t) to RFD t 
Delay-Interlocked and 3-Wire Handshake 

TdDAVr(ACK) DAV t to ACKIN t (RFD t)-lnterlocked and 
3-Wire Handshake 

TdACK(DAV) ACKIN t (RFD t) to DAV t 
Delay-Interlocked and 3-Wire Handshake 

TdDAVIf(DAC) DAV t to DAC t Delay-Input 3-Wire 
Handshake 

ThO! (DAC) Data Input to DAC t Hold Time-3-Wire 
Handshake 

TdDACOr(DAV) DAC t to DAV t Delay-Input 3-Wire 
Handshake 

TdDAVIr(DAC) DAV t to DAC t Delay-Input 3-Wire 
Handshake 

TdDAVOf(DAC) DAV t to DAC t Delay-Output 3-Wire 
Handshake 

ThDO(DAC) Data Ouput to DAC t Hold Tlme-3-Wire 
Handshake 

TdDACir(DAV) DAC t to DAV t Delay-Output 3-Wire 
Handshake 

TdDAVOr(DAC) DAV t to DAC t Delay-Output 3-Wire 
Handshake 

1 Th1s t1me can be extended through the use of deskew t1mers 
2. Units equal to TcPC. 

4 MHz 6 MHZ 

Min. Max. Min. Max. 

0 0 

500 

0 0 

250 

250 

0 0 

25 20 

0 0 

2 2 

2 2 

0 0 

0 0 

0 0 

0 0 

0 0 

0 0 

0 0 

0 0 

0 0 

2 2 

2 2 

0 0 

• Timing are preliminary and subject to change. All t1m1ng references assume 2.0V for a log1c "1" and 0.8V for a logic "0". 
t Units 1n nanoseconds (ns), except as noted. 

Notes*t 

1 

2 

2 

2 

2 



COUNTER/TIMER TIMING 

FCU: 

PCLIUtl 

~NTEONAU ------' 

IIAT11 -

Z8536 

4 MHZ 6 MHZ Nc Symbol Parameter 
Min. Max. Min. Max. 

Notes•t 

1 TcCI Counter Input Cycle Ttme 500 330 

2 TCih Counter Input H<gh W1dth 230 150 

3 TWCI1 Counter Input Low Wtdth 230 150 

4 TIC I Counter Input Fall Ttme 20 15 

5 TrCI Counter Input R1se Ttme 20 15 

6 TsTI(PC) Tr~gger Input to PCLK J. Setup Ttme 150 
(t1mer mode) 

7 TsTI(CI) Tr~gger Input to Counter Input J. Setup 150 
T1me (counter mode) 

8 TwTI Tr~gger Input Pulse Wtdth 200 
(htgh or low) 

9 TsGI(PC) Gate Input to PCLK J. Setup Ttme 100 
(timer mode) 

10 TsGI(CI) Gate Input to Counter Input J. Setup Ttme 100 
(counter mode) 

11 ThGI(PC) Gate Input to PCLK J. Hold T1me 100 
(t1mer mode) 

12 ThGI(CI) Gate Input to Counter Input J. Hold Ttme 100 
(counter mode) 

13 TdPC(CO) PCLK to Counter Output Delay (t1mer mode) 475 

14 TdCI(CO) Counter Input to Counter Output Delay 475 
(counter mode) 

Notes. 1. These parameters must be met to guarantee tngger or gate are vahd for the next counter,llmer cycle. 
T1m1rg are prehm1nary and subJect to change All nm1ng references assume 2.0V for a log1c "1" ard 0 BV for a log1c ·o·. 

t Uruts 1n nanoseconds (ns' 

-

1 

1 

1 

1 

1 

1 
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Z6536 

REQUEST/WAIT TIMING 

4 MHZ 6 MHZ 
No Symbol Parameter Noles*t 

Min. Max. Min. Max. 

1 TdRD(REO) RD J. to REO J. Delay 500 

2 TdRD(WAIT) RD J, to WAIT .i- Deiay 500 

3 TdWR(REO) WR J. to REO .j, Delay 500 

4 TdWR(WAIT) WR .!. to WAIT .j, Delay 500 

5 TdPC(REO) PCLK .l. to REO i Delay 300 

6 TdPC(WAIT) PCLK .!. to WAIT i Delay 300 

7 TdACK(REO) ACKIN .1. to REO i Delay 8 + 1000 

8 TdACK(WAIT) ACKIN .!. to WAIT i Delay 10 +GOO 
Notes: 1. The delays 1s from DAV i for 3·WITe 1nput handshake. The delay 1s from DAC i for 3-wlfe output handshake 

2 Units equal to TcPC • ns 

No 

1 

2 

3 

Notes: 

28129 

592 

• T1m1ng are prehm1nary and subfeCt to change. All Um1ng references assume 2.0V for a log1c .. ,.and O.BV for a log1c ·o··. 
t Un1ts 1n nanosecondo ins). except as noted. 

4 MHZ 6 MHZ 
Symbol Parameter 

Min. Max. Min. Max. 

TdRD(WR) Delay From RD i to WR .!. for No Rest 50 50 
TdWR(RD) Delay From WR i to RD J. for No Reset 50 50 

TwRES Mtmmun Wtdth of RD and WR both Low For 250 250 
Reset 

T1m1ng are prehmnary and subject to change. All t1m1ng references assume 2 OV for a log1c "1" and 0 8V for a log1c "0". 
t Umts 1n nanoseconds (ns) 

12 

12 

Notes* t 



MISCELLANEOUS PORT TIMING 

------fc:r iC~: --
~ 

t•a CATCIC!A 
I ~PUT ------~~'-------------= -----~! s t------

Mi't'=~ -------'4 ~ 

Symbol 
4 MHz 6 MHz 

No Parameter 
Min. Max. Min. Max. 

1 Trl Any Input Rtse Ttme 100 100 

2 Til Any Input Fall Ttme 100 100 

3 Tw1's 1's Catcher Htgh Wtdth 250 170 

4 TwPM Pattern Match Input Valtd (Btl Port) 750 500 

5 TsPMD Data latched on pattern match setup ttme 0 0 
(btl port) 

6 ThPMD Data latched on pattern match hold ttme 1000 65 
(btl port) 

Notes. 1 If the 1nput 1s programmed 1nvert1ng. e low-gomg pulse of the same wh1.h Will be detected 
T1m1ng are preliminary and subJect to change All t1m1ng references assume 2 OV for a log1c "1" ard 0 BV for a log1c "0" 

t Un1ts •n naroseconds (ns) 

ORDERING INFORMATION 

Sales Type Frequency Temp. Range Package 

ZB53681V 4MHz o to 70°C DIL40-PLA 
ZB536AB1V 6MHz 0 to 70·C DIL40-PLA 
ZB53686V 4MHz -40 to a5·-c DIL40-PLA 
ZB536AB6V 6MHz -40 to 85'C DIL40-PLA 
ZB536C1V 4MHz o to 70°C PLCC44 
Z8536AC1V 6MHz o to 70"C PLCC44 
Z8536C6V 4MHz -40 to 85'C PLCC44 
ZB536AC6V 6MHz - 40 to 85°C PLCC44 
Z853601 N 4MHz o to 70°C DIL40-CER 
Z8536AD1N 6MHz 0 to 70'C DIL40-CER 
Z853606N 4MHz -40 to 85'C DIL40-CER 
Z8536AD6N 6MHz -40 to 85'C DIL40-CER 
Z8536D2N 4MHz -55 to 125"C DIL40-CER 
Z8536AD2N 6MHz -55 to 125°C DIL40-CER 

Z8536 

Notes•t 

1 

29129 
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APPLICATION NOTE 

INTERFACING Z8500 UNIVERSAL PERIPHERALS 
TO THE TS68000 

INTRODUCTION 

This Application Note discusses interfacing the 
SGS-THOMSON Z8500 family of peripherals to the 
TS68000 microprocessor. The Z8500 peripheral fa­
mily includes the Z8536 Counterrrimer and Parallel 
1/0 Unit (CIO), The Z8038 FIFO Input/Output Inter­
face Unit (FlO), and the Z8530 Serial Communica­
tions Controller (SCC). This document discusses 
the Z8500/68000 interfaces and presents hardware 
examples, and verification techniques. One of the 
three hardware examples given in this paper shows 
how to implement the Z8500/68000 interface using 
a single-chip programmable logic array (PAL). 

This Application Note about interfacing supple­
ments the following documents, which discuss the 
individual components of the interface. 
• Z8038 FlO/FIFO Datasheet 
• Z8530 SCC Datasheet 
• Z8531 A-sec Datasheet 
" Z8536 CIO Datasheet 
• TS68000 Datasheet 

This Application Note is divided into four sections. 
The first section gives a general description of the 
Z8500 family and discusses pin functions, interrupt 
structures, and the programming of operating 
modes. The second section discusses the Z8500 in­
terface itself. It shows how the different Z8500 
control signals are generated from the 68000 si­
gnals and summarizes the critical timings for the 
three types of bus cycles. The third section shows 
three examples of implementing the TS68000 to 
Z8500 peripheral interface. The fourth section sug­
gests methods of verifying the interface design by 
checking the three different types of bus cycle : 
Read, Write, and Interrupt Acknowledge. 

GENERAL Z8500 FAMILY DESCRIPTION 

The Z8500 family is made up of programmable pe­
ripherals that can interface easily to the bus of any 
nonmultiplexed CPU microprocessor, such as the 
TS68000. The three members of this family, the 
CIO, SCC, and FlO, can solve many design pro­
blems. The peripherals' operating modes can be 
programmed simply by writing to their internal regis­
ters. 

AN224/0289 

PROGRAMMING THE OPERATING MODES 

The CPU can access two types of register : Control 
and Data. Depending on the perip~ral, r~isters 
are selected with either the Ao, A 1, NB, or D/C fu nc­
tion pins. 

Peripheral operating modes are initialized by pro­
gramming internal registers. Since these registers 
are not directly addressable by the CPU, a two-step 
procedure using the Control register is required : 
first, the address of the internal register is written to 
the Control register, then the data is written to the 
Control register. A state machine determines whe­
ther an address or data is being written to the Control 
register. Reading an internal register follows a simi­
lar two-step procedure : first, the address is written 
then the data is read. 

The Data registers that are most frequently acces­
sed, for example, the SCC's transmit and receive 
buffer, can be addressed directly by the CPU with a 
single read or write operation. This reduces over­
head in data transfers between the peripheral and 
CPU. 

GENERATING Z8500 CONTROL SIGNALS 

This section shows how to generate the Z8500 
control signals. To simplify the discussion, the sec­
tion is divided into two parts. The first part takes each 
individual Z8500 signal and shows how it is genera­
ted from the TS68000 signals. The second part dis­
cusses the Z8500 timing that must be met when 
generating the control signals. 

Z8500 SIGNAL GENERATION 

The right-hard side of table 1 lists the Z8500 signals 
that must be generated. Each of these signals is dis­
cussed in a separate paragraph. 

Ao,A1, AlB, D/C. These pins are used to select the 
peripheral's Control and Data registers that program 
the different operating modes. They can be connec­
ted to the TS68000 A1 and A2 Address bus lines. 

CE. Each peripheral has an active Low Chip Enable 
that can be derived by AN Ding the selected address 
decode and the 68000's Address Strobe (AS). The 

1/12 

597 



APPLICATION NOTE 

active Low AS guarantees that the TS68000 ad­
dresses are valid. 

Do-D?. The Z8500 Data bus can be directly connec­
ted to the lowest byte (Do-D?) of the 68000 Data bus. 

lEI, lEO. The peripherals use these pins to decide 
the interrupt priority. The highest priority device 
should have its lEI tied High. Its lEO should be 
connected to the lEI pin of the next highest priority 
device. This pattern continues with the next highest 
priority peripheral, until the peripherals are all 
connected, as shown in Figure 1. 

INT. The interrupt request pins for each peripheral 
in the daisy chain can be wire-ORed and connected 
to the 68000's ILP n pins. The 68000 has seven in­
terrupt levels that can be encoded into the ILP o, 
ILP 1, and ILP 2 pins. Multiple 68000 interrupt levels 
can be implemented by using a multiplexer like the 
74LS148. 

INTACK. The INTACK pin signals the peripheral 
that an Interrupt Acknowledge cycle is occurring. 
The following equation describes how INTACK is 
generated: 

INTACK = (FCo). (FC1). (FC2). (As) 

The 68000 FCo-FC2 are status pins that indicate an 
Interrupt Acknowledge when they are all High. They 
should be ANDed with inverted AS to guarantee 
their validity. The INTACK signals must be synchro­
nized with PCLK to guarantee set-up and hold 

Table 1 : Z8500 and TS68000 Pin Functions. 

TS68000 Signals 

Mnemonic Function 

fu_-A23 Address Bus 
AS Address Strobe 
CLK 68000 Clock (BMHz) 
~ Data Bus 
DTACK Data Transfer Acknowledge 
FCo-FC2 Processor Status 
ILE!;-ILP2 Interrupt Request 
R/W Read/write 
VMA Valid Memory Address 
VPA Valid Peripheral Address 

times. This can be accomplished by changing the 
state of INTACK on the falling edge of PCLK. If the 
INTACK pin is not used, it must be tied High. 

PCLK. The SCC and CIO require a clock for inter­
nal synchronization. The clock can be generated by 
dividing down the 68000 CLK. 

RD. The Read strobe goes active Low under three 
conditions :hardware reset, normal Read cycle, and 
an Interrupt Acknowledge cycle. The following 
equation describes how RD is generated : 

RD = [(RIW) . (AS) + RESET)] 

The Read strobe timing must meet both the Read 
timing and Interrupt Acknowledge timing discussed 
in the following section. In addition to enabling the 
Data bus drivers, the falling edge of RD sets the In­
terrupt Under Service (IUS) bits during an Interrupt 
Acknowledge cycle. 

WR. This signal strobes data into the peripheral. A 
data to-write setup time requires that data be valid 
before WR goes active Low. The WR equation for 
generating the WR strobe is made up of two com­
ponents : an active reset and a normal Write cycle, 
as shown in the allowing equation : 

WR = [(RIW) . (AS) + RESET] 

Forcing RD and WR simultaneously Low resets the 
peripherals. 

Z8500 Signals 

Mnemonic Function 

&.., A1, AlB, D;c· Register Select 
CE Chip Enable 
Do-D? Data Bus 
!.!2,_1EO Interrupt Daisy Chain Control 
!!'!I__ Interrupt Request 
INTACK Interrupt Acknowledge 
PCLK Peripheral Clock 
RD Read Strobe 
WR Write Strobe 

Note : The reg1ster select p1ns on each peripheral have different names. 
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Z8500 TIMING CYCLES 

This section discusses the timing parameters that 
must be met when generating the control signals. 
The Z8500 family uses the control signals to com­
municate with the CPU via three types of bus cycle : 
Read, Write, and Interrupt Acknowledge. The dis­
cussion that follows pertains to the 4MHz periphe­
rals, but the 6MHz devices have similar timing 
considerations. 

Although the peripherals have a standard CPU in­
terface, some of their particular timing requirements 
vary. The worst-case parameters are shown below ; 
the timing can be optimized if only one or two of the 
Z8500 family devices are used. 

READ CYCLE 

The Read cycle transfers data from the peripheral 
to the CPU. It begins by selecting the peripheral and 
appropriate register (Data or Control). The data is 
gated onto the bus with the RD line. A setup time Qf 
BO..o.s from the time the register select inp..ill._(A/8, 
C/D, Ao, A,) are stable to the falling edge of RD gua­
rantees that the proper register is accessed. The ac-

Figure 1 : Peripheral Interrupt Daisy Chain. 

+SV 

PCLK 

HIGHEST 
PRIORITY 

PERIPHERAL 

APPLICATION NOTE 

cess time specification is usually measured from the 
falling edge of RD to valid data and varies between 
peripherals. The SCC specifies an additional regis­
ter select to valid data time. The Read cycle timing 
is shown in figure 2. 

WRITE CYCLE 

The Write cycle transfers data from the CPU to the 
peripheral. It begins by selecting the peripheral and 
addressing the desired register. A setup time of 
BO!l§..!rom register select stable to the falling edge 
of WR is required.__Ihe data must be valid prior to 
the falling edge of WR. The WR pulse width is spe­
cified at 400ns. Write cycle timing is shown in fi­
gure 2. 

INTERRUPT ACKNOWLEDGE CYCLE 

The Z8500 peripheral interrupt structure offers the 
designer many options. In the simplest case, the 
Z8500 peripherals can be polled with interrupts di­
sabled. If using interrupts, the timing shown in figure 
2 should be observed. (Detailed discussions of the 
interrupt processing can be found in the relevant da­
tas.heet). 

1---------J lEI lEO 

ZBSOO 

LOWEST 
PRIORITY 

PERIPHERAL 

~--------------------------~r---

PERIPHERAL 
(4MHz) 

CIO 
FlO 
sec 

hotue(NS) 

FIRST MIDDLE 
350 150 
350 150 
250 120 

Iifi SGS· THOMSON ="!I lillD~Illl@~~~©"ifllll©l/!0~@ 

LAST 
100 
100 
120 
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An interrupt sequence begins with an INT going ac­
tive because of an interrupt condition. The CPU ac­
knowledges the interrupt with an INTACK signal. 

A daisy-chain settle time (dependent upon the num­
ber of devices in the chain) ensures that the inter­
rupts are prioritized. The falling edge of RD causes 
the IUS bit to be set and enables a vector to go out 
on the bus. 
The table given figure 1 can be used to calculate the 
amount of settling time required by a daisy chain. 

Figure 2 : Z8500 Interface Timing (4MHz). 

READ 
CYCLE 

WRITE ( 
CYCLE 

INTERRUPT 
ACKNOWLEDGE 

CYCLE 

DATA OUT 

DATA IN 

Even if there is only one peripheral in the chain, a 
minimum settling time is still required because of the 
internal daisy chain. The first column specifies the 
amount of settling time for only one peripheral. If 
there are two peripherals, the time is computed by 
adding together the times shown in the first and the 
last columns. For each additional peripheral in the 
chain, the time specified in the middle column is ad­
ded. 

-- <300 I-
DATA IN (VALID DATA ) 
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RECOVERY TIME 

The read/write recovery time specifies a minimum 
amount of time between Read or Write cycles to the 
same peripheral. The recovery time differs among 
peripherals and is summarized in figure 3. In most 
cases, this parameter is met because of the time re­
quired for instruction fetches. The recovery time 
specification does not have to be met if CE is dese­
lected when Read or Write occurs. 

68000 INTERFACE EXAMPLES 

This section shows three examples, presented in in­
creasing order of complexity, for interfacing the 
4MHz Z8500 peripherals to an 8MHz TS68000. 
Faster CPUs or peripherals can be used by modi­
fying some of the timing. These examples suggest 
possible ways of implementing the interface but may 
require some modifications to operate properly. 
They were chosen because they give the user a va­
riety of interface design ideas. The first example 
uses a minimum amount of TTL logic to implement 
the interface because the Valid Peripheral Address 
(VPA) cycle meets the Z8500 timing requirements. 
In this mode the 68000 accepts only nonvectored 
interrupts. The second example uses the Data 
Transfer Acknowledge (DTACK) pin. This interface 
allows faster operation and makes use of the 

Figure 3 : Recovery Time. 

CE I 

APPLICATION NOTE 

Z8500's 8-bit vectored interrupts. The third example . 
also uses a DTACK cycle and is similar to the se-~ 
cond, except the external logic is integrated into a 
single chip, the PAL20X10 programmable array lo­
gic. 

EXAMPLE 1 :A TTL INTERFACE USING A VPA 
CYCLE 

The 68000 has a special input pin, Valid Peripheral 
Address (VPA), that can be activated by the Z8500 
chip select logic at the beginning of the cycle to in­
dicate to the 68000 that a peripheral is being acces­
sed. This generates a special Read/Write cycle that 
meets the peripheral timing requirements. This cy­
cle allows the Z8500 control signals to be genera­
ted easily. The 68000 responds to interrupts using 
an autovector and the Z850Q can be programmed 
not to return a vector. 

Figure 4 shows how the hardware can be implemen­
ted. PCLK i.§..lli'nerated by dividing down the 68000 
CLK. RD, WR, and INTACK are simply ANDed 
68000 singnals. The worst-case daisy-chain settle 
time is 450ns. Connecting INT to IPL o generates a 
level1 internmt. The io.ternal registers are accessed 
by Ao, A1, D/C and AlB, which can be the 68000 lo­
west order addresses. The timing is shown in fi­
gure 5. 

''----.J 

iffitWR ----..J~ \\..._ __ _J 

-~~----------'"co..e..,,-----------+-1 

Penpheral 
(4MHz) 

CIO 
FlO 
sec 

Recovery T1me_ 

Greater than 3 PCLK cycles or 1 OOOns 
Greater than 1 OOOns 
Greater than 6 PCLK cycles + 200ns 

Note :the diagram shows that the recovery t1me is measured between consecutive reads and wntes only 1! the penpheral is selected. 
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Figure 4 : Interface Using the VPA Cycle. 
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Figure 5 : VPA Cycle Timing. 
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FUNCTIONAL DESCRIPTION 

VPA is pulled Low at the beginning of the cycle and 
the CPU automatically inserts Wait states until E is 
synchronized. 

VPA = [(AS) . (CE)] 

RD = [(CE) . (VMA) . (R/W)] 

WR = [(CE) . (VMA) . (RiW)] 

INTACK = [(FCO). (FC1). (FC2). (AS)] 

EXAMPLE 2 :A TTL INTERFACE USING DTACK 
CYCLES 

Using at the 68000 Data Transfer Acknowledge 
(DTACK) cycle is a second way of interfacing to the 
Z8500 peripherals. The 68000 inserts Wait states 
until the DTACK input is strobed Low to complete 
the transfer. In addition to generating the control si-
9.!J.9l§.,_the interface logic must also generate 
DTACK. 

The timing shown in figure 6 can be generated by 
the hardware shown in figure 7. The 8-bit Shift re­
gister (74LS164) is used to generate the proper ti-

Figure 6: Timing for DTACK Interface. 

CLK 

PCLK 

a, 

APPLICATION NOTE 

ming. At the beginning of each cycle, OA (figure 7) 
is set High for one PCLK cycle and then reset. This 
pulse is shifted thrQJdQh the 0A-0H outputs and is 
used to generate RD, WR, and DTACK signals. 
Some of the extra Wait states can be eliminated by 
tapping the Shift register sooner (e.g., Oc). 

EXAMPLE 3 :SINGLE-CHIP PAL INTERFACE 

This example illustrates how to interface the 4MHz 
Z8500 peripherals to the 8MHz 68000 using a 
PAL20X1 0 device to generate all the required 
control signals. The PAL reduces the required inter­
face logic to a single chip, thus minimizing board 
space. This interface offers flexibility because the 
internal logic can be reprogrammed without chan­
ging the pin functions. The PAL uses 68000 signals 
to generate Read, Write, and Interrupt Acknowledge 
cycles. In addition to generating the Z8500 control 
signals, the PAL also generates a DTACK (Data 
Transfer Acknowledge) to inform the 68000 of a 
completed data transfer cycle. This allows the 
68000 to use the peripheral's vectored interrupts. 
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Figure 7 : Hardware Diagram for DTACK Interface. 
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FUNCTIONAL DESCRIPTION Figure 8 : PAL Pinout. 

Figure 8 shows the PAL's pin functions. The PAL 
gwerates five control signals, of which four (WR, 
~and INTACK) go to the Z8500 and one 
(DTACK) goes to the 68000. The remaining signals 
are used internally to generate these outputs. Ti­
ming diagrams for the Read, Write, and Interrupt 
Acknowledge cycles are shown in Figure 9. 

The PAL uses a 4-bit downcounter to generate the 
proper placement of the control signals where Co is 
the least-significant bit and Cs is the most-significant 
bit. All of the PAL is clocked with the rising edge of 
the 68000's CLK. The counter toggles between 
coun~s 14 and 15 and starts counting down when 
AS goes active. The counter goes back to toggling 
when AS goes inactive. CYC goes active Low at the 
same time the counter starts counting down. The 
equations in Table 2 can be entered into a develop­
ment board to program the PAL. 
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Figure 9 : PAL Interface Timing. 
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Table 2 : PAL Equations. 

PAL20X10 PAL DESIGN SPECIFICATION 
P7089 
MC68000 TO SGS-THOMSON PERIPHERAL INTERFACE 
MMI, SUNNYVALE, CA 
CLK I CS NC TEST I AS RW 
FC2 FC1 FCO I RESET NC GND 
I OE I C3 I C2 I C1 I CO I CYC 
NC I DTK I RD I WR I ACK VCC 

CD /CO */TEST ; COUNT/HOLD (LSB) 

C1 /RESET* AS*C1 ;HOLD 
:+: /RESET* AS* CO ; DECREMENT 

C2 /RESET*AS*C2 ; HOLD 
:+: /RESET* AS*CO*C1 ; DECREMENT 

C3 /RESET* AS*C3 ; HOLD 
:+: /RESET* AS* CO*C 1 * C2 ; DECREMENT 

DTK /RESET* /ACK*CYC*C3* /C2*/C 1 *CO*CS ; DTACK FOR RD/WR CYCLE 
+ /RESET* ACK*CYC*C3* /C2*C 1 */CO ; DTACK FOR INTERRUPT~ 

;OPERATION 

CYC /RESET* AS* /CYC*CO ; NEW CYCLE STARTED 
+ /RESET* AS*CYC ; PROCESSING OF CYCLE 
:+: /RESET*CYC*DTK ; END OF CYCLE 

RD /RESET*CYC* /ACK*RW*C3* /C2*CS ; NORMAL READ OPERATION 
+ /RESET*CYC*/ACK*RW*/C3*C2*C1 *CO*CS ; NORMAL READ OPERATION 
:+: /RESET*CYC* ACK*RW*C3 ; READ DURING OPERATION 

WR /RESET*CYC*/ACK*/RW*C3*/C2*CS ;WRITE 
+ /RESET*CYC*/ACK*/RW*/C3*C2*C1 *CO*CS ;WRITE 
:+: RESET 

ACK /RESET*FCO*FC 1 *FC2* AS*CYC* /CD ; INTERRUPT ACKNOWLEDGE 
+ /RESET*FCO*FC1 * FC2*CYC ; INTERRUPT ACKNOWLEDGE 
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APPLICATION NOTE 

HARDWARE DIAGRAM 

The hardware diagram of the PAL interface is shown 
in figure 10. The 68000 signals CLK, CS, AS, RiW, 
FCo, FC1 and FC2 are used to generate the Z8500 
control signals. The control signals are synchronous 
with the rising edge of the 68DOO's CLK. TEST and 
OE mus!....Qe grounded. CS is used to enable 
DTACK, RD_,_gpd WR as showr:!...l.o. the equations. 
The Z8500 !NT is connected to ILP o, which gene­
rates a 68000 level 1 interrupt. The peripherals are 
memory-mapped into the highest 64K byte block of 
memory, where A17- A23 equals "FFH"· Addresses 
A4- A5 are used to select the peripheral ; A1 - A3 se­
lect the internal registers. Table 3 shows the peri­
pheral's memory map. 

Table 3 : Peripheral Memory Map. 

Peripheral Register Hex Address 

sec (ZB53D) Channel B Control FF0020 
Channel B Data FF0022 
Channel A Control FF0024 
Channel B Data FF0026 

CIO (Z8536) Port C's Data Register FF0010 
Port B's Data Register FF0012 
Port A's Data Register FF0014 
Control Register FF0016 

FlO (Z8038) Data Register FFOOOO 
Control Register FF0002 

INTERFACE VERIFICATION TECHNIQUES 

This section suggests possible ways of verifying the 
Read, Write, and Interrupt Acknowledge cycles. 

READ CYCLE VERIFICATION 

The Read cycle should be checked first because it 
is the simplest operation. The Z8500 should be 
hardware reset by simultaneously pulling RD and 
WR Low. When the peripheral is in the reset state, 
the Control register containing the reset bit can be 
read without writing the pointer. Reading back the 
FlO and CIO Control register should yield a 01 H. 

The SCC's Read cycle can be verified by reading 
the bits in RRD. Bits D2 and Ds are set to 1 and bits 
Do, D1, and D7 are 0. Bits D3- D5 reflect the input 
pins DCD, SYNC, and CTS, respectively. 

WRITE CYCLE VERIFICATION 

This Write cycle can be checked by writing to a re­
gister and reading back the results. Both the CIO 
and FlO must have their reset bits cleared by wri-
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ling DOH to their Control registers and reading back 
the result. The SCC can be checked by writing and 
reading to an arbitrary read/write register, for exam­
ple, the Time Constant register (WR12 or WR13). 

INTERRUPT ACKNOWLEDGE CYCLE VERIFI­
CATION 

Verifying an Interrupt Acknowledge (INTACK) cycle 
consists of several steps . ..Erst, the peripheral 
makes an Interrupt Request (I NT) to the CPU. When 
the processor is ready to service the interrupt, it ini­
tiate an Interrupt Acknowledge (INTACK) cycle. This 
peripheral then puts an 8-bit vector on the bus, and 
the 68000 uses that vector to get to the correct ser­
vice routine. This test checks the simplest case. 

First, load the Interrupt Vector register with a vector, 
disable the Vector Includes status (VIS), and enable 
interrupts (IE= 1, MIE = 1, lEI= 1). Disabling VIS 
guarantees that only one vector is put on the bus. 
The address of the service routine corresponding to 
the 8-bit vector number must be loaded into the 
68000's vector table. 

Initiating an interrupt sequence in the FlO and CIO 
can be accomplished by setting one of the interrupt 
pending (IP) bits and seeing if the 68000 jumps to 
the service routine (setting a breakpoint at the be­
ginning of the service routine is an easy way to 
check if this has happened). 

Initiating an interrupt sequence in the SCC is not 
quite as simple because the IP bits are not as ac­
cessible to the user. An interrupt can be generated 
indirectly via the CTS pin by enabling the following : 
CTS IE (WR15 20), EXT INT EN (WR1 01 ), and MIE 
(WR9 08). Any transition on the CTS pin can initiate 
the interrupt sequence. The interrupt can be re-en­
abled by RESET EXT/STATUS INT (WRD 10) and 
RESET HIGHEST IUS (WRO 38). 

CONCLUSION 

SGS-THOMSON Z8500 family of nonmultiplexed 
Address/Data bus peripherals can interface easily 
with the SGS-THOMSON TS68000 and provide all 
the support required in a high-performance micro­
processor system. The many features offered by the 
sec, FlO and CIO solve many system design pro­
blems by making interfacing to the external world 
easy. These intelligent peripherals also greatly en­
hance the system performance by relieving the CPU 
of many burdensome overhead tasks. Additionally, 
the powerful interrupt structure allows the TS68000 
to use vectors and reduce interrupt response time. 
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