












































































































































































APPLICATION NOTE 

SLIC L3000/L3090 
USED IN KEY SYSTEM AND ANALOG PABX 

1. L3000/L3090 SLIC KIT ; MAIN CHARAC· 
TERISTICS: 

* Programmable DC feeding resistance and limiting 
current (two values available). 

* Four operating modes 
(PW-DOWN/SBY/CVS/RNG). 

* Signalling function (OFF-HOOK!GND-KEY). 

* Hybrid function. 

* Possibility to work with reduced battery voltage 
(- 24V). 

* Possibility to work in two-wire configuration. 

* Ringing generation with quasi zero output impe­
dance, zero crossing injection (no external relay 
needed) and ring trip detection. 

*Automatic ringing stop when OFF-HOOK is detec­
ted. 

* Parallel latched digital interface (5 pins). 

* Low number of standard tolerance external com­
ponents, only 9 1% resistors and 4 10-20% capaci­
tors (for 600Q appl.) 

* Possibility to work also with high common mode 
currents. 

* Integrated thermal protection. 

Figure 2.1 : L3090/L3000 Simplified AC Model. 

R2 

AN296/01/89 

By W. Rossi 

2. L3090/L3000 INTERNAL STRUCTURE 
Here below you can see the simplified internal struc­
ture of the L3090/L3000 SLIC KIT and how it is pos­
sible to make it working in a two wire configuration. 
The output stage (L3000) is represented as single 
ended only to have a simplified model. 

-Rae; R1 ; R2 ; and Rs are external components, 
can be real or complex and are chosen in order to 
set the desired AC performances of the system. 

- Rp is equal to the sum of the two external series 
resistor on the line. 

- Z2w is the load impedance at the two wire termi­
nation and represents the input impedance at the 
same point of another SLIC in the same configura­
tion. 

If you look at fig. 2.1 it is evident that both the trans­
mit and receive signals are present at the 2W point 
(typical for a two wire configuration). In fact if you 
suppose to inject a signal in the 2W point it will be 
transferred to the line through the A amplifier after 
a partition on the R1 ; R2 network. On the other side 
if a signal is applied at the line termination it will pro­
duce a current Is that scaled by 50 is fed back and 
injected on Rae, finally through the B amplifier the 
line signal is transferred at the 2W termination. 

A 
Rp Is 
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3. HOW TO CHOOSE EXTERNAL COMPO­
NENTS FOR EACH APPLICATION 

it is possible to obtain all the typical parameters of 
the system ; in particular, defining 

Analyzing the circuit configuration shown in fig. 2.1 G = 2 x R2 I (R1 + R2) the results are : 

- Z2w defined as V2w/12w is the input impedance at the two wire termination : 
Rs 

Z2W= 
1 + G x Rac/(25 x (Rp + Rl)) 

- Zin defined as VI/Is is the input impedance at the line termination : 

Zin = Rp + Rae x (G/25) x 

Substituting the (1} in the (2) you obtain: 

Z2w 

Rs + Z2w 

Rp+ Rl 
Zin = Rp + G x Rae x 

50 x (Rp + Rl) + G x Rae 

(1) 

(2) 

(3) 

- GTX defined as V2w!VI is the transmit gain and can be evaluated applying VI at the line termination and 
measuring V2w : 

1 
GTX= (4) 

G x (1 + (Rp/(Rp + Rl)) +50 x (Rp/Rac) 
- GRX defined as VI/V2w is the receive gain and can be evaluated applying V2W at the 2W termination and 
measuring VI : 

Rl 
GRX =-G X 

Rl + Rp 
(5) 

The problem is now how to choose the external components in order to obtain the desired value for the above 
parameters. 

Solving the equations (1); (3); (4) and (5) you can obtain: 

From the (5) : 
R2 = K x (ZI + Rp) (6) 

R1 = K x ((2/GRX) -1) x Rl- K x Rp 

The value of K must be chosen in order to have R1, R2 > Z2w. 

From the (4) : 
50 X Rp X ZI!GRX 

Rae~--~~~~~~~~~~~~~ 
((1 - GRX x GTX)/(GRX x GTX)} x Rl- 2 x Rp 

(7) 

From the (3) : 

Rp= 
(1 - GRX x GTX) x Zin x Rl 

Rl + GRX x GTX x Zin 
(*) (8) 

From the (1) : 

Rs = Z2w x ( 1 + G x 
Rae ) (9) 

25 X (Rp + Rl) 
If you want to try a different approach in the Appendix you can find the input file for SPICE simulation of the 
circuit. The components names are the same used in fig. 2.1 and fig. 4.1. 

(*) : If you want to keep the possibility to choose Rp not depending on the desired AC parameters of your 
system you can add a resistor Ro between the 2W termination and Z2w and select its value in the proper 
way. 

2/6 

98 

ru SCS· THOMSON 
~I ~>~u~t:~@~~~©1i'~@lllll©l\l 



4. ONE APPLICATION EXAMPLE 

4.1. EXTERNAL COMPONENTS DEFINITION 

Once defined the desired specs. (Zin, Z2w, GTX, 
GRX) from the (6) to (9) it is possible to define all 
the external components. 

Let's suppose you want : 

GTX =- 3dB (= .708) 

GRX =- 3dB 

Zin = 600Q 

APPLICATION NOTE 

Z2w= 600Q 

Substituting in the above relations you obtain : 

Rp = 200n (from the (8)) 

Rae = 42.4 Kn (from the (7)) 

R1 = 43.6 Kn (from the (6)) 

R2 = 39 KQ 

Rs = 1800Q (from the (9)) 

Here below you can see the complete application 
diagram for the two wire configuration : 

Figure 4.1 : L3090/L3000 SLIC KIT in Two Wire Configuration. 
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4.2. MEASUREMENTS 

Here below you can see the results of some mea-

Figure 4.2 :Return Loss at Line Termination 
(Rref = 6000). 
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Figure 4.4 :TX Gain Flatness 
(GTX (1KHz) =-3d B). 
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surements on the application shown in fig. 4.2. The 
2w termination is loaded with 600 ohm ; the line im­
pedance is 600 ohm. 

Figure 4.3 :Return Loss at the 2W Termination 
(Rref = 6000). 
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Figure 4.5 : RX Gain Flatness 
(GRX (1KHz) =-3d B). 
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L3090 2 WIRE AC ANALYSIS 

********************************************* 
* * 
* SLIC DEFINITION IN 2W CONFIGURATION * 
* * 
********************************************* 

.SUBCKT SLIC 7 8 

******** SLIC EXTERNAL COMPONENTS *********** 

RAC 1 0 42.4K 
RS 2 3 1.8K 
Rl 9 4 43.6K 
R2 4 0 39.0K 
RP 5 6 200 
Cl 3 8 lOU 
C2 3 9 lOON 
CCOMP 1 0 120P 

********* END SLIC EXTERNAL COMPONENTS ****** 

********* SLIC INTERNAL CHARACTERISTICS ***** 
********* DO NOT MODIFY THESE VALUES ! ! ***** 
Vl 7 6 

Fl 1 0 Vl .02 

El 2 0 1 0 2 
E2 5 0 4 0 -2 

********* END SLIC INTERNAL CHARACTERISTICS * 

.ENDS SLIC 

********************************************* 
* END SLIC DEFINITION * ********************************************* 

.AC DEC 10 10 lOK 

.WIDTH IN=80 OUT=80 

***** INSERT ONLY ONE OF THE FOLLOWING BLOKS DEPENDING ********* 
***** ON WHICH ANALYSIS YOU WANT ********* 

***************************************************************** 
* * 
* 
* 
* 

ANALYSIS ON ONLY ONE SLIC TERMINATED ON RL (LINE SIDE) 
AND ON R2W (TWO WIRE SIDE) * 

* 
* ***************************************************************** 

**** INPUT IMPEDANCE EVALUATION ********************************* 
*Xl 1 2 SLIC 
*R2W 2 0 600 
*IL 0 1 AC 
*.PRINT AC VM(l) VP(l) 
***************************************************************** 

**** 2W IMPEDANCE EVALUATION ************************************ 
*Xl 1 2 SLIC 
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*RL 1 0 600 
*RG 0 2 10MEG 
*I2W 0 2 AC 
*.PRINT AC VM(2) VP(2) 
***************************************************************** 

**** SINGLE TX GAIN EVALUATION ********************************** 
*X1 1 2 SLIC 
*VL 1 0 AC 
*R2W 2 0 600 
*.PRINT AC VM(2) VP(2) 
***************************************************************** 

**** SINGLE RX GAIN EVALUATION ********************************** 
*X1 1 2 SLIC 
*RL 1 0 600 
*V2W 2 0 AC 
*.PRINT AC VM(l) VP(l) 
**************************************~************************** 

***************************************************************** 
* * * ANALYSIS ON TWO SLIC CONNECTED TOGETHER AT THE 2W TERMINATION * 

* * 
***************************************************************** 

**** INPUT IMPEDANCE EVALUATION ********************************* 
*X1 1 2 SLIC 
*X2 3 2 SLIC 
*R2W 2 0 lOMEG 
*IL 0 1 AC 
*RL 3 0 600 
*.PRINT AC VM(1) VP(l) 
***************************************************************** 

**** TX GAIN EVALUATION ***************************************** 
*X1 1 2 SLIC 
*X2 3 2 SLIC 
*R2W 2 0 10MEG 
*VL 1 0 AC 
*RL 3 0 600 
*.PRINT AC VM(2) VP(2) 
***************************************************************** 

**** OVERALL GAIN EVALUATION ************************************ 
*X1 1 2 SLIC 
*X2 3 2 SLIC 
*R2W 2 0 10MEG 
*VL 1 0 AC 
*RL 3 0 600 
*.PRINT AC VM(3) VP(3) 
***************************************************************** 

.END 
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PABX BIG COST REDUCTION AND PERFORMANCE 
IMPROVEMENT ARE OBTAINED WITH A NEW SLIC CHIP SET 

byW. Rossi 

The new L3000/L3091 SLIC need very few external components, vety low power in ON-HOOK 
and provide innovative functions like Ringing injection, message waiting, line length measure­
ment for autoadaptive systems. 

Abstract 
The new SGS-THOMSON SUC (Subscriber Line 
Interface Circuit) kit L3000/L3091 suitable for 
PABX (Private Automatic Branch Exchange), low. 
end C.O. (Central Office) and ISDN terminal 
adaptor applications is described. The two chip 
approach allows the integration of innovative 
functions as ringing generation and injection, line 
length evaluation, message waiting, loop exten­
sion all software programmable. High level 
DC/AC performances are provided and very low 
power is requested in on hook condition (less 
than 1 OmW from battery and typ. 50mW from +I-
5V supplies). 

1. INTRODUCTION 
The '90 years will represent a transition period 
from fully analog solution to fully digital (ISDN) 
one in PABX systems design. In particular in this 
new systems generation analog and digital line 
cards will coexist. The SUCs for this new systems 
should satisfy the following requirements: 

- do not degrade the transmission performances 
of the digital part (ex: noise due to relay bounces 
during ringing injection). 

- Software programmability of the DC/AC charac­
teristics in order to have an easy adaptation to dif­
ferent countries requirements. 
- Signaling self management in order to simplify 
the card controller software. · 

- Low number of external components. 

- High reliability and low cost. 

In order to satisfy the above requirements a com­
plex circuit structure is necessary. Such a struc­
ture cannot be integrated in a single chip because 
high voltage technology is required to interface 
the subscriber line. Single chip solutions based 
on present H.V. Technology are possible only giv-
AN382/1190 

ing up most of the above requirements or increas­
ing too much the device size and the external 
components number. The SGS-THOMSON SUC 
family actually in production and based on a two 
chip approach is able to satisfy the above require­
ments. In fact only the circuit directly connected to 
the line is realized in High Voltage Technology 
while all the control and signal management func­
tions are performed in the control chip realized in 
high density, Low Voltage Technology. (15V). In 
addition this approach allows an easy adaptation 
to different applicative situation only selecting the 
proper low voltage control chip. In the following 
the L3000/L3091 kit will be deeply described. 

2. L3000-L3091 GENERAL DESCRIPTION 

The SUC KIT L3000/L3091 integrate all the func­
tions, except the overvoltage protection, needed 
to interface a subscriber line. As shown in fig.1 
the L3000 chip is a directly connected to the tele­
phone line. On the L3091 chip two interfaces are 
present. The first is an analog interface (4W) 
connected to the analog input/output of a 
Codec/Filter. The second one is a parallel digital 
interface that allows to set different operating 
modes of the kit and to transfer information about 
line status. Because of the internal latches circuit 
this interface can be connected to a SUC com­
mon control bus driven by the Line Card Control­
ler (see fig. 1 ). In alternative this interface can be 
directly connected to the 1/0 control port of a sec­
ond generation COMBO as SGS-THOMSON 
TS5070/TS5071 (see fig. 2). The main features of 
the L3000/L3091 are the following : 

- Programmable DC feeding resistance and limi­
ting current (25/40/60mA) 

- Low power dissipation (50mW) in on hook con­
dition (off-hook detector active). 

- Loop extension I Integrated message waiting 
function. 
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- Signaling function (ON-HOOK/OFF-HOOK; 
GROUND-KEY/GROUND-START detection) 

- Line length evaluation 

- Hybrid function 

- Line impedance synthesis (real/complex) 

- Balanced ringing signal generation with zero 
crossing injection 

- Automatic ringing stop with zero crossing when 

OFF-HOOK is detected. 

- Parallel latched digital interface for direct con­
nection with 2nd generation COMBO or Card 
Controller 

- Low number of external standard tolerance com­
ponents. 

- Integrated thermal protection that disable out­
put stages when junction temperature exceeds 
140°C 

Figure 1: The latched parallel digital interface of L3091 allows an easy common bus control structure. The 
card controller select the proper SLIC via the corresponding CS pin. 
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Figure 2: The digital interface of L3091 is directly connected to the COMBO II I/O ports. The card controller 
manage this 1/0 digital interface via a 2Mbit serial control port. 
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Three input and two output pins represent the 
parallel digital interface. In addition a CS pin 
allows to connect the digital interfaces of all the 
sues on the Line Card to the same control bus; 
the digital datas applied to this interface selects 
one of the following operating modes: 

- Conversation or Active Mode 

- Stand-by or On-Hook Mode 

- Power Down or Disable Mode 

- Ringing Mode 

4. CONVERSATION OR ACTIVE MODE 
The SUC is setted in this mode when the off-hook 
condition has been detected and the communica­
tion must be activated; the main functions per­
formed in this mode are: 

1) DC current feeding into subscriber loop. 

2) Signaling recognition (OFF-HOOK; GND-KEY; 
DIAL PULSES) 

3) Bidirectional transfer of speech band signals 
between line (2wire) and COMBO (4wire) inter­
faces. 

4.1 DC CHARACTERISTIC 
One of the main SUC function is to provide a DC 
current to the subscriber loop in order to feed 

TX 
RX 

TX 

L31391 L3131313 

LINE 

UNIT FEED 

L31391 

UNIT 

L3131313 

LINE 

FEED 

HB9L3B91-15 

properly the connected telephone set. In fig. 3 dif­
ferent DC characteristics Line Current (II) versus 
loop resistance (RI) are shown. The (a) curve rep­
resents the DC characteristic obtained with tradi­
tional line interface based on transformer; as you 
can see it is a purely resistive characteristic 
(II=VBAT/(2xRFS)) where typical RFS values are 
200ohm and 400ohm. The (b), (c), (d) curves 
represent the three different programmable DC 
characteristics that can be obtained with the 
L3000/L3091 sue kit in conversation mode. 
Each curve is composed by two regions the first 
with constant line current and the second resistive 
were the RFS value is programmed by means of 
one external resistor. The constant current region 
allows a big power dissipation reduction with 
short lines if compared with the transformer solu­
tion. In addition the possibility to program by soft­
ware different limiting currents (25,40,60mA) 
make the system more flexible allowing an easy 
adaptation to the different administration require­
ments and the possibility of the line length meas­
urement. In fact when TEST MODE function is 
activated one of the digital interface output will 
show if the actual line current is equal or lower 
than the programmed limiting current value. The 
possibility to program three different limiting cur­
rent values allows to distinguish four different line 
resistances ranges as shown in fig. 3; this infor­
mation is very useful in order to optimize the 
transmission performances for each line length. 
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Figure 3: The (a) curve represents the DC characteristic obtained with traditional line interface based on 
transformer. The (b), (c), (d) curves represent the three different programmable DC characteristics that can 
be obtained with the L3000/L3091 SLIC kit in conversation mode. 
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In particular if a second generation COMBO, as 
SGS·THOMSON TS5070!71 is adopted the line 
length can be used to select by software proper 
transmit/receive gains and balance impedances 
obtaining in this way an autoadaptive system at 
four states. Another important feature consists in 
the balanced line feeding circuit; it means that line 
current variations will produce equal and opposite 
voltage variations on the A;B, or TIP, RING SLIC 
line terminations. This characteristic is very im· 
portant because during dial pulse selection the 
line current change from zero to the maximum 
value producing large line voltage variations. The 
balanced structure avoid high common mode sig· 
nals generation with very short rise/fall time. It 
should be noted that this problem is always pres­
ent when monolithic SLICs with integrated DC/DC 
converter are adopted in fact in this case doesn't 
exist voltage symmetry between the two line ter· 
minations. This kind of common mode signals 
produce serious transmission problems on the 
ISDN line present in the same system; in addition 
they are also noise sources for the other analog 
lines. The L3000/L3091 SLIC kit has been studied 
not only in order to avoid common mode noise on 
the line, but also to be less sensitive to the noise 
present on the battery voltage typically generated 

by dial pulse selection and ringing injection opera­
tions. In particular the noise on the battery voltage 
is transferred to the line with an attenuation 
higher than 20dB for low frequency components 
(1OHz) and with more than 40dB for speech band 
components (typ. 1kHz). 

4.2 LONG LINES FEEDING. 
The L3000/L3091 SLIC kit is also suitable for 
public-central-office, since in this application is 
sometimes required to feed very long lines a par­
ticular operating mode (Boost Battery) is __ pro· 
vided. When the boost battery mode is activated 
the DC characteristic is modified allowing 20mA 
of feeding current for 4Kohm of loop resistance 
equivalent to more than 1 OKm (see fig.4). Consid· 
ering PABX dedicated to Hotel applications this 
operating mode can be used to perform the 
"MESSAGE WAITING" function. In fact when the 
Boost Battery mode is selected and the line cur­
rent is zero the line voltage is greater than 1 OOV; 
this voltage is high enough to switch on the neon 
lamp on the telephone set typically used to inform 
the subscriber to call back the operator. During 
Boost Battery operation the L3000 line interface 
circuit fed its internal output stages between the 
negative battery (typ -48V) and the positive bat-

4/9 
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Figure 4: DC characteristic in Boost Battery mode allows to feed very long lines (20mN4Kohm) and to 
perform the "message waiting" function. For line current close to zero the TIP/RING voltage is greater than 
100V. 
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tery voltage (typ. + 72V) already present for the 
ringing operation. 

4.3 SIGNALING. 
When the Conversation operating mode .. is se· 
lected on the two output pins of the digital inter­
face the following informations are provided: 
1) ON-HOOK/OFF-HOOK detection 
2) GROUND KEY I GROUND START detection. 
In addition the off-hook detection delay is very low 
allowing dial pulse detection with a distortion 
lower than 1% . On the contrary the ground key 
information is filtered with a time constant in the 
range of 1 OOms. 

4.4 AC CHARACTERISTIC. 
The L30DOIL3091 SLIC kit provide excellent AC 
characteristics, in addition its internal structure al· 
lows an easy programming of the line and bal· 
ance impedances both real or complex by means 
of external scaled (by 25) components. It means 
that in case of complex impedances the external 
capacitors values will be 25 time lower than the 
synthetized values. Another peculiarity of the 
L30DOIL3091 sue kit is the possibility to recover 
the insertion loss due to the external protection 
resistors connected between the SLIC TIP and 

RING (A, B) output pins and the line; such resis· 
tors cannot be avoided being necessary to limit 
the line current when surges or other causes pro­
duces overvoltages on the line. The major part of 
the monolithic SLICs available on the market re­
quires low values for the external protection resis­
tors ( < 20ohm) being not able to recover the at· 
tenuation produced by such components. 
This attenuation become a problem in presence 
of complex line impedance because its value de· 
pends also on the frequency. If protection res is· 
tors higher than 20ohm are adopted the corre· 
spondent amplitude distortion with frequency will 
not be acceptable and external complex equaliz­
ing circuit required. 

On the contrary the L300DIL3091 SLIC kit allows 
to use protection resistors in the range from 30 to 
1 OOohm increasing in this way the system protec· 
tion level. In this condition the guaranteed inser­
tion loss flatness (including external protection 
resistors) between 2W (line) and 4W (COMBO) 
interfaces is +I· 0.1 dB for both real or complex 
line impedances. 

Another important L30001L3091 S~ kit feature 
for the overall system performances is the capa­
bility to work also in presence of high induced ion· 
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gitudinal line current. The longitudinal current can 
be generated by the following causes: 

1) Magnetic/capacitive coupling between the 
subscriber line and the AC main power distribu­
tion network (11 0/220V; 50/60Hz). 
2) Magnetic/capacitive coupling with adjacent 
subscriber line on which large voltage/current 
variations are present (ex: dial pulse selection; 
ringing injection .. ) 
3) Magnetic/capacitive coupling with high fre­
quency electromagnetic waves. 
For a proper SUC operation in presence of the 
above conditions the following characteristics are 
necessary: 

1) High value of Longitudinal to Transversal Con­
version (LTC) 
2) High value of Longitudinal to Transversal Con­
version also in presence of high common mode 
current. 
3) High value of Longitudinal to Transversal Con­
version also in presence of high frequency com­
mon mode current. 
The L3000/L3091 SUC kit is able to satisfy all the 

Figure Sa: Test circuit for EMI evaluation. 

above requirements; in particular the LTC guaran­
teed value is 52dB; the typical is 60dB. This value 
remain nearly unchanged also for high common 
mode current (ex. 65mA peak on each wire with 
25 rnA of transversal DC line current or SOmA 
peak with 40mA of transversal DC line current). 
In addition the high gain-bandwidth product of the 
L3000 integrated operational amplifiers allows to 
keep the LTC value very high also for common 
mode current frequencies up to 200/300kHz. 
Higher frequencies common mode current can be 
easily attenuated connecting between the line ter­
minations and ground small capacitors (10/20nF). 
The low effect of such capacitors on the SUC AC 
parameters (gains, impedances, two to four wire 
conversion .... ) can be easily recovered acting on 
the sue external components thanks to the high 
flexibility of the two chip architecture. 
In fig.5 are shown the test circuit used for EMI 
evaluation up to 1OM Hz and the results obtained 
with and without the filtering capacitors on line 
terminations. This excellent result show that the 
L3000/L3091 SUC kit provide very high rejection 
to EMI signals without requiring expensive H.F. 
coils. 
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E·3.BUrms 1B-1BBKHz: E·6,9Urms 19BKHz-3BMHz 

CRF _,_ 

RP J: 

TIP 
DC LOOP 

HOLD. 
CIRC. 

C2 

R2 

1198L 389 t-28 
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APPLICATION NOTE 

Figure Sb: The high bandwidth and high current capability of L3000 output operational amplifier allows an 
excellent rejection to longitudinal EMI signals up to 200kHz (a) curve. This good performances are 
maintained for higher frequencies using two inexpensive small capacitors (Crf=1 0/20nF). 

L3000/3090 EMI measurements 

Test circuit: see FTZ 12 TR1 Teil 21 

UTXp 
( mUrms 

5 

4 

f1fJBL 3BfJB- t 4 

) 

without CRF 
3 

I 
1/ 

2 

with CRF=18nF 
1 

/ ~ 
113 1GB 

5. STAND-BY OR ON-HOOK MODE 

The L3000/L3091 SLIC kit is usually programmed 
in Stand-By mode when the connected telephone 
set is in on-hook condition; the only functions per­
formed in this mode are: 

1) DC line feeding with low limiting current value 
(10mA) 
2) OFF-HOOK detection This second function is 
performed by a sophisticate circuit that allows a 
proper off-hook detection also in presence of high 
common mode currents induced on the line there­
fore the off-hook information provided by the 
SLIC doesn't need additional processing by the 
card controller. The reduced number of functions 
provided in this mode allows a significative SLIC 
power dissipation reduction (250mW). 

6. POWER DOWN MODE 
This mode is used in all those condition in which it 
is necessary to reduce to zero the power deliv­
ered to the line (power failure, emergency, line 
not connected .... ). In power down mode the line 
interface circuit L3000 is completely switched off 
therefore not able to detect OFF-HOOK, its im-

1BBB f!KHzJ 

pedance at line terminations is 1 Mohm and the 
current sinked from the battery is reduced to zero. 
In this mode the power dissipation from the +I-5V 
supplies is typ. 50mW. In case a very low power 
dissipation is requested also when the telephone 
is in on-hook and in such condition it doesn't sink 
more than 500uA the Automatic Stand-by Mode 
can be selected. The Automatic Stand-by Mode 
combine the advantages of the two previous op­
erating modes, in particular: 
1) Accurate OFF-HOOK detection 
2) Low power consumption (50mW from +I-5V 
and <1 OmW from battery). 
When this mode is selected the L3000 is normally 
in Power-Down Mode. A dedicated circuitry inside 
L3091 will sense the line voltage and will auto­
matically program in Stand-by Mode the L3000 if 
a possible off-hook condition is detected. 

7. RINGING MODE 
One of the L3000/L3091 SLIC kit main character­
istic is the possibility to inject directly the ringing 
signal on the line without request of external elec­
tromechanical relay and high level ringing genera-

719 --------------~ ~~~©m~:'~©~ --------------
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tor. In order to obtain from the L3000 the proper 
level for the ringing signal an additional positive 
voltage source is requested (typically +72V). 

The ringing signal is obtained amplifying a low 
level signal (1.5Vrms) applied to the SLIC, this 
low level oscillation can be obtained either from a 
local oscillator or from the COMBO RX path. The 
ringing signal is injected on the line in balanced 
mode with a nominal amplitude of 60Vrms that 
can be increased up to 70Vrms. 

During the ringing injection the SLIC output im­
pedance is just equal to the two series protection 
resistors (dohm); this characteristic allows to use 
lower ringing signal amplitude compared with the 
standard solutions where the ringing generator 
series impedance is typically 800ohm. In fig.6 is 
represented the effect of the low output imped­
ance with different ringer load and compared with 
the traditional solution with a source voltage of 

75Vrms and 800ohm of output impedance. 

A dedicated circuitry guarantee that the ringing 
signal is injected and disconnected from the line 
always in presence of the zero voltage crossing 
transition, avoiding the generation of very fast 
voltage transition on the line. 

During ringing injection a sophisticate circuit will 
perform a complete ring trip detection; when off­
hook condition is recognized the SLIC will auto­
matically stop the ringing signal without waiting 
for the card controller command. 

In conclusion the L3000/L3091 SLIC kit allows to 
save: 

-The centralized H.V. ringing generator 

- all the ringing relays 

- all the zero crossing circuitry 

- all the software for ring trip detection. 

Figure 6: Comparison between L3000/L3091 SLIC kit and standard solutions ringing performances. The 
voltage across the ringer load after 1 Km line (280ohm) is shown for different REN (Ringer Equivalent 
Number). The L3000 low output impedance in ringing mode allows to recover the lower source voltage 
(60Vrms versus 75Vrms) and to be better than standard solution when the REN increase. 

8. CONCLUSIONS 

L30XX/3000 SLIC KITs 
EFFECT OF LOW OUTPUT IMPEDANCE DURING 

RINGING INJECTION (after 280Q line) 

RINGER UOLTAGE 119BL3BBB-t9 

80 

60 ------ 69V 69Q/L3999 

40 75V 899Q~ 
20 

I I I I 

1 2 3 4 5 
REN NUMBER!1REN=2.2K+1uFl 

The complete circuitry needed to interface the 
PCM system highways to the subscriber line is 
shown in fig.?. The SLIC two chip approach al-

lows to reduce drastically the number of external 
components, to save the centralized ringing gen­
erator, the ringing relay, the zero crossing ringing 
control and to implement the "message waiting" 
function. In addition the combination of the 

8/9 
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the L3000/L3091 SLIC with COMBOII increase 
the system flexibility and performances. In par­
ticular the card controller can select by software: 
- DC feeding currents (25/40/60mA) 
- TX and RX gains (25dB range; 0.1dB step) -

APPLICATION NOTE 

Balance networks 
-Time slot assignment (up to 64x2 slots) 
In addition the Test Mode implemented on L3091 
in conjunction with COMBOII allows to realize a 
four step autoadaptive balance system. 

Figure 7: Complete application circuit needed to interface a subscriber line with system PCM highways. Very 
low number of extemal components and high flexibility are achieved due to the SLIC two chip architecture. 
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APPLICATION NOTE 

TDB7711-TDB7722 
SUSCRIBER LINE INTERFACE CIRCUIT KIT 
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APPLICATION NOTE 

1. HIGH VOLTAGE CIRCUIT DESCRIP­
TION (TDB7722) 

(Refer to diagram of fig. 1) 

1.1. VOLTAGE AMPLIFIERS 

The input voltage of the circuit V1N is symmetrically 
amplified by 2 voltage amplifiers, whose transfer 
functions are : 

I Vs1 = 20 V1N ; VS2 = V(ref)- 20 V1N 

V(ref) is the filtered battery voltage. The outputs of 
these amplifiers drive, at very low impedance, the 
line (tip wire and ring wire). 

The symmetry of the two gains is very good to pro­
vide high longitudinal balance. 

1.2. LONGITUDINAL AND TRANSVERSE CUR­
RENTS SEPARATION 

The circuit makes the sum and difference of the two 
wire currents to provide the transverse and longi­
tudinal components to the LV SLIC (Scaled down : 
1/1 00). 

The scaled down transverse current flows by lr pin. 

The scaled down longitudinal current flows by C1 
pin. 

1.3. OTHER FUNCTIONS (figure page 12 of data 
sheet) 

1.3.1. RING RELAY DRIVER. A transistor, used as 
a switch, can drive a 5V or 12V relay. 

Sor 12 V 
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1.3.2. THERMAL WARNING. If the temperature of 
the IC reaches 150'C a thermal shut down sets the 
circuit in "HIGH IMPEDANCE" mode and warns the 
LV SLIC by modifying IL T current (via C2 pin). 

1.3.3. STAND-BY. In standby mode, most of the 
functions are shut down. 

Line voltage is set at about I VB I - 1 OV 

The currents of the 2 wires are sensed, and the 
scaled down transverse current is provided to low 
voltage SLIC TDB7711 for off-hook detection. 

1.3.4. POWER DOWN. Under software control, via 
LV SLIC, or when thermal warning is activated, the 
circuit is set in power down mode. 

In this mode, tip and ring outputs are in high imped­
ance status, and most of the functions are shut 
down. No line current is provided. 

1.3.5. DEVICE CONTROL. The LV circuit controls 
HV circuit, via C1 and C2 pins, thanks to three dif­
ferent voltage levels. 

The HV circuit provides longitudinal current and 
thermal warning current via the same pins. 

The controls are described page 14 of data sheet. 

1.3.6. SCALED DOWN BATIERY VOLTAGE. An 
output provides the LV SLIC with a V(reQ/40 voltage 
(V(ref) is the filtered battery voltage). 

This pin is VsfM. 

1.3.7. REFERENCE VOLTAGE V(ref). It is the fil­
tered battery voltage. Its value is : 

I [ I VB I - 2.1 v l 

2. LOW VOLTAGE CIRCUIT DESCRIP­
TION (TDB7711) 

2.1. TRANSMISSION CHARACTERISTICS 

(Refer !o diagram of fig. 2) 

2.1.1. IMPEDANCE SYNTHESIS AND HYBRID 
BALANCE. The transverse current provided by the 
HV SLIC is splitted into DC and AC components. 
The AC currents flows across CAc (CAc pin is a vir­
tual ground) and the DC component across Roc. 

The- 2.7V voltage on CAc allows for the use of a 
polarized low voltage capacitor. 

lAC current flows through ZAC, and gives a voltage 
divided by 20 (or- 20 in reverse battery) before driv­
ing the HV circuit input. This feedback gives the out­
put impedance of the SLIC, between tip and ring 
wires 
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APPLICATION NOTE 

Csw capacitor insures the stability of the feedback. 
C'sw compensates the Csw effect on hybrid bal­
ance. Hybrid balance is done by the input circuitry 
of TX differential amplifier. 

EXTERNAL COMPONENTS ARE DEFINED AS 
FOLLOWS: 
If the required SLIC output impedance is Zline, Z1 
value is such that : 

I ZAci/Cew = 50 (ZuNE- 2 rp) 

. Hybrid balance.~---- ,.------, 
I Ze = K*ZML II ZA = K*Ziine II RPC = 100rp I 
Examples of Output Impedances (with ZML = Zline) 

zo z2 

---c:::::r- ---c:::::r-~ 
600Ao 30.& 3 k./1. 

115nf 

~ -c:::J- -c:::J-
II-

JO~ J kn.. 

2.1 .2. GAINS. The voltage gain of the LV circuit is 
1/20. 
Then the total SLIC (LV+ HV circuits) voltage gain 
is 2 (1/20 x 40). 

As the SLIC output impedance is ZuNE, the RX => 
line gain is unity when ZuNE = ZHL. 
LINE=> TX GAIN 
The TX differential amplifier gain is 2. 
Then the voltage gain between the line and the TX 
output is unity. 
2.1.3. BANDWIDTHS. 
• Low cut off frequency. 

The CAc value gives the low frequency cut off of : 
• the return loss. At low frequency, the return loss 

is: 

I P= J 1 +4R2ocC2Acro2 #2RocCAcro 
• the transhybrid loss (=HYBRID BALANCE). At 

low frequency, the trans hybrid loss is: 
Roc CACm 

4/12 
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RX 

For example, when K = 100 
ZML = termination impedance between TIP and 
Ring 
. Stability capacitor 

Cew = 8 Jlsl I ZAc + APe I 
C'sw = 8 J.LSI I ZA I 

* (Can be lightly different, according to the teletax 
filter). 

Zt 
C'BW 

IZ J= z4 = R = 60k • 

-c::J-- 120pF 
27 k n. 

"} nr 

~"' ~-VI\C .__. l ~ 47pF 

-
CBW II 270 pr 

II 

Then, the value of the product CAc Roc is defined 
by the return loss and transhybrid loss performan­
ces needed at low frequency. 
Roc is defined in "FEEDING CHARACTERISTICS" 
Then: 

I (CAc) min= 
(Roc CAc) min 

Roc 
• High cut off frequency 

This frequency is given by the stabilization capaci­
tor Cew (see 2.1.1.). Its value is 34kHz. 

Note : Improving desaturation time of AC path. 

Large DC line current variations may overload the 
AC path. The recovery time depends on the CAc x 
Roc time constant. 
This time can be lowered by decreasing the CAc 
value. 
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APPLICATION NOTE 

In this case, in order to keep a good hybrid rejection 
at low frequencies, the ZA Zs network should be 
modified as follows : 

R ZA 

60 kO 

zs ICLF= CAcx Roc 
R R4 

60 kO 

*CLF 

Example: Roc= 8500; CAc = 4.7J1F; Zs = 60k0; 
CLF # 68nF. 

Desaturation time for IL = 30mA: 10ms. 

2.2. FEEDING CHARACTERISTICS 

(See diagram page 10 of the data sheet) 

The DC component of the transverse current pro­
vided by the HV SLIC flows through Roc. 

For DC current loc. Roc presents a virtual ground. 

Then the AC/DC pin voltage is VAC/DC = loc x Roc. 

This voltage is amplified (x1, 25), before driving the 
HV circuit input. 

It can be seen that the DC voltage at LV SLIC out­
put is always : 

I VoRoP 
Then, there are 3 possibilities : 
• Low line current : 

I VAc/DC I < Vo =) Vour =- Vo 

The slic is in waste voltage mode. 
• Middle line current : 

I Vour = VAdoc =Roc x loc 

The SLIC is in feed resistance mode. 

If RF is the desired feed resistance of the line : 

I Roc=2(RF-2Rp} 

• Line current= Limitation current : 

The voltage on Roc varies quickly when line current 
is lightly higher than limitation current. 
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The line current is regulated at the limitation current 
value. 

There are several working modes : 
_ Apparent battery : 

In this mode, a correcting voltage, depending 
on the current battery voltage, allows the line 
to see a dummy- 48V battery ; otherwise, the 
line "sees" a voltage V(reQ ( = current battery 
voltage- 2.1 V). 
Real battery : 
Same as apparent battery except for the 
standard resistive mode where the voltage 
value is 

I VuNE I = I VREF I - Rteed X I LINE 
Special DC characteristics : 
A low value Roc resistance is simulated to 
have a rectangular feeding characteristic. 
Reverse battery : 
In this mode, the DC current is inverted. Then, 
the phase of the 1 .25 gain amplifier is also in­
verted, to insure stability of the feedback. 

2.3. SIGNALLING (see pages 10 and 12 of data 
sheet) 

2.3.1. OFF-HOOK THRESHOLD AND RESPONSE 
TIME (SLOW LOOP DETECTION). In stand-by 
mode, the line is fed in· '"normal battery" (non­
reserved). The off-hook threshold is 6.5 ± 1.5mA. 

The hysteresis is 1 mA. The response time for a 
given current IL TO is : 

[ 6.5 ] 
t = (Roc + 1 kO} . CAc . LOG 1 --­

ILTO (mA) 

(because, in standby, Roc2 is no longer a virtual 
ground). 

2.3.2. ROTARY DIAL PULSES DETECTION 
(QUICK LOOP DETECTION). In power up mode, 
the loop detection is quick : <1 ms. 

The threshold is the same as in power down mode : 

6.5mA ± 1.5mA 

The hysteresis is 1 mA also. 

2.3.3. TELETAX (TTX) 

• Gain 

The gain between TTX input (on LV SLIC}, and line 
output (TIP and RING on HV SLIC) is 18dB ± 1dB. 

The line level depends on PTC (or protection resist­
ance) value and line impedance at TTX frequency 
(Zmx). 



The level of the sinus signal to set at TTX input, for 

I
a ''"" Boo le•el Vc ?~%, + '' ) 2_

8 Vnx=VLTTX 
ZLnx 

Software control : 
0 

Line signal. 

The shaping is done by sending a± 80J.lA current in 
the capacitor CRT, whose voltage varies from - 2V 
to+ 2V (or from+ 2V to- 2V). 

Then: 

i.e. : 1 Oms for CRT = .22J.tF 

• TTX filter 

An external TTX filter allows the SLIC to have a low 
output impedance at TTX frequency, and a low leak­
age level at TX output. 

This filter must have a low impedance (compared to 
1 kQ at TTX frequency, and a high impedance in 
speech band (in order to avoid transmission perfor­
mances degradation). 

If ZF is the filter impedance at the telefax frequency 
Fnx: 

_ output SLIC impedance at Fnx : 

I (ZT-R) nx # ZT-R · ZF :~ kQ 

With ZT-R = Speech band output impedance : 

• TX level at Fnx: 

VLnX ZF 
VTx# ·ZT-R · 

Z)-nx+2r ZF+1 kQ 

• TTX drop voltage 

The drop voltage value depends on the TTX drop 
voltage bit (TWV). If TWV = 0, the drop voltage is 
about 12V (13 max). During sending TTX {TTX 
BIT= 1) this value becomes 18V. 

If TWV = 1, the drop voltage is 18V, whatever the 
TTX BIT. 

APPLICATION NOTE 

• Shaping 
The line signal is as follows : 

~ 
TR I I TF 

~kHz 
2.3.4. RING TRIP. When ringing, the SLIC must be 
in normal battery mode. 

• Principle 

An external circuit applies ringing through the ring­
ing network and the ring relay. This circuit consists 
of a balanced or unbalanced sinus generator (70 to 
100 VRMS) in series with the battery ( 48V). The line 
current has, then, an AC component (there is a ca­
pacitor in series with the ring circuitry) with or with­
out DC component, according to the hook state. So, 
the off-hook detection is done by sensing the DC 
component of the line current. 

The following principle is used : 

A fraction of the line current is sent into a capacitor 
(CRT). At time t1, the voltage of this capacitor is set 
at a given value : Vo. 

The voltage of this capacitor is sensed at times : 

t1 + TR, t1 + 2 TR ..... t1 + nTR. {TR =ringing period). 

If the voltage sensed is Vo, that means there was 
no DC component in the line current (on hook). 

More precisely, the following tasks are made: when 
the ringing control is operating (software): 
_ ring relay is energized at the zero crossing point 

of the ring generator = time tO, 
CRT voltage is set at- 70mV during one ringing 
period, 

_ a scaled down line current is sent {after having 
substracted a threshold current into CRT. 

_ at times tO + 2T R, ..... , tO + nT R, the CRT voltage 
is sensed: 

if VeRT<- 70mV (i.e. DC line current< I thre­
shold) :VeRT is set tO- 70mV, 
if- 70mV < VeRT< 70mV : VeRT is unmodi­
fied, 
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APPLICATION NOTE 

if VeRT + ?OmV, the off hook is detected: ring 
relay is desenergized and hook status bit is 
set on 1 state. 
Ringing network 

Figure 3 : Balanced Ringing. 

LV sue 

Figure 4 : Unbalanced Ringing. 

p = 2QQQ 

R = 500kQ 

The following networks are insensitive to longitudi­
nal currents : 

HVSLIC 

2p 
IR1 - IR2 = IL X­

R 

8/12 ru SCiS·1liOMSON '!!I [i!;lll©i'J@~~~IC"U"i'J@Illll©$ 
120 



• Ring trip threshold and response time 

We have seen : 

2p 
IR1-IR2= ILX R 

The threshold current on LV SUC input 6.81!A, i.e. : 

I 6.811A x +, = 8.5mA I 
on the line with the network above. 
The ring trip capacitor should be : 

I 220nF x 50Hz 
CRT=-----­

FR 

1 
( -- = FR = ringing frequency) 

TR 

Then, the ring trip response time for a DC loop cur­
rent ILTO is : 

That's 

• IR11 and IR12 inputs compliance 
The compliances of these inputs are : > + 3501!A 
& <-5001!A. 
These compliances allow, with the ringing net­
work above, the use of balanced or unbalanced 
ringing with the limits : 

- 72V < Vs- <- 20V 
Vring < 88 VRMS 

If other values are needed, the equations above 
allow to find the values of p and R. 

• Bridging network accuracy 
According to the desired ring trip accuracy, it is 
possible to find the resistors ratio accuracy, using 
the equations above. For example, a 1% ratio ac­
curacy induces a 3mA accuracy in the threshold 
current (for Vs- = 60V). 

• Rnng value 
It depends on the ringing generator level. The LV 
circuit requires a 701!Arms minimum current. 

• Ring relay response time (tRR) 
This time can be compensated by adding a ca­
pacitor in series with Rring : 

Cring = 

APPLICATION NOTE 

tg [ 9()o - 3600 tAR FA] 

2 rr FA Rring 

2.3.5. GROUND KEY. The HV SUC provides a 
scaled down (-1-) line longitudinal current. 

100 

A threshold current is substracted from this current, 
in the LV SUC and the differential current is sent, 
after dividing 

( - 1- ) to the ring trip capacitor CRT (except when 
ringTng or sending teletax). Then, if the DC compo­
nent of the longitudinal line current is lower than the 
threshold current, the CRT voltage is lower than a 
threshold voltage (+ 2V). Otherwise, ground key is 
detected. 

The treshold longitudinal current is 501!A (i.e. 5mA 
on each wire, ring and trip). 

The response time, for a line current ILLO (each wire) 
is: 

4 X CRT 
T=------------------

9 
[ ~ -50106 ] 

100 

Example : ILLO = 1 OmA, CRT= 0.2211F => r = 160ms. 

2.4. ANALOG INPUT- OUTPUT PIN 

This pin is programmed by soft as an input or an out­
put. 
• As an input 

An external voltage VEXT is set on the pin. 
40 

The SUC compares VEXT voltage and the DC line 
voltage. 

If : VuNE > VExT => CRs = 0 
VuNE < VExr => CRs = 1 

~ SCiS·THDMSDN 
~"'J/ 11olDCIJ!J©rnl!.rnil'll'DII@Il'JDI:S 
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APPLICATION NOTE 

This can be used to feed the sue with a low volt­
age battery and offer power saving capability. 

I LOOP 

48 V BATTERY 

:JJV BATTERY 
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• As an output 

The voltage of this pin is 1/40 the DC line voltage. 

This can be used to detect line short circuits. 

2.5. DIGITAL CONTROL INTERFACE 

The programmable functions of the SUC are set by 
the contents of two 8-bit registers in the TDB7711, 
LV chip. This circuit communicates with the card 
controller through a 4-wire serial bus. The interface 
is described pages 17 and 18 of the data sheet. 
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APPLICATION NOTE 

3. OVERVOLTAGE PROTECTIONS 

The HV circuit is protected against overvoltages with 
a pair of PTC or fuse resistors (matched to meet ion-

Figure 6 : Protection Circuits. 

sue 

Figure 7 : Trisil Characteristics 

The trisil diode insures line voltage : 
< 3V for rositive voltage. 
< I VsR for negative voltage. 

v 

On surges, negative voltages on trisil falls to a low 
value, (a couple of volts) keeping it in safety area: 
• Behaviour of the high voltage SUC when light-

ning surges 

12/12 
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Positive surges<+ 3V 
Current in wires are limited by the SUC itself 
(-150mA). 

gitudinal requirements), plus a dualtrisil with inte­
grated diode. 

PTC OR FUSE RESISTOR 

Negative surges 
The voltage on the line can be more negative 
than the battery voltage. 

SLIC 

LINE 

02 

In this case, diodes 01 and 02 act as if the supply 
voltage of the SUC was- Vsurge instead of- Vt>--
Then, we must have : 

I Vsurge I < 72V 
(i.e. : maximum battery voltage allowed) 
I VBRI< 72V 
Note : Diodes 01 and 02 are integrated on the chip. 



APPLICATION NOTE 

TDB 7722/7711 SLIC KIT COMPARISON WITH 
ERICSSON PBL376X 

In the following are deeply compared the main 
functions and performances of TDB and ERICS­
SON SLIC; in particular: 

1 - DC LIMITING CURRENT 

2 - LINE LENGHT CONTROL 
3 - BATTERY REVERSE 

4 - TTX INJECTION 

5 - OFF-HOOK DETECTION 
6 - ON-HOOK TRANSMISSION 

7 - HYBRID FUNCTION 
8 - PROTECTION RESISTANCES 

INSERTION LOSS COMPENSATION 
9- RINGING ZERO CROSSING 

10 - RING TRIP FUNCTION 
11 - AUTOMATIC RING SIGNAL 

DISCONNECTION 

12 - LONGITUDINAL BALANCE 

13- POWER SUPPLY REJECTION RATIO 
14 - SURGE PROTECTION 
15 - THERMAL RESISTANCE 

16 - THERMAL SHUTDOWN 

1 -DC LIMITING CURRENT 

This function allows to limit the line current to a 
fixed value in order to reduce power dissipation in 
presence of short lines. 

TDB PBL 
7 values software pro- 1 fixed value hardware grammable through programmable by ex-digital interface, from ternal resistor. 12mA to 60mA. 

With TDB SLIC solution, the software program­
mability allows an easy adaptation to different 
applicative conditions. 

2- LINE LENGHT CONTROL 

This function allows to distinguish between long 
or short line, comparing the line voltage(tip to 
ring) with a reference voltage. 

AN383/1190 

by W. Rossi 

TDB PBL 
Yes. It provide a soft-
ware information com-
paring the line voltage Not implemented. with the voltage ap-
plied to the Al/0 pin ( 
pin 18 of TDB7711 ). 

With TDB solution: 

- If also a reduced battery voltage is available on 
card, depending on the line lenght it is possible 
to select the proper supply in order to optimize 
the power dissipation. 

- If a second generation COMBO is adopted, it is 
ossible to adjust the AC performances (gains, 
hybrid function) depending on the line lenght. 

3- BATTERY REVERSE 

This function is typically used to generate meter­
ing pulses. 

TDB 
Yes. It is software pro­
grammable. 

PBL 

Not implemented. 

In systems where this function is required, the 
TDB solution allows to save one external relay. 

4- TTX INJECTION 

It consists in sending of a metering signal with a 
frequency from 12 to 16Khz. 

TDB PBL 
Yes. It can send a 
2Vrms signal with Not implemented. 
pulse shaping. 

In systems where this signal is required, the TDB 
SLIC allows to save the external circuitry other­
wise necessary for pulse injection and shaping. 
Fig.1 shows the typical TTX pulse provided by 
TDB SLIC. 

1/14 



APPLICATION NOTE 

Figure 1: TBB 7722/11 Teletax Injection 

5- OFF-HOOK DETECTION 

This function monitors the loop current. 

TDB PBL 

RESPONSE TIME IN SBY MODE 

On/Off transition On/Off transition 
T = 5msec T = 5usec 

Off/On transition Off/On transition 
T = 100msec T = 15usec 

No additional filtering Need software filter-
needed. ing 

RESPONSE TIME IN CVS MODE 

On/Off transition On/Off transition 
T = 100usec T = 1.5msec 

Off/On transition Off/On transition 
T = 100usec T = 50usec 

Dial pulse distor- Dial pulse distor-
tion<1% tion=1.5% 

If the TDB solution is adopted, when the SLIC is 
in sby mode (on-hook) the off-hook information 
has a response time (5msec) sufficient to filter the 
eventual spikies presents on the line. Therefore 
no software filtering is necessary. On the contrary 
in cvs mode TDB SLIC has an off-hook response 
time very short, in order to provide a very low dial 
pulse distortion. 

Trace 1: 
Digital Commnd 
(Bit 3) 
2V/div; 20ms 

Trace 2: 
TTx Pulse 
On Line Terminals 
1 V/div; 20ms 

6- ON-HOOK TRANSMISSION 
This function gives the possibility to transmit sig­
nals also when the telephone is in on-hook.Typi­
cally it is used for data transmission. 

TDB PBL 

Yes, with no variation Yes, with no variation 
of AC performances. of AC performances. 

The TDB voltage drop between battery and line 
allows the on-hook transmission of AC signals 
without any distortion;also all the other tras­
mission characteristics (Gains, Return Loss, Lon­
gitudinal Balance) are unchanged. 

7- HYBRID FUNCTION 
This function allows to perform the echo cancella­
tion (2 to 4 wire conversion) between Rx and Tx 
terminals. 

TDB PBL 

No. Need external 
op. ampl. 

Yes. It needs only two With complex line im-
scaled impedances. pedances, inductive 

components are 
needed. 

2/14 
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TDB solution allow to perform a good echo can­
cellation with any kind of line impedances, simply 
using scaled impedances based on resistive and 
capacitive components. 
Typical TDB trans-hybrid loss values are >30dB 
(300Hz< f < 3400Hz). 
ERICSSON solution requires, with complex line 
impedances, expensive inductive components, in 
order to provide proper echo cancellation. In addi­
tion, also with purely resistive line impedances, 
the echo signal is slightly phase distorted(5.2 de­
grees at 3400Hz).This means that, if nominal 
values components are used in the two-to-four 
wire conversion circuit, it is not possible to obtain 
trans-hybrid loss values better than 20dB at 
3.4Khz. Higher values can be obtained using a 
phase equalizing network. 

8 - PROTECTION RESISTANCES INSERTION 
LOSS COMPENSATION 
This function allows to use different values for the 
protection resistances without any modification of 
the AC performances. 

TDB PBL 

Yes, from 30 to 100 
ohm with automatic in-

Not implemented. sertion loss compen-
sation. 

The ERICSSON SUC use 20 ohm for these ex­
ternal resistors. For complex impedance also this 
little value already introduce an insertion loss that 
is a function of the frequency. (Ex. for German 
network: Prot.Res.=20ohm, 
ins.loss.=0.33dB@300Hz, 0.53dB@3400Hz). 
If this protection resistors is increased,also the in­
troduced insertion loss increases in value and in 
dependance from frequency; therefore the protec­
tion resistors values of the ERICSSON sue must 
be as low as possible. 
On the contrary with TDB SUC this problem 
doesn't exist because, thanks to its internal archi­
tecture, it is able to make the compensation of 
this insertion loss. With TDB SUC the possibility 
to use higher protection resistors with no problem, 
allows to reduce the current flowing through the 
clamping device (ex. THDT58D) during overvolt­
age on the line.ln this way an higher protection 
level is guaranteed. 

APPLICATION NOTE 

9- RINGING ZERO CROSSING 
This function allows to insert and to stop the ring­
ing signal only at the first zero crossing. In this 
way we avoid sharp voltage transitions that can 
induce common mode voltages on the near lines. 

TDB 

Yes, with relay delay 
compensation. 

PBL 

Not implemented. 

TDB sue solution allows to save external com­
ponents (ex:TRIACs) and to semplify controller 
software. 

10- RING TRIP FUNCTION 
It allows to detect the off-hook condition during 
the ringing injection. 

TDB PBL 

Yes, with filtered ring Yes. No filtered ring 
tnp signal. Less than trip signal. More than 
2 periods oflhe ringing 3.5 periods of ringing 
signal for stable off- signal for stable off-
hook condition. hook condition. 

In the figures 2 and 3 you can see the results of 
the ring trip performance comparison. The test 
conditions are: 

- ringing voltage: 90Vrms 
-ringing frequency: 50Hz 
-loop resistance: 1880ohm 
-ringing load: 2REN (1 REN=1~-tF+2.2Kohm) 

Fig.2 shows how the ring trip signal on pin 14 of 
the ERICSSON SUC is not filtered, therefore it 
needs to be processed by software; you can also 
see how a stable off-hook condition is detected 
only ?Omsec (3.5 periods) after the telephone has 
gone in off-hook. 
From fig.3 it's important to note how the TDB has 
an excellent ring trip performance.lt detects the 
off-hook condition in only two periods of the ring­
ing signal(40msec). 
In addition fig. 4 to fig 9 show how the ERICS­
SON SUC ring trip signal is affected by longitudi­
nal current present on the line and how, on the 
contrary, the TDB SUC shows a very good im­
munity to this kind of current. 

3/14 
--------------~ ~~~@m~:~~~©~ --------------



APPLICATION NOTE 

Figure 2: Ring Trip Delay- PBL 3762 (RL = 2KQ; 2REN; FRING =50Hz) 
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Figure 3: Ring Trip Delay- TDB 7722/11 (RL = 2KW; 2REN; FRING =50Hz) 
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Trace 1: 
On Hook/Off 
Hook Output 
(Pin 14) 
2V /div; 20ms 

Trace 2: 
Signal Between 
Ground and One 
Terminal of the 
Ringing Load 
SOV/div; 20ms 

Trace 1: 
On Hook/Off 
Hook Information 
(Bit 0) 
2V/div; 20ms 

Trace 2: 
Signal Between 
Ground and One 
Terminal of the 
Ringing Load 
SOV/div; 20ms 
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APPLICATION NOTE 

Figure 4: Ring Trip Detection - PBL 3762- in presence of Longitudinal Current IL = 2.5mArms/wire; 
FrL =25Hz; (RL = 2KQ; 2REN; FRING =50Hz) 
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Figure 5: Ring Trip Detection- TDB 7722/11- in presence of Longitudinal Current IL = 2.5mArms/wire; 
FrL =25Hz; (RL = 2Kn; 2REN; FRING =50Hz) 

r 
I 

\ I \ 
\ II \ 
'- \ 

,... 
I 
I \ 

I \ Ill 
\ 

Trace 1: 
On Hook/Off 
Hook Signal 
(BitO) 
2V/div; 1 Oms 

Trace 2: 
Signal at 
Ringing Load 
50V/div; 1 Oms 

5/14 
-------------lifi ~~~©m?:~~~ -------------

129 



APPLICATION NOTE 

Figure 6: Ring Trip Detection- PBL 3762- in presence of Longitudinal Current IL = 5mArms/wire; 
FJL =25Hz; (RL = 2KQ; 2REN; FRJNG =50Hz) 
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Figure 7: Ring Trip Detection - TDB 7722/11 -in presence of Longitudinal Current IL = 5mArms/wire; 
F1L =25Hz; (RL = 2KQ; 2REN; FRING =50Hz) 
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APPLICATION NOTE 

Figure 8: Ring Trip Detection - PBL 3762 -in presence of Longitudinal Current IL = 15mArms/wire; 
F!L =25Hz; (RL = 2KQ; 2REN; FR!NG =50Hz) 
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Figure 9: Ring Trip Detection- TDB 7722/11- in presence of Longitudinal Current IL = 15mArms/wire; 
F1L =25Hz; (RL = 2KQ; 2REN; FR!NG =50Hz) 
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APPLICATION NOTE 

11 - AUTOMATIC RING SIGNAL DISCONNEC­
TION 
This function allows to interrupt the ringing signal 
at the first zero crossing when the off-hook condi­
tion is detected without any software control. (see 
fig. 3) 

TDB PBL 

Not implemented. It 
Yes. must be performed by 

software. 

TDB SLIC solution allows to semplify controller 
software and to improve ring trip performances. 

12- LONGITUDINAL BALANCE 
This function concerns the possibility for the SLIC 
to reject common mode signal present on the line. 

Figure 10 

RX: 
TS 

0 

TDB PBL 
Yes. Max longitudinal Yes. Max longitudinal 
current ~ 70mAp/wire current ~ 20mAp/wire 

From our test we have seen that for ERICSSON 
SLIC the electrical characteristic remains un­
changed with longitudinal current less than 
20mAp/wire; over 25/30mAp the performances of 
ERICSSON decrease drammatically and the de­
vice can't be used. For example fig.1 0 shows how 
the distortion becomes unacceptable when longi­
tudinal current reaches about 25mAp. 
With TDB SLIC solution, also in presence of cur­
rent inversion on each wire, the performances are 
unchanged and no significative distortion is intro­
duced, as fig.11 evidently shows. TDB SLIC 
allows to shift the threshold of correct working for 
longitudinal current up to 70mAp for each 
wire(with ltr=30mA). 

A-0 
PBL3762 

TOTAL DISTORTION ATTx 

RESULT vs. SIGNAL LEVEL AND WITH 
DIFFERENT LONGITUDINAL 
CURRENT AMPLITUDE (IT • 20mA) 
a)ILONCI• OmA 

0-A 

dB b) ILOoo•17mArm&'wire 
c) ILONG ·20mArm&'wire 

TX: TS 0 -35.00dBmO 1014Hz 

0-0 

!LEVELl 
~= 2.0dB 

8/14 
--------------£lfl ~~~~mg::~~Al--------------
132 



Figure 11 
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MODE A.58 IOTAL OIST. f~: +3.4 HX: +U.Ua~r 

AX: 
TS 
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RESULT 

dB 

TX: TS 

171.0 

TDB7722/11 
TOTAL DISTORTION ATTx 
vs. SIGNAL LEVEL AND WITH 

1---1--- OIFFERENTLONGITUDINAL ----t 
CURRENT AMPLITUDE (lr ·20mA) 
a)ILONG • OmA 

_..to--- b)ILoNG ·17mArmslwire ----.. 
C)ILONG • 20mArmSIWIT8 

t2t.af----i----l----f-----t--l 
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0-A 

D-D 
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0 -35.00dBmO 1014Hz ~= 2.0dB 
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APPLICATION NOTE 

13- POWER SUPPLY REJECTION RATIO 
This function allows the rejection of noises that 
are present on the battery voltage. 

TDB PBL 

Yes. The signal are re- Yes, but the signal is 
jected both in trans- transferred to tip/ring 
versa! and common wires as a common 
mode. mode signal with only 
( typ. 50dB @ 20 Hz) 6dB of attenuation. 

In the figures from 12 to 17 you can see the com­
parison results about PSRR. The test was real­
ized superimposing 1 OOmVrms (20Hz < f < 
3600Hz) to the battery voltage and measuring the 
spurious signal at line, at Tx terminals, and be­
tween one Line terminal and ground. Fig. 12 and 
13 show that ERICSSON SUC has better perfor­
mances in transversal respect to TDB, but from 
fig.14 you can see that with ERICSSON SUC the 

Figure 12 

noise is simply transferred to each Line terminals 
as common mode signal with a little attenuation of 
6dB. 
On the contrary fig .14 shows that TDB realizes a 
real rejection both in Transversal way (between 
tip and ring) and in Common Mode way (between 
tip or ring and ground). 
Fig.15, 16,17 show the rejection for a 200mVpp 
square wave of 1OHz and a 200mVpp sinusoidal 
wave of 20KHz. Once again you can see how only 
TDB realize a real noise rejection. That means 
that for ERICSSON SUC the noise that is pres­
ent on the battery voltage is transferred into the 
line as common mode signal; this can be danger­
ous for two reasons: 

-can induce transversal signal on the 
closer lines 

-every unbalancement present on line 
generates a transversal signal. 

MODE A 12 LEVEL MEAS TX: +0.0 AX: +O.OdBr 

RX: 
TS 

0 

RESULT 

dBO 

TX: TS 

-15. PJ 
-2D.G (a) -· 

A-D 
PSRA(·Ve.r) 

-40.1 ERICSSON PBL3726 
a) Reference curve 

measured on VBAT 0-A 
b) Line tennlnals 

andTx terminals 

D-D 
-u. 

(b) 

-II. 
21 1101 2101 3011 31DD ----·-------· 

[f-REa .I 
fl.= 100Hz 

-· __ , ·-· -----
0 -43. 30dBO 20Hz 
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Figure 13 

Figure 14 
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APPLICATION NOTE 

Figure 15: PSRR- ERICSSON PBL3762/64/65 (VBAT = -48V +200mVpp (1OHz) square wave) 
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Figure 16: PSRR- ERICSSON PBL3762/64/65 (VsAT = -48V +200mVpp (20KHz)) 
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APPLICATION NOTE 

Figure 17: PSRR- TDB7722/7711 (VaAT = -4BV +200mVpp (20KHz)) 

14-SURGE PROTECTION 
This function provide the SUC to tolerate over­
voltage on Tip or Ring wire. 

TDB PBL 

Yes. Tolerate perma- Yes. Do not tolerate nent negative volt- permanent voltages ages up to -80V. Pro- more negative than tection circuit is built 
in. VB at. 

Difference between Difference between 
BGND and AGND = BGND and AGND=+I- +1- 0.3V 2V 

Both TDB and ERICSSON SUC need external 
protections. TDB solution doesn't require expens­
ive protection allowing to use greater values of 
external resistors and tolerating also permanent 
overvoltages. 

Batt.Ground - Analog Ground=2V in TDB permits 
not to damage the device when in presence of 
surges the battery ground moves respect to the 
analog ground. 

15-THERMAL RESISTANCE 
This performance allows to determine the quantity 
of power that the device can manage with no 
problem. 

TDB 

RTHj·a = 35/40° C/W 
RTHj·c = 3° C/W 

Trace 1: 
Signal between Tip 
and Battery Ground 
SOmV/div; 1 O!!S 

Trace 2: 
Signal between Ring 
and Battery Ground 
50mV/div; 1 OilS 

PBL 

RTHj·a = 50° C/W 
RTHj-c = 15/20° C/W 

The junction to case Thermal Resistance (RTHj­
c) is very low for TDB. This is an excellent perfor­
mance of the Multiwatt package that allows to 
manage high values of power.This performance 
allows to keep as low as possible the junction 
temperature, and the case temperature almost 
equal to it. 
ERICSSON SUC has a RTHj-c much higher than 
TDB, SUC therefore also if the case temperature 
is almost the same of TDB, the junction tempera-
ture will be higher. · 

Let's make an example: 
The SUCs are dissipating 1 Watt with 
TAmb.=50°C. 

Calculate the case and junction temperature. 

T J = TA + PD*RTHj-a 
TC = T J - PD*RTHj-c 

For TDB SUC: 

For ERICSSON SUC: T J = 130°C TC = 11 0°C 

13/14 
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APPLICATION NOTE 

As you can see the junction temperature of the 
ERICSSON SLIC is much higher than TDB, and 
this reduce the reliability and the life lenght of the 
ERICSSON compared to TDB SGS-THOMSON 
SLIC. 
Intact generally the life lenght of the semiconduc­
tor devices is reduced to the 50% for every incre­
ment of 20°C of the junction temperature. 

16- THERMAL SHUTDOWN 

This function allows the SLIC to reduce to zero 
the current when the device reaches a tempera­
ture guard value. In this way it avoids to damage 
permanently the device. 

TDB PBL 

Yes. A software infer-
mation is provided Yes. 
(BIT3) 

The thermal shutdown of the TDB and ERICS­
SON SLIC happens when the internal junction 
temperature reaches 150°C and 145°C respec­
tively. 
The power that the SLIC must dissipate to reach 
this temperature is a function of the thermal re­
sistance between the junction and the ambient 
(RTHj-a) and of the ambient temperature. At a 
case temperature higher than 1 ooac the RTHj-a 
is 35C/W for TDB and 50°C/W for ERICSSON. 
That means that at 25°C the SLICs can dissipate: 

For TDB SLIC: 
150°C -25°C 

35o C\W = 3.6 Watt 

145°C -25°C 
For ERICSSON SLIC: SOoC\W = 2.4 Watt 

From this it's important to say that TDB SLIC can 
manage higher power before interrupting the 
operative mode and to go in shutdown. In particu­
lar this is important with the allowed highest am­
bient temperature 85°C. In this condition TDB 
SLIC can manage up to 1.85 Watt before going in 
shutdown, while the ERICSSON SLIC only 1.2 
Watt. This will limit the maximum value of the limi­
ting current. Intact in order to allow the service 
also with a short line, with TAmb.=85°C the fol­
lowing condition must be verified: 

1.2W with ERICC­
VBatmax * (ITmax + IBi----- SON 
asmax) -----.._ 

1 .8W with TDB 

where: 
- VBatmax is the maximum battery voltage 
- IT max is the maximum transversal current 
delivered to the line. 

- IBiasmax is the maximum bias current that 
the slic needs for its internal operations. 

Assuming VBatmax = 48 + 10% = 52.8V 

you obtain 

TDB IBTiasmax = 7mA 
ERICSSON IBiasmax = 4mA 

ERICSSON ITmax = 18.6mA 
TDB IT max =27mA 

You can clearly see that with ERICSSON SLIC 
you have to program the limiting current lower 
than 19mA in order to guarantee the operation 
with a short line at 85°C. With TDB SLIC this 
value can increase up to 27mA. 
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APPLICATION NOTE 

LINE CARD CIRCUITS FOR U.S. MARKET 
by W. Rossi 

HIGHLIGHTS 

11 CON FORMANT TO BELLCORE TRANSMISSION SPECIFICATIONS 

,. OUTSTANDING RELIABILITY BASED ON HV/LV PARTITIONING 

., -40 TO +85°C OPERATION 

., 61 dB MIN. GUARANTEED LONGITUDINAL/TRANSVERSAL CONVERSION 

• CONFORMANTTO BELLCORE SURGE & POWER CROSS SPECIFICATIONS 

11 OUTSTANDING ON-HOOK TRANSMISSION CHARACTERISTICS 

, MINIMAL EXTERNAL COMPONENT COUNT 

• VERY LOW POWER CONSUMPTION 

This application note describes subscriber ap­
plication circuits that meet the U.S. specification 
explained in Technical Reference TR-TSY-
000057, Issue 1, April 1987 and TR-TSY-00050, 
Issue 3, March 1989 by Bell Communications Re­
search. This application is based on : 

- SLIC KIT TDB7711/7722 
- ETC5054 CODEC/FIL TER or TS5070/1 

PROGRAMMABLE 2nd GENERATION 
CODEC/FIL TER 

- Solid state protections SMTHDT58 and 
SMTHDT200 

AN385/1190 

I 

The main subjects analyzed in the following 
pages are: 

- DC characteristic 
- AC performances 
- ON/HOOK transmission 
- Longitudinal Balance 
- Protections 

Fig.1 and 2 show two applications using respec­
tively a 1st or a 2nd generation Codec/Filter. 
Additional informations can be found in the SGS­
THOMSON Line Card databook (1st edition,Oc­
tober 89). 

1/12 

139 



-1'-
0 

~ 
"' 

~ 
>'lfn 
@C'I 
§Jfn 
@• 

~:i! 
11\lo 
i'll:!l: ©Jrn 
~0 
~z 

......................... 
CBU 1BBpF 

ZAC:~. 
• RACP RACS : 
;Rx ZAC, 

REF 

: ..... ~A_C~. ~~nf ............ 

UCC UBB GHOA 21 

ox 
DR 

12 

TSX 

UFRO R7 

ETC5854 
Ill RB 

MCLKX 

MCLKR/ GSX - --TI ZB b 13 
BCLK 

RS ZB 
BCLKR/ 

FSR RIB ... TX 
FSX TX 

UFXI+ 

111 RESISTORS FROM R7 to RiB PROGRAM TX/RX GAINS 
121 THE RINGING GENERATOR CAN BE CONNECTED 

ALSO IN UITH BALANCE CONFIGURATION 

131 THE RIHGIHG RELAY CAH BE DRIUEH EITHER BY 

25 

24 

23 

19 

TDB7711 4 
5 

11 

~ 
I ·---·. --1 !CARD CON II<ULI.t.K! 

POSITIVE VOLTAGE 1+5U/+12 ••• JU OR BY HEGATIUE VOLTAGE I-2.4/-48 ••• 1U 

CRIHG RRIHG 

1-----=-
27BKQ 

IR/2 

~M 

UB· UDO USS 

22BnF f 1BBnF ~ 19BnF ~ 

25BKD 

2990 
25BKD 

2880 

n98TDB??t 1-29 

UB· 
RIHGIHG 

GENERATOR 
12) 

2BC 

290 

"'11 

I~ <C' 
c 
Cil 

0 
-l )> 
0 -1 
OJ 0 "'-I 
"'-I z 
1\) z 
~ 0 
:J. -1 
~ m 
)> 

"C 
"Q. 
('i" 

~ o· 
::J 

:;; 
s: 
~ 

G) 
CD 

A ::J 
TIP CD 

iii o· 
::J 

8 
RIHG 0 

0 
•12U 0. 

CD 
Q 

131 ::!! 

~ 



ZAC 

DX8 
DX1 

~ 
0~8 

0~1 

~en 
FSX 

©1:'1 FSR 
CCJCII 
©• BCLK 

~i! 'Ts"X9 
~0 
~3: 

TsiiT 

Ben MCLK 

~~ cs 
CCLK 

co 
CI 

~ 

.j>. r:i 
~ 1\) 

CB~ 188pF 

RX~ZAC: 

CACP 47nF 

··············-· .. ···-----
vss vee GHD 
-o--o--o-

ILB 

131 9 IL1 

TS5878 

IL2 
IL3 
IL4 

IL5 
MR 

VFRO 

CTX B.1uF 

ZA 

ZB 

13) 

TDB7711 

16 
271«1 

13 

TX , 14 3 
29 27 

'------' UFXI- ----o--o-
GPB 

111 THE RINGING GENERATOR CAN BE CONNECTED 
ALSO IN ~ITH BALANCE CONFIGURATION 

121 THE RINGING RELAY CAH BE DR!UEH EITHER BV 

(CAAifEoHTROLLERI 

25 
RIHG 

24 
IR/1 

23 
IR/2 

19 
4 

VBIM 
C2 

t: v~~ I Vl!Tn 

2 

CRIHG RRING 

1------=-
18nF 278KQ 

3 131 
18 

6 

TDB7722A rp 
11 

15 

RIHG 

RR 

RG 

VB- VDD USS 

229nF ~ 188nF f 1B8nF f 
POSIT !UE VOLTAGE I•SU/+12 .. , lU OR BV NEGATIVE VOLTAGE 1-24/-48 .. ,) U 

258Ko 

2880 
259KO 

BGHD 

2880 

n.!ltJTOBl'?II•:JII 

UB­
Rli'IGING 

GENERATOR 
111 

290 

A 
TIP 

B 
RING 

121 

'T1 
tE' 
c 
iil 
!':' 
-1 
0 
OJ ....., 
....., 
1\) 

~ 
:::;! 

)> 
"0 
""Q. 
()" 

~ 
6" 
::J 

::;: 
g: 
1\) 

" c. 
G) 
<1l 
::J 
<1l 

~ 
6" 
::J 

0 
0 
Q_ 
<1l 
Q 
;;Q 
ffi" 

)> 
"C 
"C 
i" 
(5 
=; 
0 
z 
z s 
m 



APPLICATION NOTE 

DC FEEDING CHARACTERISTIC TDB7711.1n our application a 2x200ohm feed re-
In active mode TDB SUC can work with three dif- sistance is provided using two 1 OOohm external 
ferent kinds of DC characteristic· for this specific protection resistors and a 400ohm ROC resistor 
application the "Apparent Battery:' characteristic is (see fig1 and 2)· 
suggest~d. In this mode three feeding conditions Fig.3 shows the line current vs the loop resist-
are ava1lable: current limiting region (1)(seven ance for two different battery voltages, 48V and 
so~ware programmable values), resistive feeding 52V,and a programmed current limitation of 
reg1on(2) and a nearly constant voltage region 30mA.We can note that with 48V of battery volt-
(3). In the region (2) TDB sue shows an appar- age the line current is higher than 20mA for loop 
en! voltage of 48V whatever the actual battery resistance up to 1550ohm and with 52V of battery 
voltage is. voltage the line current is greater than 18mA for 
Feeding resistance value is a function of external 1930ohm loop resistance. 
pro~ection resistors Rp and of one programming !~formations about the othe.r two DC ch;;tr~cteris-
reslstor ROC connected between pin a and g of t1cs (Real Battery and Spec1al Charactenst1c) can 

be found on the Line Card databook. 
Figure 3: TDB7711/7722 SUC KIT Line Current vs Loop Resistance !lim= 30mA; RFS = 200ohm· 

Rp = 100ohm ' 

I line 
(rnA ) 

310 

25 

f19BTDB??22-B4 

\\ 
~ ~Ba52U 
UB=4~ ~ 

210 

15 ........._ 
~ 

110 
5100 11000 1500 2000 2500 3000 

AC PERFORMANCES 
1- Return Loss 
Fig.4 shows the typical Return Loss measure­
ment, obtained with our application, working with a 
900ohm+2.16uF test network. 

In particular the following values are guaranteed: 

>20d8 for 200Hz < f < 500Hz 
>26d8 for 500Hz < f < 3400Hz 

4/12 
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APPLICATION NOTE 

Figure 4: TDB7722/7711 Return Loss Measurement with soon= 2.16~-LF Test Network 

MODE A 23 OVERALL LOSS TX: +0.0 RX: +O.OdBr 
150.0 ~ []] 

RX: 
TS 

II 0. 0 ·- -· ---- ---- -·- A-D 
5 "' 

I ............. 
I 

I 
--...--... D-A RESULT 

t30.0 -··-- ------

dB 

t II. 0 
200 1000 

TX: TS 5 +0.00 dBmO 

The proper output impedance is sinthetyzed by 
one external scaled network ZAC(x50), con­
nected between Rx input and pin 16 of TDB7711 
and by a RPC resistor(between pin 12 and pin 16 
of TDB7711) that depends on the external protec­
tion resistors. CBW is a compensation capacitor 
needed for system loop stability (inserted be­
tween Rx and pin 16 of TDB7711 ). 

2- Trans Hybrid Loss 
For U.S. market the echo cancellation performan­
ces have been analyzed using four different test 
networks: 

-Loaded line ZLL 
1650ohm II (0.0051J.F+ 1 OOohm) 

-Not loaded line ZL 
BOOohm II (0.051J.F+ 1 OOohm) 

-.......... 

D-0 

~0] 

2000 lDOO 3600 [R_(~] 
201Hz 6= 100Hz 

-Special service line and remote terminal ZT 
(900ohm+2.161J.F) 

-Remote terminal/2 ZR (900ohm) 

When the TDB SLIC is used with a 1st generation 
CODEC/FIL TER (ETC5054) the hybrid function is 
performed by the SLIC by two external network 
impedances.These impedances are constituited 
by a ZA impedance (between Rx input and pin 13 
of TDB7711) with a C'BW capacitor in parallel, 
and by a ZB impedance (connected between the 
analog ground and pin 13 of TDB7711 ). 
Table 1 describes in particular how these imped­
ances are organized in the different working situ­
ations we have explained before. 

Figure 5 shows the different typical Trans-Hybrid 
Loss measured performances. 

If you use a SGS-THOMSON TS5070/1 2nd 
generation CODEC/FIL TER, you can save a lot of 
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Table 1 

T.H.L. 
ZA 

TEST NETWORK 
C'BIJ 28 

1651H'l 82nF 39K 
~NON LOADED ~ 

15BpF 

-GI=J-LINE -II-
1990 SnF 47K 1.95nF 

seen B2nF 199pF 79K 

~ 
LOADED 

~~--- -II- -GI=J-LINE 
1990 59nF 11BpF 

SPECIAL 

~I- SERVICE LINE 92K NOT 92K 
-c:::J- -c:::J-

99e D AND REMOTE MOUNTED 
z.tSuF TERMINAL 

47K 1BBpF 
REMOTE 

~ 
45K 

-c:::J- -II- -c:::J-
9Ben TERMINAL/2 

47nF 
N9BTD87?lf·32 

Figure 5: T.H.L. Measurements with Different Test Networks; (1) Loaded Line; (2) Not Loaded Line; (3) 
Special Service Line and Remote Terminal; (4) Remote Terminal/2 
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0 A-D 

-20. 0 
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~ 
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....-;: ~ ...-..-... --~ ........... 
-H. 

:~ 
or~ .- 1 

_,. /' .. 

"' / -6 0. 

0-A 

0-0 

[l[g.J - J 0. 
m !DOD 2000 3DDG 3600 

TX: TS 0 +0.00 dBmO 201Hz L= 100Hz 
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external components: in fact the hybrid function is 
performed into the TS5070/1 using a programm­
able hybrid balance (HYBAL) filter. Therefore the 
four different configurations are simply pro­
grammed by software and no external component 
changement are necessary, in particular ZA is 
only a resistor of 91 Kohm and ZB a resistor of 
34Kohm(see fig.2). Table 2 shows the hybrid bai-

Table 2 

APPLICATION NOTE 

ance coefficients that are used to program the 
HYBAL filter and the corresponding typical re­
sults. 
In addition fig.6 shows the measurements we 
have obtained with the four different test net­
works, using a '2nd generation Codec/Filter and 
the same external components for all the different 
situations. 

T.H.L test network TS5070/1 HYBAL Programming ERL SRLLO SRLHI 
Coefficients fdBl fdBl [dBl 

Loaded Line E0;30;44 41 32 45 

Not Loaded Line F4;60;90 35 30 26 

Special Service line and remote ter- F2; 05; BC 42 32 37 
minal 

Remote Terminal/2 F2; 50; BC 39 37 38 

Figure 6: T.H.L. typical results with the TS5070/1 using ZA = 91 KQ, ZB = 34KQ and four different test 
network; (1) Loaded Line; (2) Not Loaded Line; (3) Special Service Line and Remote Terminal; (4) Remote 
Terminal/2 

1vl00E A 11 Lc VEL MtAS. TX: RX: -- dBr 
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~~ L~ ~3 
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-40.0 ., .. .___._. / ~ ~-.. .. _____ -<: 
~~ •......,_... ..... 
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4 [ill 
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3- Tx and Rx gains 

Guaranteed values for Tx and Rx gains are: 

absolute value 0+/-0.15 dB f=1020Hz 
VRx=VTx=OdBm 

linearity(f=1 020Hz) 
+/-0.05dB, VRx or Vtx -3 to -40dBm 
+/-0.1 dB -40 to -50dBm 
+l-0.2dB -50 to -55dBm 

flatness +1-0.15 dB 300Hz < f < 3400Hz re-
spect to f = 1020Hz 
It's important to note that the gain loss due to the 
external protection resistors, is recovered by RPC 
resistor inserted between pin 12 and pin 16 of 
TDB7711. 

Additional informations can be found on Line 
Card databook. 

ON/HOOK TRANSMISSION 
This function allows the transmission of signals 
also when the DC line current is equal to zero. 

Due to the voltage drop between the battery and 
the Tip/Ring SLIC terminal, it is possible to trans­
mit AC signals in on/hook condition without signi­
ficative modification of all the AC performances 
guaranteed in off/hook condition.ln particular: 

-Tx and Rx gain: variation within 0.1 dB 
-Return Loss: no variation 
-Trans-Hybrid Loss: variation within 3dB 
-Long/Trans conversion: better than 58dB 
-Distortion: no variation 

LONGITUDINAL BALANCE 
TDB SLIC (TDB 7722A) guarantees a UM con­
version performance better than 61dB measured 
with test circuit IEEE-Std 455-1976, Zml=900ohm. 

It should be noted that the overall UM conversion 
measured at line termination, beside the intrinsic 
SLIC UM performance, depends on different fac­
tors: 

- External protection resistors Rp tolerance 
- External protection resistors Rp absolute 

value 
- Impedance Zml that the SLIC shows to the 

line. 

Fig.? shows the worst case of UM conversion in 
function of the protection resistors absolute value 
and their tolerance working with the TDB7722A 
SLIC. As we said before, a 1 OOohm RP value is 
suggested and in this case the maximum toler­
ance to be used to guarantee a UM conv. better 
than 58dB is +1-0.3% in the worst case. 

Figure 7: TDB7722A/7711 SLIC KIT UM CONV. worst case versus Rp (Zml = 900) 
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Fig.? shows that the LIM conv. improves if the conv. better than 58dB in the worst case. 
tolerance of Rp decreases. In addition, with very It's important to note that TDB SLIC has outstand-
tight tolerance resistor, the LIM performance can ing performances as immunity from high longitudi-
be improved by increasing the external protection nal current. It means that it can operate without 
resistors value. · '· .. degradation. of the AC performances also in pres-
Finally, from the comparison between fig.? and ence of high longitudinal current values. In partic-
fig.B, you can note that longitudinal balance is ular fig.9 shows the LIM conversion as function of 
better with Zml=600ohm rather than with the longitudinal current peak value used to mea-
Zml=900ohm. In particular, with Zml=600ohm and sure the LIM conversion. It's fundamental to 
Rp=100ohm, can be obtained a LIM conversion point out that there is no significative degradation 
greather than 64 dB and the maximum tolerance of LIM conv. up to SOmApeak per wire of longi-
of Rp can increase to 0.7% still guaranteing a LIM tudinal current. 

Figure 8: TDB7722A/7711 SLIC KIT LIM CONV. worst case versus Rp (Zml = 600) 
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Figure 9: TDB7722AI7711 SLIC KIT LIM CONV. with 30mA loop current 
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Additional informations on UM conversion are frequencies (20Hz), and it is still very good 
shown in fig. 10. In particular you can see how (45dB) at high frequencies( 50KHz); in this way an 
the UM balancement that improves at very low exellent E.M.I. performance can be obtained. 

Figure 10: TDB7722/7711 UM conversion in 20Hz to 70KHz 

MODE A 13 LEVEL Me AS. TX: 10.0 RX: +0. OdBr 
t\0. 0 

RX: +0.0 

TS 
0 

-20.0 

RESUI_ T 

dBmO -H.O 

/ 
~ 

-GO.O 1/ 

-7 0. 0 
20 20000 

TX: TS 0 ·t 0. OOdBmO 

PROTECTIONS 
The goal of this chapter is to show a protection di· 
agram for TDB SLIC to withstand the lightning 
and the 60Hz disturbances of U.S. standard (Tr­
TSY-000057 Issue 1, April 1987 of the functional 
criteria for digital loop carrier systems. Bell Com­
munication Research). 
TDB 7722 chip has integrated a protection circuit 
that allows the device not to be damaged when 
the line voltage is between battery voltage and -
80Volts.ln particular if the battery voltage is, for 
example, -48V, at the line terminals can be per­
manently connected negative voltages between -
48 an~ -80 without that the device is damaged. 
For th1s reason the role of the external protection 
circuit will be to suppress all overvoltages greater 
than the ground and more negative than -80V. 

~ 

0-A 

--

40 0 00 &0000 WREa] 
~:::.= 2000Hz 

--~-

20Hz 

The electrical protection of this standard defines 
two kinds of surge generators: 

-A: lightning surge. 
- B: 60Hz disturbances. 

For these disturbances there are two test levels: 

- The first level does not cause a damage on 
the protected module and the system must 
operate after the test. 

- The second level can damage but without fire 
or electrical shock hazard. 

A) Table 3 shows the tests with the lightning sur­
ges. 
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Table 3 

FIRST LEVEL SURGE TESTS (NO DAMAGE TO DEVICE) 

Surge Peak Voltage (V) Waveshape (J.tS) Peak Current (A) Repetitions Each Internal Serial 
Polarity Resistance 

1 +600 10/1000 100 50 6 

2 +1000 10/360 100 50 10 

3 ±1000 10/1000 100 50 10 

4 ±2500 2/10 500 10 5 

SECOND LEVEL SURGE TESTS (DAMAGE BUT WITHOUT FIRE) 

Surge Peak Voltage (V) Waveshape (J.tS) 

1 ±1000 10/2500 

2 ±5000 2/10 

Lightning surges generate a current that is equal 
to peak voltage/(internal series resistance + pro­
tection resistance of the SLIC). 
The first level of lightning surges standard shows 
that the most agressive is the surge number 3:it 
causes a current of 33A(1 OOOV/(1 Oohm+20ohm) 
on the line.To withstand this kind of surge we 

Peak Current (A) Repetitions Each Internal Serial 
PolaritY Resistance 

200 10 5 

500 1 10 

suggest the SMTHDT58 which can suppress: 

-75A for a surge of 1 0\1 OOOusec waveform 
-150A for a surge of B\20usec waveform 

In fig.11 you can find the protection configuration 
based on two SMTHDT58,each connected be­
tween one line terminal and ground. 

Figure 11: Protections (1) These devices are the protections for the ringing circuit: for this reason they 
depend on the ringing generator and ringing relays characteristics 

UB-

290 

RING GENERATOR 

f19BTD9??1t -31 

11) THESE DEVICES ARE THE PROTECTIONS FOR THE RIHGIHG CIRCUIT: 
FOR THIS REASOH THEV DEPEND OU THE RINGING GENERATOR AND 
RIHGING RELAVS CHARACTERISTICS 
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SMTHDTSB protections are composed by a recti­
fier diode and a trisil.ln this way: 

when a voltage falls under -BOV(maximum 
breakdown voltage). 

- for positive overvoltages the rectifier diode 
clamps this wave to ground 

- for negative overvoltages the trisil will fire 

B) Table 4 shows the AC tests with 60Hz disturb­
ances. 

Table4 

FIRST LEVEL AC TESTS (NO DAMAGE TO DEVICE) 

60Hz Voltage 
Resistance Primary 

ACTest Per Line Duration (Vrms) Conductor (Q) Protectors 

1 0-50 150 15 min Removed 

2 50-100 600 15min Removed 

3 100-600 600 601 sec Removed applications 

4 1000 1000 
60 1 sec Operative 

applications Protector in place 

5 
60 5 sec Removed applications 

SECOND LEVEL AC TEST (DAMAGE WITH NO FIRE) 

ACTest Test For 60 Hz Voltage Source Duration 
(Vrms) Resistance (Q) 

1 
Secondary Power 0-300 3 15 min 

Contact 

2 
Primary Power 300-600 3 5 sec 

Contact 

3 Fault Induction 0-600 600 per conductor 15 min 

4 High Impedance 15 min 
Induction 

The first level AC test shows: 

- Long duration surges 1 and 2 

Figure 12: Thermal Resistance Junction- ambient 
vs. Copper Surface (printed circuit). 

- Short duration surges 3,4 and 5 

For short duration surges, SMTHDTSBs withstand 
these surges without problem. 

For long duration surges, there are two cases: 

- The peak voltage of the wave don't exceed 
the breakdown value(VBR) and there is no 
power dissipated on the SMTHDTSB. 

- The peak voltage of the wave goes over the 
breakdown point(VBR) and there is power on 
the SMTHDT58. 

The worst case is obtained with the AC test 
n.2(100Vrms).For this application the calculation 
of the maximum RTH accettable and the graphic 
of fig.12(Thermal resistance junction-ambient ver­
sus CU surface) allows to know that SMTHDT58 
protections can w~hstand this surge with Copper 
surface of 2.5 em on the printed board for each 
of the protection device. 
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(" C/Wl 
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48 
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\ 
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12/12 --------------~ ~~©m?:l~n --------------
150 



r== SGS·niOMSON If.! l ~~©lru@~[b~@li'[Rj@[K!]~©~ APPLICATION NOTE 

L 3845 FOR PABX AND MODEM 
LINE INTERFACE APPLICATIONS 

by D. Salomoni 

INDEX Page 

1. Introduction .............................................................. . 
2. General application description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 
3. General characteristics description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 

3.1. DC characteristics . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 
3.1 .a. NORMAL MODE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3 
3.Lb. PULSE MODE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4 
3.1 .c. OFF-HOOK detection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5 

3.2. AC characteristics . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 
3.2.a. AC Impedance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6 
3.2.b. Return Loss . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8 
3.2.c. Distortion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9 
3.2.d. Automatic Pulse Mode ............................................. 12 

1 INTRODUCTION 

The L3845 is used for MODEM and PABX Line 
Interface applications. The circuit _Provides DC 
loop termination for analog trunk lines. The VII 
characteristic is equivalent to a fixed voltage drop 
(zener characteristic) in series with an external re­
sistance that determines the slope of the DC 
characteristic. An external low voltage electrolytic 
capacitor causes the circuit to exibit high imped­
ance to all AC signal in the voice band frequency 
range (>20 Kohm). The OFF-HOOK status is de­
tected when the Line Current is higher than 8 
rnA. In this condition a constant current generator 
is activated to supply an external device (typically 
an optocoupler) without affecting.t.he DCIAC.cha:­
acteristics of the circuit. An add1t1onal function IS 
provided in order to reduce the DC fixed voltag.e 
drop and the AC impedance (PULSE MODE) This 
function can be used to respect some European 
Countries specifications during Pulse Dialling 
Operation. 

2 GENERAL APPLICATION DESCRIPTION 

Figure 1 shows the block diagram .of L ~84~. Fig­
ure 2 and figure 3 give two typ1cal c1rcu1ts for 
analog or digital applications. It is worth to note 
that the TRUNK TERMINATION CIRCUIT, 
together with the LS 5018 transient suppressor 
provides a compact and low cost module fully 
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protected against lighting or overvoltage frequent­
ly present of telephone lines. When it is not 
necessary to make the protection against high en­
ergy pulses the LS 5018 can be replaced with two 
zeners of 1 6 V connected in series back to back. 
With the use of this circuit it is possible to termi­
nate an analog trunk so that the DC current com­
ponent is flowing in the TRUNK TERMINATION 
CIRCUIT. The AC signal through a low voltage 
capacitor it is provided to ~ lo'-:" cost .audio t~a~s­
former and to the internal circUits. In f1gure 2 IS In­
dicated as example a simple .hybrid .circuit ~o 
made the 2 wire I 4 wire convert1on. In f1gure 3 IS 
indicated an application circuit with the SGS­
THOMSON TS 5070 second generation COMBO 
that provide a programmable 2 wire I 4 wire con­
vertion in addition to CO DEC FILTER and other 
functions. In some European Countries it is re­
quested that when the system is in PULSE 
DIALLING OPERATION the DC voltage at the 
Line Terminals during the MAKE pulses must be 
lower than the DC Line voltage in OFF-HOOK 
condition. By connecting the PULSE input (pin 3) 
to the reference ground V- (pin 2) the device re­
duces the DC charcteristic of about 1 .5 V and the 
same time the AC impedance will decrease from 
20 Kohm to a value equal to the exter.nal resistor 
(5R ohm typical). The PU~SE functiOn w!ll ~e 
automatically set by the dev1ce 1f one capac1tor 1s 
connected between pin 3 and pin 2 as will be ex­
plain in deep in the paragraf 3.2.d. 
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Figure 1: L3845 Trunk Interface 
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Figure 3 

TIP 

3 GENERAL CHARACTERISTIC DESCRIPTION 

In this chapter are described the characteristics of 
L 3845. 

3.1 DC CHARACTERISTICS 

The DC characteristic are divided in three parts: 

- DC characteristic in NORMAL MODE 
- DC characteristic in PULSE MODE 

- OFF-HOOK DETECTION. 

Figure 4: DC Characteristics 

VOLTAGE (V) 

12.0 

APPLICATION NOTE 

DIGITAL PCM 
INTERFACE 

>-------1-=0=-+)( lJl 
TSSB7B 

~---------4~D~R J1f 

i-+---1---1--+ C I 
1---'---1---+ co 
1-----+-ccLK 

...••••• .C!i.I~. SELECT 
L._ _ __;F~O:::R....:O::..:T..;:HER COMBOs 

3.1.a DC CHARACTERISTIC IN NORMAL MODE 

The NORMAL MODE is set when pin 3 is left 
open. In this mode the AC impedance is high 
(typical 20 Kohm). 
Figure 4 shows the typical DC characteristic for 
different R1 values. With a good approximation, 
the characteristic is linear for values of IL greater 
that 6 mA. The slope (A VL I AIL) of this charac­
teristic is programmable and it is equivalent to the 
external resistor value. The test circuit is shown in 
figure 5. 
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Figure 5 
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3.1.b DC CHARACTERISTIC IN PULSE MODE 
This mode is set by connecting the PULSE input 
(pin 3) to V- (pin 2). In this mode the DC Line 
Voltage is reduced of about 1.5 V and the slope 
of the DC characteristic (!IVL I AIL) is the same of 

Figure 6: DC Characteristics 
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the slope of the DC characteristic in NORMAL 
MODE, and equal to the external resistor R1 
value. The test circuit is shown in figure 5 with S1 
closed. Figure 6 shows the typical characteristic 
for different R1 resistor values. 
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3.1 .c OFF-HOOK DETECTION CIRCUIT 
The L 3845 has a circuit to detect the OFF-HOOK 
condition. When the Line Current is over than 8 
rnA the constant current generator at pin HDO 
(pin 4) is activated. Figure 7 shows the Output 

Drive. Current at the output HDO (pin 4) versus 
the Lme Current IL. This circuit has the same 
characteristic both in NORMAL and in PULSE 
MODE. The test circuit is shown in figure 5. 

Figure 7: DC Characteristics 
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3.2 AC CHARACTERISTICS 

The AC characteristics are divided in four parts: 

- AC IMPEDANCE 
- RETURN LOSS 

- DISTORTION 

- AUTOMATIC PULSE MODE 

Figure 8: Impedance 
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3.2.a AC IMPEDANCE 
Figure 8 shows the AC IMPEDANCE of the de­
vice L 3845 for different Line Current values. Fig­
ure 9 shows the AC IMPEDANE for different C1 
capacitor values and figure 1 0 shows the AC IM­
PEDANCE for different R1 resistor values. The 
test circuit is shown in figure 11. 
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Figure 9: Impedance 
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Figure 10: Impedance 
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Figure 11 
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3.2.b RETURN LOSS 
Figure12 shows the RETURN LOSS referred to 
600 ohm impedance for different C1 capacitor 
values. Figure 13 shows the RETURN LOSS 
referred to 600 ohm impedance for different R1 
resistor values. The test circuit is shown in figure 

Figure 12: Return Loss 
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Figure 13: Return Loss 
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3.2.c DISTORTION 

The measurements had been performed using 
the test circuit of figure 14. Figure 15 shows the 
maximum amplitude of the input signal between 
the pins 1-7 in order to measure a Total Harmonic 
Distortion less than 2%. It is possible to improve 
this performance connecting a resistor R2 in par­
allel to capacitor C1. A typical value for R2 is 300 
Kohm. By this way, it is possible to increase the 
DC characteristic and therefore to improve the 
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the slope of the DC characteristic, that will 
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and the value of the AC impedance in the low fre­
quency range. 
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Figure 15: Max. Line Voltage 
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Figure 16 shows the MAX. Line Voltage versus 
Line Current for a THD = 2% and with R2 = 300 
Kohm and different R1 resistor values. Figure 17 
shows the DC characteristic with R2 = 300 Kohm 
and for different R1 values. Figure 18 shows the 

Figure 16: Max. Line Voltage 
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AC impedance with R2 = 300 Kohm and for differ­
ent R1 values. When the signal is applied be­
tween the pins 8-2 and the THD is measured at 
pins 1-7 the results are exactly the same. 
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Figure 17: DC Characteristics 
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3.2.d AUTOMATIC PULSE MODE 

The PULSE MODE is set by connecting the input 
PULSE (pin 3) to the reference ground V- (pin 2). 
To set L3845 in NORMAL MODE the PULSE 

· input (pin 3) must be open. The device. is able to 
set automatically the PULSE MODE, Without any 
external operation, by connecting a capacitor C2 
between pin 3 and pin 2, the suggested value for 
C2 is 1 !J.F. In this case when the device recog­
nise an ON-HOOK condition (IL < 8 rnA) automat­
ically it goes in PULSE MODE. The delay time t1 
to go from NORMAL MODE to PULSE MOD~ is 
about 0.8 mSec with C2 = 1 !J.F. When the Lme 
Current returns higher than 8 rnA the device will 
stay in PULSE MODE for a time t2 fixed by exte.r­
nal C2 capacitor. This time is long e:nough_ 1n 

order to keep in PULSE MODE the dev1ce dunng 
PULSE DIALLING at 10 Hz. The delay time t2 is 
determinate by the relationship: 

Figure 19: Automatic Pulse Mode 
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Where VT is a voltage threshold of an internal 
comparator (VT = 1.4 V) and IT = 1 0 11A is the 
value of the internal current generator that charge 
the external capacitor C2 connected between pin 
3 and reference ground V- (pin 2). For: C2 = 1 !J.F, 
t2 will be = BOrns. Figure 19 shows the wave­
forms at pins 8 and 3 for the function "AUTOMAT­
IC PULSE MODE". Figure 20 shows the wave­
form between pins 1 and 7. Figure 21 shows the 
test circuit. From figure 20 you can see that th_e 
DC voltage at pin 1 during the MAKE pulses 1s 
1.5V lower than the voltage in NORMAL MODE. 
In conclusion, how you can see, t_he d~vice per­
forms automatically the pulse function Without any 
external device. 
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Figure 20: Automatic Pulse Mode 
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APPLICATION NOTE 

CLOCK EXTRACTION 
AND TERMINAL SWITCHING ICS (EF73321 and EF7333) 

1. CLOCK EXTRACTION CIRCUIT 

1.1. DESCRIPTION 

The EF73321 circuit provides the interface between 
a 2048 Kbit/s or 1544 Kbit/s PCM trunk and the 
switching equipment. 

PCM junction time recovery as defined by the 
CCITI generally requires a damped oscillator sus­
tained by logic 1 's detected by the PCM junction. 

Generally the oscillator consists of coils, capacitors, 
basic capacitors, and varicaps whose wiring diag­
ram is not easily integrated. 

The solution retained is the use of a digital integrated 
circuit for PCM junction transmission and reception 
(fig. 1). 

The receiving side amplifies and reshapes the bipo­
lar signals from the receive transformer. 

From these signals it recovers the distant clock HD 
by means of a local 16384kHz (or 12352kHz) oscil­
lator. The circuit also accepts external clock fre­
quencies lower than or equal to 16384kHz for in line 
outputs smaller than or equal to 2048Kbits/s. The 
16384kHz signal is asynchronous and can be com­
mon for different EF73321 circuits. Receive signals 
are buffered and synchronized with the HD clock. 

On the transmitting side, it calibrates the applied sig­
nal in terms of duration and amplitude by means of 
a power output stage directly coupled to the primary 
winding of the transmit transformer. 

1.2. BIPOLAR AND HDB3 CODES 

Figure 2A shows a series of NRZ (non return to zero) 
linear data to be transmitted. 

The logic 1 or 0 is present throughout the trans­
mission of a bit. There is no return to zero for a logic 
1 during this time. 

Figure 28 shows this signal converted to bipolar 
form, logic O's remain as they are but 1 's alternate­
ly take a positive and a negative value. 

In figures 2C and D this same signal is converted to 
HDB3 ; not more than three O's may be received in 
line. A fourth 0 would systematically be transmitted 
as a 1 whose bipolarity has been violated with re­
spect to the last 1 transmitted but whose bipolarity 
is respected compared to the last violation. 

AN332/0489 

Two cases are possible : 

_ In figure 2C, the preceding Violation (not repre­
sented) was positive, the first 4-bit word fill-in se­
quence will be : 

ooov 
where Vis negative, the following fill-in sequence 
will be: 

BOOV 

where B is a signal element different from zero, 
in this case positive since B should respect the 
polarity with respect to the last logic 1. 

_ In figure 2D, the preceding violation (not repre­
sented) was negative. In this case the first fill-in 
sequence will be : 

BOOV 

where V is positive since the preceding violation 
was negative, and in order that this polarity real­
ly be a bipolarity violation, B is also positive. The 
value of the second sequence is : 

BOOV 

where Vis negative since the preceding bit V was 
positive and B 1s also negative and not equal to 
zero to ensure violation. 

Then, it is verified that the sequences described are 
such that the in-line de component is really equal to 
zero. Thus it is possible to use pulse transformers 
for galvanic insulation between line and terminals. 

1.3. APPLICATION N°. 1 : EF73321 WITH FREE 
RUNNING OSCILLATOR 

The crystal oscillator shown in the upper part of 
figure 3 is of the stand-alone type, t61 frequency in 
this application is in the order of 16384kHz, fre­
quency accuracy is 50ppm. 

One oscillator delivers t61 signals to different 
EF73321 circuits. Fan out of each 74LS04 gate is 8. 

An alternative is to build this oscillator using HCMOS 
gates, in this case the 6.8 kW pull-up resistors can 
be ommitted. 

The line signal is HDB3 coded with an attenuation 
of 6dB max for a 3V pulse delivered by a remote 
transmitter. Figure 4 shows the pulse for PCM CEPT 
junction. 
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Transmit and receive transformers are the same 
type. The transformation ratio between the single 
winding on the line side and each of both windgins 
on the circuit side is 2/3 (figure 3). 

Figure 1 : EF73321 Block D1agram. 
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Figure 2 : EF73321 Receive Codes. 
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1.3.1. RECEIVE SECTIO!i_ The information de­
livered in the form JE+ and JE- at the receive inputs 
of EF73321 (which are the HDB3 signal rectified sig­
nals) have a constant Qb.?se relationship with there­
covered clock signal HD. The HD clock period will 
be: 

St ±- 2t 

where t is the period of the t61 signal in this appli­
cation. The delay caused at the input_Qy th~eceive 
logic between HDB3+, HDB3- and JE+, JE- is 2t 
(122ns). 

1.3.2. TRANSMIT SECTION. The phase relation­
ship between the information at the JS+ and JS- in­
puts and the local clock HL should be constant. The 
positive pulse width defines the line pulse width of 
the H L s1g nal on the JT + and JT- outputs. 

JT +and JT- are open drain outputs. Output protec­
tion 1s achieved by sensing the output voltage when 
low (fig. 6). 

Proper operation of the circuit is guaranteed for out­
put currents below 35m A, i.e. as long as the voltage 
drop on the output is below the protection threshold. 
Therefore the output current should be limited by 
design to values below 35mA (see note). 

Calculation..Qf. the corresponding minimum load re­
sistance at JT + and JT- is as follows : 

VBB 

RL 

--j 

VBB-0.25V 
RL~----

35m A 

Vee:> 12V 

Note : Th1s protection does not make the output act1ng as a current 
source but switches out the output For properly selected out· 
put loads, max1mum power diSSipation 1n each output transiS­
tor Will be about 30mW 

1.4. APPLICATION No.2: USING EF73321 
WITH SLAVED OSCILLATOR 

A buffer memory is used to overcome the differen­
ces in the information bit durations caused by the 
transmission and circuit EF73321. The information 
is latched by HD and read at the rate of the local 
clock from the oscillator slaved by HD. The buffer 
memory capacity only depends from the jitter char­
acteristics and the slaved oscillator correction 
speed. Figure 7 gives the block diagram of such a 
memory associated with circuit EF73321. The func­
tions represented are : 
• HDB3/BIN code conversion, 
• slaved Crystal oscillator, 
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• frequency dividers, 
• buffer memory and its write/read control. 

1.4.1. HDB3/BIN CONVERSION. This circuit is 
used to convert the two HDB3 components to one 
NRZ signal with the same jitfer as the two original 
components. 

1.4.2. CRYSTAL OSCILLATOR. The crystal oscil­
lator frequency is 16.384kHz. It delivers t61 in the 
form of a square signal with a 61 ns period driving 
the internal logic of circuit EF73321 and the oscilla­
tor-associated frequency divider. A submultiple of 
the crystal frequency is slaved by a submultiple of 
the distant clock recovered by EF73321. 

1.4.3. FREQUENCY DIVIDER ASSOCIATED 
WITH THE CRYSTAL (read counter). This is a 
counter in which each stage divides the input signal 
frequency by 2. After 3 sta~ a 2048kHz signal is 
obtained corres-ponding to HD frequency whose jit­
ter amplitude was reduced by the extreme values 
taken by the slaved oscillator. 

The following two bits A' and B' are used to select 
the buffer memory reading time (see timing diagram 
of figure 8). The n following bit should be chosen by 
the user to set the crystal oscillator correction fre­
quency. If n = 6, the oscillator frequency Will be cor­
rected every 125 11s. 

1.4.4. FREQUENCY DIVIDER ASSOCIATED 
WITH HD (write counter). The first two bits A and B 
define the reading time in the buffer memory. If HD 
shows no jitter, counters A' B' and A, Bare in phase 
and reading takes places with a time delay of 2 bits 
after writing. 

Note : If 3 bits (A, B and C) define the writing time 
and 3 bits the reading time, reading will take place 
with a time delay of 4 bit-durations compared to the 
writing time. 

1.4.5. BUFFER MEMORY. This memory consists of 
a number of bistable circuits depending on the jitter 
to be recovered. In this example the 4 latches cir­
cuits are used to recover a signal with a jitter of 
± 2 bits in amplitude without loosing information. 

When the write counter A, B defines 2 as writing 
time, the read counter A' B' defines 0 as reading time 
and so on. 

The residual Jitter on the local clock H Land the data 
are determined by the selected slave crystal oscil­
lator. 

1.4.6. TRANSMIT SECTION. In this application the 
local clock signal HL can be used to sample the data 
to be transmitted (fig. 7). 

Residual jitter is small enough to drive BIN/HDB3 
decoder logic and to calibrate line pulse width. 



APPLICATION NOTE 

Figure 3 : Application No. 1 - EF73321 Using Free Crystal Oscillation. 

47pF 
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HD 
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DATA RECEIVED 
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PCM JUNCTION -----------
RL 
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0 
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JT+ 
HL 
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IT-
CLOCK 
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Note :A 1 OOnF capacitor must be connected between Voo and Vss as close ifs possible to the supply pins. 
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APPLICATION NOTE 

Figure 4 : EF73321 Output Stage. 

tt891J73321 ·84 

Figure 5 : EF73321 Input Stage. 

UDO 

Figure 6 : Pulse Shape for 2048 Bits/s Cept PCM Junction. 
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Figure 7 : Application No. 2 - EF73321 with Slaved Oscillator. 
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N ole : A 1 OOnF decoupl1ng capaCitor must be connected between Voo and Vss and located as close as possible to the supply p1ns. 
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APPLICATION NOTE 

Figure 8 :Application Timing Diagram - EF73321 with Slaved Oscillator . 
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2. TERMINAL SWITCHING CIRCUIT 
(EF7333) 

2.1. CIRCUIT DESCRIPTION 

The EF7333 conforms to CCITT recommendation 
G737. In most applications it is connected between 
a clock extraction circuit of a PCM junction and multi­
plex switching circuits at 2.048Mbits/s. 

The EF7333 basic functions are : 
• frame synchronization of PCM junction input sec­

tion with local clock, 
• absorption of line jitter whose amplitude and fre-

quency are given in EF7333 specifications. 

In addition to these basic functions, the device also 
features: 

-Incoming link processing functions : 
• input signal HDB3, binary or bipolar decoding 
• frame skip or doubling 
• receive errors detection and alarms generation 
• remote alarm extraction 

-Outgoing link processing functions : 
• insertion of synchronisation words into outgoing 

frames 

Figure 9 : Plesiochronous Network. 

· APPLICATION NOTE 

• output signal binary, HDB3 or bipolar coding 
• receive fault alarm transmission 

The receive function provides a multiplex signal at 
2.048Mbit/s synchronized with local center clock 
(fig. 10). The local center can be a connection net­
work, a time concentrator, a computer interface, etc. 

So, the PCM junctions from various centers in a ple­
siochronous network can be synchronized with the 
local center clock. Figure 9 shows that whatever the 
phase relationship between remote clocks HD1, 
HD2, ... HDn, circuit EF7333 associated with remote 
centers can set iri phase not only time slots but also 
incoming multiplex frames. 

If distant and local centers are synchronized by a 
common clock (not represented on fig. 9). The 
EF7333 circuit resynchronizes the multiplex signal 
without loss of information accepting a peak-to-peak 
jitter of several time slots for very low jitter frequen­
cies. 

If remote centers are asynchronous, circuits 
EF7333 synchronizes the multiplex by skipping or 
doubling frames without loss of synchronisation. 

LOCAL 
CLOCK 

SWITCHING 
SYSTEM 
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2.2. APPLICATION No.3: BINARY INPUTS­
BINARY OUTPUT 

APPLICATION NOTE 

_ the associated information which has been 
converted (from HDB3 to binary). 

Figure 11 shows an environment where the EF7333 In the same way, in the transmission mode circuit 
incoming and outgoing data are binary. Pin AMI is EF7333 receives a multiplex signal from the line, 
used to select the incoming data code. The incom- processes the 0 time slot content (TSO) in accor-
ing signal can be applied either on JE+ or JE- but dance with CCITT recommendations. A device ex-
the unused pin must be tied to VDD. The output sig- ternal to the EF7333 circuit receives the processed 
nal is available on JS+ and J5-. In the receive mode multiplex signal and can convert it from binary to 
a device external to circuit EF7333 should deliver : HDB3 before transmitting it in line. 
- the clock signal recovered from an amplifier that This application enables the user to select line re-

has reshaped the signal likely to have been atte- ception and transmission amplifiers depending on 
nuated during line propagation, transmission characteristics. 

Figure 11 :Binary Incoming and Outgoing Information. 

I FID 1 EF7333 SWITCHING 

CLOCK EXTRACTION BIN BIN 

DEVICE RECEIVE SECTION CONNECTION MATRIX 

PC MJUNCTION ----- -----

HOBJIBIN 
BIN BIN 

CONVERSION 
TRANSMIT SECTION CONNECTION MATRIX 

t AMI 
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APPLICATION NOTE 

2.3. APPLICATION No.4: EF73321 - EF7333 ASSOCIATION USED WITH MARKER INTERFACE. 

The diagram in figure 12 shows the whole switching terminal function. No additional circuitry is required be-
tween circuits EF73321 and EF7333. They are designed for direct interface. · 

Figure 12: EF73321 and EF7333 Association. 

,CM RaSIO£ 

E 
R• T 

Yoo 

T• T 

=:J .iT+ 
iT-

PC~ T• SlOE 

t61 : 16384kHz clock 
R x T : Line receive transformer 
TxT : Line transmit transformer 
HL : Local 2048kHz clock 

Trar~mit 

paltl 

~, 

iii 
.fi+ 

JS-

Rec:etve 
path 

I CONNECTIONS TO 
MICROPROCESSOR 
FOR UNF MONITORING 

JE 

Note : EF73321 layout considerations: for correct operation of transmission dnvers, a 100nF decoupling capacitor must be connected between 
Voo and Vss and located as close as possible to the supply pins. 

In this application MQ is wired to Voo. A micropro­
cessor can access the six internal registers R1 to 
R6. These registers are accessed by pins lTC, ATC, 
DO and PR. 

Pin ATC receives the register address and pin lTC 
receives the code to be written into the address reg-
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ister. The last bit of ATC is a read bit and the last bit 
of lTC is a write bit. The register content may be read 
serially at DO. PR valids data on lTC state, ATC and 
DO. DO is in high impedance when PR is low. 



APPLICATION NOTE 

Registers functions : 

Register R1 : contains the outgoing junction even frame TSO value. Only bit 1 can be accessed by the micro­
processor interface. The content of this register will be transmitted in line if the circuit is not 
operating in looped mode. 

Register R2 : contains the outgoing junction odd frame TSO value. Only bit 2 cannot be modified, it remains 
at "1 ". Bit 3 can either be at "0" or "1" as a result of a logic OR with the 3 alarms JDSY, TE 
and MQHX. The content of this register will be transmitted in line only if the circuit is not ope­
rating in looped mode. 

Register R3 : will contain a value to be introduced into even frame TSO (8 bits). Its content is transmitted in 
looped mode. 

Register R4 : will contain a value to be introduced into odd frame TSO. Its content is transmitted in looped 
mode. 

Register R5 : is a read only register containing the alarms. It is controlled by receive function of EF7333 cir­
cuit. 

• bit 1 contains the value of bit 3 of incoming junction odd frame TSO. When the value of this 
bit is "1 ",this means that the remote end does not control the frame it receives any more. 
(PVTD alarm -remote frame locking loss). 

• bit 2 indicates that the EF7333 synchronous device has found no frame locking code (PVTL 
alarm - local frame locking loss). 

• bit 3 indicates that clock HD is missing (MQHX alarm). 
In this application oscillator t61 has stopped operating. 

• bit 4 indicates that the synchronous device is no more synchronized (JDSY alarm- synchro­
nization loss) 

• bit 5 indicates that a SIA signal is received (SIA alarm - remote alarm indication signal). 
When JDSY = 0, the junction is synchronized and SIA = 0. 
When JDSY = 1, the junction is not synchronized and SIA = 1 during two frames. 

• bit 6 indicates an excessive error rate higher than 1 o-3 detected on the frame locking codes 
(TE alarm). 

• bit 7 indicates local clock lead or dela~ompared to remote clock (AV alarm). 
- AV = 1 :frame skip (HD faster than HL). 
- AV = 0: frame doubling (HD slower than HL). 

• bit 8 indicates frame skip or doubling on reading of internal frame memory. Its state changes 
on each frame skip or doubling operation (SAUT alarm). 

Register R6 : Contains only 1 bit for selecting the looped mode ; 

• if R6 = 0, normal operation, the contents of R1 and R2 are in line. 
• if R6 = 1, looped mode operation. JS+ and JS- are internally connected to JE+ and JE-, 

and HD is internally connected to HL. The contents of R3 and R4 are in line. 

R6 
TSO 

R6 = 0 R6 = 1 

Output JS + and JS - Content of R1 and R2 Content of R3 and R4 

Input Reception Content of JE+ and JE- Content of R3 and R4 

Note: Registers Rt to R6 are not in1t1al1zed when powering·up the EF7333. 
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APPLICATION NOTE 

2.4. APPLICATION No.5: EF7333 WITHOUT 
MARKER INTERFACE 

In this application, pin MQ is wired to Vss. The 
alarms are directly available on real time on the 
alarm register outputs. The free bits of register R 1 
and R2 are set to "1 ". 

Bit 3 of register R5 resulting of the logic OR of three 
alarms JDSY, TE and MOHX is internally set to "1" 
and transferred on the line by register 2 bit 3. 

Caution: 

When MQ = 0, PR, lTC and ATC inputs must also 
be tied to "0". 

Figure 13: Remote TS16 Extraction. 
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2.5. APPLICATION No.6: EXTRACTION OF TS16 
CONTENT WITHOUT LOSS OF INFORMATION 

We have seen that when the remote device was 
asynchronous with the local EF7333 circuit. Frames 
may be skipped or repeated between transmit and 
receive clocks. 

For 64 Kbit voice channels, the suscriber will not be 
aware of frame skips or doubling, but for data chan­
nels, OSI system levels 2 (or 3) ensuring the ex­
change protocol between the two units will request 
repetition of the message. The following device 
avoids message repetition although the units are of 
the plesiochronous type. 
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Device description 

One of the EF7333 outputs labeled F4kHz (pin 15) 
delivers 4kHz for the remote clock. The EF7333 ex­
tracts the 4kHz remote clock from the incoming junc­
tion in the same way as the EF73321 extracts the 
HD 2M Hz remote clock from the incoming junction. 

It is possible to extract a TS content.Jgr ..m.<allJQ!e 
TS16 content from incoming signals HD, JE+, JE­
and from signal F 4kHz (fig. 13). 

An 8-bit word is delivered to a series:Q£rallel regis­
ter by a HDB3 converter operating at HD clock rate. 
This word is selected by a device giving the time slot 
chosen, for example TS16. At the end of TS16 the 
register content is loaded into a parallel-parallel reg­
ister ; a microprocessor can read this word after an 
interrupt for example. In the transmit mode, the 

APPLICATION NOTE 

microprocessor of figure 13, delivers a HDLC frame 
that can be inserted in TS16 of circuit EF73331ocal 
multiplex JE (transmit side). 

Position of signal F 4kHz with respect to JE+, JE-, 
HD. 

The EF7333 internal logic works on HD falling edge 
(receive side). Figure 14 shows the 250J.LS period 
F 4kHz signal with respect to : 
- recovered remote clock (pin 12), 
- JE+, JE-, 

The 4kHz signal switches to another statg_on_HP 
falling edge when bit 5 of TSO arrives on JE-, JE+ 
(pins 7 and 8). 

The delay (tpd) compared to HD falling edge is 
250ns max for a 50pF load. 

Figure 14: F 4kHz Position with Respect to HD and Bit Duration of JE+ I JE-. 
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This kit is provided in order to give the possibility to 
make a quick evaluation of all the SGS-THOMSON 
Microelectronics SUC KITs. 

It consists of one CONTROL BOARD (order code: 
SUCDEMOBOARD) and different SUC modules. 

The main purpose of the CONTROL BOARD is to 
provide an easy read/write of the sues digital inter­
face that except for L3090/91 are all serial. Data are 
written by means of eight switches and read by 
means of five LEOs ; two additional LEOs are pro­
vided in order to read the L3090/91 parallel inter­
face. In addition it provides an easy connection for 
TIP/RING and TX/RX terminations of diferent SUC 

Figure 1 : SUC Evaluation KIT. 

AN336/111990 

APPLICATION NOTE 

SLIC EVALUATION KIT 

MODULES that can be plugged in proper connec­
tors provided on the board. This board, being very 
simple, allows to obtain good results also for very ac­
curate measurements (like noise or distortion). 

Concerning the SUC MODULES the following are 
today available : 

L3000/L3030 (order code: L3030EVAL) 

L3000/L3090 (order code: L3090EVAL) (*) 

L3000/L3091 (order code: L3091 EVAL) (*) 

TDB7722/TDB7711 (order code: TDB7722111 EVAL) (*) 

{*) the same used with the "SLICOMBO" demoboard. 
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APPLICATION NOTE 

SLICOMBO LINE CARD DEMONSTRATION BOARD 

SUCOMBO (order code: COMSUCEVAL) is a con­
versational demonstration board for the subscriber 
line card oriented circuits developped by SGS­
THOMSON Microelectronics. It includes two com­
plete transmission modules, each of them made of 
a programmable codec/filter COMBOII associated 
with a full silicon SUC to achieve the "BORSCH" 
function (Battery feed, Overvoltage protection, Rin­
ging, Signalling, Codec/filter, Hybrid 2-wire/4-wire 
conversion). 

The 2-wire interface of each sue can be connected 
to a telephone set or to an appropriate test equip­
ment. The PCM interface of the 2 COMBOs can also 
be connected to a PCM test equipment, or to the sa­
me PCM highway, thus allowing a real phone con­
versation between the 2 telephone sets through the 

~i;;L ..... 
' ..: . ... ... .., .... < 

'i ):r~_j ty_~ -~1 If ~j /( ~~ ;f' ·B k · 

AN337/1190 

2 SUCs and the 2 COMBOs. 

As SGS-THOMSON Microelectronics provides a wi­
de range of SUCs, they are implemented on inter­
changeable modules; 2 modules are available: one 
version is for the central office oriented sue 
TDB7711/7722, and one version for the PABX 
oriented SUC L3090/L3000. SUCOMBO can ope­
rate either with 2 TDB7711 or with 2 L3090 sue mo­
dules. 

The user interface with the board is performed by an 
IBM Personna! Computer or true compatible. An in­
teractive software inputs the commands from the 
user and displays the results on the screen ; a mul­
ti-menus approach is used by the software to make 
easy the programming of the SUCOMBO board. 

-' "'' ~"'[.'"•' .,. ~ ..__.,· 
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APPLICATION NOTE 

RELIABILITY REPORT : ETC5040 FILTER, 
ETC5057 AND ETC5067 COMBOS 

1 . RELIABIL TV TEST MATRIX 
The reliability evaluation program designed for the 
ETC5040 FILTER, ETC5057 and ETC5067 COM­
BOS requires the following tests : 

2 . TEXT DESCRIPTION 

2.1. HIGH TEMPERATURE OPERATING LIFE 
TEST 
The basic test used to evaluate device reliability is 
high temperature operating life test. 

• Operating life test 
• Temperature cycling 

Failure mecanisms from the random area of the re­
liability life are accelerated at 125 ·c. 
The devices are loaded on boards and they are dy­
namically exercised as shown in the following figure. 

ETC5040 

+sv=v· v-::-sv 

lOOn 

AN338/0489 
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APPLICATION NOTE 

2.2 OPERATING LIFE TEST FAILURE RATE COMPUTATION 

The degradation processes affecting the reliability of electronic devices is such that the failure rate can be 
described by the Arrhenius model. 

-EA 
'A (T) = K exp ~ (2) 

At a given temperature, the failure rat is defined as : 

'A(T)= No~TH (3) 

EA: Activation energie (e) 

k : Boltzmann's constant 
(8.63 x 1 a-s eV K""1) 

T : Absolute temperature (K) 

K: Constant 

N : Number of failures 

No : Number of devices tested 

TH: Number of test hours 
To determine the corresponding failure at other temperatures, an acceleration factor given by the Arrhenius 
Relationship is used : 

F (T1, T2) = ~ ~~~ [ -~A ( * -;2 ) ] (4) 

T1 :Junction temperature during test (K) 

T 2 : Desired junciton temperature (K) 
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Using equation), we can determine the equivalent device-hours END THat temperature T2 for a given acti­
vation energy : 

ENo. TH (2) = F (T1, T2) x No· TH (T1) (5) 

Thus the equivalent failure rate at temperature T2 comes as : 

'A(T)- N 2 - ENo TH (T2) (6) 
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The failure rate of a device showing failures with dif­
ferent activation energies is computed by summing 
equation (6) on all the activation energies : 

N, 
A. (T2) = E; (E.No TH) i (T2) (7) 

Where Ni is the number of detects with an activation 
energy of EAi· 

In this report, failure rate computations on high tem­
perature operating life test data are performed with 
a confidence level) of 60 %, using the CHI-SQUARE 
(X2) distribution as shown in (8). 

'J... (T) = X2 (1 - CL), (2N + 2) 
2 No· TH 

CL : Confidence level 

(8) 

APPLICATION NOTE 

For high temperature life test data, CL = 0.6 (60 %) 

2.3 TEMPERATURE CYCLING 

This test evaluates the devides ability to withstand 
both extermes of temperatures and rapid changes 
in temperature. 

Temperature cycling is effective in testing thermal 
expansion compatibility of the various mechanical 
interfaces present on the device. 
Test Conditions : 

Ceramic encapsuled devices are submitted to 
temperature cycling specified by Mil Std 883C Me­
thod 1010.1 condition C which states a sequence of 
100 cycles (air to air) from 65"C up to 150"C, with a 
transfer time less than 5 mn. 

317 
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APPLICATION NOTE 

3 . RELIABILITY TEST RESULTS 

ETC 5040 
HIGH TEMPERATURE OPERATING LIFE TEST (HTOL) 
TEMP. 125'C 

Lot 168 H 500 H 

A 0/80 0/80 
B 1/100 0/99 
c 0/59 0/59 
D 0/70 0/70 
E 0170 0170 
F 0/80 0/80 
G 0/80 0/80 
H 0/80 0/80 
I 0/80 0/80 
J 0/80 0/80 
K 1/80 0/79 
L 0/80 0/80 
M 0/80 0/80 
N 0/80 0/80 
0 0/80 0/80 
p 0/80 0/80 
Q 0/79 0/79 
R 0/80 0/80 
s 0/80 0/80 
T 0/80 0/78 
u 0/80 0/80 
v 0/76 0/76 
w 0/80 0/80 
X 0177 0/77 
y 0/80 0/80 
z 0/80 0/80 

AA 0177 0/77 
AB 0/80 0/80 
AC 0/80 0/80 
AD 0/80 0/80 
AE 0/78 0/78 
AF 0/80 0/79 
AG 0/80 0/80 
AH 0/39 0/39 
AI 0/40 1/40 
AJ 0/45 0/45 
AK 0/80 0/80 
AL 0/44 0/44 
AM 0/45 0/45 
AN 0/45 0/45 
AP 0/39 0/39 
AQ 0/50 0/50 
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1000 H 2000 H 3000 H 

0/80 
0/99 0/99 0/99 
0/59 0/59 
0/70 1/70 
0/70 0170 
0/80 0/80 
1/80 
0/80 
1/80 0/79 
0/80 0/80 
0/79 0/79 
0/80 
0/77 
0/79 
0/80 
0/79 
0/79 
0/80 
0/80 
0/78 
0/75 
0/76 
0/80 
0177 
0/80 
0/80 
0177 
0/80 
0/80 
0/80 
0177 
1/79 
0/80 
0/39 
0/39 
0/45 
0/80 
0/44 0/44 
0/45 0/44 
0/45 0/45 
0/39 
0/50 



ETC 5057 
HIGH TEMPERATURE OPERATING LIFE TEST 
TEMP. 125' C 

Lot 168 H 

A 0174 
B 2/80 
c 0/70 
D 0/83 
E 0/80 
F 0/80 
G 0/77 
H 0/75 
I 0/75 
J 0/80 
K 0/80 
L 0/80 
M 0/80 
N 0/80 
0 0/80 
p 0/80 
Q 0/80 
R 0/80 
s 0/80 
T 0/80 
u 0/80 
v 0/75 
w 0/80 
X 0/80 
y 0/80 
z 0/80 

AA 0170 
AB 0/79 
AC 0/79 
AD 0/79 
AE 0/79 
AF 0/80 
AG 0/80 
AH 0/79 
AI 0/78 
AJ 0/80 
AK 0/80 
AL 0/78 
AM 0/80 
AN 0/79 
AO 0/76 
AP 0/80 
AQ 1/43 
AR 0/48 
AS 0/40 
AT 0/45 
AU 0/80 
AV 0/80 
AW 0/45 
AX 1/45 
AY 0/45 
AZ 1/45 
BA 0/45 
BB 0/80 

APPLICATION NOTE 

500 H 1000 H 2000 H 

1/74 0/73 
0/78 0/78 
0170 0170 
0/83 0/83 
0/80 0/80 
0/80 0/80 
0177 0177 
0/75 0/75 
0/75 0/75 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/80 0/80 
0/75 0/75 
0178 0178 
0/80 0/80 
0/80 0178 
0/75 0/75 
0170 0170 
0/79 0/79 
0/79 0/79 
0/79 0/79 
0/79 0178 
0/79 0/79 
0/80 0/80 
0/79 0/79 
0178 0178 
2/80 0178 
0/80 0/80 
0178 0177 
0/80 0/73 
0/79 0177 
0/76 0/72 
0/79 0/79 
0/42 0/42 0/42 
0/48 0/48 0/48 
0/40 0/40 
0/45 1/45 0/43 
0/80 0/80 
0/80 0/80 
0/45 0/45 0/45 
0/44 0/44 
0/45 1/45 
0/43 0/43 
0/45 0/45 0/45 
0/80 0/80 
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ETC 5067 
HIGH TEMPERATURE LIFE TEST 
TEMP. 125'C 

Lot 

A 
B 
c 
D 
E 
F 
G 
H 
I 
J 
K 
L 
M 

TEMPERATURE CYCLING 
(100 CY) 

168 H 

0/80 
0/80 
0/80 
0/80 
0/72 
0/72 
0/80 
0/72 
0/72 
1/80 
1/45 
0/80 
0/44 

Lot ETC 5040 

A 0/40 
B 0/23 
c 0/50 
D 0/40 
E 0/40 
F 0/37 
G 0/36 
H 0/39 
I 0/40 
J 0/40 
K 0/40 
L 0/40 
M 0/40 
N 0/40 
0 0/40 
p 0/40 
Q 0/40 
R 0/40 
s 0/40 
T 0/40 
u 0/40 
v 0/40 

6/7 
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500 H 1000 H 2000 H 

0/80 0/80 0/80 
0/80 0/80 0/80 
0/79 0/79 0/79 
0/80 0/80 
1/72 0171 
0/72 0/72 
0/80 0/80 
0/72 0/69 
0/72 0/72 
0179 0/79 
0/44 0/44 
0/80 0/80 
0/44 0/44 0/44 

Lot ETC 5057 Lot ETC5067 

A 0/38 A 0/47 
B 0/40 B 0/40 
c 0/40 c 0/40 
D 0/45 D 1/40 
E 0/39 E 0/40 
F 0/40 F 0/40 
G 0/40 G 0/40 
H 0/40 H 0/40 
I 0/40 I 0/40 
J 0/40 J 0/40 
K 0/37 K 0/40 
L 0/38 L 1/40 
M 0/40 
N 0/39 
0 0/40 
p 0/40 
Q 0/40 
R 0/40 
s 0/40 
T 0/45 
u 0/40 
v 0/40 
w 0/40 
X 0/38 
y 0/38 
z 0/38 



APPLICATION NOTE 

4. FAILURE RATE PREDICTION FOR ETC5040 I ETC5057 I ETC5067 

4.1. OPERATING LIFE TEST FAILURE RATE: The acceleration factor was computed using junc­

Test estimation was made by assiging to all failures 
the average activation energy for MOS devices, de­
fined by standards such as the MIL-HDBK 217B 
(EA = 0.7 eV). 

Device Hours EA 
at 125'C (EV) 

ETC5040J 3.85 X 106 0.7 
ETC5057J 4.06 X 106 0.7 
ETC5067J 1.21 X 106 0.7 

5 . CONCLUSION 
_ This report summarizes updated reliability data 

for MCOS ETC5040 Filter and ETC5057 and 
ETC5067 COMBOS from SGS-THOMSON 
Micro-electronics. 

_ Using operating life test results, a failure of 30 fits 

tion temperatures taking into account the package 
thermal resistance and device power dissipation. 

Results of this estimation are summarized in the fol­
lowing table : 

Equivalent 
Life Test 

Failure 
Device Hours Rate in Fits 

at55'C Failures (60 %C. L.) 

2.77 X 108 7 30 
2.92 X 108 10 39 
8.71 X 108 3 48 

may be predicted at 55 C (60 % C.L., 
EA = 0.7 eV) for ETC5040 and 39 for ETC5057. 
The failure rate for ETC5067 is expected to de­
crease since currently tested devices will gene­
rate additional devices hours. 
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I INTRODUCTION 

The goal of the telecommunication network 
(fig.1) is to permit the data exchange (speech or 
digital) between two (or more) subscribers. 

The network is made up of different parts which 
are subject to various disturbances. 

The most susceptible elements are the lines, 
due to their lenght and their geographical 
location. 

Disturbances strike the lines and are then 
propagated to the extremities of the lines at 
which lie telephone set and the subscriber line 
interface card (SLIC). 

So the lines receive two kinds of overvoltages : 

Surges of short duration with high peak voltage 
value (a few hundred micro-seconds for a few 
thousand volts). These are generated by 
atmospheric phenomena. 

Surges of long duration with medium voltage 
value (greater than one second for a few 
hundred volts RMS) which are due to the mains 
AC power networks. 

Fig.1 Classical telecommunication network 
topology. 

The purpose of this application note is to 
analyse these 2 kinds of overvoltages and to 
propose different protection solutions dedicated 
to the SLIC. 

AN386/1190 

APPLICATION NOTE 

SLIC PROTECTION 
A. BREMOND 

II OVERVOLTAGES ACROSS TELECOM· 
MUNICATION LINES : 

11.1 Atmospheric effects: 

Fig.2 Lightning phenomenum 

................ 
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IONOSPHERE 

' I 

GROUND 

Lightning phenomena are the most common 
surge causes. They are mainly due to a voltage 
difference between the ground and the clouds (a 
few 100 kV). Two kinds of strikes may occur. 
Negative discharge with a peak current of 50 kA, 
rise time of 1 011s to 15!-lS and 1 0011s duration. 

Positive discharge with a peak value of 150 kA, 
rise time between 2011s and 50!-lS and a 
duration between 1 OOms and 200ms. 

The lightning effect appears on the lines in two 
ways. 

-Direct shock. 
-Induced shock. 

1/15 
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APPLICATION NOTE 

Fig.3 Direct lightning strike. 

The Fig.3 shows the first case which is produced 
mainly on overhead lines. 

Induced shock is more frequent than a direct 
shock. Lightning strike the ground and a current 
flows in the cable shield. This current produces a 
voltage gradient which in some places is above 
the insulation capability of the cable material 
(Fig.4). 

Fig.4 induced strike. 

SUBSCRIBER 

· .. ·. 

CENTRAL 

OFFICE 

• I : •, • • • • • ' • '1 • I 

~ 'o 'o 'o :I:,' 'o 'o ,,' ,,' .:.· -~~· :-:· :::,· :·:· 

11.2 Proximity and crossing with AC mains lines : 

For these kinds of surges two cases may be 
seen: 

The first one is due to the falling of an AC mains 
cable on a telephone line. 

The second case is produced by the proximity of 
a subcriber line with an AC mains line or 
equipment (mainly capacitive coupling). 

It is interesting to note for these types of 
disturbances a RMS value of a few Amps for a 
duration of between 1 s and 15 mn. 

Ill PRIMARY AND SECONDARY PROTEC­
TION: 

The figures in chapter II give us an idea of the 
energy which may appear on the lines. (so in the 
field these surge values are lower due to the 
losses of ground resistance, the capacitive 
coupling and so on, but are signifiant 
nevertheless). 

We have to divide these disturbances into two 
families: 

High peak value and short duration (lightning) 

Short peak value and long duration (crossing 
with AC power). 

For both cases the present state of the art of 
silicon protection devices does not permit the 
suppression of these levels of energy. 

A second parameter to keep in mind is the very 
low clamping factor (1) needed by the IC's used 
to realize the line interface. This fact 
necessitates the designer to use a protection 
solution with silicon (fast response time/low 
clamping factor). 

High energy values and low clamping factor 
impose two protection levels. 

Fig.5 Primary/secondary protection topology. 

I 
- - - - - - -

1.---- I ,.---- r-

- z ~ I ~ 
0 

: 
LINE I ~ (.) 1--a :J 

- ~ ~ (/) 

- I 
~ -

L - - - - - - -

The first level called primary protection (fig.S) 
located on the connecting terminal of the 
exchange, suppresses the major part of the 
disturbance. The second level called secondary 
protection reduces the remaining overvoltage. 

(1) the clamping factor is the ratio of the normal 
operating voltage over the maximum clamping 
voltage. 

_21_15 ______________________ ~~l ~i~~~~~~~~~~-----------------------
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Fig.6 Primary/secondary protection levels effects 

Vpeak 

20kV 

1 to 4 

kV 

Few tOV 

~~ 
t > 50ms 

t<1ms 

AI Overvoltage across the line Without protection 

B/ Remam1ng voltage after the pnmary level act1on. 

C/ Rema1mng voltage after the secondary level act1on 

N 

8/ 

C/ 

The figure 6 shows the goal of both protection 
levels. 

In this example the surge across the line without 
protection will be a few 10 kV peak value for a 
few 1 0 ms length (Fig.6A) 

After the primary protection the major part of the 
energy is cancelled (Fig.6.B). The remaining 
overvoltage may be a few kV (depend on the 
dv/dt of the surge and the surge arrestor 
technology used). 

Across the second level protection the voltage 
does not exceed a few 1 0 Volts. 

111.1 Primary protection : 

Actually two kinds of primary protection are 
used: 

-carbon gaps. 
-gas tubes. 

111.1.A Carbon gaps : 

Fig.7 Carbon gap based primary protection. 

Zl 

EXCHANGE 

APPLICATION NOTE 

These components are made by two carbon 
electrodes. In fact the carbon gap is the low cost 
primary protection but it has two major 
disadvantages : 

-its short life duration 
-its variable spark threshold. 

111.1.8 Gas tubes : 

Fig.8 Gas tube based primary protection. 

Zl 

EXCHANGE 

These components are made by two metallic 
electrodes in a sealed case. Generaly the sealed 
tub contains a low pressure gas. 

Fig.9 Gas tube characteristics. 

v ___ , 

1/ Sparkover voltage 

2J Glow discharge voltage 

3/ Remam1ng voltage m sw1tch on mode 

The major disadvantage of this kind of device is 
its response time, in fact the maximum voltage 
across the gas tube depends on the dv/dt of the 
surge. 

3/15 
------------/,1.-yl ~~~©lt&~,~~~@~ ------------
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111.2 Secondary protection : 

111.2.A Series and parallel protection : 

Fig.1 0 Series and parallel protection. 

1 

,L MODULE 

2 TOBE 

T 
PROTECTED 

1/ Senes protection. 

21 Parallel protection. 

The secondary protection level is generaly 
achieved with two types of devices : 

The series protection ensures the protection 
against the proximity or the crossing with AC 
power lines. 

The parallel protection operates to suppress the 
overvoltages due to the lightning effects. 

* Series devices : 

Series devices operate by opening of the circuit 
or by an increment of the resistance. 

Fig.11 Fuse protection. 

FUSE 

0- ,L 

E 'T EXCHANGE 
,-L 

LIN 

FUSE 

'T 

The fuse is classical case of protection by 
opening of the circuit. Figure 11 shows an 

exchange protected by fuses and figure 12 
represents an example of the limit curve of the 
fusing action. 

Fig.12 Fuse fusion function. 

t (s) 

100 
2.5A 

10 f.--

'-......_ 

1'----c-... .1 

01 

10 100 I(A) 

These components provide an absolute security 
after action, but their major disadvantage is the 
need for maintenance. 

Fig.13 PTC based protection. 

PP 

EXCHANGE 

pp 

The PTC thermistor is a device which operates 
by very rapid resistance increase as a function 
of the temperature. 

When the surge occurs across the line, the 
parallel protection PP is activated. 

The surge current Is, generated by PP action, 
flows through the PTC and increases its internal 
temperature. As shown on the figure 14 the 
resistance value of the PTC rises quikly with the 
temperature. 

_41_15 ______________________ ~~l ~ii©~g~i~~~~------------------------
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Fig.14 Resistance versus temperature. 
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10 
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The major disadvantage of the fuse does not 
exist with the PTC. Unfortunatly this kind of 
component presents a big tolerance, a long time 
to return to its stand off point and a drift of its 
value. 

An other series device is the resistance which 
permits to limit the current through the parallel 
protector. 

* Parallel devices : 

The parallel protection function may be assumed 
by different devices based on different 
technologies. 

In fact it is clear that the future in term of SLIC 
topology is based on the use of IC.So the 
consequent requirement for good response 
times and high clamping factor necessitates the 
use of silicon protection. 

Parallel silicon protection functions in two 
different modes. 

Fig.15 Clamping characteristics. 

lpp 

I 

'"" I 
Vrm Vbr Vel V 

* Clamping mode : 

APPLICATION NOTE 

This device named TRANSIL is based on the 
breakdown effect. During the stand off time the 
working point is located between 0 and VRM (see 
curve of fig.15) and the device draws a very low 
leakage current ( < 5 J..lA at 25°C). When a surge 
occurs across the line the working point is 
located between VsR and VeL the increase of the 
voltage is low (good clamping factor) and the 
current drawn very high. 

Fig.16 TRANSIL symbols. 

UNIDIRECTIONAL BIDIRECTIONAL 

The TRANSIL may be uni or bidirectional. 

During the clamping action the major part of the 
energy is dissipated in the TRANSIL. 

Fig.17 CROWBAR characteristics. 

lpp 

] 
lh -!1 lrm 

0 VI Vrm Vbr Vbo V 

I 
* Crowbar mode : 

The CROWBAR device named TRISIL is based 
on the breakover effect. In fact in normal 
operating the device operates in the area 
between 0 and VRM (see curve fig.17) and the 
bias current through the protection is very low 
( < a few J..lA at 25°C). 



APPLICATION NOTE 

When the surge occurs the TRISIL begins to 
work in the clamping mode between VsR and 
Vso. After that the device fires and operates like 
a short circuit. 

After the surge, the current decreases and falls 
below the holding current IH. This condition 
causes the TRISIL to switch off and the return to 
the stand off area. 

Fig.18 TRISIL symbols. 

FIXED VBO AJUSTABLE VBO 

There are two kinds of TRISIL, the fixed 
breakover voltage type and the device with 
adjustable breakover voltage. 

During the surge suppression action of the 
TRISIL the major part of the energy is dissipated 
in the series elements of the line. 

This last fact makes the TRISIL better adapted 
to protect again! the high energy of the lightning 
overvoltages. 

IV STANDARDS : 

These standards define the two kinds of 
overvoltage (lightning and crossing). 

IV.1 Lightning simulation : 

The lightning overvoltage is simulated by a bi­
exponentional wave, which are defined by the 
rise time t1 and the duration t2 between the start 
and the passage of the deacrising edge at half 
peak value (fig.19). 

198 

Fig. 19 Standard wave. 

v 

Vp 

Vp/2 

Each country published its standard, which can 
be summarized by the times t1 and t2, the peak 
voltage of the wave and the surge generator 
diagram. 

The table here after gives a unexhaustive list of 
the standard : 

COUNTRY AUTORITY WAVEFORM 
(!lS) 

ENGLAND BRITISH 10/700 
TELECOM 

FRANCE PTT 0.5/700 

GERMANY BUNDESPOST 10/700 

ITALY SIP 0.5/700 
1/100 

SPAIN COMPANY 111000 
TELEPHONICA 
DE ESPANA 

SWEDEN TELEVERKET 10/700 

SWITZERLAND PTT- BETRIEBE 10/700 
1.2/50 

USA BELL 10/1000 
10/360 
2/10 

FCC 10/560 
10/160 

2110 

The following figures give us the diagram of the 
surge generators mainly used : 
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Fig. 20 1 0/700JlS wave generator. Fig. 23 1.2!50JlS wave generator. 

15 25 4 335 

-lT =-MODULE 

" ~·T 00 f·-- :: Vp -4-u-.n: f .,:=-:::: 
all resistances are g1ven m ohms all resistances are g1ven in ohms 

Fig. 21 0.5/700Jls wave generator. Fig. 24 1 0/560JlS wave generator. 

15 25 36uH 52 

-lT =-MODULE " ""~ t ,., :.::. -l~MODULE 
Vp~BO TOBE 
50uFI~ TESTED 

all res•stances are g•ven in ohms all reSistances are g1ven 1n ohms 

Fig. 22 1/1000JlS wave generator. Fig. 25 1 0/160JlS wave generator. 

15uH 15 10uH 52 

1-l-v-=:r·~· 60 TO BE 

Vp 2DuFr~ TESTED 

-l~MODULE 
Vp 63 1080 TO BE SOuFI TESTED 

all res1stances are g1ven 1n ohms all resistances are g1ven 1n ohms 
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Fig. 26 2/1 OJ.lS wave generator. 

3uH 

MODULE 

110V ac TO BE 

Vp 2uF 

LJ 10 
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o 002uF o 004uF 

all resistances are g1ven m ohms 

IV.2 Crossing or proximity with main ac lines : 

Crossing or proximity are simulated by a sinus 
generator (50 or 60 Hz) which injects through a 
series resistor during a defined time (fig.27). 

Fig. 27 Crossing simulation generator. 

RS 
~~ 
I .n.. MODULE 

I 

TO BE 

TESTED 

Here after are given some examples of crossing 
simulation 

COUNTRY VOLTAGE SERIES DURATION 
Volts RMS RES IS-

TOR 
(Ohms) 

ENGLAND 0 TO 250 40 TO 400 15 mn 
0 TO 650 150 1 s 
0 TO 430 150 2s 
(50 Hz) 

FRANCE 0 TO 1000 20 trains of 1 s 
> 1000 3000 "ON" 2 s 
(50 Hz) "OFF" 10 

times 
with 3 mn be-
tween each 

trains 

GERMANY 300 600 200 ms 
(50 Hz or 
16.6 Hz) 

ITALY 300 600 500 ms 
650 200 500 ms 
220 10 or 600 15 mn 

USA 0-50 150 15 mn 
50- 100 600 15 mn 
100-600 600 60 X 1 S 

application 

.V SLIC FUNCTION : 

V.1 SUC generalities: 

The SUC function is defined by the 
nemotechnic word BORCHT : 

-Battery feeding 
-Overvoltage protection 
-Ringing 
-Signalling 
-Cofidec 
-Hybrid 
-Test 

The important parameters to define the 
OVERVOL TAGE PROTECTION are the battery 
feeding and the ringing signal. 

_BI_15 ______________________ ~~l ~i~@~g~:~~©~------------------------
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V.1.A Battery feeding : 

This sub-function of the SLIC is characterized 
by: 

-the battery voltage typical value (generaly 
between 45 and 65 V) 

-the tolerance of the voltage value 
-the possibility to switch from one value to 

another one (case of line cards designed to 
operate equally on normal and long lines) 

V.1.B Ringing signal : 

For the ringing two parameters are to be taken 
into account : 

-the voltage value (generaly between 70 
and 1 00 V RMS) 

-the ringing configuration (fig.28) 

Fig. 28 Different ringing configurations. 

LINE~ "":] LINE~ 1 ~ 
Vbat 1 Vbat 1 Vbat T 

LINE~ LINE-=---}' LINE-=---}' 

Ground-backed Battery-backed balanced 

nng1ng rmg1ng rmg1ng 

V.2 Different kinds of SLIC : 

There are two SLIC families : 
-the SLIC without integrated ring generator. 
-the SLIC with integrated ring generator. 

APPLICATION NOTE 

Fig. 29 SLIC without integrated ring generator. 

RING GENERATOR 

~ 

.~::tr -~~~ 
Rp :J SLIC 

R -----c=::::J---
2 

V.2A SLIC without integrated ring generator : 

For this case the SLIC IC is supplied between 
the ground and the battery voltage (- Vbat). 

The relay operates the selection of functions, 
ringing mode in position 1 and the other modes 
in position 2. 

Fig. 30 SLIC with integrated ring generator. 

+Vb 

Rp 

T---c=::J-----+--<:::::__ 

SLIC 
Rp 

R-~=~-----~-<~ 

V.2 B SLIC with integrated ring generator : 

This kind of SLIC, only composed by the L3000 
family of SGS THOMSON, is supplied between 
the ground, the battery (-Vbat) and a positive 
voltage (+VB) up to +72 V. 

V.3 Goal of the SLIC protection : 

The purpose of the protection is to suppress all 
overvoltages out of the normal operating range 
voltage of the sue. 
We have to take into account the two kinds of 
SLIC seen in paragraph V.2. 

------------------------~~L ~~i©~~~~~~~~----------------------9_11_5 
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Fig. 31 Goal of the protection for the SLIC without integrated ring generator. 

Vnngpeak 

-Vnngpeak 1------""-----

·Vbat II/IIIII PR~:~~TtON II/I/11/J 

V.3.A SLIC without integrated ring generator: 

As shown in the Fig.31 the protection areas are 
located differently before and after the ring 
relay. 

Before the relay the protection must operate 
over the peak value of the ring signal (generally 
+90V and -190V). As the relay protection does 
not require a very precise clamping threshold, 
we usually use a symetrical overvoltage 
suppressor (generaly + or - 200V). 

After the relay the protection acts to suppress 
all spikes over the ground and under the battery 
voltage (-Vbat). 

It is important to note that the integrated 
circuit needs a protection threshold closest than 
the supply voltage. 

Fig. 32 Internal diodes network of the TDB7722. 

~ *D2 LINE 

t,~ *03 

-Vbat 

NORMAL OPERATING 
AREA 

-Vbat //(///// PR~:~TION 1/1111111 

In certain cases (the TDB7711/7722 of SGS 
THOMSON) an internal network of diodes 
permits to oversupply the output stages of the 
SLIC (see Fig.32). 

V.3.B SLIC with integrated ring generator : 

The integrated circuit L3000 of SGS THOMSON 
is presently the only SLIC of this kind. It 
operates between ground and battery voltage for 
all the modes except for the ringing where the 
normal area is included between +VB (up to 
72V) and battery voltage (-VBat) (see Fig.33). 
The protection will take into account this fact and 
operates over +VB and under -VBat. 

Fig. 33 External diodes network used with the 
L3000. 

-Vbat 
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The diodes 01 and 02 (fig 33) act when the 
L3000 operates out of the ringing mode and 
when a positive overvoltage is clamped at +VB. 
The output stages are then temporarily 
oversupplied at +VB. 

VI APPLICATION DIAGRAMS: 

Vl.1 SLIC without integrated ring generator 

Fig. 34 Axial leaded solution 

APPLICATION NOTE 

RING GENERATOR 

This basic diagram (fig 34) uses TRISIL TPA or 
TPB solution. Before the ring relay both lines are 
protected to the ground by 200 V bidirectional 
devices. 

After the relay the positive surges are clamped 
to the ground by two diodes (one per line). For 

Fig. 35 TO 220 or SIP 3 version 

the negative one two diodes switch the 
overvoltage to a 62 V TRISIL. 

Remark : The diodes choice is very important in 
order to minimize their peak forward voltage 
(VFP). 

RING GENERA TOR 

------------jj,-yL ~ii©IH9rr~l~~~~ ___________ 11_11_5 
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APPLICATION NOTE 

This topology (fig. 35) assumes the same 
protection function as precedent one with the 
following advantages : 

-Only two packages. 
-Reduction of printed board area used by 

the protection. 
-Cost effective solution. 

Fig. 36 Surface mount solution 

RING GENERATOR 

The figure 36 is exactly the same silicon solution 
with: 

-Surface mount packages (SOD 15). 
-Better cost solution in SMD version. 
-Same cost as the TO 220 version. 

Fig. 37 Programmable breakover voltage solution (2 x L31 OOB 1) 

RING GENERATOR 

The protection behaviour is improved by a 
breakover value very close to the battery voltage 
(fig. 37). 

This kind of solution is well adapted to the 
variable battery voltage application, for example 
short I long line switching. 

~12~/1~5---------------------~~l ~i~~~2~~~~©~------------------------
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Fig. 38 Programmable breakover voltage solution (1 x L31 0081) 

RING GENERATOR 

The figure 38 has the same electrical behaviour 
as the precedent one with. 

-Lower cost 
Remark : The maximum voltage across the line 
during the device firing is increased by the VFP 
of the diode. 

Fig. 39 Monochip programmable breakover voltage solution 

RING GENERATOR 

This solution (fig. 39) performs the new 
generation of SLIC protection. It is the full 
integration of protection devices and peripherical 
diodes. 

APPLICATION NOTE 

-------------------------~~l ~~~~~~l~~~~-----------------------13_11_5 
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Fig. 40 L3000 protection with 2 L3121 B 

.VI.2 SLIC with integrated ring generator 
(L3000). 

This topology (fig. 40) is the most efficient one 
for this kind of SLIC. 

Fig. 41 L3000 protection with 2 L31 OOB 

LINE R1 

The figure 41 has the same electrical behaviour 
as previous one but with low cost. 

V1.3 Common protections for several SLIC 

These types (fig. 42 and 43) of application allow 
to decrease the cost of the protection per line. 
The major problems of these solutions are. 

-The short circuit of all the lines when the 
protection fire 

R3 

-Vbat +VB 

-Vbat +VB 

-The remaining current through the protec­
tion device after the surge is too high to 
permit the automatic switch off of the pro­
tection. In fact only a software action (low 
power state) permits to assume the switch 
off. 
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APPLICATION NOTE 

Fig. 42 Common protection for SLIC without integrated ring generator 

-Vbat +VB 

TIP 
R3 

MNT sue 
R4 

RING 

II 

Fig. 43 Common protection for SLIC with integrated ring generator 

N 

In conclusion SGS-THOMSON have got a large 
range of protection solutions in order to optimize 
your application diagram. These solutions take 
into account. 

The type of SLIC. 

-Vbat +VB 

The battery voltage. 

The pc board surface. 

The cost. 

And will permit you to solve your SLIC protection 
problem. 

15/15 
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