


















































































































































































































































































































































































































































































ST62E45 - ST62T45 

PIN DESCRIPTION 

Voo and Vs_s. �P�o�w�e�~� is supplied to the MCU using 
these two pms. Voo 1s power and Vss is the ground 
connection. 

OSCin and �~�S�C�o�u�t�.� These pins are internally 
connected With the on-chip oscillator circuit. A 
quartz crystal or a ceramic resonator can be con­
nected between these two pins in order to allow the 
correct operation of the MCU with various stabil­
�!�t�y�/�c�o�s�t�t�r�a�d�e�-�o�~�s�.� OSCin is the input pin, OSCout 
IS the output pm. An external clock signal can be 
applied to OSCin. 

RESET. The active low RESET pin is used to restart 
the microcontroller at the beginning of its program. 
The RESET pin is provided with an on-chip pull-up 
resistor and schmitt trigger input characteristics. 

TESTNpp. The TEST must be held at Vss for 
normal operation (an internal pull-down resistor 
selects normal operating mode if TEST pin is not 
connected). 

NMI. The NMI pin provides the capability for asyn­
chronous applying an external top priority interrupt 
to the MCU.This pin is falling edge sensitive. The 
NMI pin is provided with an on-chip pull-up resistor 
and schmitt trigger input characteristics. 

TIMER. This is the TIMER 1 1/0 pin. In input mode 
it is connected to the prescaler and acts as external 
timer clock or as control gate for the internal timer 
clock. In the output mode the TIMER pin outputs 
the data bit when a time-out occurs. 

PA5-PA7. These 3 lines are organized as one 1/0 
port (A). Each line may be configured under soft­
�w�a�~�e� �c�o�~�t�r�o�l� as an input with or without pull-up 
res1stor, Interrupt generating input with pull-up re­
sistor, open-drain or push-pull output or as analog 
input for the AID converter. Port A has a 5mA drive 
capability in output mode. 

PBO-PB3,PB4-PB7. These 8 lines are organized 
as one 1/0 port (B). Each line may be configured 
under software control as an input with or without 
�i�n�~�e�r�n�a�l� pull-up resistor, interrupt generating input 
w1th pull-up res1stor, open-drain or push-pull out­
put. PBO-PB3 can be programmed as analog in­
puts for the AID converter while PB4-PB7 can also 
sink20mA for direct LED driving. PB5-PB7 can also 
be used as respectively Clock, Data in and Data 
out pins for the on-chip SPI to carry the synchro­
nous serial 1/0 signals. 

COM1-COM4. These four pins are the LCD periph­
eral c?mmon outputs. They are the outputs of the 
on-chip backplane voltage generator which is used 
for multiplexing the 24 LCD lines allowing up to 96 
segments to be driven. 

S17-S40. These pins are the 24 LCD peripheral 
driver outputs of ST62E45. Segments S1-S16 and 
S41-S48 are not connected to any pin. 

V_LCD. Display voltage supply. It determines the 
h1gh voltage level on COM1-COM4 and S1-S24 
pins. 

VLCD1/3, VLCD2/3. Display supply voltage inputs 
for determining the display voltage levels on 
�C�O�M�1�~�C�O�M�4� and S1-S24 pins during multiplex 
operat1on. 

OSC32in and OSC32out. These pins are inter­
nally connected with the on-chip 32kHz oscillator 
circuit. A 32.768kHz quartz crystal can be con­
�n�e�c�t�~�d� between these two pins if it is necessary to 
prov1de the LCD stand-by clock and real time inter­
rupt. OSC32in is the input pin, OSC32out is the 
output pin. 
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ST62E45,T45 EPROM/OTP DESCRIPTION 

· The ST62E45 is the EPROM version of the ST6245 
ROM product. It is intended for use during the 
development of an application, and for pre-produc­
tion and small volume production. The ST62T45 
OTP has the same characteristics. Both include 
EPROM memory instead of the ROM memory of 
the ST6245, and so the program and constants of 
the program can be easily modified by the user with 
the ST62E45 EPROM programming board from 
SGS-THOMSON. 

From a user point of view (with the following excep­
tion) the ST62E45,T45 products have exactly the 
same software and hardware features of the ROM 
version. An additional mode is used to configure 
the part for programming of the EPROM, this is set 
by a+ 12.5V voltage applied to the TESTNPP pin. 
The programming of the ST62E45,T45 is de­
scribed in the User Manual of the EPROM Pro­
gramming board. 

On the ST62E45, all the 3884 bytes of PROGRAM 
memory are available for the user, as all the 
EPROM memory can be erased by exposure to UV 
light. On the ST62T45 (OTP) device) a reserved 
area for test purposes exists, as for the ST6245 
ROM device. In order to avoid any discrepancy 
between program functionality when using the 
EPROM, OTP and ROM it is recommended not to 
use these reserved areas, even when using the 
ST62E45. 

Notes on programming: 

In order to emulate exactly the ST6245 features 
with the ST62E45 and ST6245, some software 
precautions have to be taken: 

1. 1/0: To prevent floating input or uncontrolled 1/0 
interrrupt on the EPROM/OTP devices, the port bits 
PAO-PA4 must be programmed as push-pull out­
puts. 

2. When programming for the EPROM/OTP parts, 
it is suggested that the conditional assembly tech­
nique is used for controlling the 1/0 ports in order 
to disable the appropriate code for the ROM device. 

3. Do not access data space locations CAh, DAh . 

Other than this exception, the ST62E45,T 45 parts 
are fully compatible with the ROM ST6245 equiva­
lent, this datasheet thus provides only information 
specific to the EPROM based devices. 

ST62E45 - ST62T45 

THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST6240 ROM-BASED DE· 
VICE FOR FURTHER DETAILS. 

EPROM ERASING 

The EPROM of the windowed package of the 
ST62E45 may be erased by exposure to Ultra 
Violet light. 

The erasure characteristic of the ST62E45 EPROM 
is such that erasure begins when the memory is 
exposed to light wit.h wave lengths shorter than 
approximately 4000A. It should be noted that sun­
light and some types of fluorescent lamps have 
wavelengths in the range 3000-4000A. It is thus 
recommended that the window of the ST62E45 
package be covered by an opaque label to prevent 
unintentional erasure problems when testing the 
application in such an environment. 
The recommended erasure procedure of the 
ST62E45 EPROM is exposure to short wave ultra­
violet light which has wavelength 2537A. The inte­
grated dose (i.e. UV intensity x exposure time) for 
erasure should be a minimum of 15 W-sec/cm2• 
The erasure time with this dosage is approximately 
15 to 20 minutes using an ultraviolet lamp with 
12000J!W/cm2 power rating. The ST62E45 should 
be placed within 2.5 em (1 inch)·of the lamp tubes 
during erasure. 

~ SCiS·THOMSON -------------- •""!/. lilln©oo©rn~~©'illm©illn©~ 
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ST6280 
8-BIT HCMOS MCU WITH DOT MATRIX LCD DRIVER 

EEPROM AND AID CONVERTER 

• 4.5 to 6V supply operating range 

• 8.4 MHz Maximum Clock Frequency 
• -40 to +85°C Operating Temperature Range 
• Run, Wait & Stop Modes 
• 5 different interrupt vectors 

• Look-up table capability in ROM 
• User ROM: 7948 bytes 

Data RAM: 192 bytes 
LCD RAM: 128 bytes 
EEPROM: 128 bytes 

• PQFP1 00 package 
• 12 fully software programmable 1/0 as: 

- Input with/without pull-up resistor 
- Input with interrupt generation 
- Open-Drain or Push-pull outputs 
- Analog Inputs 

• 10 1/0 lines can sink up to 20m A for direct LED or 
TRIAC driving and have SPI alternate functions 

• One 8-bit counter with 7-bit programmable pres­
caler (Timer 1) 

• One 8-bit auto-reload timer with 7-bit program-
mable prescaler (ARTimer) 

• Software activated digital watchdog 
• 8-bit ND converter with up to 12 analog inputs 

• 8-bit synchronous serial peripheral interface 
(SPI) 

• LCD driver controller with 48 segments outputs, 
8 backplane and 8 software selectable seg­
ment/backplane outputs able to drive up to 
48x16 (768) or 56x8 (448) segments. 

• 32kHz oscillator for stand-by LCD operation 
• One external not maskable interrupt 
• 9 powerful addressing modes 
• The accumulator, the X, Y, V & W registers, the 

port and peripherals data & control registers are 
addressed in the data space as RAM locations. 

• The ST62E80 is the EPROM version, ST62T80 
is the OTP version 

• Development tool: ST628x-EMU connected via 
a standard RS232 to an MS-DOS Personal 
Computer 

November 1993 

PRELIMINARY DATA 

PQFP100 

(Ordering information at the end of the datasheet) 

1/118 

This is preliminary data from SGS·THOMSON. Details are subject to change wtthout notice. 
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ST6280 

Figure 1.100 Pin Quad Flat Pack (QFP) Package Pinout 

ST6280 Pin Description 

Pin Pin Pin 
number name number 

1 S39 31 
2 S40 32 
3 S41 33 
4 S42 34 
5 S43 35 
6 S44 36 
7 S45 37 
8 S46 38 
9 S47 39 
10 S48 40 
11 S49 41 
12 S50 42 
13 S51 43 
14 S52 44 
15 S53 45 
16 S54 46 
17 S55 47 
18 S56 48 
19 PB?/ARTIMout 49 

/Ain 50 
20 PB6/ARTIMin 

/Ain 
21 PB5/Ain 
22 PB4/Ain 
23 PB3/Ain 
24 PB2/Ain 
25 PB1/Ain 
26 ·PBO/Ain 
27 TEST 
28 OSCout 
29 OSCin 
30 RESET 

Note 1: 20mA SINK 

100 

1 
2 
3 

30 

31 

Pin 
name 

PC?/Ain 
PC6/Ain 
PC5/Ain 
PC4/Ain 
PC3(1) 

PC2(1l 
PC1 (1) 

PC0(1l 
NMI 
Voo 
Vss 
VLCD 
VLCD4/5 
VLCD3/5 
VLCD2/5 
VLCD1/5 
PA?/Sout 
PA6/Sin 
PA5/SCL 
PA4/TIM1 

(1) 

(1) 

(1) 

(1) 

81 

80 

51 

50 
VROE1649 

Pin Pin 
number name 

51 PA3(1l 
52 PA2Pl 
53 OSC32out 
54 OSC32in 
55 COM1 
56 COM2 
57 COM3 
58 COM4 
59 COM5 
60 COMB 
61 COM? 
62 COMB 
63 COM9/S1 
64 COM10/S2 
65 COM11/S3 
66 COM12/S4 
67 COM13/S5 
68 COM14/S6 
69 COM15/S7 
70 COM16/SB 
71 S9 
72 S10 
73 S11 
74 S12 
75 S13 
76 S14 
77 S15 
78 S16 
79 S17 
80 S18 

_21_11_8 __________ ID SCiS·1HOMSON 
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Pin Pin 
number name 

81 S19 
82 S20 
83 S21 
84 S22 
85 S23 
86 S24 
87 S25 
88 S26 
89 S27 
90 S28 
91 S29 
92 S30 
93 S31 
94 S32 
95 S33 
96 S34 
97 S35 
98 S36 
99 S37 
100 S38 



GENERAL DESCRIPTION 

The ST6280 microcontrollers is a member of the a­
bit HCMOS ST62xx family, a series of devices ori­
ented to low-medium complexity applications. All 
ST62xx members are based on a building block 
approach: 

a common core is associated with a combination of 
on-chip peripherals (macrocells). The macrocells 
of the ST6280 are an advanced LCD driver/con­
troller with 48 segments, 8 backplanes and 8 soft­
ware selectable segment/backplane outputs able 
to drive up to 48x16 (768) or 56x8 (448) segments, 
one 8 bit Autoreload timer with 7 bit programmable 
prescaler (ARTimer), one 8 bit standard 

Figure 2. ST6280 Block Diagram 

TEST 

NMI 

USER PROGRAM 

ROM 

7948 Bytes 

PC 

STACK LEVEL 1 

STACK LEVEL2 

STACK LEVEL3 

STACK LEVEL4 

STACK LEVELS 

STACK LEVEL 6 

ST6280 

timer/counter with a 7-bit software programmable 
prescaler (Timer 1), the digital watchdog (DWD), 
an 8-bit AID Converter with up to 12 analog inputs, 
a 32kHz Oscillator, and an 8-bit synchronous serial 
peripheral interface (SPI). In addition this device 
offers 128 bytes of EEPROM for storage of non­
volatile data. 

Thanks to these peripherals the ST6280 is well 
suited for general purpose, automotive, security, 
appliance and industrial applications. The 
ST62E80 EPROM version is available for prototyp­
ing and low-volume production, an OTP version is 
also available (see separate datasheet). 

~.__I_A_R_TI_M_ER _ __, 

~ 

PA2-PA3, 20mA Sink 
PA4/TIM1, 20mA Sink 
PAS/SCL. 20mA Sink 
PA6/Sin, 20mA Sink 
PA7/Sout, 20mA Sink 

PBO·PBS/Ain 
PB6/TIMin2/Ain 
PB7/TIMout2/Ain 

PCO-PC3. 20mA Sink 
PC4·PC7/Ain 

Ain = Analog Input 

OSC32in 

OSC32out 

S9·S56 (48 segments) 

COM1-COMB (B commons) 

COM9/S1-COM16/S8 
(8 commons)-(8 segments) 

VAOOD479 
V00 V55 OSCin OSCout VLCD 1/5 215 3/5 4/5 515 

-------------- lFfi. ~~~~m~r::i!~~ 3/118 
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ST6280 

PIN DESCRIPTION 

Voo and Vss. Power is supplied to the MCU using 
these two pins. Voo is power and Vss is the ground 
connection. 

OSCin and OSCout. These pins are internally 
connected with the on-chip oscillator circuit. A 
quartz crystal or a ceramic resonator can be con­
nected between these two pins in order to allow the 
correct operation of the MCU with various stabil­
ity/cost trade-oils. OSCin is the input pin, OSCout 
is the output pin. An external clock signal can be 
applied to OSCin. 

RESET. The active low RESET pin is used to re­
start the microcontroller at the beginning of its pro­
gram. The RESET pin is provided with an on-chip 
pull-up resistor and schmitt trigger input charac­
teristics. · 

TEST. TEST must be held at Vss for normal opera­
tion (an internal pull-down resistor selects normal 
operating mode if TEST pin is not connected). 

NMI. The NMI pin provides the capability for asyn­
chronous applying an external top priority interrupt 
to the MCU. This pin is falling edge sensitive. The 
NMI pin is provided with an on-chip pull-up resistor 
and schmitt trigger input characteristics. 

PA4/TIM1. This pin can be used as Timer 1 1/0 pin. 
In input mode it is connected to the timer prescaler 
input and acts as the external timer clock or as the 
control gate for the internal timer clock. In the out­
put mode the timer pin outputs the timer data bit 
when a time out occurs. 
To use this pin as Timer output the 1/0 pin has to be 
programmed as open-drain outp'ut. To use this pin 
as Timer input the 1/0 pin has to be programmed 
as input. 

PB6/TIMIN2, PB7/TIMOUT2. These pins are the 
Input and Output pins of the Autoreload Timer. The 
timer input pin ARTIMin is connected to port line 
PB6. To use the line as timer input function, PB6 
has to be programmed as input with or without pull­
up. The timer output pin is connected to the port 
line PB?. A dedicated bit in the ARTIMER mode 
control register sets the line as timer output func­
tion ARTIMout. 

PA2-PA7. These 6 lines are organized as one 1/0 
port (A). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, or an open-drain or push-pull out­
put. In output mode these lines can also sink 20mA 

for direct LED or triac driving. PA5-PA7 can also be 
used as respectively Clock, Data in and Data out 
pins for the on-chip SPI to carry the synchronous 
serial 1/0 signals. PA4 can also be used as the 
TIMER 1 1/0 pin. 

PBO-PB7. These 8 lines are organized as one 1/0 
port (B). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, open-drain or push-pull output or 
as an analog input for the AID converter. PB6 is 
also connected to the ARTIMER input function 
while PB? can act as the ARTIMER output. 

PCO-PC3, PC4-PC7. These 8 lines are organized 
as one 1/0 port (C). Each line may be configured 
under software control as an input with or without 
internal pull-up resistor, an interrupt generating in­
put with pull-up resistor, or an open-drain or push­
pull output. PCO-PC3 can also sink 20mA for direct 
LED or triac driving while PC4-PC7 can be pro­
grammed as analog inputs for the AID converter. 

COM1-COM8. These eight pins are the LCD pe­
ripheral common outputs. They are the outputs of 
the on-chip backplane voltage generator which is 
used for multiplexing the LCD segment lines. 

S9-S56. These pins are the 48 LCD peripheral 
driver outputs of the ST6280. Segments S1-S8 are 
multiplexed with COM9-COM16 and their function 
is software selectable. 

COM9/S1-COM16/S8. These pins are the 8 multi­
plexed common/segment lines. Under software 
selected control, they can act as LCD common out­
puts allowing a 48x16 dot matrix operation, or they 
can act as segment outputs allowing 56x8 dot ma­
trix operation. 

VLCD1/5-VLCD5/5. Resistor network nodes for 
determining the intermediate LCD voltage levels 
on COM1-COM8/COM16 and S1/S8-S56 pins dur­
ing multiplex operation. 

OSC32in and OSC32out. These pins are inter­
nally connected With the on-chip 32kHz oscillator 
circuit. A 32. 768kHz quartz crystal can be con­
nected between these two pins if it is necessary to 
provide the LCD stand-by clock and real time inter­
rupt. OSC32in is the input pin, OSC32out is the 
output pin. 

4/118 ~ SCS-nfOMSON -------------- ~"'fl. &'!lfii!:WJ©~~rnl!:'illiil©lmnl!:~ 
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ST62E80 
ST62T80 

8-BIT EPROM HCMOS MCU WITH DOT MATRIX LCD DRIVER 
EEPROM AND AID CONVERTER 

• 4.5 to 6V supply operating range 
• 8.4MHz Maximum Clock Frequency 
• -40 to +85°C Operating Temperture Range 
• Run, Wait & Stop Modes 
• 5 different interrupt vectors 
• Look-up table capability in EPROM 

User EPROM: 8192 bytes 
Data RAM: 192 bytes 
LCD RAM: 128 bytes 
EEPROM: 128 bytes 

• PQFP1 00 and CQFP1 00-W packages 
• 12 fully software programmable 1/0 as: 

- Input with/without pull-up resistor 

_ Input with interrupt generation 

_ Open-Drain or Push-pull outputs 

_ Analog Inputs 

• 10 1/0 lines can sink up to 20mA for direct LED or 
TRIAC driving and have SPI alternate functions 

• One 8-bit counter with 7-bit programmable pres­
calers (Timer 1) 

• One 8-bit auto-reload timer with 7-bit program-
mable prescaler (Timer 2) 

• Software activated digital watchdog 
• 8-bit AID converter with up to 12 analog inputs 
• 8-bit synchronous serial peripheral interface 

(SPI) 
• LCD driver with 48 segment outputs, 8 back­

plane outputs and 8 software selectable 
segment/backplane outputs able to drive up to 
48x16 (768) or 56x8 (448) LCD segments. 

• 32kHz oscillator for stand-by LCD operation 
• One external not maskable interrupt 
• 9 powerful addressing modes 
• The accumulator, the X, Y, V & W registers, the 

port and peripherals data & control registers are 
addressed in the data space as RAM locations. 

• The ST62E80 is the EPROM version, ST62T80 
is the OTP version, fully compatible with ST6280 
ROM version. 

November 1993 

PRELIMINARY DATA 

PQFP100 

CQFP100-W 

(Ordering Information at the end of the datasheet) 
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This Is preliminary data from SGS·THOMSON. Details are subject to change without notice. 
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ST62E80 - ST62T80 

Figure 1.100 Pin Quad Flat Pack (QFP) Package Pinout 

100 81 

80 

51 

31 50 
VROE1649 

ST62E80/T80 Pin Description 

Pin Pin Pin Pin Pin Pin Pin Pin 

number name number name number name number name 

1 839 31 PC7/Ain 51 PA3(1l 81 819 

2 S40 32 PC6/Ain 52 PA2(1l 82 S20 

3 S41 33 PC5/Ain 53 OSC32out 83 S21 

4 S42 34 PC4/Ain 54 OSC32in 84 S22 
5 S43 35 PC3(1l 55 COM1 85 S23 
6 S44 36 PC2(1l 56 COM2 86 824 

7 S45 37 PC1 (1) 57 COM3 87 S25 
8 S46 38 PC0(1) 58 COM4 88 S26 
9 S47 39 NMI 59 COM5 89 S27 
10 S48 40 Voo 60 COM6 90 S28 
11 S49 41 Vss 61 COM? 91 S29 
12 S50 42 VLCD 62 COMB 92 S30 
13 851 43 VLCD4/5 63 COM9/S1 93 S31 
14 S52 44 VLCD3/5 64 COM10/S2 94 S32 
15 S53 45 VLCD2/5 65 COM11/S3 95 S33 
16 S54 46 VLCD1/5 66 COM12/S4 96 S34 
17 S55 47 PA7/Sout (1) 67 COM13/S5 97 835 
18 856 48 PAS/Sin (1) .68 COM14/S6 98 S36 
19 PB7fTIMout2 49 PA5/SCL (1) 69 COM15/S7 99 S37 

/Ain 50 PA4fTIM1 (1) 70 COM16/S8 100 S38 
20 PB6fTIMin2 71 S9 

/Ain 72 810 
21 PB5/Ain 73 S11 
22 PB4/Ain 74 812 
23 PB3/Ain 75 S13 
24 PB2/Ain 76 S14 
25 PB1/Ain 77 S15 
26 PBO/Ain 78 S16 
27 TESTNpp 79 S17 
28 OSCout 80 S18 
29 OSCin 
30 RESET 

Note 1: 20mA SINK 

_76_11_1_8 ---------- Gi_ SliS-niOMSON -----------­
• J •• li\1DIOOJ@rn~rn©1i'OJ@IIJDI:$ 
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GENERAL DESCRIPTION 

The ST62E80, ST62T80 microcontrollers are 
members of the 8-bit HCMOS ST62xx family, a se­
ries of devices oriented to low-medium complexity 
applications. They are the EPROM/OTP versions 
of the ST6280 ROM device and are suitable for 
prototyping and low-volume production. All 
ST62xx members are based on a building block 
approach: a common core is associated with a 
combination of on-chip peripherals (macrocells). 
The macrocells of the ST6280 family are: an ad­
vanced LCD driver/controller with 48 segments, 8 
backplanes and 8 software selectable seg-

Figure 2. ST62E80/T80 Block Diagram 

TESTN, 

NMI 

USER PROGRAM 

EPROM 

7948x8 

PC 

STACK LEVEL 1 

STACK LEVEL 2 

STACK LEVEL 3 

STACK LEVEL 4 

STACK LEVEL 5 

STACK LEVEL 6 

Voo V88 OSCin OSCout 

ST62E80 - ST62T80 

ment/backplane outputs able to drive up to 48x16 
(768) or 56x8 (448) segments, one 8 bit reload 
timer with 7 bit programmable prescaler (Timer 2), 
one 8 bit standard timer/counter with a 7-bit soft­
ware programmable prescaler (Timer 1), the digital 
watchdog timer (DWD), an 8-bit AID Converter 
with up to 12 analog inputs, a 32kHz Oscillator, 
and an 8-bit synchronous serial peripheral inter­
face (SPI). In addition this device offers 128 bytes 
of EEPROM for storage of non-volatile data. 
Thanks to these peripherals the ST6280 family is 
well suited for general purpose, automotive, secu­
rity, appliance and industrial applications. 

VLCD 1/5 215 3/5 4/5 515 

PA2·PA3, 20mA Sink 
PA4/TIM1, 20mA Sink 
PA5/SCL, 20mA Sink 
PAS/Sin, 20mA Sink 
PA7/Sout, 20mA Sink 

PBO-PB5/Ain 
PB6/TIMin2/Ain 
PB7/TIMout2/Ain 

PCO-PC3, 20mA Sink 
PC4/PC7/Ain 

Aln = Analog Input 

OSC32ln 

OSC32out 

S9-S56 (48 segments) 

COM1·COMS (8 commons) 

COM9/S1-COM16/S8 
(8 commons)-(8 segments) 

VAOOL479 

liii. ~~~©m~~oo~~ ___________ 7:..:7.:...:'1~18 
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ST62E80 - ST62T80 

PIN DESCRIPTION 

Voo and Vss. Power is supplied to the MCU using 
these two pins. Voo is power and Vss is the ground 
connection. 

OSCin and OSCout. These pins are internally 
connected with the on-chip oscillator circuit. A 
quartz crystal or a ceramic resonator can be con­
nected between these two pins in order to allow the 
correct operation of the MCU with various stabil­
ity/cost trade-offs. OSCin is the input pin, OSCout 
is the output pin. An eXternal clock signal can be 
applied to OSCin. · 

RESET. The active low RESET pin is used tore­
start the microcontroller at the beginning of its pro­
gram. The RESET pin is provided with an on-chip 
pull-up resistor and schmitt trigger input charac­
teristics. 

TEST. TEST must be held at Vss for normal opera­
tion (an internal pull-down resistor selects normal 
operating mode if TEST pin is not connected). 

NMI. The NMI pin provides the capability for asyn­
chronous applying an external top priority interrupt 
to the MCU. This pin is falling edge sensitive. The 
NMI pin is provided with an on-chip pull-up resistor 
and schmitt trigger input characteristics. 

PA4/TIM1. This pin can be used as Timer 1 1/0 pin. 
In input mode it is connected to the timer prescaler 
input and acts as the external timer clock o( as the 
control gate for the internal timer clock. In the out­
put mode the timer pin outputs the timer data bit 
when a time out occurs. 
To use this pin as Timer output the 1/0 pin has to be 
programmed as open-drain output. To use this pin 
as Timer input the 1/0 pin has to be programmed 
as input. 

PB6/TIMIN2, P87/TIMOUT2. These pins are the 
Input and Output pins of. the Auto reload Timer. The 
timer input pin ARTIMin is connected to port line 
PB6. To use the line as timer input function, PB6 
has to be programmed as input with or without pull­
up. The timer output pin is connected to the port 
line PB7. A dedicated bit in the ARTIMER mode 
control register sets the line as timer output func­
tion ARTIMout. 
PA2-PA7. These 6 lines are organized as one 1/0 
port (A). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, or an open-drain or push-pull out­
put. In output mode these lines can also sink 20mA 

for direct LED or triac driving. PA5-PA7 can also be 
used as respectively Clock, Data in and Data out 
pins for the on-chip SPI to carry the synchronous 
serial 1/0 signals. PA4 can also be used as the 
TIMER 1 1/0 pin. 

PBO-PB7. These 8 lines are organized as one 1/0 
port (B). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-~p resistor, open-drain or push-pull output or 
as an analog input for the ND converter. PB6 is 
also connected to the ARTIMER input function 
while PB7 can act as the ARTIMER output. 

PCO-PC3, PC4-PC7. These 8 lines are organized 
as one 1/0 port (C). Each line may be configured 
under software control as an input with or without 
internal pull-up resistor, an interrupt generating in­
put with pull-up resistor, or an open-drain or push­
pull output. PCO-PC3 can also sink 20m A for direct 
LED or triac driving while PC4-PC7 can be pro­
grammed as analog inputs for the ND converter. 

COM1-COM8. These eight pins are the. LCD pe­
ripheral common outputs. They are the outputs of 
the on-chip backplane voltage generator which is 
used for multiplexing the LCD segment lines. 

S9-S56. These pins are the 48 LCD peripheral 
driver outputs of the ST6280. Segments S1-S8 are 
multiplexed with COM9-COM16 and their function 
is software selectable. 

COM9/S1-COM16/S8. These pins are the 8 multi­
plexed common/segment lines. Under software 
selected control, they can act as LCD common out­
puts allowing a 48x16 dot matrix operation, or they 
can act as segment outputs allowing 56x8 dot ma­
trix operation. 

VLCD1/5-VLCD5/5. Resistor network nodes for 
determining the intermediate LCD voltage levels 
on COM1-COM8/COM16 and S1/S8-S56 pins dur­
ing multiplex operation. 

OSC32in and OSC32out. These pins are inter­
nally connected with the on-chip 32kHz oscillator 
circuit. A 32. 768kHz quartz crystal can be con­
nected between these two pins if it is necessary to 
provide the LCD stand-by clock and real time inter­
rupt. OSC32in is the input pin, OSC32out is the 
output pin. 

78/118 ~SG ------------- .._.,/. ~D~~~~~~~~l! -------------
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ST62EBO/ST62TBO EPROM/OTP DESCRIPTION. 

The ST62E80 is the EPROM version of the 
ST6280 ROM product. It is intended for use during 
the development of an application, and for pre-pro­
duction and small volume production. The 
ST62T80 OTP has the same characteristics. They 
both include EPROM memory instead of the ROM 
memory of the ST6280, and so the program and 
constants of the program can be easily modified by 
the user with the ST62E80 EPROM programming 
board of from SGS-THOMSON. 

From a user point of view (with the following excep­
tions) the ST62E80, ST62T80 products have ex­
actly the same software and hardware features of 
the ROM version. 

On the ST62E80, all the 8192 bytes of PROGRAM 
memory are available for the user, as all the 
EPROM memory can be erased by exposure to UV 
light. On the ST62T80 (OTP) device a reserved 
area for test purposes exists, as for the ST6280 
ROM device. In order to avoid any discrepancy be­
tween program functionality when using the 
EPROM, OTP and ROM it is recommended not to 
use these reserved areas, even when using the 
ST62E80. 

Other than these exceptions, the ST62E80, 
ST62T80 parts are fully compatible with the ROM 
ST6280 equivalent; this datasheet thus provides 
only information specific to the EPROM based de­
vices. 

ST62TBO OTP Memory Map 

ST62E80 - ST62T80 

THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST6280 ROM-BASED DE­
VICE FOR FURTHER DETAILS. 

EPROM ERASING 

The EPROM of the windowed package of the 
ST62E80 may be erased by exposure to Ultra Vio­
let light. 

The erasure characteristic of the ST62E80 
EPROM is such that erasure begins when the 
memory is exposed to light with wave lengths 
shorter than approximately 4000A. It should be 
noted that sunlight and some types of fluorescent 
lamps have wavelengths in the range 3000-4000A. 
It is thus recommended that the window of the 
ST62E80 package be covered by an opaque label 
to prevent unintentional erasure problems when 
testing the application in such an environment. 
The recommended erasure procedure of the 
ST62E80 EPROM is exposure to short wave ultra­
violet light which has wavelength 2537 A. The inte­
grated dose (i.e. UV intensity x exposure time) for 
erasure should be a minimum of 15 W-sec/cm2• 
The erasure time with this dosage is approximately 
15 to 20 minutes using an ultraviolet lamp with 
12000f!W/cm2 power rating. The ST62E80 should 
be placed within 2.5 em (1 inch) of the lamp tubes 
during erasure. 

ROM Page Device Address Description 

Pageo 0000h-007Fh Reserved 
0080h-07FFh User ROM 

0800h-OF9Fh User ROM 
OFAOh-OFEFh Reserved 

Page 1 OFFOh-OFF7h Interrupt Vectors 
"STATIC" OFFBh-OFFBh Reserved 

OFFCh-OFFDh NMI Vector 
OFFEh-OFFFh Reset Vector -

Page2 OOOOh-OOOFh Reserved 
001 Oh-07FFh User ROM 

Page3 OOOOh-OOOFh Reserved 
001 Oh-07FFh User ROM 

---------------------------- ~~~~~~~~:~~~ ________________________ 7_9_11_1_8 
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ST6285 
8-BIT HCMOS MCU WITH 

DOT MATRIX LCD DRIVER AND AID CONVERTER 

• 4.5 to 6V supply operating range 

• 8.4MHz Maximum Clock Frequency 

• -40 to +85°C Operating Temperture Range 

• Run, Wait & Stop Modes 

• 5 different interrupt vectors 
• Look-up table capability in EPROM 

User EPROM: 8192 bytes 
Reserved ROM: 244 bytes 
Data RAM: 192 bytes 
LCD RAM: 96 bytes 

• PQFP80 package 

• 8 fully software programmable 1/0 as: 
- Input with/without pull-up resistor 
- Input with interrupt generation 
- Open-Drain or Push-pull outputs 
- Analog Inputs 
• 4 1/0 lines can sink up to 20mA for direct LED or 

TRIAC driving and have SPI alternate functions 

• One 8-bit counter with 7-bit programmable pres-
calers (Timer 1) 

• Software activated digital watchdog 

• 8-bit ND converter with up to 12 analog inputs 

• 8-bit synchronous serial peripheral interface 
(SPI) 

• LCD driver with 40 segment outputs, 8 backplane 
outputs and 8 software selectable seg­
ment/backplane outputs able to drive up to 40x16 
(640) or 48x8 (384) LCD segments. 

• One external not maskable interrupt 

• 9 powerful addressing modes 

• The accumulator, the X, Y, V & W registers, the 
port and peripherals data & control registers are 
addressed in the data space as RAM locations. 

• The ST62E85 is the EPROM version, ST62T85 
is the OTP version, fully compatible with ST6285 
ROM version. 

November 1 993 

PRELIMINARY DATA 

PQFPSO 

(Ordering Information at the end~~ the datasheet) 

89/118 

This is preliminary data from SGS· THOMSON. Details are subject to change w~hout notice. 
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ST6285 

Figure 1. 80 Pin Quad Flat Pack (QFP) Package Pinout 

1 
2 
3 

24 

80 

25 

65 

40 

64 

41 

VROA1649 

ST6285 Pin Description 

Pin Pin Pin Pin Pin Pin 
number name number name number name 

1 S41 25 PC? 41 COM1 
2 S42 26 PC6 42 COM2 
3 843 27 PC5 43 COM3 
4 S44 28 PC4 44 COM4 
5 S45 29 NMI 45 COM5 
6 S46 30 Voo 46 COM6 
7 S47 31 Vss 47 COM? 
8 S48 32 VLCD 48 COMB 
9 S49 33 VLCD4/5 49 COM9/S1 
10 S50 34 VLCD3/5 50 COM10/S2 
11 S51 35 VLCD215 51 COM11/83 
12 S52 36 VLCD1/5 52 COM12/S4 
13 S53 37 PA7/Sout (1) 53 COM13/S5 
14 S54 38 PAS/Sin (1) 54 COM14/S6 
15 855 39 PA5/SCL (1) 55 COM15/S7 
16 856 40 PA4rfiM1 (1) 56 COM16/S8 
17 PB3 57 89 
18 PB2 58 S10 
19 PB1 59 S11 
20 PBO 60 S12 
21 TESTNpp 61 S13 
22 OSCout 62 S14 
23 OSCin 63 S15 
24 RESET 64 S16 

Note 1: 20mA SINK 

_90_11_1_8 __________ W'/, SCiS·THOMSON 
• /J • [R;JU©Oi@~~~l1:~01@iiW©$ 
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Pin Pin 
number name 

65 S17 
66 S18 
67 S19 
68 S20 
69 821 
70 S22 
71 S23 
72 S24 
73 S33 
74 S34 
75 835 
76 S36 
77 S37 
78 S38 
79 S3~ 
80 840 



GENERAL DESCRIPTION 

The ST6285 microcontroller is a member of the 
8-bit HCMOS ST62xx family, a series of devices 
oriented to low-medium complexity applications. 
All ST62xx members are based on a building block 
approach: a common core is associated with a 
combination of on-chip peripherals (macrocells). 
The macrocells of the ST6285 family are: an ad­
vanced LCD driver/controller with 40 segments, 8 
backplanes and 8 software selectable seg­
ment/backplane outputs able to drive up to 40x16 
(640) or 48x8 (384) segments, one 8 bit standard 

Figure 2. ST6285 Block Diagram 

TESTN., 

NMI 

USER PROGRAM 

EPROM 

7948x8 

PC 

STACK LEVEL 1 

STACK LEVEL 2 

STACK LEVEL 3 

STACK LEVEL 4 

STACK LEVEL 5 

STACK LEVEL 6 

DATA ROM 
USER 

SELECTABLE 

DATA RAM 

192x8 

V00 V55 OSCin OSCout RESET 

516285 

timer/counter with a 7-bit software programmable 
prescaler (Timer 1), the digital watchdog timer 
(DWD), an 8-bit AID Converter with up to 12 analog 
inputs and an 8-bit synchronous serial peripheral 
interface (SPI). Thanks to these peripherals the 
ST6285 family is well suited for general purpose, 
automotive, security, appliance and industrial ap­
plications. The ST62E85 EPROM version is avail­
able for prototyping and low-volume production, an 
OTP version is also available. 

¢=)LI· __ T_IM_E_R_t _ __j 

VLCD 1/5 2/5 3/5 4/5 5/5 

PA4!TIM1, 20mA Sink 
PA5/SCL. 20mA Sink 
PA6/Sin. 20mA Sink 
PA7/Sout. 20mA Sink 

PBO-P83/Ain 

PC4/PC7/Ain 

Ain ~ Analog Input 

S9-S24 (40 segments) 
S33-S56 

COM1·COM8 {8 commons) 

COM9/S1-COM16/S8 
(8 commons)/(8 segments) 

VA000479 

91/118 
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ST6285 

PIN DESCRIPTION 

Voo and Vss. Power is supplied to the MCU using 
these two pins. Voo is power and Vss is the ground 
connection. 

OSCin and OSCout. These pins are internally 
connected with the on-chip oscillator circuit. A 
quartz crystal or a ceramic resonator can be con­
nected between these two pins in order to allow the 
correct operation of the MCU with various stabil­
ity/cost trade-offs. OSCin is the input pin, OSCout 
is the output pin. An external clock signal can be 
applied to OSCin. 

RESET. The active low RESET pin is used to restart 
the microcontroller at the beginning of its program. 
The RESET pin is provided with an on-chip pull-up 
resistor and schmitt trigger input characteristics. 

TEST. TEST must be held at Vss for normal opera­
tion (an internal pull-down resistor selects normal 
operating mode if TEST pin is not connected). 

NMI. The NMI pin provides the capability for asyn­
chronous applying an external top priority interrupt 
to the MCU. This pin is falling edge sensitive. The 
NMI pin is provided with an on-chip pull-up resistor 
and schmitt trigger input characteristics. 

PA4/TIM1. This pin can be used as Timer 1 1/0 pin. 
In input mode it is connected to the timer prescaler 
input and acts as the external timer clock or as the 
control gate for the internal timer clock. In the 
output mode the timer pin outputs the timer data bit 
when a time out occurs. 
To use this pin as Timer output the 1/0 pin has to 
be programmed as open-drain output. To use this 
pin asTimerinputthe 1/0 pin has to be programmed 
as input. 

PA4-PA7. These 4 lines are organized as one 1/0 
port (A). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, or an open-drain or push-pull out­
put. In output mode these lines can also sink 20mA 

for direct LED or triac driving. PA5-PA7 can also be 
used as respectively Clock, Data in and Data out 
pins for the on-chip SPI to carry the synchronous 
serial 1/0 signals. PA4 can also be used as the 
TIMER 1 1/0 pin. 

PBO-PB3. These 4 lines are organized as one 1/0 
port (B). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, open-drain or push-pull output or 
as an analog input for the NO converter. 

PC4-PC7. These 4 lines are organized as one 1/0 
port (C). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, or an open-drain or push-pull out­
put. PC4-PC7 can be programmed as analog in­
puts for the NO converter. Port C has schmitt 
trigger inputs and a 5mA drive capability in output 
mode. 

COM1-COMB. These eight pins are the LCD pe­
ripheral common outputs. They are the outputs of 
the on-chip backplane voltage generator which is 
used for multiplexing the LCD segment lines. 

S9/S24-S33/S56. These pins are the 40 LCD pe-. 
ripheral driver outputs of the ST62E85, ST62T85. 
Segments S1-S8 are multiplexed with COM9-
COM16 and their function is software selectable. 

COM9/S1-COM16/SB. These pins are the 8 multi­
plexed common/segment lines. Under software se­
lected control, they can act as LCD common 
outputs allowing a 40x16 dot matrix operation, or 
they can act as segment outputs allowing 48x8 dot 
matrix operation. 

VLCD1/5-VLCD5/5. Resistor network nodes for 
determining the intermediate display voltage levels 
on COM 1-COMB/COM 16 and S1 /S8-S56 pins dur­
ing multiplex operation. 

92/118 r== SGS-TliOMSON -------------- A'Y/. ll!ilD©L'il©rn~rn©'ii'L'ii©IIID©i!l 
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ST62E85 
ST62T85 

8-BIT EPROM HCMOS MCU WITH 
DOT MATRIX LCD DRIVER AND A/D CONVERTER 

• 4.5 to 6V supply operating range 

• 8.4MHz Maximum Clock Frequency 

• -40 to +85°C Operating Temperture Range 

• Run, Wait & Stop Modes 

• 5 different interrupt vectors 
• Look-up table capability in EPROM 

User EPROM: 8192 bytes 
Data RAM: 192 bytes 
LCD RAM: 96 bytes 

• PQFP80 and CQFP80-W packages 

• 8 fully software programmable 1/0 as: 
- Input with/without pull-up resistor 
- Input with interrupt generation 
- Open-Drain or Push-pull outputs 
- Analog Inputs 
• 4 1/0 lines can sink up to 20mA for direct LED or 

TRIAC driving and have SPI alternate functions 

• One 8-bit counter with 7-bit programmable pres­
calers (Timer 1) 

. • Software activated digital watchdog 

• 8-bit AID converter with up to 12 analog inputs 

• 8-bit synchronous serial peripheral interface 
(SPI) 

• LCD driver with 40 segment outputs, 8 backplane 
outputs and 8 software selectable seg­
ment/backplane outputs able to drive up to 40x16 
(640) or 48x8 (384) LCD segments. 

• One external not maskable interrupt 

• 9 powerful addressing modes 

• The accumulator, the X, Y, V & W registers, the 
port and peripherals data & control registers are 
addressed in the data space as RAM locations. 

• The ST62E85 is the EPROM version, ST62T85 
is the OTP version, fully compatible with ST6285 
ROM version. 

November 1993 

PRELIMINARY DATA 

PQFPBO 

CQFPBO-W 

(Ordering Information at the end of the datasheet) 

105/118 

This is preliminary data from SGs-THOMSON. Details are subject to change without notice. 
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ST62E85 - ST62T85 

Figure 1. 80 Pin Quad Flat Pack (QFP) Package Pinout 

80 65 

25 40 
VROA1649 

ST62E85 Pin Description 

Pin Pin Pin Pin Pin Pin Pin Pin 
number name number name number name number name 

1 S41 25 PC7 41 COM1 65 S17 
2 S42 26 PC6 42 COM2 66 S18 
3 S43 27 PC5 43 COM3 67 S19 
4 S44 28 PC4 44 COM4 68 S20 
5 S45 29 NMI 45 COM5 69 S21 
6 S46 30 Voo 46 COM6 70 S22 
7 S47 31 Vss 47 COM7 71 S23 
8 S48 32 VLCD 48 COMB 72 S24 
9 S49 33 VLCD4/5 49 COM9/S1 73 S33 
10 S50 34 VLCD3/5 50 COM10/S2 74 S34 
11 S51 35 VLCD2/5 51 COM11/S3 75 S35 
12 S52 36 VLCD1/5 52 COM12/S4 76 S36 
13 S53 37 PA7/Sout (1) 53 COM13/S5 77 S37 
14 S54 38 PA6/Sin (1) 54 COM14/S6 78 S38 
15 S55 39 PA5/SCL (1) 55 COM15/S7 79 S39 
16 S56 40 PA4!TIM1 (1) 56 COM16/SB 80 S40 
17 PB3 57 S9 
18 PB2 58 S10 
19 PB1 59 S11 
20 PBO 60 S12 
21 TESTNpp 61 S13 
22 OSCout 62 S14 
23 OSCin 63 S15 
24 RESET 64 S16 

Note 1: 20mA SINK 

_1 0_6_11_1_8 ____________ J:.V. ~~~;m?~r::~~n 
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GENERAL DESCRIPTION 

The ST62E85, ST62T85 microcontrollers are 
members of the 8-bit HCMOS ST62xx family, a 
series of devices oriented to low-medium complex­
ity applications. They are the EPROM/OTP ver­
sions of the ST6285 ROM device and are suitable 
for prototyping and low-volume production. All 
ST62xx members are based on a building block 
approach: a common core is associated with a 
combination of on-chip peripherals (macrocells). 
The macrocells· of the ST6285 family are: an ad­
vanced LCD driver/controller with 40 segments, 8 

Figure 2. ST62E85/T85 Block Diagram 
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backplanes and 8 software selectable seg­
ment/backplane outputs able to drive up to 40x16 
(640) or 48x8 (384) segments, one 8 bit standard 
timer/counter with a 7-bit software programmable 
prescaler (Timer 1), the digital watchdog timer 
(DWD), an 8-bit AID Converter with up to 12 analog 
inputs and an 8-bit synchronous serial peripheral 
interface (SPI). Thanks to these peripherals the 
ST6285 family is well suited for general purpose, 
automotive, security, appliance and industrial ap­
plications. 

<==>~~---T-IM_E_R_1--~ 
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PA5/SCL. 20mA Sink 
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PC4/PC7/Ain 

Ain = Analog Input 
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ST62E85 - ST62T85 

PIN DESCRIPTION 

Voo and Vss. Power is supplied to the MCU using 
these two pins. Voo is power and Vss is the ground 
connection. · 

OSCIN and OSCOUT. These pins are internally ' 
connected with the on-chip oscillator circuit. A 
·quartz crystal or a ceramic resonator can be con­
nected between these two pins in order to allow the 
correct operation of the MCU with various stabil­
ity/cost trade-offs. OSCin is the input pin, OSCout 
is the output pin. An external clock signal can be 
applied to OSCin. 

RESET. The active low RESET pin is used to restart 
the microcontroller at the beginning of its program. 
The RESET pin is provided with an on-chip pull-up 
resistor and schmitt trigger input characteristics. 

TEST/. TEST must be held at Vss for normal op­
eration (an internal pull-down resistor selects nor­
mal operating mode if TEST pin is not connected). 

NMI. The NMI pin provides the capability for asyn­
chronous applying an external top priority interrupt 
to the MCU. This pin is falling edge sensitive. The 
NMI pin is provided with an on-chip pull-up resistor 
and schmitt trigger input characteristics. 

PA4/TIM1. This pin can be used as Timer 1 1/0 pin. 
In input mode it is connected to the timer prescaler 
input and acts as the external timer clock or as the 
control gate for the internal timer clock. In the 
output mode the timer pin outputs the timer data bit 
when a time out occurs. 
To use this pin as Timer output the 1/0 pin has to 
be programmed as open-drain output. To use this 
pin as Timerinputthe 1/0 pin has to be programmed 
as input. · 

PA4·PA7. These 4 lines are organized as one 1/0 
port (A). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, or an open-drain or push-pull out­
put. In output mode these lines can also sink 20mA 

for direct LED or triac driving. PA5-PA7 can also be 
used as respectively Clock, Data in and Data out 
pins for the on-chip SPI to carry the synchronous 
serial 1/0 signals. PA4 can also be used as the 
TIMER 1 1/0 pin. 

PBO·PB3. These 4 lines are organized as one 1/0 
port (B). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, open-drain or push-pull output or 
as an analog input for the AID converter. 

PC4-PC7. These 4 lines are organized as one 1/0 
port (C). Each line may be configured under soft­
ware control as an input with or without internal 
pull-up resistor, an interrupt generating input with 
pull-up resistor, or an open-drain or push-pull out­
put. PC4-PC7 can be programmed as analog in­
puts for the AID converter. Port C has schmitt 
trigger inputs and a 5mA drive capability in output 
mode. 

COM1-COM8. These eight pins are the LCD pe­
ripheral common outputs. They are the outputs of 
the on-chip backplane voltage generator which is 
used for multiplexing the LCD segment lines. 

S9/S24-S33/S56. These pins are the 40 LCD pe­
ripheral driver outputs of the ST62E85, ST62T85. 
Segments S1-S8 are multiplexed with COM9-
COM16 and their function is software selectable. 

COM9/S1-COM16/S8. These pins are the 8 multi­
plexed common/segment lines. Under software se­
lected control, they can act as LCD common 
outputs allowing a 40x16 dot matrix operation, or 
they can act as segment outputs allowing 48x8 dot 
matrix operation. 

VLCD1/5-VLCD5/5. Resistor network nodes for 
determining the intermediate display voltage levels 
on COM1-COM8/COM16 and S1/S8-S56 pins dur­
ing multiplex operation. 

108/118 r== SGS·THOMSON -------------- A-""1/. ~<~~U!:~J©Jrn~~!:miil©JillUii:l\\ 
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ST62E85/ST62T85 EPROM/OTP DESCRIPTION. 

The ST62E85 is the EPROM version of the ST6285 
ROM product. It is intended for use during the 
development of an application, and for pre-produc­
tion and small volume production. The ST62T85 
OTP, has the same characteristics. They both in­
clude EPROM memory instead of the ROM mem­
ory of the ST6285, and so the program and 
constants of the program can be easily modified by 
the user with the ST62E85 EPROM programming 
board of from SGS-THOMSON. 

From a user point of view (with the following excep­
tions) the ST62E85, ST62T85 products have ex­
actly the same software and hardware features of 
the ROM version. 

On the ST62E85, all the 8192 bytes of PROGRAM 
memory are available for the user, as all the 
EPROM memory can be erased by exposure to UV 
light. On the ST62T85 (OTP) device a reserved 
area for test purposes exists, as for the ST6285 
ROM device. In order to avoid any discrepancy 
between program functionality when using the 
EPROM, OTP and ROM it is recommended not to 
use these reserved areas, even when using the 
ST62E85. 

Notes on programming: 

In order to emulate exactly the ST6285 features 
with the ST62E85 and ST62T85, some software 
precautions have to be taken: 

1. LCD RAM: The accessible segments are seg­
ments 9 to 24 and 33 to 56. 
2. 1/0: To prevent floating input or uncontrolled 1/0 
interrupt, the port bit PAO-PA3, PB4-PB7 must be 
programmed as push-pull output. 

3. Data Memory Space: write 40h at the address 
DFh of the Data Memory Space (disabled EEPROM). 

ST62T80 OTP Memory Map 

ST62E85 - ST62T85 

4. Do not access data space locations: C7, CD, D9, 
DA, DB, DF, E5 to FE. 

Other than these exceptions, the ST62E85, 
ST62T80 parts are fully compatible with the ROM 
ST6280 equivalent, this datasheet thus provides 
only information specific to the EPROM based 
devices. 

THE READER IS ASKED TO REFER TO THE 
DATASHEET OF THE ST6285 ROM-BASED DE· 
VICE FOR FURTHER DETAILS. 

EPROM ERASING 

The EPROM of the windowed package of the 
ST62E85 may be erased by exposure to Ultra 
Violet light. 

The erasure characteristic of the ST62E85 EPROM 
is such that erasure begins when the memory is 
exposed to light wit.h wave lengths shorter than 
approximately 4000A. It should be noted that sun­
light and some types of fluorescent lamps have 
wavelengths in the range 3000-4000A. It is thus 
recommended that the window of the ST62E85 
package be covered by an opaque label to prevent 
unintentional erasure problems when testing the 
application in such an environment. 
The recommended erasure procedure of the 
ST62E85 EPROM is exposure to short wave ultra­
violet light which has wavelength 2537A. The inte­
grated dose (i.e. UV intensity x exposure time) for 
erasure should be a minimum of 15 W-sec/cm2. 
The erasure time with this dosage is approximately 
15 to 20 minutes using an ultraviolet lamp with 
12000(lW/cm2 power rating. The ST62E85 should 
be placed within 2.5 em (1 inch) of the lamp tubes 
during erasure. 

ROM Page Device Address Description 

Page o 0000h-007Fh Reserved 
0080h-07FFh User ROM 

0800h-OF9Fh User ROM 
OFAOh-OFEFh Reserved 

Page 1 OFFOh-OFF7h Interrupt Vectors 
"STATIC" OFFBh-OFFBh Reserved 

OFFCh-OFFDh NMI Vector 
OFFEh-OFFFh Reset Vector 

Page2 OOOOh-OOOFh Reserved 
0010h-07FFh User ROM 

Page3 OOOOh-OOOFh Reserved 
001 Oh-07FFh User ROM 

Note : EPROM addresses are related to the ROM file to be processed. 
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fuzzyTECH™ ST6 
Explorer Edition 

FUZZY LOGIC DEVELOPMENT TOOL FOR ST6 

DESIGN: 

• System :up to four inputs and one output 

• Variables: up to 7 labels per input/output 

• Rules: up to 125 rules 

ON-LINE OPTIMISATION: 

• Real time visualisation and modification 

• Data recording 

OFF-LINE OPTIMISATION: 

• Transfer plot: redundant or unstable rules 

• Debugger: real time treatment from PC 

• Time response: time plot of input/output 

• Simulation: analysis of a built-in model 

CODE GENERATOR: 

• Optimised ST6 assembly code 
• No licence fee 

USER INTERFACE: 

• "point & click" tools MS-Windows™ compatible 

PERFORMANCE (typical) : 

• 7 rules /2 inputs/1 output 1 Oms 
580 bytes ROM - 30 bytes RAM 

• 20 rules /2 inputs/1 output15ms 
670bytes ROM - 34 bytes RAM 
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fuzzyTECH ST6 

DESCRIPTION 

fuzzyTECH ST6 Explorer Edition is an easy to 
use, high level software development tool opti­
mised for the design of fuzzy logic controls with 
the ST6 microcontroller. It covers all the steps of 
a fuzzy logic design from the initial concept to the 
production of optimised ST6 executable code. In 
addition, its MS-Windows™ based interface 
takes full advantage of the intuitive approach of 
fuzzy logic to define and optimise the control with 
a very friendly approach. These features enable 
the fast development of optimised control. 

Figure 1. A development flow chart 

DEFINITION OPTIMIZATION CODING PROGRAMMING 

I System I I EPROM I I ON-Line I 
j Variables j-- ~ 

!oFF-Line! ~ 
OTP 

I Rules I 
VR02033 

THE GRAPHIC DESIGN EDITORS: 

FuzzyTECH ST6 Explorer Edition includes three 
graphical editors for the definition of the system 
structure, linguistic variables and rules genera­
tion. The resolution is 8-bit for all internal and ex­
ternal data. These editors enable definition of 
the complete system with graphical tools using a 
"point & click" approach. , 
System: 
- Up to 4 input variables per module 

- 1 output variable per module 

- Fast computation fuzzification method 

Variables: 

- Up to 7 terms per variable 

Rules: 

-Allows up to 125 rules 

- Full graphical input with matrix or spreadsheet 

- Supports standard Max-Min inference method 

Figure 2. Design Screen Examples 
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THE OPTIMISATION TOOLS: 
fuzzyTECH ST6 Explorer Edition provides several 
optimisation tools using real time data coming from 
the application or simulations of the system behav­
iour. The generated files can be treated with the 
graphical tools of fuzzyTECH or with other soft­
ware running on a PC. 
On-line optimisation: 

- Real time visualisation and modification (serial 
debug mode): 

Figure 3. Task sharing of the serial debug mode 

PC 

fuzzy TECH 

fuzzy LOGIC 

ALGORITHM 

I ~ 
GRAPHICAL 

TOOLS 

fuzzyTECH ST6 

This mode enables the visualisation and modifica-
. lion in real time of the fuzzy logic algorithm configu­
ration from a PC. In this mode, the fuzzy logic 
~lgorithm is treated by the PC. The ST62 program 
rncludes the application interface and the PC inter­
face protocol. An RS232 link provides the interface 
between the PC and the ST62. The optimisation 
tools of fuzzy TECH can be used in real time in this 
mode. This option can be used in applications with 
a dynamic operation of typically 1 OOms or slower. 
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fuzzyTECH ST6 

THE OPTIMISATION TOOLS (Continued) 

_ Data recording (file mode): 

This mode enables the recording of input and out­
put data coming from the ST62 in a PC. In this 
mode, the fuzzy logic algorithm is treated by the 
ST62 micro~ontroller. During each fuzzy iteration, 

Figure 4. Task sharing of the file mode 
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the input and output data of the algorithm are sent 
by serial RS232 or a parallel port to the PC. This 
data can be used later inside the fuzzy TECH pro­
gram or in any other software to visualise the con­
trol performance. This mode can be used in 
applications requiring a dynamic operation faster 
than 100ms. 
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THE OPTIMISATION TOOLS (Continued) 

Off-line optimisation: 
The debugging tool uses files coming from the real 
application or from simulation. It generates files in 
the fuzzyTECH format which enables the use of 
the fuzzyTECH graphical tools to optimise the con­
trol algorithm. 

- fuzzyTECH Debugger: 

Test and verification of the system under design 
using different debug modes. The entire inference 
flow can be visualised, including rules and tracing 
variables. 

_ fuzzyTECH Time Response: 

Rules and variable tracing either in real time, on 
the basis of recorded process data, or using a 
process simulation. 

- fuzzyTECH Transfer Plot : 

Visualisation with surface control of the operative 
rules to identify redundant rules and regions of in­
stability. 
_ fuzzyTECH Simulator: 

To get started right away, an animated simulator of 
a crane container control is provided. By experi­
menting how modifications on rules affect the 
crane performance, the basics of fuzzy logic con­
trol can be understood. 

fuzzyTECH ST6 

Figure 5. Optimisation Screen Examples 
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fuzzyTECH ST6 

CODE GENERATOR: 
fuzzyTECH is a hardware independent object ori­
ented program dedicated to fuzzy logic. Its output 
has to be compiled and linked to the rest of the ap­
plication prior to use in the target microcontroller. 

The ST6 code generator is used to produce highly 
optimised ST6 assembler code which minimises 
the program size. Data acquisition and data out is 
made using the conventional peripherals and pro­
gramming resources of the microcontroller. 

Figure 6. Typical Flow Chart 

STG Current Program 

The fuzzy logic code is merged with the conven­
tional program using the "link" procedure of the 
current ST6 programming software. The linked 
code is loaded into the ST6 EPROM or OTP part 
using an ST6 programming tool for full product 
evaluation, test and production. 

TYPICAL PROGRAM FLOW CHART 
The fuzzyTECH ST6 Explorer Edition blocks are 
called as subroutines of the ST6 application pro­
gram. A typical flow chart is given here below: 

STG fuzzyTECH 

ST6 lnitiali~ation 
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APPLICATIONS 

Fuzzy logic brings computer reasoning closer to 
the way people think. It suits well applications that 
are more easy to describe with a linguistic ap­
proach than with a mathematical model, especially 
non-linear systems. It provides also a bridge be­
tween the analog and digital world, enabling a de­
signer with a good analog background to develop a 
microcontroller based control without digital exper­
tise. 

fuzzyTECH ST6 Explorer Edition is particularly 
useful in applications which can be defined with 
few inputs and one output and where a resolution 
of 8 bits and a dynamic range of around 1 OOms are 
sufficient to control the system. 

Typical applications are home appliances (wash­
ing machine, vacuum cleaner and food proces­
sor,... ) , temperature control (air conditioning, 
refrigeration, cooker, oven, central heating, fur­
nace, ... ), sensor interfaces (InfraRed detector, 
Alarm, ... ), motor control (speed or position), or 
battery chargers. Being user-friendly, fuzzyTECH 
enables a system expert without microcontroller 
knowledge to define the control in a short time. 

APPLICATION NOTES 

Several application notes describe practical sys­
tems designed with the fuzzyTECH ST6 Explorer 
Edition. They show how to take advantage of its 
friendly user interface and debugging facilities to 

fuzzyTECH ST6 

design an optimised control, even for relatively fast 
"real time" loops, without specific experience on 
digital control techniques. These notes are en­
closed in the fuzzyTECH ST6 EXPLORER EDI­
TION documentation. 

HARDWARE/SOFTWARE REQUIREMENTS 

- A 80386 (or higher) PC with at least 2Mbyte of 
memory 

_ MS-Windows 3.1™ or higher and MS-DOS 5.0 
or higher 

_ Hard disk with 5 Mbyte of free space and a 
3.5" floppy disk 

- VGA monitor supported by Windows 

The generated ST6 assembly code runs on every 
member of the ST6 microcontroller family. For the 
implementation, ST6 assembler/linker software 
and a programmer socket are required. 

Each fuzzyTECH ST6 Explorer Edition set in­
cludes a 3.5" floppy disk and two books, one user 
manual with application notes and one detailed 
datasheet. 

fuzzyTECH is a trade mark of Inform Software 
Corp. 

ST6 is a trade mark of SGS-THOMSON Microelec­
tronics. 

MS-Windows and MS-DOS are registered trade­
marks of Microsoft Corp. 

717 ---------------------------- ~~~~~----------------------------
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ST6220-KIT 

STARTER KIT FOR ST622x/1x MCU FAMILY 

• Basic Programmer board enables to program 
EPROM device 

• Power supply and 25 wire flat cable 
• ST62E20F1 (20 pins): 2 pieces 

ST62E25F1 (28 pins): 2 pieces 

• ST6 Software Tools includes the ST6 Assem­
·bler, the ST6 Linker, the ST6 Simulator and the 
interface to drive the Basic Programmer board. 

• Application softwares are documented software 
modules that you may copy or link in your appli­
cations 

• Documentation includes Kit Guide, ST621 x/2x 
User Manual and ST62/ST63 Software Develop­
ment Tools User Manual 

July 1993 

Preliminary Data 

DESCRIPTION 

The STARTER KIT gives a quick entry to the ST62 
world. It provides a basic development system that 
can be used by every design engineer. It is particu­
larly useful for evaluation of the ST621 0/15 and 
ST6220/25 Microcontrollers as well as for develop­
ment of simple applications. 

SYSTEM REQUIREMENTS 

To use the Starter Kit, you must have a PC-AT 
compatible personnal computer equipped with: 
_ A hard disk and a 5"1/4 diskette drive 
_ 640 K of conventional main memory 
_ One Parallel Centronic compatible port 
_ MS-DOS version 3.10 or higher 

1/2 

This is Preliminary Data from SGS·THOMSON, details are subject to change without notice. 
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ST6220·KIT 

Using the ST622x STARTER KIT 

The ST621x/2x USER MANUAL gives extensive 
description of the hardware and software aspects 
of the ST6210, ST6215, ST6220 and ST6225 mi­
crocontrollers. It contains all the information design 
engineers require to design the application hard­
ware and the ST621 0/15 source software. 

The enclosed ST6 Assembler enables the trans­
formation of the ASCII source file into an ex­
ecutable file. The ST6 Assembler documentation 
is located in the ST6 SOFTWARE DEVELOP­
MENT TOOLS USER MANUAL. 

Smart programming implies the use of several 
modules, each of them performing an elementary 
task. Because each module can be quickly indi­
vidually tested and debugged, the overall debug 
time is drastically reduced thus speeding the de­
velopment of bug free application software. The 
ST6 Linker is use to make one program out of sev­
eral modules. The ST6 SOFTWARE DEVELOP­
MENT TOOLS USER MANUAL also contains the 
associated documentation. 

Each module, and the linked program, may be 
tested and debugged using the ST6 Simulator, 
also described in the ST6 SOFTWARE DEVELOP­
MENT TOOLS USER MANUAL. Once debugged, 
the application software can then be regarded as 
functionally working. It can then be programmed 
into an EPROM device using the BASIC PRO­
GRAMMER described later in this guide. 

Once successfully simulated, application soft­
ware must be tested in circuit in order to check 
that there are no errors due to differences be­
tween the functional description of the environ­
ment and the real operating conditions. This test 
can be made by plugging an EP.ROM device into 
the application hardware and performing stand­
ard hardware debugging. However, high level 
applications require a Real Time Development 
Tools to be used (see data sheet in the 
ST621x/2x USER MANUAL). 

The last step in developping an ST62 application 
consists of checking the validity of the complete 
product specification by making prototypes. The 
One Time Programmable devices (OTP) available 
in the ST62 family are well suited to such field tests. 
The user is then ready to go into production using 
either the economical ST62T1 x/T2x OTPs or 
masked ROM devices. 

ORDERING INFORMATION 

Sales Type Description 

ST6220-KIT /220 Complete kit for operation 
from 220Vac mains 

ST6220-KIT/11 0 Complete kit for operation 
from 11 OVac mains 

ST6220-KIT/UK Complete kit for operation in 
UK 

2/2 -------------J..W. ~~~m~r::~~~~ 
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ST622x-KIT 

STARTER KIT FOR ST622x MCU FAMILY 

HARDWARE FEATURES 
• Immediate evaluation of ST62E25 with demonstration examples 
• Program debugging by connection of an application environment to the board 
• On board programming of ST62E20, ST62T20, ST62E25 and ST62T25 
• In-circuit programming of ST62E2x and ST62T2x through the Starter Kit 

I 

SOFTWARE FEATURES 
• Software simulator including 1/0 read/write 
• Assembler, linker, debugger 
• EPROM/OTP programming utilities 
• Application examples 

I. 
f 

L.- ... 

August 1994 
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ST622x· KIT 

1 DESCRIPTION 

The ST622x Starter Kit can be used for evaluation, simulation and emulation purposes. First, 
it can be used to demonstrate the capabilities of the ST6225. It is only necessary to connect 
the supply to the board and to load the demonstration software provided with the Kit into the 
ST62E25 sample. 
The same board can be used as a hardware interface to the software simulator when 
connected to the PC. Analog or digital values from the ST622x 1/0 pins can also be loaded 
directly to the simulator. 
Once the program is successfully simulated, it can be loaded in a ST62E25 or ST62E20 by 
using the on-board programmer (DIL packaged devices only). The application environment 
can be connected to the Starter Kit via the 1/0 connector to perform a full evaluation of the 
user application. 
In addition, an in-circuit programming facility is provided with the Kit to enable programming, 
via the Starter Kit board, of any ST62E2x (EPROM) or ST62T2x (OTP) already mounted in 
the user application board. 

Hardware items 

The Kit includes 2 samples of ST62E25, 2 samples of ST62E20, an RS232 interface, a 
temperature control circuit, a trimmer, a set of LED and buttons, all cables plus a power 
supply. Pins are available for direct connection to an external user application. The board is 
connected to the PC via the parallel port. 

Software items 

The diskette provided with this kit includes an enhanced simulator including 1/0 read/write, 
assembler, linker, EPROM/OTP ST6 programming facilities and demonstration examples. 

Documentation 

A full set of documents is provided with the Kit including the ST622x data book, a Kit guide 
and the ST62/63 Software Development Tools user manual. 

System requirement 

The ST622x Starter Kit communicates with a PC-AT compatible Personal Computer 
equipped with a hard disk and a 5 1/4" diskette drive, 640k of conventional memory, one 
parallel Centronic compatible port and MS-DOS version 3.10 or higher. 

Bulletin Board Systems 

Upgrades of Software Tools, example code and documentation are available to Registered 
users through the SGS-THOMSON Bulletin Board Systems (BBSs). These are accessible by 
Modem at the following numbers: 

• In the USA: 
(1) 708 517-1898 2400 baud (V22bis), 8-bits, No Parity, 1 Stop bit (8,N,1) 

• In Europe: 
Micros Technical Support Hotline (France): (+33) 76 48 99 28 

9600 baud (V32) and lower, 8,N, 1 
Microcontroller Support (France): (+33) 42 291416 

9600 baud (V32) and lower, 8,N, 1 

2/6 
~~'H~~ -------------------------
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ST622x- KIT 

DESCRIPTION (Continued) 

Figure 1. Block Diagram of ST622X Starter Kit 
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Kit Contents 

ST622x STARTER KIT Board: -Typical application board based on ST6225 MCU 

- MCU Peripherals evaluation/emulation facilities 

- ST622x EPROM/EEPROM programming functions 

- "In Situ" connector for any ST622x programming 

-Power supply and PC-AT connection cable 

SOFTWARE TOOLS: - AST6/LST6 STB family assembler/linker 

- SIMST6 simulator software performing dedicated access to 
the board MCU peripherals 

- ST622xPG EPROM/EEPROM programming software 

ST622x APPLICATION ROUTINES: - Demonstration programs 

- Basic subroutines library 

ASSOCIATED DOCUMENTS: -STARTER KIT GUIDE 

- STB SOFTWARE TOOLS MANUAL (DBST6SOFTOST/1) 

- ST6 PROGRAMMING MANUAL (DBST6ST/3) 

- ST622x family DATA BOOK (DBST6ST/3) 

3/6 
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ST622x- KIT 

2 HARDWARE DESCRIPTION 

2.1 Board overview 

1 - IN CIRCUIT programming connector J1 
2 - PC station connector P1 {for links to simulator and programming softwares) 
3 - 8 Mhz crystal oscillator 
4- 10 Kohms trimer including jumper W4-PA5 
5 - Power supply JACK connector J3 and JP1 pads 
6 - Power supply LED indicator LD1 
7 - Heater resistor power LED indicator LD2 
8- Heater resistor circuit including jumper W6-TIMER 
9 -Thermistor circuit including jumper W5-PA4 
10 - "+" and "-" push buttons including jumpers W8-PB4 and W9-PB3 
11 - RESET pushbutton 
12 - Demonstration routine selector including jumpers W1 0 
13 - RS232 interface circuit and connector including jumpers W7 
14 - 4 LEOs Level indicator including jumpers W3 
15 - OIL 20-28 MCU socket 
16 - User's 1/0 interface connector J2 
17 - "ST6220" or "ST6225" device selection jumpers W1 
18 - "Programming" or "User" operating mode selection jumpers W2 

4/6 
~~~~ -------------------------
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Figure 2. Board Overview 
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ST622x· KIT 

ORDERING INFORMATION TABLE 

Sales Type Description 

ST6220-KIT/220 Complete kit for operation from 220 Vac mains 

ST6220-KIT/11 0 Complete kit for operation from 110 Vac mains 

ST6220-KIT/UK Complete kit for operation in United Kingdom 

6/6 
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ST626x-KIT 

STARTER KIT FOR ST626x MCU FAMILY 

HARDWARE FEATURES 
• Immediate evaluation of ST62E65 with demonstration examples 
• Program debugging by connection of an application environment to the board 
• On board programming of ST62E60, ST62T60, ST62E65 and ST62T65 
• In-circuit programming of ST62E6x and ST62T6x through the Starter Kit 

SOFTWARE FEATURES 
• Software simulator including 1/0 read/write 
• Assembler, linker, debugger 
• EPROM/OTP.programming utilities 
• Application examples 

August 1994 1/6 
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ST626x- KIT 

1 DESCRIPTION 

The ST626x Starter Kit can be used for evaluation, simulation and emulation purposes. First, 
it can be used to demonstrate the capabilities of the ST6265. It is only necessary to connect 
the supply to the board and to load the demonstration software provided with the Kit into the 
ST62E65 sample. · 
The same board can be used as a hardware interface to the software simulator when 
connected to the PC. Analog or digital values from the ST626x 1/0 pins can also be loaded 
directiy to the simulator. 
Once the program is successfully simulated, it can be loaded in a ST62E65 or ST62E60 by 
using the on-board programmer (OIL packaged devices only). The application environment 
can be connected to the Starter Kit via the 1/0 connector to perform a full evaluation of the 
user application. 
In addition, an in-circuit programming facility is provided with the Kit to enable programming, 
via the Starter Kit board, of any ST62E6x (EPROM) or ST62T6x (OTP) already mounted in 
the user application board. 

Hardware items 

The Kit includes 2 samples of ST62E65, 2 samples of ST62E60, an audio transducer, an 
RS232 interface, a thermistor, a trimmer, a set of LED and buttons, all cables plus a power 
supply. Pins are available for direct connection to an external user application. The board is 
connected to the PC via the parallel port. 

Software items 

The diskette provided with this kit includes an enhanced simulator including 1/0 read/write, 
assembler, linker, EPROM/OTP ST6 programming facilities and demonstration examples. 

Documentation 

A full set of documents is provided with the Kit including the ST626x data book, a Kit guide 
and the ST62/63 Software Development Tools user manual. 

System requirement 

The ST626x Starter Kit communicates with a PC-AT compatible Personal Computer 
equipped with a hard disk and a 5 1/4" diskette drive, 640k of conventional memory, one 
parallel Centronic compatible port and MS-DOS version 3.10 or higher. 

Bulletin Board Systems 

Upgrades of Software Tools, example code and documentation are available to Registered 
users through the SGS-THOMSON Bulletin Board Systems (BBSs). These are accessible by 
Modem at the following numbers: 

• In the USA: 
(1) 708 517-1898 2400 baud (V22bis), 8-bits, No Parity, 1 Stop bit (8,N,1) 

• In Europe: 
Micros Technical Support Hotline (France): (+33) 76 48 99 28 

9600 baud (V32) and lower, 8,N, 1 
Microcontroller Support (France): (+33) 42 29 14 16 

9600 baud (V32) and lower, 8,N, 1 

2/6 
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ST626x- KIT 

i 
DESCRIPTION (Continued) 

Figure 1. Block Diagram of ST626X Starter. Kit 
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P1 

Kit Contents 

ST626x STARTER KIT Board: 

SOFTWARE TOOLS: 

ST626x APPLICATION ROUTINES: 

ASSOCIATED DOCUMENTS: 

ST626x 1/0 CONNECTION 

J2 

USER APPLICATION 

- Typical application board based on ST6265 MCU 

- MCU Peripherals evaluation/emulation facilities 

- ST626x EPROM/EEPROM programming functions 

- "In Situ" connector for any ST626x programming 

-Power supply and PC-AT connection cable 

- AST6/LST6 ST6 family assembler/linker 

- SIMST6 simulator software performing dedicated access to 
the board MCU peripherals 

- ST626xPG EPROM/EEPROM programming software 

- Demonstration programs 

- Basic subroutines library 

-STARTER KIT GUIDE 

- ST6 SOFlWARE TOOLS MANUAL (DBST6SOFTOST/1) 

- ST6 PROGRAMMING MANUAL (DBST6ST/3) 

- ST626x family DATA BOOK (DBSTSST/3) 
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ST626x- KIT 

2 HARDWARE DESCRIPTION 

2.1 Board overview 

1 - IN CIRCUIT programming connector J1 
2 - "ST6260" or "ST6265" aevice selection jumpers W4 
3 - 8 Mhz crystal oscillator 
4- PC connector P1 (for links to simulator and programming software) 
5 - Audio Transducer circuit (Buzzer) including jumpers W5 
6 - 10 Kohm trimmer and jumpers W6 
7 - Power supply JACK connector J.3 
8 - Power supply connector J4 
9 - Power supply LED indicator 
10 - "+" and "-" pushbuttons and jumpers W8 
11 - DAC integrator circuit including jumpers W2 
12 - "Programming" or "User" operating mode selection jumpers W1 
13 - 5 LED Level indicator including jumpers W3 
14 - OIL 20-28 MCU socket 
15 - User's 1/0 interface connector J2 
16 - RS232 interface circuit and connector including jumpers W7 
17 - Demonstration routine selector Uumpers W1 0) 
18 -Thermistor circuit including jumpers W9 
19 - RESET pushbuttons and jumpers W8 

Note: DAC is a Digital to Analog Conversion circuit. 

4/6 
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Figure 2. Board Overview 
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ST626x- KIT 

ORDERING INFORMATION TABLE 

Sales Type Description 

ST6260-KIT/220 Complete kit for operation from 220 Vac mains 

ST6260-KIT/11 0 Complete kit for operation from 110 Vac mains 

ST6260-KIT/UK Complete kit for operation in United Kingdom 

6/6 
~~~?m~a~ ---------------------------
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ST6240-KIT 

STARTER KIT FOR ST624x MCU FAMILY 

HARDWARE FEATURES 
• Immediate evaluation of ST62E40 with a demon­

stration examples 

• Program debugging by connection of an applica­
tion environment to the board 

• On board programming of ST62E40 and 
ST62T40 

• In-circuit programming of ST62E4x and 
ST62T4x through the Starter Kit 

SOFTWARE FEATURES 
• Software simulator including LCD display and 1/0 

read/write 
• Assembler, linker, debugger 

• EPROM/OTP programming utilities 
• Application examples 

April1993 

PRELIMINARY DATA 

DESCRIPTION 

The ST6240 Starter Kit can be used for evaluation, 
simulation and emulation purposes. First, it can be 
used to demonstrate the capabilites of the ST6240. 
It is only necessary to connect the supply to the 
board and to load the demonstration software pro­
vided with the Kit into the ST62E40 sample; LCD 
and keyboard interfacing can be immediately 
evaluated. 

The same board can be used as a hardware inter­
face to the software simulator when connected to 
the PC, allowing display values from the simulator 
to be displayed directly on the LCD. Analog or 
digital values from the ST624x 1/0 pins can also be 
loaded directly to the simulator. 

1/2 
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ST6240-KIT 

DESCRIPTION (Continued) 

Once the program is successfully simulated, it can 
be loaded in the ST62E40 sample with the on­
board programmer. 
The application environment can be connected to 
the Starter Kit via the 1/0 connector to perform a 
full evaluation of the user application. 

In addition, since the LCD is connected to the PCB 
via a socket, it can easily be removed and replaced 
by a customized LCD. 

QFP packages are difficult to handle manually, so 
an in-circuit programming facility is provided with 
the Kit to enable programming, via the Starter Kit 
board of any ST62E4x (EPROM) or ST62T4x 
(OTP)' already soldered in the user application 
board. 

\ 
Hardware items 

The Kit PCB includes a QFPSO socket, a 16 key 
keyboard, a 32 segment x 4 LCD, an ST62E40 and 
cables plus a power supply. 

Pins are available for direct connection to an appli­
cation. 

The board is connected to the PC via the parallel 
port. 

Block Diagram of ST6240 Starter Kit 

Software items 

The diskette provided with this kit includes an en­
hanced simulator including control of the external 
LCD display and 1/0 read/write, assembler, linker, 
debugger, EPROM/OTP ST6 programming facili­
ties and demonstration examples. 

Documentation 

A full set of documents is provided with the Kit 
including the ST62 LCD drive data book, a Kit guide 
and the ST62/63 Software Development Tools user 
manual. 

System requirement 

The ST624x Starter Kit communicates with a PC­
AT compatible Personal Computer equipped with 
a hard disk and a 5"1/4 diskette drive, 640k of 
conventional memory, one parallel Centronic port 
and MS-DOS version 3.1 0 or higher. 

Ordering information 

Sales type Description 

ST6240-KIT/220 
Complete kit for operation from 
220Vac mains 

ST6240-KIT/11 0 
Complete kit for operation from 
11 OVac mains 

ST6240-KIT/UK Complete kit for operation in UK 

P.S.U. 
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ST6-SW 
SOFTWARE DEVELOPMENT TOOLS 

FOR ST6 MCU FAMILY 

• Includes: 
- Macro assembler 
- Linker 
- Software simulator 

• Runs on MS-DOS systems 

• Window based graphic interface 

• Extensive symbol manipulation 

GENERAL DESCRIPTION 
Full software development tools is achieved using 
the ST6 Software Development Tools consisting of 
a powerful macro assembler, a linker and a soft­
ware simulator. 

The ST6 Macro assembler accepts a source file 
written in ST6 assembly language using any text 
editor package and transforms it in an ST6 ex­
ecutable file. 

To enable good testability and fast debugging, 
many application software are made up of several 
modules, each of them performing an elementary 

Figure 1. Development Flow Chart 

May 1991 

task. Each module is assembled independently of 
the others, thus producing a number of object files. 
The ST6 Linker combines these object files into a 
single executable program. Both object format and 
hexadecimal format are produced. The hexadeci­
mal file is used to program an EPROM while the 
object file is used to run the simulator or the debug­
ger. 

The ST6 Software Simulator allows the user to 
debug and execute any executable program writ­
ten for any member of the ST62/ST63 family of 
microcontrollers without the aid of additional hard­
ware. 

Once debugged with the simulator, the program 
can be programmed into an EPROM device by 
using the hexadecimal file and the ST6 program­
ming board. By plugging the EPROM device into 
the application hardware, simple applications can 
be debugged without the need of an emulator. 

The ST6 Hardware Development Tools are re­
quired where high performance. debugging is 
needed. 

1------ LISTING 
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ST6-SW 

ST6 ASSEMBLER 

• Macro call and conditional assembly 

• Extensive symbol manipulation 

• Error diagnostics 

General Description 

The ST6 Macro assembler accepts a source file 
written in ST6 assembly language and transforms 

Figure 2. AST6 Directives 

it into an executable file in relocatable object code 
format. When the whole program is in one file only, 
the assembler also generates an hexadecimal file 
(INTEL hex format) ready to be programmed into 
an EPROM device. · 
The assembler recognizes the use of section, sym­
bols, macros and conditional assembly directives. 
In addition, the ST6 Assembler is able to produce 
detailed assembly listing and symbol cross refer­
ence file. 

.ASCII Stores in program space a string as a sequence of ASCII codes 

.ASCIZ Same as .ASCII followed by a null character 

.BLOCK Reserves a block of contiguous memory location 

.BYTE Stores successive bytes of data in program space 

.DEF Defines the characteristics of a data space location 

.DISPLAY Displays a string during assembly process 

.DP _ON Segments the data space 

.EJECT Starts a new listing page 

.ELSE Beginning of the alternative part in conditional assembly block 

.END End of source file 

.ENDC End of conditional assembly block 

.ENDM End of a macro definition 

.EQU Assigns the value of an expression to a label 

.ERROR User defined assembly error 

.EXTERN Defines a ·symbol as external 

.IFC Beginning of conditional assembly block 

.INPUT Includes an additional source file in the present one 

.GLOBAL Defines a symbol as global 
:LABEL.W Initializes Data ROM Window Register 
.LABEL.D Gains access to a label in a Data ROM Window 
.LINESIZE Set listing line length 
.LIST Enables the listing of specified fields of the source file 
.MACRO Beginning of a macro definition 
.MEXIT End of a macro expansion 
.NOTRANSMIT Inhibits symbol transmission to the linker 
.ORG Set current location counter 
.PAGE_D Specifies the page number in data space 
.PL Set listing page length 
.PP _ON Segments the program space in 2K pages 
.ROMSIZE Defines the available ROM size 
.SECTION Provides a logical partitioning of program space 
.SET Same as .EQU, but can be redefined in the source file 
.TITLE Assigns title to the document 
.TRANSMIT Transmits symbol definitions to the linker 
.VERS Defines the target ST6 device 
.WARNING User defined assembly warning 
.WINDOW Defines a continuous relocatable block of program code 
.W_ON Enables the use of the .WINDOW directive 
.WORD Stores successive words of data in program space 

~ SGS-1HOMSON ------------- .._.,/ li!11U©OO©~Ibrn©WJ©~U©f!l ----------------'-
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ST6 LINKER 

• Links up to 32 modules 

• Extensive symbol manipulation 

• 33 sections (including interrupt vectors) 

• Error diagnostics 

The ST6 Linker is responsible for combining a 
number of object files into a single program, asso­
ciating an absolute address to each section of 
code, and resolving any external references. 

The ST6 Linker produces an hexadecimal file in 
INTEL format to be down loaded into an EPROM 
device and an object code file to be used with the 
simulator. The linker also produces a map file which 
gives information about the sections, pages, mod­
ules and labels. Finally, listing files are produced 
which update the assembler listings with real ad­
dresses of symbols and statements. 

This software program allows the user to develop 
modular programs, which may then be combined 
and addressed as defined by the user. The flexibil­
ity of the ST6 Linker is greatly increased by the use 
of sections allowing the user to group pieces of 
software from different modules. The location and 
the size of each section is user selectable. 

ORDERING INFORMATION 

Sales Type 

ST6-SW 

ST6 SIMULATOR 

• Window based graphic interface 

• On line assembler/disassembler 

• Supports symbolic debugging 

• 128 breakpoints and 128 software traps 

• TRACE mode 

• 1/0 and CLOCK simulation 

SIMST6 allows the user to debug and execute any 
program written for any of the current and future 
members of the ST6 family of microcontrollers, 
without the aid of additional hardware. 

The user specifies the target device, its mapping 
and the object code file to be used. The simulator 
functionally duplicates the operation of the ST6 and 
completely supports the instruction set. 1/0 chan­
nels may be opened, read, and written, in order to 
simulate the 1/0 functions of peripherals, while 
interrupts may be set, and then set pending, in 
order to simulate the handling of interrupts. The 
simulator uses the clock frequency assigned by the 
user, along with the number of clock cycles needed 
by each instruction to keep track of the real time 
execution speed. 

The ST6 Simulator accepts command lines in both 
interactive and batch mode. 

Description 

ST6-SW ST6 software development tools 
(includes assembler, linker and emulator) 

Note :The ST6 software package is included in all ST6xxx-EMU real time develoment tools. 

3/3 
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ST6xxx-EMU 
REAL TIME DEVELOPMENT TOOLS 

FOR ST6 MCU FAMILY 

HARDWARE FEATURES 

• Supports ST62xx and ST63xx family 

• Real time emulation 

• 32 KBytes of emulation memory 

• Breakpoints on up to 256 events 

• Events can be defined on program space, data 
space and on up to 4 external signals 

• 1 K of real trace memory 

• Tracing of up to 32 bits including 4 external 
signals 

SOFTWARE FEATURES 

• Symbolic debugger 

• Window based interface 

• On line assembler/disassembler, 

• Log files capable of storing any displayed screen 

• Command files able to execute a set of debugger 
commands 

..----,--------.-------------~-----~--·· 
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ST6xxx-EMU 

GENERAL DESCRIPTION 

The ST6 Real Time Development System is an 
advanced hardware development system de­
signed and configured to provide comprehensive 
support for the ST6 family of MCU's. 

The mainframe consists of a basic part, common 
to all ST6 devices, and one (ST62 sub family) or 
two (ST63 sub family) dedicated board depending 
of specific device to emulate. Only the dedicated 
boards have to be changed to emulate a new 
device within the ST62/ST63 subfamilies. 

The software part of the real time emulation tool is 
the symbolic debugger. It can be run on a PC 
compatible system and is common to all 
ST62/ST63 devices. It drives the emulator main­
frame through an RS232 channel. The debugger 
uses a windowed menu driven user interface and 
enables the user to set the configuration of the 
emulator. 

Once assembled and eventually linked and de­
bugged by using the simulator, the application soft­
ware is ready to be down loaded into the ST6-EMU. 
The device probe is connected into the application 
hardware. The development station will perform a 
real time emulation of the target device, thus allow­
ing high performance test and debugging of both 
application hardware and software. 

The breakpoints allow user to stop the MCU when 
the application software reaches selected ad­
dresses and/or addresses within a selected ranges 
and/or on data fetch (or read or write or both) 
cycles. The user is then able to read and modify 
any register and memory location. An on line as­
sembler/disassembler is also available to ease the 
debugging. 

The logic analyser can be used when real time 
emulation is needed. It allows to display the last 
1 024 cycles. The displayed cycles are either fetch 
cycles only or fetch cycles and data space ac­
cesses. Addresses, data, control/status bits and 4 
user signals are displayed using mnemonic and 
user symbols. 

Such a powerful tool enables the user to detect and 
trap any pattern and thus quickly debug the appli­
cation. The trapping of random patterns is greatly 
improved by the capability to quit the emulation 
session while the emulator continue to run the 
application software. When the user re-enters the 
debugger, the emulation session resumes and in­
formation about any events of interest will be 
flashed to the screen in the form of a message. 

Log files offer the ability to send any screen display 
to a text file. In particular, log files are very useful 
to save the contents of the logic analyser and/or 
the contents of data registers to be analysed or 
printed. 

Command files can be used to execute a set of 
debugger commands in order to ease and speed 
up the emulation session. 

A powerful help facility can be called at any time to 
give additional information about the commands, 
the processor or the emulator. 

When the program is fully debugged, the ST6 
EPROM remote programming board can be used 
to program the emulation device with the INTEL 
hex format file produced by the linker. 

_2,_4 ____________ t.V ~~m~:Olcm -------------
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ST6xxx-EMU 

Figure 1. SDBST6 Command Summary 

ALL One Line Assembler 

BASE Change base of numbers 

BREAK Display/set breakpoint 

CB Clear breakpoints 

CMP Compare memory 

DL Display memory in listing ASM form 

DM Display/change memory 

DOS Branch to DOS 

DR Display/change registers 

DS Display symbol table 

FM Fill memory with pattern 

GO Start user program 

GRAPH Return to GRAPHIC interface 

HELP Call HELP utility 

HWTEST Execute diagnostic test 

LOAD Load memory from a file 

LCONF Load data pages configuration 

MOVE Move memory block 

NEXT Single/multi step mode 

PM Display/change paged Data ROM locations 

QUIT Abandon the program 

RESET Reset ST6 core dedications 

SAVE Save memory into a file 

SB Set address breakpoints 

SCONF Save data pages configuration 

SEARCH Search pattern in memory 

REM Put comment in a log file 

SET Set system options 

SR Set register 

TRACE Display traced execution 

USE Execute command file 

WR Display current Working Register set 

UPLOAD Copy ROMulator into HOST 

/ifj SGS-1HOMSON 3/4 
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ST6xxx-EMU 

ORDERING INFORMATION 

Sales Type Description 

ST6240-EMU Complete emulator package for ST6240 devices 
(including dedicated board and ST6-SW software package) 

ST6242-EMU Complete emulator package for ST6242 devices 
(including dedicated board and ST6-SW software package) 

ST6245-EMU 
Complete emulator package for ST6245 devices 
(including dedicated board and ST6-SW software package) 

ST626X-EMU 
Complete emulator package for ST626XB and ST629X devices 
(including dedicated board and ST6-SW software package) 

ST638X-EMU Complete emulator package for ST636X/7X/8X devices 
(including dedicated board and ST6-SW software package) 

ST631XX-EMU 
Complete emulator package for ST631 XX devices 
(including dedicated board and ST6-SW software package) 

ST621X-DBE Separate dedicated board for ST621 XB devices 

ST624X-DBE Separate dedicated board for ST624X devices 

ST626X-DBE Separate dedicated board for ST626X and ST629X devices 

ST624X-EMU Emulator package for ST6240 devices without probes 
(including dedicated board and ST6-SW software packages) 

ST624X-EMU Emulator package for ST6280 devices without probes 
(including dedicated board and ST6-SW software packages) 

ST6240-PQFP Probe for ST6240 

ST6242-PQFP Probe for ST6242 

ST6245-PQFP Probe for ST6245 

Note : The emulator power supply can be adjusted to 220V or 11 OV. 

4/4 ~ SGS·THOMSON -------------- A.""JI llJIO©OO©Il:~©'ii'OO©Il<lO©@ ---------------
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ST62Exx-EPB 

EPROM PROGRAMMING BOARDS FOR ST62 MCU FAMILY 

HARDWARE FEATURES 
• Programs the ST62Exx EPROM and OTP MCUs 

• Standalone and PC driven modes 

• All ST62Exx packages are supported 

SOFTWARE FEATURES 
• Menu driven software 

• S19 or INTEL hex file formats 

DESCRIPTION 
Different programming boards are designed for 
programming of the various EPROM and OTP 
devices of the ST62 sub-family. For a particular 
device, all available packages are supported by the 
same programming board. 

April1993 

It can run either in standalone or remote mode 
under control of a DOS compatible PC. 

In standalone mode, the microcontrollers can be 
programmed with a simple key operation directly 
from a master EPROM device or a master microcon­
troller. Two colour LEOs indicate the operational 
pass or fail. 

In standalone mode an EPROM memor}t or a mas­
ter MCU is plugged into the programming board. 
The code from the EPROM or the master MCU is 
read and programmed into the ST62 EPROM or 
OTP device. Both VERIFY and BLANK CHECK 
functions are provided. 

In remote mode, the programming board is con­
nected to a DOS compatible PC through an RS232 
serial channel. Object code in either S19 or INTEL 
HEX format is read from disk file to program the 

1/2 
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ST62Exx-EPB 

ORDERING INFORMATION 

Sales Types Cll 

6T62E1X- EPB/XXX 

6T62E4X-EPBIXXX 

6T62E6X-EPB/XXX 

6T62E6X-EPB/XXX 

6T631 XX-EPB/220 

Notes: 
1. ST62Exx-EPB/110: 110V Power Supply 

ST62Exx-EPB/220 : 220V Power Supply 
2. Both /HWD and /SWD options are supported 

Supported Devices Supported Packages 

6T62E10 121 
6T62T10C2l 
6T62E15 121 DIP20 
6T62T15c~ DIP28 
6T62E20c 6020 
6T62T2o!2l 6028 
6T62E25C2l 
6T62T25 12l 

6T62E40 
6T62E42 QFP52 6T62E45 
6T62T40 QFP64 

6T62T42 QFPBO 

ST62T45 

6T62E60 DIP20 
ST62E65 8020 
ST62T60 DIP28 
ST62T65 6028 
6T62E94 DIP20 
ST62T94 DIP28 

ST6280 
ST62E80 
ST62T80 QFP100 
ST6285 QFPBO 

ST62E85 
ST62T85 

6T631XX DIP40 
DIP28 

~212=----------- t:r'l SCS·1HOMSON ----------­... ...,, li'llD©ID©I<~Ii!lll©$ 
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ST62Exx-GP 

GANG PROGRAMMERS FOR ST62 MCU FAMILY 

HARDWARE FEATURES 

• Programs simultaneously up to 10 ST62Exx 
EPROM and OTP MCUs 

• Standalone and PC driven modes 

• DIP and SO packages supported 

SOFTWARE FEATURES 

• Menu driven software 

• S19 or INTEL hex file format 

DESCRIPTION , 

The ST62 gang programmers are designed for 
programming up to 10 EPROM or OTP devices. It 
can run either in standalone or remote mode under 
control of a DOS comp~tible PC. 

April1993 

In standalone mode, the target ST62 MCUs are 
programmed with a simple key operation directly 
from a master EPROM memory or from a master 
EPROM MCU. Two color LEOs indicate for each 
target device the operational pass or fail. Both 
VERIFY and BLANK CHECK functions are pro­
vided. 

In Remote mode, the gang programmer is con­
nected to a DOS compatible PC through an RS232 
serial channel. Object code in either 819 or INTEL 
HEX format is read from disk files to program the 
target devices. The menu driven software also 
offers VERIFY, BLANK CHECK, READ master and 
other utility functions. 

The gang programmer is made up of a two parts, 
a base unit common to all ST62XX devices and a 
dedicated package adaptator. 

1/2 
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ST62Exx-GANG 

'\ 

ORDERING INFORMATION 

Sales Types Description 

ST62E1 0-GP/DIP Gang Programmer 

ST62E1 0-GP/SO Gang Programmer 

ST62E15-GP/DIP Gang Programmer 

' 

ST62E15-GP/SO Gang Programmer 

ST62E40-GP/QFP Gang Programmer 

ST62E42-GP/QFP Gang Programmer 

ST62E45-GP/QFP Gang Programmer 

ST62E65-GP/QFP Gang Programmer 

ST62E65-GP/QFP Gang Programmer 

ST62E80-GP/QFP Gang Programmer 

ST62E85-GP/QFP Gang Programmer 

Note 1. Both /HWD and /SWD options are supported, 

Dedicated Gang Programmers (suffix /GP) are deliv­
ered including one dedication module (Suffix /GPA). 
Alternative device dedication modules are avail-

Supported Devices <1> Supported Packages 

ST62E10 
ST62T10 DIP20 ST62E20 
ST62T20 

ST62E10 
ST62T10 8020 ST62E20 
ST62T20 

ST62E15 
ST62T15 DIP28 ST62E25 
ST62T25 

ST62E15 
ST62T15 8028 
ST62E25 
ST62T25 

ST62E45 QFP52 
ST62T45 

ST62E45 QFP52 
ST62T45 

ST62E45 QFP52 
ST62T45 

ST62E45 QFP52 
ST62T45 

ST62E45 QFP52 
ST62T45 

ST62E80 QFP100 ST62T80 

ST62E85 QFP100 ST62T85 

able under the sales types given above, but with 
/GP replaced by /GPA, allowing the use of another 
device type or package with the same Programmer. 
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INTRODUCTION 

This manual deals with the description of the in­
struction set 'and addressing modes of ST62,63 
microcontroller series. The manual is divided in 
two main sections. The first one includes, after a 
general family description, the addressing modes 
description. The second section includes the de­
tailed description of ST62,63 instruction set. Each 
instruction is described in detail with the differ­
ences between each ST6 series. 
ST6 software has been designed to fully use the 
hardware in the most efficient way possible while 
keeping byte usage to a minimum; in short to pro­
vide byte efficient programming capability. 

Table 1. ST62,63 Series Core Characteristics 

ST62,63 Series 

Stack Levels 6 

Interrupt Vectors 5 

NMI YES 

Flags Sets 3 

Program ROM 2K+2K•n 
20KMax 

Data RAM 64byte • m 

Data ROM 64 byte pages 
in ROM 

Carry Flag SUB Reset if A> Source Instruction 

Carry Flag CP Set if A< Source 
Instruction 

March 1993 

ST62- ST63 

PROGRAMMING MANUAL 

PROGRAMMING MODEL 

It is useful at this stage to outline the programming 
model of the ST62,63 series, by which we mean 
the available memory spaces, their relation to one 
another, the interrupt philosophy and so on. 

Memory Spaces. The ST6 devices have three dif­
ferent memory spaces: data, program and stack. 
All addressing modes are memory space specific 
so there is no need for the user to specify which 
space is being used as in more complex systems. 
The stack space, which is used automatically with 
subroutine and interrupt management for program 
counter storage, is not accessible to the user. 

Figure 1. ST6 Family Programming Model 

{ I b7 X REG. POINTER bOll 
INDEX · SHORT 

REGISTER I b7 y REG. POINTER bO I DIRECT 
~-========-~-ADDRESSING 
b7 V REGISTER bO J MODE 
~------------~bO~ 
~b=7==W=R=E=G=I~==R===~ 
Jb7 ACCUMULATOR bO I 

PROGRAM COUNTER 

SIX LEVELS 
STACK REGISTER 

NORMAL FLAGS 

INTERRUPT FLAGS 

NMIFLAGS 

c I z I 
cl z I 
cl z I 

VA000423 

1/43 

309 



ST62,63 Programming Manual 

PROGRAMMING MODEL (Continued) 

Figure 2. ST62 Data Space Example 

b7 bO 

NOT IMPLEMENTED 

DATA ROM/EPROM WINDOW 
64BYTE 

X REGISTER 

YREGISTER 
VREGISTER 
WREGISTER 

DATA RAM 60 BYTES 

PORT A DATA REGISTER 
PORT B DATA REGISTER 

PORT C DATA REGISTER 
RESERVED 

PORT A DIRECTION REGISTER 
PORT B DIRECTION REGISTER 
PORT C DIRECTION REGISTER 

RESERVED 
INTERRUPT OPTION REGISTER 
DATA ROM WINDOW REGISTER 

RESERVED 

PORT A OPTION REGISTER 
PORT B OPTION REGISTER 

PORTC OPTION REGISTER 
RESERVED 

NO DATA REGISTER 
NO CONTROL REGISTER 

TIMER PSG REGISTER 
TIMER DATA REGISTER 
TIMER TSCR REGISTER 

RESERVED 

WATCHDOG REGISTER 

RESERVED 

ACCUMULATOR 

OOOH 

03FH 

040H 

07FH 

080H 

081H 
082H 
083H 
084H 

OBFH 
OCOH 
OC1H 
OC2H 
OC3H 
OC4H 
OC5H 
OC6H 
OC7H 
OCSH 
OC9H 

OCAH 

OCBH 
OCCH 
OCDH 

OCEH 
OCFH 
ODOH 
OD1H 

OD2H 
OD3H 
OD4H 
OD5H 

OD7H 
ODSH 
OD9H 

OFEH 
OFFH 

Figure 3. ST62 Program Memory Example 

b7 

NOT IMPLEMENTED 

RESERVED 

USER PROGRAM ROM 
1828 BYTES 

RESERVED 

INTERRUPT VECTOR #4 

NO INTERRUPT 
INTERRUPT VECTOR #3 

TIMER INTERRUPT 
INTERRUPT VECTOR #2 

PORT B & C INTERRUPT 
INTERRUPT VECTOR #1 

PORT A INTERRUPT 

RESERVED 

INTERRUPT VECTOR #0 
NMIINTERRUPT 

USER RESET VECTOR 

bO 

OOOOH 

07FFH 
0800H 

087FH 

0880H 

OF9FH 
OFAOH 

OFEFH 
OFFOH 

OFF1H 
OFF2H 
OFF3H 
OFF4H 

OFF5H 
OFF6H 
OFF7H 
OFFBH 

OFFBH 

OFFCH 
OFFDH 

OFFEH 
OFFFH 

On EPROM versions there are no re­
served areas. These reserved bytes are 
present on ROM/OTP versions. 

Data Memory Space. The following registers in the 
data space have fixed addresses which are hard­
ware selected so as to decrease access times and 
reduce addressing requirements and hence pro­
gram length. The Accumulator is an 8 bit register in 
location OFFH. The X, Y, V & W registers have the 
addresses 80H-83H respectively. These are used 
for short direct addressing, reducing byte require­
ments in the program while the first two, X & Y, can 
also be used as index registers in the indirect 
addressing mode. These registers are part of the 
data RAM space. In the ST62 and ST63 for data 
space ROM a 6 bit (64 bytes addressing) window 
multiplexing in program ROM is available through 
a dedicated data ROM banking register. 
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PROGRAMMING MODEL (Continued) 

For data RAM and 1/0 expansion the lowest 64 
bytes of data space (OOH-03FH) are paged through 
a data RAM banking register. 

Self-check Interrupt Vector FF8H & FF9H: 
jp (self-check interrupt routine) 

A jump instruction to the reset and interrupt routines 
must be written into these locations. 

ST62 & ST63 Program Memory Space. The ST62 
and ST63 devices can directly address up to 4K 
bytes (program counter is 12-bit wide). A greater 
ROM size is obtained by paging the lower 2K of the 
program ROM through a dedicated banking regis­
ter located in the data space. The higher 2K of the 
program ROM can be seen as static and contains 
the reset, NMI and interrupt vectors at the following 
fixed locations: 

Reset Vector FFEH & FFFH: 
jp (reset routine) 

NMI Interrupt Vector FFCH & FFDH: 
jp (NMI routine) 

Non user Vector FFAH & FFBH 

Non user Vector FF8H & FF9H 

Interrupt #1 Vector FF6H & FF7H jp (lnt 1 routine) 

Interrupt #2 Vector FF4H & FF5H jp (lnt 2 routine) 

Interrupt #3 Vector FF2H & FF3H jp (lnt 3 routine) 

Interrupt #4 Vector FFOH & FF1 H jp (lnt 4 routine) 

Program Counter & Stack Area. The program 
counter is a twelve bit counter register since it has 
to cover a direct addressing of 4K byte program 
memory space. When an interrupt or a subroutine 
occurs the current PC value is forward "pushed" 
into a deep LIFO stacking area. On the return from 
the routine the top (last in) PC value is "popped" 
out and becomes the current PC value. The 
ST60/61 series offer a 4-word deep stack for pro­
gram counter storage during interrupt and sub-rou­
tines calls. In the ST62 and ST63 series the stack 
is 6-word deep. 

Status Flags. Three pairs of status flags, each pair 
consisting of a Zero flag and a Carry flag, are 
available. In the ST62 and ST63 an additional third 
set is available. One pair monitors the normal 
status while the se-cond monitors the state during 

ST62,63 Programming Manual 

interrupts; the third flags set monitors the status 
during Non Maskable interrupt servicing. The 
switching from one set to another one is automatic 
as the interrupt requests (or NMI request for 
ST62,ST63 only) are acknowledged and when the 
program returns after an interrupt service routine. 
After reset, NMI set is active, until the first RETI 
instruction is executed. 

ST62 & ST63 Interrupt Description. The ST62 
and ST63 devices have 5 user interrupt vectors 
(plus one vector for testing purposes). Interrupt 
vector #0 is connected to the not maskable interrupt 
input of the core. Interrupts from #1 to #4 can be 
connected to different on-chip and external sources 
(see individual datasheets for detailed information). 
All interrupts can be globally disabled through the 
interrupt option register. After the reset ST62 and 
ST63 devices are in NMI mode, so no other inter­
rupts can be accepted and the NMI flags set is in 
use, until the RETI instruction is performed. If an 
interrupt is detected, a special cycle will be ex­
ecuted, during this cycle the program counter is 
loaded with the related interrupt vector address. 
NMI can interrupt other interrupt routines at any 
time while normal interrupt can't ·interrupt each 
other. If more then one interrupt is waiting service, 
they will be accepted according to their priority. 
Interrupt #1 has the highest priority while interrupt 
#4 the lowest. This priority relationship is fixed. 

Figure 2. ST62 & ST63 Stack Area 

rPROG!lAM COUNTER :=l 
STACK LEVEL 1 

STACK LEVEL 2 

STACK lf:\'0. J 

STAD< LEVEL 4 

STACK LEVEL 5 

STACK LEVEL 6 ,__J 

WHEN RET OR { 
REll OCCURS J >HEN CAll. OR >NTERRUeT 

REQUEST OCCURS 
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ADDRESSING MODES 

The ST6 family gives the user nine addressing 
modes for access to data locations. Some of these 
are specifically tailored to particular instruction 
types or groups while others are designed to re­
duce program length and operating time by using 
the hardware facilities such as the X, Y, V & W 
registers. The data locations can be in either the 
program memory space or the data memory space 
when the ST6 is operating due to user software. In 
addition the ST6 has a stack space for the 12 bit 

· program counter but this is controlled by internal 
programming and is not accessible by the user. 
This section will describe all the addressing modes 
which are provided to the user. The following is the 
complete list of the ST6 available addressing 
modes: 

-Inherent 

-Direct 

- Short Direct · 

-Indirect 

-Immediate 

- Program Counter Relative 

-Extended 

-Bit Direct 

- Bit Test & Branch 

Inherent. For instructions using the inherent ad­
dressing mode the opcode contains all the informa­
tion necessary for execution. All instructions using 
this mode are One Byte instructions. 

Program Memory Data Memory 

OPC 

OPC=Opcode 

Example: 

Instruction Comments 

WAIT Puts ST6 into the low power WAIT mode 

STOP 
Puts the ST6 into the lowest power 
mode 

Returns from interrupt. Pops the PC 
RET I from the PC stack.Sets the normal set 

of flags 

Direct. In the direct addressing mode the address 
of the data is given by the program memory byte 
ill) mediately following the opcode. This data loca­
tion is in the data memory space. All instructions 
using this mode are Two Bytes instructions, lasting 
Four Cycles. 

Program Memory Data Memory 

OPC 

O.A. OPERAND 

OPC=Opcqde 
O.A = Operand Address 

Example: 

Instruction Comments 

Loads the accumulator with the value 
LDA,OA3H found in location A3H in the data 

space. 

The value found in locations 11 H in 
SUBA,11H the data memory is subtracted from 

the value in the accumulator. 
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ADDRESSING MODES (Continued) 

Short Direct. ST6 core has four fixed location 
registers in the data space which may be ad­
dressed in a short direct manner. The addresses 
and names of these registers are SOH (X), S1 H (Y), 
S2H (V) and S3H (W). When using this addressing 
mode the data is in one of these registers and the 
address is a part of the opcode. All instructions 
using this mode are One Byte instructions, lasting 
Four Cycles. 

Program Memory Data Memory 

X 

OPC&O.A. y 

v 

w 

OPC =Opcode 
O.A .= Operand Address 

Example: 

Instruction Comments 

LDA,X 
The value of the X register (BOH) is 
loaded into the accumulator. 

INC X The X register is incremented. 

Indirect. The indirect mode must use either the X 
(SOH) or Y (S1 H) register. This register contains the 
address of the data. The operand is at the data 
space address pointed to by the content of X or Y 
registers. All instructions using this mode are One 
Byte instructions, lasting Four Cycles. 

ST62,63 Programming Manual 

Program Memory Data Memory 

OPC& R.A. X,Y 

OPC =Opcode 
R.A. = Register Address 

Example: 

Instruction Comments 

The value in the registers pointed to by 
LDA,(X) the X register is loaded into the 

accumulator. 

The value in the register pointed to by 
ADDA,(Y) . the Y register is added to the 

accumulator value. 

INC(Y) 
The value in the register pointed to by 
theY register is incremented. 

Immediate. In the immediate addressing mode the 
operand is found in the program ROM in a byte 
which is the last byte of the instruction. This ad­
dressing mode can be used for initializing data 
space registers and supplying constants. Instruc­
tions using this mode can be Two or Three Bytes 
instructions, lasting Four Cycles. 

Program Memory Data Memory 

OPC 

D.A. DESTINATION 

OPERAND 

OPC=Opcode 
D.A. = Destination Address 
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ADDRESSING MODES (Continued) 

Example: 

Instruction Comments 

LDI34H,DFH 
Loads immediate value DFH into 
data space location 34H. 

SUBIA,22H 
The immediate value 22H is sub-
tracted from the ace. 

Program Counter Relative. This addressing 
mode is used only with conditional branches within 
the program. The opcode byte contains the data 
which is a fixed offset value. This offset is added to 
the program counter to give the address of the next 
instruction. The offset can have any value in the 
range -15 to +16. It is determined by the last five 
bits of the opcode. All instructions using this mode 
are One Byte Instructions, lasting Two Cycles. 

Program Memory 

f-0-P_C_&_D_.A_. --l---G-i CURRENT PC I 
NEXTINSTRUC. _j 

OPC=Opcode 
O.A. = Destina~on Address 

Example: 

Instruction Comments 

JRC3 If the carry flag is set then PC = PC+3 

If the zero flag is not set (i.e the result 
JRNZ -7 of a previous instruction is not zero) 

then PC= PC-7 

The relative jump address can be also a label that 
is automatically handled by the assembler. 

Extended. The extended addressing mode is used 
to make long jumps within the program memory 
space (4K). The data requires 12 bits and is pro­
vided by half of the opcode byte and all of the 
second byte. All instructions using this mode are 
Two Bytes instructions, lasting Four Cycles. 

Program Memory Stack 

OPC & 12 

~ 
CURRENT PC 

- -
BIT ADDRESS 

OPC = Opcode 

Example: 

Instruction Comments 

JP3FAH 
Loads 3FAH into program counter and 
continues with the instruction at 3FAH. 

The current PC is pushed onto the 
CALLROU1 stack and PC loaded with the value as-

sociated to the ROU1 label 

The absolute jump address can be also a label that 
is automatically handled by the assembler. 

Bit Direct. This addressing mode allows the user 
to set or clear any specified bit in a data memory 
register. The address of the bit is given in the form: 
"b,R" where b is the number of the bit and R is the 
address of the register. The bit is determined by 
three bits in the opcode and the register address is 
given by the second byte. All instructions using this . 
mode are Two Byte instructions, lasting Four 
Cycles. 

Program Memory Data Memory 

OPC&BITADD 
~ 

D.A. 716151413121110 

OPC=Opcode 
D.A. =Destination Address 
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Example: 

Instruction Comments 

SET 4,A Sets bit4 of the accumulator to 1. 

RESO,PORT Clears bit o of PORT register 

The register address can be associated to a label 
that is automatically handled by the assembler. 

Bit Test & Branch. The bit test addressing mode 
is used in conditional jump instructions in which the 
jump depends on the result of a bit test. The opcode 
specifies the bit to be tested, the byte following the 
opcode in the register address in data space, and 
the third byte is the jump displacement, which is in 
the range -126 to + 129. This displacement can be 
determined using a label, which is converted by the 
assembler. The state of the tested bit is also copied 

PC 

OPC =Opcode 
R.A. = Relative Address 
J.D.= Jump Displacement 

Program Memory 

OPC&BITADD 

R.A. 

J.D. 

INSTRUCTION 
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into the carry flag. All instructions using this mode 
are Three Byte instructions, lasting Five Cycles. 

Example: 

Instruction Comments 

If bit three of data memory 
register 
associated to PORT label is 

JRS 3,PORT,LAB1 set then PC=PC+LAB1 
(where LAB1 is the jump dis-
placement associated to a 
label 

If bit 0 of data memory regis-
JRR O,OAH,-72 ter OAH is reset to 0 then 

PC=PC-72. 

The register address and the jump displacement 
can be associated to labels that are automatically 
handled by the assembler. 

Data Memory · 
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ST62 & ST63 INSTRUCTION SET 

The ST62,63 instructions can be divided function­
ally into the following seven groups. 

-LOAD AND STORE 

-ARITHMETIC AND LOGIC 

- CONDITIONAL BRANCH 

- JUMP AND CALL 

- BIT MANIPULATION 

-CONTROL 

-IMPLIED 

The following summary shows the instructions be­
longing to each group, the number of operands 
required for each instructions and the number of 
machine cycles. The flag behaviour is usually the 
same for both ST62 and ST63. The only difference 
is present for CP and SUB instructions as specified 
in the detailed description. 

Table 2. Load & Store Instructions 

Instruction Bytes Cycles 
Flags 

z c 
LD 1 4 !;. * 

LD rr 2 4 !;. * 

LOlA 2 4 ;,. * 

LDI 3 4 * * 

Notes: 6: Affected 

*: Not Affected 

Table 3. Arithmetic & Logic Instructions 

Instruction Bytes Cycles 
Flags 

z c 
ADD 2 4 ;,. !;. 

ADD {X,Y) 1 4 ;,. 0 

ADD I 2 4 !;. 0 

AND 2 4 ;,. * 

AND {X,Y) 1 4 ;,. * 

AND I 2 4 ;,. . 
CLRA 2 4 ;,. 0 

CLR 3 4 * . 
COM 1 4 !;. 0 

Instruction Bytes Cycles 
Flags 

z c 
CP 2 4 ;,. 0 

CP{X,Y) 1 4 !;. 0 

CPI 2 4 ;,. 0 

DEC 1 4 !;. . 
DECA/rr 2 4 !;. . 
INC 1 4 ;,. . 
INCA!rr 2 4 !;. . 
RLC 1 4 !;. 0 

SLA 2 4 !;. 0 

SUB 2 4 ;,. 0 

SUB (X,Y) 1 4 ;,. 0 

SUB I 2 4 ;,. 0 

Notes: 6: Affected 

*: Not Affected 

Table 4. Conditional Branch lnsructions 

Instruction Bytes Cycles 
Flags 

z c 
JRC 1 2 . . 
JRNC 1 2 . . 
JRR 3 5 . ;,. 

JRS 3 5 . ;,. 

JRZ 1 2 . . 
JRNZ 1 2 . ~ 

Notes: 6: Affected 

': Not Affected 

Table 5. Jump & Call Instructions 

Instruction Bytes Cycles 
Flags 

z c 
CALL 2 4 . . 
JP 2 4 . * 

Notes: 6: Affected 

*: Not Affected 
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ST62 & ST63 INSTRUCTION SET (Continued) Table 7. Control Instructions 

Table 6. Bit Manipulation Instructions Instruction Bytes Cycles 
Flags 

z c 
Instruction Bytes Cycles 

Flags NOP 1 2 . . 
z c RET 1 2 . . 

RES 2 4 . . RETI 1 2 "' "' STOP 1 2 . . 
SET 2 4 . . 

WAIT 1 2 . . 
Notes: t.: Affected 

': Not Affected Notes: t.: Affected 

': Not Affected 

Table 8. Addressing Modes/Instruction Table 

Instruction lnh Dir Sh Dir lnd lmm PCR Ext Bit Dir Bit Flags 
Test z c 

ADD X X X "' "' AND X X X "' 
. 

CALL X . . 
CLRA X "' D 
CLR X . . 
COM X 

"' "' CP X X X "' "' DEC X X X "' * 
INC X X X "' 

. 
JP X • . 
JRC,JRNC X . . 
JRZ,JRNZ X . . 
JRR, JRS X . 

"' LD, LDI X "' 
. 

NOP X . . 
RES, SET X . . 
RET X . . 
RET I X "' "' RLC X "' "' SLA X "' "' STOP, WAIT X . . 
SUB X X X "' "' Notes: 

INH. Inherent, DIR: Direct, SH.DIR: Short Direct, 

IND. Indirect, IMM: Immediate, PCR: Program Counter Relative 

EXT. Extended, BIT DIR: Btt Direct, BIT TEST.: Bit Test 

t.. Affected 

Not Affected 
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ST62 & ST63 INSTRUCTION SET (Continued) 
Table 9. ST62,63 Opcode Map 

Low 
0 1 2 3 4 5 6 7 8 9 A B 

0000 0001 0010 0011 0100 0101 0110 0111 1000 1001 1010 1011 
HI 

2 JRNZ 4CALL 2 JRNC 5 JAR 2 JRZ 2 JRC 4 LD 2 JRNZ 4 JP 2 JRNC 4 RES 2 
0 e abc e bO,rr,ee e # e a,(x) e abc e bO,rr 

0000 
1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 bd 1 
2 JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 INC 2 JRC 4 LDI 2 JRNZ 4 JP 2 JRNC 4 SET 2 

1 e abc e bO.rr.ee e X e a,nn e abc e bO,rr 
0001 

1 per 2 ext 1 per 3 bl 1 per 1 sd 1 pre 2 imm 1 per 2 ext 1 per 2 bd 1 
2 JRNZ 4CALL 2 JRNC 5 JAR 2 JRZ 2 JRC 4 CP 2 JRNZ 4 JP 2 JRNC 4 RES 2 

2 e abc e b4,rr,ee e # e a,(x) e abc e b4,rr 
0010 

1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 b d 1 
2 JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 LD 2 JRC 4 CPI 2 JRNZ 4 JP 2 JRNC 4 SET 2 

3 e abc e b4,rr,ee e a,x e a,nn e abc e b4,rr 
0011 

1 per 2 ext 1 per 3 bt 1 per 1 sd 1 pre 2 imm 1 per 2 ext 1 per 2 b.d. 1 
2 JRNZ 4CALL 2 JRNC 5 JAR 2 JRZ 2 JRC 4 ADD 2 JRNZ 4 JP 2 JRNC 4 RES 2 

4 e abc e b2,rr,ee e # e a,(x) e abc e b2,rr 
0100 

1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 b.d 1 
2 JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 INC 2 JRC 4 ADDI 2 JRNZ 4 JP 2 JRNC 4 SET 2 

5 e abc e b2,rr,ee e y e a,nn e abc e b2,rr 
0101 

1 per 2 ext 1 per 3 bt 1 per 1 sd 1 pre 2 imm 1 per 2 ext 1 per 2 bd 1 
2 JRNZ 4CALL 2 JRNC 5 JRR 2 JRZ 2 JRC 4 INC 2 JRNZ 4 JP 2 JRNC 4 RES 2 

6 e abc e b6,rr,ee e # e (x) e abc e b6,rr 
0110 

1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 bd 1 
2 JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 LD 2 JRC 2 JRNZ 4 JP 2 JRNC 4 SET 2 

7 e abc e b6,rr,ee e a,y e # e abc e bB,rr 
0111 

1 per 2 ext 1 per 3 bt 1 per 1 sa 1 pre 1 per 2 ext 1 per 2 b.d 1 
2JRNZ 4CALL 2 JRNC 5 JAR 2 JRZ 2 JRC 4 LD 2 JRNZ 4 JP 2 JRNC 4 RES 2 

8 e abc e tt1,rr,ee e # e (x),a e abc e b1,rr 
1000 

1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 bd 1 

2JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 INC 2 JRC 2 JRNZ 4 JP 2 JRNC 4 SET 2 
9 e abc e b1,rr,ee e v e # e abc e b1,rr 

1001 
1 per 2 ext 1 per 3 bt 1 per 1 sd 1 pre 1 per 2 ext 1 per 2 bd 1 
2JRNZ 4 CALL 2 JRNC 5 JAR 2 JRZ 2 JRC 4 AND 2 JRNZ 4 JP 2 JRNC 4 RES 2 

A e abc e bS,rr,ee e # e a,(x) e abc e b5,rr 
1010 

1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 b.d 1 
2 JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 LD2 JRC 4 ANDI 2 JRNZ 4 JP 2 JRNC 4 SET 2 

B e abc e bS,rr,ee e a,v e a,nn e abc e b5,rr 
1011 

1 per 2 ext 1 per 3 bt 1 per 1 sd 1 pre 2 1mm 1 per 2 ext 1 per 2 bd 1 
2 JRNZ 4CALL 2 JRNC 5 JRR 2 JRZ 2 JRC 4 SUB 2 JRNZ 4 JP 2 JRNC 4 RES 2 

c e abc e b3,rr,ee e # e a,(x) e abc e b3,rr 
1100 

1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 bd 1 
2JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 INC 2 JRC 4 SUBI 2 JRNZ 4 JP 2 JRNC 4 SET 2 

D e abc e b3,rr,ee e w e a,nn e abc e b3,rr 
1101 

1 per 2 ext 1 per 3 bt 1 per 1 sd 1 pre 2 imm 1 per 2 ext 1 per 2 bd 1 
2 JRNZ 4CALL 2 JRNC 5 JAR 2 JRZ 2 JRC 4 DEC 2 JRNZ 4 JP 2 JRNC 4 RES 2 

E e abc e b?,rr,ee e # e (x) e abc e b7,rr 
1110 

1 per 2 ext 1 per 3 bt 1 per 1 pre 1 ind 1 per 2 ext 1 per 2 bd 1 
2 JRNZ 4CALL 2 JRNC 5 JRS 2 JRZ 4 LD 2 JRC 2 JRNZ 4 JP 2 JRNC 4 SET 2 

F e abc e b7,rr,ee e a,w e # e abc e b7,rr 
1111 

1 per 2 ext 1 per 3 bt 1 per 1 sd 1 pre 1 per 2 ext 1 per 2 bd 1 

Abbreviations for Addressing Modes: 
dir Direct 
sd Short Direct 
imm Immediate 

legend: 
# Indicates Illegal Instructions 
e 5 Bit Displacement 
b 3 Bit Address 

inh Inherent 
ext Extended 
b.d Bit Direct 

rr 1 byte dataspace address 

~~c 1 ~~];~~~;~~ate data 

bt Bit Test 
per Program Counter Relative 
rnd lndrrect 

ee 8 bit Displacement 
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Low 
c D E F 

1100 1101 1110 1111 
HI 

JRZ 4 LDI 2 JRC 4 LD 
e rr,nn e a,(y) 0 

0000 
per 3 imm 1 per t lnd 

JRZ 4 DEC 2 JRC 4 LD 
e X e a,rr 1 

0001 
per 1 sd 1 per 2 dir 

JRZ 4 COM 2 JRC 4 CP 
e a e a,(y) 2 

0010 
per 1 inh 1 per 1 ind 

JRZ 4 LD 2 JRC 4 CP 
e x,a e a,rr 3 

0011 
per 1 sd 1 per 2 dir 

JRZ 2 RETI 2 JRC 4 ADD 
e e a,(y) 4 

0100 
per 1 mh 1 per 1 · ind 

JRZ 4 DEC 2 JRC 4 ADD 
e y e a,rr 5 

0101 
per 1 sd 1 per 2 dlr 

JRZ 2 STOP 2 JRC 4 INC 
e e (y) 6 

. 0110 
per 1 inh 1 per 1 ind 

JRZ 4 LD2 JRC 4 INC 
e y,a e rr 7 

0111 
per 1 sd 1 per 2 dir 

JRZ 2 JRC 4 LD 
e # e (y),a 8 

1000 
per 1 per 1 ind 

JRZ 4 DEC 2 JRC 4 LD 
e v e rr,a 9 

1001 
per 1 sd 1 per 2 dir 

JRZ 4 RLC 2 JRC 4 AND 

e a e a,(y) A 
1010 

per 1 inh 1 per 1 ind 
JRZ 4 LD 2 JRC 4 AND 
e v.a e a,rr B 

1011 
per 1 sd 1 per 2 dir 

JRZ 2 RET 2 JRC 4 SUB 
e e a,(y) c 

1100 
per 1 inh 1 per 1 ind 

JRZ 4 DEC 2 JRC 4 SUB 
e w e a,rr D 

1101 
per 1 sd 1 per 2 dlr 

JRZ 2 WAIT 2 JRC 4 DEC 
e e (y) E 

1110 
per 1 inh 1 per 1 ind 

JRZ 4 LD 2 JRC 4 DEC 
e w,a e rr F 

1111 
per 1 sd 1 per 2 dir 
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ST62 & ST631NSTRUCTION SET (Continued) 

Table 10. Instruction Set Cycle-by-Cycle Summary 

Instruction Cycles Cycles(#) Address Bus Data Bus 

Indirect Addressing Mode 

ADD, AND, CP, 1 Opcode Address(') Opcode (') 

DEC, INC, LD, 4 2 Opcode Address + 1 Next Instruction 

SUB 3 Opcode Address + 1 Next Instruction 
4 Opcode Address + 1 Next Instruction 

ADD, AND, CP, 1 Opcode Address(') Opcode (') 

DEC, INC, LD, 4 2 Opcode Address + 1 Next Instruction 
3 Opcode Address + 1 Next Instruction SUB 4 Data Space Rom Add Rom Data(#) 

Direct Addressing Mode 

ADD, AND, CP, 1 Opcode Address(') Opcode (') 
DEC, INC, LD, 4 2 Opcode Address+ 1 Operand Address 
RES, SET, LSA, 3 Opcode Address + 1 (') Operand Addressrl 
SUB,CLR 4 Opcode Address +2 Next Instruction 

ADD, AND, CP, 1 Opcode Address(') Opcode (') 
DEC, INC, LD, 4 -2 Opcode Address + 1 Operand Address 
RES, SET, LSA, 3' Opcode Address + 1 (') Operand Address(#) 
SUB, CLR 4 Data Space Rom Add. (') Rom Data(#) 

' 
Immediate Addressing Mode 

ADDI,ANDI, 1 Opcode Address(') Opcode (') 

CPI, LDI, 4 2 Opcode Address + 1 Immediate Operand 

SUB I 3 Opcode Address + 1 (') Immediate Operand 
4 Opcode Address +2(') Next Instruction 

1 Opcode Address(') Opcode (') 

LDirr 4 2 Opcode Address+ 1 Register Address 
3 Opcode Address +2 Immediate Operand 
4 Opcode AdDress +3 NextOpcode 

1 Opcode Address(') Opcode (') 
2 Opcode Address + 1 (') Register Address LDirr 4 3 Opcode Address +2 (#) Immediate Operand 
4 Data Space Rom Add. Rom Operand (#) 

Short Direct Addressing Mode 

1 Opcode Address(') Opcode (') 

DEC,INC,LD 4 2 Opcode Address + 1 Next Opcode 
3 Opcode Address + 1 NextOpcode 
4 Opcode Address + 1 NextOpcode 

Notes: •. Valid only at the beginning of the cycle 
#. Valid only unti t 18 of the cycle 

CPU Activity Notes 

Decode Opcode ROM 
Read Operand Address Data Space 
Read Operand not Ad-
Execute Instruction dressed 

Decode Opcode ROM Read Operand Address Data Space Read Operand 
Execute Instruction Addressed 

Decode Opcode ROM 
Address Data Space 
Read Operand 

Data Space 
not Ad-

Execute Instruction drsssed 

Decode Opcode ROM· Address Data Space Data Space Read Operand Addressed Execute Instruction 

Decode Opcode 
Idle 
Read Operand 
Execute Instruction 

Decode Opcode ROM Read Register Address 
Read Immediate Data Space 

Operand not Ad-

Wr~e Operand To Reg. dressed 

Decode Opcode 
Read Register Address ROM 
Read Immediate Data Space 
Operand Addressed 
W~~e Operand To Reg. 

Decode Opcode 
Deline Data Space Add. 
Read Operand 
Execute Instruction 
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ST62,63 Programming Manual 

ST62 & ST63 INSTRUCTION SET (Continued) 

Table 10. Instruction Set Cycle-by-Cycle Summary (Continued) 

Instruction Cycles Cycles{#) Address Bus Data Bus 

Other Instructions 

1 Opcode Address(') 

CALL 4 2 Opcode Address + 1 
3 Opcode Address+ 1 
4 Opcode Address +2(') 

1 Opcode Address(") 

COM 4 2 Opcode Address + 1 
3 Opcode Address+ 1 
4 Opcode Address+ 1 

INTERRUPT 1 1 Next opcode address 

1 Opcode Address(') 

JP 4 2 opcode Address + 1 
3 opcode Address + 1 
4 opcode Address +2 

JRC,JRNC, 2 1 Opcode Address(') 
JRZ,JRNZ 2 Opcode Address+ 1 

1 Opcode Address(') 
2 J Opcode Address+ 1 (') 

JRR,JRS 5 3 Opcode Address +2(") 
4 Opcode Address +2(') 
5 Opcode Address +3(') 

1 Opcode Address(') 
2 Opcode Address + 1 (') 

JRR,JRS 5 3 Data Space Rom Add.(#) 
4 Opcode Address +2(') 
5 Data Space Rom Add.(#) 

RET 2 1 Opcode Address(") 
2 Return Address 

1 Opcode Address(') RET! 2 2 Return Address 

1 Opcode Address(') 

RLC 4 2 Opcode Address+ 1 
3 Opcode Address+ 1 
4 Opcode Address+ 1 

STOP, WAIT 2 1 Opcode Address(') 
2 Opcode Address+ 1 

Notes: •. Valid only at the beginning of the cycle 
#.Valid only until t18 of the cycle 

Opcode (') 
Subroutine Address 
Subroutine Address 
Next Instruction 

Opcode (') 
Next Opcode 
Next Opcode 
Next Opcode 

Next Opcode (") 

Opcode (') 
Jump Address 
Following lnstr. 
Following lnstr. (') 

Opcode (') 
Following lnstr. 

Opcode (") 
Operand Address (') 
Branch Value 
Branch Value (') 
Following lnstr. 

Opcode (") 
Operand Address (') 
Rom Data(#) 
Branch Value (') 
Rom Data(#) 

Opcode (") 
Next Opcode · 

Opcode (') 
Next Opcode 

Opcode (') 
Next Opcode 
Next Opcode 
Next Opcode 

Opcode (') 
NextOpcode 

CPU Activity Noles 

Decode Opcode 
Increment Stack Pointer 
Push Return Address 
Calculate Subroutine 
Add. 

Decode Opcode 
Calculate Ace. Address 
Read Accumulator 
Complement Accumula- ' 
tor 

Calculate Interrupt Add. 
Push Return Address Note 1 
Switch Flag Set 

Decode Opcode 
Idle 
Read Jump Address 
Calculate Jump Address 

Decode Opcode 
Calculate Offset 

Decode Opcode 
Read Operand ROM 
Test Operand Data Space 
Fetch Branch Value not Addressed 
Calculate New Address 

Decode Opcode 
Read Operand ROM 
Test Operand Data Space 
Fetch Branch Value Addressed 
Calculate New Address 

Decode Opcode 
Pop Return Address 

Decode Opcode 
Pop Return Address 
Switch Flag Set 

Decode Opcode 
Calculate Ace. Address 
Read Accumulator 
Shifted 

Decode Opcode 
Stop/Wait the Oscillator 

1. Add oscillator build up time plus 16 oscillator clocks if a stop instruction has been executed before the interrupt occured 
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Mnemonic: 

Function: 

Description: 

Operation: 

Instruction Format 

ADD dst,src 

ADDA,A 

ADDA,X 

ADDA,Y 

ADDA,V 

ADDA,W 

ADDA,(X) 

ADDA,(Y) 

ADDA,rr 

Notes: 

ST62,63 Instruction Set Description 

ADD 
Addition 

ADD 
\ 

Addition 

The contents of the source byte is added to the accumulator leaving the result in 
the accumulator. The source register remains unaltered. 

dst f- dst + src 

The destination must be the accumulator. 

Opcode (Hex) Bytes Cycles Flags 

z c 
5F FF 2 4 !:J. !:J. 

5F80 2 4 !:J. D 

5F 81 2 4 !:J. D 

5F82 2 4 !:J. D 

5F 83 2 4 !:J. D 

47 1 4 !:J. D 

4F 1 4 !:J. D 

5F rr 2 4 !:J. D 

rr. 1 Byte dataspace address . 
.1.: Z is set if the result is zero. Cleared otherwise. 

C is cleared before the operation and than set if there is an overflow from the B·bit resu~. 

Example: If data space register 22H contains the value 33H and the accumulator holds the 
value 20H then the instruction, 

ADDA,22H 

will cause the accumulator to hold 53H (i.e. 33+20). 

Addressing Modes: Source: Direct, Indirect 

Destination: Accumulator 
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ST62,63 Instruction Set Description 

ADD I 
Addition Immediate 

Mnemonic: ADDI 

Function: Addition Immediate 

Description: The immediately addressed data (source) is added to the accumulator leaving the 
result in the accumulator. 

Operation: dst ~ dst + src 

The destination must be the accumulator. 

Instruction Format Opcode (Hex) Bytes Cycles 

ADD I dst,src 

ADDIA,nn 57 nn 2 4 

Notes: 
nn. 1 Byte immediate data 
~: Z is set if result is zero. Cleared otherwise 

C is cleared before the operation and than set if there is an overflow from the B·bit result 

Example: If the accumulator holds the value 20H then the instruction, 

ADDIA,22H 

will cause the accumulator to hold 42H (i.e. 22+20). 

Addressing Modes: Source: Immediate 
Destination: Accumulator 

Flags 

z I c 
/1 I /1 

14/43 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

ANDdst,src 

ANDA,A 

ANDA,X 

ANDA,Y 

ANDA,V 

ANDA,W 

ANDA,(X) 

ANDA,(Y) 

ANDA,rr 

Notes: 

ST62,63 Instruction Set Description 

AND 

Logical AND 

AND 
Logical AND 

This instruction logically ANDs the source register and the accumulator. The result 
is left in the destination register and the source is unaltered. 

dst t-src AND dst 

The destination must be the accumulator. 

OPCODE (Hex) Bytes Cycles Flags 

z c 
BFFF 2 4 !J. . 
BFSO 2 4 !J. . 
BF81 2 4 !J. . 
BF82 2 4 !J. . 
BF83 2 4 !J. . 
A7 1 4 !J. . 
AF 1 4 !J. . 
BFrr 2 4 !J. . 

rr. 1 Byte dataspace address 
•. C Is unaffected 
fl. Z is set if the result is zero. Cleared otherwise. 

Example: If data space register 54H contains the binary value 11110000 and the 
accumulator contains the binary value 11001100 then the instruction, 

ANDA,54H 

will cause the accumulator to be altered to 11000000. 

Addressing Modes: Source: Direct, Indirect. 
Destination: Accumulator 

15143 ------------~~~~~ ------------
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ST62,63 Instruction Set Description 

AND I 
Logical AND Immediate 

Mnemonic: AND I 

Function: Logical AND Immediate 

Description: This instruction logically ANDs the immediate data byte and the accumulator. 
The result is left in the accumulator. 

Operation: dst ~ src AND dst 

The source is immediate data and the destination must be the accumulator. 

lnst. Format 

AND I dst,src 

ANDIA,nn 

Notes: 
nn. 1 Byte immediate data 
*. Cis unaffected 

OPCODE (Hex) Bytes 

87 nn 2 

Cycles Flags 

z I 
4 A I 

6. Z is set if the result is zero. Cleared otherwise. 

Example: If the a~cumulator contains the binary value 00001111 then the instruction, 

ANDIA,33H 

will cause the accumulator to hold the value 00000011. 

Addressing Modes: Source: Immediate 

Destination: Accumulator 

c 
* 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

CALLdst 

CALL abc 

Notes: 

ST62,63 Instruction Set Description 

CALL 
Call Subroutine 

CALL 

Call Subroutine 

The CALL instruction is used to call a subroutine. It "pushes" the current contents 
of the program counter (PC) onto the top of the stack. The specified destination 
address is then loaded into the PC and points to the first instruction of a procedure. 
At the end of the procedure a RETurn instruction can be used to return to the 
original program flow. RET pops the top of the stack back into the PC. 
Because the ST6 stack is 4 levels deep (ST60) and 6 levels deep (ST62,ST63), 
a maximum of four/six calls or interrupts may be nested. If more calls are nested, 
the PC values stacked latest will be lost. In this case returns will return to the PC 
values stacked first. 

PC ~ dst; Top of stack~ PC 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
c0001 ab 2 4 . I . 

abc. the three haH bytes of a twelve bit address, the start location of the subroutine. 
•. C,Z not affected 

Example: If the current PC is 345H then the instruction, 

CALLBDCH 

The current' PC 345H is pushed onto the top of the stack and the PC will be loaded 
with the value BDCH. The next instruction to be executed will be the instruction at 
BDCH, the first instruction of the called subroutine. 

Addressing Modes: Extended 

17/43 ------------- ~:iii ~it~Wf -------------
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ST62,63 Instruction Set Description 

CLR 
Clear 

Mnemonic: CLR 

Function: Clear 

Description: The destination register is cleared to DOh. 

Operation: dst ~ 0 

lnst. Format OPCDE(Hex) Bytes Cycles Flaas 
CLR dst z c 
CLRA OFFF 2 4 I! I! 

CLRX 008000 3 4 . . 
CLRV 00 81 00 3 4 . . 
CLRV 008200 3 4 . . 
CLRW 008300 3 4 . . 
CLR rr 00 rrOO 3 4 . . 

Notes: 

rr. 1 Byte dataspace address 

!J.. Zset, !J.. C reset 

•. C,Z unaffected · 

Example: If data space register 22h contains the value 33h, 

CLR22h 

will cause register 22h to hold OOh. 

Addressing Modes: Direct 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

COMdst 

COMA 

Note: 

ST62,63 Instruction Set Description 

COM 
Complement 

COM 

Complement 

This instruction complements each bit of the accumulator; all bits which are set to 
1 are cleared to 0 and vice-versa. 

dst~ NOTdst 

The destination must be the accumulator. 

OPCODE (Hex) Bytes. Cycles Rags 

z I c 
2D 1 4 !:>. I !:>. 

~: Z is set if the result is zero. Cleared otherwise. 
C will contain the value of the MSB before the operation. 

Example: If the accumulator contains the binary value 10111001 then the instruction 

COMA 

will cause the accumulator to be changed to 01000110 and the carry flag to be set 
(since the original MSB was 1 ). 

Addressing Modes: Inherent 

19/43 
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ST62,63 Instruction Set Description 

CP 
Compare 

Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

CPdst,src 

CPA,A 

CPA,X 

CPA,Y 

CPA,V 

CPA,W 

CPA,(X) 

CPA,(Y) 

CPA,rr 

CP 

Compare 

This instruction compares the source byte (subtracted from) with the destination 
byte, which must be the accumulator. The carry and zero flags record the result of 
this comparison. 

dst- src 

The destination must be the accumulator, but it will not be changed. 

OPCODE (Hex) Bytes Cycles Aags 

z c 
3FFF 2 4 !!J. !!J. 

3F80 2 4 !!J. 8 

3F 81 2 4 !!J. 8 

3F82 2 4 !!J. 8 

3F83 2 4 !!J. !!J. 

27 1 4 8 8 

2F 1 4 !!J. !!J. 

3F rr 2 4 !!J. !!J. 

Note: rr. 1 Byte dataspace address 

ST60 

ST62/63 

Example: 

~: Z is set if the result is zero. Cleared otherwise. 

C is set if Ace :::: src, cleared if Ace < src. 

~: Z is set if the result is zero. Cleared otehrwise. 

C is set if Ace < src, cleared if Ace :::: src. 

If the accumulator contains the value 11111000 and the register 34H contains the 
value 000111 00 then the instruction, 

CPA,34H 

will clear the Zero flag Z and set the Carry flag C, indicating that Ace:::: src (on ST60) 

Addressing Modes: Source: Direct, Indirect 

Destination: Accumulator 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

CPI dst,src 

CPIA,nn 

ST62,63 Instruction Set Description 

CPI 
Compare Immediate 

CPI 

Compare Immediate 

This instruction compares the immediately addressed source byte (subtracted from) 
with the destination byte, which must be the accumulator. The carry and zero flags 
record the result of this comparison. 

dst-src 

The source must be the immediately addressed data and the destination must be 
the accumulator, that will not be changed. 

OPCODE {Hex) Bytes Cycles Flags 

z I c 
37 nn 2 4 f.. I f.. 

Note: nn.1 Byte immediate data. 

ST60 

ST62/63 

Example: 

~: Z is set if the result is zero. Cleared otherwise. 

C is set if Ace ~ src, cleared if Ace < src. 

~: Z is set if the result is zero. Cleared otherwise. 

C is set if Ace < src, cleared if Ace ~ src. 

If the accumulator contains the value 11111000 then the instruction, 

CPI A,000111008 

will clear the Zero flag Z and set the Carry flag C indicating that Ace~ src (on ST60). 

Addressing Modes: Source: Immediate 

Destination: Accumulator 
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ST62,63 Instruction Set Description 

DEC 
Decrement 

Mnemonics: DEC 

Function: Decrement 

Description: The destination register's contents are decremented by one. 

Operation: dst f- dst-1 

lnst. Format 

DECdst 

DECA 

DECX 

DECY 

DECV 

DECW 

DEC(X) 

DEC (Y) 

DEC rr 

Notes: 
rr. 1 Byte dataspace address 
•. c Is unaffected 

OPCODE (Hex) 

FFFF 

10 

50 

90 

DD 

E7 

EF 

FF rr 

ll. Z Is set If the result Is zero. Cleared otherwise. 

Bytes Cycles 

2 4 

1 ' 4 

1 4 

1 4 

1 4 

1 4 

1 4 

2 4 

Flags 

z c 
!J. . 
!J. . 
!J. . 
!J. . 
!J. . 
!J. . 
!J. . 
!J. . 

Example: If the X register contains the value 45H and the data space register 45H contains 
the value 16H then the instruction, 

DEC(X) 

will cause data space register 45H to contain the value 15H. 

Addressing Modes: Short direct, Direct, Indirect. 
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ST62,63 Instruction Set Description 

Mnemonic: INC 

Function: Increment 

Descrip~ion: The destination register's contents are incremented by one. 

Operation: dst ~ dst+1 

lnst. Format 

INC dst 

INCA 

INC X 

INCY 

INCV 

INCW 

INC(X) 

INCM 

INC rr 

Notes: · 
rr. 1 Byte dataspace address 
•. C is unaffected 

OPCODE (Hex) 

7FFF 

15 

55 

95 

05 

67 

6F 

7F rr 

A. Z is set if the result is zero. Cleared otherwise. 

Bytes Cycles 

2 4 

1 4 

1 4 

1 4 

1 4 

1 4 

1 4 

2 4 

INC 
Increment 

Aags 

z c 
A . 
A . 
A . 
A . 
A . 
A . 
A . 
A . 

Example: If the X register contains the value 45H and the data space register 45H contains 
the value 16H then the instruction 

INC (X) 

will cause data space register 45H to contain the value 17H. 

Addressing Modes: Short direct, Direct, Indirect. 
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ST62,63 Instruction Set Description 

JP 
Jump 

Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

JPdst 

JP abc 

Notes: 

JP 

Jump (Unconditional) 

The JP instruction replaces the PC value with a twelve bit value thus causing a 
simple jump to another location in the program memory. The previous PC value is 
lost, not stacked. 

PC ~dst 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
c1001 ab 2 4 * I * 

abc. the three half bytes of a twelve bit address. 
• C,Z not affected 

Example: The instruction, 

JP 5CDH 

will cause the PC to be loaded with 5CDH and the program will continue from that 
location. 

Addressing Modes: Extended 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

JRCe 

Notes: 

ST62,63 Instruction Set Description 

JRC 
Jump Relative on Carry Flag 

JRC 

Jump Relative on Carry Flag 

This instruction causes the carry (C) flag to be tested and if this flag is set then a 
jump is performed within the program memory. This jump is in the range -15 to + 16 
and is relative to the PC value. The displacemente is of five bits. If C=O than the 
next instruction is executed. 

lfC=1, PCf-PC+e 

where e= 5 bit displacement 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
e110 1 2 . I . 

;. 5 bit displacement in the range -15 to+ 16 
C,Z not affected 

Example: If the carry flag is set then the instruction, 

JRC+8 

will cause a branch forward to PC+8. The user can use labels as indentifiers and 
the assembler will autdmatically allow the jump if it is in the range -15 to + 16. 

Addressing Modes: Program Counter Relative 
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ST62,63 Instruction Set Description 

JRNC 
Jump Relative on ~on Carry Flag 

Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

JRNCe 

Notes: 

JRNC 

Jump Relative on Non Carry Flag 

This instruction causes the carry (C) flag to be tested and if this flag is cleared to 
zero then a jump is performed within the program memory. This jump is in the 
range -15 to + 16 and is relative to the PC value. The dispacement is of five bits. 
If C=1 then the next instruction is executed. 

If C=O, PC ~ PC + e 
where e= 5 bit displacement 

OPCODE (Hex) 

e010 
' 

Bytes Cycles 

1 2 

Rags 

z I c . I . 
e: 5 btt displacement in the range -15to+16 
': C,Z not affected 

Example: If the carry flag is cleared then the instruction, 

JRNC -5 

will cause a branch backward to PC-5. The user can use labels as identifiers and 
the assembler will automatically allow the jump if it is in the range -15 to + 16. 

Addressing Modes: Program Counter Relative 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

JRNZe 

Notes: 

ST62,63 Instruction Set Description 

JRNZ 
Jump Relative on Non. Zero Flag 

JRNZ 

Jump Relative on Non 'Zero Flag 

This instruction causes the zero (Z) flag to be tested and if this flag is cleared to 
zero then a jump is performed within the program memory. This jump is in the 
range -15 to + 16 and is relative to the PC value. The displacement is of five bits. 
If Z=1 then the next instruction is executed. 

If Z=O, PC f-PC+ e 

where e= 5 bit displacement 

OPCODE (Hex) Bytes Cycles Flags 

z J c 
eOOO 1 2 . I . 

e. 5 bit displacement in the range -15 to + 16. 
•. C,Z not affected 

Example: If the zero flag is cleared then the instruction, 

JRNZ -5 

will cause a branch backward to PC-5. The user can use labels as identifiers and 
the assembler will automatically allow the jump if it is in the range -15 to + 16. 

Addressing Modes: Program Counter Relative 

27/43 
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ST62,63 Instruction Set Description 

JRR 
Jump Relative if Reset 

Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

JRR b,rr,ee 

Notes: 
b. 3 bH·address 

JRR 

Jump Relative if RESET 

This instruction causes a specified bit in a given dataspace register to be tested. 
If this bit is reset (=0) then the PC value will be changed and a relative jump will be 
performed within the program. The relative jump range is -126 to +129. If the 
tested bit is not reset then the next instruction is executed. 

If bit=O, PC ~ PC + ee 

where ee= 8 bit displacement 

OPCODE (Hex) 

b00011 rree 

Bytes Cycles 

3 5 

Flags 

z I c . I !!. 

rr. 1 Byte dataspace address 
ee. 8 bH displacement in the range ·126to +129 

•. Z is not affected 
!J.. The tested bit Is shifted into carry. 

Example: If bit 4 of dataspace register 70H is reset and the PC=110 then the instruction, 
JRR 4, 70H, -20 

will cause the PC to be changed to 90 (110-20) and the instruction starting at that 
address in the program memory to be the next instruction executed. · 

The user is advised to use labels for conditional jumps. The relative jump will be 
calculated by the assembler. The jump must be in the range -126 to + 129. 

Addressing Modes: Bit Test 

28/43 
---------------:-. iifi ~~~~ -------------
336 



Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

JRS b,rr,ee 

Notes: 
b. 3 bit-address 

ST62,63 Instruction Set Description 

JRS 
Jump Relative if Set 

JRS 

Jump Relative if set 

This instruction causes a specified bit in a given dataspace register to be tested. 
If this bit is set (=1) then the PC value will be changed and a relative jump will be 
performed within the program. The relative jump range is -126 to + 129. If the 
tested bit is not set then the next instruction is executed. 

If bit=1, PC ~ PC + ee 

where ee= 8 bit displacement 

OPCODE (Hex) 

b10011 rr ee 

Bytes Cycles 

3 5 

Flags 

z I c . I /), 

rr. 1 Byte dataspace address 
ee. 8 btt displacement in the range -126 to+ 129 

. Z is not affected 
!J.. The tested bit is shifted into carry. 

Example: If bit 7 of dataspace register AFH is set and the PC=123 then the instruction, 

JRS 7,AFH,+25 

will cause the PC to be changed to 148 (123+25) and the instruction starting at 
that address in the program memory to be the next instruction executed. 

The user is advised to use labels for conditional jumps. The relative jump will be 
calculated by the assembler. The jump must be in the range -126 to + 129. 

Addressing Modes: Bit Test 
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ST62,63 Instruction Set Description 

JRZ 
Jump Relative on. Zero Flag 

Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

JRZe 

Notes: 

JRZ 

Jump Relative on Zero Flag 

This instruction causes the zero (Z) flag to be tested and if this flag is set to one 
then a jump is performed within the program memory. This jump is in the range 
-15 to + 16 and is relative to the PC value. The displacement is of five bits. 
If Z=O then next instruction is executed. 

If Z=1, PC ~ PC + e 

where e= 5 bit displacement 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
e100 1 2 * I * 

e. 5 btl displacement in the range ·15 to+ 16. 
•. C,Z not affected 

Example: If the zero flag is set then the instruction, 

JRZ+B 

will cause a branch forward to PC+B. The user can use labels as identifiers and 
the assembler will automatically allow the jump if it is in the range -15 to + 16. 

Addressing Modes: Program Counter Relative 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

LD dst,src 

LDA,X 

LDA,Y 

LDA,V 

LDA,W 

· LDX,A 

LDY,A 

LDV,A 

LDW,A 

LDA,(X) 

LD(X),A 

LDA,(Y) 

LD (Y),A 

LDA,rr 

LD rr,A 

Notes: 

ST62,63 Instruction Set Description 

LD 
Load 

LD 

Load 

The contents of the source register are loaded into the destination register. 
The source register remains unaltered and the previous contents of the destination 
register are lost. 

dst ~ src 

Either the source or the destination must be the accumulator. 

OPCODE (Hex) Bytes Cycles Flags 

z c 
35 1 4 6. . -
75 1 4 6. . 
85 1 4 6. . 
F5 1 4 6. . 
3D 1 4 6. . 
7D 1 4 6. . 
BD 1 4 I!. . 
FD 1 4 6. . 
07 1 4 6. . 
87 1 4 6. . 
OF 1 4 6. . 

'SF 1 4 6. . 
1 F rr 2 4 6. . 
9F rr 2 4 6. . 

rr. 1 Byte dataspace address 
•. C not affected 
/'>. Z is set if the result is zero. Cleared otherwise. 

Example: If data space register 34H contains the value 45H then the instruction; 

LDA,34H 

will cause the accumulator to be loaded with the value 45H. Register 34H will keep 
the value 45H. 

Addressing Modes: Source: Direct, Short Direct, Indirect 

Destination: Direct, Short Direct, Indirect 
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ST62,63 Instruction Set Description 

LDI 
Load Immediate 

Mnemonic: LDI 

Function: Load Immediate 

Description: The immediately addressed data (source) is loaded into the destination data space 
register. 

Operation: dstf- src 

The source is always an immediate data while the destination can be the 
accumulator, one of the X,Y,V,W registers or one of the available data space 
registers. 

lnst. Format- OPCODE (Hex) 

LDI dst,src 

LDIA,nn 17 nn 

LDI X,nn OD 80 nn 

LDIY,nn OD 81 nn 

LDI V,nn OD 82 nn 

LDIW,nn OD 83 nn 

LDI rr,nn OD rr nn 

Notes: 
rr. 1 Byte dataspace address 
nn. 1 Byte immediate value 

•. z. C not affected 
t.. Z Is set If the result Is zero. Cleared otherwise. 

Example: The instruction 

LDI34H,45H 

Bytes Cycles Flags 

z 
2 4 ll. 

3 4 . 
3 4 . 
3 4 . 
3 4 . 
3 4 . 

will cause the value 45H to be loaded into data register at location 34H. 

Addressing Modes: Source: Immediate 

Destination: Direct 

c . 
. . . 
. . 
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ST62,63 Instruction Set Description 

NOP 
No Operation 

Mnemonic: NOP 

Function: No Operation 

Description: No action is performed by this instruction. It is typically used for timing delay. 

Operation: No Operation 

Jnst. Format OPCODE (Hex) Bytes Cycles Flags 

z I c 
NOP 04 1 2 . I . 

Note: •• C,Z not affected 

Addressing Modes: Program Counter Relative 
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ST62,63 Instruction Set Description 

RES 
Reset Bit 

Mnemonic: RES 

Function: Reset Bit 

Description: The RESET instruction is used to reset a specified bit in a given register in the data 
space. 

Operation: dst (n) ~ 0, 0 :s; n :s; 7 

lnst. Format 

RES bit,dst 

RESb,A 

RES b,rr 

Notes: 
b. 3 bit-address 
rr. I Byte dataspace address 
•. C.Z not affected 

OPCODE (Hex) 

b01011 FF 

b01011 rr 

Bytes Cycles Flags 

z 
2 4 . 
2 4 . 

Example: If register 23H of the dataspace contains 11111111 then the instruction, 

RES4,23H 

will cause register 23H to hold 111 01111. 

Addressing Modes: Bit Direct 

c . . 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

RET 

Note: •. C,Z not affected 

Example: 

ST62,63 Instruction Set Description 

RET 
Return from Subroutine 

RET 

Return From Subroutine 

This instruction is normally used at the end of a subroutine to return to the _ . 
previously executed procedure. The previously stacked program counter (stacked 
during CALL) is popped back from the stack. The next statement executed is that 
addressed by the new contents of the PC. If the stack had already reached its 
highest level (no more PC stacked) before the RET is executed, program execution 
will ,be continued at the next instruction after the RET. 

PC ~ Stacked PC 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
CD 1 2 . I . 

If the current PC value is 456H and the PC value at the top of the stack is 3DFH 
then the instruction, 

RET 

will cause the PC value 456H to be lost and the current PC value to be 3DFH. 

Addressing Modes: Inherent 
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ST62,63 Instruction Set Description 

RET I 
Return from Interrupt 

Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

RETI 

RET I 

Return from Interrupt 

This instruction marks the end of the interrupt service routine and returns the 
ST60/62163 to the state it was in before the interrupt. It "pops" the top (last in) PC 
value from the stack into the current PC. This instruction also causes the 
STG0/62163 to switch from the interrupt flags to the normal flags. The RETI 
instruction also applies to the end of NMI routine for ST62/63 devices; in this case 
the instruction causes the switch from NMI flags to normal flags (if NMI was 
acknowledged inside a normal routine) or to standard interrupt flags (if NMI was 
acknowledged inside a standard interrupt service routine). 

In addition the RETI instruction also clears the interrupt mask (also NMI mask for 
ST62!63) which was set when the interrupt occurred. If the stack had already 
reached its highest level (no more PC stacked) before the RETI is executed, 
program execution will be continued with the next instruction after the RETI. 
Because the ST60 is in interrupt mode after reset (NMI mode for ST62!63), RETI 
has to be executed to switch to normal flags and enable interrupts at the end of the 
starting routine. If no call was executed during the starting routine, program 
execution will continue with the instruction after the RETI (supposed no interrupt is 
active). 

Actual Flags f- Normal Flags (1) 

PC f- Stacked PC 

IM f-0 

(1) Standard Interrupt flags if NMI was acknowledged inside a standard interrupt 

service (ST62!63 only). 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
4D 1 2 L\ I L\ 

Note: L\ C,Z normal flag will be used from now on. 

Example: If the current PC value is 456H and the PC value at the top of the stack is 3DFH 
then the instruction 

RET I 

will cause the value 456H to be lost and the current PC value to be 3DFH. 
The ST6 will switch from interrupt flags to normal flags and the interrupt mask is 
cleared. 

Addressing Modes: Inherent 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

RLCA 

ST62,63 Instruction Set Description 

RLC 
Rotate Left Through Carry 

RLC · 

Rotate Left through Carry 

This instruction moves each bit in the accumulator one place to the left 
(i.e. towards the MSBit. The MSBit (bit 7) is moved into the carry flag and the carry 
flag is moved into the LSBit (bitO) of th~ accumulator. 

L b7 bO 

GJ•~< ----1 ACCUMULATOR I~< _ ......... 

dst(O) ~ C 

C ~dst(7) 

dst(n+ 1) ~ dst(n), 0::;: n::;: 6 

This instruction can only be performed on the accumulator. 

OPCODE (Hex) Bytes Cycles 

AD 1 4 

Flags 

z I c 
1':1 I 1':1 

Note : ll: Z is set if the result is zero. Cleared otherwise. 
C will contain the value of the MSB before the operation. 

Example: If the accumulator contains the binary value 1 0001001 and the carry flag is set to 
0 then the instruction, 

RLCA 

will cause·the accumulator to have the binary value 00010010 and the carry flag to 
be set to 1. · 

Addressing Modes: Inherent 
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ST62,63 Instruction Set Description 

SET 
Set Bit 

Mnemonic: 

Function: 

SET 

Set Bit 

Description: The SET instruction is used to set a specified bit in a given register in the data 
space. 

Operation: dst (n) ~ 1, 0 $; n $; 7 

lnst. Format 

SETbil,dst 

SETb,A 

SETb,rr 

Notes: 
b. 3 bit-address 
rr. 1 Byte dataspace address 
*. C.Z not affected 

OPCODE (Hex) 

b11011 FF 

b11011 rr 

Bytes Cycles Flags 

z 
2 4 . 
2 4 . 

Example: If register 23H of the dataspace contains 00000000 then the instruction, 

SET 4,23H 

will cause register 23H to hold 0001 0000. 

Addressing Modes: Bit Direct 

c . . 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

SLAA 

ST62,63 Instruction Set Description 

SLA 
Shift Left Accumulator 

SLA 

Shift Left Accumulator 

This instruction implements an addition of the accumulator to itself (i.e a doubling 
of the accumulator) causing an arithmetic left shift of the value in the register. 

ADDA,FFH 

This instruction can only be performed on the accumulator. 

OPCPDE (Hex) Bytes Cycles Aags 

z I c 
5FFF 2 4 I:J. I I:J. 

Note: 6: Z is set if the result is zero. Cleared otherwise. 
C will contain the value of the MSB before the operation. 

Example: If the accumulator contains the binary value 110011 01 then the instruction, 

SLAA 

will cause the accumulator to have the binary value 10011010 and the carry flag 
to be set to 1. 

Addressing Modes: Inherent 
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ST62,63 Instruction Set Description 

STOP 
Stop Operation 

Mnemonic: 

Function: 

Description: 

Oper~tion: 

lnst. Format 

STOP 

Note : •: C,Z not affected 

STOP 

Stop operation 

This instruction is used for putting the ST60/62/63 into a stand-by mode in which 
the power consumption is reduced to a minimum. All the on-chip periplierals and 
oscillator are stopped (for some peripherals ,NO for example, it is necessary to 
individually turn-off the macrocell before entering the STOP instruction). To restart 
the processor an external interrupt or a reset is needed. 

Stop Processor 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
60 1 2 . I . 

Addressing Mode: Inherent 
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ST62,63 Instruction Set Description 

SUB 
Subtraction 

Mnemonic: SUB 

Function: Subtraction 

Description: This instruction subtracts the source value from the destination value. 

Operation: dst f-dst-src 

The destination must be the accumulator. 

lnst. Format OPCODE (Hex) Bytes Cycles Flags 

. SUB dst,src z c 
SUBA,A DFFF 2 4 D. D. 

SUBA,X DFBO 2 4 D. D. 

SUBA,Y DF 81 2 4 D. D. 

SUBA,V DF82 2 4 D. D. 

SUBA,W DF83 2 4 D. D. 

SUBA,(X) C7 . 1 4 D. A 

SUBA,(Y) CF 1 4 A A 

SUBA,rr DF rr 2 4 A A 

Note: rr.1 Byte dataspace address 

ST60 

ST62/63 

Example: 

~: Z is set if the result is zero. Cleared otherwise. 

C is set if Ace ~ src, cleared if Ace < src. 

~: Z is set if the result is zero. Cleared otherwise. 

C is set if Ace < src, cleared if Ace ~ src. 

If the Y register contains the value 23H, dataspace register 23H contains the value 
53H and the accumulator contains the value 78H then the instruction, 

SUBA,(Y) 

will cause the accumulator to hold the value 25H (i.e. 78-53). The zero flag is 
cleared and the carry flag is set (on ST60), indicating that result is> 0. 

Addressing Modes: Source: Indirect, Direct 

Destination: Accumulator 
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ST62,63 Instruction Set Description 

SUB I 
Subtraction Immediate 

Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

SUBI dst,src 

SUBIA,nn 

SUB I 

Subtraction Immediate 

This instruction causes the immediately addressed source data to be subtracted 
from the accumulator. 

dst <'-- dst - src 

The destination must be the accumulator. 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
07 nn 2 4 1:1 I 1:1 

Note: nn. 1 Byte of immediate data 

ST60 

ST62/63 

Example: 

A: Z is set if the result is zero. Cleared otherwise. 

C is set if Ace;;:: src, cleared if Ace < src. 

A: Z is set if the result is zero. Cleared otherwise. 

C is set if Ace < src, cleared if Ace ;;:: src. 

If the accumulator contains the value 56H then the instruction, 

SUBIA,25 

will cause the accumulator to contain the value 31 H. The zero flag is cleared and 
the carry flag is set (on ST60), indicating that the result is> 0. · 

Addressing Modes: Source: Immediate 

Destination: Accumulator 
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Mnemonic: 

Function: 

Description: 

Operation: 

lnst. Format 

WAIT 

Note : *. C,Z not affected 

ST62,63 Instruction Set Description 

WAIT 
Wait Processor 

WAIT 

Wait Processor 

This instruction is used for putting the ST60/62/63 into a stand-by mode in which 
the power consumption is reduced to a minimum. Instruction execution is stopped, 
but the oscillator and some on-chip peripherals continue to work. To restart the 
processor an interrupt from an active on-chip peripheral (eg. timer), an external 
interrupt or reset is needed. For on-chip peripherals active during wait, see 
ST60/62/63 data sheets. 

Put ST6 in stand-by mode 

OPCODE (Hex) Bytes Cycles Flags 

z I c 
ED 1 2 . I . 

Addressing Modes: Inherent 
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