


























































































































































































































































































































































































































































































































































































































































NV16010196 NAND EEPROM 

Read Cycle (1) 

CLE 

ALE 

RIB 

Read Cycle (1): Interception by CE 

CLE 

ALE 

1/01-8 

RIB 

PRELIMINARY 

Column address 
N 

TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. 

TC5816AFT 

0-39 



TC5816AFT NAND EEPROM NV16010196 

Read Cycle (2) 

CLE 

ALE 

V01-8 

column address 

RiB 

Sequential Read Timing 

CLE ~ \ 11 II II 11 

u\ trA ~ ~ II II \l~ I! 

WE 

ALE 

RE 

1/01-8 

Column 
address 

N 

RiB 

~ : V,H or V,L Page M Page M + 1 
access access 

0-40 TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC_ PRELIMINARY 
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Auto Program Operation Timing Chart 

~ : V'H or V1L 

• : Do not collide data input with data output 
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Auto Block Erase Timing 

0-42 

Auto Block Erase 
Setup 

Command 

~ : VIH or VIL 

Erase Execution 
Command 

• : Do not collide data input with data output 

TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. 

Status Read 
Command 

NV16010196 
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Suspend/Resume on Block Erase Operation 

CLE 

ALE 

1/°'-8 ___ oJ 

RIB 

~ : V'H or V'L 

(al : Continued • : Do not collide data input with data output 
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10 Read Operation 

CLE 

ALE 

1/01·8 ------(1 

0-44 

90H 

Address 
Input 

NAND EEPROM 

Maker 
Code 

Device Code 
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Pin Function 
The TC5816AFT is a serial access memory in which address and data information is multiplexed. The device pinout is shown 

in Figure 1. 

Command Latch Enable: CLE 
The CLE input signal is used to control the acquisition of the operation mode 

command into the intemal command register. The command is latched into the 
command register from the I/O port at the rising edge of the WE signal while CLE 
is high. 

Address Latch Enable: ALE 
The ALE signal is used to control the acquisition of either address information 

or input data into the intemal address/data register. Address information is latched 
at the rising edge of WE if ALE is high. Input data is latched if ALE is low. 

Chip Enable: CE 
The device goes into a low power standby mode during a read operation 

when CE goes high. The CE signal is ignored when the device is in the busy state 
(R/B = L) such as during a program or erase operation and will not go into 
standby mode if a CE high signal is input. The CE signal must stay low during 
the read mode busy state. 

Write Enable: WE 
The WE signal is used to control the acquisition of data from the I/O port. 

Read Enable: RE 

Vss vee 
CLE CE 
ALE RE 
WE R/B 
WP GND 

1/01 1/08 

1102 1/07 

1103 1/06 

1/04 I/O 5 

Vss Vee 

Figure 1. TC5816 Pinout 

The RE signal controls the serial data output. Data is available tREA after the falling edge of RE. The intemal column address 
counter is also incremented (Address + 1) with this falling edge. 

I/O Port: 1/01 - 8 
The I/O 1 - 8 pins are used as the port for transferring address, command and input/output data information to or from the 

device. 

Write Protect: WP 
The WP signal is used to protect the device from inadvertent programming or erasing. The intemal voltage regulator is reset 

when WP is low. This signal is usually used for protecting the data during the power on/off sequence when the input signals are 
invalid. 

Ready/Busy: RIB 
The R/B output signal is used to indicate the state of the device. The R/B signal indicates a busy state (RIB = L) during pro­

gram, erase, or read operations and will return to a ready state (RIB = H) after completion. The output buffer of this signal is an 
open drain. 
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Schematic Cell Layout and Address Assignment 
The program operation is implemented in a page unit while the erase operation is carried out in block units. 

8192 
page 

512 block 

First cycle 

~::+---O 1/0 1 

~~~~--~a1r~?---01108 

, , ' ,"'f"'------T---
r , I 

,,'" I I 
,. ... ' I I 

, 
I , 

I ' .. .L- ______ + __ _ 
, I 

-' I , , 
-' I 

-' ' 

264 

1/01 1/02 

AD Al 

A page consists of 264 bytes in which 256 bytes are for main 
memory and 8 bytes are for redundancy or other uses. 

1 Page = 264 bytes; 
'} 16page ~ 1 block 1 Block = 264 bytes x 16 pages = (4K + 12S) bytes 
r Total device density = 264 bytes x 16 pages x 512 blocks 

= 16.5M bits (2.0625M bytes) 
The address is acquired through the I/O port using three con­

secutive clock cycles as shown in Figure 3. 

Figure 2. TC5816 Schematic Cell Layout 

1/03 1/04 1/05 1/06 1/07 1/08 
AO - A7 : column address 
AS - A20 : page address 

A2 A3 A4 A5 A6 A7 

Second cycle AB A9 A1D All A12 A13 A14 A15 
( A 12 - A20: block address ) 

AS - All : NAND address 
in block 

Third cycle A16 A17 AlB A19 A2D *L *L *L 

• I/O 6 - 8 during the third cycle must be set to low level 

Figure 3. Addressing 

Operation Mode: Logic and Command Tables 
The operation modes such as program, erase, read, erase suspend, and reset are controlled by the ten different command 

operations shown in Table 2. The address, command input, and data input /output are controlled by the CLE, ALE, CE, WE, RE, 
and WP signals as shown in Table 1. 
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Command input 

Data input 

Address input 

Serial data output 

During programming (Busy) 

During erasing (Busy) 

Program, Erase inhibit 

Serial data input 

Read mode (1) 

Read mode (2) 

Reset 

NAND EEPROM 

Table 1. Logic Table 

CLE ALE CE WE RE WP 

H L L L§ H * 

L L L L§ H * 

L H L L§ H * 

L L L H 'k....J * 

* * * * * H 

* * * * * H 

* * * * * L 

Table 2. Command Table (HEX data) 

ACCEPTABLE 
FIRST CYCLE SECOND CYCLE COMMAND 

DURING BUSY 

80 -
00 -
50 -
FF - .J 
10 -

TC5816AFT 

Bit assignment of HEX data 
(Example) 

Serial data input: BOH 

~~ 
11101010101010101 

Auto program 

Auto block erase 60 DO 
I/O B 7 6 5 4 3 2 I/O 1 

Suspend in erasing BO - .J 
Resume DO -
Status read 70 - .J 
ID read 90 -

Once the device is set into the read mode by the "OOH" or "50H" command, additional read commands are not needed for 
sequential page read operations. Table 3 shows the operation mode for reads. 

Table 3. Operation mode for reads 

CLE ALE CE WE RE 1/01 -1/08 POWER 

Read mode L L L H L Data output Active 

Output deselect L L L H H High impedance Active 

Standby L L H H * High impedance Standby 
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Device Operation 

Read Mode (1) 

Read mode (1) is set by issuing a "OOH" command to the command register. Refer to Figure 4 below for timing details and 
block diagram. 

CLE ~~ ______________________________________________________ ___ 

CE \ WA. ~ ~ 

WE -u-v-v-\:J\~ ALE J \~ __ ~I ______________________________________ ___ 

RE --' ~---------

4''-___ B_US_Y _--II RiB' 
M 

1/0 

Start address input 

M~ 263 

A data transfer operation from the cell array to 
the register starts at the rising edge of WE in the third 
cycle (after latching the address information). The 
device will be in a busy state during this transfer 
period. The CE signal must stay low after the third 
address input and during the busy state. 

Read Mode (2) 

After the transfer period the device retums to a 
ready state. Serial data can be output synchronously 
with the RE clock from the designated starting 
pointer indicated during the address input cycle. 

Figure 4. Read mode (1) operation 

Read mode (2) has the same timing as read mode (1) but it is used to access information in the extra 8 byte redundancy area 
of the page. The starting pointer is therefore assigned between byte 256 and 263. 

CLE ~~------------------------------
CE \ f}f@. WA. ~ 
WE~ 

ALE ___ ---JJ \\...)-+/ ____________ _ 
RE --j \JU\..f\J ........ 

RIB' 

1/0 

255 

'V,-__ B_US_Y_--II 

263 

Address AO - A2 are used to set the starting pointer for 
the redundant memory cell while A3 - A7 are ignored. Once 
the "50H" command is set, the pointer moves to the redun­
dant cell locations and only those 8 cells can be addressed 
regardless of the A3 - A7 address (The "OOH" command is 
necessary to move the pointer back to the 0 - 255, main 
memory cell locations.) 

Figure 5. Read mode (2) operation 
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Sequential Read (1)(2) 
This mode allows sequential reads without additional address input. 

9> ~ >-~----. --~-------------D-at-a-o-u-tp-u-t---------------D-a-ta--o-ut-p-ut-----------------

RIB Address input ~ ~ 
\ B I )) \ B I )} \ Busy usy usy . . 

~~~. 
a D 263 

@ 

Sequential read (1) Sequential read (2) 

Figure 6. Sequential read 

Sequential read mode (1) outputs data from addresses 0 to 263 while sequential read mode (2) outputs data from the 8-byte 
redundant area only. When the pointer reaches the last address, the device continues to output data from the last address with 
each RE clock signal. 

Status Read 
The TC5816 automatically implements the execution and verification of the program and erase operations. The status read 

function is used to monitor the ready/busy status of the device, determines the pass /fail result of a program or erase operation, 
and determines if the device is in a suspend or protect mode. The device status is output through the I/O port using the RE clock 
after a "70H" command input. The resulting information is outlined in Table 4. 

Table 4. Status output table 

STATUS OUTPUT 

I/O 1 Pass/Fail Pass: "0" Fail: "1" 

I/O 2 Not used "0" 

I/O 3 Not used "0" 

1/04 Not used "0" 

1/05 Not used "0" 

I/O 6 Suspend Suspended: "1" Not Suspended: "0" 

1/07 Ready/Busy Ready: "1" Busy: "0" 

I/O 8 Write protect Protect: "0" Not Protect: "1" 

The Pass/Fail status on I/O 1 is only valid when the device is in the ready state. The device will always indicate a pass status 
while in the busy state. 
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An application example with multiple devices is shown in Figure 7. 

CLE 

ALE 

WE 

RE 

1/01-8 

RiB 

RIB 

CLE 

ALE 

WE 

CE 1 

CE N 

RE 

1/0 

-
-
--0 

--c 

\ 

I--- - -
Device I--- Device - Device Device - Device 

1 r----C 2 
-c 

3 N 
-c 

N + 1 

r----c -c -c 

* * * I * * 
I 

Busy 

I \ I \ 

LJ LJ 
L...J\ I 

L-J \ I 

LJ ~ 
@E) Q:: Status on 

@B) Q:: Status on 
Device 1 Device 1 

Figure 7. Status read timing application example 
SYSTEM DESIGN NOTE: If the RiB pin signals of multiple devices are common-wired as shown in the diagram, the status 

read function can be used to determine the status of each individually selected device. 

Auto Page Program 

The TC5816 implements the automatic page program operation after receiving a "1 OH" program command after the address 
and data have been input. The sequence of command, address, and data input is shown below. (Refer to the detail timing chart.) 

0-50 

~~r ___________ ~pa" 

Data Input Addr." Data Input Program Status read ... _Fa_H ____ _ 
Command Input 0-263 command command 

RIB 

Data input 

Selected 

page 

Program 

\\.. ___________ .... 1 R/B turns to Ready after completion 

Read & Verification 

automatically. 

The data is transferred (programmed) from the register to 
the selected page at the rising edge of WE following the" 1 OH" 
command input. The programmed data is transferred back to 
the register after programming to be automatically verified by 
the device. If the program does not succeed, the above pro­
gram/verify operation is repeated by the device until success 
or the maximum loop number set in the device. 

Figure 8. Auto Page Program 
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Auto Block Erase 
The block erase operation starts with the rising edge of WE after the erase execution command "DOH" (which follows the 

erase setup command "60H"). This two cycle process for erase operations acts as an extra layer of protection from accidental 
erasure of data due to possible external noise. The device automatically executes the erase and verify operations. 

Auto Block Erase 

Ria 

PRELIMINARY 

Erase elCecution 

command 

Select 

block 

~ ::::;: 

Block erase 

Figure 9. Auto Block Erase Operation 

TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. 0-51 



TC5816AFT NAND EEPROM NV16010196 

Suspend/Resume 
Because a block erase operation can keep the device in a busy state for an extended period of time, the TC5816 has the abil­

ity to suspend the erase operation to allow program or read operations to be performed on the device. The block diagram and 
command sequence for this operation are shown below. (Refer to the detail timing chart) 

Resume command ~ 
~~~~~ Input erase operation 
F resume 

-+ 
~~::~ ~suspend c:.;nd input 

~usp.nd the erase operation 

\ /'---:------' 
}-__ -A::;; __ 

RiB 

Figure 10. Suspend IResume Operation 

The ~.".@) suspend/resume cycle can be repeated up to 20 times during a block erase operation. After the 
resume command input, the erase operation continues from the pOint at which it left off and does not have to restart. 

Reset 
The reset mode compulsorily stops all operations. For example, in the case of a program or erase operation, the regulated 

voltage is discharged to OV and the device will go into a wait state. The address and data register are set after a reset as follows: 
• Address Register : All "0" 
• Data Register : All "1" 
• Operation Mode : Wait State 

The response after a "FFH" reset command input is as follows: 

0-52 

• If the reset (FFH) command is input during programming: Figure 11 

FF 00 

>._-----------
RiB \'-------'---.,..----11 

:~ 
Register set .. : 

• If the reset (FFH) command is input during erasing: Figure 12 

----~C§)~------~~~----------------C§)_ 
Internal erase I ::' ___ 
voltage . ____________ --:-____ ~----

\ 
.-II Register set. 

~----~----~----~ 
RiB 
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• If the reset (FFH) command is input during the read operation: Figure 13 

-(§)----------~C!)~---------------~ 
RiB \ 1 

,4 ~; 

tRST ( =: 51'S) 

• If the reset (FFH) command is input after suspend: Figure 14 

--(§)----~C§)~------~~~----------------
: This reset cancels suspend status. 

Internal erase r-----""\ 
voltage __ --'I '--______ ~-----------

RIB \ I \!-. ---II . . 
~ . . 
tRST( =: 5p5) 

• If the status read command (70H) is input after reset: Figure 15 

RIB : Ready I Busy ~ Ready 

TC5816AFT 

However, the following operation is prohibited. If the following operation is executed, set up for the address and data register 
cannot be guaranteed. 

----~~.o ~~========~~~::~;:~ ~... 1/0 status: Pass/Fail~Pass 

RIB \L ___ l.' .. a _-=d-I----------· Ready I Busy ~ Busy 

o if the reset command is input in succession: Figure 16 

(1) (2) 

~~------~----------
\'-____ ~~ command is invalid if the other RIB 

PRELIMINARY 

command than 'FFH' is input 

during this period. 
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10 Read 
The TC5816 contains an 10 code to identify the device type and the manufacturer. The 10 codes are read out using the follow­

ing timing conditions: 

0-54 

10 read command 

1/08 1/07 1/06 

Maker code 1 0 0 

Device code 0 1 1 

Address 
'00' 

Maker code 

Figure 17. 10 read timing 

Table 5 Code table 

1/05 1/04 1/03 1/02 

1 1 0 0 

0 0 1 0 

Refer to AC characteristics for tREA1D, tCR' tAR1 (Refer to the specification). 

1/01 

0 

0 

TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. 
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HEX data 
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64H 
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Device Physics 

Program Operation 
Figure 18 shows the NAND memory cell and details of the programming mechanism. The program operation is used to write 

"0" data into an erased memory cell ("1" data cell) using a tunneling mechanism. An example showing the operations necessary to 
program '0' data in TR1 and "1" data in TR2 follows: 

(1) The select lines are activated so that the transistor array is connected to the bit line and disconnected from the ground line. 
(2) Vpp (-20V) is applied to the selected word line and an inhibit voltage of VPI H OV) is applied to the unselected word lines. 
(3) The bit line tied to cell transistor TR1 is biased to OV and the bit line tied to TR2 is biased to the inhibit voltage of VDPI 

HOV). 
(4) Vpp is applied between the control gate and the channel in TR1, as shown in Figure 18, which causes electrons to be 

injected from the channel to the floating gate by a tunneling mechanism. 
(5) The injected electrons are captured in the floating gate (which is surrounded by an oxide layer) and will remain, even after 

power is cut off, until they are removed by an erase operation. 
(6) Although 20 volts is applied to the control gate of TR2, the voltage difference between the control gate and the channel is 

only 10V because the voltage of the channel is 10V. Therefore, tunneling does not take place. (i.e. electrons are not 
injected into the floating gate.) 

(7) Tunneling does not take place in the unselected pages because of the 10V (VPI) being applied to the unselected word lines 
which again makes the voltage difference between control gate and channel only 10 volts. Thus, the floating gate of the "0" 
cell is charged to "minus" and that of the "1" cell is charged to "plus". 

vpp (OV) Bit line 

/ 
VDPI (= 10V) 

~ Vpp (= 20V) 

Select linel 

(= 10V) VPI 

VPI 

---t--::3-tt------t---::3-tt- (Word Iine1) 

---t--::3-tt------t---::3-tt- (Word line2) 
OV 

VPI ---t--::3-tt------t---::3-tt- (Word Iine3) 

(=20V) VPP ---t----<EI1f#------j---E3+f1-- (Word line4) 

VPI ---t--.:.--'--3H------j-...,;,;..:=-=3+f- (Word lineS) 

VPI ---+----:tift------/----t++- (Word Iine6) 

VPI ---+----:tift------/---=~- (Word line7) Vpp (= 20V) 
VPI ---t--::3-tt------t---::3-tt- (Word line8) 

: 

VPI ---+----:tift------/----''+t+- (Word line16) 

Select line2 
VDPI(= 1 

Select linel 

Figure 18. TC5816 Program Device Physics 
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Erase Operation 
Figure 19 shows the NAND memory cell and details of the erase mechanism. The erase operation is used to tum the "0" (pro­

grammed) cells back to "1" in a block. Zero volts is applied to the control gate and Vpp (-20V) is applied to the substrate so that a 
20 volt potential is created and the electrons in the floating gate are pulled out through tunneling. 

Select line 

16 word line 
(1 block) 

open 

~Bitline 

~ 

open 

OV----~r-i=~Z~,----------~~~z~--

OV-----4~~r~~HrI--------~-%~z~-­

OV-----+~~~effl--------~~~z~-­

OV-----+~~~effl---------r-E~~~-­

OV----~~~~~ff-I-------+~~=~~r­

OV----+-~f~ztt-I------+-~?~--

l l 
OV-----+~b:~~I---------+~~z~--

OV-----+~=_=~effl---------r-E~~~-­

Select line --------I---:l::J==~l:Il;--,I---------+--:l:._._.=21l:1l11---

Figure 19. TC5816 Erase Device Physics 

Read Operation 

OV 

open 

vpp (" 20V) 

The state of the memory cell is either "0" (minus charge on the floating gate) or "1" (plus charge on the floating gate) after pro­
gramming. Each state is indicated as the "threshold voltage (Vth)" which is a characterization parameter of the MOS transistor as 
shown in Figure 20. The threshold voltage of a transistor with "0" data falls within the "plus" distribution while the threshold voltage 
of a transistor with "1" data falls within the "minus" distribution. The distribution band depends on transistor fluctuations. 

Threshold 
value 
(VTH) 

+ 

o 

'0' Data cell 
VTH 
Distribution 

N 

'1' Data cell 
VTH 
Distribution 

Figure 20. VTH Distribution for "0" and "1" data cell 
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Figure 21 shows the memory cell and details of the read operation: 
(1) Select lines 1 and 2 in the block including the selected page are biased at a high level so that the 16 NAND memory cell 

array is connected to the bit line and ground, 
(2) Zero volts is applied to the control gates of the selected page and a high level voltage is applied to the control gates of the 

unselected pages, 
(3) In Figure 21 , transistor TR2 with data "1" turns on, transistor TR1 with data "0" turns off, and all other unselected transis­

tors turn on, 
(4) The precharged bit line tied to TR2 is discharged through TR2 as cell current flows to ground while the precharged bit line 

tied to TR1 remains at a high level because current does not flow, The sense amplifiers tied to the bit lines thus sense the 
voltage levels as "1" and "0" respectively, 

Select line1 

H 
ON ON 

H 
ON ON 

H 
ON ON 

Selected page L 
'0' ',' 
OFF ON 

H 

H 
ON ON 

H 
ON ON 

H 
ON ON 

H ____ ~----~~~------~~~~~O~N 

Select line2 ----~----~I__--------j,.L'-~~3+_-
ON 

Cell current 

Figure 21. TC5816 Read Device Physics 
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Application Notes and Comments 

(1) Prohibition of unspecified commands 
The operation commands are listed in Table 1. Data input as a command other than the specified commands in Table 1 is 

prohibited. Stored data may be corrupted if an unspecified command is entered during the command cycle. 

(2) Pointer control for "OOH", "50H" 
The TC5816AFT has two read modes which set the destination of the pointer to either the main memory area of a page or the 

redundancy area. The pointer can point to any location from 0 to 255 in read mode (1) and from 256 to 263 in read mode (2). Fig­
ure 22 shows the block diagram of their operations. 

o 255 256 263 

I A I B 

OOH ---.J Pointer control 
50H~~. ______________ ~ 

Figure 22. Pointer control 

The pointer is set to region "A" by the "~OH" command and to region "8" by the "50H" command. 

(Example) 
The "~OH" command needs to be input to set the pointer back to region "A" when the pointer control points to region "8". 

®:::::;::; _____________ ®:::::;:::; _____________ ® '--v-" __________ 

Add Start point Add Start point Add DIN 
A~ B~ ~ 

Start point 

OOH SOH ~ ~):---:-:'---:'--~~. Barea 

'---.r-' '---.r-' ~'---.r-' ~'---.r-' '---.r-' 
Add ~ Add ~ Add ~ Add DIN 

Start point 
A area 

Start point 
B area 

Start point 
A area 

Figure 23. Example for Pointer Set 

Start point 
A area 

For programming into region 8 only, first reset the contents of the data register to "1 "s by inputting the FFH (reset) command. 

®--~@)I--~~@ 
Add DIN 

~ 
Start point 

B area 

TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC_ PRELIMINARY 



NV16010196 NAND EEPROM TC5S16AFT 

(3) Acceptable commands after the serial input command "SOH" 
Once the serial input command ("80H") is input, do not input any command other than the program execution command 

("1 OH") or the reset command ("FFH") during programming. 

~--------------~~~-------------
WE~ 
~ 

Address 
input / I nternal V pp 

RIB 

Figure 24 

"-------­
\I....-_-----JI 

If a command other than "1 OH" or "FFH" is input, the program operation is not performed. 

Other command 
10 } 

Programming can not be executed. 

(4) Status read during read operation 

In this case, the reset command (FFH) command is 
needed. 

:4 1>; 
~~ ______________ ~~~ ____ ~'_~[A~l_~; ______ _ 

Command 

CE ~~~~~ ______________________ ~ ______ ~ __ ~: ________ __ 

T /,......0....-1 -i -- i i~ ...... 
St.:u. U.......' , I I 

read command Status Status output 

N address 

input read 

Figure 25 

The device status can be read out by inputting the status read command "70H" during the read mode. Once the device is set 
to the status read mode after a "70H" command input, the device does not retum to the read mode. 

Therefore, status read during the read operation is prohibited. 
However, when the read command "OOH" is input during [AJ, the status mode is reset, and the device returns to the read 

mode. In this case, the data output starts from N address without address input. 
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(5) Suspend command "BOH" 
The following issues need to be observed when the device is interrupted by a "BOH" command during block erasing. 

RIB \ 

}-----------{ BO >------{ 

Figure 26 

:~ . . 
: ~ ~: 
" Recovery" 
time 

Although the device status changes from busy to ready after "BOH" is input, the following two cases cannot be distinguished. 
-After a "BOH" command input, Busy---+Ready 
-After an erase operation is finished with "DOH", Busy---+Ready 

Therefore, the device status needs to be checked to see whether or not the "BOH" command has been accepted by issuing 
a "70H" command after the device goes to ready. 

The device responds as follows when a "DOH" command (Resume) is input instead of ''?OH''. 
-"BOH" has been accepted: Erase operation is executed. (The device is busy.) 
-"BOH" has not been accepted. (Erase operation has been completed): "DOH" command cannot be accepted. 

(The device is ready.) 
Each case above is confirmed by monitoring the RiB signal. 

(6) Program fail 

0-60 

Address Data 
M input 

N 1=======1 

When the programming result for the page address M is "Fail", do not try 
to program the page to address N in another block. Because the previ­
ous input data is lost, the same sequence of "80H" command, address 
and data input is necessary. 

Figure 27 
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(7) Data transfer 
The data in page address M cannot be automatically transferred to page address N. If the following sequence is executed, 

the data will be inverted (i.e. "1" data will become "0" and "0" will become "1 "). 

8 _____ 
Address 

M 

M 

N 

0 _____ ~~------~~~---­

• 
JI\ 

( 
\ 

j 

Address 
N Program 

Data} 
__ Inverted data will be tranferred. 
Data 

Figure 28 

(8) Block erase after suspend command "BOH" 

• t 
address Erase execution Suspend 

A block erase command is prohibited when the device has been suspended by inputting "BOH" during a block erase opera­
tion. Only a program or read operation is allowed during this erase suspend interruption. 

(9) Interruption of an erasing block 
After a "BOH" command input, neither a program nor a read operation is allowed for the accessed block which is currently in 

an erase operation. 

PRELIMINARY 

address 
A 

'---------------------~ 
DO 

The interruption of block A is prohibited. 
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(10) RiB: Termination for the Ready/Busy pin (RiB) 
A pull-up resistor needs to be used for termination because the RiB buffer consists of an open drain circuit. 

Vee 

Device 
RIB 

Ready : 
--~:·····vee 4.0V. 

1.0V ~
'4.0V 

Bus 1.0V : : 
-----~~-~ 

0-62 

This data may vary by device. We 
recommend that you use this data as a 
reference when selecting a resistor value. 

(11) Status After Power On 

1.5ps 

tr 1.0ps 

0.5ps 

o 

*-+i 
. tr . 

Vee = S.OV 
Ta = 25·C 
CL= 100pF 

tl ------------
tr _______ 

..... ~ 

lKO 2KO 3KO 4KQ 
R 

Figure 29 

15ns 

10ns 

5ns 

Although the device is set to read mode after power-up, the following sequence is needed because each input signal may not 
be stable at power on. 

• Operation mode 
• Address register 

: Read mode (1) 
: All "0" 

• Data register : Indeterminate 
• High voltage generation circuit : Off state 

Power on sequence 

(12) Power On/Off Sequence: 

Reset Read mode (1) 

The WP signal is useful for protecting against data corruption at power on/off. The following timing is recommended: 

OV 

CE, WE, RE 
CLE, ALE 

__ v_e_e-J~~--------------~:----~~~ __________ __ 

d=>~£ ~ :~.":' 
C~! :~re 

Operation 

Figure 30. TC5816 Power On/Off Sequence 
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(13) Setup for WP Signal 
The erase and program operations are compulsively reset when WP goes low. The WP signal must be kept at a high level 

before the 80H/60H command input for the program and erase operations. 
If WP goes high after the 80H/60H command input for a program/erase operation, the program and erase operations cannot 

be guaranteed. 

--<V-........ -G)-
j -t-Lr- ..... ' .. ---U-

I I 

RIB -l~-"!---··""··"" ·----'L 
tww (Min. lOOns) 

Figure 31. WP Setup before Programming 

--<V- ........ --(§)-
I 

RIB 

J -+-Lr- ...... .. ---U-
: I ••••••••• ___ .., 

:: L 
I~~ 

tww(Min. lOOns) 

Figure 32. WP Setup before Erasing 
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(14) In the case that 4 address cycles are input 
Although the device may acquire the fourth address, it is ignored inside the chip. 

Read operation: 

CLE .-J \~---------------------
CE~~ ______________________________ _ 

ALE 

I/O 

RIB 

Program operation: 

ignored 

Internal read operation start when WE 
of the third cycle goes high. 

Figure 33 

CLE .-J \~----------------------
CE ~~ ________________________________________________ __ 

ALE / _____ --J \'-----------
1/0 

Address input 
Data input 

ignored 

Figure 34 

NV16010196 
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(15) Divided program in the same page (Partial page program) 
The device allows a page to be divided into 1 0 segments (typically) with each page segment programmed individually as follows: 

The first programming Data pattern 1 

The second programming , III' _ -

The tenth programming Data pattern 10 

Result Data pattern 1 Data pattern 10 

Figure 35 

Note: The input data for unprogrammed or previously programmed page segments must be "1" (Le, Mask all page bytes out­
side the segment to be programmed with "1" data} 

(16) RE Signal During Read 
The intemal column address counter is incremented synchronously with the RE clock in the read mode, Therefore, once the 

device is set into the read mode by the "OOH" or "50H" command, the internal colurnn address counter can be incrernented by 
the RE clock before or after the address input Assuming that RE clocks before the address input and the pointer reaches the last 
column address, an internal read operation (arraY-Hegister) will occur and the device will be in a busy state, (See Figure 36) 

Address input 

r ---""--------, 

I/O --< DOH/SOH )>--------------0-0-0-------

" -----VV""VV J J 
RIB •••••••••••••••••••••••••••••••• L-

Figure 36 

Therefore, RE clocking must occur after the address input 
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(17) Invalid block (bad block) 
The TC5816 device contains unusable blocks. Therefore, the following issues must be recognized: 

Check if the device has any bad blocks after device installation into the 
system. Do not try to access bad blocks. A bad block does not affect the 
performance of good blocks because it is isolated from the bit line by the 
select gate. The number of valid blocks is as follows: 

Valid (Good) Block Number 

Figure 37 shows the bad block test flow. 

(18) Error in program or erase operation (Fail at status read) 
The device may fail during a program or erase operation due to exceeding write/erase cycle limits, for example. The following 

system architecture will enable high system reliability if a failure occurs. 

Program 

Erase 

When an error happens in Block A, try to reprogram the data 
into another (Block B) by loading from an external buffer. Then, 
prevent further system accesses to Block A (by creating a "bad 
blocks" table or another appropriate scheme.) 

When an error occurs for an erase operation, prevent future accesses to this bad block (again by creating a table within the 
system or other appropriate scheme.) 
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Bad Block Test Flow 

PRELIMINARY 

Pass 
Block 
Erase 

Pass 
6 Page 

Ie -Patt Prog 

Pass 

Pass 
Bla<k 
Erase 

Fail 

Fail 

Fail 

Fail 

Fail 

Fail 

No 

NAND EEPROM TC5816AFT 

Bad 
Block 

C: Checker board pattern 
C: Checker board pattern 
Blank check: 1 Block read (FFH) 
The blank check operation detects 
"O"s resulting frorn factory block testing. 
Any new devices having "O"s in a block indicates 
that the block is bad. 

No 

Yes 

Figure 37. Bad Block Test Flow 
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Outline Drawings 
Plastic TSOP 

O.80STYP 

Weight: 0.48g (typ.) 

0-68 

NAND EEPROM NV16010196 

TSOP44-P-400B Unit: mm 

o 
~~nr~~~rr===~nr~~~~~--

.II.o.3±0.0:1~1 0.13@ 

1881 MAX 

..... x 
18.41±O.1 ~ « 

:::E 
~ "! ,.... ,.... 

COO II) 
0 

~ ,.... 
ci 0.S±O.1 
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16Mbit (2M x 8 BIT) CMOS NAND EEPROM 

Description 

The TC5816 is a 5 volt 16M bit NAND Electrically Erasable and Programma­
ble Read Only Memory (NAND EEPROM) with a spare 64k x 8 bits. This 
device is organized as 264 bytes x 16 pages x 512 blocks. The device has a 
264 byte static register which allows program and read data to be trans­
ferred between the register and the memory cell array in 264 byte incre­
ments. The erase operation is implemented in a single block unit (4k bytes + 
128 bytes: 264 bytes x 16 pages). 

The TC5816 is a serial type of memory device which utilizes the I/O pins 
for both address and data input/output as well as command inputs. The 
erase and program operations are automatically executed making the 
device most suitable for applications such as Solid State File Storage, Voice 
Recording, Image File Memory for still cameras, and other systems which 
require high density, non-volatile memory data storage. 

Features 
o Organization 

Memory cell array 
- Register 
- Page size 
- Block size 

• Modes 

o Mode control 

o Package 

- TC5816ADC 
o Power supply 

• Access time 

: 264 x 8Kx 8 
: 264 x 8 
: 264 bytes 
: (4k + 128) bytes 
: Read, Reset, Auto page 

program, Auto block 
erase, Suspend/ 
Resume, Status read 

: Serial input/output 
Command control 

: FDC-22 (Weight: 1.8g typ.) 
: Vee = 5V±10% 

- Cell array - Register : 251ls max. 

Pin Assignment 

1,10,11 

2 

3 

4 

5 

6-9 

13 - 16 

17 

18 

19 

20 

21 

22,12 

Vss 

CLE 

ALE 

WE 

WP 

1/0 1 _ 4 

1/0 5 - 8 

NC 

GND 

RIB 

RE 

CE 

Vcc 

- Serial access : 80ns min. 
• Operating current 

Pin Connection (Top View) 

- Read (80ns cycle) : 15mA typo TC5816ADC 

- Program (ave.) : 40mA typo 
- Erase (ave.) : 20mA typo 
- Standby : 100llA 

• Operating temperature : 0 - 55°C 

o 

TC5816ADC 
PRELIMINARY 

Actual Size 

Ground 

Command Latch Enable 

Address Latch Enable 

Write Enable 

Write Protect 

1/0 Port 

1/0 Port 

No Connection 

Ground Input 

ReadylBusy 

Read Enable 

Chip Enable 

Power Supply (5V) 
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Block Diagram 

I/O 1 

( 
1/08 

CE 

CLE 

ALE 

WE 

RE 
WP 

RIB 

0 

0 

..... 

..... 
,... -..... 
0 

~} 
110 Control 

circuit 

i 

Logic 
control 

H RIB 

Maximum Ratings 

SYMBOL PARAMETER 

Vee Power Supply Voltage 

VIN Input Voltage 

VI/a InpuVOutput Voltage 

PD Power Dissipation 

TSTG Storage Temperature 

TaPR Operating Temperature 

NAND EEPROM 

Status register ~ 

~ Address register 

V//////////////////////ij'//U///U///~ -///-1 

Command register I ~ 

.!J I I 
d R 
e 0 gw 
d a 

Control e d 
r d 

circuit 
b 
u 
f 
f 
e 
r 

U 
I I HV generator 

RATING 

-0.6 - 7.0 

-0.6 - 7.0 

-0.6V - Vee + 0.5V (~7V) 

0.5 

-20 - 65 

0-55 

Capacitance* (Ta = 25°C, f = 1 MHz) 

SYMBOL PARAMETER TEST CONDITION 

CIN Input Capacitance VIN =OV 

CaUT Output Capacitance VauT= OV 

"This parameter is periodically sampled and is not 100% tested. 

NV16030496 

Vee Vss 

~ ~ 
Column buffer 

~ Column decoder 

~ Data register 
Sense amp . .. 

R f-:-0 w 
a 
d Memory d 
d cell array 
e 
c 
0 
d e W-r 

UNIT 

V 

W 

°C 

MIN. MAX. UNIT 

- 10 

10 
pF 

-

D-70 TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. PRELIMINARY 



NV16030496 NAND EEPROM TC5816ADC 

Valid Blocks (1) 

TC5816 
SYMBOL PARAMETER UNIT 

MIN. I TYP. I MAX. 

NVB Valid block number 502 I 50B I 512 Blocks 

(1) The TC5816 includes unusable blocks. Refer to notification (17) toward the end of this document. 

DC Recommended Operating Conditions 

SYMBOL PARAMETER MIN. TYP. MAX. UNIT 

Vee Power Supply 4.5 5.0 5.5 

VIH Input High Voltage 2.4 - Vee + 0.5 V 

VIL Input Low Voltage -0.3* - 0.6 

• -2V (pulse width:> 20ns) 

DC Characteristics (Ta = 0 - 55°C, Vee = 5V±10%) 

SYMBOL PARAMETER TEST CONDITION MIN. TYP. MAX. UNIT 

III Input Leakage Current VIN=OV-Vee - - ±10 

ILO Output Leakage Current VOUT = O.4V - Vee ±10 
IlA 

- -

leeo1 Operating Current (Serial Read) CE =VIL 1 tcycle = BOns - 15 30 

leeo2 Operating Current (Serial Read) IOUT=OmA I. tcycle = 11ls - - 5 

leeo3 Operating Current (Command Input) tcycle = BOns - 15 30 

leeo4 Operating Current (Data Input) tcycle = BOns - 50 70 

lee05 Operating Current (Address Input) tcycle = BOns - 15 30 mA 

leeo6 Operating Current (Register Read) Icycle = BOns - 15 30 

leeo? Program Current - - 40 60 

leeoa Erasing Current - - 20 40 

lees1 Standby Current CE=VIH - - 1 

lees2 Standby Current CE = Vee - 0.2V - - 100 IlA 

VOH High Level Output Voltage IOH = - 400ilA 2.4 - -
V 

VOL Low Level Output Voltage IOL = 2.1mA - - 0.4 

lodR/B) Output Current of (RIB) pin VOL = O.4V - 10 - mA 
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AC Characteristics (Ta = 0 - 55°C, Vee = 5V±10%) (1) 

SYMBOL PARAMETER MIN. MAX. UNIT NOTES 

tCLS CLE Setup Time 20 - ns 

tCLH CLE Hold Time 40 - ns 

tcs CE Setup Time 20 - ns 

tCH CE Hold Time 40 - ns 

twp Write Pulse Width 40 - ns 

tALS ALE Setup Time 20 - ns 

tALH ALE Hold Time 40 - ns 

tos Data Setup Time 30 - ns 

tOH Data Hold Time 20 - ns 

twc Write Cycle Time SO - ns (2) 

tWH WE High Hold Time 20 - ns 

tww WP High to WE Falling Edge 100 - ns 

tRR Ready to RE Falling Edge 20 - ns 

tRC Read Cycle Time SO - ns 

tREA RE Access Time (Serial Data Access) - 45 ns 

tCEH 
CE High Time at the Last Address in the Serial 

250 - ns (4) 
Read Cycle 

tREAIO RE Access Time (ID Read) - 90 ns 

tRHZ RE High to Output High Impedance 5 20 ns 

tCHZ CE High to Output High Impedance - 30 ns 

tREH RE High Hold Time 20 - ns 

tlR Output High Impedance to RE Rising Edge 0 - ns 

tRSTO RE Access Time (Status Read) - 45 ns 

tCSTO CE Access Time (Status Read) - 55 ns 

tRHW RE High to WE Low 0 - ns 

tWHc WE High to CE Low (Status Read) 50 - ns 

tWHR WE High to RE Low (Status Read) 50 - ns 

tAR1 
ALE Low to RE Low 

200 
(lD Read) 

- ns 

tCR 
CE Low to RE Low 

200 
(ID Read) 

- ns 

tR Memory Cell Array to Starting Address - 25 ~s 

tWB WE High to Busy - 200 ns 

tAR2 ALE Low to RE low (read cycle) 150 - ns 

tRB 
RE Last Clock Rising Edge to Busy - 200 ns 
(Sequential Read) 

tCRY 
CE High to Ready - 100 + tr (RIB) ns (3) 
(in case of Interception by CE during Read Mode) 

tRST 
Device reset time 10/20/1500/10 
(Read/Program/Erase/after suspend) 

- ~s 

AC Test Conditions 

Input Level 2.4V/0.6V 

Input Timing Comparison Level 2.2V/0.SV 

Output Data Comparison Level 2.0VlO.8V 

Output Load 1 TTL and CL (100 pF) 
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(1) Transition time (tT) = 5ns. 

(2) In the case that CLE, ALE, CE are input with clock, twc exceeds 80ns. 

set - up time + hold time + .tYE + ru + 1.£1: 
20ns 40ns 40ns 20ns 

(ex.) 
CLE ---v ALE ----1\~ __________________________________________ ___ 

twc 

(3) The CE high to Ready time depends on the pull up resistor tied to the RIB pin. (Refer to notification (10) toward the end of 
this document.) 

(4) If CE returns to a high level after accessing the last address (263) in read mode (1) or (2), CE high tirne must keep equal to 
or greater than 250ns when the delay time of CE against RE is 0 to 200ns as shown below. In the second case, the device 
will not turn to a "Busy" state when the CE delay time is less than 30ns. 

tCEH " 250ns 

RIB 

Programming and Erasing Characteristics (Ta = 0 - 55°C, Vee = 5V±10%) 

SYMBOL PARAMETER MIN. TYP. 

tpROG Average Programming Time 300 - 1000 

N Divided Number on Same Page 

tBERASE Block Erasing Time 6 6 

tSR Suspend Input to Ready 

NW/E Number of Write/Erase Cycles 2.5x105 

(1) Refer to notification (15) toward the end of this document. 

o 
(}) 

MAX. 

5000 

10 

100 

1.5 

• : VIH or VIL 

: 0 - 200ns ... tcEH " 250ns 

: 0 - 30ns ... Busy signal is not 
output. 

UNIT NOTES 

Ils 

(1 ) 

ms 

ms 

cycles 
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Timing Charts 

Latch Timing Chart for Command/Address/Data 

I/O 1-8 

Command Input Cycle 

CLE 

twp 

ALE 

1/0 1-8 
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Address Input Cycle 

tCLS 

CLE 

tcs twc twc 

twp twp 

ALE 

tos tOH tos tOH tos tDH 

Data Input Cycle 

tCLH 

CLE 

tCH 

twc 
ALE 

twp twp 

~ : VrH or VrL 
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Serial Read Cycle 

RC 

tREH 

.. .., 
~ J 

tREA tRHZ tREA 
..!RHZ 

tREA tRHZ 
~ ~ !& .... I~ 

tRR 

f-oo 

RIB J 

Status Read Cycle 

CLE 

WE 

RE 

1/0 ,-8 

RIB I 

0-76 TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. PRELIMINARY 



NV16030496 NAND EEPROM 

Read Cycle (1) 

CLE 

ALE 

1/01-8 

RiB 

Read Cycle (1): Interception by CE 

RIB 

PRELIMINARY 

Column address 
N 

TOSHISA AMERICA ELECTRONIC COMPONENTS, INC. 
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Read Cycle (2) 

CLE 

ALE 

VOl-8 

column address 

RIB 

Sequential Read Timing 

CLE --.I \ 11 /I /I P , 

a\ ~ IA (jA 
II II \1,1 11 

WE 

ALE 

RE 

1/01-8 

Column 
address 

N 

RIB 

~ : V'H or V'L Page M Page M + 1 
access access 
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Auto Program Operation Timing Chart 

~ : V'H or V,L 

• : Do not collide data input with data output 
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Auto Block Erase Timing 

CLE 

ALE 

RE----II----------------Ir~~~~~j_--l 

RIB 

0-80 

Auto Block Erase 
Setup 

Command 

~ : VIH or VIL 

Erase Execution 
Command 

• : Do not collide data input with data output 
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Status Read 
Command 
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Suspend/Resume on Block Erase Operation 

(a) • 

~B::'" ~ : V,H or V'L 

(a) : Continued • : Do not collide data input with data output 
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10 Read Operation 

CLE 

ALE 

1/01 -8 _____ ~ 

0-82 

Address 
Input 

NAND EEPROM 

Maker 
Code 

Device Code 
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Pin Function 
The TC5816 is a serial access memory in which address and data information is multiplexed. The device pinout is shown in 

Figure 1. 

Command Latch Enable: CLE (Fig. 1, Pin 2) 

The CLE input signal is used to control the acquisition of the operation mode 
command into the internal command register. The command is latched into the 
command register from the I/O port at the rising edge of the WE signal while CLE 
is high. 

Address Latch Enable: ALE (Fig. 1, Pin 3) 
The ALE signal is used to control the acquisition of either address information 

or input data into the intemal address/data register. Address information is latched 
at the rising edge of WE if ALE is high. Input data is latched if ALE is low. 

Chip Enable: CE (Fig. 1, Pin 21) 

The device goes into a low power standby mode during a read operation 
when CE goes high. The CE signal is ignored when the device is in the busy state 
(RiB =0 L) such as during a program or erase operation and will not go into 
standby mode if a CE high signal is input. The CE signal must stay low during 
the read mode busy state. 

Write Enable: WE (Fig. 1, Pin 4) 
The WE signal is used to control the acquisition of data from the I/O port. 

Read Enable: RE (Fig. 1, Pin 20) 

TC5816ADC 

o 

Figure 1. TC5816 Pinout 

The RE signal controls the serial data output. Data is available tREA after the falling edge of RE. The intemal column address 
counter is also incremented (Address + 1) with this falling edge. 

1/0 Port: 1/01 - 8 (Fig. 1, Pin 6 - 9, 13 - 16) 
The I/O 1 - 8 pins are used as the port for transferring address, command and input/output data information to or from the 

device. 

Write Protect: WP (Fig. 1, Pin 5) 
The WP signal is used to protect the device from inadvertent programming or erasing. The internal voltage regulator is reset 

when WP is low. This signal is usually used for protecting the data during the power on/off sequence when the input signals are 
invalid. 

Ready/Busy: RiB (Fig. 1, Pin 19) 
The RiB output signal is used to indicate the state of the device. The RIB signal indicates a busy state (R/B =0 L) during pro­

gram, erase, or read operations and will retum to a ready state (R/B =0 H) after completion. The output buffer of this signal is an 
open drain. 
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Schematic Cell Layout and Address Assignment 
The program operation is implemented in a page unit while the erase operation is carried out in block units. 

8192 
page 

512 block 

First cycle 

-"-+---0 I/O 1 

r-:""".<:-:-:----+=-c:---f' 71+--0 '7/0 8 

, 

A page consists of 264 bytes in which 256 bytes are for main 
memory and 8 bytes are for redundancy or other uses. 

1 Page", 264 bytes; 
, ' .,-1""------T---

/,-' : : .J
:. 16page ..... 1 block 1 Block", 264 bytes x 16 pages", (4K + 128) bytes 

Total device density '" 264 bytes x 16 pages x 512 blocks 
... ",' J I 

, , , 
I I 

,1- ______ + __ _ 
, I 

" I , I 

" I " I 

1/01 1/02 

AO Al 

'" 16.5M bits (2.0625M bytes) 
The address is acquired through the I/O port using three con­

secutive clock cycles as shown in Figure 3. 

Figure 2. TC5816 Schematic Cell Layout 

1/03 1/04 1/05 1/06 1/07 1/08 
AO - A7 : column address 
A8 - A20 : page address 

A2 A3 A4 A5 A6 A7 

Second cycle A8 A9 Al0 All A12 A13 A14 A15 
( A 12 - A20: block address ) 

AS - All : NAND address 
in block 

Third cycle A16 A17 A18 A19 A20 *L *L *L 

* I/O 6 - 8 during the third cycle must be set to low level 

Figure 3. Addressing 

Operation Mode: Logic and Command Tables 
The operation modes such as program, erase, read, erase suspend, and reset are controlled by the ten different command 

operations shown in Table 2. The address, command input, and data input /output are controlled by the CLE, ALE, CE, WE, RE, 
and WP signals as shown in Table 1 . 
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Command input 

Data input 

Address input 

Serial data output 

During programming (Busy) 

During erasing (Busy) 

Program, Erase inhibit 

Serial data input 

Read mode (1) 

Read mode (2) 

Reset 

NAND EEPROM 

Table 1. Logic Table 

CLE ALE CE WE RE WP 

H L L """L.F H * 

L L L """L.F H * 

L H L """L.F H * 

L L L H 'LJ * 

* * * * * H 

* * * * * H 

* * * * * L 

Table 2. Command Table (HEX data) 

ACCEPTABLE 
FIRST CYCLE SECONO CYCLE COMMAND 

DURING BUSY 

80 -
00 -
50 -
FF - " 10 -

TC5816ADC 

Bit assignment of HEX data 
(Example) 

Serial data input: BOH 

~~ 
1,101010101010101 

Auto program 

Auto block erase 60 DO 
I/O B 7 6 5 4 3 2 I/O I 

Suspend in erasing BO - " Resume DO -
Status read 70 - " ID read 90 -

Once the device is set into the read mode by the "OOH" or "50H" command, additional read commands are not needed for 
sequential page read operations. Table 3 shows the operation mode for reads. 

Table 3. Operation mode for reads 

CLE ALE CE WE RE 1/01 -1/08 POWER 

Read mode L L L H L Data output Active 

Output deselect L L L H H High impedance Active 

Standby L L H H * High impedance Standby 
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0-86 

Device Operation 

Read Mode (1) 

Read mode (1) is set by issuing a "OOH" command to the command register. Refer to Figure 4 below for timing details and 
block diagram. 

CLE ~ ________________________________________________________ ___ 

CE \ F7A Iff4 ffA 

WE~~ ALE I \~ __ ~I ______________________________________ _ 

RE --' ~---------

"'V'-____ B_US_y __ ---II RIB 
M 

1/0 

Start address input 

""., ~.~ ~~""nm"!""mn""""nm'""'n~",, .,:., 
A data transfer operation from the cell array to 

the register starts at the rising edge of WE in the third 
cycle (after latching the address information). The 
device will be in a busy state during this transfer 
period. The CE signal must stay low after the third 
address input and during the busy state. 

After the transfer period the device retums to a 
ready state. Serial data can be output synchronously 
with the RE clock from the designated starting 
pointer indicated during the address input cycle. 

Figure 4. Read mode (1) operation 

Read Mode (2) 

Read mode (2) has the same timing as read mode (1) but it is used to access information in the extra 8 byte redundancy area 
of the page. The starting pointer is therefore assigned between byte 256 and 263. 

CLE ~~ __________________________________________ _ 

CE, Iff4 ffA IffA 
WE~ 

ALE I \I.-)-+-/ __________ _ 
RE --; ~ ....... . 

RIB 'V ... __ B_u_sy __ ..... 1 
I/O 

263 

Address AO - A2 are used to set the starting pointer for 
the redundant memory cell while A3 - A7 are ignored. Once 
the "50H" command is set, the pointer moves to the redun­
dant cell locations and only those 8 cells can be addressed 
regardless of the A3 - A7 address (The "OOH" command is 
necessary to move the pointer back to the 0 - 255, main 
memory cell locations.) 

Figure 5. Read mode (2) operation 
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Sequential Read (1)(2) 

This mode allows sequential reads without additional address input. 

@> ~ >-~------~-------------D-at-a-o-u-tp-u-t---------------D-a-ta--ou-t-p-ut-----------------

RIB Address input ~ .-----;;-----.. 

\ B I II \ B I IJ \ Busy usy usy . . 

~~~ .. 
o D- 263 

® 

................... 

Sequential read (1) Sequential read (2) 

Figure 6. Sequential read 

Sequential read mode (1) outputs data from addresses 0 to 263 while sequential read mode (2) outputs data from the 8-byte 
redundant area only. When the pointer reaches the last address, the device continues to output data from the last address with 
each RE clock signal. 

Status Read 

The TC5816 automatically implements the execution and verification of the program and erase operations. The status read 
function is used to monitor the ready/busy status of the device, determines the pass /fail result of a program or erase operation, 
and determines if the device is in a suspend or protect mode. The device status is output through the I/O port using the RE clock 
after a "70H" command input. The resulting information is outlined in Table 4. 

Table 4 Status output table 

STATUS OUTPUT 

I/O 1 PasslFail Pass: "0" Fail: "1" 

I/O 2 Not used "0" 

1/03 Not used "0" 

1/04 Not used "0" 

1/05 Not used "0" 

1/06 Suspend Suspended: "1" Not Suspended: "0" 

1/07 ReadylBusy Ready: "1" Busy: "0" 

1/08 Write protect Protect: "0" Not Protect: "1" 

The Pass/Fail status on I/O 1 is only valid when the device is in the ready state. The device will always indicate a pass status 
while in the busy state. 
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An application example with multiple devices is shown in Figure 7. 

CLE 

ALE 

WE 

RE 

1/01-8 

RIB 

RIB 

CLE 

ALE 

WE 

CE 1 

CE N 

RE 

I/O 

-
-
--0 

--0 

\ 

r--- r--- -
Device r--- Device r--- Device Device - Device 

1 r--o 2 r--c 3 N 
-c 

N+ 1 r--o r--c -c 

* * * * * 
Busy 

I \ I \ 

LJ LJ 
LJ\ I 

'----1 \ I 

LJ LJ 
<?® Qstatus on 

@E) 
Qstatus on 

Device 1 Device 1 

Figure 7. Status read timing application example 
SYSTEM DESIGN NOTE: If the RIB pin signals of multiple devices are common-wired as shown in the diagram, the status 

read function can be used to determine the status of each individually selected device. 

Auto Page Program 
The TC5816 implements the automatic page program operation after receiving a "1 OH" program command after the address 

and data have been input. The sequence of command, address, and data input is shown below. (Refer to the detail timing chart.) 

0c::;:::; c::y:::G)-------------1~ Pass 

Data Input Address Data Input Program Status read '-'-'Fa;;;.H ____ _ 

Command Input 0-263 command command 

RIB 

Data input 

Selected 
page 

Program 

\1.. ___________ ..11 RIB tums to Ready after completion 

Read & Verification 

automatically. 

The data is transferred (programmed) from the register to 
the selected page at the rising edge of WE following the "1 OH" 
command input. The programmed data is transferred back to 
the register after programming to be automatically verified by 
the device. If the program does not succeed, the above pro­
gram/verify operation is repeated by the device until success 
or the maximum loop number set in the device. 

Figure 8. Auto Page Program 
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Auto Block Erase 
The block erase operation starts with the rising edge of WE after the erase execution command "DOH" (which follows the 

erase setup command "60H"). This two cycle process for erase operations acts as an extra layer of protection from accidental 
erasure of data due to possible extemal noise. The device automatically executes the erase and verify operations. 

Auto Block Erase 

RiB 

PRELIMINARY 

Input: 2 cycle 

Erase execution 

command 

Select 

block 

<:: ~ 

Block erase 

Figure 9. Auto Block Erase Operation 
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Suspend/Resume 
Because a block erase operation can keep the device in a busy state for an extended period of time, the TC5816 has the abil­

ity to suspend the erase operation to allow program or read operations to be performed on the device. The block diagram and 
command sequence for this operation are shown below. (Refer to the detail timing chart) 

~§§~~~ Input erase operation 
~ resume 

-+ 
~~~:~ ~ Suspend «,.:;'d input 

~spend the eral. operation '--___ ---' 

Resume command ~ 

\ / 
DO 

RiB 

Figure 10. Suspend IResume Operation 

The ~ .... C§) suspend/resume cycle can be repeated up to 20 times during a block erase operation. After the 
resume command input, the erase operation continues from the point at which it left off and does not have to restart. 

Reset 

The reset mode compulsorily stops ali operations. For example, in the case of a program or erase operation, the regulated 
voltage is discharged to OV and the device will go into a wait state. The address and data register are set after a reset as follows: 

• Address Register : All "0" 
• Data Register : All "1" 
• Operation Mode : Wait State 

The response after a "FFH" reset command input is as follows: 

• If the reset (FFH) command is input during programming: Figure 11 

>-------< FF >-----------( 00 

:'-------------
RiB 

• If the reset (FFH) command is input during erasing: Figure 12 

----~C§)~------~~~----------------(§)_ 
Internal erase I :: _____ 
voltage . ----= ____ ~---__:_----

RIB \~ ______ ~ _______ ~_4_R_eg_jrt_e_r_,e_t~• r------

tRST(= lms) 
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• If the reset (FFH) command is input during the read operation: Figure 13 

-(§)----------~C!)~--------------~~ 
RIB \ J 

:- -: 
i RST ( '" 51'S) 

• If the reset (FFH) command is input after suspend: Figure 14 

~~--~~~------~~~----------------
: This reset cancels suspend status. 

Internal erase I 
voltage . ~-------~--------------

RIB \~ ________ ~, 

• If the status read command (70H) is input after reset: Figure 15 

\ , 
~: 
tRST( '" 51'5) 

----~0)-------~0-1I0status : Pass/Fail-+Pass 

RIB \'----...... , : Ready I Busy -+ Ready 

TC5816ADC 

However, the following operation is prohibited. If the following operation is executed, set up for the address and data register 
cannot be guaranteed. 

--------~,o ~~========::~~~:-~:7~ ~... 110 status: Passl Fail -+ Pass 

RIB \l ___ l.: ... _ ..... J----------' Ready I Busy -+ Busy 

• If the reset command is input in succession: Figure 16 
(1) (2) 

~------~~----------
\"' ____ ...... JTheseCQ;ld(jj5 command is invalid if the other RIB 

PRELIMINARY 

command than 'FFH' is input 

during this period. 
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10 Read 
The TC5816 contains an ID code to identify the device type and the manufacturer. The ID codes are read out using the follow­

ing timing conditions: 

10 read command 

1/08 1/07 1/06 

Maker code 1 0 0 

Device code 0 1 1 

Address 
'00' 

Maker code 

Figure 17. 10 read timing 

Table 5. Code table 

1/05 1/04 1/03 1/02 

1 1 0 0 

0 0 1 0 

Refer to AC characteristics for tREAID' teR. tAR1 (Refer to the specification). 

1/01 

0 

0 
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Device Physics 

Program Operation 
Figure 18 shows the NAND memory cell and details of the programming mechanism. The program operation is used to write 

"0" data into an erased memory cell ("1" data cell) using a tunneling mechanism. An example showing the operations necessary to 
program '0' data in TR1 and "1" data in TR2 follows: 

(1) The select lines are activated so that the transistor array is connected to the bit line and disconnected from the ground line. 
(2) Vpp (-20V) is applied to the selected word line and an inhibit voltage of VPI H OV) is applied to the unselected word lines. 
(3) The bit line tied to cell transistor TR1 is biased to OV and the bit line tied to TR2 is biased to the inhibit voltage of VDPI 

HOV). 
(4) Vpp is applied between the control gate and the channel in TR1 , as shown in Figure 18, which causes electrons to be 

injected from the channel to the floating gate by a tunneling mechanism. 
(5) The injected electrons are captured in the floating gate (which is surrounded by an oxide layer) and will remain, even after 

power is cut off, until they are removed by an erase operation. 
(6) Although 20 volts is applied to the control gate of TR2, the voltage difference between the control gate and the channel is 

only 10V because the voltage of the channel is 10V. Therefore, tunneling does not take place. (i.e. electrons are not 
injected into the floating gate.) 

(7) Tunneling does not take place in the unselected pages because of the 10V (VPI) being applied to the unselected word lines 
which again makes the voltage difference between control gate and channel only 1 0 volts. Thus, the floating gate of the "0" 
cell is charged to "minus" and that of the "1" cell is charged to "plus". 

vpp (OV) Bit line 

/ 
VDPI (:, IOV) 

~ 
Select line I 

(:,IOV) VPI -----t----~+_--------~--~~--­

VPI -----t----~+_--------~--~~--­

VPI -----t----~+_--------~--~~---

(:,20V) VPP-----t--~~#---------~--_E~~ 

VPI -----t--~~+_--------~~~~--­

VPI -----+----~+_--------+---~~--­

VPI -----+----~+_--------+---~~--­

VPI -----+----~+_--------+---~~---

(Word line1) 

(Word line2) 

(Word line3) 

(Word Iine4) 

(Word lineS) 

(Word line6) 

(Word line7) 

(Word lineS) 

VPI -----+----.:::H+_--------+----=W--- (Word linel6) 

Sel ect Ii ne2 

Select line I 

Figure 18. TC5816 Program Device Physics 

Vpp (:, 20V) 

Vpp (:, 20V) 
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Erase Operation 
Figure 19 shows the NAND memory cell and details of the erase mechanism. The erase operation is used to tum the "0" (pro­

grammed) cells back to "1" in a block. Zero volts is applied to the control gate and Vpp (-20V) is applied to the substrate so that a 
20 volt potential is created and the electrons in the floating gate are pulled out through tunneling. 

Select line 

16 word line 
(1 block) 

Select line 

Read Operation 

OV 
OV 
OV 
OV 
OV 
ov 

ov 
ov 

open open 

~Bitline 
~ 

~ ~ 
OV zr ;zr 

zr ;zr 
zr ;zr 

r ?"' open 

1"" ?"' 

! ;zr 

l 
1'" ?"' 

1'" ?"' vpp ('" 20V) 

[i' ~ 
~ 

Vpp ('" 20V) Vpp ('" 20V) 

Figure 19. TC5816 Erase Device Physics 

The state of the memory cell is either "0" (minus charge on the floating gate) or "1" (plus charge on the floating gate) after pro­
gramming. Each state is indicated as the "threshold voltage (Vth)" which is a characterization parameter of the MOS transistor as 
shown in Figure 20. The threshold voltage of a transistor with "0" data falls within the "plus" distribution while the threshold voltage 
of a transistor with "1" data falls within the "minus" distribution. The distribution band depends on transistor fluctuations. 

D-94 

Threshold 
value 
(VTH) 

+ 

a 

'0' Data cell 
VTH 
Distribution 

N 

VTH 
Distribution 

Figure 20. VTH Distribution for "0" and "1" data cell 
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Figure 21 shows the memory cell and details of the read operation: 
(1) Select lines 1 and 2 in the block including the selected page are biased at a high level so that the 16 NAND memory cell 

array is connected to the bit line and ground, 
(2) Zero volts is applied to the control gates of the selected page and a high level voltage is applied to the control gates of the 

unselected pages, 
(3) In Figure 21, transistor TR2 with data "1" turns on, transistor TR1 with data "0" turns off, and all other unselected transis­

tors turn on, 
(4) The precharged bit line tied to TR2 is discharged through TR2 as cell current flows to ground while the precharged bit line 

tied to TR1 remains at a high level because current does not flow, The sense amplifiers tied to the bit lines thus sense the 
voltage levels as "1" and "0" respectively, 

PRELIMINARY 

Bit line 

Select line 1 

H 
ON ON 

H 
ON ON 

H 
ON ON 

Selected page L 
'0' ',' 
OFF ON 

H 

H 
ON ON 

H 
ON ON 

H 
ON ON 

H-----r----~~~------r-r_~~~O~N 

Select line2 -----r----~----------,j.<"-t-~3t_-
ON 

Cell current 

Figure 21. TC5816 Read Device Physics 
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Application Notes and Comments 

(1) Prohibition of unspecified commands 

The operation commands are listed in Table 1. Data input as a command other than the specified commands in Table 1 is 
prohibited. Stored data may be corrupted if an unspecified command is entered during the command cycle. 

(2) Pointer control for "DOH", "SOH" 
The TC5816AFT has two read modes which set the destination of the pointer to either the main memory area of a page or the 

redundancy area. The pointer can point to any location from 0 to 255 in read mode (1) and from 256 to 263 in read mode (2). Fig­
ure 22 shows the block diagram of their operations. 

0-96 

o 255 256 263 

, A 'B I 
!!! g n g 

~!~ 
~~~ =:I Pointer control I 

Figure 22. Pointer control 

The pointer is set to region "A" by the ''~OH'' command and to region "8" by the "50H" command. 

(Example) 
The "~OH" command needs to be input to set the pointer back to region "A" when the pointer control points to region "8". 

(@)::;:; ----........-.. ®c:;::; ----........-..@'---y--/ ___________ 
Add Start point Add Start point Add DIN 

A area B area .. 

Start point 
A area 

Start point 
B area 

Start point 
A area 

Figure 23. Example for Pointer Set 

DIN 

Start point 
A area 

Start point 
B area 

For programming into region 8 only, first reset the contents of the data register to "1 "s by inputting the FFH (reset) command. 

®I-----I@I--~~@ 
Add DIN .. 

Start point 
B area 
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(3) Acceptable commands after the serial input command "80H" 
Once the serial input command ("SOH") is input, do not input any command other than the program execution command 

("1 OH") or the reset command ("FFH") during programming. 

C§)~--------------~~~-------------

WE --......rLl"1.. 
~ 

Address 
Internal Vpp input I ~ -------

RIB \'-------', 
Figure 24 

If a command other than "1 OH" or "FFH" is input, the program operation is not performed. 

Other command 
10 } 

Programming can not be executed. 

In this case, the reset command (FFH) command is 
needed. 

(4) Status read during read operation 

:4 ~: 
~ ______________________________ ~~~ ________ ~I __ ~[A~J __ .; ____________ __ 

Command 

CE \ IfA : 
I I 

:;~ t I 
RE ~'---------', U 

N~~ _ , 
I I ULr··· .. 

I I 
read command Status Status output 

input read 

Figure 25 

The device status can be read out by inputting the status read command "70H" during the read mode. Once the device is set 
to the status read mode after a "70H" command input, the device does not retum to the read mode. 

Therefore, status read during the read operation is prohibited. 
However, when the read command "~OH" is input during [A], the status mode is reset, and the device retums to the read 

mode. In this case, the data output starts from N address without address input. 
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(5) Suspend command "BOH" 
The following issues need to be observed when the device is interrupted by a "BaH" command during block erasing. 

RIB 

Figure 26 

BO 

:"fD . . 
:~ .: 

Recovery' 
time 

Although the device status changes from busy to ready after "BaH" is input, the following two cases cannot be distinguished. 
-After a "BaH" command input, Busy~Ready 
-After an erase operation is finished with "DOH", Busy~Ready 

Therefore, the device status needs to be checked to see whether or not the "BaH" command has been accepted by issuing 
a "70H" command after the device goes to ready. 

0-98 

The device responds as follows when a "DOH" command (Resume) is input instead of "70H". 
-"BaH" has been accepted: Erase operation is executed. (The device is busy.) 
-"BaH" has not been accepted. (Erase operation has been completed): "DOH" command cannot be accepted. 

(The device is ready.) 
Each case above is confirmed by monitoring the RIB signal. 

(6) Program fail 

Data 
input 

N ~=====1 

Address Data 
N input 

When the programming result for the page address M is "Fail", do not try 
to program the page to address N in another block. Because the previ­
ous input data is lost, the same sequence of "SOH" command, address 
and data input is necessary. 

Figure 27 
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(7) Data transfer 

The data in page address M cannot be automatically transferred to page address N. If the following sequence is executed, 
the data will be inverted (i.e. "1" data will become "0" and "0" will become "1 "). 

0 ____ 
Address 

M 

M 

N 

0 ____ ~~------~~~---­
... 

;If_\. 

( 
\ , , 

Address 
N Program 

Data} 
__ Inverted data will be tranferred. 
Data 

Figure 28 

(8) Block erase after suspend command "BOH" 

... ... 
address Erase executi on Suspend 

A block erase command is prohibited when the device has been suspended by inputting "BOH" during a block erase opera­
tion. Only a program or read operation is allowed during this erase suspend interruption. 

(9) Interruption of an erasing block 

After a "BOH" command input, neither a program nor a read operation is allowed for the accessed block which is currently in 
an erase operation. 

PRELIMINARY 

~~------~~~'-~------------------~~~ --Block 
address 

A 

The interruption of block A is prohibited. 

TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. D-99 



TC5816ADC NAND EEPROM NV16030496 

(10) RiB: Termination for the Ready/Busy pin (RiB) 
A pull-up resistor needs to be used for termination because the R/B buffer consists of an open drain circuit. 

Vee 

RIB 

This data may vary by device. We 
recommend that you use this data as a 
reference when selecting a resistor value. 

Ready : 
--:-::----:>:::·····vee ~ 

4.0V. :,,--1._0V ___ ...:B:.::U:;:;S,--_...,~: 4.0V 

1.51'5 

tr 1.01'5 

0.51'5 

o 

~ . tr . 

vee= 5.0V 
Ta = 25·C 15ns 
CL = 100pF __________ t_f ___ __ 

tr ______ 

..... ~ 

lKQ 2KQ 3KQ 4KQ 
R 

10ns tf 

5ns 

Figure 29 

(11) Status After Power On 
Although the device is set to read mode after power-up, the following sequence is needed because each input signal may not 

be stable at power on. 
• Operation mode 
• Address register 

: Read mode (1) 
: All "0" 

• Data register : Indeterminate 
• High voltage generation circuit : Off state 

Power on sequence 

Reset Read mode (1) 

(12) Power On/Off Sequence: 

0-100 

The WP signal is useful for protecting against data corruption at power on/off. The following timing is recommended: 

OV 

CE,WE,RE 
CLE, ALE 

v,, ~~ ______________ ~;~--~~~ __________ _ 

---d'<~>? '~ <~~"<' c~: i.:re 
V'L 

WP --------------~ 

Operation 

Figure 30. TC5816 Power On/Off Sequence 
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(13) Setup for WP Signal 
The erase and program operations are compulsively reset when WP goes low. The WP signal must be kept at a high level 

before the 80H/60H command input for the program and erase operations. 
If WP goes high after the 80H/60H command input for a program/erase operation, the program and erase operations cannot 

be guaranteed. 

-Gr-....... . ----0V--
WP j 
WE -t-Lr- ...... "----U-

I I 

RIB ~1~--, ... : ---_ ....... ----""""\L 
tww(Min. lOOns) 

Figure 31. WP Setup before Programming 

-Gr- ........ -@>--, 

RIB 

J 
-+-Lr-"."" '----U-

I I ••••••••• ___ ......, 

:: L 
I~~ 

tww (Min. lOOns) 

Figure 32. WP Setup before Erasing 
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(14) In the case that 4 address cycles are input 
Although the device may acquire the fourth address, it is ignored inside the chip. 

Read operation: 

CLE --.! \~----------------------
CE ~~ ________________________________________________ __ 

ALE 

1/0 

RIB 

Program operation: 

ignored 

Internal read operation start when WE 
of the third cycle goes high. 

Figure 33 

CLE --.! \~--------------------------------------
CE~~ ______________________________ __ 

ALE / __ ----J \"-------
1/0 

Address input Data input 

ignored 

Figure 34 

NV16030496 
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(15) Divided program in the same page (Partial page program) 
The device allows a page to be divided into 10 segments (typically) with each page segment programmed individually as follows: 

The first programming Oata pattern 1 

The second programming - -- ,-
The tenth programming Data pattern 10 

Result Data pattern 1 Data pattern 10 

Figure 35 

Note: The input data for unprogrammed or previously programmed page segments must be "1" (i.e. Mask all page bytes out­
side the segment to be programmed with "1" data.). 

(16) RE Signal During Read 
The intemal column address counter is incremented synchronously with the RE clock in the read mode. Therefore, once the 

device is set into the read mode by the "OOH" or "50H" command, the internal column address counter can be incremented by 
the RE clock before or after the address input. Assuming that RE clocks before the address input and the pointer reaches the last 
column address, an intemal read operation (array~register) will occur and the device will be in a busy state. (See Figure 36) 

Address input 

~--------~--------" 
1/0 --< OOHISOH )>--------------0-0-0----

Figure 36 

Therefore, RE clocking must occur after the address input. 
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(17) Invalid block (bad block) 
The TC5816 device contains unusable blocks. Therefore, the following issues must be recognized: 

~~~~~~ ... Bad Block 

Check if the device has any bad blocks after device installation into the 
system. Do not try to access bad blocks. A bad block does not affect the 
performance of good blocks because it is isolated from the bit line by the 
select gate. The number of valid blocks is as follows: 

Valid (Good) Block Number 

Figure 37 shows the bad block test flow. 

(18) Error in program or erase operation (Fail at status read) 
The device may fail during a program or erase operation due to exceeding write/erase cycle limits, for example. The following 

system architecture will enable high system reliability if a failure occurs. 

Program 

Erase 

When an error happens in Block A, try to reprogram the data 
into another (Block B) by loading from an external buffer. Then, 
prevent further system accesses to Block A (by creating a "bad 
blocks" table or another appropriate scheme.) 

When an error occurs for an erase operation, prevent future accesses to this bad block (again by creating a table within the 
system or other appropriate scheme.) 
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Bad Block Test Flow 

PRELIMINARY 

Pass 

Pass 

Pass 
Block 
Erase 

Fail 

Fail 

Fail 

Fail 

Fail 

Fail 

No 

NAND EEPROM TC5816ADC 

Bad 
Block 

C: Checker board pattern 
C: Checker board pattern 
Blank check: 1 Block read (FFH) 
The blank check operation detects 
"O"s resulting from factory block testing. 
Any new devices having "O"s in a block indicates 
that the block is bad. 

No 

Yes 

Figure 37. Bad Block Test Flow 
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Outline Drawings 
FDC-22 

E: Write protect area 
F: The distance between the sur­

face of 0 and all contact area is 
less than 0.1 mm. 

G: Index area 

Weight: 0.48g (typ.) 

Attention 
(1) Avoid bending or subjecting the card to sudden impact. 

NAND EEPROM 

o 

Contact area (2 1) 

(2) Avoid touching the connectors to protect against damage from static electricity. 
This card should be kept in the antistatic film case when not in use. 

NV16030496 

Unit: mm 

(3) Toshiba cannot accept and hereby disclaims liability for any damage to the card including data corruption that may occur because of mishandling. 

1. This technical data may be controlled under U.S. Export Administration Regulations and may be subject to the approval of the U.S. Department of Commerce prior to export. My export or re-export, directly or indi­
rectly, in contravention of the U.S. Export Administration Regulations is strictly prohibited. 

2. LIFE SUPPORT POLICY 

Toshiba products described in this document are not authorized for use as critical components in life support systems without the wrrtten consent of the appropriate officer of Toshiba America, Inc. Life support sys­
tems are either systems intended for surgical implant in the body or systems which sustain I1fe. 

A critical component in any component of a life support system whose failure to pertorm may cause a malfunction of the life support system, or may affect its safety or effectiveness. 

3. The information in this document has been carefully checked and is believed to be reliable; however no responsibility can be assumed for inaccuracies that may not have been caught. All infonnation in this data book 
is subject to change without prior notice. Furthermore, Toshiba cannot assume responsibility for the use of any license under the patent rights of Toshiba or any third parties. 
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TOSHIBA 

TC5832Ff 
PRELIMINARY 

32Mbit (4M x 8 BIT) CMOS NAND EEPROM (5V) 

Description 

The TC5832FT is a 5 volt 34M (34,603,008) bit NAND Electrically Erasable and Programmable Read Only Memory (NAND 
EEPROM) organized as 528 bytes x 16 pages x 512 blocks. The device has a 528 byte static register which allows program 
and read data to be transferred between the register and the memory cell array in 528 byte increments. The erase operation 
is implemented in a single block unit (8k bytes + 256 bytes: 528 bytes x 16 pages). 

The TC5832FT is a serial type of memory device which utilizes the I/O pins for both address and data input/output as well 
as command inputs. The erase and program operations are automatically executed making the device most suitable for 
applications such as Solid State File Storage, Voice Recording, Image File Memory for still cameras, and other systems which 
require high density, non-volatile memory data storage. 

Features 

• Organization 
- Memory cell array 
- Register 
- Page size 
- Block size 

• Mode 

o Mode control 

• Package 
- TC5832FT 

• Power supply 
o Access time 

: 528 x 8Kx 8 
: 528 x 8 
: 528 bytes 
: (8k + 256) bytes 
: Read, Reset, Auto page 

program, Auto block 

erase, Suspend/ 

Resume, Status read 

: Serial input/output 

Command control 
:400mil TSOP Type II 

: TSOP44-P-400B 
(0.48g typ.) 

: Vee = 5.0V±0.5V 

- Cell array - Register : 1 Oils max. 
- Serial Read Cycle : 50ns max. 

• Operating current 

Read (50ns cycle) : 15mA typo 
- Program (ave.) : 40mA typo 
- Erase (ave.) : 20mA typo 
- Standby : 1 OOIlA 

• Operating temperature : 0 - 70°C 

Pin Names 

1/0 1 - 8 1/0 Port 

CE Chip Enable 

WE Write Enable 

RE Read Enable 

CLE Command Latch Enable 

ALE Address Latch Enable 

WP Write Protect 

RIB ReadylBusy 

OP Option Pin 

Vcc Power Supply 

Vss Ground 

OP: GND Input: 528 Byte/Page Operation 
vee Input: 512 Byte/Page Operation 

Pin Connection (Top View) 

TC5832FT 
, ................................................. . 
! Vss 
: CLE 
! ALE 
: WE 

! .. ,WP. .. 
N.C. 
N.C. 
N.C. 
N.C. 
N.C. 

N.C. 
N.C. 
N.C. 
N.C. 

... N·.C .. 
jlo 1 
jlo 2 
ilo 3 

N.C. 
N.C. 
N.C. 
N.C . 

. .. ~,~, 
1/0 
1/0 
I/O 
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Block Diagram 

~> 
Status register \+-

i/O 1 0 ~ 

1/0 Control ~ Address register 
~ 

( 
circuit 'l"///////////////-0'/#///////% 

~ ~ 1/08 

CE 

CLE 

ALE 

WE 

RE 
WP 

RIB 

0 

~ 

~ 

0---.-

0 

i 

Logic 
control 

RIB 

Maximum Ratings 

SYMBOL ITEM 

Voo Power Supply 

VIN Input Voltage 

VI/a InpuVOutput Voltage 

Po Power Dissipation 

TSOLOER Soldering Temperature (10s) 

TSTG Storage Temperature 

TOPR Operating Temperature 

Capacitance* (Ta = 25°C, f = 1 MHz) 

SYMBOL PARAMETER 

GIN Input CapaCitance 

COUT Output Capacitance 

Command register \ 

~~ I I 

Control 
circuit 

~~ 
l HV generator 

RATING 

-0.6 - 7.0 

-0.6 - 7.0 

-0.6V - Vee + 0.5V (S 7.0V) 

0.5 

260 

-55 - 150 

0-70 

TEST CONDITION 

VIN = OV 

VOUT= OV 

'This parameter is periodically sampled and is not 100% tested. 

d R R 
e 0 0 

6w W 

d a a 
e d d 
r d d 

b d 
u e 
f c 

0 
f d e e r r 

UNIT 

V 

W 

°C 

MIN. 

-
-
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~ 

r:--

r-

TYP. 

5 

5 

NV32010196 

Vee GND 

~ ~ 
Column buffer 

Column decoder 

Data register 

Sense amp. .. 
Memory 
cell array 

MAX. UNIT 

10 

10 
pF 
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Valid Blocks (1) 

TC5832FT 
SYMBOL PARAMETER UNIT 

MIN. I TYP. I MAX. 

NVB Valid block number 502 I 508 I 512 Blocks 

(1) The TC5832FT includes unusable blocks. Refer to notification (17) toward the end of this document. 

OC Recommended Operating Conditions 

SYMBOL PARAMETER MIN. TYP. MAX. UNIT 

Vee Power Supply 4.5 5.0 5.5 

VIH Input High Voltage 2.2 - Vee + 0.5 V 

VIL Input Low Voltage -0.3* - 0.8 

* ·2V (pulse width S; 20ns) 

DC Characteristics (Ta = 0 - 70°C, Vee = 5.0V±0.5V) 

SYMBOL PARAMETER TEST CONOITION MIN. TYP. MAX. UNIT 

III Input Leakage Current VIN = OV -Vee - - ±10 

ILO Output Leakage Current VOUT = O.4V - Vee ±10 
~A 

- -

leeOi Operating Current (Serial Read) 
CE =VIL I tcycle = 50ns - 15 30 
IOUT=OmA 

lee03 Operating Current (Command Input) tcycle = 50ns - 15 30 

leeo4 Operating Current (Data Input) tcycle = 50ns - 40 60 

leeos Operating Current (Address Input) tcycle = 50ns 15 30 
mA -

lee07 Program Current - - 40 60 

leeoa Erasing Current - - 20 40 

lecs1 Standby Current CE =VIH - - 1 

lecs2 Standby Current CE = Vee - 0.2V - - 100 ~A 

VOH High Level Output Voltage IOH = - 400~A 2.4 - -
V 

VOL Low Level Output Voltage IOL = 2.1mA - - 0.4 

lodR/B) Output Current of (RIB) pin VOL = O.4V - 8 - mA 
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AC Characteristics (Ta = 0 - 70°C, Vee = 5.0V±O.5V) (1) 

SYMBOL PARAMETER MIN. MAX. UNIT NOTES 

tCLS CLE Setup Time 0 - ns 

tCLH CLE Hold Time 10 - ns 

tcs CE Setup Time 0 - ns 

tCH CE Hold Time 10 - ns 

twp Write Pulse Width 25 - ns 

tALS ALE Setup Time 0 - ns 

tALH ALE Hold Time 10 - ns 

tos Data Setup Time 20 - ns 

tOH Data Hold Time 10 - ns 

twc Write Cycle Time 50 - ns (2) 

tWH WE High Hold Time 15 - ns 

tww WP High to WE Low 100 - ns 

tRR Ready to RE Falling Edge 20 - ns 

tRP Read Pulse Width 25 - ns 

tRC Read Cycle Time 50 - ns 

tREA RE Access Time (Serial Data Access) - 35 ns 

tCEH CE High Time at the Last Address in the Serial Read Cycle 100 - ns (4) 

tREAIO RE Access Time (10 Read) - 35 ns 

tOH Data Output Hold Time 10 - ns 

tRHZ RE High to Output High Impedance - 30 ns 

tCHZ CE High to Output High Impedance - 20 ns 

tREH RE High Hold Time 15 - ns 

tlR Output High Impedance to RE Rising Edge 0 - ns 

tRSTO RE Access Time (Status Read) - 35 ns 

tCSTO CE Access Time (Status Read) - 45 ns 

tRHW RE High to WE Low 0 - ns 

tWHC WE High to CE Low 30 - ns 

tWHR WE High to RE Low 30 - ns 

tAR1 ALE Low to RE Low (10 Read) 100 - ns 

tCR CE Low to RE Low (10 Read) 100 - ns 

tR Memory Cell Array to Starting Address - 10 l1s 

tws WE High to Busy - 200 ns 

tAR2 ALE Low to RE low (read cycle) 50 - ns 

tRS RE Last Clock Rising Edge to Busy (Sequential Read) - 200 ns 

tCRY CE High to Ready (in case of Interception by CE in Read Mode) - 600 ns (3) 

tRST Device Resetting Time (Read/Program/Erase/after Suspend Command) 
6/10/ -
50015 l1s 

AC Test Conditions 

Input Level 2.4V/0.6V 

Input Comparison Level 2.2V/0.8V 

Output Data Comparison Level 2.0V/0.8V 

Output Load 1 TIL and CL (100 pF) 
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(1) Transition time (tT) = 5ns. 

(2) In the case that CLE, ALE, CE are input with clock, twc exceeds 50ns. 

set - up time + hold time + ~ + !xx + lli 
Ons IOns 25ns 20ns 

(ex.) 
CLE --V 
ALE ----" ____________________ ~------~-------------------

twc 

(3) CE high to Ready time depends on the pullup resistor tied to the RiB pin. (Refer to notification (10) toward the end of this 
document.). 

(4) If CE returns to a high level after accessing the last address (527) in read modes (1), (2) or (3), the CE high time must keep 
equal to or greater than 1 OOns when the delay time of CE against RE is 0 to 200ns as shown below. In the second case, 
the device will not turn to a "Busy" state when the CE delay time is less than 30ns. 

R/B U ® : 0-200ns'" tCEH 2: lOOns 

Busy ®: 0 - 30ns ... Busy signal is not output. 

Programming and Erasing Characteristics (Ta = 0 - 70°C, Vee = 5.0V±O.5V) 

SYMBOL PARAMETER MIN. TYP. MAX. UNIT NOTES 

tpROG Average Programming Time 300 1500 Jls 

N Divided Number on Same Page 3 (1 ) 

tSERASE Block Erasing Time 6 50 ms 

tSR Suspend Input to Ready 0.5 ms 

tEv Erase verify time 6 Jls 

Np/E Number of Program/Erase Cycles 250K 1 x 106 

(1) Refer to notification (15) toward the end of this document. 

PRELIMINARY TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. 0-111 



TC5832FT NAND EEPROM NV32010196 

Timing Charts 

Latch Timing Chart for Command/Address/Data 

I/O 1-8 

Command Input Cycle 

CLE 

twp 
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Address Input Cycle 

teLs 

CLE 

tes twe twc 

tWH tWH 
twp twp 

ALE 

Data Input Cycle 

CLE 

twc 

ALE 

twp twp 

• o.P. = GND input : DIN 527 
= Vee input : DIN 511 
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Serial Read Cycle 

I 

tREH 
tRP tRP tRP 

J 11 \ j tcHZ 

tREA ~ tREA -.... toH tREA 
J:-
tRHZ I--

tRHZ 1-1 - tRHZ .... ~ --
8 

tRR 
~ 

RiB -J 

Status Read Cycle 

CLE 

tesTO 

tWHR 

RiB / 
_ V 1H or VIL 
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Read Cycle (1) 

ClE 

ALE 

1/01-8 

RiB 
• D.P. = GND input 

or V1L = Vee input 

Read Cycle (1): Interception by CE 

elE 

_Hlt-tc. HZ 

ALE 

1/01-8 

RIB 
Read Operation by OOH Command N : 0-255 
Read Operation by 01H Command N: 256.-511 

~ V!H orV1L 
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Sequential Read Timing 

CLE \ 

~-------------------------------------------------------------------
CE ~~ ________________________________________________________________________ __ 

ALE 

1/01-8 

RIB 

0-116 

column 
address 

N 

page M 

access 
page M+l 

access 

~ V rH or VrL 
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• O.P. = GND input : Dour 527 
= Vee input : Dour 511 
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Read Cycle (2) 

ALE 

RiB 

Read Cycle (3) 

ALE 

1/01 -8 

RIB 

PRELIMINARY 

column address 
M 

column address 
M 

NANOEEPROM TC5832FT 

2S6+M 

•• o.P. = GND input : DOUT 527 
= Vee input : DOUT 511 

~ V'H or V'L 

512 +M S12+M+l 

•• o.P. = GND input : DOUT 527 
Do not input Vee 
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Auto Program Operation Timing Chart 
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NV32010196 

• o.P. = GND input : DIN 527 
= Vee input : DIN 511 

Do not collide data input 
with data output. 
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Auto Block Erase Timing 

CLE 

ALE 

1/01 .8 ////'////'/AA" 

RIB 

Auto Block Erase 
Setup 

Command 

PRELIMINARY 

NAND EEPROM 

Erase Execution 
Command 

Status Read 
Command 

TC5832FT 

Do not collide data input 
with data output. 
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Suspend/Resume on Block Erase Operation 

CLE 

ALE 

1101-8 

RiB 

(aj 

CLE 

CE 

WE 

ALE 

RE 

11°1-8 

RiB :WIA "---I 
(aj : Continued 

•• Do not collide data input with data 
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10 Read Operation 

CLE 

ALE 

1/01 - 8 

Address Input Maker Code Device Code 
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Pin Function 
The TC5832FT is a serial access memory in which address and data information is multiplexed. The device pinout is shown in 

Figure 1. 

Command Latch Enable: CLE 
The CLE input signal is used to control the acquisition of the operation mode 

command into the intemal command register. The command is latched into the 
command register from the I/O port at the rising edge of the WE signal while CLE 
is high. 

Address Latch Enable: ALE 
The ALE signal is used to control the acquisition of either address information 

or input data into the intemal address/data register. Address information is latched 
at the rising edge of WE if ALE is high. Input data is latched if ALE is low. 

Chip Enable: CE 
The device goes into a low power standby mode during a read operation when 

CE goes high. The CE signal is ignored when the device is in the busy state 
(RIB = L) during a program or erase operation and will not go into standby mode if 
a CE high signal is input. The CE signal must stay low during the read mode busy 
state to ensure that the memory array data is correctly transferred to the data register. 

Write Enable: WE 
The WE signal is used to control the acquisition of data from the I/O port. 

Read Enable: RE 

Vss vee 
CLE a 
ALE RE 

WE RIB 

WP O.P. 

1/01 1/08 

1/02 1/07 

1/03 1/06 

1/04 1/05 

Vss Vee 

Figure 1. TC5832FT Pinout 

The RE signal controls the serial data output. Data is available tREA after the falling edge of RE. The internal column address 
counter is also incremented (Address + 1) with this falling edge. 

I/O Port: 1/01 - 8 
The I/O 1 - 8 pins are used as the port for transferring address, command and input/output data information to or from the 

device. 

Write Protect: WP 

The WP signal is used to protect the device from inadvertent programming or erasing. The intemal voltage regulator is reset 
when WP is low. This signal is usually used for protecting the data during the power on/off sequence when the input signals are 
invalid. 

Ready/Busy: RiB 
The R/B output signal is used to indicate the state of the device. The RIB signal indicates a busy state (RIB = L) during pro­

gram, erase, or read operations and will return to a ready state (R/B = H) after completion. The output buffer of this signal is an 
open drain. 

Option Pin: OP 
The OP signal is used to change the page size. The device is in the 528 byte/page mode when OP = GND, and 512 byte/ 

page mode when OP = Vee. 
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Schematic Cell Layout and Address Assignment 
The program operation is implemented in a page unit while the erase operation is carried out in block units. 

8192 
page 

512 block 
I 
I 

I I 
I I 

"J-------f---
, I 

" I , I 

" I 
" I 

~ 
528 

1/01 1/02 

First cycle AO Al 

Second cycle A9 Al0 

Third cycle A17 AlB 

A page consists of 528 bytes in which 512 bytes are 
for main memory and 16 bytes are for redundancy or other 
uses. 

1 Page = 528 bytes; 
1 Block = 528 bytes x 16 pages = (8K + 256) bytes 
Total device density = 528 bytes x 16 pages 

x 512 blocks 
~ 34M bits (4.325M bytes) 

The address is acquired through the 1/0 port using 
three consecutive clock cycles as shown in Figure 3. 

Figure 2. TC5832 Schematic Cell Layout 

1/03 1/04 1/05 

A2 A3 A4 

All A12 A13 

A19 A20 A2l 

1/06 1/07 

A5 A6 

A14 A15 

*L *L 

1/08 

A7 

A16 

*L 

AD - A7 : column address 
A9 - A21 : page address 

( A13 - A21: block address 
A9 - A 12 : NAND address 

in block 

* A8 is initially set to "Low" or "High" by "OOH" Command or "01 H" Command . 
• I/O 6 - 8 during the third cycle must be set to low level 

Figure 3. Addressing 

Operation Mode: Logic and Command Tables 
The operation modes such as program, erase, read, erase suspend, and reset are controlled by the eleven different com­

mand operations shown in Table 2. The address, command input, and data input loutput are controlled by the CLE, ALE, CE, 
WE, RE, and WP signals as shown in Table 1. 

PRELIMINARY TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. 0-123 



TC5832FT 

Command input 

Data input 

Address input 

Serial data output 

During programming (Busy) 

During erasing (Busy) 

Program, Erase inhibit 

Serial data input 

Read mode (1) 

Read mode (2) 

Read mode (3) 

Reset 

Auto program 

Auto block erase 

Suspend in erasing 

Resume 

Status read 

ID read 

NAND EEPROM 

Table 1. Logic Table 

CLE ALE CE WE RE WP 

H L L """LJ' H * 

L L L H * """LJ' 

L H L """LJ' H * 

L L L H 'L.J * 

* * * * * H 

* * * * * H 

* * * * * L 

Table 2. Command Table (HEX data) 

ACCEPTABLE 
FIRST CYCLE SECOND CYCLE COMMAND 

DURING BUSY 

80 -
00 -
01 -
50 -
FF - -J 
10 -
60 DO 

BO - -J 
DO -
70 - -J 
90 -

NV32010196 

Bit assignment 01 HEX data 
(Example) 

Serial data input: BOH 

~~ 
1110101010101010\ 
I/O 8 7 6 5 4 3 2 I/O 1 

Once the device is set into the read mode by the "OOH", "01 H" or "50H" command, additional read commands are not 
needed for sequential page read operations. Table 3 shows the operation mode for reads. 

Table 3. Operation mode for reads 

CLE ALE CE WE RE 1/01 -1/08 POWER 

Read mode L L L H L Data output Active 

Output deselect L L L H H High impedance Active 

Standby L L H H * High impedance Standby 
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Device Operation 

Read Mode (1) 
Read mode (1) is set by issuing a "OOH" command to the command register. Refer to Figure 4 below for timing details and 

block diagram. 

CLE J\ 
CE \ ~ IPA. PA 

WE 

~~ ALE 

RE 

'---'1-------------------- - - - - - - --

RIB N '\' M .....----... Busy / 
'----_.....I 

1/0 }------------

~ 
Start address input 

M ~ 511 or 527 

A data transfer operation from the cell array to 
the register starts at the rising edge of WE in the third 
cycle (after latching the address information). The 
device will be in a busy state during this transfer 
period. The CE signal must stay low after the third 
address input and during the busy state. 

Read Mode (2) 

After the transfer period the device returns to a 
ready state. Serial data can be output synchronously 
with the RE clock frorn the designated starting 
pointer indicated during the address input cycle. 

Figure 4. Read mode (1) operation 

ClE J\~ ________________________________________________________ _ 

CE \ I7!A fffA EPA 

ALE 

RIB 

1/0 

M 

Start address input 

M 
2~6 I 

PRELIMINARY 

511 or 527 
~ 

V'J\..f\J\.Jr--- - - - - - - - -' 

}-----------_. 

The operation of the device after inputting 01 H is the 
same as Read Mode (1). In case of setting the starting 
pointer after column address 256 use Read Mode (2). 

However in case of sequential read, the output of 
the next page starts from column address O. 

Figure 5. Read mode (2) operation 
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Read Mode (3) 
Read mode (3) has the same timing as read mode (1) and (2) but it is used to access information in the extra 16 byte redun­

dancy area of the page. The starting pointer is therefore assigned between byte 512 and 527. 

CLE ~~ __________________________________________ _ 

CE \ m ~ Iff@. 

WE~ 

ALE! \ ..... )-1-/-------------
RE -j ~ ....... . 

RiB "VI.. __ B_U_SY __ .... ! 
1/0 

527 
Address AO - A3 are used to set the starting pointer for the 

redundant memory cell while A4 - A7 are ignored. Once the 
"50H" command is set, the pointer moves to the redundant cell 
locations and only those 16 cells can be addressed regardless of 
the A4 - A7 address (The "~OH" command is necessary to move 
the pointer back to the 0 - 511, main memory cell locations.) 
Read mode (3) cannot be guaranteed when OP is Vee. 

Figure 6. Read mode (3) operation 

Sequential Read (1)(2)(3) 
This mode allows sequential reads without additional address input. 

~ 
tR 
~ tR ~ tR 

Address input ~ • Data output 4 • Data output 4 • 
RiB " (C r \ Busy ! )j \ Busy ! II \ Busy 

0 527 (OlH) (SOH) 
I I • I I II I 

A)-+---:±:::=+i A 

Seq uen tial read (1) Sequential read (2) Sequential read (3) 

Sequential read mode (1) and (2) outputs addresses 0 to 527 as shown above while sequential read mode (3) outputs the 
redundant address locations only. When the pointer reaches the last address, the device continues to output the last data ** with 
each RE clock signal. 

** OP = GND input: column address 527. 
Vee input: column address 511. 
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Status Read 
The TC5832FT automatically implements the execution and verification of the program and erase operations. The status read 

function is used to monitor the ready/busy status of the device, determines the pass /fail result of a program or erase operation, 
and determines if the device is in a suspend or protect mode. The device status is output through the I/O port using the RE clock 
after a "70H" command input. The resulting information is outlined in Table 4. 

Table 4. Status output table 

STATUS OUTPUT 

I/O 1 Pass/Fail Pass: "0" Fail: "1" 

I/O 2 Not used "0" 

I/O 3 Not used "0" 

1/0 4 Not used "0" 

1/05 Not used "0" 

1/0 6 Suspend Suspended: "1" Not Suspended: "0" 

1/0 7 Ready/Busy Ready: "1" Busy: "0" 

1/08 Write protect Protect: "0" Not Protect: "1" 

The Pass/Fail status on I/O 1 is only valid when the device is in the ready state. The device will always indicate a pass status 
while in the busy state. 

An application example with multiple devices is shown in Figure 7. 

CLE 

ALE 

WE 

RE 

I/O 1-8 

RIB 

RIB 

CLE 

ALE 

WE 

CE 1 

CE N 

RE 

I/O 

-
-
--c 
--c 

~ 

\ 

CEl 

~ 
- r-- r--

Device - Device r-- Device Device r--
1 

-c 
2 1-0 3 N f---c 

-c 1-0 I-c 

~ I ~ ~ ~ 
I 

Busy 

I \ ~ ______ -JI \~ ______________ _ 

LJ 
L...n I 

\ / 

LJ 
(?:§ >---(~ ®---<~ 

~Status on ~ Status on 
Device 1 Devi ce 1 

Figure 7. Status read timing application example 

Device 

N+ 1 

I ~ 
I 

SYSTEM DESIGN NOTE: If the R/B pin signals of multiple devices are common-wired as shown in the diagram, the status 
read function can be used to determine the status of each individually selected device. 
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Auto Page Program 
The TC5832FT implements the automatic page program operation after receiving a "1 OH" program command after the 

address and data have been input. The sequence of command, address, and data input is shown below. (Refer to the detail tim­
ing chart.) 

80 10 )-----------{ 
-----'--·~prO-9r".m 

Pass 

Data Input Address Data Input command 

Command Input 0-527 When C.P. ~ GND command 

RIB 

Data input 

Selected 

page 

_______ 0-_5_1_1....,\When C.P .• Vee 

1.-. _____ ---..11 
RiB turns to Ready after completion 

automatically. 

Program Read & Verification 

The data is transferred (programmed) from the register to the 
selected page at the rising edge of WE following the" 1 OH" com­
mand input. The programmed data is transferred back to the regis­
ter after programming to be automatically verified by the device. If 
the program does not succeed, the above program/verify operation 
is repeated by the device until success or the maximum loop num­
ber set in the device. 

Figure 8. Auto page program 

Auto Block Erase 
The block erase operation starts with the rising edge of WE after the erase execution command "DOH" (which follows the 

erase setup command "60H"). This two cycle process for erase operations acts as an extra layer of protection from accidental 
erasure of data due to possible external noise. The device automatically executes the erase and verify operations. 

Auto Block Erase 

RIB 
Input: 2 cycle 

Erase exec~tion 
command 

Suspend/Resume 
The TC5832FT has the ability to suspend the erase operation to allow program or read operations to be performed on the 

device. The block diagram and command sequence for this operation are shown below. (Refer to the detail timing chart) 

0-128 

\{ 

~~~:~t ~~._ Suspend command input . ... --+-

suspend the erase ope ratio 

",' ~ 

:::~ 
n 

R 
./ Inp 

::~ 

esume command 

ut erase ope1ation Ed 
resume 

--+-

~ ............. . 

RIB Block adress input (rl~~~~~~~~\.-_____ _ 
-----

Figure 9. Suspend {Resume Operation 
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The ~ .... C§) suspend/resume cycle can be repeated up to 20 times during a block erase operation. After the 
resume command input, the erase operation continues from the point at which it left off and does not have to restart. 

Reset 

The reset mode compulsorily stops all operations. For example, in the case of a program or erase operation, the regulated 
voltage is discharged to OV and the device will go into a wait state. The address and data register are set after a reset as follows: 

• Address Register : All "0" 
• Data Register : All "1" 
• Operation Mode : Wait State 

The response after a "FFH" reset command input is as follows: 
• If the reset (FFH) command is input during programming: Figure 10 

FF 00 

:'------------
RIB \L-. ____ -.,-----!! 

:~ 
Register set 

tRST 
(max 10/,5) 

,,; 

• If the reset (FFH) command is input during erasing: Figure 11 

----~C§) ~r----------------~ 
~~~~~~:I erase ! : __________ -:-____ -:-___ _ 

~ Register set 

RIB \ :4 ~I 

°lf the reset (FFH) command is input during the read operation: Figure 12 

-(§)~--------~~~----------------~ 
RIB \\-..-----i-~l 

.. 1>: 
tRST . 

(max 6/,5) 

o If the reset (FFH) command is input after suspend: Figure 13 

Internal erase 
voltage 

RIB 

PRELIMINARY 

--(§)----~C§)~------~~r----------------
: This reset cancels suspend status. 

! 
\ 

'-----~------------
! \ ! 

'_: 
: tRST ' 
(max 5/,5) 
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-If the status read command (70H) is input after reset: Figure 14 

----~G))---------(0+-- 1/ 0 status: Pass I Fail-. Pass 

RiB 
\ I < . Ready I Busy -. Ready 

However, the following operation is prohibited. If the following operation is executed, set up for the address and data register 
cannot be guaranteed. 

RiB 

--------~.o ~~============~~~~~ ~... 1/0 status: Pass/Fail-.Pass 
I,...-----~.;;..;=~: Readyl Busy -. Busy 

: . 
If the reset command is input in succession: Figure 15 

RIB 

--G)1----(®)--~db)---0-

\'-------_~~II-------_ . The second o command is invalid, but the 
thirdG) command is valid. 
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10 Read 
The TC5832Ff contains an ID code to identify the device type and the manufacturer. The ID codes are read out using the fol­

lowing timing conditions: 

CLE 

ALE _______ .....1 

1/0 

10 read command 

1/08 1/07 1/06 

Maker code 1 0 0 

Device code 0 1 1 

Refer to AC characteristics for tREA1D• tCR' tAR1 . 

Address 
'QO' 

Maker code 

Figure 16. ID read timing 

Table 5. Code table 

1/05 1/04 1/03 1/02 

1 1 0 0 

0 1 0 1 

Device code 

1/01 HEX data 

0 98H 

1 6BH 

PRELIMINARY TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. 0-131 



TC5832FT NAND EEPROM NV32010196 

Device Physics 

Program Operation 
Figure 17 shows the NAND memory cell and details of the programming mechanism. The program operation is used to write 

"0" data into an erased memory cell ("1" data cell) using a tunneling mechanism. An example showing the operations necessary to 
program '0' data in TR1 and "1" data in TR2 follows: 

0-132 

(1) The select lines are activated so that the transistor array is connected to the bit line and disconnected from the ground line. 
(2) Vpp (-20V) is applied to the selected word line and an inhibit voltage of VPI (~1 OV) is applied to the un selected word lines. 
(3) The bit line tied to cell transistor TR1 is biased to OV and the bit line tied to TR2 is biased to the inhibit voltage of VDPI 

(~10V). 

(4) Vpp is applied between the control gate and the channel in TR1, as shown in Figure 17, which causes electrons to be 
injected from the channel to the floating gate by a tunneling mechanism. 

(5) The injected electrons are captured in the floating gate (which is surrounded by an oxide layer) and will remain, even after 
power is cut off, until they are removed by an erase operation. 

(6) Although 20 volts is applied to the control gate of TR2, the voltage difference between the control gate and the channel is 
only 10V because the voltage of the channel is 10V. Therefore, tunneling does not take place. (i.e. electrons are not 
injected into the floating gate.) 

(7) Tunneling does not take place in the unselected pages because of the 1 OV (VPI) being applied to the un selected word lines 
which again makes the voltage difference between control gate and channel only 10 volts. Thus, the floating gate of the "0" 
cell is charged to "minus" and that of the "1" cell is charged to "plus". 

OV Bit line 

/ 
VDPI (= lOY) 

~ Vpp (= 20V) 

Select line1 

(= lOY) VPI ---+--3+-----+----=3#- (Word linel) 
OV 

VPI (Word line2) 

VPI (Word line3) 

(= 20V) VPP (Word Iine4) 

VPI (Word lineS) 

VPI (Word Ii ne6) 

VPI (Word line7) Vpp (= 20V) 
VPI (Word lineS) 

VPI ---+--3+-----+----=3#­

Select Iine2 

(Word linel6) 
VDPI (= lOY) 

Select line1 

Figure 17. TC5832FT Program Device Physics 
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Erase Operation 
Figure 18 shows the NAND memory cell and details of the erase mechanism. The erase operation is used to turn the "0" (pro­

grammed) cells back to "1" in a block. Zero volts is applied to the control gate and Vpp (-20V) is applied to the substrate so that a 
20 volt potential is created and the electrons in the floating gate are pulled out through tunneling. 

Select line 

16 word line 
(1 block) 

Select line 

Read Operation 

open open 

~Bitline ~ 

J ~ 
oV----~~'l~r-----~~'l~-­
OV----~-b~l~%~------_+_4=[~%~'-

1"' 1"" 
OV----~~=[~~~.II--------+-~[~:!1*'IIr-

oV-----+~==~at*""---------r-t~~~"""+--
~" r"" 

oV----~~~~==~~,II----------~~~==~~t~.""~ ,"" r 
OV----~r_i=~~~----------r-~~~~r--

OV 
~ ~ 

OV 
~ ~ 

~ ;z:!1 

~ ~ 

Vpp ('" 20V) Vpp ('" 20V) 

Figure 18. TC5832 Erase Device Physics 

OV 

open 

Vpp ('" 20V) 

The state of the memory cell is either "0" (minus charge on the floating gate) or "1" (plus charge on the floating gate) after 
gramming. Each state is indicated as the "threshold voltage (Vth)" which is a characterization parameter of the MOS transistor as 
shown in Figure 19. The threshold voltage of a transistor with "0" data falls within the "plus" distribution while the threshold voltage 
of a transistor with "1" data falls within the "minus". The distribution band depends on the fluctuation of the transistor. 

PRELIMINARY 

Threshold 
value 
(VTH) 

+ 

o 

'0' Data cell 
VTH 
Distribution 

N 

VTH 
Distribution 

Figure 19. VTH Distribution for "0" and "1" data cell 
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0-134 

Figure 20 shows the memory cell and details of the read operation: 
(1) Select lines 1 and 2 in the block including the selected page are biased at a high level so that the 16 NAND memory cell 

array is connected to the bit line and ground. 
(2) Zero volts is applied to the control gates of the selected page and a high level voltage is applied to the control gates of the 

un selected pages. 
(3) In Figure 20, transistor TR2 with data "1" turns on, transistor TR1 with data "0" turns off, and all other unselected transis­

tors tu rn on. 
(4) The precharged bit line tied to TR2 is discharged through TR2 as cell current flows to ground while the precharged bit line 

tied to TR1 remains at a high level because current does not flow. The sense amplifiers tied to the bit lines thus sense the 
voltage levels as "1" and "0" respectively. 

Bit line 

Select linel 

H 
ON ON 

H 
ON ON 

H 
ON ON 

'0' .,' 
Selected page L OFf ON 

H 

H 
ON ON 

H 
ON ON 

H 
ON ON 

H --+---3!t--""'----ji--I--=J-H--"O.!!..N 

Select line2 --+---3!------J~I--=3-I--
ON 

Cell current 

Figure 20. TC5832FT Read Device Physics 
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Application Notes and Comments 

(1) Prohibition of unspecified commands 

The operation commands are listed in Table 2. Data input as a command other than the specified commands in Table 2 is 
prohibited. Stored data may be corrupted if an unspecified command is entered during the command cycle. 

(2) Pointer control for "OOH", "01 H", "50H" 
The TC5832Fr has three read modes which set the destination of the pointer. Table 6 shows the destination of the pointer, 

and Figure 21 shows the block diagram of their operations. 

Table 6. Pointer Destination o 255256 511 512 527 
Read mode Command Pointer I A I B I c I 

(1 ) OOH 0-255 

(2) 01H 256 - 511 

(3) 50H 512 - 527 

!!L ................ JJL ..................... !!J ... J Yo ( 
OOH _ 
01H_ 
50H _ '--_______ -' 

Figure 21. Pointer control 

The pointer is set to region "A" by the "OOH" command, to region "8" by the "01" command, and to region "C" by the "50H" 
command. 

(Example) 
The "OOH" command needs to be input to set the pointer back to region "A" when the pointer control points to region "C". 

@)::y::; ______________ @):::y::; ______________ @~'---v-'--~~:---___ -----'~ 
Add Start point Add Start point Add DIN 

A area C area 

Start point 
A area 

Start point 
C area 

Start point 
A area 

Start point 
A area 

Start point 
C area 

@):::;::; ______________ ®c:;::; ______________ @~'---v-'--~~---___ ---.-'-:-
Add Start point Add Start point Add DIN 

A area B area 
Start point 

A area 

For programming into region "C" only, set the start point to region "C" with the "50H" command. (To program into region C or 
if OP = Vee, it is necessary to reset the contents of the data register to "1" by issuing the "FFH" command in advance. 

®---(®r---(@)~@) 
Add DIN ,. 

Start point 
C area 

®~----------~~ @) 
T"'Add~ 

O.P. = vee Start point 
A area 

Figure 22. Example for Pointer Set 
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(3) Acceptable commands after the serial input command "80H" 
Once the serial input command ("SOH") is input, do not input any command other than the program execution command 

("1 OH") or the reset command ("FFH") during programming. 

(§)--------------~CE)~-----------

WE~ 
'-----.,.----"' 

Address 
input I Internal Vpp 

RIB 

~ --------
\\...--_--JI 

Figure 23 

If a command other than "1 OH" or "FFH" is input, the program operation is not performed. 

Other command 
10 } 

Programming can not be executed. 
In this case, the reset command (FFH) command is 
needed. 

(4) Status read during read operation 

~ 
Command 

'~ ~: 
~~ ______________ ~~r ____ ~~[_AJ~~: ______ _ 

CE~ 1 
1 

t Ir-':"--j -I -
: u' , \J\J."-''''-

Status '" I I 
read command Status Status output 

input read 

Figure 24 

The device status can be read out by inputting the status read command "70H" during the read mode. Once the device is set 
to the status read mode after a "70H" command input, the device does not retum to the read mode. 

Therefore, status read during the read operation is prohibited. 
However, when the read command "OOH" is input during [Aj, the status mode is reset, and the device retums to the read 

mode. In this case, the data output starts from N address without address input. 
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(5) Suspend command "BOH" 

The following issues need to be observed when the device is interrupted by a "BOH" command during block erasing. 

RIB 

Figure 25 

80 )------{ 70 

:':fJJ . . 
:.. ~: 
. Recovery' 

time(SOOp5) 

Although the device status changes from busy to ready after "BOH" is input, the following two cases cannot be distinguished. 
-After a "BOH" command input, BusY-7Ready 
-After an erase operation is finished with "DOH", BusY-7Ready 

Therefore, the device status needs to be checked to see whether or not the "BOH" command has been accepted by issuing 
a "70H" command after the device goes to ready. 

The device responds as follows when a "DOH" command (Resume) is input instead of "70H". 
-"BOH" has been accepted: Erase operation is executed. (fhe device is busy.) 
-"BOH" has not been accepted. (Erase operation has been completed): "DOH" command cannot be accepted. 

(fhe device is ready.) 
Each case above is confirmed by monitoring the RiB signal. 

(6) Program fail 

Data 
input 

N f:======l 

PRELIMINARY 

Address Data 
N input 

When the programming result for the page address M is "Fail", do not try 
to program the page to address N in another block. Because the previ­
ous input data is lost, the same sequence of "SOH" command, address 
and data input is necessary. 

Figure 26 
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(7) Data transfer 
The data in page address M cannot be automatically transferred to page address N. If the following sequence is executed, 

the data will be inverted (i.e. "1" data will become "0" and "0" will be "1 "). 

0 ____ 0 ____ 
Address Address 

Mr-____ .:..:,N 

" '\ 

~~--------~~~---­

• Program 

-"'-l M ____ Data} 

j Inverted data will be tranferred. 
N ~~~~~~ Data 

Figure 27 

(8) Block erase after suspend command "BOH" 

+ address Erase execution + Suspend 

A block erase command is prohibited when the device has been suspended by inputting "BOH" during a block erase opera­
tion. Only a program or read operation is allowed during this erase suspend interruption. 

(9) Interruption of an erasing block 

After a "BOH" command input, neither a program nor a read operation is allowed for the accessed block which is currently in 
an erase operation. 

0-138 

~~-----~~~'--~-----------------~~~ 
-------~-------Block 

address 
A 

The interruption of block A is prohibited. 
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(10) RiB: Termination for the Ready/Busy pin (R/B) 
A pull-up resistor needs to be used for termination because the RIB buffer consists of an open drain circuit. 

Vee 

Device 
RIB 

Ready : 
---:-::-~:"",vee 

4.0V. 

1.0V ~
'4.0V 

Busy 1.0V: ~ 
------~~--")' 

-1 
Vss 

This data may vary by device. We 
recommend that you use this data as a 
reference when selecting a resistor value. 

(11) Status After Power On 

1.5ps 

O.5ps 

o 

~ 
t, 

Vee=5.0V 
Ta = 25·C 
c L = 100PF _________ t_f ___ _ 

t, _______ 

..... ~ 

lKn 2Kn 3Kn 4Kn 
R 

Figure 28 

15ns 

10ns 

5ns 

TC5832FT 

Although the device is set to read mode after power-up, the following sequence is needed because each input signal may not 
be stable at power on. 

Reset Read mode (1) 

Figure 29 

(12) Power On/Off Sequence: 
The WP signal is useful for protecting against data corruption at power on/off. The following timing is necessary: 

OV 

CE, WE, RE 
CLE, ALE 

'« Y1 ~--~~ 
----d~O~~~------------~~ ~ :~~'t-----------
c~: :~re 

VIL 
WP ------------~ :<lr------ -----....,»-: 

Operation 

Figure 30. TC5832FT Power On/Off Sequence 
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(13) Setup of WP Signal 
The erase and program operations are compulsively reset when WP goes low. The following conditions must be met: 

Program 

WE L.J LJ 
DIN 10 0 I 

1 : 
WP ..-J I 

I 
1 I 

RIB ' 1 

~: 
tww 

lOOns min 

Erase 

WE L.J LJ 
DIN ;0 @ I 

1 I 
WP ..-J 1 

1 
1 

1 I 
RIB 

I 1 

:~: 
tww 

lOOns min 
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(14) In the case that 4 address cycles are input 

Although the device may acquire the fourth address, it is ignored inside the chip. 

Read operation: 

CLE -.I \~----------------------
CE ~~ ________________________________________________ __ 

ALE 

I{O ------{ 

RiB 

Program operation: 

ignored 

Internal read operation start when WE 
of the third cycle goes high. 

Figure 31 

CLE -.I \~----------------------
CE~~ _________________________________________________________ __ 

ALE / ---......I \~------
I{O 

Address input Data input 

ignored 

Figure 32 
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(15) Divided program in the same page (Partial page program) 
The device allows a page to be divided into 3 segments (typically) with each page segment programmed individually as fol­

lows: 

The first programming 

Column A Column B 

n Page 

The second programming 

ColumnC Column 0 

n Page , "II'" _' ' .. 11: "M' I • 

" ( ~ ~ 

The third programming 

Column E Column F 

n Page Data Pattern 3 

Result 

Column A Column B ColumnC Column 0 ColumnE Column F 

n Page Data Pattern 2 Data Pattern 3 

Figure 33 

Note: The input data for unprogrammed or previously programmed page segments must be "1 ", (Le, Mask all page bytes 
outside the segment to be programmed with "1" data,) 

(16) RE Signal During Read 
The internal column address counter is incremented synchronously with the RE clock in the read mode, Therefore, once the 

device is set into the read mode by the "OOH", 01 H" or "50H" command, the internal column address counter can be incremented 
by the RE clock before or after the address input Assume that RE clocks before the address input and the pointer reaches the 
last column address, an internal read operation (array~register) will occur and the device will be in a busy state, (See Figure 34) 

D-142 

Address input 

~--------~--------~ 
110 -<OOH/OIH/SOH)>----------------1D-O-O ____ _ 

WE 

~ ---v-v.H\FJ\ ... H.H ..... H .... H~L 
Therefore, RE clocking must occur after the address input 

Figure 34 
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(17) Invalid block (bad block) 
The TC5832FT device contains unusable blocks. Therefore, the following issues must be recognized: 

~W//////~ 

: 

w/////////////1%a 

Figure 35 

-l> Bad Block 

-l> Bad Block 

Check if the device has any bad blocks after device installation into the 
system. Do not try to access bad blocks. A bad block does not affect the 
performance of good blocks because it is isolated from the bit line by the 
select gate. The number of valid blocks is as follows: 

Valid (Good) Block Number 

Figure 37 shows the bad block test flow. 

(18) Error in program or erase operation (Fail at status read) 
The device may fail during a program or erase operation due to exceeding write/erase cycle limits, for example. The following 

system architecture will enable high system reliability if a failure occurs. 

Program 

Erase 

Figure 36 

When an error happens in Block A, try to reprogram the 
data into another (Block B) by loading from an external buffer. 
Then, prevent further system accesses to Block A (by creating 
a "bad blocks" table or another appropriate scheme.) 

When an error occurs for an erase operation, prevent future accesses to this bad block (again by creating a table within the 
system or other appropriate scheme.) 
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Bad Block Test Flow 

0·144 

Pass 
Block 
Erase 

Pass 
6 Page 

Ie -Patt Prog 

Pass 

Pass 
Block 
Erase 

Pass 

No 

Fail 

Fail 

Fail 

Fail 

Fail 

Fail 

No 

NAND EEPROM NV32010196 

Bad 
Block 

C: Checker board pattern 
(5: Checker board pattern 
Blank check: 1 Block read (FFH) 
The blank check operation detects 
"O"s resulting frorn factory block testing. 
Any new devices having "O"s in a block indicates 
that the block is bad. 

Yes 

Figure 37. Bad Block Test Flow 

TOSHIBA AMERICA ELECTRONIC COMPONENTS, INC. PRELIMINARY 



NV32010196 

Outline Drawings 

Plastic TSOP 

O.805TYP 

Weight: 0.48g (typ.) 

44 

o 

PRELIMINARY 

NAND EEPROM TC5832FT 

TSOP44-P-400B Unit: mm 

35 32 23 ----,-

18.81 MAX 
~ x 

18.41±O.1 ~ « 
::z 

~ "! 
~ ..... 

COO 1.0 
0 

~ ..... 
ci O.5±O.1 
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Notes 
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