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COBOL 
COBOL is the business data processing l anguage 
of the SPACE Programming System. The COBOL 
language is English. COBOL accepts, processes, 
and transmits data in alphabetic, alphanumeric, or 
decimal form. The programmer need have no spe­
cialized knowledge of either programming or elec­
tronic computers. In addition, COBOL gives the 
business executive the ability to obtain fir st hand 
knowledge of business programs processed by the 
G-20. COBOL permits the rapid generation of re­
ports, special analyses, and surveys in a fraction 
of the time formerl y required. 

COBOL is the business language system resulting 
from the coordinated efforts of the U. S. Government 
through the Department of Defense, users of com­
puters for business, and computer manufacturers. 
COBOL uses the features built into the G-20 
equipment which make the computer powerful 
in data processing applications. These features 
include: 

Fast Magnetic Tapes which are capable of read­
write speeds up to 120,000 alphanumeric char­
acters per second, or 240,000 decimal digits 
per second; 

Bendix Line Printers which operate at speeds 
up to 1000 lines per minute with full horizon­
tal and vertical format control without wiring 
boards; 

Data Communicators which permit simultane­
ous input/output independently of the central 
processor; and 

Flexible equipment configurations which in­
stantly may form off-line sub-systems con­
trolled by a program in the Control Buffer. 

The flexibility of the system makes all components 
available to the central processor when needed. 

A Control Buffer may switch tapes to form an off­
line system to perform the merge part of a sorting 
operation. Simultaneously, the central processor 
computes another totally unrelated problem. Both 
operations - the one controlled by the buffer and 
the one in the central processor - continue con­
currently with and independently of one another. 

Generalized Business Routines 
In addition to the COBOL compiler, SPACE con­
tains a set of standard business routines which 
perform basic business operations. The routines 
include File Assembly and Maintenance; General­
ized Sorting, and Report Generation. These routines 
are prepared to be used in conjunction with or 
independently of the COBOL compiler. The lan­
guage for describing the fil es, records, and fi eld s is 
the language of COBOL. 

COBOL Language 

The COBOL language permits the business pro­
grammer to write problem statements in English 
using ordinary sentence structure and punctuation. 
He uses English phrases to describe the records and 
fil es of his problem. 

A COBOL program has four divi sions: Identifi ca· 
tion, Environment, Data and Procedure. 

The Identifi cati on division contains information to 
identify a problem. The information enables the 
Executive Routine to refer to the problem in library 
searches, in program scheduling and execution. It 
permits easy external recognition. 

The Data divi sion specifies all information pertain­
ing to fil es necessary to solve the problem. Files 
cover a broad representation of data which may 
exist in core memory, on cards, on magnetic tape, 
or on the line printer. 

A symbolic name represents each item of data. 



A typi cal name might be HOURLY-RATE-OF­
PAY. The programmer uses English phrases to 
give information about each item. Such phrases 
might be : CLASS IS NUMERIC; POINT LOCA­
TION IS LEFT 2 PLACES; SIZE IS 4 CHARAC­
TERS. 

The Procedure divi sion contains the English sen­
tences defining the necessary computation. Some 
key verbs for the divi sion are : ADD, SUBTRACT, 
MULTIPLY , DIVIDE, OPEN (file s), READ, 
WRITE, CLOSE, MOVE (data), STOP, ENTER, 
and EXIT. 

The programmer may cause a direct transfer from 
one point in the program to another point by using 
the word GO. A conditional transfer results by 
using the word IF followed by an expression which 
mayor may not be true. 

COBOL automatical ly converts all decimal data to 
computational form and performs necessary edit­
ing operations for input and output. Label reading, 
writing, and checkin~ of tapes is automatic with 

use of the verbs OPEN and CLOSE. 

The Environment division specifies the equipment 
and its configuration on which a program is to run 
and the number of peripheral units to which spe­
cific files are assigned. The information enables 
COBOL to generate the most efficient program with 
the available equipment. In addition, the Environ­
ment division specifies the points at which informa­
tion is saved to enable reruns and to continue 
operation if the program is interrupted. 

The example illustrates typical sections from the 
Data and Procedure divisions. 

The information on the coding sheets is keypunched 
on cards using the existing standard set of Hollerith 
codes. The Executive Routine oontrols the reading 
of the cards by the G-20. The COBOL translator 
processes the statements into a relocatable form. 
Instructions to the Executive Routine specify whe­
ther execution is to occur immediately or whether 
the program is to be stored for later execution. 

An example illustrating typical sections from the Data and Procedure divisions. 

1 DATA DIVISION PREPARED FOR BEND IX G-20. 
2 FILE SECTION. 
3 FD TAPEACCTS; LABEL RECORDS ARE STAJlIDARD; DATA RECORDS ARE ACC OUNTS . 
4 SUMMARY; SEQUENCED ON TBRANCH, TACCT-NO. 
S 01 ACCOUNTS. 
b 02 RCODE; SIZE 1; USAGE IS COHPUTATIONALj CLASS IS NUMERIC . 

-
7 tltl ACCOUNTS VALUE IS 1. 
tl 811 SUMMARY VALUE IS 2. 
9 02 TBRANCH; SIZE 2; USAGE IS COMPUTATIONAL; SYNCHRONIZED RIGHT: 

10 CLASS IS NUMERIC . -
~ 
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EXECUTIVE 

The Executive Routine coordinates SPACE data 
processing activity in the G-20. The activities con­
trolled by the Executive Routine include communi­
cation with the operator to receive new tasks and 
to give information on the status of current process­
ing. The Executive locates and loads into available 
memory locations programs and subroutines for 
computation. It monitors the status of running pro­
grams, directs the input/output for maximum data 
flow, and performs "overlay" when a complete 
program must be brought into memory in segments. 

Many of the tasks that the Executive performs are 
necessary in any computing installation. Recogniz­
ing the common functions and centralizing them in 
a single modular routine eliminates considerable 
duplication of effort and programming. 

The Executive Routine is divided into two segments, 
called the Supervisor and the Monitor. The Monitor 
may be one of several specialized monitors which 
fit the translator employed. That is, ALCOM, 
SPAR, and COBOL may have different monitors 
which are connected to the common Supervisor. 
Each of these is referred to as the Monitor. 

THE SUPERVISOR 

The Supervisor is called into core from the system 
tape whenever major functions must be performed 
or when extended communications with the opera­
tor are required. The routine arranges a schedule 
for computation, obtains the programs to be run, 
and prepares them by relocation and parameter 
assignment. The Supervisor also transmits messages 
via the console to the operator regarding assignment 

of reels of magnetic tape and concerning the status 
of equipment and program computation. In addi­
tion, the Supervisor performs diagnostic checks 
on programs and equipment when problem solution 
is interrupted . 

When all requirements for beginning or continuing 
computation are satisfied, the Supervisor loads the 
Monitor and the programs to be executed into core 
memory. The Supervisor thereby replaces itself. 

THE MONITOR ROUTINE 

The Monitor is the smaller of the two segments of 
the Executive Routine. It remains in core during 
the time problems are being processed. The primary 
functions of the Monitor are: 

To handle program interrupts; 
To expedite the flow of information among 
input/output units; and 
To recall the Supervisor when additional con­
trol is required. 

Interrupt Servicing 

The G-20 permits interruption of computation when­
ever an illegal command is encountered, whenever 
the results of computation exceed prescribed limits, 
and at the programmer's option. Additional inter­
rupts provide for input/output servicing and for 
timekeeping by means of an interval timer included 
as standard equipment. At the moment of interrup­
tion, the G-20 stores the location of the last com­
mand executed and transfers control to a fixed 
location in core memory. This location contains the 
beginning of a stored program routine, called the 
Interrupt Service Routine. 



The SPACE Interrupt Service Routine provides 
four classes of exits : to the Input/Output Control 
routine; to the Monitor; to· subroutines requested 
by the programmer; and to the point in the program 
at which the interruption occurred. 

The Input/OutputControl determines the peripheral 
units requiring service. If the current task is not 
complete, the I/ O routine continues the tasks for 
the unit; if there are additional tasks to be per­
formed, the I/ O routine initiates them. 

The interrupts designed for the Monitor include 
those for timekeeping and calling the Supervisor 
if illegal operations prevent further problem proc­
essing. The Monitor controls parallel processing in 
the system. 

A "flag" on data or commands can cause an inter­
rupt. The programmer may specify entry into one 
of six special subroutines associated with his prob­
lem when a "flag" causes an interrupt. The only 
requirement is that each of the special subroutines 
must return control to the Interrupt Service Routine 
(ISR) to handle other interrupts which may have 
occurred. 

Finally, when all interrupts have been serviced, 
ISR returns control to program computation. The 
user has the option of specifying the priority of 
interrupts when his system is installed and of chang­
ing the priority as his needs change. 

The SPACE Interrupt Service Routine occupies 
about 150 memory locations in the central proc­
essor. It contains all the coding necessary for de­
termining which interrupt has occurred and for 
transferring to one of the exits mentioned above. 
Depending on the priority of request, 150 to 600 
microseconds elapse from receipt of interrupt to 
exit. 

Other programming systems designed to make ade­
quate use of the equipment may use the SPACE 
Interrupt Service Routine. 

Input/Output Control 
The Monitor contains the Input / Output Control 
routine which handles all requirements for data 
transmission. The routine includes a table contain­
ing status information of peripheral units and an­
other table containing the tasks which each unit 
must perform. When a task is to be done, it is 
entered into the table and immediately initiated 
if the specified unit is free. If the unit is a "slow" 
device such as card equipment or if the task can 
be done independently of the central processor, 
computation in the main program proceeds with 
the task. If the unit is not free to initiate the task, 
computation proceeds in the main program. Nor­
mally, the peripheral units interrupt the computer 
when they become available for further tasks. Proc­
essing of the program halts if the program requires 
the completion of data transmission before con­
tinuing. On receiving a "READY" instruction, the 
I/ O Control routine interrogates the tables for com­
pletion of the required tasks. If the tasks are not 
complete, control is transferred to the monitor for 
possible alternate problem processing. 

The I/ O Control requires routines for efficient han­
dling of only the peripheral units required by the 
problem and routines necessary for automatic data 
conversion to computational form. The minimum 
group consists of the console and magnetic tape 
routines. If the problem requires line printers, card 
or paper tape equipment and if conversions are 
required from decimal to computation form, the 
Supervisor loads these routines with the problem 
and the Monitor. Thus, SPACE automatically as­
sembles only the programs required for problem 
solution and for Executive control. 

The number of memory locations required by the 
Monitor varies with the problems being solved. If 
parts of a problem require only magnetic tapes, 
no conversions, and no alternate problems in mem­
ory for parallel processing, the Monitor needs 
about 1000 locations including magnetic tape­
handling routines. For larger problems requiring 
additional peripheral equipment and parallel proc­
essing of other programs, the Monitor requires 
more core storage. 
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SNAP PrograInIning 

G-20 

SNAP is an independent programming system 
which may be used with the smallest G-20 system. 
The SNAP system permits programs to be written 
in a symbolic language which retains the flexibility 
of G-20 machine language. SNAP contains all 
facilities required for program translation, load­
ing, and execution. 

The SNAP system consists of: 

A convenient source language which is a sym­
bolic form of machine language. This SNAP 
language, in which programs are coded, com­
bines all features of machine language with 
an ex trem ely flexible SNAP addressing 
system. 

A Director program through which all opera­
tions are performed. The Director contains 
the SNAP loader and an interrupt service 
routine. The Director is kept in memory during 
any SNAP operation. 

An assembly routine which translates SNAP 
source language to machine language. 

A group of standard subroutines for input! 
output operations and debugging. 

Labels 

Alphanumeric labels may be used in SNAP to 
represent addresses or numeric values. Convenient 
symbolic labels may be assigned to commands, 
constants, and storage areas. These program ele­
ments then may be addressed by use of the labels. 
For example, the constant 7r may be stored in a 
program with the label PI. In that program, oper­
ations using 7r may simply address the constant by 
use of the symbolic address PI. 

Relocatability 

The SNAP loader has the ability to load programs 
assembled by SNAP into any area of memory for 
execution. This feature, called relocatability, 
means that any number of inter-related programs 
can be loaded into memory at one time for execu­
tion. The first program loaded goes into the first 
available locations; subsequent routines, as they 
are loaded, are relocated, by the loader, into 
adjacent areas of memory. 

The SNAP assembler and all subroutines are 
relocatable. In addition, any program written in 
SNAP will be relocatable if it uses labels for 
symbolic addressing. 

When a label is used in a relocatable program as 
an address, that address represents a given number 
of locations beyond the starting point of the 
program. Therefore, although an entire program 
may be relocated in loading, symbolic addressing 
within a program remains constant relative to that 
program. 

SNAP Command Structure 

The source language of SNAP consists of a group 
of alphabetic commands meaningful to the assem­
bler. These . commands consist of the SNAP sym­
bolic form of machine commands and of constant 
declarations and other instructions to the assembler. 

SNAP source language commands have the follow­
ing form: 

Label Flag Op Code Mode Address-Register 



.. 

The Label field of commands, constants, and 
memory reservation commands is used to assign 
symbolic labels, for use in addressing, to the 
command, constant, or data storage area. 

The Flag field is used to store one or two flags in 
commands or constants to permit branching in 
execution. 

The Op Code field contains the alphabetic oper· 
ation codes of SNAP source language. Operation 
codes consist of instructions to the assembler and 
of a mnemonic form of machine commands. 

Assembler instructions define the beginning and 
end of a program, reserve and label index regi­
sters and storage areas, and control the labels used 
in symbolic addressing. 

Constant declarations permit any number of con­
stants to be stored and assigned labels for sym­
bolic addressing. Numeric constants may be 
entered in octal or decimal notation in floating or 
fixed point form. Alphanumeric information and 
logic words may also be entered as constants. 
Machine commands are written in a mnemonic 
form which makes all machine operations avail­
able in a simplified notation. 

Mode may be indicated in source language in a 
variety of ways. However, when commands are 
written in their "normal" mode, no indication of 
mode is required. 

Addressing in SNAP is especially powerful. The 
features inherent in machine language are oom­
bined with arithmetic operations available during 
assembly to produce an extremely flexible method 
of addressing. Address notation permits a string 
of any number of elements to be written in the 
address of a command. These elements may be 
numbers or numeric addresses or they may be 
labels representing numbers or addresses. Such 
labels may represent relocatable commands, con­
stants, and data storage areas. 

These elements of a SNAP address may be con­
nected with symbols indicating addition, subtrac­
tion, multiplication, and division. These indicated 
arithmetic operatons are performed during assem­
bly and the result is output as a number in the 
assembled, machine language program. 

Example of an address string : 

BETA +19+ ALPH A - $147 
In assembly, the decimal number 19 will be 
converted to octal and added to the sum of the 
values represented by ALPHA and BET A; 
from this sum the octal number 147 will be 
subtracted. ·The result of this operation will 
be one nu~ber which will be output in the 
assembled, machine language program. 

The Address-Register field of a SNAP source 
command may contain one string of elements to 
represent a basic address and another string to 
refer to an index register modifying that basic 
address. A comma separates two strings. 

Example of a SNAP command using address 
strings: 

Label 
INPUT 
TALLY 

F Op Code 
RZO 
RLX 

CLA 

M Address-Register 
100 

3 

INPUT + 12, TALLY + 1 

In this example, 100 words have been reserved 
for' an input area and the label INPUT is 
assigned to the first word of the area. Three 
index registers have been reserved and the 
label TALLY has been assigned to the first. 
The third operation code is a machine com­
mand in which simple address strings have 
been used. The basic address referred to is 
the 13th word of the reserved input area and 
the index register referred to is the second of 
the three reserved. The command assembled 
from the source language command above 
will clear the accumulator and add to it the 
contents of the word in the input area which 
is beyond the 13th word by the amount con­
tained in the second index register reserved. 

Assembly 

To operate with SNAP, the Director is first loaded 
into memory. Then, if it is desired to assemble a 
program written in SNAP, the assembler is loaded 
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with a console instructi on to the Director. The 
assembler reads cards containing SNAP source 
language and translates thi s symbolic program 
into a machine language program. The result of 
assembly is a deck of punched cards, called the 
object language deck, whi ch is in a relocatable 
machine form. In this form the program may be 
loaded and executed as required under Director 
control. 

Programs may be assembled on a G-20 system 
consisting of only a Central Processor with one 
memory module, a CC.l0 Control Console, a 
reader and punch unit , and a line printer. The 
assembly process automati cally prints a li sting of 
the source language, the resulting object language, 
and irregulariti es in the source language. Irregu­
lariti es are flagged and identified by type to aid 
in debugging. 

After assembly, programs may be executed on a 
G-20 system of any size . Thi s fl ex ibility permits 

programs for large systems to be assembled and 
partially debugged on a minimum system. 

Subroutines 

A standard group of subroutines for input/output 
operations and debu~ginl!; is avai lable in relocat­
able binary form for SNAP. In addition , any 
SNAP program . with minor modifi cations, may 
be used as a subroutine of any other SNAP pro­
gram. Because of the feature of relocatabi lity, any 
number of standard subroutines, any program, and 
any number of programs used as subroutines can 
be loaded into memory for coordinated execution. 
SNAP source language permits any number of 
index regi sters and memory locations to be used 
in common by two or more pr·ograms. These 
common locations facilitate communication be­
tween subroutines and between the control program 
and any subroutine. 

An example of SNAP Programming: Assume that 100 numbers are to be stored 
in adjacent memory locations. These numbers, if smaller than 7T, are to be re­
placed by their squares. Numbers equal to or larger than 7T are to be replaced 
by the product of 2.5 and the original number. Input/output commands have 
been omitted for brevity. 

CON S T 

P r 
D A T A 

C 0 U W T 

S TAR T 

S Q ARE 

P LAC E 

BE a I I 

H P C 

H P C 

R L S 

RLI 

LIP -

C LA 
, L 0 

T R A 

M P Y 

S T S 

T R A 

M P Y 

S T S 

SIT -

T R A 

T R A 

END 

2 • 5 

J .14159 

100 

1 

lOO ,C OU NT 

D ATA-l,C OUN T 

P I 

S Q J. R E 

CON S T 

DATA-l, COUNT 

P LAC E 

DATA-l,C OU NT 

DATA-l, COUN T 

1,COUNT 

S TAR T 

C NT R L 

S T A R T 

SAMPLE PR OG RAM 

STORE CONSTANT 

ST ORE PI 

R E SERV E D ATA L O C 

R ES ERVE REG 

L O AD R EO 

A CCESS N U MB E R 

L ESS THAN P I ? 

YES , GO TO SQAR E 

N O ,TIM ES 2.5 
R E PLACE 

S Q U ARE N U MB E R 

R E PLA CE 

D EC R EG ,D ONE ? 

NO,REP E AT 

YE S , GO TO DRECTR 

ENTER AT ST A R T 

-- -
I 

lr 
.0 S E Q T 
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Other G -2:0 Programs 

Bendix. provides its users with other special pro­
grams to serve particular functions_ 

A library of routines is avai lable for the SPACE 
and SNAP Programming Systems. The library 
includes elementary mathematical functions: 

Sine Bessel Functions 
Cosine Numeric Integration 
Tangent Square Root 
Arctangent Matrix Handling 
Exponential Polynomial Evaluation 
Logarithm Roots of Polynomials 

In addition, the library also contains Number Con­
version Routines and General Service Routines. 

SNAP to SPACE 
Relocatable Form 

Bendix will provide a program to translate the out­
put of SNAP programs to the SPACE relocatable 
form. SNAP programs must use symbolic coding 
exclusively. The user, therefore, does not need to 
reprogram any error-free problems symbolically 
coded in SN AP language. 

Fortran 

Bendix provides a routine to compile for the G-20 
any program written in the Fortran II language. 

650 Simulator 

Bendix will provide a routine to simulate the 650 
machine. The G-20 with the simulator may run any 
error-free program coded for the basic 650 with 
floating-point, index registers, added drum mem­
ory, magnetic tapes, card and tabulating equipment 
designed for the 650. 
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