




































































































































































































































The channel interface has a local memory address register that contains 
the starting address for the next local memory reference. The eOA : 1 
function loads the register with the local memory starting address at the 
beginning of the output transfer. Data transfers from memory in bursts 
of 4 parcels. The local memory address register forces the 2 low-order 
bits of the address to 0, making the address a multiple of 4. When a 
reference is complete, the register address increases by 4. When output 
is complete, the local memory address in the register equals the address 
of the first parcel sent plus 1. 

The following are functions for the front-end interface output channel: 

Function 

eOA o 

eOA 1 

eOA 2 

eOA 3 

eOA 4 

4-64 

Description 

Clears the busy and done flags and abort any transfer. 

Enters the accumulator contents into the local memory 
address register (forcing the 2 low-order bits to 0) and 
start the transfer to the front-end. The lOP sends data 
in 4-parcel bursts, beginning at the address specified by 
the starting address register. The transfer continues 
until the parcel count is o. When the transfer is 
complete, the done flag sets and the busy flag clears. 

Enters the accumulator contents into the parcel count 
register. This value is a positive count of the number 
of parcels to be transferred. This function does not 
affect the busy and done flags. 

Clears the sequence error flag. The sequence error flag 
sets if the channel interface receives a Resume signal 
from the front-end processor when the channel interface 
is not busy or a local memory reference is in progress. 
If the channel interrupt enable flag is set, the sequence 
error flag causes an interrupt. The sequence error flag 
and the eOA : 3 function have no affect on the busy and 
done flags. 

Sends control signals to a front-end interface. The 
following accumulator bits select the control signals: 

Bit Signal 

28 Disconnect signal 
2 9 Hold Disconnect signal (used during chaining) 

214 Master elear signal 

The channel interface holds the accumulator signal select 
bits; another eOA : 4 function alters them. This 
function does not affect the busy and done flags. 
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Function 

COA : 6 

COA 7 

COA 10 

COA 11 

Description 

Clears the channel interrupt enable flag. Monitor the 
channel through the busy and done flags or through the 
status information returned by a COA : 11 function when 
channel interrupts are disabled. This function does not 
affect the busy and done flags. 

Sets the channel interrupt enable flag. With interrupts 
enabled, the channel interface interrupts whenever the 
done flag sets or whenever a sequence error occurs. This 
function does not affect the busy and done flags. 

Enters the contents of the local memory address register 
into the accumulator. The value in the local memory 
address register is 1 greater than the address of the 
last parcel transferred from local memory. This function 
does not affect the busy and done flags. 

Reads the interface status into the accumulator. When 
set, bit 215 of the status word indicates a sequence 
error. This function does not affect the busy and done 
flags. 

BLOCK MULTIPLEXER CHANNELS 

The lOS communicates with IBM-compatible equipment over block multiplexer 
channels from the XIOP. 

Block multiplexer channels are grouped into 4-channel sets that share one 
Cray BMC-4 or BMC-5 block multiplexer controller (channel interface). Up 
to three controllers may be configured on an XIOP. Each controller 
interfaces the XIOP through a single DMA port. The speed capacity of 
each DMA port is shared by the four controller channels, which operate 
asynchronously and compete only for local memory references. A single 
channel drives one or more IBM-compatible control units. The 
IBM-compatible control units drive peripheral devices. 

A BMC-4 channel operates in selector channel mode, byte multiplexer mode, 
or bl9Ck multiplexer mode. A BMC-5 channel operates in selector channel 
mode, block multiplexer mode, or data-streaming mode. All IBM commands 
are possible for both BMC-4 and BMC-5 controllers. Both BMC-4 and BMC-5 
channels have the following features: 

• Command and data chaining 
• Detection of retry status 
• IIO error alert capability 
• The high-speed data rate option 
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Refer to the appropriate IBM publication for detailed information and 
definitions of IBM terminology. 

Transfer rates 

Table 4-18 shows the approximate maximum data transfer rate and 
corresponding operational mode. In all modes except data-streaming mode, 
exact data rates are determined by cable length and signal turn-around 
time within the IBM control unit. In these modes, the BMC-4 or BMC-5 
must receive an appropriate response signal or signals for each byte of 
data or control information sent. The high-speed option (requiring an 
additional pair of control lines) doubles the rate of data transfer in 
selector and block multiplexer modes. 

Data transfer 

Table 4-18. IBM Channel Transfer Rates 

Maximum Transfer 
Protocol Rate 

Selector 0.80 Mbytes/s 

Block multiplexer 

Block multiplexer 
or selector 
high-speed option 

Data streaming 
(BMC-5 only) 

0.80 Mbytes/s 

1.6 Mbytes/s 

2.0, 3.0, or 4.0 
Mbytes/s 

The block multiplexer controller interfaces the 8-bit IBM channel to the 
16-bit lOP local memory. The controller assembles data in the 8-bit IBM 
byte format into 16-bit parcels during input operations and disassembles 
the parcels into 8-bit bytes during output operations. Figure 4-7 shows 
block multiplexer controller data assembly and disassembly. 
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Figure 4-7. Block Multiplexer Controller Data Assembly/Disassembly 

The controller reads four 16-bit parcels from local memory during an 
input operation and sends out eight a-bit bytes to the block multiplexer 
channel. Four more 16-bit parcels are read into buffers on the 
controller while the channel transmits the first group of four 16-bit 
parcels transfered. 

The controller reads eight a-bit bytes from the channel and writes four 
16-bit parcels into local memory during an output operation. If a read 
operation from the channel terminates with a byte length that does not 
assemble into 4 parcels, the final local memory write operation includes 
unpredictable data in the final parcels (enough to fill 4 parcels). 

Record size 

Data records can be any size except zero bytes. Use data chaining for 
record lengths greater than 65,535 bytes. The data chaining feature 
allows a single, large record to be broken into any size convenient for 
movement through local memory and for storage in buffer memory. The 
program controls this process using the BMC-4 or BMC-5 channel functions. 

When the channel reads an IBM tape record, a short header field can be 
stored at one memory area, and the following data field can be stored at 
a different memory area, beginning at a different 64-bit word boundary. 
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Parity 

An lOP checks all address, status, and data input lines for odd parity. 
An lOP generates odd parity for all address, status, and data-output 
lines. 

Interrupts 

Channel functions BMA : 6 and BMA : 7 enable or disable interrupts for 
individual block multiplexer channels. The channel sends an interrupt 
request when interrupts are enabled and when one of the following occurs: 

• The done flag sets (on completion of functions BMA : 1 through 
BMA : 5). 

• The request-in tag line becomes active, and an earlier BMA 16 
function selected request-in interrupt select mode. 

• The byte counter decrements to 0 during data chaining and the last 
local memory reference is complete for that segment of data. 

A BMA : 0 function clears the channel done and data chaining interrupts. 
It also clears the request-in tag interrupt if interrupts are first 
disabled by a BMA : 6 function. A BMA : 0 or BMA : 14 function clears 
data chaining interrupts after completion of a data transfer. 

NOTE: Data chaining interrupts in the BMC-5 are not cleared by a BMA 6 
function. 

Block multiplexer channel functions 

The following paragraphs describe block multiplexer channel functions. 
Channel function descriptions apply to both the BMC~4 and the BMC-5 
unless otherwise noted. 

Function 

BMA : 0 

4-68 

Description 

Clears the busy and done flags and all output tags 
except operational out (OP-OUT) and suppress out 
(SUP-OUT). The function also clears interrupt 
conditions, if interrupts are disabled by a previous 
BMA : 6 function. Because the BMA : 0 function cannot 
be interlocked using the done flag, allow a 12-CP 
delay before issuing the next function to the channel. 
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Function 

BMA : 1 

CSM-1009-000 

Description 

Performs one of several reset functions. Accumulator 
bits 21 and 20 select the specific reset function as 
shown in Table 4-19. 

Table 4-19. Send Reset Function Parameters 

Parameter 
21 - 20 Function 

o 0 
o 1 
1 0 
1 1 

Clears·all output tag lines 
Interface disconnect 
Selective reset 
System reset 

Parameter xxxxxO - Clears all output tag lines and 
bus 0 out lines. The channel initially clears the 
done flag and sets the busy flag. Upon completion, 
the channel sets the done flag and clears the busy 
flag. 

Parameter xxxxx1 - Performs an interface disconnect 
function on the currently selected control unit. 

The parameter initially clears the done flag and sets 
the busy flag. The currently selected control unit 
clears all input tag lines to the BMC-4 or BMC-S. The 
control unit continues with whatever sequence it was 
performing before the xxxxxl command issued. When 
the control unit reaches a normal ending point in the 
sequence, it transfers the status it accumulated since 
the previous time it tranferred status. 

The device path for the peripheral device remains busy 
from the time the interface-disconnect operation is 
initiated until the device-end status is accepted by 
the BMC-4 or BMC-S. The operation is completed in 
about 7 ms. Upon successful completion, the done flag 
sets and the busy flag clears. 

If the Operational-in signal from the equipment does 
not clear within 6 ms of function issue, the lOP done 
flag sets and the busy flag remains set, indicating an 
error condition. 
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Function 

2 

4-70 

Description 

Parameter xxxxx2 - Performs a selective reset 
function. Initially, the done flag clears and the busy 
flag sets. The control unit drops the operational-in tag 
and resets the currently selected peripheral device. The 
peripheral device status is also reset. The current 
operation continues until its normal stopping point and 
then stops. No data transfers after the stop. The 
selective reset operation does not affect the control 
unit ready status and only affects the peripheral device 
currently operating. The device end status is retained 
for transfer to the lOP channel after the reset. 

The selective reset operation is complete in about 7 ms. 
At this time, the busy flag clears and the done flag sets. 

Parameter xxxxx3 - Performs a system reset 
operation. The system reset operation clears the 
Operational-out signal, clears the status for each 
peripheral device, and resets all control units as well 
as the attached peripheral devices. The done flag clears 
and the busy flag sets at the beginning of operation. 

The operation is complete in about 6 ms. At this time 
the done flag sets and the busy flag clears. If one or 
more input tag lines are not reset at the end of the 
system reset operation, both the busy and done flags set, 
indicating an error condition. 

Sends a command to the control unit. Initially, the done 
flag clears and the busy flag sets. When the function 
completes, the busy flag clears and the done flag sets. 

Parameter command bits - Accumulator bits 20 through 
27 select a command for an IBM-type control unit. 
Table 4-20 lists IBM commands and gives the corresponding 
bit assignments. The specific modifier codes and mode 
depend on the IBM-type control unit and the peripheral 
device. 

All command operations begin with an initial selection 
sequence that sends the command byte to the control 
unit. The initial selection sequence ends with an ending 
status (channel end or channel end with device end), a 0 
status, or an error status. When the command calls for a 
transfer of data bytes, a zero status indicates that the 
transfer can begin. 
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Function 

BMA : 3 
(BMC-4) 

CSM-1009-000 

Table 4-20. IBM Channel Command Bit Assignments 

Command P 27 2 6 25 24 2 3 22 21 20 

Test P M M M M 0 0 0 0 
Test liD 1 0 0 0 0 0 0 0 0 
Sense P M M M M 0 1 0 0 
Sense 10 1 1 1 1 0 0 1 0 0 
Read backward P M M M M 1 1 0 0 
Write P M M M M M M 0 1 
Read P M M M M M M 1 0 
Control P M M M M M M 1 1 

M = modifier bit 
p = parity bit 

OescriEtion 

A transfer of data ends when the byte count decrements to 
o and no data chaining condition exists. The BMC-4 or 
BMC-5 indicates the function end by raising the 
service-out or data-out tag. The controller responds by 
raising the status-in tag. 

The done flag sets when the control sequence processing is 
complete and the data (if required) is transferred to or 
from local memory. Figure 4-8 shows a typical channel 
sequence for a read operation to the lOP. 

Recognizes the request-in tag and reads the address of 
the device that made the request. Initially, this 
function clears the done flag and sets the busy flag. If 
the channel interface detects the request-in tag, it 
accepts the requesting address. The function checks the 
address for valid parity, sets the done flag, and clears 
the busy flag. If the interface does not detect the 
request-in tag, the function sets the done flag, and the 
busy flag remains set. This function ignores the address 
miscompare status (returned to accumulator bit 212 after 
a BMA : 13 function) if the requesting address value is 
not known before the function issues. Figure 4-9 
illustrates a typical request-in channel sequence. 
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Operational-Out Signal 

Hold-Out Signal 

Select-Out Signal 

Address-Out Signal 

Bus-Out Signal (9 Lines) 

Operational-In Signal 

Address-In Signal 

Bus-In Signal (9 Lines) 

Command-Out Signal 

Status-In Signal 

Service-Out Signal 

Service-In Signal 

Data-Out Signal 

Data-In Signal 

~ Initial Selection ...- Data Transmission~ 

Read Operation (Selector Channel Interface Sequences) 

~ Ending 
Sequence 

Figure 4-8. BMC-4 and BMC-5 Channel Read Sequence 
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NOTE: Clear and disable the request-in tag before 
issuing the BMA : 3 function if performing asynchronous 
data and status processing when interrupts are enabled. 
Clear and disable the request-in tag using the following 
sequence: 

1. 
2. 
3. 
4. 

BMA 6 - Clear the interrupt enable flag. 
A = 0 - Clear the accumulator. 
BMA 16 - Disable request-in tag interrupts. 
BMA 0 - Clear interrupt conditions. 

A constant interrupt occurs if this procedure is not 
followed. 

Operational-Out Signal 

Request-In Signal 

Hold-Out Signal 

Select-Out Signal 

Select-In Signal 

Address-Out Signal 

Operational-In Signal 

Address-In Signal 

Command-Out Signal (Proceed) 

Status-In Signal 

Service-In Signal 

Service-Out Signal 

Bus-In Signal 

Bus-Out Signal 

Figure 4-9. BMC-4 and BMC-5 Request-in Channel Sequence 
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Function 

B~ 4 

4-74 

Description 

This function recognizes the request-in tag and reads 
the address of the device that made the request. 
Initially, this function clears the done flag and sets 
the busy flag. The function proceeds one of the 
following two ways depending on the contents of the 
accumulator: 

• If the accumulator equals 0, the channel checks 
the request-in tag. If the tag line is active, 
the sequence proceeds. If the tag line is not 
active, the function ends, the done flag sets, and 
the busy flag remains set. 

• If the accumulator equals 3, the channel waits for 
the request-in tag to become active. When the 
request-in tag becomes active, the sequence 
proceeds. The lOP software provides time-out 
protection to prevent indefinite waiting. 

The control unit presents the device address byte on the 
bus-O in lines after the request-in line becomes active. 
The BMC-5 checks byte parity and stores the device address 
in the status register. The function terminates one of 
two ways, depending on the value of mode register bit 2 5 

as shown below: 

• If mode bit 25 equals 0 and no parity error was 
detected, the operation ends with the done flag 
set and the busy flag cleared. 

• If mode bit 25 equals 1, the B~ : 4 function 
begins automatically. This function starts the 
transfer of the status and address to the lOP. 

Figure 4-9 illustrates a typical request-in channel 
sequence. 

Loads the accumulator with 1 byte of status information. 
Initially, the done flag clears and the busy flag sets. 
This function saves status in the status register if the 
control unit raises the status-in tag. If a previous B~ 
: 16 command set the stack status flag, the interface 
returns the command-out tag in place of the service-out 
tag to indicate that the channel should stop. When the 
sequence is complete, the done flag sets and the busy 
flag clears. Refer to Figure 4-10 for the asynchronous 
data and status processing sequence. 
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BMA:12 .... ----..... 
Input Status 

or Yes 
Data 

'Request in' 
Processing 

No 

BMA:12 ..... -....:..--... 
Sample 
Device 

Address 

BMA:16 ..... -....:.--... 
Set 

Mode Bits 

..... _ ...... _--iBMA:4 

FNX Single 
Byte liD 

No 

( Stop) 

No 

Figure 4-10. Asynchronous Data and Status Processing Sequence 
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Function 

BMA : 5 
(BMC-4) 

BMA: 5 
(BMC-5) 

4-76 

Description 

Performs a 10-microsecond delay procedure. Initially, 
the busy flag sets and the done flag clears. After the 
delay times out, the done flag sets and the busy flag 
clears. 

Performs one of four tests, depending on the contents of 
accumulator bits 20 and 21. This function is for 
maintenance purposes only. Initially, the done flag 
clears and the busy flag sets for all tests. The tests 
are listed in Table 4-21 and described in the following 
pages. 

Table 4-21. BMC-5 Maintenance Diagnostic Tests 

Accumulator 
Value 

xxxxxO 
xxxxxl 
xxxxx2 
xxxxx3 

Test 

lO-ms delay 
Tag line test 
Status conditions test 
Modes conditions test 

Parameter xxxxxO - lO-Microsecond delay 

The purpose of the 
the delay counter. 
sets the done flag 
request is sent at 
are enabled. 

lO-microsecond delay test is to test 
After the delay expires, the function 

and clears the busy flag. An interrupt 
the time of completion if interrupts 

Parameter xxxxxl - Tag Line Test 

This test raises the following output tag signals in 
response to corresponding input tag signals: 
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Input tag detected 

Operational-in 
Address-in 
Disconnect-in 
Select-in 
Request-in 
Service-in 
Data-in 
Status-in 

Output tag set 

Operational-out 
Address-out 
Hold-out 
Select-out 
Command-out 
Service-out 
Data-out 
Suppress-out 

The done flag sets to end the sequence. 

Parameter xxxxx2 - Status Conditions Test 

This test raises the following output lines in response to 
the corresponding status conditions: 

Condition detected 

Byte counter > 0 
Command retry status 
Nonzero status byte 
Error status 
Bus 0 parity incorrect 
Mode bit 25 present 
Mode bit 2 5 not present 

Output set 

Operational-out 
Address-out 
Hold-out 
Select-out 
Command-out 
All output tags 
Channel Busy 

The done flag sets to end the sequence. 

Parameter xxxxx3 - Mode Conditions Test 

This test checks a series of mode-selection capabilities 
and responds with a series of output signals. The 
following are the tested modes and corresponding output 
signals. 

Mode detected Output set 

Skip flag Operational-out 
Stack flag Address-out 
Command chain mode 1 Hold-out 
Command chain mode 2 Select-out 
Command chain mode 3 Command-out 
Channel mode 1 Service-out 
Channel mode 2 Data-out 
Channel mode 3 Suppress-out 
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Function 

BMA : 6 

BMA 7 

BMA 10 

Description 

Clears the channel interrupt enable flag. Monitor the 
channel through the done flag when channel interrupts are 
disabled. This function does not affect the busy and done 
flags. 

Sets the channel interrupt enable flag. 

Transfers the current value in one of two local-memory 
address registers into the accumulator. The state of 
accumulator bit 20 at function issue determines the 
register. The channel logic includes two local memory 
address registers to support data chaining. Table 4-22 
lists the response bits returned to the accumulator. 

Table 4-22. Read Local Memory Address Response Bits 

Accumulator 
Bit Description 

Register select status: 
0 local memory address register 0 
1 = local memory address register 1 

Data-chaining flag status 
(1 = data chaining) 

Local memory address 22 

Local memory address 23 

Local memory address 24 

Local memory address 25 

Local memory address 26 

Local memory address 27 

Local memory address 28 

Local memory address 29 

Local memory address 210 

Local memory address 211 
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Table 4-22. Read Local Memory Address Response Bits (continued) 

Accumulator 
Bit Description 

212 Local memory address 212 

213 Local memory address 213 

214 Local memory address 214 

215 Local memory address 215 

Function Description 

BMA 11 

CSM-I009-000 

Interrupts occur after each buffer transfer during data 
chaining. 

NOTE: Insert a single instruction delay (0120008) 
after the BMA : 10 function ,if a BMA : 10, 14, 15, 16, or 
17 function follows immediately. The delay ensures that 
the local memory address returned by the BMA : 10 
function is for the expected channel. 

A programming restriction applies if the lOP instruction 
preceding a BMA : 10 function is any of the following: 4 
through 7, 12, 13, 16, 17, 22, 23, 32, 33, 44 through 47, 
52, 53, 62, or 63. In these cases, insert a logical 
product instruction 011 or 015 with the d or k field set 
to all 1s between the preceding instruction and the BMA : 
10 instruction. This restriction is due to timing 
requirements in the adder and shifter. 

Reads the byte counter. A BMA : 15 function loads the 
byte counter initially. The byte counter decrements by 
1 for each byte transferred. When the byte counter 
contains 0, the channel interrupts the lOP to terminate 
the transfer. If a control unit terminates the 
transfer, a nonzero value remains in the byte counter. 
During data chaining, the byte counter decrements to 0 
and the channel sends an interrupt each time a segment 
transfers. A BMA : 15 function reloads the byte counter 
for the next segment transfer. 
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Function 

BMA 12 

4-80 

Description 

Issue the BMA : 11 function twice in succession to get a 
current byte count to the accumulator. This requirement 
is due to timing restrictions in the lOP. The first 
execution moves the byte count to the byte counter 
status register. The second execution moves it to the 
accumulator. 

A BMA : 11 function followed by a BMA : 15 function 
operates as a diagnostic procedure to verify correct 
operation of the accumulator fanout, the intermediate 
byte counter status register, and the status path back 
to the accumulator. The SMA: 15 function loads the 
byte count into the byte counter status register. A 
subsequent SMA : 11 function reads the byte count from 
the byte counter status register to the accumulator. 
This function does not affect the busy and done flags. 

NOTE: Insert a sin9le instruction delay (0120008) 
after the SMA : 11 function if a BMA : 10, 14, 15, 16, 
or 17 function follows immediately. The delay ensures 
that the local memory address returned is for the 
expected channel. 

Reads status and address information. The status 
register in the channel interface holds the address and 
status mode bits read from the block multiplexer channel. 

Issue the SMA : 12 function twice in succession to get 
status and address information to the lOP accumulator. 
Two SMA 12 functions are required because of fixed timing 
in the lOP. The first execution moves the current status 
and address to the block multiplexer controller status 
register. The second execution moves the status and 
address to the lOP accumulator. 

A SMA : 12 function following a SMA : 16 function 
operates as a diagnostic procedure to verify correct 
operation of the accumulator fanout, the intermediate 
status register, and the status path back to the lOP 
accumulator. Issuing a SMA : 16 function loads address 
and mode bits into the status register. The BMA : 12 
function reads the status back to the lOP accumulator. 

This function does not affect the busy and done flags. 

Table 4-23 lists status and address bits and 
corresponding accumulator locations. 
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Function 

BMA : 13 

CSM-1009-000 

Table 4-23. Status Register Bits 

Accumulator 
Bit Description 

20 Status bit 2° 
21 Status bit 21 
22 Status bit 22 

23 Status bit 23 
24 Status bit 24 
25 Status bit 25 

26 Status bit 26 
27 Status bit 27 

28 Address bit 2° 
29 Address bit 21 
210 Address bit 22 
211 Address bit 23 
212 Address bit 24 

213 Address bit 25 
214 Address bit 26 

215 Address bit 27 

Description 

Reads the input tags from the channel to the rop 
accumulator. Because of the fixed timing in the rop, 
this function must be run twice in immediate succession 
to get valid input tags to the rop accumulator. The 
first performance of the function moves the input tags to 
the block multiplexer controller. The second performance 
of the function moves the input tags to the rop 
accumulator. 

A BMA : 13 function following a BMA : 17 function 
verifies correct operation of the accumulator fanout, the 
intermediate output tags register, and the path back to 
the accumulator. rssuing a BMA : 17 function loads the 
output tags into the output tags register. The next 
BMA : 13 function reads the stored output tags back into 
the rop accumulator. This function does not affect the 
busy and done flags. 

Table 4-24 shows the input tags status bits. 
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Table 4-24. Input Tags Status Bits 

Accumulator 
Bit Description 

Function 

BMA : 14 

BMA 15 

20 

21 
22 

2 3 

24 

2 5 

2 6 

27 

28 

2 9 

210 
211 

Operational-in 
Address-in 
Disconnect-in 
Select-in 
Request-in 
Service-in 
Data-in 
Status-in 
Metering-in 
Mark-O-in 
Not used (BMC-4); data streaming (BMC-5) 
Data buffer pointer 

212 

213 
214 

215 

Address miscompare 
Byte count 0 
PROM parity error 
Bus-in parity error 

Description 

Enters the current accumulator contents into the local 
memory address register. This value becomes the starting 
local memory address for the data transfer. This 
function does not affect the busy and done flags. 

The block multiplexer controller maintains two local 
memory address registers for data chaining. Accumulator 
bit 20 addresses the registers. Data-chaining begins 
with the address specified by local memory address 
register 0 and alternates between the 0 and 1 registers. 
Bit 21 of the accumulator content is the data chaining 
select flag for the chosen register and, if set, selects 
data chaining for that register/address. Table 4-25 
lists the accumulator bits for this function. Function 
BMA : 14 clears the interrupt condition after a data 
transfer. 

Enters the accumulator content into the byte counter or 
the next byte count register. The first BMA : 15 
function following a BMA : 14 enters the accumulator 
content into the byte counter. When a second BMA : 15 
function follows immediately, the second BMA : 15 
function enters the accumulator data into the next byte 
count register. 
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Function 

BMA 16 

I 
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Table 4-25. Local Memory Address Register Bits 

Accumulator 
Bit Description 

20 Local memory address register select 
21 Data chaining flag 
22 Local memory address 22 
23 Local memory address 23 
24 Local memory address 24 
25 Local memory address 25 

26 Local memory address 26 
27 Local memory address 27 
28 Local memory address 28 

29 Local memory address 29 

210 Local memory address 210 
211 Local memory address 211 
212 Local memory address 212 

213 Local memory address 213 
214 Local memory address 214 

215 Local memory address 215 

Description 

The contents of the next byte count register transfer to 
the byte counter automatically between data segments in 
data chaining. Channel commands requiring no data, 
parameters, or status must establish a byte count of O. 
The maximum count is 65,535 bytes. This function does 
not affect the busy and done flags. 

Enters the accumulator contents into the device address 
register. The device address register contains mode 
select bits and device address bits. The device address 
is a combination of controller address bits and 
peripheral device address bits. This function does not 
affect the busy and done flags. Table 4-26 shows the 
device address register bits. 

Parameter mode bits - Bits 28 through 215 of the 
parameter are called mode bits and are re-established 
during each BMA : 16 function. They operate as follows. 

• Bit 28 is the mode bit for the skip flag. When 
set, this bit prohibits storing data into local 
memory during read data transfers. 

CRAY PROPRIETARY 4-83 



Table 4-26. Device Address Register Bits 

Accumulator 

Function 

4-84 

Bit Description 

20 Address/data out 20 

21 Address/data out 21 

22 Address/data out 22 

2 3 Address/data out 23 

24 Address/data out 24 

2 5 Address/data out 25 

2 6 Address/data out 26 

27 Address/data out 27 

2 8 Skip flag 

2 9 Stack status flag 

210 Command-chaining mode select 20 

211 Command-chaining mode select 21 

212 Interrupt mode select 20 (BMC-4)/ 
Request-in interrupt enable (BMC-5) 

213 Interrupt mode select 21 (BMC-4)/ 
Mode bit 2 5 (BMC-5) 

214 Channel mode select 20 

215 Channel mode select 21 

Description 

• Bit 29 is the mode bit for the stack status 
flag. 

• Bits 210 and 211 select the mode in which 
command chaining is used. Table 4-27 lists the 
modes and corresponding mode bits. 
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Function Description 

• On a BMC-4, parameter bits 212 through 213 select 
the interrupt mode. Table 4-28 lists the modes 
and corresponding bits. 

• On a BMC-5, parameter bit 212 allows the 
request-in signal to generate an lOP interrupt. 

• On a BMC-5, parameter bit 213 selects automatic 
transfer of status and address in a BMA : 3 
function. 

• Parameter bits 214 through 215 select the 
channel protocol. Table 4-29 lists the protocols 
and corresponding bits for the BMC-4. Table 4-30 
lists the protocols and corresponding bits for 
the BMC-5. 

Table 4-27. Command Chaining Mode Selection 

Parameter bits 
211 _ 210 Selection 

o o 

o 1 

1 o 

1 1 

CSM-1009-000 

Command chaining is disabled. 

Chain if the channel-end status 
is detected. 

Chain if the device-end status is 
detected. 

Chain if either the channel-end 
status or device-end status is 
detected. 
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Table 4-28. Interrupt Mode Selection 

Parameter bits 

o 
o 
1 
1 

213 - 212 Selection 

o 
o 
1 
1 

o 
1 
o 
1 

Interrupts are disabled 
An interrupt occurs on request-in 
An interrupt occurs on status-in 
An interrupt occurs on disconnect-in 

Table 4-29. Channel Type Mode Selection for the BMC-4 

Parameter bits 
215 _ 214 

o 
o 
1 
1 

o 
1 
o 
1 

Selection 

Selector channel 
Byte multiplexer channel 
Block multiplexer channel 
Reserved 

Table 4-30. Channel Type Mode Selection for the BMC-5 

Parameter bits 
215 _ 214 

o 
1 
o 
1 

Selection 

"Selector channel 
Data streaming channel (4.5 Mbytes/s) 
Block multiplexer channel 
Data streaming channel (2 and 3 Mbytes/s) 

Function Description 

BMA : 17 Enters the accumulator contents into the output tags 
register, allowing direct program control of the output 
tags for special control sequences such as diagnostics. 
This function does not affect the busy and done flags. 
Table 4-31 shows the accumulator bits for each output tag. 
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Accumulator 
Bits 

20 

21 

22 

2 3 

24 

2 5 

26 

27 

28 

29 

210 

CSM-I009-000 

Table 4-31. Output Tags Register Bits 

Description 

Operational-out tag 

Address-out tag 

Hold-out tag 

Select-out tag 

Command-out tag 

Service-out tag 

Data-out tag 

Suppress-out tag 

Metering-out tag 

Mark 0 out 

BMC-4: this bit is not used. 
BMC-5: when set, this bit transfers the devide address 
from the device address register directly to the bus 0 
out data lines. 

BMC-4: this bit is not used. 
BMC-5: when set, this bit transfers the bus-O-in data 
bits to the device address register. 

When this bit is set, the clock-out tag line is also set. 

When set, this bit prevents reporting of parity errors on 
the bus 0 in data lines. 

When set, this bit forces q bus-out parity error by 
sending an incorrect parity bit with the byte being 
transferred on the bus 0 out data lines. This mode 
affects the transfer of a single byte only. 

BMC-4: This bit is not used. 
BMC-5: When set, this bit causes a 2IW module test point 
to go high. Monitor the test point with an oscilloscopte 
to determine when the BMA : 17 function issues. 
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CHANNEL INTERFACE TO DISK STORAGE UNITS 

Refer to the Disk Systems Hardware Reference Manual, CRI publication 
number HR-0077, for information about the DCU-4 and DCU-5 channels and 
functions. 
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5 - BUFFER MEMORY/CENTRAL MEMORY BYPASS MODE 

The buffer memory channel (channel 5) and the central memory channels 
(channels 14 and 15) can transfer data directly between mainframe central 
memory or a solid-state storage device (SSD) to I/O subsystem (lOS) 
buffer memory. The bypass operation allows transfers in only one 
direction at a time.' It requires channel 5 and either channel 14 (input) 
or channel 15 (output). The other central memory channel (input or 
output) continues to function normally, to or from local memory. 

BYPASS MODE BITS 

Two bypass mode bits, set by the buffer memory channel MOS : 16 function, 
control data transfers in bypass mode. Only 1 mode bit may be set at a 
time. AMOS: 16 function with the accumulator equal to 148 sets 1 
mode bit and causes a link with the central memory input channel. A 
MOS : 16 function with the accumulator equal to 158 sets the other mode 
bit and causes a link with the central memory output channel. Any of the 
following actions clear the bypass mode bits: 

• AMOS 16 function with the accumulator equal to 0 

• A HIA 0 function, if the central memory input channel is linked 
but inactive 

• A HOA : 0 function, if the central memory output channel is linked 
but inactive 

• Completion of the bypass transfer 

• A Master Clear signal 

The mode bits should never be set or cleared while either of the selected 
channels is active or has an outstanding error condition. 
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RESIDUE BITS 

The residue bits indicate that the previous transfer on the channel was a 
bypass operation. One residue bit represents the central memory input 
channel; the other bit represents the central memory output channel. 
Only 1 residue bit may be set at a time. AMOS: 10 function with 
accumulator bit 21 set reads both the bypass bits and the residue 
bits. 

A residue bit sets when the done flag sets~· and one of the following 
conditions occurs: 

• The bypass operation is complete. 

• The central memory channel terminates the bypass operation. 

• The bypass operation is in progress, and an uncorrectable error 
occurs on the central memory channel. 

A residue bit clears under the following conditions: 

• AMOS: 1 through MOS 5 function (start next transfer) is issued. 

• A Master Clear signal is activated. 

READING BYPASS MODE AND RESIDUE BITS 

AMOS : 10 function reads the bypass mode bits and the residue bits if 
accumulator bit 21 is set. When the function is complete, the 
accumulator bit positions have the following meanings: 

5-2 

Bit Decription 

20 The channel is currently in bypass mode and linked with the 
buffer-memory input channel. 

21 The channel is currently in bypass mode and linked with the 
buffer-memory output channel. 

22 The previous transfer was a bypass operation for the 
central-memor"y input channel. 

2 3 The previous transfer was a bypass operation for the 
central-memory output channel. 
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BYPASS MODE OPERATION 

A bypass mode transfer requires execution of the following three channel 
functions: 

• AMOS 16 function sets the bypass bit. 

• A HIA 4 or HOA : 5 function sends the block length to the 
central memory interface. 

• AMOS: 4 function sends the block length to the buffer memory 
interface and initiates the transfer. 

Send matching block length values to the central memory channel interface 
and the buffer memory channel interface to avoid causing block length 
errors during the transfer. The channels remain linked until both 
channels complete the transfer or until software commands terminate 
activity on one channel. When software terminates one channel, both 
channels become inactive simultaneously. 

Enable interrupts on only one channel for bypass transfers. The done 
flags of both channels set at the end of the transfer. When the done 
flags set, one channel interrupts the I/O processor (lOP), the bypass 
mode bit clears, and the central memory channel is available for normal 
channel operation. If interrupts are enabled on either channel, the 
corresponding done flag interrupts the lOP. 

A bypass mode transfer begins when the MOS : 16 function sets one of the 
bypass mode bits and the MaS : 4 function sends the block length to the 
buffer memory channel interface. 

NOTE: Sending the block length to the linked central memory channel 
interface with an HIA : 4 or HOA : 5 function does not begin a transfer. 

The bypass bit clears and the residue bit sets at the end of all 
transfers. A central memory to buffer memory transfer ends when one of 
the following conditions occur: 

• The transfer reaches normal completion: all words transfer to 
buffer memory and both done flags set. 

• A function error occurs on the buffer memory channel: the lOP 
issues aMOS : 0 function while the transfer is active, setting a 
central memory channel error bit and the busy and done flags of 
both channels. 
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• A function error occurs on the central memory input channel: the 
lOP issues an HIA : 0 through HIA : 5 function while the transfer 
is active, setting a central memory channel error bit and the busy 
and done flags of both channels. 

• Uncorrectable data errors occur on the central memory channel: 
the data errors set the central memory channel error bit, and the 
busy arid done flags of both channels. 

• A Master Clear signal is sent: the Master Clear signal clears the 
busy and done flags in the next clock period (CP). 

A buffer memory to central memory transfer ends when one of the following 
conditions occur: 

• The transfer reaches normal completion: all words transfer to 
central memory and both done flags set. 

• A function error occurs on the buffer memory channel: the lOP 
issues a MOS : 0 function while the transfer is active, forcing 
function error on the central memory channel interface. The 
function error sets a central memory channel error bit, and the 
busy and done flags of both channels. 

a 

• A function error occurs on the central memory output channel: the 
lOP issues a HOA : 0 through HOA : 5 function while the transfer 
is active, forcing an error on the central memory output channel 
interface. The error sets a central memory channel error bit and 
the busy and done flags of both channels. 

• An uncorrectable data error occurs on the central memory channel: 
an uncorrectable error forces an error on the central memory 
output channel interface, sets an error on both channels, clears 
the bypass bit, and sets the residue bit and the central memory 
channel error bit. 

• A Master Clear signal is sent: the Master Clear signal clears the 
busy and done flags in the next CPo 

ABORTING A BYPASS OPERATION 

Perform the following steps to abort a transfer in progress: 

5-4 

1. Issue an MOS : 0, HIA : 0, or HOA : 0 function to clear the 
bypass bit and force errors on both channels. The error causes 
the central memory channel interface to perform a clear channel 
sequence. 
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2. Issue a function 0 to each of the previously linked interfaces to 
clear the error conditions forced by Step 1. 

********************************************** 

CAUTION 

Never clear the bypass bit directly (with an 
MaS : 16 function) if the buffer memory and 
central memory channels are active. Always 
deactivate the channel with an error 
condition to clear the bypass bit. Clearing 
the bypass bit directly during a transfer 
causes an unpredictable alteration to local 
memory contents and causes unpredictable 
consequences to subsequent transfers. 

********************************************** 

Perform the following steps to disconnect channels that have been linked 
for bypass operation, but that are not yet active: 

1. Issue a MaS : 16 command with the accumulator equal to 0 to clear 
the bypass bits. 

2. Issue a HIA : 0 command to clear the central memory input 
channel, or an HOA : 0 command to clear the central memory output 
channel. 

NOTE: The HIA : 0 or HOA : 0 functions do not cause a function error 
if the central memory channel is not active. However, the MaS: 0 
command always causes a central memory channel function error if the 
bypass bit is set. 

Perform the following steps to start a transfer from central memory to 
buffer memory: 

1. Wait for both channels to become inactive. 

2. Ensure that neither channel has an error condition. 

3. Set the bypass mode bit, using a MaS: 16 function. 

4. Enable or disable interrupts from the central memory channel, if 
desired. 

5. Set the central memory starting address for the central memory 
channel interface. 

6. Set the block length for the central memory channel interface. 
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5-6 

7. Set the buffer memory starting address for the buffer memory 
channel interface. 

8. Set the block length for the buffer memory channel interface to 
start the transfer. 

9. Wait for an interrupt from channel 5 (buffer memory) or the done 
flag to set. If an error occurs on either channel, the buffer 
memory channel busy flag remains set. 
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6 - IIO CHANNEL ASSIGNMENTS 

This section describes IIO channel assignments. Table 6-1 through 6-4 
list typical channel assignments for the IIO subsystem model C (lOS-C). 
Tables 6-5 through 6-8 list typical channel assignments for the IIO 
subsystem model D (lOS-D). Figure 6-1 shows the correspondence between 
lID channels and direct memory access (DMA) ports. 

10S-C 10S-0 

MIOP MIOP 

DMA 0 DMA1 DMA 2 DMA 0 DMA1 DMA2 
Channel 17 Channels 20 - 27 Channels 30 - 37 Channels 16 - 17 Channels 20 - 27 Channels 30 - 37 

DMA 3 DMA 4 DMA 5 DMA 3 DMA4 DMA 5 
Channels Channels 14, 15 Channels Channels 14, 15 Channels 52, 53 
5,51,52 5,51,52 

SlOP SlOP 

DMAO DMA1 DMA 2 DMAO DMA1 DMA 2 
Channels 20 - 23 Channels 24 - 27 Channels 30 - 33 Channels 20 - 23 Channels 24 - 27 Channels 30 - 33 

DMA 3 DMA4 DMA 5 DMA3 DMA4 DMA5 
Channels Channels 14, 15 Channels 34 - 37 Channels Channels 14, 15 Channels 52, 53 
5,51,52 5,51,52 

DIOP DIOP 

DMAO DMA 1 DMA2 DMAO DMA1 DMA 2 
Channels 20 - 23 Channels 24 - 27 Channels 30 - 33 Channels 20 - 23 Channels 24 - 27 Channels 30 - 33 

DMA 3 DMA 4 DMA 5 DMA3 DMA4 DMA5 
Channels Channels 14, 15 Channels 34 - 37 Channels Channels 14, 15 Channels 52 - 53 
5,51,52 5,51,52 

XIOP XIOP 

DMAO DMA1 DMA2 DMAO DMA1 DMA2 
Channels 20 - 23 Channels 24 - 27 Channels 30 - 33 Channels 5, 51,52 Channels 20 - 23 Channels 24 - 27 

DMA3 DMA4 DMA5 DMA 3 DMA4 DMA5 
Channels Channels 14, 15 Channels 34 - 37 Channels 14 - 15 Channels 52 - 53 Channels 1 6 • 17 
5,51,52 

Figure 6-1. DMA Port and lID Channel Assignments 
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Channel 
(octal) 

6-2 

o 
1 
2 
3 
4 
5 
6 
7 
10 
11 
12 
13 
14 
15 
16 
17 
20 
21 
22 
23 
24 
25 
26 
27 
30 
31 
32 
33 
34 
35 
36 
37 
40 
41 
42 
43 
44-47 
50 
51 

Table 6-1. Typical IOS-C MIOP Channel Assignments 

Mnemonic 

lOR 
PFR 
PXS 
LME 
RTC 
MOS 
AlA 
AOA 
AlB 
AOB 
AIC 
AOC 
HIA 
HOA 

EXB 
CIA 
COA 
CIB 
COB 
CIC 
COC 
CID 
COD 
CIE 
COE 
CIF 
COF 
CIG 
COG 
CIH 
COH 
TIA 
TOA 
TIB 
TOB 

LIA 
LOA 

Description 

Interrupt request 
Program fetch request 
Program exit stack 
Local memory error 
Real-time clock 
Buffer memory interface (DMA 3) 
Input from the buffer I/O processor (BIOP) 
Output to the BIOP 
Input from the disk I/O processor (DIOP) 
Output to the DIOP 
Input from the auxiliary I/O processor (XIOP) 
Output to the XIOP 
Input from central memory (100 Mbyte) (DMA 4) 
Output to central memory (100 Mbyte) (DMA 4) 
Not used 
Peripheral expander (DMA 0) 
Input from the front-end interface (DMA 1) 
Output to a front-end interface (DMA 1) 
Input from a front-end interface (DMA 1) 
Output to a front-end interface (DMA 1) 
Input from a front-end interface (DMA 1) 
Output to a front-end interface (DMA 1) 
Input from a front-end interface (DMA 1) 
Output to a front-end interface (DMA 1) 
Input from a front-end interface (DMA 2) 
Output from a front-end interface (DMA 2) 
Input from a front-end interface (DMA 2) 
Output from a front-end interface (DMA 2) 
Input from a front-end interface (DMA 2) 
Output from a front-end interface (DMA 2) 
Input from a front-end interface (DMA 2) 
Output from a front-end interface (DMA 2) 
Console 0 keyboard 
Console 0 display 
Console 1 keyboard 
Console 1 display 
Available for other consoles 
Input from the CRI mainframe I/O channel (DMA 3) 
Output to the CRI mainframe I/O channel (DMA 3) 
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Table 6-2. Typical IOS-C BIOP Channel Assignments 

Channel 
(octal) Mnemonic Description 

0 lOR Interrupt request 
1 PFR Program fetch request 
2 PXS Program exit stack 
3 LME Local memory error 
4 RTC Real-time clock 
5 MOS Buffer memory interface (DMA 3) 
6 AlA Input from the MIOP 
7 AOA Output from the MIOP 
10 AlB Input from the DIOP 
11 AOB Output to the DIOP 
12 AIC Input from the XIOP 
13 AGC Output to the XIOP 
14 HIA Input from central memory (100 Mbyte) (DMA 4) 
15 HOA Output to central memory (100 Mbyte) (DMA 4) 
16-17 Not used 
20 DIA Disk storage unit 0 (DMA 0) 
21 DIB Disk storage unit 1 (DMA 0) 
22 DIC Disk storage unit 2 (DMA 0) 
23 DID Disk storage unit 3 (DMA 0) 
24 DIE Disk storage unit 4 (DMA 2) 
25 DIF Disk storage unit 5 (DMA 2) 
26 DIG Disk storage unit 6 (DMA 2) 
27 DIH Disk storage unit 7 (DMA 2) 
30 DII Disk storage unit 8 (DMA 5) 
31 DIJ Disk storage unit 9 (DMA 5) 
32 DIK Disk storage unit 10 (DMA 5) 
33 DIL Disk storage unit 11 (DMA 5) 
34 DIM Disk storage unit 12 (DMA 1) 
35 DIN Disk storage unit 13 (DMA 1) 
36 DIO Disk storage unit 14 (DMA 1) 
37 DIP Disk storage unit 15 (DMA 1) 
40 TIA Console 0 keyboard 
41 TOA Console 0 display 
42-47 Available for other consoles 
50 LIA Input from the CRI mainframe I/O channel (DMA 3) 
51 LOA Output to the CRI mainframe I/O channel (DMA 3) 
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Table 6-3. Typical IOS-C OIOP Channel Assignments 

Channel 
(octal) Mnemonic Description 

0 lOR Interrupt request 
1 PFR Program fetch request 
2 PXR Program exit stack 
3 LME Local memory error 
4 RTC Real-time clock 
5 MOS Buffer memory interface (DMA 3) 
6 AlA Input from the MIOP 
7 AOA Output to the MIOP 
10 AlB Input from the BIOP 
11 AOB Output to t~e BIOP 
12 AIC Input from the XIOP 
13 AOC Output to the XIOP 
14 HIA Input from central memory (100 Mbyte) (DMA 4) 
15 HOA Output to central memory (100 Mbyte) (DMA 4) 
16-17 Not used 
20 DIA Disk storage unit 0 (DMA 0) 
21 DIB Disk storage unit 1 (DMA 0) 
22 DIC Disk storage unit 2 (DMA 0) 
23 DID Disk storage unit 3 (DMA 0) 
24 DIE Disk storage unit 4 (DMA 2) 
25 DIF Disk storage unit 5 (DMA 2) 
26 DIG Disk storage unit 6 (DMA 2) 
27 DIH Disk storage unit 7 (DMA 2) 
30 DII Disk storage unit 8 (DMA 5) 
31 DIJ Disk storage unit 9 (DMA 5) 
32 DIK Disk storage unit 10 (DMA 5) 
33 DIL Disk storage unit 11 (DMA 5) 
34 DIM Disk storage unit 12 (DMA 1) 
35 DIN Disk storage unit 13 (DMA 1) 
36 DIO Disk storage unit 14 (DMA 1) 
37 DIP Disk storage unit 15 (DMA 1) 
40 TIA Console 0 keyboard 
41 TOA Console 0 display 
42-47 Available for other consoles 
50 LIA Input from the CRI mainframe 1/0 channel (DMA 3) 
51 LOA Output to the CRI mainframe 1/0 channel (DMA 3) 
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Table 6-4. Typical IOS-C XIOP Channel Assignments 

Channel 
(octal) 

o 
1 
2 
3 
4 
5 
6 
7 
10 
11 
12 
13 
14 
15 
16 

17 
20 
21 
22 
23 

24 
25 
26 
27 
30 
31 
32 

33 
34-37 
40 
41 
42-47 
50 
51 

Mnemonic 

lOR 
PFR 
PXS 
LME 
RTC 
MOS 
AlA 
AOA 
AlB 
AOB 
AIC 
AOC 
HIA 
HOA 
XIA 

XOA 
BMA 
BMB 
BMC 
BMD 
BME 
BMF 
BMG 
BMH 
BMI 
BMJ 
BMK 
BML 

TIA 
TOA 

LIA 
LOA 

CSM-1009-000 

Description 

Interrupt request 
Program fetch request 
Program exit stack 
Local memory error 
Real-time clock 
Buffer memory interface (DMA 3) 
Input from the MIOP 
Output to the MIOP 
Input from the BIOP 
Output to the BIOP 
Input from the DIOP 
Output to the DIOP 
Input from central memory (100 Mbyte) (DMA 4) 
Output to central memory (100 Mbyte) (DMA 4) 
Input from the high-speed external (HSX) channel 
(100 Mbyte) (DMA 5) 
Output from the HSX channel 
Block multiplexer channel a 
Block multiplexer channel 1 
Block multiplexer channel 2 
Block multiplexer channel 3 
Block multiplexer channel 4 
Block multiplexer channel 5 
Block multiplexer channel 6 
Block multiplexer channel 7 
Block multiplexer channel 8 
Block multiplexer channel 9 
Block multiplexer channel 10 
Block multiplexer channel 11 
Not used 
Console a keyboard 
Console 0 display 
Available for other consoles 

(100 Mbyte) 
(DMA 0) 
(DMA 0) 
(DMA 0) 
(DMA 0) 
(DMA 1) 
(DMA 1) 
(DMA 1) 
(DMA 1) 
(DMA 2) 
(DMA 2) 
(DMA 2) 
(DMA 2) 

(DMA 5) 

Input from the CRI mainframe I/O channel (DMA 3) 
Output to the CRI mainframe I/O channel (DMA 3) 
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Channel 
(octal) 

6-6 

o 
1 
2 
3 
4 
5 
6 
7 
10 
11 
12 
13 
14 
15 
16 
17 
20 
21 
22 
23 
24 
25 
26 
27 
30 
31 
32 
33 
34 
35 
36 
37 
40 
41 
42 
43 
44-47 
50 
51 
52 
53 

Table 6-5. Typical IOS-O MIOP Channel Assignments 

Mnemonic 

lOR 
PFR 
PXS 
LME 
RTC 
MOS 
AlA 
AOA 
AlB 
AOB 
AIC 
AOC 
HIA 
HOA 
CIA 
COA 
CIB 
COB 
CIC 
COC 
CIO 
COD 
CIE 
COE 
CIF 
COF 
CIG 
COG 
CI 
CO 
CI 
CO 
TIA 
TOA 
TIB 
TOB 

LIA 
LOA 
HIB 
HOB 

Description 

Interrupt request 
Program fetch request 
Program exit stack 
Local memory error 
Real-time clock 
Buffer memory interface (OMA 3) 
Input from the BIOP 
Output to the BIOP 
Input from the OIOP 
Output to the OIOP 
Input from the XIOP 
Output to the XIOP 
Input from central memory (100 Mbyte) (OMA 4) 
Output to central memory (100 Mbyte) (OMA 4) 
Input to the VME operator workstation (OMA 0) 
Output to the VME operator workstation (OMA 0) 
Input from the front-end interface (OMA 1) 
Output to the front-end interface (OMA 1) 
Input from the front-end interface (OMA 1) 
Output to the front-end interface (OMA 1) 
Input from the front-end interface (OMA 1) 
Output to the front-end interface (OMA 1) 
Input from the front-end interface (OMA 1) 
Output to the front-end interface (OMA 1) 
Input from the front-end interface (OMA 2) 
Output to the front-end interface (OMA 2) 
Input from the front-end interface (OMA 2) 
Output to the front-end interface (OMA 2) 
Input from the front-end interface (OMA 2) 
Output to the front-end interface (OMA 2) 
Input from the front-end interface (OMA 2) 
Output to the front-end interface (OMA 2) 
Console 0 keyboard 
Console 0 display 
Console 1 keyboard 
Console 1 display 
Available for other consoles 
Input from CRI mainframe I/O channel (OMA 3) 
Output to CRI mainframe I/O channel (OMA 3) 
Input from central memory (100 Mbyte) (OMA 5) 
Output to central memory (100 Mbyte) (OMA 5) 
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Channel 
(octal) 

o 
1 
2 
3 
4 
5 
6 
7 
10 
11 
12 
13 
14 
15 
16-17 
20 
21 
22 
23 
24 
25 
26 
27 
30 
31 
32 

33-37 
40 
41 
42-47 
50 
51 
52 
53 
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Table 6-6. Typical IOS-D BIOP Channel Assignments 

Mnemonic 

lOR 
PFR 
PXS 
LME 
RTC 
MOS 
AlA 
AOA 
AlB 
AOB 
AIC 
AOC 
HIA 
HOA 

DIA 
DIB 
DIC 
DID 
DIE 
DIF 
DIG 
DIH 
DII 
DIJ 
DIK 

TIA 
TOA 

LIA 
LOA 
HIB 
HOB 

Description 

Interrupt request 
Program fetch request 
Program exit stack 
Local memory error 
Real-time clock 
Buffer memory interface (DMA 3) 
Input from the MIOP 
Output from the the MIOP 
Input from the DIOP 
Output to the DIOP 
Input from the XIOP 
Output to the XIOP 
Input from central memory (100 Mbyte) (DMA 4) 
Output to central memory (100 Mbyte) (DMA 4) 

Not used 
Disk storage unit 0 
Disk storage unit 1 
Disk storage unit 2 
Disk storage unit 3 
Disk storage unit 4 
Disk storage unit 5 
Disk storage unit 6 
Disk storage unit 7 
Disk storage unit 8 
Disk storage unit 9 
Disk storage unit 10 
Not used 
Console 0 keyboard 
Console 0 display 

(DMA 0) 
(DMA 0) 
(DMA 0) 
(DMA 0) 
(DMA 1) 
(DMA 1) 
(DMA 1) 
(DMA 1) 
(DMA 2) 
(DMA 2) 
(DMA 2) 

Available for other consoles 
Input from CRI mainframe I/O channel (DMA 3) 
Output to CRI mainframe I/O channel (DMA 3) 

Input from central memory (100 Mbyte) (DMA 5) 

Output to central memory (100 Mbyte) (DMA 5) 
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Channel 
(octal) 

6-8 

o 
1 
2 
3 
4 
5 
6 
7 
10 
11 
12 
13 
14 
15 
16-17 
20 
21 
22 
23 

24 
25 
26 
27 
30 
31 
32 

33 
34-37 
40 
41 
42-47 
50 
51 
52 
53 

Table 6-7. Typical IOS-D DIOP Channel Assignments 

Mnemonic 

lOR 
PFR 
PXR 
LME 
RTC 
MOS 
AlA 
AOA 
AlB 
AOB 
AIC 
AOC 
HIA 
HOA 

DIA 
DIB 
DIC 
DID 
DIE 
DIF 
DIG 
DIH 
DII 
DIJ 
DIK 
DIL 

TIA 
TOA 

LIA 
LOA 
HIB 
HOB 

Description 

Interrupt request 
Program fetch request 
Program exit stack 
Local memory error 
Real-time clock 
Buffer memory interface (DMA 3) 
Input from the MIOP 
Output to the MIOP 
Input from the BIOP 
Output to the BIOP 
Input from the XIOP 
Output to the XIOP 
Input from central memory (100 Mbyte) (DMA 4) 
Output to central memory (100 Mbyte) (DMA 4) 
Not used 
Disk storage unit 0 
Disk storage unit 1 
Disk storage unit 2 
Disk storage unit 3 
Disk storage unit 4 
Disk storage unit 5 
Disk storage unit 6 
Disk storage unit 7 
Disk storage unit 8 
Disk storage unit 9 
Disk storage unit 10 
Disk storage unit 11 
Not used 
Console 0 keyboard 
Console 0 display 

(DMA 0) 
(DMA 0) 
(DMA 0) 
(DMA 0) 
(DMA 1) 
(DMA 1) 
(DMA 1) 
(DMA 1) 
(DMA 2) 
(DMA 2) 
(DMA 2) 
(DMA 2) 

Available for other consoles 
Input from the CRI mainframe 1/0 channel (DMA 3) 
Output to the CRI mainframe 1/0 channel (DMA 3) 
Input from central memory (100 Mbyte) (DMA 5) 
Output to central memory (100 Mbyte) (DMA 5) 
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Table 6-8. Typical IOS-D XIOP Channel Assignments 

Channel 
(octal) 

o 
1 
2 
3 
4 
5 
6 
7 
10 
11 
12 
13 
14 
15 
16 
17 
20 
21 
22 
23 
24 
25 
26 
27 
30-37 
40 
41 
42-47 
50 
51 
52 
53 

Mnemonic 

lOR 
PFR 
PXS 
LME 
RTC 
MOS 
AlA 
AOA 
AlB 
AOB 
AIC 
AOC 
HIA 
HOA 
XIA 
XOA 
BMA 
BMB 
BMC 
BMD 
BME 
BMF 
BMG 
BMH 

TIA 
TOA 

LIA 
LOA 
HIB 
HOB 

CSM-1009-000 

Description 

Interrupt request 
Program fetch request 
Program exit stack 
Local memory error 
Real-time clock 
Buffer memory interface (DMA 0) 
Input from the MIOP 
Output to the MIOP 
Input from the BIOP 
Output to the BIOP 
Input from the DIOP 
Output to the DIOP 
Input from central memory (100 Mbyte) (DMA 3) 
Output to central memory (100 Mbyte) (DMA 3) 
Input from an HSX channel (100 Mbyte) (DMA 5) 
Output to an HSX channel (100 Mbyte) (DMA 5) 
Block multiplexer channel 0 (DMA 1) 
Block multiplexer channel 1 (DMA 1) 
Block multiplexer channel 2 (DMA 1) 
Block multiplexer channel 3 (DMA 1) 
Block multiplexer channel 4 (DMA 2) 
Block multiplexer channel 5 (DMA 2) 
Block multiplexer channel 6 (DMA 2) 
Block multiplexer channel 7 (DMA 2) 
Not used 
Console 0 keyboard 
Console 0 display 
Available for other consoles 
Input from the CRI mainframe I/O channel (DMA 0) 
Output to the CRI mainframe I/O channel (DMA 0) 
Input from central memory (100 Mbyte) (DMA 4) 
Output to central memory (100 Mbyte) (DMA 4) 
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7 - lOP INSTRUCTION SET 

This section 'describes the I/O processor instruction set. The 
instruction set enables a programmer to write programs that load, shift, 
add, subtract, increment, and decrement values, calculate a logical 
product, test for busy and done flags, move around in a program (relative 
and absolute branching), and enable and disable interrupts. 

INSTRUCTION FORMAT 

Each I/O processor (lOP) instruction occupies 1 parcel (16 bits) or 2 
parcels (32 bits) in local memory. A i-parcel instruction consists of a 
function code (f) field and a designator (d) field. A 2-parcel 
instruction consists of the f and d fields and a constant (k) 
field. Refer to Figure 5-1. 

i-parcel Instruction: 

I f Field d Field 

7 Bits 9 Bits 

2-parcel Instruction: 

I f Field d Field k Field 

7 Bits 9 Bits 16 Bits 

Figure 7-1. 1- and 2-parcel lOP Instruction Formats 

The 7-bit f field specifies the machine instruction to be issued. The 
9-bit d field performs one of the following functions: 

• Points to a specific operand register 

• Points to a specific I/O channel 

• Specifies the amount of data displacement in a shift instruction 

• Specifies the amount of displacement forward or backward in 
program code for a branch instruction 
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• Supplies an operand value 

The d field is always treated as a 9-bit positive integer. Some 
instructions use the d field as a constant for addition and subtraction. 
Some branch instructions use the d field as a forward or a backward 
displacement from the current program location. 

Two-parcel instructions use the program parcel immediately following the 
instruction as a 15-bit constant field, designated k. 

INSTRUCTION ISSUE CONFLICTS 

Accumulator, register, and branch issue conflicts may delay instruction 
issue. 

ACCUMULATOR CONFLICTS 

Accumulator conflicts arise when two subsequent instructions both need 
the accumulator at the same time. Instructions that use the accumulator 
cannot issue unless the previous instruction will be done using the 
accumulator when the new instruction requires the accumulator. Three 
types of instructions cause accumulator conflicts: 

• Instructions that require the accumulator to be free at issue 

• Instructions that require the accumulator to be" free 1 CP after 
issue 

• Instructions that require the accumulator to be free 2 CPs after 
issue 

The following instructions require the accumulator to be free: 

Instructions 

22, 23, 25, 30-37, 
40-43, 52, 63, and 65 

4-7, 11-13, 15-17, 20, 21, 24, 26, 27, 
44-47, 51-53, 55, 60, 61, 64, 
66, 67, and 140-177 

10, 14, 50, 54, 56, and 57 

Requirement 

Free in 2 CPs 

Free in 1 CP 

Free at issue 

Instructions that use the accumulator as a destination force the 
accumulator to be busy when they issue. The exception is instructions 
that complete in 1 CP, which do not force the accumulator to be busy. 
The accumulator remains busy until the CP noted in the instruction 
description. 
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REGISTER CONFLICTS 

Register conflicts arise for the destination pointer (OP) and B 
registers, the OP to register pointer (RP) data path, and the OP register 
equal to RP register. 

The OP register contains a 9-bit pointer that selects one of the operand 
registers to receive the contents of the accumulator. When the OP 
register is full, a write to an operand register must occur. A register 
conflict occurs if the OP register is full and an instruction to write to 
an operand register is ready to issue. The instruction cannot issue 
until the write operation in progress is complete. 

Instructions that reserve the B register for storing results cause B 
register conflicts. Other instructions that use the B register cannot 
issue until the results are stored and the B register reservation is 
released. 

A OP-to-RP path conflict can arise during a write operation to an operand 
register when the address in the OP register transfers into the RP 
register. The OP-to-RP path is busy for 1 CPo Instructions requiring a 
read operation from the operand registers cannot issue during this CPo 

The following instructions may cause OP, B, or OP-to-RP path register 
conflicts: 

Instructions Conflict 

11, 15, 24-27, 51, 64-67 OP full 

11, 15, 42-67, 160-177 B reservation 

20-37, 60-67, 74-77, OP-to-RP path 
120-137 

Logical product instructions 11, 15, and 51 can cause both OP full and B 
reservation conflicts because their issue conditions require the 
accumulator to be free in 1 CPo If the OP register is full or the B 
register is reserved by another instruction, the accumulator may be 
modified before data is stored in either the DP or B registers. Because 
the logical product instructions use the accumulator and run in 1 CP, the 
wrong value may be stored in the registers. 

A register conflict also occurs when the OP register contents are the 
same as the RP register contents. This condition only occurs with 
instructions that require the accumulator to be free in 2 CPs. The 
condition is not directly related to instruction issue. 
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The DP register contents are the same as the RP register contents when an 
instruction requires the operand register for an operand, but the same 
register is currently a destination for a register store operation. To 
ensure the correct value is used as the operand, the read operation must 
wait until the store operation takes place. The read operation must also 
use the read around path that is available. Data on this path is 
available in the CP that it is being written. For all instructions 
except branches, the use of the read around path requires an instruction 
issue delay of 1 CPo The register is then written the following CP and 
the data is available through the read around path. 

This same conflict cannot occur with instructions that require the 
accumulator to be free in 1 CP because instruction issue takes place in 
the same CP that the DP-to-RP path conflict would be present. 

BRANCH ISSUE CONFLICTS 

The following conditions delay issue of branch instructions: 

• The next instruction parcel must be available for any branch to 
issue. The program address (P) register must increment when the 
branch issues so that the return address can be stored in the 
program exit stack. 

• The carry flag must not be reserved at issue of conditional 
branches that test the carry flag. 

• The accumulator must be free the last CP of conditional branches 
that test the accumulator. 

• A relative branch (070 through 073, 100 through 117) cannot issue 
unless the adder functional unit will be available in the CP after 
issue. Issue of these instructions is delayed if a delayed 
addition instruction (such as 22 or 32) must use the adder 
functional unit in the CP after issue. 

INSTRUCTIONS 

Table 7-1 lists each instruction; the remainder of this section describes 
each instruction in detail. 

INSTRUCTION ABBREVIATIONS, CONVENTIONS, AND SYMBOLS 

Mnemonics for each instruction are A Programming Machine Language (APML) 
statements representing the individual operations performed. In 
addition, Table 7-1 and the instruction descriptions use the following 
abbreviations: 
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Abbreviation Definition 

A 

C 

CIP 

CP 

d 

DP 

E 

f 

lOP 

k 

MA 

m, n 

I/O 

P 

RP 

lOP accumulator 

Carry flag 

Current instruction parcel register 

Clock period 

The d field of a central processing unit (CPU) 
instruction 

Destination pointer register 

E register of the program exit stack 

The f field of a CPU instruction 

I/O processor 

The k field of an lOP instruction 

Memory address register 

Variable instruction cycle times 

Input/output 

Program address register 

Register pointer register 

Table 7-1 and the instruction descriptions use the following symbols: 

Symbol Definition 

) Shift right 

< Shift left 

) ) Shift right circular 

« Shift left circular 

& Logical product 

Not equal to 
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Table 7-1 and the instruction descriptions use the following conventions: 

7-6 

• dd indicates the contents of the operand register specified by 
the instruction d field. 

• (dd) indicates the contents of the memory location specified by 
dd. 

• iod indicates a three-character channel mnemonic, such as lOR or 
pxs. 

• B indicates the contents of the B register. 

• (B) indicates the contents of the operand register specified by 
the B register. 

• A - (dash) after a CP n means the same conditions hold for that 
CP as for the previous CPo 
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Table 7-1. lOP Instructions 

lOP 
Instruction APML 

000 PASS 

001 EXIT 

002 I = 0 

003 I = 1 

004 A = A > d 

005 A = A < d 

006 A = A » d 

007 A A « d 

010 A = d 

011 A = A & d 

012 

013 A A - d 

014 A k 

015 A = A & k 

016 A A + k 

017 A = A - k 

020 A = dd 

021 A A & dd 

022 A A + dd 

023 A = A - dd 

024 dd = A 

025 dd = A + dd 

CSM-1009-000 

Description 

No operation 

Exits from-subroutine 

Disables system interrupts 

Enables system interrupts 

Rights shift C and A by d places, end off 

Lefts shift C and A by d places, end off 

Rights shift C and A by d places, circular 

Lefts shift C and A by d places, circular 

Transmits d to A 

Forms the logical product of A and d, 
result to A 

Adds d to A 

Subtracts d from A 

Transmits k to A 

Transmits logical product of A and k to A 

Adds k to A 

Subtracts k from A 

Transmits operand register d to A 

Forms logical product of A and operand 
register d, result to A 

Adds operand register d to A 

Subtracts operand register d from A 

Transmits A to register d 

Adds operand register d to A, result to 
operand register d 
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Table 7-1. lOP Instructions (continued) 

lOP 
Instruction APML 

026 dd = dd + 1 

027 dd = dd - 1 

030 A = (dd) 

031 A A & (dd) 

032 A = A + (dd) 

033 A = A - (dd) 

034 (dd) = A 

035 ( dd ) = A + (dd ) 

036 ( dd) = ( dd ) + 1 

037 ( dd ) = ( dd ) - 1 

040 C = 1, iod = DN 

041 C = 1, iod = BZ 

042 C = 1, lOB = DN 

043 C = 1, lOB = BZ 

044 A = A ) B 

045 A = A < B 

7-8 

Description 

Transmits register d to A, adds 1, 
result to operand register d 

Transmits register d to A, subtracts 1, 
result to operand register d 

Transmits contents of memory addressed by 
register d to A 

Forms logical product of A and contents of 
memory addressed by register d, result 
to A 

Adds contents of memory addressed by 
register d to A, result to A 

Subtracts contents of memory addressed by 
register d from A, result to A 

Transmits A to memory addressed by 
register d 

Adds memory addressed by register d to 
A, result to same memory location 

Transmits memory addressed by register d 
to A, add 1, result to same memory location 

Transmits memory addressed by register d 
to A, subtract 1, result to same memory 
location 

Sets carry equal to channel d done 

Sets carry equal to channel d busy 

Sets carry equal to channel B done 

Sets carry equal to channel B busy 

Right shifts C and A by B places, end off 

Left shifts C and A by B places, end off 
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Table 7-1. lOP Instructions (continued) 

lOP 
Instruction APML 

046 A = A » B 

047 A = A « B 

050 A = B 

051 A = A & B 

052 A = A + B 

053 A = A - B 

054 B = A 

055 B = A + B 

056 B = B + 1 

057 B = B 1 

060 A = (B) 

061 A = A & (B) 

062 A = A + (B) 

063 A = A - (B) 

064 (B) = A 

065 (B) = A + (B) 

066 (B) = (B) + 1 

067 (B) = (B) - 1 

070 
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Description 

Right shifts C and A by B places, circular 

Left shifts C and A by B places, circular 

Transmits B to A 

Forms logical product of A and B, result 
to A 

Adds B to A, result to A 

Subtracts B from A, result to A 

Transmits A to B 

Adds B to A, result to B 

Transmits B to A, adds 1, result to B 

Transmits B to A, subtracts 1, result to B 

Transmits operand register B to A 

Forms logical product of A and operand 
register B, result to A 

Adds operand register B to A, result to A 

Subtracts operand register B from A, 
result to A 

Transmits A to operand register B 

Adds operand register B to A, result to 
operand register B 

Transmits operand register B to A, adds 1, 
result to operand register B 

Transmits operand register B to A, 
subtracts 1, result to operand register B 

Jumps to P + d 
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Table 7-1. lOP Instructions (continued) 

lOP 
Instruction APML Description 

071 P P - d Jumps to P - d 

072 P = P + d Jumps to P + d, returns on completion 

073 P = P - d Jumps to P - d, returns on completion 

074 P = dd Jumps to address in operand register d 

075 P = dd + k Jumps to sum of k and operand register d 

076 R = dd Jumps to address in operand register d, 
returns on completion 

077 R dd + k Jumps to sum of k and operand register 
d, returns on completion 

100 P = P + d, c 0 Jumps to P + d if carry = 0 

101 P P + d, C # 0 Jumps to P + d if carry * 0 

102 P = P + d, A = 0 Jumps to P + d if A = 0 

103 P = P + d, A # 0 Jumps to P + d if A * 0 

104 P = P - d, C = 0 Jumps to P - d if carry 0 

105 P P - d, c # 0 Jumps to P - d if carry * 0 

106 P = P d, A = 0 Jumps to P d if A = 0 

107 P = P - d, A # 0 Jumps to P - d if A # 0 

110 R = P + d, C = 0 Jumps to P + d if carry = 0, returns 
on completion 

111 R = P + d, c # 0 Jumps to P + d if carry * 0, returns 
on completion 

112 R = P + d, A = 0 Jumps to P + d if A = 0, returns on 
completion 

113 R = P + d, A # 0 Jumps to P + d if A # 0, returns on 
completion 
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Table 7-1. lOP Instructions (continued) 

lOP 
Instruction APML Description 

114 R = P - d, C = 0 Jumps to P - d if carry = 0, returns 
on completion 

115 R = P - d, c it 0 Jumps to P - d if carry it 0, returns 
on completion 

116 R = P - d, A = 0 Jumps to P - d if A = 0, returns on 
completion 

117 R = P - d, A it 0 Jumps to P - d if A it 0, returns on 
completion 

120 P = dd, C = 0 Jumps to address in operand register d 
if carry .= 0 

121 P = dd, C it 0 Jumps to address in operand register d 
if carry = 0 

122 P = dd, A = 0 Jumps to address in operand register d 
if A = 0 

123 P = dd, A it 0 Jumps to address in operand register d 
if A it 0 

124 P = dd + k, C = 0 Jumps to address in operand register d 
+ k if carry = 0 

125 P dd + k, C it 0 Jumps to address in operand register d 
+ k if carry it 0 

126 P = dd + k, A = 0 Jumps to address in operand register d 
+ k if A = 0 

127 P = dd + k, A it 0 Jumps to address in operand register d 
+ k if A = 0 

130 R = dd, C = 0 Jumps to address in operand register d 
if carry = 0, returns on completion 

131 R = dd, C it 0 Jumps to address in operand register d 
if carry it 0, returns on completion 

132 R = dd, A = 0 Jumps to address in operand register d 
if A = 0, returns on completion 
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Table 7-1. lOP Instructions (continued) 

lOP 
Instruction APML Description 

133 R = dd, A 41= 0 Jumps to address in operand register 
d if A # 0, returns on completion 

134 R = dd + k, C = 0 Jumps to address in operand register d 
+ k if carry = 0, returns on completion 

135 R = dd + k, C # 0 Jumps to address in operand register d 
+ k if carry # 0, returns on completion 

136 R = dd + k, A = 0 Jumps to address in operand register d 
+ k if A = 0, returns on completion 

137 R = dd + k, A # 0 Jumps to address in operand register d 
+ k if A # 0 

140 iod 0 Channel d function 0 
141 iod 1 Channel d function 1 
142 iod 2 Channel d function 2 
143 iod 3 Channel d function 3 

144 iod 4 Channel d function 4 
145 iod 5 Channel d function 5 
146 iod 6 Channel d function 6 
147 iod 7 Channel d function 7 

150 iod 10 Channel d function 10 
151 iod 11 Channel d function 11 
152 iod 12 Channel d function 12 
153 iod 13 Channel d function 13 

154 iod 14 Channel d function 14 
155 iod 15 Channel d function 15 
156 iod 16 Channel d function 16 
157 iod 17 Channel d function 17 

160 lOB 0 Channel B function 0 
161 lOB 1 Channel B function 1 
162 lOB 2 Channel B function 2 
163 lOB 3 Channel B function 3 
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Table 7-1. lOP Instructions (continued) 

lOP 
Instruction APML Description 

164 lOB 4 Channel B function 4 
165 lOB 5 Channel B function 5 
166 lOB 6 Channel B function 6 
167 lOB 7 Channel B function 7 

170 lOB 10 Channel B function 10 
171 lOB 11 Channel B function 11 
172 lOB 12 Channel B function 12 
173 lOB i3 Channel B function 13 

174 lOB 14 Channel B function 14 
175 lOB 15 Channel B function 15 
176 lOB 16 Channel B function 16 
177 rOB 17 Channel B function 17 
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Instruction 000 

lOP AMPL Description 

000 PASS No operation 

Hold Issue Conditions 

There are none. 

Instruction Timing 

Action 

CP 0 Issue the instruction. 

Description 

Instruction 000 performs no operation. This instruction's primary 
function is to fill program fields with null operations. 
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Instruction 001 

lOP AMPL Description 

001 EXIT Exits from subroutine 

Hold Issue Conditions 

There are none. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Decrements the E register. 

CP 2 Transmits the program exit stack data to the P register. 

Description 

Instruction 001 terminates the current program sequence and returns to 
the sequence that was suspended by calling this subprogram. The current 
P-register value is discarded. The program exit stack location currently 
indicated by the E register provides the beginning address for the 
reinitiated sequence. The value of the E register then decrements by 1. 
If the value of the E register was previously 0, decrementing is blocked 
and the exit stack boundary flag is set. The exit stack boundary flag 
causes an interruption of the program sequence for restructuring the 
content of the program exit stack. 

If the exit instruction follows a modification of the program exit stack 
or the E pointer, at least 4 CPs must elapse between the last 
modification and the exit instruction. 
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lOP 

002 

AMPL 

I = 0 

Instruction 002 

Description 

Disables system interrupts 

Hold Issue Conditions 

There are none. 

Instruction Timing 

Cycle 

CP 0 

CP 1 

Action 

Issues the instruction. 

Clears the system interrupt enable flag. 

Description 

Instruction 002 clears the system interrupt enable flag. 
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Instruction 003 

lOP AMPL Description 

003 I = 1 Enables system interrupts 

Hold Issue Conditions 

There are none. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Issues the next instruction. 

CP 2 Sets the system interrupt enable flag. 

Description 

Instruction 003 sets the system interrupt enable flag. 

The lOP does not enable interrupts until after the next instruction is 
issued. This delay allows the interrupt program to re-enable the 
interrupt mode and then exit to the interrupted program. 

If instruction 002 follows instruction 003, instruction 002 takes 
precedence and system interrupts are disabled. 
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Instruction 004 

lOP AMPL Description 

004 A = A > d Right shifts C and A by d places, end off 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

Action 

Issues the instruction. 

Transmits d to the addend register. 

Transmits the accumulator data and inverted d to the shifter; 
performs the shift. The addend register is available this CP. 

Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 004 shifts the contents of the accumulator and the carry flag 
to the right by d bit positions. The carry flag is the high-order bit 
and is located to the left of the accumulator contents for this 
operation. The shift instruction enters O's in the carry flag and 
propagates them to the right as the shift progresses. No shift is 
performed if the shift count is O. A shift count greater than 1610 
clears the accumulator and carry flag. 

The instruction inverts the low-order 5 bits of the addend register to 
provide the shift count. The other addend register bits are ignored. 
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Instruction 005 

lOP AMPL Description 

004 A = A < d Left shifts C and A by d places, end off 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

CP a 

CP 1 

CP 2 

Action 

Issues the instruction. 

Transmits d to the addend register. 

Transmits the accumulator data and d to the shifter; performs 
the shift. The addend register is available this CPo 

CP 3 Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 005 shifts the content of the accumulator and the carry flag 
to the left by d bit positions. Th~ carry flag is the high-order bit 
and is located to the left of the accumulator for this operation. The 
shift instruction enters O's in the low-order bit positions of the 
accumulator and propagates them to the left as the shift progresses. 
Bits shifted from the carry flag are discarded. No shift is performed if 
the shift count is O. The instruction clears the accumulator and carry 
flag if the shift count is greater than or equal to 1710. 

The low-order 5 bits of the addend register provide the shift count. The 
other addend register bits are ignored. 
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Instruction 006 

lOP AMPL Description 

006 A = A » d Right shifts C and A by d places, circular 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits d to the addend register. 

CP 2 Transmits the accumulator data and inverted d to the shifter. 
Perform the shift. The addend register is available this CP. 

CP 3 Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 006 shifts the contents of the accumulator and the associated 
carry flag to the right in a circular mode by d bit positions. The 
carry flag is the high-order bit and is located to the left of the 
accumulator for this operation. This instruction returns the bits 
shifted from the right end of the accumulator to the carry flag. No bits 
are discarded. No shift is performed if the shift count is o. 

The instruction inverts the low-order 5 bits of the addend register to 
determine the shift count. The other addend register bits are ignored. 
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Instruction 007 

lOP AMPL Description 

007 A = A « d Right shifts C and A by d places, circular 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

Action 

Issues the instruction. 

Transmits d to the addend register. 

Transmits the accumulator data and d to the shifter; performs 
the shift. The addend register is available this CPo 

CP 3 Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 007 shifts the contents of the accumulator and the associated 
carry flag to the left in a circular mode by d bit positions. The 
carry flag is the high-order bit and is located to the left of the 
accumulator for this operation. This instruction returns bits shifted 
from the carry flag to the low-order bit position in the accumulator. No 
bits are discarded. No shift is performed if the shift count is o. 

The low-order 5 bits of the addend register provide the shift count. The 
other addend register bits are ignored. 
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Instruction 010 

lOP AMPL Description 

010 A = d Transmits d to A 

Hold Issue Conditions 

The accumulator is free. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits d to the accumulator. The accumulator is free for 
subsequent instructions. 

Description 

Instruction 010 enters the d field into the low-order 9 bits of the 
accumulator and clears the carry flag. The high-order accumulator bits 
are O. 
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Instruction 011 

lOP AMPL Description 

011 A = A & d Forms logical product of A and d, result to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

The DP register is not full. 

Instruction Timing 

Action ----

CP 0 Issue the instruction. 

CP 1 Transmit d and the accumulator contents to the accumulator. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 011 forms the bit~by-bit logical product of the previous 
accumulator contents and the d field, and places the result in the 
accumulator. The d field is treated as a 9-bit positive integer. 
Circuitry at the input of the accumulator forms the logical product. 
This instruction clears the carry flag. 
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Instruction 012 

lOP AMPL Description 

012 Adds A to d 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits d to the addend register. 

CP 2 Transmits data to the adder; performs addition. 

CP 3 Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 012 adds the d field to the previous accumulator contents 
in 16-bit, two's-complement mode and places the result in the 
accumulator. The addition treats the d field as a 9-bit positive 
integer. This instruction complements the carry flag if the addition 
process propagates a carry bit. 
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Instruction 013 

lOP AMPL Description 

013 A = A - d Subtracts d from A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits d to the addend register. 

CP 2 Transmits data to the adder; performs subtraction. 

CP 3 Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 013 subtracts the d field from the previous accumulator 
contents in a 16-bit, two's-complement mode and places the result in the 
accumulator. This operation treats the d field as a 9-bit positive 
integer. The instruction performs subtraction by complementing the 
contents of the addend register and adding the result to the previous 
accumulator contents. A 1 is then added to the result. The instruction 
complements the carry flag if either addition process propagates a carry 
bit. 
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Instruction 014 

lOP AMPL Description 

014 Transmits k to A 

Hold Issue Conditions 

The accumulator is free. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

Action 

Reads the parcel containing the constant (k) field. 

Issues the instruction. Instruction issue is delayed if the next 
parcel is not available from the instruction stack. 

Transmits k data to accumulator. The accumulator is free for 
subsequent instructions. 

Description 

Instruction 014 enters a 16-bit constant in the accumulator and clears 
the carry flag. The next sequential parcel in the program field provides 
the constant. 
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Instruction 015 

lOP AMPL Description 

015 A = A & k Forms logical product of A and k, result to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

The DP register is not full. 

Instruction Timing 

Action 

CP 0 Reads the parcel containing the constant (k) field. 

CP 1 Issues the instruction. Issue is delayed if the next parcel is 
not available from the instruction stack. 

CP 2 Transmits k to the accumulator. The accumulator is free for 
subsequent instructions. 

Description 

Instruction 015 forms the bit-by-bit logical product of the previous 
accumulator contents and a 16-bit constant, and places the result in the 
accumulator. It then clears the carry flag. The next sequential parcel 
in the program field provides the constant. Circuitry at the input of 
the accumulator forms the logical product. 
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Instruction 016 

lOP AMPL Description 

016 Adds k to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

Action 

Reads the parcel containing the constant (k) field. 

Issues the instruction. Issue is delayed if the next parcel is 
not available from the instruction stack. 

Transmits the k field contents to the addend register. 

Transmits data to the adder; performs addition. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 016 adds a 16-bit constant to the previous accumulator 
contents in a two's complement mode and places the result in the 
accumulator. The next sequential parcel in the program field provides 
the constant. The instruction complements the carry flag if the addition 
process propagates a carry bit. 

7-28 CRAY PROPRIETARY CSM-1009-000 



Instruction 017 

lOP AMPL Description 

017 A = A - k Subtracts k from A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

Action 

CP 0 Reads the parcel containing the constant (k) field. 

CP 1 Issues the instruction. Issue is delayed if the next parcel is 
not available from the instruction stack. 

CP 2 

CP 3 

CP 4 

Transmits the k field to the addend register. 

Transmits data to the adder; performs subtraction. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 017 subtracts a 16-bit constant from the previous accumulator 
contents in a two's complement mode and places the result in the 
accumulator. The next sequential parcel in the program field provides 
the constant. Subtraction is performed by complementing the constant and 
adding the result to the accumulator contents. A 1 is then added to the 
result. The instruction complements the carry flag if either addition 
process propagates a carry bit. 

NOTE: Instruction 016 performs a function equivalent to 017 by using a 
different constant. The list includes instruction 017 to make complete 
translational pattern. 
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Instruction 020 

lOP AMPL Description 

020 A = dd Transmits operand register d to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits register number specified by d to the RP register. 

CP 2 Transmits the operand register contents to the accumulator. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 020 enters the contents of the operand register specified by 
d in the accumulator and clears the carry flag. 
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lOP AMPL 

021 A = A & dd 

Hold Issue Conditions 

Instruction 021 

Description 

Forms the logical product of A and operand 
register d, results to A 

The accumulator is free 1 CP after is~ue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 
Cycle Action 

CP 0 Issues the instruction. 

CP 1 

CP 2 

Transmits register number d to the RP register. 

Transmits the operand register data to the accumulator. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 021 forms the bit-by-bit logical product of the previous 
accumulator contents and the contents of the operand register d and 
places the result in the accumulator. It then clears the carry flag. 

The input of the accumulator forms the logical product of the previous 
accumulator contents. The logical product function requires no 
additional time. 
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Instruction 022 

lOP AMPL Description 

022 A = A + dd Adds operand register d to A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits the operand register data to the addend register. 
Transmission is delayed if the DP register was full and DP = RP. 

Transmits data from the accumulator and the addend register to 
the adder; performs addition. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 022 adds the contents of operand register d to the previous 
accumulator contents. Addition is performed in the twos complement 
mode. The instruction complements the carry flag if the addition process 
propagates a carry bit. 
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Instruction 023 

lOP AMPL Description 

023 A = A - dd Subtracts operand register d from A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits the operand register data to the addend register. 
Transmission is delayed if the DP register is full and DP = RP. 

Transmits data from the accumulator and the addend register to 
the adder; perform subtraction. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 023 subtracts the contents of operand register d from the 
previous accumulator contents. Subtraction is performed by complementing 
the subtrahend and adding the result to the accumulator contents in one's 
complement mode. A 1 is then added to the result. The instruction 
complements the carry flag if the addition process propagates a carry 
bit. 
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Instruction 024 

lOP AMPL Description 

024 dd = A Transmits A to operand register d 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The DP register is not full. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits register number d to the RP and DP registers. 

CP 2 Transmits the accumulator data to the operand register. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 024 stores the accumulator contents in operand register d. 
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lOP AMPL 

025 dd = A + dd 

Instruction 025 

Description 

Adds operand register d to A, result to operand 
register A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

The DP register is not full. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

Action 

Issues the instruction. 

Transmits the contents of d to the RP and DP registers. 
Indicates that the DP register is full. 

Transmits the contents of operand register d to the addend 
register. Discards the RP register pointer. 

Transmits data to the adder; performs addition. 

CP 4 Transmits the adder result to the accumulator. Transmits DP 
register data to the RP register, re-entering the same pointer 
that was discarded in CP 2. The accumulator is free for 
subsequent instructions. Indicates that the DP register is empty. 

CP 5 Transmits accumulator data to the operand register. 

Description 

Instruction 025 adds the contents of the operand register specified by 
d to the previous accumulator contents. Addition is performed in two's 
complement mode. The instruction complements the carry flag if the 
addition process propagates a carry bit. It then replaces the contents 
of operand register d with the new accumulator contents. 
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lOP AMPL 

026 dd = dd + 1 

Instruction 026 

Description 

Transmit d to A, add 1, result to operand 
register d 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

The DP register is not full. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP 5 

Action 

Issues the instruction. 

Transmits register number d to the RP and DP registers. 
Indicates that the DP register is full. 

Transmit operand register data to the addend register. Enter a 
+1 in the accumulator. Clears the carry flag. Discards the RP 
register pointer. 

Transmits data to the adder; performs addition. 

Transmits the adder result to the accumulator. Transmits the DP 
register data to the RP register, reentering the same pointer 
discarded in CP 2. The accumulator is free for subsequent 
instructions. Indicates that the DP register is empty. 

Transmits a copy of the accumulator data to the operand register. 

Description 

Instruction 026 replaces the contents of operand register d with the 
previous contents increased by 1. The instruction clears the carry flag 
at the beginning of this operation and enters a 1 in the accumulator. 
The contents of the operand register enter the addend register and are 
added to the accumulator contents in two's complement mode. The 
instruction sets the carry flag if the addition process propagates a 
carry bit. The result is returned to the accumulator and then to the 
operand register. 
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lOP AMPL 

027 dd = dd - 1 

Instruction 027 

Description 

Transmits d to A, subtract 1, result to 
operand register d 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

The DP register is not full. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

Action 

Issues the instruction. 

Transmits register number d to the RP and DP registers. 
Indicates that the DP register is full. 

CP 2 Transmits operand register data to the addend register. Enters a 
-1 in the accumulator. Discards the RP register pointer. Clears 
the carry flag. 

CP 3 

CP 4 

Transmits data to the adder; performs addition. 

Transmits the adder result to the accumulator. Transmits DP 
register data to the RP register, reentering the pointer 
discarded in CP 2. The accumulator is free for subsequent 
instructions. Indicates that the DP register is empty. 

CP 5 Transmits a copy of the accumulator data to the operand register. 

Description 

Instruction 027 replaces the contents of operand register d with the 
previous contents decreased by 1. The result is left in the accumulator 
and in the operand register. The instruction initially clears the carry 
flag and sets all accumulator bits. The operand register contents are 
entered in the addend register and then added to the accumulator 
contents. The instruction sets the carry flag if the addition process 
propagates a carry bit. The result goes to the operand register. 
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lOP AMPL 

030 A = (dd) 

Instruction 030 

Description 

Transmits contents of memory addressed by register 
d to A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

Action 

Issue the instruction. 

Transmit register number d to the RP register. 

Transmit operand register data to the MA register. Transmission 
is delayed if the DP register was full and DP = RP. 

CP 3 Transmit MA register data to the bank address registers. Send a 
read request to local memory. This operation repeats until the 
acceptance signal is received. 

CP 4 The lOP computation section receives an acceptance signal from 
local memory. 

CP 5-6 The lOP computation section waits for data from local memory. 

CP 7 Transmit local memory data to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 030 enters the contents of a local memory location in the 
accumulator. The operand register specified by d supplies the local 
memory address. The instruction clears the carry flag. 
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Instruction 031 

lOP AMPL Description 

031 A = A & (dd) Forms the logical product of A and contents of 
memory addressed by register d, result to A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Cycle Action 

CP 0 Issues the instruction. 

CP 1 Transmits register number d to the RP register. 

CP 2 Transmits operand register data to the MA register. The function 
of CP 2 is delayed if the DP register is full and DP = RP. 

CP 3 Transmits the MA register data to the bank address registers. 
Send the Read Request signal to local memory. The function of CP 
3 repeats until the acceptance signal is received. 

CP 4 The lOP computation section receives the acceptance signal from 
local memory. 

CP 5-6 The lOP computation section waits for data from local memory. 

CP 7 Transmits the local memory data to the accumulator. Circuitry at 
the input of the accumulator performs the logical product of 
memory data and the accumulator contents. The logical product 
function does not require additional time. The accumulator is 
free for subsequent instructions. 

Description 

Instruction 031 forms the bit-by-bit logical product of the previous 
accumulator contents and the contents of a local memory location. The 
instruction then places the result in the accumulator. The operand 
register specified by d provides the local memory address. The 
instruction clears the carry flag. 
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Instruction 032 

lOP AMPL Description 

032 A = A + (dd) Adds contents of memory addressed by register d 
to A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Cycle Action 

CP 0 Issues the instruction. 

CP 1 Transmits register number d to the RP register. 

CP 2 Transmits operand register data to the MA register. The function 
of CP 2 is delayed if the DP ,register is full and DP = RP. 

CP 3 Transmits the MA register data to the bank address registers. 
Send the read request signal to local memory. The function of CP 
3 repeats until the acceptance signal is received. 

CP 4 The lOP computation section receives the acceptance signal from 
local memory. 

CP 5-6 The lOP computation section waits for data from local memory. 

CP 7 Transmits local memory data to the addend register. 

CP 8 Transmits data from the accumulator and the addend register to 
the adder and performs addition. 

CP 9 Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 032 adds the contents of a local memory location to the 
contents of the accumulator. The operand register specified by d 
provides the I09al memory address. The instruction complements the carry 
flag if the addition process propagates a carry flag. 
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Instruction 033 

lOP AMPL Description 

033 A = A - (dd) Subtract contents of memory addressed by 
register d from A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits register number d to the RP register. 

CP 2 Transmits data from operand register d to the MA register. The 
function of CP 2 is delayed if the DP register full and DP = RP. 

CP 3 Transmits MA register data to the bank address registers. Sends 
a Read Request signal to local memory. The function of CP 3 
repeats until the acceptance signal is received. 

CP 4 The lOP computation section receives the acceptance from local 
memory. 

CP 5-6 The lOP computation section waits for data from local memory. 

CP 7 Transmits local memory data to the addend register. 

CP 8 Transmits data from the accumulator and the addend register to 
the adder; performs subtraction. 

CP 9 Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 033 subtracts the contents of a local memory location from 
the contents of the accumulator. The operand register specified by d 
provides the local memory address. The instruction performs subtraction 
by complementing the subtrahend and adding the result to the accumulator 
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contents in one's complement mode. A 1 is then added to the result. The 
instruction complements the carry flag if either addition process 
propagates a carry bit. 
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Instruction 034 

lOP AMPL Description 

034 (dd) = A Transmits A to memory addressed by register d 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP 5 

CP 6 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits data from operand register d to the MA register. The 
function of CP 2 is delayed if the DP register is full and DP = 
RP. 

Transmits MA register data to the bank address registers. 
Transmit a copy of the accumulator data to the bank operand 
registers. Send the Write Request signal to memory. The 
function of CP 3 repeats until the lOP computation section 
receives an acceptance signal. 

The lOP computation section receives the acceptance signal from 
local memory. The accumulator is free for subsequent 
instructions after receiving the acceptance signal. 

The lOP computation section waits for local memory to write the 
data. 

The write operation is complete. 

Description 

Instruction 034 replaces the contents of a lo~al memory location with the 
current contents of the accumulator. Operand register d provides the 
local memory address. 
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lOP AMPL 

035 ( dd) = A + ( dd ) 

Instruction 035 

Description 

Add memory addressed by register d to A, 
result to same memory location 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits data from operand register d to the MA register. The 
function of CP 2 is delayed if the DP register is full and DP = 
RP. 

Transmits MA register data to the 
data remains in the MA register. 
to local memory. The function of 
acceptance signal is received. 

bank address registers. The 
Sends the Read Request signal 
CP 3 repeats until an 

CP 4 The rop computation section receives an acceptance signal from 
local memory. The MA register holds data from CP 4. 

CP 5-6 The rop computation section waits for data from local memory. 

CP 7 Transmits local memory data to the addend register. 

CP 8 Transmits data to the adder and perform addition. 

CP 9 Transmits the adder result to the accumulator. 

CP 10 Transmits MA register data to the bank address registers. 
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Transmits a copy of the accumulator data to the bank operand 
registers. Sends a Write Request signal to memory. The function 
of CP 10 repeats until an acceptance signal is received. 
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CP 11 

CP 12 

CP 13 

The lOP computation section receives an acceptance signal from 
local memory. The accumulator is free for subsequent 
instructions after receiving the acceptance signal. 

The lOP computation section waits for local memory to write the 
data. 

The write operation to local memory is complete. 

Description 

Instruction 035 replaces the contents of a local memory location with its 
previous contents plus the current accumulator contents. Operand 
register d provides the local memory address. The instruction performs 
addition using the accumulator in a 16-bit, two's-complement mode. The 
instruction complements the carry flag if the addition process propagates 
a carry bit. The result goes into local memory and also remains in the 
accumulator. 
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lOP AMPL 

036 (dd) = (dd) + 1 

Instruction 036 

Description 

Transmits memory addressed by register d, 
adds 1, result to same memory location 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits data from operand register d to the MA register. The 
function of CP 2 is delayed if the DP register is full and DP = 
RP. 

Transmits MA register data to the bank address registers. The 
data remains in the MA register. Sends a Read Request signal to 
memory. The function of CP 3 repeats until an acceptance signal 
is received. The instruction clears the carry flag and enters +1 
in the accumulator. 

CP 4 The rop computation section receives the acceptance signal from 
local memory. 

CP 5-6 The rop computation section waits for data from local memory. 

CP 7 Transmits local memory data to the addend register. 

CP 8 Transmits data to the adder; performs addition. 

CP 9 Transmits the adder result to the accumulator. 

CP 10 Transmits MA register data to the bank address registers. 
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Transmit a copy of the accumulator data to the bank operand 
registers. Sends a Write Request signal to local memory. The 
function of CP 10 repeats until the acceptance signal is received. 
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CP 11 

CP 12 

CP 13 

The lOP computation section receives the acceptance signal from 
local memory. The accumulator is free for subsequent 
instructions after receiving the acceptance signal. 

The lOP computation section waits for local memory to write the 
data. 

The write operation to local memory is complete. 

Description 

Instruction 036 increments the contents of a local memory location by 1. 
Operand register d provides the local memory address. Initially, the 
instruction clears the accumulator and the carry flag. A +1 is entered 
in the accumulator. The content of the local memory location goes into 
the addend register and is then added to the accumulator contents. The 
result transfers to local memory and also remains in the accumulator. 
The instruction also complements the carry flag if the addition process 
propagates a carry bit. 
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lOP AMPL 

037 ( dd ) = ( dd ) - 1 

Instruction 037 

Description 

Transmit memory addressed by register d 
to A, result to same memory location 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits the operand register data to the MA register. The 
function of CP 2 is delayed if the DP register is full and DP = 
RP. 

Transmits the MA register data to the bank address registers. 
The data remains in the MA register. Sends a Read Request signal 
to local memory. The function of CP 3 repeats until an 
acceptance signal is received. The operation clears the carry 
flag and enters -1 in accumulator. 

The lOP computation section receives the acceptance signal from 
local memory. 

CP 5-6 The lOP computation section waits for data from local memory. 

CP 7 Transmits local memory data to the addend register. 

CP 8 Transmits data to the adder; performs addition. 

CP 9 Transmits the adder result to the accumulator. 

CP 10 Transmits the MA register data to the bank address registers. 
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Send the Write Request signal to local memory. Transmit a copy 
of the accumulator data to the bank operand registers. The 
function of CP 10 repeats until the acceptance signal is received. 
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CP 11 

CP 12 

CP 13 

The lOP computation section receives the acceptance signal from 
local memory. The accumulator is free for subsequent 
instructions after receiving the acceptance signal. 

The lOP computation section waits for local memory to write the 
data. 

The write operation to local memory is complete. 

Description 

Instruction 037 decrements the contents of a local memory location by 1. 
The operand register specified by d provides the local memory address. 
Initially, the operation clears the carry flag and sets all accumulator 
bits. The contents of the local memory location are entered in the 
addend register and then added to the accumulator contents. The result 
transfers to the local memory location and also remains in the 
accumulator. The operation complements the carry flag if the addition 
process propagated a carry bit. 
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Instruction 040 

lOP AMPL Description 

040 C = 1, iod = DN Sets carry equal 1 if channel d done 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

Instruction Timing 

Cycle Action 

CP 0 Issue the instruction. 

CP 1 Transmit the d field to the 1/0 channels. 

CP 2-4 The lOP computation section waits for a response from the 1/0 
channels. 

CP 5 Force the state of the carry flag. The accumulator is free for 
subsequent instructions. 

Description 

Instruction 040 forces the carry flag to the same state as the done flag 
of the channel specified by d. 

Insert a delay of 1 CP if issuing an 1/0 instruction that alters the busy 
or done flags before instruction 040. 

The channel 000 done flag is always set. Set the carry flag by setting 
d = 000 in this instruction. 
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Instruction 041 

lOP AMPL Description 

041 C = 1, iod = BZ Sets carry equal to 1 if channel d busy 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

Instruction Timing 

Cycle Action 

. CP 0 Issue the instruction. 

CP 1 Transmit the d field to the I/O channels. 

CP 2-4 The lOP computation section waits for a response from the I/O 
channels. 

CP 5 Force the carry flag. The accumulator is free for subsequent 
instructions. 

Description 

Instruction 041 forces the carry flag to the same value as the channel 
d busy flag. 

Insert a delay of 1 CP if issuing an I/O instruction that alters the busy 
or done flags before instruction 041. 

The channel 000 busy flag is always clear. Clear the carry flag by 
issuing an 041 instruction with a d field of 000. 
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Instruction 042 

lOP AMPL Description 

042 C = 1, lOB DN Sets carry equal to 1 if channel B done 

Issue Conditions 

The accumulator is free 2 CPs after issue. 

The B register is not reserved. 

Instruction Timing 

Cycle Action 

CP 0 Issues the instruction. 

CP 1 Transmits the B designator to the lID channels. 

CP 2-4 The lOP computation section waits for a response from the IIO 
channels. 

CP 5 Forces the state of the carry flag. The accumulator is free for 
subsequent instructions. 

Description 

Instruction 042 forces the carry flag to the same value as the done flag. 
of the channel specified by the contents of the B register. 

Insert a delay of, 1 CP if issuing an liD instruction that alters the busy 
or done flags before instruction 042. 

The channel 000 done flag is always set. Set the carry flag by setting B 
to 000 in this instruction. 
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Instruction 043 

lOP AMPL Description 

043 C = 1, lOB = BZ Sets carry equal to 1 if channel B busy 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

The B register is not reserved. 

Instruction Timing 

Cycle Action 

CP a Issues the instruction. 

CP 1 Transmits the B designator to the I/O channels. 

CP 2-4 The lOP computation section waits for a response from the I/O 
channels. 

CP 5 Forces the carry flag. The accumulator is free for subsequent 
instructions. 

Description 

Instruction 043 forces the carry flag to the same value as the busy flag 
of the channel specified by the contents of the B register. 

Insert a delay of 1 CP if issuing an I/O instruction that alters the busy 
or done flags before instruction 043. 

The channel 000 busy flag is never set. Clear the carry flag by 
setting B to 000 in this instruction. 

CSM-1009-000 CRAY PROPRIETARY 7-53 



Instruction 044 

lOP AMPL Description 

044 A = A > B Right shift C and A by B places, end off 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

Action 

Issues the instruction. 

Transmits the B-register contents to the addend register. 

Transmits data and the inverted B count to the shifter; performs 
the shift. 

Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 044 shifts the contents of the accumulator and the carry flag 
to the right by B bit positions, treating the carry flag as the 
high-order bit of the accumulator contents. Zero values enter in the 
carry flag and propagate to the right as the shift progresses. No shift 
occurs if the shift count is o. The operation clears the accumulator and 
carry flag if the shift count is greater than 1610. 

The low-order 5 bits of the addend register provide the shift count. The 
other bits are ignored. 
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Instruction 045 

lOP AMPL Description 

045 A = A < B Left shifts C and A by B places, end off 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

Action 

Issues the instruction. 

Transmits the B-register contents to the addend register. 

Transmits data and the B-register contents to the shifter; 
performs the shift. 

CP 3 Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 045 shifts the contents of the accumulator and the associated 
carry flag to the left by B bit positions treating the carry flag as the 
17th bit to the left of the accumulator contents. Zero values enter the 
low-order bit positions of the accumulator and propagate to the left as 
the shift progresses. Bits shifted from the carry flag are discarded. 
No shift occurs if the shift count is o. The operation clears the 
accumulator and carry flag if the shift count is greater than 1610-

The low-order 5 bits of the addend register provide the shift count. The 
other bits are ignored. 
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Instruction 046 

lOP AMPL Description 

046 A = A }} B Right shifts C and A by B places, end off 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

Action 

Issues the instruction. 

Transmits the B register contents to the addend register. 

Transmits data and the inverted B register contents to the 
shifter; performs the shift. 

Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 046 shifts the contents of the accumulator and the associated 
carry flag to the right in a circular mode by B bit positions, treating 
the carry flag as the 17th bit to the left of the accumulator contents. 
This shift does not discard any bits. Bits shifted from the right end of 
the accumulator are returned to the carry flag. No shift occurs if the 
shift count is O. 

The low-order 5 bits of the addend register provide the shift count. The 
other bits are ignored. 
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Instruction 047 

AMPL Description 

047 A = A « B Left shifts C and A by B places, circular 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

Action 

Issues the instruction. 

Transmits the B-register contents to the addend register. 

Transmits data and the B-register contents to the shifter; 
performs the shift. 

CP 3 Transmits the shifter result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 047 shifts the contents of the accumulator and the carry flag 
to the left in a circular mode by B-bit positions. The operation treats 
the carry flag as the high-order bit to the left of the accumulator 
contents. This shift does not discard any bits. Bits shifted from the 
carry flag enter the right end of the accumulator. No shift occurs if 
the shift count is O. 

The low-order 5 bits of the addend register provide the shift count. The 
other bits are ignored. 
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Instruction 050 

lOP AMPL Description 

050 A = B Transmits B to A 

Hold Issue Conditions 

The accumulator is free. 

The B register is not reserved. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits the B-register contents to the accumulator. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 050 enters the B-register contents in the accumulator as a 
9-bit positive integer and clears the carry flag. The high-order 
accumulator bits are o. 
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Instruction 051 

lOP AMPL Description 

051 A = A & B Forms the logical product of A and B, result to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

The DP register is not full. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits the B-register contents and the accumulator contents to 
accumulator. The accumulator is free for subsequent instructions. 

Description 

Instruction 051 forms the bit-by-bit logical product of the previous 
accumulator contents and the B-register contents, treating the B-register 
contents as a 9-bit positive integer. Circuitry at the input of the 
accumulator performs the logical product operation. The results go into 
the accumulator. The instruction clears the carry flag. 
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Instruction 052 

lOP AMPL Description 

052 Adds B to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits the B-register contents to the addend register. 

CP 2 

CP 3 

Transmits data to the adder; performs addition. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 052 adds the B-register contents to the previous accumulator 
contents in the 16-bit, two's-complement mode treating the B-register 
contents as a 9-bit positive integer. The instruction complements the 
carry flag if the addition process propagates a carry bit. 
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Instruction 053 

lOP AMPL Description 

053 A = A - B Subtract B from A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

Action 

CP 0 Issue the instruction. 

CP 1 Transmit the B-register contents to the addend register. 

CP 2 Transmit data to the adder; performs subtraction. 

CP 3 Transmit the adder result to the accumulator. The accumulator is 
free for subsequent instructions. 

Description 

Instruction 053 subtracts the B-register contents from the previous 
accumulator contents in 16-bit, two's-complement mode, treating the 
B-register contents as a 9-bit positive integer. The operation performs 
subtraction by complementing the contents of the addend register, adding 
the result to the previous accumulator contents, and adding a 1 to these 
results. The instruction complements the carry flag if either addition 
process propagates a carry bit. 
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Instruction 054 

lOP AMPL Description 

054 B = A Transmits B to A 

Hold Issue Conditions 

The accumulator is free. 

The B register is not reserved. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Enters accumulator data in the B-register. 

Description 

Instruction 054 replaces the B-register contents with the 9 low-order 
accumulator bits. 
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Instruction 055 

lOP AMPL Description 

055 Adds B to A, result to B 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

Action 

Issues the instruction. 

Transmits the B-register contents to the addend register. 
Reserves the B register. 

Transmits data to the adder; performs addition. 

CP 3 Transmits the adder result to the accumula.tor. The accumulator 
is free for subsequent instructions. 

CP 4 Transmits a copy of the accumulator data to the B register. The 
B-register reservation is cleared. 

Description 

Instruction 055 adds the contents of the B register to the previous 
accumulator contents. The operation treats the B register contents 
9-bit positive integer. Addition is performed in a 16-bit, 
two's-complement mode. The instruction complements the carry flag 
carry is propagated from the accumulator in the addition process. 
results go into the B register at the end of the instruction. 
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Instruction 056 

lOP AMPL Description 

056 Transmits B to A, adds 1, result to B 

Hold Issue Conditions 

The accumulator is free. 

The B register is not reserved. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

Action 

Issues the instruction. 

Transmits the contents of the B register to the addend register, 
enters a +1 in the accumulator, and clears the carry flag. The B 
register is reserved. 

Transmits data to the adder; performs addition. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Transmits a copy of the accumulator data to the B register. The 
B-register reservation is cleared. 

Description 

Instruction 056 adds 1 to the contents of the B register and returns the 
results to both the B register and the accumulator. The carry flag is 
cleared at the beginning of this operation and a 1 is entered in the 
accumulator. The operation adds the B-register contents to the 
accumulator contents in 16-bit, two's-complement mode, treating the B 
register contents as a 9-bit positive integer. The low-order 9 bits of 
the accumulator are then returned to the B register. 
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Instruction 057 

lOP AMPL Description 

057 B = B-1 Transmits B to A, subtracts 1, result to B 

Hold Issue Conditions 

The accumulator is free. 

The B register is not reserved. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

Action 

Issues the instruction. 

Transmits the B-register contents to the addend register, enters 
a -1 in the accumulator, and clears the carry flag. The B 
register is reserved. 

Transmits the accumulator data to the adder; performs addition. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Transmits a copy of the accumulator data to the B register. The 
B-register reservation is cleared. 

Description 

Instruction 057 subtracts 1 from the contents of the B register and 
returns the results to the B register and the accumulator. The carry 
flag is cleared at the beginning of this operation and all accumulator 
bits are set. The operation enters the contents of the B register in the 
addend register and then adds them to the accumulator contents, treating 
the B-register contents as a 9-bit positive integer. The operation 
complements the carry flag if the addition process propagates a carry 
bit. The low-order 9 bits of the accumulator are then returned to the B 
register. 
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Instruction 060 

lOP AMPL Description 

060 A = (B) Transmits operand register B to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits the B-register data to the RP register. 

CP 2 Transmits the operand register data to the accumulator. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 060 enters the contents of operand register B in the 
accumulator. The instruction then clears the carry flag. 
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Instruction 061 

lOP AMPL Description 

061 A = A & (B) Logical product of A and operand register B to A 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

Action 

Issues the instruction. 

Transmits the B-register data to the RP register. 

Transmits the operand register data to the accumulator. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 061 forms the bit-by-bit logical product of the previous 
accumulator contents and the contents of operand register B, and places 
the result in the accumulator. It then clears the carry flag. 

Circuitry at the input of the accumulator forms the logical product of 
the previous accumulator contents and the operand register. The logical 
product function does not require additional time. 
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Instruction 062 

lOP AMPL Description 

062 A = A of: (B) Adds operand register B to A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

The B register is not reserved. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

Action 

Issues the instruction. 

Transmits the B-register data to the RP register. 

Transmits the operand register data to the addend register. The 
function of CP 2 is delayed if the DP register is full and DP = 
RP. 

Transmits data from the accumulator and addend register to the 
adder; performs addition. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 062 adds the contents of operand register B to the previous 
accumulator contents in two's complement mode. The instruction 
complements the carry flag if the addition process propagates a carry bit. 
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Instruction 063 

lOP AMPL Description 

063 A = A - (B) Subtracts operand register B from A 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

The B register is not reserved. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits the B register data to the RP register. 

CP 2 Transmits the operand register data to the addend register. The 
function of CP 2 is delayed if the DP register is full and DP = 
RP. 

CP 3 

CP 4 

Transmits data from the accumulator and addend register to the 
adder; performs subtraction. 

Transmits the adder result to the accumulator. The accumulator 
is free for subsequent instructions. 

Description 

Instruction 063 subtracts the contents of operand register B from the 
previous accumulator contents. Subtraction is performed by complementing 
the subtrahend, adding the result to the accumulator contents in two's 
complement mode, and adding a 1 to this result. The instruction 
complements the carry flag if either addition process propagates a carry 
bit. 
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Instruction 064 

lOP AMPL Description 

064 (B) = A Transmits A to operand register B 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

The DP register is not full. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits the B-register data to the RP and DP registers. 

CP 2 Transmits the accumulator data to the operand register. The 
accumulator is free for subsequent instructions. 

Description 

Instruction 064 stores the accumulator contents in operand register B. 
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Instruction 065 

lOP AMPL Description 

065 (B) = A + (B) Adds operand register B to A, result to operand 
register B 

Hold Issue Conditions 

The accumulator is free 2 CPs after issue. 

The DP register is not full. 

The B register is not reserved. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

Action 

Issues the instruction. 

Transmits the B-register data to the RP and DP registers. 
Indicates that the DP register is full. 

Transmits the operand register data to the addend register. 
Discards the RP register pointer. 

Transmits data to the adder; performs addition. 

CP 4 Transmits the adder result to the accumulator. Transmits the DP 
register data to the RP register, entering the same pointer 
discarded in CP 2. The accumulator is free for subsequent 
instructions. Indicates that the DP register is empty. 

CP 5 Transmits a copy of the accumulator data to the operand register. 

Description 

Instruction 065 adds the contents of the accumulator to the contents of 
operand register B in two's complement mode. The instruction complements 
the carry flag if the addition process propagated a carry bit. The 
instruction then replaces the contents of operand register B with the new 
accumulator contents. 
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Instruction 066 

lOP AMPL Description 

066 (B) = (B) + 1 Transmits operand register to A, add 1, result to 
operand 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The DP register is not full. 

The B register is not reserved. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP 5 

Action 

Issues the instruction. 

Transmits the B-register data to the RP and DP registers. 
Indicates that the DP register is full. 

Transmits the operand register data to the addend register. 
Enters a +1 in the accumulator. Discards the RP register 
pointer. Clears the carry flag. 

Transmits data to the adder; performs addition. 

Transmits the adder result to the accumulator. Transmits the DP 
register data to the RP register, entering the same pointer 
discarded in CP 2. Indicates that the DP register is empty. The 
accumulator is free for subsequent instructions. 

Transmits a copy of the accumulator data to the operand register. 

Description 

Instruction 066 adds 1 to the contents of operarid register B and returns 
the result to the accumulator and the operand register. Initially, the 
carry flag is cleared and a 1 is entered in the accumulator. The 
operation transfers the operand register contents to the addend register 
and adds them to the accumulator contents in two's complement mode. The 
operation complements the carry flag if a carry is propagated from the 
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accumulator in the addition process. The result goes to the operand 
register. 
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Instruction 067 

lOP AMPL Description 

067 (B) = (B) - 1 Transmits operand register to A, subtract 1, 
result to operand register B 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The DP register is not full. 

The B register is not reserved. 

No DP-to-RP conflicts exist at issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP 5 

Action 

Issues the instruction. 

Transmits the B-register data to the RP and DP registers. 
Indicates that the DP register is full. 

Transmits the operand register data to the addend register. 
Enters a -1 value in the accumulator. Discards the RP register 
pointer. Clears the carry flag. 

Transmits the data to the adder; performs addition. 

Transmits the adder result to the accumulator. Transmits the DP 
register data to the RP register, entering the same pointer 
discarded in CP 2. Indicates that the DP register is empty. The 
accumulator is free for subsequent instructions. 

Transmits a copy of the accumulator data to the operand register. 

Description 

Instruction 067 subtracts 1 from the contents of operand register Band 
returns the results to the accumulator and the operand register. 
Initially, the carry flag clears and all accumulator bits set. The 
operation enters the operand register contents in the addend register and 
adds them to the accumulator contents. The carry flag is complemented if 
the addition process propagates a carry bit. The result goes to the 
operand register. 
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Instruction 070 

lOP AMPL Description 

070 Jumps to P + d 

Hold Issue Conditions 

The next instruction parcel is available. 

The adder is free (no delayed add operations are in progress). 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP m+l 

CP n+l 

CP n+2 

CP n+3 

CP n+4 

Action 

Issues the instruction. 

Transmits the contents of P to the background accumulator. 
Transmits the d field data to the background addend register. 

Transmits the background accumulator data to the adder; performs 
addition. 

Transmits the adder result to the P register. Transmits the 
first instruction in the new program sequence from the 
instruction stack to the CIP register if the branch is within 
the instruction stack. In this case, the first instruction in 
the new program sequence issues at CP 5. 

Generates a fetch request at the new P address if the branch is 
outside the instruction stack. A previous internal fetch 
request can delay this action m CPs. 

The fetch operation generates a memory request. Memory 
conflicts can generate a delay of n CPs. 

Memory sends an acceptance signal. 

Transmits memory data to the CIP register. 

The ClP register data is available for decoding. 

Issues the first instruction of the new sequence. 
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Description 

Instruction 070 terminates the current program sequence and begins a new 
sequence. The initial address for the new sequence equals the address of 
the current instruction plus the d field. The operation treats the d 
field as a 9-bit positive integer and performs addition in a 16-bit, 
two's-complement mode. The operation does not alter the accumulator 
contents or the carry flag. 

Further instructions cannot issue until the initial instruction of the 
new program sequence issues. 
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Instruction 071 

lOP AMPL Description 

071 P = P - d Jumps to P - d 

Hold Issue Conditions 

The next instruction parcel is available. 

The adder is free (no delayed add operations are in progress). 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP n+1 

Action 

Issues the instruction. 

Transmits the contents of the P register to the background 
accumulator. Transmits the d field data to the background 
addend register. 

Transmits the background accumulator data to the adder: performs 
subtraction. 

Transmits the adder result to the P register. Transmits the 
first instruction in the new program sequence from the 
instruction stack to the CIP register if the branch is within 
the instruction stack. This instruction can issue at CP 5. 

Generates a fetch request at the new P register address if the 
branch is outside the instruction stack. A previous internal 
fetch request can delay this action m CPs. 

The fetch operation generates a memory request. Memory 
conflicts can generate a delay of n CPs. 

Memory sends an acceptance signal. 

Transmits memory data to the CIP register. 

The CIP register data is available for decoding. 

Issues the first instruction of the new sequence. 
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Description 

Instruction 071 terminates the current program sequence and begins a new 
sequence. The initial address for the new sequence equals the address of 
the current instruction minus the d field. The operation performs 
subtraction in a 16-bit, two's-complement mode, treating the d field as 
a 9-bit positive integer. The operation does not alter the accumulator 
contents or the carry flag. 

Further instructions cannot issue until the initial instruction of the 
new program sequence issues. 
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Instruction 072 

lOP AMPL Description 

072 Jumps to P + d, returns on completion 

Hold Issue Conditions 

The next instruction parcel is available. 

The adder is free (no delayed add operations are in progress). 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP m+1 

CP n+1 

CP n+3 

CP n+4 

Action 

Issues the instruction. 

Transmits the contents of the P register to the background 
accumulator. Transmits the d field data to the background 
addend register. 

Transmits the background accumulator data to the adder; performs 
addition. Advances the E pointer by 1. 

Transmits the contents of P + 1 to the program exit stack. 
Transmits the adder result to the P register. 

Generates a fetch request at the new P address if the branch is 
outside the instruction stack. A previous internal fetch 
request can delay this action m CPs. 

·The fetch generates a memory request. Memory conflicts can 
generate a delay of n CPs. 

Memory sends an acceptance signal. 

Transmits memory data to the CIP register. 

The CIP register data is available for decoding. 

Issues the first instruction of the new sequence. 
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Description 

Instruction 072 suspends execution of the current program sequence and 
calls a subprogram for execution by the following actions. The 
instruction advances the value of the E pointer by 1 and stores the 
address of the next sequential instruction of this program sequence in 
the program exit stack. Then, the operation begins executing a new 
program sequence. The initial address for the new sequence equals the 
address of the current instruction plus the d field. The operation 
treats the d field as a 9-bit positive integer and adds in a 16-bit, 
two's-complement mode. The operation does not alter the accumulator 
contents or the carry flag. 
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Instruction 073 

lOP AMPL Description 

073 R = P - d Jumps to P - d, returns on completion 

Hold Issue Conditions 

The next instruction is available. 

The adder is free (no delayed add operations in progress). 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP m+1 

CP n+1 

CP n+2 

CP n+3 

CP n+4 

Action 

Issues the instruction. 

Transmits the contents of the P register to the background 
accumulator. Transmits the d field data to the background 
addend register. 

Transmits the background accumulator data to the adder; perform 
subtraction. Advances the value of E by 1. 

Transmits the contents of P + 1 to the program exit stack. 
Transmits the adder result to the P register. 

Generates a fetch request at the new P address if the branch is 
outside the instruction stack. A previous internal fetch 
request can delay this action m CPs. 

The fetch operation generates a memory request. Memory 
conflicts can generate a delay of n CPs. 

Memory sends an acceptance signal. 

Transmits memory data to the CIP register. 

The CIP register data is available for decoding. 

Issues the first instruction of the new sequence. 
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Description 

Instruction 073 suspends execution of the current program sequence and 
calls a subprogram for execution. The instruction advances the value of 
E by 1 and stores the address of the next sequential instruction of this 
program sequence in the program exit stack. Then, the instruction begins 
a new program sequence. The initial address for the new sequence equals 
the address of the current instruction minus the d field. The 
operation treats the d field as a 9-bit positive integer and performs 
subtraction in a 16-bit, two's-complement mode. The instruction does not 
alter the accumulator contents or the carry flag. 
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Instruction 074 

lOP AMPL Description 

074 P = dd Jumps to address in operand register d 

Hold Issue Conditions 

The next instruction parcel is available. 

No DP-to-RP conflicts exist at issue. 

No 150 through 153 or 170 through 173 instructions were issued in the 
last CPo 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP m+1 

CP n+3 

CP n+4 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits the operand register contents to the background 
accumulator. Enters 0 in the background addend register. The 
function of CP 2 is delayed if the DP register is full and DP = 
RP. 

Transmits the background accumulator data to the adder; adds. 
The function of CP 3 is delayed if the adder is busy. 

Transmits the adder result to the P register. Generates a fetch 
request at the new P address. A previous internal fetch request 
can delay this action m CPs. 

The fetch operation generates a memory request. Memory 
conflicts can generate a delay of n CPs. 

Local memory sends an acceptance signal. 

Transmits the memory data to the CIP register. 

The CIP register data is available for decoding. 

Issues the first instruction of the new sequence. 
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Description 

Instruction 074 ·terminates the current program sequence and begins a new 
sequence. Operand register d provides the initial address for the new 
sequence. Further instructions cannot issue until the first instruction 
of the new program sequence is in the CIP register. 

The instruction sets the program fetch request flag if the contents of 
operand register d equals O. 
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Instruction 075 

lOP AMPL Description 

075 P = dd + k Jumps to sum of k and operand register d 

Hold Issue Conditions 

The next instruction parcel is available. 

No DP-to-RP conflicts exist at issue. 

No 150 through 153 or 170 through 173 instructions issued in the last CPo 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP m+l 

CP n+l 

CP n+3 

CP n+4 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits the operand register contents to the background 
accumulator. Transmits the constant k to the background 
addend register. The operand register transfer is delayed if 
the DP register is full and DP = RP. 

Transmits the background accumulator contents to the adder; 
adds. The function of CP 3 is delayed if the adder is busy. 

Transmits the adder result to the P register. Generates a fetch 
request at the new P address. A previous internal fetch request 
can delay this action m CPs. 

The fetch operation generates a memory request. Memory 
conflicts can generate a delay of n CPs. 

Memory sends an acceptance signal. 

Transmits memory data to the CIP register. 

CIP register data is available for decoding. 

Issues the first instruction of the new sequence. 

CSM-I009-000 CRAY PROPRIETARY 7-85 



Description 

Instruction 075 terminates the current program sequence and begins a new 
sequence. The initial address for the new sequence equals the next 
parcel of the current program sequence plus the contents of operand 
register d. The operation performs addition in a 16-bit, 
two's-complement mode. The operation does not alter the contents of the 
accumulator or the carry flag. Further instructions cannot issue until 
the first instruction of the new program sequence is in the eIP register. 

This instruction sets the program fetch request flag if the contents of 
operand register d contains o. 

7-86 CRAY PROPRIETARY eSM-l009-000 



lOP AMPL 

076 R = dd 

Instruction 076 

Description 

Jumps to address in operand register d, returns 
on completion 

Issue Conditions 

The next instruction parcel is available. 

No DP-to-RP conflicts exist at issue. 

No 150 through 153 or 170 through 173 instruction issued in the last CPo 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP n+1 

CP n+2 

CP n+4 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits the operand register d contents to the background 
accumulator. Enters a value of 0 in the background addend 
register. Operand register transfer is delayed if the DP 
register is full and DP = RP. 

Transmits the background accumulator data to the adder; adds. 
Advances the E pointer by 1. The function of CP 3 is delayed if 
the adder is busy. 

Transmits the contents of the address specified by the P 
register contents plus 1 to the program exit stack. Transmits 
the adder result to the P register. Generates a fetch request 
at the new P address. A previous internal fetch request can 
delay this action m CPs. 

The fetch operation generates a memory request. Memory 
conflicts can delay this action n CPs. 

Memory sends an acceptance signal. 

Transmits memory data to the CIP register. 

CIP register data is available for decoding. 

Issues the first instruction of the new sequence. 
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Description 

Instruction 076 suspends execution of the current program sequence and 
calls a subprogram for execution. The instruction advances the value of 
the E pointer by 1, stores the address of the next sequential instruction 
of this sequence in the program exit stack, and begins a new program 
sequence. Operand register d provides the initial address for the new 
sequence. 

The program exit stack boundary flag sets if the advanced E value is 14. 
The program fetch request flag sets if the contents of operand register 
d is O. Further instructions cannot issue until the first instruction 
of the new sequence is in the CIP register. 
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lOP AMPL 

011 R = dd + k 

Instruction 011 

Description 

Jumps to address sum of k and operand register 
d, returns on completion 

Hold Issue Conditions 

The next instruction parcel is available. 

No DP-to-RP conflicts exist at issue. 

No 150 through 153 or 170 through 173 instructions issued in the last CPo 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4 

CP m+1 

CP n+1 

CP n+3 

CP n+4 

Action 

Issues the instruction. 

Transmits register number d to the RP register. 

Transmits the operand register contents to the background 
accumulator. Transmits the constant k to the background 
addend register. Operand register transfer is delayed if the DP 
register is full and DP = RP. 

Transmits the background accumulator data to the adder; performs 
addition. Advances the E pointer by 1. The CP 3 function is 
delayed if the adder is busy. 

Transmits the contents of the address specified by the P 
register plus 2 to the program exit stack. Transmits the adder 
result to the P register. Generates a fetch request at the new 
P address. A previous internal fetch request can delay this 
action m CPs. 

The fetch operation generates a memory request. Memory 
conflicts can generate a delay of n CPs. 

Memory sends an acceptance signal. 

Transmits memory data to the CIP register. 

The CIP register data is available for decoding. 

Issues the first instruction of the new sequence. 
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Description 

Instruction 077 suspends the current program sequence and calls a 
subprogram for execution. The instruction advances the value of the E 
pointer by 1 and stores the address that is 2 greater than the address of 
the current instruction in the program exit stack. The instruction 
begins a new program sequence. The initial address for the new sequence 
equals the contents of operand register d plus the next parcel of the 
current program sequence. Addition is performed in a 16-bit, 
two's-complement mode. The operation does not alter the contents of the 
accumulator or the carry flag. 

The program exit stack boundary flag sets if the advanced E value is 14. 
The program fetch request flag sets if the contents of operand register 
d is O. Further instructions cannot issue until the initial 
instruction of the new sequence issues. 
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lOP 

100 
101 
102 
103 
104 
105 
106 
107 
110 

111 

112 
113 
114 

115 

116 
117 
120 

121 

122 
123 
124 

125 

126 

127 

130 

131 

132 

133 

134 

135 

AMPL 

P = P + d, C = 0 
P = P + d, C :it 0 
P = P + d, A = 0 
P = P + d, A :it 0 

P = P - d, C = 0 
P = P d, C :it 0 
P = P d, A = 0 
p = p d, A # 0 
R = P + d, C = 0 

R = P + d, C :it 0 

R P + d, A = 0 

R = P + d, A :it 0 

R = P d, C 0 

R P d, C :it 0 

R P d, A = 0 

R P d, A :it 0 
P = dd, C = 0 

P = dd, C :it 0 

P = dd, A = 0 
P = dd, A :it 0 

P dd + k, C = 0 

P = dd + k, C :it 0 

P = dd + k, A = 0 

Instructions 100 through 137 

Description 

Jumps to P + d if carry = 0 
Jumps to P + d if carry :it 0 
Jumps to P + d if A = 0 
Jumps to P + d if A :it 0 
Jumps to P - d if carry = 0 
Jumps to P - d if carry :it 0 
Jumps to P - d if A = 0 
Jumps to P - d if A :it 0 

Jumps to P + d if carry = 0, returns on 
completion 
Jumps to P + d if carry :it 0, returns on 
completion 
Jumps to P + d if A = 0, returns on completion 
Jumps to P + d if A :it 0, returns on completion 
Jumps to P - d if carry = 0, returns on 
completion 
Jumps to P - d if carry :it 0, returns on 
completion 
Jumps to P - d if A = 0, returns on completion 
Jumps to P - d if A :it 0, returns on completion 
Jumps to address in operand register d if 
carry = 0 
Jumps to address in operand register d if 
carry = 0 
Jumps to address in operand register d if A = 0 

Jumps to address in operand register d if A :it 0 

Jumps to address in operand register d + k 
if carry = 0 
Jumps to address in operand register d + k 
if carry :it 0 
Jumps to address in operand register d + k 
if A = 0 

P dd + k, A :it 0 Jumps to address in operand register d + k 
if A = 0 

R = dd, C = 0 

R = dd, C :it 0 

R = dd, A = 0 

R dd, A :it 0 

R = dd + k, C = 0 

R = dd + k, C :it 0 

Jumps to address in operand register d if 
carry = 0, returns on completion 
Jumps to address in operand register d if 
carry :it 0, returns on completion 
Jumps to address in operand register d if A = 
0, returns on completion 
Jumps to address in operand register d if A :it 

0, returns on completion 
Jumps to address in operand register d + k 
if carry = 0, returns on completion 
Jumps to address in operand register d + k 
if carry :it 0, returns on completion 
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lOP AMPL Description 

136 R = dd + k, A = 0 Jumps to address in operand register d + k 
if A = 0, returns on completion 

137 R dd + k, A 1t 0 Jumps to address in operand register d + k 
if A 1t 0 

Hold Issue Conditions 

A given instruction has the same issue conditions as the corresponding 
unconditional branch instruction (instructions 070 through 077). 

Instruction Timing 

The instructions have the same timing as the corresponding unconditional 
instruction, if the branch is taken. Formation of the branch condition 
requires 1 CP after the accumulator or the carry flag becomes free. The 
issue of the next instruction waits until the branch criterion is 
available. If the branch criterion is available in CP 0 and the branch 
is not taken based on that criterion, the next instruction in the current 
program sequence can issue in the next CPo 

Description 

Instructions 100 through 137 are branch instructions that jump to a new 
program sequence only if a branch condition is met. Instructions 070 
through 077 represent the eight branch modes in the unconditional form. 
All possibilities of these eight modes are combined with four branch 
criteria to form the set of instructions 100 through 137. The branch 
criteria are as follows: 

(Any branch instruction 070 through 077), C 0 
(Any branch instruction 070 through 077), C # 0 
(Any branch instruction 070 through 077), A = 0 
(Any branch instruction 070 through 077), A # 0 

The C = 0 branch condition causes the branch to be taken if the carry 
flag equals O. If the carry flag equals 1, the current program sequence 
continues. 

The C # 0 branch condition causes the branch to be taken if the carry 
flag equals 1. If the carry flag equals 0, the current sequence 
continues. 

The A = 0 branch condition causes the branch to be taken if the 
accumulator content equals O. If the accumulator content does not equal 
0, the current sequence continues. 
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The A # 0 branch condition causes the branch to be taken if the 
accumulator content does not equal O. If the accumulator content does 
equal 0, the current sequence continues. 
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liD Channel Instructions 140 through 177 

Instructions 140 through 177 allow lOP control of the liD channel 
activity. The d field in instructions 140 through 157 specifies the 
liD channel. The contents of the B register specifies the channel for 
instructions 160 through 177. 

An liD instruction sends the low-order 4 bits of the function code and 
a Go-function signal to the channel interface control circuitry. The 
channel interface interprets the 4-bit code in a manner unique to that 
channel. 

liD instructions provide accumulator data to a specific interface and 
transfer data from the interface to the accumulator. 

Instructions 150 through 153 and 170 through 173 transfer a 16-bit 
quantity into the accumulator. The value transferred depends on which 
channel interface is used. 

liD channel instructions do not significantly delay the execution of 
the program sequence. The liD channel control has no mechanism to 
delay execution of further instructions as a result of interpreting 
the 4-bit code. Delays in program functions must be programmed by 
sampling the busy and done flags or using the interrupt mechanism. 

Allow 1 CP after issue of an liD instruction before checking the busy 
or done flags. Allow 1 CP after issue of a channel function 6 or 7 
before checking the channel interrupt number (lOR: 10). 

7-94 CRAY PROPRIETARY CSM-1009-000 



Instructions 140 through 147 and 154 through 157 

lOP AMPL Description 

140 iod 0 Channel d function 0 
141 iod 1 Channel d function 1 
142 iod 2 Channel d function 2 
143 iod 3 Channel d function 3 
144 iod 4 Channel d function 4 
145 iod 5 Channel d function 5 
146 iod 6 Channel d function 6 
141 iod 1 Channel d function 1 
154 iod 14 Channel d function 14 
155 iod 15 Channel d function 15 
156 iod 16 Channel d function 16 
151 iod 11 Channel d function 11 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

Cycle Action 

CP 0 Issues the instruction. 

CP 1-2 Transmits the accumulator contents and function code to 1/0 
channel d. 

CP 3 The interface receives the information. 

Description 

These instructions send data to the interface defined by the contents of 
the d field. 
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Instructions 150 through 153 

lOP AMPL Description 

150 iod 10 Channel d function 10 
151 iod 11 Channel d function 11 
152 iod 12 Channel d function 12 
153 iod 13 Channel d function 13 

Hold Issue conditions 

The accumulator is free 1 CP after issue. 

Instruction Timing 

CP 0 

CP 1 

CP 2 

CP 3 

CP 4-5 

CP 6 

Action 

Issues the instruction. 

Transmits the accumulator contents and the function code to I/O 
channel d. 

Clears the carry flag. 

The interface receives the information. 

The lOP waits for a response from the interface. 

The interface data goes to the accumulator. The accumulator is 
free for subsequent instructions. 

Description 

These instructions send data to the interface defined by the d field. 
The interface responds by returning a value to the accumulator. The 
carry flag clears. 
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Instructions 160 through 167 and 174 through 177 

lOP AMPL Description 

160 lOB 0 Channel B function 0 
161 lOB 1 Channel B function 1 
162 lOB 2 Channel B function 2 
163 lOB 3 Channel B function 3 
164 lOB 4 Channel B function 4 
165 lOB 5 Channel B function 5 
166 lOB 6 Channel B function 6 
167 lOB 7 Channel B function 7 

174 lOB 14 Channel B function 14 
175 lOB 15 Channel B function 15 
176 lOB 16 Channel B function 16 
177 lOB 17 Channel B function 17 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1-2 Transmits the accumulator contents and the function code to 1/0 
channel B. 

CP 3 The interface receives the information. 

Description 

These instructions send data to the interface defined by the channel 
number in the B register. 
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Instructions 170 through 173 

lOP AMPL Description 

170 lOB 10 Channel B function 10 
171 lOB 11 Channel B function 11 
172 lOB 12 Channel B function 12 
173 lOB 13 Channel B function 13 

Hold Issue Conditions 

The accumulator is free 1 CP after issue. 

The B register is not reserved. 

Instruction Timing 

Action 

CP 0 Issues the instruction. 

CP 1 Transmits the accumulator contents and the function code to I/O 
channel B. 

CP 2 

CP 3 

CP 4-5 

CP 6 

Clears the carry flag. 

The interface receives the information. 

The lOP waits for a response from the interface. 

The interface data goes to the accumulator. The accumulator is 
free for subsequent instructions. 

Description 

These instructions send data to the interface defined by the channel 
number in the B register. The interface responds by returning a value to 
the accumulator. The carry flag clears. 
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8 - lOS DIAGNOSTIC MODES 

This section describes the following diagnostic capabilities for the I/O 
subsystem (lOS): 

• The jump history log 
• Instruction stack parity testing 
• Local memory single-error correction/double-error detection 

(SECDED) testing 
• Program exit stack parity testing 

lOS diagnostic modes provide the jump history log, instruction stack 
parity testing, and local memory SEeDED testing. Instructions 140 
through 177 reference the diagnostic modes using channel designators 400 
through 417. Each diagnostic mode corresponds to a channel designator. 
Table 8-1 lists and describes the diagnostic modes. A mode remains in 
effect until the next instruction sets the next mode. 

Ensure that the SYSTEM/MAINT. switch on the lOS control panel is in the 
MAINT. position before setting the modes in group B. The modes in group 
A can be issued at any time. 

JUMP HISTORY LOG 

The jump history log records the addresses of the last 4,096 branches 
taken by an lOP. The log records the address of the parcel that follows 
the branch. 

Modes 406 and 407 turn the log on and off. Allow about 4 clock periods 
(CPs) to turn the log on or off before the next branch is logged. 

Diagnostic modes 404 and 405 have two functions depending on whether the 
log is on or off. After mode 406 turns the log on, mode 404 causes all 
branches to be logged, and channel 405 causes only return jumps to be 
logged. After mode 407 turns the history log off, mode 404 selects 
incrementing read operation and mode 405 selects decrementing read 
operation. The lOP always writes data into the log in incrementing 
addresses, but reads out data either in incrementing addresses (first in, 
first out) or dectementing addresses (last in, first out). 

The log is a cyclic buffer. Therefore, the only method of determining 
the address currently being read or written is to count the number of 
branches since the last clear history log address mode. 
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Mode 
Designator 

400 

401 

402 

403 

404 

405 

406 

407 

410 

411 

412 

413 

414 

415 

416 

417 

8-2 

Cleared 
by Mode 

404-407 

405 

404 

407 

406 

410-417 

410-417 

410-417 

410-417 

410-417 

410-417 

Table 8-1. Diagnostic Modes 

Default 

On 

On 

On 

Mode Description 

Set A 

Not used 

Not used 

Not used 

Clears history log address 

Logs all jumps (history log on) 
Incrementing read operation (history 
log off) 

Logs return jumps (history log on) 
Decrementing read operation (history 
log off) 

Turns history log off 

Turns history log on 

Set B 

Instruction stack parity mode 

Clears error flags 

Disables SECDED writing of check bits 
and error correction 

Reads SECDED information into the B 
register (syndrome bits and error 
location) 

Not used 

Not used 

Reads SECDED information into the B 
register (uncorrectable error bit and 
error-byte location) 

Disables modes 410 through 416 
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The log has adequate buffering to log two consecutive branches. If three 
consecutive branches occur, the second branch address is not logged. 

Use the PSX 13 function (instruction 153002) to read the jump history 
log. The log uses the first 153002 instruction in an incrementing read 
and the first two 153002 instructions of a decrementing read for 
syncronization. Disregard the results of these instructions. Do not 
allow either return jumps or interrupts at any time during the log 
read-out sequence because the readout uses the program exit stack. To 
re-enable normal program exit stack operation, issue a PSX : 0 function 
(instruction 140002). 

NOTE: Observe the following timing requirements: 

• Allow 4 CPs between consecutive read or write operations to the 
jump history log. Out-of-stack jumps require more than 4 CPs, but 
in-stack relative branches require only 3 CPs. 

• Allow 4 CPs between a turn history log off operation (mode 406) 
and a decrementing read operation (mode 405). 

• Allow 4 CPs between a decrementing read operation (mode 405) and a 
PSX : 13 function (instruction 153002). 

• Allow 8 CPs between consecutive PSX : 13 functions (instruction 
153002). 

INSTRUCTION STACK PARITY TESTING 

Diagnostic modes 410 and 411 test the instruction stack parity 
capability. While mode 410 is in effect, B-register bit 28 selects the 
parity bit (1 = odd parity, 0 = even parity), and B register bits 20 
and 21 equal the even and odd parcel error flags, respectively. Mode 
411 clears the even and odd parcel error flags. 

Mode 410 does not go into effect immediately when the instruction that 
selects mode 410 issues. The next out-of-stack branch enables the mode. 
Mode 410 remains in effect until the next B register instruction is 
issued (42 through 67, 160 through 177). Up to 12 parcels can be fetched 
and written before the B register instruction. The B register 
instruction deactivates mode 410. However, a subsequent out-of-stack 
branch re-enables the mode if it occurs before a mode 410 through 417 
instruction. 

Clearing the B register does not clear accumulator bits 20 and 21 if 
the error latches are set. Diagnostic mode 411 clears the error latches. 

Perform the following sequence to test instruction stack parity: 
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1. Format the instructions to be used in the test into the buffer. 
Allow 16 parcels after the B register instruction for padding of 
the fetch-ahead mechanism. For testing and padding, use the 000 
and 050 instructions because the lower 9 bits are not used. An 
014 instruction allows testing of all 16 bits in a parcel. 

2. Branch out of stack to the buffer to enable write parity. 

3. Issue the test instructions formatted in Step 1. 

4. Issue a B register instruction to stop write parity from using B 
register bit 8. 

5. Issue pad instructions (some of which are written with B register 
bit 8 as their parity). 

6. Clear the B register if an instruction was issued to write to the 
B register. 

7. Read the error flags out of B register bits 20 and 21. 

8. Clear the error flags by issuing a mode 411 instruction. 

9. Issue a branch instruction. 

LOCAL MEMORY SECDED TESTING 

Diagnostic mode channels 412, 413, and 416 test local memory SEeDED 
operation. Mode channel 412 disables the writing of check bits. This 
allows testing of the SECDED hardware by causing SECDED errors on the 
data subsequently read out of local memory. 

Use the following sequence to cause local memory SEeDED errors: 

8-4 

1. Write data into local memory; SECDED circuitry stores check bits 
with the data. 

2. Issue a mode 412 instruction to disable writing of check bits. 

3. Write data into local memory; since Step 2 disabled writing of 
check bits, this data is stored with the check bits of Step 1. 

4. Enable error correction and logging into the B register using 
mode 413. 

5. Read data out of local memory; reading out the data with the 
erroneous check bits causes a SEeDED error. Diagnostic mode 413 
causes the error to be logged in the B register. Table 8-2 shows 
the B-register bit assignments following a mode 413 instruction. 
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SECDED circuitry corrects single-bit errors and detects double-bit errors 
when it is functioning correctly. Errors are logged in the B register. 
B register bits 20 through 24 contain the SECDED syndrome bits, and 
bits 25 through 28 contain the location of the parcel in error. 
Table 8-2 shows the bit assignments. 

Table 8-2. B Register Contents for Diagnostic Mode 413 

Bit Description 

20 Syndrome bit 0 
21 Syndrome bit 1 
22 Syndrome bit 2 
23 Syndrome bit 3 
24 Syndrome bit 4 
2 5 Bank bit 0 
26 Bank bit 1 
27 Section bit 0 
28 Section bit 1 

Mode 416 enters the remaining error information into the B register. 
Table 8-3 shows the bit assignments. Always clear the B register between 
mode 413 and mode 416 instructions. 

Table 8-3. B Register Contents for Diagnostic Mode 416 

Bit Description 

20 Indicates the byte in error: 
o lower byte 
1 = upper byte 

21 Non-correctable error 

22 Always 0 

Diagnostic mode operation replaces the contents of the B register every 
time an error occurs. Therefore, the mode 416 errors match the mode 413 
errors only if no errors occur between the two B register read operations. 
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A m1n1mum of 16 CPs elapse between the error and the time the information 
becomes available in the B register. A single-bit error is available in 
the B register a maximum of 20 CPs after the error. 

Use mode 413 and the B register used to identify an error when running a 
local memory diagnostic program. While operating in mode 413, the B 
register remains empty unless a SECDED error occurs. Clear the B 
register before running the diagnostic. If the B register contains 
anything at the end of the diagnostic, an error occurred. 

Use the following sequence to ensure that mode 413 error information 
matches the mode 416 error information: 

1. Set mode 417. 
2. Read the B register (get 9 bits of information). 
3. Clear B register. 
4. Set mode 416. 
5. Read the B register (get 2 bits of information). 
6. Set mode 417 or 413 and clear the B register. 

Syndrome codes are as follows: 

Syndrome Bit in 
Code Error 

23 0 
31 1 
32 2 
33 3 
34 4 
15 5 
26 6 
07 7 

PROGRAM EXIT STACK PARITY TESTING 

Channel function PSX : 16 provides testing of the program exit stack 
parity circuitry. Parity circuitry maintains 4 parity bits for each 
stack location. A single parity bit corresponds with 4 data bits as 
shown below: 

Data Bits Parity Bit 

2°_2 3 0 
24_27 1 
2 8 _2 11 2 
211 _2 15 3 
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Enable interrupts when testing the exit stack parity circuits. Do not 
perform return jumps while the stack is being tested. 

One way to write the test is as a series of nested loops. Test patterns 
should include data that causes errors and data that does not cause 
errors. 

Force parity bits to l's or O's to force a parity error at a particular 
location on the stack. Verify that when the location is read, it does 
cause a stack error. If the parity circuitry operates correctly, the 
data written into the stack at any location only forces 1 parity bit at a 
time to cause an error. This proves that the associated checking 
circuitry is the circuitry reporting the error. 

Turn off the diagnostic mode and rewrite all tested locations to remove 
any parity errors that may remain in the exit stack. Write random data 
to the stack and read it back to verify that no data-sensitive patterns 
remain. 
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GLOSSARY 

A 

Accumulator 

Accumulator 
channel 

Addend register 

Adder functional 
unit 

B 

B register 

BMC-4, BMC-5 

BIOP 

Buffer memory 

Busy flag 

Bypass mode 

CSM-l000-000 

A 16-bit register that stores operands or results. 

An I/O channel that transfers data into and out of the 
accumulator but does not have direct access to local 
memory. 

A 16-bit register that supplies operands to the adder 
and shifter functional units. 

A hardware section of an lOP that performs addition 
and subtraction. 

A 9-bit register that contains a pointer to an operand 
register, an operand, or an I/O channel address. 

Block multiplexer controller. The BMC-4 or BMC-5 
provides a hardware interface to IBM and 
IBM-compatible peripheral controllers and their 
attached peripheral devices. 

Buffer I/O processor. One of the lOPs in the lOS. It 
performs disk input and output to and from Cray disk 
storage units attached to its channels. 

A random access solid-state memory shared by all lOPs 
in an lOS chassis. 

A l-bit register controlled by the channel interface 
functions. The flag generally sets when function 
execution begins and clears when the function is 
complete. 

A mode of operation in the lOS buffer memory and Cray 
mainframe central memory channels that allows direct 
transfer between buffer memory and central memory. 
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C 

Carry bit 
register 

Central memory 

Channel 
interrupt enable 
flag 

Check bits 

Circular shift 

CP 

CIP register 

D 

d 

Dead dump 

Deadstart 

D~ 

DIOP 

DSU 

G-2 

A I-bit register that holds the carry bit generated in 
the adder or shifter functional units. 

Memory in the Cray mainframe that is shared by all 
central processor units (CPUs) in the mainframe. 

Enables or disables interrupts on a specific channel. 

Five bits generated by SECDED for each byte written 
into local memory and buffer memory. 

A shift operation that causes bits shifted out of the 
shifter to be returned to the opposite side. 

Clock period. A cycle time of 12.5 ns used by the lOS. 

Current instruction parcel register. A register in 
the lOP control section that holds a decoded 
instruction until all issue conditions have been met 
and generates all control signals for the 
instruction. 

The designator field of an instruction. 

A listing from memory taken after a crash or shutdown. 

The sequence of operations required to start an 
operating system program. 

Direct memory access ports and channels. Local memory 
ports and corresponding I/O channels that transfer 
data directly into and out of memory. 

Disk I/O processor. One of the rops in the lOS. It 
performs disk input and output to and from Cray disk 
storage units attached to its channels. 

Disk storage unit. These units store data on magnetic 
disks and are controlled by channel functions from the 
lOP. 
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Done flag 

DP register 

E 
E pointer 

End-off shift 

F 

f 

I 

Instruction 
stack 

lOP 

IDS 

K 

k 

L 

Local memory 
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A l-bit register controlled by the channel interface 
functions. The flag generally clears when function 
execution begins and sets when the function is 
complete. 

Destination pointer register. 
source of the operand register 
of two successive instructions 
operand register. 

This register is the 
pointer for the second 
that use the same 

A 4-bit register that addresses locations in the 
program exit stack. 

A shift operation that causes bits shifted out of the 
shifter to be dropped. 

The function field of an instruction. 

A 32-bit circular buffer that contains instructions 
from local memory that are not yet executed. 

liD processor. A 16-bit processor with its own local 
memory that operates independantly in the IDS. 

liD subsystem. Provides high-capacity data 
communications between the central memory of a Cray 
mainframe and peripheral devices such as data storage 
devices, and front-end computers. The IDS includes 
two to four lOPs and buffer memory. 

The constant field of an instruction. 

A random-access, solid-state memory. Each lOP has its 
own local memory. 

CRAY PROPRIETARY G-3 



M 

Master clear 

MA register 

MIOP 

Monitor program 

N 

NIP register 

a 

Operand 
registers 

P 

P register 

Peripheral 
expander 

Program exit 
stack 

Program exit 
stack flag 

G-4 

An operation that raises the master clear signal to 
the lOP and interrupts the program being executed. 

Memory address register. A 16-bit register that holds 
the address for a read or write local memory reference. 

Master I/O processor. One of the lOPs in the lOS. It 
initializes the contents of buffer memory and 
deadstarts the other processors. 

A common block of instructions that outputs memory 
contents to the maintenance control console (MCC), 
displays interrupt information, and builds memory 
error tables. 

Next instruction parcel register. A 16-bit register 
that holds the instruction before it enters the 
current instruction parcel register. Instruction 
decoding begins in this register .. 

A series of 512 registers that act as storage 
locations for data, as index registers, and as 
indirect memory address registers. 

Program address register. A 16-bit register that 
holds the local memory address of the instruction 
currently waiting to issue in the CIP register. 

Interfaces peripherals such as disk drives, tape 
units, and printer/plotters to one DMA port of the 
MIOP. 

A set of 16 last-in, first-out registers that stores 
return addresses for program subroutine calls and 
interrupt routines. 

Indicates that the program exit stack is empty or 
full, that a parity error occurred in the stack, or 
that the program attempted to read an empty stack 
location. 
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Program fetch 
request flag 

R 

RP register 

RTC 

S 

SECDED 

Shifter 
functional unit 

SSD solid-state 
storage device 

System interrupt 
enable flag 

x 

XIOP 

CSM-IOOO-OOO 

Provides a mechanism for calling the lOP monitor 
program when a new section of program code is required. 

Reference pointer register. This register directly 
addresses an operand register for reading or writing. 

Real-time clock. This is a 17-bit counter/timer that 
interrupts the lOP at 1-ms intervals, and increments 
every CP. 

Single-error correction/double-error detection. A 
method of error detection and correction used in local 
memory and buffer memory. 

A hardware section of an lOP that performs performs 
shifts to the left or right of up to 31 places. 

A device used for temporary data storage. 

Enables or disables interrupts for the entire system. 

Auxiliary I/O processor. One of the lOPs in an lOS. 
Its primary function is to receive and transmit data 
to and from IBM-compatible tape drives through block 
multiplexer controllers. 
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