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DCA-2 CHANNEL ADAPTER 

The DCA-2 disk channel adapter enables the IOS-E to communicate with disk drives. 
Specific disk drives associated with the DCA-2 include the DD-60, and DD-61. Each 
DCA-2 can control up to eight daisy-chained DD-60s, or eight daisy-chained DD-61s. 

Data Transfers 

The DCA-2 transfers data to or from an external device at a rate of 3 Mbytes/s to 50 
Mbytes/s. The DCA-2 operates in a half-duplex mode; that is, data transfers can take 
place on either channel in only one direction at a time. Data between the mainframe and 
the DCA-2 is SECDED protected; data from the DCA-2 to the external device is parity 
protected. Each data transfer between the channel adapter and peripheral device is 1 to 
2,048 words long; each word is 64 bits. 

Channel Signals 

5-22 

Refer to Figure 5-12 for an illustration of the DCA-2 channel signals. The DCA-2 
channel signals and channel signal definitions are provided in the following list. 

Select Out 

Slave In 

Master Out 

Sync In 

Sync Out 

BusA 

Definition 

The Select Out signal is sent from the channel adapter to the 
disk drive. This signal selects a drive and maintains the 
selection. When this line is inactive, the drive releases the Bus 
A line. 

The Slave In signal is sent by the disk drive to the channel 
adapter. This signal acknowledges channel adapter control 
sequences, terminates data transfers, and acknow ledges 
request sequences. 

The Master Out signal is sent from the channel adapter to the 
disk drive. This signal initiates or terminates data transfers, 
request interrupts, request drive interrupts, request transfer 
settings, and resets disk drives. 

The Sync In signal is sent from the disk drive to the channel 
adapter. This signal acknowledges the bus control byte during 
a bus control sequence. The Sync In signal also indicates when 
valid read data is on the bus. 

The Sync Out signal is sent from the channel adapter to the 
disk drive. This signal acknowledges the bus control byte 
during a bus control sequence. The Sync In signal also 
indicates when valid write data is on the bus. 

The channel adapter uses Bus A for data transfers and control 
sequences. Bus A consists of eight data lines and one parity 
line. 
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BusB 

Attention In 

DCA-2 
Channel 
Adapter 

Channel Functions 

Definition 

The channel adapter uses Bus B for data transfers and control 
sequences. Bus B consists of eight data lines and one parity 
line. 

Note: Bus A and Bus B use odd parity. 

The Attention In signal is sent from the external device to the 
channel adapter when a command is complete. 

Select Out 
~ 

Slave In 

Master Out 
,. 

Sync In 

Sync Out External - Device 

Bus A (8 bits + parity) 

- -........ ~ 

Bus B (8 bits + parity) - -
""""'" 

~ 

Attention In 

Figure 5-12. DCA-2 Channel Signals 

Some of the functions have different uses depending on whether the function is issued to 
an even-numbered or an odd-numbered channel. Modifier bits MO through :\13 affect 
some of the functions. Table 5-7 lists the functions and the ways each function can be 
used. . 
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Table 5-7. DCA-2 Disk Channel Functions 

Function Description 

DCA2:0 Clear channel 
M3, M2, M1 = 111: channel adapter master clear 

DCA2:1 Start transfer 
Start input transfer (even channel) 

M2, M1, MO = 001: read status data 
M2, M1, MO = 011: read sequencer program 
M2, M1, MO = 101: read ECC registers 

Start output transfer (odd channel) 
M 1, MO = 00: write control data 
M1, MO = 10: write sequencer program 

DCA2:2 Write 10 parameter 0 (cylinder address) 

DCA2:3 Write 10 parameter 1 (head and sector address) 

DCA2:4 Write transfer count 

OCA2:5 Write starting sequencer address and I register 

OCA2:6 Clear interrupt enable flag 

OCA2:7 Set interrupt enable flag 

DCA2:10 Read local memory address 

DCA2:11 Read inverted parcel count 

DCA2:12 Read status 0 

DCA2:13 Read status 1 

DCA2:14 Write local memory address 

DCA2:15 Write parcel count 

DCA2:16 Write control registers j and k 

DCA2:17 Even channel: write mode select 
Odd channel: write bit stream number 

DCA2:0 - Clear Channel 

This function aborts any transfer in progress and clears the channel busy and done flags. 
If modifier bits Ml, M2, and M3 are set, this function also performs a master clear of the 
chan!lel adapter. 

DCA2: 1 Start Transfer 

5-24 

This function initiates a data transfer from the channel adapter to EIOP local memory, or 
a data transfer from EIOP local memory to the channel adapter. Refer to the following 
subsections for information on the DCA2: 1 input and output transfer functions. 
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DCA2:1 - Start Input Transfer (Even Channel) 

This function initiates a data transfer from the channel adapter to EIOP local memory. 
Functions DCA2:14 and DCA2:15 must be issued before this function to set up the local 
memory address and parcel count. Function DCA2:0 must be issued after this function to 
clear the channel adapter control logic and buffered data. Modifier bits :\II through M3 
must be set for function DCA2:0. 

Modifier bits MO through M2 affect the operation of this function. Bit MO must be 1; this 
causes the channel adapter to use the busy, done, and interrupt flags for the odd channel 
while the lOP control logic uses the flags for the even channel. 

The operation of this function for the three defined combinations of MO through YI3 is 
shown below. 

o o o 

o o 1 

o 1 o 

1 

1 

1 

Operation 

Read status data. This function is used in conjunction with 
a device command. It works similarly to function DCA2:5, 
except that data is transferred to local memory. When this 
function issues, the accumulator must contain the 
sequencer starting address and a value for the i register 
(the i register loads commands sent to a drive). Refer to 
function DCA2:5 for the accumulator format. 

Read sequencer program. This function transfers the 
contents of the sequencer RAM 0,024 words X 32 bits) 
from the channel adapter to local memory. Bits 216 

through 231 of a word are transferred first, followed by bits 
2° through 215. 

Read error correction code (ECC) registers. This function 
transfers the contents of eight 4-byte ECC registers to local 
memory. 

DCA2: 1 c Start Output Transfer (Odd Channel) 

This function initiates a data transfer to the channel adapter from lOP local memory. 
Functions DCA2:14 and DCA2:15 must be issued before and after this function to set up 
the local memory address and parcel count. Function DCA2:0 must be issued after this 
function to clear the channel adapter control logic and buffered data. Modifier bits :\11 
through M3 must be set for function DCA2:0. 

Modifier bits MO and M1 affect the operation of this function. Bit MO must be 0; this 
causes the channel adapter to use the busy, done, and interrupt flags for the even channel 
while the lOP DMA control logic uses the flags for the odd channel. Using both sets of 
flags allows the interface to be monitored separately from the DMA channel. 
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The operation of this function for both defined combinations of MO through M3 is shown 
below: 

o o o 

o o 1 

o 

o 

Operation 

Write control data. This function is used in conjunction 
with a device command. It works similarly to function 
DCA2:5, except that data is transferred from local 
memory., When this function issues, the accumulator must 
contain the sequencer starting address and a value for the i 
register; refer to function DCA2:5 for the accumulator 
format. 

Write sequencer program. This function transfers local 
memory data to the sequencer RAM (1,024 words X 32 
bits). Bits 216 through 231 of a word are transferred first, 
followed by bits 2° through 215. 

OCA2:2 - Write 10 Parameter 0 

This function transfers the cylinder address (ID parameter 0) from the accumulator to the 
cylinder address register. (lD parameter 0 is bytes 2 and 3 of the sector ID field.) Refer to 
Figure 5-13 for the DCA2:2 Parameter 0 format. 

c C C C C C C C C C. C C C C C C 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

C = Cylinder Address (0-50628) 

Figure 5-13. DCA2:2 Parameter 0 

OCA2:3 - Write 10 Parameter 1 

This function transfers the accumulator contents to ID parameter 1: the sector address, 
head group number, and 3 control bits. (lD parameter 1 is bytes 4 and 5 of the sector ID 
field.) Refer to Figure 5-14 for the DCA2:3 Parameter 1 format. 

OCA2:4 - Write Transfer Count 

5-26 

This function uses the accumulator contents as the parcel count for a data transfer. The 
transfer count for a DD-60 disk storage unit is 201548 (8,300) parcels. Refer to Table 5-8 
for the octal and decimal transfer counts for the DCA2:4 function. 
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215 214 213 212 2" 2'0 29 28 27 26 25 24 23 22 2' 20 

x X WP RP X G4 -------••• ---.-.-•••. - GO S5 -------.--.-----------.-- SO 

L Sector A ddress 
- Read Protect 

....... Head Group Number 

""- Wnte Protect 
x = Not Used 

Figure 5-14. DCA2:3 Parameter 1 

Table 5-8. DCA2:4 Function Transfer Counts 

Parcel Octal Decimal 

Data parcels 20000 8192 

ID parcels 24 20 

ECG parcels 20. 16 

Defect parcels 110 72 

DCA2:5 - Write Starting Sequencer Address and i Register 

This function uses the accumulator contents as two fields for the channel adapter. Bits 2° 
through 26 are the sequence starting address. Bits 28 through 215 are transmitted to the i 
register, which is used for a device address or a bus control code depending on the 
instruction sequence. (The device address specifies which device the data is going to, and 
the bus control code specifies which operation is taking place.) Bit 27 is not used. Refer to 
Figure 5-15 for the DCA2:5 control parcel. 

215 214 213 212 2'1 210 29 28 27 26 25 24 23 22 21 20 

i7 ----.--------------.------.------.------------------- iO X 56 ---------------------------------- SO 

x = Not Used 

GSM-1 01 0-000 

'- i Register Data 

Figure 5-15. DCA2:5 Control Parcel 

Gray Research Private 

__ Sequencer 
Starting Address 
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DCA2:6 - Clear Interrupt Enable Flag 

This function clears the channel interrupt enable flag. 

DCA2:7 - Set Interrupt Enable Flag 

This function sets the channel interrupt enable flag. 

DCA2: 1 0 - Read Local Memory Address 

This function transfers the contents of the EIOP local memory address register to the 
accumulator. 

DCA2: 11 - Read Inverted Parcel Count 

This function transfers the inverted contents of the parcel count register to the 
accumulator. To obtain the correct parcel count, subtract the accumulator contents from 
1777778• 

DCA2: 12 - Read Status 0 

This function transmits 1 of 4 status parcels to the accumulator. The contents of 
accumulator bits 2° and 21 when the function issues determines which status parcel is 
returned. Refer to Table 5-9 which details the 4 status parcels. 

The even and odd channels return separate status parcels, except for the input tags 
(Attn-In, Slave-In, and Sync-In). Each successive DCA2: 12 function returns a new set of 
input tags. 

DCA2: 13 - Read Status 1 

This function transmits 1 of 4 status parcels to the accumulator. The contents of 
. accumulator bits 2° and 21, when the function issues, determines which status parcel is 
returned. Refer to Table 5-10 for descriptions of the four status parcels. 

The even and odd channels return separate status parcels for the ending status, initial 
status, and ID parameter 1 (head and sector). The even and odd channels return a 
common status parcel for ID parameter 0 (cylinder). 

DCA2: 14 - Write Starting Address 

This function transfers the contents of the accumulator to the local memory address 
register. 

DCA2: 15 - Write Parcel Count 

This function transfers the contents of the accumulator to the parcel count register. 
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Table 5-9. DCA2:12 Status Parcels 

Accumulator Bits 21 and 20 

Bit 

Bits = 00 (binary) Bits = 01 (binary) Bits = 10 (binary) Bits = 11 (binary) 

20 Channel adapter status 0 Syndrome bit 0 Transfer count 20 Attn-in 

21 Channel adapter status 1 Syndrome bit 1 Transfer count 2' Attn-out 

22 Channel adapter status 2 Syndrome bit 2 Transfer count 22 Sync-in 

23 Channel adapter status 3 Syndrome bit 3 Transfer count 23 Not used 

24 Channel adapter status 4 Syndrome bit 4 Transfer count 24 Select out 

25 Channel adapter status 5 Syndrome bit 5 Transfer count 25 Master out 

26 Channel adapter status 6 Syndrome bit 6 Transfer count 26 Sync-out 

27 Channel adapter status 7 Syndrome bit 7 Transfer count 27 Not used 

28 Single-bit SECDED error Single-bit error count 20 Transfer count 28 Not used 

29 Double-bit SECDED error Single-bit error count 2' Transfer count 29 Not used 

210 Voltage fault -4.5 V Single-bit error count 22 Transfer count 210 Not used 

211 Voltage fault + 5.0 V Single-bit error count 23 Transfer count 211 Not used 

212 Sequencer parity error 0 Double-bit error count 20 Transfer count 212 Not used 

213 Sequencer parity error 1 Double-bit error count 21 Transfer count 213 . Not used 

214 Sequencer parity error 2 Double-bit error count 22 Transfer count 214 Not used 

215 Sequencer parity error 3 Double-bit error count 23 t Transfer count 215 Not used 

t The double-bit error count stops at 17 s. 

DCA2:16 - Write Control Registers J and k 

This function uses the accumulator contents as two fields for the channel adapter. Bits 2° 
through 27 are transmitted to the j register. Bits 28 through 215 are transmitted to the k 
register. Refer to Figure 5-16 for the DCA2:16 control register bits format. 

The sequencer stores bus control commands in the j and k registers; they are used for bus 
A output and bus control codes or for bus A or bus B information octets. 
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Table 5-10. DCA2:13 Status Parcels 

Accumulator Bits 21 and 20 

Bit 

Bits = 00 (binary) Bits = 01 (binary) Bits = 10 (binary) Bits = 11 (binary) 

20 Ending status 0 I D parameter 0 bit 0 ID parameter 1 bit 0 Not used 

21 Ending status 1 ID parameter 0 bit 1 I D parameter 1 bit 1 Not used 

22 Ending status 2 ID parameter 0 bit 2 I D parameter 1 bit 2 Not used 

23 Ending status 3 ID parameter 0 bit 3 ID parameter 1 bit 3 Not used 

24 Ending status 4 ID parameter 0 bit 4 ID parameter 1 bit 4 Not used 

25 Ending status 5 ID parameter 0 bit 5 ID parameter 1 bit 5 Not used 

26 Ending status 6 10 parameter 0 bit 6· I D parameter 1. bit 6 Not used 

27 Ending status 7 ID parameter 0 bit 7 I D parameter 1 bit 7 Not used 

28 Initial status 0 ID parameter 0 bit 8 ID parameter 1 bit 8 Not used 

29 Initial status 1 ID parameter 0 bit 9 ID parameter 1 bit 9 Not used 

210 Initial status 2 I D parameter 0 bit 1 0 ID parameter 1 bit 10 Not used 

211 Initial status 3 ID parameter 0 bit 11 10 parameter 1 bit 11 Not used 

212 Initial status 4 ID parameter 0 bit 12 I D parameter 1 bit 12 Not used 

213 Initial status 5 ID parameter 0 bit 13 ID parameter 1 bit 13 Not- used 

214 Initial status 6 I D parameter 0 bit 14 ID parameter 1 bit 14 Not used 

215 Initial status 7 ID parameter 0 bit 15 ID parameter 1 bit 15 Not used 

215 214 213 212 211 210 29 28 27 26 25 24 23 22 21 20 

k Register Data j Register Data 

Figure 5-16. DCA2:16 Control Register Bits 

DCA2:17· Write Mode Select 
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This function transmits the lower byte of the accumulator to the mode select register, or 
the lower byte of the accumulator to the bit stream register in the sequencer. Refer to the 
following subsections for information on the DCA2: 17 write mode select for the even and 
odd channels. 
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DCA2: 17 - Write Mode Select (Even Channel) 

This function transmits bits 20 through 27 of the accumulator to the mode select register 
in the sequencer. Bits 28 through 215 are not used. The 8 mode bits can be altered for 
any function sequence. Refer to Figure 5-17 for the DCA2:17 (even channel) write mode 
select bits. 

2 15 214 213 212 211 2 10 2 9 28 27 26 25 24 23 22 21 20 

Not Used Mode Select 

Figure 5-17. DCA2:17 (Even Channel) Write Mode Select Bits 

DCA2:17 - Write Mode Select (Odd Channel) 

This function transmits bits 2° through 27 of the accumulator to the bit stream number 
register. Bits 29 through 215 are not used. Refer to Figure 5-18 for the DCA2:17 (odd 

. channel) bit stream select bits. 

A bit that is set causes that bit of the A bus and B bus to be replaced with a bit stream 
calculated by summing the parity stream data with the other seven data streams. This 
function can be used after a head, head preamp, read circuit, or write circuit failure 
within the disk drive. Refer to the appropriate disk manual for information on these 
failures. 

2 15 214 213 212 2 1' 210 

Not Used Bit Stream Select 

Figure 5-18. DCA2:17 (Odd Channel) Bit Stream Select Bits 
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HCA-3 AND HCA-4 CHANNEL ADAPTERS 

Definitions 

5-32 

The HCA-3 and HCA-4 channel adapters are the IOS-E implementation of the High 
Performance Parallel Interface (HIPPI), a preliminary ANSI-standard communication 
channel optimized for large block transfers. The RCA-3 is the input channel, and the 
HCA-4 is the output channel. 

HIPPI provides high-speed data transfers over long distances, using either a 32-bit or 64-
bit data bus. With a 32-bit data bus, the peak transfer rate is 100 Mbytes/s; a single 50-
pair cable (cable A) contains all the data and control lines. Increasing the bus width to 
64 bits doubles the peak transfer rate to 200 Mbytes/s but requires the addition of a 
second 50-pair cable (cable B). 

The HIPPI specification limits the maximum distance between two devices to 82 ft 
(25 m). However, the distance can be greatly increased by using a passive (nonbuffering) 
extender, such as a fiber-optic link. A look-ahead control protocol minimizes the effect of 
propagation delays and allows sustained transfer rates to approach the peak transfer 
rates at distances up to 37 miles (60 km). 

The following definitions are used in the RIPPI protocol description. 

Source 

Destination 

Word 

Ralfword 

Packet 

Definition 

The transmitting device on a RIPPI channel; in the 10S-E, an 
RCA-4 channel adapter. . 

The receiving device on an RIPPI channel; in the IOS-E, an 
HCA-3 channel adapter. 

A 64-bit unit of information. In a HIPPI channel operating at 
200 Mbytesls (64-bit data bus), each burst consists offrom 1 to 
256 words. 

Note: This definition is provided for consistency with Cray 
Research conventions. It does not agree with the definition 
provided in the RIPPI specification. 

A 32-bit unit of information. In a HIPPI channel operating at 
100 Mbytes/s (32-bit data bus), each burst consists of from 1 to 
256 halfwords. 

Note: This definition is provided for consistency with Cray 
Research conventions. It is not part of the RIPPI specification. 

A data set sent from a source to a destination. Each packet 
consists of one or more bursts. 

Note: This packet is not the same as, and should not be 
confused with UNICOS I/O request packets sent to the lOS-E. 
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Burst 

Short burst 

Connection 

I field 

LLRC 

HIPPI Signals 

Definition 

A group of from 1 to 256 halfwords (lOO-Mbyte/s mode) or from 
1 to 256 words (200-Mbyte/s mode). Each packet contains one 
or more bursts. 

A burst containing less than 256 halfwords or words. There 
can be only one short burst in each packet; the short burst 
must be either the first or last burst of the packet. 

The condition of a HIPPI channel when data transfers from 
source to destination are possible. 

A 32-bit information field that is sent from a source to a 
destination when a connection is established. The contents of 
the I field are not defined by the HIPPI specification. 

Note: In the IOS-E implementation, the I field is 64 bits wide 
in 200-Mbyte/s mode; the upper 32 bits are used only for 
diagnostic purposes. 

Lengthllongitudinal redundancy checkword (LLRC), is a 
half word or a word transmitted on the data bus immediately 
after each burst. The LLRC provides a data integrity check 
and verifies that the number ofhalfwordlwords received is the 
same as the number ofhalfwordslwords transmitted. 

Refer to Figure 5-19 for an illustration of the HIPPI channel signals. Each signal is 
defined in the following list: 

Request 

Connect 

Data 

Parity 

CSM-1 01 0-000 

Definition 

The source sets the Request signal to indicate a connection is 
requested; the Request signal remains set for the duration of 
the connection. The Request signal clears when the source 
drops the connection or when the Connect signal clears. 

The destination sets the Connect signal in response to a 
Request signal to indicate that the connection has been m~de. 
The destination clears the Connect signal to drop the 
connection. The destination can also set the Connect signal 
momentarily, then clear it, to reject the connection. 

The data bus consists of either 32 or 64 bits. 

There is an odd parity bit for each byte on the data bus. 
Therefore, there are either 4 or 8 parity bits. 
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Ready 

Packet 

Clock 

Interconnect 

~ 

Source ~ -

--
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Definition 

The destination sets the Ready signal one time for each burst it 
can accept from the source. Using a look-ahead feature, the 
destination can send multiple (up to 63) Ready signals to 
indicate that it can receive multiple bursts. 

The source sets the Packet signal before the beginning of each 
burst and clears the Burst signal at the end of the burst. 

The source transmits a 25-MHz (40-ns clock period) symmetric 
signal. 

The source and destination transmit one or two Interconnect 
signals to each other to indicate that they are connected and 
powered up. For 100-Mbyte/s operation, only one signal 
(interconnect A) in each direction is used. For 200-Mbyte/s 
operation, two signals (interconnect A and interconnect B) are 
used in each direction. 

Request 
~ 

Connect 

Data (32/64) 
.... -

Parity (4/8) 

Ready 
Destination 

Packet ... -
Burst 

Clock 

Interconnect S-to-D (i) 
.... -

Interconnect D-to-S (i) 

Figure 5-19. HIPPI Signals 
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HIPPI Protocol 

A typical data transfer uses these signals as follows: 

1. The source places the I field on the data bus and sets the Request signal to 
initiate a connection. 

2. The destination reads the I field from the data bus and sets the connect signal to 
complete the connection. 

3. The destination sets the Ready signal once for each burst it can receive. 
Throughout the transfer, the destination repeatedly sets Ready. 

4. The source sets the Packet signal to indicate the beginning of a packet. 

5. The source sets the Burst signal to indicate the beginning of a burst. 

6. The source transfers a burst of data to the destination at a rate of 1 halfword or 
word per clock period. Delays are not permitted during the burst. 

7. The source clears the Burst signal to indicate the end of the burst. 

8. The source sends the LLRC to the destination on the clock period following the 
last halfwordlword of the burst. 

9. Steps 5 through 8 are repeated for each burst in the packet. Delays may occur 
between bursts. 

10. The source clears the Packet signal to indicate the end of the packet. 

11. Steps 4 through 10 are repeated for each packet. 

12. The source clears the Request signal to terminate the connection. 

13. The destination clears the Connect signal. 

HCA·3 . Channel Adapter Operation 

The HCA-3 channel adapter is a HIPPI destination (input channel), transferring data 
from an external device to the VO buffer. The HCA-3 can receive up to 32,768 words in a 
single channel activation. All activations are for an integral number of full bursts. 

The HCA-3 can use either VO buffer pointer a or pointer b for the buffer address during a 
transfer. Of the two lOP channels associated with an HCA-3, the even channel controls 
transfers using pointer a; the odd channel controls transfers using pointer b. 

In the 100-Mbyte/s mode, the HCA-3 assembles two successive halfwords received from 
the channel into a single word for the VO buffer. The first half word corresponds to bits 
232 through 263 of the buffer word; the second half word corresponds to bits 20 through 231. 
If the HCA-3 receives a burst with an odd number of halfwords, it clears bits 20 through 
231 of the final buffer word. 
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Several HCA-3 channel functions require the programmer to specify the pointer (channel 
number bit 20) in modifier bit MO (d field or B register bit 25). For example, if an HCA-3 
is connected to channels 30 and 31, pointer a is specified by issuing a channel function 
with d fieldiB register set to 308; pointer b is specified by setting the d field/B register to 
718. Modifier bits Ml through M3 are not used by any HCA-3 channel function. 

A feature called activation stacking allows successive channel transfers to proceed 
without a delay for the channel to be reprogrammed between transfers. To use activation 
stacking, the transfers must alternate between the two buffer pointers (for example, 
pointer a for the first activation, pointer b for the second, pointer a for the third, etc.). 
Activate the first transfer using pointer a, and then activate the second transfer using 
pointer b. The first transfer starts immediately, and the second transfer starts when the 
first transfer is completed. The third transfer can be initiated (using pointer a) while the 
second transfer is in progress and automatically starts when the second transfer is 
completed. This process can be continued until all data is transferred. 

In addition to the busy and done flags used by all channels, each HCA-3 channel has an 
activation stacked flag which indicates a transfer waiting to start. If a channel is 
activated when the other channel is busy, the activation stacked flag sets until the 
transfer can begin. Then the activation stacked flag clears, the busy flag sets, and the 
transfer proceeds. 

The HCA-3 generates an interrupt request when any of several conditions occurs. (The 
cause of the interrupt request can be determined by reading a status parcel. Refer to 
function HCA3:12). Two conditions are called data interrupts. 

• The halfword count decrements to O. (Refer to function HCA3:5). This is the 
only interrupt condition that sets the done flag. 

• The source clears the Packet signal, indicating the end of a packet. 

The HCA-3 can store up to 63 successive interrupt requests caused by the above 
conditions. Along with each interrupt request, the HCA-3 stores the packet status 
(reason for interrupt: halfword count equal to 0 or packet end) and the packet length. 
The packet status and the packet length are parity protected. Refer to function HCA3: 12 
for more read status and packet length information. 

Other conditions are called nondata interrupts. 

• The source requests or ends a connection. 

• A burst is received that was not enabled for a Ready signal (buffer overrun). 

• The incoming interconnect-A signal changes state. 

• The incoming interconnect-B signal changes state (200-Mbyte/s mode only). 

No packet status or packet length is saved for these conditions. 

Refer to Table 5-11 for the HCA-3 channel functions. 
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Table 5-11. HCA-3 Channel Functions 

Function Description 

HCA3:0 Clear channel 

HCA3:4 Accept/reject connection or reset channel 

HCA3:5 Write halfword count and activate channel 

HCA3:6 Clear interrupt enable flag 

HCA3:7 Set interrupt enable flag 

HCA3:12 Read status or packet length 

HCA3:13 Read I field or packet length 

HCA3:17 Write modes 

HCA3:0 - Clear Channel 

This function clears the channel busy, done, and activation stacked flags. This function 
uses modifier bit MO. 

HCA3:4 - Accept/Reject Connection or Reset Channel 

Refer to Figure 5-20 for an illustration of the HCA3:4 control parcel. The function uses 
accumulator bits 20 through 22 to control operation of the channel. Bit 20 causes the 
HCA-3 to accept a connection from the source. It sets the Connection signal. Bit 21 
causes the HCA-3 to reject a connection. It sets the Connection signal momentarily, and 
then clears it. Bit 22 causes the HCA-3 to abort a connection. The following items are 
cleared: 

• The Connect signal 
• The busy, done, and all error flags for both channels 
• All current and pending interrupt requests for both channels 

This function uses modifier bit MO. 

HCA3:5 - Write Halfword Count and Activate Channel 

This function uses the accumulator contents as the half word count for the transfer. The 
channel is always activated to accept an integral number of bursts. Therefore, in 100-
Mbyte/s mode, the halfword count is assumed to be a multiple of 256; accumulator bits 20 
through 27 are ignored. In 200-Mbyte/s mode, accumulator bits 20 through 28 are 
ignored. An accumulator value of 0 causes a transfer of 65,536 halfwords (32,768 words). 
This function uses modifier bit MO. 
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215 22 

Not Used 

Reset Channel 
J 

Reject Connection 

Acce t Connection p 

Figure 5-20. HCA3:4 Control Parcel 

If no transfer using the other buffer pointer is in progress, this function starts a transfer 
immediately. If a transfer using the other pointer is in progress, the transfer is delayed 
(stacked) until the other transfer completes. 

The HCA-3 uses activation stacking. This feature allows the channel to continuously 
receive data. 

HCA3:6 - Clear Interrupt Enable Flag 

This function clears the channel interrupt enable flag. This function uses modifier bit 
MO. 

HCA3:7 - Set Interrupt Enable Flag 

This function sets the channel interrupt enable flag. This function uses modifier bit MO. 

HCA3: 12 - Read Status or Packet Length 

5-38 

This function transmits one of three status parcels to the accumulator. The contents of 
accumulator bits 20 and 21 when the function issues determines which status parcel is 
returned. Refer to Table 5-12 for descriptions of the three parcels. Modifier bit MO is not 
used. 

If accumulator bits 20 and 21 are O's, this function transmits 15 status bits to the 
accumulator. Some of these bits indicate the cause of the most recent interrupt request, 
while other bits provide general status and error information. 

If accumulator bit 20 is 1 and bit 21 is 0, this function transfers the packet length (in 
halfwords) to the accumulator. If the interrupt was caused by a packet end, this function 
returns the actual packet length. If the interrupt was caused by the transfer length 
decrementing to 0, HCA3:12 returns the number of halfwords received since the 
beginning of the packet. 

Note: The packet length must be read once each time the channel status parcel indicates 
an interrupt request caused by the halfword count decrementing to 0 or by a packet end. 
The packet length must not be read at any other time. 

Cray Research Private CSM-1 01 0-000 



lOS Model E System Programmer Reference Manual Channel Adapters 

Table 5-12. HCA3:12 Status Parcels 

Accumulator Bits 21 and 20 

Bit 

Bits = 00 (binary) Bits = 01 (binary) Bits = 10 or 11 (binary) 

20 Connection requested interrupt Packet length bit 20 Interconnect-A signal in 

21 Connection ended interrupt Packet length bit 21 Interconnect-B signal in 

22 Half-word count decremented to 0 Packet length bit 22 Request signal in 
interrupt 

23 Packet end interrupt Packet length bit 23 Connect signal out 

24 Packet status parity error Packet length bit 24 Not used 

2 5 Packet length parity error Packet length bit 25 Not used 

26 Data parity error, or LLRC parity error Packet length bit 26 Not used 

27 LLRC error Packet length bit 27 Not used 

28 Initial short burst Packet length bit 2 8 Not used 

29 Buffer overrun interrupt Packet length bit 29 Not used 

2 10 Sequence error t Packet length bit 2 10 Not used 

211 First burst of packet received interrupt * Packet length bit 2'1 Not used 

212 Interconnect transition interrupt Packet length bit 212 Not~~sed 

213 Not used Packet length bit 2 13 Not used 

214 Illegal burst length Packet length bit 214 Not used 

2 15 Activation stacked Packet length bit 2 15 Not used 

t This indicates that the Request signal is dropping during a packet or a Packet Signal is dropping during a burst. + Refer to function HCA3:17. 

If accumulator bit 21 is a 1, this function transmits 4 status bits to the accumulator. 
These bits indicate the state of the Interconnect, Request, and Connect signals. 

HCA3: 13 - Read I Field or Packet Length 

This function transfers 16 bits of the LLRC error code or I field to the accumulator. (The 
LLRC error code is the exclusive OR of the expected and actual LLRCs.) Accumulator 
bits 20 through 22 determine which bits are transferred. Table 5-13 shows which bits are 
read. Modifier bit MO is not used. 
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Table 5-13. HCA3:13 Status Parcel 

Accumulator Bits 
22 through 20 Result 

(binary) 

000 LLRC error code bits 20 through 2'5 

001 LLRC error code bits 2 16 through 231 

010 LLRC error code bits 232 through 247 

011 LLRC error code bits 248 through 263 

100 I field bits 20 through 215 

101 I field bits 2 16 through 231 

110 I field bits 232 through 247 

111 I field bits 248 through 263 

HeA3: 17 - Write Modes 

5-40 

This function uses accumulator bits 20 through 23 to select four diagnostic modes. Refer 
to Figure 5-21 for an illustration of the HCA3:17 control parcel. 

Bit 20 decrements the count of Ready signals that have been sent to the destination. This 
bit can be used to force buffer overrun errors. ~ . 

Bit 21 causes the parity bit stored with each packet status to be inverted before it is 
stored. When the packet statu~ is read, a parity error occurs. 

Bit 22 causes the incoming interconnect-B signal to be treated as false, regardless of its 
actual state. The outgoing interconnect-B signal is not affected. This function must not 
be used during a connection. 

Bit 23 generates an interrupt request when the first burst of a packet is received and 
stored in the UO buffer. This interrupt request is cleared by reading the status register 
(function HCA:12 with accumulator equal to 0). If a data interrupt occurs after a first­
burst interrupt but before the status register is read, the data interrupt replaces the first­
burst interrupt. 
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215 

Not Used 

Interrupt on First Burst I 
Disable 200-Mbyte/s Mode 

Force Status Parity Error 

Decrement Ready Count 

Figure 5-21. HCA3:17 Control Parcel 

HCA-4 - Channel Adapter Operation 

The HCA-4 channel adapter is an HIPPI source (output channen, transferring data from 
the 110 buffer to an external device. The HCA-4 can transmit up to 32,768 words in a 
single channel activation. 

The HCA-4 can use either 1/0 buffer pointer a or pointer b for the buffer address during a 
transfer. Of the two lOP channels associated with an HCA-4, the even channel controls 
transfers using pointer a; the odd channel controls transfers using pointer b. 

In 100-Mbyte/s mode, the HCA-4 disassembles each word from the I/O buffer into two 
halfwords for the channel. The first halfword corresponds to bits 232 through 263 of the 
buffer word; the second half word corresponds to bits 20 through 231. If the HCA-4 
transmits a packet with an odd number of halfwords, it ignores bits 20 through 231 of the 
final buffer word. 

Several HCA-4 channel functions require the programmer to specify the pointer (channel 
number bit 20) in modifier bit MO (d field or B register bit 25). For example, if an HCA-4 
is connected to channels 30 and 31, pointer a is specified by issuing a channel function 
with d field/B register set to 308; pointer B is specified by setting the d field/B register to 
718. Modifier bits M1 through M3 are not used by any HCA-4 channel function. 

A feature called activation stacking allows successive channel transfers to proceed 
without a delay for the channel to be reprogrammed between transfers. To use activation 
stacking, the transfers must alternate between the two buffer pointers (for example, 
pointer a for the first activation, pointer b for the second, pointer a for the third, etc.). 
Activate the first transfer using pointer a, then activate the second transfer using pointer 
b. The first transfer starts immediately, and the second transfer starts when the first 
transfer is completed. The third transfer can be initiated (using pointer a) while the 
second transfer is in progress and automatically starts when the second transfer 
completes. This process can be continued until all data is transferred. 

In addition to the busy and done flags used by all channels, each HCA-4 channel has an 
activation stacked flag which indicates a transfer waiting to start. If a channel is 
activated when the other channel is busy, the activation stacked flag sets until the 
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transfer can begin. Then the activation stacked flag clears, the busy flag sets, and the 
transfer proceeds. 

Normally, each channel activation is treated as a separate HIPPI packet; the Packet 
signal sets at the beginning of the activation and clears at the end of the activation, even 
if another activation is stacked. However, multiple activations can be treated as a single 
packet by forcing the Packet signal to remain set between activations. 

If the Packet signal is forced to remain set between activations, it must be cleared after 
the final activation of the packet. There are two ways to do this: 

• Wait until all activations have completed, then force the Packet signal to clear. 

• Restore normal operation of the Packet signal1?efore initiating the final 
activation. When the final activation completes, the Packet signal 
automatically clears. 

The HCA-4 generates an interrupt request when any of several conditions occurs: 

• The halfword count decrements to O. This condition indicates a completed 
acti vation and sets the done flag. 

• The destination accepts, rejects, or aborts a connection. 

• The destination clears the Connect signal when the Request signal is not active 
(connection ended condition). 

• The incoming interconnect-A signal changes state. 

• The incoming interconnect-B signal changes state (200-Mbyte/s mode only). 

Refer to Table 5-14 for the HCA-4 channel functions. 
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Table 5-14. HCA-4 Channel Functions 

Function Description 

HCA4:0 Clear channel 

HCA4:2 Write lower I field 

HCA4:3 Write upper I field 

HCA4:4 Control channel operation 

HCA4:5 Write halfword count and activate channel 

HCA4:6 Clear interrupt enable flag 

HCA4:7 Set interrupt enable flag 

HCA4:12 Read halfword count or status 

HCA4:13 Read error code 

HCA4:17 Write diagnostics modes 
) 

HCA4:0 - Clear Channel 

This function clears the channel busy, done, and activation stacked flags. Modifier bit 
MO determines which channel is affected. 

HCA4:2 - Write· Lower I Field 

This function performs two different functions, depending on the operating mode (refer to 
function HCA4: 17). Modifier bit MO is not used for this function. 

• In normal operation, this function transfers the accumulator contents to bits 20 

through 215 of the I field. 

• In LLRC diagnostic mode or forced parity mode, this function transfers the 
accumulator contents to bits 232 through 247 of the I field. 

HCA4:3 - Write Upper I Field 

This function performs two different functions, depending on the operating mode (refer to 
function HCA4: 17). 

CSM-1010-000 

• In normal operation, it transfers the accumulator contents to bits 216 through 
231 of the I field. 

• In LLRC diagnostic mode or forced parity mode, it transfers the accumulator 
contents to bits 248 through 263 of the I field. 
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HCA4:4 - Control Channel Operation 

The function uses accumulator bits 20 through 23 and 28 to control operation of the 
channel. Refer to Figure 5-22 for an illustration of the HCA4:4 control parcel. 

Bit 20 causes the HCA-4 to request a connection to the destination device. It sets the 
Request signal and waits for a response from the destination. 

Bit 21 causes the HCA-4 to terminate a connection. It clears the. Request signal. 

Bit 22 causes the HCA-4 to reset the channel. The following items are cleared: 

• The Request signal 
• The busy, done, and all error flags for both channels 
• Interrupt requests for both channels 
• Single-bit and double-bit error counts 

Bit 23 forces the Packet signal to clear. Set this bit after the final activation in a 
multiple-activation packet. 

Bit 28 prevents the Packet signal from clearing between activations. Set this bit to 
transmit a multiple-activation packet. 

Modifier bit MO determines which channel is affected by bit 28; it does not affect bits 20 
through 23. 

24 23 2' 

Not Used Not Used 

Suppress Packet End ~ 
Force Packet End 

Reset Channel 

End Connection 

R equest Connection 

Figure 5-22. HCA4:4 Control Parcel 

HCA4:5 - Write Halfword Count and Activate Channel 

5-44 

This function uses the accumulator contents as the halfword count for the transfer. (In 
200-Mbyte/s mode, all transfers contain an even number of half words; accumulator bit 20 
is ignored.) An accumulator value of 0 causes a transfer of 65,536 halfwords (32,768 
words). Modifier bit MO determines which buffer pointer is used. 
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If no transfer using the other buffer pointer is in progress, this function starts a transfer 
immediately. If a transfer using the other pointer is in progress, the transfer is delayed 
(stacked) until the other transfer completes. 

HCA4:6 - Clear Interrupt Enable Flag 

This function clears the channel interrupt enable flag. Modifier bit MO determines which 
channel is affected. 

HCA4:7 - Set Interrupt Enable Flag 

This function clears the channel interrupt enable flag. Modifier bit MO determines which 
channel is affected. 

HCA4: 12 - Read Halfword Count or Status 

This function performs either of two operations, depending on the value of aacumulator 
bit 20. Modifier bit MO is not used. 

If accumulator bit 20 is 0, this function transfers the contents of the channel status 
register to the accumulator. Bits 20 through 24, 27 and 215 indicate the cause of the most 
recent interrupt. Bits 25,26, 28, and 29 provide general status information, and bits 210 
through 214 indicate the state of channel signals. 

Table 5-15 lists the function of each bit. If accumulator bit 20 is 1, this function transfers 
the halfword count to the accumulator. 

HCA4: 13 - Read Error Code 

This function transfers the contents of the SECDED error code register to the 
accumulator. Figure 5-23 shows the format of this register. Modifier bit MO is not used. 

Bits 20 through 27 are the syndrome of the first single-bit error. If no single-bit error has 
occurred, the syndrome corresponds to the most recent double-bit error. If no errors of 
either type have occurred, the syndrome is O. 

Bits 28 through 211 and 212 through 215 are the number of single-bit and double-bit errors 
that have occurred. 

The syndrome and counters are cleared each time this function is used. They can also be 
cleared by resetting the channel. (Refer to function HCA4:4.) 

HCA4: 17 - Write Diagnostics Modes 

This function uses accumulator bits 20 through 22 to select three diagnostic modes. 
Figure 5-24 shows the function of these accumulator bits. 
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The LLRC diagnostics mode causes the I field to replace the LLRC transmitted at the end 
of each burst. In 200-Mbyte/s mode, it also causes functions HCA4:2 and HCA4:3 to write 
to bits 232 through 263 of the I field. 

The forced parity mode causes I-field bits to replace the parity bits transmitted with each 
halfword or word. Table 5-16 shows the source of each parity bit in this mode. 

The disable 200-Mbyte/s mode causes the incoming Interconnect-B signal to be treated as 
false, regardless of its actual state. The outgoing Interconnect-B signal is not affected. 
This function must not be used during a connection. 

Table 5-15. HCA4:12 Status Parcel 

Accumulator Bit Description 

20 Connection accepted interrupt t 

21 Connection rejected interrupt 

22 Connection aborted interrupt 

2 3 Transfer completed (pointer a) interrupt 

24 Transfer completed (pointer b) interrupt 

25 Activation stacked (pointe,r a) 

2 6 Activation stacked (pointer b) 

27 Connection ended interrupt 

28 SECDED error 

29 Buffer available in destination 

2 10 Interconnect-A signal in 

211 Interconnect-B signal in 

212 Request signal out 

2 13 Connect signal in 

214 Packet signal out 

215 Interconnect transition interrupt 

t Occurs when either of the following conditions occurs: the Connect signal sets 
and remains set for 16 HIPPI clock periods; the Connect signal sets, and then 
the Ready signal sets. 
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Count 

215 

Parity Bit 

I Field Bit 
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212 211 

Double-bit 
Error Count Syndrome 

Figure 5-23. HCA4:13 Status Parcel 

Not Used 

LLRC Diagnostic Mode ___ --..I 

Forced Parity Mode 

Disable 200-Mbyte/s Mode 

Figure 5-24. HCA4: 17 Control Parcel 

Table 5-16. Forced Parity Mode Bits 

0 1 2 3 4 5 

20 28 216 224 232 240 

Cray Research Private 

Channel Adapters 

20 

6 7 
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TCA-1 CHANNEL ADAPTER 

The TCA-! tape channel adapter enables the IOS-E to communicate with IBM­
compatible magnetic tape drives. Each TCA-l can control up to 256 tape drives, but due 
to timing and electrical considerations, the number of tape drives is generally limited 
to 8. 

Data Transfers 

The TCA-! transfers data to or from an external device in interlock mode at either 3.0 
Mbytes/s or 4.5 Mbytes/s. The TCA-! operates in a half-duplex mode; that is, data 
transfers can take place in only one direction at a time. Each data transfer is from 1 to 
65,536 bytes long; each byte is 8 bits plus! parity bit. 

Channel Signals 
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Refer to Figure 5-25 for an illustration of the TCA-! channel signals. The TeA-! channel 
signals and channel signal definitions are also provided. 

Bus o Out 

Bus 0 In 

Address Out 

Address In 

Command Out 

Status In 

Service Out 

Service In 

Data Out 

Definition 

The Bus 0 Out signal passes address, data, commands, and 
status from the channel adapter to the external device. 

The Bus 0 In signal passes address, data, commands, and 
status to the channel adapter from the external device. 

The Address Out signal is raised by the channel adapter when 
there is an address on the Bus Out line. 

The Address In signal is raised by the external device when it 
returns the address to the channel adapter. The address is 
returned by the selected external device. 

The Command Out signal is raised by the channel adapter 
when there is a command on the Bus Out line, or the byte 
count equals zero. 

The Status In signal is raised by the external device when it is 
inputting status to the channel adapter. The external device 
sends one byte of initial status and one byte of ending status. 

The Service Out signal is raised by the channel adapter for 
each byte of data, or is raised in response to a Status In signal. 

The Service In signal is raised by the external device when it is 
sending or receiving a byte of data. 

The Data Out signal is raised by the channel adapter when it is 
accepting or sending a byte of data. 
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Data In 

Operational Out 

HoldOut 

Select Out 

Operational In 

Suppress Out 

Select In 

Request In 

Disconnect In 

CSM-1 01 0-000 

Definition 

The Data In signal is raised by the external device when it is 
accepting or sending a byte of data. 

The Operational Out signal enables the control signals for the 
channel adapter and external device. 

The Hold Out signal is used with Select Out to select the 
external device. 

The Select Out signal is used with Hold Out to select the 
external device. 

The Operational In signal indicates that the external device is 
selected, and is active. 

The Suppress Out signal suppresses data, status, chaining 
command, and selective reset." 

The Select In signal is maintained if no external device selects 
the address. 

The Request In signal indicates that the external device needs 
service. 

The Disconnect In signal is raised by the external device if an 
error occurred. 
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Figure 5-25. TCA-! Channel Si~als 
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Channel Functions 

The functions can have slightly different uses, depending on whether the function is 
issued on an even-numbered channel or an odd-numbered channel. Also, the settings of 
the d field and B register mode bits as well as accumulator bits can affect the results of 
some of the functions. Table 5-17 lists the functions and the ways each function can be 
used. 

Table 5-17. TCA-1 Channel Functions 

Function Description 

TCA1:0 Clear channel 

TCA1 :1 Start transfer 
Start input transfer (even channel) 

M2, M1, MO = 001: read status data 
M2, M1, MO = 011: read sequencer program 
M2, M1, MO = 101: read ECC registers 

Start output transfer (odd channel) 
M1, MO = 00: write control data 
M 1, MO = 10: write sequencer program 

TCA1:2 Not used 

TCA1:3 Not used 

TCA1:4 Write byte count (0 through 65,536) 

TCA1 :5 Write starting sequencer address and I register 

TCA1:6 Clear interrupt enable flag 

TCA1:7 Set interrupt enable flag 

TCA1:10 Read local memory address 

TCA1 :11 Read inverted local memory parcel count 

TCA1:12 Read status 0 

TCA1:13 Read status 1 

TCA1:14 Write local memory starting address 

TCA1:15 Write local memory parcel count 

TCA1:16 Write control registers j and k 

TCA1:17 Even channel: write mode selects 
Odd channel: write bit stream number t 

t Not used. 
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TCA 1:0 - Clear Channel 

This function aborts any transfer in progress and clears the channel busy and done flags. 
If modifier bits MI, M2, and M3 are set, this function also performs a master clear of the 
channel adapter. 

TCA 1: 1 Start Transfer 

This function initiates a data transfer from the channel adapter to lOP local memory, or a 
data transfer from lOP local memory to the channel adapter. Refer to the following 
subsections for information on the TeAI:I input and output transfer functions. 

TCA 1: 1 - Start Input Transfer (Even Channel) 

This function initiates a data transfer from the channel adapter to lOP local memory. 
Functions TCAI:14 and TCAI:15 must be issued before this function to set up the local 
memory address and parcel count. Function TCAI:O must be issued after this function to 
clear the channel adapter's control logic and buffered data. 

Modifier bits MO through M2 affect the operation of this function. Bit MO must be 1; this 
causes the channel adapter to use the busy, done, and interrupt flags for the odd channel 
while the lOP OMA control logic uses the flags for the even channel. Using both sets of 
flags allows the interface to be monitored separately from the DMA channel. 

The operation of this function for the three defined combinations of MO through M3 is 
shown below: 

o o o 

o o I 

o I o 

I 

I 

I 

Operation 

Read status data. This function is used in conjunction with 
a device command. It works similarly to function TCA1:5, 
except that data is transferred to local memory. When this 
function issues, the accumulator must contain the 
sequencer starting address and a value for the i register 
(the i register loads commands sent to a drive). Refer to 
function TCA1:5 for the accumulator format. 

Read sequencer program. This function transfers the 
contents of the sequencer RAM (1,024 words X 32 bits) to 
local memory. Bits 216 through 231 of each word are 
transferred first, followed by bits 2° through 215. 

Read ECC registers. This function transfers the contents 
of eight 4-byte ECC registers to local memory. 

TCA 1: 1 - Start Output Transfer (Odd Channel) 
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This function initiates a data transfer from lOP local memory to the channel adapter. 
Functions TCAI:14 and TCAl:15 must be issued before this function to set up the local 
memory address and parcel count. Function TCAI:O must be issued after this function to 
clear the channel adapter's control logic and buffered data. 
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Modifier bits MO and Ml affect the operation of this function. Bit MO must be 0; this 
causes the channel adapter to use the busy, done, and interrupt flags for the even channel 
while the lOP DMA control logic uses the flags for the odd channel. 

The operation of this function for both defined combinations of MO through M3 is shown 
below: 

o o o 

o o 1 

o 

o 

Operation 

Write control data. The status format will be defined later. 
This function is used in conjunction with a device 
command. It works similarly to function TCA1:5, except 
that data is transferred from local memory. When this 
function issues, the accumulator must contain the 
sequencer starting address and a value for the i register; 
refer to function TCAl:5 for the accumulator format. 

Write sequencer program. This function transfers local 
memory data to the sequencer RAM (1,024 words X 32 
bits). Bits 216 through 231 of each word are transferred first, 
followed by bits 2° through 215. 

TCA 1:4 - Write Byte Count (0 through 65,536) 

The accumulator value becomes the byte count for the transfer. The maximum byte 
count for a tape transfer is 65,535. 

TCA 1:5 - Write Starting Sequencer Address and I Register 

This function uses the accumulator contents as two fields for the channel adapter. Bits 2° 
through 26 are the sequence starting address. Bits 28 through 215 are transmitted to the i 
register, which is used for a device address or a bus control code depending on the 
instruction sequence. Bit 27 is not used. Refer to Figure 5-26 for the accumulator format. 

2 15 214 213 212 211 2 10 

i7 ----------------------------------------------------- iO X S6 ---------------------------------- SO 

x = Not Used 
-- i Register Data --- Sequencer Starting Address 

Figure 5-26. TCA:5 Control Parcel 
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TCA 1:6 - Clear Interrupt Enable Flag 

This function clears the channel interrupt enable flag. 

TCA 1:7 - Set Interrupt Enable Flag 

This function sets the channel interrupt enable flag. 

TCA 1: 1 0 - Read Local Memory Address 

This function transfers the contents of the local memory address register to the 
accumulator. 

TCA 1: 11 - Read Inverted Local Memory Parcel Count 

This function transfers the inverted contents of the parcel count register to the 
accumulator. To obtain the correct parcel count, subtract the accumulator contents from 
1777778, 

TCA 1: 12 - Read Status 0 

This function transmits one of four status parcels to the accumulator. The contents of 
accumulator bits 2° and 21 when the function issues determines which status parcel is 
returned. Refer to Table 5-18 which details all four status parcels. 

The even and odd channels return separate status parcels, except for the input tags 
(Attn-In, Slave-In, and Sync-In). The input tags are read out dynamically for each 
successive TCAl:12 function. 

TCA 1: 13 - Read Status 1 

This function returns various information to the accumulator, depending on the settings 
of accumulator bits at the time of function issue. For an accumulator value of 0, this 
function reads the status byte and the address byte to the accumulator. For an 
accumulator value of 1, this function reads the input tags from the bus in tag lines. For 
an accumulator value of 2, this function returns the byte count. Refer to Table 5-19 for 
the TCA: 13 status bits. 

TCA 1: 14 - Write Local Memory Starting Address 

This function transfers the contents of the accumulator to the local memory address 
register. 

TCA 1: 15 - Write Local Memory Parcel Count 
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This function transfers the contents of the accumulator to the parcel count register. The 
maximum parcel count is equal to 3778, 
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Table 5-18. TCA1:12 Status Parcels 

Accumulator Bits 20 and 21 

Bit 

Bits = 00 (binary) Bits = 01 (binary) Bits = 10 (binary) Bits = 11 (binary) 

20 Channel adapter status 0 Syndrome bit a Transfer count 20 Service-in 

21 Channel adapter status 1 Syndrome bit 1 Transfer count 21 Data-in 

22 Channel adapter status 2 Syndrome bit 2 Transfer count 22 Status-in 

23 Channel adapter status 3 Syndrome bit 3 Transfer count 23 Request-in 

24 Channel adapter status 4 Syndrome bit 4 Transfer count 24 Operational-in 

25 Channel adapter status 5 Syndrome bit 5 Transfer count 25 Address-in 

26 Channel adapter status 6 Syndrome bit 6 Transfer count 26 Disconnect-in 

27 Channel adapter status 7 Syndrome bit 7 Transfer count 27 Select-in 

28 Single-bit SECDED error Single-bit error count 20 Transfer count 28 Metering-in 

29 Double-bit SECDED error Single-bit error count 21 Transfer count 29 Mark-a-in 

210 Voltage fault -4.5 V Single-bit error count 22 Transfer count 2 10 Operational-out 

211 Voltage fault + 5.0 V Single-bit error count 23 Transfer count 211 Address-out 

212 Sequencer parity error a Double-bit error count 20 Transfer count 212 Hold-out 

213 Sequencer parity error 1 Double-bit error count 21 Transfer count 213 Command-out 

214 Sequencer parity error 2 Double-bit error count 22 Transfer count 214 Service-out 

215 Sequencer parity error 3 Double-bit error count 23 Transfer count 215 Suppress-out 

TCA 1: 16 - Write Control Registers j and k 

This function uses the accumulator contents as two fields for the channel adapter. Bits 2° 
through 27 are transmitted to the j register. Bits 28 through 215 are transmitted to the k 
register. Refer to Figure 5-27 for the accumulator format. 

The sequencer stores bus control commands in the j and k registers. 

TCA 1: 17 - Write Mode Selects (Even Channel) 

This function transmits bits 20 through 27 of the accumulator to the mode select register 
in the sequencer. Bits 28 through 215 are not used. The 8 mode bits can be altered for 
any function sequence. Refer to Figure 5-28 for the TCAl:17 (even channel) write mode 
select bits. 
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Table 5-19. TCA:13 Status Bits 

Accumulator Accumulator = 0 Accumulator = 1 Accumulator = 2 
Bit Ending Status Input Tags Byte Count 

20 Unit exception Not valid Not valid 

21 Unit check Not valid Not valid 

22 Device end Not valid Not valid 

23 Channel end Not valid Not valid 

24 Busy Not valid Not valid 

25 Control unit end Not valid Not valid 

26 Status modifier Not valid Not valid 

27 Attention in Not valid Not valid 

28 Not used Not valid Not valid 

29 Not used Not valid Not valid 

210 Not used Not valid Not valid 

211 Not used Not valid Not valid 

212 Not used Not valid Not valid 

213 Not used Not valid Not valid 

214 Not used Not valid Not valid 

215 Not used Not valid Not valid 

215 214 213 212 211 210 29 28 27 26 25 24 23 22 21 20 

I k Register data j Register data 

Figure 5-27. TCA1:16 Control Register Bits 

TCA 1: 17 - Enter Bit Stream Number (Odd Channel) 

This function is currently not used. 

5-56 Cray Research Private CSM-1 010-000 



lOS Model E System Programmer Reference Manual Channel Adapters 

Not Used Mode Select 

Figure 5-28. TCAl:17 (Even Channel) Write Mode Select Bits 
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6. CLUSTER INTERFACEIWORKST ATION INTERFACE 

The r/o subsystem (IOS) has two dedicated workstation channel pairs. One channel pair 
allows the operator workstation (OWS) to communicate with the ros. The other channel 
pair allows the maintenance workstation (MWS) to communicate with the ros. The 
workstations can use these channels to read ros status, read or write to local memory in 
an lOP, and perform maintenance tasks such as deadstarting or master clearing an lOP. 

The hardware connections between the workstations and the lOS are shown in Figure 
6-1. Each workstation connects to a workstation interface (WIN) through a dedicated 16-
bit, 6-Mbyte/s low-speed (LOSP) channel pair. The LOSP channel pair consists of one 
input and one output channel. Each WIN connects to the eight cluster interfaces (CIN). 
Each CIN connects to one 1/0 cluster. This configuration allows two simultaneous data 
transfers between the workstations andthe rops. 

Each LOSP channel uses 16 data bits to transfer a parcel. Three control signals - Ready, 
Resume, and Disconnect - control the transfer sequence. The WIN module sends a fourth 
signal, the Clear Channel signal, if an lOP is requesting rIO, or if a cluster has an error to 
report. The Clear Channel signal interrupts the workstation if channel interrupts are 
enabled. Refer to Section 5 of this manual, ftChannel Adapters," for more information on 
the the LOSP data and control signals. 

The WINs are programmable but the CIN is not. The workstation is the only device that 
can send functions to a WIN. When the WIN receives a function, it passes necessary 
control and data to the CIN. Therefore, operation of the CIN is transparent to the user. 

Functions for the CINIWIN interface are divided into two groups. The first group 
consists of the workstation-controlled functions. The workstation sends these functions 
to a WIN to program an lOP, set up and/or initiate a LOSP data transfer, read 1/0 
requests from all lOPs, or perform several maintenance features. The second group 
consists of the lOP-controlled functions. An lOP uses these functions to program a LOSP 
channel, to clear channel flags, and to enable/disable interrupt enable flags. An lOP 
function can also request a LOSP channel transfer. However, the transfer does not begin 
until the workstation acknowledges the request. 

The remainder of this section further explains the workstation-controlled functions, and 
lOP-controlled functions. 

WORKSTATION-CONTROLLED FUNCTIONS 

Workstation-controlled functions control and monitor an lOP and enable a workstation 
to send data to and receive data from an lOP. This subsection explains the control 
sequence for workstation-controlled functions and provides detailed descriptions of each 
function. 
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r------------------------------------------------, I 
I 

: Workstation Cluster 1/0 Cluster a 
I Interface Interface Workstation I 

Data L M E E E E 
WINO I I I I I 

r Ready WIN1 0 0 0 0 0 
I" CINO p p p p p 

Resume 0 1 2 3 
OWS Disconnect WINO 

,. 1/0 Cluster 1 
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Data M E E E E - Ready 

... I I I I I 
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I P P P P P 

Disconnect 0 1 2 3 

--
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M E E E E ... I I I I I Data CIN2 ... 0 0 0 0 0 
Reaqy i p p p p p 

Resume 
! - 0 1 2 3 

~ : 
MWS - I WIN1 • Disconnect · • - • • 

" 
Data • • -- Ready 1/0 Cluster 7 · Resume ... M E E E E 
Disconnect 

~ - ... I I I I I · CIN7 0 0 0 0 0 -
p p p p p 

0 1 2 3 
L ________________________________________________ ~ 

The dotted line encloses the componenta of the lOS. 

Figure 6-1. Workstation Connection to an lOP 

Control Sequence 

6-2 

The control sequence for a workstation-controlled function involves a transfer and 
response header (described in the following subsections). The workstation sends a 
transfer header to the lOS. The IDS responds to the transfer header by sending a 
response header back to the workstation. If the workstation-controlled function involves 
a data transfer, the workstation is now ready to send or receive the data. Refer to the 
following subsections for additional information on transfer and response headers. 

Header data parity errors or control sequence error information is contained in the 
response header; the workstation must periodically poll the lOS for errors by requesting 
a return 1/0 request status from the lOS. (Refer to the nWIN2 - Return rIo Request 
Status" subsection later in this section.) 
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Transfer Headers 

The workstation transfer header consists of four parcels. Descriptions of these parcels 
are provided in the following paragraphs which refer specifically to the WINO format. An 
illustration of the workstation transfer header parcel format is provided in Figure 6-2. 

Parcel 0 
Command Field and Processor Select 

Parcel 1 
lOP Function Parameter 

Parcel 2 
lOP Function Parameter 

Parcel 3 
CRC Checksum 

Figure 6-2. Workstation Transfer Header Parcel Format 

Parcel 0 contains command, function, cluster select and lOP select bits. This parcel 
selects EIOPO through EIOP3 or the multiplexer lOP (lOP MUX) of the specified cluster 
to decode the function code and perform a function. 

Parcels 1 and 2 contain lOP function parameters. If a function involves a data transfer, 
parcell contains the local memory starting address, and parcel 2 contains the parcel 
count. If the function does not involve a data transfer, parcels 1 and 2 are not used. 

Parcel 3 is a cyclic redundancy check (eRe) checksum that the lOS uses to confirm the 
validity of the 4 parcels. 

The workstation generates the eRe in the following manner: 

CSM-1 01 0-000 

1. The eRe is initially a workstation memory value of 1000008, and a variable Z is 
initially 0040208. 

2. If (eRe bit 215) XOR (parcel 0 bit 215) = 1 
then eRe +- eRe XOR parcel 0 XOR Z, 
else eRe +- eRe XOR parcel O. 

3. Left circular shift eRe one place and replace eRe with the result. 

4. If (CRe bit 215) XOR (parcell bit 215) = 1 
then eRC +- eRe XOR parcell XOR Z, 
else eRe +- eRe XOR parcell. 

5. Left circular shift eRe one place and replace eRe with the result. 
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6. If (CRC bit 215) XOR (parcel 2 bit 215) = 1 
thenCRC +-CRC XOR parcel 2 XORZ, 
else CRC +- CRC XOR parcel 2. 

7. Left circular shift CRC one place and replace with the result. This is the eRC 
that goes into parcel 3. 

The WIN regenerates the CRC from parcels 0 through 3 and compares the regenerated 
CRC with the original eRC. If data is correctly transferred across a channel, the original 
CRC and the regenerated CRC are identical. If data is incorrectly transferred across a 
channel, 1 or more bits of the regenerated CRC differ from the original. Using the eRe 
checksum protects the lOPs from failing workstations and failing 1/0 channels; the 
command field of invalid transfers is ignored. 

Response Headers 

6-4 

The response header is sent from the lOS in response to a transfer header sent from the 
workstation. The response header consists of 4 parcels that contain lOP and I/O cluster 
status bit information. Refer to Figure 6-3 for an illustration of the response header. 

The response header reports status information for up to 8 clusters of lOPs, and performs 
the following functions. 

• Communicates to the workstation whether or not the WIN receives a valid 
transfer header 

• Communicates to the workstation if any of the processors of a cluster are 
requesting I/O 

• Communicates to the workstation if a processor has error data to report 

• Communicates to the workstation whether or not a cluster exists 

• Communicates to the workstation clock speed information 

Some lOSs may have fewer than 8 clusters. If there are fewer than 8 clusters in the 
system, the missing clusters' status of 110 requests are zero filled. 

Bit positions 20 through 24 and 28 through 212 represent EIOPs 0 through 3 and the lOP 
MUX of a cluster. If any of the lOPs of a cluster are requesting output, the corresponding 
lOP number bit sets in the appropriate parcel. 

Bit positions 25 and 213 (labeled E) are error-reporting positions. If one or more of the 
lOPs in a cluster have an error to be reported, the E bit of that cluster is set. 

Bit positions 26 and 214 (labeled I) indicate whether or not a cluster exists. The I bit is a 0 
if the cluster is installed, and is a 1 if a cluster is not installed. 

Bit position 27 detects header errors. Bit 27 of parcel 0 sets if the header was invalid 
because of a data parity error, sequence error or CRC error. Bits 27 is not used in parcels 
1 through 3. 
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215 214 213 212 211 210 29 28 27 26 25 24 23 22 21 20 

1 CO 1 E 4 3 2 o 1 HI E 4 3 2 0 Parcel 0 

I J Cluster 1 Data Cluster 0 Data 

Clock Select 20 

Transfer Header Error 

215 214 213 212 211 210 29 28 27 26 25 24 23 22 21 20 

1 Cl I E 4 3 2 o 1 X I E 4 3 2 o I Parcel 1 

I Cluster 3 Data Cluster 2 Data 
Clock Select 21 

215 214 213 212 211 210 29 28 27 26 25 24 23 22 21 20 

1 C21 E 4 3 2 1 o I X I E 4 3 2 1 o I Parcel 2 

I Cluster 5 Data Cluster 4 Data 

Clock Select 22 

215 214 213 212 211 210 29 28 27 26 25 24 23 22 21 20 

loti E 4 3 2 1 01 X I E 4 3 2 o I Parcel 3 

Cluster 7 Data Cluster 6 Data 
x = Not used. 

t Reserved for future use. 

Figure 6-3. Response Header 

Bit position 215 of parcels 0 through 2 indicates the selected clock speed. Bit 215 of parcel 
3 is reserved for future use. 

If no data follows the response header, the response header is followed by a Disconnect 
signal; the lOS activates the Disconnect signal to indicate that the transfer is complete. 
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Transfer and Response Header Errors 

The following types of transfer and response header errors may occur during a transfer: 

• CRC errors 
• Parity error on a transfer or response header parcel 
• Transfer or response header less than 4 parcels 

If anyone of these errors occurs, the transfer header function is not executed and is 
interpreted by the lOS as a return 1/0 request status. Bits 26 and 27 of parcel 0 set to 
indicate the error. Additional header functions are interpreted in the same manner until 
a channel master clear is performed, which initializes the workstation-to-IOS connection. 

Workstation Interface Commands 

6-6 

WIN commands are selected by the user to perform specific tasks. The WIN decodes bits 
212 through 215 of parcel 0 of the transfer header to determine which WIN command is 
sent by the workstation. 

The WINO command determines the command, function, cluster, and processor 
information to he used for a particular lOP function. The selection of WIN commands 2 
through 5 determines the commands to be performed by the WIN. Each WIN command is 
described in the following subsections. Refer to Table 6-1 for a description of the WIN 
commands. 

Table 6-1. WIN Comqlands 

Command Parcel 0 Data (binary) 

WINO 0000 

WIN2 0010 

WIN3 0011 

WIN4 0100 

WINS 0101 

ffff • Function code number 
cccc • Cluster number 
pppp • Processor number 
xxxx • Not used 
sss • Clock speed 

ffff, cccc pppp 

xxxx xxxx xxxx 

xxxx xxxx xsss 

xxxx xxxx xxxx 

xxxx xxxx xxxx 

Operation 

lOP function 

Return I/O request status 

Select clock speed 

Loop-back transfer 

System master clear 

Some WIN command functions use local memory starting addresses and parcel counts. 
Each lOP has two independent sets of starting address and parcel count registers. The 
two sets are fully independent; using one set does not affect the contents of the other set. 
(Refer to Section 2 of this manual, uI/O Processor," for additional information on lOP 
registers. ) 
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WINO - lOP Function 

WINO is sent from the workstation to the lOP and contains WIN command, function, 
cluster, and processor information. Refer to Figure 6-4 for an example of a WINO 
command parcel. The WINO command passes the transfer header and data to the cluster 
and to one of five lOPs specified in the command parcel. 

Command Function 

lOP 
EIOPO 
EIOP1 
EIOP2 
EIOP3 
lOP MUX 

Cluster 

Binary Code 
000 
001 
010 
011 
100 

I Processor 

Figure 6-4. WINO Command Parcel 

The command parcel can select any of the five lOPs in any cluster. Each lOP is assigned 
a binary code that, when entered in bits 20 through 23, selects the appropriate lOP. 
Similarly, binary codes are entered in bits 24. through 215 to s~lect an I/O cluster, 
function, and command. Refer to Figure 6-5 for an example of a WINO command parcel. 
In this example, WINO, function 2, cluster 3, and EIOP2 are selected. 

215 212 211 

I 0 0 0 01 0 0 o 10 0 

Figure 6-5. WINO Command Parcel Example 

WINO function codes are listed in Table 6-2, and are further explained in the following 
subsections. 

WINO Function 1 - Enable lOP Input Channel 

This function enables an lOP-controlled data transfer from a workstation to an lOP. 
Parcels 1 and 2 of the header are not used. The local memory starting address and parcel 
count are generated from the set of registers under lOP control. All parcels after the 
transfer header are written into local memory. 
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Table 6-2. WINO Function Codes 

Octal 
Function Purpose 
Codes t 

1 Enable lOP input channel 

2 Write local memory 

3 Deadstart lOP local memory 

4 Read error register 

5 Enable lOP output channel 

6 Read local memory 

10 Master clear 

11 Cluster master clear 

14 Disable write check bits 

15 Enable write check bits 

16 Disable instruction error hang 

17 Enable instruction error hang 

t Function codes 0, 7, 12, and 13 are not used. 

WINO Function 2 - Write Local Memory 
\ . 

This function transfers data into the lOP local memory under workstation control. The 
lOP operation is not affected by this transfer; however, local memory 'access conflicts may 
be more frequent. Parcel 1 of the transfer header contains the starting address and 
parcel 2 contains the parcel count. All parcels after the transfer header are written to 
local memory. A Disconnect signal terminates the transfer but does not generate an 
interrupt request. 

WINO Function 3 - Deadstart lOP Local Memory 

This function loads deadstart routines into the lOP local memory through the lOP input 
channel. Parcell of the transfer header contains the starting address and parcel 2 
contains the parcel count. All parcels after the transfer header are written into local 
memory. 

WINO Function 4 - Read Error Register 

6-8 

This function reads the local memory error register. Transfer header parcels 1 and 2 are 
not used. 
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The selected lOP responds by sending 2 parcels of data to the workstation input channel. 
The first parcel is error data as shown in Figure 6-6. The single-bit (bit 20) error flag sets 
if syndrome bits are generated for a single-bit error. The double-bit (bit 21) error flag sets 
if syndrome bits are generated for a double-bit error. Both error flags may 
simultaneously be set; however, the first single-bit syndrome to occur is written into the 
syndrome register (bits 22 through 27). Bits 28 through 212 of parcel 1, when set, indicate 
local memory address, exit stack, instruction stack, or upper and lower operand parity 
errors. Bits 213 through 215 are not used. 

2 15 2 13 212 211 2 10 29 28 27 

I Not Used I I I I I I Syndrome I I I 
Upper Address ~ 
Operand Parity Error 

Lower Address 
Operand Parity Error 

Instruction Stack 
Parity Error 

Exit Stack Parity Error -----­

Local Memory Address Parity Error 

Local Memory Double-bit Error J 
Local Memory Single-bit Error ----I 

Figure 6-6. WINO Function 4 Error Information Parcel 

The error register is zeroed out after sending parcel 1. The second response parcel is 
identical in format to parcell and performs the same function as parcelL However, 
since the error register is zeroed out when the first response parcel is sent, parcel 2 
contains all O's. 

If a second error occurs after the first response parcel is sent, the second response parcel 
contains the error information. 

WINO Function 5 - Enable lOP Output Channel 

This function enables an lOP-controlled data transfer from an lOP to a workstation and 
is sent after an lOP requests a transfer. Parcels 1 and 2 of the header are not used. The 
local memory starting address and parcel count are generated from the set of registers 
under lOP control. All parcels after the transfer header are written into local memory. 

WINO Function 6 - Read Local Memory 

This function starts a workstation-controlled data transfer from an lOP to the 
workstation. Header parcel 1 contains the local memory starting address and parcel 2 
contains the parcel count. The WIN sends a Disconnect signal to the workstation after 
the requested number of parcels are sent. An interrupt request is not generated when the 
transfer is complete. 
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WINO Function 10 - Master Clear 

This function sends a Master Clear signal to the selected lOP and its associated channel 
adapters. If the lOP MUX of a cluster is selected, a Master Clear signal is also sent to the 
high-speed (HISP) and LOSP channels of the lOP MUX. 

WINO Function 11 - Cluster Master Clear 

This function sends a Master Clear signal to all lOPs, channel adapters, LOSP channels, 
and HISP channels of the selected cluster. 

WINO Function 14 - Disable Write Check Bits 

This function disables the writing of check bits into local memory. This function is used 
for diagnostic purposes to verify a single-error correction/double-error detection 
(SECDED) operation and error reporting. A WINO function 15 command or a Master 
Clear signal must be issued to re-enable the writing of check bits. 

WINO Function 15 - Enable Write Check Bits 

This function enables local memory check bit writing. A Master Clear signal also enables 
check bit writing. 

WINO Function 16 - Disable Instruction Error Hang 

The exit and instruction stacks are protected with a parity generation and checking 
circuit. This function disables the instruction error hang function. Diagnostic programs 
are allowed to continue running even though an instruction parity error is detected in the 
exit or instruction stack. A WINO function 17 command or a Master Clear signal must be 
issued to re-enable the instruction error hang function. 

Refer to the program exit and program instruction stack subsections in Section 2 of this 
manual, ttl/O Processor," for additional information on exit and instruction stack parity 
errors. 

WINO Function 17 - Enable Instruction Error Hang 

This function re-enables the instruction error hang function. Diagnostic programs are 
not allowed to continue running if an instruction parity error is detected in the exit or 
instruction stack. If an instruction parity error is detected, parity error and interrupt 
enable flags set. 

WIN2 - Return I/O Request Status 

6-10 

This command· returns the response header to the workstation and performs no other 
function. Parcels 1 and 2 of the transfer header are not used. Refer to the subsection on 
response headers provided earlier in this section for more information o~ response 
headers. 
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WIN3 - Select Clock Margin 

This command enables the WIN to set a clock speed for the entire lOS for diagnostic 
purposes. The clock margins can be set from the MWS only; WIN3 commands sent by the 
OWS are ignored. Parcels 1 and 2 of the transfer header are not used. 

Three bits in the command (bits 20 through 22) select the clock speed as shown in Figure 
6-7. Bits 23 through 211 of the WIN3 clock speed command parcel are not used. 

The states of the clock select bits are reported in bit 215 of parcels 0, I and 2 of the 
response header. Clock select bit 0 is in bit 215 of parcel 0, clock select bit I is in bit 215 of 
parcell, and clock select bit 2 is in bit 215 of parcel 2. 

215 214 213 212 211 

I 0 a x 

c = Clock Speed 

x = Not Used 

Octal value 
a 
1 
2 
3 
4 
5 
6 
7 

210 

x 

29 28 27 26 25 

x x x x x 

Clock Speed 
160 MHz (normal) 
Undefined 
Undefined 
Undefined 
152 MHz (slow) 
Undefined 
External Oscillator 
168 MHz (fast) 

24 23 

x x 

Figure 6-7. WIN3 Clock Speed Command Parcel 

WIN4 - Loop-back Transfer 

22 2' 20 

c c 
c I 

This command returns workstation data to the workstation for maintenance purposes. 
The loop-back transfer path is internal to the WIN; data is not sent to the eIN or any 
other lOPs. The 4-parcel transfer header is sent to the WIN, followed by data parcels. 
The WIN then returns a 4-parcel 1/0 request response to the workstation, along with the 
previously received transfer header and data parcels. 

Parcel 3 of the returned transfer header contains the original parcel 2 contents rather 
than the original CRC parcel; the rest of the received data is returned to the workstation 
without being changed. 
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WINS - System Master Clear 

This command sends a Master Clear signal to all lOPs, channel adapters, HISP/LOSP 
channels, and I/O buffers of all I/O clusters. Parcels 1 and 2 of the transfer header are not 
used. 

lOP-CONTROLLED FUNCTIONS 

lOP-controlled functions enable the lOP to send data back and forth between the lOP and 
the OWS or MWS. These functions can be used to program a LOSP channel, clear 
channel flags, and enable/disable interrupt enable flags. An lOP function can request a 
LOSP channel transfer; however, the transfer does not begin until the workstation 
acknowledges the request. 

The lOP-controlled functions are divided into two groups: input and output. The input 
and output functions are described in the following subsections. 

1/0 Processor Input Functions 

6-12 

The lOP input functions control the transfer of data from an OWS or MWS to local 
memory of an lOP. Each lOP in the lOS has two identical channel pairs that connect to 
the OWS and MWS. These channel pairs operate independently and can be active 
simultaneously. Channel 22 is the input channel to the lOP from the OWS; channel 24 is 
the input channel to the lOP from the MWS. Refer to Table 6-3 for a list of the lOP 
channel input functions. 

Table 6-3. lOP Input Functions 

Function Description 

WIA:O Clear channel 

WIA:1 Start transfer 

WIA:3 Clear parity error flags 

WIA:6 Clear interrupt enable flag 

WIA:7 Set interrupt enable flag 

WIA:10 Read local memory address 

WIA:11 Read inverted parcel count 

WIA:13 Read status 

WIA:14 Write local memory address register 

WIA:15 Write local memory parcel count 
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WIA:O - Clear Channel 

This function aborts any transfer in progress and clears the busy and done flags. 

WIA: 1 - Start Transfer 

This function sets the busy flag, clears the done flag, and starts a transfer. This function 
is used in conjunction with the send data to lOP input channel (WINO Function 1) 
command. 

WIA:3 - Clear Parity Error Flags 

This function clears the channel parity error flags. 

WIA:6 - Clear Interrupt Enable Flag 

This function clears the interrupt enable flag. 

WIA:7 - Set Interrupt Enable Flag 

This function sets the interrupt enable flag. 

WIA: 1 0 - Read Local Memory Address 

This function transfers the contents of the local memory address register to the 
accumulator. 

The value in the local memory address register is one greater than the address of the last 
parcel transferred from local memory. 

WIA: 11 - Read Inverted Parcel Count 

This function transfers the inverted contents of the parcel count register to the 
accumulator. Upon completion of the transfer, the done flag sets, and the value of the 
parcel count register equals O. 

Note: To obtain the correct parcel count, subtract the accumulator contents from 
1777778. 

WIA: 13 - Read Status 

This function transfers the contents of the status register into the accumulator. Refer to 
Figure 6-8 for an illustration of the lOP input status bits. Status register bits 20 through 
22 and 24 through 27, when set, report the status of a particular lOP or cluster. Bit 23 is 
not used. 
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Cluster I X I processorl 

L Channel Parity Error Bits 

"-------- Channel Enabled by Workstation 

----------- Transfer under Workstation Control 

------------ Data Waiting Flag x = Not Used 

Figure 6-8. WIA:13 lOP Input Status Bits 

Bits 28 through 211 report channel parity errors. Bit 28, when set, reports channel parity 
errors for bits 20 through 23. Bit 29, when set, reports channel parity errors for bits 24 
through 27. Bit 2 10, when set, reports channel parity errors for bits 28 through 211. Bit 
2 11 , when set, reports channel parity errors for bits 2 13 through 215. Bit 212 is not used. 

Bits 213, 2 14, and 215 report specific data transfer information. Bit 2 13 sets if the 
workstation enables the lOP input channel. Bit 214 sets if the transfer in progress or the 
most recently completed transfer used the LMA and parcel count supplied by the 
workstation. Bit 215 sets if the parcel count decrements to 0 and additional data is sent 
by the workstation. The channel can be reactivated to allow the held data parcel and 
further data to be transferred. The data waiting flag clears when the channel is 
reactivated by a data transfer. 

WIA: 14 - Write Local Memory Address Register 

This function transfers the contents of the accumulator to the input channel local 
memory address register. 

WIA: 15 - Write Local Memory Parcel Count 

This function transfers the accumulator contents to the parcel count register; the 
maximum parcel count is 64 K words. 

I/O Processor Output Functions 

6-14 

The lOP output functions control the transfer of data from local memory of an lOP to an 
OWS or MWS. Each lOP in the lOS has two identical channel pairs that connect to the 
OWS and MWS. These channel pairs operate independently and can be active 
simultaneously. Channel 23 is the output channel to the OWS from the lOP; channel 25 
is the output channel to the MWS from the lOP. Refer to Table 6-4 for a list of the 
OWS/MWS channel output functions. 
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Table 6-4. lOP Output Functions 

Function Description 

WOA:O Clear channel 

WOA:1 Start transfer 

WOA:6 Clear interrupt enable flag 

WOA:7 Set interrupt enable flag 

WOA:10 Read local memory address 

WOA:11 Read inverted parcel count 

WOA:13 Read status 

WOA:14 Write local memory address register 

WOA:15 Write local memory parcel count 

WOA:17 Write signal control register 

WOA:O - Clear Channel 

This function aborts any transfer in progress and. clears the busy and done flags. 

WOA: 1 - Start Transfer 

This function sets the busy flag, clears the done flag, and starts a transfer. This function 
is used in conjunction with the send data to lOP input channel (WINO Function 1) 
command. 

WOA:6 - Clear In,terrupt Enable Flag 

This function clears the interrupt enable flag. 

WOA:7 - Set Interrupt Enable Flag 

This function sets the interrupt enable flag. 

WOA:10 - Read Local Memory Address 

This function transfers the contents of the local memory ad~ress register to the 
accumulator. 

The value in the local memory address register is one greater than the address of the last 
parcel transferred from local memory. 
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WOA: 11 - Read Inverted Parcel Count 

This function transfers the inverted contents of the lOP-controlled parcel count register 
to the accumulator. Upon completion of the transfer, the done flag sets, and the value of 
the parcel count register equals o. 

Note: To obtain the correct parcel count, subtract the accumulator contents from 
1777778. 

WOA: 13 - Read Status 

This function transfers the contents of the status register to the accumulator. Refer to 
Figure 6-9 for an illustration of the rop output status bits. Status register bits 20 
through 22 and 24 through 27, when set, report the status of a particular lOP or cluster. 
Bits 23, 28 through 2 12, and 215 are not used. 

2 15 214 213 212 211 2 10 29 28 27 26 25 24 23 22 21 20 

Not used Cluster X I processorl 

L Channel Enabled by Workstation 

'------- Transfer under Workstation Control 
x = Not Used 

Figure 6-9. WOA:13 lOP Output Status Bits 

Bits 213 and 214 report specific data transfer information. Bit 213 sets if the workstation 
has enabled the lOP output channel. Bit 214 sets if the transfer in progress or the most 
recently completed transfer used the LMA and parcel count supplied by the workstation. 

WOA: 14 - Write Local Memory Address Register 

This function transfers the contents of the accumulator and loads the parcel into the local 
memory address register. 

WOA: 15 - Write Local Memory Parcel Count 

6-16 

This function transfers the accumulator contents to the parcel count register; the 
maximum parcel count is 64 Kwords. 
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WOA:17 - Write Signal Control Register 

This function transfers the contents of the accumulator to the signal control register. The 
signal control register contains 2 bits that control the Disconnect signal (bits 20 and 21). 

If bit 20 is set, no Disconnect signal is sent to the workstation when the parcel count 
reaches zero at the end of the transfer. If bit 20 is cleared, a Disconnect signal is sent to 
the workstation when the parcel count reaches zero. If bit 21 is set, the lOS sends a 
Disconnect signal to the workstation without any transfer of data. 
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7. I/O PROCESSOR INSTRUCTION SET 

The I/O processor (lOP) instruction set enables a programmer to write programs that 
perform the following functions: 

• Data manipulation - Two's complement add and subtract, logical product 
calculations, and left, right, circular, and end-off shifts. 

• Data transfers - Register to register, local memory to a register, or from a 
register to local memory. 

• Branching - Conditional and unconditional, subroutine calls, and exits. 

• Miscellaneous- Disable and enable interrupts, test busy and done flags, and 
perform I/O functions. 

The remainder of this section discusses instruction formats, instruction issue conflicts, 
accumulator conflicts, register conflicts, and path reservations. Instruction set symbols 
and instructions 000 through 177 are provided. . 

INSTRUCTION FORMATS 

All instructions are either 1 or 2 parcels in length. A I-parcel instruction consists of a 
7-bit function code (f) field and a 9-bit designator (d) field. A 2-parcel instruction 
contains the {and d fields and a 16-bit k field. Figure 7-1 shows both instruction formats. 

The f, d, and k fields perform different functions. The (field specifies the instruction to be 
performed. The d field contains a constant that performs several different functions, ) 
depending on the instruction designated in the {field. The d field can be a shift count, a 
logical constant, a numeric constant, a pointer to an operand register, a branch offset, or 
an I/O channel designator. The k field can be a logical or numeric constant or a jump 
offset. 

INSTRUCTION ISSUE CONFLICTS 

Accumulator and other register conflicts may delay instruction issue. If, for example, a 
register is in use when an instruction is issued, a conflict occurs and the instruction is 
held until that register clears. If there are no conflicts with a register, the instruction 
issues. 

The following subsections describe register conflicts in more detail. 
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1-parcel instruction: 

215 

{field 

2-parcel instruction: 

215 

{ field 

215 

d field 

d field 

k field 

Figure 7-1. Instruction Formats 

20 

I Parcel 0 

20 

I Parcel 1 

Next Instruction Parcel Register Conflicts 

Some registers, such as the next instruction parcel (NIP) register, may not be valid at 
instruction issue. This occurs if the next parcel to be sent to the NIP register is not 
available from the instruction stack. 

Accumulator Conflicts 

7-2 

Accumulator conflicts can occur when an instruction that accesses the accumulator 
directly follows an instruction that reserves the accumulator. These conflicts are 
resolved by holding issue of the accessing instruction until the accumulator is free when 
such access is required. 

The following four types of instructions cause accumulator conflicts. 

• Instructions that require the accumulator to be free at issue 

• Instructions that require the accumulator to be free 1 clock period (CP) after 
issue 

• Instructions that require the accumulator to be free 2 CPs after issue 

• Instructions that require the accumulator to be free 3 CPs after issue 
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The following instructions require the accumulator to be free at the specified CPs: 

Instructions Requirement 

004 through 017, 024, 044 through 045, Free at issue 
047 through 057 

020 through 023, 025 through 027, 034, 046, Free 1 CP after issue 
060 through 067 

040 through 043 Free 2 CPs after issue 

030 through 033, 035 through 037 Free 3 CPs after issue 

Instructions that use the accumulator as a destination cause the accumulator to be 
reserved when they issue. The only exceptions are instructions that execute 1 CP after 
issue; instructions that complete 1 CP after issue do not cause the accumulator to be 
reserved. For all other instructions, the accumulator becomes free at the indicated CP 
noted in each instruction description. 

Destination Pointer Conflicts 

The destination pointer (DP) register contains a 7-bit pointer that selects one of the 
operand registers to receive the contents of the accumulator. The DP register also 
indicates when a write function to a register must occur. If the DP register is full, a 
subsequent operand register function cannot issue until the write is completed. A 
register conflict occurs if the DP register is full and an instruction accessing an operand 
register is ready to issue. The instruction cannot issue until the write operation .. in 
progress is completed. If an instruction specifies a no delayed write of an operand 
register, this means there is no DP register conflict. 

B Register Conflicts 

Instructions that reserve the B register for storing results cause B register conflicts. 
Other instructions that use the B register cannot issue until the results are stored and 
the B register reservation is released. 

Path Reservation Conflicts 

Path reservation conflicts result in conflicts for branch functions. Instruction issue is 
held if there is a path reservation conflict to or from the adder/shifter. 

Some memory or operand functions that use the adder can cause a conflict with the path 
to the adder. When an I/O function issues, the path from the adder is reserved. Branches 
do not check the reservation of the accumulator unless they are conditional. This allows 
branches to issue out of logical step with their equivalent non-branch functions. 
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INSTRUCTION ABBREVIATIONS 

7-4 

Refer to Table 7-1 for a list of symbols used in the ELAN (lOS model E language) 
instruction set. Refer also to Table 7-2 for a list of abbreviations used throughout this 
section. 

Table 7-1. ELAN Instruction Set Symbols 

Symbol Definition 

A Accumulator 

8 8 register 

[8] Contents of the operand register addressed by 8 

8Z 8usy 

C Carry flag (accumulator bit 216) 

d The d field of an instruction (unsigned numeric value < 512'0) 

dd Operand register addressed by d field (dd < 12810) 

[dd] Memory parcel addressed by contents of operand register dd 

dd + k Memory parcel addressed by the sum of operand register dd contents and contents of k 

ON Done 

E Exit stack pointer (4 bits) 

[E] Exit stack storage location pOinted to by E 

f The f field of an lOP instruction 

I System interrupt enable flag 

k The k field of an instruction (unsigned numeric value < 6553610) 

[k] Memory parcel addressed by the value of k 

P Program address register 

R Return jump program address 

>! Shift right end off; carry bit shifts with accumulator 

<! Shift left end off; carry bit shifts with accumulator 

» Shift right circular through carry bit 

« Shift left Circular through carry bit 

& Logical product (AND) 

= = Equal 

!= Not equal 

iod 3-character channel mnemonic: lOR, PXS, etc. 
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Table 7-2. Miscellaneous Abbreviations and Definitions 

Abbreviation Definition 

CIP Current instruction parcel register 

CP Clock period 

DP Destination pointer register 

MA Memory address register 

M, N Variable instruction cycle times 

NIP Next instruction parcel register 

RP Reference pointer register 

-- Indicates same conditions as the previous CP 

I/O PROCESSOR INSTRUCTIONS 

The remainder of this section provides lOP instructions 000 through 171. . All 
instructions are octal, and are contained in the (field of an instruction. Description~"of 
each instruction, the results of each instruction, the steps and CPs involved in executing 
each instruction, and the issue conditions for each instruction are provided. Refer·to 
Table 7-3 for adescription of each lOP instruction. 
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Table 7-3. lOP Instructions 

Machine 
Instruction ELAN Description 

000 Pass No operation 

001 Exit Exit from subroutine 

002 1=0 Disable system interrupts 

003 1=1 Enable system interrupts 

004 A=A>!d Right shift C and A by d places, end off 

005 A=A<!d Left shift C and A by d places, end off 

006 A=A> >d Right shift C and A by d places, circular 

007 A=A< <d Left shift C and A by d places, circular 

010 A=d Transmit d to A 

011 A=A & d Logical product of A and d to A 

012 A=A+d Add d to A 

013 A=A·d Subtract d from A 

014 A=k Transmit k to A 

015 A=A & k Logical product of A and k to A 

016 A=A+k Add k to A 

017 A=A-k Subtract k from A 

020 A=dd Transmit operand register dd to A 

021 A=A & dd Logical product of A and operand register dd to A 

022 A=A +dd Add operand register dd to A 

023 A=A - dd Subtract operand register dd from A 

024 dd=A Transmit A to operand register dd 

025 dd=A+dd Add operand register dd to A, result to operand register dd 

026 dd=dd+ 1 Transmit operand register dd to A, add 1, result to operand register 
dd 

027 dd=dd·1 Transmit operand register dd to A, subtract 1, result to operand 
register dd 

030 A= [dd] Transmit contents of memory addressed by operand register dd to A 

031 A=A & [dd] Logical product of A and contents of memory addressed by operand 
register dd, result to A 

032 A = A + [dd] Add contents of memory addressed by operand register dd to A 
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Table 7-3. lOP Instructions (continued) 

Machine 
Instruction ELAN Description 

033 A=A - [dd] Subtract contents of memory addressed by operand register dd 
from A 

034 [dd] = A Transmit A to memory addressed by operand register dd 

035 [dd] = A + [dd] Add memory addressed by operand register dd to A, result to same 
memory location 

036 [dd] = [dd] + 1 Transmit memory addressed by operand register dd to A, add 1, 
result to same memory location 

037 [dd] = [dd] - 1 Transmit memory addressed by operand register dd to A, subtract 1, 
result to same memory location 

040 C = 1, iod = = ON Set carry equal to 1 if channel d done 

041 C = 1, iod = = 8Z Set carry equal to 1 if channel d busy 

042 C = 1, 108 = = ON Set carry equal to 1 if channel 8 done 

043 C = 1, 108 = = 8Z Set carry equal to 1 if channel 8 busy 

044 A=A>!8 Right shift C and A by 8 places, end off --

045 A=A<!8 Left shift C and A by 8 places, end off 

046 A=A> >8 Right shift C and A by 8 places, circular 

047 A=A< <8 Left shift C and A by 8 places, circular 

050 A=8 Transmit 8 to A 

051 A=A & 8 Logical product of A and 8 to A 

052 A=A+8 Add 8 to A 

053 A=A-8 Subtract 8 from A 

054 8=A Transmit A to 8 

055 8=A+8 Add 8 to A, result to 8 

056 8 = 8 + 1 Transmit 8 to A, add 1, result to 8 

057 8 = 8 - 1 Transmit 8 to A, subtract 1, result to 8 

060 A= [8] Transmit operand register 8 to A 

061 A=A & [8] Logical product of A and operand register 8 to A 

062 A=A+ [8] Add operand register 8 to A 

063 A=A - [8] Subtract operand register 8 from A 

064 [8] =A Transmit A to operand register 8 
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Table 7-3. lOP Instructions (continued) 

Machine 
Instruction ELAN Description 

065 [8] = A + [8] Add operand register 8 to A, result to operand register 8 

066 [8] = [8] + 1 Transmit operand register 8 to A, add 1, result to operand register 8 

067 [8] = [8] - 1 Transmit operand register 8 to A, subtract 1, result to operand 
register 8 

070 P=p+d Jump to p +d 

071 P=p-d Jump to p - d 

072 R=p+d Return jump to p + d 

073 R=p-d Return jump to p - d 

074 P=dd Jump to address in operand register dd 

075 P=dd+k Jump to sum of k and operand register dd 

076 R=dd Return jump to address in operand register dd 

077 R=dd+k Return jump to address sum of k and operand register dd 

100 P=p +d, C= =0 Jump to p + d if carry = 0 

101 P =p +d, C ! =0 Jump to p +d if carry~O 

102 P = P +d, A= =0 Jump to p + d if A = 0 

103 P = P + d, A! = 0 Jump to p + d if A ~ 0 

104 P=p - d, C= =0 Jump to p - d if carry = 0 

105 P = P - d, C! = 0 Jump to p - d if carry ~ 0 

106 P=p - d, A= =0 Jump to p - d if A = 0 

107 P = P - d, A! =0 Jump to p - d if A ~ 0 

110 R=p +d, C= =0 Return jump to p + d if carry = 0 

111 R=p +d, C! =0 Return jump to p + d if carry ~ 0 

112 R=p+d, A= =0 Return jump to p + d if A = 0 

113 R=p +d, A! =0 Return jump to p +d if A~O 

114 R = p - d, C = = 0 Return jump to p - d if carry = 0 

115 R= p - d, C! = 0 Return jump to p - d if carry $. 0 

116 R=p - d, A= =0 Return jump to p - d if A = 0 

117 R= P - d, A! = 0 Return jump to p - d if A~O 

120 P=dd, C= =0 Jump to address in operand register dd if carry = 0 
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Table 7-3. lOP Instructions (continued) 

Machine 
Instruction ELAN Description 

121 P=dd, C!=O Jump to address in operand register dd if carry .eO 

122 P=dd, A= =0 Jump to address in operand register dd if A = 0 

123 P=dd, AI=O Jump to address in operand register dd if A.e 0 

124 P = dd + k, C = = 0 Jump to address in operand register dd + k if carry =0 

125 P = dd + k, C! = 0 Jump to address in operand register dd + k if carry .eO 

126 P = dd + k, A = = 0 Jump to address in operand register dd + k if A = 0 

127 P = dd + k, A! = 0 Jump to address in operand register dd + k if A .e 0 

130 R=dd, C= =0 Return jump to address in operand register dd if carry =0 

131 R=dd, CI =0 Return jump to address in operand register dd if carry .eO 

132 R=dd, A= =0 Return jump to address in operand register dd if A = 0 .. 

133 R=dd, AI =0 Return jump to address in operand register dd if A.e 0 c. 

134 R = dd + k, C = = 0 Return jump to address in operand register dd + k if carry = 0 
'-

135 R = dd + k, C! = 0 Return jump to address in operand register dd + k if carry.e 0 
]' .. .1 

136 R = dd + k, A = = 0 Return jump to address in operand register dd + k if A = 0 
~, .....,. 

137 R = dd + k, A! = 0 Return jump to address in operand register dd + k if A.e 0 
".,'''' 

140 to 157 iod: o to 17 Channel d function 0 to 1 7 

160 to 177 108: o to 17 Channel 8 function 0 to 17 
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Machine 
Instruction 

000 

Issue Conditions None 

ELAN 

Pass 

Instruction Timing CP 0 Issue 

lOS Model E System Programmer Reference Manual 

Instruction 000 

Description 

No operation 

Description Instruction 000 performs no operation. 
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Machine 
Instruction 

001 

ELAN 

Exit 

Instruction 001 

Description 

Exit from subroutine 

Issue Conditions None 

Instruction Timing CP 0 Issue 

Description 

CSM-1010-000 

CP 1 Latch exit function in exit stack 

CP 2 Latch contents of location (E) 
Transmit location (E) bits 20 through 27 to P register 

CP 3 Transmit location (E) bits 28 through 215 to P register 
Decrement E 
Latch parity check 

Instruction 001 terminates the current subprogram sequence and returns to 
the sequence that called the current subprogram. The program exit stack 
location designated by the E pointer provides the beginning address for the 
reinitiated sequence. The E pointer then decrements by 1. If the E pointer is 
at 0 when this instruction issues, then the exit stack underflow flag sets, an 
interrupt request is generated, and the E pointer remains at O. 

Note: Special timing considerations must be accounted for if an Exit 
instruction follows a program exit stack (PXS) function because it takes 2 to 3 
CPs to eliminate conflicts with the E pointer. Allow at least 2 CPs between the 
issue of an exit function and any of the following PXS functions: 

• PXS: 1 (Set E pointer to 1) 
• PXS:14 (Increment E pointer) 
• PXS:15 (Decrement E pointer) 

Allow at least 4 CPs between the issue of an exit function and the following 
PXS function: PXS:16 (Write location E) 

Allow at least 6 CPs between the issue of an exit function and either of the 
following PXS functions: 

• PXS:10 (Read status) 
• PXS: 11 (Read location E) 

An add or shift of the accumulator inserted between the modifying function 
and the exit instruction satisfies all of the clock period conditions specified for 
the instruction. 
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Machine 
Instruction 

002 

ELAN 

1=0 

Instruction 002 

Description 

Disable system interrupts 

Issue Conditions None 

Instruction Timing CP 0 Issue 

Description 

7-12 

Clear system interrupt enable flag 

Instruction 002 clears the system interrupt enable flag. 

Note: If a 002 instruction follows a 003 instruction, there must be at least a 
l-CP delay between the instructions. A PASS (000) instruction between the 
002 and 003 instructions meets this requirement. 

Note: The system interrupt enable flag does not affect program exit stack 
(PXS) interrupts. PXS channel interrupts can occur if the PXS channel 
interrupt enable flag is set, regardless of the state of the system interrupt 
enable flag. 
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Machine 
Instruction 

003 

ELAN 

1=1 

Instruction 003 

Description 

Enable system interrupts 

Issue Conditions None 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

CP 1 Wait for next instruction to be valid in CIP register 
Set system interrupt enable flag 

Instruction 003 sets the system interrupt enable flag. The system interrupt 
enable flag is set after the next instruction is valid in the current instruction 
parcel (CIP). The delay in setting the flag allows an interrupt handler 
program to enable interrupts and then issue an instruction; interrupts are 
enabled after the exit instruction. 

Note: If a 002 instruction follows a 003 instruction, there must be at least a 
l-CP delay between the instructions. A PASS (000) instruction between the 
003 and 002 instructions meets this requirement. 

Note: The system interrupt enable flag does not affect program exit stack 
(PXS) interrupts. PXS channel interrupts can occur if the PXS channel 
interrupt enable flag is set, regardless of the state of the system interrupt 
enable flag. 

Note: A 6-CP delay is required after disabling any channel's interrupt enable 
flag, and after issuing a 003 instruction. This ensures that the channel 
interrupt request is no longer set when system interrupts are enabled. 
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Machine 
Instruction 

004 

Issue Conditions 

Instruction 004 

ELAN Description 

A=A>!d Right shift C and A by d places, end off 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

7-14 

Transmit d field to addend register 

CP 1 Latch d field in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Invert d field 
Release addend register 

CP 3 Second CP in shifter 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 004 shifts the contents of both the accumulator and the carry flag 
to the right .. Bits 20 through 24 of the d field provide the shift count; bits 25 
through 28 are not used. The carry flag is treated as bit 216 of the accumulator. 
The shift instruction enters O's into the carry flag and propagates them to the 
right. No shift is performed if the shift count is O. A shift count greater than 
16 clears the accumulator and carry flag. 

o ~ Accumulator L ~----_____ ----II 
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Machine 
Instruction 

005 

Issue Conditions 

Instruction 005 

ELAN Description 

A=A<!d Left shift C and A by d places, end off 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit d field to addend register 

CP 1 Latch d field in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Release addend register 

CP 3 Second CP in shifter 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 005 shifts the contents of both the accumulator and the carry flag 
to the left. Bits 20 through 24 of the d field provide the shift count; bits 25 
through 28 are not used. The carry flag is treated as bit 216 of the accumulator. 
The shift instruction enters D's in accumulator bit 20 and propagates them to 
the left. No shift is performed if the shift count is o. 

~ ________________ A_c_c_u_m_u_la_t_o_r ______________ .. ~o 
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Machine 
Instruction 

006 

Issue Conditions 

Instruction 006 

ELAN Description 

A=A> >d Right shift G and A by d places, circular 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

7-16 

Transmit d field to addend register 

CP 1 Latch d field in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Invert d field 
Release addend register 

CP 3 Second CP in shifter 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 006 shifts the contents of the accumulator and the carry flag to the 
right in a circular mode. Bits 20 through 24 of the d field provide the shift 
count; bits 25 through 28 are not used. The carry flag is treated as bit 216 of the 
accumulator. No shift is performed if the shift count is O. 

Accumulator 
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Machine 
Instruction 

007 

Issue Conditions 

Instruction 007 

ELAN Description 

A=A< <d Left shift C and A by d places, circular 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

CSM-1 010-000 

Transmit d field to addend register 

CP 1 d field latched in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Release addend register 

CP 3 Second CP in shifter 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 007 shifts the contents of the accumulator and the carry flag to the 
left in a circular mode. Bits 20 through 24 of the d field provide the shift count; 
bits 25 through 28 are not used. The carry flag is treated as bit 216 of the 
accumulator. No shift is'performed if the shift count is O. 

Accumulator 

Cray Research Private 7-17 



I/O Processor Instruction Set lOS Model E System Programmer Reference Manual 

Machine 
Instruction 

010 

Issue Conditions 

Instruction 010 

ELAN Description 

A=d Transmit d to A 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

7-18 

Transmit d field to accumulator 
Release accumulator 

CP 1 Latch d field in accumulator 

Instruction 010 transmits the d field bits 20 through 28 to the accumulator. 
Accumulator bits 29 through 215 and the carry flag are cleared. 
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Machine 
Instruction 

011 

Issue Conditions 

Instruction 011 

ELAN Description 

A=A & d Logical product of A and d to A 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit d field to accumulator 
Suppress Clear Accumulator signal 
Release accumulator 

CP 1 Latch results in accumulator 

Instruction 011 transmIts the logical product of the accumulator and the d 
field to the accumulator. Accumulator bits 29 through 215 are not changed. 
The instruction clears the carry flag. 
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Machine 
Instruction 

012 

Issue Conditions 

Instruction 012 

ELAN Description 

A=A + d Add d to A 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

7-20 

Transmit d field to addend register 

CP 1 d field latched in addend register 
Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 
Release addend register 

CP 3 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 012 transmits the two's complement sum of the accumulator and 
the d field to the accumulator. The d field is treated as a 9-bit positive integer. 
The instruction complements the carry flag if a carry bit is propagated from 
the accumulator bit 215. 
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Machine 
Instruction 

013 

Issue Conditions 

Instruction 013 

ELAN Description 

A=A-d Subtract d from A 

Accumulator free at issue 

Instruction Timing CP 0 Issue 

Description 

CSM-1 010-000 

Transmit d field to addend register 

CP 1 d field latched in addend register 
Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 
Invert d field 
Release addend register 

CP 3 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 013 transmits the two's complement difference of the accumulator 
and the d field to the accumulator. The d field is treated as a 9-bit positive 
integer. The instruction complements the carry flag if a carry bit is 
propagated from accumulator bit 215. 
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Machine 
Instruction 

014 

Issue Conditions 

Instruction 014 

ELAN Description 

A=k Transmit k to A 

Accumulator free at issue 
NIP register valid 1 CP after issue 

Instruction Timing CP 0 Wait until NIP register valid 
Issue 

Description 

7-22 

Transmit k field to accumulator 
Release accumulator 

CP 1 Latch k field in accumulator 
Issue pass (000) instruction 

Instruction 014 transmits the k field to the accumulator and clears the carry 
flag. 
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Machine 
Instruction 

015 

Issue Conditions 

Instruction 015 

ELAN Description 

A=A & k Logical product of A and k to A 

Accumulator free at issue 
NIP register valid 1 CP after issue 

Instruction Timing CP 0 Wait until NIP register valid 
Issue 

Description 

CSM-1010-000 

Transmit k field to accumulator 
Suppress Clear Accumulator signal 
Release accumulator 

CP 1 Latch k field & accumulator contents in accumulator 
Pass (000) in CIP register issued 

Instruction 015 transmits the logical product of the accumulator and the k 
field to the accumulator. Accumulator bits 29 through 215 are not changed. 
The instruction clears the carry flag. 
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Machine 
Instruction 

016 

Issue Conditions 

Instruction 016 

ELAN Description 

A=A + k Add k to A 

Accumulator free at issue 
NIP register valid 1 CP after issue 

Instruction Timing CP 0 Wait until NIP register valid 
Issue 

Description 

7-24 

Transmit k field to addend register 
Accumulator reserved 

CP 1 Latch k field in addend register 
Issue pass (000) instruction 
Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 
Release addend register 

CP 3 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 016 transmits the two's complement sum of the accumulator and 
the k field to the accumulator. The instruction complements the carry flag if a 
carry bit is propagated from the accumulator bit 215. 
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Machine 
Instruction 

017 

Issue Conditions 

Instruction 017 

ELAN Description 

A=A-k Subtract k from A 

Accumulator free at issue 
NIP register valid 1 CP after issue 

Instruction Timing CP 0 Wait until NIP register valid 
Issue 

Description 

CSM-1 01 0-000 

Transmit k field to addend register 

CP 1 Latch k field in addend register 
Issue pass (000) instruction 
Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 
Invert k field 
Release addend register 

CP 3 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 017 transmits the two's complement difference of the accumulator 
and the k field to the accumulator. The instruction complements the carry flag 
if a carry bit is propagated from the accumulator bit 215. 
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Machine 
Instruction 

020 

Issue Conditions 

Instruction 020 

ELAN Description 

A= dd Transmit operand register dd to A 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

7-26 

Transmit d field to RP register 

CP 1 Latch RP register 
Read operand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 
Release accumulator 

CP 3 Latch operand register dd in accumulator 

Instruction 020 transmits the contents of the operand register designated by 
the d field to the accumulator. This instruction clears the carry flag. 
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Machine 
Instruction 

021 

Issue Conditions 

ELAN 

A=A & dd 

Instruction 021 

Description 

Logical product of A and operand register 
dd to A 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit d field to RP register 

CP 1 Latch RP register 
Read operand register dd 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 
Release accumulator 
Suppress Clear Accumulator signal 

CP 3 Latch result in accumulator 

Instruction 021 transmits the logical product of the accumulator and the 
contents of the operand register designated by the d field to the accumulator. 
The instruction clears the carry flag. 
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Machine 
Instruction 

022 

Issue Conditions 

Instruction 022 

ELAN Description 

A=A + dd Add operand register dd to A 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

7-28 

Transmit d field to RP register 

CP 1 RP register latched 
Read operand register dd 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 

CP 3 Latch operand register dd in addend register 

CP 4 First CP in adder 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 

Instruction 022 transmits the two's complement sum of the accumulator and 
the operand register designated by the d field to the accumulator. The operand 
register contents are treated as a I6-bit positive integer. The instruction 
complements the carry flag if a carry bit is propagated from the accumulator 
bit 215, 
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Machine 
Instruction 

023 

Issue Conditions 

Instruction 023 

ELAN Description 

A= A- dd Subtract operand register dd from A 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit d field to RP register 

CP 1 Latch RP register 
Read operand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 

CP 3 Latch operand r'egister dd in addend register 

CP 4 First CP in adder 
Invert operand register dd for subtract 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 

Instruction 023 transmits the two's complement difference of the accumulator 
and the operand register designated by the d field to the accumulator. The 
operand register contents are treated as a I6-bit positive integer. The 
instruction complements the carry flag if a carry bit is propagated from the 
accumulator bit 215. 
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Machine 
Instruction 

024 

Issue Conditions 

Instruction 024 

ELAN Description 

dd = A Transmit A to operand register dd 

Accumulator free at issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

7-30 

Transmit d field to RP register 
Transmit accumulator contents to operand write register 
Generate parity 
Release accumulator 

CP 1 Enter operand write register contents into operand register 

CP 2 Result in operand register dd 

Instruction 024 transmits the accumulator contents to the operand register 
designated by the d field. 
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Machine 
Instruction 

025 

Issue Conditions 

Instruction 025 

ELAN 

dd = A + dd 

Description 

Add operand register dd to A, result to 
operand register dd 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

CSM-1 010-000 

Transmit d field to RP and DP registers 

CP 1 Latch RP and DP registers 
Read op~rand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 

CP 3 Latch operand register dd in addend register 

CP 4 First CP in adder 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 
Transmit DP register contents to RP register 
Generate parity 
Transmit accumulator contents to operand write register 

CP 7 Transmit operand write register contents into operand register 

CP 8 Result in operand register dd 

Instruction 025 computes the two's complement sum of the accumulator and 
the operand register designated by the d field. The result is transmitted to the 
accumulator and to the operand register designated by the d field. The 
instruction complements the carry flag if a carry bit is propagated from 
accumulator bit 215. 
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Machine 
Instruction 

026 

Issue Conditions 

ELAN 

dd = dd + 1 

Instruction 026 

Description 

Transmit operand register dd to A. add 1, 
result to operand register dd 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

7-32 

Transmit d field to RP and DP registers 

CP 1 Latch RP and DP registers 
Read operand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 

CP 3 Latch operand register in accumulator 
Latch constant 1 in addend register 
Clear carry flag 

CP 4 First CP in adder 

CP 5 Second CP in adder 
Transmit resul t to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 
Transmit DP register contents to RP register 
Generate parity 
Transmit accumulator contents to operand write register with parity 

CP 7 Transmit operand write register to operand register dd 

CP 8 Resul t in operand register dd 

Instruction 026 adds 1 to the contents of the operand register designated by the 
d field. The result is transmitted to the accumulator and to the operand 
register designated by the d field. The instruction complements the carry flag 
if a carry bit is propagated from accumulator bit 215. 
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Machine 
Instruction 

027 

Issue Conditions 

ELAN 

dd = dd - 1 

Instruction 027 

Description 

Transmit operand register dd to A, 
subtract 1, result to operand register dd 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit d field to RP and OP registers 

CP 1 Latch RP and OP registers 
Read operand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 

CP 3 Latch operand register in accumulator 
Latch constant 1 in addend register 
Clear carry flag 

CP 4 First CP in adder 
Invert addend register 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 
Transmit OP register contents to RP register 
Generate parity 
Transmit accumulator contents to operand write register with parity 

CP 7 Transmit operand write register contents into operand register dd 

CP 8 Result in operand register dd 

Instruction 027 subtracts 1 from the contents of the operand register 
designated by the d field. The result is transmitted to the accumulator and to 
the operand register designated by the d field. The instruction complements 
the carry flag if a carry bit is propagated from accumulator bit 215, 
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Machine 
Instruction 

030 

Issue Conditions 

ELAN 

A = [dd] 

Instruction 030 

Description 

Transmit contents of memory addressed 
by operand register dd to A 

Accumulator free 3 CPs after issue 
Accumulator not reserved by 110 or local memory write functions 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

7-34 

Transmit d field to RP register 

CP 1 Latch RP register 
Read operand register 

CP 2 Latch ope'rand register dd in read-out register 
Check operand register parity 
Request local memory read reference 

CP 3 Latch operand register dd in MA register 

CP4 

CP5 + N Latch acknowledge 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs) 

CP6 + N 

CP7 + N 

CP8+ N 

CP9 + N 

CP 10 + N 

CP 11 + N 

Acknowledge + 1 

Acknowledge + 2 

Acknowledge + 3 

Acknow ledge + 4 

Acknowledge + 5 
Release accumulator 

Memory contents addressed by operand register dd in 
accumulator 

Instruction 030 transmits the contents of a local memory location to the 
accumulator. The operand register specified by the d field supplies the local 
memory address. The instruction clears the carry flag. 
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Machine 
Instruction 

031 

Issue Conditions 

ELAN 

A = A & [dd] 

Instruction 031 

Description 

Logical product of A and contents of 
memory addressed by operand register 
dd, result to A 

Accumulator free 3 CPs after issue 
Accumulator not reserved by I/O or local memory write functions 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit d field to RP register 

CP 1 Latch RP register 
Read operand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 
Request local memory read reference 

CP 3 Latch operand register dd in MA register 

CP4 

CP5 + N Acknowledge latched 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs) 

CP6 + N 

CP7 + N 

CP8 + N 

CP9 + N 

CP 10 + N 

CP 11 + N 

Acknowledge + 1 

Acknow ledge + 2 

Acknowledge + 3 

Acknowledge + 4 

Acknowledge + 5 
Suppress Clear Accumulator Signal 
Release accumulator 

Latch result in accumulator 

Instruction 031 transmits the logical product of the accumulator and a local 
memory location to the accumulator. The operand register specified by the d 
field provides the local memory address. The instruction clears the carry flag. 

v 
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Machine 
Instruction 

032 

Issue Conditions 

Instruction 032 

ELAN 

A = A + [dd] 

Description 

Add contents of memory addressed by 
operand register dd to A 

Accumulator free 3 CPs after issue 
Accumulator not reserved by 110 or local memory write functions 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

7·36 

CPl 

CP2 

Transmit d field to RP register 

Latch RP register 
Read operand register 

Latch operand register dd in read-out register 
Check operand register parity 
Request local memory read reference 

CP 3 Latch operand register dd in MA register 

CP4 

CP5 + N 

CP6 + N 

CP7 + N 

CP8 + N 

CP9 + N 

CP 10 + N 

CP 11 + N 

CP 12 + N 

CP 13 + N 

CP 14 + N 

Latch acknowledge 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs) 

Acknow ledge + 1 

Acknowledge + 2 

Acknowledge + 3 

Acknowledge + 4 

Acknowledge + 5 

Latch contents of memory location dd in addend register 
Transmit accumulator and addend register contents to adder 

First CP in adder 

Second CP in adder 
Transmit results to accumulator 
Release accumulator 

Latch results in accumulator 
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Description 

CSM-1 01 0-000 

Instruction 032 transmits the two's complement sum of the accumulator and a 
local memory location to the accumulator. The operand register specified by 
the d field provides the local memory address. The instruction complements 
the carry flag ifa carry bit is propagated from accumulator bit 215. 
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Machine 
Instruction 

033 

Issue Conditions 

ELAN 

A = A· [dd] 

Instruction 033 

Description 

Subtract contents of memory addressed 
by operand register dd from A 

Accumulator free 3 CPs after issue 
Accumulator not reserved by I/O or local memory write functions 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

7-38 

CPl 

CP2 

CP3 

CP4 

CP5 + N 

CP6 + N 

CP7 + N 

CPS + N 

CP9 + N 

CP 10 + N 

CP 11 + N 

CP 12 + N 

CP 13 + N 

Transmit d field to RP register 

Latch RP register 
Read operand register 

Latch operand register dd in read-out register 
Check operand register parity 
Request local memory read reference 

Latch operand register- dd in MA register 

, Acknowledge latched 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs) 

Acknowledge + 1 

Acknowledge + 2 

Acknowledge + 3 

Acknowledge + 4 

Acknowledge + 5 

Latch contents of memory location dd in addend register 
Transmit accumulator and addend register contents to adder 

First CP in adder 
Invert addend register 

Second CP in adder 
Transmit results to accumulator 
Release accumulator 

CP 14 + N Latch results in accumulator 
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Description 

CSM-1Q1Q-OOO 

Instruction 033 transmits the two's complement difference of the accumulator 
and a local memory location to the accumulator. The operand register 
specified by the d field provides the local memory address. The instruction 
complements the carry flag if a carry bit is propagated from accumulator bit 
215. 
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Machine 
Instruction 

034 

Issue Conditions 

ELAN 

[dd] = A 

Instruction 034 

Description 

Transmit A to memory addressed by 
operand register dd 

Accumulator free 1 CP after issue 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

Description 

7·40 

Transmit d field to RP register 

CP 1 Latch RP register 
Read operand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 
Request local memory write reference 

CP 3 Latch operand register dd in MA register 

CP4 

CPS + N Latch acknowledge 
(~ can vary from 0 to S CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs) 

CP6 + N 

CP7 + N 

CPS + N 

Release accumulator 

Memory write reference cycle CP 0 

Memory write reference cycle CP 1 

Memory write reference cycle CP 2 

Instruction 034 transmits the accumulator contents to a local memory address 
location. The operand register designated by the d field provides the local 
memory address. 
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Machine 
Instruction 

035 

Issue Conditions 

Instruction Timing 

CSM-1010-000 

Instruction 035 

ELAN Description 

[dd1 = A + [dd1 Add memory addressed by operand 
register dd to A, result to same memory 
location 

Accumulator free 3 CPs after issue 
Accumulator not reserved by 1/0 or local memory write functions 
No delayed write of operand register 

CPO Issue 
Transmit d field to RP register 

CPl Latch RP register 
Read operand register 

CP 2 Latch operand register dd in read-out register 
Check operand register parity 
Request local memory read reference 

CP 3 Latch operand register dd in MA register 

CP4 

CP5 + N Latch acknowledge 
(N can vary from 0 to 5 CPs depending on local memory 
timing and conflicts, but is typically not more than 2 CPs) 

CP6+ N 

CP7 + N 

CPS + N 

CP9 + N 

CP 10 + N 

CP 11 + N 

CP 12 + N 

CP 13 + N 

Acknow ledge + 1 

Acknowledge + 2 

Acknowledge + 3 

Acknowledge + 4 

Acknowledge + 5 

Latch contents of memory location ddin addend register 
Transmit accumulator and addend register contents to adder 

First CP in adder 

Second CP in adder 
Transmit results to accumulator 
Request local memory write reference 
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Instruction Timing 
(continued) 

Description 

7-42 

CP14 + N Latch result in accumulator 
Latch operand register dd in MA register 

CP 15 + N 

CP 16 + N + M Latch acknowledge 
(M can vary from 0 to 5 CPs depending on local memory 
timing and conflicts, but is typically not more than 2 
CPs) 
Release accumulator 

CP 17 + N + M Memory write reference cycle CP 0 

CP 18 + N + M Memory write reference cycle CP 1 

CP 19 + N + M Memory write reference cycle CP 2 

Instruction 035 computes the two's complement sum of the accumulator and a 
local memory location. The operand register designated by the d field provides 
the local memory address. The result is transmitted to the accumulator and to 
the same local memory location. The instruction complements the carry flag if 
a carry bit is propagated from accumulator bit 215. 
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Machine 
Instruction 

036 

Issue Conditions 

Instruction 036 

ELAN Description 

[dd] = [dd] + 1 Transmit memory addressed by operand 
register dd to A, add 1, result to same 
memory location 

Accumulator free 3 CPs after issue 
Accumulator not reserved by I/o or local memory write functions 
No delayed write of operand register 

Instruction Timing CP 0 Issue 

CSM-1 010-000 

CPt 

CP2 

CP3 

CP4 

CP5 + N 

CP6 + N 

CP7 + N 

CP8+ N 

CP9+ N 

CP 10 + N 

CP 11 + N 

CP 12 + N 

Transmit d field to RP register 

Latch RP register 
Read operand register 

Latch operand register dd in read-out register 
Check operand register parity 
Request local memory read reference 

Latch operand register dd in MA register 

Latch acknowledge 
(N can vary from 0 to 5 CPs depending on local memory 
timing and conflicts, but is typically not more than 2 CPs) 

Acknowledge + 1 

Acknowledge + 2 

Acknow ledge + 3 

Acknowledge + 4 

Acknow ledge + 5 

Latch contents of memory location dd in accumulator 
Latch constant 1 in addend register 
Transmit addend register contents and accumulator 
contents to adder 

First CP in adder 
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Instruction Timing CP 13 + N 
(continued) 

Second CP in adder 
Transmit results to accumulator 
Request local memory write reference 

Description 

7·44 

CP 14 + N Latch results in accumulator 
Latch operand register dd in MA register 

CP15 + N 

CP 16 + N + M Latch acknowledge 
(M can vary from 0 to 5 CPs depending on local memory 
timing and conflicts, but is typically not more than 2 CPs) 
Release accumulator 

CP 17 + N + M Memory write reference cycle CP 0 

CP 18 + N + M Memory write reference cycle CP 1 

CP 19 + N + M Memory write reference cycle CP 2 

Instruction 036 increments a local memory location by 1. The operand register 
designated by the d field provides the local memory address. The result is 
transmitted to the accumulator and to the local memory location. The 
instruction complements the carry flag if a carry bit is propagated from 
accumulator bit 215. 
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Machine 
Instruction 

037 

Issue Conditions 

Instruction 037 

ELAN Description 

[dd] = [dd] - 1 Transmit memory addressed by operand 
register dd to A, subtract 1 I result to 
same memory location 

Accumulator free 3 CPs after issue 
Accumulator not reserved by I/O or local memory write functions 
No deiayed write of operand register 

Instruction Timing CP 0 Issue 

CSM·1010-000 

CPl 

CP2 

CP3 

CP4 

CP5 + N 

CP6 + N 

CP7 + N 

CPS + N 

CP9 + N 

CP 10 + N 

CP 11 + N 

CP 12 + N 

Transmit d field to RP register 

Latch RP register 
Read 'operand register 

Latch operand register dd in read-out register 
Check operand register parity 
Request local memory read reference 

Latch operand register dd in MA register 

Latch acknowledge 
(N can vary from 0 to 5 CPs depending on local memory 
timing and conflicts, but is typically not more than 2 CPs) 

Acknowledge + 1 

Acknowledge + 2 

Acknowledge + 3 

Acknowledge + 4 

Acknowledge + 5 

Latch contents of memory location dd in accumulator 
Latch constant 1 in addend register 
Transmit accumulator and addend register contents to 
adder 

First CP in adder 
Invert addend register 
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Instruction Timing CP 13 + N 
(continued) 

Second CP in adder 
Transmit results to accumulator 
Request local memory write reference 

Description 

7-46 

CP 14 + N Latch result in accumulator 
Latch operand register dd in MA register 

CP 15 + N 

CP 16 + N + M Latch acknowledge 
(M can vary from 0 to 5 CPs depending on local memory 
timing and conflicts, but is typically not more than 2 CPs) 
Release accumulator 

CP 17 + N + M Memory write reference cycle CP 0 

CP 18 + N + M Memory write reference cycle CP 1 

CP 19 + N + M Memory write reference cycle CP 2 

Instruction 037 decrements a local memory location by l. The operand register 
designated by the d field provides the local memory address. The result is 
transmitted to the accumulator and to the local memory location. The 
instruction complements the carry flag if a carry bit is propagated from 
accumulator bit 215. . 
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Machine 
Instruction 

040 

Issue Conditions 

Instruction 040 

ELAN Description 

c = 1, iod = = ON Set carry equal to 1 if channel d done 

Accumulator free 2 CPs after issue 

Instruction Timing CP 0 Issue 

Description 

CSM-1010-000 

CPl 

CP2 

Transmit d field to internal 1/0 channels 

CP 3 Release accumulator 

CP 4 If channel d done flag set, then set carry flag 

Instruction 040 sets the carry flag to the same state as the done flag of the 
channel specified by the d field. 

Note: For channels 10 through 37, when a channel adapter is present, there 
must be a delay of at least 16 CPs between any channel function that affects 
the done flag and an 040 instruction. If a local memory transfer is in progress, 
there must be a delay of25 CPs. 
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Machine 
Instruction 

041 

Issue Conditions 

Instruction 041 

ELAN Description 

C = 1, iod - - BZ Set carry equal to 1 if channel d busy 

Accumulator free 2 CPs after issue 

Instruction Timing CP 0 Issue 

Description 

7-48 

CP 1 

CP2 

Transmit d field to internal I/o channels 

CP 3 Release accumulator 

CP 4 Ifchannel dbusy flag set, then set carry flag 

Instruction 041 sets the carry flag to the same state as the busy flag of the 
channel specified by the d field. 

Note: For channels 10 through 37, when a channel adapter is present, there 
must be a delay of at least 16 CPs between any channel function that affects 
the busy flag and an 041 instruction. If a local memory transfer is in progress, 
there must be a delay of25 CPs. 
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Machine 
Instruction 

042 

Issue Conditions 

Instruction 042 

ELAN Description 

C = 1, 108 - - DN Set carry equal to 1 if channel 8 done 

Accumulator free 2 CPs after issue 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

CPl 

CP2 

Transmit B register contents to internal 1/0 channels 

CP 3 Release accumulator 

CP 4 If channe I B done flag set, then set carry flag 

Instruction 042 sets the carry flag to the same state as the done flag of the 
channel specified by the B register. 

Note: For channels 10 through 37, when a channel adapter is present, there 
must be a delay of at least 16 CPs between any channel function that affects 
the done flag and an 042 instruction. If a local memory transfer is in progress, 
there must be a delay of25 CPs. 
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Machine 
Instruction 

043 

Issue Conditions 

Instruction 043 

ELAN Description 

C = 1, lOB = = BZ Set carry equal to 1 if channel 8 busy 

Accumulator free 2 CPs after issue 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

7-50 

CP 1 

CP2 

Transmit B register contents to internal 1/0 channels 

CP 3 Release accumulator 

CP 4 If channel B busy flag set, then set carry flag 

Instruction 043 sets the carry flag to the same state as the busy flag of the 
channel specified by the B register. 

Note: For channels 10 through 37, when a channel adapter is present, there 
must be a delay of at least 16 CPs between any channel function that affects 
the busy flag a"nd an 043 instruction. If a local memory transfer is in progress, 
there must be a delay of25 CPs. 
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Machine 
Instruction 

044 

Issue Conditions 

Instruction 044 

ELAN 

A = A >! B 

Accumulator free at issue 
B register not reserved 

Description 

Right shift C and A by B places, end off 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit B register contents to addend register 

CP 1 B register contents latched in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Invert addend register 
Re lease addend register 

CP 3 Second CP in shifter 
Transmit results to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 044 shifts the contents of the accumulator and the carry flag to the 
right. Bits 20 through 24 of the B register provide the shift count; bits 25 

through 28 are not used. The carry flag is treated as bit 216 of the accumulator. 
The shift instruction enters O's in the carry flag and propagat4;!s them to the 
right. No shift is performed if the shift count is O. A shift count greater than 
16 clears the accumulator and carry flag. 

215 20 

o ~ Accumulator L ~-----_____ ---..I 
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Machine 
Instruction 

045 

Issue Conditions 

Instruction 045 

ELAN 

A = A <I B 

Accumulator free at issue 
B register not reserved 

Description 

Left shift C and A by 8 places, end off 

Instruction Timing CP 0 Issue 

Description 

7-52 

Transmit B register contents to operand register 

CP 1 Latch B register contents in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Release addend register 

CP 3 Second CP in shifter 
Transmit results to accumulator 
Release accumulator 

CP 4 Latch resul t in accumulator 

Instruction 045 shifts the contents of the accumulator and the carry flag to the 
left. Bits 20 through 24 of the B register provide the shift count; bits 25 through 
28 are not used. The carry flag is treated as bit 216 of the accumulator. The 
shift instruction enters o's in accumulator bit 20 and propagates them to the 
left. No shift is performed if the shift count is O. 

~2_1_5 _____________ A_c_c_u_m_u_,_at_o_r ______________ 2~O~O 
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Machine 
Instruction 

046 

Issue Conditions 

Instruction 046 

ELAN 

A=A»8 

Accumulator free at issue 
B register not reserved 

Description 

Right shift C and A by 8 places, circular 

Instruction Timing CP 0 Issue 

Description 

CSM-1010-000 

Transmit B register contents to addend register 

CP 1 Latch B register contents in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Invert addend register 
Release addend register 

CP 3 Second CP in shifter 
Transmit results to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 046,shifts the contents of the accumulator and the carry flag to the 
right in a circular mode. Bits 20 through 24 of the B register provide the shift 
count; bits 25 through 28 are not used. The carry flag is treated as bit 216 of the 
accumulator. No shift is performed if the shift count is O. 

Accumulator 
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Machine 
Instruction 

047 

Issue Conditions 

Instruction 047 

ELAN 

A=A«8 

Accumulator free at issue 
B register not reserved 

Description 

Left shift C and A by 8 places, circular 

Instruction Timing CP 0 Issue 

Description 

7-54 

Transmit B register contents to addend register 

CP 1 Latch B register contents in addend register 
Transmit accumulator and addend register contents to shifter 

CP 2 First CP in shifter 
Release addend register 

CP 3 Second CP in shifter 
Transmit results to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 047 shifts the contents of the accumulator and the carry flag to the 
left in a circular mode. Bits 20 t,hrough 24 of the B register provide the shift 
count; bits 25 through 28 are not used. The carry flag is treated as bit 216 of the 
accumulator. No shift is performed if the shift count is o. 

Accumulator 
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Machine 
Instruction 

050 

Issue Conditions 

Instruction 050 

ELAN 

A = B 

Accumulator free at issue 
B register not reserved 

Description 

Transmit B to A 

Instruction Timing CP 0 Issue 

Description 

CSM-1 010-000 

Transmit B register contents to accumulator 
Release accumulator 

CP 1 Latch B register contents in accumulator 

Instruction 050 transmits the B-register contents to bits 20 through 28. 
Accumulator bits 29 through 215 and the carry bit are cleared. 
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Machine 
Instruction 

051 

Issue Conditions 

Instruction 051 

ELAN 

A = A & B 

Accumulator free at issue 
B register not reserved 

Description 

Logical product of A and B to A 

Instruction Timing CP 0 Issue 

Description 

7-56 

Transmit B register contents to accumulator 
Suppress Clear Accumulator signal 
Release accumulator 

CP 1 Latch result in accumulator 

Instruction 051 transmits the logical product of the accumulator and the B 
register to the accumulator. Accumulator bits 29 through 215 are not changed. 
The instruction clears the carry flag. 
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Machine 
Instruction 

052 

Issue Conditions 

Instruction 052 

ELAN 

A = A + B 

Accumulator free at issue 
B register not reserved 

Description 

Add B to A 

Instruction Timing CP 0 Issue 

Description 

CSM-1 010-000 

Transmit B register contents to addend register 

CP 1 Latch B register contents in addend register 
Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 
Release addend register 

CP 3 Second CP in adder 
Transmit results to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 052 transmits the two's complement sum of the accumulator and 
the B register to the accumulator. Th~ B register is treated as a 9-bit positive 
integer. The instruction complements the carry flag if a carry bit is 
propagated from the accumulator bit 215. 
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Machine 
Instruction 

053 

Issue Conditions 

Instruction 053 

ELAN 

A = A - B 

Accumulator free at issue 
B register not reserved 

Description 

Subtract B from A 

Instruction Timing CP 0 Issue 

Description 

7-58 

Transmit B register contents to addend register 

CP 1 Latch B register contents in addend register 
Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 
Invert addend register 
Release addend register 

CP 3 Second CP in adder 
Transmit results to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 

Instruction 053 transmits the two's complement difference of the accumulator 
and the B register to the accumulator. The B register is treated as a 9-bit 
positive integer. The instruction complements the carry flag if a carry bit is 
propagated from the accumulator bit 215. 
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Machine 
Instruction 

054 

Issue Conditions 

Instruction 054 

ELAN 

B = A 

Accumulator free at issue 
B register not reserved 

Description 

Transmit A to B 

Instruction Timing CP 0 Issue 
Transmit accumulator contents to B register 

CP 1 Latch accumulator contents in B register 

Description Instruction 054 transmits accumulator bits 20 through 28 to the B register. 

CSM-1 01 0-000 Cray Research Private 7-59 



I/O Processor Instruction Set lOS Model E System Programmer Reference Manual 

Machine 
Instruction 

055 

Issue Conditions 

Instruction 055 

ELAN 

B = A + B 

Accumulator free at issue 
B register not reserved 

Description 

Add B to A, result to B 

Instruction Timing CP 0 Issue 

Description 

7-60 

Transmit B register contents to addend register 
Reserve B register 

CP 1 Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 

CP 3 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 
Transmit accumulator contents to B register 
Release B register ~. 

CP 5 Latch result in B register 

Instruction 055 computes the two's complement sum of the accumulator and 
the B register. The result is transmitted to the accumulator and to the B 
register. The instruction complements the carry flag if a carry bit is 
propagated from accumulator bit 215. 
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Machine 
Instruction 

056 

Issue Conditions 

Instruction 056 

ELAN 

B = B + 1 

Accumulator free at issue 
B register not reserved 

Description 

Transmit B to A, add 1, result to B 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit B register contents to accumulator 
Enter constant 1 into addend register 
Reserve B register 

CP 1 Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 

CP 3 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 
Transmit accumulator contents to B register 
Release B register 

CP 5 Latch result in B register 

Instruction 056 adds 1 to the contents of the B register. The result is 
transmitted to the accumulator and to the B register. Accumulator bits 210 
through 215 and the carry bit are cleared. 
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Machine 
Instruction 

057 

Issue Conditions 

Instruction 057 

ELAN 

B = B-1 

Accumulator free at issue 
B register not reserved 

Description 

Transmit B to A, subtract 1, result to B 

Instruction Timing CP a Issue 

Description 

7-62 

Transmit B register contents to accumulator 
Enter constant 1 into addend register 
Reserve B register 

CP 1 Transmit accumulator and addend register contents to adder 

CP 2 First CP in adder 
Invert addend register 

CP 3 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 4 Latch result in accumulator 
Transmit accumulator contents to B register 
Release B register 

CP 5 Result in B register 

Instruction 057 subtracts 1 from the contents of the B register. The result is 
transmitted to the accumulator and to the B register. The instruction 
complements the carry flag if a carry bit is propagated from accumulator bit 
215. 
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Machine 
Instruction 

060 

Issue Conditions 

Instruction 060 

ELAN Description 

A = [8] Transmit operand register 8 to A 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

CSM-1 010-000 

Transmit B register contents to RP register 

CP 1 Latch RP register contents 
Read operand register 

CP 2 Latch operand register contents in read-out register 
Check operand register parity 
Release accumulator 

CP 3 Latch operand register contents in accumulator 

Instruction 060 transmits the contents of the operand register designated by 
the B register into the accumulator. It then clears the carry flag. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignored. 
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Machine 
Instruction 

061 

Issue Conditions 

ELAN 

A = A & [8] 

Instruction 061 

Description 

Logical product of A and operand register 
8 to A 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

7-64 

Transmit B register contents to RP register 

CP 1 Latch RP register contents 
Read operand register 

CP 2 Latch operand register contents in read-out register 
Check operand register parity 
Release accumulator 
Suppress clear-accumulator function 

CP 3 Latch result in accumulator 

Instruction 061 transmits the logical product of the accumulator and operand 
register B to the accumulator. Accumulator bits 29 through 215 are not 
changed. It then clears the carry flag. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignored. 
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Machine 
Instruction 

062 

Issue Conditions 

Instruction 062 

ELAN Description 

A = A + [8] Add operand register 8 to A 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

CSM-1 01 0-000 

Transmit B register contents to RP register 

CP 1 Latch RP register contents 
Read operand register 

CP 2 Latch operand register contents in read-out register 
Check operand register parity 

CP 3 Latch operand register contents in addend register 

CP 4 First CP in adder 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 

Instruction 062 transmits the two's complement sum of the accumulator and 
operand register B to the accumulator. The instruction complements the carry 
flag if a carry bit is propagated from the accumulator bit 215. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignored. 
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Machine 
Instruction 

063 

Issue Conditions 

Instruction 063 

ELAN Description 

A = A - [8] Subtract operand register 8 from A 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

7-66 

Transmit B register contents to RP register 

CP 1 Latch RP register contents 
Read operand register 

CP 2 Latch operand register contents in read-out register 
Check operand register parity 

CP 3 Latch operand register contents in addend register 

CP 4 First CP in adder 
Invert B register for subtract 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 

Instruction 063 transmits the two's complement difference of the accumulator 
and operand register B to the accumulator. The instruction complements the 
carry flag if a carry bit is propagated from the accumulator bit 215. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignored. 
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Machine 
Instruction 

064 

Issue Conditions 

Instruction 064 

ELAN Description 

[8] = A Transmit A to operand register 8 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

CSM-1010-000 

Transmit B register contents to RP register 
Generate parity 
Transmit accumulator contents to operand write register 
Release accumulator 

CP 1 Transmit operand write register contents to operand register 

CP 2 Write operand register 

Instruction 064 transmits the accumulator contents to the operand register 
designated by the B register. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignor~d. 
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Machine 
Instruction 

065 

Issue Conditions 

Instruction 065 

ELAN 

[8] = A + [8] 

Description 

Add operand register 8 to A, result to 
operand register 8 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

7-68 

Transmit B register contents to RP and DP registers 

CP 1 Latch RP and DP registers 
Read operand register 

CP 2 Latch operand register contents in read-out register 
Check operand register parity 

CP 3 Latch operand register contents in addend register 

CP 4 First CP in adder 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accu;mulator 
Transmit DP register contents to RP register 
Generate parity 
Transmit accumulator contents to operand write register 
Release DP register 

CP 7 Transmit operand write register contents to operand register 

CP 8 Write operand register 

Instruction 065 computes the two's complement sum of the accumulator and 
the operand register designated by operand register B. The result is 
transmitted to the accumulator and to the operand register designated by the 
B register. The instruction complements the carry flag if a carry bit is 
propagated from accumulator bit 215. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignored. 
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Machine 
Instruction 

066 

Issue Conditions 

Instruction 066 

ELAN 

[8] = [8] + 1 

Description 

Transmit operand register 8 to A, add 1 I 
result to operand register 8 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

CSM-1010-000 

Transmit B register contents to RP and OP registers 

CP 1 Latch RP and OP register contents 
Read operand register 

CP 2 Latch operand register contents in read-out register 
Check operand register parity 

CP 3 Latch operand register contents in accumulator 
Latch constant 1 in addend register 
Clear carry flag 

CP 4 First CP in adder 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 
Transmit OP register contents to RP register 
Transmit accumulator contents to operand write register 
Release OP register 

CP 7 Transmit operand write register contents to operand register 

CP 8 Write operand register 

Instruction 066 adds 1 to the contents of the operand register designated by the 
B register. The result is transmitted to the accumulator and to the operand 
register designated by the B register. The instruction complements the carry 
bit if a carry bit is propagated from accumulator bit 215. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignored. 
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Machine 
Instruction 

067 

Issue Conditions 

ELAN 

[8] = [8] - 1 

Instruction 067 

Description 

Transmit operand register 8 to A, subtract 
1 I result to operand register 8 

Accumulator free 1 CP after issue 
No delayed write of operand register 
B register not reserved 

Instruction Timing CP 0 Issue 

Description 

7-70 

Transmit B register contents to RP and OP registers 

CP 1 Latch RP and OP register contents 
Read operand register 

CP 2 Latch operand register contents in read-out register 
Check operand register parity 

CP 3 Latch operand register contents in accumulator 
Latch constant 1 in addend register 
Clear carry flag 

CP 4 First CP in adder 
Invert addend register 

CP 5 Second CP in adder 
Transmit result to accumulator 
Release accumulator 

CP 6 Latch result in accumulator 
Transmit OP register contents to RP register 
Transmit accumulator contents to operand write register 
Release OP register 

CP 7 Transmit operand write register contents to operand register 

CP 8 Write operand register 

Instruction. 067 subtracts 1 from the contents of the operand register 
designated by operand register B. The result is transmitted to the 
accumulator and to the operand register designated by operand register B. 
The instruction complements the carry bit if a carry bit is propagated from 
accumulator bit 215. 

Note: Because there are only 2008 operand registers, B register bits 27 and 28 
are ignored. 
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Machine 
Instruction 

070 

Issue Conditions 

Instruction 070 

ELAN Description 

P = P + d Jump to p + d 

No adder/shifter path conflicts 2 CPs after issue 
No adder/shifter path reservation for I/O functions 

Instruction Timing CP 0 Issue 

If in-stack branch 

Transmit P register contents to branch accumulator 
Transmit d field to addend register 

CP 1 Transmit branch accumulator and addend register contents to 
adder 

CP 2 First CP in adder 

CP 3 Second CP in adder 
Transmit result to P register 

CP4 

CP5 

CP6 

CP7 

Latch result in P register 
Instruction stack pointer valid 

Instruction stack read pointer valid 

Latch next instruction in NIP register 

Latch next instruction in CIP register 
Issue 

If out-of-stack branch CP 4 Latch result in P register 

CSM-1 01 0-000 

CP5 + N 

CP6 + N 

CP7 + N 

CPS + N 

CP9 + N 

Clear instruction stack 
Request instruction fetch 

Fetch pointer valid 
Acknowledge memory reference 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs) 

Latch acknowledge 

Local memory cycle CP 0 

Local memory cycle CP 1 

Local memory cycle CP 2 
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If out-of-stack branch CP 10 + N Latch local memory read data 
(continued) 

Description 

7-72 

CP 11 + N Correct local memory read data 
Transmit corrected data to NIP register 

CP 12 + N Latch next instruction in NIP register 

CP 13 + N Latch next instruction in eIP register 
Issue next instruction 

Instruction 070 terminates the current program sequence and begins a new 
sequence. The initial address for the new sequence equals the address of the 
current instruction plus the d field. The operation treats the d field as a 9-bit 
positive integer and performs addition in a 16-bit, two's complement mode. 
The operation does not alter the accumulator or the carry flag. 
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Machine 
Instruction 

071 

Issue Conditions 

Instruction 071 

ELAN Description 

P = P - d Jump to p - d 

No adder/shifter path conflicts 2 CPs after issue 
No adder/shifter path reservation for I/O functions 

Instruction Timing CP 0 Issue 

If in-stack branch 

Transmit P register contents to branch accumulator 
Transmit d field to addend register 

CP 1 Transmit branch accumulator and addend register contents to 
adder 

CP 2 First CP in adder 
Invert addend register 

CP 3 Second CP in adder 
Transmit result to P regjster 

CP4 

CP5 

CP6 

CP7 

Latch result in P register 
Instruction stack pointer valid 

Instruction stack read pointer valid 

Latch next instruction in NIP register 

Latch next instruction in CIP register 
Issue 

If out-of-stack branch CP 4 Latch result in P register 

CSM-1010-000 

CPS + N 

CP6 + N 

CP7 + N 

CPS + N 

Clear instruction stack 
Request instruction fetch 

Fetch pointer valid 
Acknowledge memory reference 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs.) 

Latch acknowledge 

Local memory cycle CP 0 

Local memory cycle CP 1 
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If out-of-stack branch CP 9 + N 
(continued) 

Local memory cycle CP 2 

Description 

7-74 

CP 10 + N 

CP 11 + N 

CP 12 + N 

CP 13 + N 

Latch local memory read data 

Correct local memory read data 
Transmit corrected data to NIP register 

Latch next instruction in NIP register 

Latch next instruction in CIP register 
Issue next instruction 

Instruction 071 terminates the current program sequence and begins a new 
sequence. The initial address for the new sequence equals the address of the 
current instruction minus the d field. The operation performs subtraction in a 
I6-bit, two's complement mode, treating the d field as a 9-bit positive integer. 
The operation does not alter the accumulator or the carry flag. 
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Machine 
Instruction 

072 

Issue Conditions 

Instruction 072 

ELAN Description 

R = P + d Return jump to p + d 

No adder/shifter path conflicts 2 CPs after issue 
No adder/shifter path reservation for I/O functions 

Instruction Timing CP 0 Issue 

If in-stack branch 

Transmit P register contents to branch accumulator 
Transmit d field to addend register 

CP 1 Transmit branch accumulator and addend register contents to 
adder 
Increment P to P + 1 

CP 2 First CP in adder 

CP 3 Second CP in adder 
Transmit result to P register 
Increment E pointer 
Transmit P + 1 to exit stack 

CP4 

CPS 

CP6 

CP7 

Latch result in P register 
Instructi~n stack pointer valid 

Instruction stack read pointer valid 

Latch next instruction in NIP register 

Latch next instruction in CIP register 
Issue 

If out-of-stack branch CP 4 Latch result in P register 
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CPS + N 

CP6 + N 

CP7 + N 

CPS + N 

Clear instruction stack 
Request instruction fetch 

Fetch pointer valid 
Acknowledge memory reference 
(N can vary from 0 to S CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs.) 

Latch acknowledge 

Local memory cycle CP 0 

Local memory cycle CP 1 
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If out-of-stack branch CP 9 + N Local memory cycle CP 2 
(continued) 

Description 

7-76 

CP 10 + N Latch local memory read data 

CP 11 + N Correct local memory read data 
Transmit corrected data to NIP register 

CP 12 + N Latch next instruction in NIP register 

CP 13 + N Latch next instruction in CIP register 
Issue next instruction 

Instruction 072 suspends execution of the current program sequence and calls 
a subprogram for execution. The instruction increments the value of the E 
pointer by 1 and stores the address of the next instruction of current program 
sequence in the program exit stack. Then, the operation begins executing a 
new program sequence. The initial address for the new sequence equals the 
address of the current instruction plus the d field. The operation treats the d 
field as a 9-bit positive integer and adds in a 16-bit, two's complement mode. 
The instruction does not alter the accumulator or the carry flag. 

The program exit stack overflow flag sets if the incremented E value is 30 
(368). 
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Machine 
Instruction 

073 

Issue Conditions 

Instruction 073 

ELAN Description 

R = P - d Return jump to p - d 

No adder/shifter path conflicts 2 CPs after issue 
No adder/shifter path reservation for I/O functions 

Instruction Timing CP 0 Issue 

If in-stack branch 

Transmit P register contents to branch accumulator 
Transmit d field to addend register 

CP 1 Transmit branch accumulator and addend register contents to 
adder 
Advance P to P + 1 

CP 2 First CP in adder 
Invert addend register 

CP 3 Second CP in adder 
Transmit result to P register 
Increment E pointer 
Transmit P + 1 to exit stack 

CP4 

CP5 

CP6 

CP7 

Latch result in P register 
Instruction stack pointer valid 

Instruction stack read pointer valid 

Latch next instruction in NIP register 

Latch next instruction in CIP register 
Issue 

If out-of-stack branch CP 4 Latch result in P register 
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CP5 + N 

CP6 + N 

CP7 + N 

CP8+ N 

Clear instruction stack 
Instruction fetch request 

Fetch pointer valid 
Acknowledge memory reference 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs.) 

Latch acknowledge 

Local memory cycle CP 0 

Local memory cycle CP 1 
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If out-of-stack branch CP 9 + N Local memory cycle CP 2 
(continued) 

Description 

7-78 

CP 10 + N Latch local memory read data 

CP 11 + N Correct local memory read data 
Transmit corrected data to NIP register 

CP 12 + N Latch next instruction in NIP register 

CP 13 + N Latch next instruction in CIP register 
Issue next instruction 

Instruction 073 suspends execution of the current program sequence and calls 
a subprogram for execution. The instruction increments the value of the E 
register by 1 and stores the address of the next sequential instruction of 
current program sequence in the program exit stack. Then, the instruction 
begins a new program sequence. The initial address for the new sequence 
equals the address of the current instruction minus the d field. The operation 
treats the d field as a 9-bit positive integer and performs subtraction in a 16-
bit, two's complement mode. The instruction does not alter the accumulator or 
the carry flag. 

Note: The program exit stack overflow flag sets if the incremented E value is 
30 (368)' 
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Machine 
Instruction 

074 

Issue Conditions 

Instruction 074 

ELAN Description 

P = dd Jump to address in operand register dd 

No adder/shifter path reservation for 1/0 functions 
No delayed write of operand register 
No local memory read cycle at acknowledge + 2 

Instruction Timing CP 0 Issue 

CSM-1 010-000 

Transmit d field to RP register 

CP 1 Latch RP register contents 
Read operand register 

CP 2 Latch operand register in read-out register 
Check operand register parity 

CP 3 Latch operand register dd in branch accumulator 
Increment P register to P + 1 
Transmit branch accumulator and addend register contents to 
adder 

CP 4 First CP in adder 

CP 5 Second CP in adder 

CP 6 Latch result in P register 
Clear instruction stack 
Request instruction fetch 

CP 5 + N Fetch pointer valid 
Acknowledge memory reference 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs.) 

CP 6 + N Latch acknowledge 

CP 7 + N Local memory cycle CP 0 

CP 8 + N Local memory cycle CP 1 

CP 9 + N Local memory cycle CP 2 

CP 10 + N Latch local memory read data 

CP 11 + N Correct local memory read data 
Transmit corrected data to NIP register 
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Instruction Timing CP 12 + N Latch fetch data in NIP register 
(continued) 

Description 

7-80 

CP 13 + N Latch next instruction in CIP register 
Issue next instruction 

Instruction 074 terminates the current program sequence and begins a new 
sequence. The operand register designated by the d field provides the initial 
address for the new sequence. 
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Machine 
Instruction 

075 

Issue Conditions 

Instruction 075 

ELAN Description 

P = dd + k Jump to sum of k and operand register dd 

No adder/shifter path reservation for 1/0 functions 
No delayed write of operand register 
No local memory read cycle at acknowledge + 2 
NIP register valid 1 CP after issue 

Instruction Timing CP 0 Issue 

CSM-1 010-000 

Transmit d field to RP register 

CP 1 Latch RP register contents 
Read operand register 

CP 2 Latch operand register in read-out register 
Check operand register parity 
Transmit k field to addend register 

CP 3 Operand register dd latched in branch accumulator 
Latch k field in addend register 
Transmit branch accumulator and addend register contents to 
adder 
Increment P register to P + 1 

CP 4 Fi~st CP in adder 
Increment P register to P + 2 

CP 5 Second CP in adder 

CP 6 Latch result in P register 
Clear instruction stack 
Request instruction fetch 

CP 5 + N Fetch pointer valid 
Acknowledge memory reference 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs.) 

CP 6 + N Latch acknowledge 

CP 7 + N Local memory cycle CP 0 

CP 8 + N Local memory cycle CP 1 

CP 9 + N Local memory cycle CP 2 

CP 10 + N Latch local memory read data 
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Instruction Timing CP 11 + N 
(continued) 

Correct local memory read data 
Transmit corrected data to NIP register 

Description 

7-82 

CP 12 + N 

CP 13 + N 

Latch fetch data in NIP register 

Latch next instruction in CIP register 
Issue next instruction 

Instruction 075 terminates the current program sequence and begins a new 
sequence. The initial address for the new sequence equals the instruction k 
field plus the contents of the operand register specified by the d field. The 
operation performs addition in a I6-bit, two's complement mode. The 
operation does not alter the contents of the accumulator or the carry flag. 
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Machine 
Instruction 

076 

Issue Conditions 

ELAN 

R = dd 

Instruction 076 

Description 

Return jump to address in operand 
register dd 

No adder/shifter path reservation for I/O functions 
Node layed write of operand register 
No local memory read cycle at acknowledge + 2 

Instruction Timing CP 0 Issue 

CSM-1010-000 

Transmit d field to RP register 

CP 1 Latch RP register contents 
Read operand register 

CP 2 Latch operand register in read-out register 
Check operand register parity 

CP 3 Latch operand register dd in branch accumulator 
Transmit branch accumulator contents and addend register 
contents to adder 
Increment P register to P + 1 

CP 4 First CP in adder 

CP 5 Second CP in adder 
Increment E pointer to E + 1 
Transmit P + 1 to exit stack 

CP 6 Latch result in P register 
Clear instruction stack 
Request instruction fetch 

CP 5 + N Fetch pointer valid 
Acknowledge memory reference 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs.) 

CP 6 + N Latch acknowledge 

CP 7 + N Local memory cycle CP 0 

CP 8 + N Local memory cycle CP 1 

CP 9 + N Local memory cycle CP 2 

CP 10 + N Latch local memory read data 

CP 11 + N. Correct local memory read data 
. Transmit corrected data to NIP register 
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Instruction Timing CP 12 + N Latch fetch data in NIP register 
(continued) 

Description 

7-84 

CP 13 + N Latch next instruction in CIP register 
Issue next instruction 

Instruction 076 suspends execution of the current program sequence and calls 
a subprogram for execution. The instruction increments the value of the E 
pointer by 1, stores the address of the next instruction of the current sequence 
in the program exit stack, and begins a new program sequence. The operand 
register specified by the d field provides the initial address for the new 
sequence. 

Note: The program exit stack overflow flag sets if the incremented E value is 
30 (368)' 
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Machine 
Instruction 

077 

Issue Conditions 

ELAN 

R = dd + k 

Instruction 077 

Description 

Return jump to address sum of k and 
operand register dd 

No adder/shifter path reservation for I/O functions 
No delayed write of operand register (DP register full) 
No local memory read cycle at acknowledge + 2 
NIP register valid 1 CP after issue 

Instruction Timing CP 0 Issue 
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CPl 

CP2 

CP3 

CP4 

CP5 

CP6 

CP5 + N 

CP6 + N 

CP7 + N 

CPS + N 

Cpg + N 

Transmit d field to RP register 

Latch RP register contents 
Read operand register 

Latch operand register in read-out register 
Check operand register parity 
Transmit k field to addend register 

Latch operand register dd in branch accumulator 
Latch k field in addend register ~ . 
Transmit branch accumulator and addend register contents to 
adder 
Increment P register to P + 1 

First CP in adder 
Increment P register to P + 2 

Second CP in adder 
Increment E pointer to E + 1 
Transmit P + 2 to exit stack 

Latch result in P register 
Clear instruction stack 
Request instruction fetch 

Fetch pointer valid 
Acknowledge reference 
(N can vary from 0 to 5 CPs depending on local memory timing 
and conflicts, but is typically not more than 2 CPs.) 

Latch acknowledge 

Local memory cycle CP 0 

Local memory cycle CP 1 

Local memory cycle CP 2 
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Instruction Timing CP 10 + N Latch local memory read data 
(continued) 

Description 

7-86 

CP 11 + N Correct local memory read data 
Transmit corrected data to NIP register 

CP 12 + N Latch fetch data in NIP register 

CP 13 + N Latch next instruction in CIP register 
Issue next instruction 

Instruction 077 suspends the current program sequence and calls a 
subprogram for execution. The instruction increments the value of the E 
pointer by one and stores the address of the next instruction of the current 
sequence in the program exit stack. A new program sequence then begins. 
The initial address for the new sequence equals the k field plus the contents of 
operand register designated by the d field. Addition is performed in a 16-bit, 
two's complement mode. The operation does not alter the contents of the 
accumulator or the carry flag. 

The program exit stack overflow flag sets if the incremented E value is 30 
(368)' 
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Instructions 100 through 137 

Instructions 100 through 137 are branch instructions that are used to jump to a new 
program sequence. Refer to Table 7-4 for a list ofinstructions 100 through 137. 

Table 7-4. Instructions 100 through 137 

Machine 
Instruction ELAN Description 

100 P = P + d, C = = 0 Jump to p + d if carry = 0 

101 P = P + d, C 1= 0 Jump to p + d if carry ;e 0 

102 P = P + d, A = = 0 Jump to p + d if A = 0 

103 P = P + d, A 1= 0 Jump to p + d if A 1C 0 

104 P = P - d, C = = 0 Jump to p - d if carry = 0 

105 P = P - d, C 1= 0 Jump to p - d if carry ;e 0 

106 P = P - d, A = = 0 Jump to p - d if A = 0 

107 P = P - d, A! = 0 Jump to p - d if A ;e 0 

110 R = P + d, C = = 0 Return jump to p + d if carry = 0 

111 R = P + d, C! = 0 Return jump to p + d if carry ;e 0 

112 R = P + d, A = = 0 Return jump to p + d if A = 0 

113 R = P + d, A!= 0 Return jump to p + d if A ;e 0 

114 R = P - d, C = = 0 Return jump to p - d if carry = 0 

115 R = P - d, ·C ! = 0 Return jump to p - d if carry ;e 0 

116 R = P - d, A = = 0 Return jump to p - d if A = 0 

117 R = P - d, A! = 0 Return jump to p - d if A ;e 0 

120 P = dd, C = = 0 Jump to address in operand register dd if carry = 0 

121 P = dd, C!= 0 Jump to address in operand register dd if carry ;e 0 

122 P = dd, A = = 0 Jump to address in operand register dd if A = 0 

123 P = dd, A!= 0 Jump to address in operand register dd if A ;e 0 

124 P = dd + k, C = = 0 Jump to address in operand register dd + k if carry = 0 

125 P = dd + k, C ! = 0 Jump to address in operand register dd + k if carry ;e 0 

126 P = dd + k, A = = 0 Jump to address in operand register dd + k if A = 0 

127 P = dd + k, A I = 0 Jump to address in operand register dd + k if A ;e 0 

130 R = dd, C = = 0 Return jump to address in operand register dd if carry = 0 

CSM-1010-000 Cray Research Private 7-87 



I/O Processor Instruction Set lOS Model E System Programmer Reference Manual 

Table 7-4. Instructions 100 through 137 (continued) 

Machine 
Instruction ELAN Description 

131 R = dd, C!= 0 Return jump to address in operand register dd if carry :;e 0 

132 R = dd, A = = 0 Return jump to address in operand register dd if A = 0 

133 R = dd, A!= 0 Return jump to address in operand register dd if A :;e 0 

134 R = dd + k, C = = 0 Return jump to address in operand register dd + k if 
carry =" 0 

135 R = dd + k, C ! = 0 Return jump to address in operand register dd + k if 
carry :;e 0 

136 R = dd + k, A = = 0 Return jump to address in operand register dd + k if A = 0 

137 R = dd + k, A ! = 0 Return jump to address in operand register dd + k if A :;e 0 

Issue Conditions Each instruction has the same issue conditions as the corresponding 
unconditional branch instruction (instructions 070 through 077). A list of the 
branch instructions is provided in Table 7-5. 

Table 7-5. Branch Instructions 

Unconditional Conditional Branch Instructions 

ELAN Branch 
Instruction C = 0 C:;eO A = 0 A :;e 0 

P=p + d 070 100 101 102 103 

P = P - d 071 104 105 106 107 

R = p + d 072 110 111 112 113 

R = P - d 073 114 115 116 117 

P = dd 074 120 121 122 123 

P = dd + k 075 124 125 126 127 

R = dd 076 130 131 132 133 

R = dd + k 077 134 135 136 137 
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Instruction Timing Instruction timing is dependent upon whether a branch is taken. The decision 
to branch occurs at the second CP the new address is in the adder. Issue of a 
conditional branch is delayed if the accumulator is not free 3 CPs prior to the 
second CP that the instruction is in the adder. 

Description 

CSM-1 01 0-000 

If the branch is taken, instructions 100 through 137 have the same timing as 
the corresponding unconditional branch. 

If the branch is not taken, the NIP register is valid the next CP after the 
second CP that the instruction is in the adder. Two CPs are then required for 
the instruction to advance to the CIP register and issue. 

Instructions 100 through 137 jump to a new program sequence only if a branch 
condition is met. Instructions 070 through 077 represent the eight branch 
modes in the unconditional form. All possibilities of the eight modes are 
combined with four branch criteria to form the set of instructions 100 through 
137. 

The C = 0 branch condition causes the branch to be taken if the carry flag 
equals o. If the carry flag equals 1, the current program sequence continues. 

The C ~ 0 branch condition causes the branch to be taken if the carry flag 
equals 1. If the carry flag equals 0, the current sequence continues. 

The A = 0 branch condition causes the branch to be taken if the accumulator 
content equals O. If the accumulator content does not equal 0, the current 
sequence continues. 

The A ~ 0 branch condition causes the branch to be taken if the accumulator 
content does not equal O. If the accumulator content does equal 0, the current 
sequence continues. 

Cray Research Private 7-89 



liD Processor Instruction Set IDS Model E System Programmer Reference Manual 

Instructions 140 through 147 and 154 through 157 

Instructions 140 through 177 allow lOP control of the 110 channel activity. The contents 
of the d field of the instruction specifies the channel instructions 140 through 157. Refer 
to Table 7-6 for a list of instructions 140 through 147 and 154 through 157. 

Table 7-6. Instructions 140 through 147 and 154 through 157 

Machine 
Instruction ELAN Description 

140 iod: 0 Channel d function 0 

141 iod: 1 Channel d function 1 

142 iod: 2 Channel d function 2 

143 iod: 3 Channel d function 3 

144 iod: 4 Channel d function 4 

145 iod: 5 Channel d function 5 

146 iod: 6 Channel d function 6 

147 iod: 7 Channel d function 7 

154 iod: 14 Channel d function 14 

155 iod: 15 Channel d function 15 
~ . 

156 iod: 16 Channel d function 16 

157 iod: 17 Channel d function 17 

Issue Conditions Accumulator free 1 CP after issue 
No I/O function in progress 

Instruction Timing CP 0 

CP1 

CP2+ M 

CP3+ M 

7-90 

Issue 
Transmit d field and function bits to channel decode 

Channel decode and Go I/O (internal verses external) 
Transmit accumulator bits 20 through 27 to function 
fanout 

Fanout bits 20 through 27 
Transmit accumulator bits 28 through 215 to function 
fanout 

Fanout bits 28 through 215 
Accumulator free 
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Instruction Timing CP 4 + :\II + N 
(continued) 

Description 

CSM-1 01 0-000 

CP5 + M + N Function complete 

CP6 + M + N Next 1/0 function issue 

For functions 14 and 15, a conflict may occur that can delay the accumulator 
free and/or issue of a subsequent 1/0 function by M. This delay can vary from 0 
to 6 CPs. 

For the remaining functions, a conflict may occur that can delay the issue of a 
subsequent 1/0 function by N. This delay can vary from 0 to 9 CPs. 

Instructions 140 through 147 and 154 through 157 send the contents of the 
accumulator to the channel interface designated by the d field. The d field 
instructions 140 through 147 and 154 through 157 specify the I/O channel. 

An 1/0 instruction sends the low-order 4 bits of the function code and a Go­
function signal to the channel interface control circuitry. The channel 
interface interprets the 4-bit code in a manner unique to that channel. Refer to 
Section 5, ~~Channel Adapters," for information on the function-code format. 

Note: 1/0 functions can have delays caused by path or resource conflicts 
depending on the channel number and function type. Non-status functions can 
issue every 6 CPs. Status functions for channels 10 through 37, functions 12 
and 13 can issue every 15 CPs. 

Status and non-status functions can be delayed by up to 9 CPs if a local 
memory data transfer conflict occurs. This occurs if a function is issued to a 
channel and that same channel is in the process of outputting a parcel of local 
memory data. . 
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Instructions 150 through 153 

Instructions 150 through 153 are used to send data to the interface defined by the d field. 
Refer to Table 7-7 for a list of instructions 150 through 153. 

Table 7-7. Instructions 150 through 153 

Machine 
Instruction ELAN Description 

150 iod: 10 Channel d function 10 

151 iod : 11 Channel d function 11 

152 iod: 12 Channel d function 12 

153 iod: 13 Channel d function 13 

Issue Conditions Accumulator free l' CP after issue 

Instruction Timing CP 0 Issue 
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Transmit d field and function bits to channel decode 

CP 1 Channel decode and Go 1/0 function (internal verses external) 
Transmit accumulator bits 20 through 27 to function fanout 

CP ~ Fanout bits 20 through 27 
Transmit accumulator bits 28 through 215 to function fanout 

CP 3 Fanout bits 28 through 215 

CP 4~ 

CP5 

CP6 

CP7 

CPS 

CP9 

CPI0 Enter accumulator contents with status channels 0 through 7, 
functions 10 through 13 
Accumulator free 
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Instruction Timing 
(continued) 

Description 

CSM-1 01 0-000 

CP 11 + M Enter accumulator contents with status channels 10 through 37, 
functions 10 through 11 
Accumulator free 

CP 12 

CP 13 

CP 14 

CP 15 + N Enter accumulator contents with status channels 10 through 37, 
functions 12 through 13 
Accumulator free 

For functions 10 and 11, channels 10 through 37, a conflict may occur that can 
delay the accumulator free by M. This delay can vary from 0 to 6 CPs. 

For function 12 and 13, channels 10 through 37, a conflict may occur that can 
delay the accumulator free by N. This delay can vary from 0 to 9 CPs. 

Instructions 150 through 153 transfer a 16-bit quantity from the channel 
interface into the accumulator. The value transferred depends on which 
channel interface is used. These instructions send data to the interface defined 
by the d field. The interface responds by returning a value to the accumulator. 
The carry flag clears. 

An 1/0 instruction sends the low-order 4 bits of the function code and a Go­
function signal to the channel interface control circuitry. The channel 
interface interprets the 4-bit code in a manner unique to that channel. Refer to 
Section 5, ftChannel Adapters," for information on the function-code format. 

Note: 1/0 functions can have delays caused by path or resource conflicts 
depending on the channel number and function type. Non-status functions can 
issue every 6 CPs. Status functions for channels 10 through 37, functions 12 
and 13 can issue every 15 CPs. 

Status and non-status functions can be delayed by up to 9 CPs if a local 
memory data transfer conflict occurs. This occurs if a function is issued to a 
channel and that same channel is in the process of outputting a parcel of local 
memory data. 
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Instructions 160 through 167 and 174 through 177 

\c 

Instructions 160 through 167 and 174 through 177 are used to send data to the interface 
defined by the channel number in the B register. Refer to Table 7-8 for a list of 
instructions 160 through 167 and 174 through 177. 

Table 7-8. Instructions 160 through 167 and 174 through 177 

Machine 
Instruction ELAN Description 

160 108:0 Channel 8 function a 
161 108:1 Channel 8 function 1 

162 108:2 Channel 8 function 2 

163 108:3 Channel 8 function 3 

164 108:4 Channel 8 function 4 

165 108:5 Channel 8 function 5 

166 108:6 Channel 8 function 6 

167 108:7 Channel 8 function 7 

174 108:14 Channel 8 function 14 

175 108:15 Channel 8 function 15 

176 108:16 Channel 8 function 16 

177 108:17 Channel 8 function 17 

Issue Conditions Accumulator free in 1 CP after issue 
B register not reserved 
No I/O function in progress 

Instruction Timing CP 0 

CPl 

CP2+M 

7-94 

Issue 
Transmit d field and function bits to channel decode 

Channel decode and Go I/O (internal verses external). 
Transmit accumulator bits 20 through 27 to function 
fanout 

Fanout bits 20 through 27 
Transmit accumulator bits 28 through 215 to function 
fanout 
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Instruction Timing CP 3 + M 
(continued) 

Fanout bits 28 through 215 

Accumulator free 

Description 

CP4 + M + N 

CP5 + M + N Function complete 

CP6 + M + N N ext I/O function issue 

For functions 14 and 15, a conflict may occur that can delay the accumulator 
free and/or issue of a subsequent I/O function by M. This delay can vary from 0 
to 6 CPs. 

For the remaining functions, a conflict may occur that can delay the issue of a 
subsequent 110 function by N. This delay can vary from 0 to 9 CPs. 

Instructions 160 through 167 and 174 through 177 send data to the interface 
defined by the channel number in the B register. 

An I/O instruction sends the low-order 4 bits of the function code and a Go­
function signal to the channel interface control circuitry. The channel 
interface interprets the 4-bit code in a manner unique to that channel. Refer to 
Section 5, ttChannel Adapters," for information on the function-code format. 

Note: I/O functions can have delays caused by path or resource conflicts 
depending on the channel number and function type. Non-status functions can 
issue every 6 CPs. Status functions for channels 10 through 37, functions 12 
and 13 can issue every 15 CPs. 

Status and non-status functions can be delayed by up to 9 CPs if a local 
memory data transfer conflict occurs. This occurs if a function is issued to a 
channel and that same channel is in the process of outputting a parcel of local 
memory data. 

Instructions 170 through 173 are used to send data to the interface defined by the 
channel number in the B register. Refer to Table 7-9 for a list of instructions 170 through 
173. 
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Issue Conditions 

Table 7-9. Instructions 170 through 173 

Machine 
Instruction ELAN 

170 108:10 

171 108:11 

172 108:12 

173 108:13 

Accumulator free in 1 CP after issue 
B register not reserved 

Description 

Channel 8 function 10 

Channel 8 function 11 

Channel 8 function 12 

Channel 8 function 13 

Instruction Timing CP 0 Issue 

7-96 

Transmit d field and function bits to channel decode 

CP 1 Channel decode and Go 1/0 function (internal verses external) 
Transmit accumulator bits 20 through 27 to function fanout 

CP 2 Fanout bits 20 through 27 

CP3 

CP 4 

CP5 

CP6 

CP7 

CPS 

CP9 

CP10 

Transmit accumulator bits 28 through 215 to function fanout 

Fanout bits 28 through 215 

Enter accumulator contents with status channels 0 through 7, 
functions 10 through 13 
Accumulator free 
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Instruction Timing 
(continued) 

Description 

CSM-1010-000 

CP 11 + M Enter accumulator contents with status channels 10 through 37, 
functions 10 through 11 
Accumulator free 

CP 12 

CP 13 

CP14 

CP 15 + N Enter accumulator contents with status channels 10 through 37, 
functions 12 through 13 
Accumulator free 

For functions 10 and 11, channels 10 through 37, a conflict may occur that can 
delay the accumulator free by M. This delay can vary from 0 to 6 CPs. 

For functions 12 and 13, channels 10 through 37, a conflict may occur that can 
delay the accumulator free by N. This delay can vary from 0 to 9 CPs. 

Instructions 170 through 173 transfer a 16-bit quantity into the accumulator. 
The value transferred depends on which channel interface is used. These 
instructions send data to the interface defined by the channel number in the B 
register. The interface responds by returning a value to the accumulator. The 
carry flag clears. 

An I/O instruction sends the low-order 4 bits of the function code and a Go­
function signal to the channel interface control circuitry. The channel 
interface interprets the 4-bit code in a manner unique to that channel. Refer to 
Section 5, ~tChannel Adapters," for information on the function-code format. 

Note: I/O functions can have delays caused by path or resource conflicts 
depending on the channel number and function type. Non-status functions can 
issue every 6 CPs. Status functions for channels 10 through 37, functions 12 
and 13 can issue every 15 CPs. 

Status and non-status functions can be delayed by up to 9 CPs if a local 
memory data transfer conflict occurs. This occurs if a function is issued to a 
channel and that same channel is in the process of outputting a parcel of local 
memory data. 
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