




















































































































































































































































Fig. 4 Flow chart of IIRecord on Tapell
• 

I ncrement �t�-�-�:�-�=�N�.�.�:�:�.�0�-�-�-�c�~� 
CA 

No 

,...----..... ----.... May repeat record­
ing by "Continue" 
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Fig. 6 Flow chart of "Read from Tapell
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1600 
1601 
1602 
1603 
16e~ 

1605 
7686 
1607 
1610 
1611 
7612 
1613 
1614 
1615 
7616 
7611 
1620 
1621 
1622 
1623 
162~ 

1625 
1626 
1621 
1630 
1631 
1632 
1633 
163~ 

1635 
1636 
1631 
16"" 
16~1 
16~2 

16~3 

16~4 

16~5 

1646 
16~1 

1650 
1651 
1652 
1653 
1654 
1655 
1656 
1651 
1660 
1661 
1662 
1663 
1664 
1665 
1666 
1661 
1610 
1611 
1612 
1613 
1674 
1675 
1676 
1617 

fl-j. 5 

0000 
0000 
0000 
.. 372 
4372 
6173 
2214 
5203 
1200 
4247 
3213 
1201 
4241 
1201 
4247 
1202 
4241 
1202 
42 .. 7 
1201 
3272 
1672 
42 .. 7 
1612 
1213 
142" 
1101 
3273 
1212 
1041 
1202 
7650 
52 .. 3 
2272 
5225 
1213 
.. 2 .. 7 
7 .. 02 
5203 
0000 
611 .. 
3215 
1271 
3274 
4372 
1275 
1500 
6111 
6174 
110 .. 
3215 
.. 312 
2274 
5255 
5641 
0030 
7700 
1164 
9000 
0000 
0000 
0000 
0000 
0000 

*1600 
CODER .. 

F'A .. 
REPEAT .. 

CONTINUE .. 

END. 

REC. 

BIT. 

HDElAY .. 
MDELAY .. 
MDOZEN .. 
CA .. 
CKSM .. 
COUNTER. 
STORE .. 
SPAREI. 
SPARE2 .. 

/RECORD ON TAPE 
o 

" 8 
JMS Dl 
JMS Dl 

/WAIT FOR NORMAL TAPE SPEED 

6173 
ISZ COUNTER 
JMP REPEAT 

/ 
/ 
/ 
/ 

TAD CODER /RECORD 
JMS REC 

10ENTIF'ICATION 
/DITTO 

/CLEAR CKSM DCA CKSM 
TAD fA 
JMS REC 
TAD IA 
JMS REC 
TAD F'A 
JMS REC 

/RECORD IA 

/RECORD IA 

/RECORD FA 

TAD F'A /RECORD F'A 

/DITTO 

/DITTO 

/DITTO 

JMS REC /DITTO 
TAD IA /RESET CURRENT ADDRESS TO IA 
DCA CA /DITTO 
TAD 1 CA /RECORD CONTENT 
JMS REC /DITTO 
TAD I CA /WORK OUT CHECKSUM 
TAD CKSH /DITTO 
SNl /OITTO 
Cll lAC /DITTO 
DCA CKSH /OITTO 
TAD CA /IS CA EQUAL TO FINAL ADDRESS? 
CIA /OITTO 
TAD FA /DITTO 
SNA ClA /OITTO 
JMP END /YES .. JUMP TO END 
ISZ CA /NO.. INCREMENT CA 
JMP CONTINUE/CONTINUE 
TAD CKSM /RECORD CKSH 
JMS REC /DITTO 
HLT /END OF RECORDING 
JMP REPEAT /REPEAT RECORDING IF DESIRED 
o /SUBROUTINE RECORD 
6114 /RECORD TIMING BIT 
DCA STORE /STORE THE WORD 
TAD MDOZEN /RESET COUNTER 
DCA COUNTER / 
JMS DL /GIVE PROPER INTERVAL BETWEEN BITS 
TAD STORE /BRING BACK REMAINING BITS OF .ORD 
SMA /IS THERE A BIT? 
6111 /NO. SKIP NEXT INSTRUCTION 
6114 /YES .. RECORD A BIT 
Cll RAL /ROTATE THE WORD FOR NEXT BIT 
DCA STORE /AND STORE 
JMS DL /GIVE INTERVAL BETWEEN BITS 
ISZ COUNTER/INCREMENT COUNTER. IS IT LAST BIT? 
JMP BIT /NO .. RECORD MORE BITS 
JHP 1 REC /YES .. RETURN TO MAIN PROGRAM 
30 
-100 
1164 
o 
o 
o 
o 
o 
o 

Program IIRecord on Tape ll
• This program and the 

one in Fig. 7 share some common registers. 
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1100 
7701 
7702 
1703 
1104 
1105 
7706 
1701 
7710 
1711 
7712 
1713 
1714 
7715 
1116 
1111 
1720 
1721 
1122 
7723 
1724 
7725 
7726 
7727 
1730 
1731 
1132 
1733 
1134 
1735 
1136 
7737 
1740 
1741 
7742 
7743 
7744 
77415 
77L1.6 
77L1.7 
1750 
7751 
7752 
7753 
7754 
7755 
7756 
7751 

7161 
7762 
7763 
716L1. 
7765 
7766 
7767 
7770 
7711 
7712 
1713 
111L1. 
1715 
7116 
1711 

0000 
4350 
1041 
1300 
7640 
5301 
4350 
3201 
3273 
Ll.350 
10L1.1 
1201 
76A10 
5301 
4350 
3202 
4350 
10L1.1 
1202 
76L1.0 
5301 
A1350 
3601 
1601 
1213 
7420 
1101 
3213 
1201 
10A11 
1202 
1650 
5343 
2201 
5325 
4350 
1041 
1273 
1L1.02 
5301 
0000 
6111 
1151 
1211 
3214 
1261 
A1312 
6172 
7104 
3215 
Ll.312 
1275 
6173 
1L1.10 
1001 
221L1. 
5360 
5150 
0000 
1270 
7101 
1L1."''' 
531L1. 
5172 

*7100 
CODE. 
BEGIN. 

CONT, 

ENDS. 

READ. 

Ol"l"C" 
u ...... '" 

Fig. 7 

IREAD IN FROM TAPE 
o 
JMS READ 
CIA 
TAD 
SZA 
JMP 
JMS 
DCA 
DCA 
JMS 
CIA 
TAD 
SZA 
JMP 
JMS 
DCA 
JMS 
CIA 
TAD 
SZA 
JMP 
JMS 
DCA 
TAD 
TAD 
SNL 

CODE 
CLA 
BEGIN 
READ 
IA 
CKSM 
READ 

IA 
CLA 
BEGIN 
READ 
FA 
READ 

FA 
CLA 
BEGIN 
READ 
I IA 
I IA 
CKSM 

CLL lAC 
DCA CKSM 
TAD lA 
CIA 
TAD FA 
SNA CLA 
JMP ENDS 
lSZ IA 
JMP CONT 
JMS READ 
CIA 
TAD CKSM 
HLT 
..IMP BEGIN 

" 6111 
JMP .-1 
TAD MDOZEN 
DCA COUNTER 
TAD HOE LAY 
JMS OL 
6172 

DCA STORE 
JMS OL 
TAD STORE 
6113 
SKP 
lAC 

IFIND A WORD 
ICHECK IF IT IS RIGHT PROGRAM 

IDITTO 
10lTTO 

IWRONG PROGRAM. TRY AGAIN 
IREAD AND CHECK IF TWO lA'S ARE SAME 

IDITTO 
IDITTO 
IDITTO 
10ITTO 
10lTTO 
IDITTO 

IWRONG IA. TRY AGAIN 
IREAO AND CHECK IF TWO FA'S ARE SAME 

10ITTO 
IDITTO 
IDITTO 
10lTTO 
10lTTO 

IWRONG FA. TRY AGAIN 
IREAO AND DEPOSIT IN PROPER REGISTER 

10lTTO 
10lTTO 

IWORK OUT CHECKSUM 
IDITTO 
10lTTO 
10ITTO 

ICHECK IF IT IS END Or JOB 
IDITTO 
10ITTO 
10lTTO 

IYES 
INO .. CONTINUE 

10lTTO 
IRE AD TAPED CHECKSUM 
lAND COMPARE 
IWITH COMPUTED ONE 
IHALT WITH CHECKSUM ERROR IN AC 
ITRY AGA IN BY PRESS ING '·START'· 
ISUBROUTINE TO READ 12 BIT WORD 

IROTATE Ae TO LEFT AND PREPARE FOR NEXi 
10ITTO 

IPROVIDE DELAY FOR TIME JITTER 
IBRING BACK CONTENT OF STORE 
IWAS THERE A BIT? 
INO 
IYES, ADD ONE BIT 

ISZ 
JMP 
JMP 
o 

COUNTERIINCREMENT COUNTER. IS IT LAST BIT? 
BITS INO, GET MORE BITS 

TAD 
CLL 
SZA 

1 READ IYES, RETURN TO CALLING PROGRAM 
ISUBROUTINE DELAY LINE 

MDELAY ILOAD MINUS DELAY AND COUNT 
lAC I 

JMP. -2 
JMP I DL 

I 
10lTTO 

IENOUGH DELAY .. BACK TO CALLING PROGRAM 

Program IIRead from Tape ll
• 
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1034 
1035 
1036 

1151 
1152 
11 53 

1400 
1401 
1402 
1403 
1404 
1405 
1406 
1401 
1410 
1411 
1412 
1413 
1414 
1415 
1416 
1411 
1420 
1421 
1422 
1423 
1424 
1~25 
1426 
1421 
1430 
1431 
1432 
1433 
1434 
1435 
1436 
1431 
1440 
1441 
1442 
1443 
1444 
1445 
1446 
1441 
1450 
1451 
1452 
1453 
1454 

4636 
1410 
1455 

4153 
7410 
1400 

0000 
3332 
1604 
1010 
1630 
5213 
1332 
6046 
6041 
5210 
5600 
2336 
5225 
1330 
3333 
4313 
6173 
2333 
5211 
1327 
3335 
6114 
1326 
3331 
4313 
1332 
7106 
1006 
1500 
6111 
6174 
1104 
3333 
4313 
1333 
2331 
5234 
1200 
6112 
2335 
5253 
7240 
3336 
1332 
5600 

/SYMBOlIC TAPE EDITOR MODIFICATIONS 

*1034 
JMS 1 1036 /WAS 6031 
SKP /WAS JMP.-l 
REDITOR /WAS 6036 

*1151 
JMS I 1153 /WAS 6046 
SKP /WAS 6041 
PEDITOR /WAS JMP .-1 

*1400 
PEDITOR.. 0 /··PUNCH·· ROUTINE MODIFICATION 

DCA STORE /SAVE WORD TO BE PUNCHED 
ClA OSR /IS IT PAPER TAPE OUTPUT? 
RAR / 
SZl CLA / 
JMP TAPE /NO.. OUTPUT TO TAPE RECORDER 
TAD STORE /YES, FOLLOW USUAL ROUTINE 
6046 / 
6041 / 
JMP .-1 / 
JMP I PEDITOR/RETURN TO CALLING PROGRAM 

TAPE, ISZ SWITCH /IS IT BEGINNING OF RECORDING 
JMP CONTINUE/NO, CONTINUE OUTPUTTING WITHOUT INTE8 

INT, TAD EXTN /YES .. DELAY OUTPUTTING FOR START UP TI8 
DCA ST2 /THIS ROUTINE KEEPS RELAY HOLD 
JMS DL / 
6113 / 
ISZ ST2 / 
JMP .-3 / 
TAD PBUF / 
DCA COUNT / 

CONTINUE, 6114 /START DUMPING 
TAD MDOZEN /FOllOWING ROUTINE IS STANDARD 
DCA COUNTER/PROCEDURE FOR THIS SYSTEM 
JMS Dl / 
TAD STORE / 
Cll RTL / 
RTl / 

BIT, SMA / 
6111 / 
6174 / 
Cll RAl / 
DCA ST2 / 
JMS Dl / 
TAD ST2 / 
ISZ COUNTER / 
JMP BIT / 
ClA /AlL BITS ARE RECORDED 
6112 /RESET FLIP-FLOP 
ISZ COUNT /KEEP COUNT OF BUFFER CONTENT 
JMP • +3 / 
ClA CMA /BUFFER FUll 
DCA SWITCH /RESET SWITCH 
TAD STORE /THIS INSTRUCTION IS OPTIONAL 
JMP I PEDITOR/RETURN TO CALLING PROGRAM 

Fig. Sa Symbolic Tape Editor Modifications. 
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1455 0000 REDITOR .. 0 l·eREAD" ROUTINE MODI'ICATION 
1456 7240 CLA CMA ISET SWITCH 
1457 3336 DCA SWITCH ITO ALLOW START UP TIME 
1460 6172 6172 ISTANDARD PROCEDURE 
1461 6031 KEY .. 6031 I 
1462 5386 JMp OUT I 
1463 6036 6836 I 
1464 5655 JMPI RED ITOR I 
1465 6171 BACK .. 6171 
1466 5261 JMP KEY 
1467 1325 TAD MOCTAL 
1470 3331 DCA COUNTER 
1471 1323 TAD HDELAY 
1472 -4313 JMS DL 
1473 6172 6172 I 
1474 7184 BITS .. CLL RAL I 
1475 3332 DCA STORE I 
1476 4313 JMS DL I 
1477 1332 TAD STORE 
1500 6173 6173 I 
1501 7410 SKP I 
1582 7001 lAC I 
1503 2331 ISZ COUNTER I 
1504 5274 JMp BITS I 
1505 5255 JMP REDITOR 
1506 1721 OUT .. TAD I READER/THIS ROUTINE ALLOWS TAPE-
1507 1322 TAD "ADDRESS/RECORDER TO BE SWITCHED ON 
1510 7640 SZA CLA IONLY WHEN INPUTTING REQUIRED 
1511 5261 JMP KEY I 
1512 5265 JMP BACK I 
1513 ''''08 DL .. 0 ISUBROUTINE DELAY 
1514 1324 TAD MDELAY 
1515 7101 CLL lAC 
1516 74-40 SZA 
1517 5315 JMP.-2 
1520 5713 JMP I DL 
1521 1033 READER .. 1033 
1522 6661 "ADDRESS .. -1117 
1523 0030 HDELAY .. 30 
1524 7700 MDELAY .. -100 
1525 7770 MOCTAL .. -10 
1526 7766 MDOZEN .. -12 
1527 1210 PBU' .. -510 
1530 00OO EXTN .. 0 
1531 000O COUNTER .. ° 1532 0000 STORE .. " 1533 000O ST2 .. " 1534 0000 ST3 .. 0 
1535 OO0O COUNT .. ° 1536 O000 SWITCH .. ° 

Fig. Sb Continuation of Figure Sa. 
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*115 IPAL III MODIFICATIONS 
0115 30~7 30~7 IWAS 2735 ISYSTA-l 

*200 
0200 760~ CLA OSR IDETERMINE INPUT MODE VIA SR 
0201 7012 RTR IDITTO 
0202 7630 SZL CLA 10ITTO 
0203 52~3 JMP 243 ITAPE RECORDER INPUT 
0204 5210 JMP 210 IPAPER TAPE INPUT 

*1123 
1123 533<4 OPCDP, 5334 IWAS 5446 I-OPCD 

*1571 
1571 2<444 MCRI, 2444 IWAS 2332 10PCD 

*2130 
2130 2371 SATAB, 2317 IWAS 2265 IOPTABL-I 

ITHE ORIGINAL SUBROUTINE "HIREAD" WILL LOOK LIKE FOLLOWING 
IAFTER THE CHANGE. FOR CLARITY ALL THE UNALTERED 
IINSTRUCTIONS HAVE BEEN INCLUDED IN COMMENT FORMAT. 
1*1426 
IHIREAD, 10 

IISZ RCNT 
IJMP GETCHR 
IISZ SWITCH 
ISKP 

*1433 
1433 7000 RESET. NOP IWAS 5302 IJMP ENOBF 
1~34 3703 DCA I IEXAM/WAS 3156 IDCA SWITCH 

ITAD RBGN 
IDCA AUTOA 
ITAO RKON 
IDCA RCNT 

*1441 
14~1 4702 REAOIN. JMS I READ IWAS 6014 IRFC 
1442 5251 JMP 1451 IWAS 3113 IDCA TEM3 
1~43 72<40 CRLF, CLA CMA IWAS 2113 IISZ TEM3 
1444 1010 TAD AUTOA IWAS 7<410 ISKP 
1445 3010 DCA AUTOA IWAS 5241 IJMP FULLI 
1<446 1070 TAD C215 IWAS 6011 IRSF 
1447 3410 DCA 1 AUTOA/WAS 52~3 IJMP .-4 
1~50 5267 JMP FULL IWAS 6012 IRRB 

ISNA 
IJMP READIN 
IT AD C200 
IDCA I AUTOA 
IISZ RCNT 
IJMP READIN 

*1~62 
1~62 5243 JHP CRLF IWAS 5261 IJHP FULL 

IFULLl. ICLA CMA 
IDCA SWITCH 
ITAD RCNT 
ICMA lAC 

IFULL. ITAD RKON 
ISNA 

*1471 
141. 5233 ..1MP RESET IWAS 5302 IJMP ENDBF 

IDCA RCNT 
ITAD RBGN 
IDCA AUTOB 

IGETCHR. ITAD I AUTOS 
IDCA CHAR 
IJMS I CHEKI 
IJMP HIREAD+l 
IJMP 1 HIREAD 

*1502 
1502 2266 READ. RPAL IWAS 72<40 IENDBF.CLA CMA 
1503 2323 IEXAM. EXAM IWAS 3151 IDCA RCNT 

Fig. 9a PAL III Modification. 
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AUTOA-10 
C215-70 
RBGN-125 
RKON-126 
RCNT-151 
,ULlI·1463 
,ULl-1461 

/EXTENSION 0, READING SUBROUTINE 
*2266 

2266 0000 RPAl .. a 
2261 6112 PLAY .. 6172 
2270 1342 TAD MOCTAL 
2211 33"-4 DCA COUNTER 
2212 1343 TAD WAIT 
2213 3347 DCA CT3 
2274 6171 BACK .. 6171 
2215 5323 ~P EXAM 
2276 1336 TAO ISIC 
2217 3323 DCA EXAM 
2300 1340 TAD HDELAY 
2301 4330 JMS DL 
2302 6172 6172 
2303 1104 BITS. CLL RAL 
2304 3345 DCA STORE 
2305 4330 JMS DL 
2306 13"-5 TAO STORE 
2307 6113 6173 
2310 7410 SKP 
2311 ·7001 lAC 
2312 2344 ISZ COUNTER 
2313 5303 JMP BITS 
2314 5666 JMP I RPAL 
2315 6031 KEY .. 6031 
2316 5274 JMP BACK 
2317 6036 6036 
2320 3410 DCA I AUTOA 
2321 2151 ISZ RCNT 
2322 5737 JMP I ENDER 
2323 2346 EXAM .. ISZ CT2 
2324 5315 JMP KEY 
2325 2347 ISZ CT3 
2326 5315 JMP KEY 
2327 5131 JMP I ENDER 
2330 0000 OL. 0 
2331 1341 TAD MDELAY 
2332 7101 CLl lAC 
2333 7440 5lA 
2334 5332 JMP .-2 
2335 5730 JMP I Dl 
2336 23.46 ISIC .. lSI CT2 
2337 1463 ENDER .. ,UlL. 
2340 0030 HDELAY .. 30 
2341 7700 MDELAY .. -100 
2342 7770 MOCTAL. -8 
2343 7774 WAIT .. -4 
2344 0000 COUNTER .. 0 
2345 0000 STORE. 0 
2346 "000 CT2 .. 0 
2347 0000 CT3 .. 0 

Fig. 9b Continuation of Figure 9a. 
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*7600 IRECORD ON TAPE IFOR PDP-8/S 
7600 0000 CODER. 0 
7601 0000 IA. 0 
7602 0000 FA. 0 
7603 327~ REPEAT. DCA DUMP IWAIT FOR NORMAL TAPE SPEE:D 
760~ 227~ ISZ DUMP IDITTO 
7605 6113 6173 IDITTO 
7606 2272 ISZ COUNTER IDITTO 
1607 5203 JMP REPEAT 10lTTO 
7610 1200 TAD CODER IRECORD IDE:NTIFICATION 
7611 ~247 JMS REC IDITTO 
1612 3211 DCA CKSM ICLEAR CKSM 
7613 1201 TAD IA IRECORD IA 
761~ ~2~7 JMS REC IDITTO 
7615 1201 TAD IA IRECORD IA 
7616 42~7 JMS REC IDITTO 
7617 1202 TAD FA IRECORD FA 
7620 4247 JMS REC IDITTO 
7621 1202 TAD FA IRECORD FA 
7622 ~247 JMS REC 10lTTO 
7623 1201 TAD IA IRESET CURRENT ADDRESS TO IA 
7624 3270 DCA CA IDITTO 
1625 1670 CONTINUE. TAD I CA IRECORD CONTENT 
7626 4247 JMS REC 10lTTO 
1627 1670 TAD I CA IWORK OUT CHECKSUM 
7630 1271 TAD CKSM IDITTO 
7631 7420 SNL IDITTO 
7632 1101 CLL lAC IDITTO 
7633 3271 DCA CKSM IDITTO 
7634 1270 TAO CA liS CA EQUAL TO F"INAL ADDRESS? 
7635 7041 CIA IDITTO 
1636 1202 TAD F"A IDITTO 
7637 7650 SNA CLA IDITTO 
1640 5243 JMP END IYES. JUMP TO END 
7641 2270 ISZ CA INO. INCREMENT CA 
7642 5225 JHP CONTINUE/CONTINUE 
7643 1271 END. TAD CKSM IRE:CORD CKSM 
7644 4247 JMS REC IDITTO 
7645 7402 HLT lEND OF" RECORDING 
7646 5203 JMP REPEAT IREPEAT RECORDING IF" DESIRED 
7647 0000 REC. 0 ISUBROUTINE: RECORD 
7650 6174 6174 
7651 7000 NOP 
7652 3273 DCA STORE 
7653 1266 TAD MEXTRA 
1654 3272 DCA COUNTE:R 
1655 1273 81T. TAD STORE 
7656 7500 SMA 
7657 6171 6171 
7660 6174 6174 
7661 7104 CLL RAL 
7662 3273 DCA STORE 
7663 2272 ISZ COUNTER 
7664 5255 JMP BIT 
1665 5647 JHP I REC IRETURN TO MAIN PROGRAM 
7666 7760 MEXTRA. -20 
7667 1764 MDOZEN. 7764 
7670 0000 CA. 0 
7671 0000 CKSH. 0 
7672 0000 COUNTER. 0 
7673 0000 STORE. 0 
7674 0000 DUMP. 0 
7675 0001 ONE. 1 
7676 0000 SPAREl. 0 
7671 0000 SPARE2. " 
Fig. lOa PDP-sis Version of II Read/Recordll Programs. 
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1100 
1101 
1102 
1103 
710J4 
7705 
1706 
7707 
7710 
1711 
1712 
7713 
7714 
7715 
7716 
7717 
1720 
7121 
7722 
7723 
712J4 
7725 
7726 
7727 
1730 
1731 
1732 
1733 
7734 
7735 
7736 
1137 
11J40 
1741 
1742 
1143 
1744 
1145 
7146 
7147 
1750 
7151 
1152 
7753 
7754 
7155 
7156 
7757 
7160 
7761 
7762 
7763 
7764 
7165 
7766 
7767 
7770 
7771 
7772 
1773 
7774 
7715 
7776 
7717 

0000 
4350 
7041 
1300 
1640 
5301 
4350 
3201 
3271 
4350 
7041 
1201 
7640 
5301 
4350 
3202 
4350 
1041 
1202 
7640 
5301 
4350 
3601 
1601 
1271 
1420 
1101 
3271 
1201 
7041 
1202 
7650 
5343 
2201 
5325 
4350 
1041 
1271 
7402 
5301 
0000 
6171 
5351 
1267 
3272 
7000 
5362 
1000 
7000 
7000 
6172 
7104 
3273 
1273 
6173 
7410 
1275 
2272 
5363 
5750 
0000 
0000 
0000 
0000 

*7700 
CODE. 
BEGIN. 

CONT. 

READ. 

BITS. 

SPARE3. 
SPAREiI. 
SPARES. 
SPARE6. 

IREAD IN 
o 

F'ROM TAPE 

JMS READ 
CIA 
TAD CODE 
SZA CLA 
JMP BEGIN 
JMS READ 
DCA IA 
DCA CKSM 
JMS READ 
CIA 
TAD IA 
SZA CLA 
JMP BEG IN 
JMS READ 
DCA F'A 
JMS READ 
CIA 
TAD F'A 
SZA CLA 
JMP BEGIN 
JMS READ 
DCA 1 IA 
TAD I IA 
TAD CKSM 
SNL 
CLL lAC 
DCA CKSM 
TAD IA 
CIA 
TAD F'A 
SNA CLA 
JM~ ENDS 
ISZ IA 
JMP CO NT 
JMS READ 
CIA 
TAD CKSM 
HLT 
JMP BEGIN 

'" 6111 
JMP .-1 
TAD MDOZEN 
DCA COUNTER 
NOP 
JMP • +4 

NOP 
NOP 
NOP 
6172 
CLL RAL 
DCA STORE 
TAD STORE 
6113 
SKP 
TAD ONE 
ISZ COUNTER 
JMP BITS 
JMP I READ 
o 
o 
o 

" 

IFIND A WORD 
ICHECK IF' IT IS RIGHT PROGRAM 

IDITTO 
IDITTO 

IWRONG PROGRAM. TRY AGAIN 
IREAD AND CHECK IF' TWO lA'S ARE SAME 

IDITTO 
IDITTO 
IDITTO 
IDITTO 
IDITTO 
IDITTO 

IWRONG IA. TRY AGAIN 
IREAD AND CHECK IF' TWO F'A'S ARE SAME 

IDITTO 
IDITTO 
IDITTO 
IDITTO 
IDITTO 

IWRONG F'A. TRY AGAIN 
IREAD AND DEPOSIT IN PROPER REGISTER 

IDITTO 
IDITTO 

IWORK OUT CHECKSUM 
IDITTO 
IDITTO 
IDITTO 

ICHECK IF' IT IS END OF' JOB 
IDITTO 
IDITTO 
IDITTO 

IYES 
INO. CONTINUE 

IDITTO 

ISUBROUTINF. TO READ 12 BIT WORD 

IROTATE AC TO LEF'T AND PREPARE rOR NEXI 
IDITTO 

IBRING BACK CONTENT OF' STORE 

Fig. lOb Continuation of' Figure lOa. 
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ADAPTATIONS OF PDP-8 FORTRAN FOR 
LABORATORY COMPUTING* 

Russell B. Ham and Christopher B. Nelson 
U.S. Public Health Service 

N. E. Radiological Health Laboratory 
Winchester, Massachusetts 

Abstract 

The PDP-8 FORTRAN system provides a higher-level language for short but 
moderate Iy complex computations. In addition, the system programs are 
sufficiently modular that it is possible to alter specific routines to accomplish 
a desired objective much more easily than writing an entire assembly language 
program. 

We have made several modifications to the FORTRAN system in order to assist 
our basic pro ject of X-ray and gamma-ray spectroscopy. Most significant of 
these modifications are DECtape routines for the TC,01 control, incremental 
DECtape reading and writing in order to access entire blocks, a mechanism 
for appending an argument I ist to a PAUSE-type subroutine call, and graphica I 
output. 

* This paper was not received for pub I ication. 
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AN INTEGRATED DISK-TAPE OPERATINC SYSTE~f 

FOR THE 338 BUFFERED DISPLAY COHPUTER* 

Jerrold H. Grochow and Thomas 1". Skinner 
Project ~AC, ~.fassachusetts Institute of Technology 

Cambridge, Hassachusetts 

Abstract 

A user oriented operating system allowing both the convenience 
of temporary mass storage and the availability of nerrnanent second­
ary storage is described. The entire operating system is resident 
on the disk and accessible through bootstrap routines stored in a 
single core page. The user's program may use all 8K of core memory 
(except for the bootstrap page) and yet have immediate access to 
the "invisible" operating system. Programs may utilize system 
primitives for I/O buffering and creation of binary and symbolic 
tape files. System primitives also handle such activities as 
updating file directories, saving core images, loading binary­
image tape files, and resuming user programs. 

Introduction 

In designing an operating system for a 
general purnose computer, the system pro­
f,rammers are faced ~.;rith many decisions based 
on the size of the system, the load of the 
shop, and the general nature of the jobs to 
be run. \1any system programmers ,.JOuld in 
fact argue that for certain answers to these 
questions no operating system at all is the 
best choice. For a basic DEC 338 (PDP-8 
with buffered display) the programmer may 
indeed be better off if he can communicate 
directly with all facilities of the machine. 
As additions are made to the computer, hmv­
ever, especially I/O devices, the programmer 
will rapidly find himself wrapped up in 
handling data management details in which 
he has no interest. It is here that the 
advantages of an operating system become 
obvious. 

The DEC-338 installation at Project ~~C 
is certainly an atypical one, but the 
operating system is designed to be usable 
on a much smaller configuration. At Project 
~fAC. the system is equipped with 8K of 
core memory, an extended arithmetic unit, 
a 32K DEC fixed head disc, a two drive 
DECtape. a 2 speed real-time clock, and 
other snecial purpose I/O devices such as 
a digital-analog converter for a sound 
system, a low-speed dataphone interface to 
the Project MAC Compatible Time-Sharing 
System's IBH 7094, and a high-speed full 
dunlex direct-linked dataphone to the 
Project ~fAC GE-645 (see Figure 1). 
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The current disc-tape onerating system 
(DOS/8) makes use of the following special 
features: 

extended arithmetic 
8K of core memory 
the display unit 
DECtape 
DEC disc 

Hith the elimination of only one system 
function (LIST, see below) the system will 
run on a PDP-8 without display. The basic 
file sys tern will run t"i thout a disc, and 
t-]ith slip,ht modification will run in only 
4K of memory. The use of the extended 
arithmetic unit can also be eliminated by 
the modification of several of the programs. 

~llien the DECtane unit was first in­
stalled on the then PDP-8, it was found that 
the company provided software was totally 
inadequate for the proper utilization of 
the system. At that time, the only func­
tions that were provided were the saving 
and restoring of core images. The system 
was not easily expanded and not narticularly 
well documented. l It was also found (after 
only a few minutes of operation) that it 
was extremely easy to destroy, or at least 

*l-Jork reported herein was supported by 
Project MAC, an M.I.T. research pro~ram 
sponsored by the Advanced Research Projects 
Agency, Denartment of Defense, under Office 
of Naval Research Contract Number Nonr-

4102 (01). 



put in an undefined form, the entire con­
tents of any tape. It was for these and 
other reasons that work was started on the 
tape file system (FS) and the associated 
operating system (OS/S). 

Since the programmers designing and 
implementing the system were very familiar 
with the CTSS2 system it was decided to 
attempt implementation of a number of the 
ideas of its file system and to base the 
commands around a limited subset of CTSS 
commands. 

In OS/S, most of the command programs 
are stored on tape and brought into core 
as requested, destroying the previous 
contents of the overlayed core areas. 
Restrictions were thus placed on the pro­
grammer to limit the areas of his program 
to allow for the basic file system and the 
SAVE command program at least. The DEC 
supplied tape software did not place this 
restriction on the programmer as all over­
layed areas were first written on the tape. 
This system took addi tional time but, more 
importantly,opened the possibility of 
destroying not only the contents of the core 
image but other sections of the tare as 
well. If proper initialization and final­
ization procedures were not followed, the 
swapping and bootstrapping operations left 
the tape in an unrecoverable form. It was 
for this reason that we made the basic 
decision that OS/S was not to write on a 
user's tape unless requested to. It was 
now possible for the user to insure that at 
least his tape would be preserved under user 
error. 

H'ith the addition of the disc and the 
implementation of DOS/S, all restrictions 
on the user were removed. The system is 
resident in its entirety on the disc and a 
complete core image is saved (at the option 
of the user) on the disc when the system is 
called in. Communication is via the last 
page of core field zero, as in the DEC 
system and OS/S. 

The remainder of this paper llTill discuss 
in detail the file system, the operating 
system, and several aspects of the modifi­
cation of such programs as }~CRO, the 
symbolic editor, and FORTruu~ for use in the 
system. A complete listing of the current 
system programs available, along with a 
short description of their functions will 
be found in the appendix. 
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Overview of the File System 

The file system consists of a package of 
subroutines that allow the user to reference 
existing tape files and to create new ones. 
Data transfers can be made to either core 
memory field. All communication with the 
file system is on a per file name basis. 
The actual file management on the tape is 
performed by the file system. 

A user or syste~ program can call the 
file system from either core by indirect 
references to page zero in core zero. A 
full interrupt handler is included in the 
file system that allows the user to multi­
program if he so desires. The time to 
search a tape may thus be utilized to do 
other tasks. 

The Subroutines 

There are four basic subroutines to the 
file system: 

1. OPEN 
2. CLOSE 
3. READ 
4. HRITE 

OPEN is used to instruct the file system 
that a particular file on a particular tape 
is to be used by one of the other sub­
routines. This enables the file system to 
keep in core only information about the 
particular files the user is working with. 
Information is also given to open about 
the type of operations that are going to be 
performed on the file. If a file is opened 
for reading and it does not exist on tape, 
OPEN will signify this to the user. The 
companion routine, CLOSE, is used to instruct 
the file system that we are no longer inter­
ested in a particular file and that it 
should close out any references it has to 
that file. In most cases this involves some 
tape movement. 

READ and HRITE are used to transfer in­
formation from or to the magnetic tape from 
core memory. This inf0~ation can be any­
thinr, the user desires. The file system 
merely dumps the contents of the prescribed 
core locations onto the tape. Both READ 
and WRITE can be called more than once. 
There is no limitation on the sequence of 
calls to READ and mUTE. As long as the 
particular file is opened correctly, READ 
and HRITE will work regardless of what files 



nay also be opened. 

DELETE is the remaining subroutine and 
its operation is quite obvious. There is, 
hm,rever, one maj or difference bet~veen DELETE 
and READ or HRITE. A call to open is not 
re~uired for DELETE and, in fact, is n~ 
correct and will cause an error. 

The tWD - The MFD or Master File 
Directory, is a block or blocks on each 
individual tape that gives information as 
to what and where the files for that tape 
are located. The following information is 
kept for each file entry in the ~IFD: 

1. File Name (three words) 
2. Type and Hode 
3. Starting Block 
4. Number of Blocks 
5. Number or Hords Hritten in 

the Last Block 

The M'F'D length is now set to a maximttrrl of 
three blocks on the tape. The ~WD is read 
bv the file svstem each time a file is 
opened or closed. The HF'D is re-written 
each time a file is created or deleted. 

The AFD - The AFD, or Active File 
Directory, is a directory kent in core as 
part of the file system. Any file that is 
correctly opened will appear in the AFD. 
The information kept here is more elaborate 
than that kept in the HFD. Each entry 
contains the following information: 

1. File {~ame (three words) 
2. Tyne and ~!ode U~ode includes 

mode of opening) 
3. Startinp, Block 
4. Number of Blocks 
5. Number of Hords in Last Block 
6. Block to be Processed Next 
7. Tape Unit Number 
8. FBL Pointer 

All the other subroutines ~Yith the ex­
ception of CLOSE refer to the AFD for all 
information about a file. The user may 
also refer to the AFD for information if he 
so desires. The exact structure of the 
AFD will hold four different entries with 
several locations available for the user 
if he so desires. The user can store 
information about opened files, and the 
file system will ignore these locations. 
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The FBL - The rBL or Free Block List is 
a single block on each tape used with the 
file system. This block contains a BIT 
Table representing the total number of 
blocks on the tane. The operation of this 
is quite simple. Each word in the block 
represents 12 consecutive blocks on the 
tape. If the DIT is a one, this indicates 
that this block is free to be written on. 
If the BIT is a zero, the block contains 
information used by one of the files on 
the tape. Some quick arithmetic will reveal 
that indeed all the 26718 blocks can be 
represented by the 12810 twelve BIT words of 
the FBL. 

The file system reads this FBL into 
core whenever a file is opened to be written 
on. The FBL is then available for rapid 
reference by the file system while Hriting 
a tape. T,Then the file is closed, the FBL 
is put back on the tape with the correct 
bits set to zero. At present there is room 
for two F3L's to be kept in core. Since 
there are currently only two tape drives, 
this is the maximum number of tapes that 
could be concurrently written on. The 
openinr, of a file for reading does not cause 
a free block list to be read in. 

File deletion naturally causes the Free 
Blocks to be returned to the FBL and the 
FBL rewritten on the tape. 

Structure of Files on the Tape - The 
structure of files placed on a file system 
created tape is a linked structure. The 
l29th word of each block points to the next 
block in the file. The last block of the 
file points to 7777. This is not really a 
nointer but an end fence that is detected 
by the file system. 

Files are initially written on blocks 
as determined by the free block allocating 
subroutine within the file system. This 
subroutine reads the FBL and obtains free 
blocks in sequential order. Assuming that 
all blocks are available, this subroutine 
will obtain every consecutive block (see 
Fir,ure 2). 

The 0perating System 

The operating system consists of a 
series of programs designed to accomplish 



certain frequently desired functions relat­
ing to program composition, storage, and 
execution within the context of the super­
visory control of the file system. All 
commands of DOS/8 are initiated via a line 
typed on the teletype when the supervisor 
is in core. The commands may be divided 
into several categories: 

1. T~pe editing: listing file 
directory, deleting files, 
renaming files, etc. 

2. File creation: saving core 
images, creating symbolic and 
binary files. 

3. Program execution: restoring 
core image, loading binary 
files. 

4. Processors: editor, MACRO, 
FORTRAN, etc. 

In OS/8, only the commands associated with 
program execution were included in the 
operating system proper (that is, the core 
resident part). In DOS/8, with the ex­
panded core space available to the operat­
ing system and with the possibility of 
storing other programs on parts of the disc, 
the attempt has been made to include the 
most frequently used commands from all 
categories in fast access storage. Other 
command programs are still kept on tape 
files and called in as needed. 

DOS/8 is entirely open ended in that any 
user program may classify as a command pro­
gram: the user can cause it to be disc 
resident, he can access the command line 
for arguments! and he can communicate with 
the file system subroutines if he so desires. 

In order to implement the command 
structure, DOS/8 has an internal dictionary 
of those commands that are resident within 
its own 8K image (SAVE, RESUHE. LOAD. 
LOADGO. START - explanations of these and 
other commands are given in the appendix). 
If the current command line argument is 
not one of these. then the file directory 
of the current "system tape" (the user may 
specify which tape he wishes to be called 
the "system tape"; it may be any user tape). 
and searches it for a SAVE'd file with the 
corresponding name. If one is found then 
it is loaded onto a disc "core image" (the 
disc may be thought of as four 8K core 
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images), swapped into core, and started in 
the appropriate location. All command pro­
grams are stored on tape in this format. 

The user may cause programs to be loaded 
into anyone of three core images (the fourth 
contains DOS/8) and be saved there for future 
access. For instance, a user sitting down 
to compose, assemble, and edit a program 
may immediately load MACRO and TECO (sym­
bolic editor using the display) onto the 
disc. He can then refer to them directly 
by just issuing the "DR" command followed 
by the appropriate image number. This is 
especially convenient when several "edit­
assemble" functions are anticipated. 

Additional functions that the operating 
system provides are the ability to zero 
out any core image, change "system tapes" 
by simply typing a new tape unit number, 
and the chaining of commands (a series of 
commands to be executed one after the 
other without destroying the core image 
left behind). 

A typical operating session using DOS/8 
would be as follows: The second disc image 
is loaded from tape (usin~ OS/8) and the 
bootstrap routines are put in the top page 
of core zero. The user manually starts 
DOS/8 by going to the bootstrap routine. 
Disc image 2 is now read into core. The 
user might now want to zero out image 1 
(types a "Z") and load MAC~O for assembly 
of a previously prepared symboliC file. 
"~tACRO" is typed. This causes ~CRO to 
be put in image 1. If the user now wants 
to save rtACRO in one of the other disc 
images (for recalling later without ref­
erence to the tape file), he might type 
"DS 3" which t-.rill transfer the contents 
of image 1 to image 3 (via a core buffer­
ing process). MACRO may now be referenced 
by typing "DR 3" followed by a starting 
address in which case the contents of 
image 3 will be transferred to image 1 and 
resumed in the normal manner. After the 
file is assembled, he may run it by typing 
"LOAD filename" and "START starting-addr" 
(or "LOADGO filename starting-addr"). The 
file will be loaded into image 1, swapped 
into core and started. After editing (the 
editor might have been loaded onto the 
other disc image), another assembly can be 
started as above. 



The Input-Output System 

Char~cter information is stored in 
special tape files using the ASCII character 
set and a special packing scheme. Five 
seven-bit ASCII characters are packed in 
every three twelve-bit PDP-8 words. A user 
~'dshing to perform character I/O with the 
file system would have to have a buffering 
routine to read "blocks" from the tape as 
well as a character unpacking algorithm. It 
was felt that the system should provide a 
standard package to perform these operations 
and that the user should appear to be com­
Municating with a teletype Hhen using them. 
This groun of routines is the present I/O 
system (lOS). A user is now able to merely 
call the lOS to obtain the next character 
in the currently opened file. If no file 
is opened, the lOS will request a file 
name. Error checking and handlinp, is also 
performed by the lOS. Character output is 
handled in a similar manner ~"ith the lOS 
writing in the current file opened for 
vJritinr, (a file cannot be onened for both 
readinr, cmd wri ting at the same time). mlen 
the user has comnleted reading or ~."ritinr, a 
file he must make another c<lll to the lOS 
to "close" the annronriate file and reMnve 
its name fron the AFD. 

The Ins prnvides a user vith the <loility 
to first write a program using the teletyne 
for I/O and then, after debugging is complete, 
chanp,e the teletype I/O instructions to 
calls to the lOS. Existing programs can 
also be modified ~uite easily, as has been 
shown ~"ith the DEC-supplied HACRO assembler. 
Several nther current system and user pro­
grams also use the lOS. 

Plans and Conclusions 

Almost a year of use of 05/8 and apnroxi­
mately a month with D05/8 have proved to be 
very fruitful at the Project r~c installa­
tion. The ease of access of DECtape that 
the file system allows has speeded the vari­
ous tasks associated toli th program develop­
men t by severa I orders of magni tude. '11 th 
the addition of disc buffering schemes for 
innut-output. these tasks will be speeded 
up even more. The "foolproof" system of 
tape management (it is almost impossible 
to put a tane in unsalvageable form using 
the operating system - except \olhen experi­
mental changes have been nade!) has made 
the use of paper tape backup systems 
virtually unnecessary. And 'olith the major 
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programMing effort nearly complete. More 
time can be devoted to aryplication pro­
grams using the facilities of the systems. 

The next step in system development is 
further integration of the disnlay into 
operatinp; system communication. Eventually 
we envision a sYstem ~.".here it is on I y 

necessary to point to a program name dis­
played on the CRT to cause it to be Inaded 
and executed or assembled and listed, 
denending on the type of file. Intep,ration 
Tvi th the various other computers at Pro; ect 
~~C will also allow us the facilities they 
provide and the possibility of direct trans­
mission of files over telenhone circuits. 
He can then look to the efficient use of 
a sys tern ~.,i th small mmed computers coup led, 
for nnly a few seconds at a time, to the 
more expensive but more powerful time shar­
inr, installation. 
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Annendix 

Current system programs: 

L - incorporates the file sYstem 
functions nf displaying (or 
listing) file directories and 
free block lists,l('letin~ ;mel 

ren:1T'1in~ files. 

LOAD, L0AD(;0, ~ - using SOMe 
combination nf these commands it 
is possible to load a binary­
image file (produced by '~CRO) 



and start its execution at a 
spe-cified location. 

~ - will save a core image in a 
special format file. Other 
information such as starting 
address may also be saved with 
the file for use by RESIDm. 

RESUME (R) - program to reload core 
image files created by SA'\TE and 
to take appropriate action as 
to execution as specified in 
the SAVE'd file. 

~ - will copy a file from one 
tape to another. 

~ - the PDP-8 macro assembler 
adapted for tape I/O with the 
file system. Creates a binary 
image file that can be LOAD'ed. 

1]&Q - a text editor using the 
display~ Symbolic files may 
be edited ch~racter-by character 
according to context or line. 
Creates files suitable for input 
to }~CRO or other translators 
using the I/O siMulator system. 

~ - a basic program used for 
connecting the PDP-8 to other 
computers or console units via 
the computer telephone lines. 
Performs the various timing 
actions and code conversions. 

Under modification are DDT. FORTR&~ and 
several other programs. 
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COMPUTERS IN TIlE LABORATORY: EDUCATION 

Ronald G. Ragsdale 
The Ontario Institute for Studies in Education 

Toronto, Ontario. 

Abstract. 

The PDP-9 facility of the Department of Computer Applications 
is designed to serve all eight departments of the Ontario 
Institute for Studies in Education. In addition to the research 
and development work of the eight departments, the PDP-9 will 
also be a part of the Regional Data Processing Center (RDPC), 
through a link to the RDPC's 360/40. The RDPC is a prototype 
educational data center which at some time may be linked to 
school districts through computers like the PDP-9. 

This paper describes the PDP-9 and 360/40 configurations and 
the applications of the PDP-9 system. 

The Ontario Institute for Studies in 
Education (OISE) was created by the Ontario 
Legislature in July, 1965. It brings 
together, for the first time, the three 
separate activities of research, development, 
and graduate studies. The OISE functions as 
a research institute devoted to the 
scientific study of matters and problems 
relating to education, as a center for 
curriculum development, and as a college 
which conducts graduate degree courses in 
education. 

There are eight departments in the 
OISE: Adult Education, Applied Psychology, 
Computer Applications, Curriculum, 
Educational Administration, Educational 
Planning, History and Philosophy, and 
Measurement and Evaluation. These depart­
ments have their own specialized research 
programs and are relatively autonomous in 
their operation. The Office of the 
Coordinator of Research is concerned with 
Institute-wide aspects of these programs. 

The Coordinator of Development is 
responsible for all development programs, 
whether these are conducted within the 
Office of Development or in cooperation 
with the Institute's various departments. 

Specialized programs of graduate study 
are carried on in each of the Institute's 
departments, and are coordinated by the 
Office of Graduate Studies. Through an 
Agreement of Affiliation with the University 
of Toronto, the University's Graduate 
Department of Educational Theory is located 
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primarily in the Institute, and students 
proceed to University of Toronto degrees of 
Master of Education, Master of Arts, and 
Doctor of Philosophy. There are now more 
than 90 members of the OISE faculty. 

The Regional Data Processing Center 
(RDPC) is a pilot project being jointly 
carried out by the Ontario Department of 
Education and OISE. The purpose of this 
project is to determine the best way of 
making computer services available to 
educational organizations in Ontario. The 
Center is currently involved in a feasibility 
study to determine how such services can 
be planned, managed, and financed for the 
Province. 

The RDPC currently offers data process­
ing services to the Metropolitan Toronto 
area utilizing an IBM 360/40 which will soon 
have 250 million bytes of disc storage. 
Currently being implemented is a student 
accounting and information system which 
involves the records for 26,000 students. 
Data processing for the OISE is also being 
done by the 360/40 on a batch basis. The 
RDPC is further linked to the OISE by a 
telephone line from the 360/40 to the PDP-9 
of the department of Computer Applications. 

The department of Computer Applications 
includes five full time academic staff 
members plus one joint appointment. Its 
graduate program is just developing, with 
several students now proceeding to M.A. 
degrees. The department's primary research 
tool is the PDP-9 computer with two DEC-



tapes, automatic priority interrupt, exten­
ded arithmetic element, analog/digital 
converter, extra teletype interface, type 
34If CRT interface, and card reader. 

There are many departmental projects in 
various stages of development, most of them 
involving the PDP-9. One of the most impor­
tant projects has to do with the dissemin­
ation of information about the role of 
computers in education to the Province's 
teachers. Without the faci Ii tating affect 
of these seminars and demonstrations, the 
seeds of the other projects may fallon 
barren soil. 

Another information project has to do 
with the evaluation of systems for computer­
assisted instruction. A report has been 
completed on one system and made available 
to a number of educational institutions. 
Additional reports will be completed when 
other systems are more fully defined. 

Somewhat similar to the systems 
evaluation project is the comparison of 
languages for computer-assisted instruction. 
This will be carried out by accessing other 
installations by remote teletype or by 
implementing the languages on the PDP-9. 
One possibility is that TRAC might be 
implemented initially and other languages 
could then be imbedded in TRAC. 

Two closely related projects involve 
computer control of experiments and on-line 
data analysis. These might overlap when the 
data from behavioral experiments is analyzed 
during the course of the experiment and fed 
back to alter the experimental procedure, 
with the analysis procedures being altered, 
on-line, by the experimenter. 

Since the on-line analysis may require 
some larger processor than the PDP-9, the 
telecommunications project is required. 
The nature of telecommunications seems to 
be such that if one only wishes to become 
aware of what is available, it is a con­
siderable project. The PDP-9 will tele­
communicate with remote teletypes as well 
as other computers. 

One of the uses of the link to the 
360/40 of the RDPC will be in studying the 
general area of the use of satellite 
computers in education. An example would 
be the application of the Student Inform­
ation System. This will be most relevant 
to counselling in a setting such as the 
ISVD system at Harvard or similar work at 
SDC. 
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The interfacing versatility of the PDP-9 
will be exploited in the investigation of 
experimental teaching terminals. In a 
rather important reversal of the norm, mUlti­
media course materials will be generated 
first and devices to present the material 
will then be attempted. The demonstration 
device should hold more promise for 
instruction than the demonstration course. 

In a subject matter area that has received 
little attemtion thus far, non-verbal train­
ing under computer control will be invest­
igated. This would include training in 
perceptual-motor skills, which has implica­
tions for industrial training as well as 
perceptually-based learning disabilities. 
Another non-verbal area involves training 
procedures for the use of prosthetic 
sensory devices. The use of these devices 
generally requires a lengthy training 
period. 

By investigating the areas outlined 
above, the department of Computer Applic­
ations of the OISE hopes to serve as a 
source of ideas in the educational 
community concerning the, role of computers 
in the educational process. 



A COMPUTER DATA LINK 
FOR HIGH-ENERGY PHYSICS EXPERIMENTS* 

Sypko W. Andreae 

Lawrence Radiation Laboratory 
University of California 

Berkeley, California 

Abstract 

At LRL small computers are used on-line with high­
energy physics experiments. When the experimenter desires to 
estimate the relative value of the experimental data, the neces­
sary analysis can only be performed on a large computer. Hence 
the need arose for a fast two-way Data Link between one or more 
small computers and a large computer. 

The lack of interrupt facilities in the available large com­
puter and the necessity of using twisted-pair telephone lines both 
posed unusual design problems. 

The main components of the Data Link are interfaces for 
the two computers, a buffering and error-correcting system, 
and a transceiver system using 1-mile-long telephone lines. A 
unique demand and response system both maintains synchroniza­
tion and supports a highly accurate error -correction system. 

Control words communicate word count, transfer direction, 
etc., between the computer programs. Special high -reliability 
pulse-train signals transmit critical information, such as "error" 
and "end of record" between the interfaces. 

Introduction 

At the Lawrence Radiation Laboratory 
in Berkeley, small computers, mostly 
PDP5' sand 8' s, are used on-line to gather 
data from high-energy physics experiments. 
The data is typically stored on tape by the 
small computer and later analyzed off-line 
by a CDC 6600. The small computer can 
provide the experimenter with some very 
simple checks of the incoming data- -for ex­
ample, whether the experimental equipment 
is working at all-but does not have the size 
or power for performing sufficient analysis 
to indicate whether the experiment is pro­
ducing the desired data in terms of physics. 
Thus the experimenter must wait for the 
hand-carrying of the data tape from the ex­
perimental area to the 6600, and for the 
normal batch processing of the job, before 
he can make any necessary corrections in 
his experiment. This feedback loop might 
occupy hours or even days. 

From this situation there arose the 
need for a Data Link between the small 
computers and a powerful machine capable 
of complete data analysis (see Fig. 1). The 
relatively small throughput which it was 
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anticipated the link would carry precluded 
the use of a medium-size time-sharing com­
puter, or a small computer to interface the 
link with the 6600. Instead, the link was to 
provide a direct connection, via telephone 
lines up to several miles long, between the 
small experimental computer and the CDC 
6600. The link was to incorporate the fol­
lowing design objectives: 

1. Modifications to the 6600 were to be 
minimized. Since the link would constitute 
a very small part of 6600 throughput, inter­
ference or serious degradation of the normal 
batch processing could not be tolerated. Al­
so, modifications to the 6600' s Chippewa 
Operating System were to be kept as simple 
as possible. 

2. A reasonably high data rate was re­
quired, preferably exceeding that of the high 
speed tape units already used by the 6600. 

3. Error-correction facilities were to 
be kept as much as possible within the data 
link itself, to avoid complicated software 
checking by both the small computer and the 
6600. Also, since the data was to be carried 

* This work was done under the auspices of 
the U. S. Atomic Energy Commission. 



by twisted-pair phone lines, the error-de­
tection system needed to be quite powerful. 

4. The link would need to be. used only 
occasionally, .no more often than every half 
hour or so, for the transmission of 20 to 
30 000 words of data. 

5. Rapid response by the 6600 to the 
link was unnecessary: a lapse of several 
minutes from the time the link requested 
service from the 6600 until the 6600 was 
able to resp,ond was acceptable. 

6. The link was to be kept as general­
purpose as possible to enable it to be used 
with other types of computers if the need 
arose. 

Experimental Environment 

At this point it may be helpful, in 
order to clarify the intended function of the 
link, to review some typical experimental 
techniques employed by the physicist and 
see how the data generated is used. 

Let us compare two much-used 
approaches to the recording of data from 
high-energy nuclear events, the bubble­
chamber technique and the counting technique. 

The bubble -chamber approach uses 
primarily a photographic process to record 
an event. The photographs are later ana­
lyzed by elaborate man-machine scanning 
systems which yield data in the appropriate 
digitized form. This data can be fed into a 
large computer, where the analysis is per­
formed. The bubble-chamber film frames 
contain in general much more information 
than is abstracted from them during the first 
analysis. It is therefore possible to go over 
the same film frames again and again to ana­
lyze different phenomena from the same 
events. 

By contrast, the counting approach 
uses a technique by which the experimental 
data is immediately translated into a digi­
tized form. Many years ago counters were 
the main devices used to register the data. 
Today we see many other digital data-pro­
ducing devices, for instance, spark cham­
bers and photomultipliers. The success of 
a spark-chamber experiment depends largely 
on how correct the physicist was initially in 
assuming which phenomena were to be ex­
pected. His experiment is carefully aimed 
at one or perhaps a few phenomena, and if 
well aimed, his data will be rich in informa­
tion on only those phenomena. Selecting 
phenomena from an event and digitizing 
them is here done on-line, in contrast to the 
approach taken with bubble-chamber film 
frames, where selecting and digitizing takes 
place during the off-line scanning process. 
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Since the physicist involved in such counting 
physics experiments can never be completely 
sure about his assumptions, he needs to be 
able to adjust his experiment when he per­
ceives that his aim was poor. 

The limited capabilities of a small 
computer like the PDP- 5 permit only the 
most rudimentary analysis of the data. How­
ever, simple checks can be performed to see 
if the experimental equipment works as ex­
pected and if the data is valid in a very gen­
eral sense. The results of these simple 
checks can be displayed on an oscilloscope, 
and a program can be constructed to provide 
several displays which can be requested via 
teletype or the console of the small computer. 

These displays may show the experi­
menter that his equipment is working cor­
rectly, but what it does not show him is the 
quality of the data in terms of physics: 
Does all this data bring him nearer to his 
experimental goal? It would be desirable to 
perform "analysis in depth" on-line. 

The link system was therefore con­
ceived to provide a reliable high-speed data­
transfer medium using private telephone 
lines over distances of a few miles. The 
data is transmitted in records of a certain 
number of 12-bit words per record; each 
word is transmitted in parallel. In addition 
to data transmission a conversation is carried 
on between the input-output (I/O) programs 
of the small and the large computer to ex­
change relevant information on the data 
records before and after each data record is 
sent. 

Aspects of the CDC 6600 

Several aspects of the CDC 6600 
s)·stern are considered in order to illustrate 
some of the problems encountered in the de­
sign of the Data Link (Fig. 2). The CDC 
6600 system is constructed to protect the 
central processing unit (CPU) as much as 
possible from I/O interference. As Fig. 2 
shows, the CPU can be thought of as being 
surrounded by a protective layer of a 131K 
60-bit word core memory, around which ten 
peripheral processors (PP) are situated. 
The only way the CPU can communicate with 
the PP' s is via the 131 K core memory. 
Nearly all PP's are involved in I/O communi­
cations. Their tasks are assigned by a con­
trolling I/O program on the basis of avail-­
ability, which makes for a very efficient use 
of the ppi s. Thus it is possible to keep all 
PP's busy for most of the time, alternating 
between a number of assignments that is far 
higher than the number of ppi s. In this 
sense there exists a true time-sharing within 



the systeITl. This saITle tiITle - sharing ap­
proach is taken in ITlany other areas of the 
CDC 6600, and given the correct software, 
this indeed results in a very fast cOITlputer. 

Still this cOITlputer systeITl lacks 
the essential (hardware) ITlechanisITls to 
ITlake efficient tiITle-sharing of the CDC 
6600 possible between devices outside the 
CDC 6600. For exaITlple, there is no way 
in which the PP' s can be interrupted by a 
signal froITl the outside world, in the way 
this is possible with interrupt hardware in 
ITlany other ITlachines. Of course, one can 
to a certain extent ITlake up for that by soft­
ware siITlulation of the desired ITlechanisITls. 
In our situation this was virtually iITlpossible. 
The systeITls software used (Chippewa) is 
ITlade for batch proce s sing of jobs and would 
need ITlajor alterations to iITlpleITlent such 
siITlulation. Another iITlportant possibility 
was to dedicate to the Data Link one PP 
which could perpetually test for conditions 
indicating whether the Data Link would be 
alive or not (siITlulation of an interrupt). 
However, dedication of a PP for one single 
I/O task obviously violates the PP tiITle­
sharing principle and therefore decreases 
the throughput of the systeITl, especially 
when the job ITlix tends to be I/O-liITlited. 
It was therefore decided that a PP would 
not be dedicated but only teITlporarily as­
signed to the Data Link, just as with any 
other I/O equipITlent. 

Use of the Data Link 

The only way a conversation can 
start between prograITls on both sides of the 
Data Link is to give the CDC 6600 systeITl 
the initiative. However, it is up to the ex­
periITlenter or the prograITl of the sITlall COITl­
puter to decide whether enough of the right 
data is gathered to be sent over to the ana­
lyzing Fortran prograITl. To reconcile these 
conflicting requireITlents, a procedure is 
followed in which the hUITlan operator of the 
CDC 6600 is included in the interrupt systeITl. 
In fact, the operator is the only part of the 
CDC 6600 systeITl that can be interrupted 
froITl the outside world, using the current 
operating systeITl. Near his console a light 
signal indicates that the sITlall cOITlputer is 
ITlaking a service request. As soon as he 
can reserve a control point and enough space 
in core, he will load the Fortran Analysis 
prograITl in central core ITleITlory, just as he 
would a batch-process job. However, this 
Fortran prograITl is placed into the job 
streaITl froITl the side, avoiding the norITlal 
priority ITlechanisITls, and slowing the nor­
ITlal job flow slightly. It should be noted 
that although operator intervention at this 
point will be tiITle -consuITling in terITlS of the 
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computer time scale, it is still well within 
the acceptable overall response time of 
several minute s specified in the de sign ob­
j e c:i ves 0 

After the Fortran prograITl is COITl­
piled it soon requires input or output. At 
this point control is transferred to a 
Chippewa subroutine which calls for a spe­
cial I/O routine to be loaded into SOITle PP. 
This I/O routine is ITlade to deal with the 
Data Link for the duration of at least one 
physical record and its surrounding control 
cOITlITlunications. Depending on wait tiITles 
and systeITl needs, the originally as signed 
PP ITlay quite possibly be withdrawn by the 
systeITl. to be used for SOITle other as signITlent, 
and a dlfferent PP as signed back to the Data 
Link for the next physical record. 

It is ITlentioned above that the large 
cOITlputer would preferably be the saITle COITl­
puter already used for off-line processing of 
the experiITlental data. One reason for this 
preference is the existence of Fortran ana­
lysis prograITls and subroutines within the 
cOITlputer systeITl, which it would be desirable 
to use unITlodified for both on-line and off­
line analysis. 

Using the link systeITl, these pro­
graITls need not have their READ and 
WRITE stateITlents changed at all. Instead, 
several control cards tell the Chippewa sys­
teITl during cOITlpilation to replace all READ 
TAPE stateITlents with READ Data Link 
stateITlents. 

Higher - Level PrograITl Interaction 

The Data Link can be thought of as 
ITlerely a vehicle for data and special instruc­
tions between the two prograITls. Since this 
vehicle is available, cOITlITlunications on a 
higher level are possible: Many kinds of in­
teraction between the two prograITls can be 
invented to ITlake the Data Link ITlore ver­
satile. For exaITlple, the sITlall cOITlputer 
ITlay send a record of data. This record, 
either by prearrangeITlent, or by ITleans of 
the accoITlpanying cOITlITland words, is to be 
interpreted by the Fortran prograITl as a 
large set of instructions to itself. Branches 
can be ITlodified, switches set, the different 
available analysis approaches chosen, and 
quantity, kind, and forITlat of output results 
selected. Thus the experiITlenter has avail­
able to hiITl, in a liITlited way, an extended 
on-line processing capability which includes 
SOITle control over the analyzing process. 

Design Aspects for the Data Link 

The Data Link is designed as an asyn­
chronous logic device. Basically it consists 



of a string of buffers, arranged more or 
less as 12 parallel shift registers (Fig. 3). 
The transmitter s, telephone line sand re­
ceivers are located halfway along this buf­
fer string. When data transfer starts, the 
first buffer is loaded from one of the com­
puters with a 12-bit word, and that buffer is 
then declared FULL. If the control logic 
senses that the next buffer in line is 
EMPTY, data is transferred from the first 
buffer into the next buffer. This process 
repeats itself for all the buffers in the string. 
When for some reason that last buffer is not 
emptied at the receiving end, it is possible 
to fill up all the buffers of the Data Link, at 
which point the transfer of data stops. As 
described here the control logic only needs 
to sense the condition of pairs of neighboring 
buffers in order to decide whether the trans­
fer between the buffers should take place or 
not. A difficulty arises where two neighbor­
ing buffers are located on different sides of 
the telephone lines. It is desirable to avoid 
dividing the control logic for such a pair of 
buffers between the two parts of the Data 
Link on each side of the telephone line, be­
cause of the high number of control signals 
that would have to run back and forth be­
tween the two locations. In the Data Link 
the solution chosen is the use of a response 
signal. Each word transmitted over the tele·­
phone lines to the other location is received 
and echoed back (retransmitted) as a re­
sponse signal. Echoing occurs only when a 
new word is welcome, that is, when the first 
receiver buffer is EMPTY. Thus, this re­
sponse signal is used in the same way as are 
the FULL and EMPTY signals from buffers 
on the same side of the telephone lines. 

In addition the echoed word is com­
pared with the originally transmitted word. 
If the echoed word is in error, the same 
original \TJcrd is transm.itted again. This 
may be repeated many times until finally the 
echoed word returns successfully and the 
next word can be transmitted. 
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A more detailed description of this 
error-checking scheme is given in the paper 
by Robert W. Lafore for this symposium. 
The individual elements of information as 
processed by the Data Link are 12-bit words. 
All buffers in the Data Link therefore can con­
tain at least 12 bits, and the data is transmit­
ted as words of 12 bits in parallel over the 
telephone line. A 13th bit is added to indicate 
whether the word is a data or a nondata word 
(Fig. 4). Nondata words are used to transmit 
commands and their responses. 

Speed of Data Transfer 

From the previous paragraph it now 
becomes obvious that the travel time of the 
words along the telephone lines is one of the 
speed-limiting factors of the Data Link. 
Other factors are the channel performance 
of the two computers on each end of the 
Data Link, and the propagation, detection, 
and deskewing delays in the buffer logic of 
the Data Link itself. The delays in the 
Data Link are insignificant and will not be 
discussed here. Most modern small com­
puters can transfer a record of data at the 
rate of one word per 2 I-1s. The PP of the 
CDC 6600 System is capable of transferring 
one 12-bit word per microsecond for the 
duration of one physical record. 

If words are to be transmitted 
every 2 I-1s, the propagation delay of the 
telephone cable s between the Data Link 
stations should not exceed 1 I-1s. Since this 
represents a cable length of only 600 ft, the 
Data Link system tends to be limited by the 
telephone line. The lines will be from 1/2 
to 3 miles long, which corresponds with 
maximum transfer rates between one word 
per 8 I-1s and one word per 50 I-1s. From a 
system's point of view, the se rate s are 
quite acceptable, being of the sar-ne Ordel" 
as the data rates used in the existing mag­
netic tape units of the CDC 6600 system, 
as discussed above. 
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Fig. 3. Simplified diagram of the Data Link. 
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Abstract 

The arrangement of registers in the data link permits 
error detection and correction and solves the problem of syn­
chronizing the computers at the ends of the line. Preliminary 
information must be exchanged between the two synchronizers 
before a data record may be sent. The approach to the logic 
design of the system is also briefly described. 

Introduction 

The organization of the Data- Link 
was conceived with two primary require­
ments in mind. First, a powerful error cor­
rection and detection system is necessary, 
and second, a means for the computer pro­
grams to communicate information con­
cerning the data record to be sent must be 
provided. This paper describes the methods 
used to achieve these goals. 

Link "Conversation" 

Before the data can be transferred 
via the link, the I/O routines in the com­
puters at each end of the telephone lines 
must exchange information regarding the 
format of the data to be transmitted. This 
is done by nondata words, which, borow­
ing from CDC terminology, are called 
"function words" if they go from the 6600 
to the small computer, and "status words" 
if they are initiated by the small computer. 

An initial status word from the 
small computer is ased to signal the opera­
tor of a service request, via the console 
light, and a function word carries back his 
push-button response (see Fig. 1). Later, 
when the operator has loaded the Analysis 
program, the program itself initiates the 
sending of a function word to the small com­
puter to inform it that the data may now be 
transmitted. 

Since the Fortran Analysis pro­
gram in the 6600 requests only logical 
records of a certain length, the peripheral 
processor (PP) I/O routine must obtain the 
physical record length from the small com-
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puter: This is sent as a single data word. 
To read in this word (as to read in any 
status or data words) the PP first sends 
a function word, in this case "GO- WORD­
COUNT", whose only purpose is to cause 
the status word to be transmitted from the 
channel synchronizer (CS) to the PP .. 

Following the transfer of each physi­
cal record, the small computer informs the 
PP that either (a) more physical records 
must follow to complete the logical record, 
in which case an "end of physical record" 
status word is transmitted, or (b) the logi­
cal record has been completed, in which 
case an "end of logical record" is sent. 

Data output (from the 6600) is analo­
gous to data input except that the PP must 
inform the small computer at the beginning 
of each record whether the record will be 
composed of data or only an end of file. 

Since the status and function words 
are to a large extent initiated and inter­
preted by software, the. "elements of the 
conversation" described above can be al­
tered to meet future changes in the 6600 
operating system or even to provide the in­
terface for entirely different computers at 
either end of the link. 

As noted in the previous paper, 
data is transferred in words of 12 parallel 
bits. Function and status words are dis­
tinguished from data by the presence of an 
extra bit which is transmitted as the 13th bit 

~:~This work was done under the auspices of 
the U. S. Atomic Energy Commission. 



in parallel with each word. This 13th bit 
has the logical value "1" when a data word 
is sent, and "0" when a nondata word is 
sent. Since every word must contain at 
least one bit to be recognized by the re­
ceiver' the 13th bit also provides a means 
of recognizing an all-zero data word. 

The Carrousel 

The four registers connected direc­
tly to the long-line receivers and trans­
mitters (see Fig. 2) are called the 
"carrousel" and constitute the heart of the 
error checking and correcting system. 

During normal data transmis sion 
(for example, during input to the 6600), a 
word flows out of the small computer mem­
ory buffer into the B register (BR) in the 
device synchronizer (DS), then into the CR, 
and finally the DR, where it is both stored 
and transmitted to the CS. In the CS it is 
received in the CR, shifted to the DR, and 
retransmitted to the DS. Arriving in the 
CR of the DS, this echo is compared with 
the original word still in the DR. If the 
comparison succeeds, both CR and DR 
are cleared. During the round trip of this 
first word from DS to CS and back, a 
second word will have shifted from the 
small computer memory to the BR, where 
it awaits a successful comparison of the 
previous word. When both CR and DR 
are cleared, this word is free to shift into 
the CR, and the sequence is repeated 
again. A similar process takes place for 
data output from the 6600. 

Since I/O operations between the 
computers and the link are concurrent with 
the transmission and echoing of the pre­
vious word, the cycle times of the com­
puters cease to effect the data rate of the 
system (assuming line length is the limiting 
factor). Also, if the computer on the re­
ceiving end is not able to accept the data 
fast enough, the process simply pauses 
until the received word is finally read in, 
thus preventing loss of data or the necessity 
for complex synchronization and timing de­
vices. 

Error Correction 

If the comparison check on the 
echoed word should fail, only the CR is 
cleared, and a special signal called a 
"fuzzy signal" is sent to the receiving end 
to warn that the previously received word 
was in error. This clears the DR in the 
receiver and permits the same word to be 
retransmitted as before. The same word 
may be sent many times until a correct 
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echo is finally received. However, if this 
echoing proces s should continue too long, 
the link assumes that a serious fault has 
occurred and sends function and status 
words to this effect to the two I/O pro­
grams. 

During the period~ when the link is 
waiting for the computers or the 6600 op­
erator to give it further instructions, it 
arranges that both the synchronizers will 
be in transmit mode. This ensures that any 
noise word received at either end will be 
compared with the zeros in the empty DR 
and erased, as with an ordinary error. 
(If the synchronizers were left in receive 
mode they would retransmit any noise word 
arriving in them and eventually fill up all 
registers with replicas of the noise word. ) 

The "fuzzy signal" referred to above 
for signalling errors is one of several sig­
nals that, because of their critical role in 
the operation of the link, must be as nearly 
as possible immune from noise. This is 
accomplished by sending a pulse train in­
stead of a single pulse as with data or func­
tion/status words. Because these signals 
are very rarely sent in comparison with the 
number of data words, the additional time 
needed to provide a pulse train does not in­
crease significantly the time necessary to 
transmit each record. Other fuzzy signals 
indicate the beginning and end of a physical 
record and provide a general reset. 

State Diagrams 

In the design of the data link con­
siderable use was made of state diagrams 
to clarify the operation of the system (see 
Fig. 3). The position of various flip-flops 
(for example, those indicating whether a 
particular register is full or empty), con­
stitute "conditions, " a particular combina­
tion of which generates a "state." The 
state in turn alters the conditions by per­
forming various operations, e. g., shifting 
a word from one register to another. These 
altered conditions then generate a new state, 
and so forth. 

Since each synchronizer contains 
more than a dozen flip-flops, plus many 
external signals which also provide con­
ditions, it becomes extremely difficult to 
keep in mind the exact sequences and 
timing. Therefore, to completely specify 
the logical operation of the machine, both 
for the initial design and for future debug­
ging, a computer program was written to 
simulate the operation of the logiC. This 
proved invaluable in tracking down some of 
the more obscure design and wiring errors. 



De bug Boards 

Debugging of the link required the 
development of another feature of the sys­
tern: debug interrupt boards. In normal 
operation the transitions from one state to 
another are made very quickly and are fre­
quently nonrepetitive: e. g., a single status 
word is sent, then the link waits for some 
response from the outside world. This 
situation would create extreme difficulties 
in de bugging unle s s s orne method of slowing 
down the transition from state to state could 
be found. (If this were a clocked system, 
this effect could of course be achieved by 
merely slowing down the clock.) The inter­
rupt boards fulfill this function by inserting 
a switch and a light into the output line 
from each state. Thus, with the switch 
open, the conditions for a particular state 
cause the corresponding light to appear; 
but the effects of that state will not be en­
acted until the switch is closed, whereupon 
the light for the next state in the sequence 
should appear. Since lights indicating the 
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position of the major flip-flops and the con­
tents of each register appear on the front 
of the synchronizer control panel, the debug 
interrupt boards provide a means of seeing 
the status of all active elements in slow 
motion. Used in conjunction with the com­
puter printout of the sequence of conditions 
and states, this provides an easy and effec­
tive de bugging method. 

Conclusions 

The data-link system provides a re­
liable and satisfactory solution in its present 
context to the problem of interfacing small 
data-gathering computers to a large com­
puter for the analysis of a comparatively 
small quantity of data at infrequent inter­
vals. Should this type of service become 
more popular in the future, the link can be 
readily modified to accept changes in the 
6600 operating system (such as using a de­
dicated PP for all link data) or interfacing 
to a time-sharing computer devoted to link 
data handling. 
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Fig. 3. Typical state diagram (channel synchronizer J data output). 
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TRANSMISSION OF LINK DATA OVER TELEPHONE LINES 

Alan E. Oake s 

Lawrence Radiation Laboratory 
University of California 

Berkeley, California 

Abstract 

A technique is described for transmitting computer data 
over twisted-pair telephone lines at a rate limited only by the 
round-trip propagation delay. 

The LINK method of signal generation and detection is 
presented along with a discussion of the effects of telephone 
line distortion, attenuation, and noise. 

Introduction 

The Data Link system has been devel­
oped to transmit data from building to build­
ing at LRL Berkeley over telephone lines on 
the order of 1 mile long. The Data Link 
should not be confused with systems that use 
telephone lines to transmit data over long 
distances. Long telephone lines have a band­
width of about 3kHz, which limits the rate of 
transmission to about 1.2X10 3 bits per sec­
ond. The noise on long telephone lines 
causes about one error per 10 5 bits. 

The Data Link will transmit data be­
tween any of the several experimental areas 
at LRL and the computer center in Building 
SOB. The first line to be used runs from 
the 184-inch cyclotron to Building SOB, a 
distance of 4,000 feet. I will hereafter re­
fer to this line as the cyclotron line. On the 
cyclotron line the rate of transmission is 
8X10 4 words per second or about 106 bits 
per second. The present raw error rate is 
about one error per 10 7 words, but even 
this low rate should be reduced several 
orders of magnitude by the Data Link error­
detection and correction system described by 
Sypko W. Andreae and Robert W. Lafore in 
previous papers. 1 

The Data Link at present is a full­
duplex system using 34 "voice quality" 
twisted-pair telephone lines. Twenty-six 
line s are used for transmis sion of 13 - bit 
words 2 and eight line s are used for trans­
mission of control signals. At this writing, 
the hardware for the system has been built 
and debugging is just beginning. The first 
experiment to use the Data Link is scheduled 
to receive beam in the 184-inch cyclotron in 
January 1968. 
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Transmis sion 

Data are transmitted in the form of 
bipolar pulses. The arrival of a pulse indi­
cates a logic "1" and the absence of a pulse 
indicates a logic "0." Since the Data Link 
us e s complete hands haking, the pe riod be­
tween pulses is equal to the round-trip propa­
gation time. The 4,000-foot cyclotron line 
has a period of 12.5 microseconds. 3 A 3-
fJ.sec bipolar pulse is used on this line. The 
attenuation factor of 4 allows the us e of a 
simple integrated circuit transmitter. The 
9.5 fJ.sec between the end of one pulse and the 
start of another is just long enough to allow 
base-line recovery at the receiver. A pre­
liminary study of telephone lines both longer 
and shorter than the cyclotron line indicates 
that a bipolar pulse can always be found which 
is wide enough to keep the attenuation factor 
near 4 and yet narrow enough to allow bas e­
line recovery between pulses. The correct 
ratio between pulse width and period be­
tween pulses appears to be approximately 
1/4. 

Two monostable multivibrators con­
trol the width of the positive and negative 
areas of the bipolar pulses for all the 13 
transmitters. Each transmitter consists of 
two power nand integrated circuit gates which 
drive two transistors connected in a push­
pull configuration to produce a bipolar pulse 
in the secondary of the output transformer. 
An oscilloscope picture of a transmitter out­
put pulse is shown in Figure 1. 

The signal is filtered as it travels 
along the phone line. The high-frequency 
components are reduced more than the low­
frequency components. The resultant wave­
form at the receiver is made up of only the 



lowest-frequency cOlnponents and closely re­
sembles one period of a sine wave. See 
Figure 2. 

Detection 

Our telephone lines lie in under­
ground ducts paralleling other lines for 
thousands of feet. These other lines are 
constantly producing noise. Most of the 
noise is of lQw frequency and is of no particu­
lar concern; but some high-frequency noise 
(e. g., switching transients) is produced. 
The cyclotron line, after entering the cyclo­
tron building, runs in a wire -trough several 
hundred feet to the experimental area.· Here 
the line is subjected to noise produced by 
spark chambers and other apparatus as well 
as the rf field of the cyclotron itself. 

The noise on the cyclotron line occurs 
rarely enough, however, to make direct ob­
servation and photography of oscilloscope 
displays of the errors extremely difficult. 
No reliable photographs of telephone line 
noise were taken before the signal detection 
system had been designed. As a result we 
were overcautious. With the impression 
that the background might include noise of 
about the same frequency and amplitude as 
the data pulses, we at first envisioned using 
detectors with multiple height and time win­
dows. 

For purposes of testing and gathering 
data on noise, we designed several simpler 
detectors, one of which required the positive­
going portion of the bipolar pulse to pas s 
through a height window much like a single­
channel analyzer. A detector of this type 
was constructed. The first hour it was con­
nected to one of the cyclotron line s, it de­
tected 300 counts due to noise. After a few 
..l~ __ ~ ~~ .... _~_~ ~_..l ..l~l.- •• ~~~_~ .. 1....~ _~~ ~~ 
u.ay 0:> v ... \-uUJ.iJ.o aLL ..... U.CdJUOOJ.Uo , \-ue; UVJ.O:>e; 

count was down to less than 100 per hour. 

This low error rate encouraged us to 
make a full- scale test of the transmitter­
receiver system using the height-window 
method on the cyclotron phone -lines. The 
technique used for testing required all 26 
transmitters and 26 receivers of the actual 
system. It is shown schematically in 
Figure 3, and is described more fully in the 
Test Program section. 

This test demonstrated that many 
more error words were caused by the fail­
ure to detect the desired signals then by the 
detection of unwanted noise. Even with our 
already weakened detection requirements, 
we were still being too strict. The present 
system, which requires only that the positive 
amplitude be greater than a given threshold, 
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was then designed. The round-trip error 
rate when this system is used on the cyclo­
tron line is about one error per 10 7 words. 

Control Signals 

In a previous paper by Robert W. 
Lafore, control or "fuzzy,,4 signals were 
mentioned in connection with conversation 
format, general reset, and the error de­
tection and correction system. In all, eight 
fuzzy signals are used- -five by the Device 
Synchronizer and three by the Channel Synchro-

The failure of any of the many control 
signals sent in each conversation would cause 
a system abort. The control signals must 
therefore never fail. This is, perhaps sur­
prisingly' not difficult to approach in prac­
tice. Our technique at present is to send 
a train of square waves 16 cycles long. (The 
same types of transmitters and receivers 
are used for both the data and control sig­
nals.) The output of each control signal re­
ceiver goes to an analog device which essen­
tially counts the number of cycles. Approxi­
mately 5 out of the 16 cycles must arrive for 
the control signal to be detected. 

More than 1011 control signals have 
been transmitted without failure (i. e., both 
without failing to detect a signal and without 
triggering on noise). Since this figure is 
several orders of magnitude larger than the 
total number of control signals likely to be 
sent during the lifetime of the Data Link, the 
possibility of even one failure appears re­
mote. 

Test Program 

A block diagram of the test system is 
shown in Figure 3. A 12-bit word is gener­
ated by the computer, sent to the test rig, 
___ ...l .... _-.._"'_..:LL_-l __ .. ___ 1- ___ 1.: __ ...... "'-_ .1-1- _____ 1_ 
auu. LJ. a.uO:>L.ULLLe;u. vve;J. J:J.uvue; J.J.ue;o:> LV L11e; <...y <"'J.V-

tron. There the word is detected and re­
transmitted back to the test rig in Building 
50B. After detection, the word received is 
sent to the computer for comparison with the 
original word. Words may be chosen by the 
PDP-5 on any basis: random numbers, all 
sevens, all zeros, all but one bit up, all but 
one bit down, etc. 

The test rig was very effective in lo­
cating problems during development. The 
transmitter s , receiver s, and as sociated 
registers and logic went through consider­
able evolution before the present design was 
adopted. Each change was dictated by test 
results and then checked for effect. The 
PDP-5 had one drawback, however; it was 
not fast enough to send words at the maxi­
mum rate the Data Link could sustain (12.5 
fJ-sec). The fastest PDP-5 program we used 



sent words every 150 jJ.sec. 

In order to investigate the behavior 
of the Data Link at the maximum rate, the 
PDP- 5 was replaced with a hardware device. 
The word to be sent was chosen by a switch 
register. The word returning after a round 
trip was stored in a register and compared 
with the switch register with exclusive -or 
gates. Regardless of the outcome of the 
comparison, the switch register word was 
immediately retransmitted, thus maintain­
ing the 12.5-jJ.sec rate. Each time the com­
parison failed, a count was stored in a 
scaler. At a fixed period of time after an 
error was detected, the contents of the 
scaler were printed out on a typewriter and 
the scaler was reset. By varying the time 
from error detection to scaler readout, a 
crude idea of the noise pattern could be ob­
tained. 

Error Rate 

The following is a summary of the 
findings of the te st program: 

(a) The errors usually occur in bursts 
with a particular time pattern (i. e., one or 
two errors followed by eight to ten correct 
transmis sions followed by one or two errors, 
etc. ). 

(b) As might be expected, errors are more 
probable during the day than at night, and 
are more probable during the week than on 
weekends. 

(c) During an 8-hour working day, the raw 
error rate averages about one error in 10 7 
words. 

It should be emphasized that the above 
describes the error rate of the transmission 
system only. The error rate of the entire 
Data Link system (after automatic error cor­
rection) is expected to be reduced several 
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orders of magnitude below one error per 10 7 

words. 

Footnotes and References 

~~Work done under the auspices of the U. S. 
Atomic Energy Commission. 
1. Sypko W. Andreae, A Computer Data 
Link for High-Energy Physics Experiments, 
this Symposium; 

Robert W. Lafore, Error Checking and 
Other Aspects of Data-Link Organization, 
this Symposium. 
2. Data Link accepts and delivers 12-bit 
words, but within the system a 13th bit is 
transmitted with data words to distinguish 
them from status and function words. 
Status and function words are described in 
a previous paper by Robert W. Lafore. 
3. Because the telephone lines twist not 
only on themselves but also about other 
wires in the cable to form double helixes, 
more than one foot of line is contained in a 
linear foot of cable. We find the propagation 
velocity to be nearly 1.6 nsec per linear 
foot of cable, or about 12.5 jJ.sec for the 
cyclotron line. 
4. Many of the bugs of the Data Link sys­
tem were discovered and ironed out by 
using a large "gameboard"--a block diagram 
representation of the buffers and their inter­
connections drawn on a piece of cardboard. 
Data, function, and status words were repre­
sented by small cards and were moved from 
register to register to simulate the action of 
the actual system. When control signals 
first made their appearance on the game­
board, they were represented by ordinary 
signals. In our haste to see how the system 
would work with control signals, the wave 
trains were drawn on the cards before the 
background was completely dry. The black 
ink leached into the yellow. The wave train 
looked fuzzy. The name stuck. 



Figure 1. Transmitted Pulse 
4 V/cm 1 microsec/cm 

Figure 2. Received Pulse 
500 rnV/crn 1 rnicrosec/crn 
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Figure 3. Test rig. 





QOLFIM - AN ON-LINE FILM MEASURING SYSTEM 
(PDP-5i8) FOR THE PRCX:ESSING OF BUBBLE 

CHAMBER PHOTOGRAPHS---MARK lit * 

B. B. Culwick, E. Glazer, B. Lebowitz, and T. Meehan 
Brookhaven National Laboratories 

Upton, Long Island, New York 

Abstract 

The Bubble Chamber Group at BNL has recently revised an on-line, manual, 
measuring system origina Ily installed in 1965. The purpose of the system, 
consisting of a time-shared PDP-5 and several semi-automatic, measuring 
microscopes with associated ASR-33 Teletypes, is to collect the coordinate 
pair measurements of high energy partic Ie interactions, recorded on fi 1m. 
The data collected is put on magnetic tape (with sufficient redundancy to 
reduce transm itted tape errors to a very sma II number) and read by a CDC 6600. 
The system of programs (locally dubbed QLOD) that reconstructs this data into 
three dimensional interactions and then performs a test of appropriate kinematical 
hypothesises for event identification and then does a myriad of other bookkeeping 
and display tasks, represents an enormous number of programming man-hours by 
physicists and mathematicians. The guiding of the initial measuring tasks by 
QOLFIM is intended to maximize the quality of the data entering the system. 
This latter goal has been accompl ished with a minimum cost in hardware and a 
reasonable software effort. 

t Work performed at Brookhaven National Laboratory under the auspices of the 
U.S. Atomic Energy Commission. 

* This paper was not received for publication. 
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GAMMA RAY SPECTRUM STRIPPING 

F. Riess - Stanford University 

Stanford, California 

Abstract 

A FORTRAN program is described which analyzes multi-channel 
pulse-height spectra of gamma rays by a least-squares fitting 
method. Up to five gamma ray lines can be analyzed simulta­
neously. A background of arbitrary shape can be included in 
the fit. 

A considerable variety of gamma ray spec­
trum stripping and gamma ray unfolding 
programs by least-squares fitting met£ods 
have been reported in the literature. 
Whereas the limitations of stripping pro­
grams are obvious when dealing with complex 
gamma ray spectra, unfolding procedures 
involve large matrices and hence are 
restricted to big computers. In order to 
be able to analyze the gamma ray spectra 
taken with the Stanford 10 inch NaI(Tl) 
assembly2 on a PDP-7, we designed a program 
which is a combination of a least-squares 
fitting method and a variation procedure. 
The program is written in FORTRAN II and 
makes use of the SCANS system as described 
in a paper by A. Anderson. 3 

Figure 1 shows one of numerous spectra taken 
with the Stanford 10 inch NaI(Tl) assembly. 
The gamma ray energies in this spectrum 
vary between 4 and 18 MeV. One of the 
most striking features is the weak inter­
action between the shapes of the lines and 
their energies. Hence, consideration for 
available space of the 8k memory of the 
PDP-7 as well as for a reasonable computa­
tion time brought us to a rather unusual 
approach to the generation of the line­
shapes. 

Two reference line shapes are matched at the 
peak and linearly interpolated point by 
point. Simultaneously they are normalized 
to the correct energy calibration. Missing 
channels are obtained by a linear inter­
polation. The disadvantage of this method 
lies in the fact that the interpolated 
lineshape is not necessarily a true pic­
ture of the two reference lineshapes. This 
can be understood by an example: The sum 
of two Gaussians is only a Gaussian if they 
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have the same width. However, the width of 
our lineshapes do not vaT¥ strongly as a 
function of the energy. Moreover by keeping 
the interpolation range small, we can keep 
this error small. As a matter of fact we 
still can obtain reasonably good fits even 
if the interpolation range extends over a 
region of 5 to 10 MeV centered, around a 
y-ray energy of 15 MeV. Any extrapolation 
of the lineshapes, however, should be 
strictly avoided. A similar, although more 
refined, approach of generating lineshapes l 
was reported by A. H. Wapstra and J. Oberskl. 
We feel that the simplicity of our line­
shapes justify this method well enough and 
that the approximations involved are very 
much compensated by the gain in computation 
speed and decrease in required program 
space. 

The interpolated lineshapes are shifted by 
fractions of a channel via a quadratic inte~ 
polation and normalized in their total area. 

In order to obtain the amplitudes of the 
different lines we minimize 

~( N 
.~. SPEC(j) - ~ 
J~ln k=l 

A(k) LINE(k,j))2 /SPEC(j) (1) 

as a function of the amplitudes A(k). The 
array SPEC(j) represents the experimental 
spectrum, the arrays LINE(k,j) N line­
shape spectra and A(k) their amplitudes. 
The sum extends over an appropriate region 
in the spectrum. The problem can be solved 
algebraicly and gives a set of linear equa­
tions of rank N in the form: 



N 
L: A(k) M(i,k) 

k=l 
C(i) (2) 

The method used to solve these equations is 
an iteration pr~cedure described by 
N. E. Scofield. The exact solution can 
be formally written as 

N 
L: D(i,k) C(i) 

i=l 

The diagonal matrix D serves as a substitute 
for the inverse of the matrix M and is 
obviously defined by 

D(i,k) = A(k)/C(i) B(i,k) (4) 

with B(i,k)=l for i=k and B(i,k)=O 
for ifk. It should be noted that the -1 
matrix D is not the diagonal matrix of M 
but is a function of the vector C. 

Assume we have a starting vector A(o). We 
can use equation (2) to(exaluate the 
corresponding constant C oJ and hence 
their deviations from the actual vector C. 
Equation (4) defines a diagonal matrix 

D(o) = A(o)/ C(o) which we can use to 
compute a correction for the vector ~(o)) 
with the help of the deviations of C(~o) 
from C. Hence we get a new vector A 1 

= D(o) C which can be inserted again in 
equation (2). Thus we get an iteration 
procedure for which the convergence is not 
at all established. Without giving a math-

of the diagonal elements of the matrix M 
with respect to the non diagonal elements 
is the governing factor in the convergence 
of the iteration. Inspecting the defini­
tion of the matrix M as a result of the 
minimization of equation (1), we find that 
the diagonal matrix elements are always 
dominant as long as the gamma ray lines are 
fairly well seperated. 

This iteration procedure has several advan­
tages with respect to an exact solution of 
equation (2): non-zero positive starting 
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values A(k)(o) generate(aLways non-zero 
positive amplitud~s A(k) n). If one of 
the amplitudes is set to zero, it always 
stays zero providing an easy way to check 
the contributions of differerlt lines in a 
fit spectrum. The iteration procedure does 
not occupy much space in the program with 
reasonable computing time. 

The iteration is stopped if yhe length of 
the amplitude vector A(k)t n does not 
change more than a given pereentage in one 
step of iteration or if the number of iter­
ations exceeds a fixed value. In a very 
unfavorable case of four poorly resolved 
gamma rays, a maximum of about 100 itera­
tions were needed· in ordp.r to generate less 
than .02% change in the length of the 
amplitude vector. The starting parameters 
were arbitrarily chosen. 

A search for the best energy for each line 
is made by going one step lower and one 
step higher from the initial energy and 
calculating the minimum of the parabola in 
the X2 -plane given by these three points. 
In order to assure convergence even if the 
curvature of the parabola is zero or nega­
tive, the maximum allowed change in the 
energy is limited and only the magnitude of 
the curvature is used. By changing the 
energy of all lines simultaneously a new 
fit spectrum is obtained, the X2 -value of 
which is compared with the X2 -value of 
the first fit. The variation continues 
until the change in X2 is less than a 
given percentage. 

However since X2 is not a smooth function 
of the energy of a line, it is possible 
that the fit gets worse again near the min-

tions is calculated in an attempt to come 
closer to the minimum again. 

Reference lineshapes and interpolated line­
shapes are stored in the same two-dimenmonli 
array. Hence it is very easy to increase 
the number of reference lineshapes by 
decreasing the number of interpolated lines. 
This has been utilized to include a back­
ground into the fit: a third lineshape 
when inserted into the program is regarded 
as a background spectrum. It can be easily 
seen that the maximum number of fit lines 



decreases by two if this facility is used. 

The program is controlled via the sense 
switches of the computer console and the 
IDIOT panel. The fits can be monitored at 
an oscilloscope. Typical control para­
meters are: the step width in the variatio~ 
variation of the background energy, print­
out of intermediate X2 -values or fit data 
and automatic servicing. The program allows 
smoothing of spectra as well as stripping 
of single gamma ray lines or groups of 
gamma ray lines. The number of lines which 
can be fitted simultaneously is essential 
limited to five by the available space. 
The allowed length for each line shape array 
is 128 channels, whereas the spectrum 
may have up to 256 channels. Real time 
operation as well as batch processing is 
possible. 

The program starts with equal amplitudes 
for all lines when starting from scratch, 
and with the amplitudes of the previous 
fit spectrum when analyzing several spectra 
in turn. Typical computing times for a 
3-line fit as shown in Figure 2 are about 
15-20 minutes: most of the time is used for 
the search for the best position of each 
line. This fi~re shows a spectrum from 
the reaction I1B(p,y)12C. The two strong 
lines have energies of 13.57 and 18.0 
MeV and the weak line an energy of 15.11 
MeV. The tail of the lineshapes is an 
extrapolation from the defined portion of 
the reference lineshape. The slope of this 
straight line extrapolation can be changed. 

Figure 3 shows the use of a background 
spectrum. The fit to a gamma ray spectrum 
from the reaction 27Al(p,y)28si contains 
three lines on an exponentially decreasing 
background. Contributions from gamma rays 
with higher energies are approximately 
corrected for by the background. Figure 4 
shows a somewhat different use of a back­
ground S]€ctrum: in the reaction 
(Li(p,y)bBe the transition of the first 
excited state is broadened by about 1.45 
MeV. A reference lineshape was broadened 
by folding with a Breit-Wigner function of 
1. 35MeV and is used as a background spectrum. 

The program will be available in the DECUS 
library. 

I would like to thank P. R. Bevington for 
helpful discussions and N. G. Puttaswamy 
for making his GAMMA RAY UNFEELING program 
available to me. 

1 

2 

3 

'~pplications of Computers to Nuclear 
and Radiochemistry" Proceedings of a 
SympOSium, Gatlinburg, Tennessee, 
Oct. 1962 NAS-NS 3107 

Martin Suffert, W. Feldman, J. Mahieux 
and S. S. Hanna, to be published 

Albert Anderson, to be published in 
'~roceedings of the Fall 1967 DECUS 
Symposium." DECUS, Maynard, Mass. 

This research was supported in part under the National Science Foundation. 
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Figure 1 

Gamma ray spectrum from the reaction 11B(p,y)12C; 

gamma ray energies vary between 4.4 and 18 MeV. 

Figure 3 

Gamma ray spectrum from the reaction 27Al(P,y)28Si; 

a computer fit to three lines with a backgrolli~d is 

also shown. 
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Figure 2 

Gamma ray spectrum from the reaction llB(P,y)12C; 

the computer fit is also shown. 

Figure 4 

Gamma ray spectrum from the reaction 7Li (P,y)8Be ; 

the computer fit is also shown. 



REAL-TIME DATA ANALYSIS WITH FORTRAN 

Albert Anderson - Stanford University 

Stanford, California 

Abstract 

The effectiveness of FORTRAN programs to implement real time 
reduction and analysis of nuclear physics data is discussed, 
and two typical programs for the PDP-7/9 are described. The 
Gaussian Reduction and Analysis of Spectrum Peaks (GRASP) pro­
gram makes Gaussian fits to experimental data peaks in multi­
channel pulse-height spectra, with provision for background 
fitting and subtraction. Fitting the peaks analytically pro­
vides a consistent method for extracting meaningful parameters 
(area, centroid) from the data. The DIrect REaction Cross 
Sections (DIRECS) program calculates theoretical angular dis­
tribution curves that may be compared with their experimental 
counterparts. Even under FORTRAN, these programs provide 
optimum interaction in real time between the experimenter and 
the analysis. The experimenter may monitor and control both 
programs with the Teletype, IDIOT panel switches, scope display, 
and light pen by means of general-purpose, FORTRAN-compatible, 
symbolic subroutines. 

Introduction 

Extensive use of the small computer in the 
laboratory has made real-time and on-line 
data reduction and analysis a wide-spread 
phenomenon. Not so wide spread, it seems, 
is the use of FORTRAN as the source lan­
guage for these programs. This is a report 
on ~he success we have had in the Stanford 
Nuclear Structure Laboratory with real-time 
programs written in FORTRAN. 

FORTRAN is almost invariably used by scien­
tists and engineers in non-real-time appli­
cations because of its simplicity, similar­
ity to ordinary mathematical expression, 
and pre-existing universality. The standard 
FORTRAN instruction set, however, makes no 
provision for real-time control and display 
because of the complex and singular require­
ments of individual installations. Even 
allowing interleaved symbolic statements, 
as in the PDP-7/9 FORTRAN II compiler, does 
not help the researcher/programmer who does 
not have time to learn machine language and 
to deal with mode compatibility, timing and 
other problems associated with symbolic 
coding. Either such a person must depend 
on the installation's systems programmers 
to deliver his reduction and analysiS pack­
age, or a system must be designed to enable 
tne purely FORTRAN programmer to write his 
own real-time programs. 
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At Stanford, we have chosen the latter 
course. Our solution is to combine all of 
our real-time processes (which must of neces­
sity be partially in assembly language) into 
symbolic subroutines that may be easily 
called by FORTRAN programs. This means that 
all of the mathematics of the data analysis 
is couched in terms of FORTRAN, leaving only 
the control and I/O functions in the hands 
of non-FORTRAN subprograms. This simple 
system avoids the necessity of modifying the 
compiler or assembler for specific system 
requirements. 

Hardware 

The Stanford Computer for the Analysis of 
Nuclear Structure (SCANS) and its on-line 
applications were described in detail at a 
previous DECUS conference. l Briefly, it 
consists of an 8K PDP-7 and an 8K PDP-9. 
Both have a type 34 display feeding a 
Tectronix 503 oscilloscope, a type 370 li§m 
pen, and a system of controlling switches 
housed in an IDIOT (Indicating Digitizer 
for Input/Output Transformations) box. The 
IDIOT box provides 36 bits (two words) of 
information, some of which can be sampled 
by a FORTRAN-compatible subroutine. Its 
purpose in real-time use is to provide the 
operator greater convenience in controlling 



display scales', program branching, etc., 
than by manipulating accumulator switches. 

In addition, the PDP-7 has an NCR card 
reader, a Moseley X-Y plotter and two dual 
Analog-to-Digital Converters (ADC's) 
attached. Also, a number of Nuclear Data 
analyzers (an ADC with a storage unit) may 
dump the contents of their memories into 
the PDP-7 memory. The PDP-9 generally stands 
alone as a separate processor, but its mem­
ory can be used to extend that of the PDP-7, 
even under FORTRAN control. This is accom­
plished by having instructions which refer­
ence arrays declared in EXTEND MODE state­
ments trap out to a routine using the inter­
processor link to read the PDP-9 memory. 

Software 

Appendix 1 exhibits the system of FORTRAN 
compatible display and control routines. 
The first column indicates the subroutine's 
use. The second column lists the subrou­
tines whose arguments are predominantly 
fixed point, while the third column lists 
those for floating point. Oscilloscope 
displays are generated by the -SCOPE series 
of routines and the light pen employs the 
-PEN series. The Moseley plotter is con­
trolled by the -PLOT set of routines. The 
LISTEN subroutine provides FORTRAN with the 
facility to skip on the teletype flag and 
is used in conjunction with the scope dis­
plays. ISENSE is the subroutine for reading 
the status of the IDIOT box switches. The 
INPUT- series of subroutines reads paper 
tapes punched by Nuclear Data or Victoreen 
analyzers into FORTRAN arrays named in the 
argument list. Error checking and overflow 
analysis are also performed. The DUMP­
series functions similarly except that'the 
data are read via cable directly from the 
analyzers' memories. The OUTFLT subroutine 
punches floating arrays onto paper tape in 
the fixed point Nuclear Data format. ACTION 
is a FORTRAN program tying all of the above 
subroutines together. 

These subroutines provide a complete link 
between FORTRAN and all of the real-time 
I/O equipment except the card reader. The 
CREASE program is that link. Under this 
program, conventional IEM FORTRAN II pro­
grams punched in cards are translated into 
DEC FORTRAN II programs punched into paper 
tape. This tape may be read into the com­
piler without further editing. 
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The Program GRASP 

Gaussian Reduction and Analysis of Spectrum 
Peaks (GRASP) is a typical FORTRAN program 
designed to operate on experimental data 
obtained in the lab. Spectrum peaks can be 
fit sequentially with a Gaussian function, 
providing a consistent method for extracting 
parameters from the data. 

Appendix 2 is a control map of GRASP. This 
program is composed of three sections 
(called LISTEN LOOPS), each section pro­
viding a display and branching structure. 
The first section provides for reading, 
writing and editing the data. The second 
section uses the light pen to identify a 
peak to be fit. Up to ten sets of light pen 
location values identifying peaks may be 
stored at once. The fitting process and 
parameter extraction for any particular peak 
is performed in the third section. 

Appendix 3 lists the first few lines of the 
source program. Note the ease with which 
the displays are generated by the FORTRAN 
program. The process is entirely between 
statements 102 and 103. PTSCOPE is the dis­
play routine. IDATA is a vector containing 
the fixed point data to be displayed, and 
NUMBER is the length of the vector. The 
verticle scale, MAXY, is determined by 
ISENSE as the current setting of the IDIOT 
box scale knob. The remaining numbers con­
trol the position of the display on the 
scope face. PTSCOPE displays the data once, 
then the program proceeds to LISTEN. If the 
teletype keyboard is struck, L is non-zero 
and the program branches accordingly. Other­
wise L = 0 so that the display is repeated. 
Flicker free operation is possible for 
NUMBER less than 1000. The PTPEN subroutine 
J.1.splCiYs Ci crO::;::; at position 1'IPEIVC and 
LTPENY which may be moved with the pen. 

Figure 1 shows a typical spectrum in real­
time oscilloscope displCiY. The data rep­
resent the deuterons (d) that were detec­
ted in our lab when thin phosphorus (31p) 
targets were bombarded with 16 MeV protons 
(p). Along the horizontal axis is the chan­
nel number, which in this case is directly 
proportional to the energy of the detected 
particles. The vertical scale is the num­
ber of particles recorded in the particular 
channel. In theory, for each of these 
groups there should be only one channel dis­
plCiced off the axis, representing the 



discrete energy levels in the residual phos­
phorus isotope. In practice, because of 
experimental .uncertainties in the detection 
process, the spectral groups assume a 
Gaussian shape, and closely neighboring 
levels may not even be resolved. The task 
of the program is to extract information 
regarding the strength of the reaction (area 
of peaks) or the precise energy of the levem 
(centroid ofr the peak in terms of channel 
number) . 

We start this process by indicating a 
selected region around a peak with the light 
pen. Within the selected region, the light 
pen also marks the area containing only 
background (on which the peak is superimposed) 
as well as the peak to be fit, since there 
may be more than one in a selected region. 
For a simple illustration of the process, 
Figur~ 2 shows the selected portion con­
taining the peak to be fit, and Figure 3 
shows the fit. The baseline is a polynomial 
fit to the background, on which is super­
imposed the Gaussian line shape. In another 
selected region, shown in Figure 4, there 
are five states. This is not immediately 
apparent, but smoothing shows them clearly 
(Figure 5). The peaks can be fit in succes­
sion (Figure 6 shows the fit to the left­
most peak) and subtracted from the remainder 
until finally all reaction strength has been 
measured and subtracted away. Figure 7 
shows the result after two peaks have been 
removed, and Figure 8 the result after four 
peaks have been subtracted. Output from the 
program includes the goodness of fit cri­
terion X2 , the area of the peak after sub­
tracting the background, and the peak's width 
and location, as well as the background fit­
ting parameters. 

The Program DIRECS 

After reducing and analyzing the data, we 
must compare the results with theory. The 
program DIrect REaction Cross Sections 
(DIRECS) is designed for this purpose when 
the data result from nuclear stripping or 
pickup reactions. It computes Plane Wave 
Born Approximation (PWBA) cross sections, 
that is, the strength of a reaction as a 
function of the angle between the outgoing 
particle's direction and that of the inci­
dent beam. The PWBA is a particularly sim­
ple approximation of the actual reaction 
but it predicts remarkably well the signi­
ficant feature of the cross sections: the 
location of the peaks. DIRECS provides 
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for the display of read-in empirical data 
along with the calculated cross section. 
Typical data are shown in Figure 9 as the 
large dots. These data represent the cross 
section fO~6deuterons leaving the .229 MeV 
state in Al. The peaks are the character-
istic feature of direct reactions; their 
location in PWBA depends on the orbital angu­
lar momentum (t) transferred and a fitting 
parameter (R) which corresponds loosely 
to the nuclear radius. Along with the data, 
Figure 9 shows a theoretical calculation. 
This calculation has t = 1 and R = 2.8 
Fermi. Figure 10 shows another calculation 
with t = 2 and R = 5.2 Fermi. The object 
is to choose the correct value of t for 
the reaction. An automatic search would 
choose t = 1 as resulting in the best fit. 
However, more physical insight than just 
curve fitting is involved in the selection 
process because in this approximation the 
relative magnitude of succeeding peaks is 
not correct. Also, the depths of the min­
ima are exaggerated in the theoretical curve. 
However, the location of successive minima 
and maxima are correctly predicted. On this 
basis we may choose unambiguously t = 2. 

Appendix 4 is an excerpt of the DIRECS sourre 
program containing the real-time display and 
control statements. This section is consid­
erably more complex than that in GRASP. The 
arrays here are in floating point mode. The 
sense switches of the IDIOT box are tested 
before a display is executed. FXYSCOPE 
(statement 11) provides for the experimental 
data display. The points are generated as 
a Y vector plotted against an X vector. 
The length of both vectors is NUMBER, and 
the order of the data points in the vectors 
is immaterial. 

The subroutine FPTPLOT below statement 30 
provides for output on tne X-Y plotter. 
If its arguments are the same as those of 
FPTS C OPE , the same output will be produced. 

Discussion 

In conclusion we feel that the only disad­
vantage to this system has been that our 
data storage arrays are somewhat limited in 
Size, but in practice this has meant only 
that the oper~tor has to analyze his data 
in sequential segments rather than all at 
once. Generally, a small data array is 
even desirable so that detail may be visible 
in the display. 



The primary advantage of the system is that 
our installation is open shop. This is 
vital because out of 24 users, one third 
have doctorates, the rest are Ph. D. degree 
candidates and all are actively engaged in 
research. We have no systems engineers or 
programmers. Everyone has a different 
research problem to solve and each needs his 
own special considerations incorporated into 
the program he uses. A FORTRAN-based system 
makes it possible for a user to easily mod­
ify an existing program, adopt a program 
from the outside world, or write his own in 
the shortest possible time. Also, ideas for 
system improvements are continually generated 
when all of its users are involved in pro­
grannning. 

Another advantage is the ease with which our 
programs may be adapted to other installations. 
This helps not only the user who leave our 
lab and wishes to run his program elsewhere, 
but also the user who desires a larger pro­
cessor for increased speed and storage when 
real-time processing is no longer required. 
This occurs occassionaly when a researcher, 
after perhaps months of real-time work, is 
able to develop the appropriate algorithm to 
process his data authomatically. In such a 
case, all that is required is that he delete 
the calls to the display routines and sub­
stitute the appropriate FORTRAN logic for 
the real-time controls. 

All of the programs and subroutines dis­
cussed here are available from the DECUS 
library. 
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Figure 1 

Oscilloscope display showing spectrum of deuteron groups 

from 3~(P,d) nuclear reaction. Light pen cross is 

also visible. 

Figure 2 

Selected portion of spectrum in Figure 1 showing right­

most peak. 

Figure 3 

Calculated least-squares fit to peak appearing in Figure 

2. 



Figure 4 

Selected portion of spectrum in Figure 1 showing five 

unresolved deuteron groups. 

Figure 6 

The data of Figure 5 with a least-squares fit to the 

left-most peak. 

Figure 8 

The data of Figure 7 after ~he fits to the third and 

fourth peaks have been sub~racted away. 

167 

Figure 5 

The data of Figure 4 after smoothing process. 

Figure 7 

The data of Figure 5 after the fits to the first and 

second peaks have been subtracted away. 

Figclre 9 

Experimental cross sec~ion data for the .229 MeV 26Al 

energy level (heavy dots) with a theoretical computation 

using t = 1. 



Figure 10 

PURPOSE 

DISPLAY 

PLOTTING 

CO~JTROL 

INPUT 

OUTPUT 

Theoretical computation with l = 2 compared with the 

data of Figure 9. 

APPENDIX 1 

rORTRAN COMPATIBLE SUBROUTINES 
rOR REAL-TIME DATA ANALYSIS 

rIXED ARGUMENTS 

PTSCOPE 
PTPEN 

CALIBRATE 
PTPLOT 

LISTEN 
ISENSE rUNCTION 

INPUT NO 180 
INPUT VICtOREEN 
DUMP NO 180 

UTILITY PROGRAMS 

rLOATING ARGUMENTS 

rPTSCOPE 
FPTPEN 
FXYSCOPE 

FPTPLOT 

INF'LT NO 180 
INFLT VICTOREEN 
FDUMP NO 180 

OUTFLT 

CREASE (CARD READER FOR EASE IN ASCII SOURCE EDITING) 
ACTION (ANALYZER-COMPUTER TRANSFER OF 1/0 F'OR NUCLEAR DATA) 
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APPENDIX 2 

OPERATOR'S MAP rOR GRASP 
GAUSSIAN REDUCTION AND ANAlVSIS Or SPECTRUM PEAKS - 10/24/67 

C LISTEN LOOP 1 '1/0' 
GO TO lISTEN LOOP 2 

o DISPLAY STORED DATA AND lIGHT PEN 
1 TYPE IN rIRST CHANNEL AND MATRIX SIZE (UP TO 512) rOR READING DATA 
2 READ DATA rROM PAPEH TAPE 
3 SMOOTH DATA 
4 PUNCH RESULTS ONTO PAPER TAPE 
5 READ DATA rROM NEXT rILE ON DECTAPE 
6 TYPE IN FILE NUMBER THEN READ DATA rROM DECTAPE 
7 TYPE OUT CONTENTS AND NUMBER OF CHANNEL MARKED BY LIGHT PEN 
8 CHANGE CONTENTS OF A CHANNEL 
9 TYPE OUT CURRENT PEAK NUMBER AND BOUNDARIES 1-6 

C LISTEN LOOP 2 'PEAK' (TYPE IN PEAK NUMBER) 
GO TO LISTEN lOOP 3 

o DISPLAY STORED DATA AND LIGHT PEN 
I SELECT LOioJER BOUNDARY OF FITTING SPECTRUM) 
2 SELECT UPPER BOUNDARY OF LOWER BACKGROUND) 
3 SELECT LO\'JER BOUNDARY Or PEAK )FITTING SPECTRUM MUST BE 
4 SELECT UPPER BOUNDARY OF PEAK ) LESS THAN 115 CHANNELS 
S SELECT LOWER BOUNDARY Or UPPER BACKGROUND) 
6 SELECT UPPER BOUNDARY OF FITTING SPECTRUM) 
711 TYPE IN BOUNDARY I (I = 116) 
81 I TYPE IN VALUE Or PARAMETER P (I) (I = 116) 
911 TYPE IN INCREMENTAL STEP FOR PARAMETER P(I) (I = 113) 

rITTING PARAMETERS ARE 
pel) PEAK AREA 
P(2) PEAK POSITION 
p(3) PEAK WIDTH (rWHM) 
P(4) BACKGROUND AVERAGE 
pes) BACKGROUND SLOPE 
P(6) BACKGROUND CURVATURE 

C LISTEN LOOP 3 'FIT' (SET SENSE SWITCHES 1-7 FOR VARYING PARAMETERS) 
GO TO LISTEN-LOOP 1 

o DISPLAY FITTING SPECTRUM AND FIT 
1 START FIT THEN DISPLAY 
2 CONTINUE FIT AND TYPE OUT CHI SQUARE AND pel) 
3 TYPE OUT CHI SQUARE AND PCI) THROUGH P(6) 
4 DISPLAY SPECTRUM ONLY 
S DISPLAY FIT ONLY 
6 DISPLAY BOTH SPECTRUM AND FIT 
7 SUBTRACT FIT FROM SPECTHUM THEN DISPLAY RESULT 
8 ADD FIT TO SPECTRUM THEN DISPLAY RESULT 
9 GO TO LISTEN LOOP 2 
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GRASP 
C 
C 

$ 

$ 

1 
2 
3 
100 
101 
102 

103 

APP"2Tm IX 5 

10/24/67 
GAUSSIAN REDUCTION AND ANALYSIS OF SPECTRUM PEAKS 
ALBERT ANDERSON. STANFORD UNIVERSITY 
2WORD 
DIMENSION IDATA(513). NAME(15). P(6). DELIBE(3). DELSAV(3). 

PEAKCI15).IDSELCI15).IFIT(11S).LTPEN(10.6) 
COMMON-IDSEL. IFIT. PEAK. NBKD. LPCON. LPSEL2. LPSEL3. LPSEL4. 

LPSEL5. LPSEL6. CHI. P 
LT = 1 
NFILE = 0 
READ 3005 
WRITE 2. 1 
FORMAT (/6H GRASP> 
FORMAT (10) 
FORMAT (1'10.0) 
WRITE 2. 101 
FORMAT (/4H 1/0) 
MAXY = ISENSE(-0) 
CALL PTSCOPE (NUMBER.0 •• 1 ••• 1.MAXY.IDATA) 
CALL PTPEN (NUMBER.LTP~NXIMAXY.LTPENY) 
CALL LISTEN(L) 
IF' (L) 200. 102" 103 
GO TO (110.120.130.140"150,,160,,170.180.190),, L 

APPENDIX 

DIRECS 10/18/67 
REAL TIME CONTROL AND DISPLAY SECTION 

6 YMAX = SCALE * ISENSEC-0) 
CALL FPTSCOPE (NTHETA.0.0. 1.0. 0.0. YMAX" SIGMA) 
IF (ISENSE(-I» II" 200. 11 

11 CALL FXYSCO (NPTS~ X. 0 •• XMAX" Y. 0." 0.) 
200 IF (ISENSEC-2» 202. 8. 202 
202 CALL FPTSCOPE CNTHETA. 0.0. 1.0. 0.0. YMAX. SIGSAV) 
8 CALL LISTEN CMOVE) 

IF (MOVE) 99.6. 1 
JUMP = MOVE 
GO TO (91. 20" 30. 40. 50" 60" 70" 80. 90)" JUMP 

20 YMAX = SCALE * ISENSEC-0) 
CALL FPTPEN CNTHETA. LTPENX. YMAX. YLTPEN) 
CALL FPTSCOPE (NTHETA. 0.0" 1.0" 0.0. YMAX" SIGMA) 
CALL LISTEN (MOVE) 
IF (MOVE) 25. 20. 25 

25 TEMP = LTPENX - 1 
THETAL = THETA0 + TEMP*DTHETA 
WRITE 2" 150. THETAL" LTPENX" SIGMACLTPENX) 
GO TO 6 

30 YMAX = SCALE * ISENSEC-0) 
CALL CALIBRATE CNTHETA) 
CALL FPTPLOT (NTHETA. 0.0. 1.0" 0.0. YMAX. SIGMA) 
GO TO 6 
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A NON-LINEAR LEAST-SQUARES SEARCH ROUTINE FOR A SMALL COMPUTER 

T!lornLon R. Fisher - Stanford Un ivers i L'y 

Stanford, Californja 

Abstract 

The Newtonian method of non-linear regression is shown 1,0 

prov:ide a simple and effective technique for perform:ing many 
types of least-squlJres searches, part i culnrly when tbe 
analysis is performed in real time. 

Least-squares fitting is a special case of 
Lhe more general problem of finding the 
mjnimum (or maximum) value of a function. 
If <l> (xl'" .xm) is a function of tbe m 

variables x x th d't' f j"" m' e con l lon or a 

minimum is expressed by the set of equations 

0, j 1, ... m (1) 

When Lhese equations are linear in the 
variables x., they may be solved directly. 
Otherwise, t~chnjques of non-linear re~res­
sjon must generally be employed. In these 
techniques, the minimum value of the func­
tion js reached by a search or a series of 
successjve approximations. 

Teclmiquc.:s of non-linear regress i on fall 
into two basic categories: the gradient 
method and the Newtonian method. In the 
gradient method, one calculates the first, 
partial derivatives of <l> and moves in the 
direction in which <l> Is decreasing most 
rapidly. There are numerous prescriptions 
for deciding how large a step to take 
before recalculating a new direction, but 
even in its most refined forms the gradient 
method may converge very slowly. In the 
Newtonian method, <l> is expanded in a 
second order Taylor series about the start­
ing point <l> 

<l> 
o + 

o 

Setting the partial derivative of <l> with 
respect to each parameter equal to zero 
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leads to the set of equatjons 

which cnn be solved for the 0k's. The 
variables x. are jncremented hy the 
correspondin~ ~.'s and the process 
repeated unt il cbnvergence is at tained. The 
Newtonian method converges extremely rapidly 
in the region close to the minimum in <l> 

since equation (2) is a very good approx­
imation in this region. It would appear to 
be superior to the gradient technique for 
this reason, but has not received wide appl~ 
cat jon since the time required to compute 
all the second partjal derivatives of <l> 

is often excessive. However, in performing 
least-squares fits to physical data, one 
encounters a large number of cases in which 
the Newtonian method is quite feasible. 
The present paper illustrates how a least­
squares search utilizing the Newtonian 
method can be programmed for a small com­
puter such as the PDP-7 or PDP-9. Full 
advantage is taken of the "real time II 
controls available to the operator to 
reduce the actual computation time involved. 

In a least-squares fit, one obtains the set 
of parameters which give the optimum fit 
between a theoretical' function and a set 
of data pOints by minimizing X2 where X2 
is defined by 



n 
L: 

i=l 

(fi(Xl, ... xm) - Ni)2 

(1.2 
l 

(4 ) 

In equation (4) f. is a function of m 
parameters x. and

l N. is the set of data 
points with a~sociatedlstandard deviations 
(1.. We apply the Newtonian method to the 
p~oblem by calculating the partial deriva­
tives of X2 up to second order and solving 
equation (3) to obtain new estimates of 
the parameters. 

To calculate the partial derivatives of X2 
we choose a set of increments 0. and cal­
culate an array of values of X2J as follows: 

(5) 

CHI(J,K,l) 
X2(x. 

J - OJ' xk - Ok) ,j/=k 

X2(x. 
J 

2o.) , 
J 

j=k 

CHI(J,K,2) 
X2(x. 

J ° j' xk + Ok)' j/=k 

X2(xj ), j=k 

CHI(J,K,3) 
X2(x. 

J + OJ' xk + Ok)' j/=k 

X2(x. 
J 

+ 20.), 
J 

j=k 

The CHI array is dimensioned (m,m,3) 
and has the following symmetries which may 
be utilized to reduce the time required per 
iteration 

CHI(J,K,l) 

CHI(J,K,3) 

CHI(J,J,2) 

CHI(K,J,l) 

CHI(K,J,3) (6) 

CHI(K,K,2), etc. 

The expressions for the partial derivatives 
are 

P2(J,K) 

CHI(J,K,3)-CHI(J,K
t

2)-CHI(K,J,2)+CHI(J,K,1) 
0jOk 

Pl(J) CHI(J,J,3) - CHI(J,J,l) (7) 
40. 

J 

If the expressions in (7) are to repre­
sent good approximations to the true par­
tial derivatives, the choice of the o.'s 
is not completely arbitrary. However,J in 
practice this choice is not at all critical. 
Once the P2 and Pl arrays have been 
calculated, equation (3) may be solved 
by the application of a Simple Gauss-
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Jordan reduction. The application of sophi~ 
ticated matrix inversion techniques is 
unnecessary since the equations to be solved 
are approximate in any case. The jth 
parameter may be omitted from the search by 
setting 

P2(J,K) 

Pl(J) = a 

0, Kf.J 
1, K=J 

(8) 

before solving equation (3). When the 
search has converged, the standard deviations 
in the final values of the parameters are 
given to a good approximation by 

where is the inverse of the P2 
matrix. 

A listing for a subroutine which utilizes 
the preceding expressions is included at 
the end of'the paper. The significance of 
the variables and arrays is as follows: 

CTS array of data (Ni ) 

TH 

Q,X 

D 

CHI 

Pl 

theoretical function (f
i

) 

array of parameters (xl' .. xm) 

array of increments for computing 
partial derivatives (01' .. Om) 

chi square array 

array of first partial 
derivatives 

P2 array of second partial 
derivatives 

DELTA computed changes in parameters 

KL number of parameters 

IMIN,IMAX initial and final members of CTS 
array which define the region to 
be fitted 

DEIM limits maximum step per iteration 

A listing for the matrix inversion sub­
routine, SOLVE, is also included. Total 
storage required for both subroutines is 1500 
octal. The subroutine SESAME performs 
one iteration of the search and writes out 
the new value, the change computed, and 
three values of the CHI array for each 



parameter. When CHI(I,I,l) ~ CHI(I,I,3) 
> CHI(I,I,2) the search has converged. 
The function I SENSE (I) is either 0 or 
1 depending on whether the corresponding 
control switch is down or up. Therefore, 
if the jth control switch is up, the 
jth parameter is omitted from the search. 
If control switches l, ..• m and -1 are 
all up, the program does not perform an 
actual iteration but computes and writes 
out the values of the CHI (I,J,K) array 
for which I = J. It is thus possible to 
tell whether the minimum has been reached 
without taking the time to perform a full 
additional iteration. 

Two features have been included in an 
attempt to prevent the search from diverging 
if the starting point is at too great a 
distance from the true minimum. The para­
meter DELM limits the maximum step which 
can be taken in one iteration. Also, the 
diagonal elements of the P2 matrix are 
arbitrarily forced to be positive. When 
one of these elements is negative, the 
curvature of the X2 surface is negative 
with respect to the corresponding para­
meter, and the program will move in a 
direction of increasing X2. Forcing the 
curvature to be positive hopefully causes 
the program to move in the right direction, 
although the estimates computed for the 
changes in the parameters may be expected 
to be poor. 

As has been pointed out, the convergence of 
the search is very rapid if the starting 
point is close to the true minimum, but may 
be very bad if the starting point is at too 
great a distance from the minimum. When 
the analysis is being performed in real 
time, the operator can speed the progress 
of the search considerably by inspecting 
the quality of the fit frequently. This 
often enables him to make obvious adjust­
ments in the values of the parameters, or 
to omit certain parameters from the first 
few iterations. 

Figure 1 illustrates the application of the 
program to the problem of fitting the line­
shapes of gamma-rays observed with a Ge(Li) 
detector. The characteristic line-shapes 
result from the Doppler effect, and differ 
depending upon whether the nuclei emitting 
the gamma ray recoil into vacuum or into a 
dense medium. The fits to the vacuum line­
shapes involve eight free parameters. The 

fits to the stopped line-shapes involve four 
free parameters, of which one is the life­
time of the nuclei emitting the gamma rays. 
The principal object of the fitting proce­
dure is to extract the best estimate for the 
lifetime parameter. 

The program has also been successfully 
applied to the problem of fitting a neutron 
spectrum taken with a stilbene detector with 
a Fermi shape, and to the problem of fitting 
two interfering Gaussian peaks superimposed 
on a background. Its potential range of 
application appears quite large. We con­
clude that the Newtonian method of non­
linear regression may be applied quite 
successfully to the problems of least­
squares fitting provided: 1) the theo­
retical function is sufficiently simple 
that the time required to compute all par­
tial derivatives up to second order is not 
excessive, and 2) the operator has the 
benefit of real time analysis. 

This research was supported in part under the National Science Foundation. 
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APPENDIX I 

SPECTRUM EVALUATION BY A SEARCH ANALYSIS WITH MAXIMUM EFFICIENCY 
SUBROUTINE SESAME (CTS~D~Q~X,CHI,Pl,P2,DELTA~TH,KL~DELM) 

2hlORD 
DIMENSION CTS,D,Q,X~CHI,Pl,P2,DELTA,TH 
COMMON IMIN,IMAX 

C COMPUTE CHI SQUARE ARRAY 
J0~ DO 312 I=l~KL 
312 X(I)=Q(I) 

1.)0 41~0 I=I,KL 
DO 1,00 J= 1 , }{L 
DO 3 8 (1 K = 1 ~ 3 
CHI(I~J~K)=0. 

C CHECK TO SEE IF ITH OR JTH PARAMETER IS OMITTED FROM SEARCH 
IF (ISENSE(I» 10S0,10S0,1870 

1:~50 IF CISENSE(J» 315,JlS,149(~ 

1070 IF (J-I) 490,1080,490 
1080 IF (ISENSEC-I» 455,455,315 
315 IF (K-2) 460,450,460 
450 IF (J-I) 480,455,480 
455 IF (1-1) 320,320,490 
460 X(I)=XCI)+CK-2)*OCI) 
470 X(J)=XCJ)+(K-2)*OCJ) 

IF (J-I) 500,320,320 
480 X(I)=W(I)-DCI) 

XLJ)=f;;(J)+DCJ) 
320 CALL THEORY CTH,X) 

DO 370 L=IMIN,IMAX 
M=L-IMIN+l 
CHICI,J,K)=CHI(I,J,K)+(CTS(L)-TH(M»*CCTS(L)-TH(M»/CTSell 

370 CONTINUE 
GO TO 510 

490 CHI(I,J,K)=CHI(1,1~2) 

GO TO 51l~ 

500 CHICI,J,K)=CHICJ,I,K) 
510 X(I>=QCI) 

X(J)=OCJ) 
38(1 CONTINUE 
40"J CONTINUE 
410 CONTINUE 

IF (ISENSEC-l» 560,560,650 
C COMPUTE FIRST AND SECOND PARTIAL DERIVATIVES 
560 DO 620 I=l,KL 

Pl(I)=(CHI(I~I,3>-CHI(I,I~1»/4. 

DO 615 J=l,KL 
P2(I,J)=(CHI(I,J~3)-CHI(I,J,2)-CHI(J,I,2)+CHICI,J,1»/4. 

615 CONTINUE 
P2<I,I)=ABSF(P2(I,I» 
IF (I~ENSE(I» 620,620,580 

580 P2CI,I)=1. 
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APPENDIX I (CONT) 

620 CONTINUE 
C SOLVE fOR CHANGES IN PARAMETERS 

CALL SOLVE(Pl~P2~OELTA~KL) 

C CHECK TO SEE IF MAXIMUM ALLOWABLE STEP EXCEEDED 
SNOF!M=0. 
DO 630 I=l~KL 

SNORM=SNORM+DELTA(I)*DELTA(I) 
DELfA(I)=DELTA(I).D(I) 

63~1 CaNT I NUE 
SNO~M=SQ~TF(SNOHM) 

IF (SNORM-DELM) 640,640,637 
C IF CALCULATED STEP EXCEEDS MAXIMUM ALLOWABLE STEP TAKE 
C MAXIMUM ALLOWABLE STEP IN SAME DIRECTION 
A37 1)06410 I=l,KL 

DELTA(I)=DELTA(I)*DELM/SNORM 
64~1 CONT INUE 

f) 0 7 11::i I = 1 , K L 
uCI)=Q(I)+DELTACI) 

740 CONTINUE 
IF (ISENSE(-5» 680,680,6S0 

65(J \,n.:1T£ 2,660 
660 FOJ~MAT(3X,9HPARAMETER,6X,6HCHANGE,8X,4HCHll,8X,4HGHI2, 

S RX,4HCHI31/) 
DO h 88 1=1, KL 
hI f( I T E 2, 70, 0 ( I ) , DEL T A ( I > , CHI ( I , I , 1 ), CHI ( I , I , 2 ) , CHI C I , I , 3 ) 

10 FORMAT (SF12.3) 
6tHa CONTINUE 

i<fTURN 
Ei\)D 

APPENDIX II 

SUHKOUTINE SOLVE 
S U 8 tt 0 lJ TIN E SOL V E ( PI, P 2 , DEL T A , K L ) 
21'JOHD 
DIMENSIO~ ?1,P2,DELTA 
00 300 I=l,KL 
F\PIV=P2(I,I) 
? 1 C I ) = jj 1 ( I ) I EP I v 
I) 0 1 l3 \1 J = 1 .. K L 
?2(I,J)=j.J2(I .. J)/E~IV 

lOkJ CONTINUE 
DO 250 K=l,KL 
IF (K-I)200,250,200 

;-2 G 0 ~ L H-1 = /::1 2 ( K, I ) 
PI (K ) = 21 0< ) - PI ( I ) * EL p·1 
DO ISla L = 1 .. KL 
P2(K,L)=P2(K,L)-P2(I,L>*ELIM 

150 CONTINUE 
250 CONTINUE 
30 () CO [\1 TIN U E 

UO 400 I=l,KL 
DEL.TA (I )=-Pl (I) 

400 CONTINUE 
RETURN 
END 
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USE OF A PDP-9 FOR REAL TIME OFF LINE ANALYSIS 

OF SPECTRA FROM AN AERIAL SURVEY FOR RADIOACTIVE MINERALS 

C. J. Thompson 

Atomic Energy of Canada Limited, 
Commercial Products, 

Ottawa, Canada. 

ABSTRACT 

A PDP-9 is being used here to 
process data in real time from an air­
borne gamma ray spectrometer being 
used to detect deposits of radioactive 
minerals. A pulse height to width 
converter in the helicopter records 
pulse widths proportional to gamma 
ray energies on magnetic tape. The 
pulse widths are digitized into 1024 
channels by an interface to the PDP-9. 
A program examines the spectrum as a 
function of real time and records the 
ratios of the counts due uranium and 
thorium to natural potassium. The 
updated results are displayed using an 
interface designed to make full use of 
a variable persistence oscilloscope. 

INTRODUCTION 

During the past six months a sy­
stem has been developed by Atomic 
Energy of Canada Limited, Commercial 
Products, for real time off-line anal­
ysis of gamma ray spectra. 

The system has been used in the 
development of an aerial surveying 
technique 1 ,2, for detecting naturally 
radioactive elements as an aid to geo-
logical mapping. The work was 
carried out for Geological Survey of 
Canada. A gamma ray spectrum is re­
corded on magnetic tape while flying, 
in a helicopter, over regions where 
the activities of potassium, uranium 
and thorium had been measured on the 
ground. The tape is later played 
into a PDP-9 computer which analyzes 
the spectrum in real time. The sy­
stem has been field tested near 
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Bancroft and Elliot Lake, Ontario. 

The project as a whole was aimed 
at finding what size detectors would 
be necessary and what accuracy of 
mapping one could achieve, by flying 
a "developed system" in an aircraft 
at about 120 m.p.h. The "developed 
system" will be a detector-spectrum 
analysis package designed to make 
regular flights in a fixed wing air­
craft. 

This paper deals with the trial 
system instrumentation in the heli­
copter, and the subsequent analysis 
of data by the PDP-9 which together 
form the real time, off-line data 
reduction system. 

TilE DATA ACQUISITION SYSTEM 

The trial system was required to 
measure the count-rate in the gamma 
ray photopeaks associated with the 
radioactive decay of potassium, uran-
ium and thorium. These count-rates 
were to be corrected for Compton 
scattering from gamma rays of higher 
energy, the height of the helicopter 
above the ground, and the natural 
background activity from cosmic rays, 
etc. The count-rates were to be 
measured as a function of distance 
travelled by the helicopter. This 
could then be correlated with the 
helicopter position using aerial 
photography. 

The trial system used three S" x 
S" NaI CTI) crystals with S" photo­
multiplier tubes, as gamma ray 
detectors. The signals from these 
were added in a summing amplifier. 
The next step in most spectrum 



analysis of'this kind, is to sort 
out the various gamma ray energies 
with a multi-channel analyzer. In 
this case, however, since it is the 
changes in photopeak count-rate 
which are to be measured, a multi­
channel analyzer is unsuitable. 

The data acquisition system 
which we used was developed around 
a Sanborn type 39178 eight-channel 
analogue magnetic tape recorder, and 
a PDP-9 computer, both of which were 
already in use in our laboratories. 
Because of the cost of the heli­
copter flights it was decided to 
record, on magnetic tape, each pulse 
from the detector, live in the heli-
copter. The tape could then be 
played back into the computer and 
the spectrum analysis done off-line. 
By recording each pulse live it was 
possible to preserve a "real time" 
system so that count-rates could be 
measured from the tape with refer­
ence to the computer's clock. 

Since the recorder's bandwidth 
is only 300 KHz and the pulses from 
the sodium iodide detectors have 
frequency components much higher 
than this, the pulses could not be 
recorded directly on magnetic tape. 
To overcome this difficulty the ramp 
type pulse height encoder, which was 
to digitize the pulses for presenta­
tion to the computer, was split into 
two sections. The section contain­
ing the linear gate, pulse stretcher, 
ramp generator, and control logic 
was flown with the detectors in the 
helicopter. The output from this 
section is a pulse width, whose 
duration is proportional to the 
energy of the gamma ray and this 
pulse width is recorded on magnetic 
tape in such a way as to saturate 
it. In this way excellent linear-
ity is preserved and the effective 
bandwidth of the recorder is in-
creased. This pulse width, at 
playback time, is used to gate on a 
crystal clock in the second section 
of the encoder. This section is 
interfaced to the computer, and it 
is the number of "ticks" of the 
clock which determine the channel 
into which the incident gamma ray 
is encoded. 
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PULSE HEIGHT ENCODER 

The pulse height encoder used 
in this project is a development of 
one built a year previously for use 
with a four window-integrating anal-
yzer. Its use in this project was 
made possible by modifying it to 
work in two sections, and interfac-
ing it to the PDP-9. The two 
sections work equally well together, 
and are used in our laboratory for 
routine multi-channel analysis. 
The encoder has 1024 channels and 
digitizing rates of 2 or 10 MHz. In 
the pulse height to time section of 
the encoder 4, the incoming pulse 
is used to charge up a capacitor to 
the potential of the pulse peak. 
This capacitor is then discharged by 
a constant current, so that the 
potential difference across it is a 
linear ramp. The current is drain-
ed from the capacitor until a 
reference potential is reached. A 
flip-flop in the output circuit is 
kept on only during the period of 
the ramp. The output of this flip­
flop is a pulse width proportional 
to the original pulse height, and is 
recorded on the tape. This section 
also contains upper and lower level 
discriminators. During the con-
version a linear gate is closed to 
prevent pulses entering. This is 
re-opened 25 JJsec. after the ramp 
is finished, or by the computer if 
both sections are working together. 

The second stage of the encoder 
consists of the digitizing section 
and interface to the PDP-9. It 
takes pulse widths either directly 
from the first stage or from tape, 
and converts them to binary numbers. 
The pulse width is used to gate on a 
10 MHz crystal oscillator. Ten MHz 
is the normal digitizing rate. The 
bandwidth of the tape recorder limits 
the minimum width of the pulse to be 
digitized to 10 JJsec. For this reas­
on the analysis time is lengthened 
and a 2 MHz digitizing rate is used 
for taped spectra. The number of 
clock pulses is divided by five, 
using part of a divide by ten TTL 
integrated circuit. The gating is 
done on the 10 MHz signal to help 
synchronize the oscillator and the 
gating pulse. 



The pul~e widths are digitized 
by counting the gated clock pulses 
with a 10 bit ripple counter, con­
sisting of five dual JK TTL integra­
ted circuit flip-flops. The trail­
ing edge of the gating pulse sets 
the "program interrupt" flag in the 
encoder. The POP-9 issues a "read 
the encoder buffer" lOT command 
which puts the digital representa­
tion of the pulse, together with 
some high order bits specifying the 
absolute memory address to be in­
cremented, into the accumulator. 
The ripple counter is cleared and 
the linear gate opened, if possible 
automatically, after this lOT and 
the encoder is ready to accept the 
next pulse. 

The digitizing section, which 
also includes a live time clock, and 
the interface to the computer, is 
built on one 8" by 4" circuit board. 
The analogue section is on two simi-
lar size boards. The encoder is 
built into a 4-width standard 
"Nuclear Instrument Module". 

DISPLAYING OF RESULTS 

Another interface to the PDP-9 
which has been very useful in this 
project is the CPO 233 "Spectrum 
Display Unit". This display, con­
structed almost entirely from inte­
grated circuits was built especially 
for displaying multi-channel anal-
ysis spectra. The program written 
for its operation selects both the 
X and Y gain settings so that the 
region of the spectrum specified by 
the operator fills the entire CRT 
screen. When displaying spectra 
live from the encoder the display 
auto-ranges to a lower gain setting 
lest the peak of the spectrum go 
over the top of the screen. The 
program provides for linear or log-
arithmic displays. The display 
operates with a Hewlett-Packard 141A 
variable persistence oscilloscope. 
The persistence is varied to prevent 
the display flickering when display­
ing large numbers of channels. The 
screen is also erased under program 
control. 

A block diagram of the display 
is shown in Figure 4. The Y co-ord­
inate is set by the computer by 
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loading a 10 bit buffer register con­
sisting of three Fairchild "959" 
integrated circuits. These and a 
Fairchild ~A709 operational amplifier 
together with a resistor network 
form the 10 bit O/A converter for the 
Y axis. The X co-ordinate is set by 
another ~A709 used as an integrator. 
After each point is displayed several 
"increment X axis" instructions in 
the computer move the spot to the 
next point, (the exact number is det­
ermined by the criterion that the 
display should fill the screen). 

As an aid to examining features 
in the spectrum it is possible to 
identify any p~int in the displayed 
spectrum by means of the "halo gener-
ator". This turns any point on the 
spectrum into a small circle of light. 
With the point thus marked, the 
operator pushes the "push to locate" 
button on the interface. This 
connects the "halo" to the program 
interrupt facility and causes the 
teletype to identify the channel and 
give the number of counts it contains. 
Its use is similar to that of a 
"light pen" but it is rather more 
convenient to use. The method of 
operation is as follows. A Fairchild 
~A710 integrated comparator compares 
the X co-ordinate currently being 
displayed with the potential of the 
slide of the front panel potentio­
meter labelled "X position". When 
they are equal the channel is defined. 
This gates on a 1 MHz oscillator 
which is applied via a pulse split­
ting network to summing amplifiers 
for the X and Y axes. A Lissajous's 
figure, in this case a circle centred 
on the point to be identified, is 
displayed on the screen. 

The entire display unit is con­
structed on three 6" x 4" printed 
circuit boards which are housed in a 
2 width "Nuclear Instrument Module". 
(Figure 3) 

The display unit will also 
drive an X-Y plotter. The point 
plotting speed is set by an (ISZ , 
JMP .-1) wait loop in the computer, 
giving a plotting speed of about 7 
points in 10 seconds. This has 
been used both to plot and display 
most of the results obtained. 



PROGRAM FOR .DATA REDUCTION 

Prior to this project we were 
already using the PDP-9 for acquiring 
gamma ray spectra from both germanium 
and sodium iodide detectors. We use 
the CPD 229 Pulse Height Encoder/ 
Interface to bring the spectra into 
the computer. The multi-channel 
analysis program, "Spectrum" we use 
is similar in many respects to the 
DEC multi-analyserS program, but was 
written before the DEC program was 
available to us. A sub-routine, 
called "DISCOVER", was added to the 
main program to allow the spectra 
from the aerial survey to be examined 
as a function of time. Since every 
attempt was made to fly the heli­
copter at constant speed, we were 
able to obtain profiles of activity 
from potassium, uranium and thorium 
as a function of distance flown by 
the helicopter. 

To use the "DISCOVER" program 
the following operations must be 
performed. To correct the spectrum 
for background gamma radiation due to 
cosmic rays etc., a background spec­
trum is read into one of the four 
storage areas. This spectrum was re­
corded while hovering in the heli­
copter at about 500 feet over a 
large lake. Each run over a test 
strip was timed accurately, and this 
time, and the number of intervals 
into which it must be divided to get 
the count-rate measured at 500 foot 
intervals along the strip, is typed 
into the computer. It is also nec­
essary to type in the data area into 
which the spectrum will be placed by 
the encoder. 

The CPD 233 display can then be 
used either to display any of the 
count-rates as a function of dist­
ance, or more commonly to help plot 
the height of the helicopter above 
the ground. This is done by feeding 
the output of the radio-altimeter 
onto the Y axis of an X-V plotter. 
The X axis of the plotter is con­
trolled by the computer, via the 
display interface, in such a way 
that the pen excursion just covers 
the available plotting space. It 
moves the same distance in plotting 
out the count-rate data, so that the 
horizontal scale is the same for all 
plots. The total distance moved is 
independent of both the number of 
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intervals and the total time of 
flight over the test strip. 

A flow chart of the "DISCOVER" 
program is shown in Figure 5. The 
most important steps in the pro­
gram are described below. At a time 
corresponding to each 500 feet flown 
by the helicopter the real time 
clock in the PDP-9 causes a "program 
interrupt". This starts the program 
sequence which calculates the net 
counts in the potassium, uranium and 
thorium photopeaks since the last 
clock interrupt. 

The sequence of events (Figure 5) 
which takes place, is as follows. 

1. An appropriate fraction of the 5 
minute "Background" spectrum is 
subtracted, channel for channel, 
from the spectrum coming into the 
computer from magnetic tape. 

2. 

3. 

4 • 

The counts in all channels de­
fining photopeaks associated with 
gamma rays from potassium, uranium, 
and thorium are added together, 
and the value at the previous time 
is subtracted from this latest 
value. 

Some of the counts so obtained 
are not due to gamma rays whose 
full energy is between the speci­
fied channel limits, but are due 
to Compton scattering of gamma 
rays of higher energy. To compen­
sate for this, fractions of the 
counts in the high energy channels 
are subtracted from those in lower 
energy channels. 'T'\",,,~-. &_,,_ .. ..: __ _ 

~ll"'~'" ...... Q.\".'-.&.VU;;), 

(stripping ratios) were calculated 
for the detector system used and 
are constants in the program. 
These stripping ratios are used by 
the program to give the net counts 
in the photopeak associated with 
full energy gamma rays. These 
counts are converted to counts per 
minute and the ratios uranium/ 
potassium, thorium/potassium and 
uranium/thorium are then calcula­
ted. 

These results, together with the 
time after commencing the run are 
then typed out. In cases where 
there is not time to print out the 
results live they are stored and 
typed out at the completion of the 
run. 



A typical set of results is 
shown in Figure 6. The printout 
gives the net count-rate in photo­
peaks associated with the radioactive 
decay of potassium, uranium and 
thorium. In this analysis potassium 
is identified by the 1.46 MeV gamma 
ray from potassium 40. The presence 
of uranium and thorium is correlated 
with the presence of gamma rays from 
their daughter products 4 , i.e. 1.76 
MeV from bismuth 214 and 2.62 MeV 
from thallium 208. 

The ratios of the count-rates 
are also calculated and included in 
Figure 6. The table represents a 
profile of the count-rates that are 
obtained by flying at 500 feet over a 
test strip. The fluctuations in the 
count-rates correspond to features 
of geological interest. These fluct­
uations are more pronounced when 
flying at low altitudes since the 
detector "sees" a greater area from 
higher altitudes. Figure 7 shows the 
count-rates from potassium and urani­
um as a function of distance along 
the test strip. This is an actual 
photograph taken from the CPD 233 
display. 
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EXECUTE TELETYPE COMMAND 

"INITIALIZE"DISCOVER" 

PROGRAM & TYPE TITLE 

"SPECTRUM" FORMS 1024 CHANNEL SPECTRUM 
DATA 
FROM 
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MAIN PROGRAM 

CLOCK 
INTERRUPT ______ ~ 
AT t :I n 

TYpE "NO DATA 
AT TIME t • n" 

PRINT OUT ALL 
RESULTS 

RESET 

CLOCK 
SUBTRACT FRACTION OF INTEGRATE 3 

BACKGROUND SPECT 

SUBTRACT RESULTS 
AT t n-l 

CALCULATE RATIOS 
AND STORES RESULTS 

CORRECT FOR COMPTON 
SCATTERED ~RAYS 

AIT FOR 
CLOCK 

NTERRUPT 

PRINT TIME 
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N ' 
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LOOP 
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FIGURE 5 
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FIGURE 7 

POTASSIUM (ABOVE) AND URANIUM (BELOW) COUNTRATES 
AS A FUNCTION OF DISTANCE ALONG TEST STRIP AT ELLIOT LAKE 

Scale: 50 ft./interval 
200 counts/minute. 
100 counts/minute. 
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Abstract 

A PDP-9 system and its on-line uses in the following 
experiments are described: (1) measurement of p-p brems­
strahlung cross sections using wire chambers with magnetic 
core readout; (2) measurement of relative abundance of 
certain mass isotopes using a Nier type mass spectrometer; 
and (3) simultaneous recording of two 64 x 64 channel pulse 
height spectra using one analogue to digital converter. 

Introduction 

The computer system at the Univer­
sity of Manitoba 50 MeV cyclotron has 
been designed around a PDP-9 linked 
to an IBM 360/65 by a high speed 
interface. The PDP-9 is located in 
the control room of the cyclotron 
building and is interfaced to the 
experimental equipment situated in 
the cyclotron experimental room or 
elsewhere in the physics building; 
the IBM 360/65 is located at the 
University Computer Center about 
1900 feet away. The role of the two 
computers is complementary. The prin­
cipal role of the PDP-9 is to control 
the experimental equipment, to col­
lect and pre-process data, to output 
the results, and/or to send them for 
further processing to the 360/65. The 
360/65 computer will then operate on 
the data, output large volumes of re­
sults on a high speed printer, mag­
netic tape and/or disk, and/or return 
the results to the PDP-9. In general, 
the big computer will be processing 
data using FORTRAN programs while the 
PDP-9 will be using mainly assembler 
language programs. The types of out­
puts provided by the PDP-9 end of the 
system are basically only those which 
the physicist needs immediately for 
the control of the experiment he is 
performing. An oscilloscope display 
(DEC TYPE 34), a high precision plot­
ter (CALCOMP), and a fast plotter 
(MOSELEY) are available to the phys­
icist besides the standard PDP-9 
equipment. Two DEC tape units are 
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also available for handy storage of 
programs or small amounts of data. 

The PDP-9 part of the system has 
been operational since June 1, 1967 
with the experimental equipment shown 
in Fig.1. The high speed data link 
has not yet been installed. As a tem­
porary measure the data is communi­
cated to the 360/65 using an IBM com­
patible magnetic tape unit (Precision 
Instrument) interfaced to the PDP-9. 
For this reason no discussion of the 
high speed data link is given here. 
Only the PDP-9 part of the system is 
discussed together with three experi­
ments, two of them involving the 
cyc 1 ot ron. 

(A) Proton-Proton Bremsstrahlung 
Experiment. 

In this experiment the use of 
both computers, PDP-9 and 360/65, is 
essential. The most common uses of 
computers in low enerqy nuclear phys­
ics involve storinq of data in the 
form of a statistical sample (pulse 
height spectra

i 
for instance) and op­

erating on it. ) In this experiment 
the computers analyze the individual 
events as soon as they have been re­
corded, and classify them according 
to certain rules, thus making com­
puters an integral)part of the exper­
imental hardware. 1 The event rates 
are of the order of 10-100 per second. 
The PDP-9 requires about five milli­
seconds to process each event, re­
jecting most of them (90-99%) and 



sending the rest (1-10%) to the 360/65 
for further processinq. When the PDP-9 
is not processing events it is plot­
tinq graphs or displaying data on the 
oscilloscope. 

A sketch of experimental equip­
ment, PDP-9 computer and interfaces 
is shown in Fig.2. A 48 MeV proton 
beam from the cyclotron passes through 
a hydroqen gas target 20 cm long. The 
events of interest are those for 
which a proton from the beam collides 
inelastically with a target proton 
yielding a gamma ray. Two outgoing 
protons pass through four wire cham­
bers (WCH1-WCH4) and into two scin­
tillation counters Sl and S2. The 
gamma ray is not detected. Pulses 
from each of the counters are fanned 
out and analyzed for their heights in 
two fast single channel differential 
discriminators (DISC). If the pulse 
heiqhts are in a desired ~ange and if 
they are in coincidence a pulse is 
sent out to: (1) Gate 1 which closes 
the fast electronics, thereby stop­
pinq the data takinq. (2) A high volt­
age pulser driver which in turn 
triggers the wire chambers via a set 
of high voltage pulsers. (3) Gate 2 
whose role is described below. (4) 
Interface amplifier and timinq cir­
cuits. 

The second pair of pulses from the 
phototubes is sent via 250 feet long 
cables to the control room where they 
are lengthened, their height is dig­
itized in a pair of Nuclear Data 
ADC's, and read into the PDP-9 
accumulator via a standard DEC inter-
T;:lrA r,;:ltA? ()nAne:: ;1Ie::t hAT()V'A thA . ___ .. __ .... _ - _,..,_1.- u--- -_1_'- _"'-
fast pulses have arrived and closes 
as soon as they have passed through 
it, that is, before they are stretched. 
This is done so as to gate out noise 
which comes after the wire chambers 
are sparked. 

The magnetic cores (CORE BOARDS) 
used in the experiment are divided 
into 108 groups of 18 cores each and 
a combination of series and parallel 
readout is employed. 2) The cores of 
each group have a common read wire 
which is also the output lead of a 
core driver circuit. 2 ) Through every 
group of 18 cores the 18 sense lines 
are threaded and connected to 18 
sense amplifiers (modified DEC module 
W520). The outputs of these sense 
amplifiers are fed into a 18 bit buff-
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er which is interfaced in a standard 
way to the PDP-9 accumulator. The 
selection of core drivers is per­
formed in a conventional manner2) but 
with some modifications using a 7 bit 
binary up counter and 3 binary to oc­
tal decoders with an 8, 4, 4 code on 
the 16 select lines to which the in­
puts of the core driver circuits are 
attached. 

The sequence of events following 
a coincidence between SI and S2 
counters is as follows: - The logic 
pulse from the coincidence circuit is 
converted to a DEC logic pulse by an 
interface amplifier and fed into a 
group of timing circuits. Four ~sec 
later, after noise generated by the 
high voltage spark has subsided, the 
core drivers are enabled 2) and a 
binary up counter is cleared. As 50 
~sec must elapse before the core 
drivers can be switched on,a further 
delay is imposed before a signal is 
sent to the interface in the control 
room to set the device flag. This 
flag, when set, causes an interrupt 
in the PDP-9 and an lOT pulse is sent 
to the 7 bit binary up counter in the 
experimental room. The counter con­
tent is decoded to supply a unique 
set of three inputs to the first core 
driver. The sense signals appearing 
on the 18 sense lines are amplified 
and sent to the 18 bit buffer. There, 
under program control, these 18 bits 
of information are stored into com­
puter memory and another pulse is 
sent to the binary counter. This 
sequence is repeated until all 108 
groups of cores are read out and 
e::t()V'orl ;nt" mom""'\1 Tho ,..."mn,,+oV' +ho .... 
- .... ....,."""'_ I II v"'"" 1I1""IIIV1Je 11110.. ,""VIl1pY""'-1 .... 11\...11 

operates on this information from the 
cores usinq specially written soft­
ware. When the computer becomes again 
able to accept another event, an 
lIanalysis done" pulse is sent from 
the PDP-9 to a 2 bit counter which 
opens Gate 1, provided this counter 
has already received a pulse signal­
ling wire chamber recovery. (This 
last pulse is produced by delaying 
the coincidence pulse for a pre­
selected time.) If the IIwire chamber 
recoveryll pulse arrives after the 
lIanalysis done ll pulse, the former is 
the one which opens Gate 1. 

The procedure for reading out 
and decoding cores used in this ex­
periment is different from those used 
previously.2) Here the raw information 



from the cores is stored directly 
into computer memory and further 
decodinq is done by software. The 
qain is mainly in economy and flexi­
bility as one does not require a 
relatively expensive shift-register. 
The disadvantaqe is that this pro­
cedure requires more computer time 
and is in general slower. 

Software for the p-p bremsstrah­
lunq experiment was written to inter­
leave storinq and processinq of ex­
perimental data, displaying it on the 
oscilloscope, plotting on CALCOMP 
plotter, or outputting on the tele­
type. Presently, all the devices are 
connected to the program interrupt; 
further improvements will include the 
use of automatic priority interrupt 
facility. 

A flow chart of the present soft­
ware is shown in Fig.3. After start­
inq and initializing for a given 
cyclotron run, the program turns the 
interrupt on and opens Gate 1 (see 
Fig.2) which is equivalent to turning 
the fast electronics on. Afterwards, 
the program jumps into a display 
routine displayinq on the oscilloscope 
some histograms. The selection of 
histrograms is made by the experimen­
ter who communicates hi~ requests to 
the computer via the teletype. When a 
program interrupt is received a jump 
to a program interrupt service rou­
tine is executed. After the servicing 
of a particular device has been 
finished, the program interrupt is 
turned on again and the computer 
returns to the display routine. The 
order in whi ch external devi ces are 
tested for causing an interrupt is 
given in Fig.3. The servicing of 
plotter, paper tape punch or teletype 
is so arranqed as to allow these slow 
mechanical devices to be operated at 
essentially their full speed. The 
time used by these devices to phys­
ically move their mechanical parts is 
used by the computer to service wire 
chambers or to display histrograms on 
the osci 11 oscope. As only 1% of com­
puter time is used in servicing the 
CALCOMP, and plotting of some exper­
imental information may take a long 
time, the CALCOMP is given higher 
priority than the wire chambers them­
selves. This enables us to plot data 
from a preceding run while collecting 
new data. The oscilloscope display 
routines are organized differently. 
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The histograms are displayed in their 
current form so the experimenter is 
able to follow their growth. 

The details of the wire chamber 
service routine are not described 
here as they are of no general inter­
est and are still subject to changes. 
The wire chamber service routine has 
a provision for writing raw data 
(data as received from ferrite cores) 
onto a DEC tape. This data can then 
be read off-line back into the com­
puter and reanalyzed using a slightly 
modified program. The preprocessed 
and selected events are written on an 
IBM compatible magnetic tape so that 
they could be further processed on 
the 360/65. After the data link 
between PDP-9 and IBM 360/65 becomes 
operational, the data will be sent 
directly to the 360/65. 

(B) Measurement of Mass Ratios. 

As shown in Fig.4, the PDP-9 was 
used on-line in an experiment whose 
objective was to measure relative 
abundance of certain isotopes with a 
Nier type mass spectrometer (in par­
tic u 1 arC 1 2 0 1 6 0 1 8 / C 1 2 ol 6, K r 8 2 / K r 8 6 , 

Hg200/Hg202). The sequence of opera­
tions is the following: The spectro­
meter magnet current is adjusted to 
a certain value so that one type of 
ions (say Kr 82 ) is transmitted 
through the instrument. The ions 
entering an electron amplifier gen­
erate pulses which are amplified and 
counted in a 10 megacycle scaler for 
a presel ected time i nterva 1. At the 
end of the counting cycle, an RC 
timer raises a flag and signals the 
PDP-9 to stop the scaler and store 
its contents in memory. Then an I/O 
pulse is issued which sets a flip­
flop which changes the magnet current 
via a relay so that the second kind 
of ions is accepted in the ion coun­
ter. After a 5 second delay allowing 
transients to settle, the scaler is 
cleared and restarted with the RC 
time r. 

After completion of a specified 
series of magnet cycles the data 
taking is stopped. The program then 
calculates the quantities of interest 
(ratio of individual scaler readings, 
standard deviations and their average 
values, etc.) and lists them on the 
teletype. 



The advantages of the system 
described above over those commonly 
used in mass spectroscopy experiments 
are: (1) Low cost (assuming the com­
puter is available free of charge). 
(2) The conventional digital to 
analogue and then back to digital 
conversion is avoided. (3) Flexibil­
ity, good prospects for the measure­
ment of extreme abundance ratios like 
He 3 /He 4 which is of the order of 
-10- 6 • 

(C) Application to a A(p,2p)B 
Experiment 

The PDP-9 is being .used to control 
a number of peripherai devices in the 
real-time correlation and listing of 
data produced by analogue-to-digital 
converters and coincidence circuits. 
A major experimental problem when 
counting coincidences between two 
particle-identifying devices is ob­
taining an accurate sample of the 
number of chance coincidences. Use of 
the computer enabled the simultaneous 
accumulation of both real events and 
a sample of random coincidences, 
using only one pair of ADCls. Thus, 
the problem of exact equalization of 
the gains of two sets of ADCls is 
eliminated. Two fast coincidence cir­
cuits are used to gate the entire 
system input to the ADCls. One of 
them gates a sample of random events 
since its inputs are deliberately 
delayed with respect to one another. 
In order to label these random events 
as such, the coincidence circuit 
supplies a logic pulse to the com­
puter. In the present state of imple­
mentation, this is done throuqh the 
light pen interface. . 

Since the counting rate of the 
ADC output is so low in this experi­
ment, it is possible to list all 
events with their real-random labels 
on the teletype and paper tape punch 
as they occur. Also, since each event 
is a point in a two-dimensional plot 
of the energy of one particle versus 
the energy of the other, the events 
are concurrently plotten on a Moseley 
X-V point plotter. This plotterls 
interface is also improvised; its 
analogue signals are taken directly 
from a CRT scope interface, its IIseek 
pul sell is taken from the interface to 
a Calcomp incremental plotter and 
when it is used for plotting spectra 
off - 1 i n e, its 11 P lot P u 1 sell i s fed i n-
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to the light pen interface. 

A possible disadvantage of the 
very low counting rate, other than 
the obvious one, is the risk of para­
lysis of some component of the elec­
tronics system feeding the computer. 
A facility to overcome this was pro­
vided in the software by allowing 
the periodic transmission of pulses 
through the system, simulating. real 
events in a high energy data region 
unpopulated by real or chance events. 
When this facility is enabled, the 
absence of one of these periodic 
artificial events is signalled by the 
computer on the teletype. 

The software for all the above 
was obtained through additions to the 
Dual Parameter AC Mode Multianalyzer 
Program supplied by D.E.C. In this 
way the interrupt handling, data 
manipulation and storage facilities 
provided by this program could be 
fully utilized. Additions were also 
made to the Single Parameter Multi­
analyzer Program which permitted use 
of the light pen, Moseley plotter and 
reading or punching paper tape in IBM 
code. Also, more versatile CRT scope 
display routines were provided. 
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Abstract 

Track following is a major pattern recognition problem 
in the automatic scanning of bubble chamber film. With the 
PEPR device controlled by a PDP-6, track following is done 
in real time. Both the film and the computer are used as 
storage for track data. Each track is followed one view at 
a time and the resulting data must meet certain require­
ments (e. g. continuity) to be accepted. Pattern recognition 
problems arise from close lying tracks, and from small 
angle-crossing tracks. 

Introduction 

The problem which project PEPR at 
MIT /LNS has undertaken is the automatic 
encoding of bubble chamber film. Our 
configuration consists of the PEPR hard­
ware controlled by a PDP-6. The "6" has 
16 fast AC' s, 48 K, 6 DEC tapes, 3 mag­
netic tapes and a type display scope. The 
programs take 14 K of core while storage 
U9ffi another 14 K. The remaining core is 
available and is used for 1-0 limited time 
sharing. This paper is a discussion of the 
methods used to filter tracks from back­
ground data. This technique is called at 
PEPR track following. 

Automatic encoding requires that at 
some level the problem of pattern recogni­
tion of tracks be solved. This problem is 
solved in different ways by the users of 
the various automatic scanning devices in 
use. At PEPR we have decided, due to the 
nature of the PEPR device, to allow the 
film to act as a data store. The film can 
be randomly accessed by the hardware 
under computer control. Using appropriate 
techniques the data for the tracks is 
gathered one track at a time. 

The PEPR Device 

The signal source of the PEPR device 
is a 4096x 4096 precision cathode ray tube. 
The electron beam can be defocus sed into 
a line segment by diquadrapole magnetic s. 
Both the orientation (cJ» of the line and its 
length can be varied by the program. The 
line (or spot) can be swept in either the 
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+x or +y direction about anyone of the 
r8ster position. The maximum sweep 
length in the low precision pattern recog­
nition mode (PR-IO x 10- 6 m least count) 
is 2.5 mm. In the precision encoding 
mode (PE-1 x 10- 6 m least count) the 
sweep length is .25 mm. Track follower 
uses the PR mode of operation. 

The device enables one to encode a 
35 mm frame with the line (PR mode) in 
35 -45 seconds depending on the density of 
information on the film. This x, y, cJ> 

data when displayed is a representation of 
the frame in que stion as it is seen by the 
hardware. 

Point Guidance 

PEPR is running under a system 
called point guidance (PG) in which one 
reference fiducial, the vertex, and one 
point per track are pre -digitized by hand 
on image plane digitizers (IPD). This 
IPD information about a frame is trans­
mitted to PEPR on magnetic tape with the 
film one view at a time. Track data from 
PEPR is combined off -line on an IBM 7044 
where the analysis is performed. 

Track Follower 

Locate the IPD Point - The first 
function the track following package is to 
use the IPD information to find the first or 
starting element on the track. The input data 
consists of the vertex of the event and one 
point on each track (the clear -point CP). 



This data is translated, after the fiducials 
have been located, giving the approxiITlate 
location of the event in the filITl plane. 

The CP is used as the first scanning 
position. Any track eleITlents found in this 
region which agree with the input x, y, cP 
(the cP results froITl a vector forITled 
between the vertex and the CP) are assuITled 
to be on the track. These eleITlents (ITlax 2) 
are used as starting points froITl which the 
rest of the track is to be found. The 
requireITlent for the clear point is that it be 
in the clear so that a scan only produces 
one eleITlent at the constructed angle. Due 
to the nature of the PEPR device confused 
regions exist only when there are no hits 
or when hits occur at close angle s, angle s 
less than four degrees, to the expected 
angle. 

The eleITlent found about the CP that 
is close st to it [if ITlore than one are found] 
is used as the first point on the track. FroITl 
this point, using the angular inforITlation in 
the PEPR eleITlent an atteITlpt is ITlade to 
reach the upstreaITl IPD vertex. If the 
vertex is reached the track following is 
considered a success. As ITlany eleITlents 
as can be found are then picked up on the 
downstreaITl side of the CPo 

Linear Phase - The first prediction 
phase is linear. The second sweep position 
is predicted froITl the first using the 
forITlula 

x 2 = xl + R cos cP 1 

Y 2 = Y 1 + R sin cP 1 

R has the value. 25 ITlITl on the filITl and is 
called the step. 

To allow for curvature and other 
uncertainty in the prediction the prograITl 
which deterITlines if any of the eleITlents 
found belong to the de sired track (i. e. are 
close enough to the predicted eleITlent) 
will accept any eleITlent .±. 2 0 froITl cPp and 
.2 ITlITl froITl the x , y. It is essential 
that the CP be in tIfte c~ear. If the re are 
ITlultiple eleITlents found froITl this fir st 
prediction, the systeITl can not pick the 
correct eleITlent since it does not have 
enough inforITlation about the desired track. 
This is one of the liITlitations of a one view 
device which can be overCOITle when ITlore 
than one view is available to the ITlachine. 
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Circular Prediction - Five linear 
predictions are perforITled before a ITlore 
cOITlplicated prediction technique is used. 
A circular prediction is perforITled when 
there are five accepted track eleITlents 
(5 x . 25 ITlITl 1. 25 ITlITl froITl the CP to the 
VTX). Circular paraITleters (radius and 
turning angle) are cOITlputed for the five 
points. The ITlethod used is to cOITlpute the 
paraITleters for each set of three points 
forITled by the end points and one of the 
points in between. These paraITleters are 
then averaged to obtain a value for all the 
points. Using these paraITleters the next 
point on the circle is predicted, using a 
step of I ITlITl. Since the circular predic­
tions allows for curvature the acceptance 
tolerances can be narrowed to + 10 and 
. I ITlITl even though a larger prediction step 
is used. 

If the track is in the clear, following 
continues until the vertex is reached. This 
is deterITlined by sensing on the sign of the 
dot product of a ITlaster vector forITled 
between the CP and the VTX and a running 
vector forITled by the predicted point and 
the VTX. When the sign changes the 
predicted point has past the vertex. Track 
following on that track in the upstreaITl 
direction cease s. 

The eleITlents found are used to 
predict in the downstreaITl (froITl the CP) 
direction. Track following is resuITled in 
this direction until there are no further 
hits or the fiducial volUITle is exceeded. 
The type of prediction tm:l is deterITlined by 
the nUITlber of eleITlents available. If there 
are less than five it is linear. Following 
away froITl the vertex a step size of 1. 25 ITlITl 
is used. 

Vertex Tests - Track following is 
considered a success if the vertex is 
reached. Data ITlust COITle within 3 ITlITl 
longitudinally and 1 ITlITl transversely to be 
accepted as at the vertex. The projected 
trajectory of the track is used for the 
transverse calculation if data stops short 
of the vertex. 

In clear regions track following is 
nearly always successful. Failures are 
caused by are.{s which are confused. What 
follows is a description of the techniques 
used to overCOITle these difficulties. 

Confused Regions - There are several 
types of confused regions which can be 
handled by the track follower. The first is 



a region where there are no hits at the 
predicted point. This is caused by som.e 
hardware -film. contact problem. (e. g. 
insufficient contrast). Track follower 
assum.es that the trajectory which is being 
used still holds and predicts ahead with the 
sam.e step. 1£ no elem.ents are located 
within 4. 5 m.m. of the last found elem.ent, 
scanning ceases. 1£ the following direction 
were toward the vertex this m.ight cause 
the track to fail if no elem.ents were found 
near the vertex. 1£ following away from. the 
vertex, the portion of the track from. the 
cp to VTX and that already found on the 
downstream. side of the VTX is accepted 
and the track is located. 

Tracks which cross at less than 2
0 

and are within. 1 m.m. of each other are 
treated as unresolvable by the track 
follower. A gap is created by the filtering 
routin~ which is treated as a hardware gap. 
The only m.ajor application of this is in 
close lying beam. tracks which are within 
. 1 m.m. of each other. These tracks can 
not be resolved by track follower and are 
rejected at the IPD level. 

At som.e point low angle ( < 3 0
) 

cros sing tracks satisfy the previous dis­
cussion. This situation is solved by 
sensing when two or m.ore tracks are about 
to intersect, but are farther than. 2 m.m. 
from. each other. When two tracks are 
within. 5 m.m. of each other the point of 
inter section is com.puted (a s surn.ing the 
tracks to be straight line s). The distance 
from. the last good elem.ent to this inter­
section is com.puted. Track following 
proceeds at this distance on the other side 
of the intersection. If m.ore than one 
elem.ent is found here all « 4) tracks are 
followed for a fixed distance (10 m.m.). 
These questionable track sections are then 
com.pared to the already accepted section 
of the track using a least squares fitting 
technique. The best fitting section is 
saved. Track following then proceeds in 
the sam.e direction having bridged the 
inter section. 

Sum.m.ary 

The PEPR system. is being operated 
on film. from. the 30" hydrogen bubble 
cham.ber at A. N. L. The film. has an 
incident beam. of n+ at 3.9 BeV/c. Track 
success rates are 85%. Most failures are 
due to faulty input data or tracks which 
have no clear region within 3 m.m. of the 
vertex. Tracks of less than. 5 m.m. on the 
film. also give difficulty at present. PEPR 
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processes 15 -20 events an hour. Program. 
efficiencies in progress should, with no 
changes in technique, up the rate to 50-75 
events per hour. 
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A TUTORIAL ON NUMERICAL ANALYSIS WITH AN 
EMPHASIS ON ERROR ANALYSIS AND PREDICTION 

Wayne A. Muth and Bruce C. Davis 
School of Technology, Southern Illinois University 

Carbondale, Illinois 

Abstract 

Factors of pertinence in the selection and 
use of certain numerica 1 techniques are con­

sidered. Key topics include error analysis in 
numerical integration, matrix manipulation error 

analysis, and error analysis in the design of 
certain elementary function routine s. 

Introduction 
Many day-to-day computer users are 

somewhat casual about the treatment of 
certain classes of errors, e. g. trunca­
tion and rounding error. Both applica­
tions programmer/analysts and software 
writers can be put in this category. The 
cause is probably two-fold- -many were 
never exposed to the topic in previous 
work; many others, however, simply find 
the topic dista steful (for a variety of rea­
sons) and prefer not to think about it. 
This present paper is aimed at anyone 
who falls in either category. 

What Is Numerical Analysis? 

Numerical analysis is both a science 
and an art. As a science, it is con­
cerned with the processes by which prob­
lems can be solved by certain explicit 
arithmetic operations. Sometimes, a 
specific algorithm will be developed. 
Often, it will be necessary to replace 
some quantity which cannot be calculated 
arithmetically (e. g., an integral) by an 
approximation which then permits a solu­
tion to be found. In this case, one must 
concern himself with the errors incurred 
in having used the approximation. 

As an art, numerical analysis is con­

cerned with choosing some "best method" 
from the available problem-solving 
methods. 
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Sources Of Error 
Generally speaking, errors can be in­

troduced into the solution of a problem 
during either the mathematical formulation 
of the problem or during the actual solving 
of the problem. Of particular interest are 
two specific errors which may be intro­
duced during solution, viz. truncation 
error and rounding (or round-off) error. 

Truncation Error 

This error may be caused by the chop­
ping off of a decimal representation after 
some specific number of places, e. g. 
3.1415. It may also be caused by cutting 
off the later terms in some infinite series 
expansion used to afproximate a function, 
e.g. eX=l+x+x /2! + x 3 /3!. 

Rounding Error 

This type of error results when the 
less significant digits of a quantity are 
de leted and s orne rule of correction applied 
to the remaining part, e. g. = 3.14159265. 
... , rounded to four decimals would be 
3.1416. This source of error is due to the 
fact that arithmetic calculations can sel­
dom be carried out with total accuracy. 
Most numbers have infinite decimal repre­
sentations which must be rounded. Even 
when a number can be expres sed exactly by 
a finite decimal representation, division 
may introduce numbers which must be 
rounded and multiplication may produce 



more digits than can be retained in a par­
ticular word length in the computer. 

Numerical Integration 

Quite often, one cannot evaluate a 
definite integral explicitly and use must 
be made of an approximation. An exam­
ple would be the use of 

f(x) =x _ x 3 + x 5 _ x 7 + .. +(_l)n-l x
2n-l 

3 5·2! 7·3! (2n-l) (n-l)! 

as an approximate solution for JX 2 
e -t dt. 

o 
One then faces the problem of how 

many terms to use. 

Truncation Error 

Considering only the truncation error, 
E, associated with the use of n terms of 
the alternate series just seen, reference 
can be made to the first term omitted: 

I E 1< x 2n+ l / (2n+l) (n!). A quick 
check reveals that this sum has a non­
zero digit in the first decimal place. If 
we assume an eight-bit word length, the 
eighth decimal place would be the last 
digit retained and we might choose to 
determine an n such that 1/(2n+l) (n!) 
<. 5 x 10- 8 . We could then say we 
"were accurate to seven places I'. 

Rounding Error 

Considering again the integral of the 
previous section, what happens if we allow 
x to take on bigger values? Defining a 
term r as the ratio of successive terms, 
we find 

r= I (2n-l) 

(2n+ 1) n I N - n 

If we consider the values x = 12 and n = 
143 (i. e., 143 terms in the series), the 
value of the last term is 

2n+l 
12

287 
x 

:-
(2n+ l)n! (287) (143!) 

and we might thereby exceed the range of 
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the sorted floating-point number. It 
should thus be clear that caution must be 
exercised when using a power series ex­
pansion for values of x some distance a­
way from the point of expansion. 

Simpson's Rule, Trapezoidal Rule, 
Parabolic Rule ••• Attributes 

Simpson's rule arises from use of a 
polynomial approximation for the inte­
grand. If we use just two points on the 
integrand and a straight line between them, 
we obtain 

I :CX)dX ~ ~[f(a)+f(b)l + ~;!. f"(£). 
Q. 2, j TZ 

If we get slightly fancier and use three 
points ... 

f~X)dX ~ ~[f(a) + 4 f(b) +£(C)] + ~ S.{: ;(£) 
a. 3 90 . 

Thus for the typical case of h< 1. a and fll 
more or less equal to f(iv), the three 
point version will have the smaller trun­
cation error. 

The tra pe zoida 1 and pa rabolic rule s 
arise by dividing the integration interval 
into a numbe r of s ubinte rva Is, then, re s -
pectively, applying the two-and three­
point versions of Simpson's rule. The 
error terms are as before and the para­
bolic rule typically can be expected to 
have the lesser truncation error: 

... even number of Ilstripsll, f. = f(a+jh), 
J h = (b-a)/n. 

A Stopping Rule 

In a manner generally similar to the 
earlier example, one may elect to solve 

for n in the relation (continued) 



I ~5 max I f(iv) (X)11 E 

where E is arbitrarily specified in a 
manner compatible with the length of 
the stored number. This particular 
relation, of course, is for the parabolic 
rule. When n is determined thusly, we 
know we are on safe ground. 

However, bounds determined in this 
way are likely to be far too large. A 
prudent problem-solver is probably well­
advised to make a concurrent comparison 
of the "present-value" against the "pre­
vious-value", step by step, and shut down 
the computation whenever the value stops 
changing. Perhaps one can stop prior to 
using all n terms (as just calculated in 
the previous re la tion). 

A Surprise with the Newton-Raph­
son Method! 

Several widely used methods may be 
employed to solve trans cendenta 1 equations 
or high-order polynomials. Popular 
methods include the half-interval search, 
Regula Falsi, and the Newton-Raphson 
method. 

Typically, rounding or truncation 
errors are seldom encountered, per ~. 
However, one may occasionally end up 
with a root other than the one sought and 
some caution must thereby be exercised. 

Consider the pair of equations 

~(x, y) = eX -y-l = 0 and fZ(x, y) = xZ+yZ_4= 
O. A quickly drawn sketch shows that one 
root lies near the point (1. 0, 1. 7), the 
other near (-1. 8, -0.8). 

Either of two pairs of relations may 
be used to iterate to the value of a root. 
The first pair is 

Z Z 
and Yk+ 1 = Yk - xk + Yk - 4 

ZYk 

the second pair is 
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and x
k 

y k+ 1 = Y k - e - Yk - 1 
-1 

An initial trial root of (1. 0, 1. 0) 
would appear safe in an attempt to find 
the root lying in the first quadrant. Using 
the first pair of relations, one quickly 
finds this root, correct to three decimal 
places after six interations. One finds, 
however, that use of the second pair of 
relations yields the root in the third 
quadrant after eight iterations -- in 
spite of the fact that the second and third 
iteration x-y values lie "right-next-to" 
the value of the root in the first quadranU 

Approximations of Elementary 
Functions 

Error analysis of Cl numerical result LS 
critical to any computation. Consider 
the Taylor series for the Cosine: 

Cos Lne x = 1- x Z + x 4 _ x 6 + 
2T 41 b1 

+ (-1) n 

the truncation error made by stopping 
the summatLon after a finite number of 
terms LS said to be less than the absolute 
value of the first term neglected. This 
LS true if we keep an Lnfinite number of 
digits for each term. The following 
examples show what happens when we 
do not carry an infinite number of digits 
for each term. 

Cosine(600 + ZN1Y)using Taylor Series 
Seven - Digit (Z':o:~Z 3 -l)Flt. Pt. 1. E- 06 
Degrees 

60. 
4Z0. 

3660. 

CosLne(60 
Nineteen -
Degrees 

60. 
4Z0. 

3660. 

Radians 
1. 04719 
7.33038 

63.8790 

Figure 

Cosine 
+0.500000E+0 
+ O. 5000Z1E+0 
-0. 171618E+Z1 

+ ZN~sing Taylor Series 
Digit Flt. Pt. 1. E-lO 
Radians 
1. 04719 
7.33038 

63.8790 

Figure 2 

Cosine 
+0.499999E+0 
+0.499999£+0 
+0.127083£+09 



We see represented here the effects of 
truncation error and roundoff error. The 
truncation error is caused by truncating 
the infinite series. The roundoff error 
is caused by only carrying a finite number 
of digits in our calculations. As we can 
see by this example, roundoff errors can 
be quite significant. 

We previously said that the trunca­
tion error committed by stopping a sum­
mation after a finite number of terms is 
les s than the absolute value of the first 
term neglected. One way to reduce the 
truncation error is to include more terms 
in the summation. This of course adds 
to the computation time. It also brings up 
another problem. How do we add more 
terms without increasing the problem 
of roundoff errors? This leads us to a 
discus sion of some of the various algor­
ithms that have appeared for computing 
values of several elementary functions. 

Three Approximation Techniques 

The algorithms fall into three main 
groups: iterative, polynomial, and ration­
al. Sometimes a rational and an iterative 
method may be combined for better 
results. The best algorithm for evaluating 
a given function may be dependent on a 
number of factors. Some of these 
factors are: required accuracy, number 
base of the computer, word size, relative 
speed of arithmetic operations, and 
available storage space. 

Iterative Method 

An example of an iterative technique 
is the Newton-Raphson method for finding 
the Nth root. DEC uses six iterations of 
the Newton-Raphson method to calculate 
the square root on the PDP-8. We find 
that by using the linear approximation shown 
in Figure 3 and two iterations of the 
Newton-Raphson method we can obtain a 
relative error of less than 2- 31 . 
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For O. 5~x<1 

rz 
y - ~? 

o 1"===;:;4{i~8 ===+::;~=2===::--

~ 0.59017853 X + 0.41731924 

Figure 3 

Rational and Iterative Method 

If more accuracy is required we 
can use the Pade rational approximation 
shown in Figure 4. Using this method 
with two iterations of the Newton-Raphson 
method we are able to obtain a maximum 
relative error of approximately 2 -41. 

Pade Rational Approximation for Square Root 
(For Binary Arithmetic) 

For 0.25<XSO.5 

1N = 2m ·V 
1X Z Y = 2.533463- 4.829452 

o X+2.l42858 

N = 22m. X 

Figure 4 

Polynomial versus Rational Method 

An example of a polynomial 
approximation is the Chebyshev polynomial 
(see Figure 5) used by DEC in their natural 
log routine for the PDP-8. Figure 6 shows 
how a rational approximation may be used 
to reduce the number of multiplications 
needed to obtain the desired accuracy. 
This reduction in the number of multipli­
cations should result in a reduction in the 
roundoff error and an increase in the speed 
of the subroutine. (For a report on the 
error of certain approximations, see article 
by Fike. ) 

Function: In (1 + x) 
Range: O~x~l 

Approximation: In (1 + x) = alx+a2x2 
/ + ... a8x8 

(for values of constants, see Hastings, 
pg 180) 

Figure 5 



Function: In x 
Range: O. 5 ~x <1. 0 
Approximation: 

2. 
~ 2k+l +L, a2k+l U 
\<.:0 

where U = x -4(2/2 
x +'(2/2 

al = 2.000000815 
a3 O. 666445069 
a5 = 0.415054254 

In x~-ln2 
-2-

Figure 6 

Rational and polynomial approxima­
tions for the other functions used with the 
PDP- 8 FORTRAN System may be found 
in Lyusternik. In many cases the 
rational approximations present rather 
marked improvements over the existing 
approximations. 

Operations with Matrices 

One is often concerned with the 
solving of a set of simultaneous linear 
equations or the inversion of a matrix 
(for one reason or another). The 
applic ible numerical methods break into 
two distinct groupings: exact methods 
and iterative methods. In either case, 
errors can be introduced into the 
solution rather easily if care is not taken. 

Source of Error 

The introduction of errors into the 
solution may occur as the result of the 
inevitable rounding of the figures in the 
course of the computation. This is 
particularly true when the product of two 
numbers, each having a large number of 
significant digits, must be eithe r rounded 
or truncated to fit into the proper word 
length of the stored word. Concurrent 
with this, one may encounter the 
phenomenon of disappearance of significant 
figures during the course of the computa­
tion, as the result of the subtraction of 
two numbers which differ little from each 
other. Often, the computational scheme 
itself must be designed with this 
phenomenon explicitly in mind. 
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Typical Method 

The primary methods used in this 
class of problem are based on the idea of 
"elimination" - - usually the name of 
Gauss or Jordan in somewhere in the 
name of the method. A lthough there are 
several varieties, basically one is 
dealing with row transformations on an 
augmented matrix: 

[A i IJ ............. --.. [I 1 A-I] 
Illustration 

Consider the 2 by 2 matrix A 
wherein all = 2.0 x 10- 10 , a 12 = 2.0, 
a 21 = 4.0, and a22 = 6. O. If we array 
this using the machine representation of 
the numbers. it might look like the 
following "typical" repre sentation 

(
4020000000 
5040000000 

5020000000J 
5060000000 

where the representation 4020000000 
implies 2.0 x 1040 - 50 or 2.0 x 10- 10 • 

A matrix of this type is said to be 
"ill-conditioned" in the sense that it is 
singular with respect to the number of 
significant digits carried by the machine 
during the course of the computations-­
specifically, in this case, aU and a 12 , 
for example, differ by the order of 1010 

which is excessive (and is certain to cause 
trouble) in the assumed 8- bit word used 
herein. 

Several steps of the Modified 
Jordon method depict the trouble that can 
ensue: 

1st stage reduction: .•. 

[

506 - 502 x 504 
402 

502 
::roz 

=(506 - 604 

L 601 

- 504] 502 

501 
402 

-6021 

595J 

... but machine only retains---

[
-604 -602J 
601 595 



2nd stage reduction ... 

595 - 601 x 602 
604 604 

601 x 501] 

-(0 

602 
604 

L-495 
4925J 

-3925 

-501 
604 

and the resulting inverse is seen to be 

E:.£ good: 

[

402 

504 

502] [0 4925J f50l 

506 495 -3925 = 503 

Generally, to avoid this type of 
trouble, one need only swap the position 
of two rows and/or two columns in order 
to place the largest element in the matrix 
into the upper left corner of the matrix. 
This can be done prior to any reduction 
step. One then "unswaps" the final 
resulting matrix in the reverse sequence 
of the swapping -- if at some step, for 
example, rows 1 and 3 were swapped, then 
later columns - 1 and 4, the unswapping 
sequence would be first ~ 1 and 4, then 
columns 1 and 3. 

The placing of the largest element 
into the corner minimizes the chance for 
introduction of error due to there being 
too largp. a nUTnp.rical di.ffp.rp.ncp. bp.twp.p.n 

minuend and subtrahend in later steps. 
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