




























































































































































































































































































































































































































28·8·2 U88 of SJNB for SwItches. It often happens that a decision made 
at one point in a program controls the route that the program will follow at a 
later stage. To avoid having to make the decision twice, a switch can be set 
after the first .decision has been made, and used later to direct the program 
aloug the desired path. 

The diagram illustrates the logic to be followed. Two steps are considered 
here: 

(a) setting the switch. 

(b) branching according to switch setting. Each branch needs a reference 
label; in the example 1 and 2 are chosen. 

The instructions for setting the switch on the left-hand branch are: 

SET ARl; Puts word and syllable address of the instruction labelled 1 into Nt. 

=Y6; Stores the address in a Imown position. Any location will do - Y6 
is an arbitrary choice. 

For the right-hand branch we have:-

SET AR2: Different address this time •••• 

=Y6: •••• but stored in SAME location. 

To branch on the setting of the switch we use:-

Y6; Fetch address back to Nl. 

=LINK; Send it to the jump nesting store, 

EXIT; and jump to it (Note: this is EXIT n with n = 0). 

23·3·3 Us. of SJNS for Trees. It is sometimes necessary to jump to one 
of a number of points, depending on the value of an iDteger(either computed or 
provided as data). An example nUgbt be an electricity billing program, where 
the cost is computed in differing ways according to the particular tariff employed • 
ThlB would be done by a series of tests, but above a small number this becomes 
time consuming. An alternative means is provided by a variation on the EXIT 
instruction which, being similar in form to an ordinary jump instruction, has 
space to keep an address with the instruCtion. . 
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Consider these instructions:-

yO; 
*10; 

=LINK; 
J100; 

*J101; 
*J102; 

EXIT ARlO; •••••••••• 

Reference 100 is assumed to be the first instruction of the routine for tariff 
zero, 101 for tariff one, and 102 for tariff two. The effect of the instructions 
is thus:-

YO; Fetch tariff number to N1. 

=LINK; Send tariff number to S.JNS (as word address 0, 10r,2). 

EXIT ARlO; The address in this jump is that of the asteriskecl instruction 
labelled 10. The address in the jump nestiDg store is either 0, 1 or 2 with 
syllable equal to zero. The jump is, therefore, to refereuce 10 for tariff 
zero, one word beyond if tariff one, or two words beyond if tariff two. In these 
three locations (all asterisked to ensure they are in seperate words) are jumps 
to the start of the appropriate routines - these may be rmywhere. 

23 0 ' Ezamp1ea 
1. Write a subroutine to convert a set of n single-length positive iDtegers 
from true binary to decimal character form, storing the results in the main store 
words from which the data was obtained. Assume that on entry the top cell of 
the nestil~ store contains a parameter in Q store format nil/address, where 
n is the number of words to be converted and the address is the starting address 
of the data. Exit 1 if one of the single-length fixed point numbers is too large 
to be expressed in 8 characters. (there is no Deed to reset the original data 
in this case). Exit 2 is to be normal exit. 

2. P3V1; 
VO = B 1212121212121212; 
VI = B· 2020202020202020; 
=Q15;JIC 15Z;Vl; VO; 

2; DUPD;Mf/)MI5; 
FRB; OR;J3V;=Mf/)MI5Q;J2CI5NZ; 
ERASE;ERASE; 

1; EXIT 2; 
3; ERASE;ERASE; 

ERASE;EXIT1; 

23 0 5 EuroI8es - Set 1 
1. Write a subroutine to claim a magnetic tape from Director and leave 

(a) the device number in Nl 

(b) the tape positioned in the gap following the label block. 
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Use the contents of NI as the identifier for the tape. 

Use a failure exit if a parity failure occurs. 

2. A set of true binary integers each less than 109 are stored in consecutive 
words of the main store. Write a subroutine to set the top 3 cells of the nesting 
store to contain: 

Nl: the total of all the members. 
N2: the largest number in the set. 
N3: the smallest number in the set. 

At entry NI contains n/l/A where n is the number of integers in the set. A is 
the first. The n words of data are known to be correct and n is known to be 
greater than zero. 

3. Transfer control to Reference 3 in a program if NI is zero; transfer control 
to I word beyond reference 3 if NI is non-zero. 
Preserve the contents of NI in either case. Do not assume an asterisk on 
Reference 3. 

ElII8robses - Set 2 
1. Write a subroutine to interchange the Dr bit and Ds bit in a binary pattern 
in Nl where r is stored as an integer in N2 and s in N3. 
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24· ADVANCE CONTROL 

24·1·1 Operation of the CoDtrol UDlt. There are two classes into Which 
computational instructions may fit:-

(a) fetching or storing words in the main store, aDd 

(b) performing arithmetic operations. 

If each instruction were obeyed to completion before control moved onto the 
next instruction, we would find that at anyone instant either the main store or 
the arithmetic unit would be in use, but not both. This would be inefficient as 
it would imply that one or the other must be idle. 

The advance control feature of KDF 9 is designed to reduce this inefficiency by 
allowing operatiOns to proceed in both parts at once, but in such a way as to 
completely safeguard the programmer from error due to this dual working and 
without imposing any extra restriction on him at all. 

The system used requires a Control Unit in two parts:-

(a) one to look after the maiD store and its associated parts, 

(b) the other to look after the arithmetic unit aDd the nesting store. 

There is a two-word (12 syllable) instruction buffer in the control unit which is 
a temporary transit camp for instructions obtained in sequence from the pro­
gram area of the main store. From the programmer's point of view the instruc­
tions are brought into this buffer at the right-haDd end and are gradually 
shifted along to the left as aDd when control has finished with the instruction at 
the extreme left. Since instructions may be one, two or three syllables (8. 16. 
24 bits) long it will be seen that the number of syllables bro~ht onto the right 
hand end may be less than is sufficient for a complete instruction. This may 
be clearer if the sequence 

+;=Y6;-; ZERO;DUP;AND; NOT;=Y5;Y7; ZERO; 

is considered. 

At one instant the 12 syllables + to =Y5 will be in the buffer, but when + is 
completed it (1 syllable) will be pushed off the left-hand end and the first 
syllable of Y7 will be brought into the vacancy created by the shift. This will 
not affect the programmer because when =Y6 is dealt with, the final 2 syllables 
of Y7 will be brought in and so the complete instruction (Y7) will be re-united. 

This picture of instructions at the left hand end of the buffer being performed 
one at a time is not exactly what happens. In fact, each instruction passes to 
the maiD store part of control and then any which are purely arithmetie are 
passed onto the arithmetic part of control, each part taking the necessary 
actions. If the maiD store part of control senses that the instruction is purely 
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arithmetic it starts to look at the next instruction leaving arithmetics to deal 
with the previous instruction when it is free to do so. Heme it is possible for 
arithmetic control to be obeying the first syllable of the buffer with main store 
control having moved right up to the last syllable of the buffer. 

24·1·2 Maln Store Buffers. There is one point at which the activities of 
the two parts meet - when information passes to or from the nesting store. In 
cases of this kind main store control will obtain the word fro;m its storage 
location, but arithmetic control will put it into the nesting store. 

The hand-over is effected by interposing a set of buffers between the two parts. 
Any word from the main store is sent to one of two "fetch buffers" by main 
store control and waits there until arithmetic control is ready for it (since the 
buffers are used alternately, both sides know which to use next). 

Any word sent out of the nesting store goes to a single "store buffer", where it 
waits for main store control to deal with it. Another problem arises here: 
main store control has finished with such an instruction before arithmetic control 
starts, but the result is not available until both have dealt with it. This is 
overcome by main store control placing the address into which the result will 
go into a f<iurth private register before allowing arithmetic control to deal with 
this instruction: when arithmetic control has placed the result in the store 
buffer it signals main store control that the result is available and leaves main 
store control to store it (at some later date) into the location specified by the 
fourt.1!. register. 

By this means both parts can be kept busy for a greater portion of the time, 
resulting in a reduction of the total elapsed time to perform a given Job. 

24·1·3 Programming for Advance Control. The Advance Control 
feature does NOT put any restriction on the programmer whatsoever - he can 
obey instructions in any order he likes and KDF9 will act aCcordingly. However. 
it does offer the chance for the programmer to save time by giving AdvaDCe 
Control as much scope as possible. In general this is done simply by keeping 
referemes to locations outside the nesting store as far apart as possible by 
fitting the arithmetic instructions between them. 

For example, to add together the 6 floating numbers in YO to Y5 we have two 
alternatives :-

(I) YO; Yl; Y2; Y3; Y4; Y5; +F; +F; +F; +F; +F; 

(b) YO; Yl; +F; Y2; +F; Y3; +F; Y4; +F; Y5; +F; 

Both arrive at the same result but take differing times. The first works on the 
main store only until all six operands are in the nestill&' store then leaves all 
elICept the arithmetic side idle whilst the numbers are added. The total time 
Is thus the sum of the individual times. The second solution spreads the load 
as best it can: as soon as the arithmetic unit can start, it does so, and whilst 
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it computes the first sum. main store control is fetchi~ the next nlUllber. As 
the times for noati~ add and main store fetch are roughly equal. the second 
solution could be up to 35% faster than the first. 

Because of the dual worki~s inherent in the Advance Control feature. it is 
difficult to specify how 10Dg an instruction will take to be obeyed without 
studyiDg its context - for this reason no attempt has been made to quote times 
for instructions when they have been introduced in earlier sections. 

24 0 2 Short Loops 
24.2 0 1 Theory of Short Loops. We have seen earlier that several 
instructions (12 syllables) can be stored in the instruction buffer, and that as 
the leadiDg instructions are completed they are shifted out of the buffer. When 
a jump is encountered the whole of the buffer has to be cleared and re-filled 
from the appropriate part of main store. In the case of a loop of instructions 
which is so short that they all fit into the instruction buffer at one time it is 
time-wasting to force the control Wiit continually to fetch the same two words 
of instructions every time round the loop. To prevent this continual fetching, 
a special jump instruction is used: 

JrCqNZS; 

The actual operation of this instruction is to jump to the first syllable of the 
word preoedq the word in which the jump instruotiOll 1s stored - hence an 
address is not required in the machine code instruction and therefore this jump 
instruction occupies only TWO syllables as opposed to 3 for all the other jump 
instructions • 

Both syllables of JrCqNZS must be stored in the same word. Note that 
JrCqNZS; has the same operation as JrCqNZ; except that the jump is to the 
first syllable of the preceeding word. The effect in the instruction buffer of 
JrCqNZS; is that the first time it is encountered the previous word is placed 
into the first word and the follo~ word (that containing JrCqNSZ;) into the 
second word of the two-word instruction buffer. The instruction buffer is not 
now cleared until Cq is zero. 

The reader should now re-read para 6·2·1·3 concerning the "asterisk". 

Since the machine code version of JrCqNZS; does NOT contain the address of 
reference r as a jump address it must be remembered that any jump instruction 
(other than JrCqNZS itself) that is obeyed during a short loop and that causes a 
jump to take place will remove the indication that a sholi loop is in progress. 
Such a jump MUST upset the contents of the instruction buffer and. consequently 
the short x loop. 

240202 WritIDg Short Loops 
(a) Remember that the instruction buffer holds 12 syllables, and that 
JrCqNZS; is only 2 syllables. 
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(b) The whole of JrCqNZS: must be in the last 6 syllables of the buffer. 

(0) To ensure that reference r is at the beginning of a word, precede it by an 
asterisk. 

(d) Any unfilled syllable(s) occuring when an asterisk is employed is filled 
with the 1 syllable instruction DUMMY: 

(e) If an.ordinary loop using JrCqNZ: has been written which has (or could 
be reduced to have) 13 syllables or less then by using JrCqNZS: it can be 
made into 12 syllables and eventually by inserting an appropriate asterisk 
a short loop may be formed. 

(f) Appendix 4 lists the syllable count of instructions. 

Some examples are:-

Example 1 
I: YOMl: Y64Ml: xD: CONTi =YI28MIQ: J lC INZ: (14 syllables). 

Either leave alone or replace by a more economical form such as:-

1; M2Ml: Y64Ml: xD: CONT:=YI28MIQ: JIC INZ: Now 13 syllables, 
so use JICINZS: resulting in 

*1: M2Ml: Y64Ml: xD: CONTi =Yl28MIQ: JIC INZS; 

Example 2 
2: MOMIQ: MOM2Q; x+F; J2C INZ; (8 syllables) becomes 

*2: MOMIQ; MO:h-I2Q: x+F: *J2C INZS; (this will be discussed further in 
next paragraph. as it can be rewritten to give faster computation). 

24·2·3 Effect of Acivame Control In Short Loops. Let us consider just 
what happens when the short loop of the last example is obeyed. 

The two instruction words are laid out:-

Word 1 Word 2 
Syllable No. I ' I 1 I 2 I 3 1 4 I~ I 1 I 2 

Main store control obeys the two fetch instructions. with arithmetic control 
waiting for main store control. 

Syllable 4 & 5 are inspected and immediately Ignored by main store control as 
they are purely arithmetic instructions. 
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Arithmetic control starts obeyiDg syllable 4 whilst main store control continue" 
into syllable 0 of word 2. The jump instruction is obeyed quicker than x+F so 
main store control tries to obey syllable 0 aDd 1 of word 1 but caDDOt do so yet 
because arithmetic control is still in that word on tile previOUS loop (this pre­
caution prevents main store control from "lappiDg" arithmetic control). 
Therefore main store control waits until arit}lmetic control bas finished with 

(a) x+F aDd 

(b) inspected DUMMY, and finally left WORD 1. 

If the layout of the instructions had been 

MOMIQ MOM2Q DUMMY x+F J2CINZB 

then at the point in the loop when main store control enters word 2 the 
arithmetic control would have just finished checkiDg that DUMMY does not have 
to be obeyed aDd starts on x+F. This means that main store control can start 
obeying MOMIQ as soon as arithmetic control has taken what information it 
needs from the x+ F instruction. 

In the previous layout with x+F followed by DUMMY, arithmetic control would 
not allow main store control to reenter Word 1 until it (A.C.) had finished x+F 
aDd inspected the DUMMY, and hence the main store control would be need­
lessly held up until A~C. had checked DUMMY. However in the second layout 
the DUMMY is inspected by A.C. whilst M.B.C. is busy. 

Basically the rules for o{timisation of a short loop are as follows. 

(a) If it is possible, arrange the short loop so that one aDd only one arithmetic 
instruction occurs in the first word together with main control instructions. 

(b) The arithmetic instruction of (a) must occupy the last syllable of the first 
word (or last two in the case of a two syllable arithmetic instructions). To 
achieve this, pad out with dummies if necessary. 

(0) Employ the Q facWty only once in the loop, if this is possible. 

24·8 ElIi8roisee • let 1 
Use a short loop in your solutions to the followiDg eJlDercises. 

1. 64 siDgle-leDgth fioatiDg point numbers are stored from WO onwards. Find 
the sum of their squares as a double-leDgth fioatiDg poiDt number leaviDg the 
answer in Nl, N2. 
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1. 128 lDtegers are stored In YO - Y127. FIDd. the sum of the IlUIDbers 
leaviDg It 1D Nl; the largest number 1D the set. leaviug It 1D N2; the smallest 
number In the set. leavi. it 1D N3. 
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•• PROOBAllMlNO EXERCIBE C 

It Is propoeed to geDerate a sequlllce of 48 numbers according to the followiDg rule: 

"The nth number iD the sequence Is obtaiDed by addiDg together the two previous 
terms of the sequence. I.e., by adding the (I1-2)nd and (I1-1)st terms. (UsiDg 
zero to iDltiallse the procedure the first terms of the sequence are 

I, I, 2, 3, 5, 8, 13, - - - - )" 

WheD all the numbers have been geDerated they should be writteD as a siDgte block· 
to magnetic tape. This block should then be read backwards from the tape, and 
the ratio for each pair of successive terms calculated from these numbers. 
Each term of the glVeD series, together with the corresponding ratio, should be 
arranged to be priDted via OUT8 usiDg stream number 30. 

Hot.ee 
1. In calculatiDg the ratio the larger number should be made the numerator, and 
the smaller the cleDomiDator. The ratio should be calculated to 13 decimal places. 

2. A library subroutiDe will be provided to convert biDary numbers to the 
character8 required for output on the priDter, it is LIOOO and has the followiDg 
speclflcatiClll: .,. 

(1) At _try iDto Ll000 there must be a P081tive bliaarJ iDtepr ill N1. 

(11) At exit from LI000 Nl and H2 wUl contain a double l_gth word, N1 being 
the more 8igDificant half and N2 the les8 8ignificant half. The double length word 
is the decimal character form of the binary iDteger. It is at the least 8ignificant 
eDd of the double length word with any more 8ignificant zeros replaced by spaces 
(Octal 00). 

3. The tape to be used is a WORK tape (I.e., with icleDtlfler 00000000). 

4. The format of the output should be:-

N R 
1 
1 1·0000000000000 
2 2'0000000000000 
3 l' 5000000000000 
5 1'6666666686667 
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KDF 9 PROGRAMMING COURSE - EXERCISE C 

Yes 
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y 
Check that tape is 
correctly written 

I 

Deallocate magnetic 
tape. 

I 
Convert (AlII) to 
characters and print 

1 

Set i = 1 

Has 
loop been per-
formed 47 

times? 

No 

Convert (AI i+ll) to 
characters. 

I 
Convert N.B. (Rli+ll)= 
(RI i+ll) to characters (AI iH) )+(AI il) 

I 
Print (AI i+ll). 

(RII+1» 

I 

Set i = i+1 

e 
AlII. AI 2) ••.• A(48) reference the 48 numbers to be calculated. 
R(2). R(3) •.•• R( 481 reference the 47 ratios to be calculated. 

Yes 
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26' THE DIRECTOR 

26· 1 Basic Functions of Director 
The KDF 9 System has been designed to provide 

(i) a wide variety of instructions for a programmer to use as he wishes, 

(ii) a selection of protective interlocks to interrupt an object program 
automatically if there is any reason why it should be held up, and 

(iii) a special instruction to allow assistance to be given to the object program 
as and when required. 

The first requirement is met by the USERCODE; the other two are provided by a 
control program, known as Director. 

The computer itself organises entry to the Director program from the object 
program as required - this is referred to as "an INTERRUPT into Director". 
On such an interrupt sufficient information is available to enable Director to 
ascertain why it has been entered and also to allow the object program to be re­
entered at the appropriate place when the reason for interrupt has been dealt with 
by Director. 

There are two kinds of KDF 9 system: one has the facility for the Director to 
call in one object program to be run: the other has a special Director program 
which can call in up to four object programs which are 

(i) placed in areas of the main store determined by operator action 

and 

(ii) run on a time sharing basis -

(this system requires the computer to have three extra sets of Nesting Stores, 
Q-stores, etc.) - part of one program is run until it is held up temporarily for 
some reason, when the next object program in priority is run until that is 
temporarily held up: this process of priority running applies to the four programs. 

To allow enhancements to the facilities of Director the sizes of different versions 
of Director vary. Therefore it is not possible for a programmer to say exactly 
at which word in the main store his program starts. Any difficulties of this 
type are, however, avoided by combined action between Director and the 
electronics of the computer: the Director places in a special register the actual 
address of the first word of the main store allocated to the programmer and any 
reference to the main store by the program is automatically increased by this 
amount, thus enabling the programmer to assume his program starts at word 
zero (EO) irrespective of this size of the Director currently in use. 

Only Director need therefore know how big it itselfis. :rhe contents of this 
special register are automatically set to zero whenever the Director is entered 
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(its word zero is always word zero of the main store) to ensure it gets its 
addresses right: at the same time, restrictions on the use of certain instructions 
are Ufted enabling the control routine to obtain access to registers inaccessible 
to an object program. These restrictions are reset as control is transferred 
back to the object program. There is no mention of these restricted instructions 
in this manual as they are only of interest to authors of control routines. 

Director, is a program that can be read into the main store from paper tape very 
easily and, therefore, can be changed at very short notice, simply by reading 
a different paper tape. The facilities to be described in this manual represent 
those catered for in the current version of the Non-Time Sharing Director 
(October 1965) program. 

26' 2 Entries to Director 
An entry to Director can be made for various reasons, some at the request of the 
program, some caused by program hold-up or failure, and the rest by Director 
itself in conjunction with the hardware of the computer. Let us consider the 
classes separately: this manual describes only those aspects of interest to the 
programmer and makes no attempt to describe the precise mechanism involved -
the causes of each entry to Director and its resulting effect on the program are 
all that is of interest to a programmer. 

26' 2' 1 Programmed Entries to Director. There are two instructions 
available to the programmer to call for entry to Director:-

INTQq; 

OUT; 

OUT 0 

Page 212 

Interrupt if the device whose number is given in the counter position 
of Qq is busy. This is intended only for time-sharing machines: 
Director will return control to this program when ANY device used 
by this program becomes available, resuming at the instruction 
FOLLOWING INTQq;. 

An unconditional entry to Director, to enable the program to utilise 
any special facilities built into Director. 

The facility required is selected by a code number placed in the 
top cell of the nesting store before obeying OUT; Director will 
then perform the selected function, using if necessary, auxiliary 
parameters placed in'the second c ell of the nesting store. 

On completion of the function, Director will return control to 
the program at the instruction following OUT; unless the particular 
function decrees otherwise. 

The various functions are known (using the code number as reference) 
as OUT 0, OUT I, etc. [Note the INSTRUCTION is still OUT;). 
The actions are:-

called by obeying OUT; with zero in the top cell of the nesting store, 
or with the nesting store empty. Ends program at this point: 



OUT 1 

OUT 2 

OUT 3 

deallocates any peripheral devices (any transfer actually In progress 
is stopped immediately mthout warning), then calls for ·next program. 
Both nesting stores are cleared, but other storage locations are 
untouched. Overflow and Test Register will be cleared. 

obey OUT; with N1 ~ 1. Requires program number in N2 and N3. 
Terminates this program (but without deallocating peripherals or 
clearing nesting stores) then enters program whose number was 
given in N2 and N3, entering at the first instruction. Intended for 
calling subsequent sections of a multi-sectioned program. Time 
limit for new program set to time taken by preceding sections plus 
time allowed for this section. Overflow and Test register will be 
cleared. 

obey OUT; with Nl ~ 2. Requires the Time Limit for next program iI 
N2: expects the next program to be already in the main store. Direct< 
ends previous program (as for OUT 0): then starts program in store ~ 
EO. Used in Compilers where the compilation is followed by obeying 
the compiled program. Overflow and Test Register will be cleared. 

obey OUT; with N1 ~ 3. Returns to the next instruction of the progrru 
having put the time taken so far (seconds given to 23 integral places) 
in Nl. 

OUT 4 to OUT 7 see Section 17. The other OUT's will be covered in later Sections. 

26·2·2 Unscheduled Entries to Director. These can occur due to eiiher:-

(a) A program attempting to use a busy input/output device or attempting to refer 
to a locked-out portion of main store. In either case, it serves to prevent a program 
from performing operations until it is safe to do so; control is returned to the progran 
when the reason for the hold-up disappears. 

(b) A program puts too many words into the nesting store or the jump nesting store 
(or tries to remove one more than it has put in). This is catastrophic, and Director 
will tell the operator so, but the opportunity for restarting the program will be offered 

(c) A program attempts to obey an unrecognised instruction (as, for example, if data 
are obeyed as instructions) or attempts a transfer on a device indicating a parity faih 
Again, these are catastrophic and are treated as in (b) above. 

26· 2' 3 Control Entries to Director. These entries are cause solely by 
Director and the computer between them - the program can have no influence over theI 
but they can influence the course of a program. The entries are:-

(a) Typewriter interrupt: the only way the I)perator can influence the course 
of the machine, by pressing the INTERRUPT button on the console typewriter. 
Director will then call for instructions from the operator via the typewriter. 
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Cb) Clock interru~. This is caused by a timing device attached to the machine, 
causing this interruption every l' 048576 seconds. Director uses this to count 
how long the program has been in progress on the machine (discounting any time 
used by Director itself) and thus to Inform the operator of the total time used 
by a program, or to Indicate that a program Is lasting longer than It was anticipated. 

(c) End of Director Transfer. A purely internal matter for Director. 

Other reasons for entry to Director will occur on a Time-Sharing KDF 9, but 
these will not influence the programmer. 

It should be remembered that, apart from using one cell of the jump nesting store 
for a return address (this explainS why programmers should never use the full 
set), uy stores required for use by Director will be replaced before return to 
the main program, and, therefore, these periodic excursions into Director w1ll 
have no effect on the course of a program unless a definite reason for interference 
is discovered by Director, in. which case the operator will be informed. 

26· 3 Program Format after Compilation 
Since Director is responsible for the initiallc,ading of the program into KDF 9, 
the layout of programs after compilation is governed by Director requirements. 
A program is generally broken into three distinct blocks called A, B, and C, 
althou~h a program on magnetic tape is likely to have additional parts dictated 
by the needs of magnetic tape storage and operation. The C block is further 
subdivided. 

26·3·1 The Program A block. Each program starts with an A block in a 
standard layout. This block serves to identify the program both Inside and 
outside the machine, using a 12-character alphanumeric reference, and also 
contains (if required) a title of up to 46 charactera. This A block is generated 
by Compiler from Information on the front sheet of the program (called the 
Program heading). 

The precise layout of the A block is:-

1st Word 1st character: 
2nd character: 
3rd character: 

4th character: 

Case Normal (octal 07). 
Carriage return line feed (octal 02) 
One or other of the letters P M or D (octal 60 55 
or 44) 
Carriage return line feed (octal 02) 

5th to 8th characters: First 4 characters of the 12 character program 
reference number. 

2nd Word 1st to 8th characters: Last 8 characters of the 12 character program 
reference number. 
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:3 to 8th Word The program title, consisting of a carriage 
return line feed character (octal 02), 46 
alphanumeric characters and an End Message 
symbol (octal 75) at the end. 

Note that all characters appearing in the A block should be NORMAL CASE charac';' 
ters. The A block is used only to find the program for insertion into the machine 
at run time - it is not aVailable to the program during running. 

2S·3·2 The Program B Block. The B block is generated by compiler from 
information contained in the program heading sheet, and is always 8 words long. 
The B block is read into words EO to E7 of the program space, but parts of it 
(which are of use only to Director) are subsequently overwritten by Director 
with Information available only at run time. We therefore have the two states 
of the B block - the appearance on tape and the appearance in the main store. 

(a) B block on tape 

word 1 

word 2 

word 3 

word 4 

word 5 

wordS 

word 7 

word 8 

Jump to first instruction Blank 
of program 

Time limit in seconds Total storage required 

Copy of first word of A block 

Copy of second word of A block 

Restart Jump 1 to 
Restart Jump 2 

failure routine 

Spare word - left blank 

Spare word - left blank 

Marker to indicate First address of first 
there is more than C block 
one C block 

Page 215 



(b) B block In Main Store at Run Time. 

Initial Jump as before Blank EO 

EI 

E2 

E3 

E4 

E5 

Time limit in seconds Total storage required 

E6 

E7 

Copy of first word of A block 

Copy of second word of A block 

Restart Jump 1.as before Restart Jump 2 

Device number of tape unit from which program 
was read if appropriate 

Spare word - left blank 

Today's date DD/MM/YY 

The total storage in the less significant half of word 2 on tape may be left 
blank - in this case Director will insert the maximum value for the particular 
machine on which the program is running ( this MUST be followed In if a Time­
Sharing machine is used). 

The word in word 8 is in Q -store format and is used by Director to load the 
C blocks. The counter position is zero if there is only one C block following 
and non-zero otherwise. The Increment position gives the address for the 
first block, so Director knows where to put the block. These addresses are 
relative to EO, so Director will add the appropriate correction for the absolute 
location of EO. 

If the program is read from magnetic tape, the identifier of that tape will be 
inserted In E5 - this enables a program to claim that tape if it Intends to 
read from it without Director assistance. 

The word in E7 is replaced by today's date by Director, for use by any program 
re-4uirlng it. The format is:-

2 decimal characters for the day of the month. 
I separator character. 
2 decimal characters for the month of the year. 
1 separator character. 
2 decimal characters for the year. 

Page 216 



26-3-3 The Program C Blocks. The program proper is contained in one 
or more C blocks, depending on the length of the program. Each C block con­
tains an integral number of words of instructions; each C block except the 
last is followed by a filler word of similar format to WORD 8 of the B block. 
The B block tells Director where to put the first C block and each C block 
defines the locations for its successor. The diagram below shows how the 
filler word is removed by the follOwing block. 

First C block 

Second C block 

Third C block 

F 

F 

When Director finds a filler word with zero counter, it knows there is only one 
more block to load, so no filler is needed after the last block. 

26·3'4 Loading of Program Ready for Running. When Director is ready 
for a new program (i. e. , when first read in, or when any program finishes) , 
a read is called from paper tape. Director will read (to End Message) at least 
2 words (with maximum of 8 words) and expect the first two words read in to be 
in the format of the first two words of the A block of a program. This defines 
the program to be obeyed next - the third character of the first word (PM or D) 
defines whether it is on paper tape, magnetic tape or the drum. If it is on 
magnetic tape, Director will search the program tape (asking which it is if 
it is not already defined) to find a program having precisely the same two 
words in the A block as those read from paper tape. 

When the program is located, reading can commence, as the next block - be it 
on paper, magnetic tape or drum - is the B block for the program, followed 
by the C blocks. After loading the last C block, Director jumps to the first 
syllable of EO. The jump instruction placed here by Compiler will then go 
to the first instruction of the program, which is after the constants for the 
program. This double jump is necessary since Director has no means of 
telling how many constants there are, and therefore cannot find the first instruc­
tion without assistance from Compiler. 

26-4 Typewriter Interruptions 
These are provided solely for use by the operator to control the machine. A 
detailed account for each appear in KDF 9 Instructions to Operators, but the 
brief details are given below. When the operator presses the button labelled 
INTERRUPT on the console typewriter, Director will type out a message (using 
TWEQq:) which begins; 
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Case Normal 
Carriage Return Line feed 
Tab. 
INT; 

This tells the operator that the interrupt has started, but the semio.colon wUl 
change the instruction to a READ from this point onwards. The operator then 
types an alphabetical letter to define the particular request, followed by any 
additional information required, finishing up with full stop, and message (octal 
37, 75). A few of the various actions available, listed under the appropriate 
alphabetical letters, are:-

A. End Program 

B. Read 8 octal digits to least Significant half of EO. These will be punched 
in the character code as S six-bit characters, compressed by Director into 24 
binary digits. This word can be used to control the action of the program 
subsequently. 

E. Define Program Tape. Used to tell Director which tape to use when loading 
programs. 

F. Dummy - in case INTERRUPT pressed in error 

G. Check states of input/output devices. Gives the operator a list of the current 
states of all input/output devices including tape identifiers. 

H. Used by the operator to obtain list of all magnetic tapes required by Director, 
either for an outstanding OUT 4 request or for Director use. 

I. Restart. Enables the program to be restarted by obeying one or other of 
the jump instructions in E4. TI NT EO causes a jump to E4 upper half; TINT 11 
causes a jump to E410wer half. 

J. For control of Director pseudo-off line activities, used mainly in connection 
with OUT 8. 

L. Used to change the type number of particular device. 

M. Used to obtain a "Post Mortem" punch-out of certain main store words. 

26'5 
For more detailed information concerning Director the reader is referred to 
Section 10 of the Service Routine Library Manual. 
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26- 6 Typewriter Log 

26- 6·1 Non Time SharlDg_ The on-llDe console typewriter Is used by the 
Director program 

(i) to inform the operator to perform certain actions, e.g., load a particular 
magnetic tape, 

(Ii) to request the operator to perform certain actions, e.g., load a particular 
magnetic tape, 

(Ui) to ask the operator certalD questions e.g., what to do If an object program 
faUs. 

The complete 11st of messages which the Director can cause .to be typed Is 
listed in Section 10 of the Service RoutlJi.e Library Manual: a few typical examples 
are lieted here in the form of part of a normal log sheet. 

N10 22/10 1604 

N 10 M KES000602UP1 

02A01-

FAILS 72 

LINK-10010e 

SJNS- CLEARED 

N1- 000000000000037 

REACT;A'-

KES000602UP1 ENDS7 

N 10 RAN/EL/000M20S/001M24S 

N10 22/10 1606 

These are: 

(I) The date followed by time. 

(11) Identifier of program belDg run. 

(Ui) Device number 01 (type number 02) has been allocated to program. 

(tv) The program falls, code of failure being 72. 
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(v) Program failed at word 106(8) syllable 1. 

(vi) 8JNS was empty. 

(vii) The contents of N1 were as shown. 

(viii) Because of failure, Director program types REACT; to which operator 
replies A. - indicating that program is to be terminated. 

(be) Program identifier followed by reason for ending. 

(x) Run and elapse times for the program signifying time program in control 
and normal clock time rcspectively. 

26·0·2 Time Sharing. On a time sharing machine the log is similar but 
with main difference that the log paper is wider and has five columns. 

Column 1 is for messages, etc. from Director and the other four columns are 
used one for each level of program being run. 

For further details of Director the reader is referred to Section 10. of the 
Service Routine Library Manual. 
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17- TIIB VIP CODB COIIPJLIR 

17·1 The U ... Code BudblI8beet 
All User Code procrams except those to b8 processed by POST,will· start with a 
headiDg sheet which conta~s iDformation . necessary for COmpUer. Some of thi8 
iDformation i8 maildatory. but 80me i8 included oniy if required by the particular 

.. program involved. The two classes are therefore li8ted separately below. 

For the purpo8e of the8e lists 8everal abbre?iatioD8 are ueed:-

. (a) CR-LF to mean Carriage Return and Line Feed (the octal character 02». 

(b) <linSigned integer> to mean any positive whole nuinber expressed in decimal 
(8pacesbefore or between digits to be ignored). 

(0) dette1'> to mean any alphabetic letter excluding lor O. 

17·1·1 Mandatory llema CIa BudIDI8beet 
Case Normal and CR-LF desirable for playback: ignored by Com­

pUer. 

PorM 

ca-LF 

Twelve. character identifier 

CR-LF 

Up to 46 printable or non-printable 
character. for title 

End. Message to·terlJ1inate headings 

ST <unsigned integer> 

TL <WlSigned integer> 

the first printable character on the tape. 

all characters up to this are ignored. 

any non -printabies before .the first are 
ig!lored. After the first, the succeeding 
11 are taken. . 

any 1'ed!mdant characters before thi8are 
ignored. 

these are reproduced unchanged but end 
message replaced by space if found. 

last character· of block ·made into End 
Message, whatever the length of the title. 

number of wOl"d of storage required. 
. (Includes instr\1Ction and data space). 

time limit for machine code program, 
given in seconds • 

. Insert here any options required in the order llsted below. 

PROG; PROa; orP~RAM; or PROGRAMME; 
are alternatives ill this.position. 
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27·1· 2 OptlonRl Items on Heading Sheets 
START < unsigned integer:> ; program origin relocated at this address 

in place of zero. 

YO=E < unsigned intcgel'> ; 

v < unsigned integer:> ; 

W < unsigned integer:> ; 

Y < letter,. <unsigned Integer:> ; 

REST ART; <:restart sequences> ; 

the address flf YO is to be that stated 
(rounded lip to multiple of 32). 

space to be left for constants up to this 
limit. 
(N.B.) V3; implies space for FOUR con­
stants numhered 0,1,2,3). 

space to be left for W stores up to this 
limit (sec note on V stores). 

the letter defines the sub-class of data 
storage: the unsigned integer defines the 
upper limit of the sub-class. This Item is 
repeated for all sub-classes required, and 
the order for such repetitions is immaterial. 

the restart sequences CM be any valid User 
Code instructions up to maximum of 6 syll­
ables. These will be stored In E4 of B-block 

Example of ileadlDg Sheet PrlDt-out (Note: CR-LF implied by new line 
starting). 

P 

KE123456/123 

SAMPLE HEADING SHEET 

ST3456; 

TL180; 

START256; 

YO=E1536 

V15; 

W2; 

YZ14; 

YA29; 

RESTART; J5; J23; 

PROGRAM; 
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2'1'1'3 Below Is shown a reduced-size reproduction eI. a HeadIDlSheet. 
Such a sheet should be completed and submitted for puilchlDg with the useroocle 
body when the normal paper tape compiler Is to be used. 

HeADING SHEIT ItDl' , USER CODE PIIOGIAM 

ELDOWRlTIIR INlTRUC'nONS 

I. Dep .... cu. 80l'1li&1 keJ foU_ed bJ CRLF -J. 

I. "..,. pullCh OIIIJ Iho .. cheracler. conta1ud wllhla _. 
bel_ lhe .arpa ·Uu, below. 

I. EDd _ ~ w_. Iut box I. jDlned 10 the R. H. _r~. 
U.wUhCRLP. 

4. Por .. puoeh end m •••••• f for ~ punch 8pace. 

•• Punch .pa •• for 'IIJ box len bl ..... 

h 
P • Source prolram on paper tape. 
.. • Source prolram. on ma,Mtic tape . 

I I Pro .... m Ide.llfl.aU. 

I I I I I I I I I I I I III I II I I 'nile 

Tiu.IIIIIIIIIIITl I I I .. I 

ToIo18to ..... Time Umil 

'1,1 I I I I III~I'ILI I I I lId 

'I~I~I=I~ • I I r r ; I apecll)- Y .to .. doI_. 
vI I I I I I ;1~lwl I I I I I;J apedl)-loto1V ..... eto .... 

ape.11)- YA Ih ...... '" YZ .tora •• requi .... meDIe. 

, " I I' I Tlr~I' .. 1 I I TllllwlYTcT I I I I III 

' .. I I w, • II .. , , I I I 

, . , w , M I II .. , , I I I 

'I-I I I I .. , LI I I III .. ., . I • II 

'I.N I .. , pi Id"h. I II 

·'11 I I I 111~hr.TT1T T111 .. 1,1,T I II 

'Iv I I II ... , V I 111 .. I,lwl II 

'Ia I III~ , , IT TTIT .. T,T_T I III 

11I1.lft"II' ; .. ,I I I ... ,I I I 1111 

P.I 0 Oil " . II ,.. .. 
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27-2 Layout ~ Store .byCompUer 
The various parts of a KDF 9 program will be stored In the following order. 
Any Item preceded by an asterisk'" is optional - if none is asked for. none 
will be allocated. Word locations cannot In general be given - they depend on 
the size of each section. . 

Words EO - E7. 
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B block. 
"'Main Program Constants. 
Main Program Instructions. 

'" First Subroutine Constants. 
"'First Subroutine Instructions. 

"'Last Subroutine Constants. 
"'Last Subroutine Instructions. 
Unused space of from 0 to 31 words 
(Increased if YO specified). 

"'W stores 
"'YA stores. 
*YB stores. 

"'YZ stores. 
YOALWAYS stored in a word whIch Is a multiple 
of 32 
Y stores- all remaining space available as Y stores. 



28- OPERATING INSTRUCTIONS 

28- 1 Presentation 
When a programmer has written his program body and headlng sheet and had it 
punched on paper tape his next step is to prepare a llst of instructions to inform 
the operator on certain pOints. 

Each KDF 9 establishment will have its own documentation system for the 
orderly presentation of Operating Instructions, and programmers should 
famtliarlze themselves with whatever system is being followed at their 
particular Inst lllation. 

A typical example of the way data should be submitted for processing on 
KDF 9 is described In the paragraphs which follow. The format described 
is that in use at the Kldsgrove Bureau of English Electric Computers Ltd. 

28·2 Format 
Operatlng instructions should be presented in the format shown overleaf. 
Sequentially numbered Continuation Sheets quoting the Job Number and 
Identifier should be used as necessary. 
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KDY 9 PROGRAM TESTING INSTRUCTIONS I Pye I 1 loti I 
Job No ................................. Date ..................................... 
Identlfltlr ........................••.•. , . Programmer .........•.•.•.•......•...... 

Eat. £1. time .......•...••...••....••... Phone extenilion ... '.' . , .....••....•....•.. 

I Aeourate atorage, no. or worda I 1 OUTS ? Yea No 

Stream number 
Magnetlo tape unltll. model 1081 Device type 

MBI!~netic taoe unite, ampex Tape edit only? Yell No 

Maximum no. of tape unltll required Printer output to magnetlo 
Yes No at one time taJIII? 

Printer. on-line. 120 ehars/llne Readera, Daper tape 1 2 

PrInter. on-line. 160 ehara/llne Punehell. Daoar tape IS-holel 1 \I 

Readera. oard Punohee. D80ar taoa la-bolel 1 II 

Ullereode T WKAlgol r Alphaoode Matrix I Fortran I Poet no •• 

Step 
No. 

ElIpI!otec:l :rtlonil and 
monitor I leatlon Operator aoUona 

SerIal no. field 00111 •• 
Cootlnued on _lit aheet Yea/No (puncb oarda only) 

Failure &OtIOD 

REACT STORES PRINT WOES LIV, PM, 

Operator comment. 

'SIgnature. , , , " , , .. , , • , . , .. , • , 
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KDF 9 PROGRAM TESTING INSTRUCTIONS 
(CONTINUED) 

Step 
No. 

Expected actions and 
nlonitor indication 

jpage 

Operator actions 

Continued over Yes/No 
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28'3 Magnetic Tape 
If magnetic tape is required the following schedule must also be completed: 

J 
i .. 

~ j 
~ ~ S 

It 1Wi d .. 

i. Q ~ 

!If 
Hi: 

·i 
.~ 

I 
j 

1 
.I • 

!I 

II 
j~ 
I': .. ! 

II • 0 .. ::l .. • .. • .. .. .. • .. • to ... ... ... ... ... ... ... 
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28· 4 Operating InStruCtiODS 

1. Operator actions should be numbered and written on separate lines. 

2. Where several operating sheets are used, they should be stapled together 
as well as being numbered. This avoids the possibility of instructions being 
obeyed out of sequence. 

3. Tape schedules are best left separate from operating sheets, (i. e., not 
stapled) for Tape Library use. 

4. Where a previous "WRITE IDENTIFIERS' (See section 29) is required, 
this should be filled in as the first sheet of the operating instructions. 

6. Subsidiary programs such as 'TAPE EDIT' (See section 29) should also 
have their instructions on a separate sheet. 

6. The Application number on Tape Schedules should be filled in correctly, 
as it is this number and not always the Job Number of the run being processed 
that the tapes are filed under. 

28.6 Restarts (TINT 10, TINT 11, and REACT B) 
1. An odd or even restart, (TINT 11 or TINT 10 respectively - see Section 
26'4) is useful for failure routines such as 'STORES PRINT', or for private 
failure routines. OUT 1 can be used to advantage here, because with the 
time-sharing director, programs such as 'STORES PRINT' cannot always be 
performed successfully. 

2. Ll, L83, and L64 are useful diagnostic routines, and are available on the 
Ninemaster tape. (See section 29). 

3. If the program fails, provision should be made to relabel back to zero any 
zero tapes used by the program, by means of il restart. 

28·6 Use of Work Tapes 
1. Zero worktapes should be relabelled with a unique identifier when used by 
a program. This avoids the possibility of the wrong tape being used for the 
second section of a program. 

2. Tapes which have been relabelled in this manner should be zero on dealloca­
tion. 

3. Time is charged for manually rewriting zero tapes which have been over­
written, and not relabelled to zero or deallocation. 

4. If a tape for OUT 8 output is required, this should be entered and started 
as such in the Worktape requirements section. 
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28· ., Flexowrtter 
1. The on-line flexowriter should be used at a minimum, and then In OUTS 
Stream 0 (So that the printout will appear in the corrcct column on the monitor 
log during time-sharing). 

2. The flexowrlter should not he used to any largc extent as an edge-punched 
card reading device. The paper tape reader is designed much better for paper 
tape input, and Is 100 times ns fast. 

28· 8 Use of OUT5 nnd OUTS 
1. Time-sharing operates much more efficiently with programs which deall­
ocate their peripherals as soon ns they are finished with. These devices be­
come free for use by other progrnms. 

2. Peripherals should be claimed when and where needed. This helps espec­
ially with programs which use several magnetic tapes, and which take a cer­
tain amount of time to load. 

3. The generally- uscd practice (If claiming all devices at the beginning of the 
program and deallocating them all at the end limits time-sharing considerably. 

4. If programa· did follow the rccommended procedure. thc possibility of using 
more levels of time-sharing shows itself, and this makcs for a better turn-over 
of work. 

28·9 Paper Tape 
1. Paper tape reels should be numbered or lettered in sequenc. 

2. Where there are two or more runs in the same box with their own sets of 
paper tapes, these paper tapes should be clearly differentiated. It does some­
times happen that there are two tapes labelled the same, or so similar that it 
can cause errors. 

3. Particular attention should be given to splices. Splices which cause a jam 
in the reader are a regular occurrence and account for considerable wasted 
time. 

4. Call tapes (I.e., the first 16 characters of an A block followed by-i when 
provided should have a definite amendment number and store module size. Time 
can be wasted searching for non-existent programs on magnetic tape. 

28·10 OUTS 
1. The 'END DATA' character should not be output to the OUTS tape. This 
character is written by a TINT J.- when the OUTS tape is deallocated and it 
is the terminating character on the tape. Off-line operators only print as far 
as an ED. 

2. Direct Printer Output (I. e., not via OUT S) should commence with a Page 
Change and Title. 
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3. A Heading (followed by Page change if printout is required separate) is 
very useful to Off-Line Services. 

28·11 Time Sharing and Store Limits 
1. Storage requirements should be kept to a minimum whilst program testing 
so that programs can be time-shared. 

2. Any program, which uses more than 16000 words of store cannot be effic­
Iently time sh ired, and because time-sharing is used continually in the Bureau, 
this may mear. that these programs have to wait until they can be fitted in. 

3. A Time-s;'laring mlc reverts to a NON-Time-8harlng mlc when programs 
using 24,000 words of store are rull. 

4. In general, the storage requirements of programs using up to 14,000 words 
are most suitably fulfilled. 

6. The more extensive use of magnetic tape as a data working medium should be 
explored as an alternative to using the bulk of the core store. 

6. The limiting factor on a mlc with 8 tape stations and 32K of store is not by 
any ineans the number of tap g,ations. 

7. Generally the programs which use 24,000 words of store or more are 
those which do not make full use of magnetic t'apes. 

8. A Precise statement of storage (i.e., not to nearest 100 words etc.) could 
mean difference between the job being run early or not. 

26'12 Time Limits on Programs 
1. An E sUmated Elapsed time statement is especially important to an operator, 
in order that jobs can be arranged for time-sharing. Any prev.ous run of the 
program should give an idea for an estimate. 

2. F'or the case where the program goes into a loop etc., and the time limit 
within the program does not cause the run to terminate itself, a statement of 
the number of minutes after which the program must be terminated (manually) 
Is of particular use to an operator. 

3. During program testing, realistic time limits are advisable. An undetect­
able loop or reams of incorrect output could be avoided by a good time limit. 
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29- SOFTWARE 

29-1 Ninemaster 
The magnetic tapes containing standard programs and subroutines which are of 
general use are called the NINEMASTER Library Tapes, and are made avail­
able to all KDF 9 users. 

At present there are two tapes to the series, one containing the routines in 
machine code and the other in normal programming text (viz., Usercode, 
Algol or Fortran). 

The 4 volumes of the Service Routine Library Manual cover the details of Nine­
master, listing its contents in Section 4. Section 3 is a cross reference indi­
cating where the specification of each routine can be found. 

29- 2 Normal Usage 
It is normal practise for the Ninemaster tapes to be kept as Master tapes and for 
each department to have its own Library ape which will contain copies of rou­
tines from Ninemaster which are likely to be of use. 

The "library extraction" system used in "POST" (section 30) Is ideal for incor­
porating routines from a Library tape into a program. 

29- 3 Service Routine Llbra~ Manual 
The reader is recommended to read the manual in the following order: 

(a) The titles of all routines listed in Section 3. 

(b) Library subroutine L89 (to be found in Section 16) - merely read through 
this write up, to gain an idea of the content of a subroutine specification. 

(c) Section 1- 2· 2 which shows the format of each specification in the manual. 
(Attention must be paid to the storage requirements e.g., Q stores and W stores 
used by each routine, and the main program must be written to take account of 
these.) 

(d) A detailed reading of the routines likely to be of use to the student. (I.e., 
commercial or seientific, etc., routines.) 

29-4 Exerolae 
The student is now asked to prepare a flowchart and write the program to the 
following specification. 

It is proposed to compute the solutions to the equations 

l+e cos 6 
R 

_1 __ 

X Rcos 6 

Y R sin 6 
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for all values of 

( -1, O<e< l' 0 in 0'1 steps 
( 
( 0·~9 ~90· in 10 steps 

The output is to be on the line-printer allowing a 120 character width of paper 
and of the following format: 

NAME HEADING THETA (DEGREES) 

E 0 10 90 

-4·0 R 
X 
Y 

-3·9 R 
X 
Y 

+4·0 R 
X 
Y 

The output need only specify actual valves which lie between ,UO. Routines 
in the following list should be used LI0, L59, Lll. 

N. B. LI000 is NOT on Ninemaster. A solution to this exercise is not given 
at the end of this manual. 
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30· AN INTRODUCTION TO POST 

30·1 Pr1Dolple 
The purpose of the POST system i8 to provide a means for assembling comp­
iling and amending batches of programs on magnetic tape. The system requires, 
at minimum. three magnetic tape units to hold 

(a) the old text tape - that currently containing source programs. 

(b) the new text tape - which received updated source programs from the old 
text tape. 

(c) the binary tape - which receives the compiled binary programs of the new 
text tape. 

The procedure is to supply. on paper tape, a number of programs anll/or 
corrections and certain Directives specifying. among other things. the action 
to be taken by the machine. The machine then enters an Assembly Phase when 
new programs (from paper tape). old programs (from old text tape) and amend­
ed old programs (from old text tape - corrected as per paper tape) are written 
onto the new text tape. Next comes the Translation Phase when specified pro­
grams on the new text tape are compiled and written onto the binary tape. This 
tape is now ready for the programs to be called down for running. 

30·2 Postmas.ter Directives 
Control of POST is by means of Directives contained on the input paper tape. 

The format of .these Directives is as follows;-

(a) ASSEMBLE ;FROM <ident> ; 
ONTQ<ident> EX <ident>; 
P;L;8;5; -
followed by "Assembly Phase Messagt's". (see section 30· 3) 

(b) TRANSLATE ;FROM <ident >; 
ONTO <ident >EX <ident >; 
Md; 
P;L;8;5;-
followed by "Translate Phase Messages". (see section 30· 5) 

(c) END POST-

Notes: 

Block .(a) is mandatory whenever correction or establishment is required. 

Block (b) is mandatory whenever campilation is required. 

Blocks (a) and (b) when used, must be followed by appropriate Phase Messages. 
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Blocks (a) and (b) may be repeated as often as required and appear in any order. 

Block (c) the directive to terminate the run and deallocate all peripherals Is 
mandatory. 

P;L;8;5; - indicates that an off-line Printer 
an on-line Printer 
an 8-hole Punch 
a 5-hole Punch 

will be required (not all four are mandatory, but at least one must be quoted, 
those required are to be placed in order preference. 

FROM < ident > ; 

ONTOddent> 

EX<ident>; 

<ident> 

Md; 

specifies the label of the magnetic tape to be input for 
the run (old text tape). 

specifies the label to be written to the output tape. (new 
text tape for assembly phase, binary tape for translate 
phase). 

an optional - specifies the present label of the tape to be 
used for output. If this parameter is omitted a work tape 
is used. 

is any 8 or 16 character tape label as in Section 22' 2 of 
the Service Routine Library Manual. 

indicates number of magnetic tape units available to the 
system. "d" must be 3,4 or 5. This count does not 
include the off-line printer tape. If off-line printing is 
requested, the label +POSTOFF is written to a zero work 
tape which is used for this purpose. 

30.8 Assembly Phase Messages 
(8) = ESTABLISH program identifier; 

program title; 

ofp 5,8, L; -
followed by a source program 

Notes: = ESTABLISH indicates that the following source program is to be established 
on magnetic tape from paper tape. 

ofp 5,8, L- indicates 5-hole. 8-hole punch and line printer. These should 
appear in order of preference. At least one device must be specified. 

= indicates end of source program. (- and underline must be in case normal) 

Page 236 



(b) = CORRECT program identifier; 
RENAME new identifier; 

new title; 
olp 5,8,L;-
followed by "Correction texts", (see section 30· 4). 

NOte8: 
- CORRECT indicates that the sOLlrceprogram on the exi8ting tape i8 to be 
corrected, 
RENAME is optional, indicating the new identifier and title to be given to the 
amended program. 

Whenever a program is amended by a "CORRECTION" the POST 8Y8tem aLlto­
matically Llpdates the amendment nLlmber of the program's identifier. The 
8th and 9th characters of the 12 character program identifier are the amendment 
nLlmber which ShOLlld be 00 when the program is originally established. 

(c) :: DELETE program identifier -
An optional - indicates that the program is NOT to be copied to the new text 
tape. 

(If) :: TRANSFER program identifier-
An optional - indicates that the program is to be copied. 

(e) = COPY REST -
CaLlses all Llnprocessed programs, other than those transferred, to be copied to 
the new text tape. 

(f) = COpy NONE -
caLlses no unprocessed programs, other than those transferred, to be copied 
to the new text tape. 

Note Blocks (a) to (d) are optional and may appear in any order. Either block 
(e) or (f) mLlst be the last of the Assembly Phase Messages. 

ao· 4 CorrectiOll Texts 
Corrections of SOLlrce programs. to be applied Llnder the Control of Assembly 
Phase Messages (section 30· 3) mLlst conform to the following rLlles. They mLlst 
be given in the order in whch they will be processed assLlming a single scan throLlgh 
the source text. starting at the first line and must be in one of the forms given 
below. 

30·4·1 Copying FaciUties 
AFTER n LlNE(S) copies the next n (decimal digits) lines of text. 

AFTER LINE - copies LlP to, and inclLlding, the next line which starts 
with the indicated characters. 
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30· 4· 2 Deletion Facilities 
DELETE N LINE(S) - deletes the next n lines of text. 

DELETE TO AFTER LINE character-

DELETE TO BEFORE LINE character-

30·4·3 Insertion Facilltlel 
INSERT text -

Other Factltttel 
CHECK character -

CONNECT -

DISCONNECT -

copies the given text, which may be of any length, 
layout being preserved. The final-· is not preserved. 

causes the next line to be examined to see whether it 
begins as indicated. If the check is not satisfied, the 
item fails. 

cause the following lines of text to be printed on the 
device selected from the Correct ofp list (section 
30·3 (b),), UNTIL:-

causes the previous CONNECT- instruction to be 
cancelled. If this option is not included then, at 
the end of corrections for this particular program, 
the device will be automatically deallocated. 

3 ·4· 5 Library Extraction The student should now read Appendix 6 of 
Section 7· 3 of the Service Routine Library Manual. 

It will ne noticed that library .. " .; can be included anywhere in the program. 
If It occurs other than just before FINISH;-the format should be 

;A;B;Jr; library .... ;PO;r;C; 

The reason for this is that the actual text of the library subroutines will be sub­
stituted for libr~ .... ; in which case, were the jump instruction not included 
the Instruction to be obeyed after instruction B; would be the first in the library 
subroutine. But entry to the subroutine must be by JSL., .. ; Using the for­
mat above ensures that after B; control jumps to r; of the main program '(PO) 
and so obeys instruction C; next. This complication does not occur If library 
is placed just before FINISH; -and it is advised that It should always In general 
be In that position. 

Also pay particular attention that DELETE ~ .. ;-Is NOT a valid correc­
tion message. The method to use when requiring to alter the library callis 
clearly explained in the specification. 

30· 5 Translation Phase Messages 
(a) PROGRAM program identifier; 
or 

SEGMENT program Identifier; 
Indicates the program or segment to be compiled. 
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(II) Compiler; This must be either USERCODE; 
or KIDS GROVE ; 
or WHETSTONE; 
or FORTRAN; 

(ill) With Tables; Indicates that reference tables are to be output to the first 
available device specified in (vi) below. There are other 
items which may be used, a full list of which is given in 
the SRLM. 

(iv) STdddd; This option indicates the store limit dddd to be assigned to 
the compiled program. If omitted the store limit of the 
translator is assigned. 

(v) TLeeee; This option indicates the time limit eeee (seconds) to be 
assigned: if omitted a limit of 120 seconds is set. 

(vi) o/p5, 8, L;- (details as in Section 30 0 3(i». 

(vii) END TRANS LA TION-

blocks (i), (ii), (vi), (vii) are mandatory. 
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30- 6 Example of a POST l'UIl 

M 
KAB00050lUP3 
ASSEMBLE jFROM <POSTOUl2 >j 
ONTO <POSTOUl3> EX< POSTOUl3> ; 
L;8;-
-CORRECT KEZGL0403UPl; 
o/p L. 8j 
-CONNECT 
-INCLUDE LffiRARY 
-AFTER LINE Vll= 
-DELETE 1 LINE 
-INSERT Vl2 = PL7DClj 

:=ESTABLISH KESAOOlOOUPl; 
SAMPLE; 
o/p L. 8; 
V23; 
PROGRAM; 

UbraryL59 
!INISH; 

VO = B30; 
Vl = etc •• 

•• ••• _ .•. ;J9; 

~ELETE KEF.ABOOl9UPl 
::copy REST 
TRANSLATE ;FROM<POSTOUl3>; 
ONTO <POSTOUll> EX<POSTOUll>; 
M4; 
L;8j-
PROGRAM KEZGL0403UPl; 
USERCODE; 
WITH TABLES; 
ST l024;TL3; 
O/PL.8-
PROGRAM KEDATAA04AP2; 
K1DSGROVE; 
O/PL-
END TRANSLATION -
END POST-
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APPENDIX 1 ANSWERS 

Chapter 2 
1- (a) 157(10) 

(b) 29- 5(10) 

(e) 157 (8) 

(~ 35· 4(S) 

(e) 101(2) 

(f) 1101- 01 (2) 

2- (a) 45(10) 

(b) S)~ 
8)~ 

Or5 

Ans. 55(8) 

(b) 2)~ 
2)~ 1 
2)...!!...!:.... 0 
2)2.!..,. 1 
2)~ 1 
2)-.!..!:.... 0 

Or 1 

(lX10~+(5X101)+(7X100) 

(2X101)+(9X10~+(5X10-1) 

(lXS'+(5XS1)+(7XS~ 

(3XS1)+(5XSO)+(4XS-1) 

(lX22) +(OX21)+(lX2~ 

= (lX23)+(lX22)+(OX21)+(lX20)+(OX2-1)+(lX2-; 

Ans. 101101(2) 

N . B. The answer in binary could have been written down directly from the 
octal representation: 

55(S) 101 101(2) = 101 101(2) 

(a) 16· 5(10) 

(b) S)~ 
BL!LO 

Or2 

Ans. 20'4(8) 

·5 
S 

4·0 

(b) Taking answer directly from 20· 4(8) 

we have 010 000 . 100 = 10000'1(2) 
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4. 

6· 

6· 

(a) 634· 23 (8) 110011 100 • 010011(2) = 110011100'010011(2) 

(b) 2.1(8) 010 • 001 = 10· 001 (2) 

(0) 100· 001(8) 001 000 000 • 000 000 001(2) = 1000000'000000001(2) 

(a) 101 101'101(2) 101 101 • 101(2) = 55· 5 (8) 

(b) 1101'1101(2) 001 101 • 110 100(2) = 15- 64(8) 

(0) 1·1 (2) 

(II) 276(8) 

167(8) 

3§l 
517 
21 

(b) 12· 43 
762·4 

0·13 
775,16(8) 

001 • 100(2) = 1· 4(8) 

6+7+2(10) = 15(10) 17(8) put down 7 carry 1. 

7+6+3+1(10) = 17(10) 21(8) put down 1 carry 2. 

2+1+2(10) = 5(10) 5(8) put down 5 carry O. 

Answer 517(8) 

7-7 = 0 (0) 36· 27(8) 

15· 37(8) 

20' 70(8) 

2-3 will not go; borrow 1 (which when brought over = 8) 

8+2-3 (10) = 7 

(d) 521· 63 (8) 

43·67 

455· 74 8) 
-( 

pay back the 1 
6- (5+1) = 0 

(II) 10000·1000 (2) 

(b) 1010101111010'00011(2) 

(c) 101010'1101001(2) 

(d) 110.1(2) 

Chapter 3 
l' (a) 41 42 43 44 23 2434 75 
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(0) .3263326432573260 

2· (8) £1 .... 9s 

(b) AD 
ab 

(0) NO ~-.... 

S' Of the 95 bits, DO-D94, DO is the sign digit. To hold an integer the bin-
ary point is placed after D94. We can use D1-D94 to hold the integer, i.e., 
94 bits. 

With 94 bits all holding l' s we have the largest losiuve Integer possible. 
1 added to this makes 1 followed by 94 O's = 29 . 
Answer 294 _1. 

4' (a) 11 integral places implies that the programmer imagines the binary 
point to be after D11. The binary pattern for +16 is 10000. 

Hence the the 12 bit word contains !!.,..Q.9 !!!t9 Q!.9 ~ 
Written in octal this is 0 0 2 0 

(b) Using the equation x=(-s+f)X2P and substituting the known quantities 
we have 

-16 = (-1+f)X24. 

But 24 = 16, hence f = O. 

So that the 12 bit word contains 100000000000 

i. e., 4000 in octal. 

(0) -0·575 = (-1+f)X20 = -l+f 
(10) 

Therefore f = +0'425(10) 

Convert this octal ,425 
a 

3·400 
a 

a 
1'6 
~ 

f,a 
~ 

!'4 
(Since it is only a 12 bit word, and each octal digit uses Up 3 of these bits. we 
really only need to calculate to 4 octal digits. However it 1s better togo to 5 
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for purposes of rounding up if necessary). 

Therefore· 425 (10) • 33146(8) 

·011 011 001 100 110(2) 

s=l; so the contents are 1 01 101 100 110, (no rounding necessary). 

Answer: 5546 

(d) 31' 5 = (-0+f)x25 

= fx 32 

therefore f ~ 31,5/:.12 = 0'984375(10) 

Convert to octal:- O' 984375 
8 

7·875000 
8 

7 000 

31· 5/32(10) = • 77(8) = '111111(2) 

s = 0, so the contents are 0 11 III 100000 

Answer: 3740 

(e) -0'09375 = (-1+f) x 2-3 = (-1+f)/8 

Therefore f = +0·25 = • 01 
(10) (2) 

s = I, 80 the contents are 101 000000000 

Answer: 5000 

(f) As this is required as an Integer we require the point to be after 
D11 (In a 12 bit word). 

1865 (10) convertf'ct:-

= 3511(8) 

= 011101001001' (2) 

8/ 1865 
8/ 233 r 1 
8/ 29· r 1 
8/ 3 r 5 

o r 3 

Hence contents are 3511 

(g) For maximum precision -0' 0001(10) $; 2P 

therefore p has to be -13 
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N.B. 2-13 = ·000122 .... '(10) 

2-14 = ·000061. .... (10) 

-0.0001 = (-1+f) x 2-13 
(10) 

f ., 1-(. 0001X213) ( 213 8192. J 

" 0·1808 
(10) 

Convert to ocotal = • 13444(8) 

= • 001 011 100 100 100(2) 

=f 

s = I, so word contains 1 00 101 110010 
Which in octal is 4562 

5. (Il) 16<25 Therefore p=5 {N .B. 16 is not 1e •• than 2~ 

+16 = (_0+!)X25 

Pattern is 01000010110000 .........• 

(b) I -161 ~ 24 Therefore p=4 

-16 = (-1+0)X24 

Pattern is 1100001000000 •....... 

(0) -0'575~ 20 Therefore p = 0 

From question 4c we see that f = • 01101100i100110 .•...••• 

So that the standard floating point pattern is 
1 10000000011011001100110 ....... . 

(d) 31' lie: 25 Therefore p=5 
From question 4d, f=·l11111 

Answer is 0 10000101 1111110000 •....•.. 

(e) It is explained in the text that floating point zero is always set the 
ume as fixed point zero. 

Answer is 48 O's 

(f) -0. 09375< 2-3 Therefore p=-3 

From question 4e, f=· 01 

Answer is 1 01111101 0100000 ••••.... 
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Chapter 6, 
1- Set 1 o 

(a) YO ES12 
YI9 ES31 

(b) EO 1024 1024 = EO 
YO ES12 IS36 

(0) ESI2= YO 
ESI7= YS 

(~ YO ES12 ES12 = YO 
Y32 ES44 

(e) YO IS36 
Y32 IS68 

(f) YAS 1236 
YAO = 1231 

1024 Et 
1231 E207 
YAO Is' E207 (or 1231). 

2- This first V store declaration of any program, VO, Is ALWAYS placed 
In E8. 

8' E12 Is the same as V4 
V4; =EI2; Is the same as V4;=V4; 

1. e., the effect Is to fetch a copy of the contents of V 4 into the top cell of the 
nesting store and then overwrite what Is In V 4 with what Is In the top cell of the 
nesting store - resultant effect Is Nil. 

,. 31, because if the gap were greater than or equal to 32 the data area would 
be pushed up as far as possible a multiple of 32 words. 

IS· No, because 1183 Is not a multiple of 32 and EO Is always placed at the 
beginning of a line. 

1- Set 2 
EO 2048 

ES44 = 2S92 = YO 
Y3S = 2627 

main store word address 2627 Is also Y3S. 

128(10) =' 200(8) 
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Since the number Is held to 47 Integral places. the point comes after 047. 
Hence the contents of the word. expressed In octal Is 0000 00 00 00 00 02 00. 

2' For Standard floating point the value of p has to be the algebraic minimum 
To find this. for positive numbers. we use 128<2P• 

Try p = 7 27 = 128. 

Is 128<27• answer No. 
8 

So Increase p by 1. 2 = 256 
8 

Is 128< 2 • answer Yes. 

Hence p must be 8. 

We now need to find s and f from the equatlon:-
8 

128 = (-s+f)X2 

s is 0 because the original number. 128. is positive. 

128 = fx256 

128 = f 
256 

Hence s = 0; f = '1000(2); P = 8(10) = 1000(2) 

So. in standard floating point, 128 is 

00 D1 02 03 04 05 06 07 08 09 

f=0'5(10) 

= 0'1(2) 

010 ...... 

10 
, 

1 
I 

0 0 0 1 0 0 0 I 1 0 0 0 ...... : . 
2 1 0 4 

An.swer: 2104000000000000 

(N. B. The full 48 bits (16 octal digits) must be shown). 

Chapter '1 
l' Set 1 

0 ...... 

During the compilatiott of the Usercode program into machine code the dec­
laration V7 = 4; is converted into the integer 4. as a binary number held to 
47 integral places which is placed into the position reserved for V7 (I. e .• EI5). 
This is not an "instruction" and so will not be obeyed at run time. The way 
to obtain the constant during run time is by the instruction V7; which fetches 
the contents of V7 into the nesting store. 

When the Instruction SET4; is encountered during compilation a 3 syllable 
(24 bit) machine codt equivalent is generated - the first 8 bits are the machine 
code equivalent of SET and the latter 16 bits will hold the integer 4. This is 
an instruction which. when obeyed during run time. causes a copy of the last 
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16 bits of itself to be entered into the least significanl16 bits of thetop.eell 
of the nesting store. 

2- (a) VO 2'3 +5/18' 10 • 

(b) VlD 17 20' 01' 27 20/94' 10' -10 . 

(c) V3D F:l2-2; 

3- va D070Ull; 

4' (a) V7 AW3; 

(b) V 1:1 AV16; 

(c) V9 AR12; 

(d) VIO AYAOL; 

(e) 129 as a binary integer held to 47 integral places. 

5- (a) Valid 

(b) Not Valid; 32768>32767. 

(c) Not Valid 1.024 should be 1024 

(d) Valid provided the equivalent E address of Y(-92) is not negative - this 
ml':ms that all absolute addresses must be positive. 

(e) Valid 

(f) Not Valid.; a reference specifies a "point" and so cannot have an Upper 
or Lower half. 

6' (a) Not Valid; 8 is not un octal digit. 

(b) Valid 

(0) Not Valid; 17- 5 calUiot beheld in 4 binary integral places. 

(d) Valid 

(e) N.ot Valid. A half length word only has 24 bits so tl)at. at mos't, only 
1:1 octal digits can follow the B. 

(I) Valid; there is no reason why the lower half of V2 (i.e .• the lower 
half of EIO) should not contain the integer 21 (21 is the half length address of 
EI0L). 
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7- (a) Valid 

(b) VaUd 

(0) Not Valid; the •• representing a space, does not require 1 ! around it. 

(d) Not Valid; should be V1S/16= •.••.• 

(e) Valid. 

(I) Valid 

(g) KDF 9 PROG. EX. 

8- (a) Valid 

(b) Valid; equivalent to SET - 163; 

(c) Valid 

(d) Valid 

(e) SET Bt/Pi is not valid. 

(f) SETz; is not vaUd. The correct version of this is SET 1700; 

(g) Not Valid; should be SET AY40: 

(b) Valid 

9' V4 = B1/2; 

Sell 
1- For maximum precision p must be algebraic mlnlmum:-

..!.. < 2P ..!.. < 2-3 (i.e.,..!.. <!) P = -3. 
10 10 10 8 

V3D = 0·1/-3: 

J. The binary point is to be considered as being Just to the right of D7 making 
the contents of the word. 

011010110011011000 •••••• 

V5 = B32633/14; 

8- A SET Instruction cumot be of the form SETup; 

3-5(10) = 11-1(2); this, held to 43 Integral pisces gives 00 ••••• 00011100~D47 

Answer: SETB70; or SET56; 
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Chapter 8 
l' Set 1 

(a) =Ql;=+Ql:=-tQl: 

(b) 1. DC5;DC5; 

2. SET-2; =+C5: 

3. SET5; =C5; 

(c) 1. SET64;=RC1; 

2. SET3;=Cl;SETAYO;=Il;SETAY64;=Ml; 

3. SET-2:=RIl; 

4. QO;=RC1; 

6. SET74;=RCI ;M+ll; 

2' 1. IMITOQ3: COTOQ3; 

2. Q2TOQ3 ;13 =-2; 

3. Q2TOQ3;DC3:NC3: 

4. Q2TOQ3; NC3;DC3;NC3; 

6. QOTOQ3 ;I2TOQ3;M +13; 

Set 2 
l' YO 

6. 11 TOQ3;C2TOQ3; 

E320. 

AY3 = 323 

AE4U = 8 

Y3 E323. 

The contents of Q5 after the two given instructions will therefore be: 

323/-1/8 

0000000101000011(2)/1111111111111111/0000000000001000 

Expressed in octal this is 0024177777600010 

Answer: V7 = B0024177777600010; 
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(N. B. It is to be emphasized that in practice a Q Type constant would be used 
as V7 = Q AY3/ -1/ AE4U;) 

(b) The only difference between this and the previous question is that the 
modifier is to contain AE4 (Le., 9) instead of AE4U (1.e., 8). 

Answer V7 = B0024177777600011; 

(0) YO = E320, . •• E322 = Y2 

100(10) = 144(8) 

E322 is therefore to contain 

..... 00001100102 '000000000000000 
D32 

a L!ruL 
a L!!.,.r 4 
a L-Lr 4 

Or 1 

Breaking this down to its 3 groups of 16 bits this becomes 

c 
i 

o 
= 50(10) 

m = 0 

Answer: va = QO/50/0; 

2· (8) 63/9/13 

(b) 63/9/11 

(0) 63/9/523 (Note that the digits after the B are 'octal', and that any 
spaces are ignored) 

(d) 63/9/5 

Ce) 63/9/11 

(I) 63/9/13 

(I) 63/19/3 

(h) 73/9/3 

a· 0/0/0 

4· 0/2/0 (Note that after the instruction =RM5; Q5 wi1l be 0/1/-1, and when 
= +Q5; is obeyed the process is to bring all of Q5 into N1, N1 and N2 are added 
(assuming the bits form a fixed point integer), and then the result is placed back 
into Q5). 
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Chapter 9 
Set 1 

l' PERM: 

2' CAB: 

3' REV:DUPD:REV: 

Set 2 
l' VO FI9·6l15: 

VI = Q AY30/16/AYI5: 
VO: =Q5: SETB235:=Q7: 
VI :=Qll:111:=RC9:DC9: 
SET6:=I9:SETI28:=M8: 
CI9TOQ8:CI9TOQIO:Cl1:=MIO:CIO:=+MIO: 

Chapter 10 
Setl 

l' QI: =YO: 

2· MOMI: =MOM2: or EOMI: =EOM2: 

3· (a) SET32: =RCI: 
I: YOMI: =YAOMI:M+I1:DCI:JICINZ: ..... 

(b) SET32: =RCI: 
I: YOM1:=YAOMIQ:JICINZ: ..... 

,. =Ql:JICINZ:11:=RM2:1l=+1: 
2: MOMIQ:=MOM2Q;J2CINZ: ..... 
I: ..... . 

5· SET31:=RCl:SET3:=ll;I15=+1: 
I: YOMl:=MOMI5Q:YIMlQ:=MOMI5Q:JICINZ: ..... 

Seu 
l' Ql:=+Q2:Q2:=E256: 

2' (a) Y35 will contain the integer 707(10) held to 47 integral places. 

(b) No overall effect on Y35. 

(0) Q5 becomes 27/680/680 and a copy of the contents of Y707 will be 
placed in Y35. 

(d) No overall effect on Y35, Q5 becomes 27/680/680 and M4 becomes 27 .. 
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(e) no overall effect on Y35, Q5 becomes 27/680/680 and M4 becomes 27. 

(f) Q5 becomes 27/680/680 and M4 becomes 680. 

3' (~ No overall effect on E 7, but M6=7 and M5=7. 

(b) E 7 will contain a copy of the contents of Y7, 
Nl will contain integer 327 and M5=7 and M6=327. 

(0) Y7 will contain a copy of the contents of E14, 
Nl=327, N?=320, M6=14, 

(" Y7 will contain a copy of contents of Y14, 
Nl=7, N2=320, M5=327, M6=7. 

4' Nesting store empty. 
Y2 contains a copy of contents of Yl, and Y3 a copy of Y42. 
Ql=93/0/0, Q2=AY93/9410, Q5 -I/O/-I. 

Chapter 11 
Bet! 

l' SET6;=RCli 
YOMIQ~TR; 

I, DUPD;+D,YOMIQ,STR,+D,JICINZ,=Y6,=Y7, 

a· SET32,=RCl,ZEROiSTRi 
I,YBOMl,STR,YAOMIQ,STR,-D,+D,JICINZ, 
OONT, .....•........ 
2, 

a· DUPD,REV,SIGN,=M5, 

,. DUPD ;AND;NEV ;NEV ; 

6' BITS;NOT;SETl,AND,=Cl, 

e, (~ 20 20 20 23 22 27 26 30 
(lit 00 00 OQ 03 02 07 06 10 
(0) 00 00 00 00 00 10 00 00 

,. VO=B1212121212010212, 
VO;REV,1'OB; 

e· VO=B1717171717171717, 
Vl=B 1212010612010612, 
VO;AND,Vl;REV,1'OB, 

Page 253 



9· VO=BI212121212121212; 
VO;REV;FHB; 
1111111111111111 

10· VO=B 1212121201040102 
Vl=B 2020202020202020; 
VO;REV ;FRB;Vl ;OR; 

Set 2 
1· As for answer to question 10 Set 1 except that Vl=B2020202000200020; 

2· (a) The original integer +1 
(b) The original integer -1 

3· VO=PI2345678; sets the Contents of VO (expressed in octal) as 
2122232425262730 
VO=BOI02030405060710 sets the Contents of VO (expressed in octal) as 
0102030405060710 
So that the first is the character form of the digits and the second is the 
binary coded form of the digits. 

Chapter 12 
Set 1 

1· VO QO/AYPO/AYPI9; 

2· 

VI = B30; 
V2 = P 1 7DC 1; 
VI; =YPO;YA47;=YP1; 
SET 16;=RCI;ZERO; 

1 ;DUP;",YP2MIQ;JICINZ; 
YR31,~YPI8; 

V2;=YPI9; 
VO;SET8;OUT; 

VO BIO; 
VI Q4095/ -1/120; 
V2 P LNC6Dj; 
V3 Q 0/AYPO/AYP1; 
V4 Q50/2/0; 
V5 QO/ A YPO/ A YP3; 

VO;=YPO;Vl;=YP1; 
V3;SET8;OUT;\" 4;=Ql; 

1 ;VO;~YPO;V2;·=YPI ;YAIMI ;=YP2; 
YA2MIQ;=YP3;SET8;OUT;JICINZ; 
VO ;=YPO;V 1 ;=YPI ;V3;SET8;OUT; 
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Set 2 
l' VO=9; Is just the same as VO = B11; 

Vl=P1..P70j; Is just the same 8S VI = Q4095/··1/-1 
Hence thc effect of the Instructions Is to CIlUIII' a punch gap of 12 Inches using 
strcam number B11. 

(N. n. Aftcr the OUTS VO will have been ovel'wrltten) . 

2' VO = P17Sj/;lsjustthesameasVO=BI7; 
VI = B0753444677003137; the same as 
VI = PLNj KDF LOj *9. ; 
V2 = B2000011; Is just the same as V2 = QO/AVO/AV1; because V2 = really 
contains Q 0/ AES/ AE9 or 111 other words 0/S/9 which Is (In binary) 
16 0's/12 O's lQOO/12 O's 1001, which Is In octal 000000002000011. 

Hence the effect Is to cause the contents of VI to be punched on the paper tape 
punch using stream B17 which Is In VO. (N.B.SETI0; Is the same as SET S;). 

Chapter 13 
Set 1 

l' SETI024;=RC4; 
QOTOQI;=1:QIT0Q2; 
QITOQ3; 

5; YOM4Q;OUP;Jl>Z;J2=Z;OC3;J4; 
1; ERASE ;OCl;J4 
2; OC2;J4; 
4; J5C4NZ;NCl;NC2;NC3; 

Note the OUP; after YOM4Q; this is necessary because even if a jump does 
not occur on Jl>Z; the original contents of Nl will be erased by they are sun 
needed for the next Instruction J2=Z; Should the jump occur on Jl> Z then it Is 
(in this case) necessary to have ERASE; after 1; 

2' SET32;=RCl; 
QOTOQ2;I2=1 ;Q2TOQ3 ;Q2TOQ4; 

5; YOMIQ;OUPO;-;OUP;Jl=Z;J2<Z;=YBOM4*;J4; 
1; ERASE;ERASE;DC2;J4; 
2; =YAOM2Q; 
4; J5CINZ ;ERASE ;C3 ;NEG;C4;NEG;C2;NEG; 

Seta 
l' SET244S; 

J. Had we used SET-I; all the 4S bits of Nl would have been l's. 
Note that the SET inst!:uction first sets up the least significant 16 bits of Nl 

ad tIleD puts a copy of 032 into 00-031. Hence it is DOt possible to set 00-031 
as O's and 032-047 as l's by a set Instruction. 
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Chapter 14 
Set 1 

l' Y4:JSLI000:=YP1:=YP2; 
The call message JWlt before FINISH:­
w1ll be 
library LIOOO: 
(LI000) : 

Set2 
l' VO=PFDj +; 

Vl=PL7Dj-; 
V2/3 = P*140737488355328: 
V4 = PL7Sj 0: 

Y4;DUP;Jl Z;VO;REV;DUP;J2=Z; 

3; JSLI000:J4; 
I; Vl;REV;VR;NEG;J3NV; 

ERASE:V3:V2:J4: 
2; V4;REV; 
4; =YPl;=YP2;=YPO; ....•. 

Chapter 18 
VO = B30; 
VI = P NAME L3Dej; 
V2/3 = P POWERS*OF*TWOL2DCj ; 
V4 P L7DCj; 
V5 QO/AYPO/AYPl; 
V6 = QO/AYQO/AYQ1; 
V7 = QO/AYPO/AYP3; 

VO:=YPO;Vl;,.YPl;V5;SET8;OUT; 
VO;=YQO;V4:=YQ1;V6:SET8:0UT; 
VO;=YPO ;V2 :=YPI :V3 ;=YP2;V5 ;NOT;NEG ;SET8;OUT; 
VO;=YQO;V6;SET8;OUT; 
V4;=YP3:SET40;=RC1;SET1; 
1; J2Cl Z ;DUP ;JSLI000 ;=YPI :=YP2 :VO;=YPO; 

V7;SET8;OUT;DUP;+;DC1;Jl; 
2: ERASE:ZERO;OUT: 

library LI000: 
(LI00) ; 
FINISH; 

Chapter 17 
Set 1 

1, VO = QO/AYDO/AYDIOOO; 
VI = QO/AYP53/ AYP57; 
V2/3 = P [NC]PARITY*P. T.R. [C); (N.B. Carriage return llDe feed t. 
not allowed on the flexowrUer when using OUTS); 
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V4 .. QO/AV2/AV3: 

VO:=Ql:SET2:SET5:0UT:=Cl: 
PREQl: 
VI :=Q2 :Cl TOQ2 :PARQl :J3TR: 
PRQ2:PARQ2;J2NTR: (Note the use of JrNTR): 

3: V4:=Q8:TWQ8: 
2: Cl :SET6:0UT: 

(N' B. TWQq: has been used to show its use but please bear in mind the 
comment at section 17'10 and particularly that when output goes to the 
typewriter none of the characters may be "Carriage return line feed at "Tab"). 

2, VO QO/AVI/AVl: 
VI P17DPj: 
V2 B0770067007710671: 
V3 QO/AV2/AV2: 
V4 QO/0/60: 

VO:=Ql:SET3:SET5: OUT:=Cl: 
LPQl:PARQl: 
LPQl:PARQl: 
LPQI :PARQI :J3NTR: 

(N.B. there are no Jumps after previous PARQq's. We are only interested 
if a parity occurred anywhere): 

3· t 

3, VO 
VI 
V2 
V3 
V4 
V5 

V4:=Q3:SET2:SET5:0UT:=C3: 
PGAPQ3: . 
V3:=Q2:C3TOQ3: 
PWQ2 ;PGAPQ3 :SET6-oUT: 
Cl:SET6:0UT: 

QO/AVI/AVI: 
P L7DPj: 
P L7DCj: 
Q O/AYPO/AYPI: 
Q O/AYPI/AYPI: 
P LNCjP*L.PLCj: 

VO:=QI:SET3:SET5:0UT:=Cl: 
LPQl :YR7:=YPO:V2:=YPI :V3:=Q2:Cl TOQ2: 
PARQI:JITR:LPQ2:V4:=QI:C2TOQI:PARQ2:,J2TR: 
LPQI :PARQI :J3TR:LPQ2 :PARQ2:J4TR; 

5: C2:SET6;OUT: ............. . 

1;2:3:4: V5:=YP1:V4:=Ql:TWQ1;J5: 
(Notice how the four parity failure jumps have been linked together by 

giving one point more than one reference. Also refer to the note after the 
solution to question 1). 

Page 257 



4· VO 
VI 
V2 

QO/0/40; 
QO/AYD5/AYD5; 
QO/l/l; 

VO;=Ql;SETl;SET5;OUT;DUP;=Cl; 
VI ;=Q2;=C2; 
SET5;=RC3; 

1; PGAPQl;PWEQ2; 
V2;=+Q2;DC3;JlC3NZ; 
SET60;=Ml; 
Cl ;SET6;OUT; 

6· VO/2 = P LN~ IS*IT*MONDAY LDQ}; 

V3 QO/AYO/AY2; 
VO;=YO;Vl;V2;=Y2; 
V3;=Ql;TWQl; 
(Refer to the note in solution to question 1.) 

(N. B. The operator's reply Y . - or N . - will go Into the first 3 characters 
of Y2 - the remaining 5 characters being 00(8)' It would have been possible for 

V3 = QO/ AVO/ AV2; but later in the course, when RESTARTS are dealt with, the 
reader will see that, In general, it is not wise to print out from V -stores). 

6· VO/l = P+KESUBLE. 50-1470; 
VI ;VO;SETI0;OUT;=Cl; 
(Note that VI must be brought into the ne,:·t than the least significant half). 

Set 2 
1· (a) w KDF LJ 9 

Ca....tindicates a space. The first character of the OULpUt to the lineprinter by 
LPQq; will be printed at the left of the next line). 

(b) LJKDF ul!. 

2' Answer: A 

Nl originally contained 3675(8) 

N.2 originally contained -1(8) L =-1(8)1 

.' • after -; Nl contains -3676(8) 

which is 7777777777774102(8) 

i.e., in P-<:onstant format this is l6DjAlCj 

(a) vo = 
Vl/2 = 
V3 
\14= 

QO!AYPI/AYP8; 
P JOE"'SOAP. l6DCj 
Pt'lf)'Pj; 
QO/A'YQ4/AYQ6; 



V4 QO/AYQ4!AYQ5; 
V5 P L7DCj; 
V7 QO/AYQO/AYQ5; 
V8 PLNj PARITY; 
V9 QO/AYQO/AYQ2; 

VO;=Ql;SET2;SET5;OUT;=Cl;PRQl; 
SETb~S;YQ4;V3;=YQ5; 

V4;SET8;OUT; 
SETB3S;=YQl;V2;~YQ2; 

V9;SET8;OUT; 
V5;=YQ5;PARQl; 
Cl ;SETS;OUT;Jl TR; 
(Notice reason for deallocating before jumpUig on test register after 

PARQq;) 
SETB3S;DUP;=YQ4;V4;DUP;SET8;OUT;REV; 
=YQ4;SET8;OUT;ZERO;DUP r VQ2;=YQ3; 
SET8;=RCl;SETB3S; 

2; DUP ;=YQO ;YPIMIQ;=YQI ;YPIMIQ;=YQ4; 
V7;SET8;OUT;DUP;=YQ4;V4;SET8;OUT;J2CINZ; 

3; ZERO;OUT; 
1; V8;=YQ5;ZERO;=YQ4;V 4;SET8;OUT;J3; 

FINISH; 

Chapter 18 
Set 1 

1- VI = QI0/I0/AYO; 
VI;=Ql;Il5=+I; 

1; M~I;=_MI5Q; 
MSDMIQN;=M!6M15Q-JICINZ; 

2- VI = Q32/2/AYAOL; 
V2 = Q32/3/AYBjilJU; 
Vl;=Ql;V2;=Q2; 

1; MiJMIQH ;=MtJM2QH ;JICINZ; 

3- VI = Q9/1S/AY"U; 
V2 = Q9/1S/AYf/JL; 
Vl;=QI;V2;=Q2; 

1; MiJMIH;MIi'JM2H;=~MIH;=MilM2H; 
M0MIHN ;MilM2HN ;=M9JMIQHN ;=~M2QHN iJICINZ; 

Set 2 
1- 0000000000201235(~ 

2- Answer: NO. 

MilM~HN; fetches a copy of the half length word ElU into 
DO - D23 of Nl. 
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SET5: Sets the Integer 5, held to 47 integral places, into the nest. 

Hence when Nl Is added to N2 a mixed result Is obtained. 

",MOMOHN: overwrites the half word EIU with the contents of DO -D23 of 
Nl, which will not have changed. 

Chapter 19 
Set 1 

l' SET64:=RC1:ZERO:STR; 
I: YOMIQ:DUP:xD:+D:J2V; 

JICINZ: 

2· (a) SETAYOU:=RM1; 
MOMIQH :MOMlH:x; 

(b) 46 integral places 

3' VO = B 1717171717171717; 
VI = B 1212121212121212; 

VO:YO;AND;Vl;REV;TOB: 
SET240;XD :CONT;=YO; 

". VO = Q64/1/0: 
VO:=Ql:ZERO:DUP: 

I: YOMIQ:STR:+D:JICINZ: 
Ml; .. D: 
(Note that Ml now contains 64 and Cl contains 0). 

6' SET12;+I;=Y2; 
SET20;+I ;=Yl; 

",YO; 

8· (a) Valid 128 = 6· 7 
18 

and 6' 7 can be held to (8-5) integral places 

(b) Not Valid !.!!...- > 1 
17,785 

and this cannot be held to (5-5) integral places. 

10 -2 
(e) Not Valid..1 = 2 

212 

Since this is +ve we use 2 -2..:: 2P 
-2 1 

But p we are allowed is (11-13), hence 2 (= ~ cannot be held in -2 
integral places. 
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8et2 
l' UUUUUUU+UUUUUUU4UUUUUUUUUUUUUUU+UUUUUUU1 

5 2 
5 + 2 

+ 4 1 

2' VO -13; 
VI -3; 
V2 =13; 
V3 +3; 
V4 +13; 
V5 -3; 
V6 +13; 
V7 +3; 

3' The first syllable of the two syllable Instruction MOM1; will be placed in the 
main store so that It Is In the 1st syllable of the next available word. 

Similarly for the three syllable instruction JICINZ; Any unused syllables of the 
preceding word wlll automatically be fUled with sufficient one syllable DUMMY; 
instructions. 

Chapter 20 
Sets 1 and 2 

l' (a) VO = Q60/1/AY9; 
VO ;=Ql ;ZERO ;DUP-

1; MOMIQ;DUP;X+-6;JICINZ; 
(The instruction X+-6; could have been written as XD;SHAD-6;+D) 

(b) 6 integral places. 

30 
The largest possible answer Is 18 = 1 2/3 

To find the p to hold the answer to maximum preclsion:­

Ij < 2P 

Therefore p needs to be 1. 

But N2 has p=5 
Nl has p=6 

So that result may have p=1 the contents of N2 (the numberator needs to be 
shifted -2 binary places so as to make its p=7. 
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Then 7-6 = 1. 

Solution: -

ZERO ;CAB;SHAD-2;CAB;+D; 

3' ZERO;REV;SET8;=RCl; 

1; SHLD-3;SHL-3;DCl;JICINZ; 
ERASE ;SHL-24; 

4· =Ql ;J3CIZ ;MOMIQ;J2CIZ; 
MOMIQ;MAX;J4CIZ; 

1; MOMIQ;MAX;PERM;MAX;ERASE; 
REV ;JICINZ ;J4; 

2; DUP;J4; 

3; ZERO;DUP; 

4; VR; ....... . 

6' Number f p 

2'5 ·625 2 
1'0 ·5 1 

-1' 0 0 0 (N .B. 8=1) 
5·25 ·65625 3 

·25 '5 -1 
4·7 ·5875 3 
0'1 . 8 -3 

6· YO;DUP;J2=Z;DUP; 
=RCl;SETAY1;=Ml;ZERO; 

1; MOMIQ;STAND;+F;JICINZ; 
REV;SET47;FLOAT;+F; 
=MOMl;J3; 

2; ERASE; 

3; ...... . 

7· YO;DUP;J3:!;;Z;=RCl;QIT0Q2;SET-128': 
1; YIMIQ;FIX;REV;ERASE;MAX;REV;ERASE;JICINZ; 

2; DUP;Y1MIQ;J2C2NZ;=;=C15; 
SHAC15 ;=Y1MIQ;J2C2NZ ;=YIMl; 

3; (n.oO); 

8' SET64;=RCl;ZERO;DUP; 
1; YOMIQ;DUP;CAB;+;PERM;SET47; 

FLOAT;+F;REV;JICINZ; 
REV;FIX;SET47;-; =Cl; 
SHACl;REV ;SIGN; 
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9' ROUNDF; 

Model Solution to Programming Exercise B 
(Although the following is neatly finalised with the V store declarations followed 
by the instructions. the reader must not be led to think that the course of writing 
the program was to write all the declarations then the instructions. The process 
was to write the instructions and on a separate sheet to write the declarations as 
the need for them arose.) 

An elementary solution would be:'. 

VO QO/AYO/AY32; 
VI B30; 
V2 P SORT i3DCJ; 
V3 B 1212121212121212; 
V4 B 1717171717171717; 
V5 Q O/AVl/AV2; 
V6 PPAR.P.T.; 
V7 P pDCj; 
V8 *O/AYAO/AYA2; 
V9 *O/AYAO/AYAl; 

VO;=Ql;SET2;SET5;OUT;=Cl; 
PREQl;V5;SET8;OUT;(Vlis now B30;)PARQ1;J101TR; 
Cl;SET6;OUT; 
YO;V 4;AND ;V3 ;REV ;TOB ;=RC2 ;M+I2; 
SETl;DUP;=RM3;=RM5; 

2; M3;C2;~;J3=Z; 
M3TOQ4;M3TOQ5 ;M+I5; 

4; M5;C2;-;J5>Z; 
YOM4;YOM5;-;J6<Z; 
M5TOQ4; 

6; M+I5;J4; 
5; YOM4;YOM3;=YOM4;=YOM3;M+13;J2; 
3; V7;=YA2; 
4; SETB30;=YAO;YOM2Q;=YA1;V8;SET8;OUT;J4C2NZ; 
7: ZERO;OUT; 

101: SET~=YAO:V6:=YAI ;V9 ;SET8;OUT:Cl :SET6;OUT;J7: 
FINISH:-

Probably a better solUtion, making use of more types of Usercode Insturctions, 
would be as below:-

VO = Q 0/AYO/AY32; 
VI = B 30; 
V2/5 = P MODEL*SOLUTION*TO 

*SORT*EXERCISE: 
V6 = P iIDC]": 
V7 = Q 6/1/0: 
V8 = Q 0/AYP.o/AYP5: 
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V9 = 
V10 = 
Vll = 
V12 = 
V13 = 
V14 = 

1· · 

2· · 
4; 

6· · 5· · 3; 
8; 

7; 
101; 
102; 
103; 

Chapter 22 
Set 1 

l' VO 
Vl = 
V2 = 

B 1212121212121212; 
B 1717171717171717; 
Q 0/ A YPO/ A YP2; 
P PARITY; 
P N*IS*O; 
QO/AYPO/AYP1; 
YO; =Q1; SET2; SET5; OUT; =C1; 
PREQ1; V7; =Q2; 
V1M2; =YPOM2Q; JIC2NZ; 
V8; SET8; OUT; VI; =YPO;V6=YPl;V14;SET8;OUT; 
PARQ1; J101TR; C1; SET6; OUT; 
V9; YO; V10; AND; TOB; DUP; =RC2; =RC3; 
JI02C3Z; 
SETI; =M3; DC3; 
J3C3Z; 
M3; =RM4; M4TOQ5; M+I5; 
M5; C2; SIGN; J5>Z; 
YOM4; YOM5; SIGN; J6<Z; 
M5; =M4; 
M+I5; J4; 
YOM4; YOM3; =YOM4; =YOM3Q; J2; 
V6; =YP2; 
VI; =YPO; YIM2Q; =YP1; 
Vll; SET8; OUT; JSC2NZ; 
ZERO; OUT; 
VI2; JI03; 
VI3; J103; 
=YPI; VI; =YPO; V6; =YP2; 
Vl1; SETS; OUT; J7; 
FINISH; 

QO/AYO/AY2; 
QO/AYBO/AYB2; 
QO/AYZO/AYZO; 

VO;=Q2;C1TOQ2;METQ2;JITR;MWQ2; 
V1;=Q3;CITOQ3;PARQ2;J2TR-MBRQ3; 
PARQ3;J2TR; ............. . 

2; ZERO ;=YZO;V2;=Q4;C1 TOQ4;MWQ4; ........... . 
2; Cl;SET6;OUT; ..... . 

2' VO = PABCD1234; 
VI = QO/1/4; 
V1;=Q1;VO;SET4;OUT;=C1;MFSKQl; 
PARQl;JlTR; ........ . 

1; Cl;SET6; OUT; 
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VO 
VI 
V2 

PABCDI235; 
QO/AYO/AYOOO; 
QO/AYZO/AYZO; 

VO;SET4;OUT;=RCI;M+II;MFSKQI; 
VI ;=Q2;Cl TOQ2;PARQl;Jl TR;METQ2;J2TR; 
MWQ2;PARQ2;JITR;M+II;MBSKQI;MBTQI;J3TR; 
P AHQ 1 ;Jl TH;M -11 ;MBSKQl ;MBTQl;J 4NTR; 
PAHQl;JITR; ............. . 

1; Cl;SET6;OUT; ........ . 
2; ZERO;=YZO;V2;=Q7;CITOQ7;MWQ&; ....... . 
3; (Routine required to show that "Too few blocks written"); ... . 
4; (Routine required to show that "Too many blocks written") ; ... . 

Set 2 
VO P KEEMOOOO; 
VIP KEDJ9999; 
V2 QO/l/l; 
V3 QO/AYAO/AYAI023; 
V4 QO/AYBO/AYBI023; 

VO;SET4;OUT;DUP;=YDO;=RC3;M+I3;MFSKQ3; 
Vl;SET4;OUT;DUP;=YDI;=RC4;M+I4;MFSKQ4; 
PARQ3;JITR; 
(Claimed and positioned both tapes); 
V2;=Ql ;(Block counter) ;V3;=Q5;V 4;=Q6; 
C3TOQ5;C4TOQ6; (Sett up areas for read and write, not locked out); 
PARQ4;JITR; 

3; MFREQ5;IM5TOQ7;IM5TOQ5;IM7TOQ6; 
(Interchange areas for double buffering) ;PARQ5;JITR; 
PARQ6;JITR;MLBQ5;J4TR; 
METQ6;J5TR; 
METW6;J5TR; 
MWEQ6;M+I3; (Add 1 to counter); J3; 

1; (Print mag parity via OUTS) ;JI0; 
4; MLWEQ6;M+ll;APRQ6;JITR;C6TOQl;MBTQl;JITR; 

MBSKQ1; 
MBTQl;J6TR;M4TOQl; (Sets 1 in Mode); PARQ1;JITR; 
MBSKQl; 
MBTQl;J7NTR; (Check tape correctly written); PARQ1;JITR; 

10; YDO ;SET6;OUT;YDI ;SET6;OUT ;ZERO ;OUT; 
5; (Print end of tape); JlO; 
6; (Print too few); JI0; 
7; (Print too many); JIO; 

FINISH; 
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Chapter 23 
Set 1 

1- P2VO: 
JITR:ZERO:=WO: 

2: SET4;OUT;DUP:=RCI5:M+I15: 
MFSKQI5:PARQI5:J3TR:WO;=TR;EXIT2; 

2: SET-l;=Wo;J2; 
3; EXIT1; 

2- P4VO; 
3; =Q15;QOTOQI4:J2V;SET1:=WO; 
4; MOMI5Q:DUP;DUP;=Q14:J5CI5Z; 
5: QI4:VR: 

ZERO;WO;MAX;ERASE:ERASE: 
6; EXIT; 
2; ZERO;=WO;J3; 

The principle here is to keep the current largest and smallest in the nesting 
store and to sum the rest in Q14. 

The largest possible value of n is 32767, hence the largest possible total of all 
the numbers is approximately 

4 . 9 13 14 . 
3' 2><10 x 10 = 3' 2><10 , this is less than l' 4'<10 and 80 the result can 
be held single length. No failure is possible so only the one exit is needed. 

Notice the method of ensuring that the overflow register is the same on exit 
as it was on entry. (N .B. ZERO ;ZERO :MAX; sets the overflow register). 

8' DUP;J3=Z;SETAR3;=LINK;EXIT2: 
3: ........ .. 

Set 2 
l' P6VO; 

PERM;=C14;=CI5: 
SH CCI4;N CI4;CI4;=+CI5 ;:Jl C15Z ;STR; 
REV ;SHXX15:STR;PERM;REV ;OONT;NCI5; 
SHCCI5;REV;OONT: 

I: SHCCI4:EXITl; 

Chapter 24 
Set! 

l' SET64:=RCl; 
ZERO;STR: 

* I:WOMIQ;DUMMY;DUMMY ;DUP: 
*X+F;JICINZS; 
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Chapter 24 
Set 1 

1- SET64;=RCl; 
ZERO;STR; 

*l;WOMIQ;DUMMY;DUMMY;DUP; 
*X+F;JICINZS; 

Set 
l' VO = Q12S/1/AYO; 

VO;=Ql;QO'IOQ2;MOMlQ;MOMlQ;MAX; 
*1;MOMIQ;MAX;PERM;*MAX;=+Q2;REV;JIClNZS; 
DUPD;+;Q2;+; 

Although a short loop is the best method for this routine it is unfortunate that 
the first two rules for optimisation of short loops given in paragraph 24- 2' 3 
cannot be obeyed. 

Chapter 25 
Model Solution to Programming Exercise C. 

VO QO/l/l; 
VI P NAME L3DCl; 
V2 QO/AYPO/AYPl; 
V3 P l7DCl; 
V4 QO/AYQO/AYQl; 
V5 Q47/l!AYO; 
V6 QO/AYl!AY48; 
V7 
VS 
V9 
VlO = 
Vll = 
V12 = 
V13 = 
V14 = 
V15 = 
V16 = 
V17 = 
V18 = 
V19 = 

B30; 
QO/AYPO/AYP6; 
P L7DCl; 
Q47/-l!AY47; 
1013 ; 
P L.B.PAR LCl; 
PEND. TP. LCl; 
PWRT.PARLCl; 
PB.R. D.PR LCl; 
P TOO_FEW lCl; 
P LB-BTPR LCl; 
P 1'00 MANY L Cl; 
P LBBKSKP LC1; 

VO;=Ql;V2;=Q2; 
ZERO ;SET4;OUT;=Cl; MFSKQl ;SETB30;=YPO;Vl;=YPl; 
V2:SETS;OUT: 
SETB30 :=YO-V3 :=YQl:V 4;SET8;OUT ;PARQl ;JlOl TR: 
ZERO :=YO :SETl:",Yl :V5 :=Q2; 

*1; MOM2:MOM2QN:+:*=MOM2N; 
JlC2NZS; 
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2; V6;=Q2;CITOQ2;METQ2;JI02TR;MWQ2;PARQ2;JI04TR; 
MBRQ2;PARQ2;JI04TR;MBSKQl;PARQl;J105TR;MBTQl;Jl06TR; 
MBSKQl;PARQl;JI07TR;MBTQl;JI08NTR;CI;SET6;OUT; 
Y48;JSLIOOO;=YPl;=YP2;V7;=YPO;ZERO;DUP;=YP3;DUP;=YP4;=YP5;V9;=YP6; 
V9;SET8;OUT; 
VIO;=Ql; 

3; MOMl;DUP;JSLI000;=YPl;YP2;V7;=YPO;MOMIQN;Vll;><D;CAB;+D; 
JSLIOOO;ZERO;SHLD+18;SHL+6;SETB37;OR;SHLD-18;ERASE; 
=YP4;=YP5;V8;SET8;OUT;J3CINZ;4;ZERO;OUT; 

101; (MT LBI Partty); VI2;J5; 
102; (End Tape); VI3;J5; 
103; (MT Write Parity); VI4;J5; 
104; (MT B.read Parity); VI5;J5; 
105; (MT LB BK Sk); VI9;J5; 
106; (Two few); VI6;J5; 
105, (MT parity LB-BTW); VI7;J5; 
108; (MT Too many); VI8;J5; 

5; =YPl;V7;=YPO;V2;SET8;OUT;Cl;SET6;OUT;J4; 
library LIOOO; 
(LIOOO); 
FINISH; 

(N .B. This program oauses the program to wlnd-up In the case of a 
failure Jump. but there Is no reason why an appropriate corrective routine 
should not have been used for the program to oontlnue.) 
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APPENDIX 2 REVIEW OF ELEMENTARY KA THEKA TICS 

This appendix is Intended for those who require a quick refresher or a review of 
the terminology of algebra. 

l' Algebrafc EquatlCll1s 
The "equality" symbol is used to Indicate that what is on the left hand side (LHS) 
of it is exactly equal to what is on the right hand side (RHS), (e.g., 2+3=4+1). 
This is known as an "equation". When one of the terms is not known a letter of 
the alphabet may be used to replace the unknown quantity. 

E.g., lfln the above equation the second term on the LHS were not known, the 
equation could be written as 

2 + Y = 4 + 1 .••••••• (i) 

To find the value of y from the equation 2 + Y = 4 + 1 all that is needed is to subtract 
the 2 from the LHS and RHS. 

So:­

Therefore 

2+y-2 

Y 

4+1-2 

3 

The rule is: to find the value of an unknown In equation add to, subtract from, 
multiply by, divide by, etc., both sides of the equation until the unknown 1s 
isolated on one side. 

E: g., to find the value of s given that 

2s+4=3-3s 

2s+4-4=3-3s-4 

2s -3s-1 

2s + 3s = -3s - 1 ... 3s 

5s -1 

2! -1 
5 5 

s .:! 
5 

Sometimes an equation has more than cme 1Dlknown term, e. g. , 

x = 4.,.8. 

If we can, by some other means, find the value of s, we can then find the value of x. 

··Let us say that s = 3 
we, then know that x = 4-3 

,', x = 1 
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This process of putting in a known value for an unknown value is called 
"substitution" . 

Let us now consider the equation 

y = 2+3X4 

Wha~ is the value of y1 

Is it 2 plus 3 giving 5 then multiplied by 4 giving y = 20, or is it 3 multipUed by 
4 giving 12 then plus 2 giving y = 141 The answer Ues in the rule that multipUcatl\._ .. 
(and divisions) must be done before additions (and subtractions). Hence in the 
equation above 3 x 4 = 12 then +2 gives y = 14. 

Some more examples are 

a = 4x2+3Xl 
(4x2) + (3Xl) 

8 + 4 

It will be noticed that the use of brackets has been made here: they are used to 
indi.cate that all operations inside the brackets are to be performed first. 

b = 3 - 8 + 2 x 10 + 140 
3 -(8+2) x 10 + 140 
3 - 4 x 10 + 140 
3 -(4XI0) + 140 
3 - 40 + 140 
103 

Notice the set of brackets which ensures the correct result is obtained. Brackets 
can be used at any time but notice how they work from the following examples. 

G = 3 + (4X2) 
= 3 + 8 

II 

d (3+4) x 2 
7x2 

!i 

It is convention to leave out the. multiplication sIgn just in front of or after a 
bracket when it is clear what js intended; 

Consider 

Page 270 

-d 2 x (3+4) 
2x7 
14 



It is clear that d = twice (3+4) 
Therefore we could write d = 2(3+4) 

An example linking the items so far reviewed is: 

2· Indices 

f 14 - (3-2) 8 - 2 x 4 
14 - (1) 8 - (2X4) 
14 - 8 - (2X4) 
14 - 8 - 8 
-2 

There is the type of equation where the LHS is equal to something on the RHS 
multiplied by itself many times. e. g .• y = 5x5x5x5 

It is conventional in this case to only write the 5 once and to put a little number 
above it to show how many times it is to be multiplied by itself. 

In this example we would write y = 54 

Let us now see what x is in the following case 

x = (-6+3) x 23 

(-3) x2x2x2 
(-3) x 8 
-24 

The "raised number" is called the index. 

To consider the index a little further we can see that 

45 - 1024 4 -
4 = 256 
43 = 64 
42 = 16 

A close inspection reveals that reducing the index by 1 has the 
effect of dividing the number by the "base" number, in this case 
4 (1024+4 = 256). 

From this we would assume that 

41 = 16+4 
= 4 (1. e., 4 multiplied together once) 

Surely if reducing the Index by 1 has the effect of dividing the answer by the base, 
then knowing that 

41 = 4 
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we must conclude that 

continuing further 

Two points emerge: 

1 

4-1 = 1+4 1 
-2 

4 = 1+4 = .L 
16 

<a) ADy number with an index 0 has the value 1 

(b) ADy number with a negative index has the value of 1 divided by the same 
number with the corresponding pol'litive index. 

E.g., 4-2 = ..!.. 
16 
1 
~ 

Therefore 4-2 = 1+42 

If then the equation x = (-s+f)X2P is to be solved where s, f and pare given values, 
the value of x can be found 

e.g. , x 

e.g. , n _ (_I+j)X2-2 

(-& Xl) 

-! 
12 
1 

'6 

The use· of the index is useful when large numbers are being referred to 

e. g .. , 17000000 

can be written as 17xI06 

3, 

or as 1· 7XI07 
etc. 

Two terms often used are "Iilgebralc" and ''numeric'' minimum. 

(a) Algebraic minimum refers to that quantity which is less than any other being 
considered, where a negative quantity is less than any poSitive quantity. 

Page 212 



(b) ,Numeric minimum refers to that quantity which is nearer to zero - or in 
other words the sign in front of the numbers are ignored and the smallest 
found. 

Hence +~ is numerically less than -1. 

4. Suffixing 
Although any letters can be used in an equation to represent unlalOwn quantities 
sometimes the same letter is used with a "suffix" to differentiate between the 
various terms. 

e.g. , x 2x4+7-3 

could be written as 

n alxa2+a3-a4 

where a 1 2 

a2 4 

a3 7 

a4 3 

There is no reason why the suffix should not be negative but in this case, to prevent 
confusion, the suffix is placed in parenthesis, e.g., a(_4) 

5. Jnequalities 
There is a class of equation where the LHS need not necessarily be equal to the 
RHS. This is expressed by the symbols 

< meaning algebraically less than 
> meaning algebraically greater than 
~ meaning algebraically greater than or equal to 
:;. meaning algebraically greater than or equal to. 

Examples: x~42 means that x can have any algebraic value which is less than 
or equal to 16. 

x< 23 means that x can have any algebraic value less than 8. 

6. Modulus 
When it is required to refer to the magnitude of a quantity without quoting whether 
it is positive or negative, then the quantity is placed between two vertical bars 
and called the "modulus of the quantity". 

e.g. , I 51 
I+!I 
1-41 

is the same as 5 
is the same as ~ 
is the same as 4 
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7. SlgnUlcance 

I x I (where x = -2) is the same as 2 
I Y I (where y = 4) is the same as 4 

In the number 34- 278, the digit 3 is the most significant 
and the digit 8 the least significant. 

The "value" to the left of the decimal point Is called the "integral part" and that 
to the right the "fractional part". 
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APPENDIX 3 POWERS OF TWO 

N 2N 2 
-N 

0 1 1·0000000000000000000000000000000000000000000000 
1 2 ·5000000000000000000000000000000000000000000000 
2 4 ·2500000000000000000000000000000000000000000000 
3 8 ·1250000000000000000000000000000000000000000000' 
4 16 ·0625000000000000000000000000000000000000000000' 
5 32 ·0312500000000000000000000000000000000000000000 
6 64 ·0156250000000000000000000000000000000000000000 
7 128 ·0078125000000000000000000000000000000000000000 
8 256 ·0039062500000000000000000000000000000000000000 
9 512 ·0019531250000000000000000000000000000000000000 

10 1024 ·0009765625000000000000000000000000000000000000 
11 2048 ·0004882812500000000000000000000000000000000000 
12 4096 ·0002441406250000000000000000000000000000000000 
13 8192 ·0001220703125000000000000000000000000000000000 
14 16384 ·0000610351562500000000000000000000000000000000 
15 32768 ·0000305175781250000000000000000000000000000000 
16 65536 ·0000152587890625000000000000000000000000000000 
17 131072 ·0000076293945312500000000000000000000000000000 
18 262144 ·0000038146972656250000000000000000000000000000 
19 524288 ·0000019073486328125000000000000000000000000000 
20 1048576 ·0000009536743164062500000000000000000000000000 
21 2097152 ·0000004768371582031250000000000000000000000000 
22 4194304 ·0000002384185791015625000000000000000000000000 
23 8388608 ·0000001192092895507812500000000000000000000000 
24 16777216 ·00000005'96046447753906250000000000000000000000 
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Powers of two (continued) 
N 2N 

25 33554432 
26 67108864 
27 134217728 
28 268435456 
29 536870912 
30 1073741824 
31 2147483648 
32 4294967296 
33 8589934592 
34 17179869184' 
35 34359738368 
36 68719476736 
37 137438953472 
38 274877906944 
39 549755813888 
40 1099511627776 
41 2199023255552 
42 4398046511104 
43 8796093022208 
44 17592186044416 
45 35184372088832 
46 70368744177664 
47 140737488355328 
48 281474976710656 
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2-N 
·000000029802322387695312500000000000000000000000 
·000000014901161193847656250000000000000000000000 
·000000007450580596923828125000000000000000000000 
·000000003725290298461914062500000000000000000000 
·000000001862645149230957031250000000000000000000 
·000000000931322574615478515625000000000000000000 
·000000000465661287307739257812500000000000000000 
·000000000232830643653869628906250000000000000000 
·000000000116415321826934814453125000000000000000 
·000000000058207660913467407226562500000000000000 
·000000000029103830456733703613281250000000000000 
·000000000014551915228366851806640625000000000000 
·000000000007275957614183425903320312500000000000 
·000000000003637978807091712951660156250000000000 
·000000000001818989403545856475830078125000000000 
·000000000000909494701772928237915039062500000000 
·000000000000454747350886464118957519531250000000 
·000000000000227373675443232059478759765625000000 
·000000000000113686837721616029739379882812500000 
·000000000000056843418860808014869689941406250000 
·.000000000000028421709430404007434844970703125000 
·000000000000014210854715202003717422485351562500 
·000000000000007105427357601001858711242675781250 
·000000000000003552713678800500929355621337890625 



APPENDIX 4: INSTRUCTION CROSS-REFERENCE (With Syllable COWltS) 

This list is intended to provide easy reference to any User Code instruction 
describcd in this manual, and also quotes the number of syllables occupied by 
each instruction. 

Any item in brackets is optional. 

The form Yy has been used to indcate where any of the usual alternatives may 
exist. 

Form Syllables Section Form Syllables Section 

ADS 1 11'1 Jr 3 13'1'5 
ADSF 1 20'5'1 JS 3 13'1'6 
AND 1 11'4'2 JE 3 13'1'7 

JSE 3 13'1'7 
BITS 1 11'4'1 J(N)EJ 3 13'1'7 
BUSYQq 2 App.6 J(N)EN 3 13·1·7 

Jr(N)V 3 13'1-3 
CAB 1 9·1 Jr(N)TR 3 13-1·4 
ClkTOQq 2 8·3 Jr=. Jr-f; 3 13'1·2 
CMkTOQq 2 8·3 Jr=Z,Jr>Z. etc 3 13'1'1 
CONT, 1 (11'1'3 JrCq(N)Z 3 10'4 

(19'1'2 JrCqNZS 2 24·2'1 
CkTOQq 2 8·3 LINK 2 23'3'1 
Cq 2 8'1 LPQq 2 17'12 

DCq 2 8·2 MANUALQq 2 App.6 
DUMMY 1 9·1 MAX 1 11·2 
DUP 1 9'1 MAXF 1 20·5'1 
DUPD 1 9'1 MBR (E) Qq 2 22'1-8 

MBSKQq 2 22-1'9 
ERASE 1 9·1 MBTQq 2 22·1·3 
EXIT(n)(ARr) 3 (23·2·3 METQq 2 22'1·3 

(23'3'3 MFR 2 22-1-5/7 
MFSKQq 2 22'1-9 

FINISH 0 6·2·6 MGAPQq 2 App.6 
FIX 1 20'5'5 MLBQq 2 22'1·3 
FLOAT 1 20'5'5 MLW(E)Qq 2 22'1'5/7 
FLOATD 1 20'5'5 MW(E)Qq 2 22'1'5/7 
FRB 1 11'5'7 M±Iq 2 8·2 

Mq 2 8·1 
IkTOQq 2 8·3 MkMq(Q) (H»N) 2 (10'3 
IMkTOQq 2 8·3 (10-5 
INTQq 2 App.6 (18 
Iq 2 8·1 MkTOQq 2 8·3 
Iq=±l 2 8·2 MRWDQq 2 22-1'9 

lq=±2 2 8·2 MWIPEQq 2 App.6 
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Form Syllables Section Form Syllables Section 

NCq 2 a'2 VR 1 1a·1·a 
NEG 1 11'1·2 Vv(D):z(/s) 0 7·a 
NEGO 1 11·1·2 Vv(D)=Fz 0 7·a 
NEGF 1 20'5'1 Vv=A 0 7'5 
NEGOF 1 20·5·4 Vv=B 0 7'4 
NEV 1 11'4·2 Vv=P 0 7·a 
NOT 1 11'4·1 Vv=Q 0 7'6 

Vv(U) = 0 7'7 
OR 1 11'4·2 Vv(L): 0 7'7 
OUT a 17'3 

Yy(Mq)(Q) 3 (10·2 
PARQq 2 17·a (10'5 
PERM 1 9'1 ZERO 1 9'1 
PGAPQq 2 17'7 + 1 11'1'2 
PRC(E)Qq 2 17·7 +F 1 20·5'1 
PRQq 2 17'7 +0 1 11·1·2 
PWQq 2 17·7 +OF 1 20'5'4 
PWC(E)Qq 2 17'7 

1 
PREQq 2 17'7 11·1'2 

-F 1 20'5·1 
PWEQq 2 17'7 

-0 1 11'1'2 

Qq 2 S'l -OF 1 20'5'4 

QkTOQq 2 a'3 x 1 19'1·2 
r 0 6·2·2 xF 1 20'5'2 
REV 1 9'1 xD 1 19'1'2 
REVD 1 9·1 xDF 1 20'5'4 
ROUND 1 11·2 x+±n 2 20'2 
ROUNDF 1 20'5·4 x+Cq 2 20'2 
ROUNDH 1 11·2 x+F 1 20'5'4 
FOUNDHF 1 20'5'1 

1 + 19·2·2 
REe 0 13'1·7 

+F 1 20'5'2 

SET 3 7'9 +0 1 19·2·2 

SHA 2 20·1·2 +OF 1 20'5'4 

SHL 2 20·1·a 
+R 1 20·3 

SHC 2 20'1'4 
+1. 1 19·2·2 

SIGN 1 11'1'4 :LlNK 2 23·a·1 
SIGNF 1 20'5'1 :TR 1 la·1·4 
STAND 1 20'5'3 =Qq 2 a'l 
STR 1 11'1'3 =+Qq 2 a'l 

=(R)Cq 2 S'l 
TLOQq 2 App.6 =(R)lq 2 a-I 
TOB 1 11-5-5 :(R)Mq 2 S'l 
TIi(E)Qq 2 17'1(1-2 :+Cq 2 8'1 
TW(E)Qq 2 17'10'2 :+Iq 2 a'l 
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Form Syllables Section 

=+Mq 2 S-l 
=.MkMq(Q)(H)(N) 2 10-3 

=Yy(Mq)(Q) 3 

10-5 
18 

(10-2 
(10-5 

Page 279 





APPENDIX 6 REFERENCE TABLES, FAILURE REPORTS, LmRARY 
SUBROUTINES 

Reference Tables: 
During the compilation stage of a program the computer keeps a record of the E 
addresses of all the reference labels in the program. The programmer may, 
obtain a print out of this record when the compilation stage is completed. 

The record is called the "Reference Tables" and appears in the following 
format. 

KEABCDOOI UPl TITLE DATE:16/l2/65 TIME: 21·50. 
Y SPEC E512 

REFERENCE TABLES 
PO 40 0 1 51 3 90 65 5 
PI 73 0 
P2 75 0 1 77 0 
L54 106 0 1 106 0 2 122 5 3 125 1 4 III 5 

5 121 0 

Explanation 
(a) Y SPEC E512 indicates that Y/J is placed in E512(10) 

(b) The main program is always P/J, in this case the first instruction begins 
at ~40(8) = E32(10) syllable /J. Reference 1 of P/J is at the Syllable 3 of E51(S) 

=E41(10)" 

(e) Th«:J program was written with two private subroutines PI, and P2 and one 
library subroutine L54. 

(el) Note in L54, that the first instruction is at syllable /J of EI06(8) = E70(10) 
and that reference 1 is also at that point. Notice also that reference 5 is at 
syllable 0 of E121(1!) = ES1 and yet reference 2 is at 122/5, i.e., the reference 
tables are laid out in the order of the reference labels as they are encountered 
in the program. 

(e) Note particularly that in the Y Spec. the E address is given in decimal. 
but that in the reference tables the E address is in octal. 

Failure Reports 
If during the compilation stage, Usercode errors are detected. each error will 
be reported on the lines between the program identifier and the Y spec. 

There will be a failure report for each error found and these will be of the form. 

FAILURE REPORT 
PO R90 +4 
V13 = YP5; 
AT 64/4 L54R6 NOT IN 
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Explanation. 
(8) PO R90 +4 

(b) VI3 = YP5; 

(0) AT 64/4 L54 R6 

indicates that an error was found at the 4th instruehon 
after Reference 90 in Program pll. 

shows what the erroneous instruction is: in this case 
it is obvious the instruction should be VI3; = YP5; 

NOT IN means that at syllable 4 of E64 is an instruction 
which refers to Reference 6 of L54 but that such a 
reference label is not in the subroutine. 

Any compilation failure can be found by use of the reference tables and failure 
reports. 

In addition to obtaining reference tables and failure reports the programmer may 
obtain a printout of the Usercode Version of the program as held in the computer 
just before compilation is started. This is useful to ensure that the punching of 
the program on paper tape was performed correctly - and it is this computers 
Usercode Version of a program which should be referred to when corrections 
or modifications are subsequently made to the program. 

Library Subroutines 
When a program is to include a subroutine which is in the library the programmer 
has three possible paths open to him. 

(8) Copying out the instructions of the subroutine just before FINISH;-in the 
same way as he would if he had written the subroutine himself. This approach 
of course will mean that he will have to obtain the actual instructions of the 
subroutine. 

(b) Obtaining II- paper tape copy (in Usercode) of the subroutine and, when the 
full program is to be compiled to send three tapes to the operator - tape 1 
being his program excluding FINISH; - . 
Tape 2 being the subroutine 
Tape 3 being merely the message FINISH;-

(0) Using the POST SYSTEM and so allow the possibility of a library call message 
in this program (see Section 14). 

When using a library call message the general format is 

library LI, L2, L16; 

In the printout of the Computer's Usercode Version of the program this will 
merely appear as . 

LIDRARY 

If the call message be written as : 
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library Ll; 
(Ll); 
library L2; 
(L2); 
library L16; 
(LI6) ; 
the printout will appear as 

LIDRARY 
(Ll); 
LIDRARY 
(L2); 
LIDRARY 
(LI6) ; 

This will be of more use to the programmer when he refers to the program 
some months later. 

It must be borne in mind however that in fact the actual instructions of the 
library subroutines will be in the computer - it is only the "print-out" of the 
program which is abbreviated in this way. 

For more details concerning failure reports, etc., reference should be made to 
the Service Routine Library Manual Section 7·1. 
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APPENDIX 6: OTHER PERIPHERAL DEViCES AND THEIR INSTRUCTION CODE 

1· Generalised Peripheral Instructions 
As alternative instructions for peripheral devices the programmer may use any 
of the following general forms each of which is to be followed by Qq. e. g .• 
instead of TWQq; the programmer may use POAQq; 

Flexowriter 

Instructions 

POA WRITE (TWQq) 
POB WRITE TO EM (TWEQq) 
POD CHARACTER WRITE 
POE L.I.V 
POF L.I.V 
POG 

} POI{ Undefined 
POK 
POL 

PIA READ (TRQq) 
PIB READ TO EM (TREQq) 
PIC CHARACTER READ 
PID CHARACTER READ TO EM 
PIE READ 
PIF READ TO EM 
PIG CHARACTER READ 
PIH CHARACTER READ TO EM 

PMA LIV 
PMB NO EFFECT 
PMC " 
PMD LIV 
PME LIV 
PMF 

} 
NO EFFECT 

PMG Director only 
PMH 
PMK Undefined 
PML Undefined 
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Paper Tape Reader 

Instructions 

POA LIV 
POB II 

POC II 

POD II 

POE II 

POF II 

POG II 

POH II· 

POK II 

POL II 

PIA READ (PRQq) 
PIB READ TO EM (PREQq) 
PIC CHARACTER READ (PRCQq) 
PID CHARACTER READ TO EM (PRCEQq) 
PIE READ 
PIF READ TO EM 
PIG CHARACTER READ 
PIH CHARACTER READ TO EM 

PMA LIV 
PMB SET TR IF 8 CHANNEL SET 
PMC NO EFFECT 
PMD LIV 
PME LIV 
PMF NO EFFECT 
PMG } Director only 
PMH 
PMK } Undefined 
PML 
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Paper Tape Punch 

Instructions 

POA WRITE (PWQq) 
POB WRITE TO EM (PWEQq) 
POC CHARACTER WRITE (PWCQq) 
POD CHARACTER WRITE TO EM (PWCEQq) 
POE CHARACTER GAP (PGAQq) 
POF WORD GAP 
POG Effect dependant on configuration 
POH and therefore not defined 
POK (see DISC, CARD PUNCH, Graph Plotter 
POL Drum, IBM Deck) 

PIA LIV 
PIB " 
PIC " 
PID " 
PIE " 
PIF " 
PIG " 
PIH " 

PMA LIV 
PMB NO EFFECT 
PMC NO EFFECT 
PMD LIV 
PME LIV 
PMF NO EFFECT 
PMG } DIRECTOR ONLY 
PMH 
PMK } Undefined 
PML 
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Card Reader 

Instruction 

POA LIV 
POB " 
POC " 
POD " 
POE " 
POF " 
POG " 
POH " 
POK " 
POL " 

PIA BINARY READ 
pm BINARY READ TO EM 
PIC BINARY CHARACTER READ 
PID BINARY CHARACTER READ TO EM 
PIE ALPHA-NUMERIC READ 
PIF ALPHA-NUMERIC READ TO EM 
PIG ALPHA-NUMERIC CHARACTER READ 
PIH ALPHA-NUMERIC CHARACTER READ TO EM 

PMA LIV 
PMB SET TR IF RECHECK SWITCH OFF 
PMC NO EFFECT 
PMD LIV 
PME LIV 
PMF NO EFFECT 
PMG 

I DIRECTOR ONLY 
PMH 
PMK 

Un<!.efined 
PML 
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Card Punch 

Instructions 

POA PUNCH, DmECT MODE 
POB PUNCH TO EM, DIRECT MODE 
POC CHARACTER PUNCH, DIRECT MODE 
POD CHARACTER PUNCH, DIRECT MODE TO EM 
POE CHARACTER PUNCH, DIRECT MODE 
POF PUNCH, DIRECT MODE 
POG PUNCH CONVERTED MODE 
POH PUNCH CONVERTED MODE TO EM 
POK CHARACTER PUNCH CONVERTED MODE TO EM 
POL CHARACTER PUNCH CONVERTED MODE 

PIA LIV 
PIB " 
PIC " 
PID " 
PIE " 
PIF " 
PIG " 
PIH " 

PMA LIV 
PMB NO EFFECT 
PMC NO EFFECT 
PMD LIV 
PME LIV 
PMF NO EFFECT 
PMG Director only 
PMH Director only 
PMK Undefined 
PML Undefined 
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Mapetlo .... (1081 ad 10111) 

Instructions 

POA WRITE (MWQq) 
POB WRITE TO EM (MWEQq) 
POC LAST BLOCK WRITE (MLWQq) 
POD LAST BLOCK WRITE TO EM (MLWEQq) 
POE· GAP (MGAPQq) 
POF· WIPE (MWIPEQq) 
POG 

} POH Undefined 
POK 
POL 

PIA FORWARD READ (MRFQq) 
PIB FORWARD READ TO EM (MFREQq) 
PIC FORWARD READ 
PID FORWARD READ TO EM 
PIE BACKWARD READ (MBRQq) 
PIF BACKWARD READ TO EM (MBREQq) 
PIG BACKWARD READ 
PIH BACKWARD READ TO EM 

PMA FORWARD SKIP (MFSKQq) 
PMB SET TR IF BTC (MBTQq) 
PMC SET TR IF LBC PRESENT (MLBQq) 
PMD REWIND (MRWDQq) 
PME BACKWARD SKIP (MBSKQq) 
PMF SET TR IF ETW (METQq) 
PMG } DIRECTOR ONLY 
PMH 
PMK } Undefined 
PML 

• These two instructions have not been dealt with in this manual because 
they should only be used when tapes are uses! on the 1081 decks, and could cause 
catastrophic errors if used on other decks. Those readers interested in these 
instructions will find details of their effect at the end of this appendix. 
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mM Compatible Tape 

Instructions 

POA WRITE ODD PARITY 
POB WRITE EVEN PARITY 
POC WRITE TAPE MARK OLD PARITY 
POD WRITE TAPE MARK EVEN PARITY 
POE GAP 
POF WIPE 
POG 

I POH Undefined 
POK 
POL 

PIA READ ODD PARITY 
PIB READ EVEN PARITY 
PIC READ ODD PARITY 
PID READ EVEN PARITY 
PIE BACKWARD READ ODD PARITY 
PIF BACKWARD READ EVEN PARITY 
PIG BACKWARD READ ODD PARITY 
PIH BACKWARD READ EVEN PARITY 

PMA FORWARD SKIP ODD PARITY 
PMB SET TR IF TAPE ON BTC 
PMC SET TR IF LAST BLOCK LEVEL 
PMD REWIND 
PME BACKWARD SKIP ODD PARITY 
PMF SET TR IF ETW 
PMG Director only 
PMH Director only 
PMK FORWARD SKIP EVEN PARITY 
PML BACKWARD SKIP EVEN PARITY 
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Dlso (Dlreotor only) 

Instructions 

POA WRITE 
POB WRITE TO EM 
POC WRITE (FIXED HEADS) 
POD WRITE TO EM (FIXED HEADS) 
POE WRITE (FIXED HEADS) 
POF WRiTE 
POG WRITE NEXT SECTOR 
POH WRITE NEXT SECTOR TO EM 
POK WRITE NEXT SECTOR (FIXED HEADS) TO EM 
POL WRITE NEXT SECTOR (FIXED HEADS 

PIA READ 
PIB READ TO EM 
PIC READ (FIXED HEADS) 
PID READ (FIXED HEADS) TO EM 
PIE READ NEXT SECTOR 
PIF READ NEXT SECTOR TO EM 
PIG READ NEXT SECTOR (FIXED HEADS) 
PIH READ NEXT SECTOR (FIXED HEADS) TO EM 

PMA SEEK 
PMB NO EFFECT 
PMC NO EFFECT 
PMD CLEAR HEAD POSITIONS 
PME Undefined 
PMF SET TR IF END OF AREA 
PMG Director only 
PMH Director only 
PMK Undefined 
PML Undefined 
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Drum (Director only) 

Instructions 

POA WRITE 
POB WRITE TO EM 
POC WRITE 
POD WRITE TO EM 
POE WRITE ZEROES 
POF WRITE ZEROES 
POG 

} POH Undefined 
POK 
POL 

PIA READ 
PIB READ TO El\4 
PIC READ 
PlD READ TO EM 
PIE READ 
PIF READ TO EM 
PIG READ 
PIH READ TO EM 

PMA LIV 
PMB NO EFFECT 
PMC NO EFFECT 
PMD LIV 
PME LIV 
PMF NO EFFECT 
PMG Dii-ector 
PMH Director 
PMK Undefined 
PML Undefined 
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Graph Piotter (CALCOMP) 

Instructions 

POA PLOT 
POB PLOT TO EM 
POC CHARACTER PLOT 
POD CHARACTER PLOT TO EM 
POE NO EFFECT 
POF NO EFFECT 
POG 

l POH 
Undefined POK 

POL 

PIA LIV 
PIB LIV 
PIC LIV 
PID LIV 
PIE LIV 
PIF LIV 
PIG LIV 
PIH LIV 

PMA LIV 
PMB SET TR IF PLOTTER ATTACHED 
PMC NO EFFECT 
PMD LIV: 
PME LIV 
PMF NO EFFECT 
PMG Director only 
PMH Director only 
PMK Undefined 
PML Undefined 
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8taDdard IIlterfaoe Buffer 

Instructions 

POA WRITE 
POD WRITE TO EM 
POC CHARACTER WRITE 
POD CHARACTER WRITE TO EM 
POE CHARACTER GAP 
POF WORD GAP 
POG 

} POH Undefined 
POK 
POL 

PIA READ 
PIB READ TO EM 
PIC CHARACTER READ 
pm CHARACTER READ TO EM 
PIE READ PARITY OFF 
PIF READ TO EM PARITY OFF 
PIG CHARACTER READ 
PIH CHARACTER READ TO EM 

PMA LIV 
PMB SET TR IF 8 CHANNEL SET 
PMC SET TR IF 8 CHANNEL SET 
PMD LW 
PME LIV 
PMF NO EFFECT 
PMG Director only 
PMH Director only 
PMK Undefined 
PML Undefined 
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a· OeDeral 
So far detailed use of the nexowrlter. paper tape reader and punch. magnetic 
tape unita and the line printer has been given ~ We shall now briefly refer to 
the other peripheral devices available for use on the KDF 9 system. 

3- Card Reader 
3·1 PriDciples of Operation The .card reader Ii! designed to read stand-
ard 80-c~lumn cards at an average rate of 600 cards per minute. The feed 
hopper in which the cards are loaded for input holds approximately 2000 cards, 
which are .stacked face down with the most significant column (Column 1) to­
wards the reading head. There is a reject pocket into which cards are directed 
if a failure occurs. 

The reader interprets a column of a card as one six-bit character (when op­
erated In the converted or al~hanumerlc mode), or two six-bit characters (when 
operated in the direct or binary mode). The resultant six-bit characters are 
stored away in the main store as for any other peripheral device. 

Elaborate checks in the reader Itself ensure that any mechanical mal-function 
is detected, and the reader stopped to enable the operator to take corrective 
action. 

8.2 The 80-column Punched Card The standard 80-column card is laid 
out with the columns numbered from 1 to 80 across the face of the card from 
left to right. The card also contains 12 rows, numbered Y,X, 0,1,2, .•• ,9 
from top to bottom. We can thus have 960 possible positions in which a hole 
can be punched, which can be referred to by co-ordinates, (e.g .. , 6/49 re­
fers to a punching in column 6 of row 49. 

There are many different codes in use for punched cards. but the code known 
as "IBM 4-zone" Is one of the most popular and has been ad~ted as the basis 
for the code built Into KDF 9. If this code Is used, the alphanumeric mode of 
reading will automatically convert the card punchings into the 6-bit characters 
used for the on-line printer, before transferring them to the main store. 

(N.B. these are the same as normal case characters on paper tape.) 

If a non -standard code is used, the binary mode of reading should be used, 
and the bit patterns interpreted by the program. 

For the standard code, we require to produce 64 patterns (i. e., all combinations 
of 6 bits). It is possible to obtain 4096 combinations from the 12 rows in anyone 
card COII1ilUl, so a subset of 64 of these has been chosen for the standard set. Tl 
64 different card punching arrangements together with their KDF 9 eqUivalent 
are shown on the table at the end of this appendi'lt. There is no check that the 
configuration found on a card is valid, and any invalid configuration encountered 
will be converted to a 6-bit character. If Y and 0 or X and 0 are punched to­
gether in one column the 0 punching is ignored. Similarly, if Y and X are 
punched together in a column the X punching is ignored. 
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3'3 The Reading Mode As previously stated, the reader interprets a 
column of a card as one or two 6-bit characters according to the instruction 
spcc ilied by the programmer. 

In the binary Read Mode the reader inteprets a column as two characters and 
transfers the information without conversion. The 1st. character consists of 
the information read from rows Y to 3 inclusive and the 2nd consists of rQws 
4 to 9. Y and 4 are the most significant bits of the two characters. 

In the Alphanumeric Read Mode, the reader converts the information in a col­
umn to one 6-bit character before performing the transfer. Each character 
is converted to the 6-bit KDF 9 code representation of the characters punched 
on the card. 

A read to E. M. may be specified by the programmer for either the binary or 
the alphanumeric mode, so that a transfer m,ay be terminated by an E.M. 
character in either mode. 

A single character read may also be specified for either mode, so that suc­
cessive characters can be placed in the least significant character positions 
of successive main store words (Digits DO to 041 are set to zero). 

If any transfer ends part way through a card, the transfer will cease as re­
quested but since the reader cannot stop with a card only partially read, the 
remaining information on the card will be lost. 

For a card transfer rate of 600 cards per minute the mean transfer rate for 
the Alphanumeric Read Mode is 800 characters per second, and 1600 charac­
ters per second for the Binary Read Mode. The actual transfer rate when the 
columns are passing over the senSing station is 1400 and 2800 characters per 
second respectively. This discrepancy is due to the time lag between reading 
successive cards. 

After the conclusion of a transfer the drive motion of the card reader continues 
to run for approximately 7 seconds. The computer can therefore call for a 
further transfer in the 7 second period without having to wait for the drive motor 
to accelerate up to' speed. 

3'4 Card Reader Controllnatructions The card reader device number 
is obtained from Director by the instructions SET4;SET5;OUT; Deallocation 
is effected in the normal way via OUT6; with the device number in N2, 

In contrast to the Input/Output devices already conSidered, there is no specialised 
set of instructions for the card reader alone. The instructions for reading in­
formation from punched cards into the main store are 

PIAQq; Binary Read: Puts 6 information bits Y -3 into 1st character po­
sition, Puts 6 information bits 4-9 into 2nd character position 
etc. , 
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PIBQq; 

PIBQq; 

PIDQq; 

PIEQq; 

PIFQq; 

PIGQq; 

Binary Read to End Message. 

Binary Character Read: Puts each charactcr into onc word. 

Binary Character Rcad to End Message. 

Alphanumeric Read: Looks at 12 bits in each column and 
forms the corresponding 6 bits charactcr in printcr codc 
and feeds them into the word charactcr at a time. 

Alphanumeric Read to End Mcssage. 

Alphanumeric Character Head. Puts cach character into 
one word. 

3·5 Checking Facilities on the Card Reader By using two reading 
stations placed a column apart, a column by column comparison is made 
bcforc thc information is transferred. Parity chccking within the computer is 
ignorcd. Thc action taken in the cvent of a failurc dcpcnds on the position of 
thc RECHECK switch. 

If the RECHECK switch is on, the reader will reject the failed card and stop. 

None of the information in the column at which the failure occurred or in sub­
sequent columns of the card will be transferred. The operator may then re­
place the card in the freed hopper, and it will be re-read, all columns pre­
ceding the failed column being ignored. At the failed column the reader 
"rechecks" and if the comparison is good the transfer continues as usual, 
otherwise the above failure sequence is repeated. 

If the RECHECK switch is off and a failure occurs the failed card and all sub­
sequent cards are rejected but the transfer is continued as normal. The 
failure is indicated by the illumination of the CHECK FAIL lamp on the reader, 
which is only reset by the computer after the instruction PARQq; The state of 
the RECHECK switch can be detected by the test instruction PMBQq; which sets 
the test re~ister if the recheck switch is off. 

4· Magnetic Drum 
There are no new user code instructions to be learned in connection with the 
drum, all communication with the drum being made through the Director via 
"OUT" instructions. It should be also emphasised that there is no possibility 
of "optimum programming" of the drum. 

The drum consists of 320 sections, each sector containing 128 KDF 9 48-bit 
words. Thus the total storage space is 320x128 ~ 40,960 words. The uses to 
which this storage space can be put full into 3 categories and accordingly the 
drum is considered to be divided into 3 parts:-
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1. Permanent Program Space (PPS) 

I. Temporary Program Space (TPS) 

3. Data Space (OS) 

Any or all of these 3 parts may be absent (1.e., occupy no space or the drum) 
at any time. 

4'1 Permanent Program Space Programs to be stored in PPS will be 
called for by Director, along with the date, time and list of available peri­
pheral devices. Director requires these immediately after it has becn read 
into the machine, before the first program of the day is run. Programs in 
PPS are thus intended for frequent use during the day, or during a long run, and 
they are permanent in the sense that they cannot be removed except by re­
loading Director without them. Director uses a subroutine to load programs 
into PPS. 

,. 2 Temporary Program Space This will contain a series of programs 
to be called down in succession, or indepcndently compiled sections of a large 
program which could not be held completely in the main store. Programs for 
i,torage in TPS are loaded by means of a special loading subroutine, which is 
available in the KDF 9 library. Programs in TPS can be removed by loading 
!lew programs when TPS is 'cleared'. Here 'clearing' means that the spaee 
is made available for subsequent overwriting, not that zeros automatically 
overwrite the old TPS. 'Clearing' will occur after obeying aUTO, OUT2, 
typewriter interrupt A, or after termination following a program failure. 

4·3 Data Space Programmers may wish to use part of the drum for data 
storage. Before writing to or reserve Some of this space for his own use and 
no traI~sfer of data can occur until this reservation has been made. Further. 
such a reservation of data space can be made only once in a program. It 
should be noted that successor programs or sections called by OUT 1 cannot 
reserve additional data space, nor can they cancel or modify reservations made 
by their predecessor. Like TPS, DS can only be 'cleared' by obeying aUTO, 
OUT2 or as a result of termination by the operator of program failure. 

4· 4 Calling Program from the Drum Programs in PPS may be called 
to the core store and entered by thc same means as any other program by 
standard 'new program' action after termination by operator or by program 
failure, after OUTO or by obeying OUT 1. 

Programs in TPS can be called and entered by obeying OUT 1. If a, program 
is to be called from the drum, the 3rd character of the first word of the 
'A Block' must be "d" to indicate the source of the program. The maximum 
number of programs which may be stored on the drum is 16. 

All transfers of information t:> or from the drum are controlled by Director. 
All information about the drum, which may be required at run time is also 
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obtained through Director. These functions are effected by the following 
'OUT' facililtes. 

4'5 OUT 14 At any time In a program a request may be made to dis­
cover how many sectors are available for use on the drum. This is effected 
by the instructions SET14;OUT; No additional parameters are necessary. 
On returning to the Instruction following 'OUT' Nl contains the number of 
sectors available. If a reservation of data space has already been made (or 
been made by a predecessor program if the durrent program was called by 
OUT 1). Then DO of Nl w1l1 be 1 on return from OUT 14, although the number 
of sectors unused will st111 be In the least Significant part of Nl. 

The Test Register is also set on return from OUT 14. if a parity failure occurr­
ed during the last read-from-drum operation. 

4' 8 OUT 13 Once and once only In a program maya reservation of data 
space be made. This is accomplished by obeying OUT 13, with N2 containing 
the number of sectors required. 

e.g. SET42; SET13; OUT; 

would reserve 42 (decimal) sectors, which the programmer can then address 
as sectors 0 - 41. 

It is possible to reserve a number of sectors computed at run time. The number 
of sectors available to a programmer at run-time may not be known to him, but 
he can check that his request is possible by using OUT 14. 

4-' OUT 12 This is a read-from-drum operation and reads from the 
drum Data Space. Thus the instructions SET12;OUT; to read from the data space 
may not be used until a DS reservation, using OUT 13; has been made. 

For an OUT 12 operation, N2 must contain a Q-type parameter of the form (1st 
sector number involved in the transfer)/L. C.A./H. C.A. 

The sector is the programmer's sector number, referring to his program's re­
served area of DS. The numbering is from 0 to (n-1) where n sectors have been 
reserved. The low and high core ad~esses specify that part of main store 
which is to hold the information read from the drum. No core area other than 
this is altered. The 1st sector specified in the counter position of the para­
meter in N2 will be written to the core area specified and further sectors Will 
be transferred if necessary until this core area is completely filled. 

Parity may be tested by OUT 14 after a read operation. If the read is still In 
progress when OUT 14 is obeyed, the program is not re-entered until the trans­
fer is over; OUT 14 will set the test register if a parity failure occurred. 

4-8 OUT 11 The instructions SET ll;OUT; with a Q-type parameter In 
N2 as for OUT 12, allow the programmer to write information to the drum DB. 
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Thus OUT 11 may not be used until a reservation of DS, by OUT 13, has been 
made. 

When OUT 11 is used, the core area specified will be written to the drum be­
ginning at the 1st word of the specified sector and continuing into successive 
sectors if necessary until the whole of its core area specified has been trans­
ferred. 

Any remaining part sector will then be filled with zeros, since writing cannot 
stop in the middle of a sector but only in the gaps between sectors. 

4' 9 OUT 15 This is used by the program-loading subroutine and Is 
mentioned only for completeness. Programmers wishing to load programs to 
the drum will normally be expected to use the Library Subroutine provided for 
this purpose. . 

4'10 Layout of Programs on the Dnun The diagram represents successive 
sectors in TPS or PPS. 

Sector No. s 

B 
Block H C1 I ~:~een 

...... ___ "-'L..-__ --I section 3 
\. 

'" 
First C Block 

Sector No. (s+l) Sector No. (s+2) 

I 

The program begins in Sector s. The B-block with its· filler word occupies the 
first eight words. The first C block will always be stared directly after the 
B-block on the drum. even though the filler word (see section 26· 3· 3 refiUer.;. 
words) may indicate that a gap is to be left in the core store between E7 and the 
first word of the C-block. 

The remaining .C-blocks will be stored consecutively in succeeding sectors, each 
C-Block starting at the beginning of a sector. AnyC-Block which occupies only 
a part of Ii. sector, or which 'spills over'into part of a sector will have the re­
mainder of that sector written up with zeros. The next C-block will begin at the 
start of the next sector and so on. 

Although there is an inter-sector gap on the drum between sectors (e.g., between 
the two parts of Cl, the first C-block) the parts arecoiltinuous when brought 
down into the core store. Any gap which may occur in the core store between 
successive C-blocks is determined only by the appropriate filler word, Thus the 
gap between Cl and C2inthe cOre store is determined by Fl and the shaded area 
bears no relationship to this gap in the core store. The shaded areas merely 
illustrate the filling up of the paria11y filled sectors with zeros. 
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Each pl'Ogram block i. e., the B-block and 1st C -Block together, followed by 
further individual C-Blocks, is written to the drum using OUT 15. This re­
quircs in N2 thc core address (relative to EO) at which the program starts - it 
docs not require the final address or the sector number. The final address is 
determined by the last filler word. whilst Director itself determines the sector 
number. It should be noted that when a program block is to be written to the 
drum by OUT 15, it does not have to be stored in the same part of the core store 
which it would occupy when brought back from th(; drum. (Where the term 
"program" is mentioned in connection with OUT 15 it is understood to be the 
compiled version of that program - similar to the "on tape" schedule in 
section 26' 3· 2). 

When the first block of a program is stored on the drum, OUT 15 will check 
that its :lrd and 4th words, co.ntain a proper program name, and will insert the 
letter '0' as the:lrd character oIthe first of these two words. OUT 15 will not 
assume that a program has been completely written to the drum until it has 
written a C-block which follows a filler word with zeros in 00-015. Until the 
program is completely written no magnetic drum OUT. except OUT 15 may be 
used. Once OUT 13 has been used. OUT 15 may not be used again. Thus the 
reservation of data space prevents the further expansion of TPS. 

4·11 Fatlures Any logical failures will cause Director to terminate the 
program. Examples are:-

1. A negative sector number 

2. L.C.A. greater than H.C.A. 

3. Attempting to reserve more sectors than are available. 

5· Grapb Plotter 
5'1 General There are four models of the graph plotter available for 
use on KDF 9 which from the programmer's standpoint have the following details. 

-
Model Number 563 564 565 566 

Plotting Length 120ft. 120ft. 120ft. 120ft. 

Plotting Width 29~ins. 29~ins. 11ins. 11ins. 

Step size O' 011ns. 0·005in5. O· Olins. O· 005ins. 

Pen Speed:Raise 
or Lower 10/sec 10/sec. 10/sec. 10/sec. 

: Plotting 200/sec 200/sec. 200/sec. 200/sec. 

Plain or pre-printed (e. g., graph) paper is available. 
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The plotter holds up to 120ft. of paper so that many curves may be drawn betweeJI 
successivere-Ioading of the device. There are sprocket holes down both sides 
of the paper to facilitate accurate positioning. There are no perforations nor 
any other phusical divisions across the paper, so it would be possible to use the 
entire paper supply for one continuous picture. 

Papcr is fed from a supply reel, over a drum, and onto a take-up reel. The 
paper may also be allowed to hang over the tront so that the graph or figure 
drawn may be seen. Above the drum, on guides parallel to the drum axis, runs 
a carriage upon which rides a pen. The pen may be lowered onto the paper or 
raised from it. The pen carriage may be moved across the paper, but not along 
it. Very small paper feed movements are possible. When the pen is lowered, 
drawing is achieved by combining pen carriage movement and paper feed. 

Paper feed may take place in either direction as required, which is a most 
useful feature of this type of plotter and one which makes it fundamentally 
different from other output devices, e. g., a line printer. 

5· 2 Princlples of Control The plotter is a digital incremental plotter, 
L c .. commands for pen carriage movement and paper feed are of the type 
"move a single step from the present pOSition" . 

The step size is fixed for anyone model of the plotter, and is the same sIze for 
paper feed and for pen carriage movement. 

A single command may be used to achieve either paper feed; or pen carriage 
movement, or simultaneous paper and pen carriage motion thus giVing a true 
diagonal movement of the pen across the paper. 

Hence when the pen is lowered, one plotter command may draw a (Short) line 
in anyone of eight standard directions each separated by 4$~ (N. B. a "diagonal" 
command produces a line of 12 times the step size quoted for the model.· The 
thickness of the line drawn is of the game order as the step size so that virt­
ually a pure curve may be drawn. 

Thge plotter is connected to KDF 9 via an eight hole paper tape punch buffer. 
A switch is provided to connect the buffer to either the paper tape punch or the 
plotter. If the switch is set to the plotter the instruction PMBQq;(where Cq 
contains the device number) will set the test register. 

Commands to the plotter consist of 6 bits. Since this is the same Size as char­
acters sentout to other KDF 9 peripherals, plotter commands can be sent out 
in thenormal manner using the instruction POAQq; (Cq has device number, Iq 
and Mq have the low and high core addresses. respectively). EM(75S) will cause 
a peculiar pen movement and will not terminate a transfer, 

5·3 Plotter Commands The eleven types of command which may be sent 
to the plotter and their effects. are listed below .No other characters may be 
output to the plotter since the effect is unpredictable. 
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Command Code 

000 000 Dummy-no effect. 

100 000 Pen raise. 

010 000 Pen lower. 

001 000 Move pen carriage left (+Y). 

000 100 Move pen carriage right (-Y). 

000 010 Feed paper forward (+X). 

000 001 Feed paper back (-X). 

001 010 + Y and +X together } 001 001 -Y and -X together 
true diagonal 

6· 4 Use of Algol The plotting of graphs 1s slow, being 200 commands 
per second, consequently it is recommended that commands should be output 
to an "off-line" magnetic tape for subsequent plotting. 

There are organisation difficulties to be overcome when using the plotter, e. g. , 
ensuring that one graph does not extend so far as to overlap the previous one on 
the paper. To prevent such calamities it 1s recommended that the plotter is only 
used with "KDF 9 Algol". For detailed usage the reader is referred to "KDF 9 
Graph Plotter Users Manual" . 

6- The KDF 9 Disc FUe - Ueers Descrtpttoa 
6-1 Physical Properties The KDF 9 Disc file Unit contains a number of 
magnetically coated discs (31" diameter) mounted on a vertical common shaft, 
rotating at 1000 r.p.m. There are 16 discs in the unit for storage, plus a baffle 
disc at top and bottom used for control purposes. Information is stored in 
circular tracks on both sides of the storage discs. 

Access to the recording surfaces is by means of rigid sets of read/write heads 
mounted on movable positioners. There is one positioner for each disc. Each 
pOSitioner carries 8 read/write heads, 4 above and 4 below the disc, thus allow­
ing 8 tracks on a disc to be accessed without moving the positioner _ The po­
sitioner can be moved into anyone of 64 positions thus giving 512 tracks on each 
disc. 

In order to reduce the effects of the large differences in the speed of the disc 
surface between the innermost track and the outermost track, the disc surface 
is divided into tw zones, an inner and an outer. There are equal numbers of 
tracks in each zone. 

Each track is divided into distinct sectors; there are 16 sectors in an outer zone 
track and 8 sectors in an inner zone track. 

Each sector will contain 40 KDF 9 words, and is preceded by an address header 
to identify the sector. 
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The storage capacity is therefore organised as follows: 

1 Sector = 40 worus 
1 Inner track ~ H sectors = 320 words 
1 Outer track = H; sectors = 640 words 
1 Position = 4 outer tracks + 4 inner tracks = 3840 words 
1 Disc = 64 positions = 245,760 words 
1 Disc file = 16 discs = 3,9432,160 words 

Transfer qf information to the disc is in multiples of 40 words (1 sector), any 
unused part of a sector being written with zero words. Transfer from the disc 
is also in units of 1 sector. and will cease when the area of /llain store given in 
the usual way via a Q store is filled. It is not possible to move the positioner 

during a transfer: the largest block of information transferable is therefore 
640 words. 

The disc file is a restricted device (as it is shared by all levels in a time­
sharing machine) and access can only be obtained via the Director program, 
using a set of OUT instructions. 

The speed of 100 r.p.m. gives approximate transfer rates of:­

Outer zone 85,000 characters/sec (10,600 words) 
Inner zone 42, 000 characters/sec (5,300 words) 

The time to move a positioner varies, dependent on actual movement, but 
average figures are:-

Access record in adjacent track 
Access any record 
worst case access time 

156 miUisecs 
231 millisecs 
367· 5 millisecs. 

6· 2 Users Aspects From the user's point of view, it is essential that he 
should have control over the movement of the positioners to allow some measure 
of optimum usage. Director therefore allocates space on the disc file to a user 
in units of complete discs, up to a maximum of 8 for one program. As the 
16 positioners move independently one of the other, there is no inter-action 
between two separate programs. 

To minimise the movement of the positioners, it is better to use what is known 
as "cylindrical addressing" over several discs rather than to use the discs in 
serial order. The cylindrical addressing technique involves working down 
from one disc to the next with all the positioners in similar positions until all 
discs allocated have been used: then all positioners are moved to the next cyl­
inder. 

To reduce the effort required on the part of the user, the concept of "logical 
blocks" is introduced. The program claims a set of discs, and thereaftcr 
refers to the logical block by number. Director translateR the number into the 
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actual disc address before initiating the transfer. For each logical block, a 
record is kept by Director of whether any part of it has been written to: if 
an attempt is made to read from a logical block that has never been written, 
Director will give a failure without having to read an unwritten area. It is not 
possible to keep this check at sector level, so the writing of part of .a logical 
block will allow the subsequent reading of any or all parts of it, with a risk 
of a catastrophic parity error. It is advisable to use the disc only in units of 
logical blocks to reduce this possibility. 

The numbering of logical blocks is in the order:-

0-3 First disc, outer zone 
4-5 First diSC, inner zone 
6-9 Second disc, outer zone 
10-11 Second diSC, inner zone 
12-15 Third diSC, outer zone etc. 

The positioners start from the outermost track. 

The relationship between logical block number (b), position (p), disc used (d) 
and head used (h) for a set of D discs are:-

...!L gives p (integer quotient) 
6D 

r 
6 

+r (integer remainder) 

gives d (integer quotient) 
+h (integer remainder) 

If 0 .,; h .,; 3, an outer zone head is used 
If 4 .,; h .,; 5, an inner zone head is used 

Each logical block is divided into 16 sectors of 40 words each. Any transfer can 
specify any sector as the starting point, provided the transfer does not extend 
beyol'.d sector 15. As the length of the transfer is specified in the usual way (low 
and high addresses in a Q store format word) there is a relationship between the 
starting sector and the addresses. 

For a valid transfer, 

Start sector no. E; 16 - (high address -low address + 1)/40 

1. e. There are 6 logical blocks for each position 
384 logical blocks on each disc. 

6· 3 Claiming of Discs - OUT 44 Any users may at any time have two sets 
of discs allocated to his program, providing the total number of discs allocat(ld 
to a single program at any time does not exceed 8. The two sets are known as:-

(a) the FIRST set - that which was claimed earliest 

(b) the SECOND Bet - that which was claimed latest. 
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Note that the subsequent de allocation of the first set will promote the other. 

Discs are claimed using OUT 44; 1. e .• by obeying the instruction OUT when:­

N1 contains the integer + 44 

N2 contains the integer n (to claim n discs) 

The integers in Nl - N2 will be removed by Director whilst obeying the OUT; 
instruction. 

The sequence of instructions:-

SET + 5; SET<- '14; OUT; SET + 3; SET + 44; OUT; 

will claim 2 sets of discs. the FIRST has 5 discs and the SECOND has 3 discs. 

6·4 Deallocation of Discs - OUT 45 Discs can only be deallocated in 
SETS: the integer placed in N defines which set is to be deallocated. 

Deallocation is performed by OUT 34, i.e .• by obeying the instruction OUT: 
when: 

N1 contains the integer 45 
N2 contains wither zero to deallocate the FIRST set or the negative integer -1 
to deallocate the SECOND set. 

The integers in N1 and N2 will be removed by Director whilst obeying the OUT; 
instruction. 

Note that deallocating the FIRST set promotes the SECOND set: since only one 
set is now allocated, it becomes the FIRST in all subsequent operations. 

A failure will occur if an attempt is made to deallocate a set of discs not pre­
viously claimed by OUT 44. 

6· 5 Select Disc Set - OUT 43 Any transfer to or from a disc does not in 
itself define which of the two possible sets is the correct one to use. OUT 43 is d 
designed to define which set is currently used. 

The instruction OUT: when 

N1 contains the integer + 43 
N2 contains either zero for the FIRST set or the negative integer -1 for the 
SECOND set. 

defines which set of discs is to be used for all data transfers until a further 
selection is made. 

The instructions:-

ZERO; SET + 43; OUT; 
prime Director to use the FIRST set of discs until furtbC'r notice. The integers 
in N1 and N2 will be removed by Director whilst obeying OUT; 
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Director is initially primed to use the FIRST disc set; if thi.s Is the only set 
claimed, there Is no need to use the Select option, but an unnecessary use will 
not cause a.failure. 

6- 6 Write Data toDiso - OUT 41 The maxlmuPl sIZe of transfer permitted is 
640 words (1 logical block), .and this Implies starting at sector zero. If the start 
is not at sector zero, the size Is reduced by 40 words for each missing sector. 
In the general case, for a start at sector S where O<e;S Ea5. 

Block length <e;40 (16-8) words 

The write is performedby obeying the instruction OUT; when:­

Nl contains the integer + 41. 
N2 contains the parameter word 

The parameter word (basically in Q store format) contains 

DO-l1: logical blQck number 
DI2-15: Starthlg sector number within block 
(these two share the COUNTER part in Q store format) 
BI6-31: lower address of main store (Increment) 
D32-47: Higher address of miiin store (Modifier) 

Note: Counter = 16x(logiQalblock number) + starting sector no. 

Disc must be claimed using OUT 44, before this instructions is obeyed. 

If the main store area defined is not a multiple of 40 words, the remaining part 
of the partly filled sectOr will be fUled with zero words. 

A failure w1ll occur if the transfer.will extend beyond Bector 15. 

Example YO = Q 86/AYO/AY63; 

SET + 1; SET + 44; OUT; SET + 1; SET +44; OUT; 
SET -1; SET + 43; OUT; 
YO; SET + 41; OUT; 

This will:,.. 

(a) Claim 2 sets of discs ·(1 disc only per set) 

(b) Select SECOND set 

(0) Write YO-63 to sectors 6 'and 7 of logical block 5 on disc set 2, and pad out 
with 16 zero words (86 = 5 x 16 + 6). 

6' 7 Read Data from Dlso - OUT 411 The mBldmuJJi size of transfer per-
mitted is 640 (1 lOgical block.) and this implies starting at sector zero. If the 
start is not at secitorzero. the maximum length Is reduced by 40 words for each 
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missing sector. In the general case, for a start at sector S where 0 S 15 

Block length .,;40 (16 - S) words 

A rcad is pcrformed by obeying the instruction OUT; when: 

Nl contains the integer + 42 
N2 contains the paramcter word 

Thc parameter word (basically in Q store format) contains:­

DO-ll: logical block number 
DI2-15: Starting sector number within block 
(these two share the COUNTER part in Q store format) 
DI6-31: lower address in main store (Increment) 
D32-47: Higher address in main store (Modifier) 

Note: Counter = 16 x (logical block number) + starting sector number. 

Director will check that the number of words requested (high address - low 
address + 1) does not extend byond the end of sector 15 of the logical block: 
a failure will result before readin the disc if this check fails. 

A catastrophic disc parity failure in Director is liable to occur if an attempt is 
made to read a sector that has not been written by the program concerned. 

Out 44 must have been used to claim a disc before OUT 42 is obeyed. 

Example 
VO = Q80/AYO/AY639; 
VI =Q86/AY128/AYI69; 

SET + 1; SET + 44; OUT; 
VO; SET 41; OUT; 
VI; SET + 42; OUT; 

This will: 

(a) claim 1 disc for the first set 

(b) Director assumes FIRST set in the absence of specific directives 

(e) Write 640 words to logical block 5. 

N. B. The programmer nevcr knows which actual disc(s) have been allocated to 
him. Therefore, he eaIlllOt assume anything concerning the information he will 
find there. This means that, once a logical block has been written, any sector in 
it is available for reading or writing only until the disc containing the logical 
block is deallocated. 

(d) Read 42 words from sectors 6-7 of logical block 5: the remaining 38 \\'ords 
of sector 7 will not be transferred. 
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6· 8 Write Programs to Temporary Program Space on Disc - OUT 46 
This will write a single program block to a suitable place on the FIRST set 
of discs claimed by the program. One set of discs must be claimed before 
atteml>ting to write p.rograms, but the read, write or select options (OUT 41, 
42 or 43) must NOT be used prior to any use of this facility. The space avail­
able for programs is closed immediately a read, write or select operation is 
initiatcd. 

The program is assumed to be in standard binary format - a B block of 8 
words with a standard filler word in word 8, and one or more C blocks with 
fillcr words in the last word of all except the last (just as on paper tape). 

The first occurrence of OUT 46 is assumed to relate to a B block: this is 
written to the disc, and the filler word remembered, to allow Director to 
compute the length of the next C block. 

The next occurrence of OUT 46 is a C block: Director already knows its length. 
and whether it is the last C block or not (from the previous filler word), so it is 
written, starting on a sector boundary. 

Note: that for all C blocks, ONE SPARE WORD is required by Director pre­
ceding the block: this will be changed in the Program area by Director. 

The parameter for OUT 46 is the address of this spare word: it should NOT 
however be included in the block defined by the filler words, as it will not 
appear when the program is subsequently loaded. 

Note that the filler words relate to the location of the program when it is sub­
sequently loaded: the parameter for OUT 46 relates to the current location 
which may be different. 

The instruction OUT; obeyed when:­

N1 contains the integer + 46 
N2 contains a store address 

will: -

(a) on first occurrence, or on the occurrence following the writing of the last 
C block of the previous program (defined by marker in filler word), write a B 
block of 8 words starting from the location specified in N2, and use the. 8th word 
as the next filler. 

(b) on other occurrences, write a block of length (final address) - (initial add­
ress) + 2 words starting from the location specified in N2. The initial and final 
addresses are obtained from the filler word of the previous block: the last word 
written is assumed to be filler word for the next block, unless this is the last 
C block of the program. 

The integers in N1, N2 will be removed by Director whilst obeying OUT 46. 
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Note that the maximum length of a C block is limited to:­

(a) For first C block - 3758 + 1 (filler) + 1 (spare) 

(b) For last C block - 3839 + 1 (spare) 

(c) For other C blocks - 3838 + 1 (filler) + 1 (spare). 

For cfficient use of disc space, the maximum size possible should be used. 
Each C block written will then occupy 6 logical sectors -the reduced size of 
the first C block allows space for the B block and some control information used 
by Director. Thus if N program C blocks are written to the disc, using the rules 
given above, 6N logical sectors will be occupied. 

The program will then have 384D-6N logical blocks left for data, on a set of D 
discs. 

Howcver, to make data transfers easier, the block called logical block ·zero by 
the program will be stored following the program space: a correction factor 
will be added by Director to put logical block zero into the next available po­
sition, that is an exact multiple of 6, to make the timings still predictable. The 
only problem left for the user is to ensure that the number of logical blocks used 
does not exceed the limit given above. 

It is possible to read the program back from this disc using data transfers - the 
adjustment to logical block numbers makes it impossible. However, an OUT 1; 
instruction to Director, with the program identifier having a U in the third char­
acter position (U = User program) will cause a program in temporary program 
space to be loaded and entered. 

When the program that loaded other programs to the disc using OUT 46, or any 
of its logical successors called in by OUT 1, terminate via OUT 0 or by a fail­
ure termination, the temporary pl"ogram space is deallocated, and will not be 
available to any other program. 
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Table for calculatlDg addresses for OUT 46 

First Block General Last Block Example 
(problem below) 

No. of words to write 
L. L L L 8183 4425 587 

First word used at E E E E 8 3766 7604 

First word now at Y Y Y Y 1 3759 7597 

Filler address (low) E E E 8 3766 7604 

Filler address (high) E+ 3758 E + 3838 E + L -1 3766 7604 8190 

Final word written/block Y + 3758 Y + 3838 Y + L-1 3759 7597 8183 

Parameter address Y -1 Y -1 Y -1 0 3758 7596 

Next L L - 3758 L-3S38 0 4425 587 0 

Next E E + 3758 E + 3838 - 3766 7604 

NextY Y + 3758 . Y + 3838 - 3759 7597 

Notes: L is the number of words of program still to write at each stage 
E is the address to be occupied by the next word to be written when the program 
is obeyed 
Y is the address currently occupied by the next word to be written 
Filler addresses are those to go in increment and modifier pOSitions of filler 
word. 
Parameter address is the address required in N2 for OUT 46 - the spare word 
for Director use. 
Final word written is the one that is to contain the filler word (it will require 
special treatment). 

Example (refer to example in table above) 
A program is in store, with its B-block in locations YBO to YB7, and the body 
in locations Y1 toY8183. 

It is required to write this to the disc, with fillers to put the body into locations 
E8 to E8190 (the B block must as always go to EO to E7). 

VO 
VI 
V2 

Q - 1/8/3766; 
Q - 1/3766/7604; 
Q 0/7604/8190; 

SET + 1; SET + 44; OUT; 
VO; = YB7; 
SETAYBO; SET + 46; OUT; 
Y 3759; 
VI; = Y3759; 
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first filler, 3759 words 
second filler, 3839 words 
third filler, 587 words 

claim disc set. 
store filler for first C block 
writeB block 
preserve word of program 
replace by second filler 



SET AYO; SET+46; OUT; 
= Y3759; 

write first C block 
replace program word 
preserve word of program 
replace by third filler 
write second C block 
replace program word 
write last C block 

Y7597; 
V2; = Y7597; 
SET AY 3758; SET + 46; OUT; 
=Y.7597; 
SET AY 7596; SET + 46; OUT; 
SERa; SET + 4:l; OUT; close program space. 

7· 
TLOQq; 

Miscellaneous Instructions relating ta Input/Output 

BUSYQq; 

INTQq; 

MANUALQq; 

Will cause the Test Register to be set if any part of the 
area of main store area defined, as usual, by the incre­
ment and modifier positions of Qq, is locked out. The 
counter of Qq is ignored. 

will cause the Test Regist'!r to be set if the device spec­
ified in the counter position of Qq is still busy. This can 
be useful to the programmer. enabling him to program 
to perform other operations until the device is once 
again available. 

(called "interrupt if busY" is intended for time-sharing 
machines only), causes Director to be entered (thus 
allowing a lower level program to be obeyed) if the de­
vice specified in the counter position of Qq is busy, but 
on return to the program does NOT try to obey the same 
instruction again. The program will continue when any 
one of its devices ceases to be busy. As it moves to the 
next instruction, all devices can again be inspected using 
BUSY to find which to use next. 

An example of BUSY and INT where the program uses 
three devices is 

1. BUSYQl; J2TR; (PRINT)Ql; 
2. BUSYQ2; J3TR; (PRINT)Q2; 
3. INTQ3; JlTR; (PRINT)Q3; 

In this arrangement if devices Cl, C2, C3 are all in use 
then after INTQ3 Director is interrupted and another pro­
gram until ANYone of Cl, C2 C3 are free when control 
returns to this program and JlTR is obeyed. 

sets the device whose number is in the counter of Qq into 
an already state (i. e., under operator control), which 
prevents ANY further operation on that device from start­
ing until manual reset. It does not, however, stop an 
operation already started. 
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8· POEQq and POFQq (MGAPQq II MWIPEQq) OIl 1081 Mapetlo Tape 
DeckaONLY 
These rules do NOT apply on the other taypes of tape desk. 

It may sometimes be essential to overwirte one block on a magentic tape during 
an updating sequence, rather thaD rewrite the complete tape. This is possible 
provided the tape originally written in a form to allow overwriting" and certain 
rules are obeyed. The derivation of these rules involves many factors.in the 
engineering of the tape system - they will only be stated here without any attempt 
to justify them. 

The two instructions required if overwriting is to be possible are: 

MWlPEQq; Write a gap on tape equivalent in length to a blOck of m 
words, when m is given in the modifier of Qq. Over­
writes previous contents of tape. 

MGAPQq; As for MWlPE but the erase will stop BEFORE the tape 
stops, thus complete removal of previous information is 
not possible. For this reason the tape MUST always stop 
in a gap previously made using MWIPE. 

Anunchangtng rule for the use of these instructions is "Use MWlPE only when 
first writing a tape, use MGAP in all subsequent overwriting instructions" . 

The lengths of the gap required are functions of the mechanical features of the 
tape system are also of the length of the block being overwritten. The values to 
be used are:-

g = O'llB+8 

G= 3g+60 

Where g is the gap for MGAP 
G is the gap for MWIPE 
B is the block length in words. 

It should also be noted that overwriting of every block on a tape is not allowable: 
a sentinel block (of any length) must be written before each .block that may be 
overwritten, to provide a reference point from which to start the overwriting 
operation. Such sentinel blocks can with profit contain a block number, to ensure 
that the correct block is about' to be overwritten. 

The normal sequence of events fOl" overwriting a tape (ignoring all checks etc. 
for the purpose of illustration) is:-

(a) First writiDg: 
MWQq 
MWQq; 
MWlPEQq; 
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write fixed sentinel block 
write block for subsequent overwriting 
write gap of (3g+60) words 



(b) 8ub8eqUeDt oVerwrlttDg: 
MFRQq: read sentinel block to check position 
MWQq; overwrite block 
MGAPQq; write gap of g words. 

If the block to be overwritten is the first on the tape (i.e .• the label block of 
up to 16 words). the values used may vary to allow for the increased delay on 
writing from BTC. 

The sequences are:-

(I) Write label (for Bubsequent overwriting) before writing new tape 
MRWDQq; rewind tape 
MWQq; write label 
MWlPEQq; write initial gap of 526 words 

(b) Bead exl8ttDg label. leave space for overwriting tIleD write reset of tape 
MBWDQq; rewind tape 
MFBQq: read label (or skip over it) 
MWlPEQq: write gap of 542 words. 

(0) Overwrtte label wttbout rewrittDgtape 
MRWDQq: rewind tape 
MWQq: overwrite label 
MGAPQq: write gap of 232 words. 

The programmer is advised. 

<a) not to use these two instructions if there is the possibillty that his magnetic 
tape may not always be run on 11)81 deck. 

and 

(b) to only use them if the effect cannot be obtained by other instructions. 

e- Other Devtoea 
Programming details for the other peripheral devices will be included in this 
appendix at a later date. 
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APPENDIX 7 PROGRAMMING FOR TM 4 ON KDF 9 

1· I. B. M. Magnetic tapes are of two types. binary tapes which are 
written with ODD parity and alpha-numeric tapes which are written with 
EVEN parity. 

1'1 Binary tapes are recorded and read using the following instructions:-
(ODD parity) 

1'1'1 Forward Read MFRQq PIAQq 124 2q. 0 

1·1·2 Backward Read MBRQq PIEQq 126 2q. 0 

1·1'3 Write MWQq POAQq 130 2q. 0 

1·1'4 Write Tape Mark MLWQq POCQq 130 (2q+1). 0 

1'1'5 Forward Skip MFSKQq PMAQq 1342q. 0 

1'1'6 Backward Skip MBSKQq PMEQq 136 2q. 0 

1·2 Alpha-numeric tapes are recorded and read using the following 
instructions:- (EVEN parity) 

1·2·1 Forward Read "to Group Mark" MFREQq PIBQq 1252q. 0 

1'2-2 Backward Read "to Group Mr.rk" MBREQq PIFQq 127 2q. 0 

1,2-3 Write GROUP MARK MWEQq POBQq 1312q. 0 

1·2·4 Write Tape Mark TAPE MARK MLWEQq PODQq 131 (2q+1). 0 

1,2-5 Forward Skip Even Parity PMKQq 134 2q. 4 

1·2'6 Backward Skip Even Parity PMLQq 136 2q. 4 

1'3 The Erase. Rewind and Test instructions are identical for both types 
of tape and are identical to - and have the same effect as - the KDF 9 1081 
tape system. 

2· The I.B.M. Tape Mark is a one character block. the character being 
17 (8) with even or odd parity as appropriate. 

2'1 This is produced by the user code Write Last Block instruction. 
The Q store specified must contain the device address and an initial and 
final address. The initial and final address have no significance but must 
be present; they may conveniently be those relating to a previous transfer. 

2· 2 The tape mark is reacl as a black and overwrites the first word of the 
main store as specified by the initial address. 

2-3 The instruction MLBQq (PMCQq) test for the tape mark having 
been read in the forward direction only. Tape marks are not read in the 
reverse direction. 
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3· The I.B.M. Group Mark (character 77(8» terminates alpha-numeric 
transfers (EVEN Parity) in a manner analogous to the KDF 9 End Message 
character. 

3'1 On I.B.M. systems the group mark is not physically recorded. It 
is in fact only a character marker within the main store defining the end of the 
transfer area. This is unlike the KDF 9 End Message termination of alpha­
numeric transfers since in the latter case the end IIJessage character is actually 
recorded. 

As a result, EVEN Parity tapes produced on the I.B.M. SYSTEM (1401 - 7090 -
Stretch) if written to Group Mark will contain any number of characters, not 
necessarily modulo eight characters. 

3' 2 When writing even parity tapes via. KDF 9/TM 4 using the 
instruction MWEQq the character 77(8) which is the I.B.M. Group mark 
(held in store to define the transfer area) will terminate the transfer when the 
last character of the word contaningthe group mark character has been 
recorded on tape. (N. B. Unlike I. B. M. systems which do not record the 
group mark). 

4· In I.B.M. 1401 Systems it is not possible to write other than 
immediately following a previous write operation. It is possible however to 
do this on KDF 9/TM 4 providing provision has been made after the previous 
write instruction. A length of tape must be erased using the User Code 
instruction MWIPEQq after the last block written. Back skipping (or reading) 
followed by a forward (re) read of the last recorded block will permit further 
recording. 

A one-word length of erased tape is sufficient. 

5' It should be noted that the instruction MLWQq and MLWEQq produce 
a one-character block which must be recorded with the correct lateral parity, 
MLWQq for binary (odd parity) tapes and MLWEQq for alpha-numeric (even 
parity) tapes. 

Note: Any such data interchanges between magnetic tapes for different 
computers must conform to the standards as laid down in ECMA5. 
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