
































































































INSTALLATION GUIDE - Hardware 
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INSTALLING LASERDISC PlAYERS 

Laserdisc player video signals enter the FroxSystem via 
connections to the Video Preprocessor_ 

Laserdisc player analog audio signals enter the FroxSystem 
via connections to the Video Preprpcessor. 

Laserdisc player digital audio signals enter the FroxSystem 
via connections to the Media Processor. 

�~� A video device such as a VCR or laserdisc player must 
be installed in VCRI before Laserdtsc/VCR2 can be used. 

�~� All laserdiscs contain analog audio soundtracks. Not all 
laserdiscs, however, have a digital audio soundtrack. 
Therefore, it is important to connect both the analog and 
digital outputs of the laserdisc player to the FroxSystem. 

�~� When a laserdisc player is installed and a digital audio 
input is assigned, a DIGITAL/ANALOG toggle button will 
appear on the Laserdisc Control Stripe. The default pOSition 
of this button is DIGITAL. To change to analog audio, dick 
on the DIGITAL button. (The button will be relabeled 
ANALOG). If a laserdisc is being played that does not have 
the digital audio track, no sound will be heard unless the 
DIGITAL button is toggled to the ANALOG position. 

INSTALLING LASERDISC PlAYER ANALOG AUDIO 

V L R 
In 
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o 1) Connect one end of a high-quallty stereo phono cable 
to the audio line outputs Oeft and right) of the laserdisc 
player. 

o 2) Connect the other end of the cable to the VCRI or 
Laserdtsc/VCR2 audio inputs Oeft and right) on the 
Video Preprocessor. 
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INSTALLING LASERDISC PLAYER DIGITAL AUDIO 

o 1) Connect one end of a 
high-quality coaxial or 
fiberoptic cable to the 
coaxial or digital output 
of the laserdisc player. 

o 2) Connect the other 
end of the cable to a digital audio input on the 
Media Processor. If a coaxial wire is used, connect 
the cable to either the Digital Audio In ports 1 or 5. 
If a fiberoptic cable is used, connect the cable to the 
Digital Audio In ports 2, 3, 4, 6, 7, or 8. 
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INSTALLING LASERDISC PLAYER VIDEO 

~CR1 
V L R 

In outl.·.·.1 
S-Video 1 S-Video2 

In Out In Out 

o 1) Connect one end of a high-quality S-video or 
composite video cable to desired video output of the 
laserdisc player. 

o 2) Connect the other end of the cable to the VCRI 
or Laserdtsc/VCR2 S-video or composite video input 
on the Video Preprocessor. 

~ Note that the S-video and composite video inputs on 
the Video Preprocessor are not located in the same 
physical location. 

~ The FroxSystem always prefers an S-video signal as 
a video input. The Video Preprocessor hardware is 
optimized for a video signal broken into separate 
luminance and chrominance components. Use the S-video 
inputs whenever possible. 
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INSTALUNG LOUDSPEAKERS 

Loudspeakers are installed into a FroxSystem three different 
ways_ The first way is to take a digital, fiberoptic output of 
the Media Processor and route it to an outboard digital-to­
analog converter (DAC). The analog output(s) of the DAC 
then get sent to analog amplifiers (and then passive 
speakers) or self-powered (active) analog speakers_ The 
second method of connecting speakers to the FroxSystem is 
using one or more analog auxiliary audio output(s) from the 
Video Preprocessor and similarly connecting to analog 
amplifiers (and then passive speakers) or self-powered 
speakers. The third way to connect speakers to a FroxSys­
tern is to use "digital," self-powered speakers that receive a 
fiberoptic, digital signal as an input. These speakers may be 

Aux.Audio 1 

L R 

.!n 

Out 

connected to any 
one of the 16 
fiberoptic digital 
audio outputs on 
the Media 
Processor. 

Aux.Audio 2 

LIe RlS 

Speakers are assigned to rooms in the SPEAKERS section of 
the software INSTALLATION procedure found later in this 
manual. When accomplishing the hardware installation of 
speakers it is important to note the configuration on the 
supplied back-panel charts by mapping each speaker to a 
physical output port on either the Media Processor or the 
Video Preprocessor, (noting which audio channel the 
speaker is supposed to receive). This will be helpful later 
when completing the software installation of your speakers. 

~ The fiberoptic, digital audio outputs on the Media 
Processor are designed to send digital audio up to a 
distance of 30 meters. If digital audio must be routed at 
greater distances, then the FroxRoute MusicPlates should be 
used. Contact the Frox Technical Support at 800-525-5257 
to learn more about these devices. 

~ The digital inputs and outputs of the FroxSystem 
conform to the AESjEBU standard for digital transmission. 

~ The fiberoptic inputs and outputs of the FroxSystem 
use connectors that conform to the TOS-LINK standard 
commonly found on consumer digital audio products. 
Always use fiberoptic cables that have TOS-LINK termina­
tors. 

~ FroxSystem installations using six-channel, Home THX 
processing will require at least one external DAC. Every 
FroxSystem has four analog outputs for audio; A THX six­
channel installation thus requires external Dj A conversion for 
the remaining two channels. Additionally, multiroom systems 
using more than four channels of audio will also require 
external Dj A converters for each pair of audio channels. 
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FROXSYSTEM ASSIGNMENT OF AUDIO PAIRS 

FroxSystem digital and analog audio outputs are assigned in 
pairs. These pairs are listed under Associated SPeakers in 
the Speakers section of software Installation. There are 16 
fiberoptic digital outputs on the Media Processor and two 
pair of analog auxiliary outputs on the Video Preprocessor. 
When using digital speakers that accept one of the two 
channels on the digital data stream, it is important to be 
aware of the sequence in which the channels exist. For 
example, when assigning Left/Right/Sub to a digital 
speaker, channell will carry the left channel and channel 2 
will carry the right channel. Sub simply means that the very 
same left and right channels will terminate at a subwoofer 
that sums the left and right channels together to derive an 
input. To set the proper channel designation on a Frox 
digital speaker, set DIP switch 3 (located on the back of 
each speaker) to 
either the "B" 
(channell) 
position or "A" 
(channel 2) 
position. 

The rules re­
main the same 
when using 
analog outputs 
or D/A converters. If in the example above the Ll!ft/Right/ 
Sub audio pair was assigned to the first (Aux Out 1) analog 
audio output pair, the left channel output would be port 1 
(leftmost) and the right channel output would be port 2. 
Similarly, when assigning an audio pair to a digital output 
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which then connects to a D/A converter, the D/A converter 
analog output labeled (left) would carry channell and the 
output labeled (right) would carry channel 2. 

AUDIO AMPUFIERS AND TIlE FROXSYSTEM 

The FroxSystem allows the user to calibrate volume level for 
every audio channel as well as providing a master volume 
control. Because volume can be changed through the 
FroxSystem it is often misunderstood that the FroxSystem is 
a preamplifier. This is not true. The FroxSystem maximum 
output is a 16 bit representation of the input signal from the 
source. The volume scheme is a digital attenuation method 
that allows the user to reduce the volume from maximum 
source level to no sound at all, in Single decibel decrements. 

If the FroxSystem is to be used as a ''virtual'' preamplifier, 
then it is important that large enough power amplifiers are 
used to generate the desired sound pressure levels. Since the 
FroxSystem is certified as a Home THX controller/processor, 
its output levels meet the specifications set by Home THX 
and therefore will adequately drive a Home THX certified 
power amplifier. 

It is also possible to use a preamplifier or integrated 
amplifier with the FroxSystem. When doing this remember 
that two volume controls will now be playing against each 
other. To achieve optimum performance from the FroxSys­
tern, set the master system volume at 0 dB and then adjust 
the gain on the preamplifier or integrated amplifier to the 
desired setting for maximum volume. Then, only use the 
FroxSystem volume control for changing volume. 
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CONNECTING SPEAKERS USING DIGITAL-TO-ANALOG 
CONVERTERS 

o 1) Connect a fiberoptic cable to one of the Media 
Processor Digital Audio Out ports. 

o 2) Connect the other end of the cable to the fiberoptic 
input of a DAC. 

I@" If using a Frox DAC (DAC-O 1) the fiberoptic input is 
Input 2. Make sure that the switch on the front face of the 
DAC-Ol is set to Input 2. 

o 3) Connect the analog audio left channel output of the 
DAC to an input on an audio amplifier. Remember that 
the left channel output represents the first channel of 
the audio channel-pair that will be asSigned to a 
FroxSystem output during the software installation of 
speakers. 

o 4) Wire the corresponding speaker outputs of the 
amplifier to a passive speaker. 

o 5) Connect the analog audio right channel output of 
the DAC to an input on an audio amplifier. Remember 
that the right channel output represents the second 
channel of the audio channel-pair that will be assigned 
to a FroxSystem output during the software installation 
of speakers. 

o 6) Wire the corresponding speaker outputs of the 
amplifier to a passive speaker. 

o 7) Repeat steps 1-6 for all audio channels. 
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CONNECTING SPEAKERS USING AUXILIARY 
AUDIO OUTPUTS 

Aux.Audio 1 Aux.Audio 2 

L R LIe R/S 

o 1) Connect the desired Aux Audio output of the Video 
Preprocessor to an input on an audio amplifier. 
Remember that the left channel output represents the 
first channel of the audio channel·pair that will be 
assigned to a FroxSystem output during the software 
installation of speakers. 

o 2) Connect the corresponding speaker outputs of the 
amplifier to a passive speaker. 

o 3) Repeat step one and two for as many audio channels 
as necessary. 
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CONNECTING DIGITAL SPEAKERS 

Digital speakers will be connected to the FroxSystem by 
using accessory fiberoptic cables that connect to both the 
speaker and the Digital Audio Out ports on the Media 
Processor. While the rear panel of the Media Processor 
contains markings for a recommended configuration, any of 
the 16 fiberoptic output can be configured to output any 
audio channel pair. 

o 1) For a single audio channel, connect a fiberoptic 
cable to one of the Media Processor Digital Audio Out 
ports. 

o 2) Connect the other end of the fiberoptic cable to a 
digital speaker. 

o 3) By following the operation instructions provided by 
the speaker manufacturer, set the speaker to receive 
either the first or second channel in the channel pair. 

o 4) Repeat steps one through three for as many audio 
channels as desired. 
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OTHER ANALOG DEVICES 

Miscellaneous analog audio signals enter the FroxSystem 
via connection to the Video Preprocessor. 

The FroxSystem software V3.0 supports the infrared (IR) 
control of the following audio devices: Compact disc 
players, VCRs, laserdisc players, and cable decoders. The 
audio from other analog audio devices such as cassette 
decks and AM/FM tuners can be routed through the Frox 
System audio path without the benefit of IR control. 

There are two stereo pairs of analog audio inputs on the 
FroxSystem's Video Preprocessor: 

Aux In 1 
Aux In 2 

Aux.Audio 1 

L R 

Aux.Audio 2 

UC RlS 

When a miscellaneous analog audio component is 
installed in Aux In 1 or Aux In 2, an OTHER or OTHER2 
(for the second device) button will appear in the routing 
panel as options to access this audio device. 

Steps to connect the audio from a miscellaneous analog 
audio component: 

o 1) Connect one end of a high-quality stereo phono 
cable to the audio line outputs (left and right) of 
the analog audio device. 

o 2) Connect the other end of the cable to the Aux 
In 1 or Aux In 2 audio inputs (left and right) on 
the Video Preprocessor. 
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INSTALLER'S NOTES: 
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IR EMfITERS 

The FroxSystem controls compact disc 
(CD) players, laserdisc players, VCRs 
and cable decoders by sending 
command codes via infrared (IR) light 
to each device's IR receiver. There are 
four IR Emitter output ports located 
on the back of the Media Processor to 
which IR Emitter Cables are attached. 

1 2 •• IREmitter 
3 4 

RULES FOR ASSIGNING PORTS TO DEVICES 

As devices are installed in the FroxSystem, the software 
makes intelligent dedsions about which IR Emitter ports 
will output command codes. This configuration is necessary 
for the following reason - if an installation contains two 
"similar components" from the same manufacturer (like two 
Sony CD players or two Mitsubishi VCRs, for example), and 
a PLAY command is issued from each of the four IR Emitter 
ports, both similar components will go into PLAY mode. 
Since control of a single device is desired in a system, the 
FroxSystem can be configured to be device-selective. 

Installations With two Similar Components 

If an installation has one or more instances of two similar 
components, the IR Emitter Cables must be installed using 
the following table (the like components must be connected 
to emitter ports that are diagonal from one to another): 

SIMILAR COMPONENT IR EMITfER PORT 
Device A lor 3 
Device B 2 or 4 

Installations With Three Simllar Components 

If an installation has one or more cases of three similar 
components, the IR Emitter Cables must be installed using 
the following table: 

SIMILAR COMPONENT IR EMITfER PORT 
Device A 3 
Device B 2 or 4 
Device C 1 

Installations With Four Similar Components 

If an installation has one or more cases of four similar 
components the IR Emitter Cables must be installed using 
these guidelines: 

SIMILAR COMPONENT IR EMITfER PORT 
Device A 3 
DeviceB 4 
Device C 1 
Device D 2 

If there are no similar devices in an installation, any IR 
Emitter port may be used to send IR Commands to a device 
without operational penalty. 
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CONTROlliNG MORE THAN FOUR IR DEVICES 

If there are more than four IR controllable devices in a 
FroxSystem installation, it will become necessary to extend 
the capabilities of the four IR Emitter ports on the Media 
Processor. This is done by using the mini phono "Y" 
adapters provided in the AAP-01 accessory kit. Simply 
plug the male end of the adapter into the desired IR 
Emitter port. 

Remember that the extended IR Emitter ports conform to 
all the installation rules as defined previously in this 
section. 
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INSTALUNG AN IR EMITTER CABLE 

o 1) Connect the 1/8" male mini phono end of the IR 
Emitter Cable (provided in the AAP-01 Frox Accessory 
kit) to the desired IR Emitter port on the rear of the 
Media Processor. 

o 2) Peel the tape from the plastic housing located on 
the other end of the cable. There will be a pinhole 
through which the IR Signal is passed. 

o 3) Position the pinhole side of the plastic housing 
directly over the IR receiver on the front face of the IR­
controllable component device. Press firmly so the 
housings sticks securely to the device. 
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INSTALUNG m REPEATERS 

Infrared (lR) repeaters are devices that extend the IR/ 
FroxWand control of the FroxSystem into rooms other than 
the main theater_ A simplification of what an IR repeater is 
is to think of someone ripping out the IR sensor from the 
front of the Media Processor, connecting a long wire to it 
and placing it in another room. 

IR repeaters attach to the Media Processor through the 
three Device ports located on the rear panel. ThiS, coupled 
with the IR sensor on the front of the Media Processor, 
creates four different ways IR can independently be input to 
the FroxSystem. Because these are discrete IR inputs, they 
are commonly thought of as control zones. 

(from connector face) 

60 .. 5 

4. • 3 

• • 
2 1 

Pin 2 - Signal Hot 
Pin 3 - Signal Ground 
All other pins - Unused 

The FroxSystem can be controlled with the 
FroxWand from four discrete IR zones. The first 
zone is seen from the Media Processor's front 
panel sensor. The other zones correspond to the 
three numbered IJevice inputs on the Media 
Processor's rear panel. These inputs are compat­
ible with most third-party IR repeaters. They can be 

connected via the Frox FCI-OO 1 interface cable 
available from Frox and Videolink. Alternatively, a 
cable can be made using a six-pin circular mini-DIN 

• Device .. 
3 

plug wired according to the diagram in this section. 

The four IR inputs are directly related to the first 
four rooms listed in the Speaker installation section 
described later in this manual and as described 
below. Full functionality of the FroxWand in any 
zone is gained only if the IR repeater is connected 
to that zone's corresponding input. 

ZONE 
Main Theater 
Living Room 
Bedroom 1 
Bedroom 2 

INPUT 
Front Panel Sensor 

Device Port 1 
Device Port 2 
Device Port 3 

~ In many installations, the main theater layout will not 
allow a line-of-sight path between the FroxWand and the 
Media Processor's front panel sensor, making it necessary to 
use an IR repeater. In this case, the installer must use one 
of the rooms other than the Main Theater, such as the 
Living Room, in which to install the main theater speakers. 
In the case of the Living Room, if an IR repeater is installed 
in Device Port 1 then full FroxWand functionality will be 
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~ Under no circumstances should an IR emitter, or 
"flasher," be used to send IR commands to the Media 
Processor's front panel sensor_ 

GENERAL IR CONSIDERATIONS 

Any IR controlled device can be "blinded" when the 
background level of IR energy exceeds the input level of its 
controller_ This is often caused by sunshine or the output 
from a bright lamp falling directly on a sensor. In planning 
the positiOning of IR sensors the installer must consider the 
lighting pattern and the path of sunshine movement in a 
room. Other sources of possible IR interference that should 
be considered when placing sensors include IR motion 
sensors, IR driven wireless headphones, very hot surfaces 
(i.e. wood stoves, fireplaces, radiant heaters, etc.) and other 
IR remote controls. 

Another source of poor control performance can be noisy IR 
repeaters. The problem can be caused by noise being 
induced in the sensor cabling or by noisy pickups. 

With the FroxSystem, symptoms of errant IR energy can 
range from poor FroxWand performance to system lockup 
and/or error recovery. Symptoms can occur even if the 
sensor being contaminated is not the one currently being 
used to input FroxWand commands (i.e. one located in 
another room/zone). The effects of noise and/or interfer­
ence are additive with each additional sensor added to the 
system. 
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Many problems can be corrected by using line mters and/or 
sunlight filters, available from several IR repeater manufac­
turers, to eliminate excess noise. Or simply replace or 
repOSition the remote sensor away from the source of 
interference. 

INSTALUNG AN IR REPEATER 

o 1) Plug the six-pin mini circular DIN end of the FeI-OOl 
interface cable into the desired Device port. 

~ Make certain that the connector is firmly planted in the 
port. This may require using a knife to cut back some of the 
plastic housing on the connector end. This will insure a 
proper connection. 

o 2) Plug the 1/8" mini phono end of the FeI-OOl 
interface cable into the output port on the IR repeater. 
If no port exists then isolate the Signal and ground 
output leads from the IR repeater and connect them to 
the appropriate leads on the FeI-OOl by either using a 
screw terminal block or by soldering the wires together. 

o 3) Make sure the IR repeater receives the proper De 
power supply as specified by the manufacturer. 
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USING X-lO MODULES 

The FroxSystem uses X-lO AC powerline communication to 
toggle X-lO lamp and appliance modules ON and OFF. 
These modules are commonly available and useful when an 
installation calls for monitors, peripherals and miscellaneous 
electronics to be triggered ON and OFF when the FroxSys­
tem is also soft-powered ON/OFF. 

A toggle command of ON/OFF is automatically inserted on 
the AC line in the home for an X-IO address of HOUSE 
CODE A and UNIT CODE 1. Make certain that the lamp or 
appliance module(s) are set to this address. 

~ The X-IO modules may be plugged in anywhere in the 
home as long as the AC is on the same circuit that the 
Media Processor is on. 

~ Surge protectors (as well as other power conditioning 
and filtering accessories) are likely to filter the X-lO 
commands off the AC line, along with noise. Contact the 
manufacturer or supplier of these devices to determine if 
the X-lO commands can pass through. 

Whether or not X-lO commands are issued is directly 
related to how speakers are asSigned in the system. 
Speakers are aSSigned to rooms in the Software Installation 
section, "Speakers". Infrared (lR) zones are created by using 
IR repeaters that plug into the Device ports located on the 
back of the Media Processor (see the Hardware Installation 
section, "Connecting IR Repeaters" to review how the 
FroxSystem treats zones). X-lO commands will only be 
issued if the FroxWand power command is received from 

the first room in which speakers are installed. For example, 
if the Main Theater is the first room in which speakers are 
installed, the FroxSystem will issue X-lO commands only 
when a power command is received from zone 0 (which is 
the IR sensor found on the front face of the Media 
Processor). While the system can be soft-powered ON and 
OFF from other zones, no X-lO commands will be issued. 

If the Media Processor needs to be hidden in an installation, 
an IR repeater will be required for sending IR commands. 
This means that one of the Device ports must be used to 
replace the front sensor on the Media Processor. To insure 
that X-IO commands are issued in this case, make certain 
that the Device port used corresponds to the first room in 
which speakers are installed. If Device port 1 is used for an 
IR repeater and the Living Room is the first room in which 
speakers are installed, then a soft-power command from the 
FroxWand in the Living Room will issue X-lO commands 
along the AC power. If the Living Room is the main 
listening area, it can be renamed in a procedure defined in 
the Speakers section of Software. 
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FROXZONE MULTIROOM CONFIGURATIONS 

The FroxSystem can be utilized as a true multisource, 
multiroom audio routing platform, in addition to the 
system's primary home theater role. 
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Separate FroxZone hardware and software installation 
documentation is available from Frox. Contact the 
Technical Support department at 800-525-5257 and 
request the FroxZone Audio Routing Installation Guides. 
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SOFTWARE INSTALLATION 

After completeing all Hardware inteconnections, the 
Software Installation steps can begin. Remember that the 
entire Hardware Installation must be finished prior to 
attempting the Software Installation. 

To begin the Software Installation, turn on the FroxSys­
tern by powering ON the AC power strip, surge protector 
or uninterruptible power supply (UPS) to which the 
Media Processor and Video Preprocessor are connected. 
Also, make sure that the primary monitor is turned ON 
along with any peripheral devices that will be used with 
the system. 

When the system is powered up by turning the AC power 
ON, the system is considered to be "cold-booted" or "hard 
power-cycled." The FroxSystem is a computer that 
operates 24 hours, every day (meaning that it should 
continuously receive AC power). 

During daily usage of the system always "soft-power" OFF 
the components by hitting the power (PWR) button on 
the FroxWand. (This will also trigger the system to begin 
looking for FroxCast information.) When FroxSystem 
operation is desired again, simply "soft-power" the 
system ON by again hitting the PWR button on the 
FroxWand. 

Hard power-cycling the FroxSystem can take up to 30 
seconds before full functionality is available. During the 
course of a hard power-cycle, the front LED Frox triangle 
will first illuminate on the Video Preprocessor and 

several seconds later the triangle will illuminate on the 
Media Processor. Moments after this the FroxSystem will 
present a gray "Copyright" screen. When the system is 
ready, it will present the Video Control Stripe, select TV 
as the source and tune the Frox television tuner to 
channel 2. If there is a TV signal available on this 
channel, a picture will appear at this time. 

~ The FroxSystem always remembers its last "state" 
when hard power-cycling. This means that if the system 
was soft-powered OFF before hard power-cycling (after 
the Video Control Stripe is drawn on the screen), the 
system will automatically soft-power OFF. This is 
important in homes where electric power outages are a 
common occurence. Once the system automatically soft­
powers OFF, simply press the PWR button on the 
FroxWand to turn the system ON. 

Since the Software Installation will require using the 
FroxWand, it is often helpful at this time to choose a 
comfortable FroxWand Speed and Sensitivity. This can be 
done by following the directions in the next section 
entitled "Preferences". 
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PREFERENCES 

To enter the user 
preferences area of the 
FroxSystem, click on the 
PREFERENCES button 
located on the Frox "Go-To" 
menu. 

The preference area is used 
to customize various 
features in the FroxSystem. 
When installing a 
FroxSystem it is convenient 
to have a comfortable Wand 
Speed and Wand Sensitivity 
so that navigating through 
the installation screens is a 
simple task. 

II&'Wand Sensitivity 
settings are adjustable; this 
allows the user to customize 

TV 

VCR 

Laserdisc 

the infrared (IR) reception characteristics of the FroxSystem 
based on the environment in which the system is installed. 
If the FroxSystem is located in a room that receives a good 
amount of sunlight or other synthetic lighting, false 
command triggers can occur. (This includes some IR 
commands from other manufacturer's IR remote controls). 

There are three Wand Sensitivity settings: Low, Mid, and 
High. The Low setting will attempt to block out stray light 
signals that do not fall within the specification for valid Frox 
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[scan I -=> EI$ -=> 
IFro~1 PIP Video 

Mono '~;~;: G 
I SAP I 

-=> 
A::dio PIP++ I-=> Mute I 

IR command Signals. When using this setting be certain that 
the FroxWand has fully charged batteries: otherwise the 
wand response could "feel" sluggish. The Mid setting is a 
happy medium between Low and High, throwing away 
some stray light signals, but allowing some borderline 
signals to pass through. The High setting tries to interpret 
any signal looking like a Frox Signal into a Frox command. 
This is a good setting for longer battery life, but only 
recommended when stray lighting conditions are at a 
minimum. 
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TO SELECT A WAND SPEED 

o 1) Click on the WAND SPEED button. 

o 2) Click on the SLOW, MID, or FAST button under 
Speed, as desired. 

TO SELECT A WAND SENSITIVITY 

o 1) Click on the WAND SPEED button. 

o 2) Click on the LOW, MID, or HIGH button under 
Sensitivity, as desired. 

Speed 

Sensitivity 

PIP++ -=:J 
I Low ~ I ~ I High -=:J I 
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To begin the FroxSystem Software Installation procedure: 

o 1) CLICK ON the FROX button. 

o 2) Scroll down to the second menu page. 

INSTALLATION GUIDE - Software 

o 3) CLICK ON the INSTALLATION option. 

~~~0 PIP .-. 
Mono ==,....." 

~ -=- Volume Q 

~ PIP++ i-=:JMutel 
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AUTHORIZATIONS 

The Authorization Screen is 
the initial screen upon 
entering Installation. 

To enter the authorization 
section of Installation, click on 
the AUTHORIZATION button 
located on the Installation 
Control Stripe. 

From this screen it is possible 
to authorize features as well 
as configure an Installation 
Lockout Password (to keep 
the user from modifying your 
installation parameters). 

The Authorization Screen is 
provided to authorize and 
enable many FroxSystem 
features. Some features in 

.... .. 

Authorizations 

..... 

I Basic Databases I A B C D E F G H 

I FrOllcilst TV Through De~ember I I J K l M N 0 p 

Frollcilst CD Updates Through December 

p5=o=ni=C=PI=a=yg=r=ou=n=d========= ... =.,==~ 
THX •. 

Q R S T U V W X 

y Z 1 2 3 4 5 6 

I Frail CD Player 7 8 9 0 / -
Space Clear Del I Enter 

I I 
Set Install Password I Enter Authorization Code 

I Locale II Analog Audia/Video II TV Channels II Next II Done I 
I Speakers II Digital Audio I tA~~~~~~'~IR I Maintenance I 

~--------------------~~ \~--------------~ 
FroxSystem software V3.0 are pre-authonzed and reqUIre no 
authorization code. These features are: Authorization codes are 12 character "strings" derived from 

the serial number of the Media Processor. The serial number 
can be found on the back of the Media Processor as well as in 
the Statistics screen in the Maintenance area. 

Basic Databases 
Sonic Playground 
THX 

Frox CD Player 
FroxZone 

Other features such as the FroxCast services may require an 
authorization code to enable the feature in the system. 

When entering codes it is helpful to know that some similar 
characters are treated as the same. The letter "0" is treated 
the same as the number "0." The letter "I" is treated the same 
as the number "1." 
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ENTERING AN AUrnORIZATION CODE 

o 1) Using the FroxWand and the virtual, on-screen 
keyboard, enter the 12 character authorization code and 
click on the ENTER button_ If the entry is valid, the 12 
character authorization code will disappear from the 
entry box labeled Enter Authorization Code, and the 
newly authorized feature will be added to the scrolling 
menu at the top left of the screen. If the entry is not 
valid, the entry area will remain filled with the 
characters. 

o 2) Repeat step 1 for additional features. 

SETIlNG AN INSTALLATION PASSWORD 

~ Before setting an installation lockout password, it is a 
good idea to write down your password and store it in a safe 
place. 

o 1) Click on the SET iNSTALL PASSWORD button. Note 
that the entry box formerly labeled Enter Authorization 
Code has been re-labeled Enter New Password. 

o 2) Using the FroxWand and the on-screen keyboard, 
enter a personal installation password and click on the 
ENTER button. 

~ Upon re-entering iNSTALLATION the system will wait for 
the entry of this installation password. The data entry box 
will now read Enter Install Password. All installation areas 
except for Maintenance will be locked out unless the proper 
installation password is entered. 
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ABCDEFGH 

IJKLMNOP 

QRSTUVWX 

YZ123456 

7 8 9 0 I . .. 

... 

1l'=1[~~~~~~~~~~dl Space dear Del :-~I--_ 

I AB1YFjMs1Bics . .. \~ 
I Set Install Password I Enter Authorization Code 

I Locale II Analog Audio/Video II TV Channelsj B ~ 
I Speakers II Digital Audio II~.~~#~~I B I Maintenance I 

CHANGING AN INSTALLATION PASSWORD 

o 1) Enter the current installation password in the data 
entry box labeled Enter Install Password. 

o 2) Perform the steps above for "Setting An Installation 
Password". 

REMOVING AN INSTALLATION PASSWORD 

o 1) Enter the current installation password in the data 
entry box labeled Enter Install Password. 

o 2) Click on the SET iNSTALL PASSWORD button. Note that 
the entry box formerly labeled Enter Authorization Code 
has been re-labeled Enter New Password. 

o 3) Click on the ENTER button. 
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SErnNG LOCALE, DATE & 
TIME 

To enter the locale in which your 
FroxSystem operates, click on the 
LOCALE button on the 
Installation Control Stripe. 

The Locale installation section is 
used to designate a geographic 
area, set the proper date and 
time. 

DESIGNATING A GEOGRAPHIC 
AREA 

Where are you? 

Your TV Market Area 

[Maine 

[ New Hampshire 

[vermont 

[ Hartford·New Haven 

[ Boston-Provlden<e 

[Albany 

[New York Metro 

[Penn •• N.y. 

lo<:ale 

Fri May 28. 1993 1:30:27 pm 

... ... ... ... ... ... 

o 1) Click on the market area 
in the scroll menu that best 
describes Your IV Market 
Area. 

~~(~1~21 J Analog Audio/Video II TV Channels I [ Next II Done 

~ ~ Digital Audio I Authorization I EJ I Maintenance I 
.".. 

SErnNG mE PROPER DATE AND TIME 

o 1) Using the scrolling buttons under the date and time, 
adjust the day, month, hour, and minute to the current 
date and time. 

. .... : 

Your TV Market Area 

J 
Fri May 28, 1993 1:30:27 pm 

f(~~~~:·?t l AnatOgA~ [ TVChannels ) B ~ 
I Speakers 11 Digital Audio II Authorization I B I Maintenance I 

.. 
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CONFIGURING TV 
CHANNELS 

To identify the television 
channels available to your 
FroxSystem, click on the TV 
CHANNELS button located 
on the Installation Control 
Stripe. 

The TV Channels installation 
section is used to assign the 
proper FroxCast Data 
Channel, configure a cable 
modulation channel and 
assign channel numbers to 
local and national stations. 

Station Channel Number 

National Local 

Locale II Analog Audio/Video I 
I Speakers I Digital Audio 

-1 2 3 4J 5 6\7 
a 9 0 A/a Enter 

Unavailable 

: III VBI Line 
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~ If a cable decoder being installed is the type that has 
an A channel and a B channel, then you must perform the 
software installation for the cable decoder( s) prior to 
assigning TV channels. This will provide you with the 
correct virtual on-screen keyboard that includes the ability 
to assign an A or B to each channeL 

: IIvBI Line 

National -=:J I local 

8~~~ 
~~ I Digital Audio I 
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SELECTING THE FROXCAST DATA CHANNEL 

o 1) Click on the FROXCAST DATA CHANNEL listing in 
the Station list 

o 2) Determine which channel number is the FroxCast 
data carrier in your area. If you are unsure as to 
which FroxCast data carrier is available in your area, 
chose one from this chart. Please use a national 

FroxCast Data Carrier Region VBI Line 
WTBS National 20 
WGN National 17 
KTVU Northern California 17 
KMIR Palm Springs 17 

carrier whenever possible, and check to see that 
reception for your carrier station is better than any 
other alternatives. 

o 3) Using the on-screen keypad and the FroxWand, 
enter the FroxCast Data Channel Number. If the 
channel number is only a single digit, then the ENTER 
button must also be selected. 

o 4) Using the scroll buttons adjacent to the VBI Line 
meter, select the VB! Line number that matches your 
FroxCast data carrier. The VBI line number will range 
from 17 to 20 and is listed in the above chart. 
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ASSIGNING A CABLE MODULATION CIIANNEL 
(VERSION 3.0 AND LATER) 

Most cable decoders modulate an RF output to channel 3. Iu 
some cases, however, alternative channels are used such 
channels 2 or 4. The cable modulation channel has a factory 
default of 3, meaning that the Frox tuner internally changes 
to channel 3 when an external decoder is used. This value, 
however, can be changed from any value in the range of 
1 - 99. 

o 1) Click on the CABLE MODULATION CHANNEL listing 
under the Station listings_ 

o 2) Using the on-screen keypad and the FroxWand, enter 
the Cable Modulation Channel required to send RF 
audio and video to the RF input on the Video 
Preprocessor. If the channel number is only a single 
digit, then the ENTER button must be selected. 

ASSIGNING CHANNEL NUMBERS TO LOCAL AND 
NATIONAL STATIONS 

o 1) Click on the NATIONAL channels button below the 
stations list. (National is the default screen). 

o 2) Click on one of the national stations in the list. 

o 3) Using the on-screen keypad, select the channel 
number that properly identifies that station. If the 
channel number is only a single digit, then the ENTER 
button must also be hit. 

o 4) Repeat steps 2 and 3 as needed to enter additional 
nation stations. 

o 5) Click on the LOCAL channels button. 

o 6) Click on one of the local stations in the list. 

o 7) Using the on-screen keypad, select the channel 
number that properly identifies that station. If the 
channel number is only a single digit, then the ENTER 
button must be selected. 

o 8) Repeat steps 6 and 7 as needed to enter additional 
local stations. 
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TV SIGNALS 

To enter the television signal 
installation section, click on 
the ANALOG AUDIOjVIDEO 
button located on the 
Installation Control Stripe. 

Current Connection 

Television signals enter the 
system through RF 
connections on either the 
Video Preprocessor or VCRs. 
These signals may be 
directly wired to the RF 
inputs or go through cable 
decoders also known as 
"descramblers" . 

I ~ Always Use Alternate Monitor I 

I(i' When installing the RF 
(tuner) inputs on VCRs, or 
the RF input on the Video 
Preprocessor, be certain that 
RF signals are not looped 
through VCRs. If necessary, always split the cable or antenna 
path prior to entering any RF input. 

I(i'When installing the RF (tuner) inputs on VCRs (or the 
RF input on the Video Preprocessor) always dedicate a cable 
decoder to a single RF input. Never split the output from a 
cable decoder to more than one RF input. If decoding is 
necessary for more than one RF input, use additional cable 
decoders. A violation of this rule will cause unpredictable 
operation from the FroxSystem. 

I(i'The RF input on the Video Preprocessor must be 
installed before the RF input on any VCR. 

I(i' If a cable decoder is the type that has an A channel 
and a B channel, then you must perform the software 
installation for the cable decoder(s) prior to assigning TV 
channels. This will provide you with the correct on·screen 
keyboard that includes the ability to assign an A or B to 
each channel. 
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~ To insure optimum picture quality from the 
FroxSystem, insure that a signal strength of at least 
7dB is available at the Video Preprocessor's RF input. 
Ideally, the FroxSystem would like to see 10dB at the 
Video Preprocessor RF input. Passive RF signal splitters 
tend to attenuate the signal by at least 3dB and often 
more. RF amplifiers are usually not the best solutions 
to adding signal strength (because they tend to amplify 
noise along with the signal). The best way to improve 
required signal strength is to contact the local cable 
operator and have them make the necessary adjust· 
ments to their equipment. 

INSTALLING TV SIGNALS 

Instructions for installing TV signals to VCR RF inputs 
are described below (and is repeated under the section 
regarding VCRs): 

o 1) Using the NEXT and PREY buttons on the 
Installation Control Stripe, scroll through the 
pages of installation screens to find the desired 
Current Connection. For the RF (tuner) input on 
the Video Preprocessor locate the Current 
Connection that reads RF In. (This is the initial 
installation screen for ANALOG AUDIO/VIDEO). 
This RF input is the main television signal 
pathway to the FroxSystem and will be accessed 
from the Video Control Stripe button labeled TV. 
For the RF inputs associated with any VCR, scroll 
to the VCR Tuner In screen for that VCR. 
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Current Connection !.~f!~ Current Device 

[~ Always Use Atternate Monitor 1 
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Frox Componerrt: ~tQc*UOI' 

Current Connection: /VitfeQ ,,,., 

Current Device ~(Y;;C';======:::J===~ 
Current Connection ~~V_C'_1~(J_V~C) ___ _ 

E AIWaYSUSeAlter~ 

Software 

Current Device 

I""""'" 1 
Cable without De.todaT JI 
Cable with: Det(>de,r \'. . ..lL 

Ant< •• > . \:, ~ 

o 2) Click on the desired option in the CutTent Device 
menu for the Video Preprocessor RF input or the VCR 
Tuner In menu for any particular device. 

.. 

Device Make and Model 

ijamlftt CRP6·8 \'v-
Current Device [VCR--.-. ~ 

Devite Make and Model IVCtt 1lJ.VC) ! 
Jerrold 400 ~,;; 
~old4SQ: __ ~ 

VCR Tuner In 1 Cable ~ith Decode¥ ~ 
~rtll~RC5S0 
-Oak RCU400 

c= Always Use Alternate Monitor J 
[ Learn 

o 3) If a Cable with Decoder is selected, click on the 
appropriate Device Make and Model for the cable 
decoder in question. If the particular model number for 
a manufacturer is not available in the prOvided listing, 
try another model from the same manufacturer. It is 
quite probable that models from the same manufac­
turer use the same infrared (IR) codes. If later it is 
determined that this was not a suitable choice, then the 
device can be taught to the FroxSystem via the Learn 
mode (see Appendix D). 
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VCR INSTALLATION ..... 
Connectioni and COlnPonents 

To enter the VCR installa­
tion section, click on the 
ANALOG AUDIO/VIDEO 
button located on the 
Installation Control Stripe. 

Frox Component: I Video Prepro(enor 

Current Connection I_R_F~ln ______ ...c...J Current Device 

unused 

cable without Decoder 

cable with Decoder 

I Antenna 

~ Frox reccomends that 
all VCRs have a built in 
digital time base corrector 
(TBC) or an external TBC 
component. This will insure 
the FroxSystem "sees" video 
with proper sync and will 
eliminate any flagging 
artifacts commonly 
associated with poor sync 
sources (such as VCRs). 

[~ Always Use Alternate Monitor I 

B~~i~~~9~!*(V~~J[ TV Channels I [ Next I [ Done 

~ A video device (such as 
a VCR or laserdisc player) 
must be installed in Video 

[ Speakers I Digital Audio ~~thorization I [ Prev I [ Maintenance I 

In 1 before Video In 2 can be used. 

~When installing the RF (tuner) inputs on VCRs, or the 
RF input on the Video Preprocessor insure that RF signals 
are not looped through VCRs. If necessary, always split the 
cable or antenna path prior to entering any RF input. 

~When installing the RF (tuner) inputs on VCRs, (or the 
RF input on the Video Preprocessor), always dedicate a cable 
decoder to a single RF input. Never split the output from a 

'= 

cable decoder to more than one RF input. If decoding is 
necessary for more than one RF input, use additional cable 
decoders. A violation of the rule will cause unpredictable 
operation from the system 
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INSTALUNG A VCR 

o 1) Using the NEXT and PREV buttons on the Installa­
tion Control Stripe, scroll through the list of installation 
screens to find the desired Current Connection - Video 
In 1 or Video In 2. 

.. 

Current Connection Ic:::v",=,",:.::. :l"::..:· , ___ -' 

[,.,." Always Use Alternate Monitor I 

..... 

I"""'· .. "" ........ 
Current Device 

tiil .... ··11 

'"'"iJL 
~R:~~~$-Vh"Oln ~ 
La$flirOl$( j@'?" 

t.l1i:.~.Qj.d~ $'V~1Iijj In 
.... 

... . .. 

o 2) Click on the Current Device that best describes the 
video output of the playback VCR. If the video 
component is connected via composite cables, click on 
VCR, but if the video output is S-video click on VCR 
from S-video In. 

o 3) From the list of devices, click on the Device Make 
and Model for the VCR in question. If the particular 
model number for a manufacturer is not listed, select 
another model from the same manufacturer. It is quite 

.. 
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probable that models from the same manufacturer use 
the same infrared (IR) codes. If there is no suitable 
chOice, then the device can be taught to the FroxSystem 
in the Learn mode (see Appendix D). 

. .... 
FroxComponent: tVide"pi-.pro~t I IJii(HR.D~&oU 

Frox Component: I vuie~ I ... 1 ] Device Make and Model 

Curl'i!nt Devite ILVC~.~_~~---.J 

I"'" Always Use Alternate Monitor I 
Learn 

o 4) If an RF signal will be forwarded to the RF (tuner) 
input on the VCR, click on the appropriate option in the 
VCR Tuner In scrolling menu. 
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o 5) If a Cable with Decoder is selected, click on 
the appropriate Device Make and Model for the 
cable decoder in question. If the particular model 

CUrl'8M Connection [VideO Irq 

~:::::=:::~ 
Current Device ~ 

Device Make and Model ~!V~~.~.-,1~:_ ,(=JVc~~) ======3-, 

Devita Make and Model 

I.", Always Use Alternate Monitor I 

Current Connection 1\ti~_ln 1 

~:::::=:::~ 
Current Device I\lC~ 

Devita Make and Model [~,,-.Y(:~.~_ ,~~JJ~V~9=======~ 

Device Make ... nd Modal 

VCRTunerln [,(; .. l:JleW~-~~ 

l= Always Use Alternate Monitor I 
[---~~ 

number for your decoder is not available in the 
provided listings, select another model from the 
same manufacturer. It is quite probable that 
models from the same manufacturer use the same 
infrared (IR) codes. If there is no suitable choice, 
then the device can be taught to the FroxSystem 
via the Learn mode (see Appendix D). 

o 6) Using the NEXT and PREY buttons on the 
Installation Control Stripe, scroll through the 
pages of installation screens to locate the desired 
Current Connection - Video Out 1 or Video Out 2. 

o 7) Click on the VCR option under Current Device. 

Current Connection I,".y",i~;;;~(),-,:::C?c;:,:""fj",. ~==ccJ Current Device 

[.." Alwa}f5 Use Alternate Monitor I 
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o 8) From the scrolling list of devices, click on the 
Device Make and Model for the VCR in question. 

~ If the recording VCR is the same as the playback 
VCR you must select the option at or near the top of 
the list that reads VCR n (Make), where n is the 
installation order of a previously installed VCR and 
Make is the manufacturer of the VCR. This will 
instruct the FroxSystem that the playback device is 
the same as the recording device. If any other listing 
is selected, the system will think that there are 
separate VCRs for playback and recording (also a 
valid configuration). 

Current Connection [~~:~~~::::::~;:;'-'::'::::1 ;:;;:;;:;;:;;:;;:; 
Current Device ILV(=:c.~==~~'=':-'-:l 

Devita Make and Model 

I... Always Use Alternate Monitor I 

If the particular model number for a manufacturer is 
not available in the prOVided listing, select another 
model from the same manufacturer. It is quite 
probable that models from the same manufacturer use 
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the same infrared (IR) codes. If there is no suitable 
chOice, then the device can be taught to the FroxSys­
tern in the Learn mode (see Appendix D). 

o 9) Should the VCR have more than one audio line 
input, it may be necessary to assign a Dub 
Source Position. This aSSignment tells the 
FroxSystem which audio line input to use when 
dubbing. The Dub Source Position is defined as 
the number of steps (inputs) past the RF input 
(tuner) on the VCR. This can be determined by 
counting the number of times the Input (or 
equivalent) key must be hit on the VCR remote to 
move from the RF input to the audio input 
desired for dubbing. The choices under Dub 
Source Position will be listed as One past tuner, 
two past tuner, etc. Click on the appropriate 
option at this time. 

Currant Connection I'Vi~~'~:J?#:n ::::::1 

Current Devke ~IY;~~. ~~:::;;;~ 
Dub Source Position 

~YS Use Alternate Monitor) 
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LASERDISC INSTALLATION 

To enter the laserdisc (LD) player 
Installation section, click on the 
ANALOG AUDIO/VIDEO button located 
on the Installation Control Stripe. 

Iki' A video device (such as a VCR or 
laserdisc player) must be installed in 
Video In 1 before Video In 2 can be 
used. 

INSTALLING A LASERDISC PLAYER 

o 1) Using the NEXT and PREV 
buttons on the Installation Control 
Stripe, scroll through the pages of 
installation screens to locate the 
desired Current Connection· 
Video In 1 or Video In 2. 

.•....•.. 

!=o~nection. and Component. .......• . 

Frox Component: I Video Preprocessor I I,-u_n_~se~d.~~~~~-----, 

Current Connedion I RF ~n I Current Device 

[~ Always Use Alternate Monitor I 

I Unused 

I.cablfl Without Pecoder 

.ca~1fI with O .. <Qder 

Antenna 

...... 

I Locale 11·~~~~~~iil~~jl1V Channels II Next II Done 

I Speakers Il Digital Audio ~~thorization J EJ ! Maintenance I 

(-q"n.lCt.ja~!! :'!1~ ·(qmPQnents 

~WaY5 Usa Alternate Monitor I 

.... . .... 

Current Device 

lMItDls~ '0. 

~Mlilj'tJj~~ from s,.Vltleo·~ 
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o 2) Click on the Current Device that best describes the 
video output of the LD player_ If the video output 
features composite video, click on LaserDisc; if the 
video output is from an S-video port click on LaserDisc 
from S-video In. 

o 3) From the list of devices, click on the Device Make 

Current ConnectIon ;;;~~; 
Current Device IG'~C0:':~"': ::::",,~~~==~ 

Devita Make and Model 

r..", Always Use Alternate Monitor I 
Learn 
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and Model for the LD player in question. If the 
particular model number for a manufacturer is not 
available in the prOvided listing, select another model 
from the same manufacturer. It is quite probable that 
models from the same manufacturer use the same 
infrared (IR) codes. If there is no suitable chOice, then 
the device can be taught to the FroxSystem via the 
Learn mode (see Appendix D). 

o 4) Click on the Digital Audio Connection to which the 
digital audio output of the LD player is connected (the 
analog input is automatically assumed to be associated 
with the video #1 or #2 inputs). 

[..,.., Always Un Alternate MOnitOr) 
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CD PLAYER INSTALLATION 

There are two ways to configure compact disc (CD) players to the 
FroxSystem. First, determine whether or not the CD player has a 
digital output. If it has a digital output then follow the installation 
procedure for "Installing A Digital CD Player". If the player does 
not have a digital output, then follow the installation procedures 
for "Installing An Analog CD Player". 

~ CD players that do not offer a digital output can be controlled 
via infrared (IR) by the 
FroxSystem, but because 
there is no subcode 
information available on the 
analog output of a CD 
player, all data related 
FroxSystem features (such 
as CD Identification and 
Elapsed Time Counter) will 
not be available. 

~ Only one 100-Disc 
FroxCD changer (CDC-Ol) 
or equivalent NSM-model is 
allowed per installation. 

~ A maximum of four CD 
players (including analog 
CD players, digital CD play­
ers and FroxCD Changers) 
may be configured per 
FroxSystem installation. 

Current Connection 

B 
I Speakers I 

INSTALLING A DIGITAL CD PLAYER 

Click on the DIGITAL AUDIO button located on the 
Installation Control Stripe. 

There are eight digital audio inputs on the 
FroxSystem's Media Processor. Two of these are wired 
(coaxial) and the remaining six are optical. 

Current Device 
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Digital In 1 (Wired) Digital In 5 (Wired) 
Digital In 2 (Optical) Digital In 6 (Optical) 
Digital In 3 (Optical) Digital In 7 (Optical) 
Digital In 4 (Optical) Digital In 8 (Optical) 

The DIGITAL AUDIO installation menu sequences through 
each of the 8 digital inputs for device installation_ Use the 
NEXT and PREY buttons on the Installation Control Stripe to 
scroll through inputs 1 - 8_ For each input a compact disc 
player or Frox 100 CD Changer (CDC-01) is offered as an 
option_ 

trW Some CD players (including combination CD/LD players 
with digital outputs) strip the subcode information from the 
digital data stream. Though these components can be used 
to play audio through the FroxSystem, they cannot be used 
with the identification and data control portions of the 
FroxSystem. Please check the operation manual, service 
manual or with the manufacturer of the CD player in 
question before proceeding with the installation to verify 
the integrity of the digital output. 

o 1) Using the NEXT and PREY buttons, select the digital 
input desired. This is listed under Current Connection. 

o 2) Select either CD or FroxCD Changer. 
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o 3) Choose CD, then select the Device Make and Model 
that is connected to the Current Device option. If the 
particular model number for a manufacturer is not 
available in the list, select another model from the same 
manufacturer. It is quite probable that models from the 
same manufacturer use similiar infrared (lR) codes. If 
there is no suitable choice, then the device can be 
taught to the FroxSystem via the Learn mode (see 
Appendix D). 

~~=====r~~==?==i~~~~==,----Frox Component: [Video Prepi'Q(flsot' L[ c::._~_, 5~.t~"_35_. __ :::J 
Current Connection I :DIgitalIn 1 (Wired) Devita M.ke and Model 

I\tCxt-M1D§. 

I Philips eND 

o 4) If additional digital CD players are to be installed, 
repeat steps 1 through 3. 

INSTALUNG AN ANALOG CD PLAYER 

.. 

Frox Component: ! VkhlQ P",pr~$W l Unl,l$ed 

Current Connection !c:R1',-':::" ___ "'-_.-J Current Device 

eabte;witham D.~ctet 

c.plJ with D'II:CQcteJ' 

. ....... . 

~aY$ Usa Alternate Monitor 

To install an analog CD player, click on the ANALOG AUDIO/ 
VIDEO button located on the the Installation Control Stripe. 
There are two stereo pairs of analog audio inputs on the 

... 
(onnect:IO!'5 a~c:f (o",p~n4jlnt$ . 

Frox Component: 

CUrrent Connection 

1- Always US8 Alternate Monitor 1 

8[~·~~~q~B~ 
~peakers I [ Digital Audio I I Authorization ! B ~~e~ 
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----««««««««««««««««««««««««««««««««««« 

FroxSystem's Video Preprocessor. 
Aux In 1 
Aux In 2 

o 1) Using the NEXT and PREY buttons, scroll through 
the installation screens of ANALOG AUDIOjVIDEO until 
the Current Connection reads Aux In lor Aux In 2. 

Current Connection !'~x'ln'1 Current Device 

U"",od 

cD 

I -.. Always US8 Alternate Monitor I 

o 2) Click on the choice labeled CD . 

o 3) Click on the desired Device Make and Model of 
your analog CD player. If the particular model number is 
not available in the device list, select another model 
from the same manufacturer. It is quite probable that 
models from the same manufacturer use similar infrared 
(IR) codes. If there is no suitable choice, then the device 
can be taught to the FroxSystem via the Learn mode 
(see Appendix D). 

Frox Component: tv~ Pr.ept~r 

Current Connection c.:h'\=~ff.:;:I"c:.1 ___ --'.J Devitll Make and Model 

Current Device c::[ci:>=--:-.: -""'--~~~~ 

c=- Always Use Alternate Monitor I 

Digital Audio 

o 4) If additional analog CD players are left to be 
installed, repeat steps 1 through 3. 
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MISCELLANEOUS ANALOG 
AUDIO COMPONENTS 

To enter the miscellaneous 
analog audio device 
installation section, click on 
the ANALOG AUDIO/VIDEO 
button located on the 
Installation Control Stripe. 

Current Connedion 

[-. Always Use Alternate Monitor 1 

I Locale I Done 

I Speakers 1 Digital Audio 
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The FroxSystem software V3.0 supports the 
infrared (IR) control of the following devices: 
compact disc player, VCRs, laserdisc players, and 
cable decoders. The audio from other analog audio 
devices (such as cassette decks and AM/FM tuners) 
can be routed through the FroxSystem studio path 
without the benefit of IR control. 

There are two stereo pairs of analog audio inputs 
on the FroxSystem's Video Preprocessor. 

Aux In 1 
Aux In 2 

When a miscellaneous analog audio device is 
installed in Aux In 1 or Aux In 2 an OTHER or 
OTHER 2 button will appear as options in the Audio 
Routing Screen. A selection of these controls will 
route the corresponding audio device to the room 
of choice. 

INSTALLING A MISCELLANEOUS ANALOG AUDIO 
DEVICE 

o 1) Using the NEXT and PREV buttons, scroll 
through the installation screens of ANALOG 
AUDIO/VIDEO until the Current Connection 
reads Aux In 1 or Aux In 2 as desired. 

o 2) Click on Other. 
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.......... 
FroxComponent: tvr~=.o-pj.eprOteS50~ . I I~~the~, '--"'--__ ~ 
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GENERAL PROCEDURES 

To configure speakers to the 
FroxSystem, click on the 
SPEAKERS button located 
on the Installation Control 
Stripe. 

There are 16 rooms 
available in which speakers 
can be installed (V3.0 or 
later releases); they are 
listed in a menu under 
Select a Room. The default 

Select a Room 

[ -=0 Main Theater 

[ -=> living Room 

I-=> Bedroom 1 

[ -=> Bedroom 2 

[ -=' Bedroo!il'! 

[ .:oJ Bedroom 4 

[ """ Kitchen 

""" Calibration Disabled 

Keypad Assignment 

Rooms ami Speakers 

Associated Speakers Optical Digital Outs 

[ """. Left/Rlg~/SI!~ 
[..", Centl!r/Surrolmd 

VPPAux Outs 

I- • • . I 
Center Speaker Type 

6·Channel Room None 

THX Spl!akers Limited Range """ 

l +R Subwoofl!r Full Range 

room names are: Main 
Theater, Living Room, 
Bedroom 1, Bedroom 2, 
Bedroom 3, Bedroom 4, 
Kitchen, Den, Family 
Room, Patio, Rec Room, 
Bathroom 1, Bathroom 2, 
Bathroom 3, Great Room, 
and Pool. Room names can 

B I Analog Audio/Video I [ TV Channels I [ Next I [ Done 

~ Digital Audio J I Authorization J El MaintenanceJ 

be changed by the installer (in a procedure 
discussed later in this section). 

FroxSystem digital and analog audio outputs are assigned in 
pairs. These pairs are listed under Associated Speakers. 
There are 16 optical digital outputs on the Media Processor 
and two pair of analog auxiliary outputs on the Video 

Preprocessor. When installing digital speakers that use one 
of the two channels on the digital data stream, it is 
important to be aware of the sequence in which the 
channels exist. For example, when aSSigning Ll!ft/Right/Sub 
to a digital speaker, channel 1 will carry the left channel 
and channel 2 will carry the right channel Sub Simply 
means that the very same left and right channels will 
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terminate at a subwoofer (one that sums the left and right 
channels together to derive an input)_ For example, to set 
the proper channel designation on a Frox digital speaker, set 
DIP switch #3 (located on the back of each speaker) to 
either the B (channell) position or A (channel 2) position_ 

The rules remain the same when using analog outputs or Dj 
A converters_ If a Left/Right/Sub audio pair is asSigned to 
the first (Aux Out 1) analog audio output pair, the left 
channel output would be 'port one' (furthest left) and the 
right channel output would be port two. Similarly, when 
assigning an audio pair to a digital output that connects to a 
DjA converter, the DjA converter output labeled 'left' would 
carry channel 1 and the output labeled 'right' would carry 
channel 2. 

An interactive graphical representation of the FroxSystem 
analog and digital audio outputs is displayed on screen to 
simplify the installation process. 
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INSTALLING A TWO-CHANNEL ROOM 

o 1) Click on the name of the room to be installed. 

O Associated Speakers 
2) Click on 
Left/Right/Sub. I·~. Left/Right/Sub 

[ *'" Center/Surround o 3) Click on as 
many unused 
(black-filled) digital and analog ports required to route 
Left/Right audio signals to desired speakers. When a 
port is assigned it will change to a red-filled state. 
Unavailable speaker ports are displayed as gray-filled 
(when the room associated with those ports in not the 
current room selected). 

o 4) Click on the L+R SUBWOOFER button if a 
subwoofer is present 

INSTALLING A FOUR-CHANNEL ROOM 

(Dolby Pro • Logic Surround and The Sonic Playground) 

o 1) Click on the name of the room to be installed. 

o 2) Clickon 
Left/Right/Sub. 

Associated Speakers 

I """" Left/Right/Sub 

l-=>cemerlSurround 
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o 3) Click on as many unused (black-filled) digital and 
analog ports required to route Left/Right audio signals 
to desired speakers_ When a port is assigned it will 
change to a red-filled state_ Unavailable speaker ports 
are displayed as gray-filled (when the room associated 
with those ports in not the current room selected)_ 

04) Click on 
Center/ 
Surround 

o 5) Click on 

Associated Speakers 

as many unused (black-filled) digital and analog ports 
required to route Center/Surround audio signals to 
desired speakers. When a port is assigned it will 
change to a red-filled state. Unavailable speaker ports 
are displayed as gray-filled (when the room associated 
with those ports in not the current room selected). 

o 6) Click on the appropriate Center Speaker Type. If 
any Center/Surround speakers have been installed, 
this will default to FULL RANGE. Otherwise it will be 
set to NONE. The liMITED RANGE selection is for 
smaller speakers (such as those built into a television, 
incapable of handling a full range of audio frequencies). 

o 7) Click on the L+R SUBWOOFER button if a 
subwoofer is present. 

INSTALUNG A SIX-CHANNEL ROOM 
(Home THX and The Sonic Playground) 

o 1) Click on the name of the room to be installed 

o 2) Click on the 6-CHANNEL ROOM button. Note that the 
list of speaker options under Associated Speakers will 
change to reflect the six discrete channels of Home THX. 

Eli Analog Audio/Video IITV Channels I B ~ 
[~~gll Digital Audio I Authorization EJ [ Maintenam::J 
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o 3) If the room is equipped with TIIX-certified speakers, 
then click on the TIIX SPEAKERS button_ Note that the 
Center Speaker Type options, as well as the L +R 
SUBWOOFER button, will disappear (since these are no 
longer valid options)_ 

E I Analog Audio/Video II TV Channels II Next I ~ 
t:~e~RlI ~~ I Authorization I EJ [ Maintenance I 

o 4) If the room does not have TIIX-certified speakers 
and does have a subwoofer that sums the left and right 
channels, click on the L +R SUBWOOFER button. If the 
room has no subwoofer, do not select the L+R 
SUBWOOFER BUTION. 

o 5) Click on Left/Right 

o 6) Click on as many 
unused (black-filled) 
digital and analog ports 

Associated Speakers 

required to route Left/Right audio signals to desired 
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speakers. When a port is asSigned it will change to a 
red-filled state. Unavailable speaker ports are displayed 
as gray-filled (when the room associated with those 
ports in not the current room selected). If the L+R 
SUBWOOFER button is selected, the entry in the 
Associated Speakers browser will read Left/Right/Sub 
instead of Left/Right. In this case click on the output 
ports connected to the subwoofer. 

07) Click on 
Center/SurroundL. 

08) Clickon 
as many unused 

Associated Speakers 

(black-filled) digital and analog ports required to route 
Center/SurroundL audio signals to desired speakers. 
When a port is assigned it will change to a red-filled 
state. Unavailable speaker ports are displayed as gray­
filled (when the room associated with those ports in 
not the current room Associated Speakers 
selected). 

09) Click on 
SurroundR/Sub 

.···.~·· •. Sjirtoi.indR 

o 10) Click on as many unused (black-filled) digital and 
analog ports required to route Surround R/Sub audio 
signals to desired speakers. When a port is assigned it 
will change to a red-filled state. Unavailable speaker 
ports are displayed as gray-filled (when the room 
associated with those ports in not the current room 
selected). If the L +R SUBWOOFER button is selected, 
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the entry in the 
Associated Speakers 
browser will read 
SurroundR/None 
(instead of SurroundR/ 

Associated Speakers 

1·~'~!lt;'-/Sl!~r9~nqi 
r~s~rr~ynqR/N()~~ 

Sub) and only the SurrouudR port selections are 
provided_ 

D 11) If the room does not have THX-certified speakers 
Click on the appropriate Center Speaker Type. If any 
Center/Surrouud speakers have been installed, this 
menu will default to FULL RANGE. Otherwise it will be 
set to NONE. The LIMITED RANGE selection is for small 
speakers (such as those built into a television, incapable 
of handling a full range of audio frequenCies). 

NOTE: To properly calibrate a six-channel Home THX room, 
refer to Lucasfilm LTD's document entitled "Home THX 
Audio System Installation & Operation Manual." 

SAFEGUARDING YOUR INSTALLATION 

On the Home THX Audio Processing Control Stripe, there is 
a button called CALIBRATION that presents a subpanel of 
detailed calibration controls. Once the room is calibrated for 
optimum sound it is advised that the installer lock this 
menu away from alteration by the user. This is accomplished 
in the same SPEAKERS installation panel. The net effect of 
this procedure is to remove the CALIBRATION button from 
the Home THX Audio Processing Control Stripe: 

D 1) Click on the name of the room that has the six­
channel installation. 

D 2) Click on the CALIBRATION DISABLED button (the 
green tally light is turned ON). 

RENAMING ROOMS 

Any room can be renamed by typing the correct room name 
via a virtual keyboard. The procedure to change the name 
of a room is: 

D 1) Click on the name of the room that you wish to 
change. 

D 2) Click on the KEYPAD ASSIGNMENT button. 

D 3) Click on the NAME THIS ZONE button. 

D 4) Type in the characters using the on-screen 
keyboard and the FroxWand. When completed, click on 
the ENTER button. 

D 5) To return to Speaker Installation area, click on the 
SPEAKERS button. 
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ALTERNATE MONITOR 

To configure an alternate 
monitor, click on the 
ANALOG AUDIO/VIDEO 
button located on the the 
Installation Control Stripe. 

~ The alternate monitor 
feature is a method for 
displaying the Frox 
Graphical User Interface 
(GUI) on a regular 
television via composite or 
S-video inputs (horizontal 
scanning frequency 

Always Use Alternate Monitor 

I 5. 75kHz), usually in a 

EJ 
room outside the main 
theater. It is assumed that 
the main theater monitor is 
'datagrade" 01' "multisync" 
(scanning at 315kHz). A 
monitor of this variety 

I Speakers 1'-_____ ---' '--___ ---' 
takes full advantage of the Frox line doubling capability and 
displays the Frox Gill with its proper graphics resolution. 

~ When an alternate monitor is active all devices installed 
in Video In 2 will become inaccessible. 

The alternate monitor feature forwards video to a television 
through the S-video and composite Video 2 outputs. This 
feature can be installed as a permanent method of system 
viewing or it can be activated on-demand. The on-demand 

option will allow devices installed in Video In 2 to be 
accessible when the alternate monitor is turned OFF. 

~When using S-video cables, long distance runs are not 
recommended over 30 feet without adding amplification to 
the line. This is typically accomplished by adding an S-video 
distribution amplifier. 

~ Because it is impossible to know if the alternate monitor 
is the only monitor in the system, the alternate monitor is 
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pre-installed as "always on_" If the alternate monitor is 
the only monitor in the system NEVER un-install it 
Doing so will blank the video output when routed from 
the video 2 output If this should occur, upon leaving 
INSTALLATION no video will be present on the alternate 
monitor (and hence no FroxSystem operation will be 
possible)_ 

~ The graphics quality of the S-video output will be 
superior to that of the composite video output 

~ The FroxSystem always prefers au S-video Signal as 
a video input The Video Preprocessor hardware is opti­
mized for a video Signal broken into separate luminance 
and chrominance components. Use the S-video inputs 
whenever possible. 

The ON and OFF commands for an infrared-controlled 
television can be taught to the FroxSystem, so that when 
the alternate monitor is engaged the FroxSystem can 
turn the television ON or OFF via the FroxWand's F2 
control. 

INSTALLING THE ALTERNATE MONITOR FOR 
ON-DEMAND USE 

o 1) USing the NEXT and PREV buttons, scroll 
through the installation screens of ANALOG AUDIO; 
VIDEO until the Current Connection is Video Out 2. 

o 2) Click on the ALWAYS USE ALTERNATE MONITOR 
button so that the green tally light goes OFF. 
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o 3) Check to see if the Current Device is set to 
Alternate Monitor. 

o 4) If not, click on the Alternate Monitor option in 
the Current Device menu. 

o 5) If the television is not required to be powered 
ON and OFF when the alternate monitor is activated, 
click on the Generic TV option under Device Make 
and Model. 

o 6) If the television is to be powered ON and OFF 
when the alternate monitor is activated, use the 
Learn mode option (see Appendix D). 

Current Connection i~:()i.#'2 

Current Devita t~~Itii;:::::-~~':':"'·::;'~:Ni;'riIIOi~::::,:,_':~':'::: ~~ 
Devic.e Make and Model 

I -.:; Always Use Alternate Monitor) 
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INSTALLING THE ALTERNATE MONITOR FOR 
CONSTANT USAGE 

o 1) Using the NEXT and PREY buttons, scroll through 
the installation screens of ANALOG AUDIO/VIDEO 
until the Current Connection is Video Out 2. 

o 2) Make sure that the ALWAYS USE ALTERNATE 
MONITOR button is ON (Le. the green tally light is 
ON). 

o 3) Check to see if the Current Device in Video Out 
2 is set to Alternate Monitor. 

o 4) If the television is not required to be powered 
ON and OFF when the alternate monitor is activated, 
click on the Generic 1V option under Device Make 
and Model. 

o 5) If the television is required to be powered ON 
and OFF when the alternate monitor is activated, use 
the Learn mode option (see Appendix D) to teach 
these commands to the FroxSystem. 

UN-INSTALLING THE ALTERNATE MONITOR 

o 1) Using the NEXT and PREY buttons, scroll 
through the installation screens of ANALOG AUDIO/ 
VIDEO until the Current Connection is Video Out 2. 

o 2) Click on the Unused option under Current 
Device. 
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TIlE MAINTENANCE 
AREA 

To enter the system 
maintenance and update 
section of INSTALLATION, 
click on the MAINTENANCE 
button located on the 
Installation Control Stripe. 

The Maintenance screen 
provides tasks for the 
installation, maintenance 
and updating of the 
FroxSystem. The tasks are: 

o 1) Save Setup· 

o 2) Restore Setup· 

o 3) System Update· 

o 4) CD Covers 

o 5) Converge 

o 6) Statistics 

Save Setup Save the current system configuration. 

Restore Setup Restore the last system configuration. 

I System Update I Update system to a new software release. 

CD Covers Read CD cover images from videotape. 

Converge Show test patterns and controls for monitor setup. 

Statistics Show system statistics for diagnostic purposes. 

Done Return to installation. 

SAVE SETUP (V3.0 Release) 

The Save Setup option writes the current system configura· 
tion to a "read·only" partition on the hard disk. 

o 1) Click on the SAVE SETUP button. This will take 
several seconds and no FroxSystem operation will be 
available during this time. 

'These features are available in Version 3.0 or later releases. 101 
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RESTORE SETUP (V3.0 Release) 

The Restore Setup option reads the previously saved system 
configuration from the "read-only" partition on the hard disk 
and restores the system to those settings. 

o 1) Click on the RESTORE SETUP button. This can take 
from several seconds to several minutes. An informa­
tional pop-up will appear during the restoration and will 
disappear when this procedure is complete. 

SYSTEM UPDATE (V3.0 Release) 

The System Update option is used when upgrading the 
FroxSystem to new releases of software_ It can also be used 
to install a clean version of the existing software release into 
the system. 

o 1) Click on the SYSTEM UPDATE button. 

Iijf A FroxCD containing your current release of software 
(or any subsequent version of FroxSystem software) is now 
required. Without the FroxCD, execution of System Update 
will result in an inoperable system. 

o 2) Click on the CONFIRM button to proceed with 
System Update (or the CANCEL button to return to the 
Maintenance screen). The System Update procedure will 
take up to 30 minutes. 
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PI .... put the softw.,. rei .... CD in your CD pi.,..., then prus 
Confirm. More instructions will b. displ.,.d after the system is 
resti1IrtU. If you don't want to do this, pi'll. C.~I. Not.: this 
may take up to JO minutul 

o 3) Refer to the chapter "Upgrading to V3.0 - FroxBoot -
FroxCD Booting Utility" in this manual and proceed 
from step 3 under the subsection "Loading V3.0 From 
the FroxDC." 

m COVERS 

The Frox V3.0 CD Covers Tape has over 10,000 CD cover 
images for a wide variety of compact discs. 

Iijf Before exercising the CD Covers routine, complete the 
CD Identification procedure found in Appendix C of this 
manual. 
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This procedure matches the CD's cover graphics for the discs 
that have been identified as "In Collection". If the graphic is 
available, it will appear every time the CD record is opened 
in the Compact Disc browser. 

~ Because the universe of compact discs is greater than 
10,000, it can be expected that some CDs in one's personal 
collection may not yield a graphic from the CD Covers Tape. 
The best way to guarantee that all discs are in the Frox 
database is to send the CD collection to Frox (so that all 
discs can be entered and scanned). 

~When attempting to load cover art from the CD Covers 
Tape insure that no VCR on-screen graphics are also 
presented. This will corrupt the data being read from the 
tape and will result in no graphics "captures". 

~ Because the videotape is transferring data to the Frox­
System, it is vital that the tape is tracking properly in the 
VCR. At the beginning of the tape there are several seconds 
of black and white vertical bars that are used as a "header" 
to test the data quality of the transfer. If the system cannot 
properly read the tape follow these steps to correct this: 
First, turn off the "Automatic Digital Tracking" feature com­
monly found on VCRs (consult the VCR's user's manual). 
With the VCR now in a "Manual Tracking" mode adjust the 
tracking until the black and white header bars line up verti­
cally and look as clean as possible. Then begin the loading 
procedure again. Another cause of bad tracking is when the 
tape is wound poorly on the reels. To correct this, fast for­
ward the tape to its end and then rewind it to the beginning. 
This should align the tape to allow for better head-to-tape 
tracking. 

o 1) Insert the CD Covers tape in a VCR connected to the 
FroxSystem. 

o 2) Click on the CD COVERS button. 

o 3) Insure that the tape is at its beginning, physically 
press the PLAY button on the VCR containing the CD 
Covers Tape. 

Start playing the CD Covers video tape in your VCR, then press 

Confirm to read CD Cover images for all CDs that are in your 

collection (36 CD covers to be read). If you don't warn: to do this, 
press Cantel. 

o 4) Click on the CONFIRM button to begin the loading 
process (or the CANCEL button to return to the 
Maintenance screen). During the loading process an on­
screen counter will keep track of each cover graphic 
that is successfully captured. Additionally, the graphic 
itself will appear on-screen when it is located on the 
CD Covers Tape. 
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CONVERGENCE 

Several calibration screens are available in the Converge sub­
section to aid in properly setting up a monitor for a FroxSystem. 

INSTALLATION GUIDE - Maintenance 

~ It is important that the Frox-provided patterns are used 
during monitor calibration (verses external patterns 
generated by a laserdisc or test pattern generator). 

There are three test patterns provided for calibrating 
monitors. The Cross Hatch, Gray Scale and SMPTE Color Bar 
patterns are accessed as follows: 

o 1) To view the Cross Hatch pattern, click on the 
CONVERGE button. 

o 2) To make the Gray Scale pattern appear, click on the 
Cross Hatch Screen. 

o 3) To view the SMPTE color bars, click on the Gray 
Scale Screen. 
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Due to excessive "over scanning" in many composite video 
monitors, Frox has provided a screen-shifting feature that 
allows the installer to shift the entire Graphical User 
Interface (Gill) to the left or right, up or down_ Screen 
shifting is often required when using NTSC monitors for the 
alternate monitor feature_ 

~ When using more than a single monitor in a system, 
insure that the screen positioning is at a happy medium for 
all monitors. Be aware that the user interface shifting will 
affect all monitors in the system. 

To move the User Interface: 

o 1) Click on the CONVERGE button. 

White rectangle shows limits of FrOl( controls; use buttons to center on monitor. 

[-;;-p~l 

[Loft] ~ 
I Down I 

Don. 

o 2) Continue to click on the test patterns until the 
screen-shift page is reached. This will be the screen 
following the SMPTE color bars. 

o 3) When finished, click on the DONE button to return 
to the Maintenance Area. 
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STATISTICS 

The Statistics screen 
provides useful information 
about the FroxSystem 
configuration, hardware 
and software status, plus 
FroxCast transmission 
quality. 

The FroxCast Transmis-

Housekeeping Time 

INSTALLATION GUIDE - Maintenance 

FroxCast transmission statistics 0:0 

Late Night I Early Afternoon -=> I 

Serial Number: DM10923B 
Type of cable system detected: 0 

sion Statistics reveals the 
number of data packets 
that have been recently 
received by the FroxSys­
tern. Two numbers appear 
and are separated by a 

Number of Digital Signal Processors installed: 6 

Frox database version 3.0, September 1, 1993 
Software version 3.0, September 1, 1993 

colon. The first number is 
the total number of data 
packets that has been 
received by the system; the 
second is the number of 
"bad" packets received. 
Upon exiting this screen, 
both numbers will be reset to zero. The FroxCast Data 
Channel and VBI tine must be installed before any reception 
count is reflected on the Statistics screen. 

To check for FroxCast reception, leave installation and soft­
power-down the system for approximately 10 minutes. 
Turn the system on and return to the Statistics screen. The 
system should have received a small number of packets. If 

Done 

the FroxCast Transmission Statistics are still 0:0 then it is 
probable that this test either occurred during a FroxCast 
down time or there is an error in the installation. The 
absolute test of FroxCast transmission is to leave the system 
soft-powered-down for an entire evening. If the FroxCast 
Transmission Statistics still reads 0:0 in the morning then 
there is some other problem with the software or hardware 
installation. 
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Housekeeping Time allows the installer/user to set a 
preferred time for the FroxSystem to perform the "House­
cleaning" routine. This is an automated daily event where 
unnecessary data is purged from memory (such as 
yesterday's television schedules). During this procedure no 
other FroxSystem operation is possible. The Housekeeping 
event should be scheduled at a time when the system is 
likely not to be in use. The factory setting for Housekeeping 
is "Late Night" which translates to 3:00 A.M. An alternate 
time slot of "Early Afternoon", or 3:00 P.M. can be selected 
at any time by the installer/user. 

To set the Housekeeping Time: 

o 1) Click on the Housekeeping Time button (LATE 
NIGHT or EARLY AFTERNOON) as desired. 

OTIlER STATISTICS INFORMATION: 

Every FroxSystem Media Processor has its own chassis 
Serial Number. This number is displayed on the screen 
and is important when generating authorization codes. This 
number is also labeled on the rear panel of the Media 
Processor. 

If a cable system is installed a number will be listed next to 
Type of cable system detected to indicate whether the cable 
system is standard, HRC or IRC. 

The Number of Digital Signal Processors installed is listed 
on the Statistics Screen. The MPP-02 ships with three DSP 
cards, which will display the number 6 (since there are two 
physical DSP integrated circuits on each DSP card). 

The Frox database version is listed along with the date of 
that version. 

The FroxSystem Software version is listed along with the 
date of the installed software version. 
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INSTALLATION GUIDE - Troubleshooting 

Following are some potential problems that can occur when in­
stalling a FroxSystem_ If the recommended solutions do not 
yield the desired results, contact the Frox Technical Support de­
partment at 1-800-525-5257 for additional assistance_ 

o VIDEO 

Symptom: 
The datagrade monitor displays nothing from the Media 
Processor's video output. 

Possible causes: 
>- The Media Processor is not receiving power. 
>- The connections from the datagrade monitor to the 
Media Processor are loose or otherwise interrupted. 

Symptom: 
Signals from antenna, cable or satellite look ''grainy.'' 

Possible causes: 
>- The RF (Antenna) input on the Video Preprocessor is 
not receiving the required 7-10dB of signal. 
>- The signal itself is noisy. 
>- There is a noisy video amplifier in the line. 

Symptom: 
The color red turns to green (or green to blue) during 
some scenes. 

Possible causes: 
>- The color saturation level for that channel or source is 
too high. Reduce the value by accessing the Video Processing 
Control Stripe and reducing the SATURATION level. 

Symptom: 
The video looks washed out even though the video 
processing parameters are pushed high. 

Possible causes: 
>- The monitor is not set up to work properly with the 
FroxSystem. Read the section "Connecting Monitors" in this 
manual and follow the setup procedures in detail. 

Symptom: 
There are horizontal pink and green bars that appear on 
the screen .. 

Possible causes: 
>- The FroxSystem initiates synchronization with all video 
sources. This means that all video sources must be started 
from the Frox Graphical User Interface (Gill). For example, 
when using a VCR, the PLAY button must be selected from 
the VCR Control Stripe to begin playback. If the PLAY 
button is used from the phYSical device and not initiated 
from the Gill, then the FroxSystem will not be able to 
synchronize to the video. This may result in horizontal pink 
and greens bars across the video image. 

Symptom: 
When using an alternate monitor, parts if the graphical user 
interface can't be read (because they are off the screen). 

Possible causes: 
>- Use the Screen Shifting feature found in the MAINTE­
NANCE area of Installation to center the user interface on 
the alternate monitor. This will correct for the overscan of 
the NTSC monitor. 
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o AUDIO 

Symptom: 
There is no sound. 

Possible causes: 
:> The best way to check for sound is to select the 1V 
button from the Video Control Stripe and increase the 
master volume. If no sound is heard, then recheck the 
speaker installation area of the system and retrace all 
component wiring. 

Symptom: 
When playing certain laserdiscs, there is no sound. 

Possible causes: 
:> Not all laserdiscs have digital audio soundtracks, but 
all have analog audio soundtracks. If the system is 
installed properly both the digital and analog audio outputs 
of the laserdisc player will be configured into the FroxSys· 
tem. Then, on the Laserdisc Control Stripe an ANALOGI 
DIGITAL toggle button will be presented for the user to 
select the appropriate soundtrack. If ANALOG is the current 
state and no sound can be heard, then there is some other 
problem. Check the installation of the component and 
speakers. 

Symptom: 
When attempting to route a new audio source to a room, 
or when selecting an audio processing option, an 
informational pop-up appears that says ''Not enough 
DSPs." 
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Possible causes: 
:> The FroxSystem ships with three nsp cards, which is 
enough processing power to sample convert a digital audio 
source and add Home THX, six·channel processing. If any 
audio processing tasks above this are required, then 
additional nsp cards must be purchased and installed. 
:> Insure that the nsp cards are securely fitted into the 
slots in the Media Processor. 
:> A defective nsp card. 

Symptom: 
An audible hum is present in the audio whenever the 
monitor is connected to the system. 

Possible causes: 
:> Most likely a ground loop exists. Make certaln that the 
monitor is at the same electrical ground as the Media 
Processor and Video Preprocessor. Review the discussion 
about ground loops in the chapter "Planning A Successful 
Installation." 
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o SYSTEM AND DEVICE CONTROL 

Symptom: 
The Froxwand does not move the hand on screen. 

Possible causes: 
:> The batteries are dead or too low for the FroxWand to 
function properly. 
:> The FroxWand is broken. 
:> The IR receiver on the front of the Media Processor is 
blocked or broken. 
:> An IR repeater in use with the system is not properly 
connected. 

Symptom: 
The system won't turn ON in the morning. 

Possible causes: 
:> The FroxSystem has experienced a software failure 
overnight and may not be able to self-recover. Hard power 
cycle the system. This should restore normal operating 
conditions. 
:> The FroxWand batteries may be low, thus not issuing 
the proper POWER ON command. Replace all batteries. 

Symptom: 
The system turns ON and the Preferences screen automati­
cally appears. When other menu options are selected the 
screens look like they are writing over one another but not 
fUlly disappearing. 

Possible causes: 
:> Check to see if the AC power of the Video Preprocessor is 

plugged into the switched outlets of the Media Processor. If so, 
remove and reconnect the AC power directly to a source outlet 
:> There may be a bad or missing connection between the 
Digital Video SCSI ports on the Media Processor and the 
Video Preprocessor. Check to see that the connections are 
securely made to both components. 

Symptom: 
The system turns ON, the Copyright screen automatically 
appears and never goes away. 

Possible causes: 
:> This could indicate a hard disk failure due to either 
hardware or software_ Hard power cycle the system and 
wait a few minutes to see if the condition persists. 

Symptom: 
Control of one or more infrared (fR) devices is lost. 

Possible causes: 
:> Check the IR emitter connection to the devices. Be 
sure that the emitter is placed directly over the IR receiver 
on the device. 
:> Check the software configuration to see if the device is 
installed properly. Even it is, try "re-installing" the device. 

Symptom: 
An AC power 'brownout' has occurred; now the system is 
dead and will not power up. 

Possible causes: 
:> The main power supply in the Media Processor may be 
damaged. Contact Frox Technical Support at 1-800-525-5257. 
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o FROXCAST 

Symptom: 
The system is not receiving 1V schedules (a FroxCast 
service). 
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Possible causes: 
>- Check to see if the FroxCast Data Channel is installed 
properly along with the VBI Line Number_ Remember the 
FroxSystem will only receive FroxCast data when the system 
is soft-powered OFF_ 
>- Is the system currently authorized to receive the data 
updates? Check the Authorizations screen to review the ser­
vice expiration date. 
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APPENDIX A: 
IMPORTANT ELECTROSTATIC DISCHARGE PROCEDURES 

The following guidelines should be observed to prevent 
electrostatic discharge (ESD) from damaging the sensitive 
electronic components contained inside the FroxSystem. 

PERSONNEL 

o All personnel handling electronic components should 
ground themselves by wearing wrist straps properly 
connected to an earth ground. Wrist straps must 
contact bare skin and not be worn over clothing. 

EQUIPMENT 

o Items that generate static charges (such as styrofoam 
cups, plastic, glass, wool, etc.) should be removed 
from the work area. 

o All work areas should be conductive bench tops or 
covered by conductive mats properly connected to 
earth ground. 

o The installer and the FroxSystem should be 
grounded to the same earth potential. 

HANDLING PROCEDURES 

o Some electronic components such as integrated 
circuits (IGs), DSP cards and hard disk drives will be 
shipped in an ESD-safe bag. Do not remove the item 
from an ESD-safe bag until you are ready for its 
installation. 

o Removing the component from its package must be 
done while grounded. Personnel must wear wrist 
straps and make sure the area is free of common 
static generators. 

o Electronic components shipped in ESD-safe bags 
should be stored or transported in conductive or 
shielded containers only. 
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APPENDIX B: 
SYNC JUMPER 

~ Before opening the top of either the Media Processor 
or Video Preprocessor be certain to follow the general 
electrostatic guidelines found in Appendix A. 

The sync type of the FroxSystem is changed by moving a 
jumper on the motherboard of the Media Processor. 
When a FroxSystem is shipped from the factory the sync 
is set to output composite sync (see the section entitled 
"Connecting Monitors" in this manual for further 
descriptions of the different types of video sync). If one 
or more monitors is used that has separate horizontal 
and vertical sync, the sync jumper must be moved. 

CHANGING mE SYNC JUMPER 

o 1) Power OFF the AC power strip, uninterruptible 
power supply (UPS), or surge protector in which the 
Media Processor and Video Preprocessor are plugged. 
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o 2) Remove the three screws that hold down the lid 
of the Media Processor. These screws are found on 
the upper back of the unit's cover. 

o 3) Slide the top cover out of its mounting, towards 
the back of the unit. The top cover has a very snug 
fit, so some exertion is normal to remove it. 

~ Attach the wrist strap to the chassis divider before 
proceeding. 

o 4) With the rear of the Media Processor facing you, 
locate the jumper clip. The jumper clip is on the 
right edge of the board and 5" from the back of the 
unit (see illustration). 

o 5) Move the jumper clip to the desired position. 
Connecting pins one and two will result in the 
configuration for separate horizontal and vertical 
sync. Connecting pins two and three will result in 
the configuration for composite sync. 

o 6) Carefully replace the lid and re-install the three 
screws. 
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APPENDIX C: 
DSP AUDIO CARD REMOVAL 

DSP cards are located in the Media Processor. There are 
eight slots that house these cards and there is no 
particular sequence or priority given to any of the slots. 

~ Before opening the top of either the Media Processor 
or Video Preprocessor be certain to follow the general 
electrostatic guidelines found in Appendix A. 

ADDING OR REPLACING DSP CARDS 

o 1) Power off the AC power strip, uninterruptible 
power supply (UPS), or surge protector in which the 
Media Processor and Video Preprocessor are plugged. 

o 2) Remove the three screws that secure the lid of 
the Media Processor. These screws are found on the 
upper back of the unit's cover. 

o 3) Slide the top cover out of its mounting, towards 
the back of the unit. The top cover has a very snug 
fit, so some exertion is normal to remove it. 
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~ Attach the wrist strap to the chassis divider before 
proceeding. 

o 4) If necessary, remove the defective DSP card. 

o 5) Insert the new DSP card into the first available 
slot. 

o 6) Carefully replace the lid and re-install the three 
screws. 
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APPENDIX D: 
LEARN MODE 

A Learn mode is available for teaching the FroxSystem the 
infrared (IR) commands for devices that are not supplied in 
the device lists provided for each category of product. Cable 
decoders, VCRs, compact disc (CD) players, laserdisc players 
and the POWER functions for conventional televisions can 
be taught to the FroxSystem by selecting the LEARN button 
(located under the Device Make and Model menu for each 
of the respective device categories in INSTALLATION). 

~ Most, but not all IR remotes can be taught to the 
FroxSystem. Some IR systems use a carrier frequency higher 
than the Frox IR receiver can read. If the Learn mode is not 
possible with a particular IR remote call Frox Technical 
Support to discuss possible reasons and options. 

~ It is important that when in Learn mode, be sure the 
room lighting is either very dim or completely off. This will 
insure the proper IR commands are transmitted to the 
FroxSystem. Furthermore, both the FroxWand and the IR 
device remote control should be no further than one foot 
away from the Media Processor IR sensor. Be certain that 
all remotes are aimed directly at the Media Processor IR 
sensor. 

~ When entering IR commands from a remote control, 
do not hit the keys in rapid succession. This will allow the 
FroxSystem to properly isolate and receive each command. 

TIlE MEANING OF FROXW AND CUCKS 

During the course of a Learn script, the FroxWand will be 
used in various ways. The first way is to select a button as 
an option presented on a particular screen. The second 
application is to substitute a FroxWand click for any function 
that is not available on a remote control. The third meaning 
of a FroxWand click is to indicate the end of a sequence of 
keystrokes. 

The text of the Learn Script will prompt the installer in each 
of these cases. 

ACCESSING TIlE LEARN MODE 

o 1) On the Device Make and Model installation screen 
for each of the IR devices supported by the FroxSystem, 
a LEARN button is located under the scrolling list of 
devices. Click on the LEARN button to enter the Learn 
mode. 

LEARN MODE SCRIPTS 

The Learn mode asks many questions that, when properly 
answered, help the FroxSystem understand the state of a 
device during FroxSystem operation. In order to answer 
questions properly, it is helpful to physically work with the 
device to test functionality. (Having the unit's Operation 
Manual is helpful, as well). 

The following Learn mode sCripts should be reviewed as a 
preliminary step to entering the Learn mode. Answering all 
of the questions before attempting the Learn mode will help 
you effectively accomplish this task 117 
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LASERDISC LEARN MODE SCRIPT 

When learning to control the laserdisc player (LD), the 
FroxSystem will ask you to perform a sequence of opera­
tions on the laserdisc remote control while you point it at 
the media processor's infrared sensor. Note that a CLICK ON 
instruction refers to squeezing the activation trigger on the 
FroxWand. Please tum off the light during the learning 
process. To continue, select the PROCEED button and CLICK 
ON the FroxWand. 

Please type the device name. When finished, select the 
PROCEED button and CLICK ON the FroxWand. 

Please POWER ON, POWER OFF, POWER ON, POWER OFF 
and POWER ON. In most cases, this will be the same key on 
the remote control. This is five keystrokes in all. If you 
cannot POWER ON/POWER OFF from the remote control, 
CLICK ON the FroxWand instead of that action. 

Please press PLAY, PAUSE, STOP, PLAY, PAUSE and STOP. 
This is six keystrokes in all. please press STILL instead of 
PAUSE if a PAUSE key does not exist. If any key (for 
example, PAUSE) does not exist, CLICK ON the FroxWand 
instead of that key. 

When the disc is playing and the PLAY key is pressed, does 
the disc continue to play from the current position? 

When the disc is paused and the PLAY key is pressed, does 
the disc resume playing from the current position? 
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Please press FORWARD SCAN(»), BACKWARD SCAN(<<), 
FORWARD SCAN(») and BACKWARD SCAN(-<-<). If any key 
(for example, BACKWARD SCAN) does not exist, CLICK ON 
the FroxWand instead of that key. 

FRAME is sometimes called STEP or STILL on the remote 
control. Please press FORWARD FRAME, BACKWARD FRAME, 
FORWARD FRAME, and BACKWARD FRAME. This is four 
keystrokes in all. If any key (for example, BACKWARD 
FRAME) does not exist, CLICK ON the FroxWand instead of 
that key. 

Does the LD player have a MULTI-SPEED PLAY key? 

Please press FORWARD MULTI-SPEED, BACKWARD MULTI­
SPEED, FORWARD MULTI-SPEED and BACKWARD MULTI­
SPEED. If any key (for example, BACKWARD MULTI-SPEED) 
does not exist, CLICK ON the FroxWand instead of that key. 

Please press SPEED +, SPEED -, SPEED + and SPEED -. If any 
key (for example, SPEED -) does not exist, CLICK ON the 
FroxWand instead of that key. 

Please press SIDE A, SIDE B, SIDE A, and SIDE B. If any key 
(for example, SIDE B) does not exist, CLICK ON the 
FroxWand instead of that key. 

SKIP, sometimes called AUTOMATIC CHAPTER SEARCH, 
moves to the beginning of a chapter; either the same, the 
preceding or the follOwing chapter. Is there a Chapter SKIP 
key or ACS (Automatic Chapter Sensor) key on the remote 
control? 
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Please press FORWARD SKIP(» I ), BACKWARD SKIP( I «), 
FORWARD SKIP(» I) and BACKWARD SKIP( I «). Is there a 
NUMBER EXTENSION key (for example, 10+) on the remote 
control? 

Please press numbers 0 . 10 sequentially and 0 - 10 
sequentially once again. Please DO NOT press the number 
10+ key instead of the number 10 key. If any key (for 
example, 10) does not exist, CUCK ON the FroxWand 
instead of that key. 

Please press numbers 0 - 20 sequentially and 0 - 20 
sequentially once again. Please DO NOT press the number 
20+ key instead of the number 20 key. If any key (for 
example, 20) does not exist, CUCK ON the FroxWand 
instead of that key. 

Please press numbers 0 - 9 sequentially, press ENTER, press 
o . 9 sequentially and press ENTER. If any key (for example, 
ENTER) does not exist, CUCK ON the FroxWand instead of 
that key. 

Please press the NUMBER EXTENSION key (for example, 
10+) twice. 

When the disc is in STILL/PAUSE mode and the CHAPTER 
NUMBER key is pressed, does the LD start playing from a 
new chapter? 

CABLE DECODER LEARN MODE SCRIPT 

When learning to control the Cable Box, the FroxSystem will 
ask you to perform a sequence of operations on the Cable 
Box remote control while you point it at the media 
processor's infrared sensor. Note that a CUCK ON instruc­
tion refers to squeezing the activation trigger on the 
FroxWand. Please turn off the light during the learning 
process. To continue, select the PROCEED button and CUCK 
ON the FroxWand. 

Please type the device name. When finished, select the 
PROCEED button and CUCK ON the FroxWand. 

Can you execute a function other than POWER ON while the 
Cable Box is powered off? 

Please press POWER OFF and then POWER OFF again. If 
there is no POWER OFF key, CLICK ON the FroxWand. 

Please POWER ON, POWER OFF, POWER ON, POWER OFF 
and POWER ON. In most cases, this will be the same key on 
the remote control. This is five keystrokes in all. If you 
cannot POWER ON/POWER OFF from the remote control, 
CUCK ON the FroxWand instead of that action. 

Is there an AlB switch key on the remote control? 

Please press the AlB switch key twice. 

Is there a NEXT CHANNEL key and PREVIOUS CHANNEL key 
on the remote control? 
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Please press NEXT CHANNEL, PREVIOUS CHANNEL, NEXT 
CHANNEL and PREVIOUS CHANNEL. 

Is there a NUMBER EXTENSION key (for example,1O+) on 
the remote control? 

Please press numbers 0 - 10 sequentially and 0 - 10 
sequentially once again_ Please DO NOT press the number 
10+ key instead of the number 10 key_ If any key (for 
example, 10) does not exist, CLICK ON the FroxWand 
instead of that key_ 

Please press numbers 0 - 20 sequentially and 0 - 20 
sequentially once again_ Please DO NOT press the number 
20+ key instead of the number 20 key_ If any key (for 
example, 20) does not exist, CLICK ON the FroxWand 
instead of that key_ 

Please press numbers 0 - 9 sequentially, press ENTER, press 
o -9 sequentially and press ENTER. If any key (for example, 
ENTER) does not exist, CLICK ON the FroxWand instead of 
that key_ 

Please press the NUMBER EXTENSION key (for example, 
10+) twice. 

ALTERNATE MONITOR LEARN SCRIPT 

To learn how to power on and off your S-VIDEO 
<ALTERNATE> TV Monitor, the FroxSystem will ask you to 
perform a sequence of operations on the TV remote control 
while you point it at the media processor's infrared sensor. 
Note that a CLICK ON instruction refers to squeezing the 
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activation trigger on the FroxWand. Please turn off the light 
during the learning process. To continue, select the 
PROCEED button and CLICK ON the FroxWand. 

Please type the manufacturer's name and optionally, model 
number. When finished, select the PROCEED button and 
CLICK ON the FroxWand. 

Please POWER ON, POWER OFF, POWER ON, POWER OFF 
and POWER ON. In most cases, this will be the same key on 
the remote control. This is five keystrokes in all. If you 
cannot POWER ON/POWER OFF from the remote control, 
CLICK ON the FroxWand instead of that action. 

COMPACT DISC LEARN SCRIPT 

When learning to control the compact disc player (CD), the 
FroxSystem will ask you to perform a sequence of opera­
tions on the CD remote control while you point it at the 
media processor's infrared sensor. Note that a CLICK ON 
instruction refers to squeezing the activation trigger on the 
FroxWand. Please turn off the light during the learning 
process. To continue, select the PROCEED button and CLICK 
ON the FroxWand. 

Please type the device name. When finished, select the 
PROCEED button and CLICK ON the FroxWand. 

Please POWER ON, POWER OFF, POWER ON, POWER OFF 
and POWER ON. In most cases, this will be the same key on 
the remote control. This is five keystrokes in all. If you 
cannot POWER ONjPOWER OFF from the remote control, 
CLICK ON the FroxWand instead of that action. 
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Please press PLAY, PAUSE, STOP, PLAY, PAUSE and STOP. 
This is six keystrokes in all. If any key (for example, PAUSE) 
does not exist, CLICK ON the FroxWand instead of that key. 

When the disc is playing and the PLAY key is pressed, does 
the disc continue to play from the current position? When 
the disc is paused and the PLAY key is pressed, does the 
disc resume playing from the current position? 

SCAN, sometimes called MANUAL SEARCH, is movement of 
the disc while in PLAY or PLAY/PAUSE mode, with the 
speed faster than the normal PLAY. Please press FORWARD 
SCAN(»), BACKWARD SCAN(<<), FORWARD SCAN(») and 
BACKWARD SCAN«<). This is four keystrokes in all. If any 
key (for example, BACKWARD SCAN) does not exist, CLICK 
ON the FroxWand instead of that key. 

SKIP, sometimes called AUTOMATIC TRACK SEARCH, moves 
to the beginning of a track; either the same, the preceding 
or the following track. Is there a track SKIP key or AMS 
(Automatic Music Sensor) key on the remote control? 

Please press FORWARD SKIP(» I ), BACKWARD SKIP( I «), 
FORWARD SKIP(» I) and BACKWARD SKIP( I «). This is 
four keystrokes in all. If any key (for example, BACKWARD 
SKIP) does not exist, CLICK ON the FroxWand instead of 
that key. 

Please select the number that describes the behavior of the 
CD player when the last track of a CD is playing and the 
NEXT TRACK key is pressed. 1: Stays on the last track. 2: 
Goes to track 1 of the same CD. 3: Goes to track 1 of the 
next CD. 

Does the CD player hold more than one CD? 

Does the CD player load a multi-CD magazine (for example, 
a six-disc cartridge)? 

How many magazines (cartridges) can the CD player hold? 

What is the maximum number of CDs that each magazine 
( cartridge) can hold? 

How many CDs can the carousel CD player hold? 

Is there a DIRECT-DISC key (for example, DISC 1, DISC 3) 
which will automatically load a selected disc? 

Is there a PREFIX key (for example, a DISC SELECT key) that 
needs to be pressed before the DIRECT-DISC key? 

Please press the PREFIX key twice. 

Please sequentially press the DIRECT-DISC keys from COl, 
C02 ... to COn. To indicate the end of the sequence, CLICK 
ON the FroxWand. 

Please press the FORWARD DISC SKIP key twice. If there is 
no FORWARD DISC SKIP key, CLICK ON the FroxWand. 

Please select the number that describes the behavior of the 
CD player when the STOP key is pressed. 1: Stays on the 
same disc and stops. 2: Goes to disc 1 and stops. 

Please select the number that describes the behavior of the 
CD player when the end of a disc is playing. 1: Stays on the 
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same disc and stops. 2: Stays on the same disc and starts to 
play at track 1. 3: Goes to disc 1 and stops. 4: Goes to next 
disc and starts to play. 

Is there a NUMBER EXTENSION key (for example 10+) on 
the remote control? 

Please press numbers 0 - 10 sequentially and 0 - 10 
sequentially once again. Please DO NOT press the number 
10+ key instead of the number 10 key. 1£ any key (for 
example, 10) does not exist, CliCK ON the FroxWand 
instead of that key. 

Please press numbers 0 - 20 sequentially and 0 - 20 
sequentially once again. Please DO NOT press the number 
20+ key instead of the number 20 key. 1£ any key (for 
example, 20) does not exist, CliCK ON the FroxWand 
Instead of that key. 

Please press numbers 0 - 9 sequentially, press ENTER, press 
o -9 sequentially and press ENTER. 1£ any key (for example, 
ENTER) does not exist, CliCK ON the FroxWand instead of 
that key. 

Please press the NUMBER EXTENSION key (for example, 
10+) twice. 

When the TRACK NUMBER key[s] is pressed, does the CD go 
directly to that track? 

When the disc is paused and the TRACK NUMBER key is 
pressed, does the CD start playing from the new track? Does 
this CD Player have DIGITAL output? 
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VCR LEARN SCRIPT: 

When learning to control the VCR, the FroxSystem will ask 
you to perform a sequence of operations on the VCR remote 
control while you point it at the media processor's infrared 
sensor. 1£ you would like to test the behavior of the VCR 
player, please insert a tape in the VCR on which you can 
record. Note that a CliCK ON instruction refers to squeezing 
the activation trigger on the FroxWand. Please turn off the 
light during the learning process. To continue, select the 
PROCEED button and CliCK ON the FroxWand. 

Please type the device name. When finished, select the 
PROCEED button and CliCK ON the FroxWand. 

Please POWER ON, POWER OFF, POWER ON, POWER OFF 
and POWER ON. In most cases, this will be the same key on 
the remote control. This is five keystrokes in all. If you 
cannot POWER ONjPOWER OFF from the remote control, 
CliCK ON the FroxWand instead of that action. 

Please press PLAY, PAUSE, STOP, PLAY, PAUSE and STOP. 
This is six keystrokes in all. If any key (for example, PAUSE) 
does not exist, CliCK ON the FroxWand instead of that key. 

When the tape is playing and the PLAY key is pressed, does 
the tape continue to play from the current position? 

When the tape is paused and the PLAY key is pressed, does 
the tape resume playing from the current position? 
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Please press FAST FORWARD (FF), REWIND, FAST FORWARD 
(FF) and REWIND. If any key (for example, REWIND) does 
not exist, CIlCK ON the FroxWand instead of that key. 

Is there an X2 SPEED key on the remote control? 

Please press the X2 key twice. Make sure keystrokes are not 
in rapid succession. 

SCAN, sometimes called SEARCH, is movement of the tape 
while in PLAY or PLAY/PAUSE mode, with the speed faster 
than the normal PLAY. Assume the VCR is in PLAY mode 
and then in PLAY/PAUSE mode. From both modes, can the 
VCR begin the SLOWEST FORWARD SCAN? For example, if 
SCAN must start from PLAY mode or if SCAN must start 
from PLAY/PAUSE mode, answer NO. 

Assume the VCR is in the mode (PLAY or PLAY/PAUSE 
mode) which requires more keystrokes to begin the 
SLOWEST FORWARD SCAN. Please press the sequence of 
key[s] that make the VCR "READY" for FORWARD SCAN. For 
example, if FORWARD SCAN must start from PLAY mode, 
press the PLAY key. If FORWARD SCAN must start from 
PAUSE mode, press the PAUSE key. Other VCRs might 
require some other series of keystrokes. Please refer to the 
Operations Manual for assistance. To indicate the end of the 
sequence, CIlCK ON the FroxWand. 

Assuming the VCR is ready for FORWARD SCAN, please 
press the keystroke[s] to start the slowest FORWARD SCAN 
and step to the fastest. You may have to press the same key 
more than once. Please refer to the Operations Manual for 
assistance. To indicate the end of the sequence, CIlCK ON 
the FroxWand. 

Assume the VCR is in PLAY mode and then in PLAY/pAUSE 
mode. From both modes, can the VCR begin the SLOWEST 
BACKWARD SCAN? For example, if SCAN must start from 
PLAY mode or if SCAN must start from PLAY/PAUSE mode, 
answer NO. 

Assume the VCR is in the mode (PLAY or PLAY/PAUSE 
mode) which requires more keystrokes to begin the 
SLOWEST BACKWARD SCAN. Please press the sequence of 
key[s] that make the VCR "READY" for BACKWARD SCAN. 
For example, if BACKWARD SCAN must start from PLAY 
mode, press the PLAY key. If BACKWARD SCAN must start 
from PAUSE mode, press the PAUSE key. Other VCRs might 
require some other series of keystrokes. Please refer to the 
Operations Manual for assistance. To indicate the end of the 
sequence, CIlCK ON the FroxWand. 

Assuming the VCR is ready for BACKWARD SCAN, please 
press the keystroke[ s] to start the slowest BACKWARD SCAN 
and step to the fastest. You may have to press the same key 
more than once. Please refer to the Operations Manual for 
assistance. To indicate the end of the sequence, CIlCK ON 
the FroxWand. 
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Please press PAUSE, ADVANCE FRAME, PAUSE, ADVANCE 
FRAME and PAUSE. This is five keystrokes in alL If there is 
no ADVANCE FRAME key, CLICK ON the FroxWand _ 

Assume the VCR is in PLAY mode and then in PLAY/PAUSE 
mode_ From both modes, can the VCR begin the FASTEST 
SLOW-MOTION PLAY? For example, if SLOW-MOTION PLAY 
must start from PLAY mode or if SLOW-MOTION PLAY must 
start from PLAY/pAUSE mode, answer NO. 

Assume the VCR is in the mode (PLAY or PLAY/PAUSE 
mode) which requires more keystrokes to begin the 
FASTEST SLOW-MOTION PLAY. Please press the sequence of 
key[s] that make the VCR "READY" for SLOW-MOTION PLAY. 
For example, if SLOW-MOTION PLAY must start from PLAY 
mode, press the PLAY key. If SLOW-MOTION PLAY must 
start from PAUSE mode, press the PAUSE key. Other VCRs 
might require some other series of keystrokes. Please refer 
to the Operations Manual for assistance. To indicate the end 
of the sequence, CLICK ON the FroxWand. 

Assuming the VCR is ready for SLOW-MOTION PLAY, please 
press the keystroke[sl to start the fastest SLOW-MOTION 
PLAY and step to the slowest. You may have to press the 
same key more than once. Please refer to the Operations 
Manual for assistance. To indicate the end of the sequence, 
CLICK ON the FroxWand. 

Assuming the VCR is in slowest SLOW-MOTION PLAY, please 
press the keystroke[s] to step to the fastest. You may have 
to press the same key more than once. Please refer to the 
Operations Manual for assistance. To indicate the end of the 
sequence, CLICK ON the FroxWand. 
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Does this VCR support two or three recording speeds? 

Please press the key that changes the RECORD SPEED (For 
example, SP /EP). Please press this key again. If no single 
RECORD SPEED key exists on the remote control, then 
RECORD SPEED must be set manually by the user (perhaps 
through a menu or with the controls on the VCR). CLICK ON 
the FroxWand to continue. 

Please set the RECORD SPEED on the VCR to SP. ·When 
finished, select the PROCEED button and CLICK ON the 
FroxWand. 

Please press STOP, RECORD, STOP, RECORD and STOP. This 
is five keystrokes in all. If any key (for example, RECORD) 
does not exist, CLICK ON the FroxWand instead of that key. 

While playing a tape, does pressing the RECORD key start 
the VCR recording? 

While in PLAY mode and in the PAUSE pOSition, does the 
REC key take the VCR into a state other than PLAY/pAUSE? 

While in PLAY mode and in the PAUSE pOSition, does the 
RECORD key exit PAUSE mode? 

While in RECORD mode and in the PAUSE pOSition, does the 
PLAY key leave the RECORD mode while staying in the 
PAUSE position? 

While in RECORD mode and in the PAUSE pOSition, does the 
PLAY key leave PAUSE mode while staying in the RECORD 
mode? 
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While in RECORD mode and in the PAUSE position, does the 
PAUSE key leave PAUSE mode? 

While in RECORD mode and in the PAUSE position, does the 
RECORD key leave PAUSE mode? 

Is there a NEXT CHANNEL and PREVIOUS CHANNEL key on 
the remote control? 

Please press NEXT CHANNEL, PREVIOUS CHANNEL, NEXT 
CHANNEL and PREVIOUS CHANNEL 

Is there a NUMBER EXTENSION key (for example 10+) on 
the remote control? 

Please press numbers 0 . 10 sequentially and 0 . 10 
sequentially once again. Please DO NOT press the number 
10+ key instead of the number 10 key. If any key (for 
example, 10) does not exist, CLICK ON the FroxWand 
instead of that key. 

Please press numbers 0 . 20 sequentially and 0 . 20 
sequentially once again. Please DO NOT press the number 
20+ key instead of the number 20 key. If any key (for 
example, 20) does not exist, CLICK ON the FroxWand 
instead of that key. 

Please press numbers 0 . 9 sequentially, press ENTER, press 
o . 9 sequentially and press ENTER. If any key (for example, 
ENTER) does not exist, CLICK ON the FroxWand instead of 
that key. 

Please press the NUMBER EXTENSION key (for example, 
10+) twice. 

How many input sources can this VCR select (eg: Tuner, 
Simulcast, Linel, Line2)? 

Please press the key that changes the INPUT selection. Press 
this key again. If no single INPUT selection key exists on the 
remote control, then INPUT selection must be set manually 
by the user (perhaps through a menu or the controls on the 
VCR). CLICK ON the FroxWand to continue. 

125 



INSTALLER'S NOTES 

126 


