




























































































































































































































PAJ, PA2, and PA3 Keys 
PAl, PA2, and PA3 are PA (Program Access) keys, and they perform the func-
tion that their name implies; that is, they provide a means of signaling the pro­
gram or communicating with it. While your display station is signaling the pro­
gram, the Do Not Enter - Time ( )( :/· ) message appears in the Operator 
Information Area, disabling your keyboard. Most programs, when replying to 
these keys, turn off the Time message. However, this is up to the program. The 
program that is operating in the host system at the time also determines how these 
keys are used. If you are not familiar with the use of the PA keys, ask the 
appropriate person in your organization about the use of the PA keys or refer 
to the appropriate user's program guide. 
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Insert ( ~ ) Key 
The purpose of the Insert ( ~) key is to allow you to insert a character or 
characters into the middle of an input field without changing the characters that 
•are already displayed there. Pressing the Insert key places the keyboard in the 
Insert Mode of operation. The Insert Mode symbol (") appears in the Operator 
Information Area to remind you that your keyboard is in Insert Mode. 

All of the keyboard control keys perform normally when in Insert Mode. 
Notice, however, that when any of the alphameric keys are pressed in Insert 
Mode, the 3276 performs a unique operation. The example in Figures 3-29 
and 3-30 explains this operation. 

In Figure 3-29, the information keyed into the "ADDRESS" field is wrong. 
"RED ROAD, ARV ADA, COLORADO" was keyed instead of "RED MAPLE 
ROAD, ARV ADA, COLORADO". 

Figure 3-29. Use the Insert key to insert missing information. 

To correct this error, using Insert Mode, you would move the cursor to the 
character position containing the R in the word ROAD. 

RED ,ROAD, ARVADA, COLORADO 

(This is the position where the word MAPLE should begin.) 

Pressing the Insert key places the keyboard in Insert Mode. Now, keying of the 
word MAPLE, followed by one Space Bar depression, results in the sequence 
shown in Figure 3-30. 
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Key Pressed 

M 

A 

p 

L 

E 

Space 

Figure 3-30. Insert Mode Example 

The missing word has been inserted without disturbing the data following it. 
You may have noticed that, as characters are inserted, all characters to the right 
of the cursor are shifted into the blank positions to the right of the last displayed 
character. If you try to insert more characters than the field can hold, the Do 
Not Enter - Too Much Data ( )( f >)message appears and your keyboard 
is disabled. 

As a general rule, the number of characters you can insert into a field is limited 
to one character less than the number of blanks remaining in that field. For 
example, in Figure 3-29, the field titled "NAME" is 25 characters long, and the 
customer's name, "JOHN DOE", takes up 8 of those character positions. There 
are 17 blank positions remaining in the field; therefore, you could insert 16 
additional characters. 

If a field is a large one and covers more than one line, and if the situation calls 
for it, during the insert operation, characters will shift from the end of one line 
to the beginning of the next. 

To return the keyboard to its normal mode of operation and turn off the Insert 
Mode indicator, press the RESET key or any key or device (selector light-pen or 
magnetic slot reader) that causes communication with the host system (ENTER, 
PA keys, PF keys, etc.). 

The correction made, you would now move the cursor to the next character pos­
ition into which you want to enter data. 
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Delete ( I ) Key 
Pressing the Delete (I) key when the cursor is located in an input field deletes 
the character occupying the position underlined by the cursor. It erases the 
character without leaving a blank. All characters in the field to the right of that 
position (and on the same line) are then shifted left one position. An example 
of its use is the case where you have incorrectly typed JUNNE 11, 1972, on the 
screen. To correct this error with the Delete key you would move the cursor to 
the position of the extra N with the cursor positioning key or the backspace key: 
J~E 11, 1972. Pressing the Delete key erases the N and the characters to the 
right of it move left one space, resulting in: JUN£ 11, 1972. The correction 
made, you would now move the cursor to the next character position into which 
you want to enter data. 

ENTER Key 
Pressing the ENTER key tells the program that you have completed your mes­
sage and are ready for the information on your screen to be entered into the 
host system. While your display station is signaling the program, the Do Not 
Enter - Time ( )( ()message appears in the Operator Information Area, dis­
abling your keyboard. Most programs, when acting on an ENTER key depres­
sion, turn off the Time message. However, this is up to the program. If you are 
not familiar with the program's response to an ENTER key depression, ask the 
appropriate person in your organization for an explanation of its use or refer to 
the appropriate user's program guide. 

The ENTER key is typamatic when held down; however, it is recommended that 
you do not use this ENTER key typamatic capability, because the results are 
unpredictable. 

PFJ - PFJO Keys 
Application programs can assign programmable functions to the PF (Program 
Function) keys. On the 3276 Data Entry keyboards there are 10 PF keys 
(Figure 3-31 ). 
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Figure 3-31. Program Function (PF) Keys 

Application programs can define the action that occurs when any one of the PF 
keys is pressed. By doing this, each program can tailor the keyboard to fit its 
specific needs. This adds flexibility to the 3276 keyboards and makes them 
more powerful input devices. One program might replace the document on the 
screen with a different one whenever PFl is pressed. When working with a 
different program, pressing PFl might be a signal that you have keyed in all of 
the source data that you have available. 

To determine the use of each PF key and the action it causes, ask the appropriate 
person in your organization how the PF keys are used or refer to the appropriate 
user's program guide. 

The PF keys are typamatic when held down; however, it is recommended that 
you do not use the PF key typamatic capability, because the results are 
unpredictable. 

Blank Keys (in Numeric Mode) 
The A and Z keys are ignored when the keyboard is in Numeric Mode; pressing 
either key when in Numeric Mode does not cause the cursor to move. 
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Dead Keys (Canadian French Keyboard Only) 
If you are using a Canadian French keyboard (shown in Figure 3-32) the five 
accent keys ( '·, \ , /\ , •• , and ..!i. ) act as Dead Keys. Pressing a Dead Key 
causes the accent mark shown on the key to appear in the position designated 
by the cursor, but the cursor does not move. The letter that is· to receive the 
accent must be keyed next. If the accent and letter combination is valid, the 
composite character (accent mark and letter) appears on the screen and the 
cursor moves to the next position. The complete character is treated as a single 
character by the display station. 

The valid accent and character combinations are: 

(Any accent plus a space to form a stand-alone accent character.) 

Figure 3-32. Canadian French Dead Keys. 

If you key an incorrect accent, press the RESET key to cancel the Dead Key 
operation and then replace the accent (at the cursor location) with the correct 
accent. 

If your second keystroke is not a valid letter or a space, a Do Not Enter · 
"Accent Plus What" ( )( ·V +? )( -V +? )( + ,.._ +? )( ;r-+? l)f 

)( *, +? ) message appe,~rs in the Op~~~tor l~form~tion A.:ea, and a st~d­
alone accent is displayed at the cursor location. To recover from this error, press 
the RESET key and then re-key both the accent and a valid letter (or space). 

If the Do Not Enter-What ( )( ? + ) message appears in the Operator Informa­
tion Area during a Dead Key operation, either (1) you have taken an illegal action 
or (2) the host system has interrupted your operation. Press the RESET key, 
check the contents of your screen, and then re-key the accent and the letter 
again. 

By now you should be quite familiar with your display station. If there is any 
area that you're still not sure about, turn back and reread the section that 
discusses it. Press the key or keys in question, and watch the result. If you 
still have questions, now is the time to get them answered. Ask the appropriate 
person in your organization for an explanation. 
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Selector Light-Pen Feature 

The selector light-pen is a feature for the 3276 Control Unit Display Station. 
You will usually use the selector light-pen to select one entry of a list of options 
or items that is displayed on the screen. Figure 4-1 shows the selector light-pen 
and the keyboard area in which you can place the light-pen when not using it. 

Figure 4-1. 3276 Selector Light-Pen 

How it Works 
The point of the pen contains a device that can detect the light of a character on 
the screen. This device checks for the presence of a character only when a 
switch, also located in the point of the pen, is activated. The switch is spring­
loaded and is activated by placing the point of the pen on the screen and pushing 
the barrel of the pen toward the screen (Figure 4-2). 

Figure 4-2. When using the selector light-pen, correct positioning of the tip of the pen is 
important. 
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How It Is Used 
In most applications for the selector light-pen, a list or a table is displayed, and 
the operator selects items from it with the selector light-pen. Although all 
applications are basically similar, a user's specific application could be unique. 
Ask the appropriate person in your organization to explain your organization's 
applications and the way you are to use your selector light-pen. 

There are two types of selectable fields that can be displayed on your screen: 
(1) selection fields and (2) attention fields. You will use the selector light-pen 
to (I) select items in selection fields, and (2) notify the program of your selec­
tions by selecting an attention field. 

The first character of each selectable field on your screen is called a designator 
character. The designator character for a selection field is either a question 
mark (?) or a greater-than sign (>);the designator character for an attention 
field is an ampersand(&) or a blank position. 

Figure 4-3. Designator characters tell you about the diata on your screen. 

Making Selections 
To see more clearly which fields on your screen are light-pen-detectable, press 
the end of the selector light-pen against the palm of your hand. This will cause 
lines to appear through all light-pen-detectable fields. 

Initially, the designator characters (the first characters) of most detectable items 
on your screen will be question marks. To select an item, place the point of the 
pen directly over any character in that item and push the pen tip against the 
screen to detect it. The question mark at the beginning of that item changes to a 
greater-than sign to indicate that the item has been selected. Positioning the pen 
incorrectly (not directly over the intended character or over a character in 
another item) can cause the wrong item, or no item, to be selected. Therefore, 
you should always verify that the designator character has been changed after you 
have selected an item from your screen. 
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Changing Selections 
If you select a wrong item, you can correct your mistake by selecting a character 
from the incorrect item a second time with the selector light-pen. This changes 
the greater-than sign back to a question mark and deselects the item. The cor­
rect item can then be selected. 

After you have completed your selections from the screen (more than one 
selection can be made), locate a selectable field (attention field) that has an 
ampersand character or a blank position for a designator character. Selecting 
the attention field (the word EXIT in Figure 4-3) turns on the Do Not Enter -
Time ( )( ·:f ) message and indicates to the program that you have completed 
your selections. The data you have selected can now be acted upon by the 
program. 

Remember, Figure 4-3 is only an example. The way you end a selector light-pen 
operation depends on the program, and each job could be different. Always 
refer to the user's program guide for the program with which you are working 
for specific instructions. 
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Magnetic Slot Reader Accessory 

The magnetic slot reader is an accessory for the 3276 Control Unit Display 
Station that is used to send coded messages to the host system. The m~gnetic 
slot reader (Figure 4-4) attaches to your display station through a 1.5 metre 
(59 inch) cable. When your display station is equipped with a reader, you can 
send a coded message to the host system by passing a special magnetic-striped 
card through the slot in the reader. You may be required to use a card reader 
when, for example, you begin operating the display station. 

A specially designed (coded) magnetic stripe card may also be used to update an 
account or request information about accounts. The code, which identifies the 
person using the reader or which represents an account number, is contained on 
a magnetic stripe attached to the back of the card. 

Figure 4-4. Magnetic Slot Reader Accessory 
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Reader Lights and Buzzer Alarm 
The magnetic slot reader has three lights and a buzzer alarm; the three lights 
are colored green, yellow, and red. The reader has one of the three lights turned 
on whenever your display station is powered on and the reader cable is connected 
to your display station. 

The green light turns on when (1) the display station is turned on or (2) a coded 
message for a card reader operation is successfully sent to the 3276. This light 
turns off during a card reader operation when you pass the card through the 
reader slot. If the coded message on the card is successfully sent to the control 
unit, the green light turns on again. If the operation is unsuccessful, the red 
light turns on. 

The yellow light turns on when the card is successfully read by the reader slot, 
and remains on until (1) the coded message on the magnetic stripe is success­
fully sent to the 3276 or (2) an error in the transfer of the coded message to 
the control unit is detected. If the card reader operation is successful, the 
yellow light turns off and the green light turns on; if the operation is unsuccess­
ful, the yellow light turns off when the red light turns on. 

The red light turns on if an error occurs (1) while the card is read or (2) during 
the transfer of the coded message to the control unit. If a Do Not Enter mes­
sage that describes the magnetic slot reader operation error appears in the Opera­
tor Information Area after you press the RESET key to turn off the Do Not 
Enter message, try the card again or try a different card. If a Do Not Enter 
message does not appear when the magnetic slot reader error occurs, you can 
try the card again. 

The alarm buzzer on the reader produces a short tone (for about one quarter 
of a second) when the green light turns on and a long tone (about one second) 
when the red light turns on. 

Magnetic Slot Reader Operation 
To operate the magnetic slot reader: 

1. Turn on the display station, or, if you are using the display station, complete 
the job you are presently working on. 

2. Ask the appropriate person in your organization, or check the user's program 
guide, to determine where you should position the cursor in the input field 
to be used for the reader operation. Remember that, if the cursor is placed in 
a protected field, the coded message on the magnetic-striped card will not be 
read into the host system. 

3. Insert the magnetic-striped card into the reader as shown in Figure 4-4 and 
pass the card through the slot in the reader. 

If the card reader operation is successful, the green light on the reader turns back 
on, and the cursor moves to the character position that follows the position 
occupied by the last character read. None of the characters on the card are dis­
played on the screen. 
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If an error occurs during the card reader operation, the red light on the reader 
turns on, and a Do Not Enter ()() message may appear in the Operator Informa­
tion Area. If a Do Not Enter message is not di8played when an error occurs, try 
the card again. If a Do Not Enter message is displayed when an error occurs, 
note the meaning of the Do Not Enter message and take the appropriate action 
as described in the Operator Information Area section of Chapter 2. . 

If your display station does not have a keyboard, try to reset the red light and 
the Do Not Enter message by trying the card again or by trying a different card. 

The following Do Not Enter messages are especially relevent to magnetic slot 
reader operation: 

)( :;Y;e? The card cannot be used for the operation. Press the RESET 
key to reset the error. 

)( +-:*-+ The cursor is located in a protected field. Press the RESET 
key; then move the cursor to an input field. 

Before trying the card reader operation a second time, check that: 

1. The host system ruis not interrupted the reader operatfon. 

2. The cursor is positioned on the screen as stated in the user's program guide. 

3. You are passing the card through the reader slot correctly. 

If the failure is still present after repeating the operation, obtain a different 
magnetic-striped card and try again. If the failure still occurs, tell the appropriate 
person in your organization. 
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Security Key lock Feature 

The Security Keylock feature (Figure 4-5) improve.s a user's data processing 
security. An organization usfo.g this feature has the ability to lock its 3276 
Control Unit Display Stations and allow only authorized operators (those 
issued keys) to operate them. 

Figure 4-5. Only authorized operators can use a display station that has a security keylock. 

How It Is Used 
A display station with a security keylock installed cannot be operated until the 
key is inserted and turned clockwise. 

Note: If your 3276 does not have the Encrypt/Decrypt feature (described in 
Chapter 4), the keylock turns 90° (vertical to horizontal position) when you 
turn the key; if you are using a 3276 that has the Encrypt/Decrypt feature, 
the keylock turns only 45° (half the normal rotation). 

To prepare a display station equipped with a security keylock for operation, put 
the key in the lock and turn it clockwise; then, if the display station is turned 
off, press the top portion ( m) of the On/Off switch. As soon as the cursor 
appears on the screen, you can begin work on your display station. 
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Security Key Removal 
The key must remain in the lock as long as you wish to operate your display 
station. Also remember to remove the key if you are going to be away from 
your display station. The key cannot be removed while in the operating (turned 
clockwise) position, and turning it counterclockwise immediately blocks all 
entry, display, and retrieval of information and turns on the)( . o-., {Do Not 
Enter~Security Key) message in the Operator Information Area. 

Audible Alarm Feature 

3276 Control Unit Display Stations can be equipped with an Audible Alarm 
feature that causes a high-pitched tone to sound for about one second when 
the alarm is activated. 

The audible alarm always sounds when you enter a character into the next-to· 
last character position on your screen and the cursor moves to the last character 
position. This is normal operation. If you key another character after the cursor 
has wrapped, it is entered into the first character position on line 1 of your 
screen. In this situation, you would not want to key on line 1, because doing so 
would destroy the data already displayed there. In this case, the alarm is a warn­
ing to you. 

The host system program that you are working with also can activate the alarm. 
To do so, it sends a signal to your display station. The user's guide for that 
program tells you if the audible alarm sounds and, if so, the different reasons for 
sounding it. 

The volume of the audible ~larm is adjustable. The adjustment control • .R. is 
located at the outside of and behind the screen contrast control (see diagram to 
the right). Generally, you do not have to adjust the volume once it has been set 
for your operating environment. 

To test the volume level, the next-to-last character position must be in an input 
field. If your display station does not have an input field in this area of the 
screen, check the application program user's guide or ask the appropriate person 
in your organization for instructions to obtain one. When you have an input 
field in this area of the screen, move the cursor and key in a character in the 
next-to-last position on the screen; then, listen to the level of the alarm. To 
check the sound level again, press the backspace key and, then, a character key. 
If the sound is not at the desired volume, adjust the alarm control and test the 
sound level again. When the volume setting is correct, press the ERASE INPUT 
key. 
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Numeric Lock Feature 

When installed on a 3276 Typewriter keyboard or Data Entry keyboard, the 
Numeric Lock feature limits the characters that you can key into a field desig­
nated by the program as a Numeric field. This feature is provided as an aid for 
operators who rarely look at the screen. 

When the cursor enters a Numeric field on your screen, your display station 
automatically shift.s to Downshift Mode if you have a Typewriter keyboard (if 
the Typewriter keyboard does not have the Numeric Lock feature, nothing 
happens) or to Upshift Mode if you have a Data Entry keyboard (with or withoot 
the Numeric Lock feature installed). When this happens, if your keyboard has 
the Numeric Lock feature installed, (1) the Numeric ( NUM ) message appears in 
the Shifts and Modes portion of the Operator Information Area and (2) the only 
keys that you can key into the Numeric field are the digits 0 through 9, decimal 
sign (.),minus ( - ), and the DUP key. Pressing any 6ther key that can enter a 
displayable character turns on the Do Not Enter - Numeric Data Only ( )C :l:NUM ) 
message in the Operator Information Area and disables your keyboard (keyboard 
clicker either starts or stops clicking). Therefore, if you key a non-numeric 
char11ccter into a Numeric field, you will realize your error without looking at the 
screen. Pressing the RESET key unlocks the keyboud and turns off the Do Not 
Enter message. 

If you are using a Data Entry keyboard, you can override this feature and key 
any 'locked out' character into the Numeric field. This is done by pressing the 
Numeric Shift ( ~ ) key or the Alpha ( -0- ) key, depending on the character to 
be keyed. For example, if a comma (,),must be keyed, press and hold the 
Numeric Shift key and then press the comma key. If an N must be keyed, press 
and hold the Alph:a key and then press the N key. Using this method, you can 
enter 'locked out' characters without error. 

If you are using a Typewriter keyboard, you can override this feature and key 
any uppercase character or symbol into the Numeric field. This is done by press­
ing and holding the Shift ( -0: ) key and then pressing the desired character/ 
symbol key(s). 

Note: The Shift Lock ( i ) key cannot override the Numeric Lock feature. 
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327(> Dial Operation 

The 3276 cluster (3276 and its attached display stations and printers) is con­
nected to the host system through the control unit portion of the 3276 by tele­
phone lines. Telephone equipment can be attached to a 3276, that allows you 
to communicate with the host system by dialing the host system's telephone 
number. The host system may also communicate with your clQSter by dialing 
the phone attached to the 3276. With the dial equipment installed, the phone 
lines are used to send and receive data procesSing information llnd at other times 
for normal phone conversations. · 

Either the operator or the host system may begin an operation. The main steps 
performed by the operator when sending information to the host system using 
the dial method are: 

1. Dials the host system phone number and establishes a phone line connection. 

2. When directed by the host system, performs the log-on procedure. 

3. Enters the message and sends it to the host system. 

4. Disconnects the display station from the host system and the telephone line. 

When the host system begins an operation, it: 

1. Dials the display station phone. 

2. Asks for operator identification. 

3. Sends the message. 

4. Disconnects from the display station and the phone line. 

To reduce operating time, an automatic answering feature, called Auto Answer, 
can be added to the dial communications equipment. This means that when you 
dial the host system phone number' you need not speak to the host system 
operator to establish the phOne connection; instead you will listen for an answer 
tone. The phone at your display station may also respond automatically to calls 
from the host system. 

327 6 dial operation is possible if the 327 6 has one of the following features 
installed: 

1. Integrated Modem, Switched Line With Auto Answer 
2. Integrated Modem, Switched Line Without Auto Answer (U.S. and Canada 

only) 
3. Integrated Modem, Nonswitched Line With SNBU (Switched Network Backup) 

and Auto Answer 
4. Integrated Modem, Nonswitched Line With SNBU and Without Auto Answer 

(U.S. and Canada only) 
5. External Modem Interface (the modem attached to the 3276 should have 

switched network operation capability) 

The SNBU (Switched Network Backup) capability is used when the nonswitched 
line (used for normal operation) has a transmission problem. When there is a 
problem with the nonswitched line, you may be instructed by the appropriaY 
person in your organization or your organization's operating procedures to use 
a switched line (using SNBU) to continue operating. · 
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Dial Operating Procedures 
Step-by-step dial operation procedures for 3276 display stations are described 
next. However, d~tails that are special to your location are not contained in the 
procedures. For example, operator identification codes or operating instructions 
for non-IBM equipment attached to the 3276 are provided by the appropriate 
person in your organization or are found in the user's program guide. 

Note: In the following procedures the term "exclusion key" is used to describe 
the switch, knob, key, etc. that is used by your organization's communication 
equipment to connect the 3276 to the te,ephone line. 

Sending a Message to the Host System When an Integrated Modem with Auto 
Answer Feature Is Installed at the 3276 · 

1. The Ready ( '1 ) symbol should be displayed in the Operator Information 
Area, indicating !hat the 3276 is ready. 

2. Setthe Data/Talk ( (a I C-1 ) switch to the Talk ( C ... )) position; if the 
SNBU/Non-switched Line switch is installed, set the switch to SNBU. If 
.necessary," set the Primary/Secondary Line Speed switch to the appropriate 
position. 

3a. (U.S. and Canada Only) 
Pick up the phone handset, pull up the exclusion key, and dial the host sys­
stem's telephone number. If the host system is equipped with an auto 
answer feature, you should hear the answer tone; if it is not equipped with 
an auto answer feature, the host system operator should answer the call, 
verify when then host system is ready for data transmission, and set the host 
system's modem to data mode. Set the Data/Talk switch to the Data ( (a ) 
position and hang up the phone handset. The Modem Ready Light (located 
next to the Data/Talk switch) should turn on. 

3b'. (All Countries except U.S. and Canada) 
Pick up the phone handset and dial the host system's telephone number. If 
the host system is equipped with an auto answer feature, you should hear the 
answer tone; if it is not equipped with an auto answer feature, the host system 
operator should answer the call, verify when the host system is ready for data 
mode. Set the Data/Talk switch to the Data ( (a ) position, wait for the 
Modem Ready Light (located next to the Data/Talk switch) to turn on, and 
then hang up the phone handset. 

4. The Line Ready ( &·) light should tum on, indicating that the communica­
tion link between the 3276 and the host system has been established. You 
are now ready to start your application. 

Note: If the Line Ready light does not turn on within approximately 40 to 
50 seconds after the Modem Ready light turns on, the phone connection is 
automatically disconnected and the Modem Ready light turns off. If this 
occurs, go back to step 2 and try again. 

5. Your application may require that you perform a logon procedure before you 
can enter data. Perform the logon procedure, if required. 

6. Key in the message data and press the ENTER key or the PF key specified 
for your application. If you have finished the message, go to step 7. 

7. Note the formatted display or host system response on your screen. If 
required, press RESET and continue keying message data and pressing the 
ENTER key or PF key until you have finished your message. 
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8. When the data transmission is finished, the phone line is disconnected by 
either (I) setting the Data/Talk switch to the Talk ( (..-) ) position, or 
(2) receiving a disconnect command from the host system (SDLC Mode 
operation only), or (3) the automatic time out of the 3276. When the phone 
line is disconnected, the Line Ready light and the Modem Ready light should 
turnoff. 

9. You are now free to send a new message or to receive a message from the 
host system: 

Sending a Message to the Host System When art Integrated Modem without the 
Auto Answer Feature is Irlstalled at the 3276 (U.S. and Canada Only) 

I. The Ready ( E ) symbol should be displayed in the Operator Information 
Area, indicating that the 3276 is ready. 

2. If the SNBU/Non-switched Line switch is installed, set the switch to SNBU. 
If necessary, set the Primary/Secondary Line Speed switch to the appropriate 
position. 

3. Pick up the phone handset, dial the host system's telephone number, and 
wait for the answer tone to end. Pull up the ~xcltlsion key and put the phone 
handset aside~ 

4. The Line Ready ( '6k ) light should turn on, irl,dicating that the communica­
tion link between the 3276 and the host systen\ has been established. You 
are now ready to start your application. 

5. Your application may require that you perform ~ logon procedure before you 
can enter data. Perform the logon procedure, if 1'¢lquired. 

6. Key in the message data and press the ENTER ke)\" or the PF key specified 
for your application. If you have finished the mes~age, go to step 7. 

7. Note the formatted display or host system response\on your screen. If 
required, press RESET and continue keying messageidata and pressing the 
ENTER key or PF key until you have finished your message. 

8. When the data transmission is finished, hang up the phone handset to dis· 
connect the 3276 from the phone line. ' 

9. You are now free to send a new message or to receive a message from the 
host system. 

Sending a Message to the Host System When the External Modem Interface 
Feature is Installed at the 3276 
When the 3276 has the External Modem Interface feature, the phone con" 
nection procedure depends upon the modem attached to the 3276. To deter­
mine your organization's unique operating procedures, ask the appropriate per­
son in your organization for instructions or refer to the appropriate user's 
program guide. The following procedure is a typical operating procedure for an 
IBM 3872 Modem that has an auto answer feature. 

I. The Ready ( E ) symbol should be displayed in the Operator Information 
Area, indicating that the 3276 is ready. 

2. Set the Mode Select switch on the 3872 modem to the EXTERNAL posi· 
tion. Set the DATA/TALK switch on the 3872 modem to the TALK posi­
tion. If the 3276 has the SNBU/Non-switched Line switch installed, set the 
switch to SNBU. If necessary, set the 3276's Primary/Secondary Line Speed 
switch to the appropriate position. 
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3. Pick up the phone handset, pull up the exclusion key, and dial the host sys­
tem's telephone number. If the host system is equipped with an auto 
answer feature, you should hear the answer tone; if it is not equipped with an 
auto answer feature, the host system operator should answer the call, verify 
when the host system is ready for data transmission, and set the host system's 
modem to data mode. Set the DATA/TALK switch on the 3872 modem to 
the DAT A position, then hang up the phone handset. The Ready light on the 
3872 modem should turn on. 

4. The 3276's Line Ready ( ~ ) light should turn on, indicating that the com­
munciation link between the 3276 and the host system has been established. 
You are now ready to start your application. 

Note: If the Line Ready light does not turn on within approximately 40 to 
50 seconds after the 3872 s Ready light turns on, the phone connection is 
automatically disconnected and the Ready light should turn off. If this 
occurs, go back to step 2 and try again. 

5. Your application may require that you perform a logon procedure before 
you can enter data. Perform the logon procedure, if required. 

6. Key in the message data and press the ENTER key or the PF key specified 
for your application. If you have finished the message, go to step 7. 

7. Note the formatted display or host system response on your screen. If 
required, press RESET and continue keying message data and pressing the 
ENTER key or PF key until you have finished your message. 

8. When the data transmission is finished, the phone line is disconnected by 
either (1) setting the 3872's DATA/TALK switch to the TALK position, or 
(2) receiving a disconnect command from the host system (SDLC Mode opera­
tion only), or (3) the automatic time out of the 3276. When the phone 
line is disconnected, the 3276's Line Ready light and the 3872's Ready 
light should turn off. 

9. You are now free to send a new message or to receive a message from the 
host system. 

Receiving a Message from the Host System at a 3276 That Has an Integrated 
Modem with Auto Answer Feature Installed 

1. When a 3276 has the Auto Answer feature installed and the host system 
operator wishes to send a message to the 3276 or one of the display stations 
or printers attached to the 3276, the message is received automatically and 
you do not have to be present if the Data/Talk ((0 I ( .... )) switch is set to 
the Data ( (0 ) position. If the SNBU/Non-switched Line switch is installed, 
set the switch to SNBU. If necessary, set the Primary /Secondary Line Speed 
switch to the appropriate position. 

Note 1: If the Data/Talk ( (a I (..-)) switch is set to Talk ( (..-) ) and the 
phone rings, pick up the phone handset (and pull up the exclusion key-U.S. 
and Canada only) and when instructed by the host system operator ( 1) set 
the Data/Talk switch to Data ( (0 ) and (2) hang up the phone handset. The 
Modem Ready light (located next to the Data/Talk switch) should turn on. 

Note 2: If a call has been answered, and data or control information is not 
received or transmitted by the 3276 within approximately 40 to 50 seconds, 
the 3276 will automatically disconnect from the phone line. This time out 
function prevents the 3276 from tieing up the phone line when it receives an 
erroneous phone call. 
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2. If the message from the host system is a request to log on and send a message, 
key in the required information and press the ENTER key. You must press 
ENTER after the phone connection has been made, or else the host system 
will disconnect from the phone line in some applications. 

3. When the data transmission is finished, the phone line is disconnected by 
either (1) setting the Data/Talk switch to the Talk ( (..-) ) position, or 
(2) receiving a disconnect command from the host system (SDLC Mode 
operation only), or (3) the automatic time out of the 3276. When the phone 
line is disconnected, the Line Ready ( ~ ) light and the Modem Ready light 
should turn off. 

4. Your 3276 is now free to receive a new message or to send a message to the 
host system. 

Receiving a Message from the Host System at a 3276 That Has an Integrated 
Modem without the Auto Answer Feature Installed (U.S. and Canada Only) 

1. If the phone rings, answer it and pull up the exclusion key when instructed 
by the host system operator, then place the phone handset aside. If the 
SNBU/Non-switched Line switch is installed, set the switch to SNBU. If 
necessary, set the Primary /Secondary Line Speed switch to the appropriate 
position. 

2. You may now key in the logon information (if required), or, if you are to 
respond to the host system (as directed by the user's program guide), key in 
your message and press ENTER. 

When the host system has received your identification code or message, it 
responds by (1) sending a message to your display or attached printer, (2) 
sending a formatted display if you are to respond with message data, or 
(3) some other acknowledgement as specified in the user's program guide. 

3. When the host system has finished sending messages, instructions will appear 
on your screen telling you to hang up the phone handset. 

4. Your 3276 is now free to receive a new message or to send a message to the 
host system. 

Receiving a Message from the Host System at a 3276 That Has the External 
Modem Interface Feature Installed 
When the 3276 has the External Modem Interface feature, the phone connection 
procedure depends upon the modem attached to the 3276. To determine your 
organization's unique operating procedures, ask the appropriate person in your 
organization for instructions or refer to the appropriate user's program guide. 
The following procedure is a typical operating procedure for an IBM 3872 
Modem that has an auto answer feature. 

1. When the host system operator wishes to send a message to the 3276 or one 
of the display stations or printers attached to the 3276, the message is received 
automatically and you do not have to be present if (1) the DAT A/TALK 
switch on the 3872 is set to the DATA position, (2) the 3276 is powered on, 
(3) the 3276's SNBU/Non-switched Line switch (if installed) is set to the 
SNBU position, and (4) the 3276's Primary/Secondary Line Speed switch is 
set to the appropriate position. 
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Note 1: If the 3872 'S DAT A/TALK switch is set to TALK and the phone 
rings, pick up the phone handset (and pull up the exclusion key- U.S. and 
Canada only) and when instructed by the host system operator ( 1) set the 
3872's DATA/TALK switch to DATA and (2) hang up the phone handset. 
The Ready light on the 3872 modem should turn on. 

Note 2: If a call has been answered, and data or control information is not 
received or transmitted by the 3276 within approximately 40 to 50 seconds, 
the 3276 will automatically disconnect from the phone line. This time out 
function prevents the 3276 from tieing up the phone line when it receives an 
erroneous phone call. 

2. If the message from the host system is a request to log on and send a m.essage, 
key in the required information and press the ENTER key. You must press 
ENTER after the phone connection has been made, or else the host system 
will disconnect from the phone line in some applications. 

3. When the data transmission is finished, the phone line is disconnected by 
either (1) setting the 3872's DATA/TALK switch to the TALK position, (2) 
receiving a disconnect command from the host system (SDLC Mode opera­
tion only), or (3) the automatic time out of the 3276. When the phone 
line is disconnected, the 3276's line Ready light and the 3872's Ready light 
should turn off. 

4. Your 3276 is now free to receive a new message or to send a message to the 
host system. 

3276 Address Keylock Feature 

The Address Keylock feature (Figure 4-6) is used to limit access to the A, B, and 

Transmit Level switches in the 3276 operator panel drawer. An organization 
using this feature has the ability to allow only authorized persons (those issued 
keys) to have access to the A, B, and Transmit Level switches. 

g 
g 

Q 

Address Keyloc;k 

Figure 4-6. 3276 with the Address Keylock feature 

See Chapter 2 for the procedure for opening the 3276 operator panel drawer. 
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3276 Encrypt/Decrypt Feature 

The 3276 Encrypt/Decrypt feature can be installed on 3276 Models 11, 12, 13, 
and 14. The Encrypt/Decrypt feature requires the installation of the Security 
Keylock feature on the 3276. 

An organization using the Encrypt/Decrypt feature has the ability to protect 
the information transmitted and received through the communication network 
from unauthorized disclosure. The Encrypt/Decrypt feature accomplishes this 
data protection by encrypting (encoding) messages sent to the host system and 
decrypting (decoding) messages received from the host system. Messages from 
the host system to the 3276 (or its attached units) that have been encrypted 
are decrypted before being sent to the attached units to be displayed or 
printed. Messages from the 3276 {or its attached units) will be encrypted 
before being sent over the communication line to the host system. 

A 16-character Terminal Master Key must be entered into the 327 6 before the 
Encrypt/Decrypt feature can be used. When the 3276 is turned off, the Term­
inal Master Key is maintained by a mercury battery in the 3276. The remainder 
of this section describes the procedures for replacing the Encrypt/Decrypt 
feature battery, entering the Terminal Master Key, verifying the Terminal 
Master Key, and testing the Encrypt/Decrypt feature. 

Encrypt/Decrypt Battery Replacement 

Note: After performing this procedure you may have to enter the Terminal 
Master Key by performing the Entering the Terminal Master key procedure. 
You will have to enter the Terminal, Master Key, if 3276 power is off while 
the battery is being replaced. 

1. Open the 3276 front cover by pushing the cover latch away from you 
(toward the machine). 

2. Remove the front cover by lifting it off the pivot pins. 
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3. Remove the old battery from the clip in the bracket D, and disconnect 
the battery connector fl . 

4. Connect the battery connector to the new battery, and insert the new battery 
into the clip in the bracket. 

5. Replace and close the front cover. 

WARNING: When disposing of the replaced battery, observe the disposal 
instructions on the label attached to the 3276 near the battery location and 
the battery manufacturer's disposal instructions. 

Chapter 4. Features for the 3276 4-19 



Entering the Terminal Master Key 

You should perform this procedure only if you are authorized to enter the Term­
inal Master Key. Contact the appropriate person in your organization to obtain 
the Master Key and the Terminal Master Key Verification value (if available). 

1. Check that the Q'L7 (Other Unit Operable) light is off, because other opera­
tors may be using the display stations and printers attached to your 3276. If 
the 0'L7light is on, (1) notify all the terminal operators that the 3276 opera­
tion is going to be interrupted and (2) wait until all operations are completed. 

2. If an error or a check condition occurs during this procedure, refer to 
Section 7 of the 3276 Problem Determination Guide. 

3. If the security key is not inserted into the security keylock, obtain the 
security key from the appropriate person in your organization and insert 
the key into the security keylock. 

4. Make sure the security keylock is in the fully clockwise (horizontal) 
position; if it is not, push in the security key and turn the key clockwise 
to the horizontal position (see the diagram to the right). 

5. Open the Operator Panel Drawer as described in Chapter 2. 

6. Press and hold the Test Subsystem switch (on the Operator Panel Drawer), 
and press the ATTN key; then release the Test Subsystem switch after 
pressing the ATTN key. 

7. The letters EMKV and 16 hyphens in four groups should appear in the 
Operator Information Area. 

8. Use the keyboard to enter (without spaces) the 16 characters of the Term­
inal Master Key; the valid characters that can be entered are the numbers 0 
through 9 and the letters A, B, C, D, E, and F. As each character is entered, 
the corresponding hyphen will be replaced by an asterisk(*). If you miskey 
a character, press the RESET key and return to step 6. 

9. Press the ENTER key. The 16 asterisks will be replaced by the Terminal 
Master Key Verification value. If you have the Terminal Master Key 
Verification value for the Terminal Master Key just entered, make sure 
the verification value displayed in the Operator Information Area is 
correct; if it is not, press the RESET key, return to step 6, and try to 
enter the Terminal Master Key again. 

IO. Record the verification value for future reference because it can be used 
to verify the Terminal Master Key just entered. (Refer to the Verifying 
the Terminal Master Key procedure.) · 

11. Return the security key to the operating position (see the diagram to the 
right). 

12. To continue your operation, press and hold the Test Subsystem switch, 
press the 9 key, and then release the Test Subsystem switch; the EMKV 
information should disappear from the Operator Information Area. 
Close the Operator Panel Drawer. 
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Verifying the Terminal Master Key 
You can use the following procedure to verify that the Terminal Master Key 
has not been changed; this procedure will not alter the Terminal Master Key. 
The procedure causes the verification value of the Terminal Master Key presently 
being used by the 3276 to be displayed in the Operator Information Area. The 
Terminal Master Key has not been changed if the verification value displayed 
is the same as the verification value produced when the Terminal Master Key 
was entered. 

1. Check that theQ:z'.=7 (Other Unit Operable) light is off, because other 
operators may be using the display stations and printers attached to your 
3276. If theQz'.=7light is on, (1) notify all the terminal operators that 
the 3276 operation is going to be interrupted and (2) wait until all opera­
tions are completed. 

2. If an error or a check condition occurs during this procedure, refer to 
Section 7 of the 3276 Problem Determination Guide. 

3. If the security key is not inserted into the security keylock, obtain the 
security key from the appropriate person in your organization and insert 
the key into the security keylock. 

4. Set the security key to the normal operating position (see the diagram to the 
right). Make sure the security keylock is not in the fully clockwise (horizon­
tal) position; if it is, rotate the key counterclockwise to the operating posi­
tion. 

5. Open the Operator Panel Drawer as described in Chapter 2. 

6. Press and hold the Test Subsystem switch (on the Operator Panel Drawer), 
and press the ATTN key; then release the Test Subsystem switch after press­
ing the ATTN key. 

7. The letters EMKV and 16 hyphens in four groups should appear in the 
Operator Information Area. 

8. Press the ENTER key. The 16 hyphens will be replaced by the Terminal 
Master Key Verification value for the Terminal Master Key presently being 
used by the 3276. 

9. Check that the Terminal Master Key Verification value displayed on the dis­
play screen is the same as the verification value recorded when the Terminal 
Master Key was entered. If the verification values are the same, go to Step 
10; if the verification values are different, perform the Encrypt/Decrypt 
Feature Test. 

10. To continue your operation, press and hold the Test Subsystem switch, 
press the 9 key, and then release the Test Subsystem switch; the EMKV 
information should disappear from the Operator Information Area. Close 
the Operator Panel Drawer. 
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Encrypt/Decrypt Feature Test 
The 3276 problem determination procedures may instruct you to perform this 
test procedure when you are having problems operating with the Encrypt/ 
Decrypt feature. For security reasons this test procedure should not be used 
to enter the Terminal Master Key used for normal operation. 

Caution: This test changes the Terminal Master Key presently used by the 
3276. 

The test involves entering the Terminal Test Key of "Ol 23456789ABCDEF"; 
when this Terminal Test Key is entered, a verification value of "Fl88 D850 
4894 l 39E" is displayed if the Encrypt/Decrypt feature is operating properly. 

1. Check that the Qz:=7 (Other Unit Operable) light is off, because other 
operators may be using the display stations and printers attached to your 
3276. If the Qz:7 light is on, (1) notify all the terminal operators that 
the 3276 operation is going to be interrupted and (2) wait until all opera­
tions are completed. 

2. If an error or a check condition occurs during this procedure, refer to 
Section 7 of the 3276 Problem Determination Guide. 

3. If the security key is not inserted into the security keylock, obtain the 
security key from the appropriate person in your organization and insert 
the key into the security keylock. 

4. Make sure the security keylock is in the fully clockwise (horizontal) 
position; if it is not, tum the security key to the operating position, then 
push in the security key and turn the key clockwise to the horizontal 
position (see the diagram to the right). 

5. Open the Operator Panel Drawer as described in Chapter 2. 

6. Press and hold the Test Subsystem switch (on the Operator Panel Drawer), 
and press the ATTN key; then release the Test Subsystem switch after 
pressing the ATTN key. 

7. The letters EMKV and 16 hyphens in four groups should appear in the 
Operator Information Area. 

8. Use the keyboard to enter (without spaces) the following 17 characters: 
V0123456789ABCDEF. As each character is entered, the corresponding 
hyphen will be replaced by an asterisk. If you miskey a character, press 
the RESET key and return to step 7. 

9. Press the ENTER key. The 16 asterisks should be replaced by the veri­
fication value "Fl88 D850 4894 139E" if the Encrypt/Decrypt feature 
is operating properly. 

10. To continue your operation you should now enter your organization's 
Terminal Master Key into the 3276 by performing the Entering the 
Terminal Master Key procedure, beginning at step 6. 
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Introduction 

This chapter is provided for experienced operators of the IBM 3275 and 3277 
Display Stations who will be operating an IBM 3276 Control Unit Display Sta­
tion. The operation of both groups of machines is similar, and only the dif­
ferences in operation are described here. This chapter refers you to sections 
of Chapters 2, 3, and 4 for detailed descriptions of some of the 3276 indicators, 
switches, features, and keyboard operations. 

If possible, sit at a 3276 display as you read this chapter so that you can use 
the switches and keys as you read about them. If some point is not clear as 
you read, pause for a moment to press the key and watch the result. 

The IBM 3276 Control Unit Display Station is shown in Figure 5-1. The 3276 
is a display station with control unit operation. This control unit portion of 
the 3276 can control up to seven other display stations and printers. The 3276 
is similar to a 3275 in that it communicates directly with the host system over 
telephone lines. The additional switches and lights on the 3276 are for the 
control unit portion. 

Figure S-1. IBM 3276 Control Unit Display Station 
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Screen Character Capacities 

As you know, the 3275 and 3277 display stations can have either a large screen 
(1920-character capacity) or a small screen (480-character capacity). Your 3276 
can have only one physical screen size, but there are four screen formats avail­
able: 960 characters (12 lines of 80 characters each), 1920 characters (24 lines 
of 80 characters each), 2560 characters (32 lines of 80 characters each), or 
3440 characters (43 lines of 80 characters each). 

If your organization uses both 3275/3277 and 3276 display stations, you may 
work with programs that use both groups of display stations. These programs 
can format the screen of your 3276 in the same way that they format a 3275 
or 3277 screen. 

To enable the 3275/3277 programs to use both groups of display stations: 

The 960-character 3276 can be formatted as a 480-character display. 

The 2560- and 3440-character 3276s can be formatted as 1920-character 
displays. 

Some programs may use the large format and other programs may use the 
smaller format. Therefore, if you use a 960-, 2560-, or 3440-character 3276, 
the program may switch the screen format between the large format and the 
smaller format for different transactions. 
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3276 and 3278 Common Operator Controls 

On/Off( I /OJ Switch 
The On/Off (I/ Q) switch is separated from the brightness and contrast 
controls (see Figure 5-2). This reduces the possibility 0f accidentally turning 
the display station off. To turn the 3276 on, press the top portion m of the 
switch. Llght 3 and Llght 1 should tum on when you press the On/Off switch. 
After a delay of a few seconds, (1) Llght 2 turns on, (2) the cursor appears in 
the first position in line 1, (3) a horizontal line appears across the lower portion 
of the screen, and ( 4) a Ready symbol ( ~ ) appears in the lower-left portion 
of the screen in an area called the Operator Information Area. 

Note: After the 3276 warms up, a series of ones and/or zeros appears in the 
upper left portion of the screen. These ones and/or zeros indicate which 3276 
device adapters are installed/working. If a one is displayed, the corresponding 
device adapter port is operational; if a zero is displayed, the co"esponding 
device adapter/port is not installed or is not working. 

If your display station has the Security Keylock feature and the keylock is 
locked, the )( o-... symbol appears at the bottom of the screen in the 
Operator Information Area. 

Note: If your 3276 does not havrr the Encrypt/Decrypt feature (described in 
Chapter 4), the keylock turns 90° (vertical to horizontal position) when you 
turn the key; if you are using a 3276 that has the Encrypt/Decrypt feature, the 
key lock turns only 45° (half the normal rotation). 

When you are ready to turn off your 3276, check that the Q-z'.'.:7 (Other 
Unit Operable) light is off, because there may be other operators using the 
display stations or printers attached to your 3276. If the light is on, (1) notify 
all terminal operators that the 3276 is going to be turned off, (2) wait until all 
op~rations are finished, then (3) push the bottom portion I ol of the On/Off 
switch. 
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Figure 5-2. 3276 and 3278 Common Operator Controls and Lights 

V Brightness Control 
The brightness control knob (see Figure 5-2) serves the same function and oper­
ates in the same manner as the 3275/3277 brightness control. This control also 
has a test position. When the control knob is turned fully clockwise beyond the 
first stop and held, the screen becomes very bright. 

() Contrast Control 
The contrast control knob (see Figure 5-2) serves the same function and operates 
in the same manner as the 3275/3277 contrast control. 

ft_ Audible Alarm Volume Control 
If your display station has the Audible Alarm feature installed, the volume con" 
trol _R for the audible alarm is located at the outside of and behind the screen 
contrast control (see Figure 5-2)instead of under the machine covers. Turning 
this control clockwise increases the sound level; turning the control counterclock­
wise decreases the sound level. 

Normal/Test Switch 
When you are operating the display station, this switch is in the Normal position 
(see Figure 5-2). 

You use the Test position of this switch when you have a problem with the 
machine and you perform the problem determination procedures. When you 
place the switch in the Test position, you can perform the tests described in 
Section 3 of the 3276 Problem Determination Guide. 
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Dual Case/Mono Case (A, a/A) Switch 
The 3276 can display both uppercase and lowercase alphabetic characters. 
You can use the A, a/A switch (see Figure 5-2) to display (1) only uppercase 
alphabetic characters or (2) both uppercase and lowercase characters. To 
select only uppercase characters, set the switch to A; to select uppercase and 
lowercase characters, set the switch to A, a. 

The position of this switch does not determine whether uppercase or lowercase 
alphabetic symbols are sent to the host system. For example, if the switch is set 
to A and you enter a lowercase e character, an uppercase E character is dis­
played on the screen; however, when the character is sent to the host system, the 
code for a lower case e character is sent. 

Additional 3276 Operator Controls 

There are extra switches on the 3276 Front Panel for the control unit portion. 
The 3276 also has an Operator Panel Drawer that slides into and out of the right 
side of the Front Panel. 

For descriptions of these switches, read the sections titled "Additional 3276 
Operator Controls on the Front Panel" and "3276 Operator Panel Drawer 
Switches" in Chapter 2. 

For descriptions of the 3276 unique lights on the Front Panel and the Operator 
Panel Drawer, read the sections titled "3276 Unique Lights on the Operator 
Panel" and "3276 Unique Llghts in the Operator Panel Drawer" in Chapter 2. 
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3276 Display Image 

Display image characteristics such as input fields, numeric fields, high-intensity 
data, protected data, nondisplay fields, and cursor operation are the same on 
3276 and 3275/3277 displays. However, there are display image differences, 
as follows: 

• There are two types of cursors that can be displayed on the screen of a 3276. 
They are the normal cursor and the alternate cursor. The normal cursor 
appears on the screen as the same cursor used by the 3275 and 3277. 

The alternate cursor is a reverse image of the character that is located in the 
same character position as the cursor (Figure 5-3). By using the ALT CURSR 
and CURSR BLINK keys (described in the Chapter 3 keyboard sections) you 
select either type of cursor and you can also make the cursor blink on and off 
continuously. 

Figure 5-3. The alternate cursor is a reversed character image. 
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• Cursor wrap works the same way on the 3276 as it does on the 3275/3277. 
However, since your 3276 may use two different screen formats, keep in 
mind that the cursor wraps (1) horizontally at the first (left) and last (right) 
positions on the line and (2) vertically at the top and bottom lines; not at 
the left and right or top and bottom of the screen. 

• When the program updates the screen on the 3275 and 3277, the display 
image blinks off and then on during the update. This blinking does not occur 
when a 3276 display image is updated. 

If the 3276 detects a communication line problem or a program error (when 
.. B.is displayed in the Operator Information Area) while updating your screen, 
the update operation is stopped and the screen is restored to its original 
contents. If the error persists; successive retry operations may be seen in 
this manner on the screen. 

• The New Llne (Nl), End Message (EM), and Form Feed (FF) order codes 
are displayed as 5, 9, and< respectively on 3275 and 3277 displays but are 
not displayed on 3276 displays. 

• The Duplicate and Field Mark characters are displayed as an asterisk(*) 
and semicolon (;) respectively on 3275 and 3277 displays. The 3276 displays 
the Duplicate and Field Mark characters as an overscored asterisk (ii( ) and 
overscored semicolon ( ; ) respectively when the A, a/A switch is set to A, a; 
when the A, a/A switch is set to A, only the asterisk or semicolon is displayed. 

• When a 3275 or 3277 Operator ID Card Reader operation is performed, the 
cursor moves across the screen as the card is read. 

When a 3276 Magnetic Slot Reader operation is performed the cursor will 
not move until the 3276 processes all the card characters. When the 3276 
is finished, and no error occurred, the cursor is moved to the character 
position beyond the last character read-in; if an error occurred, the cursor 
is moved to the character position occupied by the last character read in. 
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3276 Operator Infonnation Area 

The 3275 and 3277 System Available, Insert Mode, and Input Inhibited indica· 
tors are not present on the 3276. Instead of these indicators the 3276 has an 
Operator Information Area in which symbols, words, and numerals are used to 
display operating and status messages. The Operator Information Area and the 
messages displayed in this area are described in Chapter 2. 

3276 Keyboards 

This section (1) describes the differences between the 3275/3277 and 3276 
keyboards and (2) lists the keyboard operations that are the same. 

Two types of keyboards can be attached to the 3276: 

1. The Typewriter keyboard (Figure 54), which is similar to the 3275 and 
3277 Typewriter keyboard. 

2. Two Data Entry keyboards-

• The Data Entry keyboard (Figure 5-5), which is similar to the 3275 and 
3277 Data Entry keyboard 

• The Data Entry Keypunch Layout keyboard (Figure 5-6), which is similar 
to the 3275 and 3277 Data Entry Keypunch Layout keyboard. 

The 3276 is not available with a keyboard similar to the 3275 and 3277 Oper­
ator Console keyboard; however, the 3276 Typewriter keyboard can be used 
for operator console operation. 

Figuie S-4. 3276 Typewriter Keyboard. 
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Figure S-S. 3276 Date Entry Keyboard. 

Figure S-6. 3276 Data Entry Keypunch Layout Keyboard. 

Chapter S. Differences between the 3275/3277 and the 3276 S-11 



Problem Determination Guide Access Panel 
The 3276 keyboard contains the 3276 Problem Determination Guide. To 
access the Guide, press the latch shown in Figure 5-7, the access panel will 
spring open. Whenever you have a problem with your display station, refer to 
the Problem Determination Guide to determine the appropriate action. 

In addition to the problem determination procedures, the Problem Determina­
tion Guide contains descriptions of: 

The symbols on the keyboard keys 

The Operator Information Area messages 

The display station switches and lights 

\ 

Figure 5-7. 3276 Problem Determination Guide Access. 
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Keyboard Clicker 
The 3276 keyboards, like the 3275 and 3277 keyboards, have a clicker that 
clicks when you press the keys. However, the 3276 keyboards do not have a 
clicker volume control, but you can turn the click off or on by using the Click 
( GJ ) key on the keyboard. It is important to know that generally: 

When you have the clicker turned on, absence of the click indicates that the 
keyboard is disabled. 

When you have the clicker turned off, the presence of the click indicates that 
the keyboard is disabled. 

Additional Keyboard Keys 
The keys that are unique to the 3276 keyboard are briefly described next. 
For detailed descriptions of each of these keys, refer to the keyboard sections 
in Chapter 3. 

ALT (Shift) Key 
The ALT (Alternate) Shift key enables the alternate function keys. The alternate 
function keys are the keys that have a function name or symbol on the front of 
them: SYS REQ, CLEAR, ERASE INPUT, ALT CURSR, IDENT, TEST, DEV 
CNCL, PAI and PA2 (Typewriter keyboard), PFl through PF12 (Typewriter 
keyboard), Double-Speed Horizontal Positioning ( -- and--.;..), and CJ 
(Home). To cause the function on one of these keys to be performed, press and 
hold the ALT key down and then press the desired key. 

Additional PF Keys 

The 3276 75-key Typewriter keyboard has 12 PF (Program Function) keys. 
Twelve additional PF keys (PF13 through PF24) are available with an 87-key 
Typewriter keyboard. 

The 3276 Data Entry keyboards have 10 PF keys, whereas the 3275 and 3277 
Data Entry keyboards have 5. 

Additional Symbol and Punctuation Mark Keys 

The 3276 Typewriter keyboard has 32 symbol and punctuation mark keys, 
whereas the 3275 and 3277 have 26. Also, some of the special symbol keys 
are located in different places. 

ATTN Key 
The ATTN (Attention) key performs the function that its name implies; that is, 
it provides a means of getting the program's attention. Depending upon the pro­
gramming of your 3270 system, the ATTN key may or may not be operative. To 
determine how this key operates, refer to the appropriate user's program guide. 

SYSREQKey 
As determined by the programming for your 3270 system, the SYS REQ (System 
Request) key (when used with the ALT key) may perform the function that the 
TEST REQ key performed, or it may clear your display screen and switch your 
display station between application and control programs. For more information 
about SYS REQ key operation, refer to the SYS REQ key description in the 
appropriate Chapter 3 keyboard section. 
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CURSR SEL Key 
The CURSR SEL (Cursor Select) key provides the same function provided by 
the Selector Light-Pen feature. To select a field, (1) position the cursor within 
the desired selection field then (2) press the CURSR SEL key. 

The 3276 has two attention field designators: ampersand(&) or a blank 
position. The selection field characters (? and >) are the same as those used 
by the 3275 and 3277. 

CURSR BLINK Key 
The CURSR BLINK (Cursor Blink) key enables you to control the blink function 
of your cursor (normal or alternate). 

Pressing the CURSR BLINK key when the cursor on your screen is not blinking 
causes your cursor to blink on and off continuously. To stop the cursor blink, 
press the CURSR BLINK key again. 

ALT CURSR Key 
The ALT CURSR (Alternate Cursor) key, when used with the ALT key, enables 
you to select either the normal cursor or the alternate cursor. 

Pressing the ALT CURSR key (with ALT held down) when the normal cursor is 
on the screen replaces the normal cursor with the alternate cursor. To restore 
the normal cursor, press the ALT CURSR key (with ALT) again. 

Print ( o-a ) Key 
Pressing the Print ( o-a ) key causes the information on your screen to be 
printed on the printer you select by using the IDENTkey. For a detailed 
description of this key, refer to the Print key description in the Chapter 3 key­
board sections. 

IDENTKey 
The IDENT (Print ID) key is used with the ALT key to request a printer for a 
print operation. For a detailed description of this key, refer to the ID ENT key 
description in the Cha1>ter 3 keyboard sections. 
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Click ( c3J ) Key 
The Click ( c3J ) key enables you to turn the keyboard clicking sound on or 
off. Pressing the Click key when the keyboard clicker is working causes the 
clicker to stop; pressing the Click key a second time causes the clicker to operate. 

TEST Key 

Pressing the TEST key when the ALT key is held down prepares your display 
station to run tests that reside in the 3276. These tests are described in your 
3276 Problem Determination Guide. When you are finished running tests, 
press the TEST key (with ALT held down) again. 

DEVCNCLKey 
Pressing the DEV CNCL (Device Cancel) key when the ALT key is held down 
terminates an operation that you have initiated to another device. 

Home( 0 )Key 
Pressing the Home ( 0 ) key while holding the ALT key down moves the 
cursor to the first input character location on your screen. If your screen is 
unformatted or if there are no input fields, pressing the Home key (with ALT) 
moves the cursor to the first location on line 1. 

Double-Speed Horizontal Positioning Keys (- or -) 
Pressing either of the two-double speed horizontal positioning keys (right-or 
left~) while holding the ALT key down moves the cursor in the direction of 
the arrow, two character positions at a time. The keys are typamatic and operate 
the same as the normal horizontal move keys except the cursor is moved at twice 
the speed. 

Dead Keys (Canadian French Keyboards Only) 
If your are using a Canadian French keyboard (shown in Figure 5-8) you will 
have five Dead Keys ( ' , ', ~, ··, and .) ). Pressing a Dead Key causes 
the accent mark shown on the key to appear in the position designated by the 
cursor, but the cursor does not move. The character that is to receive the accent 
must be keyed next. If the accent and character combination is valid, the com­
posite character (accent mark and character) appears on the screen and the 
cursor moves to the next position. For more information about the operation 
of these keys, refer to the Chapter 3 keyboard sections. 

Figure. 5-8. Canadian French Dead Keys 
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Typamatic (Repeat-Action) Keys 
On the 3275 and 3277 keyboards only the cursor move and space keys are 
typamatic; on the 3276 keyboards all alphabetic, numeric, symbol, punctuation 
mark, cursor move, space bar, ENTER, and PFl through PF12 (PFl through 
PFlO for Data Entry keyboards) keys are typamatic. 

Keys That Operate the Same on 3276 and 3275/3277 
The following keys operate the same on 3276 keyboards as the corresponding 
keys on 3275 and 3277 keyboards: 

Shift ( i}) keys (SHIFT on 3275/3277) 
Lock (©)key (LOCK on 3275/3277) 
Numeric Shift ('fr) key (NUMERIC on 3275/3277) 
Numeric Lock (@)key (NUM WCK on 3275/3277) 
Alpha (-0-) key (ALPHA on 3275/3277) 
Space Bar 
New Line(--') key 
SKIP key 
Tab (-!)key 
Back Tab (._..)key 
Horizontal Positioning(+- and~) keys 
Vertical Positioning (t and +)keys 
Backspace(+-) key 
CLEAR key (with ALT) 
ERASE INPUT key (with ALT) 
ERASE EOF key 
PAI and PA2 (with ALT) on Typewriter keyboards 
PAI, PA2, and PA3 on Data Entry keyboards 
Delete ( I) key (DEL on 3275 /3277) 
Insert (~)key (INS MODE on 3275/3277) 
ENTER key 
PF keys (with ALT for PF1-PF12 on Typewriter keyboards) 

Keys That Operate Differently on 3276 and 3275/3277 
The following keys operate similarly on both the 3276 keyboards and on the 
3275/3277 keyboards; therefore, only the differences are described. 

Alphabet Keys 
The characters on the faces of the Alphabet keys are displayed as uppercase 
(capital) letters when the keys are used in conjunction with the Shift ('fr) and 
Lock ( © ) keys. When the Alphabet keys are used without the Shift or Lock 
keys, the letters are displayed as lowercase letters (if the A,a/A switch is set to 
A,a). In addition, all the Alphabet keys have typamatic capability. 

Numeric Keys 
The Numeric keys on 3276 keyboards have typamatic capability. 

Symbol and Punctuation Mark Keys 
The Symbol and Punctuation Mark keys on 3276 keyboards have typamatic 
capability. 

DUP (Dupli~te) Key 
Pressing the DUP key displays an overscored asterisk ( ii( ) when the A,a/A 
switch is set to A,a; when the A,a/A switch is set to A, only the asterisk is 
displayed. 
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FIELD MARK Key 
Pressing the FIELD MARK key displays an overscored semicolon (;)when the 
A,a/A switch is set toA,a; when the switch is set to A, only the semicolon is 
displayed. 

Insert (~) Key 
On 3275 and 3277 display stations, only the RESET key can return the display 
station to normal operation after being in Insert Mode. On 3276 Control Unit 
Display Stations, pressing RESET or any key that causes communication with 
the host system will return the display station to normal after being in Insert 
Mode. 

Numeric Lock Feature 
The 3275/3277 Numeric Lock feature cannot be overridden if the display 
station has a Typewriter keyboard. However, the 3276 Numeric Lock feature 
can be overridden by the Typewriter keyboard to enter all uppercase characters 
and symbols. This is accomplished by pressing and holding the Shift ( O' ) key 
and then pressing the desired uppercase character/symbol key(s). 

3276 Selector Light-Pen Feature 
The 3276 and 3275/3277 Selector Light-Pen features operate the same except 
that the 3276 has two attention field designator characters, whereas, the 3275 
and 3277 have one attention field designator character. All three machines 
have blank position attention field designators; the 3276 also uses an ampersand 
(&)designator character. 

For additional information about the 3276 Selector Light-Pen feature, refer to 
Chapter 4. 

3276 Magnetic Slot Reader Accessory 
The 3276 Magnetic Slot Reader accessory operates differently than the 3275 
and 3277 Operator Identification Card Reader feature. For a description of 
the 3276 Magnetic Slot Reader accessory, refer to Chapter 4. 
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Appendix A. Sample Problem Report Form 

~==~~-! 3276/3278 Problem Report Form 
• 

Unit Identification ,...------­
Unit Location 
Unit Type 3276 3278 (circle one) 
Unit Serial Number------­
Telephone Number------­
Date and Time 
Reported by 

1 Record the step number in the Problem Determination Guide where you detected the failure: 

Step Number: 

2 Circle all of the following symbols that are displayed in the O "on Area of the failing display station(s): 

---.Bl or '1 
____ A or.I. 

If one of these three symbols is displayed, please insert 
ication Problem_~ 

Station Problelll- ~ 
____ PROG the 2· or 3-digit code following the symbol. 

3 If the display station is a 3278, go to step 6; i.t 

4 Are all attached terminals failing? 
If "NO" is checked, please identify all t 

5 Record the status of the following indi 
was on): 

1 2 
0 0 .s:-
OK 
0 

3276 
Front ~ Panel 

~ 

YES NO 

CJ CJ 

e error occurred (put an "X" in the circle of each light that 

Inside of 
3276 Control 
Drawer 

(See other side) 

{
System 
Check 

0 

Machine 
Check Test 

0 0 

Appendix A. Sample Problem Report Form A·l 



6 If the keyboard is failing, fill in the keyboard section below. 

KEYBOARD FAILURE 
Mark all failing keys. 

7 After completing this form, follow your organiz 
service representative. 

Address comments concerning this form to IBM Corporation, 
Department 63T, Neighborhood Road, Kingston, New York 12401 

©Copyright International Business Machines Corporation 1978 

A·2 

D All keys fail. 
D All character keys fail. 

edure for reporting problems and save this form for the 

lnlern•llonal Bu1lne11 Machineo Corporation 
D•t• Proce11ing Divl1ion 
1133 We1tche11er Avenue, While Plains, N.Y. 10604 

IBM World Trade Americaa/F•r Ea11 Corporalion 
Town ol Mounl Pleasant, Route 9, North Tatrytown, N.Y., U.S.A. 10591 

IBM World Trade Europe/Middle East/Africa Corporation 
360 H•milton Avenue, While Plains, N.Y., U.S.A.10601 

Printed in the U.S.A. GX23-0201-1 
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Address Key lock Feature 4-18 
Alpha Shift Key 3-43 
Alphabet Keys* 3-11, 3-44 
ALT CURSR Key* 3-26, 3-56 
ALT Shift Key* 3-11, 3-44 
Alternate Cursor 2-19 
ATTN Key* 3-22, 3-52 
Audible Alarm Feature 4-10 
Audible Alarm Volume Control 2-9, 4-10 

B Switches 2-13 
BackTabKey* 3-19,3-50 
Backspace Key* 3-21, 3-52 
Blank Keys in Numeric Mode 3-66 
Brightness Control 2-9 

Card Reader Operation 4-7 
Characters 

Adjusting Brightness 2-9 
Adjusting Contrast 2-9 
Deleting* 3-35, 3-65 
Inserting* 3-33, 3-63 

Cleaning Procedures 2-35 
CLEAR Key* 3-24, 3-54 
Clearing the Screen (see CLEAR Key) 
Click Key* 3-29, 3-59 
Common Lights on the Operator Panel 2-23 
Common Operator Controls 2-8 
Contrast Control 2-9 
Controls/Switches, Discussion 2-8 

- Cursor 2-19 
Cursor, Moving (see Cursor Control Keys) 
Cursor, Positioning (see Cursor Control Keys) 
Cursor, Program Control of 2-19 
Cursor Control Keys* 3-15, 3-46 
Cursor Wrap 2-20 
CURSR BLINK Key* 3-26, 3-56 
CURSR SEL Key* 3-23, 3-53 

Data, Protected 2-18 
Data Entry Keyboard 3-39 
Data Processing 1-4 
Data Processing System 1-4 
Data/Talk Switch 2-11 
Dead Keys* 3-37, 3-67 
Delete Key* 3-35, 3-65 
Deleting Characters (see Delete Key) 
Designator Characters 4-4 
DEV CNCL Key* 3-30, 3-60 
Dial Disconnect Switch 2-11 
Dial Operation 4-12 
Disabled Keyboard (see Do Not Enter Messages) 
DISCONNECT Switch 2-11 
Display Image 2-15 
Do Not Enter Messages 2-27 
Dual Case/Mono Case Switch 2-10 
DUP Key* 3-31, 3-61 

Encrypt/Decrypt Battery 4-19 
Encrypt/Decrypt Feature 4-19 
Ending a Field (see FIELD MARK Key) 
ENTER Key* 3-35, 3-65 
ERASE EOF Key* 3-25, 3-55 
ERASE INPUT Key* 3-25, 3-55 
Erasing Input Fields (see ERASE INPUT Key) 

Features, Optional 
Address Keylock 4-18 
Audible Alarm 4-10 

Encrypt/Decrypt 4-20 
Numeric Lock 4-11 
Security Keylock 4-9 
Selector Light-Pen 4-3 

FIELD Mark Key* 3-31, 3-61 
Fields 

Definition 2-17 
High Intensity 2-18 
Input 2-17 
Nondisplay 2-19 
Numeric 2-18 
Protected 2-18 

Formatted Display 2-17 

High Intensity Data 2-18 
Horizontal Positioning Keys 3-20, 3-51 
How To 

Adjust Brightness of Characters 2-9 
Adjust Contrast of Characters 2-9 
Adjust Volume of Audible Alarm 2-9, 4-10 
Cancel a Print Operation* 3-30, 3-60 
Clear the Screen* 3-24, 3-54 
Delete a Character* 3-35, 3-65 
Determine Your Keyboard Type 3-5, 3-6 
Enter the Terminal Master Key 4-21 
Erase All Input Fields* 3-25, 3-55 
Erase An Input Field* 3-25, 3-55 
Insert a Character* 3-33, 3-63 
Locate Information in This Book 1-1 
Move Cursor* 3-15, 3-46 
Replace the Encrypt/Decrypt Battery 4-19 
Select a Printer* 3-28, 3-58 
Start a Print Operation* 3-27, 3-57 
Tum Power On/Off 2-8 
Tum the Keyboard Clicker On/Off* 3-29, 3-59 
Unlock Keyboard* 3-30, 3-60 
Use Audible Alarm 4-10 
Use Numeric Lock 4-11 
Use Security Keylock 4-9 
Use Selector Light-Pen 4-4 
Verify the Terminal Master Key 4-22 

IDENT Key* 3-28, 3-58 
Indicators 

Light 1 2-22 
Light 2 2-22 
Light 3 2-22 
Line Ready 2-22 
Machine Check 2-23 
Modem Ready 2-23 
Other Unit Operable 2-22 
System Check 2-23 
Test 2-23 

Input Fields 2-17 
Input Machines 1-6 
Input Section 1-6 
Insert Key* 3-33, 3-63 
Inserting Characters (see Insert Key) 

Keyboard 
Data Entry 3-39 
Data Entry Keypunch Layout 3-5 
Disabled (see Do Not Enter Messages) 
Keying Sound 3-3 
Type, How to Determine 3-5 
Typewriter 3-7 

*This subject is disciissed in each 3276 keyboard section. Refer to 
the page that applies to your keyboard: 1st reference is to 
Typewriter keyboard; 2nd, Data Entry keyboard. 
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Keyboards, Introduction to 3-3 
Keys (see individual key name) 

Length of Fields 2-17 
Locked Keyboard (see Do Not Enter Messages) 

Machine Check Light 2-23 
Magnetic Slot Reader 4-6 
Modem Ready Light 2~23 
Moving the Cursor One Character Space* 3-20, 3-51 
Moving the Cursor to the Beginning of a Field* 3-16, 3-4 7 

New Line Key* 3-16, 3-47 
Nondisplay Fields 2-19 
Numeric Field 2-18 
Numeric Keys* 3-12, 3-45 
Numeric Lock Feature 4-11 
Numeric Lock Key 3-43 
Numeric (Shift) Key 3-43 

Operator Information Area 2-25 
Operator Panel 

3276 2-6 through 2-14 
Operator Panel Drawer 2-12 
Operator Problem Report Forms A-1 
Other Unit Operable Light 2-22 
Output Machines 1-7 
Output Section 1-7 

PA Keys, 
PAl Key* 
PA2Key* 
PA3 Key* 

PF Keys 

3-32, 3-62 
3-32, 3-62 
3-62 

PFl - PFlO 3-65 
PFl -PF12 3-35 
PF13 -PF24 3-36 

Positioning the Cursor (see Cursor Control Keys) 
Power Switch 2-8 
Primary/Secondary Line Speed Switch 2-14 
Print Key* 3-27, 3-57 
Printer Status Messages 2-33 
Problem Report Form A-1 
Processing Section 1-6 

X-2 

Program Access Keys (see PA Keys) 
Program Function Keys (see PF Keys) 
Protected Data 2-18 

Quick Reference 2-2 through 2-15 

Readiness and System Connection Messages 2-26 
Receiving Messages (Dial) 4-14 
Reminders Messages 2-32 
RESET Key* 3-27, 3-60 

SDLC/BSC Switch 2-14 
Security Keylock 

Removal 4-9 
UseOf 4-9 

Selector Light-Pen 
Changing Selections 4-5 
How It Works 4-3 
How It's Used 4-4 
Making Selections 4-4 

Sending Messages (Dial) 4-12, 4-13 
Shift/Lock Keys* 3-10, 3-45 
Shifts and Modes Messages 2-33 
SKIP Key 3-48 
SNBU Switch 2-14 
Space Bar* 3-15, 3-46 
Switches/Controls 2-6 through 2-14 
Symbol and Punctuation Mark Keys* 3-12, 3-45 
SYS REQ Key* 3-22, 3-52 
System Check Light 2-23 

Tab Key* 3-18, 3-49 
Terminal Master Key 4-19 
Terminal Master Key Verification 4-22 
TEST Key* 3-29, 3-59 
Test Light 2-24 
Test Subsystem Switch 2-14 
Transmit Level Switches 2-13 
Turning Power On/Off 2-8 
Typamatic Keys* 3-11, 3-42 
Typewriter Keyboard 3-7 

Vertical Positioning Keys* 3-21, 3-51 

*This subject is discussed in each 3276 keyboard section. Refer to 
the page that applies to your keyboard: 1st reference is to 
Typewriter keyboard; 2nd, Data Entry keyboard. 
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IBM 3270 Information Display System 
3276 Control Unit Display Station 
Operator's Guide 

Order No. GAl 8-2040-0 

This manual is part of a librmy that serves as a reference source for systems analysts, programmers, and 
operators of IBM systems. This form may be used to communicate yow views about this publication. 
They will be sent to the author's department for wha1ever review and action, if any, is deemed appropriate. 
Comments may be wdtten in your own language; use of English is not required. 

IBM may use or distribute any of the information you supply in any way it believes appropriate 
without incurring any obligation whatever. You may, of course, continue to use the information 
you supply. 

Note: Copies of IBM publications are not stocked at the location to which this form is addressed. 
Please direct any requests for copies of publications, or for assistance in using your IBM system, to 
your IBM representative or to the IBM branch office serving your locality. 

How did you use this publication? 

[ ] As an introduction [ ) As a text (student) 

[ ] As a reference manual [ ) As a text (instructor), 

[ ) For another purpose (explain) 

ls there anything you especially like or dislike about the organization, presentation, or writing in this manual? 
Helpful comments include general usefulness of the book; possible additions, deletions, a.w clarifreations; 
specific erron and ommissions. 

Page Number: Comment: 

Newsletter .number of latest Technical Newsletter (if any) concerning this publication: ----------­

If you wish a reply, give your name and address: 

IBM branch office serving you 

Thank you for your cooperation. No postage stamp necessary if mailed in the U.S.A. (Elsewhere, an IBM 
office or representative will be happy to forward.your comments or you may mail directly to the address 
in the Edition Notice on the back of the title page.) 
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