




























































































































































































































































































































































































































































































CRTLlNTRN Create line Desc (Token-Ring) 

Type choices, press Enter. 

Line description •• 
Resource name • • • 
Online at IPl ••• 
Vary on wait • • • • • 
Maximum controllers 
Maximum frame size • 
local adapter address 
Exchange identifier •• 
SSAP list: 

•• l4ITR 
1 in041 
*YES 
*NOWAIT 
40 
1994 
4000W020001 
*SYSGEN 

Name 
Name 
*YES, *NO 
*NOWAIT, 15-1S0 (1 second) 
1-256 
265, 521, 1033, 1994 
400000000000-7FFFFFFFFFFF ••• 
05600eeO-056FFFFF, *SYSGEN 

Source Service Access Point • *SYSGEN *SYSGEN, 04, OS, OC, 10 ••• 
+ for more values 

Text 'description' • • • • • •• Token-Ring Line Description 
F3=Exit F4=list F5=Refresh F10=Additional parameters F11=Keywords 
F12-Previous F13=How to use this display 

Figure 285. Create Line Description (TRLAN) Screen 

The resource name is the name of the physical communications port on the 
AS/400. It can be found executing the command WRKHDWPRD and taking 
the option to work with your rack configuration. 

The local token-ring adapter address of AS/400A is 400010020001. 

Press Enter to create your line description. It will return you to the "Work with 
line descriptions" screen. 
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7.2.3 Create APPC Controller Description 
Now you must create an APPC controller description which describes the PS/2 
you are connecting to. Again, you can follow the screens or enter the CL 
command CRTCTLAPPC. 

CFGCMN Configure Communications and Remote Hardware 

Select one of the following: 

1. Lines 
2. Communications controllers 
3. Work station controllers 
4. Communications devices 
5. Printers 
6. Display stations 
7. Modes 
8. Classes-of-service 
9. Configure address and location lists 

Selection or command 
.. ··~2 

System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve F12=Previous F13=User support 
F16-System main menu 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 286. Configure Communications and Remote Hardware Screen 

Select option 2 in Figure 286 to configure your APPC controller. 

Work with Controller Descriptions 

Position to ••••• Starting character(s) 

Type options, press Enter. 
2=Change 3=Copy 4=Delete 5=Display 6=Print 

Opt Controller 
QESCTL 
QTICTL 

Type 
*HOST 
*HOST 

Text 

Parameters for option 2 or command 
.. ==~ 

System: RALYAS4A 

F3=Exit F4=Prompt F5=Refresh F6=Create F9=Retrieve F12=Previous 
F14=Work with status 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 287. Work with Controller Descriptions Screen 

Select F6 to create your APPC controller description. 
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Create Controller Description 

Type choices, press Enter. 

New cont ro 11 er 
description • • •• TRCTLPS Name 

Controller type/class *APPC *APPC=Advanced program-to-program 
communications 

*ASYNC=Asynchronous communications 
*BSC=Binary synchronous communications 
*FNC=Finance 
*HOST=SNA host 

F3=Exit Fl2=Previous 

Figure 288. Create Controller Description Screen 

We will be defining *APPC as our controller type as we will be communicating 
to AS/400B. 

CRTCTLAPPC Create Ctl Desc (APPC) 

Type choices, press Enter. 

Controller description. • • • TRCTLPS 
Link type ••• • • • • •• *TRLAN 
Online at IPL • • • • • • • *YES 
APPN capable • • • • • • • *YES 
Switched line list. • •• • • L41TR 

+ for more values 

Name 
*SDLC, *TRLAN, *X25 
*YES, *NO 
*YES, *NO 
Name 

Maximum frame size. • • • • *LINKTYPE *LINKTYPE, 265, 521, 1033 ••• 
Remote network identifier •• USIBMRA Name, *NETATR, *NONE 
Remote control point name •••• PS2 Name 
SSCP identifier . • • • • • • • • 050aaOaaaaOa-05FFFFFFFFFF 
Initial connection. • • • • •• *ANS *DIAL, *ANS 
TRLAN remote adapter address • • • 4aaaaaaaaa45 aaaaaaaaaaal-FFFFFFFFFFFF 
APPN CP session support •••• *NO *YES, *NO 
APPN node type. • • • • • • •• *LENNODE *ENDNODE, *LENNODE ••• 
APPN transmission grp number •• 1 1-2a, *CALC 

F3=Exit F4=List F5=Refresh Fl1=Keywords F12=Previous 
F13=How to use this display 

-
Figure 289. Create Controller Description (APPC) Screen 

More ••• 

In Figure 289 we will be defining" APPN capable" as *YES. The APPC device 
descriptions will be automatically created, varied ·on and attached to the right 
controller using the information defined in the network attributes, the associated 
mode description, the location list and the application program. It also means 
that the local system will appear as an End Node or Network Node to the adja­
cent system. 

We will use the switched line list name to the token-ring name we have just 
created. 

The token-ring adapter address of the PS/2 is 400000000045. 

Press Enter to create your APPC controller description. 
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7.2.4 Configure APPN Remote and Local Location List 
Since we defined our APPC controller with APPN(-YES) the device descriptions 
will be automatically created. After the automatic creation of the devices, the 
AS/400 will vary them on and attach them to the correct controller in the fol­
lowing situations: 

• When a session is requested and the route chosen and the controller 
description doesn't already have a device description with the specified 
remote location name, remote NETIO and local location name defined. 

• When a BIND is received for a local location and the controller description 
doesn't already have a device description with the specified remote location 
name, remote NETIO and local localtion name defined. 

The AS/400A, in this scenario, doesn't require the remote location of the PS/2 
to be defined as the PS/2 will always be initiating the sessions. 

7.2.5 Create Mode Description 
The mode description describes the session characteristics and number of ses­
sions that will be used to negotiate the allowable values between the local and 
remote locations. A mode with the same name must exist at both end points. 
-There must also be a mode entry with the same name in VTAM/NCP. 

This mode description QPCSUPP is created automatically when AS/400 PC 
Support is installed on AS/400A and must be used with AS/400 PC Support. 

In Figure 290 the mode characteristics of QPCSUPP are shown. 

y 

Display Mode Description 

Mode description name • 
Class-~f-service •••• 
Maximum number of sessions • 
Maximum conversations ••• 
Locally controlled sessions 
Pre-established sessions •• 
Inbound pacing value •••• 
Outbound pacing value ••• 
Max length of request unit. 
Text • • • • • • • • • • 

Press Enter to continue. 

F3=Exit F12=Previous 

MODO 
COS 
HAXSSN 
HAXCNV 
LCLCTLSSN 
PREESTSSN 
INPACING 
OUTPACING 
HAXLENRU 
TEXT 

Figure 290. Display Mode Descriptions Screen 

QPCSUPP 
HCONNECT 
64 
64 
o 
o 
7 
7 
2048 
AS/400 PC Support mode entr 

The parameters defined here must match those defined on the remote location. 
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7.3 Relationship between AS/400A and the PS/2 

PS/2 

CONFIG.SYS 

DEVICE=C:\LSPll\DXMCeMOD.SYS 4eeeeeeeee45 
DEVICE=C:\LSPll\DXMAeMOD.SYS 
DEVICE=C:\PCS\EIMPCS.SYS 
DEVICE=C:\PCS\ECYDDX.SYS F=le 
DEVICE=C:\PCS\FSDD.SYS B=2e 

CONFIG.PCS 

RTYP ITR N 
RTLN USI rRA. jAOTNNBl 

TRLI RAO TNNBe 4eealaa2aaal a4 RUSSELL 
t 't '. ' 

I 
RTDN RAO TNNBa 
RTCU RUS SELL 
ADRS AS4 

r 
B,RAOTNNBe +-- (a) 

(b) 

TRSS e4 I 

(a) Must be a valid user 10 
and office profile 

AS/4eeA 

NETWORK ATTRIBUTES 

CPNAME(RALYAS4A) 
~ LCLNETID(USIBMRA) 

DFTMODE(MODS361) 

LINE DESCRIPTION 

LIND (L4ITR) 
RSCNAME (LINe41) 
TYPE (*TRLAN) ... LCLADDR(4eeelee2eeel) 

CONTROLLER DESCRIPTION 

CTLD (TRCTLPS) 
TYPE (*APPC) 
SWLI NO (L3ITR) 
RMTNETID(USIBMRA) 
RMTCPNAME(PS2) 

~ RMTADDR(4aeaeaeaea45} 
CPSESS (*NO) 
NODETYPE(*LENNODE) 
SSAP(a4) 
DSAP(e4) 

DEVICE DESCRIPTION 

(auto-configuration) 

DEVD(RAOTNNBl} 
~ RMTLOCNAME(RAOTNNBl) 

(b) Must match the LU name for LCLLOCNAME(RAOTNNBa) 
AS/4 aaB in the VTAM switched CTLD (TRCTLPS) 
majo r node LOCADDR(aa) 

APPN LOCAL LOCATION LIST 

LCLLOCNAME(RAOTNNBa) 

Figure 291. Relationship between AS/400A and PS/2 
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7.4 Definitions on the AS/400A (RALYAS4A) to Host 
When you are going to connect AS/400A as an APPN node to an S/370 subarea 
to support independent LUs you are required to perform the following steps: 

• Check the network attributes 

• Create a line description from AS/400A to VTAM/NCP 

• Create a host controller description for the S/370 host 

• Configure APPN remote and local location list 

• Create a mode entry. 

We have already defined the definitions required to connect AS/400A to the 
host. You can refer to this information in Chapter 5.0, "Scenario 2: AS/400A, 
AS/400B and PS/2 Adjacent to the Host" on page 99. 

7.5 Definitions on AS/400 B (RALYAS4B) to Host 
When you are going to connect AS/400B as an APPN node to an S/370 subarea 
to support independent LUs you are required to perform the following steps: 

• Check the network attributes 

• Create a line description from the AS/400B to VTAM/NCP 

• Create a host controller description for the S/370 host 

• Configure APPN remote and local location lists 

• Create a mode entry. 

We have already defined the definitions required to connect AS/400B to the 
host. You can refer to this information in Chapter 5.0, "ScenarIo 2: AS/400A, 
AS/400B and PS/2 Adjacent to the Host" on page 99. 
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7.6 Definitions on the PS/2 (RAOTNNB1) 
In order to configure the PS/2 with AS/400 PC Support to connect to AS/400A 
we must perform the following: 

• Install PC Support on the AS/400A 

• Initialize PC Support code on the AS/400A 

• Install PC Support on the PS/2 

• Modify the CONFIG.SYS file on the PS/2 

• Modify the CONFIG.PCS file on the PS/2 

• Change the STARTPCS.BAT file on the PS/2. 

7.6.1 Install PC Support on the AS/400A 
Sign on to the AS/400 as security officer (QSECOFR) to install AS/400 PC 
Support. See AS/400 Licensed Programs Installation Guide for installation 
instructions. 

7.6.2 Initialize PC Support code on the AS/400A 
You will have to run the CL command INZPCS in order to initialize AS/400 PC 
Support. All personal computers using PC Support need to have the same key­
board type and code pages. If you enter the command with no parameters, it 
will take the default from the system. 

7.6.3 Install PC Support on the PS/2 
In the following installation description we assume that DOS 3.30 has already 
been installed on the PS/2. 

Insert the AS/400 PC Support (PCS) diskette into drive A and type: A INSTALL. 

Insta 11 Exit 

I 1. Work station emulation I 
I 2. Enhanced 5259 emulation I 
I~ 3. Token-ring I 
1 4. SOLC 1 
1-------------------------------1 
I Esc=Cancel 1 

*-------------------------------* 

I Fl=Help 

Before you install AS/4aa PC Support on your personal computer, ensure 
AS/4a9A and personal computer requirements are complete, and you have 
obtained the required information to complete this installation program. 
For more information, refer to the AS/4ea PC Support Installation Guide. 

Figure 292. Installation Options Screen 

Figure 292 is the screen that is displayed after you enter the INSTALL 
command. You will be installing the token-ring support so you will take option 
3 on the Installations Options screen. 

Then the following screen will be displayed: 
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Installing AS/400 PC Support 
(Token-ring) 

Complete the following with the information from the form; press Enter. 

PCS directory drive 

PC location name 

System name 

System 
token-ring address . 

Which functions 
wi 11 you use? 

Enter Esc=Cancel F1=Help F3=Exit 

(C) 

(USIBMRA.RAOTNNB1) 

(RAOTNNB0) 

(40e0lee200e1) 

.~Organizer 

~Work Station Function 
~Message Function 
~Virtual Printer 

Figure 293. Installing AS/400 PC Support (SOLC) Screen 

After entering these values, the PCS directory is created in the disk drive C and 
the PC Support files are copied from the AS/400 PC Support diskette to this 
directory. At the same time the CONFIG.SYS file is modified and the files 
CONFIG.PCS and STARTPCS.BAT are created using the information you have 
just entered. 

C:\PCS~dir 

Volume in drive C is DOS TUG 
Volume Serial Number is 2353-14EE 
Directory of C:\PCS 

ECYDDX SYS 
FSDD SYS 
EIMPCS SYS 
XXRTRS MRI 
FSPC EXE 
FSPC HLP 
STARTRTR EXE 
STOPRTR EXE 
ITRNRTR EXE 
CONFIG PCS 
STARTPCS BAT 
UPDATE PCS 

14 File(s) 

20384 e8-31-88 8:44a 
49280 06-24-89 3:37a 
5520 06-24-89 3:37a 

13848 06-24-89 3:39a 
88640 06-24-89 3:37a 
12393 01-01-80 12:03a 
70168 06-24-89 3:37a 
42728 06-24-89 3:37a 
52724 06-30-89 6:16a 

110 05-30-89 11:e5a 
554 05-30-89 8:59a 
40 10-28-88 9:26a 
21358496 bytes free 

Figure 294. PCS Directory on drive C Screen 

Figure 294 displays the PCS directory when the installation is completed. 

7.6.4 Modify the CONFIG.SYS File on the PS/2 
The CONFIG.SYS file is the PS/2 configuration file and not a AS/400 PC Support 
file. If you already have this file on your PS/2, the installation program will 
automatically add the device drivers to be used by the PC Support memory 
manager and shared folders. If you are using the workstation function, 
"files = 15" will be added to the CONFIG.SYS file. If you are using a token-ring 
attachment, the device drivers for the LAN adapter handler will be included in 
CONFIG.SYS file if not already there. 
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We also included F = 10 to the ECYDOX driver which allows ten files to be 
opened at one time and B=20 to the FSOD driver which sets aside twenty 
blocks (block size is 1880 bytes) of storage for cache buffering on the PS/2. 

~type CONFIG.SYS 
files=15 
break=on 
lastdrive=Z 
BUFFERS=2e 
DEVICE=C:\LSPll\DXMCeMOD.SYS 4eeeeeeeee45 
DEVICE=C:\LSPll\DXMTeMOD.SYS S=8 ST=8 C=8 O=N ES=2 EST=2 
DEVICE=C:\lSPll\DXMAeMOD.SYS 
DEVICE=C:\PCS\EIMPCS.SYS 
DEVICE=C:\PCS\ECYDDX.SYS F=le 
DEVICE=C:\PCS\FSDD.SYS B=2e 

Figure 295. CONFIG.SYS File Screen 

7.6.5 Modify the CONFIG.PCS File on the PS/2 
This file is the PC Support configuration file on the PS/2. It is created with the 
parameters you defined when you installed PC Support on the PS/2. ·'n 
Figure 296 you can see the default CONFIG.PCS file that was created. 

~cd PCS 

Figure 296. CONFIG.PCS Default File Screen 

We will now tailor this CONFIG.PCS file to add in the parameters for the token­
ring connection to AS/400A and the parameters for AS/400B. 

In Figure 297 on page 227 the following parameters are defined: 

• RTYP ITRN specifies the router to use when communicating with AS/400A. 

• RTLN USIBMRA.RAOTNNB1 uniquely identifies the PS/2 to the network. 
The network identifier is USIBMRA and the PC location name is RAOTNNB1. 
This name is sent to the AS/400 whenever the router makes contact. 

• TRLI RAOTNNBO,40001 0020001 ,04,RUSSELL specifies the link identification 
and must be in the CONFIG.PCS file when the IBM token-ring router is used. 
link identification includes the system name (which must match the local 
location name on AS/400A, the token-ring address of AS/400A, the destina­
tion SAP and userid (which must be a valid user profile name on AS/400A). 

• RTDN RAOTNNBO specifies the default system name used to start conversa­
tions if a name is not used. In this case it is AS/400A's local location name. 

• RTCU RUSSELL specifies the common user 10 to be used. 

• ADRS AS4B,RAOTNNBO specifies the system name AS4B and the link iden­
tification name of RAOTNNBO. AS4B must match the local location name on 
AS/400B and the LU narne defined in the VTAM switched major node defi-

226 AS/400, S/38 and PS/2 as T2.1 Nodes in a Subarea Network 



nition for AS/400B. RAOTNNBO must match the system name in the link 
identifier TRLI. 

RTYP ITRN 
RTLN USIBHRA.RAOTNNBl 
TRLI RAOTNNBa,4aaalaa2aaal,a4,RUSSELL 
RTDN RAOTNNBa 
TRSS 94 
RTCU RUSSELL 
ADRS AS4B,RAOTNNBa 

Figure 297. Tailored CONFIG.PCS File for the PS/2 token-ring Link 
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7.6.6 Change the STARTPCS.BAT File on the PS/2 
This file is created when you install PC Support on the PS/2. The contents will 
depend on the functions you selected in Figure 293 on page 225. This file will 
contain the necessary commands to start PC Support. If you have the option to 
leave this file as created or to customize it for your specific requirements. 
Details of this customization can be found in PC Support Operations Reference 
Manual. We recommend that you copy the contents of QIWSFLR to your fixed 
disk drive. Once that has been done you must change the STARTPCS.BAT file 
to run from the C drive. 

The following screen displays the STARTPCS.BAT file. 

C: \PCS\STARTRTR c: PCS\CONFIG.PCS 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\FSPC ASSIGN I: QIWSFlR //RAOTNNBO 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\FSPC ASSIGN J: QIWSFlR //AS4B 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\PCSUPOT I: \ C: \PCS 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\STARTMSG C: \PCS\CONFIG.PCS 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\VPRT 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\WSF C: \PCS\WSFl.OAT 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\STARTWSF 1 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\STARTWSF 2 
ECHO OFF 
IF ERRORlEVEl 20 GOTO EXIT 

ECHO ON 
C: \PCS\PCO C: \PCS\CONFIG.PCS 
ECHO OFF 
: EXIT 
ECHO ON 

Figure 298. STARTPCS.BAT File 
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Assign drive I to 
AS/400A folder QIWSFlR 

Assign drive I to 
AS/400B folder QIWSFlR 

Run PC Support Update 
Function 

Start Message Function 

Start Virtual Print 
Function 

Start Workstation 
Function to AS/400A 
and AS/400B. 

Start AS/40a PC Support 
Organizer 



7.7 Definitions Defined in the Host (RAB) for the PS/2 

*********************************************************************** e122eees 
* BUILD MACRO SPECIFICATIONS * e123eGeS 
*********************************************************************** e124eGeS 
NCPBUILD BUILD VERSION=V4R3, 

ADDSESS=2e, 
AUXADDR=le, 
ENABLTO-6.5, 
MAXSESS=16, 
MAXSSCP .. S, 
MODEL=3725, 
NAMTAB=se, 
NETID=USIBMRA, 
NEWNAME=RAONcpe, 
SUBAREA=24, 
COSTAB=ISTSDCOS, 
SESSLIM=64 

# NCP V4 REL3 XG12SGGGS 
ENOUGH BLOCKS DEFINED IN RESSCB XG126eGGS 
ADDITIONAL PLU ADDRESSES FOR ILU Xe126G1GS 
IBM 3S6X REQUIRE 6.S AS MINIMUM XG137eGGS 
MAX LU-LU SESSIONS ANY LU CAN HAVE XG14GGGGS 
MAXIMUM SESSIONS FOR LU XG14G1GGS 
!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!! XG142GGGS 
# ENTRIES FOR SSCP, CP & NET NAMES XG143GGGS 
NATIVE NETWORK XG1431GGS 
NAME OF THIS LOAD MODULE V3XG144GeGS 
SUBAREA ADDRESS .. 24 XG147GeeS 
COS TABLE USED TO ACTIVATE ER/VR Xe1S2GeGS 
NUMBER OF SESSIONS PER NAF e15Sge9S 

Figure 299. NCP BUILD Macro for the AS/400A and PS/2 

In Figure 299 we define the BUILD macro which indicates the NCP version, the 
type of communication controller to be used and the name of this load module. 
It also specifies the NCP subarea of 24. USIBMRA is the network 10 for the 
VT AM/NCP node. 

*********************************************************************** 947Sge9S 
* LINE MACRO SPECIFICATION SDLC LINK 92e 9476e998 
*********************************************************************** 9477e99S 
RAOL9929 LINE ADDRESS=(929, HALF) , TRANSMIT AND RECEIVE ADDRESSES X947seeas 

NPACOLL=YES, NPAXa479999S 
ANS=CONTINUE, DON'T BREAK CROSS DOMAIN SESSIONS xe4S99geS 
OWNER=RAB, (V) VTAM xe4S19ges 
ISTATUS=ACTIVE, X94S2aees 
DUPLEX=(FULL) , REQUEST TO SEND ALWAYS UP xa4S3aaas 
ETRATIO=3a, DEFAULT xe4S4eaas 
LPDATS=LPDA1, Xa4SS9aas 
MAXPU=9, ALLOW NO MORE THAN 9 PUS ON LINE xa4S69aas 
SERVLIM=2, Xa4S79GaS 
SRT=(,64) , xe4ssaa9S 
SPEED=(4Saa) LINE SPEED IS 4Saa BPS e4S9aees 

* ATTACH=MODEM, # NOT SUPPORTED V4R3 e49GeeeS 
*********************************************************************** a492eaes 
* * G493eaes 
* SERVICE MACRO SPECIFICATION FOR SDLC (LINE a2a) * 9494eaes 
* * e49SeGeS 
*********************************************************************** G496GGeS 

SERVICE ORDER=(RAOPG7, Xe497GGGS 
RAOPGS, XG49SeeGS 
RAOP1B, AS/4eGA XG49Sle12 
RAOP5C, PS/2 xa49S2a16 
RAOpa9), S/3S xa49geaas 
MAXLIST=9 aseaaaas 

*********************************************************************** eselaeas 

Figure 300. NCP Line Macro for the AS/400A and PS/2 

In Figure 300 the line RAOL0020 is specified as a non-switched multipoint line 
attached to the host RAB. 
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*********************************************************************** 9799399S 
* PU/LU MACRO RESERVED FOR THE AS/499A (RALYAS4A) * 9S99999S 
*********************************************************************** 9S91999S 
*RAOPIB PU ADDR=C4, 3279 ADDRESS='C' (EBCDIC) X 9S92999S 
* 9S921999 
* PU AND LU DEFINITION FOR AS/499A 9S922999 
* FOR SUPPORT DEPENDENT AND INDEPENDENT LUS 9S923999 
* GER ROOVERS EXT. 2322 9S924999 
* 9S925999 
*********************************************************************** 98926919 
RAOPIB PU ADDR=C4, 3279 ADDRESS='C' (EBCDIC) X9S929299 

MAXDATA=265 , MAXIMUM AMOUNT OF DATA X9S929399 
MAXOUT=7, MAX SDLC FRAMES BEFORE RESPONSE X9S929499 
PACING=(7) , PACING SET BY BIND IMAGE X9S929512 
ANS=CONTINUE, KEEPS CROSS-DOMAIN RUNNING X9S929699 
PASSLIM=7, X9S929799 
PUTYPE=2, X9S929S99 
RETRIES=(,1,4), 4 RETRIES, 1 SECOND BETWEEN X9S929999 
DISCNT=(NO) , (V) VTAM ONLY X9S939999 
ISTATUS=ACTIVE, (V) VTAM ONLY X9S939199 
VPACING=S, (V) VTAM ONLY X9S939219 
XID=YES 9S939319 

* STATOPT='AS/499 T2.1' 9S939419 
********************************************************************** 9S939599 
* DEFINITIONS FOR AS/499A * 9S939699 
* RAOTNNB9 TO B3 INDEPENDENT LUS 9S939799 
********************************************************************** 9S931699 
RAOTNNB9 LU RESSCB=4, INDEPENDENT LU for AS/499A X9S931719 

LOCADDR=9, X9S931S13 
MODETAB=MTGS3X, Xge931919 
DLOGMOD=MODS361, X9S9329ta 
ISTATUS=ACTIVE 9S932119 

* STATOPT=' INDEPENDENT LU' 9S9322ta 
RAOTNNBI LU RESSCB=4, INDEPENDENT LU for PS/2 X9S932319 

LOCADDR=9, X9S932413 
MODETAB=MTGS3X, X9S932519 
DLOGMOD=QPCSUPP, X9S932619 
ISTATUS=ACTIVE 9S932719 

* STATOPT='INDEPENDENT LU' 9S932S19 
RAOTNNB2 LU RESSCB=4, INDEPENDENT LU for AS/499B X9S932919 

LOCADDR=9, X9S933913 
MODETAB=MTGS3X, X9S933119 
DLOGMOD=QPCSUPP, X9S933219 
ISTATUS=ACTIVE 9S933319 

* STATOPT=' INDEPENDENT LU" 9S933419 
RAOTNNB3 LU RESSCB=4, INDEPENDENT LU X9S933519 

LOCADDR=9, X9S933613 
MODETAB=MTGS3X, X9Se33719 
DLOGMOD=MODS361, X9S933S19 
ISTATUS=ACTIVE 9S933919 

* STATOPT='INDEPENDENT LU' 9S934919 

Figure 301. NCP PU and LU Macro for the AS/400 

In Figure 301 the PU "RAOP1B has a PU address of C4 defined. This value has 
to match the station address defined in the AS/400A controller description for 
this host. 

PUTYPE = 2 and XID = YES must be specified so the host appears as a T2.1 
node to the AS/400. 

The lU used for scenario 4 is RAOTNNBO for AS/400A and RAOTNNB1 for PS/2. 
Because they are independent lUs, we have to specifiy lOCADDR=O. 
RESSCB =4 means that this specific lU has four reserved session control 
blocks for itself. 
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7.8 Activate Communications on AS/400A to PS/2 
This section will describe how to activate a communications link between 
AS/400A and the PS/2. 

To activate a token-ring line on AS/400A you need to "vary on" the line then the 
controller. The following screens will guide you through this exercise. You can 
also go directly to the Work with Configuration Status screen by using the 
WRKCFGSTS command. 

MAIN AS/4BB Main Screen 

Select one of the following: 

1. User tasks 
2. Office tasks 
3. General system tasks 
4. Files, libraries, and folders 
5. Progral1lTling 
6. COl1lTlunications 
7. Define or change the system 
8. Problem handling 
9. Display a menu 

9B. Sign off 

Selection or cOl1lTland 
==.~ 6 

System: RALYAS4A 

F3-Exit F4=Prompt F9=Retrieve F12=Previous F13=User support 
F23=Set initial menu 

(C) COPYRIGHT IBM CORP. 198B, 1988. 

Figure 302. AS/400 Main Screen 

Select option 6 in Figure 302 to go to the Communications screen. 
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CMN 

Select one of the following: 

1. Conmunication status 
2. Messages 
3. Remote jobs 
4. Configure conmunications 
5. Network management 
6. Network configuration 
7. Verify conmunications 
8. Send or receive files 
9. Jobs 

79. Related conmands 

Selection or conmand 
===~ 1 

Conmunications 
System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve Fl2=Previous Fl3=User support 
F16=System main menu 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 303. Communications Screen 

Select option 1 in Figure 303 to choose the Communications Status screen. 

CMNSTS Conmunications Status 

Select one of the following: 

1. Work with line status 
2. Work with controller status 
3. Work with device status 

79. Related conmands 

Selection or conmand 
===~ 1 

System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve Fl2=Previous Fl3=User support 
F16=System main menu 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 304. Communications Status Screen 

Select option 1 in Figure 304 to work with line status. 

WRKCFGSTS Work with Configuration Status 

Type choices, press Enter. 

Type. • • • • • • • • • • • ~ *LIN 
Configuration description • ~ L4ITR 

F3=Exit F4=List F5=Refresh Fll=Keywords 
F13=How to use this display 

*LIN, *CTL, *OEV 
Name, generic*, *ALL, *CMN ••• 

F12=Previous 

Figure 305. Work with Communications Status Screen 

Type the line description name in Figure 305 to work with line status. 
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Work with Configuration Status 
System: RALYAS4A 

Position to ••••• Starting character(s) 

Type options, press Enter. 
l·Vary on 2·Vary off 3·Hold device 4-End recovery 5-Work with job 
6·Release device 7·Resume recovery 

Opt Lin/Ctl/Dev/Hod Status -------------Job--------~-----
1 L41TR VARIED OFF 

Parameters for options 1, 2, 3 or command .... 
F3-Exit F4·Prompt F5-Refresh F9-Retrieve F12z previous 
F14·Work with lines 

Hore ••• 

(C) COPYRIGHT IBH CORP. 1989, 1988. 

Figure 306. Work with Communications Status Screen 

Type option 1 to vary on the line in Figure 306. 

CHNSTS Communications Status 
System: RALYAS4A 

Select one of the following: 

1. Work with line status 
2. Work with controller status 
3. Work with device status 

79. Related commands 

Selection or command 
••• ~ 2. 

F3-Exit F4·Pr.ompt F9-Retrieve 
F16=System main menu 

F12=Previous F13=User support 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 307. Communications Status Screen 

Select option 2 in Figure 307 to work with controller status. 

Work with Configuration Status 
System: RALYAS4A 

Position to ••••• Starting character(s) 

Type options, press Enter. 
1-Vary on 2=Vary off 
6=Release device 

3=Hold device 4=End recovery 
7=Resume recovery 

5=Work with job 

Opt Lin/Ctl/Dev/Hod Status -------------Job--------------
1 TRCTLPS VARIED OFF 

Parameters for options 1, 2, 3 or comnand 
===~ 

F3=Exit F4=Prompt F5=Refresh F9=Retrieve F12=Previous 
F14=Work with lines 

Hore ••• 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 308. Work with Communications Status Screen 

Select option 1 in Figure 308 to vary on the controller. 
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Work with Configuration Status 
System: RALYAS4A 

Position to ••••• Starting character(s} 

Type options, press Enter. 
I=Vary on 2-Vary off 3-Hold device 4=End recovery 5=Work with job 
6=Release device 7-Resume recovery 

Opt Lin/Ctl/Dev/Mod Status -------------Job--------------
L41TR ACTIVE 

TRCTLPS ACTIVE 
RAOTNNBI ACTIVE 

Parameters for options 1, 2, 3 or command 
===~ 

F3=Exit F4=Prompt F5=Refresh F9=Retrieve Fl2=Previous 
Fl4=Work with lines 

Hore ••• 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 309. Work with Communications Status Screen 

If you select F5 to refresh the screen in Figure 306 on page 233 the token-ring 
line is ACTIVE and the controller is ACTIVE. Because we specified CP-CP 
session support and APPN *YES the device descriptions are automatically 
created, attached to the right controller and varied on. The refreshed screen is 
shown in Figure 309. 
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7.9 Activating communications on the 8/370 Host for the PS/2 

NCCF NET V lEW RABAN WTCR21 95/31/89 16:38:39 
'I< RABAN 

RABAN 
RABAN 

C RABAN 
RABAN 

v NET,ACT,ID-RAOL9929 ~-------
IST9971 VARY ACCEPTED 
IST9931 RAOL9929 ACTIVE 
.AOPNLIST RAOL9929 NONE 
ISTB971 DISPLAY ACCEPTED 

Figure 310. Activate Line for AS/400A 

AS/400A is T2.1 node connected to the host via a SOLe leased line. Therefore 
to vary on the line we should issue the VTAM command 
"v NET,ACT,ID=RAOLOO20". 

NCCF NET V lEW RABAN WTCR21 95/31/89 16:39:12 
'I< RABAN 

RABAN 
RABAN 

C RABAN 

V NET,ACT,IO-RAOP1B,SCOPE-ALL ~-------

RABAN 

IST9971 VARY ACCEPTED 
IST9931 RAOP1B ACTIVE 
.AOPNLIST RAOP1B NONE 
IST9971 DISPLAY ACCEPTED 

Figure 311. Activate PU fOr the AS/400A 

To vary on AS/400A PU enter the VT AM command 
"v NET,ACT,ID = RAOP1 B,SCOPE = ALL". 

NCCF 
C RABAN 

RABAN 
I RABAN 

NET V lEW RABAN WTCR2l 95/31/89 16:49:92 
DISPLAY NET,IO=RAOP1B,SCOPE=ALL 
IST997I DISPLAY ACCEPTED 

ISTB751 NAME = RAOP1B , TYPE = PU_T2.1 ~---------
IST4S61 STATUS= ACTIV , DESIRED STATE= ACTIV 
IST9S1I LINE NAME = RAOL9929, LINE GROUP = RAOGSFL9, MAJNOD = RAONCPl 
IST654I I/O TRACE = OFF, BUFFER TRACE - OFF 
IST355I LOGICAL UNITS: 
IST9S9I RAOTNNB9 ACTIV 
IST9S9I RAOTNNB3 ACTIV 
IST9S9I RAOT1B9l ACTIV 
IST9S9I RAOT1B94 ACTIV 
IST9S9I RAOT1B97 ACTIV 
IST9S9I RAOT1B9A ACTIV 
IST9S9I RAOT1B9D NEVAC 
IST9S9I RAOT1B9G ACTIV 
IST9S91 RAOT1B9J ACTIV 
IST3l41 END 

RAOTNNBI ACT/S 
RAOTNNB4 ACTIV 
RAOTlB92 ACTIV 
RAOTlB95 ACTIV 
RAOTlB9S ACTIV 
RAOTlB9B NEVAC 
RAOTlB9E ACTIV 
RAOTlB9H ACTIV 

RAOTNNB2 ACTIV 
RAOTNNB5 ACTIV 
RAOTlB93 ACTIV 
RAOTlB96 ACTIV 
RAOTlB99 ACTIV 
RAOTlB9C NEVAC 
RAOTlB9F ACTIV 
RAOTlB9I ACTIV 

Figure 312. Display Status of the PU for the AS/400A 

Figure 312 displays the status of the PU for AS/400A. Notice that the PU is 
seen as a T2.1 after activation and RAOTNNB1 (PS/2) is active and in session. 
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NCCF NET V lEW RABAN WTCR21 a6/12/89 13:1a:aa 
C RABAN DISPLAY NET,ID=RAOTNNB1,SCOPE=ALL 

RABAN ISTa971 DISPLAY ACCEPTED 
, RABAN 

ISTa75I NAME = RAOTNNB1 , TYPE = LOGICAL UNIT 
IST4861 STATUS= ACT/S , DESIRED STATE= ACTIV 
IST8611 MODETAB=MTGS3X USSTAB=***NA*** LOGTAB=***NA*** 
IST9341 DLOGMOD=MODS361 
IST5971 CAPABILITY-PLU ENABLED ,SLU ENABLED ,SESSION LIMIT NONE 
ISTa811 LINE NAME = RAOLaa2a, LINE GROUP = RAOGSFLa, MAJNOD = RAONCP1 
IST1351 PHYSICAL UNIT = RAOP1B 
ISTa821 DEVTYPE = INDEPENDENT LU 
IST6541 I/O TRACE = OFF, BUFFER TRACE = OFF 
IST1711 ACTIVE SESSIONS = aaaaaaaaa2, SESSION REQUESTS = aaaaaaaaaa 
IST2a61 SESSIONS: 
IST6341 NAME STATUS SID SEND RECV VR TP NETID 
IST6351 AS4B ACTIV-S CE773A1F55262F7a a a USIBMRA 

°IST6351 AS4B ACTIV-S CE773AIF55262F71 a a USIBMRA 
IST3141 END 

Figure 313. Display Status of the LU for the PS/2 

Figure 313 displays the status of the LU for the PS/2. Notice the new device 
type of "independent LU". VTAM recognizes that it is an independent LU 
because of the LOCADDR =00 in the NCP major node. 

If you look at IST6351 you will see that this PS/2 LU (RAOTNNB1) has an active 
session with AS/400B LU (AS4B). 

NCCF NET VI E W RABAN WTCR21 a6/12/89 13:1a:54 
C RABAN DISPLAY NET,ID=AS4B,SCOPE=ALL 

RABAN ISTa971 DISPLAY ACCEPTED 
, RABAN 

ISTa751 NAME· AS4B , TYPE = LOGICAL UNIT 
IST4861 STATUS= ACT/S , DESIRED STATE= ACTIV 
IST8611 MODETAB=MTGS3X USSTAB=***NA*** LOGTAB=***NA*** 
IST9341 DLOGMOD=QPCSUPP 
IST5971 CAPABILITY-PLU ENABLED ,SLU ENABLED ,SESSION LIMIT NONE 
IST1351 PHYSICAL UNIT = RAOTRPU2 
IST1361 SWITCHED SNA MAJOR NODE = SWRAOTR 
ISTa821 DEVTYPE = INDEPENDENT LU 
IST6541 I/O TRACE = OFF, BUFFER TRACE = OFF 
IST1711 ACTIVE SESSIONS = aaaaaaaaa2, SESSION REQUESTS = aaaaaaaaaa 
IST2a61 SESSIONS: 
IST6341 NAME STATUS SID SEND RECV VR TP NETID 
IST6351 RAOTNNB1 ACTIV-P CE773A1F55262F7a a a USIBMRA 
IST6351 RAOTNNB1 ACTIV-P CE773A1F55262F71 a a USIBMRA 
IST3141 END 

Figure 314. Display Status of the LU for the AS/400A 

Figure 314 displays the status of the LU for AS/400B. Notice the new device 
type of "independent LU". VTAM recognizes that it is an independent LU 
because of the LOCADDR = 00 in the NCP major node. 

If you look at IST6351 you will see that AS/400B LU (AS4B) has an active session 
with the PS/2 LU (RAOTNNB1) and in this case the PS/2 is the primary LU. 
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7.10 Traces AS/400A to RAB to AS/400B 
The following traces were taken on AS/400A using the trace facility. This trace 
displays both the XID3 exchanges and the BIND exchanges between AS/400A 
and the host. You will also see the exchanges being passed from AS/400A to 
AS/400B behind the S/370 subarea. 

COMMUNICATIONS TRACE 
Trace Descri pti on 
Line name ••• 
Line protoco 1 • 
Start Date/Time 
End Date/Time • 
Bytes coll ected 
Buffer size •• 
Data di recti on • 

Title: AS/4SeA-RAB-AS/4eSB S7/11/89 S2:11:49 
AS/4SeA-RAB-AS/4SeB 
L24S2S 
SDLC 
S7/11/89 S2:S7:83 
S7/11/89 S2: 11:46 
1224S 
3 1=128K, 2=256K, 3=2e48K 
3 l=Sent, 2=Received, 3=Both 

Stop on buffer full 
Format SNA data only • 
Format RR, RNR commands 
Controller Name ••• 
COMMUNICATIONS TRACE 
Record Number • 

N V=Ves, N=No 
N V=Yes, N=No 
N V=Yes, N=No 
*ALL *ALL, name 

Title: AS/4eSA-RAB-AS/4eSB S7/11/89 e2:11:49 
Number of record in trace buffer (decimal) 

SIR ••••• 
Data Length •• 
Record Timer • 
Record Status •• 
Contro 11 er name 
Command •••• 
Number sent • • 
Number recei ved 
Poll/Final •• 

Commands/Responses: 

UI ••• 
SNRM •• 
DISC •• 
XIO •• 
SNRME 
UA •• 
***** 

COMMUNICATIONS TRACE 
Record Data 
Number SIR Length 

S R S 
6 S 84 

11 R 119 

12 S 84 

17 R S 
18 S S 

S=Sent R=Received M=Modem Change 
Amount of data in record (decimal) 
Time stamp (lSS millisecond resolution, hexadecimal) 
Status of record 
Name of controller associated with record 
Command/Response i nformati on 
Count of records sent 
Count of records recei ved 
ON=Po 11 for Commands. Fi na 1 for Responses 

Unnumbered Informati on 
Set Normal Response Mode 
Disconnect/Request Disconnect 
Exchange 10 
Set Normal Response Mode Extended 
Unnumbered Acknowledgment 
Inva 1 i d Command/Response 

Title: AS/4eSA-RAB-AS/4SeB 
Record Record Data Contro 11 er 

S7/11/89 S2: 11:49 
Number Number 

Status Timer Type Name/Number Command Sent Recei ved 

sssssess CSAF /C4 XID 
sseeeeee ceAF /C4 XID 

Poll/ 
Final 

ON 
ON 

Data •• : 32S4SS61SS78eeSS8SS4CeSeeeseeeSeelelSBSSeSS2e9SeSSeessS7SSSE 
IlF4E4E2C9C2D4D9C14BD9CID3E8CIE2F4C1SES9F7CICICICICIClCSCllS 
17Fl1611S113SS11F9F4FSF6C2FSFljF1FSFSFSFlFSFSF7F8 

SSSSSSSS CSF6 /C4 XID ON 
Data •• 3477FFFFFFFDSSSS1S844SSSSSSssSSeSSS1SB1SSS1SSASSSSSSSSS7SSSE 

SCF4E4E2C9C2D4D9C14BD9C1C2SES8F1D9C1D6DSC3D7F1SES7F7D9C1D6D7 
F1C21S37SS1611S113SS11F3F7F2FSFSFSFSFSFSFSFSFSF1F8F2FS2S11S4 
SES2FSF6F6F8F8FSF4FSF1F3FSFSS8S4FSF4FSF3FSFSS7S989S1S1lSS7 

SSSSSSSS CSF6 /C4 XID ON 
Data •• . . 32S4SS61SS78SSSS8SS4CSSSSSSSSSSSlj1S1SBSSSSS2S9SSSSSessS7SSSE 

11F4E4E2C9C2D4D9C14BD9C1D3E8C1E2F4C1SES9F7CICICICICIC1CSCllS 
17Fl1611S113SS11F9F4FSF6C2FSFSF1FSFSFSFIFSF8F7F8 

SSSSSSSS C12E /C4 SNRM ON 
SSSSSSSS C12F /C4 UA ON 

Figure 315. AS/400A to Host XI03 Exchanges 

Page: 

Page: 2 

Page: 3 

* ••• /& ••••• { •••••••.••••••••••• 11 

*.4USIBMRA.RALVAS4A •• 7AAAAAAEA.1I 
* .1 •••••• 94S6BSS1SSS1SS78 11 

* ......... 0 ........... ! ....... 11 

*. 4USI BMRA. RAB •• 1RAONCPl. .7RAOPlI 
*lB ••••••••• 372SSSSSSSSS182S ••• 111 

* •• S6688S4S13SS .. S4S3SS .. I. ... 11 

* ••• /& ••••• { ••••••••••••••••••• 11 

* • 4US I BMRA. RAL V AS4A •• 7 AAAAAAEA • 11 

* .1 •••••• 94S6BSS1SSS1SS78 11 
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COMMUNICATIONS TRACE Title: AS/488A-RAB-AS/488B 87/11/89 82:11:55 
Trace Description AS/488A-RAB-AS/488B 
Line name ••• L24828 
Line protocol SDLC 
Start Date/Time 87/11/89 82:87:B3 
End Date/Time • 87/11/89 82: 11:46 
Bytes collected 12245 
Buffer size •• 3 1~128K, 2=256K, 3=2848K 
Da ta di recti on • 3 I=Sent, 2=Recei ved, 3=Both 
Stop on buffer full N V=Ves, N=No 
Format SNA data only V V=Yes, N=No 
Format RR, RNR commands N V-Yes, N=No 
Controller Name *ALL *ALL, name 
Record Number. • Number of record in trace buffer (decimal) 
SIR • • • • •• • S=Sent R=Received M=Modem Change 
Controller name. Name of Controller associated with record 
SNA Data TH, RH and RU for record 
TH • • • • • • • Transmi ssi on Header 
RH • • • • • • • Request/Response Header 
RU • • • • • • Request/Response Uni t 
TH Parameter Descripti ons: 

FID Format Indentifi cati on 
MPF • Mapping Field (segment of Basic Information 

Unit (BIU) - ONLY, FIRST, MIDDLE, LAST) 
OAF • Ori gi na ti on Address Fi e 1 d 
DAF • Destination Address Field 
SNF Sequence Number Fi e 1 d 
OCF Data Count Field 
LA Loca 1 Address 
ODAI OAF-DAF Assignor Indicator 
EFI • Expedited Flow Indicator 
LU • • Logi ca 1 Uni t 
SSCP System Servi ces Control Poi nt 
PU • • Physi ca 1 Uni t 

RH Parameter Descriptions: 
REQ • • • • • • •• Request 
RSP • • • • • • •• Response 
RH Category Descri pti ons: 

NC • Network Control 
SC • Session Control 
DFC Data Flow Control 
NC • • Network Control 
FMD Function Management Data 

FMH Functi on Management Header 
RH Indicators: 

FI Format Indicator 
SDI Sense Data Included Indicator 
BCI Begin Chain Indicator 
ECI End Chain Indicator 
DRI Definite Response 1 Indicator 
DR2 Definite Response 2 Indicator 
ERI Exception Response Indicator 
RTI Response Type Indi cator 
QRI Queued Response Indi cator 
EBI End Bracket Indi cator 
COl Change Direction Indicator 
PI Pacing Indicator 
BBI Begin Bracket Indicator 
CSI Code Selection Indicator 
EDI Enci phered Data Indi cator 
PDI Padded Data Indi cator 
CEBI • Conditional End Bracket Indicator 
RLWI • Request Larger Wi ndow Indi cator 

Figure 316. AS/400A to Host BIND Exchanges 
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COMMUNICATIONS TRACE Title: AS/488A-RAB-AS/488B 87/11/89 82:11:55 Page: 3 
Record ControJ 1 er Data 
Mu.ber SIR Ma.e Type SMA Data: TH. RH. RU 

23 R 

29 S 

37 R 

41 S 

132 S 

134 R 

137 R 

141 S 

143 R 

----------
P24828D EBCDIC 

RU COlmland • 
RU Data • 
P24828D EBCDIC 

RU Command. 
RU Data. 
P24828D EBCDIC 

RU Command. 
RU Data. 

P24828D EBCDIC 

RU' Co_and. 
RU Data. 
P24828D EBCDIC 

RU Command. 
RU Data. 

P24828D EBCDIC 

RU Data. .... 
P24828D EBCDIC 

RU Co.and •••• 
RU Data ••••• 

P24828D 

RU Command 
RU Data. 
P24828D 

RU Data. 

EBCDIC 

EBCDIC 

: 
: 

: 
: 

: 
: 

: 
: 

: 

: 

: 

TH: FID-2. HPF-Only I ODAI-8. DAF'-88, OAF'-88, SNF'·82E6. EFI 
RH: ('6B8888'X) REQ SC. Fl. BCI, ECI, DR1 
ACTPU 
11828185888888888B * ........ . 
TH: FIO=2. HPF=Only I ODAI-8. DAF'-88, OAF'=88. SNF'=82E6. EFI 
RH: (' EB8888'X) RSP SC. Fl. DR1 
ACTPU 
11114848484848484848888887818e8e8e88eeee * .. 
TH: FID-2. HPF=Only I ODAI=8. OAF'=88. OAF'=88. SNF'·8881 
RH: ('8B8888'X) REQ FHO. Fl. BCI. ECI. DR1 
NHVT 
418380888888898898218889849288991994E088EC899999919899989899 * ••••••••••••• KH •• H •••••••••••• ~ 
889994989A991499329964 * • • • • • • • • • • • ~ 

TH: FIO=2. MPF=Only / OOAI-9. DAF'=99. OAF'-99. SNF'·9891 
RH: ('8Fge99'X) RSP FHO. Fl. SOl. DR1. RTI 
Sense Code ••• : 98969999. 
NHVT 
418380 * ... 
TH: FID=2. MPF-Only / OOAI:1. OAF'=99. OAF'=82. SNF'=8999. EFI 
RH: ('6B8198'X) REQ SC. Fl. BCI. ECI. DR1. PI 
BIND 
31991397B8B951B38188858589918682989898899999ge1823499918E4E2 
C9C20409C14B09C1D6E3D505C2F110988992E205C1E2E5C304C71194E4E2 
C9C20409C14B09C1D6E3D505C2F19898C1E2F4C2494948496919CE773A1F 
55262F6A19E4E2C9C2D4D9C14B09C1D3E8C1E2F4C18E11F4E4E2C9C204D9 
C14B07E2F249484849492B2A8292164614888119E4E2C9C2D4D9C14BD9C1 
D3E8C1E2F4Cl12461889918BE4E2C9C2D4D9C14BD9C1C2892C9A9498E205 
ClE2E5C3D4C7 

* .......... EE ••••••••••••••• US~ 
*IBMRA.RAOTNNB1 •••• SNASVCMG •• US~ 
*IBMRA.RAOTNNB1 •• AS4B - ••••• ~ 
* ••••• USI BMRA. RAL YAS4A •• 4USI BHR~ 
*A.PS2 •••••••••• USIBHRA.RA~ 
*L YAS4A •••••• US I BHRA • RAB ••••• SN~ 
*ASVCHG ~ 

TH: FID=2. HPF=Only / ODAI-9. DAF'''98. OAF' =91. SNF' =9ge9. EFI 
RH: ('838189'X) RSP FHD. PI 
887FFF *.11. 
TH: FID=2. HPF=Only / ODAI=l. DAF'=92. OAF'=89. SNF'=9888. EFI 
RH: ('EB8989'X) RSP SC. Fl. DR1 
BIND 
31981387B8B8518389898585889886828889988888988819234899991999 
8992E2D5C1E2E5C304C79085E4E2C9C204D9C14BC1E2F4C299982C9A9188 
48484848494849486819CE773A1F55262F6A19E4E2C9C2D4D9C14B09C103 
E~C1E2F4C1 

* .......... EE ••••••••••••••••• 1111 

* •• SNASVCMG •• USIBMRA.AS4B •••••• 1111 

* - •••••••••• USIBMRA.RAL1III 
*YAS4A 1111 

TH: FID=2. HPF=Only / OOAI=l. DAF'=98. OAF'=92. SNF'=8991 
RH: ('8A9S89'X) REQ FMD. Fl. BCI. OR1. ERI. RLWI. PI 

189592FF8993D999999296F1999892D9E4E2E2C5D3D39989 * •••••• } •••• l ••• RUSSELL •• 
TH: FID=2. HPF=Only / ODAI:1. DAF'=82. OAF'=99. SNF'=ee99. EFI 
RH: ('839199'X) RSP FMO, PI 
999998 * ••• 

Figure 317. AS/400A to Host BIND Exchanges 
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COMMUNICATIONS TRACE Title: AS/488A-RAB-AS/488B 87/11/S9 82:11:55 Page: 4 
Record Controller Oata 
Nu.ber SIR Name Type SNA Data: TH. RH. RU 

----------
147 S P24828D EBCDIC 

RU Data. · ... : 
149 R P24828D EBCDIC 

RU Data. · ... : 
158 R P24828D EBCDIC 

RU Data. · . : 
154 S P24828D EBCDIC 

RU Data. · .. : 
155 S P24828D EBCDIC 

RU Command • • • • : 
RU Data • · .. : 

157 R P24828D EBCDIC 

RU Command. .. 
RU Data. · ... 

179 S P248280 EBCDIC 

RU Command •• ... 
RU Data • · ... : 

lSI R P248280 EBCDIC 

RU Data. · ... : 
lS4 R P24828D EBCDIC 

RU Command ••• .. 
RU Data ••••• : 

ISS S P24828D EBCDIC 

RU Command • • • • : 
RU Data. · ... : 

198 R P248280 EBCDIC 

RU Data. · ... : 
194 S P24828D EBCDIC 

RU Data. · ... : 

196 R P24828D EBCDIC 

RU Data. · ... : 
289 R P248280 EBCDIC 

RU Data. · ... : 

TH: FIO=2. MPF=Only / OOAI=l. OAF'=88. OAF'=82. SNF'=8882 
RH: ('819528'X) REQ FMO. ECI. DR1. ERI. RLWI. PI. COl 
881S1218828888888888288828888888870S07C3E2E40707 * ••••••••••••••••• QPCSUPP 
!H: FIO=2, MPF=Only / OOAI=l, OAF'=82, OAF'=88, SNF'=8888. EFI 
RH: ('S38188'X) RSP. FMO, PI 
888848 * •• 
TH: FIO=2, MPF=Only' / ODAI=l, DAF'=82, OAF'=88, SNF'=8881 
RH: ('839181'X) REQ FMO. BCI, ECI, OR1, ERI, PI, CEBI 
881S12188Ae888888888288828888888870S07C3E2E40707 * ••••••••••••••••• QPCSUPP 
TH: FlO=2, MPF=Only / OPAI=l, OAF'=8S, OAF'=82, SNF'=SS8a, EFI 
RH: ('S3818a'X) RSP FMO, PI 
S8SeSl * ... 
TH: FIO=2, MPF=Only / OOAI=l, OAF'=eS, OAF'=S2, SNF'=8SSa, EFI 
RH: ('6BSSeS'X) REQ SC, FI, BCI, ECI, OR1 
UNBIND 
32SFeSA8e8S26S19CE773A1F55262F6A1SE4E2C9C2D409C14B09C103ESC1 * •••••• - •••••••••• USIBMRA. RAl YA~ 
E2F4C1351SSSASSS82eFeS18E4E2C9C2D409C14B09C103ESC1E2F4Clee *S4A ••••••••• US I BMRA. RALYAS4A. ~ 
TH: FIO=2, MPF=Only / OOAI=l, OAF'=e2, OAF'=se, SNF'=e8SS, EFI 
RH: ('EBSSee'X) RSP SC, Fl. DR1 
UNBIND 
32 *. 
TH: FIO=2, MPF=Only / OOAI=I. OAF'=ea, OAF'=S2, SNF'=seS8, EFI 
RH: ('6BS1S8'X)- REQ SC, FI, BCI, ECI. OR1, PI 
BIND 
31 8S 1387BeBe51B3S7seF7F7see 7e6e2esee8ee8eee88e 18234 88e 1 eE4E2 
C9C20409C14B09C106E30505C2F11C88eS820S07C3E2E4D7071le4E4E2C9 
C2D409C 14BD9C ID6E30505C2F 188SSC lE2F 4C24S4 e484 e6e 19CE 77 3A IF 55 
262F6B 1 8E4E2C9C20409C 14BD9C 103ESC 1E2F 4C lSE IlF 4E4E2C9C20409C 1 
4B07E2F24S4e484S482B2A92e2164614see11eE4E2C9C20409C14BD9C103 
ESC1E2F4Cl12461ssse18BE4E2C9C204D9C14B09C1C2e82ceA91eS7BC306 
0505C5C3E3 

* .......... 77 ••••••••••••••• US~ 
*IBHRA.RAOTNNBl. ••• QPCSUPP •• USI"" 
*BHRA.RAOTNNBI. .AS4B - •••••• " 
* •• , .USIBHRA.RALYAS4A •• 4USIBMRA" 
*.PS2 .......... USIBMRA.RAL" 
*YAS4A •••••• USIBMRA.RAB ••••• # CO'" 
*NNECT " 

TH : FIO=2, MPF=Only 
RH: ( 'S3e188' x) RSP 
ee7FFF 

/ OOAI=e. OAF' =es, OAF' =e1. SNF'=eeee. EFI 
FMO. PI 

*. M. 

TH: FlO=2, MPF=Only /OOAI=l. OAF'=e2. OAF'=S8. SNF'=essa. EFI 
RH: ('EBSee8'X) RSP SC, FI, OR1 
BIND 
3188i.387BSB851B388S8F7F7S88S86828888e8sesseeSS1e234sseee1ses * •••••••••• 77 ••• '. • • • • • • • •• • ••• ~ 
sse20S07C3E2E40707eoe5E4E2C9C20409C14BCIE2F4C2e8992ceAe19849 * •• QPCSUPP •• USIBHRA.AS4B. • • • •• ~ 
494e4S4S494e4e6e19CE773A1F55262F6B1eE4E2C9C2D409C14B09C103ES * - •••••••• , .USIBMRA.RALY~ 
CIE2F4C1 *AS4A ~ 
TH: FIO=2, MPF=Only / OOAI=l, OAF'=es, OAF'=S2, SNF'=e8e1 
RH: ('9A95ee'X) REQ FHO, FI, BCI, OR1, ERI, RLWI, PI 

23ese2fF&OO36696888438FeFlF912eSS209E4E2E2C50303esel09E4E2E2 * •• ; •• ,.} .... e19 ••• RUSSELl.. RUSS~ 
C50303gese *Ell. • ~ 
TH: FI0=2, HPF=Only / OOAI=l. OAF'=e2, OAF'=ee, SNF'=8ees, EFI 
RH: ('S3elSe'X) RSP FMO. PI 
S8e8SS *... ~ 

TH: FIO=2. MPF=Only / OOAI=l. OAF'=8S, OAF'=S2, SNF'=SSS2 
RH: ('S1952S'X) REQ FHO. ECI, ORl, ERI. RLWI, PI, COl 
8e2BOSSleee1eS251e41see711470807C3eeS61160C6E2881414e4141gee * •• } ••••••••••• QPC ••• FS ••••••• ~ 
e21457eee21463e88214658882 * • • • • • • • • • • • • • - --
TH :' FIO=2. MPF=Only / ODAI=I, DAF'=82, OAF'=88, SNF'=e889, EFI ( 
RH: ('S39lS9'X) RSP FHO, PI 1\ 
898949 *..--
TH: FIO=2, HPF=Only / OOAI=l. OAF'=e2, OAF'=SS, SNF'=98S1 
RH: ('S39128'X) REQ FHO. BCI, ECI, OR1, ERI, PI, COl 
SS31Oe939S919a2B144398e7114 70SClE289SC116D09Cl03ESC1E2F4C29S * •• } ........... QAS. •• RAl YAS4B.--
141494146599921463SS921419889214578SS2 * ••••••••••••••••••• - --

Figure 318. AS/400A to Host BIND Exchanges 
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213 S P24828D EBCDIC TH: FID=2. MPF-Only / ODAI-1, DAF'-88. OAF'-e2. SNF'-eeee. EFI 
RH: ('838188'X) RSP FMD. PI 

RU Data • • • •• • 888887 *. •• ., 
218 S P24828D EBCDIC TH: FID-2. MPF-Only / ODAI-1. DAF'-8e. OAF'-82.SNP-e883 

RH: ('839828'X) REQ FMD. BCI. ECI. DR1. ERI. CDI 
RU Data. • • •• • 8813D8818881888D184F888911656148C6D4E2 * •• } •••••• 1 •••• / FMS ., 

22S R P24828D EBCDIC TH: FID=2. MPF=Only / ODAI-1. DAF'-82. OAF'-88. SNP-8882 
RH: ('839128'X) REQ FMD. BCI, ECI. DR1. ERI. PI. CDI 

RU Data • • • •• • 8818D8828881888A124B888611498888 * •• }.............., 
232 S P24828D EBCDIC TH: FID-2. MPF-Only / ODAI-1. DAF'-e8. OAF'-82. SNF'-ee88. EFI 

RH: ('S38188'X) RSP FMD. PI 
RU Data • • • •• • 888887 *...., 

237 S P24828D EBCDIC TH: FID-2. MPF=Only / ODAI-1, DAF'-88. OAF'-82. SNF'-8e84 
RH: ('839828'X) REQ FMD. BCI. ECI, DR1. ERI. COl 

RU Data • • • •• • 881AD88188S18S141S4FSS18116561DSC9E6E2C6D3D948C6D4E2 * •• } •••••• 1 •••• /QIWSFLR FMS ., 
239 R P2482SD EBCDIC TH: FID=2. MPF-Only / ODAI=1. DAP-92. OAF'-8S. SNF'-9883 

RH: ('S39829'X) REQ FMD. BCI. ECI. DR1. ERI. COl 
RU Data • • • •• • SS1SD8828S91888A124B8SS611498S88 * •• } •••••••••• ~.. ., 

321 S P24928D EBCDIC TH: F1D=2. MPF=Only / ODAI-1. DAF'-S1, OAF'-82. SNF'-9898. EFI 
RH: ('6BS8SS'X) REQ SC. Fl. BCI. ECI. DR1 

RU Command • • •• BIND 
RU Data • • • •• : 319S1387BSBS51B3S1SSF7F7S8S1868289S8S8SS8S889S19234SSS19E4E2 * •••••••••• 77. • • • • • • • • • • •• •• US" 

C9C2D4D9Cl4BD9C1D6E3D5D5C2F11CSS8SS2DSD7C3E2E4D7D711S4E4E2C9 *IBMRA.RAOTNNB1 •••• QPCSUPP •• USI" 
C2D4D9C14BD9C1D6E3D5D5C2F1SS9SC1E2F4C2484S48486919CE773A1F55 *BMRA.RAOTNNB1 •• AS48 - •••••• " 
262F6C1SE4E2C9C2D4D9C14BD9C1D3ESC1E2F4C18EllF4E4E2C9C2D4D9C1 * •• %. USIBMRA. RALYAS4A •• 4USIBMRA" 
4BD7E2F24S494849492B2A9282164614SS9119E4E2C9C2D4D9C14BD9C1D3 *.PS2 •••••••••• USIBMRA.RAL" 
ESC1E2F 4C1124619S9S19BE4E2C9C2D4D9C14BD9C1C2882C9A919S7BC3D6 *YAS4A •••••• USI BMRA. RAB ••••• ,CO" 
D5D5C5C3E3 *NNECT" 

325 R P24829D EBCDIC TH: FID=2. MPF=Only / ODAI-1. DAF'·82. OAF'-91. SNF'-9988. EFI 
RH: ('EB88SS'X) RSP SC. Fl. DR1 

RU Command • • •• BIND 
RU Data • 31SS1387B9BS51B38SS9F7F7S98S9682S8S98888SS9888192348S8891S99 * •••••••••• 77.............. ••• " 

9S82D8D7C3E2E4D7D79D85E4E2C9C2D4D9C14BC1E2F4C2989S2C9A81S848 * •• QPCSUPP •• USIBMRA.AS4B •••••• " 
4848484S4848486819CE773A1F55262F6C18E4E2C9C2D4D9C14BD9C1D3E8 * - •••••••• %.USIBMRA.RALY" 

COMMUNICATIONS TRACE Title: AS/488A-RAB-AS/488B 87/11/S9 92:11:55 Page: 6 
RU Data • • • •• • C1E2F4C1 *AS4A" 

329 S P24828D EBCDIC TH: FID-2. MPF=Only / ODAI-1. DAF'=81. OAF'-82.'SNF'-8881 
RH: ('8A9588'X) REQ FMD. Fl. BCI. DR1. ERI. RLWI. PI 

RU Command. • •• FMH- 5=239582FFSS83D888488438F8F8F512SS82D9E4E2E2C5D3D3 * •••••• } ••• 885 ••• RUSSELL ., 
8881D9E4E2E2C5D3D38888 * •• RUSSELL.." 

RU Data • 885912F.5885512E2885112A8288885188188888823888888888888888888 * ••• 5 ••• S •••••••••••••••••••••• ' 
88F3F1F9F74848C3F148484848888S888888888888888888888822C4E4E2 *.3197 C1 •••••••••••••• DUS" 
C288F6F9F748F8F3F7484848484848484848484848484848484848E2F2 *B.697 837 S2 ' 

331 R P24S28D EBCDIC TH: FID=2. MPF=Only / ODAI-1. DAF'-e2. OAF'-Sl. SNF'-8898. EFI 
RH: ('S38l88'X) RSP FMD. PI 

RU Data • • • •• • 8888SS *.. • ' 
335 S P24828D EBCDIC TH: FID=2. MPF=Only / ODAI=l. DAF'-8l. OAF'·82. SNF'-8882 

RH: ('819528'X) REQ FMD. ECI. DR1. ERI. RLWI. PI. COl 
No RU data 

337 R P24828D EBCDIC TH: FID=2. MPF=Only / ODAI=l. DAF'=82. OAF'·81. SNF'-S888. EFI 
RH: ('S3818S'X) RSP FMD. PI 

RU Data • • • •• • 888848 * .. ., 
342 R P24828D EBCDIC TH: FID=2. MPF=Only / ODAI:1. DAF'=82. OAF'-81. SNF'-8e81 

RH: ('83Al66'X) REQ FMD. BCI. ECI. DRl. DR2. PI 
RU Data • • • •• • 884S12A89888856881882888883C8888C9F9F8F2D9CID3ESC1E2F4C2D9C1 * ....... - ........ I 982RALYAS4BRA' 

D6E3D5D5C2F1E2F26388821419888214578882S8888e8888888888888888 *OTNNB1S2 •••••••••••••••••••••• " 
888888888888888888888S88 *............., 

346 S P24S28D EBCDIC TH: FID=2. MPF=Only / ODAI=l. DAF'''81. OAF'·82. SNF'=8888. EFI 
RH: ( '838188' X) RSP FMD. PI 

RU Data • • • •• • eaeael *... 111 

353 S P24828D EBCDIC TH: FID=2. MPF=Only / ODAI=l. DAF'''8l. OAF'=82. SNF'-8888 
RH: ( , S328S8 ' X) RSP FMD. DR2 
No RU data 

Figure 319. AS/400A to Host BIND Exchanges 
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361 

362 

366 

R 

R 

S 

P24929D 

RU Data. 

P24e2eD 
RU Data. 

P24e280 

RU Data. 

EBCDIC 

EBCDIC 

EBCDIC 

TH: FID=2, MPF=First / ODAI=l, DAF'=92, OAF'=91, SNF'=9992 
RH: ('e3912e'X) REQ FMD, BCI, ECI, DR1, ERI, PI, COl 
e2e812AeeSSeS41S8SS3SE18SeSSSSsssssssesesseeeeeee44e84118818 * ••••••••••••••••••••••••••••• ~ 
11818111S1e11181e18187888ge918888899118116224848484849494948 *........ • •• • • •••• • ••• • ~ 
4849484e4eE289879549D69582e137492911922F28E2A8A2A3859449494B * SI GN ON... • •••• SYSTEM • ~ 
494B484B484B484B487A2e1l824528D9C1D3E8C1E2F4C22911832F29E2A4 * •••• : ••••• RALYAS4B ••••• SU~ 
82A2A8A2A385944e4B484B484B4e4B497A291183452908C2C1E2C5494e49 *BSYSTEM •••• : ••••• QBASE ~ 
4e492e11942F29C489A2979381A8494B494B484B494B494B487A29118445 * ••••• OISPLAY ••••• : •••• ~ 
2909C106E3D5D5C2F1E2F22911e61e29E4A28599494S4B494B484B494B49 *.RAOTNNB1S2 ••••• USER •••• ~ 
4B494B484B494B4B4B484B494B484B494B4e4B2S11e63410482824998A89 * •••••••••••••••••••• ~ 
8ee98e88899S889a99 1197341D482S27SaaA1l8818280799968799819461 *. • • • • • • • • • • •• • ••••••• PROGRAM/~ 
979996838584A49985484B484B4S4B494B4S4B494B494B494B2e1l983410 *PRDCEOURE........ ••••• ~ 
4998249a8A9989SBBBa99aaaa88a9a11a9192S048595A449494B4S4B4a4B * ••.••••••••••••••• MENU ••• ~ 
494B4a4B494B4a4B4a4B4S4B4S4B4B4B4B4B4a4B494B291199341D499924 * •••••••••••••••••• ~ 
8geA98e9999gea99SageeSSS11aA1S2SC3A499998595A348938982998199 * •••••••••••••••• CURRENT LIBRAR~ 
A8494B494B494B494B484B484B4S4B4S4B484B2S11SA3410499924SS8A89 *Y •••••••.••••••••••• ~ 
9SS99geeeee8ege8Se1l971e290781A2A2A69699844e494B494B4e4B494B * ••••••••••••• PASSWORD •••• ~ 
4MMMMMMMMMMMMMM9 *....... ~ 
TH: FIO=2, MPF=Last / OOAI=l, OAF'=92, DAF'=e1. SNF'=99S2 
4B2S11973427B2873Ee8111827224e40C35048C30607E809C9C7C8E349C9 *. • • • • • • • • • • • •• (C) COPYRI GHT I~ 
C20448C3D609074B49FlF9F8F86B4eFlF9F8F84B494B494929 *BM CORP. 1988, 1988. ~ 
TH: FID=2, MPF=Only / DOAI=l, OAF'=81, OAF'=92, SNF'=998S, EFI 
RH: ('83818S'X) RSP FMO, PI 
eee8e1 * ~ 

**************** END OF COMMUNICATIONS TRACE OUTPUT ****************** 

Figure 320. AS/400A to Host BIND Exchanges 
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7.11 Traces AS/400A to PS/2 
The following traces were taken on AS/400A using the trace facility. This trace 
displays both the XID3 exchanges and the BIND exchanges between AS/400A 
dnd the PS/2. You will also see the exchanges being sent for AS/400B behind 
the S/370 subarea. 

COMMllNICATIONS TRACE Title: AS/4BBA-PS/2 B7/11/89 B2:1B:28 
Trace Descri pti on AS/4BBA-PS/2 
Line name ••• L41TR 
Line protocol • TRLAN 
Start Date/Time B7/11/89 B2:B8:21 
End Date/Time • B7/11/89 B2:1B:25 
Data direction. 3 l=Sent. 2=Received. 3=Both 
Stop on buffer full N Y=Yes. N=No 
Format SNA data only N '{=Yes. N=No 
Format RR. RNR commands N Y=Yes. N=No 
SIR • • • • • • S=Sent R=Received M=Modem Change 
Data Length. • • Amount of data in record (decimal) 
Record Timer • Time stamp (lBB millisecond resolution. hexadecimal) 
Controller name Name of Controller associated with record 
Command • • • • Command/Response i nformati on 
Number sent • • Count of records sent 
Number received. Count of records received 
Poll/Final •• ON=Poll for Commands. ON=Final for Responses 
Destination MAC Address •••• Physical address of destination 
Source MAC Address ••••• Physical address of source 
Frame Format LLC (Logical Link Control} or MAC (Media 

Access Control) 
DSAP Desti nati on Servi ce Access Poi nt 

(Logi ca 1 address of desti na ti on) 
SSAP Source Service Access Point 

(Logi ca 1 address of source) 
Commands/Responses: 

RR •• 
RNR 
UA • 
TEST. 
XID 
SABME 

Recei ve Ready 
Receive Not Ready 
Unnumbered Acknowledgment 
Test 
Exchange ID 

Page: 

COMMUNICATIONS TRACE 
Set Asychronous Balanced Mode Extended 

Ti tl e: AS/4BBA-PS/2 B7/11/89 B2:1B:28 Page: 3 
Record Data Record Data Controller Destination Source Frame Number Number Poll/ 
Number SIR Length Timer Type Name MAC Address MAC Address Format Command Sent Received Final DSAP SS.IIP 

R 34 1426 CBBBBeeeeee8 1eee5A25e3C3 MAC 
Data •• · . Be226S29S82DSeSaaeeSeeeee82Eeeaaaaaaa1aea6SBaaSaaeSeS8S21eee * •• - ••••••••••••••••••••••••••• ~ 

5A25a374 *! ••• ~ 

2 R e 14CE 4eee1ee2eeel 4eaeeeaeee45 LLC TEST OFF ee e~ 
3 S e 14CE 4aeeaeeeea45 4eaa1ee2eeel LLC TEST OFF e4 e 
4 R 48 14CE EBCDIC TRCTLPS 4eea1ea2eael: 4eaeeeaeee45 LLC XID OFF e4 e4 

Data. · . 323eeaaaeBeeaeaaBa8aBeBeeeeaeeeaaeeleB4eeee78geeeeeeeee2eeeE * . .................. •• 1 ....... " 
11F4E4E2C9C2D4D9C14BD9C1D6E3D5D5C2F1 *.4USIBMRA.RAOTNNB1 " 

5 S e 14CF 4eeeeeeaee45 4eee1ee2eeel LLC XID OFF e4 e~ 

6 S 84 14CF EBCDIC TRCTLPS 4SeeeBeBee45 4eBe1ee2eBel LLC XID OFF e4 e~ 

Data •• · . 3254e5615e78aeaa8ee8CeaeaBBBBBBeB1B1eB7BBee7CAeeBBBaBBe7BBBE * ••• /& ••••• { ••••••••••••••••••• ~ 
11F4E4E2C9C2D4D9C14BD9C1D3E8C1E2F4C1BEB9F7C1C1C1C1C1C1C5C21B * • 4US I BMRA • RAL YAS4A •• 7 AAAAAAEB. ~ 
17Fl1611Bl13SBI1F9F4FBF6C2F5FBF1FBFBFeF1F5FBF7F8 * .1 •••••• 94B6B5B1eBS15B78 ~ 

7 R 48 14CF 4BBB1Be2BBBl 4BBaBBBBee45 LLC XID OFF e4 e~ 

Data •• · . 323BBBBBBBBBBBeaBB8BeBBBeBBBBeBBBBe1BB4BBBB789BeBBBBBBB2BBBE * ..................... I ••••••• ~ 
11F4E4E2C9C2D4D9C14BD9C1D6E3D5D5C2F1 *.4USIBMRA.RAOTNNB1 ~ 

8 S 84 14CF EBCDIC TRCTLPS 4BBBBaBBBB45 4eBe1aa2aea1 LLC XID OFF B4 B~ 

Data •• · . 3254a5615B78BBea8BS8Caaaaaaaaaaaa 1e1BB5aaa67CAaBBBBBBBB7BBBE * ••• /& ••••• { •••••••• & •••••••••• " 
11F4E4E2C9C2D4D9C14BD9C1D3E8C1E2F4C1BEB9F7C1C1C1C1C1C1C5C21B *.4USIBMRA.RALYAS4A •• 7AAAAAAEB." 
17Fl1611Bl13BBliF9F4FBF6C2F5FBF1FBFBFBF1F5FBF7F8 *.1. ••••• 94B6B5B1eeB15B78 ~ 

9 R 48 14CF 4Baa1BB2aBal 4BBaaBBBeB45 LLC XID OFF B4 Bf 
Data. 323BBBBBaBBBBaSBBB8BBaeaeaaaeaaaBaa1BB4BBBB789BBeBBBBea2aBBE * ................... .. I ....... ~ 

11F4E4E2C9C2D4D9C14BD9C1D6E3D5D5C2F1 *.4USIBMRA.RAOTNNB1 ~ 

1B S B 14CF EBCDIC TRCTLPS 4BBBeBeeeB45 4Bee1BB2BBBl LLC SABME OFF B4 B4 
11 R e 14CF 4BBB1BB2BBBl 4BBeBeBBeB45 LLC UA OFF B4 B5 

Figure 321. AS/400A to PS/2 XI03 Exchanges 
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COMMUNICATIONS TRACE 
Trace Description 
Line name ••• 
Li ne protoco 1 
Start Date/Time 
End Date/Time • 
Bytes collected 
Buffer size •• 
Data di recti on • 
Stop on buffer full 
Format SNA data only 
Format RR. RNR commands 
Controller Name •• 
COMMUNICATIONS TRACE 

Title: AS/488A-PS/2 87/11/89 82:11:89 
AS/488A-PS/2 
L41TR 
TRLAN 
87/11/89 82:88:21 
87/11/89 82: 18: 25 
241368 
3 1=128K. 2=256K, 3=2848K 
3 1=Sent, 2=Received. 3=Both 
N Y=Yes. N=No 
Y Y=Yes. N=No 
N Y=Yes, N=No 
*ALL *ALL, name 

Title: AS/488A-PS/2 87/11/89 82:11:89 

Record Number. Number of record in trace buffer (decimal) 
SIR • • • • • • • S=Sent R=Rece; ved M=Modem Change 
Controller name Name of Controller associated with record 
SNA Data TH. RH and RU for record 
TH Transmi ssi on Header 
RH • • • • Request/Response Header 
RU • • • • Request/Response Uni t 
TH Parameter Descriptions: 

FlO. Format Indentification 
MPF • Mapping Field (segment of Basic Information 

Unit (BIU) - ONLY. FIRST. MIDDLE, LAST) 
OAF. Origination Address Field 
OAF Destination Address Field 
SNF Sequence Number Fi e 1 d 
DCF Data Count Fi e 1 d 
LA Loca 1 Address 
ODAI OAF-OAF Assignor Indicator 
EFI • Expedi ted Flow Indi cator 
LU • • Log; ca 1 Unit 
SSCP System Services Control Point 
PU • Physi ca 1 Uni t 

RH Parameter Descri pt; ons: 
REQ • • • • • • •• Request 
RSP • • • • • • •• Response 
RH Category Descriptions: 

NC • Network Control 
SC • Sessi on Control 
DFC Data Flow Control 
NC • • Network Control 
FMD Functi on Management Data 

FMH Functi on Management Header 
RH Indicators: 

FI 
SOl 
BCI 
ECI 
DR1 
DR2 
ERI 
RTI 
QRI 
EBI 
COl 
PI 
BBI 
CSI 
EDI 
POI 
CEBI 
RLWI 

Format Indi cator 
Sense Data Incl uded Indi cator 
Begin Chain Indicator 
End Chain Indicator 
Defi nite Response 1 Indi cator 
Defi nite Response 2 Indi cator 
Excepti on Response Indi cator 
Response Type Indi cator 
Queued Response Indicator 
End Bracket Indi cator 
Change Direction Indicator 
Paci ng Indi cator 
Begin Bracket Indicator 
Code Sel ecti on Indi cator 
Enci phered Da ta Indi ca tor 
Padded Data Indicator 
Conditional End Bracket Indicator 
Request Larger Window Indicator 

Figure 322. AS/400A to PS/2 BIND Exchanges 
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COMMUNICATIONS TRACE Title: AS/488A-PS/2 87/11/89 82:11:89 Page: 3 
Record ControlJer Data 
Nu.ber SIR Ma.e Type 

----------
14 R TRCTLPS EBCDIC 

RU Coaand •••• 
RU Data • 

16 S TRCTLPS EBCDIC 

RU Co..and •••• : 
RU Data. · ... : 

18 R TRCTLPS EBCDIC 

RU COaland •••• : 
28 R TRCTLPS EBCDIC 

RUData • · ... : 
21 S TRCTLPS EBCDIC 

24 S TRCTLPS EBCDIC 

RU Data. · ... : 
26 R TRCTLPS EBCDIC 

27 R TRCTLPS .EBCDIC 

RU Co..and •••• : 
RUData ••••• : 

38 S TRCTLPS EBCDIC 

RU Co .. nd •••• : 
RU Data ••••• : 

32 R TRCTLPS EBCDIC 

RU Co.and •••• 
RU Data. 

34 S TRCTLPS EBCDIC 

RU COIIIDand •••• : 
RU Data • · ... : 

36 R TRCTLPS EBCDIC 

RU Command • • • • : 
38 R TRCTLPS EBCDIC 

RU Data ••••• : 

SNA Data: TH, RH, RU 
------------------------------------------------------------------------------------------------
TH: FID-2, MPF-Only / ODAI-1, DAF'·81, OAF'=84, SNF'·S888, EFI 
RH: ('6B8S88'X) REQ SC, FI, BCI, ECI, DR1 
BIND 
31881387B8BSS1B1818S8S8S8S81S682SSSS8S8SSSSSSS1S23SSSSlSE4E2 * •••••••••• EE •••••••••••••••• US'" 
C9C2D4D9C14BD9C1D6E3DSDSC2F11DSSS9S2E2DSC1E2ESC3D4C7llS4E4E2 *IBMRA.RAOTNNB1 •••• SNASVCMG •• US'" 
C9C2D4D9C14BD9C1D6E3DSDSC2F1SSS8D9C1D6E3DSD5C2FS *IBMRA.RAOTNNB1 •• RAOTNNBS '" 
TH: FID=2, MPF-Only / ODAI=l, DAF'·S4, OAF'-Sl, SNF'=SSSS, EFI 
RH: ( 'EB8SSS' X) RSP SC, FI, DRI 
BIND 
31S8l387B8B8S1B1S1878S8S8781S682SS8S8S8SSSSSSS1S234SSS8S1DSS * •••••••••• EEG •••••••••••••••• '" 
'S9S2E2DSC1E2ESC3D4C7U8SE4E2C9C2D4D9C14BD9C1D6E3DSDSC2F8SSSS * •• SNASVCMG •• USI BMRA. RAOTNNBS •• 1II 

TH: FID-2, MPFaOnly / ODAI·l, DAF'=Sl, OAF'=S4, SNF'·SSSI 
RH: ('8A91SS'X) REQ FMD, FI, BCI, DR1, ERI, PI 
FMH- S-lSSSS2FF8SS3DSSSSSS2S6F1S9SSS2D9E4E2E2CSD3D3SSSS * •••••• } •••• 1 ••• RUSSELL.' • 
TH: FID=2, MPF=Only / ODAI-l, DAF'=Sl, OAF'=S4, SNF'=SSS2 
RH: ('S19S2S'X) REQ FMD, ECI, DR1, ERI, CDI 
ee18121eS2eeSS8eSSeS2eSe2SeSee8SS7DSD7C3E2E4D7D7 * ••••••••••••••••• QPCSUPP 
TH: FID=2, MPF=Only / ODAI=l, DAF'·e4, OAF'=Sl, SNF'=Seee 
RH: ('S3S1S8'X) RSP FMD, PI 
No RU data 
TH: FID=2, MPF=Only / ODAI=l, DAF'=e4, OAF'=Sl, SNF'=SeSl 
RH: ('839l8l'X) REQ FMD, BCI, ECI, DR1, ERI, PI, CEBI 
8S1S1218eASeSSeeS8SS2SSS2SeSSeSeS7DSD7C3E2E4D7D7 * ••••••••••••••••• QPCSUPP 
TH: FID=2, MPF=Only / ODAI=l, DAF'-Sl, OAF'=S4, SNF'·SeSl 
RH: ('S3S18S'X) RSP FMD, PI 
No RU data 
TH: FID-2, MPF-Only / ODAI=l, DAF'=Sl, OAF'=S4, SNF'=eSeS, EFI 
RH: ('6B8eSS'X) REQ SC, FI, BCI, ECI, DRI 
UNBIND 
328F * .. 
TH: FID-2, MPF-Only / ODAI .. 1, DAF'=S4, OAF'=Sl, SNF'=SSSS, EFI 
RH: (' EBSeeS'X) RSP SC, FI, DR1 
UNBIND 
32 *. 
TH: FID=2, MPF=Only / ODAI=l, DAF'·Sl, OAF'=S4, SNF'=SSee, EFI 
RH: ('6BSeee'X) REQ SC, FI, BCI, ECI, DRI 
BIND 
318e13S7BSBSS1B1SleSSSS5SeS1S6S2SeSeSSeseSSSeSle23SeSSleE4E2 * •••••••••• EE •••••••••••••••• US'" 
C9C2D4D9C14BD9C1D6E3DSD5C2FllDeeS9S2E2DSC1E2ESC3D4C71le4E4E2 *IBMRA. RAOTNNBI. ••• SNASVCMG •• US'" 
C9C2D4D9Cl4SD9C1D6E3DSDSC2F1eeSSC1E2F4C24e4e4e4e *IBMRA.RAOTNNBl..AS4B '" 
TH: FID=2, MPF=Only / ODAI=l, DAF'=e4, OAF'=Sl, SNF'=eeee, EFI 
R~: ('EBSSee'X) RSP SC, FI, DRI 
BIND 
3lee13S7BeBeS1Ble13FSSSSBFele6e2eSSeeSseSeeSeS1S234SSSSS19SS * ••••••••.• EE. •••••••••••••••• '" 
e9S2E2D5C1E2ESC3D4C7SDSSE4E2C9C2D4D9C14BC1E2F4C2SSSe * •• SNASVCMG •• USI BMRA. AS4B. • '" 
TH: FID=2, MPF=Only / ODAI=l, DAF'=e1, OAF'=S4, SNF'=eeSl 
RH: ('eA91SS'X) REQ FMD, FI, BCI, DR1, ERI, PI 
FMH- S=lSeSS2FFeSS3DeSeeee2e6F1S9SSS2D9E4E2E2CSD3D3eSSS * •••••• } •••• 1 ••• RUSSELL •• 
TH: FID=2, MPF=Only / ODAI=l, DAF'=el, OAF'=S4, SNF'=Seei 
RH: ('8lge28'X) REQ FMD, ECI, DR1, ERI, COl 
eelS121ee2eeSeSeeeee2eee2SeeeSSeS7DSD7C3E2E4D7D7 * .••••••••••••••.• QPCSUPP 

Figure 323. AS/400A to PS/2 BIND Exchanges 
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4e S 

42 S 

44 R 

45 R 

48 S 

59 R 

52 S 

54 R 

56 R 

58 S 

TRCTLPS 

TRCTLPS 

EBCDIC TH: FID=2, MPF=Only / ODAI:l, DAF'=e4, OAF'·el, SNF'·eeee, EFI 
RH: ('83elee'X) RSP FMD, PI 
No RU data 

EBCDIC TH: FID=2, MPF=Only / ODAI=l, DAF'=e4, OAF'·el, SNF'=eeel 
RH: ('e39lel'X) REQ FMD, BCI, ECI, DRl, ERI, PI, CEBI 

RU Data. ••• • ee1812leeAeeeeeeeeee2eee2eeeeeee97D8D7C3E2E4D707 * ••••••••••••••••• QPCSUPP 
TRCTLPS EBCDIC TH: FID=2, MPF=Only / ODAI=l, DAF'=9l, OAF'=94, SNF'=eeel 

RH: ('83e199'X) RSP FMD, PI 
No RU data 

TRCTLPS EBCDIC TH: FlD=2, MPF=Only / ODAI=l, DAF'=9l, OAF'·94, SNF'=9999, EFI 
RH: ('6B89ge'X) REQ SC, FI, BCI, ECI, DR1 

RU Command • • • .: UNBIND 
RU Da ta • • • •• • 329F * .. 
TRCTLPS EBCDIC TH: FlD=2, MPF=Only / OOAI=l, DAF'=94, OAF'=el, SNF'=99ge, EFI 

RH: (' EB89ge' X) RSP SC, Fl, DRI 
RU Command • • • •• UNBIND 
RU Data. • • •• • 32 *. 
TRCTLPS EBCDIC TH: FID=2, MPF=Only / OOAI=l, DAF'=91, OAF'=9l, SNF'=e9ge, EFI 

RU Command 
RU Data. 

TRCTLPS 

RH: ('6B8ege'X) REQ SC, FI, BCI, ECI, DR1 
BIND 
3le91397B9B95lB197eeF7F78ge7e6e2egegee99gege991923e9geleE4E2 * •••••••••• 77 •••••••••••••••• US" 
C9C204D9C14BD9CID6E3D5D5C2FllCege8e20S07C3E2E4D7D711e4E4E2C9 *1 BMRA. RAOTNNBI. ••• QPCSUPP •• USI" 
C2D4D9C14B99ClD6E30505C2F1998S09C106E3D5D5C2F9 *BMRA.RAOTNNBl •• RAOTNNB9" 

EBCDIC TH: FID=2, MPF=Only / ODAI=l, DAF'=el, OAF'=9l, SNF'=eee9, EFI 
RH: ('EBS999'X) RSP SC, FI, DRI 

RU Command • • • • • BIND 
RU Data • • • •• • 31991387B9B951B18787F7F7879796e299geeeegege999l9234e99991Cge * •••••••••• 776 •••••••••••••••• " 

TRCTLPS 
9Se2D807C3E2E407D7l195E4E2C9C2D4D9C14B09C1D6E305D5C2F99ge9 * •• QPCSUPP •• USIBMRA.RAOTNNBe •• " 

EBCDIC TH: FID=2, MPF=Only / ODAI=l, OAF'=91, OAF'=91, SNF'=9991 
RH: ('9A9199'X) REQ FMD, FI, BCI, DRl, ERI, PI 

RU Command • • • .: FMH- 5=23e592FFe9930e9999943eF9FlF9l2ese2D9E4E2E2C5D3D3 * •••••• } •••• e19 ••• RUSSELL 

TRCTLPS 

RU Oata • 

TRCTLPS 

9S9l09E4E2E2C50303e999 * •• RUSSELL. • 
EBCDIC TH: FID=2, MPF=Only / OOAI=l, DAF'=91, OAF'=9l, SNF'=ge92 

RH: ('e19929'X) REQ FMO, ECI, OR1, ERI, COl 
• • •• • ee2B0ge199919925l94l99971147DS07C3e996116DC6E2ee1414e4141999 * •• } ••••••••••• QPC ••• FS ••••••• 'JI 

921457999214639992l4659ge2 *. • • • • • • • • • • • .. - 'JI 
EBCDIC TH: FID=2, MPF=Only / OOAI=l, OAF'=el, OAF'=el, SNF'=ee99 

RH: ('83e199'X) RSP FMO, PI 

COMMUNICATIONS TRACE 
No RU data 

Title: AS/499A-PS/2 
Data 

97/11/89 e2:11:99 Page: 5 
Record Control 1 er 
Number SIR Name 

----------
69 S TRCTLPS 

RU Data • 

62 R TRCTLPS 

RU Data 
64 S TRCTLPS 

RU Data 
66 R TRCTLPS 

RU Command. 
RU Oata • 

6S $ TRCTLPS 

RU Command 
RU Data • 

7e R TRCTLPS 

RU Command 

Type 

EBCDIC 

EBCDIC 

EBCDIC 

EBCDIC 

.. 

EBCDIC 

... 
.. : 

EBCOIC 

.... 

SNA Data: TH, RH, RU 
------------------------------------------------------------------------------------------------
TH: FID=2, MPF=Only / ODAI=l, OAF'=9l, OAF'=el, SNF'=e991 
RH: ('e3912e'X) REQ FMO, BCI, ECI. OR1, ERI. PI. COl 
ee3lDe83e881982B14438ge71147DSC1E2ee0C116DD9C1D3ESC1E2F4C190 * •. } ........... QAS ••• _RALYAS4A.~ 
14149414659882146388821419999214579982 *. •• •• • • • •••• •• • • • • • 1 

TH: FIO=2, MPF=Only / OOAI=l. OAF'=81, OAF'=e1, SNF'=8883 
RH: ('839828'X) REQ FMO. BCI, ECI, DR1. ERI, COl 
881AD88188818914194F98181165610SC9E6E2C603D949C604E2 * •• } •••••• 1 •••• /QIWSFLR FMS 'JI 

TH: FIO=2, MPF=Only / OOAI=l, OAF'=el, OAF'=91, SNF'=ee92 
RH: (' e39929' X) REQ FMD, BCI, ECI, DR1, ERI, COl 
e91eD992999l999A124Be896114gee99 * •• } ••••••••••••• 
TH: FlD=2, MPF=Only / ODAI=l, DAF'=91, OAF'=82, SNF'=ege9, EFI 
RH: ('6BS889'X) REQ SC, FI, BCI, ECI, OR1 
BINO 
31981387B8B951B19799F7F7S887868290889899998e8e182388ge19E4E2 * •••••••••• 77 •••••••••••••••• US'JI 
C9C2D409C14BD9CID6E3D5D5C2FllC880882DSD7C3E2E407071184E4E2C9 *IBMRA. RAOTNNBI. ••• QPCSUPP •• US!" 
C20409C14BD9C106E3D5D5C2F1999SC1E2F4C248404848 *BMRA.RAOTNNB1 •• AS4B 'JI 
TH: FID=2. MPF=Only / OOAI=l, OAF'=82, OAF'=91, SNF'=9998, EFI 
RH: ( , EBS998' X) RSP SC, FI, DR1 
BINO 
31ge1397B9B951B1973FF7F7BF97968298899989998888l9234999991S99 * •••••••••• 77 ••••••••••••••••• 'lI 
9Se20S07C3E2E4D7D79D95E4E2C9C2D409C 14BC 1E2F 4C29999 * •• QPCSUPP •• USI BMRA. AS4B. • 'JI 

TH: FID=2, MPF=Only / OOAI=l, DAF'=81, OAF'=92, SNF'=9891 
RH: (' 9A9198' X) REQ FMD, FI, BCI ,OR1. ERI, PI 
FMH- 5=238582FF9893D988999438F9F1F9129S92D9E4E2E2C5D3D3 
9S9109E4E2E2C5D3D39999 

* ...... } .... 919 ••• RUSSELL 
* .. RUSSELL •• 

Figure 324. AS/400A to PS/2 BIND Exchanges 
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72 R TRCTLPS EBCDIC TH : FIO=2, HPF.Only / OOAI-1, OAF"-e1, OAF"·e2, SNF"·eee2 
RH : (le1ge2e"X) REQ FHO, ECI, OR1, ERI, COl 

RU Data. · ... : ee2BOee 1ee61662S1e41 6667114 70807C366861160C6E266141484141968 * •• } ••••••••••• QPC ••• FS ••••••• -
8214S7866214638662146S8e62 *............. - 111 

74 S TRCTLPS EBCDIC TH : FIO=2, HPF .. Only / OOAI"'l, OAF"·82, OAF"-81, SNF"·8886, EFI 
RH : ( 1 83816e 1 X) RSP FHO, PI 
No RU data 

78 S TRCTLPS EBCDIC TH : FIO=2, HPF=Only / OOAl=l, OAF 1 ",e2, OAF"=61, SNF"·8861 
RH : ( 1 639126 1 X) REQ FHO, BCI, ECI, OR1, ERl, PI, COl 

RU Data. · . . . : 88310883886 1e62B14438667114 708C1E2668C 116009C 103E8C 1E2F 4C286 * •• } ••••••••••• QAS ••• RALYAS4B.1II 
14148414658662146366821419666214S76682 * ••••••••••••••••••• - 111 

86 R TRCTLPS EBCDIC TH : FIO=2, HPF=Only / OOAI:1, OAF"=81, OAF"=62, SNF""8e83 
RH : ( 1 639626" X) REQ FHO, BCI, ECl, OR1, ERl, COl 

RU Data. · ... : 8613066166816660164F8669116S6146C604E2 * •• } •••••• 1 •••• / FHS 111 

82 S TRCTLPS EBCDIC TH : FIO=2, HPFo:Only / OOAl:1, OAF"=82, OAF"·61, SNF"·6862 
RH : ( 1 639628" X) REQ FHO, BCI, ECl, OR1, ERl, COl 

RU Data. · ... : 88160862686 166SA 124Be68611496686 * •• } ••••••••••••• 111 

84 R TRCTLPS EBCDIC TH : FIO=2, HPF=Only I OOAl=l, OAF' =81, OAF "=62, SNF"·6664 
RH : ( 1 639628" X) REQ FHO, BCl, ECl, OR1, ERl, COl 

RU Data • · ... : 86 1A066 1666 166 14164F66 16 116S6108C9E6E2C6030946C604E2 * •• } •••••• 1 •••• /QIWSFLR FHS 111 

86 S TRCTLPS EBCDIC TH : FIO=2, HPF=Only I OOAl=l, OAF"=82, OAF"=61, SNF""8683 
RH : ( 1 639828" X) REQ FHO, BCl, ECI, OR1, ERl, COl 

RU Data. · ... : 861806826661666A124B666611496666 * •• } ••••••••••••• 111 

88 R TRCTLPS EBCDIC TH : FIO=2, HPF=Only I OOAI:1, OAF"=81, OAF"=61, SNF"·8684 
RH : ( 1 639826" X) REQ FHO, BCl, ECI, OR1, ERl, COl 

RU Data. · ... : 682S0841666 166 1F 162C88 16 116S6108C9E6E2C6030946C604E2886B 1136 * •• } ••••••••••• /QIWSFLR FHS •••• 1II 
4S6B944B2A 9B4066 1B0661666266 lS16 18866B 11364S8B944B2A 9B406666 * •• H ••• ( • • }/ ••••••••••• • H ••• ( •• 'JII 
114E 141966460 66166836848 188A666B 11364S8B944B2A 9B406613662707 *.+ •••• }/ ••••••••••• H ••• ( •••• P'lII 
C3E2E407C4E34B6F6F6F46C604E2866S1133F8666S1132F168141162113A *CSUPOT .??? FHS •••• 8 •••• 1. ••••• 'JII 
118B11661194113211331116116E661S06618864668F1684666B11364S6B * ••••• H ••••••••• • }/ •••••••••••• 'JII 

944B2A9B4066150861666S668F1820666Bl1364S6B944B2A9B40 *H ••• ( •• } ••••••••••••• H ••• ( 'JII 

96 S TRCTLPS EBCDIC TH : FIO=2, HPF=Only / OOAl=l, OAF"=61, OAF""61, SNF" .. 8683 
RH : ( 1 639626 1 X) REQ FHO, BCl, ECl, OR1, ERl, COl 

RU Data ... : 66160642666 1666A 124B6666114 9666666 1 608426662S86A 124B6686114 9 * •• } ••••••••••••••• } ••••••••••• 'JII 
866686SS08436663684F142468 12113AF 1F9F8F9F6F6F3F6F6F6F1F6F6F6 * •••• } •••• 1 •••••• 1989863e861688'J11 
8668116B66663611666S1166F 1 668S1194F 1866S1132F 6666S1133F88686 * •••••••••••• 1 ••• H1 •••• 8 •••• 8 •• 'JII 
111814656617116E08C9E6E2C603096107C3E2E407C4E34BCSE7CS661606 * •••••••• QIWSFLR/PCSUPOT. EXE..}'JII 
426864666A 124B8666114 9668666 160662666S688A 124B6866114966e6 * ••••••••••••••• } ••••••••••••• 'JII 

92 R TRCTLPS EBCDIC TH : FIO=2, HPF=Only / OOAI=l, OAF"=Sl, OAF"=61, SNF"=888S 
RH : ( 1 639626" X) REQ FHD, BCI, ECl, OR1, ERl, COl 

RU Data. · ... : 862C066166e166261840661Cl16E6108C9E6E2C603096107C3E2E407C4E3 * .. } ...... ( .... /QIWSFLR/PCSUPOT'JII 
4BCSE7CS46C604E266661129142C *.EXE FHS •••••• 'JII 

Figure 325. AS/400A to PS/2 BIND Exchanges 
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8.0 Scenario 5: PS/2 (OS2/EE) -- AS/400A -- S/370 --AS/400B 

8.1 Environment Tested 
In this chapter we will describe the definitions required to connect a PS/2 with 
OS/2 EE 1.2 (5250 WSF) to AS/400A via a token-ring .. We have already dis­
cussed how to connect AS/400A and AS/400B to the S/370 subarea network in 
Chapter 5.0, "Scenario 2: AS/400A, AS/400B and PS/2 Adjacent to the Host" on 
page 99 so please refer to that chapter for detailed information and definitions. 

We will also describe how the PS/2 with OS/2 EE 1.2 (5250 WSF) can establish 
sessions with both AS/400A and AS/400B which are situated on either side of 
an S/370 subarea network. 

S 
1 

SSCP 
VTAM V3R2 
SSCPIO=ll 

10BI 

CPNAME=RAB 
NETIO=USIBMRA 

rao10020 

* * * * 

NCP V4R3 
1-------~ITOken-ringl 

* * SA=24 * * * * * * * * * * * * 
OLC 

~I 
eased 

1in021 
*-, .. 

* * * r----..* * 

AS/400 A I---- Token- 100-

ring 

PS/2 
with 

OS/2 EE 1.2 
(5250 WSF) 

On AS/400A 

CPNAME =RALYAS4A 
LCLLOCNAME=RAOTNNB0 
NETIO =USIBMRA 

On PS/2 

CPNAME =RAOTNNB1 
LCLLOCNAME=RAOTNNB1 
NETIO =USIBMRA 

* 
* 
* 
* 

r * 

AS/400B 

On AS/400B 

CPNAME =RALYAS4B 
LCLLOCNAME=AS4B 
NETIO =USIBMRA 

Figure 326. Scenario 5 
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B.2 Definitions on AS/400A (RALYAS4A) for PS/2 (RAOTNNB1) 
When you are going to connect an PS/2 to AS/400A via a token-ring you are 
required to perform the following steps: 

• Check the network attributes 

• Create a line description from AS/400A to the PS/2 

• Create an APPC controller description for the PS/2 

• Configure APPN remote and local location lists 

• Create a mode entry. 

8.2.1 Network Attributes 
The network attributes contain the AS/400's local system values for APPN. You 
can display these attributes by using the DSPNETA command or by gOing to 
menu "NETWORK". 

MAIN AS/4BB Main Menu 

Select one of the following: 

1. User tasks 
2. Office tasks 
3. General system tasks 
4. Files, libraries, and folders 
5. Progranming 
6. Conmunications 
7. Define or change the system 
8. Problem handling 
9. Display a menu 

9B. Sign off 

Selection or conmand 
===~ dspneta 

System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve Fl2=Previous Fl3=User support 
F23=Set initial menu 

(C) COPYRIGHT IBM CORP. 198B, 1988. 

Figure 327. AS/400 Main Menu Screen 

Type DSPNETA to display the network attributes. 
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Current system name •• 
Pending system name • 

Local network 10 •••• 
Local control point name • 
Default local location •• 

Display Network Attributes 

Default mode ••••••••••••• 
Maximum number of conversations for a remote 

location ••••••••••••••• 
APPN node type • • • • • • • • • • • • • 
Maximum number of intenmediate sessions 
Route addition resistance ••••• 
Server network ID/control point name •• 

Press Enter to continue. 

F3-Exit F12-Previous 

Figure 328. Display Network Attributes Screen 

System: RALYAS4A 
RAlYAS4A 

USIBMRA 
RALYAS4A 
RALYAS4A 
MOOS361 

64 
*NETNOOE 
2ee 
128 

More ••• 

Notice we have defined the local control point name, local network 10, default 
location name and APPN node type. You can change these parameters by the 
CHGNETA command or by taking option 2 from the Network menu. 

Display Network Attributes 

Alert status •••••• 
Alert primary focal point • 
Alert default focal point • 
Alert logging status •••• 
Alert controller description 
Message queue • • • • • • 

Library • 
Output queue ••• 

Library ••• 
Job action ••• 
Maximum hop count 
DDM request access 
PC Support request access 

Press Enter to continue. 

F3=Exit F12=Previous 

System: 
*UNATTENO 
*NO 
*NO 
*ALL 

QSYSOPR 
QSYS 

QPRINT 
QGPL 

*FILE 
16 
*OBJAUT 
*OBJAUT 

Figure 329. Display Network Attributes Screen (continued) 

RALYAS4A 
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8.2.2 Create Line Description 
The first step in defining the PS/2 to AS/400A is to create the line description. 
You can do this by either following the screens documented or by using the CL 
command CRTLlNTRN. 

MAIN AS/499 Main Menu 

Select one of the following: 

1. User tasks 
2. Office tasks 
3. General system tasks 
4. Files, libraries, and folders 
5. Prograrrming 
6. Corrmunications 
7. Define or change the system 
8. Problem handling 
9. Display a menu 

99. Sign off 

Selection or corrmand 
===~ 6 

System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve Fl2=Previous Fl3=User support 
F23=Set initial menu 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 330. AS/400 Main Menu Screen 

Select option 6 in Figure 330 to go to the Communications screen. 

CMN 

Select one of the following: 

1. Corrmunication status 
2. Messages 
3. Remote jobs 
4. Configure corrmunications 
5. Network management 
6. Network configuration 
7. Verify corrmunications 
8. Send or receive files 
9. Jobs 

79. Related corrmands 

Selection or corrmand 
===~ 4 

Corrmunications 
System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve Fl2=Previous Fl3=User support 
Fl6=System main menu 

(C) COPYRIGHT IBM CORP. 1980, 1988. 

Figure 331. Communications Screen 

Select option 4 in Figure 331 to configure communications. 
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CFGCHN Configure Communications and Remote Hardware 
System: RALYAS4A 

Select one of the following: 

1. Lines 
2. Communications controllers 
3. Work station controllers 
4. Communications devices 
5. Printers 
6. Display stations 
7. Hodes 
8. Classes-of-service 
9. Configure address and location lists 

Selection or command 
.=.,~ 1 

F3=Exit F4=Prompt F9=Retrieve F12-Previous F13-User support 
F16=System main menu. 

(C) COPYRIGHT IBH CORP. 1989, 1988. 

Figure 332. Configure Communications and Remote Hardware Screen 

Select option 1 in Figure 332 to define your line description. 

Work with Line Descriptions 

Starting character(s) 
System: RALYAS4A 

Position to ••••• 

Type options, press Enter. 
2=Change 3=Copy 4=Delete 5-Display 6-Print 

Opt Line Type Text 

Hore ••• 
Parameters for option 2 or command 
===~ 

F3=Exit F4=Prompt F5=Refresh F6=Create F9=Retrieve F12=Previous 
F14=Work with status 

(C) COPYRIGHT IBH CORP. 1989, 1988. 

Figure 333. Work with Line Descriptions Screen 

Select option F6 in Figure 333 to create the line description. 

Create Line Description 

Type choices, press Enter. 

New line description L41TR 

Line type • • • • •• "'TRLAN 

F3=Exit F12=Previous 

Name 

"'ASYNC=Asynchronous communications I 

"'BSe=Binary synchronous communications 
"'SOLC=Synchronous data link control 
"'TOLC=Twinaxial data link control 
"'TRLAN=Token-Ring local area network 
"'X25=X.25 communications network 

Figure 334. Create Line Description Screen 

The line type we are using is *TRLAN. 
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CRTLINTRN Create Line Desc (Token-Ring) 

Type choices, press Enter. 

Line description •• 
Resource name • • • 
Online at IPL •••• 
Vary on wait •••• 
Maximum controllers 
Maximum frame size • 
Local adapter address 
Exchange identifier •• 
SSAP list: 

••• L4ITR 
11n941 
*YES 
*NOWAIT 
49 
1994 
499919929991 
*SYSGEN 

Name 
Name 
*YES, *NO 
*NOWAIT, 15-189 (1 second) 
1-256 
265, 521, 1933, 1994 
499999999999-7FFFFFFFFFFF ••• 
95699990-956FFFFF, *SYSGEN 

Source Service Access Point • *SYSGEN *SYSGEN, 94, 98, ge, 19 ••• 
+ for more values 

Text 'description' • • • • • •• Token-Ring Line Description 
F3=Exit F4=List F5=Refresh F19=Additional parameters F11=Keywords 
F12=Previous F13=How to use this display 

Figure 335. Create Line Description (TRLAN) Screen 

The resource name is the name of the physical communications port on the 
AS/400. It can be found by executing the command WRKHDWPRD and taking 
the option to work with your rack configuration. 

The local token-ring adapter address of AS/400A is 400010020001. 

Press Enter to create your line description. It will return you to the "Work with 
line descriptions" screen. 
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8.2.3 Create APPC Controller Description 
Now you must create an APPC controller description which describes the PS/2 
you are connecting to. Again, you can follow the screens or enter the CL 
command CRTCTLAPPC. 

CFGCMN Configure Communications and Remote Hardware 

Select one of the following: 

1. Lines 
2. Communications controllers 
3. Work station controllers 
4. Communications devices 
5. Printers 
6. Display stations 
7. Modes 
8. Classes-of-service 
9. Configure address and location lists 

Selection or command 
===~ 2 

System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve F12=Previous F13=User support 
F16=System main menu 

(C) COPYRIGHT IBM CORP. 198e, 1988. 

Figure 336. Configure Communications and Remote Hardware Screen 

Select option 2 in Figure 336 to configure your APPC controller. 

Work with Controller Descriptions 

Position to ••.•• Starting character(s) 

Type options, press Enter. 
2=Change 3=Copy 4=Delete 5=Display 6=Print 

Opt Controller 
QESCTL 
QTICTL 

Type 
*HOST 
*HOST 

Text 

Parameters for option 2 or command 

System: RALYAS4A 

F3=Exit F4=Prompt F5=Refresh F6=Create F9=Retrieve F12=Previous 
F14=Work with status 

(C) COPYRIGHT IBM CORP. 198e, 1988. 

Figure 337. Work with Controller Descriptions Screen 

Select F6 to create your APPC controller description. 
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Create Controller Description 

Type choices, press Enter. 

New controller 
description • • •• TRCTLPSOS2 Name 

Controller type/class *APPC *APPC=Advanced program-to-program 
cOlllllunications 

*ASYNC=Asynchronous cOlllllunications 
*BSC=Binary synchronous cOlllllunications 
*FNC=Finance 
*HOST=SNA host 

F3=Exit Fl2=Previous 

Figure 338. Create Controller Description Screen 

We will be defining *APPC as our controller type as we will be communicating 
to AS/400B. 

CRTCTLAPPC Create Ctl Desc (APPC) 

Type choices, press Enter. 

Controller description ••••• ~ TRCTLPSOS2 
Link type ••••• • ~ *TRLAN 
Online at IPL • • • • • *YES 
APPN capable • • • • • • *YES 
Switched line list. • •• • ~ L41TR 

+ for more values 
Maximum frame size. • • • • *LINKTYPE 
Remote network identifier ••• ~ USIBMRA 
Remote control point name ••• ~ PS2 
SSCP identifier •••.•••• ~ 

Name 
*SDLC, *TRLAN, *X25 
*YES, *NO 
*YES, *NO 
Name 

*LINKTYPE, 265, 521, 1933 ••• 
Name, *NETATR, *NONE 
Name 
e5eeeeeeeeee-e5FFFFFFFFFF 

Initial connection. • • • • *ANS *DIAL, *ANS 
TRLAN remote adapter address • • ~ 4eeeeeeellll eeeeeeeeeeel-FFFFFFFFFFFF 
APPN CP session support •• *NO 
APPN node type • • • • • • • •• *LENNODE 
APPN transmission grp number.. 1 

*YES, *NO 
*ENDNODE, *LENNODE ••• 
1-2e, *CALC 

F3=Exit F4=List F5=Refresh Fll=Keywords Fl2=Previous 
F13=How to use this display 

Figure 339. Create Controller Description (APPC) Screen 

More ••• 

In Figure 339 we will be defining" APPN capable" as *YES. The APPC device 
descriptions will be automatically cre~ted, varied on and attached to the right 
controller using the information defined in the network attributes, the associated 
mode description, the location list and the'application program. It also means 
that the local system will appear as an End Node or Network Node to the adja­
cent system. 

We will use the switched line list name to the token-ring name we have just 
created. 

The token-ring adapter address of the PS/2 is 400000001111. 

Press Enter to create your APPC controller description. 
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8.2.4 Configure APPN Remote and Local Location List 
Since we defined our APPC controller with APPN(*YES) the device descriptions 
will be automatically created. After the automatic creation of the devices the 
AS/400 will vary them on and attach them to the correct controller in the fol­
lowing situations. 

• When a session is requested and the route chosen and the controller 
description doesn't already have a device description with the specified 
remote location name, remote NETID and local location name defined. 

• When a BIND is received for a local location and the controller description 
doesn't already have a device description with the specified remote location 
name, remote NETID and local localtion name defined. 

The AS/400A, in this scenario, doesn't require the remote location of the PS/2 
to be defined as the PS/2 will always be initiating the sessions. 

8.2.5 Create Mode Description 
The mode description describes the session characteristics and number of ses­
sions that will be used to negotiate the allowable values between the local and 
remote locations. A mode with the same name must exist at both end points. 
There must also be a mode entry with the same name in VTAM/NCP. 

This mode description QPCSUPP is created automatically when AS/400 PC 
Support is installed on AS/400A and must be used with AS/400 PC Support. 

In Figure 340 the mode characteristics of QPCSUPP are shown. 

y 

Display Mode Description 

Mode description name • 
Class-of-service •••• 
MaximUm number of sessions • 
Maximum conversations ••• 
locally controlled sessions 
Pre-established sessions •• 
Inbound pacing value •••• 
Outbound pacing value ••• 
Max length of request unit • 
Text • • • • • • . • • • 

Press Enter to continue. 

F3=Exit F12=Previous 

MODO 
COS 
MAXSSN 
MAXCNV 
lClCTLSSN 
PREESTSSN 
INPACING 
OUTPACING 
HAXLENRU 
TEXT 

Figure 340. Display Mode Descriptions Screen 

QPCSUPP 
HCONNECT 
64 
64 
o 
o 
7 
7 
2048 
ASj400 PC Support mode entr 

The parameters defined here must match those defined on the remote location. 
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8.3 Relationship between AS/400A and the PS/2 

PS/2 

SNA BASE PROFILE 

PU NAME-PS2M7a 

APPC lU PROFI lE 

lU NAME-RAOTNNBl 

APPC PARTNER lU 

PRF NAME -AS4ae~ 
PLU AlIAS-AS4aaA 
PlU NAME -USIBMRA. 
DEST ADDR-4eealae2 
MODE -QPCSUPP 

PRF NAME -AS4eeB 
PlU AlIAS-AS4eeB 
PlU NAME -AS4B ~. 
DEST ADDR-4eeelee2 

RAOTNNBa 
aaal 

(a) 
aael +--

MODE -QPCSUPP +--(b) 

lAN PROFILE 

lCl ADDR -4aeeaeee 

525e WSF PROFILE 

SESSION1: 
APPC lU AlIAS- AS4 
MODE - QPC 

SESSION2: 
APPC lU AlIAS- AS4 
MODE - QPC 

1111 

aaB 
SUPP +--(b) 

aaA 
SUPP +--(b) 

I 
I 

r---

(a) Must match the 
and lU name in VTA 

local location of AS/4aaB 
M/NCP. 

(b) Must match with an entry 1n VTA 
MODTAB. 

M 

f-+ 

-+ 

AS/4aaA 

NETWORK ATTRIBUTES 

CPNAME(RAlVAS4A) 
lCLNETID(USIBMRA) 
DFTMODE(MODS36l) 

lINE DESCRIPTION 

LIND (l41TR) 
RSCNAME (LlNe4l) 
TVPE(*TRlAN) 
lClADDR(4aaelaeZeael) 

CONTROllER DESCRIPTION 

CTlD(TRCTlPSOSZ) 
TVPE(*APPC) 
SWLlND(L31TR) 
RMTNETID(USIBMRA) 
RMTCPNAME(PSZ) 
RMTADDR(4aaaaaaallll) 
CPSESS (*NO) 
NODETVPE(*lENNODE) 
SSAP(a4) 
DSAP(a4) 

DEVICE DESCRIPTION 

(auto-configuration) 

DEVD(RAOTNNB1) 
RMTlOCNAME(RAOTNNB1) 
LClLOCNAME(RAOTNNBa) 
CTLD(TRCTlPSOSZ) 
lOCADDR(ae) 

APPN LOCAL LOCATION lIST 

lClLOCNAME(RAOTNNBa) 

Figure 341. Relationship between AS/400A and PS/2 
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8.4 Definitions on the AS/400A (RAL V AS4A) to Host 
When you are going to connect AS/400A as an APPN node to an S/370 subarea 
to support independent LUs you are required to perform the following steps: 

• Check the network attributes 

• Create a line description from AS/400A to VTAM/NCP 

• Create a host controller description for the S/370 host 

• Configure APPN remote and local location list 

• Create a mode entry. 

We have already defined the definitions required to connect AS/400A to the 
host. You can refer to this information in Chapter 5.0, "Scenario 2: AS/400A, 
AS/400B and PS/2 Adjacent to the Host" on page 99. 

8.5 Definitions on AS/400 B (RAL YAS4B) to Host 
When you are going to connect AS/400B as an APPN node to an S/370 subarea 
to support independent LUs you are required to perform the following steps: 

• Check the network attributes 

• Create a line description from the AS/400B to VT AM/NCP 

• Create a host controller description for the S/370 host 

• Configure APPN remote and local location lists 

• Create a mode entry. 

We have already defined the definitions required to connect AS/400B to the 
host. You can refer to this information in Chapter 5.0, "Scenario 2: AS/400A, 
AS/400B and PS/2 Adjacent to the Host" on page 99. 
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8.6 Definitions on the PS/2 (RAOTNNB1) 
In order to configure the PS/2 with OS/2 EE 1.2 for 5250 workstation sessions, 
we have to customize the configuration file QPCSCFG in the following way: 

• Modify Workstation Profile 

• Modify SNA Feature Profile 

• Modify LAN Feature Profile 

• Modify 5250 Workstation Feature Profile. 

For additional information you can refer to IBM Operating System/2 Extended 
Edition Version 1.2 User's Guide. 

8.6.1 Modify Workstation Profile 
From the Communications Configuration Menu in Figure 342 we modified the 
following profiles. 

Veri fy Exit 

Communication Configuration Menu 

Configuration file name. 
Configuration file status 

Verified 

Press FIe to go to the action bar or 

.• QPCSCFG 

select the type of profile you want to configure 

• 1. Workstation profile (and auto-start options) ..• 

2. Asynchronous feature profiles 
3. 327e feature profiles 

• 4. SNA feature profiles 
5. Server-Requester Programming 

Interface (SRPI) profiles 
• 6. LAN feature profiles 
• 7. 525e Work Station Feature profiles 

8. X.25 feature profiles 

9. Configuration file utilities 

Figure 342. OS/2 Communication Configuration Menu Screen 
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WORKSTATION PROFILE (Option 1) 
Autostart options: 

Emulator to start: 525e WSF 
Services to load: SNA/APPC 

SNA FEATURE PROFILES (Option 4) 
SNA Base Profile(l): PU Name PS2M7e 

Network Name 
DLC IBM TOKEN-RING (2): C\SM LAN Id ITSCRAL 

LOADDLC YES 
APPC LU (3): Profile Name QPCS 

LU Alias QPCS 
LU Name RAOTNNB1 
LU Session Limit 128 

APPC 'Partner LU (4): Profile Name AS4eeA 
Partner LU Alias AS4eeA 
Qualified PLU Name USIBMRA.RAOTNNBe 
LU Alias QPCS 
Destination Addrs 4eee1ee2eeel 
PLU Session Limit 64 
Mode Name QPCSUPP 
Init. Sess.Limit QPCSUPP 

Profile Name AS4eeB 
Partner LU Alias AS4eeB 
Qualified PLU Name .AS4B 
LU Alias QPCS 
Destination Addrs 4eee1ee2eeel 
PLU Session Limit 64 
Mode Name QPCSUPP 
Init. Sess.Limit QPCSUPP 

APPC Trsm. Servo (5): Profile Name QPCSUPP 
Session Limit 64 

APPC Init. Sess. (6): Profile Name QPCSUPP 

LAN FEATURE PROFILES (Option 6) 
Use Locally Administered Address 4eeeeeeellll 

5258 WSF PROFILES (Option 7) 
Terminal (1): WSFTERM1 
Specify APPC LU Al ias (3): QPCS 
Session Assignments (4): 525eWSF Prf.Name WSFTERM1 

APPC LU Alias AS4eeB 
APPC Mode Name QPCSUPP 
Session 10 A 

525eWSF Prf.Name WSFTERM1 
APPC LU Alias AS4eeA 
APPC Mode Name QPCSUPP 
Session 10 B 

Figure 343. OS/2 Communications Manager Configuration Summary 

In Figure 343 we configured the workstation profile so that when we start the 
Communications Manager we will automatically start the 5250 WSF emulator 
and load the SNAI APPC services. 

We need SNA/ APPC services since the 5250 Workstation application uses an 
APPC session between an AS/400 and a PS/2 running OS/2 EE 1.2. 
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8.6.2 Modify SNA Feature Profiles 
In Figure 343 on page 261 we configured the following profiles: 

• SNA Base profile 

The PU name is used in error logs and network management alerts to iden­
tify the PS/2. This name should be unique within the network. We defined 
the PU name to be PS2M70. 

• DlC profiles 

In order to use a token-ring connection to AS/400A, we define a token-ring 
OLC adapter. 

The C/SM LAN 10 identifies the particular LAN that this adapter is a 
member of. We have defined this 10 to be ITSCRAL. 

• APPC logical Unit (lU) Profiles 

The local APPC LU profiles identify the PS/2 to different networks. Each 
profile matches a specific configuration. For this scenario we use the profile 
QPCS. 

The LU alias is the same name as the APPC LU profile name and is used to 
specify the local partner in an APPC session. For this scenario we define 
RAOTNNB1 as the LU name which must match the LU name in VTAM/NCP. 

The LU session limit specifies the maximum number of sessions between 
the local LU and all partners LUs. This value must be greater than or equal 
to the sum of all the partner LU session limits that are configured with this 
LU. We have defined the LU session limit as 128. 

• APPC Partner logical Unit flU) Profiles 

These APPC partner LU profiles identify different session partners for the 
PS/2. We defined two profiles in this scenario, AS400A profile for AS/400A 
and AS400B profile for the remote AS/400B. Therefore, we can use 5250 
WSF with both AS/400A and AS/400B. 

AS400A 

The qualified primary LU name of AS/400A is USIBMRA.RAOTNNBO and 
must match the AS/400A local location name. The LU alias is the LU 
profile name to be used for this session. The destination address must 
match the AS/400A token-ring local adapter address of 400010020001; 

We define the mode profile to be used for session establishment as 
QPCSUPP. 

The PLU session limit defines the maximum number of concurrently 
active logical connections between the local LU and this partner. The 
sum of all the mode session limit values for the partner LU must be no 
greater than the partner LU session limit. 

AS400B 

The qualified primary LU name of AS/400B is AS4B and must match the 
AS/400B local location name. The LU alias is the LU profile name to be 
used for this session. The destination address must match the AS/400A 
token-ring local adapter address of 400010020001 because AS/400A is 
connected to the subarea and has AS4B defined in the APPN remote 
location list. 
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We define the mode profile to be used for session establishment as 
QPCSUPP. 

The PLU session limit defines the maximum number of concurrently 
active logical connections between the local LU and this partner. The 
sum of all the mode session limit values for the partner LU must be 'no 
greater than the partner LU session limit. 

• APPC Transmission Services Profile 

The profile name is QPCSUPP. We specify the communication mode name, 
QPCSUPP, and the session limit of 64. This figure must be equal or less 
than the partner LU session limit in the partner LU profile. Take the default 
values for the other parameters. 

• APPC Initial Session Limit Profile 

The profile name is QPCSUPP; it defines the initial session limit setup. 

8.6.3 Modify LAN Feature Profiles 
OS/2 does not need the NETBIOS interface to run the 5250 Work Station 
Feature, therefore we select the IEEE 802.2 interface. We specified in 
Figure 343 on page 261 the "Universally Administered Address = No" and 

-define the "Locally Administered Address" for the adapter as 400000001111. 

Take the default values for the parameters concerning the token-ring logical 
connection. 

8.6.4 Modify 5250 Workstation Feature Profiles 
In Figure 343 on page 261 we configured the following session profiles: 

• Terminal Profiles 

-We used WSFTERM1 as the terminal profile to determine the terminal attri­
butes for keyboard, screen color etc. 

• Specify APPC LU Alias 

We used the PS/2 alias of QPCS for the APPC LU alias. 

• Session Assignments 

Select session number 1, which is the one to be displayed first, as stated in 
the Workstation Profile option. We assigned AS/400B to the first session by 
selecting the AS400B profile. We defined the following: 

5250 WSF Profile Name: WSFTERM1 

APPC Partner LU Alias: AS400B 

APPC Mode Name: QPCSUPP 

Short Session 10: A (useful for file transfer only). 

We assigned AS/400A to the second session by selecting the AS400A 
profile. We defined the following: 

5250 WSF Profile Name: WSFTERM1 

APPC Partner LU Alias: AS400A 

APPC Mode Name: QPCSUPP 

Short Session 10: B (useful for file transfer only). 
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8.7 Definitions Defined in the Host (RAB)for'the PS/2 

*********************************************************************** 0122000a 
* BUILD ~IACRO SPECIFICATIONS * 0123000a 
*********************************************************************** 0124000a 
NCPBUILD BUILD VERSION=V4R3, 

ADDSESS=20, 
AUXAODR=10, 
ENABLTO=6.5, 
MAXSESS=16, 
MAXSSCP=8, 
MODEL=3725, 
NAMTAB=50, 
NETIO=USIBMRA, 
NEWNAME=RAONCPO, 
SUBAREA=24, 
COSTAB=ISTSDCOS, 
SESSLIM=64 

, NCP V4 REL3 X0125000a 
ENOUGH BLOCKS DEFINED IN RESSCB X0126000a 
ADDITIONAL PLU ADDRESSES FOR IlU X0126010a 
IBM 386X REQUIRE 6.5 AS MINIMUM X0137000a 
MAX LU-LU SESSIONS ANY LU CAN HAVE X0140000a 
MAXIMUM SESSIONS FOR LU X0140100a 
!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!! X0142000S 
# ENTRIES FOR SSCP, CP & NET NAMES X0143000a 
NATIVE NETWORK X0143100a 
NAME OF THIS LOAD MODULE V3X0144000a 
SUBAREA ADDRESS = 24 X0147000a 
COS TABLE USED TO ACTIVATE ER/VR X0152000a 
NUMBER OF SESSIONS PER NAF 015aooos 

Figure 344. NCP BUILD Macro for the AS/400A and PS/2 

In Figure 344 we define the BUILD macro which indicates the NCP version, the 
type of communication controller to be used and the name of this load module. 
It also specifies the NCP subarea of 24. USIBMRA is the network 10 for the 
VT AM/NCP node. 

Figure 345. NCP Line Macro for the AS/400A and PS/2 

In Figure 345 the line RAOL0020 is specified as a non-switched multipoint line 
attached to the host RAB. 
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*********************************************************************** 0799300S 
* PU/lU MACRO RESERVED FOR THE AS/400A (RAlYAS4A) * osooooos 
*********************************************************************** OS01000S 
*RAOP1B PU ADDR=C4, 3270 ADDRESS='C' (EBCDIC) X OS02000S 
* OS021009 
* PU AND lU DEFINITION FOR AS/400A OS022009 
* FOR SUPPORT DEPENDENT AND INDEPENDENT lUS OS023009 
* GER ROOVERS EXT. 2322 OS024009 
* OS025009 
*********************************************************************** OS026010 
RAOP1B PU ADDR=C4, 3270 ADDRESS='C' (EBCDIC) XOS029209 

HAXDATA=265 , MAXIMUM AMOUNT OF DATA X8S829389 
HAXOUT=7, MAX SDlC FRAMES BEFORE RESPONSE XOS0294B9 
PACING=(7) , PACING SET BY BIND IMAGE XOS029512 
ANS=CONTINUE, KEEPS CROSS-DOMAIN RUNNING XOS029689 
PASSlIM=7, X8S829789 
PUTYPE=2, X8S829S89 
RETRIES=(,1,4), 4 RETRIES, 1 SECOND BETWEEN X8S029909 
DISCNT=(NO) , (V) VTAH ONLY XOS030009 
ISTATUS=ACTIVE, (V) VTAM ONLY XOS830109 
VPACING=S, (V) VTAM ONLY XOS830210 
XID=YES OS830310 

* STATOPT='AS/480 T2.1' OS030410 
********************************************************************** OS030509 
* DEFINITIONS FOR AS/400A * 8S038609 
* RAOTNNB8 TO B3 INDEPENDENT lUS OS030709 
********************************************************************** OS031609 
RAOTNNBO lU RESSCB=4, INDEPENDENT lU for AS/400A XOS031710 

lOCADDR=8, XOS031S13 
MODETAB=MTGS3X, XOS031910 
DlOGMOD=MODS361, X8S832010 
ISTATUS=ACTIVE OS032110 

* STATOPT=' INDEPENDENT lU' OS032210 
RAOTNNBI lU RESSCB=4, INDEPENDENT lU for PS/2 XOS032310 

lOCADDR=O, XOS032413 
MODETAB=MTGS3X, XOS032510 
DlOGMOD=QPCSUPP, XOS832610 
ISTATUS=ACTIVE OS032710 

* STATOPT='INDEPENDENT lU' OS032810 
RAOTNNB2 lU RESSCB=4, INDEPENDENT lU for AS/400B XOS032910 

lOCADDR=O, X08033013 
MODETAB=MTGS3X, X8S033110 
DlOGMOD=QPCSUPP, X88033210 
ISTATUS=ACTIVE 08033310 

* STATOPT='INDEPENDENT lU' 08033410 
RAOTNNB3 lU RESSCB=4, INDEPENDENT lU X08033510 

lOCADDR=O, XOS033613 
MODETAB=MTGS3X, XOB033710 
DLOGMOD=MODS361, XOB033810 
ISTATUS=ACTIVE OB033910 

* STATOPT='INDEPENDENT lU' OB034010 

Figure 346. NCP PU and LU Macro for the AS/400 

In Figure 346 the PU "RAOP1 B has a PU address of C4 defined. This value has 
to match the station address defined in the AS/400A controller description for 
this host. 

PUTYPE = 2 and XID = YES must be specified so the host appears as a T2.1 
node to the AS/400. 

The LU used for scenario 5 is RAOTNNBO for AS/400A and RAOTNNB1 for PS/2. 
Because they are independent LUs, we have to specifiy LOCADDR=O. 
RESSCB = 4 means that this specific LU has four reserved session control 
blocks to itself. 
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8.8 Activate Communications on AS/400A to PS/2 
This section will describe how to activate a communications link between 
AS/400A and the PS/2. 

To activate a token-ring line on AS/400A you need to "vary on" the line, then 
the controller. The following screens will guide you through this exercise. You 
can also go directly to the Work with Configuration Status screen by using the 
WRKCFGSTS command. 

MAIN AS/40B Main Screen 

Select one of the following: 

1. User tasks 
2. Office tasks 
3. General system tasks 
4. Files, libraries, and folders 
5. Programming 
6. Communications 
7. Define or change the system 
8. Problem handling 
9. Display a menu 

90. Sign off 

Selection or command 
••• ~ 6 

System: RAlYAS4A 

F3-Exit F4=Prompt F9=Retrieve F12=Previous F13=User support 
F23=Set initial menu 

(C) COPYRIGHT IBM CORP. 198B, 1988. 

Figure 347. AS/400 Main Screen 

Select option 6 in Figure 347 to go to the Communications screen. 
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CHN 

Select one of the following: 

1. Conmunication status 
2. Messages 
3. Remote jobs 
4. Configure conmunications 
5. Network management 
6. Network configuration 
7. Verify conmunications 
8. Send or receive files 
9. Jobs 

7e. Related conmands 

Selection or conmand 
===~ 1 

Conmunications 
System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve Fl2=Previous Fl3=User support 
Fl6=System main menu 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 348. Communications Screen 

Select option 1 in Figure 348 to communications status. 

CMNSTS Conmunications Status 

Select one of the following: 

1. Work with line status 
2. Work with controller status 
3. Work with device status 

7e. Related conmands 

Selection or conmand 
===~ 1 

System: RALYAS4A 

F3=Exit F4=Prompt F9=Retrieve Fl2=Previous Fl3~User support 
Fl6=System main menu 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 349. Communications Status Screen 

Select option 1 in Figure 349 to work with line status. 

WRKCFGSTS Work with Configuration Status 

Type choices, press Enter. 

Type. • • • • • • • • •• • ~ *LIN 
Configuration description • ~ L41TR 

F3=Exit F4=List F5=Refresh Fl1=Keywords 
F13=How to use this display 

*LIN, *CTL, *OEV 
Name, generic*, *ALl, *CMN ••• 

F12=Previous 

Figure 350. Work with Communications Status Screen 

Type the line description name in Figure 350 to work with line status. 
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Work with Configuration Status 

Position to ••••• Starting character(s) 

Type options, press Enter. 
I=Vary on 2=Vary off 
6=Release device 

3=Hold device 4=End recovery 
7=Resume recovery 

System: RALYAS4A 

5=Work with job 

Opt Lin/Ctl/Dev/Mod Status -------------Job--------------
1 L41TR VARIED OFF 

Parameters for options 1, 2, 3 or command 

F3=Exit F4=Prompt F5=Refresh F9=Retrieve Fl2=Previous 
Fl4~Work with lines 

More ••• 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 351. Work with Communications Status Screen 

Type option 1 to vary on the line in Figure 351. 

CMNSTS Communications Status 
System: RALYAS4A 

Select one of the following: 

1. Work with line status 
2. Work with controller stat'us 
3. Work with device status 

79. Related commands 

Selection or command 
.n"'·2 

F3=Exit F4=Prompt F9=Retrieve F12=Previous Fl3=User support 
F16=System main menu 

(C) COPYRIGHT IBM CORP. 1989, 1988. 

Figure 352. Communications Status Screen 

Select option 2 in Figure 352 to work with controller status. 

Work with Configuration Status 
System: RALYAS4A 

Position to ••••• Starting character(s) 

Type options, press Enter. 
I"'Vary on 2=Vary off 
6=Release device 

3=Hold device 4=End recovery 
7-Resume recovery 

5=Work with job 

Opt Lin/Ctl/Dev/Mod Status -------------Job--------------
1 TRCTLPSOS2 VARIED OFF 

RAOTNNBI VARIED OFF 

Parameters for options 1, 2, 3 or command 

F3=Exit F4=Prompt F5=Refresh f9=Retrieve F12=Previous 
Fl4=Work with lines 

Hore ••• 

(C) COPYRIGHT IBM CORP. 198a, 1988. 
\. 

Figure 353. Work with Communications Status Screen 

Select option 1 in Figure 353 to vary on the controller. 
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Work with Configuration Status 
System: RALYAS4A 

Position to ••••• Starting character(s) 

Type options, press Enter. 
I-Vary on 2=Varyoff 3=Hold device 4=End recovery 5E Work with job 
6-Release device 7=Resume recovery 

Opt Lin/Ctl/Dev/Hod Status -------------Job--------------
L41TR ACTIVE 

TRCTLPSOS2 ACTIVE 
RAOTNNBI ACTIVE 

Parameters for options 1, 2, 3 or command 
.==~ 

F3=Exit F4=Prompt F5=Refresh F9=Retrieve FI2=Prev;ous 
Fl4=Work with lines 

Hore ••• 

(C) COPYRIGHT IBH CORP. 198e, 1988. 

Figure 354. Work with Communications Status Screen 

If you select F5 to refresh the screen in Figure 351 on page 268 the tOken-ring 
line is ACTIVE and the controller is ACTIVE. Because we specified CP-CP 
session support and APPN *YES the device descriptions are automatically 
created, attached to the right controller and varied on. The refreshed screen is 
shown in Figure 354. 
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8.9 Activating Communications on the PS/2 

Message Status Advanced Exit 

Communications Manager Main Menu 

Active configuration file. 
Configuration file status •••••• 

Verified 

Press Fl9 to go to the action bar or 
select an item below and press Enter . 

• 1. Start communications ..• 
2. Stop communications ••• 
3. Transfer file ••. 

QPCSCFG 

4. Specify new configuration file name default ••• 

Figure 355. OS/2 Communications Manager Main Menu 

Select option 1 in Figure 355 to start communications. 

Start Communications 

1. 3279 terminal emulation {DFT) •.• 
2. 3279 terminal emulation {non-DFT) ..• 
3. ASCII terminal emulation ••• 

• 4. 5259 Work Station Feature •.• 

Esc=Cancel Fl=Help 

Figure 356. Start Communications Menu 

I Fl=Help 

Select option 4 in Figure 356 to start the 5250 WSF. The next screen to appear 
will be this signon screen for AS/400B. You can jump to AS/400Aby pressing 
the Alt and Page Up keys on an enhanced keyboard or Alt and F9 on an AT 
keyboard. 
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8.10 Activating communications on the S/370 Host for the PS/2 

NCCF NET V lEW RABAN WTCR21 05/31/89 16:38:30 
* RABAN 

RABAN 
RABAN 

C RABAN 
RABAN 

v NET,ACT,IDzRAOL0020 ~-------
IST0971 VARY ACCEPTED 
IST0931 RAOL0020 ACTIVE 
.AOPNLIST RAOL0020 NONE 
IST0971 DISPLAY ACCEPTED 

Figure 357. Activate Line for AS/400A 

ASJ400A is T2.1 node connected to the host via a SOLC leased line. Therefore 
to vary on the line we should issue the VTAM command 
"V NET,ACT,ID = RAOL0020". 

NCCF NET V lEW RABAN WTCR21 05/31/89 16:39:12 
* RABAN 

RABAN 
RABAN 

C RABAN 

V NET,ACT,ID=RAOP1B,SCOPE=ALL ~--------

RABAN 

IST0971 VARY ACCEPTED 
IST0931 RAOP1B ACTIVE 
.AOPNLIST RAOP1B NONE 
IST0971 DISPLAY ACCEPTED 

Figure 358. Activate PU for the AS/400A 

To vary on ASJ400A PU enter the VT AM command 
"V NET,ACT,ID = RAOP1 B,SCOPE = ALL". 

NCCF NET V lEW RABAN WTCR21 05/31/89 16:40:02 
C RABAN DISPLAY NET,ID=RAOP1B,SCOPE=ALL 

RABAN IST0971 DISPLAY ACCEPTED 
I RABAN 

IST0751 NAME = RAOP1B , TYPE = PU_T2.1 ~---------
IST4S61 STATUS- ACTIV , DESIRED STATE- ACTIV 
ISTOS11 LINE NAME - RAOL0020, LINE GROUP = RAOGSFLO, MAJNOD = RAONCP1 
IST6541 I/O TRACE = OFF, BUFFER TRACE = OFF 
IST3551 LOGICAL UNITS: 
ISTOSOI RAOTNNBO ACTIV 
ISTOSOI RAOTNNB3 ACTIV 
ISTOSOI RAOT1B01 ACTIV 
ISTOSOI RAOT1B04 ACTIV 
ISTOSOI RAOT1B07 ACTIV 
ISTOSOI RAOT1BOA ACTIV 
ISTOSOI RAOT1BOD NEVAC 
ISTOSOI RAOT1S0G ACTIV 
ISTOSOI RAOT1BOJ ACTIV 
IST3141 END 

RAOTNNB1 ACT/S 
RAOTNNB4 ACTIV 
RAOTlB02 ACTIV 
RAOTlB05 ACTIV 
RAOTlBOS ACTIV 
RAOTlBOB NEVAC 
RAOTlBOE ACTIV 
RAOTlBOH ACTIV 

RAOTNNB2 ACTIV 
RAOTNNB5 ACTIV 
RAOTlB03 ACTIV 
RAOTlB06 ACTIV 
RAOTlB09 ACTIV 
RAOTlBOC NEVAC 
RAOTlBOF ACTIV 
RAOTlBOI ACTIV 

Figure 359. Display Status of the PU for the AS/400A 

Figure 359 displays the status of the PU for AS/400A. Notice that the PU is 
seen as a T2.1 after activation and RAOTNNB1 (PS/2) is active and in session. 
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NCCF NET V lEW RABAN WTCR21 a6/21/89 18:a7:a9 
C RABAN DISPLAY NET,ID=RAOTNNB1,SCOPE=ALL 

RABAN ISTa971 DISPLAY ACCEPTED 
I RABAN 

ISTa751 NAME = RAOTNNB1 , TYPE = LOGICAL UNIT 
IST4861 STATUS= ACT/S , DESIRED STATE= ACTIV 
IST8611 MODETAB=MTGS3X USSTAB=***NA*** LOGTAB=***NA*** 
IST9341 DLOGMOD=MODS361 
IST5971 CAPABILITY-PLU ENABLED ,SLU ENABLED ,SESSION LIMIT NONE 
ISTa811 LINE NAME = RAOLaa2a, LINE GROUP = RAOGSFLa, MAJNOD = RAONCP2 
IST1351 PHYSICAL UNIT = RAOP1B 
ISTa821 DEVTYPE = INDEPENDENT LU 
IST6541 I/O TRACE = OFF, BUFFER TRACE = OFF 
IST1711 ACTIVE SESSIONS = aaeeeeeae2, SESSION REQUESTS = eeeeeeeeee 
IST2961 SESSIONS: 
IST6341 NAME STATUS SID SEND RECV VR TP NETID 
IST6351 AS4B ACTIV-S CE773A1F5526339C a a USIBMRA 
IST6351 AS4B ACTIV-S CE773A1F5526339B e e USIBMRA 
IST3141 END 

Figure 360. Display Status of the LU for the PS/2 

Figure 360 displays the status of the LU for the PS/2. Notice the new device 
type of "independent LU". VTAM recognizes that it is an independent LU 
because of the LOCADDR =00 in the NCP major node. 

If you look at IST6351 you will see that this PS/2 LU (RAOTNNB1) has an active 
session with AS/400B LU (AS4B). 

NCCF NET V lEW RABAN WTCR21 96/21/89 18:96:53 
C RABAN DISPLAY NET,ID=AS4B,SCOPE=ALL 

RABAN IST9971 DISPLAY ACCEPTED 
I RABAN 

ISTa751 NAME = AS4B , TYPE = LOGICAL UNIT 
IST4861 STATUS= ACT/S , DESIRED STATE= ACTIV 
IST8611 MODETAB=MTGS3X USSTAB=***NA*** LOGTAB=***NA*** 
IST9341 DLOGMOD=QPCSUPP 
IST5971 CAPABILITY-PLU ENABLED ,SLU ENABLED ,SESSION LIMIT NONE 
IST1351 PHYSICAL UNIT = RAOTRPU2 
IST1361 SWITCHED SNA MAJOR NODE = SWRAOTR 
ISTa821 DEVTYPE = INDEPENDENT LU 
IST6541 1/0 TRACE = OFF, BUFFER TRACE = OFF 
IST1711 ACTIVE SESSIONS = 9aa9aaaea2, SESSION REQUESTS = eaeeeaaaea 
IST2e6I SESSIONS: 
IST6341 NAME STATUS SID SEND RECV VR TP NETID 
IST6351 RAOTNNB1 ACTIV-P CE773A1F5526339C e a USIBMRA 
IST6351 RAOTNNB1 ACTIV-P CE773A1F5526339B 9 e USIBMRA 
IS13141 END 

. ,'------------------------------------------------------
Figure 361. Display Status of the LU for the AS/400A 

Figure 361 displays the status of the LU for AS/400B. Notice the new device 
type of "independent LU". VTAM recognizes that it is an independent LU 
because of the LOCADDR=OO in the NCP major node. 

If you look at IST6351 you will see that AS/400B LU (AS4B) has an active session 
with the PS/2 LU (RAOTNNB1) and in this case the PS/2 is the primary LU. 
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8.11 Traces AS/400A to RAB to AS/400B 
The following traces were taken on AS/400A using the trace facility. This trace 
displays both the XID3 exchanges and the BIND exchanges between AS/400A 
and the host. You will also see the exchanges being passed from AS/400A to 
AS/400B behind the S/370 subarea. 

COMMUNICATIONS TRACE 
Trace Descri pti on 
Li ne name ••• 
Line protocol • 
Start Date/Time 
End Date/Time • 
Bytes coll ected 
Buffer si ze •• 
Da ta di recti on • 
Stop on buffer full 
Format SNA data only. 
Format RR, RNR commands 
Controller Name ••• 
COMMUNICATIONS TRACE 
Record Number • 
SIR • • • • • • 
Data Length ••• 
Record Timer • 
Record Status • 
Controller name. 
Command • • • • 
Number sent • • 
Number recei ved • 
Po ll/Fi na 1 ••• 

Commands/Responses: 

UI •• 
SNRM • 
XID • 
SNRME 
UA •• 
***** 

COMMUNICATIONS TRACE 

Title: 496A TO RAB TO 466B 97/29/89 97:52:96 
466A TO RAB TO 469B 
L24626 
SDLC 
67/26/89 67:46:66 
97/29/89 97:51:45 
13342 
3 1=128K, 2=256K, 3=2948K 
3 l=Sent, 2=Received, 3=Both 
N V=Ves, N=No 
N Y=Yes, N=No 
N Y=Yes, N=No 

: *ALL *ALL, name 
Title: 496A TO RAB TO 496B 67/29/89 97:52:96 

Number of record in trace buffer (decimal) 
S=Sent R=Received M=Modem Change 
Amount of data in record (decimal) 
Time stamp (l66 millisecond resolution, hexadecimal) 
Status of record 
Name of controller associated with record 
Command/Response information 
Count of records sent 
Count of records received 
ON=Po 11 for Commands, Fi na 1 for Responses 

Unnumbered Information 
Set Normal Response Mode 
Exchange 10 
Set Normal Response Mode Extended 
Unnumbered Acknowledgment 
Inval i d Command/Response 

Title: 466A TO RAB TO 466B 97/26/89 97:52:66 
Record Data Record Record Data Controller Number Number Poll/ 
Number SIR Length Status Timer Type Name/Number Command Sent Recei ved Fi na 1 

6 R 6 66666666 1AD3 /C4 XID ON 
7 S 84 66666666 1AD3 /C4 XID ON 

Data ••• : 32546561567866968664C6699696666991619B666692699669696967669E 
11F4E4E2C9C2D4D9C14BD9C1D3E8C1E2F4C19E69F7C1C1C1C1C1C1C5E916 
17Fl161161136611F9F4F6F6C2F5F9F1F6F9F6F1F5F6F7F8 

19 R 119 99666999 1B91 /C4 XID ON 
Data •• . . 34 77FFFFFFFD9696 1684499696996666666 16B 1966 165A9999699997666E 

9CF4E4E2C9C2D4D9C14BD9C1C26E68F1D9C1D6D5C3D7F29E67F7D9C1D6D7 
F1C2163766161191139611F3F7F2F5F8F6F6F6F6F6F6F8F1F8F2F5261164 
9E62F5F6F6F8F8F5F4F6F1F3F9F66864F6F4F6F3F6F667698991661626 

29 S 84 66666666 1B61 /C4 XID ON 
Data ••• : 3254656159781:l6998994C6669669996691919B666662696666966667699E 

11F4E4E2C9C2D4D9C14BD9C1D3E8C1E2F4C16E99F7CIC1C1C1C1C1C5E919 
17Fl161161139611F9F4F9F6C2F5F6F1F9F6F9F1F5F6F7F8 

32 R 6 69969666 1B2D /C4 SNRM ON 
33 S 6 96669669 1B2D /C4 UA ON 

Figure 362. AS/400A to RAB XI03 Exchanges 

Page: 

Page: 2 

Page: 3 

* ••• /& ••••• { ••••••••••••••••••• .-
*.4USIBMRA.RALVAS4A •• 7AAAAAAEZ.'-
*.1 •••••• 9496B56166915678 1II 

* ••••••••• D ••••••••••• ! ..•..•. 1II 
*.4USIBMRA.RAB •• 1RAONCP2 •• 7RAOPlil 
*lB ••••••••• 3725666666961825 ••• 1II 
* •• 566885461366 •• 646396 •• 1 •••• 1II 

* ••• /& ••••• { ••••••••••••••••••• 1II 
*.4USIBMRA.RALVAS4A •• 7AAAAAAEZ.1II 
*.1 •••••• 9496B59169915978 1II 
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COMMUNICATIONS TRACE Title: 4S8A TO RAB TO 488B 87/28/89 87:52:81 
Trace Description 488A TO RAB TO 488B 
Line name •••••••••• L24828 
Line protocol 
Start Date/Time 
End Date/Time • 
Bytes collected 
Buffer si ze •• 
Data di recti on • 
Stop on buffer full 
Format SNA data only 
FormatRR, RNR commands 
Controller Name •• 

SDLC 
87/28/89 87:46:88 
87/28/89 87:51:45 
13342 
3 1=128K, 2=256K, 3=2848K 
3 1=Sent, 2=Received, 3=Both 
N Y=Yes, N=No 
Y, Y=Yes, N=No 
N Y=Yes, N=No 
*ALL *ALL, name 

COMMUNICATIONS TRACE Title: 488A TO RAB TO 48SB 87/28/89 87:52:81 

Record Number. Number of record in trace buffer (decimal) 
SIR • • • • • • • S=Sent R=Recei ved M=Modem Change 
Controller name. Name of Controller associated with record 
SNA Data TH, RH and RU for record 
TH • • • • • • • Transmi ssi on Header 
RH • • • • • • Request/Response Header 
RU • • • • • • Request/Response Unit 
TH Parameter Descriptions: 

FID Format Indentification 
MPF • Mapping Field (segment of Basic Information 

Unit (BIU) - ONLY, FIRST, MIDDLE, LAST) 
OAF. • Origination Address Field 
OAF • Destinati on Address Fi el d 
SNF • Sequence Number Fi e 1 d 
DCF Da ta Count Fi e 1 d 
LA Local Address 
ODAI OAF-OAF Assignor Indicator 
EFI • • • Expedited Flow Indicator 
LU • Logical Unit 
SSCP System Servi ces Control Poi nt 
PU • Physical Unit 

RH Parameter Descri pti ons: 
REQ • • • • • • •• Request 
RSP • • • • • • •• Response 
RH Category Descriptions: 

NC • • Network Control 
SC • • • Sessi on Control 
DFC Data Flow Control 
NC • • Network Control 
FMD Functi on Management Data 

FMH Function Management Header 
RH Indicators: 

FI 
SOl 
BCI 
ECI 
DR1 
DR2 
ERI 
RTI 
QRI 
EBI 
COl 
PI 
BBI 
CSI 
EDI 
POI 
CEBI • 
RLWI •• 

Format Indicator 
Sense Data Included Indicator 
Begin Chain Indicator 
End Chain Indicator 
Defi ni te Response 1 Indi cator 
Definite Response 2 Indicator 
Excepti on Response Indi cator 
Response Type Indicator 
Queued Response Indicator 
End Bracket Indicator 
Change Di recti on Indi cator 
Pacing Indicator 
Begi n Bracket Indi cator 
Code Sel ecti on Indi cator 
Endphered Data Indicator 
Padded Data Indicator 
Conditional End Bracket Indicator 
Request Larger Window Indicator 

Figure 363. AS/400A to Host BIND Exchanges 
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COMMUNICATIONS TRACE Title: 488A TO RAB TO 488B 97/28/89 87:52:81 Page: 3 
Record Controller Data 
Nu.ber SIR Na.e Type 

----------
38 R P24828D EBCDIC 

RU Co..and • 
RU Data. 

44 S P24828D EBCDIC 

RU Co.and • 
RU Data. 

673 S P24828D EBCDIC 

RU Co.and • 
RU Data. 

675 R P24828D EBCDIC 

RU Data. · ... 
678 R P24829D EBCDIC 

RU Command •••• 
RU Data ••••• 

682 S P24828D EBCDIC 

: 
: 

: 
: 

: 

: 

: 

RU Co.and •••• : 
RU Data. · ... : 

684 R P24829D EBCDIC 

RU Data. · ... : 
689 R P24929D EBCDIC 

RU Data. · ... : 
693 S P24929D EBCDIC 

RU Data. · ... : 
696 S P24929D EBCDIC· 

RU Command •••• 
RU Data ••••• : 

SNA Data: TH. RH. RU 
-----------------------------------------------------------------------------------------------. 
TH: FID=2 •. MPF=Only . / ODAI-8. DAF'-89. OAF'-98. SNF'-19A8. EFI 
RH: ('6B8999'X) REQ SC. Fl. BCI. ECI. DR1 
ACTPU 
11928195899999989B * ........ . 
TH: FIDe 2. MPF=Only / ODAI-8. DAF'-99. OAF'-98. SNF'=19A8. EFI 
RH: ('EB8989'X) RSP SC. Fl. DR1 
ACTPU 
1111494848484948494999898781999999999899 * .. 
TH: FID=2. MPF=Only / ODAI=l. DAF'·99, OAF'=92, SNF'=E159. EFI 
RH: ('6B8199'X) REQ SC, FI, BCI, ECI. DR1. PI 
BIND 
31991387B8B959B39188858588918682988898888899881823889998D9C1 * •••••• & ... EE •••••••••••••••• RA~ 
D6E3D5D5C2F11F989992E2D5C1E2E5C3D4C7898388E1F76A5AE1F76A8994 *OTNNB1 •••• SNASVCMG •••• 7.!.7 ••• ~ 
D9C1D6E3D5D5C2Fl9994C1E2F4C26919CE773A1F5526339B19E4E2C9C2D4 *RAOTNNB1. .AS4B- ••••• ~ •••• USI BM" 
D9C14BD9C1D3E8C1E2F4C19E11F4E4E2C9C2D4D9C14BD7E2F24948494949 *RA.RAlVAS4A •• 4USIBMRA.PS2 " 
2B2A9282164614899119E4E2C9C2D4D9C14BD9C1D3E8C1E2F4C112461989 * •••••••••• USIBMRA.RAlVAS4A •••• " 
818BE4E2C9C2D4D9C14BD9C1C2982C9A9498E2D5C1E2E5C3D4C7 * •• USIBHRA.RAB ••••• SNASVCMG" 
TH: FID=2, HPF=Only / ODAI=9, DAF'=98, OAF'·81, SNF'·8988, EFI 
RH: ( '839199' X) RSP FHD, PI 
897FFF *.'1. 
TH: FID=2, MPF=Only / ODAI=l, DAF'=92, OAF'-89. SNF'=E159, EFI 
RH: (' EB8999, X) RSP SC, Fl. DR1 
BIND 
31891397B9B958B399898585899996929999999999989919239999992399 * •••••• & ... EE •••••••••••••••••• " 
9992E2D5C1E2E5C3D4C7999399E1F76A5AE1F76A9D95E4E2C9C2D4D9C14B * •• SNASVCHG •••• 7.!.7 ••• USIBMRA." 
C1E2F4C299992C9A919849494949494949496919CE773A1F5526339B19E4 *AS4B...... - •••••••••• U" 
E2C9C2D4D9C14BD9C1D3E8C1E2F4C1 *SIBHRA.RAlVAS4A" 
TH: FID=2, MPF=Only I ODAI=l, DAF'·99. OAF'=92. SNF'=9991 
RH: ('9B9529'X) REQ FHD, FI, BCI. ECI, DR1, ERI, RlWI, PI. CDI 

9D8592FF9883D889889286F18899191218829988889999488828988ee988 * •••••• } •••• 1 ••••••••••••••••• " 
D8D7C3E2E4D7D749 *QPCSUPP" 
TH: FID=2, HPF=Only / ODAI=l. DAF'-92. OAF'·ee. SNF'·eeee. EFI 
RH: ('83e18e'X) RSP FHD, PI 
eee888 * ••• 
TH: FID=2. MPF=Only / ODAI=l, DAF'=92. OAF'·ee. SNF'=ee91 
RH: ('9391e1'X) REQ FHD, BCI, ECI, DR1, ERI, PI. CEBI 
ee19121e8Ae99989988949992988889998D8D7C3E2E4D7D749 * ......... . 
TH: FID=2, MPF=Only I ODAI-1, DAF'-99, OAF'=92, SNF'=9999, EFI 

•••••• QPCSUPP 

RH: ('839.199'X) RSP FHD, PI 
999981 * ... 
TH: FID=2, MPF=Only I ODAI=l. DAF'=81, OAF'=92. SNF'=E15D, EFI 
RH: ('6B8199'X) REQ SC, FI, BCI, ECI. DR1. PI 
BIND 
31991397B9B959B3978985858987868289999999999999192399999SD9C1 
D6E3D5D5C2F 11F 999992DSD7C3E2E4D7D7 49999399E IF76A5EE 1F76A9994 
D9C1D6E3D5D5C2F19994C1E2F4C26919CE773A1F5526339C19E4E2C9C2D4 
D9C14BD9C1D3ESC1E2F4C19E11F4E4E2C9C2D4D9C14sD7E2F24949494949 
2B2A9292164614S99119E4E2C9C2D4D9C14BD9C1D3E8C1E2F4Cl124619S9 
9 19BE4E2C9C2D4D9C 14BD9C 1 C2992C9A9 19S 7BC3D6D5D5C5C3E3 

* ...... & ••• EE •••••••••••••••• RA~ 
*OTNNB1. ••• QPCSUPP •••• 7.:.7 ••• ~ 
*RAOTN NB 1. • AS4B- •••••••••• US I BH~ 
*RA.RAlVAS4A •• 4USIBHRA.PS2 ~ 

* •••••••••• USIBHRA. RAl VAS4A •••• ~ 
* •• USIBMRA.RAB ••••• ICONNECT " 

Figure 364. AS/400A to Host BIND Exchanges 
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698 R 

7e1 R 

795 S 

7S7 R 

711 S 

713 R 

722 R 

726 s 

731 S 

733 R 

734 R 

735 R 

737 S 

P24e2eD 

RU Data. 
P24e2S0 

EBCOIC 

EBCDIC 

RU Command • • • • : 
RU Data • • • •• : 

P24e2S0 

RU Command 
RU Data. 
P249290 

RU Data • 
P249290 

EBCDIC 

EBCDIC 

EBCOIC 

RU Command • • • • : 
RU Oata • • • •• : 

P24S290 

RU Oata 
P2492eO 

RU Data • 

P2492eo 

RU Oata • 
P249290 

P249290 

RU Oata • 

P2492eo 

RU Oata • 

P2462eo 

RU Oata • 
P249290 

RU Data • 

EBCOIC 

EBCOIC 

EBCDIC 

EBCOIC 

EBCOIC 

EBCOIC 

EBCOIC 

EBCDIC 

TH: FID=2. MPF~Only / OOAI=e. OAF'=ee. OAF'=e1. SNF'·eeee. EFI 
RH: ('S381ee'X) RSP FHO. PI 
ee7FFF * .•. 
TH: FID=2. HPF=Only / OOAI=l. OAF'=e2. OAF'=e1. SNF'=ElSO. EFI 
RH: ('E88eee'X) RSP SC. FI, OR1 
8INO 
31 ee 139 7Ba885e83e8S885858eSeS6S2ge9SSe99Se9geS 1e239ge9Se23ge * •••••• & ••• EE •••••••••••••••••• 'II 
99920807C3E2E4070749999369ElF76A5EElF76AeD95E4E2C9C204D9C148 * •• QPCSUPP •••• 7.;.7 ••• USI8MRA. 'II 
C 1E2F 4C2e6Se2CeA9 198494e4949494e464e6e19CE773A1F5S26339C19E4 *AS48. • • • • • - •••••••••• U~ 
E2C9C20409C 14809CID3E8C1E2F 4Cl *S I 8HRA. RAL YAS4A ... 
TH: FID=2. HPF=Only / ODAI=l. DAF'=91. OAF'=92. SNF'=ge91 
RH: ('489591'X) REQ OFC. Fl. BCI. ECI. DR1. ERI. RLWI, PI. CEBI 
LUSTAT. 
6499S6S6SS . * ••••• 
TH: FIO=2. HPF=Only / OOAI=1, DAF'=S2, OAF'=91, SNF'=gee9. EFI 
RH: ('83e19S'X) RSP FMO. PI 
SSSSe8 * ••• 
TH: FIO=2. HPF=Only / ODAI=l. OAF'=91. OAF'=92, SNF'=9ge2 
RH: ('e895A9'X) REQ FMO. Fl. BCI, ECI, DR1. ERI, RLWI. PI, 881, COl 
FMH- 5= 136562FF a8a306a64 96436F9F9F 5949 1 a26 1 a 1 * •••••• }. •• e9S. • • • • ~ 
669A 12F5699612E2e99212A62a9995199 1eeee9923999999ge96ege99999 * ••• 5.0. S. K •••••••••••••••••••• • 
96F3F 1F9F74949C3F 14949494e4eeegegeeageeegeeeeegegee922C4E4E2 * • 3197 C1 ••••••••••••• OUS" 
C2e9F6F9F749F9F3F74e49494e494e4e4e4e49494e4S4S4S4e4e4eE2F1Se *B.697 e37 S1. ~ 
41C1S9geeSS6494949494949464949464e4649464949464946464946494e * .A.... • 
4MMMMMMMMMM~e4e4e4~Me4e4e4M~Me4e4Me4e4e4e4e * i 

49464949 1<" 
TH: FID=2, HPF=Only / OOAI=l, OAF'=S2. OAF'=Sl. SNF'=ge99. EFI 
RH: ('839196'X) RSP FHO. PI 
6gee49 * .. 
TH: FIO=2, HPF=Only / ODAI=l, OAF'=92. OAF'=el. SNF'=9991 
RH: ('93A1e9'X) REQ FHO, BCI, ECI. OR1. OR2, PI 
Se4812A999Se95669199296geS3Ce699C9F9FeF209CI03E8C1E2F4C2D9Cl * ••••••• - •••••••• 1992RALYAS4BRA· 
06E30505C2F1E2Flee9999ge9999999ge999ge999ge999geeegee999ee99 *OTNNBlSl ••••••••••••••••••••••• 
ee9geegegea6999geSeeeege *. • • • • • • • • • • • '* 
TH: FID=2, HPF=Only / OOAI=l. OAF'=91. OAF'=e2. SNF'=Seee. EFI 
RH: ('S361e9'X) RSP FMO, PI 
6eege7 * ... 
TH: FIO=2. MPF=Only / ODAI=l, OAF'=e1. OAF'=e2. SNF'=8ee2 
RH: ( , 83Agee' X) RSP FMO, OR1. OR2 
No RU data 
TH: FID=2, HPF=Only / OOAI=l, OAF'=e2. OAF'=e1. SNF'=eee2 
RH: ('e29169'X) REQ FHO, BCI, DRl, ERI, PI 
92S812Aeseee941S8ge39E18eegeegeeseeeeeeeeegeeee994499411 9918 *. • • • • • • • • • • • • • • • • • • • • • • •• • ••• 'II 
llele111e1911191919197ge9a9918geeee911e1l622494e494949494949 *.... • • • • • ••• ••••• ••••• ~ 
4e494e4e4eE28987954e0695e2e137492911922F29E2A8A2A38594494948 * SIGN ON... • •••• SYSTEH • ~ 
494B494B494B494B497A291192452e09Cl03E8CIE2F4C22911932F29E2A4 *....: ••••• RALYAS4B ••••• SU~ 
82A2A8A2A38594494B4948494B494B497A291193452908C2ClE2C5494949 *8SYSTEH....: ••••• Q8ASE ~ 
49492911942F29C489A2979381A8494B494B494B494B494B497A29119445 * ••••• DISPLAY • • • • • : •••• ~ 
2909CID6E30505C2F1E2Fl2elle61929E4A2859949494B494B4948494849 - *. RAOTNNBlSl. •••• USER • • • • 'II 

48494B494B4948494B4e48494B4e4B494B49482911e6341049i8249fl9ABe *....... • •••• 'II 
9geeeeee9ge9ge9ge9119734ID492927 1<............. .. 'II 

TH: FID=2. HPF=Only / OOAI=l, OAF'=92, OAF'=91, SNF'=9993 
RH: ('999999'X) REQ FHO, OR1. ERI 
999Al19819290799968799819461979996838584A499854e4B4e4B4e4B4e 
4B4 e4 B4 e4B4 94 8494B2e 11 9834104 99924 egeAegegeeeeee9geeeessee 11 
e91626048595A4464e4B464B464B49484e484e484e48464B4e484648464B 
494849484e482911e934104Sge24e99Aage999geS99ge9SS999S119A192e 
C3A499998595A349938982998199A8484B4e4B494B4e4B494B4948494B49 
4B494B2S119A34ID4S9924SSSAeesee9Sge9geeS9S9SS911S71e2eo781A2 
A2A6969984494948494B4e4B494B49484948494B4e4B494B494B494B494B 
2911e73427S2973EeSl11827224S40C35049C30607E809C9C7C8E349C9C2 
0449C30609074B49F1F9F8Fe6B48F1F9 

* •••••• PROGRAM/PROCEDURE • • • 'II 

* ......................... '* 
* ••• HENU ••••••••••• '* 
* .......................... '* 
*CURRENT LI BRARY • • • • • • • 'II 

* ••••••••••••••••••••••••• PAS'll 
*SWORD •••••••••••• '* 
* ••••••••••••• (C) COPYRIGHT IB'* 
*H CORP. 1989. 19 '* 

TH: FID=2, MPF=Only / OOAI=l, OAF'=S2, OAF'=Sl. SNF'=e994 
RH: ('e19929'X) REQ FHO, ECI. OR1. ERI, COl 
F8F84B4e4e494929 *88. 
TH: FIO=2, HPF=Only / OOAI=l, OAF'=91, OAF'=92, SNF'=Sgee, EFI 
RH: ('8391ge'X) RSP FMO. PI 
9SSSS7 * ... 

**************** END OF COMMUNICATIONS TRACE OUTPUT ****************** 

Figure 365. AS/400A to Host BIND Exchanges 
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8.12 Traces AS/400A to PS/2 
The following traces were taken on AS/400A using the trace facility. This trace 
displays both the XID3 exchanges and the BIND exchanges between AS/400A 
and the PS/2. You will also see the exchanges being sent for AS/400B behind 
the S/370 subarea. 

COMMUNICATIONS TRACE Title: AS499A TO PS/2 97/29/89 97:52:53 
Trace Description AS499A TO PS/2 
Line name ••• L41TR 
Line protocol • TRLAN 
Start Date/Tille 97/29/89 97:47:18 
End Date/Tille • 97/29/89 S7:51:41 
Bytes collected 6579 
Buffer size •• 3 1=128K. 2=256K. 3 .. 2948K 
Data direction. • 3 1-Sent. 2=Received. 3=Both 
Stop on buffer full N Y=Yes. N-No 
Format SNA data only. N Y·Yes. N=No 
Format RR. RNR commands ••• : N Y=Yes. N=No 
Record Number. • Number of record in trace buffer (decimal) 
SIR • • • • • • • •• S-Sent R=Received M=Modem Change 
Data Length • • • • • Amount of data in record (decimal) 
Record Timer •• Time stamp (lSS millisecond resolution. hexadecimal) 
Controllernalle • Name of Controller associated with record 
Command • • • • • Command/Response i nformati on 
Number sent • • •• Count of records sent 
Number received. •• Count of records received 
Po ll/Fi na 1 ••••• ON-Po 11 for Commands. ON=Fi na 1 for Responses 
Destination MAC Address •••• Physical address of destination 
Source MAC Address •••••• Physi ca 1 address of source 
Frame Format LLC (Logical Link Control) or MAC (Media 

Access Control) 
DSAP Desti nati on Servi ce Access Poi nt 

(Logical address of destination) 
SSAP Source Service Access Point 

(Logical address of source) 
Commands/Responses: 

RR • • • Recei ve Ready 
UI • • • Unnumbered Information 
UA • • • Unnumbered Acknowl edgment 
TEST • • Test 
XID •• Exchange ID 
SABME Set Asychronous Balanced Mode Extended 

Page: 1 

COMMUNICATIONS TRACE Title: AS4SSA TO PS/2 S7/2S/S9 97:52:53 Page: 3 
Record Data Record Data Control 1 er Destinati on Source Frame Number Number Poll/ 
Number SIR Length Timer Type Name MAC Address MAC Address Format Command Sent Received Final DSAP SS~P 

R 34 S138 Cgeeeeeeeees 1eeeSA2Se374 MAC 
Data •• · . ee226e2geS2Deeeee6eeeeeee82Eeeeeeeeeeeeee6eBeeeegegee8S24ge9 * •• - .......................... "' 

1ee2Seel * .... "' 
2 R 34 S138 ceeeeeeeeees 1eeeSA2Se3C3 MAC 

Data •• · . ee226S2geS2Deeeeeeeeeeeee82Eeeeeeeeee1See6eBeeeeeSeee8e21eee * •• - •••••.••••••••••••••••••••• "' 
SA2Se374 *! ... "' 

3 R 34 e387 cseeeeeeeee8 leee5A2Se3C3 MAC 
Data •• · . Se226e2geS2DeeeeeeeeeeSeeS2EeeeeeeSeeleee6eBeeeeeeeee8e21eee * •• - ••••••••••••••••••••••••••• "' 

SA25S374 *1 ••• .. 
4 R 34 93S8 cseeeeeeeees 4eee1ee2eee2 MAC 

Data •• · . ee226e29S82DeeSee1eeeeeeeS2EeeeeeeeeeeSee6eBeeeeeeeee8e21eee * •• - ••••.•••••••••••••••••••••• -
SA2Se3C3 *! .. C 111 

S R 34 eSIA ceseeeeeeee8 leeeSA2Se3C3 MAC 
Data •• · . ee226e2geS2Deeeee1eSeeeeeS2EeeSeeeeeeleeS6eBeeeeeSeeese21eee * •• - •••••••• : •••••••••••••••••• -

SA2Se374 *1 ••• 

_ 

Figure 366. AS/400A to PS/2 XID3 Exchanges 
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COMMUNICATIONS TRACE Title: AS499A TO PS/2 97/28/89 97:52:53 Page: 4 
Record Data Record Data Controller Destination . Source Frame Number Number Poll/ 
Number SIR Length Timer Type Name MAC Address MAC Address Format Command Sent Received Final DSAP SSAP 

6 R 9 

7 S 8 

8 R 8 

9 S e 

19 S 84 

11 R 12S 

12 R 125 

13 S 84 

14 S 84 

15 R 125 

16 R 12S 

17 S 84 

18 S 84 

19 R e 

29 S 8 

97DF 489919828981 C88889881111 LLC TEST 
Routing Information •••••••• : 8288 

97DF 499899881111 C98918929881 LLC TEST 
Routing Information •••••••• : 8288 

97DF EBCDIC TRCTLPSOS2 49881892ge81 C9988e8el111 LLC XID 
Routi ng Informati on • • • • • • • .: e2ee 

e7DF 4eee89881111 Cee81e82e881 LLC XID 
Routing Information •••••••• : e28e 

87DF EBCDIC TRCTLPSOS2 4egee8881111 C8e81882ee81 LLC XIO 
Routing Information •••••••• : e28e 
Data • • •• 325485615878eeee8e88Ce8eeeeeee988181eB7e88e7CAeeeeeee8e78e8E 

I1F4E4E2C9C2D4D9C14BD9CID3E8CIE2F4CleEe9F7CICICICICICIC5F91e 
17F11611e113eellF9F4F8F6C2FSFeFIF8FeF8F1F5F8F7F8 

e7E1 4e881ee2ee81 C88ee88ellll LLC XID 
Routing Information •••••••• : e2ge 
Data ••• : 3270eSOeeeeeege9B88888e8e88eee988881eB718ee7898ee88888e1889E 

e9F4D9CI06E30S0SC2FleE89F7C2CICIC1CICIC1C1184S8e311184eE82FS 
F6F6F9F3F3F6F8F2FIF2F82886D6E248F248CSC54eC3D6D4D4E4D5C9C3Cl 
E3C906DSE248D4C7D949484e48161183139811FSFIF7F8FeF9F8FeF8FeF9 
F8F8FeF8F9 

87El EBCDIC TRCTLPSOS2 49881882e881 Cee888881111 LLC XID 
Routing Information •••••••• : 9288 
Data • • .: 327DeSD8888888e8B8848eeee8888e8988918B718997S98888ge8981ee8E 

e9F4D9C106E3DSD5C2FleE89F7C2CICICIC1C1CIC11e4899311194eE82FS 
F6F6F9F3F3F6F9F2F1F2F92886D6E248F248CSCS48C3D604D4E4DSC9C3C1 
E3C9D6DSE248D4C7D948494848161183138811FSF1F7F9F8F9F8FeFeF8F8 
FeF9F8F8F9 

97E2 48e8geee1111 C8eelee28881 LLC XID 
Routi ng Informati on • • • • • • • .: 82S8 
Data ••• : 32548561S87S888888e8Ce8888e8888881818B78e887CA88889gee87e8eE 

I1F4E4E2C9C2D4D9C14BD9CID3E8CIE2F4CleE89F7CIC1C1C1CICICSF918 
17F11611e1138811F9F4FeF6C2FSF8FIFeF8F8F1F5F8F7FS 

e7E2 EBCDIC TRCTLPSOS2 4eee8a8el111 C8881e82ee81 LLC XID 
Routing Information •••••••• : 8289 
Data • • •• 32548561S87S888e8.884Ce888gee88888181eB78e887CA8ee8e8ee87ee9E 

I1F4E4E2C9C204D9C14BD9C1D3E8CIE2F4CleEe9F7ClC1CIClClClCSF919 
17Fl1611el138e11F9F4F8F6C2FSF8FIF9F9F8F1FSF8F7F8 

87E2 4ge91e828gel C88e88881111 LLC XID 
Routing Information •••••••• : 82ee 
Data • • .: 327DeSD888988ge8B884898e8ge8eeege8e18B71e88789gee8ee88e1888E 

e9F4D9C106E3DSDSC2F18E89F7C2C1CIC1C1C1C1C118488e3111948E82FS 
F6F6F9F3F3F6FeF2F1F2F82e96D6E248F248CSCS4eC3D6D4D4E4DSC9C3Cl 
E3C9D6DSE249D4C7D94848494e1611e313e911FSFIF7F9F9F9F9F9F9FeF9 
F8F8FeF8F8 

e7E2 EBCDIC TRCTLPSOS2 48891882geel C8gee8e81111 LLC XID 
Routing Information •••••••• : e2ee 
Da ta • • .: 327D8SD888e8e889B8e4 ee88ee8e8888e98 19B5I eee78 98eeee8ee8 18eeE 

e9F4D9C1D6E3DSDSC2F19Ee9F7C2CICICICICICIClle48e8311184eE92FS 
F6F6F9F3F3F6F9F2FIF2Fe2996D6E249F249CSCS48C3D6D4D4E4DSC9C3Cl 
E3C9D6DSE24eD4C7D948494949161193139911FSF IF7F9F9F9F9F 9FeF9F9 
FeF8FeF9F8 

e7E2 EBCDIC TRCTLPSOS2 4gege8981111 C98e1882e891 LLC XID 
Routing Information •••••••• : e2S8 
Data • • •. 32S4eS61S878ge88S9S4C99gee89998e91919B499997CAe8888989e7ge8E 

I1F4E4E2C9C2D4D9C14BD9C103ESC1E2F4C18Ee9F7CIC1C1C1CIC1CSF819 
17F1161181138811F9F4F8F6C2FSF8FIFeFeF8F1FSF9F7FS 

e7E2 4e8e88881111 Ce8818828981 LLC XID 
Routi ng Informati on • • • • • • • .: e288 
Data • • • : 32S48S61S878888e8e84C8e8e88888ge81eleB488887CAee888889e7ee8E 

I1F4E4E2C9C2D4D9C14BD9CID3E8CIE2F4C18E89F7CICICICICIClCSF81e 
17F1161181138811F9F4F8F6C2FSF9FIF9F8FeFIFSF8F7F8 

e7E2 EBCDIC TRCTLPSOS2 4e8818828e81 C88888881111 LLC SABME 
Routi ng Informati on • • • • •• e2e9 

e7E3 4e8e99991111 C89819929991 LLC UA 
Routi ng Informa ti on • • • • • • • •• e2S8 

Figure 367. ASJ400A to PS/2 XI03 Exchanges 
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COMMUNICATIONS TRACE Title: AS488A TO PS/2 
Trace Descri pti on AS488A TO PS/2 
Line name ... L41TR 
Line protocol TRLAN 
Start Date/Time 87/28/89 87:47:18 
End Date/Time 87/28/89 87:51:41 
Bytes collected 6579 
Buffer size .. 3 1=128K. 2=256K. 3=2848K 
Data di recti on • 3 1=Sent. 2=Received. 3=Both 
Stop on buffer full N V=Yes. N=No 
Format SNA data only • V V=Ves. N=No 
Format RR. RNR commands N V=Ves. N=No 
Controll er Name .. *ALL *ALL. name 
COMMUNICATIONS TRACE Title: AS488A TO PS/2 

Record Number • • Number of record in trace buffer (decimal) 
SIR • • • • • • S=Sent R=Received M~Modem Change 
Controller name. Name of Controller associated with record 
SNA Data TH. RH and RU for record 
TH Transmi ssi on Header 
RH •• • Request/Response Header 
RU •• • Request/Response Uni t 
TH Parameter Descri pti ons: 

FlO. • Format Indentification 
MPF Mapping Field (segment of Basic Information 

Unit (BIU) - ONLY. FIRST. MIDDLE. LAST) 
OAF Origination Address Field 
OAF Desti na ti on Address Fi e 1 d 
SNF • Sequence Number Field 
DCF • Data Count Field 
LA Loca 1 Address 
ODAI OAF-OAF Assignor Indicator 
EFI • Expedited Flow Indicator 
LU • • Logi ca 1 Uni t 
SSCP System Services Control Point 
PU • Physi ca 1 Uni t 

RH Parameter Descriptions: 
REQ • • • • • • •• Request 
RSP • • • • • • •• Response 
RH Category Descri pti ons: 

NC • • Network Control 
SC • • Session Control 
DFC Data Flow Control 
NC • Network Control 
FMD Function Management Data 

FMH Function Management Header 
RH Indicators: 

FI 
SOl 
BCI 
ECI 
DR1 
DR2 
ERI 
RTI 
QRI 
EBI 
COl 
PI 
BBI 
CSI 
EDI 
POI 
CEBI • 
RLWI 

Format Indicator 
Sense Data Included Indicator 
Begin Chain Indicator 
End Chain Indicator 
Defi ni te Response 1 Indi cator 
Defi ni te Response 2 Indi cator 
Excepti on Response Indi cator 
Response Type Indicator 
Queued Response Indicator 
End Bracket Indicator 
Change Di recti on Indi cator 
Pacing Indicator 
Begin Bracket Indicator 
Code Sel ecti on Indi cator 
Enciphered Data Indi cator 
Padded Data Indicator 
Conditional End Bracket Indicator 
Request Larger Window Indicator 

Figure 368. AS/400A to PS/2 BIND Exchanges 
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COMMUNICATIONS TRACE Title: AS499A TO PS/2 97/29/89 97:52:47 Page: 3 
Record Controller Data 
Number SIR Name Type 

23 R 

25 S 

27 R 

29 S 

31 S 

33 R 

3S R 

37 R 

39 S 

41 R 

TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data ••••• : 

TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data •• 

TRCTLPSOS2 EBCDIC 

RU Command • • • • : 
RU Data • • • •• • 
TRCTLPSOS2 EBCDIC 

TRCTLPSOS2 EBCDIC 

RU Data. • • •• : 
TRCTLPSOS2 EBCDIC 

TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data •• 

TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data ••••• : 

TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data •• 

TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data ••••• : 

SNA Data: TH, RH, RU 
------------------------------------------------------------------------------------------------
TH: FIO=2, MPF=Only / ODAI=9, DAF'=91, OAF'=92, SNF'=El4E, EFI 
RH: ('6B8999'X) REQ SC, FI, BCI, ECI, DR1 
BIND 
31991397B9B9D9B19199858589919692999999999999991923999998D9C1 * •••••• } ••• EE •••••••••••••••• RA" 
D6E3D5D5C2FllF999992E2D5C1E2E5C3D4C7999399ElF76A4FElF76A9994 *OTNNB1 •••• SNASVCMG •••• 7. 1 .7 ••• " 
D9C1D6E3D5D5C2F19919E4E2C9C2D4D9C14BD9C1D6E3D5D5C2F9 *RAOTNNB1 •• USI BMRA. RAOTNNB9 ,. 
TH: FID=2, MPF=Only / ODAI=9, DAF'=92, OAF'=91, SNF'=El4E, EFI 
RH: (' EB8999' X) RSP SC, FI, DR1 
BIND 
31991397B9B9D9B19197858S879196e299999999ge99991923ge99e927e9 * •••••• } ••• EEG ••••••••••••••••• " 
9992E2DSC1E2ESC3D4C7999399E1F76A4FElF76A1l9SE4E2C9C2D4D9C14B * •• SNASVCMG •••• 7.1.7 ••• USI BMRA." 
D9C1D6E3DSDSC2F99999 *RAOTNNB9.." 
TH: FIO=2, MPF=Only / ODAI=9, DAF'=91, OAF'=92, SNF'=9991 
RH: ('9B9129'X) REQ FMD, FI, BCI, ECI, DR1, ERI, PI, COl 
FMH- S=9D9S92FF9993D999999296F199 * •••••• } •••• ~1. 
9919121992999999999949992999ge9998D8D7C3E2E4D7D749 * • • • • • • • • •• • ••••• QPCSUPP 
TH: FID=2, MPF=Only / ODAI=9, DAF'=92, OAF'=91, SNF'=9999 
RH: ('839199'X) RSP FMD, PI 
No RU data 
TH: FIO=2, MPF=Only / ODAI=9, DAF'=92, OAF'=91, SNF'=9991 
RH: ('939191'X) REQ FMD, BCI, ECI, DR1, ERI, PI, CEBI 
991912199A999999999949992999999998D8D7C3E2E4D7D749 * • • • • • • • • •• • ••••• QPCSUPP 
TH: FIO=2, MPF=Only / ODAI=9, DAF'=91, OAF'=92, SNF'=9999 
RH: ('839199'X) RSP FMD, PI 
No RU data 
TH: FIO=2, MPF=Only / ODAI=9, DAF'=92, OAF'·92, SNF'''ElS2, EFI 
RH: ('6B8999'X) REQ SC, FI, BCI, ECI, DR1 
BIND 

,. 
,. 

31991397B9B9D9B197998S8S89979692999999999999991923999998D9Cl * •••••• } ••• EE •••••••••••••••• RA" 
D6E3DSDSC2FllF999992D8D7C3E2E4D7D749999399ElF76AS3ElF76A9994 *OTNNB1. ••• QPCSUPP •••• 7 ••• 7 ••• " 
D9C1D6E3DSDSC2F199 1 9E4E2C9C2D4D9C 14BD9C 1D6E3DSDSC2F 9 *RAOTNN B 1 •• US I BMRA • RAOTNNB9 " 
TH: FID=2, MPF=Only / ODAI=9, DAF'=93, OAF'=92, SNF'=E159, EFI 
RH: ('6B8999'X) REQ SC, FI, BCI, ECI, DR1 
BIND 
31991397B9B9D9B191998S858e919692gege9ge99999991923999998D9C1 * •••••• } ••• EE. ••••••••••••••• RA" 
D6E3DSD5C2FllFee9992E2D5C1E2ESC3D4C7999399ElF76A5AElF76Ae994 *OTNNB1 •••• SNASVCMG •••• 7. ! .7 ••• " 
D9C1D6E3DSDSC2F19994C1E2F4C2 *RAOTNNB1. .AS4B " 
TH: FIO=2, MPF=Only / ODAI=9, DAF'=e2,OAF'=92, SNF'=El52, EFI 
RH: (' EB8ege' X) RSP SC, FI, DR1 
BIND 
31ge1397B9B9D9B19797858S87979692e99999999ge999192399999927ge * •••••• } ••• EEG ••••••••••••••••• " 
9ge2D8D7C3E2E4D7D74gege399ElF76AS3ElF76A1l9SE4E2C9C2D4D9C14B * •• QPCSUPP •••• 7 ••• 7 ••• USI BMRA." 
D9C1D6E3DSDSC2F999ge *RAOTNNB9.." 
TH: FIO=2, MPF=Only / ODAI=9, DAF'=92, OAF'=92, SNF'=9991 
RH: ('4B9191'X) REQ DFC, FI, BCI, ECI, DR1, ERI, PI, ~EBI 
LUSTAT 
94eee69ge9 * ..... 

Figure 369. AS/400A to PS/2 BIND Exchanges 
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COMMUNICATIONS TRACE Title: AS488A TO PS/2 87/28/S9 87: 52:47 Page: 4 
Record Controller Data 
Nu.ber SIR Nalle Type SNA Data: TH. RH. RU 

----------
43 S TRCTLPSOS2 EBCDIC 

45 S TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data ••••• : 

47· R TRCTLPSOS2 EBCDIC 

RU Command • • • • : 
RU Data ••••• : 

49 S TRCTLPSOS2 EBCDIC 

51 S TRCTLPSOS2 EBCDIC 

RU Data ••••• : 
53 R TRCTLPSOS2 EBCDIC 

55 R TRCTLPSOS2 EBCDIC 

RU Co.and •••• 
RU Data ••••• : 

57 S TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data •• 

59 R TRCTLPSOS2 EBCDIC 

RU Command • • • • : 
RU Data ••••• : 

61 R TRCTLPSOS2 EBCDIC 

RU Command •••• 
RU Data ••••• 

TH: FID=2. MPFmOnly / ODAI-8. DAF'-82. OAF'·82. SNF'·8888 
RH: ('S38188'X) RSP FMD. PI 
No RU data 
TH: FIO=2. MPF=Only / OOAI-8. OAF'=82. OAF'=83. SNF'·E159. EFI 
RH: ( 'EBS888' X) RSP SC. Fl. OR1 
BIND 
31881387B8B858B1813FS5S5BF8186828888888888888818238888882388 * •••••••••• EE •••••••••••••••••• ~ 
89S2E205CIE2E5C304C7S9S3SSE1F76A5AE1F76A8085E4E2C9C20409C14B * •• SNASVCMG •••• 7.!.7 ••• USIBMRA.~ 
C1E2F4C28888 *AS4B.. ~ 

TH: FIO=2. MPF=Only / OOAI=8. OAF'=83. OAF'=82. SNF'=8881 
RH: ('8B9128'X) REQ FMO. Fl. BCI. ECI. DR1. ERI. PI. COl 
FMH- 5=808S82FF88830888888286F188 * •••••• } •••• 1. 
881912188288888888884888288888888SDS07C3E2E407D748 * •••••••••••••••• QPCSUPP 
TH: FIO=2. MPF=Only / OOAI=8. DAF'·82. OAF'·83. SNF'·8888. EFI 
RH: ( 'S38188' X) RSP FMO. PI 
No RU data 
TH: FIO=2. MPF=Only / OOAI=8. OAF'=S2. OAF'·83. SNF'·8881 
RH: ('839181'X) REQ FMD. BCI. ECI. OR1. ERI. PI. CEBI 
881912188A8888888S884888288888888S0S07C3E2E4D70748 * •••••••••••••••• QPCSUPP 
TH: FIO=2. MPF=Only / ODAI=8. OAF'·S3. OAF'=82. SNF'·8888 
RH: ('S38188'X) RSP FMO. PI 
No RU data 
TH: FIO=2. MPF=Only / OOAI=8. DAF'·84. OAF'=82. SNF'-E150. EFI 
RH: ('6BS888'X) REQ SC. Fl. BCI. ECI. OR1 
BIND 
31881387B8B808B18788SSSSS887868288888888888888182388888S09C1 * •••••• } ••• EE •••••••••••••••• RA~ 
06E30S0SC2F11F8889820S07C3E2E4070748898388E1F76A5EE1F76A8984 *OTNNB1 •••• QPCSUPP •••• 7.;.7 ••• ~ 
09C1D6E30S0SC2F18884C1E2F4C2 *RAOTNNB1 •• AS4B ~ 
TH: FID=2. MPF=Only / OOAI=8. DAF'=S2. OAF'·84. SNF'=E1SD. EFI 
RH: ('EBS888'X) RSP SC. Fl. DR1 
BIND 
31881387B8B8S8B1873FSSSSBF8786828888888888888818238888882388 
89820S07C3E2E4070748898388E1F76ASEE1F76A8D8SE4E2C9C20409C14B 
C1E2F4C28e8e 

* ......•... EE •••••••••••••••••• ~ 
* •• QPCSUPP •••• 7.;.7 ••• USIBMRA. ~ 
*AS4B.. ~ 

TH: FID=2. MPF=Only 
RH: ( '4B91e1' X) REQ 
lUSTAT 

/ OOAI=8. DAF'=e4. OAF'=e2. SNF'=8e81 
OFC. Fl. BCI. ECI. DR1. ERI. PI. CEBI 

e4eee688e8 * ••••• 
TH: FIO=2. MPF=Only / OOAI=8. OAF'=e4. OAF'=82. SNF'=88e2 
RH: ('8B~8A8'X) REQ FMO. Fl. BCI. ECI. OR1. ERI. BBl. COl 
FMH- S=138S82FF8S830888488438F8F8FS84818281S1 
e89A12FS889612E2889212A828888S188188888823eS8888888888888888 
88F3F1F9F74e4eC3F14e4e48484ee88eeeSeeSS88SSS888888S822C4E4E2 
C288F6F9F748F8F3F7484848484848484848484848484848484S48E2F188 
41C1888888884848484848484949494949494949484S4949494949494849 
494849494949494848494649484949494949484849494949494949494949 
49494949 

* •••••• } ••• 88S..... ~ 
* ... 5.0.S.K •••••••••••••••••••• ~ 
*.3197 C1 ••••••••••••• DUS~ 
*B.697 837 S1.~ 
*.A.... ~ 

* ~ 
* ~ 

Figure 370. AS/400A to PS/2 BIND Exchanges 
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COMMUNICATIONS TRACE Title: AS4aaA TO PS/2 87/28/89 87: 52:47 Page: S 
Record Contro 11 er Oa ta 
Number SIR Name Type 

----------
63 S TRCTLPSOS2 E8COIC 

65 S TRCTLPSOS2 E8CDIC 

RU Data •• ... : 

67 R TRCTLPSOS2 E8CDIC 

68 R TRCTLPSOS2 E8CDIC 

71 R TRCTLPSOS2 E8CDIC 

RU Command • • • • : 
RU Data ••••• : 

73 S TRCTLPSOS2 E8COIC 

RU Data •• 

75" R TRCTLPSOS2 EBCDIC 

76 R TRCTLPSOS2 E8COIC 

79 S TRCTLPSOS2 EBCDIC 

RU Data. • • •• : 

SNA Data: TH. RH. RU 
-------------------------------------------------------------------------------------------------
TH: FIO=2. MPF=Only / ODAI=e. OAF'=e2. OAF'=e4, SNF'=aeee. EFI 
RH: ('83elea'X) RSP FHO. PI 
No RU data 
TH: FID=2. HPF=Only / ODAI=e. DAF'=e2. OAF'=e4. SNF'=aeel 
RH: ('e3Alee'X) REQ FHD, BCI. ECI, DRl. DR2. PI 
ee4812AageeaeS6eelea2aeeee3CeeeeC9F9FaF209CI03E8ClE2F4C209Cl * ••••••• - •••••••• I ge2RALYAS4BRA" 
D6E3DSDSC2FlE2Fl aaeeeeeeeeeeeeeeeeeeaeaeeaaeeaa8eeee88e8a8e8 *OTN N B IS 1 •••••••••••••••••••••• " 
8ee8e88e88eaae88eaee988e * • • • • • • • • • • • • " 
TH: FID=2. MPF=Only / ODAI=e. DAF'=e4. OAF'=e2. SNF'=8e8e 
RH: ('8381a8'X) RSP FHO, PI 
No RU data 
TH: FID=2. HPF=Only / ODAI=e. DAF'=e4. OAF'=e2. SNF'=8ee2 
RH: ('83Aaee' X) RSP FHO. DRl, DR2 
No RU data 
TH: FID=2. MPF=Only / OOAI=e. DAF'=e2, OAF'=a2, SNF'=gee2 
RH: ('9899A9'X) REQ FHO. Fl. BCI, ECI, ORI. ERI, B8I, COl 
FMH- 5=139582FF98e30ge94e9438F8F8F5e481828l91 
ee9A 12F 58e9612E2ge9212Ae2eeee51 e8 1 ee88882398egeeee899ae9gee8 
e9F3F1F9F74848C3Fl4e484948499S888e98e888e99S88S8888922C4E4E2 
C2a9F6F9F749F8F3F748484848484e484848484848484848484S48E2F2ge 
41C1e88988884848484e4849484848484848484848484848484848484848 
484848484848484848484848484848484848484848484848484848484848 
4848484e 

* •••••• } ••• 895..... " 
* ... 5.0.S.K •••••••••••••••••••• " 
*.3197 C1 .............. OUS" 
*B.697 837 S2." 
*.A.... " 
* " 

" 
TH: FIO=2. HPF=Only / OOAI=9. OAF'=e2. OAF'=92. SNF'=9991 
RH: ('93A199'X) REQ FHD. BCI. ECI. ORl. OR2. PI 
8S4812A9998995699l9a2999983C9889C9F9F9F209C103E8ClE2F4C109C1 * ••••••• - •••••••• 1992RALYAS4ARA" 
06E30505C2FlE2F2a89889999898889999989898e9889899999999989998 *OTNN81S2 •••••••••••••••••••••• " 
88888888988998989ge89889 *. • • • • • • • • • • • " 
TH: FIO=2. MPF=Only / OOAI=8, OAF'=e2. OAF'=82. SNF'=8999 
RH: ('838l99'X) RSP FMO. PI 
No RU data 
TH: FIO=2. HPF=Only / 00AI=9, OAF'=82. OAF'=92. SNF'=8892 
RH: ( , 83A899' X) RSP FMO, OR1, OR2 
No RU data 
TH: FIO=2. HPF=Only / OOAI=9. OAF'=92. OAF'=92. SNF'=8e92 
RH: ( , 929999' X) REQ FHD. BCI. OR1. ERI 
9298l2A88898841 888938E 188a89888a999ge889889888a884499411 88 18 
118l8ll18l811181919197998a8818888988118116224949494949494949 
4949494949E289879549069S929137482911922F29E2A8A2A3859449484B 
49484848484B494B497A291192452809C103E8ClE2F4C12911932F28E2A4 
82A2A8A2A385944948494849484948487A291193452908C2C1E2C5484949 
49492911842F29C489A2979381A849484948494849484848497A29119445 
2909C106E30505C2F1E2F22911961829E4A2859948484848484848484848 
48484848484948484849484948494B49484848281196341049282498SAS9 
9S99999999SSS888a8 118 734104S2927 

* ............................. " *...................... " 
* SIGN ON ........ SYSTEM .;0; 

* •••• : ..... RALYAS4A ..... SU;O; 
*BSYSTEH • • • • : ..... QBASE ;0; 

* ..... OISPLAY ••••• : .... " 
*.RAOTNNB1S2 .... :USER •••• " 
*. . . . . . . . .... '11 *............. .. " 

Figure 371. AS/400A to PS/2 BIND Exchanges 
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COMMUNICATIONS TRACE Title: AS488A TO PS/2 97/29/89 87:52:47 Page: 6 
Record Contro 11 er Data 
Nu.ber SIR Na.e Type 

88 S 

83 s 

85 S 

87 s 

89 s 

TRCTLPSOS2 EBCDIC 

RU Data. • • •• : 

TRCTLPSOS2 E8CDIC 

RU Data. • • •• • 
TRCTLPSOS2 EBCDIC 

RU Data •• 

TRCTLPSOS2 EBCDIC 

RU Data. • • •• : 

TRCTLPSOS2 EBCDIC 

RU Data. • • •• : 

SMA Data: TH, RH, RU 

------------------------------------------------------------------------------------------------r 
TH: FID-2, MPF·Only / ODAI-8, DAF'·82, OAF'·82, SNF'·8893 
RH: ('899999'X) REQ FMD, DR1, ERI 
999Al1881929D799968799819461979996838584A4998549484948494849 
484948494849484948291198341D499924999A9999999999999999999911 
991928D48595M4949484948494849484948494849484948494849484948 
494849484948291199341D499924999A99999999999999999999119A1929 
C3A499998595A349938982998199A8494849484948494B49484948494849 
48494B29119A341D499924999A9999999999999999999911971929D781A2 
A2A696998449494849484948494849484948494849484948494849484948 
291197342792973E9911182722494DC35D49C3D6D7E8D9C9C7C8E349C9C2 
0449C3D6D9D74849F1F9F8F96849F1F9 

* •••••• PROGRAM/PROCEDURE • • • 'JII 

* .......................... 'JII 

* ••• MENU ••••••••••• 1II 

* .......................... 'JII 

*CURRENT LI 8RARY • • • • • • • 'JII 

* ••••••••••••••••••••••••• PASli 
*SWORD •••••••••••• lII 
* ••••••••••••• (C) COPYRIGHT 18111 

*M CORP. 1989, 19 'JII 

TH: FIDo:2, MPF-Only / ODAI-9, DAF'.92, OAF'·92, SNF'·9994 
RH: ('919829'X) REQ FMD, ECI, DR1, ERI, COl 
F8F8484949494929 *88. 
TH: FID-2, MPF.,Only / ODAI-9, DAF'·92, OAF'-94. SMF'·9992 
RH: ('929999'X) REQ FMD. 8CI. DR1, ERI 
929812A99999941989939E18999999999999999999999999944994119918 *. • • • • • • • • • • • • • • • • • • • • • • •• • ••• 'JII 

119191119191119191919799999918999999119116224949494949494949 *...................... 'JII 

4949494949E289879549D695929137492911922F29E2A8A2A38594494948 * SI GM ON... • •••• SYSTEM • 'JII 

4948494849484948497A2911924529D9C1D3E8C1E2F4C22911932F29E2M *....: ••••• RALYAS48 ••••• SUlII 
82A2A8A2A385944948494849484948497A2911934529D8C2C1E2C5494949 *8SYSTEM •••• : ••••• Q8ASE 'JII 

49492911942F29C489A2979381A849484948494849484948497A29119445 * ••••• DISPLAY • • • • • : •••• 1II 

29D9C1D6E3D5D5C2F1E2F12911961929E4A2859949494849484948494849 *.RAOTNN81S1 ••••• USER •••• 'JII 

484948494849484948494849484948494849482911963410492924999A99 *....... • •••• 'JII 

9999999999999999991197341D492927 *............. •• 'JII 

TH: FIDo:2. MPF-Only / ODAlo:9, DAF'·92. OAF'-94, SNF'-9993 
RH: ('999999'X) REQ FMD, DR1. ERI 
999Al1981929D799968799819461979996838584A4998549484948494849 * •••••• PROGRAM/PROCEDURE ••• 'JII 

484948494849484948291198341D499924999A9999999999999999999911 *..... • • • •• • •••••••••••••• 'JII 

991929D48595A44949484948494849484948494849484948494849484948 * ••• MENU ••••••••••• 'JII 

494849484948291199341D499924999A99999999999999999999119A1929 * •••••••••••••••••••••••••• 'JII 

C3A499998595A349938982998199A8494849484948494849484948494849 *CURRENT LI8RARY • • • • • • • III 

48494829119A341D499924999A9999999999999999999911971929D781A2 * ••••••••••••••••••••••••• PASlil 
A2A696998449494849484948494849484948494849484948494849484948 *SWORD •••••••••••• lII 
291197342792973E9911182722494DC35D49C3D6D7E8D9C9C7C8E349C9C2 *. • • • • • • • • • • •• (C) COPYRI GHT 18111 

D449C3D6D9D74849F1F9F8F96849F1F9 *M CORP. 1989. 19 'JII 

TH: FIDo:2, MPF"Only / ODAI-9. DAF'''92, OAF'·94. SMF'·9994 
RH: ('919929'X) REQ FMD, ECI, DR1. ERI. CDI 
F8F8484949494929 *88. 

-*******-***** END OF COMMUNICATIONS TRACE OUTPUT ****************** 

Figure 372. AS/400A to' PS/2 BIND Exchanges 
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9.0 Appendix A: AS/400A CL Program for Scenario 1 (SNA 
Switched) 

5728PW1 R01M02 881028 
SOURCE FILE . . . . . . . 
MEMBER . . . . . . . . . 

SEU SOURCE LISTING 
CMNLIB/QCLSRC 
L24025 

SEQNBR* ... + •.. 1 ... + ••• 2 ... + ••. 3 ... + ••• 4 ... + ••• 5 ... + ••• 6 ... + ••• 7 
100 PGM 
200 
300 /*********************************************************************/ 
400 /* THIS PROGRAM IS USED TO CREATE THE LINE, CONTROL UNIT AND DEVICE */ 
500 /* DESCRIPTION FOR THE SNA LINE CONNECTION TO SA24 NCP=RAONCP0 */ 
600 /* THE SNA CONNECTION BETWEEN AS/400 AND SA24 IS SWITCHED */ 
700 /*********************************************************************/ 
800 
900 

1000 /* LINE NAME: L24025 RESOURCE NAME: LIN032 */ 
1100 
1200 /* PU/CTL NAME: P24025D SDLC ADDRESS: 01 */ 
1300 /* */ 
1400 /* DEVICES: */ 
1500 /* DEVD/LU NAME LOCADDR */ 
1600 /* ------------ ------- */ 
1700 /* INDEPENDENT LU RAOTNNC0 00 */ 
1800 /* */ 
1900 /* 3270 EMULATION T24025D1 01 * / 
2000 /* T24025D2 02 */ 
2100 /* T24025D3 03 */ 
2200 /* T24025D4 04 */ 
2300 /* */ 
2400 /* APPC T24025D5 05 */ 
2500 /* T24025D6 06 */ 
2600 /* T24025D7 07 * / 
2700 /* */ 
2800 /* SNUF LU 0 T24025D8 08 */ 
2900 /* T24025D9 09 * / 
3000 /* T24025DA 10/0A * / 
3100 /* */ 
3200 /* RJE T24025DB 11/0B */ 
3300 /* T24025DC 12/0C */ 
3400 /* T24025DD 13/0D */ 
3500 /* */ 
3600 /* DHCF T24025DE 14/0E */ 
3700 /* T24025DF 15/0F * / 
3800 /* T24025DG 16/10 */ 
3900 /* T24025DH 17/11 */ 
4000 /* T24025DI 18/12 */ 
4100 /* */ 
4200 /* DSNX T24025DJ 19/13 */ 
4300 /* T24025DK 20/14 * / 
4400 /*********************************************************************/ 
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4500 /* 
4600 
4700 
4800 
4900 
5000 
5100 
5200 
5300 

MONMSG 

VRYCFG 
DLTDEVD 
DLTDEVD 
DLTCTLD 
DLTLIND 

MSGID(CPF0000) 

CFGOBJ(L24025) CFGTYPE(*LIN) STATUS(*OFF) 
DEVD(RAOTNNC0) 
DEVD(T24025D*) 
CTLD(P24025D) 
LI ND (L24025) 

5728PW1 R01M02 881028 SEU SOURCE LISTING 
SOURCE FILE . . . . . .. CMNLIB/QCLSRC 
MEMBER . . . . . . . . . L24025 

*/ 

SEQNBR* ... + ••• 1 ... + ••• 2 ... + ••• 3 ... + ••• 4 ... + ••• 5 ... + ••• 6 •.. + ••• 7 
5400 CRTLINSDLC LIND(L24025) RSRCNAME(LIN032) ONlINE(*NO) + 
5500 ROLE(*SEC) CNN(*SWTPP) EXCHID(*SYSGEN) + 
5600 STNADR(01) MAXFRAME(265) DUPLEX(*HALF) + 
5700 TEXT(ISNA/SDLC Switched to SA241) 
5800 
5900 /* THIS IS THE CONTROLLER DESCR TO SA24 */ 
6000 CRTCTLHOST CTLD(P24025D) LINKTYPE(*SDLC) ONLINE(*NO) + 
6100 SWITCHED(*YES) APPN(*YES) SWTLINLST(L24025) + 
6200 MAXFRAME(265) RMTNETID(USIBMRA) + 
6300 RMTCPNAME(RAB) SSCPID(05000000000B) + 
6400 CNNNBR(2401) STNADR(01) CPSSN(*NO) + 
6500 NODETYPE(*LENNODE) TEXT('SNA CTl/PU on + 
6600 L24025 1

) SWTDSC(*YES) 
6700 
6800 /* 3270 DEVICE EMULATION */ 
6900 CRTDEVHOST DEVD(T24025D1) LOCADR(01) RMTLOCNAME(MVS3) + 
7000 ONLINE(*NO) CTL(P24025D) APPTYPE(*EML) + 
7100 MAXLENRU(512) EMLKBD (*LOWER) TEXT (I SNA 3278 + 
7200 DE') 
7300 CRTDEVHOST DEVD(T24025D2) LOCADR(02) RMTLOCNAME(MVS3) + 
7400 ONLINE(*NO) CTL(P24025D) APPTYPE(*EML) + 
7500 MAXLENRU(512) EMLKBD(*LOWER) TEXT('SNA 3278 + 
7600 DEI) . 
7700 CRTDEVHOST DEVD(T24025D3) LOCADR(03) RMTLOCNAME(MVS3) + 
7800 ONLINE(*NO) CTL(P24025D) APPTYPE(*EML) + 
7900 MAXLENRU(512) EMLKBD(*LOWER) TEXT('SNA 3278 + 
8000 DEI) 
8100 CRTDEVHOST DEVD(T24025D4) LOCADR(04) RMTLOCNAME(MVS3) + 
8200 ONLINE(*NO) CTL(P24025D) APPTYPE(*EML) + 
8300 EMLDEV(3287) + 
8400 MAXLENRU(512) EMLKBD(*LOWER) TEXT('SNA 3287 + 
8500 PRINTER DEI) 
8600 
8700 /* LU 6.2 SESSIONS TO CICS */ 
8800 CRTDEVAPPC DEVD(T24025D5) RMTLOCNAME(CICS11) ONLINE(*NO) + 
8900 LCLLOCNAME(T24025D5) RMTNETID(*NETATR) + 
9000 CTL(P24025D) MODE(MODS361) APPN(*YES) + 
9100 SNGSSN(*YES) TEXT('LU6.2, dependent ' ) + 
9200 LOCADR(05) 
9300 CRTDEVAPPC DEVD(T24025D6) RMTLOCNAME(CICSll) ONLINE(*NO) + 
9400 LCLLOCNAME(T24025D6) RMTNETID(*NETATR) + 
9500 CTL(P24025D) MODE(MODS361) APPN(*YES) + 
9600 . SNGSSN(*YES) TEXT('LU 6.2, dependent ' ) + 
9700 LOCADR(06) 
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". 
9S00 
9900 

10000 
10100 
10200 
10300 

CRTDEVAPPC DEVD(T2402SD7) RMTLOCNAME(CICSl1) ONLINE(*NO) + 

10400 /* LU 0 TO CICS */ 

LCLLOCNAME(T2402SD7) RMTNETID(*NETATR) + 
CTL(P2402SD) MODE(MODS361) APPN(*YES) + 
SNGSSN(*YES) TEXT('LU 6 2, dependent') + 
LOCADR(07) 

l0S00 CRTDEVSNUF DEVD(T2402SDS) LOCADR(0S) RMTLOCNAME(CICS) + 
10600 ONLINE(*NO) CTL(P2402SD) APPID(DSVE) + 
10700 HOST(*CICS) TEXT('LU 0/ SNUF to CICSI) 
l0S00 CRTDEVSNUF DEVD(T2402SD9) LOCADR(09) RMTLOCNAME(CICS) + 
10900 ONLINE(*NO) CTL(P2402SD) APPID(DSVE) + 
11000 HOST(*CICS) TEXT('LU 0/ SNUF to CICSI) 
11100 CRTDEVSNUF DEVD(T2402SDA) LOCADR(0A) RMTLOCNAME(CICS) + 
11200 ONLINE(*NO) CTL(P24025D) APPID(DSVE) + 
11300 HOST(*CICS) TEXT('LU 0/ SNUF to CICSI) 
11400 
11S00 /* RJE SESSIONS */ 
11600 CRTDEVHOST DEVD(T24025DB) LOCADR(0B) RMTLOCNAME(JES2A) + 
11700 ONLINE(*NO) CTL(P24025D) APPTYPE(*RJE) + 
11S00 TEXT('RJE Session ' ) 
11900 CRTDEVHOST DEVD(T2402SDC) LOCADR(0C) RMTLOCNAME(JES2B) + 
12000 ONLINE(*NO) CTL(P24025D) APPTYPE(*RJE) + 
12100 TEXT('RJE Session ' ) 
12200 CRTDEVHOST DEVD(T24025DD) LOCADR(0D) RMTLOCNAME(JES2C) + 
12300 ONLINE(*NO) CTL(P2402SD) APPTYPE(*RJE) + 
12400 TEXT('RJE Session ' ) 
12600 /* HCF/DHCF SESSIONS */ 
12700 CRTDEVDSP DEVD(T24025DE) DEVCLS(*RMT) TYPE(3277) + 
12S00 MODEL(*DHCF) LOCADR(0E) ONLINE(*NO) + 
12900 CTL(P24025D) TEXT('HCF/DHCF') 
13000 CRTDEVDSP DEVD(T24025DF) DEVCLS(*RMT) TYPE(3277) + 
13100 MODEL(*DHCF) LOCADR(0F) ONLINE(*NO) + 
13200 CTL(P2402SD) TEXT('HCF/DHCF') 
13300 CRTDEVDSP DEVD(T24025DG) DEVCLS(*RMT) TYPE(3277) + 
13400 MODEL(*DHCF) LOCADR(10) ONLINE(*NO) + 
13S00 CTL(P24025D) TEXT('HCF/DHCF') 
13600 CRTDEVDSP DEVD (T2'4025DH) DEVCLS (*RMT) TYPE (3277) + 
13700 MODEL(*DHCF) LOCADR(11) ONLINE(*NO) + 
13S00 CTL(P2402SD) TEXT('HCF/DHCF') 
13900 CRTDEVDSP DEVD(T24025DI) DEVCLS(*RMT) TYPE(3277) + 
14000 MODEL(*DHCF) LOCADR(12) ONLINE(*NO) + 
14100 CTL(P2402SD) TEXT('HCF/DHCF') 
14300 /* DSNX SESSIONS */ 
14400 CRTDEVSNUF DEVD(T24025DJ) LOCADR(13) RMTLOCNAME(NVDM) + 
14S00 ONLINE(*NO) CTL(P24025D) PGMSTRRQS(*YES) + 
14600 RCDLEN(32761) BLKLEN(32761) DFTPGM(AAA) + 
14700 TEXT('LU 0/ SNUF to NV/DM') 
14S00 CRTDEVSNUF DEVD(T24025DK) LOCADR(14) RMTLOCNAME(NVDM) + 
14900 ONLINE(*NO) CTL(P24025D) PGMSTRRQS(*YES) + 
15000 RCDLEN(32761) BLKLEN(32761) DFTPGM(AAA) + 
15100 TEXT('LU 0/ SNUF to NV/DM') 
15300 ENDPGM 
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10.0 Appendix B: AS/400A CL Program for Scenario 2 (SNA 
Leased) 

5728PW1 R01M02 881028 SEU SOURCE LISTING 
SOURCE FILE . . . . . .. CMNLIB/QCLSRC 
MEMBER . . . . . . . .. L24020 
SEQNBR* ... + ••• 1 ... + ••• 2 ... + ••• 3 ... + ••• 4 ... + ••• 5 ... + ••• 6 ... + ••• 7 

100 PGM 
200 /*********************************************************************/ 
300 /* THIS PROGRAM IS USEO TO CREATE THE LINE, CONTROL UNIT ANO OEVICE */ 
400 /* OESCRIPTION FOR THE SNA LINE CONNECTION TO SA24 NCP=RAONCP0 */ 
500 /*********************************************************************/ 
600 /* LINE NAME: L24020 RESOURCE NAME: LIN021 */ 
700 /* PU/CTL NAME: P24020C4 SOLC AOORESS: C4 */ ' 
800 /* */ 
900 /* OEVICES: */ 

1000 /* OEVO/LU NAME LOCAOOR */ 
1100 /* ------------ ------- */ 
1200 /* INOEPENOENT LU RAOTNNB0 00 */ 
1300 /* */ 
1400 /* 3270 EMULATION T2402001 01 * / 
1500 /* T2402002 02 */ 
1600 /* T2402003 03 * / 
1700 /* T2402004 04 * / . 
1800 /* */ 
1900 /* APPC T2402005 05 * / 
2000 /* T2402006 06 */ 
2100 /* T2402007 07 */ 
2200 /* */ 
2300 /* SNUF LU 0 T2402008 08 * / 
2400 /* T2402009 09 */ 
2500 /* T240200A 10/0A */ 
2600 /* */ 
2700 /* RJE T240200B 11/0B */ 
2800 /* T240200C 12/0C * / 
2900 /* T2402000 13/00 */ 
3000 /* */ 
3100 /* OHCF T240200E 14/0E */ 
3200 /* T240200F 15/0F */ 
3300 /* T240200G 16/10 * / 
3400 /* T240200H 17/11 */ 
3500 /* T240200I 18/12 * / 
3600 /* */ 
3700 /* OSNX T240200J 19/13 * / 
3800 /* T240200K 20/14 */ 
3900 /*********************************************************************/ 
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4000 /* */ 
4100 MONMSG MSGID(CPF0000) 
4200 VRYCFG CFGOBJ(L24020) CFGTYPE(*LIN) STATUS(*OFF) 
4300 DLTDEVD DEVD(RAOTNNB0) 
4400 DLTDEVD DEVD(T24020D*) 
4500 DLTCTLD CTLD(P24020D) 
4600 DLTLIND LIND(L24020) 
4700 CRTLINSDLC LINO(L24020) RSRCNAME(LIN021) ROLE(*SEC) + 
4800 CNN(*MP) EXCHID(*SYSGEN) MAXCTL(5) + 
4900 MAXFRAME(521) DUPLEX(*HALF) TEXT('SNA/SDLC + 
5000 Leased to SA24') 
5100 /* THIS" IS THE CONTROLLER DESCR TO SA24 * / 
5200 CRTCTLHOST CTLO(P24020D) LINKTYPE(*SDLC) APPN(*YES) + 
5300 LINE(L24020) MAXFRAME(521) + 

5728PW1 R01M02 881028 SEU SOURCE LISTING 
SOURCE FILE . • . . . . . CMNLIB/QCLSRC 
MEMBER . . . . . . . .. L24020 
SEQNBR* ... +. •• 1 ... +. .. 2 ... +. .• 3 ... +. •• 4 ... +. •• 5 ... +. •• 6 ... +. •. 7 
5400 RMTNETID(USIBMRA) RMTCPNAME(RAB) STNADR(C4) + 
5500 CPSSN(*NO) NODETYPE(*LENNODE) TEXT('SNA + 
5600 CTL/PU on L24020') 
5700 /* 3270 DEVICE EMULATION */ 
5800 CRTDEVHOST DEVD(T24020D1) LOCADR(01) RMTLOCNAME(MVS3) + 
5900 ONLINE(*NO) CTL(P240200) APPTYPE(*EML) + 
6000 MAXLENRU(512) EM~KBD(*LOWER) TEXT('SNA 3278 + 
6100 DE') 
6200 CRTDEVHOST DEVD(T24020D2) LOCADR(02) RMTLOCNAME(MVS3) + 
6300 ONLINE(*NO) CTL(P24020D) APPTYPE(*EML) + 
6400 MAXLENRU(512) EMLKBD(*LOWER) TEXT('SNA 3278 + 
6500 DE') 
6600 CRTDEVHOST DEVD(T24020D3) LOCADR(03) RMTLOCNAME(MVS3) + 
6700 ONLINE(*NO) CTL(P24020D) APPTYPE(*EML) + 
6800 MAXLENRU(512) EMLKBD(*LOWER) TEXT('SNA 3278 + 
6900 DE') 
7000 CRTDEVHOST DEVD(T24020D4) LOCADR(04) RMTLOCNAME(MVS3) + 
7100 ONLINE(*NO) CTL(P24020D) APPTYPE(*EML) + 
7200 EMLDEV(3287) + 
7300 MAXLENRU(512) EMLKBD(*LOWER) TEXT('SNA 3287 + 
7400 PRINTER DE') 
7500 /* LU 6.2 SESSIONS TO CICS */ 
7600 CRTDEVAPPC DEVD(T24020D5) RMTLOCNAME(CICS11) ONLINE(*NO) + 
7700 LCLLOCNAME(T24020D5) RMTNETID(*NETATR) + 
7800 CTL(P24020D) MODE(MODS361) APPN(*YES) + 
7900 SNGSSN(*YES) TEXT('LU 6.2, dependent') + 
8000 LOCADR(05) 
8100 CRTDEVAPPC DEVD(T24020D6) RMTLOCNAME(CICS11) ONLINE(*NO) + 
8200 LCLLOCNAME(T2402006) RMTNETID(*NETATR) + 
8300 CTL(P24020D) MODE(MODS361) APPN(*YES) + 
8400 SNGSSN(*YES) TEXT('LU 6.2, dependent') + 
8500 LOCADR(06) 
8600 CRTDEVAPPC DEVD(T24020D7) RMTLOCNAME(CICS11) ONLINE(*NO) + 
8700 LCLLOCNAME(T24020D7) RMTNETID(*NETATR) + 
8800 CTL(P24020D) MOOE(MODS361) APPN(*YES) + 
8900 SNGSSN(*YES) TEXT('LU 6.2, dependent') + 
~000 LOCADR(07) 

( 
\; 
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9100 /* LU 0 TO CICS */ 
9200 CRTDEVSNUF DEVD(T24020DB) LOCADR(0B) RMTLOCNAME(CICS) + 
9300 ONLINE(*NO) CTL(P24020D) APPID(DSVE) + 
9400 HOST(*CICS) TEXT('LU 0/ SNUF to CICS') 
9500 CRTDEVSNUF DEVD(T24020D9) LOCADR(09) RMTLOCNAME(CICS) + 
9600 ONLINE(*NO) CTL(P24020D) APPID(DSVE) + 
9700 HOST(*CICS) TEXT('LU 0/ SNUF to CICS') 
9800 CRTDEVSNUF DEVD(T24020DA) LOCADR(0A) RMTLOCNAME(CICS) + 
9900 ONLINE(*NO) CTL(P24020D) APPID(DSVE) + 

10000 HOST(*CICS) TEXT('LU 0/ SNUF to CICS') 
10100 
10200 /* RJE SESSIONS */ 
10300 CRTDEVHOST DEVD(T24020DB) LOCADR(0B) RMTLOCNAME(JES2A) + 
10400 ONLINE(*NO) CTL(P24020D) APPTYPE(*RJE) + 
10500 TEXT('RJE Session ' ) 
10600 CRTDEVHOST DEVD(T24020DC) LOCADR(0C) RMTLOCNAME(JES2B) + 
5728PW1 R01M02 881028 SEU SOURCE LISTING 
SOURCE FILE . . . . . .. CMNLIB/QCLSRC 
MEMBER . . . . . . . .. L24020 
SEQNBR* ... +. .. 1 ... +. .. 2 ... +. .. 3 ... +. .. 4 ... +. .. 5 ... +. .. 6 ... +. .. 7 
10700 ONLINE(*NO) CTL(P24020D) APPTYPE(*RJE).+ 
10800 TEXT('RJE Session ' ) 
10900 CRTDEVHOST DEVD(T24020DD) LOCADR(0D) RMTLOCNAME(JES2C) + 
11000 ONLINE(*NO) CTL(P24020D) APPTYPE(*RJE) + 
11100 TEXT('RJE Session ' ) 
11200 /* HCF/DHCF SESSIONS */ 
11300 CRTDEVDSP DEVD(T24020DE) DEVCLS(*RMT) TYPE(3277) + 
11400 MODEL(*DHCF) LOCADR(0E) ONLINE(*NO) + 
11500 CTL(P24020D) TEXT('HCF/DHCF') 
11600 CRTDEVDSP DEVD(T24020DF) DEVCLS(*RMT) TYPE(3277) + 
11700 MODEL(*DHCF) LOCADR(0F) ONLINE(*NO) + 
11800 CTL(P24020D) TEXT('HCF/DHCF') 
11900 CRTDEVDSP DEVD(T24020DG) DEVCLS(*RMT) TYPE(3277) + 
12000 MODEL(*DHCF) LOCADR(10) ONLINE(*NO) + 
12100 CTL(P24020D) TEXT('HCF/DHCF') 
12200 CRTDEVDSP DEVD(T24020DH) DEVCLS(*RMT) TYPE(3277) + 
12300 MODEL(*DHCF) LOCADR(ll) ONLINE(*NO) + 
12400 CTL(P24020D) TEXT('HCF/DHCF') 
12500 CRTDEVDSP DEVD(T24020DI) DEVCLS(*RMT) TYPE(3277) + 
12600 MODEL(*DHCF) LOCADR(12) ONLINE(*NO) + 
12700 CTL(P24020D) TEXT('HCF/DHCF') 
12B00 /* DSNX SESSIONS */ 
12900 CRTDEVSNUF DEVD(T24020DJ) LOCADR(13) RMTLOCNAME(NVDM) + 
13000 ONLINE(*NO) CTL(P24020D) PGMSTRRQS(*YES) + 
13100 RCDLEN(32761) BLKLEN(32761) DFTPGM(AAA) + 
13200 TEXT('LU 0/ SNUF to NV/DM') 
13300 CRTDEVSNUF DEVD(T24020DK) LOCADR(14) RMTLOCNAME(NVDM) + 
13400 ONLINE(*NO) CTL(P24020D) PGMSTRRQS(*YES) + 
13500 RCDLEN(32761) BLKLEN(32761) DFTPGM(AAA) + 
13600 TEXT('LU 0/ SNUF to NV/DM') 
13700 ENDPGM 

* * * * END 0 F SOU R C E * * * * 
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11.0 Appendix C: AS/400A CL Program for Scenario 314 (SNA 
Token-Ring) 

100 
200 

PGM 

300 /*********************************************************************/ 
400 /* THIS PROGRAM IS USED TO CREATE THE LINE AND CONTROL UNIT */ 
500 /* DESCRIPTION FOR THE TOKEN-RING CONNECTION TO THE PS/2 AND AS/400B*/ 
600 /*********************************************************************/ 
800 
900 /* LINE NAME: 

1000 
TRLlN41 RESOURCE NAME: LIN041 */ 

1100 /* PU/CTL NAME: 
1200 /* 
1300 /* PU/CTL NAME: 
1400 /* 
1500 /* DEVICES: 
1600 /* 
1700 /* 

TRCTLPS 

TRNAS400B 

DEVD/LU NAME LOCADDR 

1800 /* INDEPENDENT LU RAOTNNB1 00 
2000 /* 
2100 
2200 

MONMSG MSGID(CPF0000) 

CFGOBJ(L41TR) CFGTYPE(*LIN) STATUS(*OFF) 
DEVD(RALYAS4B) 
DEVD(RAOTNNBl) 
CTLD (TRCTLPS) 
CTLD(TRNAS400B) 
LIND (L41TR) 

*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 

2300 
2400 
2500 
2600 
2700 
2800· 
2900 
3000 
3100 

VRYCFG 
DLTDEVD 
DLTDEVD 
DLTCTLD 
DLTCTLD 
DLTLIND 
CRTLlNTRN L~ND(L41TR) RSRCNAME(LIN041) + 

ADPTADR(400010020001) TEXT('Token-Ring Line + 
Description ' ) 

3200 
3300 
3400 
3500 
3600 
3700 
3800 
3900 
4000 
4100 
4200 
3200 
3300 
3400 
3500 
3600 
3700 
4300 

CRTCTLAPPC CTLD(TRCTLPS) LINKTYPE(*TRLAN) + 
SWTLINLST(L41TR) RMTNETID(USIBMRA) + 
RMTCPNAME(PS2) INLCNN(*ANS) + 
ADPTADR(400000000045) CPSSN(*NO) + 
NODETYPE(*LENNODE) TEXT('CTL DESCRIPTION + 
FOR PS/2 1) 

CRTCTLAPPC CTLD(TRNAS400B) LINKTYPE(*TRLAN) + 
SWTLINLST(L41TR) RMTNETID(USIBMRA) + 
RMTCPNAME(RALYAS4B) ADPTADR(400010020002) + 
NODETYPE(*NETNODE) TEXT('APPC Controller + 
Description for AS/400B') 

CRTCTLAPPC CTLD(TRCTLPSOS2) LINKTYPE(*TRLAN) + 
SWTLINLST(L41TR) RMTNETID(USIBMRA) + 
RMTCPNAME(PS2) INLCNN(*ANS) + 
ADPTADR(400000001111) CPSSN(*NO) + 
NODETYPE(*LENNODE) TEXT('CTL DESCRIPTION + 
FOR PS/2 OS/21) 

ENDPGM 
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NCPOPT OPTIONS NEWDEFN=(YES,ECHO),USERGEN=(FNMNDFGN) 
*********************************************************************** 00002008 
* OPTIONS DEFINITION STATEMENT * 00003008 
*********************************************************************** 00004008 
*NCPOPT OPTIONS NEWDEFN=YES,USERGEN=(FNMNDFGN) NTRI AND NPM SUPPORT 00005008 
* MAKE SURE OPTIONS MACRO IS THE FIRST LINE OF NCP 00006008 
* LINES BEFORE OPTIONS MACRO WILL NOT BE COpy TO SYSPUNCH 00007008 
*********************************************************************** 00008008 
*********************************************************************** 00010008 
* NEWNAME = RAONCP0 * * UNITSZ 152 * 00020008 
***************************** N * MAXBFRU 34 * 00030008 
* * P * MAXSUBA ENA * 00040008 
* ACF/NCP V4.3 FOR 3725 * A * MAXSUBA 31 NET X * 00050008 
* (05/31/89) * * SUBAREA = 24 NATIVE NET * 00060008 
* * * SUBAREA = 11 ATTD. NET * 00070008 
* * * * 00080008 
*********************************************************************** 00090008 
* MODIFICATIONS: OS/26/88 HEINZ * 00100008 
* THIS IS FOR THE NEW NETWORK ==~ USIBMRA ~========= * 00110008 
* NEW CORMS RAB RAK RA3 'RAP * 00120008 
* PATH TO 12 AND 13 ADDED * 00130008 
* MODIFICATIONS: * 00140008 
* PU 2.1 DEFINITIONS ADDED FOR GER ROOVERS 16 MAY 1989 CARLA * 00196008 
* TR DEFINITIONS ADDED FOR DIAZ 31 MAY 1989 HEINZ * 00196008 
* NEW PATHES FROM RSET3 31 MAY 1989 HEINZ * 00196008 
*********************************************************************** 00200008 
*********************************************************************** 00210008 
* * 00220008 
* CHA~NEL ATTACHED TO SUBAREA 11 * 00230008 
* CHANNEL ATTACHED TO SUBAREA 21 * 00240008 
* CHANNEL ATTACHED TO SUBAREA 20 * 00250008 
*********************************************************************** 00260008 
* PORT * LINENAME * OWNER * PU INDEX.. WEIGHT * 00270008 
* 20 * RAOL0020 * ROOVERS * 07 08 09 18 * 00480008 
* 25 * RAOL0025 * SADTLER * 13 * 00530008 
* * 00560008 
* LIC TYPE 3 * 00570008 
* * 00580008 
* 32 * RAOH1MKU * * 19 * 00590008 
* 36 * RAOL0036 * * 18 * 00600008 
* 40 * RAOHIRAQ * SADTLER * 1C * 00610008 
* 44 * RAOH2RAQ * SADTLER * 1A * 00620008 
*********************************************************************** 00630008 
* 00640008 
*********************************************************************** 00650008 
* PCCU'S MACRO SPECIFICATIONS * 00660008 
*********************************************************************** 00670008 
* 00680008 
*********************************************************************** 00700008 
*********************************************************************** 00710008 
PCCUB096 PCCU CUADDR=096, 

NETID=USIBMRA, 
GWCTL=ONLY, 
AUTODMP=YES, 
AUTOIPL=YES, 
AUTOSYN=YES, 
BACKUP=YES, 
CHANCON=COND, 

VIM IS C9F 
NETWORK 10 

* 
* 
* 

ONLY ONE AUTODMP-HOST IF TWINTAIL * 
ONLY ONE AUTOIPL-HOST IF TWINTAIL * 
USE THE ALREADY LOADED NCP IF OK * 
RESOURCE TAKEOVER PERMITTED * 
CONDITIONAL CONTACT REQ. TO NCP SENT* 
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DUMPDS=NCPDUMP, DUMP DATASET * 
MDUMPDS=NCPDMOSS, MOSS DUMP DATASET * 
CDUMPDS=NCPDCSP, SCANNER DUMP DATASET * 
MAXDATA=5SSS, * 
RNAME=(P12S4S,RAQPSl) , * 
OWNER=RAB, * 
VFYLM=YES, VERIFY LMOD WHEN LOADING * 
SUBAREA=ll HOSTSA VTAM VER 3 MVS 

* STATOPT=('SA24 3725',NOMONIT) SSSSSSSS 
PCCUKC9D PCCU CUADDR=C9D, VIM IS ALSO C9D * 

AUTODMP=YES, ONLY ONE AUTODMP-HOST IF TWINTAIL * 
AUTOIPL=YES, ONLY ONE AUTOIPL/HOST IF TWINTAIL * 
AUTOSYN=YES, USE THE ALREADY LOADED NCP IF OK * 
BACKUP=YES, RESOURCE TAKEOVER PERMITTED * 
CHANCON=COND, CONDITIONAL CONTACT REQ TO NCP SENT* 
DUMPDS=NCPDUMP, DUMP DATASET * 
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MDUMPDS=NCPDMOSS, MOSS DUMP DATASET * 
CDUMPDS=NCPDCSP, SCANNER DUMP DATASET * 
MAXDATA=5000, * 
OWNER=RAK, * 
RNAME=(P12040,RAQP01), * 
VFYLM=YES, VERIFY LMOD WHEN LOADING * 
SUBAREA=20 HOSTSA VTAM VER 3 MVS 

* NETID=USIBMRA, VTAM V3R2 NON-GATEWAY REQUIRED !! 
* STATOPT=('SA24 3725',NOMONIT) 
PCCU3096 PCCU CUADDR=096, VIM IS C9DI WTCOSB IS 096 * 

NETID=USIBMRA, NETWORK ID * 
AUTODMP=YES, ONLY ONE AUTODMP-HOST IF TWINTAIL * 
AUTOIPL=YES, ONLY ONE AUTOIPL-HOST IF TWINTAIL * 
AUTOSYN=YES, USE THE ALREADY LOADED NCP IF ~K * 
BACKUP=YES, RESOURCE TAKEOVER PERMITTED * 
CHANCON=COND, CONDITIONAL CONTACT REQ. TO NCP SENT* 
DUMPDS=NCPDUMP, DUMP DATASET * 
MDUMPDS=NCPDMOSS, MOSS DUMP DATASET * 
CDUMPDS=NCPDCSP, SCANNER DUMP DATASET * 
MAXDATA=5000, * 
OWNER=RA3, * 
VFYLM=YES, VERIFY LMOD WHEN LOADING * 
SUBAREA=03 HOSTSA VTAM VER 2 MVS 

* RNAME=(P13068), 
* STATOPT=('SA24 3725',NOMONIT) 
* 

01030108 
01040008 

01190008 
01200008 
01210008 

*********************************************************************** 01220008 
* BUILD MACRO SPECIFICATIONS * 01230008 
*********************************************************************** 01240008 
NCPBUILD BUILD VERSION=V4R3, # NCP V4 REL3 * 

ADDSESS=20, ENOUGH BLOCKS DEFINED IN RESSCB * 
AUXADDR=10, ADDITIONAL PLU ADDRESSES FOR ILU * 
BFRS=(128) , NCP BUFFER SIZE,EP FREE BUFFER * 
BRANCH=500, BRANCH TRACE ENTRIES V3* 
CATRACE=(YES, 100) , CHANNEL ADAPTER TRACE V3* 
CSMHDR=27F5C711C3F0405C40C8C4D9405C, 3270 CRITSIT HEADER* 
CSMHDRC=40E3C5E7E3405C5C, 3270 CRITST HEADER EXTRA TEXT * 
CSMSG=C3D9C9E3E2C9E35A40E385819440F040, CRITSIT MESG * 
CSMSGC=6040C1D5E240828587A4954B, CRITST MESG EXTRA TEXT * 
CWALL=26, MIN. BUFFERS BEFORE SLOWDOWN * 
DSABLTO=6.5, * 
ENABLTO=6.5, IBM 386X REQUIRE 6.5 AS MINIMUM * 
LOADLIB=NCPLOAO, LIB FOR LOAD MODULE * 
LTRACE=4, SIT FOR 4 LINES * 
MAXSESS=16 , MAX LU-LU SESSIONS ANY LU CAN HAVE * 
MAXSSCP=8, MAXIMUM SESSIONS FOR LU * 
MODEL=3725, ! ! ! ! ! ! ! ! ! ! ! ! ! ! U ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! ! * 
MXRLINE=2, * 
MXVLINE=25, * 
NAMTAB=50, # ENTRIES FOR SSCP, CP & NET NAMES * 
NETID=USIBMRA, NATIVE NETWORK * 
NEWNAME=RAONCP2, NAME OF THIS LOAD MODULE V3* 
NPA=YES, NPA* 
NUMHSAS=25, VR'S TO 25 HOSTS AND NCP ALLOWED * 
PATHEXT=20, DEFAULT IS 254, AND NCP ALLOWED * 
SUBAREA=24, SUBAREA ADDRESS = 24 * 
TRACE=(YES,64) , 64 ADDRESS-TRACE ENTRIES * 
TYPGEN=NCP, NCP ONLY * 
TYPSYS=OS, * 
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* , V4R3 
* , V4R3 
* , V4R3 
* , V4R3 
* , V4R3 
* 

COSTAB=ISTSDCOS, COS TABLE USED TO ACTIVATE ER/VR 
VRPOOL=12S, NO OF VR'S ENDING + DEACT/REACT. 
HSBPOOL=256, HALF SESSION CB POOL 
NETLIM=12S, LIMIT HSCB USAGE OUT OF HSBPOOL 
SESSLIM=64 NUMBER OF SESSIONS PER NAF 
CA=(TYPE5,TYPE5,TYPE5,TYPE5), CHANNEL ADAPTER TYPE 
CANETID=(USIBMRA,USIBMRA,USIBMRA,USIBMRA), 
DELAY=(0.2,0.2,0.2,0.2), DELAY FOR V3 BUILD 
NCPCA=(ACTIVE,ACTIVE,ACTIVE,ACTIVE), 
TIMEOUT=(120,120,120,120), 
RESOEXT=64, * NOT SUPPORT V4R3 

* 
* 
* 
* 

015S100S 
015S110S 
015S200S 
015S300S 
015S400S 
0159000S 

*********************************************************************** 0160000S 
* SYSCNTRL MACRO SPECIFICATIONS * 0161000S 
*********************************************************************** 0162000S 
NCPSYSC SYSCNTRL OPTIONS=(BHSASSC,ENDCALL,MODE,RCNTRL,RCOND,RECMD,RIMM* 

,NAKLIM,SESSION,SSPAUSE,XMTLMT,STORDSP,DLRID,RDEVQ) 
*********************************************************************** 
* GWNAU DEFINITIONS 
*********************************************************************** 
* 
* DEFINITIONS OF THE CORMS LOCATED IN NETWORK NETD 9370 
* 
*********************************************************************** 
* 

GWNAU NAME=MC314, 
NETID=NETD, 
ELEMENT=2 

GWNAU NAME=MK33, 
NETID=USIBMMK, 
ELEMENT=3 

. GWNAU NAME=MK31, 
NETID=USIBMMK, 

'ELEMENT=4 
GWNAU NAME=MK34, 

NETID=USIBMMK, 
ELEMENT=5 

GWNAU NAME=MK21, 
NETID=USIBMMK, 
ELEMENT=6 

SNI - 10 OF SSCP 
SNI - NETID 
SNI - ELEMENT ADRESS IN USIBMRA 
SNI - 10 OF SSCP 
SNI - NETID 
SNI - ELEMENT ADRESS IN USIBMRA 
SNI - 10 OF SSCP 
SNI - NETID 
SNI - ELEMENT ADRESS IN USIBMRA 
SNI 10 OF SSCP 
SNI - NETID 
SNI - ELEMENT ADRESS IN USIBMRA 
SNI - 10 OF SSCP 
SNI - NETID 
SNI - ELEMENT ADRESS IN USIBMRA 

* 
*********************************************************************** 
* GWNAU DEFINITIONS DYNAMICALLY ASSIGNED 
*********************************************************************** 
* 

GWNAU NUMADDR=512 DYNAMICALLY ASSIGNED NAPS 

* 
* 

* 
* 

* 
* 

* 
* 

* 
* 

0165000S 
01660'00S 
0167000S 
016S000S 
0169000S 
0170000S 
0171000S 
0172000S 

0176000S 
0177000S 
017S000S 
0179000S 
01S0000S 

* 01S2000S 
* 01S3000S 
*********************************************************************** 02730000 
* DYNAMIC RECONFIGURATION POOL SPACE * 03130000 
*********************************************************************** 03140000 
* 03150000 
*********************************************************************** 01S4000S 
* HOST MACRO SPECIFICATIONS * 01S5000S 
*********************************************************************** 01S6000S 
RAB HOST INBFRS=10, NCP BUFFERS ALLOCATION * 

MAXBFRU=34, UP TO 34 VTAM BUFFERS SHIPPED * 
UNITSZ=152, VTAM 10 BUFFERS SIZE * 
BFRPAD=0, BUFFER PAD (MANDATORY FOR ACF) * 
SUBAREA=(11) , CHANNEL ATTACHED HOSTSA REL 3 * 

Appendix D: Listing of NCP Definitions for the Residency 299 



RAK 

* 

NETID=USIBMRA 
HOST INBFRS=10, 

MAXBFRU=34, 
UNITSZ=152, 
BFRPAD=0, 
SUBAREA=(20) 
NETID=USIBMRA 

NETWORK ID 
NCP BUFFERS ALLOCATION 
UP TO 34 VTAM BUFFERS SHIPPED 
VTAM 10 BUFFERS SIZE 
BUFFER PAD (MANDATORY FOR ACF) 
CHANNEL ATTACHED HOSTSA REL 3 
NETWORK ID 

* 
* 
* 
* 

019a000a 
*********************************************************************** 0205000a 
* DYNAMIC RECONFIGURATION POOL SPACE * 0206000a 
*********************************************************************** 0207000a 
* 
DRPOOLPU PUDRPOOL NUMBER=25 . 
* 
DRPOOLLU LUDRPOOL NUMILU=32, 

NUMTYPl=10, 
NUMTYP2=200 

CAN ADD 25 PUS 

RESERVE 32 ILUS 
RESERVE 10 LUS ON PU.Tl PUS 
RESERVE 20S LUS ON PU.T2 PUS 

020a000a 

* 0211000a 
* 
* 

*********************************************************************** 0215000a 
* PATH ~PECIFICATIONS FOR OTHER NCPS AND HOSTS * 0216000a 
*********************************************************************** 0217000a 
*********************************************************************** 021a000a 
***************** PATHSNI **************************************** 0219000a 
*********************************************************************** 0220000a 
* 
* 
* 

PATH UPDATED 05/31/a9 BY HEINZ 
RTG SET RSET3 

0221000a 
0222000a 
0223000a 

*********************************************************************** 03000S0a 
* NCP24 

PATH DESTSA=3, * 
ER0=(11,1,5000,5000,5000,20000), * 
VR0=0, * 
VRPWS00=(2,6),VRPWSSl=(2,6),VRPWS02=(2,6) 

PATH DESTSA=ll, * 
ER1=(II,I), * 
ER2=(20,1,5000,5S0S,5S0S,2000S), * 
VR0=1, * 
VRPWS00=(1,3),VRPWSSl=(1,3),VRPWS02=(1,3), * 
VR1=2, * 
VRPWSI0=(2,6),VRPWS11=(2,6),VRPWSI2=(2,6) 

PATH DESTSA=20, * 
ER1=(20, 1), * 
ER2=(11, 1), * 
ER3=(1l,1), * 
VRS=I, * 
VRPWS0S=(1,3),VRPWSS1=(1,3),VRPWS02=(1,3), * 
VRl=2, * 
VRPWS10=(2,6),VRPWS11=(2,6),VRPWS12=(2,6), * 
VR2=3, * 
VRPWS20=(4,12),VRPWS21=(4,12),VRPWS22=(4,12) 

PATH DESTSA=25, * 
ERl=(2S,1), * 
VRS=I, * 
VRPWS00=(2,6),VRPWSS1=(2,6),VRPWSS2=(2,6) 

PATH DESTSA=2a, * 
ER2=(2S,1), * 
VRS=2, * 
VRPWS00=(2,6),VRPWSS1=(2,6),VRPWS02=(2,6) 

PATH DESTSA=5, * 
ER0= ( 11 , 1) , * 
VRS=S, * 
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VRPWS00=(2,6),VRPWS01=(2,6),VRPWS02=(2,6) 
PATH DESTSA=6, 

ER4=(1l, 1), 
VR0=4, 
VRPWS00=(2,6),VRPWS01=(2,6),VRPWS02=(2,6) 

PATH DESTSA=7, 
ER4=(1l, 1), 
VR0=4, 
VRPWS00=(2,6),VRPWS01=(2,6),VRPWS02=(2,6) 

PATH DESTSA=8, 
ER3=(20,1), 
VR0=3, , 
VRPWS00=(2,6),VRPWS01=(2,6),VRPWS02=(2,6) 

PATH DESTSA=9, 
ER3=(1l, 1), 
VR0=3, 
VRPWS00=(2,6),VRPWS01=(2,6),VRPWS02=(2,6) 

PATH DESTSA=12, 
ER2=(1l, 1), 
VR0=2, 
VRPWS00=(2,6),VRPWS01=(2,6),VRPWS02=(2,6) 

PATH DESTSA=13, 
ER2=(1l, 1), 
VR0=2, 
VRPWS00=(2,6),VRPWS01=(2,6),VRPWS02=(2,6) 

PATH DESTSA=22, 
ER2=(1l, 1), 
VR0=2, 
VRPWS00=(3,9),VRPWS01=(3,9),VRPWS02=(3,9) 

PATH DESTSA=26, 
ER0=(26,8,5000,5000,5000,20000), 
VR0=0, 
VRPWS00=(1,3),VRPWS01=(1,3),VRPWS02=(1,3) 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

* SDLCST STATEMENTS FOR CONFIGURABLE LINK STATIONS * 03015008 
* (STATEMENT MUST PRECEDE GROUP STATEMENTS) * 03020008 
*********************************************************************** 03030008 
SDL24PRI SDLCST MODE=PRI, 

GROUP=RAOGXPRI, 
RETRIES=(7,3,5), 
MAXOUT=7, 
PASSLIM=254 

* 
SDL24SEC SDLCST MODE=SEC, 

GROUP=RAOGXSEC, 
RETRIES=(7), 
MAXOUT=7, 
PASSLIM=254 

GROUP FOR PRIMARY LINKS 

GROUP FOR SECONDARY LINKS 

* 
* 
* 
* 

03090008 
* 
* 
* 
* 

*********************************************************************** 00200000 
*********************************************************************** 04750008 
* LINE MACRO SPECIFICATION SDLC LI NK 020 04760008 
*********************************************************************** 04770008 
RAOL0020 LINE ADDRESS=(020,HALF), 

NPACOLL=YES, 
ANS=CONTI NUE, 
OWNER=RAB, 
ISTATUS=ACTIVE, 
DUPLEX=(FULL) , 
ETRATIO=30, 
LPDATS=LPDA1, 

TRANSMIT AND RECEIVE ADDRESSES * 
NPA* 

DON'T BREAK CROSS DOMAIN SESSIONS * 
(V) VTAM * 

REQUEST TO SEND ALWAYS UP 
DEFAULT 

* 
* 
* 
* 
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MAXPU=9, 
SERVLIM=2, 
SRT=(,64) , 

ALLOW NO MORE THAN 9 PUS ON LINE 

SPEED=(4S00) LINE SPEED IS 4S00 BPS 

* 
* 
* 

* ATTACH=MODEM, # NOT SUPPORTED V4R3 0490000S 
* STATOPT=('S/36,S/3S',NOMONIT) 0491000S 
*********************************************************************** 0492000S 
* * 0493000S 
* SERVICE MACRO SPECIFICATION FOR SDLC (LINE 020) * 0494000S 
* * 049S000S 
*********************************************************************** 0496000S 

SERVICE ORDER=(RAOP07,RAOP0S,RAOP1B,RAOPSC,RAOP09), 
MAXLIST=9 

*********************************************************************** 
*********************************************************************** 

* 
* 
* 

PU AND LU DEFINITIONS OF AS/400B TO SUPPORT DEPENDENT 
AND INDEPENDENT LUS 
GER ROOVERS EXT.2322 

* 
*********************************************************************** 
RAOP07 PU ADDR=C1, 

MAXDATA=265, 
MAXOUT=7, 
PACING=(7) , 
ANS=CONTINUE, 
PASSLIM=7, 
PUTYPE=2, 
RETRI ES= ( ,1,4) , 
DISCNT=(NO) , 
ISTATUS=ACTIVE, 
VPACING=S, 
XID=YES 

3270 ADDRESS='C' (EBCDIC) 
MAXIMUM AMOUNT OF DATA 
MAX SDLC FRAMES BEFORE RESPONSE 
PACING SET BY BIND IMAGE 
KEEPS CROSS-DOMAIN RUNNING 

4 RETRIES, 1 SECOND BETWEEN 
(V) VTAM ONLY 
(V) VTAM ONLY 
(V) VTAM ONLY 

* 

0S01000S 
0S0S000S 
0S060009 
0S070009 
0S0S0009 
0S090009 
0S100010 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* STATOPT='AS400B T2.1' 0S270010 
********************************************************************** 0S2S0009 
* DEFINITIONS FOR AS/400B * 0S290009 
* RAOTNN00 TO 03 INDEPENDENT LUS 0S300012 
* RAOTNN04 TO 0S INDEPENDENT LUS TO CICS 0S310012 
* RAOT0701 TO 04 FOR 3270 EMULATION (4 LUS) * 0S320009 
* RAOT070S TO 07 FOR APPC SESSIONS WITH CICS (3 LUS) * 0S330009 
* RAOT070S FOR LU 0 SESSIONS WITH CICS (1 LU) * 05340009 
* RAOT0709 TO 0A FOR DSX (2 LUS) * 0S3S0009 
* RAOT070B TO 00 FOR RJE (3 LUS) * 0S360009 
* RAOT070E TO 01 FOR HCF (S LUS) * 0S370009 
* * 0S3S0009 
********************************************************************** 0S390009 
RAOTNN00 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=INDEPENDENT LU 0S440010 
RAOTNN01 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=INDEPENDENT LU 0S490010 
RAOTNN02 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
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MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT=INDEPENDENT LU 
RAOTNN03 LU RESSCB=4, INDEPENDENT LU 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT=INDEPENDENT LU 
RAOTNN04 LU RESSCB=4, INDEPENDENT LU TO CICS 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT=INDEPENDENT LU 
RAOTNN05 LU RESSCB=4, INDEPENDENT LU TO CICS 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT=INDEPENDENT LU 
RAOT0701 LU LOCADDR=l, 3270 EMULATION 

MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3278, 
ISTATUS=ACTIVE 

RAOT0702 LU LOCADDR=2, 
MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3278, 
ISTATUS=ACTIVE 

RAOT0703 LU LOCADDR=3, 
MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3278, 
ISTATUS=ACTIVE 

RAOT0704 LU LOCADDR=4, 
MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3278, . 
ISTATUS=ACTIVE 

3270 EMULATION 

3270 EMULATION 

3270 EMULATION 

* 
* 

05540010 
* 
* 
* 
* 

05590010 
* 
* 
* 
* 

05640010 
* 
* 
* 
* 

05690010 
* 
* 
* 
* 

* 
* 
* 
* 

* 
* 
* 
* 

* 
* 
* 
* 

*--------------------------------------------------------------------- 05900009 
RAOT0705 LU LOCADDR=5, APPC SESSIONS WITH CICS * 

MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
LOGAPPL=CICSll, * 
ISTATUS=ACTIVE 

RAOT0706 LU LOCADDR=6, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
LOGAPPL=CICS11, 
ISTATUS=ACTIVE 

RAOT0707 LU LOCADDR=7, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
LOGAPPL=CICS11, 

APPC SESSIONS WITH CICS * 
* 
* 
* 

APPC SESSIONS WITH CICS * 
* 
* 
* 
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ISTATUS=ACTIVE 
*---------------------------------------------------------------------
RAOT0708 LU LOCADDR=8, 

MODETAB=MTGS3X, 
DLOGMOD=SNUF36, 
ISTATUS=ACTIVE 

LU 0 SESSIONS WITH CICS 

*---------------------------------------------------------------------
RAOT0709 LU LOCADDR=9, DSNX 

MODETAB=MTGS3X, 
ISTATUS=ACTIVE 

RAOT070A LU LOCADDR=10, DSNX 

* 

MODETAB=MTGS3X, 
ISTATUS=ACTIVE 

---j-----------------------------------------------------------------
RAOT070B LU LOCADDR=ll, 

MODETAB=MTGS3X, 
DLOGMOD=RJES36, 
ISTATUS=ACTIVE 

RAOT070C LU LOCADDR=12, 
MODETAB=MTGS3X, 
DLOGMOD=RJES36 , 
ISTATUS=ACTIVE 

RAOT070D LU LOCADDR=13, 
MODETAB=MTGS3X, 
DLOGMOD=RJES36, 
ISTATUS=ACTIVE 

MSRJE 

MSRJE 

MSRJE 

*---------------------------------------------------------------------
RAOT070E LU LOCADDR=14, DHCF 

ISTATUS=ACTIVE 
RAOT070F LU LOCADDR=15, DHCF 

ISTATUS=ACTIVE 
RAOT070G LU LOCADDR=16, DHCF 

ISTATUS=ACTIVE 
RAOT070H LU LOCADDR=17, DHCF 

ISTATUS=ACTIVE 
RAOT070I LU LOCADDR=18, DHCF 

ISTATUS=ACTIVE 

05997009 
* 
* 
* 

05999309 
* 
* 

* 
* 

06000009 
* 
* 
* 

* 
* 
* 

* 
* 
* 

06001309 
* 

* 

* 

* 

* 

*********************************************************************** 06003008 
* PU/LU MACRO FOR S/36B DYNAMIQUE CONFIGURATION = DRS36B24 * 06010008 
*********************************************************************** 06030008 ( 
* PU AND LU DEFINITIONS FOR S/36B TO SUPPORT DEPENDENT* 06040009 
* AND INDEPENDENT LUS * 06050010 
* GER ROOVERS EXT: 2322 * 06060010 
* * 06070010 
*********************************************************************** 06080010 
RAOP08 PU ADDR=C2, 3270 ADDRESS='C' (EBCDIC) * 

MAXDATA=265, MAXIMUM AMOUNT OF DATA * 
MAXOUT=7, MAX SDLC FRAMES BEFORE RESPONSE * 
PACING=(7) , PACING SET BY BIND IMAGE * 
ANS=CONTI NUE, KEEPS CROSS-DOMAIN RUNNING * 
PASSLIM=7, * 
PUTYPE=2, * 
RETRIES=(,1,4), 4 RETRIES, 1 SECOND BETWEEN * 
DISCNT=(NO) , (V) VTAM ONLY * 
ISTATUS=ACTIVE, (V) VTAM ONLY * 
VPACING=8, (V) VTAM ONLY * ~ 
XID=YES ~ 

* STATOPT='S/36B T2.11 06250010 
********************************************************************** 06260009 
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* DEFINITIONS FOR S/368 * 06270009 
* RAOTNNA0 TO A3 INDEPENDENT LU SUPPORT 06280009 
* RAOTNNA4 TO A5 INDEPENDENT LU SUPPORT TO CICS 06290009 
* RAOT0801 TO 04 FOR 3270 EMULATION (4 LUS) * 06300009 
* RAOT0805 TO 07 FOR APPC SESSIONS WITH CICS (3 LUS) * 06310009 
* RAOT0808 FOR LU 0 SESSIONS WITH CICS (1 LU) * 06320009 
* RAOT0809 TO 0A FOR DSX (2 LUS) *06330009 
* RAOT0808 TO 00 FOR RJE (3 LUS) * 06340009 
* RAOT080E TO 01 FOR HCF (5 LUS) * 06350009 
* * 06360009 
********************************************************************** 06370009 
RAOTNNA0 LU RESSC8=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 06420010 
RAOTNNA1 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETA8=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 06470010 
RAOTNNA2 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETA8=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 06520010 
RAOTNNA3 LU RESSC8=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETA8=MTGS3X, * 

'DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 06570010 
RAOTNNA4 LU RESSC8=4, INDEPENDENT LU TO CICS * 

LOCADDR=0, * 
MODETA8=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 06620010 
RAOTNNA5 LU RESSCB=4, INDEPENDENT LU TO CICS * 

LOCADDR=0, * 
MODETA8=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 06670010 
RAOT0801 LU LOCADDR=l, 3270 EMULATION * 

MODETA8=MTGS3X, * 
USSTA8=US327X, * 
DLOGt~OD=EM327 8, * 
ISTATUS=ACTIVE 

RAOT0802 LU LOCADDR=2, 3270 EMULATION * 
MODETA8=MTGS3X, * 
USSTA8=US327X, * 
DLOGMOD=EM3278, * 
ISTATUS=ACTIVE 

RAOT0803 LU LOCADDR=3, 3270 EMULATION * 
MODETAB=MTGS3X, * 
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USSfAB=US327X, 
DLOGMOD=EM327a, 
ISTATUS=ACTIVE 

RAOT0a04 LU LOCADDR=4, 
MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM327a, 
ISTATUS=ACTIVE 

3270 EMULATION 

* 
* 

* 
* 
* 
* 

*--------------------------------------------------------------------- 06aa0009 
RAOT0a05 LU LOCADDR=5, APPC SESSIONS WITH CICS * 

MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
LOGAPPL=CICS11, * 
ISTATUS=ACTIVE 

RAOT0a06 LU LOCADDR=6, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 

,p LOGAPPL =C I CS 11, 
ISTATUS=ACTIVE 

RAOT0a07 ~U LOCADDR=7, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
LOGAPPL=CICS11, 
ISTATUS=ACTIVE 

APPC SESSIONS WITH CICS 

APPC SESSIONS WITH CICS 

* 
* 
* 
* 

* 
* 
* 
* 

*--------------------------------------------------------------------- 0696a009 
RAOT0a0a LU LOCADDR=a, LU 0 SESSIONS WITH CICS * 

MODETAB=MTGS3X, * 
DLOGMOD=SNUF36, * 
ISTATUS=ACTIVE 

*--------------------------------------------------------------------- 06969409 
RAOT0a09 LU LOCADDR=9, DSNX * 

MODETAB=MTGS3X, * 
ISTATUS=ACTIVE 

RAOT0a0A LU LOCADDR=10, 
MODETAB=MTGS3X, 
ISTATUS=ACTIVE 

DSNX 

*---------------------------------------------------------------------
RAOT0a0B LU LOCADDR=11, 

MODETAB=MTGS3X, 
DLOGMOD=RJES36, 
ISTATUS=ACTIVE 

RAOT0a0C LU LOCADDR=12, 
MODETAB=MTGS3X, 
DLOGMOD=RJES36, 
ISTATUS=ACTIVE 

RAOT0a0D LU LOCADDR=13, 
MODETAB=MTGS3X, 
DLOGMOD=RJES36, 
ISTATUS=ACTIVE 

MSRJE 

MSRJE 

MSRJE 

* 
* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

06970109 

*--------------------------------------------------------------------- 06971409 
RAOT0a0E CU LOCADDR=14, DHCF * 

ISTATUS=ACTI VE 
RAOT0a0F LU LOCADDR=15, 

ISTATUS=ACTIVE 
RAOT0a0G LU LOCADDR=16, 

ISTATUS=ACTIVE 
RAOT080H LU LOCADDR=17, 

ISTATUS=ACTIVE 
RAOT080I LU LOCADDR=18, 

DHCF 

DHCF 

DHCF 

DHCF 
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ISTATUS=ACTIVE 
*********************************************************************** 06973008 
* PU/LU MACRO FOR S/38 * 06980008 
*********************************************************************** 06990008 
* 
* 
* 
* 

PU AND LU DEFINITIONS FOR S/38A TO SUPPORT 
DEPENDENT AND INDEPENDENT LUS 
GER ROOVERS EXT.2322 

07000009 
07010009 
07020009 
07030009 

*********************************************************************** 07040009 
RAOP09 PU ADDR=C3, 

MAXDATA=265, 
MAXOUT=7, 
PACING=(7), 
ANS=CONTI NUE, 
PASSLIM=7, 
PUTYPE=2, 
RETRIES=(, 1,4), 
DISCNT=(NO) , 
ISTATUS=ACTIVE, 
VPACING=8, 
X!D=YES 

3270 ADDRESS='C' (EBCDIC) 
MAXIMUM AMOUNT OF DATA 
MAX SDLC FRAMES BEFORE RESPONSE 
PACING SET BY BIND IMAGE 
KEEPS CROSS-DOMAIN RUNNING 

4 RETRIES, 1 SECOND BETWEEN 
(V) VTAM ONLY 
(V) VTAM ONLY 
(V) VTAM ONLY 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* STATOPT='S/38A T2.11 07210010 
********************************************************************** 07220009 
* DEFINITIONS FOR S/38 * 07230009 
* RAOTNNC0 TO C3 INDEPENDENT LUS 07240009 
* RAOTNNC4 TO C5 INDEPENDENT LUS TO CICS 07250009 
* RAOT0901 TO 04 FOR 3270 EMULATION (4 LUS) * 07260009 
* RAOT0905 TO 07 FOR APPC SESSIONS WITH CICS (3 LUS) * 07270009 
* RAOT0908 TO 08 FOR LU 0 SESSIONS WITH CICS (1 LU) * 07280009 
* RAOT0909 TO 0D FOR RJE (5 LUS) * 07290009 
* RAOT090E TO 01 FOR HCF (5 LUS) * 07300009 
* RAOT090J FOR REMOTE MANAGEMENT TEST (1 LU) * 07310009 
* * 07320009 
********************************************************************** 07330009 
RAOTNNC0 LU RESSCB=4, 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

INDEPENDENT LU 

* STATOPT=IINDEPENDENT LUI 
RAOTNNC1 LU RESSCB=4, INDEPENDENT LU 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT='INDEPENDENT LUI 
RAOTNNC2 LU RESSCB=4, INDEPENDENT LU 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT='INDEPENDENT LUI 
RAOTNNC3 LU RESSCB=4, INDEPENDENT LU 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT='INDEPENDENT LUI 
RAOTNNC4 LU RESSCB=4, INDEPENDENT LU TO CICS 

* 
* 
* 
* 

07380010 
* 
* 
* 
* 

07430010 
* 
* 
* 
* 

07480010 
* 
* 
* 
* 

07530010 
* 
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LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 
RAOTNNC5 LU RESSCB=4, INDEPENDENT LU TO eICS 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 
RAOT0901 LU LOCADDR=l, 3270 EMULATION 

MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3277, 
ISTATUS=ACTIVE 

RAOT0902 LU LOCADDR=2, 
MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3277, 
ISTATUS=ACTIVE 

RAOT0903 LU LOeADDR=3, 
MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3277, 
ISTATUS=ACTIVE 

RAOT0904 LU LOCADDR=4, 
MODETAB=MTGS3X, 
USSTAB=US327X, 
DLOGMOD=EM3277, 
ISTATUS=ACTIVE 

3270 EMULATION 

3270 EMULATION 

3270 EMULATION 

* 
* 
* 

07580010 
* 
* 
* 
* 

07630010 
* 
* 
* 
* 

* 
* 
* 
* 

* 
* 
* 
* 

* 
* 
* 
* 

*--------------------------------------------------------------------- 07840009 
RAOT0905 LU LOCADDR=5, APPC SESSIONS WITH eICS * 

MODETAB=MTGS3X, * 
DLOGMOD=MS38APPC, * 
LOGAPPL=CICSll, * 
ISTATUS=ACTIVE 

RAOT0906 LU LOCADDR=6, 
MODETAB=MTGS3X, 
DLOGMOD=MS38APPC, 
LOGAPPL=CICSll , 
ISTATUS=ACTIVE 

RAOT0907 LU LOCADDR=7, 
MODETAB=MTGS3X, 
DLOGMOD=MS38APPC, 
LOGAPPL=CICSll , 
ISTATUS=ACTIVE 

APPC SESSIONS WITH CICS * 
* 
* 
* 

APPC SESSIONS WITH eIeS * 
* 
* 
* 

*--------------------------------------------------------------------- 07982009 
RAOT0908 LU LOCADDR=8, LU 0 SESSIONS WITH CICS * 

MODETAB=MTGS3X, * 
DLOGMOD=SNUF36, * 
ISTATUS=ACTIVE 

*--------------------------------------------------------------------- 07987009 
RAOT0909 LU LOCADDR=9, MSRJE * 

MODETAB=MTGS3X, * 
DLOGMOD=S38RJE, * 
ISTATUS=ACTIVE 

RAOT090A LU LOCADDR=10, 
MODETAB=MTGS3X, 

MSRJE 
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DLOGMOD=S3SRJE, 
ISTATUS=ACTIVE 

RAOT090B LU LOCADDR=ll, 
MODETAB=MTGS3X, 
DLOGMOD=S3SRJE, 
ISTATUS=ACTIVE 

RAOT090C LU LOCADDR=12, 
MODETAB=MTGS3X, 
DLOGMOD=S3SRJE, 
ISTATUS=ACTIVE 

RAOT090D LU LOCADDR=13, 
MODETAB=MTGS3X, 
DLOGMOD=S3SRJE, 
ISTATUS=ACTIVE 

MSRJE 

MSRJE 

MSRJE 

*---------------------------------------------------------------------
RAOT090E LU LOCADDR=14, DHCF 

ISTATUS=ACTIVE 
RAOT090F LU LOCADDR=15, DHCF 

ISTATUS=ACTIVE 
RAOT090G LU LOCADDR=16, DHCF 

ISTATUS=ACTIVE 
RAOT090H LU LOCADDR=17, DHCF 

ISTATUS=ACTIVE 
RAOT090I LU LOCADDR=lS, DHCF 

ISTATUS=ACTIVE 
*---------------------------------------------------------------------
RAOT090J LU LOCADDR=19, 

MODETAB=MTGS3X, 
DLOGMOD=S3767, 
ISTATUS=ACTIVE 

REMOTE MANAGEMENT TEST 

* 

* 
* 
* 

* 
* 
* 

* 
* 
* 

07990909 
* 

* 

* 

* 

* 

07992009 
* 
* 
* 

*********************************************************************** 0799300S 
* PUjLU MACRO RESERVED FOR THE OLYMPIC * 0S00000S 
*********************************************************************** 0S01000S 
*RAOP1B 
* 
* 
* 
* 
* 

PU ADDR=C3, 3270 ADDRESS='C ' (EBCDIC) 

PU AND LU DEFINITION FOR ASj400A 
FOR SUPPORT DEPENDENT AND INDEPENDENT LUS 
GER ROOVERS EXT.2322 

x 0S02000S 
0S021009 
08022009 
0S023009 
0S024009 
0S025009 

*********************************************************************** 0S026010 
RAOP1B PU ADDR=C4, 

MAXDATA=265, 
MAXOUT=7, 
PAC I NG= (7) , 
ANS=CONTI NUE, 
PASSLIt4=7, 
PUTYPE=2, 
RETRIES=(,1,4), 
DISCNT=(NO) , 
ISTATUS=ACTIVE, 
VPACING=8, 
XID=YES 

3270 ADDRESS='C' (EBCDIC) 
MAXIMUM AMOUNT OF DATA 
MAX SDLC FRAMES BEFORE RESPONSE 
PACING SET BY BIND IMAGE 
KEEPS CROSS-DOMAIN RUNNING 

4 RETRIES, 1 SECOND BETWEEN 
(V) VTAM ONLY 
(V) VTAM ONLY 
(V) VTAM ONLY 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* STATOPT='ASj40e T2.11 0S030410 
********************************************************************** 0S030509 
* DEFINITIONS FOR ASj400A * 0S030609 
* RAOTNNB0 TO B3 INDEPENDENT LUS 0S030709 
* RAOTNNB4 TO B5 INDEPENDENT LUS TO CICS 0S030S09 
* RAOT1B01 TO 04 FOR 3270 EMULATION (4 LUS) * 08030909 
* RAOT1B05 TO 07 FOR APPC SESSIONS WITH CICS (3 LUS) * 0S031009 
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* RAOT1B0a TO 0a FOR LU 0 SESSIONS WITH CICS (1 LU) * 0a031109 
* RAOT1B09 TO 0D FOR RJE (5 LUS) * 0a031209 
* RAOT1B0E TO 01 FOR HCF (5 LUS) * 08031309 
* RAOT1B0J FOR REMOTE MANAGEMENT TEST (1 LU) * 08031409 
* * 0a031509 
********************************************************************** 08031609 
RAOTNNB0 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 08032210 
RAOTNNB1 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 0a032810 
RAOTNNB2 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 08033410 
RAOTNNB3 LU RESSCB=4, INDEPENDENT LU * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 0a034010 
RAOTNNB4 LU RESSCB=4, INDEPENDENT LU TO CICS * 

LOCADDR=0, * 
MODETAB=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 0a034610 
RAOTNN85 LU RESSC8=4, INDEPENDENT LU TO CICS * 

LOCADDR=0, * 
MODETA8=MTGS3X, * 
DLOGMOD=MODS361, * 
ISTATUS=ACTIVE 

* STATOPT=IINDEPENDENT LUI 08035210 
RAOT1881 LU LOCADDR=l, 3270 EMULATION * 

MODETAB=MTGS3X, * 
USSTA8=US327X, * 
DLOGMOD=EM3277, * 
ISTATUS=ACTIVE 

RAOT1B82 LU LOCADDR=2, 3270 EMULATION * 
MODETA8=MTGS3X, * 
USSTA8=US327X, * 
DLOGMOD=EM3277, * 
ISTATUS=ACTIVE 

RAOT1803 LU LOCADDR=3, 3270 EMULATION * 
MODETA8=MTGS3X, * 
USSTAB=US327X, * 
DLOGMOD=EM3277, * 
ISTATUS=ACTIVE 

RAOT1804 LU LOCADDR=4, 3270 EI~ULATION * 
MODETA8=MTGS3X, * 
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USSTAB=US327X, * 
DLOGMOD=EM3277, * 
ISTATUS=ACTIVE 

* --------------------------------------------------------------------- 08037309 
RAOT1B05 LU LOCADDR=5, APPC SESSIONS WITH CICS * 

MODETAB=MTGS3X, * 
DLOGMOD=MSOLAPPC, * 
LOGAPPL=CICS11 , * 
ISTATUS=ACTIVE 

RAOT1B06 LU LOCADDR=6, APPC SESSIONS WITH CICS * 
MODETAB=MTGS3X, * 
DLOGMOD=MSOLAPPC, * 
LOGAPPL=CICS11 , * 
ISTATUS=ACTIVE 

RAOT1B07 LU LOCADDR=7, APPC SESSIONS WITH CICS * 
MODETAB=MTGS3X, * 
DLOGMOD=MSOLAPPC, * 
LOGAPPL =C I CS 11, * 
ISTATUS=ACTIVE 

* --------------------------------------------------------------------- 08038909 
RAOT1B08 LU LOCADDR=8, LU 0 SESSIONS WITH CICS * 

MODETAB=MTGS3X, * 
DLOGMOD=SNUF36, * 
ISTATUS=ACTIVE 

* --------------------------------------------------------------------- 08039409 
RAOT1B09 LU LOCADDR=9, MSRJE * 

MODETAB=MTGS3X, * 
DLOGMOD=S38RJE, * 
ISTATUS=ACTIVE 

RAOT1B0A LU LOCADDR=10, MSRJE * 
MODETAB=MTGS3X, * 
DLOGMOD=S38RJE, * 

. ISTATUS=ACTIVE 
RAOT1B0B LU LOCADDR=ll, MSRJE * 

MODETAB=MTGS3X, * 
DLOGMOD=S38RJE, * 
ISTATUS=ACTIVE 

RAOT1B0C LU LOCADDR=12, MSRJE * 
MOOETAB=MTGS3X, * 
OLOGMOO=S38RJE, * 
I STATUS=ACTI VE 

RAOT1B00 LU LOCAODR=13, MSRJE * 
MODETAB=MTGS3X, * 
DLOGMOO=S38RJE, * 
ISTATUS=ACTIVE 

* --------------------------------------------------------------------- 08041509 
RAOT1B0E LU LOCADDR=14, DHCF * 

ISTATUS=ACTIVE 
RAOT1B0F LU LOCADDR=15, DHCF * 

ISTATUS=ACTIVE 
RAOT1B0G LU LOCADDR=16, DHCF * 

ISTATUS=ACTIVE 
RAOT1B0H LU LOCADDR=17, DHCF * 

ISTATUS=ACTIVE 
RAOT1B0I LU LOCADOR=18, DHCF * 

~ ISTATUS=ACTIVE 
1',,~ 

* --------------------------------------------------------------------- 08042609 
RAOT1B0J LU LOCADOR=19, REMOTE MANAGEMENT TEST * 

MODET AB=MTGS3X, * 
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DLOGMOD=S3767, 
ISTATUS=ACTIVE 

* 

*********************************************************************** 0a043113 
* PU/LU MACRO RESERVED FOR THE PS/2 * 0a043213 
*********************************************************************** 0a043313 
* PU AND LU DEFINITION FOR PS/2 PC SUPPORT 05/16/a9 0a043613 
* FOR SUPPORT DEPENDENT AND INDEPENDENT LUS 0a043713 
* GER ROOVERS EXT.2322 0a043a13 
* 0a043913 
*********************************************************************** 0a044013 
RAOP5C PU ADDR=C5, 

MAXDATA=265, 
MAXOUT=7, 
PACING=(7), 
ANS=CONTI NUE, 
PASSLIM=7, 
PUTYPE=2, 

.., RETRIES=(, 1,4), 
DISCNT=(NO), 
ISTATUS=ACTIVE, 
VPACING=a, 
XID=YES 

3270 ADDRESS='C' (EBCDIC) 
MAXIMUM AMOUNT OF DATA 
MAX SDLC FRAMES BEFORE RESPONSE 
PACING SET BY BIND IMAGE 
KEEPS CROSS-DOMAIN RUNNING 

4 RETRIES, 1 SECOND BETWEEN 
(V) VTAM ONLY 
(V) VTAM ONLY 
(V) VTAM ONLY 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* STATOPT='AS/400 T2.11 0a045313 
********************************************************************** 0a045413 
* DEFINITIONS FOR PS/2 WITH AS/400 PC SUPPORT * 0a045513 
* RAOTNNC1 INDEPENDENT LU 0a045613 
* * 0a046413 
********************************************************************** 0a046513 
RAOTPSC0 LU RESSCB=4, 

LOCADDR=0, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361, 
I STATUS=ACTI VE 

INDEPENDENT LU * 
* 
* 
* 

* STATOPT='INDEPENDENT LUI 0a047113 
*********************************************************************** 0a04720a 
* SNA SWITCHED LINE GROUP * 1456000a 
*********************************************************************** 1457000a 
RAOGSHSe GROUP LNCTL=SDLC, 

DIAL=YES, 
NEvJSYNC=NO, 
NRZI=YES, 
PAUSE=1, 
RETRIES=(7,4,5) 7 RETRY PER SECOND FOR 5 TIMES 

RAOL0025 LINE ADDRESS=(25,HALF), PHONE NUMBER a50-2401 

* 
* 

NPACOLL=YES, 
OWNER=RAB, 
CLOCKNG=EXT, 
DUPLEX=HALF, 
RETRIES=(5,4,24), 
SPEED=2400, 

(V) VTAM 

ANSWER=ON, (V) VTAM 
CALL=INOUT, (V) VTAM 
ISTATUS=ACTIVE (V) VTAM" 
ATTACH=MODEM, # NOT SUPPORTED V4R3 
STATOPT=('DIAL LINE',NOMONIT) 

RAOP13 PU PUTYPE=(1,2), 
XID=YES 

* MAXLU=16, # NOT SUPPORTED V4R3 
* STATOPT=('DIAL LINE',NOMONIT) 
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NPA* 

* 
* 
* 
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* 
* 
* 

1474000a 
1475000a 

* 

1477000a 
147a000a 

( 



* 
RAOL0026 LINE ADDRESS=(26,HALF) , PHONE NUMBER 

NPACOLL=YES, 
OWNER=RAK, (V) VTAM 
CLOCKNG=EXT, 
DUPLEX=HALF, 
SPEED=2400, 
ANSWER=ON, (V) VTAM 
CALL=INOUT, (V) VTAM 
ISTATUS=INACTIVE (V) VTAM 

* ATTACH=MODEM, # NOT SUPPORTED V4R3 
* STATOPT=('DIAL LINE',NOMONIT) 
RAOP14 PU PUTYPE=(1,2) 

14790008 
* 

NPA* 
* 
* 
* 
* 
* 
* 

14890008 
14900008 

* MAXLU=16, # NOT SUPPORTED V4R3 14920008 
* STATOPT=('DIAL LINE',NOMONIT) 14930008 
* 14950008 
*********************************************************************** 14960008 
* GROUP MACRO SPECIFICATIONS FOR SDLC LOCAL/LOCAL LINKS * 14970008 
*********************************************************************** 14980008 
RAOGXSEC GROUP MODE=SEC,LNCTL=SDLC,ACTIVTO=120 
* 15000008 
RAOGXPRI GROUP MODE=PRI,LNCTL=SDLC,REPLYTO=1 
* 15020008 
RAOGXLLL GROUP LNCTL=SDLC,REPLYTO=1 
* 15040008 
*********************************************************************** 15050008 
* LINE MACRO SPECIFICATION FOR LINE 15 SNI LINK TO USIBMTA * 15060008 
*********************************************************************** 15070008 
RAOL0015 LINE ADDRESS=(15,FULL) , 

CLOCKNG=(EXT) , 
DUPLEX=(FULL) , 
MONU NK=YES, 
LPDATS=LPDA1, 
NRZI=YES, 
OWNER=RAB, 

U NE ADDRESS 
REQUIRED FOR DIRECT 
MODEM STRAPPING IS FULL 
MONITOR LINK FOR ACTPU 

PAUSE=0.1, 
SDLCST=(SDL24PRI,SDL24SEC), 
SERVUM=254, 
SPEED=(9600,9600) , NPA USE ONLY 
SRT=( ,64), 
ISTATUS=ACTIVE INITIAL STATUS 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* ATTACH=MODEM, # NOT SUPPORTED V4R3 15210008 
** STATOPT=('INN BLDG 051 SA7') 1522000~ 
*********************************************************************** 15230008 
* PU MACRO SPECIFICATION FOR THE ADJACENT 3725 USIBMTA * 15240008 
*********************************************************************** 15250008 
RAOP015 PU MAXOUT=7, MAX PIU'S SENT BEFORE RESP REQ * 

PUTYPE=4, PHYSICAL UNIT TYPE LOCAL 3725 * 
NETID=USIBMTA, NET OF SOLUTION PAC * 
ISTATUS=ACTIVE, INITIAL STATUS * 
TGN=8, TRANSMISSION GROUP 8 * 
ANS=CONTINUE DON'T BREAK THE X-DOMAIN SESSIONS 

* STATOPT=(' INN BLDG 051') 15320008 
*********************************************************************** 15330008 
* LINE MACRO SPECIFICATION FOR LINE 16 SNI LINK TO SCRA@NET * 15340008 
* NO LOGER REQUIRED 25/10/88 HILARY LEE 15341008 
*********************************************************************** 15350008 
*RAOL0016 LINE ADDRESS=(16,HALF) , LINE ADDRESS 15360008 
* CLOCKNG=EXT, REQUIRED FOR DIRECT 15370008 
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* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
** 
** 

DUPLEX=FULL, MODEM STRAPPING IS FULL 
MONU NK=YES, MONITOR LINK FOR ACTPU 
NRZI=YES, 
LPDATS=LPDAl, 
PAUSE=0.1, 
SDLCST=(SDL24PRI,SDL24SEC), 
SERVUM=254, 
SPEED=9600, NPA USE ONLY 
SRT=( ,64), 
ISTATUS=ACTIVE INITIAL STATUS 
ATTACH=MODEM, # NOT SUPPORTED V4R3 
STATOPT=('INN POK F NETWORK USIBMSC ' ) 

15380008 
15390008 
15400008 
15410008 
15420008 
15430008 
15440008 
15450008 
15460008 
15470008 
15480008 
15490008 

*********************************************************************** 15500008 
* PU MACRO SPECIFICATION FOR THE ADJACENT 3725 SNI SCRA@NET * 15510008 
* NO LOGER REQUIRED 25/10/88 HILARY LEE 15511008 
*********************************************************************** 15520008 
*RAOP16 PU MAXOUT=7, MAX PIU'S SENT BEFORE RESP REQ 15530008 
* PUTYPE=4, PHYSICAL UNIT TYPE LOCAL 3725 15540008 
* NETID=SCRA@NET, NULLNET TO POUGHKEEPDIE 15550008 
* ISTATUS=ACTIVE, INITIAL STATUS 15560008 
* TGN=8, TRANSMISSION GROUP 8 15570008 
* ANS=CONTINUE DON'T BREAK THE X-DOMAIN SESSIONS 15580008 
** STATOPT = ( 1 INN POK SA5 I) 15590008 
*********************************************************************** 15600008 
* LINE MACRO SPECIFICATION FOR LINE 18 INN LINK 9370 NETD * 15610008 
*********************************************************************** 15620008 
RAOHIRAE LINE ADDRESS=(18,HALF) , 

CLOCKNG=EXT, 
DUPLEX=FULL, 
IPL=YES, 
MONU NK=YES, 
NRZI=YES, 
PAUSE=0.1, 

U NE ADDRESS 
REQUIRED FOR DIRECT 
MODEM STRAPPING IS FULL 
ALLOW LOADING OVER THIS LINK 
MONITOR LINK FOR ACTPU 

RETRIES=(7,3,5), 
SDLCST=(SDL24PRI,SDL24SEC), 
SERVUM=254, 
SPEED=9600, 
SRT=(,64) , 

NPA USE ONLY 

ISTATUS=ACTIVE INITIAL STATUS 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* ATTACH=MODEM, # NOT SUPPORTED V4R3 15760008 
* STATOPT=('L24014 9370 SA 141) 15770008 
*********************************************************************** 15780008 
* PU MACRO SPECIFICATION FOR THE ADJACENT 9370 M90 SA 14 NETD * 15790008 
*********************************************************************** 15800008 
RAOP17 PU MAXOUT=7, MAX PIU'S SENT BEFORE RESP REQ * 

PUTYPE=4, PHYSICAL UNIT TYPE lCA 4361 * 
ISTATUS=ACTIVE, INITIAL STATUS * 
TGN=l, ICA TRANSMISSION GROUP 1 * 
NETID=NETD, SNI CONNECTION TO NETD * 
ANS=CONTlNUE DON'T BREAK THE X-DOMAIN SESSIONS 

* STATOPT=('9370 M90 1
) 15870008 

*********************************************************************** 15880008 
* LINE MACRO SPECIFICATION SDLC LINK 036 * 15890008 
*********************************************************************** 15900008 
RAOL0036 LINE ADDRESS=(36,FULL) , TRANSMIT AND RECEIVE ADDRESSES * 

CLOCKNG=EXT, * 
ISTATUS=ACTIVE, * 
DUPLEX=(FULL), REQUEST TO SEND ALWAYS UP * 
ETRATIO=30, DEFAULT * 
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LPDATS=NO, 
OWNER=RAB, 
MAXPU=9, 
SERVLIM=10, 
SRT=(,64) , 

ALLOW NO MORE THAN 9 PUS ON LINE 

SPEED=19208 LINE SPEED IS 19280BPS 

* 
* 
* 
* 
* 

* ATTACH=MODEM, # NOT SUPPORTED V4R3 1682880S 
* STATOPT=('SDLC 327X LINE') 1603000S 
*********************************************************************** 1604000S 
* SERVICE MACRO SPECIFICATION FOR SDLC (LINE 036) * 1605000S 
*********************************************************************** 1606000S 

SERVICE ORDER=(RAOP1S),MAXLIST=9 
*********************************************************************** 160S000S 
* PU/LU SPECIFICATIONS FOR PU3274 1609000S 
*********************************************************************** 1610000S 
RAOP1S PU ADDR=C6, CLUSTER ADDRESS = C6 * 

ANS=CONTINUE, DON'T BREAK THE X-DOMAIN SESSIONS * 
MAXDATA=265, MAXIMUM AMOUNT OF DATA * 
MAXOUT=7, MAX SDLC FRAMES BEFORE RESPONSE * 
PACING=0, PACING SET BY BIND IMAGE * 
PASSLIM=S, * 
PUDR=YES, * 
PUTYPE=2, * 
RETRIES=( ,4,5), 7 RETRY PER SECOND FOR 5 TIMES * 
DISCNT=(NO) , (V) VTAM * 
ISTATUS=ACTIVE, (V) VTAM * 
SSCPFM=USSSCS, (V) VTAM * 
VPACING=0 (V) VTAM 

* MAXLU=64, # NOT SUPPORTED V4R3 1624000S 
* STATOPT=('3274',NOACTY) 1625000S 
RAOT1S01 LU LOCADDR=2, FIRST LU MUST BE LOCADDR=2 * 

MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1802 LU LOCADDR=3, * 
MODETAB=MTJS32SX,DLOGMOD=SCS3262, * 
ISTATUS=ACTIVE (V) VTAM 

* STATOPT=('RMT99',NOACTY) 1633000S 
RAOT1803 LU LOCADDR=4, * 

MODETAB=AMODETAB,DLOGMOD=M3SDLCQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1S04 LU LOCADDR=5, * 
MODETAB=AMODETAB,DLOGMOD=M3SDLCQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTI VE (V) VTAM 

RAOT1S05 LU LOCADDR=6, * 
MODETAB=AMODETAB,DLOGMOD=M3SDLCQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1S06 LU LOCADDR=7, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1S07 LU LOCADDR=S, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=USMSHF, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1S0S LU LOCADDR=9, * 
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MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=USMSHF, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1809 LU LOCADDR=10, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=USMSHF, (V) VTAt~ * 
ISTATUS=ACTIVE (V) VTAM 

RAOT180A LU LOCADDR=ll, * 
MODETAB=MTPSPC,DLOGMOD=PC3278, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT180B LU LOCADDR=12, * 
MODETAB=AMODETAB, DLOGMOD=M2SDLCNQ , * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT180C LU LOCADDR=13, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT180D LU LOCADDR=14, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT180E LU LOCADDR=15, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT180F LU LOCADDR=16, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1810 LU LOCADDR=17, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1811 LU LOCADDR=18, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1812 LU LOCADDR=19, * ( 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * \ 

USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1813 LU LOCADDR=20, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1814 LU LOCADDR=21, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1815 LU LOCADDR=22, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * 
USSTAB=US327X, (V) VTAM * 
ISTATUS=ACTIVE (V) VTAM 

RAOT1816 LU LOCADDR=23, * 
MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, * ~ USSTAB=US327X, (V) VTAM * 
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ISTATUS=ACTIVE (V) VTAM 
RAOT1a17 LU LOCADDR=24, 

MODETAB=AMODETAB,DLOGMOD=M2SDLCNQ, 
USSTAB=US327X, (V) VTAM 
ISTATUS=ACTIVE (V) VTAM 

* 
* 
* 

*********************************************************************** 171a888a 
* LINE MACRO SPECIFICATION FOR LINE 32 INN LINK TO SA38 SNI * 1719888a 
*********************************************************************** 1728888a 
RAOH1MKU LINE ADDRESS=(32, FULL) , 

CLOCKNG=EXT, 
DUPLEX=FULL, 
IPL=YES, 
MONU NK=YES, 
NRZI=YES, 

U NE ADDRESS 
REQUIRED FOR DIRECT 
MODEM STRAPPING IS FULL 
ALLOW LOADING OVER THIS LINK 
MONITOR LINK FOR ACTPU 

PAUSE=8.1, 
SDLCST=(SDL24PRI,SDL24SEC), 
SERVUM=254, 
SPEED=56888, 
SRT=(,64), 

NPA USE ONLY,ICC MAXIMUM 

ISTATUS=ACTIVE INITIAL STATUS 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* ATTACH=MODEM, * NOT SUPPORTED V4R3 1733888a 
* STATOPT=('SNI LINK TO SA38 1

) 1734888a 
*********************************************************************** 1735888a 
* PU MACRO SPECIFICATION FOR THE ADJACENT 3725 SA38 * 1736888a 
* MKNETC NULL-NETWORK TO USIBMMK * 1737888a 
*********************************************************************** 173a888a 
RAOP19 PU MAXOUT=7, MAX PIU'S SENT BEFORE RESP REQ * 

PUTYPE=4, PHYSICAL UNIT TYPE LOCAL 3725 * 
NETID=MKNETC, NETWORK FOR SNI BACK TO BACK * 
ISTATUS=ACTIVE, INITIAL STATUS * 
TGN=a, TRANSMISSION GROUP a * 
ANS=CONTINUE DON'T BREAK THE X-DOMAIN SESSIONS 

* 'STATOPT=('SNI / SA38 1 ,NOMONIT) 1745888a 
*********************************************************************** 1746888a 
* LINE MACRO SPECIFICATION FOR LINE 48 INN LINK TO 96 ON SA26 * 1747888a 
*********************************************************************** 174a888a 
RAOH2RAQ LINE ADDRESS=(48, FULL) , 

CLOCKNG=EXT, 
DUPLEX=FULL, 
IPL=YES, 
MONU NK=YES, 
NRZI=YES, 

U NE ADDRESS 
REQUIRED FOR DIRECT 
MODEM STRAPPING IS FULL 
ALLOW LOADING OVER THIS LINK 
MONITOR LINK FOR ACTPU 

PAUSE=8.1, 
SDLCST=(SDL24PRI,SDL24SEC), 
SERVUM=254, 
SPEED=56888, 
SRT=(,64) , 

NPA USE ONLY,ICC MAXIMUM 

ISTATUS=ACTIVE INITIAL STATUS 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

* ATTACH=MODEM, * NOT SUPPORTED V4R3 1761888a 
* STATOPT=('INN SA26/L96 1 ,NOMONIT) 1762888a 
*********************************************************************** 1763888a 
* PU MACRO SPECIFICATION FOR THE ADJACENT 3725 SA26 * 1764888a 
*********************************************************************** 1765888a 
RAOP1A PU MAXOUT=7, MAX PIU'S SENT BEFORE RESP REQ 

PUTYPE=4, PHYSICAL UNIT TYPE LOCAL 3725 
ISTATUS=ACTIVE, INITIAL STATUS 
TGN=a, TRANSMISSION GROUP a 
ANS=CONTINUE DON'T BREAK THE X-DOMAIN SESSIONS 
STATOPT=('SA26/L96 1 ,NOMONIT) 

* 
* 
* 
* 

1771888a 
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*********************************************************************** 1771100a 
* LINE MACRO SPECIFICATION FOR LINE 44 INN LINK TO a0 ON SA26 * 1771200a 
*********************************************************************** 1771300a 
RAOH1RAQ LINE ADDRESS=(44,FULL), LINE ADDRESS * 

CLOCKNG=DIRECT, SA 24 PROVIDE THE CLOCK * 
DUPLEX=FULL, MODEM STRAPPING IS FULL * 
I PL=YES , ALLOW LOADING OVER THIS LINK * 
MONLINK=YES, MONITOR LINK FOR ACTPU * 
NRZI=YES, * 
PAUSE=0.1, * 
SDLCST=(SDL24PRI,SDL24SEC), * 
SERVLIM=254, * 
SPEED=560e0, NPA USE ONLY,ICC MAXIMUM * 
SRT=(,64), * 
ISTATUS=ACTIVE INITIAL STATUS 

* STATOPT=('INN SA26/La0 1 ,NOMONIT) 17719a0a 
*********************************************************************** 1771990a 
* PU MA~O SPECIFICATION FOR THE ADJACENT 3725 SA26 * 1772000a 
*********************************************************************** 1772010a 
RAOP1C 

* 
** 

PU MAXOUT=7, MAX PIU'S SENT BEFORE RESP REQ 
PUTYPE=4, PHYSICAL UNIT TYPE LOCAL 3725 
ISTATUS=ACTIVE, INITIAL STATUS 
TGN=a, TRANSMISSION GROUP a 
ANS=CONTINUE DON'T BREAK THE X-DOMAIN SESSIONS 
STATOPT=('SA26/La0 1 ,NOMONIT) 

* 
* 
* 
* 

1772070a 
1799000a 

*********************************************************************** 03211000 
* PHYSICAL GROUP FOR NTRI TIC 1 * 37352a00 
*********************************************************************** 03211000 
EG24P00 GROUP ECLTYPE=PHYSICAL, * 

TYPE=NCP, * 
DIAL=NO, * 
LNCTL=SDLC, * 
LEVEL2=ECLNARL2, * 
LEVEL3=ECLNARL3, * 
LEVEL5=NCP, * 
TIMER=(ECLNART1"ECLNART2,ECLNART3), * 
XIO=(ECLNARXL,ECLNARXS,ECLNARXI,ECLNARXK), * 
USERID=(566aa54,ECLRBDT,NORECMS"ECLNMVT), * 
MAXPU=l, * 
SPEED=9600, * 
NPACOLL=NO, * 
PUTYPE=l, * 
PUDR=NO, * 
COMPTAD=YES 

* 37351600 
EL240a0 LINE ADDREss=(a0, FULL) ,PORTADD=0, LOCADD=400001240000 , * 

RCVBUFC=4095, * 
MAXTSL=110S, * 
UACB=(X$P1AX,X$P1AR) 

* GENERATED BY ECL 
J00e001S SERVICE 
* 37352100 
EP240a0 PU ADDR=01 
* 37352400 
EU240a0 LU ISTATUS=INACTIVE, * 

LOCADDR=0 
*********************************************************************** 37352700 
* PHYSICAL GROUP FOR NTRI TIC 2 * 37352a00 
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*********************************************************************** 37352900 
EG24P01 GROUP EClTYPE=PHYSICAl, 

TYPE=NCP, 
DIAl=NO, 
lNCTl=SDlC, 
lEVEl2=EClNARl2, 
lEVEl3=EClNARl3, 
lEVEl5=NCP, 
TIMER=(EClNART1"EClNART2,EClNART3), 
XIO=(EClNARXl,EClNARXS,EClNARXI,EClNARXK), 
USERID=(5668854,EClRBDT,NORECMS"EClNMVT), 
MAXPU=l, . 
SPEED=9600, 
NPACOll=NO, 
PUTYPE=l, 
PUDR=NO, 
COMPTAD=YES 

* STATOPT='NTRI TIC2 1 

* 
El24081 lINE ADDRESS=(81,FUll),PORTADD=1,lOCADD=400001240001, 

RCVBUFC=4095, 
MAXTSl=1108, 
UACB=(X$P2AX,X$P2AR) 

* GENERATED BY ECl 
J000002S SERVICE 
* 
EP24081 PU ADDR=01 
* 
EU24081 lU ISTATUS=INACTIVE, 

lOCADDR=0 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 

37353100 
37353200 

* 
* 
* 

37353700 

37354000 
* 

*********************************************************************** 37354200 
* lOGICAL GROUP FOR NTRI TIC 1 * 37354300 
*********************************************************************** 37354400 
******* TO CHANGE MAXlU ALSO CONSIDER lUDRPOOl AND MAXVlINE************ 37354500 
*********************************************************************** 37354600 
EG24l00 GROUP EClTYPE=lOGICAl, * 

AUTOGEN=13, * 
CAll=INOUT, * 
OWNER=RAB, * 
PHYPORT=0, * 
TYPE=NCP, * 
DIAl=YES, * 
lNCTl=SDlC, * 
lEVEl2=EClNAVl2, * 
lEVEl3=EClNAVl3, * 
lEVEl5=NCP, * 
TIMER=(EClNAVT1"EClNAVT2,EClNAVT3), * 
XIO=(EClNAVXl,EClNAVXS,EClNAVXI,EClNAVXK), * 
USERID=(5668854,EClVBDT,NORECMS"EClNMVT), * 
LI NEADD=NONE, * 
LI NEAUT =YES, * 
MAXPU=l, * 
NPACOll=NO, * 
PUTYPE=2, * 
XMITDlY=NONE, * 
RETRIES=(6,0,0,6) 

* GENERATED BY ECl 
J0000001 lINE UACB=X$llA 
* GENERATED BY ECl 
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JeeaOae2 PU 
* GENERATED BY ECl 
JeeeOee3 lINE UACB=X$l2A 
* GENERATED BY ECl 
JeeeOee4 PU 
* GENERATED BY ECl 
JeeeOee5 LINE UACB=X$l3A 
* GENERATED BY ECl 
JeeeOee6 PU 
* GENERATED BY ECl 
JeeeOee7 lINE UACB=X$l4A. 
* GENERATED BY ECl 
JeeeOee8 PU 
* GENERATED BY ECl 
JeeeOee9 lINE UACB=X$l5A 
* GENERATED BY ECl 
JeeeOeeA PU 
* GENERATED BY ECl 
JeeeOeeB lINE UACB=X$l6A 
* GENERATED BY ECl 
JeeeOeac PU 
* GENERATED BY ECl 
JeeeOeeD lINE UACB=X$l7A 
* GENERATED BY ECl 
JeeeOeeE PU 
* GENERATED BY ECl 
JeeaOeeF lINE UACB=X$l8A 
* GENERATED BY ECl 
JeeeOele PU 
* GENERATED BY ECl 
JeeeOell lINE UACB=X$l9A 
* GENERATED BY ECl 
JeeeOe12 PU 
* GENERATED BY ECl 
JeeeOe13 lINE UACB=X$lleA 
* GENERATED BY ECl 
JeeeOe14 PU 
* GENERATED BY ECl 
JeeeOe15 lINE UACB=X$lllA 
* GENERATED BY ECl 
JeeeOe16 PU 
* GENERATED BY ECl 
JeeeOe17 lINE UACB=X$l12A 
* GENERATED BY ECl 
JeeeOe18 PU 
* GENERATED BY ECl 
JeeeOe19 LINE UACB=X$l13A 
* GENERATED BY ECl 
JeeeOelA PU 
*********************************************************************** 373553ee 
* lOGICAL GROUP FOR NTRI TIC 2 * 373554ae 
*********************************************************************** 373555ea 
EG24lel GROUP EClTYPE=lOGICAl, * 

AUTOGEN=12, * 
CAll=INOUT, * 
PHYPORT=l, * 
TYPE=NCP, * 
DIAl=YES, * 
lNCTl=SDlC, * 
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LEVEl2=ECLNAVL2, 
LEVEL3=ECLNAVL3, 
LEVEL5=NCP, 
TIMER=(ECLNAVT1"ECLNAVT2,ECLNAVT3), 
XIO=(ECLNAVXL,ECLNAVXS,ECLNAVXI,ECLNAVXK), 
USERID=(5668854,ECLVBDT,NORECMS"ECLNMVT), 
LINEADD=NONE, 
LINEAUT=YES, 
MAXPU=l, 
NPACOLL=NO, 
PUTYPE=2, 
XMITDLY=NONE, 
RETRIES=(6,0,0,6) 

* GENERATED BY ECL 
J000001B LINE UACB=X$L14A 
*' GENERATED BY ECl 
J000001C PU 
* GENERATED BY ECl 
J000001D LINE UACB=X$L15A 
* GENERATED BY ECl 
J000001E PU 
* GENERATED BY ECl 
J000001F LINE UACB=X$L16A 
* GENERATED BY ECl 
J0000020 PU 
* GENERATED BY ECl 
J0000021 LINE UACB=X$L17A 
* GENERATED BY ECl 
J0000022 PU 
* GENERATED BY ECl 
J0000023 LINE UACB=X$L18A 
* GENERATED BY ECl 
J0000024 PU 
* GENERATED B¥ ECl 
J0000025 LINE UACB=X$L19A 
* GENERATED BY ECl 
J0000026 PU 
* GENERATED BY ECl 
J0000027 lINE UACB=X$l20A 
* GENERATED BY ECl 
J0000028 PU 
*'GENERATED BY ECl 
J0000029 LINE UACB=X$l21A 
* GENERATED BY ECl 
J000002A PU 
* GENERATED BY ECl 
J000002B lINE UACB=X$L22A 
* GENERATED BY ECl 
JeeeOe2C PU 
* GENERATED BY ECl 
J00e002D lINE UACB=X$l23A 
* GENERATED BY ECl 
J000002E PU 
* GENERATED BY ECl 
J00eOe2F lINE UACB=X$l24A 
* GENERATED BY ECl 
Jee00e3e PU 
* GENERATED BY ECl 
JeeeOe31 LINE UACB=X$L25A 

* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
* 
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* GENERATED BY ECL 
J8880832 PU 
*********************************************************************** 18818888 
* . GROUP MACRO SPECIFICATIONS FOR CHANNEL ADAPTERS * 18811888 
*********************************************************************** 18812888 
RAOGCA GROUP LNCTL=CA, 

ISTATUS=INACTIVE 
CHANNEL ADAPTERS 
STOP VTAM ACT THE CHANNEL LINK 

*********************************************************************** 
* CHANNEL 8 SUBARE 11 (VM C9F) (MVS 896) 
*********************************************************************** 

* 

* RAOH83 LINE ADDRESS=8, 
CA=TYPE5, 
CASDL=128, 
DELAY=8.2, 
DYNADMP=NONE, 
NCPCA=ACTIVE, 
TIMEOUT=128 

NO TWO PROCESSOR SWITCH * 
INTERVAL BEFORE CHANNEL SLOW DOWN * 
CHANNEL ATTENTION DELAY * 
NO EP SUB CHANEL TO DUMP DATA * 
NATIVE SUB CHANEL ACTIVE * 
INTERVAL BEFOR CHANNEL DISCONNECT 

RAOPC9F PU PUTYPE=5, 
TGN=1 

HOST * 
MUST BE 1 FOR HOST 

* STATOPT='CHANNEL 8' 
*********************************************************************** 
* CHANNEL 1 SYS3 (VM C9E) 
*********************************************************************** 
RAOH13 

RAOPC9E 

* 

LINE ADDRESS=I, 
CA=TYPE5, 
CASDL=128, 
DELAY=8.2, 
DYNADMP=NONE, 
NCPCA=ACTIVE, 
TIMEOUT=128 

PU PUTYPE=5, 
TGN=1 
STATOPT='CHANNEL I' 

NO TWO PROCESSOR SWITCH 
INTERVAL BEFORE CHANNEL SLOW DOWN 
CHANNEL ATTENTION DELAY 
NO EP SUB CHANEL TO DUMP DATA 
NATIVE SUB CHANEL ACTIVE 
INTERVAL BEFOR CHANNEL DISCONNECT 
HOST 
MUST BE 1 FOR HOST 

*********************************************************************** 
* CHANNEL 2 SYSTEM6 28 (VM C9D) (MVS C9D) 
*********************************************************************** 
RAOH26 

RAOPC9D 

* 

LI NE ADDRESS=2, 
CA=TYPE5, 
CASDL=128, 
DELAY=8.2, 
DYNADMP=NONE, 
NCPCA=ACTIVE, 
TIMEOUT=128 

PU PUTYPE=5, 
TGN=l 
STATOPT='CHANNEL 2' 

NO TWO PROCESSOR SWITCH 
INTERVAL BEFORE CHANNEL SLOW DOWN 
CHANNEL ATTENTION DELAY 
NO EP SUB CHANEL TO DUMP DATA 
NATIVE SUB CHANEL ·ACTIVE 
INTERVAL BEFOR CHANNEL DISCONNECT 
HOST 
MUST BE 1 FOR HOST 

*********************************************************************** 

* CHANNEL 3 SYSTEM 6 (VM 89C) 
*********************************************************************** 
RAOH36 LINE ADDRESS=3, 

CA=TYPE5, 
CASDL=128, 
DELAY=8.2, 
DYNADMP=NONE, 
NCPCA=ACTIVE, 
TIMEOUT=120 

RAOPC9C PU PUTYPE=5, 
TGN=1 

* STATOPT='CHANNEL 3' 

NO TWO PROCESSOR SWITCH 
INTERVAL BEFORE CHANNEL SLOW DOWN 
CHANNEL ATTENTION DELAY 
NO EP SUB CHANEL TO DUMP DATA 
NATIVE SUB CHANEL ACTIVE 
INTERVAL BEFOR CHANNEL DISCONNECT 
HOST 
MUST BE 1 FOR HOST 
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* 

* 
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* 
* 
* 

* 

18815888 
18815188 
18815288 

18816388 
18816488 
18816588 
18816688 

18817788 
18817888 
18817988 
18818888 

18819188 
18819288 
18819388 
18819488 

18828588 



*********************************************************************** 
* CHANNEL 4 SYSTEM 3 (VM 09A) 
*********************************************************************** 
RAOH43 LINE ADDRESS=4 t * 

CA=TYPE5 t NO TWO PROCESSOR SWITCH * 
CASDL=120 t INTERVAL BEFORE CHANNEL SLOW DOWN * 
DELAY=0.2 t CHANNEL ATTENTION DELAY * 
DYNADMP=NONE t NO EP SUB CHANEL TO DUMP DATA * 
NCPCA=ACTIVE t NATIVE SUB CHANEL ACTIVE * 
TIMEOUT=120 INTERVAL BEFOR CHANNEL DISCONNECT 

RAOPC9A PU PUTYPE=5, HOST * 
TGN=1 MUST BE 1 FOR HOST 

* STATOPT=ICHANNEL 41 
*********************************************************************** 
* CHANNEL 3 SYSTEM 6 (VM 09B) 
*********************************************************************** 
RAOH56 LINE ADDRESS=5, * 

CA=TYPE5, NO TWO PROCESSOR SWITCH * 
CASDL=120, INTERVAL BEFORE CHANNEL SLOW DOWN * 
DELAY=0.2, CHANNEL ATTENTION DELAY * 
DYNADMP=NONE, NO EP SUB CHANEL TO DUMP DATA * 
NCPCA=ACTIVE t NATIVE SUB CHANEL ACTIVE * 
TIMEOUT=120 INTERVAL BEFOR CHANNEL DISCONNECT 

RAOPC9B PU PUTYPE=5 t HOST * 
TGN=1 MUST BE 1 FOR HOST 

* STATOPT=ICHANNEL 51 
*********************************************************************** 
* NON NATIVE NETWORK FOR SNI TO MKNETC - BACK TO BACK * 
* (MKNETC IS THE NULL-NETWORK TO USIBMMK) * 
*********************************************************************** 

NETWORK NETID=MKNETC, 
ACTPU=NO t 

MAXSUBA=31, 
NUMHSAS=1, 
SUBAREA=24, 
NETLIM=128, 
SESSLIM=32, 
COSTAB=ISTSDCOS 

** 
**** 
**** 

** 
** 
** 
** 

18020608 
18020708 
18020808 

18021808 
18021908 
18022008 
18022108 

18023108 
18023208 
18024008 
18030008 
18040008 

*********************************************************************** 18130008 
* PREDIFINED CORMS OF USIBMRA AND RESERVED ADRESSES * 18140008 
*********************************************************************** 18150008 

GWNAU NAME=RAB,NETID=USIBMRA t NUMSESS=16,ELEMENT=1 
GWNAU NUMADDR=112 

*********************************************************************** 18180008 
* PATHES IN NETWORK MKNETC * 18190008 
*********************************************************************** 18200008 
* PATH 18210008 
* 18220008 

* 
* 

PATH DESTSA=30, 
ER0=(30,8,5000 t 5000,500e t 20000), 
VR0=0 

*********************************************************************** 
*********************************************************************** 
* 
* 

NON NATIVE NETWORK FOR SNI TO USIBMTA 
USIBMTA IS THE NETWORK OF BLDG 051 SOLUTION PACK 

* 
* 

*********************************************************************** 
NETWORK NETID=USIBMTA, 

* 
* 

18260008 
18270008 
18280008 
18290008 
18300008 
18310008 
18320008 

* 
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ACTPU=NO, * 
MAXSUBA=31, * 
NUMHSAS=3, * 
SUBAREA=24, * 
NETLIM=128, * 
SESSLIM=32, * 
COSTAB=ISTSDCOS 

*********************************************************************** 18410008 
* PREDIFINED CDRMS OF USIBMRA AND RESERVED ADRESSES * 18420008 
*********************************************************************** 18430008 

GWNAU NAME=RAB,NETID=USIBMRA,NUMSESS=16,ELEMENT=1 
GWNAU NUMADDR=200 

*********************************************************************** 18460008 
* PATHES IN NETWORK USIBMTA * 18470008 
*********************************************************************** 18480008 
*PATH 18490008 
* 18500008 

* 

PATH llESTSA=7, 
ER0=(7,8) , 
VR0=0 

PATH DESTSA=6, 
ER0=(7,8), 
VR0=0 

* 
*********************************************************************** 
*********************************************************************** 
* NON NATIVE NETWORK FOR SNI TO NETD 9370 * 

* 
* 

* 
* 

18540008 
18550008 
18560008 
18570008 
18580008 

*********************************************************************** .18590008 
NETWORK NETID=NETD, 

ACTPU=NO, 
NUMHSAS=5, 
SUBAREA=27, 
COSTAB=ISTSDCOS 

** 
**** 

** 
** 

*********************************************************************** 18650008 
* PREDIFINED CDRMS OF USIBMRA AND RESERVED ADRESSES * 18660008 
*********************************************************************** 18670008 

GWNAU NAME=RAB,NETID=USIBMRA,NUMSESS=15,ELEMENT=1 
GWNAU NUMADDR=50 

*********************************************************************** 18700008 
* PATHES IN NETWORK NETD * 18710008 
*********************************************************************** 18720008 
* PATH 18730008 
* 18740008 

PATH DESTSA=14, * 
ER0=(14,1) , * 
VR0=0 

* 18780008 
PATH DESTSA=15, * 

ER0=(14,1) , * 
VR0=0 

* 18820008 
PATH DESTSA=16, * 

ER0=(14,1), * 
VR0=0 

* 18860008 
* 18870008 
*********************************************************************** 18880008 

GENEND INIT=ECLINIT, * 
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TMRTICK=ECLTICK, 
UGLOBAL=ECLUGBL 
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13.0 Appendix E: Listing of VTAM Switched Major Node for 
Scenario 1 

********************************************************************** 
* 
* 
* 

VTAM SWITCHED MAJOR NODE FOR NTRI WITH APPCLU 
* 
* 
* 

********************************************************************** 
VBUILD MAXGRP=5, 

MAXNO=12, 
TYPE=SWNET 

** 
** 
** 
** 
RAOP13 PU ADDR=01, 

** 
RAOAS4A LU 

** 
** 
RAOT25D1 LU 

** 
** 
RAOT25D2 LU 

** 
** 
RAOT25D3 LU 

** 
** 
RAOT25D4 LU 

** 
** 

CPNAME=RALYAS4A, 
DISCNT=NO, 
MAXOUT=l, 
MAXPATH=0, 
VPACING=0, 
PUTYPE=2, 
SSCPFM=USSSCS 

LOCADDR=0, 
RESSCB=4, 
MODETAB=MTGS3X, 
DLOGMOD=MODS361 

LOCADDR=l, 
MODETAB=MTGS3X, 
DLOGMOD=EM3278, 
USSTAB=US327X 

LOCADDR=2, 
MODETAB=MTGS3X, 
DLOGMOD=EM3278, 
USSTAB=US327X 

LOCADDR=3, 
MODETAB=MTGS3X, 
DLOGMOD=EM3278, 
USSTAB=US327X 

LOCADDR=4, 
MODETAB=MTGS3X, 
DLOGMOD=EM3278, 
USSTAB=US327X 

REQUIRED 
REQUIRED 
REQUIRED 

FOR THE ASj400A ILU 

FOR THE 3270 EMULATION 

FOR THE 3270 EMULATION 

FOR THE 3270 EMULATION 

FOR THE 3270 EMULATION 

* X00010480 
* X00010490 

00010500 
00010530 

* X00010540 
* X 
* X00010570 
* X00010580 
* X00010S90 
* X00010610 
* X00010620 

00010630 

* X00010650 
* X 
* X 

00010640 

* X00010650 
* X 
* X 

* X00010650 
* X 
* X 

* X00010650 
* X 
* X 

* X00010650 
* X 
* X 
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RAOT2SDS LU LOCADDR=S, APPC SESSIONS WITH CICS * X000106S0 
MODETAB=MTGS3X, * X 
DLOGMOD=MODS361, * X 
LOGAPPL=CICSll 

** 
** 
RAOT2SD6 LU LOCADDR=6, APPC SESSIONS WITH CICS * X0ee106S0 

MODETAB=MTGS3X, * X 
DLOGMOD=MODS361, * X 
LOGAPPL=CICSll 

** 
** 
RAOT2SD7 LU LOCADDR=7, APPC SESSIONS WITH CICS * Xeee106S0 

MODETAB=MTGS3X, * X 
DLOGMOD=MODS36 1 , * X 
LOGAPPL=CICSll 

** 
** 
RAOT2SD8 LU LOCADDR=8, SNUF LU0 * X00ele6S0 

MODETAB=MTGS3X, * X 
DLOGMOD=SNUF36 

** 
** 
RAOT2SD9 LU LOCADDR=9, SNUF LUe * X0001e6S0 

MODETAB=MTGS3X, * X 
DLOGMOD=SNUF36 

** 
** 
RAOT2SDA LU LOCADDR=le, SNUF LUe * X000106S0 

MODETAB=MTGS3X, * X 
DLOGMOD=SNUF36 

** 
** 
RAOT2SDB LU LOCADDR=l1 , RJE * X0ee106S0 

MODETAB=MTGS3X, * X 
DLOGMOD=RJES36 

** 
** 
RAOT2SDC LU LOCADDR=12, RJE * Xe0e106S0 

MODETAB=MTGS3X, * X 
DLOGMOD=RJES36 

** 
** 
RAOT2SDD LU LOCADDR=13, RJE * Xeee106S0 

MODETAB=MTGS3X, * X 
DLOGMOD=RJES36 

** 
** 
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RAOT25DE LU LOCADDR=14, DHCF * X99919659 
ISTATUS=ACTIVE 

** 
** 
RAOT25DF LU LOCADDR=15, DHCF * X999196S9 

ISTATUS=ACTIVE 
** 
** 
RAOT25DG LU LOCADDR=16, DHCF * X99919659 

ISTATUS=ACTIVE 
** 
** 
RAOT25DH LU LOCADDR=17, DHCF * X 

ISTATUS=ACTIVE 
** 
** 
RAOT25DI LU LOCADDR=18, OHCF * X999196S9 

ISTATUS=ACTIVE 
** 
** 
RAOT25DJ LU LOCADDR=19, DSNX - * X999196S9 

ISTATUS=ACTIVE, * X 
MODETAB=MTGS3X 

** 
** 
RAOT25DK LU LOCADDR=20, DSNX * X99919659 

ISTATUS=ACTIVE, * X 
MODETAB=MTGS3X 

** 
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14.0 Appendix F: Listing of VTAM Switched Major Node for 
Scenario 2/4 

********************************************************************** 

* 
* 
* 

VTAM SWITCHED MAJOR NODE FOR PS/2 RUNNING AS/400 PC SUPPORT 
* 
* 
* 

********************************************************************** 
SWRAOTR VBUILD TYPE=SWNET, REQUIRED * X 

MAXNO=12, REQUIRED * X 
MAXGRP=S 

** 
** 
** 
RAOTRPUl PU ADDR=13, COULD BE ANYTHING (NOT USED) * X 

CPNAME=RAOTRPS0, PS/2 WITH AS/400 PC SUPPORT * X 
DISCNT=NO, * X 
ISTATUS=ACTIVE, X 
MAXDATA=26S, X 
SAPADDR=4, X 
MAXOUT=l, * X 
MAXPATH=l, * X 
PUTYPE=2, * X 
SSCPFM=USSSCS, * X 
MODETAB=MTGS3X, * X 
DLOGMOD=QPCSUPP, * x 
VPACING=0 

** 
RAOTR101 PATH GRPNM=EG24L00, * X 

DIALNO=000440000031400S, PC/AT TR ADDRESS * X 
GID=l, * X 
PID=l, X 
USE=YES 

** 
** 
RAOTRPS0 LU LOCADDR=0, FOR THE PC RUNNING PC SUPPORT X 

RESSCB=4 
** 
** 
** 
RAOTRPU2 PU ADDR=13, COULD BE ANYTHING (NOT USED) * X 

CPNAME=RALYAS4B, AS/400 B X 
DISCNT=NO, * X 
ISTATUS=ACTIVE, X 
MAXOUT=l, * X 
MAXPATH=4, * X 
PUTYPE=2, * X 
SAPADDR=4, * X 
SSCPFM=USSSCS, * X 
MODETAB=MTGS3X, * x 
VPACING=0 

** 
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RAOTR201 PATH GRPNM=EG24L00, * X 
DIALNO=0004400010020002, AS400/B TR ADDRESS * X 
GID=l, * X 
PID=l, X 
USE=YES 

** 
AS4B LU LOCADDR=0, FOR THE AS/400 B * X 

RESSCB=4, X 
DLOGMOD=QPCSUPP 

** 
** 
B3270PU3 PU ADDR=13, COULD BE ANYTHING (NOT USED) * X 

IDBLK=017, PC 3274 EMULATOR * X 
IDNUM=B0003, PC 3274 EMULATOR * X 
DISCNT=NO, * X 
IRETRY=NO, NOT USED X 
ISTATUS=ACTIVE, X 
MAXDATA=265, X 
MAXOUT=7, NOT USED FOR 9370/LAN * X 
MAXPATH=4, * X 
PACING=0, * X 
PUTYPE=2, * X 
SAPADDR=4, * X 
SSCPFM=USSSCS, * X 
USSTAB=USSSNA, * X 
VPACING=0 

** 
B3270301 PATH GRPNM=EG24L00, * X 

DIALNO=0004400000314005, * X 
GID=l, * X 
PID=l, X 
USE=YES 

** 
B3270L32 LU LOCADDR=2 FOR THE PC EMULATOR 
B3270L33 LU LOCADDR=3 FOR THE PC EMULATOR 
B3270L34 LU LOCADDR=4 FOR THE PC EMULATOR 
B3270L35 LU LOCADDR=5 FOR THE PC EMULATOR 
** 
** 
** 
B3270PU4 PU ADDR=13, COULD BE ANYTHING (NOT USED) * X 

IDBLK=017, PC 3274 EMULATOR * X 
IDNUM=B0004, PC 3274 EMULATOR * X 
DISCNT=NO, * X 
IRETRY=NO, NOT USED X 
ISTATUS=ACTIVE, X 
MAXDATA=265, X 
MAXOUT=7, NOT USED FOR 9370/LAN * X 
MAXPATH=4, * X 
PACING=0, * X 
PUTYPE=2, * X 
SAPADDR=4, * X 
SSCPFM=USSSCS, * X 
USSTAB=USSSNA, * X 
VPACING=0 

~ 
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** 
B3278481 PATH GRPNM=EG24L88, 

DIALNO=8884488888314885, 
GID=1, 

** 
B3278L42 LU 
83278L43 LU 
B3278L44 LU 
B3278L45 LU 
** 
** 

PID=1, 
USE=YES 

LOCADDR=2 
LOCADDR=3 
LOCADDR=4 
LOCADDR=5 

FOR THE PC EMULATOR 
FOR THE PC EMULATOR 
FOR THE PC EMULATOR 
FOR THE PC EMULATOR 

* X 
* X 
* X 

X 
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• 
15.0 Appendix G: System/3S CL Program for Scenario 1 

PGM 
/********************************************************************/ 
/* This program is used to create the line, control unit and */ 
/* device descriptions for the SNA line L24020 ADDRESS C3 */ 
/* RALEIGH INTERNATIONAL SUPPORT CENTER. */ 
/* This line is used for RJE, 3270 emulation, HCF/DHCF, */ 
/* APPC WITH CICS * / 
/* */ 
/********************************************************************/ 
/* INDENDENT LU RAONN RAOTNNC0 000061 */ 
/* RAONN1 RAOTNNC1 000061 * / 
/* RAONN2 RAOTNNC2 000061 * / 
/* RAONN3 RAOTNNC3 000061 * / 
/* */ 
/* 3270 Emulation E24020C1 RAOT0901 020061 */ 
/* E24020C2 RAOT0902 030061 * / 
/* E24020C3 RAOT0903 040061 * / 
/* E24020C4 RAOT0904 050061 * / 
/* */ 
/* APPC WITH CICS11 A24020C5 RAOT0905 060061 */ 
/* A24020C6 RAOT0906 070061 * / 
/* A24020C7 RAOT0907 080061 * / 
/* */ 
/* LU0 WITH CICS11 C24020C8 RAOT0908 060061 */ 
/* */ 
/* RJE Q61DEVLU01 RAOT0909 090061 */ 
/* Q61DEVLU02 RAOT090A 0A0061 * / 
/* Q61DEVLU03 RAOT0908 080061 * / 
/* Q61DEVLU04 RAOT090C 0C0061 * / 
/* Q61DEVLU05 RAOT090D 0D0061 * / 
/* */ 
/* DHCF H24020CE RAOT090E 0E0061 */ 
/* H24020CF RAOT090F 0F0061 * / 
/* H24020CG RAOT090G 100061 * / 
/* H24020CH RAOT090H 110061 * / 
/* H24020CI RAOT0901 120061 * / 
/* */ 
/* REMOTE MANAGEMENT M24020CJ RAOT090J 130061 */ 
/*------------------------------------------------------------------*/ 

MONMSG MSGID(CPF0000) /* Ignore errors */ 
VRYDEV DEV(RAONN RAONN1 RAONN2 RAONN3) STATUS(*OFF) 
VRYDEV DEV(E24020C1 E24020C2 E24020C3 E24020C4) + 

VRYDEV 
VRYDEV 
VRYDEV 

VRYDEV 

STATUS(*OFF) 
DEV(A24020C5 A24020C6 A24020C7) STATUS(*OFF) 
DEV(C24020C8) STATUS(*OFF) 
DEV(Q61DEVLU09 Q61DEVLU0A Q61DEVLU08 + 

Q61DEVLU0C Q61DEVLU0D) STATUS(*OFF) 
DEV(H24020CE H24020CF H24020CG H24020CH + 

H24020CI) STATUS(*OFF) 
VRYDEV DEV(M24020CJ) STATUS(*OFF) 
VRYCTLU CTLU(P24020C3) STATUS(*OFF) 
VRYLIN LINE(L24020) STATUS(*OFF) 

/*-------------------------------------------------------------------*/ 
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DLTDEVD 
DLTDEVD 
DLTDEVD 
DLTDEVD 
DLTDEVD 
DLTDEVD 
DLTDEVD 
DLTCUD 
DLTLIND 
CRTLIND 

CRTCUD 

DEVD(RAON*) 
DEVD(E24020C*) 
DEVD(A24020C*) 
DEVD(C24020C*) 
DEVD(Q6lDEVLU*) 
DEVD(H24020C*) 
DEVD(M24020C*) 
CUD (P24020C3) 
LIND (L24020) 
LIND(L24020) LINNBR(6l) TYPE(*SDLCS) CNN(*MP) + 

RATE(9600) NONRTNZ(*YES) WIRE(4) + 
ONLINE(*YES) STNADR(C3) EXCHID(0222696A) + 
TEXT('SNA Host line 124020 with subarea 24') 

CUD(P24020C3) TYPE(PU2) MODEL(0) CTLADR(006l) + 
LINE(L24020) ONLINE(*YES) DLYFEAT(*NO) + 
TEXT('SNA Host control unit P24020C3 on + 
L24020') 

/*-------------------------------------------------------------------*/ 
/* INDENDENT LU DEFINITIONS */ 
/*---------~---------------------------------------------------------*/ 

CRTDEVD DEVD(RAONN) DEVADR(000061) DEVTYPE(*PEER) + 
MODEL(0) CTLU(P24020C3) LCLLU(RAOTNNC0) + 
RMTLU(RAOAS4A) TEXT('Device Description + 
for RALYAS4A') 

ADDDEVMODE DEVD(RAONN) MODE(MODS36l) MAXSSN(8) + 
. PREBNDSSN(0) MAXSRCSSN(4) MAXCNV(8) + 

INPACING(7) OUTPACING(7) MAXLENRU(256) /* + 
Mode for NetworkUSIBMRA */ 

CRTDEVD DEVD(RAONNl) DEVADR(00006l) DEVTYPE(*PEER) + 
MODEL(0) CTLU(P24020C3) LCLLU(RAOTNNCl) + 
RMTLU(RAOTNNB0) TEXT('Device Description + 
for REMOTEl') 

ADDDEVMODE DEVD(RAONNl) MODE(MODS361) MAXSSN(8) + 
PREBNDSSN(0) MAXSRCSSN(4) MAXCNV(8) + 
INPACING(7) OUTPACING(7) MAXLENRU(256) /* + 
Mode for Network USIBMRA */ 

CRTDEVD DEVD(RAONN2) DEVADR(00006l) DEVTYPE(*PEER) + 
MODEL(0) CTLU(P24020C3) LCLLU(RAOTNNC1) + 
RMTLU(RAOAS4A) TEXT('Device Description + 
for REMOTE2') 

ADDDEVMODE DEVD(RAONN2) MODE(MODS36l) MAXSSN(8) + 
PREBNDSSN(0) MAXSRCSSN(4) MAXCNV(8) + 
INPACING(7) OUTPACING(7) MAXLENRU(256) /* + 
Mode for Network USIBMRA */ 

CRTDEVD DEVD(RAONN3) DEVADR(000061) DEVTYPE(*PEER) + 
MODEL(0) CTLU(P24020C3) LCLLU(RAOTNNC1) + 
RMTLU(RAOAS4A) TEXT('Device Description + 
for REMOTE3') 

ADDDEVMODE DEVD(RAONN3) MODE(MODS36l) MAXSSN(8) + 
PREBNDSSN(0) MAXSRCSSN(4) MAXCNV(8) + 
INPACING(7) OUTPACING(7) MAXLENRU(256) /* + 
Mode for Network USIBMRA */ 

/*-------------------------------------------------------------------*/ 
CRTDEVD DEVD(E24020Cl) DEVADR(0l006l) DEVTYPE(PLUl) + 

MODEL(0001) CTLU(P24020C3) ONLINE(*YES) + 
EMLKBDTYP(*LOWER) MAXLENRU(2560) TEXT('3270 + 
emulation device on line L24020') 
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CRTDEVD DEVD(E24020C2) DEVADR(020061) DEVTYPE(PLU1) + 
MODEL(0001) CTLU(P24020C3) ONLINE(*YES) + 
EMLKBDTYP(*LOWER) MAXLENRU(2560) TEXT('3270 + 
emulation device on line L24020 1

) 

CRTDEVD DEVD(E24020C3) DEVADR(030061) DEVTYPE(PLU1) + 
MODEL(0001) CTLU(P24020C3) ONLINE(*YES) + 
EMLKBDTYP(*LOWER) MAXLENRU(2560) TEXT('3270 + 
emulation device on line L24020 1

) 

CRTDEVD DEVD(E24020C4) DEVADR(040061) DEVTYPE(PLU1) + 
MODEL(0001) CTLU(P24020C3) ONLINE(*YES) + 
EMLKBDTYP(*LOWER) MAXLENRU(2560) TEXT('3270 + 
emulation device on line L24020 1

) 

/*------------------------------------------~------------------------*/ 
CRTDEVD DEVD(A24020C5) DEVADR(050061) DEVTYPE(*PEER) + 

MODEL(0000) CTLU(P24020C3) ONLINE(*YES) + 
LCLLU(T24020C5) RMTLU(CICSPSPC) + 
PUBAUT(*NORMAL) TEXT('APPC device ' ) 

ADDDEVMODE DEVD(A24020C5) MODE(MS3BAPPC) MAXSSN(l) + 
PREBNDSSN(l) MAXSRCSSN(l) MAXCNV(3) + 
INPACING(0) OUTPACING(0) MAXLENRU(256) 

CRTDEVD DEVD(A24020C6) DEVADR(060061) DEVTYPE(*PEER) + 
MODEL(0000) CTLU(P24020C3) ONLINE(*YES) + 
LCLLU(T24020C6) RMTLU(CICSPSPC) + 
PUBAUT(*NORMAL) TEXT('APPC device ' ) 

ADDDEVMODE DEVD(A24020C6) MODE(MS3BAPPC) MAXSSN(l) + 
PREBNDSSN(l) MAXSRCSSN(l) MAXCNV(3) + 
INPACING(0) OUTPACING(0) MAXLENRU(256) 

CRTDEVD DEVD(A24020C7) DEVADR(070061) DEVTYPE(*PEER) + 
MODEL(0000) CTLU(P24020C3) ONLINE(*YES) + 
LCLLU(T24020C7) RMTLU(CICSPSPC) + 
PUBAUT(*NORMAL) TEXT('APPC device ' ) 

ADDDEVMODE DEVD(A24020C7) MODE(MS3BAPPC) MAXSSN(l) + 
PREBNDSSN(l) MAXSRCSSN(l) MAXCNV(3) + 
INPACING(0) OUTPACING(0) MAXLENRU(256) 

/*----------------------------------------------------------~--------*/ 
CRTDEVD DEVD(C24020CB) DEVADR(0B0061) DEVTYPE(PLU1) + 

MODEL(0000) CTLU(P24020C3) ONLINE(*YES) + 
MAXLENRU(256) TEXT('Device for LU0 with + 
CICSll') 

/*-------------------------------------------------------------------*/ 
CRTDEVD DEVD(Q61DEVLU01) DEVADR(090061) DEVTYPE(PLU1) + 

MODEL(0) CTLU(P24020C3) ONLINE(*YES) + 
MAXLENRU(204B) TEXT('RJE device ' ) 

CRTDEVD DEVD(Q61DEVLU02) DEVADR(0A0061) DEVTYPE(PLU1) + 
MODEL(0) CTLU(P24020C3) ONLINE(*YES) + 
MAXLENRU(204B) TEXT('RJE device ' ) 

CRTDEVD DEVD(Q61DEVLU03) DEVADR(0B0061) DEVTYPE(PLU1) + 
MODEL(0) CTLU(P24020C3) ONLINE(*YES) + 
MAXLENRU(204B) TEXT('RJE device ' ) 

CRTDEVD DEVD(Q61DEVLU04) DEVADR(0C0061) DEVTYPE(PLU1) + 
MODEL(0) CTLU(P24020C3) ONLINE(*YES) + 
MAXLENRU(204B) TEXT('RJE device ' ) 

CRTDEVD DEVD(Q61DEVLU05) DEVADR(0D0061) DEVTYPE(PLU1) + 
MODEL(0) CTLU(P24020C3) ONLINE(*YES) + 
MAXLENRU(204B) TEXT('RJE device ' ) 

/*-------------------------------------------------------------------*/ 
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CRTDEVD DEVD(H24020CE) DEVADR(0E0061) DEVTYPE(3277) + 
MODEL(*DHCF) CTLU(P24020C3) ONLINE(*YES) + 
PUBAUT(*ALL) TEXT(IDHCF Device I) 

CRTDEVD DEVD(H24020CF) DEVADR(0F0061) DEVTYPE(3277) + 
MODEL(*DHCF) CTLU(P24020C3) ONLINE(*YES) + 
PUBAUT(*ALL) TEXT(IDHCF Device I) 

CRTDEVD DEVD(H24020CG) DEVADR(10e061) DEVTYPE(3277) + 
MODEL(*DHCF) CTLU(P24020C3) ONLINE(*YES) t 
PUBAUT(*ALL) TEXT(IDHCF Device I) 

CRTDEVD DEVD(H24020CH) DEVADR(110061) DEVTYPE(3277) + 
MODEL(*DHCF) CTLU(P24020C3) ONLINE(*YES) + 
PUBAUT(*ALL) TEXT(IDHCF Device I) 

CRTDEVD DEVD(H24020CI) DEVADR(120061) DEVTYPE(3277) + 
MODEL(*DHCF) CTLU(P24020C3) ONLINE(*YES) + 
PUBAUT(*ALL) TEXT(IDHCF Device I) 

/*-------------------------------------------------------------------*/ 
CRTDEVD DEVD(M24020CJ) DEVADR(130061) DEVTYPE(PLU1) + 

MODEL(0000) CTLU(P24020C3) ONLINE(*YES) + 
MAXLENRU(256) TEXT(IDevice for logon to + 
DPCRELAY VTAM application. I) 

/*-------------------------------------------------------------------*/ 
VRYLIN LINE(L24020) STATUS(*ON) 
VRYCTLU CTLU(P24020C3) STATUS(*ON) 
ENDPGM 
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