






























































































































6 Do you know the tape device name? 

Yes No 

Type the following on the command line of the AS/400 Main Menu and press the 
Enter key: 

wrkdevd 

Find the device description and note the name of the tape unit. 

Press F3 (Exit) until you reach the AS/400 Main Menu. 

7 Do you have a blank tape cartridge to back up your system? 

Yes No 

We recommend that you purchase tape cartridges. 

8 Place a label on the blank tape cartridge (that you are using to save the system) with the following ..) 
information: 

SAVHll 

9 Insert the tape into the tape unit and close the door on the tape unit. 

Notes: 

a. To open the door on the tape unit, press the pushbutton. 

b. The tape unit will wind and rewind the tape to set the tension. This will take approximately 
three minutes. (You may proceed to the next step while the tape is moving.) 

10 On the command line of the AS/400 Main Menu, select the General system tasks option and press 
the Enter key. 

The General System Tasks display appears. 

11 On the command line of the General System Tasks menu, select the Device operations option and 
press the Enter key. 

The Device Operations menu appears. 

12 On the command line of the Device Operations menu, select the Tape option and press the Enter 
key. 

The Tape menu appears. 

13 On the command line of the Tape menu, select the Initialize a tape option and press the Enter key. 

The Initialize Tape display appears. 
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Initialize Tape (INZTAP) 

Type choices, press Enter. 

Tape device , •....•.•• 
New YOlume identifier ••. • • 
New owner identifier .. 
Vol....e identifier . •• ...• 
Check for active files ....• 
Tape densi ty .....•. , .• 
Code ••........••.. 
End of tape option . , ..••. 
Clear •..• , .....•.. 

tapOl 
savt01 
• BLANK 
•MOUNTED 
•no 
• DEVTYPE 
•EBCDIC 
•REWIND 
•NC 

Systen: PORTABLE 

Name 
Character value , •NONE 

Character Yalue , ·~NTED 
•YES, •NO, •FIRST 
•DEVTYPE, 1600, JZOO, 6Z50 
•EBCD IC , •ASCII 
•REWIND , •UN LOAD 
•NO, •YES 

Bottom 
FJ=Exit F4• Prompt F5•Refre sh fl2aCancel FlJ•How t o use thi'i dis play 
F24•More keys 

14 Type the following information on the Initialize Tape display: 

Tape device. . . . . xxxx (see note) 
New volume identifier . savtBl 

Check for active files *no 

Note: For xxxx examples, if the naming convention is *S/36 use TC in the Tape device field. 

If the naming convention is *NORMAL, use TAP01 or TAP02 in the Tape device field. 

Leave all the other values as they appear on the display. 

Press the Enter key. 

(... 15 The Tape display appears with the following message: 

Volume SAVT01 prepared for operation with owner ID *BLANK 

Note: The tape unit rewinds the tape. When the light on the tape unit turns off (approximately one 
minute) continue with the next step of this procedure. 

16 Select the Save option on the Tape display to save the system information on tape. Press the 
Enter key. 

17 The Save display appears. 

Note: If More ... appears on the Save display, page forward to display more options. 

Select the Entire system option and press the Enter key. 

18 The Save the Entire System display appears. 

This display explains what happens during the save process. 

After reading this information, press the Enter key. 
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Save t he Ent ire System 

What this option will do 
• End all sub5ystems 
• Save the Licensed Internal Code 
- Save the operating sys tem 
- Save the security data 
- Save the device conf i gurat ion objects 

SYSTEM ' PORTABLE 

- Save al l user libraries (Including l ibraries for licensed programs ) 
- Save all documents and folders 
- Save all distribution and !Mil objects 
- Start the controlling subsystem 

What thh option will not do 
- Save the contents or j ob queues . output que ues, or data queues t hat 

exht on the system 

Press Enter to cont i nue . 

F3• Exit F12=Cance1 

(C) COPYRIGHT 18M CORP. 19!1e, 1994. 

19 The Specify Command Defaults display appears. 

Spec ify Coonand Defaults 
SYSTEM' PORTABLE 

Type choices, press Enter. 

Tape devices ..... ..• TAPBl NAMES 

Prmpt fo r cormiands .. . • , .. N 

Check for acti ve f il es . . .. . . N Y• Yes , N .. No 

Fl• Exit Fl2•Cance1 

Type the following information: 

Tape devices xx xx 

Prompt for commands. . N 

Check for active files N 

Note: For xxxx examples, if the naming convention is *S/36 use TC in the Tape device field. 

If the naming convention is *NORMAL, use TAP91 or TAP92 in the Tape device field. 

Press the Enter key. 

20 The Save display appears with the following message: 

Save or restore option completed successfully 

Note: If a display other than the Save display appears, follow the instructions on that display. 

21 Remove the tape from the tape unit and put it in a safe place. 

22 Press F3 (Exit) until you reach the AS/400 Main Menu. 

This ends the procedure. 
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Appendix A. Power Off the System 

If the system is operating under OS/400, enter the PWRDWNSYS command to power off the system. 

If the system is operating under dedicated service tools (DST), power off the system by selecting the 
Power off the system option on the Start a Service Tool display. 

If you cannot use these methods, see the "Power Off Using the Power Pushbutton" procedure to power off 
the system. 

Note: If Client Access/400 is running on the system console, a delayed power-off using the 
PWRDWNSYS command is required. Allow the user enough time to exit Windows and STOPRTR 
\F. Any Client Access/400 applications that are running must be stopped before the delayed 
power-off is complete. 

Warning: Using the control panel Power pushbutton to power off the system may cause unpredictable 
results in the data files, and the next IPL will take longer to complete. 

Power Off Using the Power Pushbutton 

1 Open the control panel cover. 

2 The system must be in Manual mode to power off. To select Manual mode, see Appendix B, 
"Select IPL Type and Mode" on page 8-1. 

3 Press the Power pushbutton (white) on the control panel. 

4 The Data/Function display shows the following: 
O? 

(the international power-off symbol) with the ? blinking. 

5 Press the Power pushbutton (white) on the control panel again. 

Note: To cancel the power-off operation, do not press the white Power pushbutton a second time. 
Instead, press any other control panel pushbutton. 

6 The Power On light blinks as the system begins powering off. The light stops blinking and stays off 
when power-off is complete. 

Does the system power off successfully? 

No Yes 

! You have completed the power-off procedure. 

This ends the procedure. 

7 Perform the following: 

a. Press the Up ( t) or Down ( ! ) pushbutton until function 08 is shown in the Function display. 
b. Press the Enter pushbutton (blue). 
c. SRC A1008008 is shown on the Data display. 
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8 Press the Power pushbutton (white) on the control panel. 

The Data/Function display shows the following: 
O? 

(the international power-off symbol) with the ? blinking. 

9 Press the Power pushbutton (white) on the control panel again. 

The system powers off, and the Power On light goes off and remains off. 

This ends the procedure. 
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Appendix B. Select I PL Type and Mode 

Use the information in this chapter to select and verify the IPL type and mode. Function 02 allows you to 
select IPL type and mode. Function 01 allows you to display the last IPL type and mode that was 
selected. See Figure 2-2 on page 2-4 for control panel locations. 

Function 01 - Display Selected IPL Type and Mode 

To display the last IPL type and mode that was selected, perform the following procedure: 

1 Select function 01 by pressing the Up ( t) or Down O) pushbutton until 01 is shown in the 
Function/Data display on the control panel. 

2 Press Enter on the control panel. 

3 The last IPL type and mode that was selected is shown in the Function/Data display. 

This ends the procedure. 

Function 02 - Select IPL Type and Mode 

Function 02 allows you to select the IPL type (A, B, C, or D) and IPL mode (M or N). 

A IPL from disk 
B IPL from disk 
C Reserved 
D IPL from tape 
M Manual mode 
N Normal mode 

To select the IPL type and mode, perform the following procedure: 

Note: Function 02 has eight possible combinations of IPL and mode selections. There are four IPL 
selections in Normal (N) mode and four IPL selections in Manual (M) mode. Ensure that you are 
selecting the correct IPL type and mode. 

1 Select function 02 by pressing the Up ( t) or Down ( ~) pushbutton until 02 is shown in the 
Function/Data display on the control panel. 
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Function/Data 

02 B NI 

"it ~ Enter 

~~o - -- -- -- - RV3D277-0 

2 Press Enter on the control panel. The last IPL type and mode that was selected is shown in the 
Function/Data display. 

3 Press either the Up ( t) or Down O) pushbutton until the combination of IPL type and mode you 
want to select is displayed. 

4 Press Enter on the control panel to select. 

Note: To verify the IPL type and mode selection see "Function 01 - Display Selected IPL Type and 
Mode" on page B-1 . 

This ends the procedure. 
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Reader Comments-We'd Like to Hear from You! 

AS/400 
9401 Installation • Models P03 and 1 OS 
Version 3 

Publication No. SA41-3141-00 

Overall, how would you rate this manual? 

Overall satisfaction 

Very 
Satisfied 

How satisfied are you that the information in this manual is: 

Accurate 

Complete 

Easy to find 

Easy to understand 

Well organized 

Applicable to your tasks 

THANK VO U ! 

Please tell us how we can improve this manual: 

May we contact you to discuss your responses? Yes No 

Phone: ( __ ) Fax: (__) _ _ _ _ 

To return this form: 

• Mail it 
• Fax it 

United States and Canada: 800+937-3430 
Other countries: (+1)+507+253-5192 

• Hand it to your IBM representative. 

Satisfied 

Note that IBM may use or distribute the responses to this form without obligation. 

Name Address 

Company or Organization 

Phone No. 

Dlssatis-
tied 

Very 
Dissatis-

tied 
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