




































































































Paper Tape Punch 

Data from the computer system are recorded as 
punched holes in paper tape by an automatic tape 
punch (Figure 96). Data received from main storage 
are converted to a tape code and punched in blank 
tape as the tape is moved through a punching mechan­
ism. Accuracy of data recorded is verified by a parity 
check for each character (8 channel code only). Tape 
is punched at a density of ten characters to the inch 
and at a rate of 15 characters per second. 

Printers 

IBM printing devices provide a permanent visual rec­
ord of data from the computer system. Speeds of print­
ing vary from 10 to 2,000 characters per second. 

As an output unit, the printer receives data, sym­
bolized in electronic form, from the computer sys­
tem. These electronic symbols enter appropriate cir­
cuitry and cause printing elements to be actuated. All 
printing devices have a paper transport that auto­
matically moves the paper as printing progresses. 

The major printing devices consist of the print 
wheel printer, wire matrix printer, chain printer, and 
the typewriter. 

The print wheel printer is equipped with 120 
rotary print wheels (Figure 97). Each print wheel 
has 48 characters of type including numerals, alpha­
betic symbols, and special characters. At the time of 
printing, all of the 120 print wheels are correctly 

Figure 96. IBM 962 Tape Punch 
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Figure 97. Print Wheel 

positioned to represent the data to be printed. Print­
ing occurs as a complete line of 120 characters. Print· 
ing speed is 150 lines per minute. 

In the wire matrix printer, each character is printed 
as a pattern of dots formed by the ends of small wires 
arranged in a five-by-seven rectangle (Figure 98). By 
extending selected wires, the patterns may be arranged 
in the shape of 47 different characters, including all 
letters of the alphabet, the digits 0 to 9, and eleven 
special characters used for punctuation and report 
printing (Figure 99). Selected wires are pressed against 
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an inked fabric ribbon to print the characters on 
paper. Characters are printed 120 to the line and at a 
rate of 500 or 1000 lines per minute, depending upon 
the model of printer. 

The chain printer is an electromechanical line 
printer using engraved type. Alphabetic, numeric, and 
special characters are assembled in a chain (Figure 
100). As the chain travels horizontally, each char­
acter is printed as it is positioned opposite a mag­
netically actuated hammer that presses the paper 

••••• ••••• ••••• ••••• ••••• ••••• ••••• 

000.0 
00 • • 0 
0.0.0 
.00.0 
• •••• 000.0 
000.0 

Figure 98. 5 x 7 Dot Pattern 
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against one piece of type in the moving chain. Up to 

132 positions may be printed on one line at a speed 
of 600 lines per minute. The print chain can be easily 
changed to provide a choice of print fonts . 

The typewriter used as an output device (Figure 
101) is simiY>ar to the ones used manually. The major 
difference is that control of the typewriter and the 
printing are accomplished automatically as directed 
by the stored program. Printing speed is about 600 
characters per minute; spacing and carriage return are 
automatic. 

Sections 

Figure 100. Print Chain 

Figure 101. T ypewriter on IBM 7150 Console 
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Cathode Ray Tube 

A cathode ray tube display unit provides visual dis­
play of processed data on some IBM computer systems. 
Numbers are cohverted from digital data to analog 
data in the form of voltages. These voltages are used 
to position and control the writing of dots and lines 
on the face of the cathode ray tube (Figure 102). For 
example, the actual results obtained by executing a 
wing stress formula could be used to display the cross­
section of a wing design (Figure 103). 

A second cathode ray tube with a camera attached is 
associated with the display unit. This second unit pro­
vides a permanent filmed recording of the displayed 
data so that different designs can be compared and 
evaluated. 

Figure 102. IBM 780 CRT Display 

Figure 103. Visual Display of Wing Design 
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Consoles 

The console of a data processing system (Figure 104) 
is used by the operator to control the system and moni­
tor its operation. Using keys, switches, audible tone 
signals, and display lights on the console, the operator 
can: 

1. Start and stop the computer. 

2. Manually enter and extract (or display) informa­
tion from internal storage. 

3. Determine the status of internal electronic 
switches. 

4. Determine the contents of certain internal reg­
isters. 

5. Alter the mode of operation so that, when un­
usual conditions occur, the computer will either 
stop or indicate the condition and proceed. 

6. Change the selection of input-output devices. 

7. Reset the computer when error conditions cause 
it to halt. 

In some large data processing systems, the main 
console is connected only to the central processing 
unit and may be augmented by separate consoles that 
are used for engineering functions and for additional 
input-output control. 

Data Buffering 

All data processing procedures involve input, process­
ing, and output. Each phase of the procedure takes a 
specific period of time. The usefulness of a computer 
is often directly related to the speed at which it can 
complete a given procedure. Any operation that does 
not utilize the central processing unit to full capacity 
prevents the entire system from operating at maximum 
efficiency. Ideally, the configuration and speed of the 
various input-output devices should be so arranged 
that the CPU is always kept busy with useful work. 

The efficiency of any system can be increased to the 
degree in which input, output, and internal data 
handling operations can be overlapped or allowed to 
occur simultaneously. 

Input is divided into specific units or logical asso­
ciations of data that enter storage under control of the 
program. Each unit is normally processed before the 
next is read in. A number of output results may be 
developed from a single input, or conversely, several 
inputs can be combined to form one output result. 

Figure 105A shows the basic time relationship be­
tween input, processing, and outpu t with no overlap 
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of operations. In this type of data flow, processing is 
suspended during reading or writing operations. In­
efficiency is obvious, because much of the available 
time of the central processing unit is wasted. 

Figure 105B shows a possible time relation between 
input-output and computing when a buffered system 
is used. Data are first collected in an external unit 
called a buffer. When summoned by the program, the 
contents of the buffer are transferred to the main 
storage unit. The transfer takes only a fraction of the 
time that would be required to read the data directly 
from an input device. Also, while data are being as­
sembled in the buffer, internal manipulation or com­
puting can occur in the computer. Likewise, com­
pleted data from main storage can be placed in the 
buffer at high speed. The output device is then di­
rected to write out the contents of the buffer. While 
writing occurs, the central processing unit is free to 
continue with other work. 

If several buffered devices are connected to the sys­
tem, reading, writing, and computing can occur simul­
taneously (Figure 105C). 

Further development of the buffering concept has 
led to the use of main storage as the primary buffer. 
Data are collected from or sent to the input-output 
devices in words or in fixed groups of characters. 
Transmission of words is interspersed automatically 
with computation, but the time required for the 
transmission of single words is relatively insignificant. 
The effect is that of overlapping internal processing 
with both reading and writing. The principal ad­
vantage here is that the size or length of the data 
handled is restricted only by the practical limits of 
main storage. When external buffers are used, the 
amount of data handled at any time is limited to the 
capacity of the buffer. 

Overlapping operations up to this point have dem­
onstrated a principle of synchronous operation; that is, 
the action of the input-output devices is made to 
occur at fixed points in the program and in a sequence 
established by the programmer. 

In some computers, design features allow for auto­
matic interruption of processing by the input-output 
devices; synchronous operation is not required. The 
input or output device itself signals the central process­
ing unit when it is ready to read or write. The central 
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processing unit then responds to these signals and 
either accepts the data as input or transmits the re­
quired information as output. 

The input and output devices are connected to the 
CPU through a data channel, a completely separate 
and independent information path. The data channel 
and associated circuitry provide for data transmission 
independently of computing. 

The data channel also controls the quantity and 
destination of all data transmitted between storage 
and the input-output devices. It also performs limited 
counting and testing operations. One or more data 
channels can be occupied with reading from magnetic 
tapes while others are writing on other tapes. Similarly, 
cards may be read or punched and results printed. All 
of these operations may occur simultaneously with 
computing. 

Auxiliary Operation 

Input-output and data conversion operations of the 
data processing system are relatively slow compared 
with the speed of the central processing unit. Auxil­
iary, or off-line, operation provides a method by which 
many operations can be performed by machines not 
directly connected to the system. The advantage is to 
free the computer of routine, time-consuming pro­
cedures, thereby providing more time for the prime 
functions of computing and data manipulation within 
the central processing unit. 

The principal auxiliary operations are those of 
converting data from cards to magnetic tape, magnetic 
tape to cards, and magnetic tape to printed reports 
(Figure 106). For example, all output data from a 

system could be placed on magnetic tape, the fastest 
method of recording data from a system. The tape 
could then, in an auxiliary operation, be converted 
to cards or printed as reports as the computer con­
tinues processing new data. 

The importance of auxiliary operation has pro­
gressed to a point where it is now feasible, with some 
large computers, to use a small data processing system 
to perform the auxiliary operations. 
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'-BM 714 Card Reader IBM 759 Card Reader Control IBM 727 or IBM 729-1 Magnetic Tape Unit. 

IBM 727 or 729-1 Magnetic Tape Unit. IBM 758 Card Punch Control IBM 722 Card Punch 

IBM 727 or 729-1 Magnetic TapeU'nit . IBM 757 Printer Control IBM 717 Printer 

IBM 727 or 729-1 Magnetic Tape Unit IBM 760 Control and Storage IBM 720 or IBM 730 Printer 

Figure 106_ Auxiliary Operations 
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Stored Program Concepts 

After data are transcribed to an input medium, the 
computer system can take over the complete process­
ing and the preparation of results. However, the pro­
cedural steps that are to take place within the com­
puter system must be defined precisely in terms of 
operations that the system can perform. Each step 
must be written as an instruction to the computer. 

A series of instructions pertaining to an entire pro­
cedure is called a program. In modern data process­
ing systems the program is stored internally, and the 
system has access to the instructions at electronic 
speeds. Such programs are called stored programs. 

Instructions 

The computer is directed to perform each of its oper­
ations by an instruction-a unit of specific information 
located in main storage. This information is inter­
preted by the central processing unit as an operation 
to be performed. 

If data are involved, the instruction directs the 
computer to the data. If some device is to be con­
trolled - a magnetic tape unit for example - the in­
struction specifies the device and the required opera­
tions. 

Instructions may change the condition of an indi­
cator; they may shift data from one location in stor­
age to another; they may cause a tape unit to rewind; 
or they may change the contents of a counter. Some 
instructions arbitrarily, or as a result of some machine 
or data indication, can specify the storage location of 
the next instruction. In this way, it is possible to alter 
the sequence in which any instruction or block of 
instructions is followed. 

Each instruction (Figure 107) consists of at least 
two parts: 

1. An operation part that designates read, write, 
add, subtract, compare, move data, and so on. 

2. An operand that designates the address of the 
information or device that is needed for the 
specified operation. 

During an instruction cycle, an instruction is re­
moved from storage and analyzed by the central proc­
essing unit. The operation part indicates the opera­
tion to be performed. This information is coded to 
have a special meaning for the computer. For example, 
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in an IBM 705 Data Processing System, the letter G 
is interpreted as ADD, the letter ] as STOP, and the 
numeral 4 as COMPARE. Other computers use different 
coding and numbers of characters or positions in a 
fixed word to define an operation. 

The operand further defines or augments the func­
tion of the operation. For example, to perform arith­
metic, the storage location of one of the factors in­
volved is indicated. For input or output devices, the 
unit to be used is specified. For reading or writing, the 
area of storage for input or output records is indicated 
or fixed by machine design. 

Because all instructions use the same storage media 
as data, they must be represented in the same form 
of coding. The storage positions required by a single 
instruction are usually constant for any given com­
puter model; or, stated another way, instructions are 
usually fixed in length. 

In general, there are no particular areas of storage 
reserved for the instructions only. In most instances 
they are grouped together and placed in ascending 
sequential locations in the normal order in which they 
are to be executed by the computer. However, the 
order of execution may be varied by special instruc­
tion or recognition of a predetermined condition of 
data or devices within the system. 

The normal sequence of computer operation in a 
complete program is as follows. The computer locates 
the first instruction either by looking in a predeter­
mined location of storage assigned for this purpose 
or by manual reset. This first instruction is executed. 
The computer then locates the next instruction and 
executes it. This process continues automatically, in­
struction by instruction, until the program is com­
pleted or until the computer is instructed to stop. 

Operation Operand 

Select· Tape Unit 200 
Read One Record into Storage Positions 1000-1050 
Clear & Add Quantity in Storage Location 1004 

in Accumulator 
Subtract Quantity in Storage Location 1005 from 

Contents of Accumulator 
Store Result in Storage Location 1051 
Branch To Instruction in Storage Location 5004 

Figure 107. Instructions 



Two-Address Instructions 

In some computers, instructions have two address 
portions. Depending on the function of the instruc­
tion, the two addresses can, for example, indicate a 
device to be used and the data to be operated on, 
or two factors of data to be processed. An output unit 
to be used could be indicated by one address and the 
storage location from which information is to be writ­
ten could be indicated by the other address. In arith­
metic operations the two addresses could specify two 
related factors of data such as a multiplier and multi­
plicand, a divisor and dividend, or an addend and 
augend. 

Fewer double address instructions than single ad­
dress instructions are required to perform a procedure. 
This simplifies programming procedures and results 
in a saving of space in computer storage. 

Instructions and Data 

The only distinction between instructions and data 
in main storage is the time when they are brought 
into the central processing unit. If information is 
brought into the CPU during an instruction cycle, it 
is· interpreted like an instruction. If brought into the 
CPU during any another type of computer cycle, the in­
formation is considered to be data. 

If information is placed in storage so that data are 
available during an instruction cycle, the computer 
attempts to treat the data like an instruction. Like­
wise, if an instruction is brought into the CPU during 
any other type of cycle, this instruction is treated like 
data. Consequently, the computer can readily operate 
upon its own instructions, if those instructions are 
supplied as data. Also, the computer can be pro­
grammed to alter its own instructions according to 
conditions encountered during the handling of a pro­
cedure. It is this ability to process instructions that 
provides the almost unlimited flexibility and the so­
called logical ability of the stored program system. 

Developing a Program 

To develop a program, the programmer must know: 
first, the number of different operations available in 
the system with which he has to work, and their func­
tions; second, and of equal importance, the procedure 
itself, which must be translated, step by step, into com­
puter instructions; third, the requirements to be met 
by the result of processing. 

The first step in program preparation is a com­
plete analysis of the machine method and the pro-

cedure, either eXIstIng or proposed. This analysis is 
normally accomplished by developing flow charts and 
block diagrams, because most data processing applica­
tions involve a large number of alternatives, choices, 
and exceptions. 

It is difficult to state these possibilities verbally or 
in written form. Thus, the systems analyst finds use 
for many types of pictorial representations, including 
form layouts, control panel diagrams, manpower load­
ing charts, and so on. The two representations to be 
discussed here are the work-flow chart and the block 
diagram. 

A work-flow chart, or simply flow chart, is a graphic 
representation of the data processing system in which 
information from source documents is converted to 
final documents. A flow chart provides a picture of 
the data processing application from the standpoint 
of what is to be accomplished. Such a picture gives 
primary emphasis to the documents involved and sec­
ondary emphasis to the work stations through which 
they pass. 

A block diagram is a graphic representation of the 
procedures by which data are processed within a sys­
tem. In this picture the emphasis is on the operations 
and decisions necessary to complete the process. 

To summarize: a flow chart shows what job is to be 
done; a block diagram shows how a job is done. 

To encourage standardized symbols and thus sim­
plify the problem of interchanging information be­
tween IBM and its customers, IBM has made avail­
able the Charting and Diagramming Template shown 
in Figure 108. The cut-outs can be used to draw 
symbols representing clerical functions, unit record 
machines and functions, data processing systems and 
functions, and types of documents. 

Flow Charts 

Flow charts are often composed solely of symbols rep­
resenting the form in which data appear at various 
stages in a process. The actual operations that must 
be performed are indicated only briefly or not at all. 
In other instances, there can be an extension of the 
data flow chart so that it shows the job steps involved 
in the development of information as well as the docu­
men ts themselves. 

The symbols in Figure 109 are used in flow chart­
ing to illustrate data processing system operations. 
The rectangle labeled "central processing unit" is 
used to represent the basic system, including main 
storage, the arithmetic unit, and the basic controls. 
To this symbol are connected additional symbols rep­
resenting other components and the documents that 

. they process. For example, a reel of magnetic tape 
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Figure 108; Charting and Diagramming Template 
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Auxiliary Processing 
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[J df=J 
Paper Tape 
Reader or Punch Printer 

Figure 109. Data Processing System Symbols 

n 
,np"tLp"~ 
Control 

Card Reader or 
Card Punch 

Typewriter 

indicates that a magnetic tape unit is connected; a 
punched card with an arrow leading to the CPU indi­
cates a card reader; a punched card with an arrow 
leading from the CPU, a card punch; and so on. 

Figure 110 illustrates typical ways in which data 
processing system operations are flow-charted. The 
central processing unit symbol is sometimes labeled 
with the type number to identify the system. When no 
confusion about the system type can exist, the space 
can be used to identify the processing step. 

Figure III is a typical operational flow chart for an 
application of a data processing system-in this case the 
IBM 705. Note that the primary direction of flow of 
the application is in a vertical line from the top of 
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CD 
Auxiliary 
Drum 
Storage 

o 
Magnetic 
Tape Unit 

the page to the bottom. Secondary functions are shown 
to one side. 

The labeling of an operational flow chart for a 
data processing system application is important when 
it is to serve as a guide to programming and operating. 

Block Diagrams 

The symbols in Figure 112 are used in block diagram­
ming to illustrate the data processing procedures. 

One of the most important uses of the block dia­
gram is to provide the programmer with a means of 
visualizing, during the developmental stages of pro­
gramming, the sequence in which logical and arith-
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Figure llO. Typical Data Processing System Configurations . 
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me tic operations should occur, and the relationship 
of one portion of a program to another. A written 
program does not offer this advantage. 

The amount of detail included in a block diagram 
depends on the use to be made of it. In early stages 
of program development, the primary purpose of the 
diagram is to experiment with and verify the accuracy 
of different approaches to coding the application; in 
this instance large segments of the program are rep­
resented by a single symbol. 

The three most important uses of the block dia-
gram are: 

1. As an aid to program development 

2. As a guide to coding 

3. As documentation of a program 

In the program development stage, the block dia­
gram serves as a means of experimenting with various 
approaches to the mechanization of the application. 
At this point, logical program segments have been 
established, at least tentatively, through flow charting. 
Starting with blocks representing the major functions 
of the proposed program, the programmer develops 
the over-all logic by adding blocks to depict input and 
output functions, steps for the identification and selec­
tion of records, and decision functions. 

After the over-all logic of the program is tentatively 
established, the large segments are extracted from the 
general block diagram and analyzed in the same 
fashion. In this way, the block diagram becomes more 
detailed. The eventual goal is to produce a diagram 
which clearly shows all decision points in the program 
and which can be used to verify that the procedure 
satisfies all possible conditions which can arise during 
program execu tion. 

Once the procedure is established, and proved 
sound, the block diagram becomes a guide to coding. 
Unless the person who developed the diagram is an 
experienced programmer for the data processing sys­
tem to be used, it is almost certain that the peculi­
arities of the machine logic will necessitate changes 
in the program logic. Thus, the diagram may need to 
be redrawn and reverified at this stage. 

On completion of the coding, testing, and installing 
of the procedure, the program must be documented 
to make future modifications easier. At this stage, 
the block diagram can greatly simplify the problem 
by serving as a map of the program listing of coding 
sheets. To be useful in this respect, the block diagram 
must be related, by labeling, to the instruction steps. 

Final documentation of a program should include 
both general and detailed block diagrams. The gen­
eral block diagram helps in understanding the more 
detailed ones and also provides an easily understood 

I> ~ I Direction of Flow 

D 0 0 
Console Connector or Step 650 Table 
Operation Identi fi cation Lookup 
or Halt 

( ) 
( ) 
7070 Priority Routine Identification 

0 CJ 
Input-Output 
Function 

0 CJ 
Program Modi fi cation 
Function 

<> 
Decision <> 
Function 

D CJ 
Processing Function 

Figure 112. Block Diagramming Symbols 

picture of the procedure for those who might be in­
terested in the concept only. 

Figure 113 is a general block diagram of a con­
solidated life insurance file maintenance program. 
This diagram is arranged on the worksheet so that it 
shows clearly the logical relationship among the three 
major segments of the program. 

Figure 114 is part of the same procedure in more 
detail. In this instance, an arrangement which best 
utilizes the available space has been used. A diagram 
such as this one is sufficiently complete to serve as a 
guide in coding even though certain program func­
tions are still not represented (for example: read-write 
error routines, end-of-file, and end-of-job routines). 
A detailed diagram documenting a completed pro­
gram would include all such functions. 

During program development, the open arrange­
ment of the diagram on the page, Figure 113, is pref­
erable to that of Figure 114 not only because it shows 
more clearly the alternate program paths, but also be­
cause it leaves more room for inserting additional 
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62 IBM Data Processing Systems 

Form X24·6413-0 
Printed U. S. A. 

Date ____________________ _ Page __ 1_ of _1_ 

Drawn By....!..,N:!,.!A:::!!P"--____________ _ 

Auto. 
Chg. 

Yes 

No 

Determine Type 
and Process. 
Set Program 
Switches. 

No 

versary Calcu­
lations, Set 
Program Switches 

Perform Billing 
Calculations­
Set Program 
Switches. 

No 



t 

~. 

IBJ4 DIAGRAMMING AND CHARTING WORKSHEET 

Application Ordinary life Insurance Consolidated Functions 

Procedure __ ~D~g~jJ~y~Eui~le~M~g~i~n~tean~awn~c~e~R~o~u~tiwn~e~ ____________________ _ 

2 

3 

4 

5 

6 

7 

Regular 
Collection 
Paid 
Routine 

Lapse 
Collection 
Paid 
Routine 

Advance 
Premium 
Payment 
Routine 

Advance 
Premium 
Withdrawal 
Routine 

Loan 
Issue 
Routine 

Loan 
Payment 
Routine 

Accounting 
Adjustment 
Routine 

Master 
8 Field 

Change 
Routine 

Regular 
J Collection 

K 

9 

Unpaid 
Routine 

Policy 
Status 
Request 

Figure 114. Detailed Block Diagram 

Date __________________ __ 

Form X24·6413-0 
Printed U. S. A. 

Page _1 __ of _3 __ 

Drown By~N~A~P ____________________________ ___ 

Stored Program Concepts 63 



steps. The arrangement used in Figure 114 is most 
suitable for use in documenting the program because 
it requires less space. 

When the procedure has been accurately stated in 
block form, actual machine instructions can be writ­
ten. These instructions express the diagrammed pro­
cedure flow in detail. 

All instruction must be presented to the machine 
in the language and coding form of the system in­
volved. Actual writing in such a form is difficult and 
complex, because some machines use the binary sys­
tem exclusively, some use a modified binary form, and 
others use combinations of both. It will be shown in 
the next section that the program can be written in 
a form that is more convenient for the programmer 
and that this form can then be translated by the ma­
chine into its own particular language. 

Reading Data 

All data entering the computer system must first be 
read by an input device and routed to main storage. 
Each input device is assigned a number to serve as 
its address in the same way that each storage position 
is also assigned a location address. 

A data processing procedure is normally concerned 
with entire files of records which may be magnetic 
tape, IBM cards, or paper tape. These files are placed 
on the input device, where the computer has access to 
them. To read a record from a file, one or more in­
structions in the program activate the input device 
and place the record in storage. 

At this point, it must be determined exactly where 
in storage the incoming record is to be placed, and 
an instruction must direct the machine to send it to 
this predetermined location. Also, in the plan of man­
ipulation, it is necessary to know at all times where to 
find information as needed in the successive stages of 
processing. 

These considerations involve the allocation of stor­
age space for specific purposes in a logical and con­
venient manner .. For example, particular fields or 
quantities may be used for computation. The in­
structions to be used later must specify the location in 
storage where this information from each record can 
be found. 

The reading operation performs these distinct func­
tions: 

1. The input device is selected and made ready 
before actual reading begins. The device chosen is 
the one that has. access to the proper file of records as 
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determined by the programmer. This device is se­
lected by specifying its assigned code number or ad­
dress. 

2. The read instruction causes the previously se­
lected unit to carry out the transfer of a record to the 
storage of the computer. The record is placed in a 
particular storage area reserved for this purpose and 
is then available for further processing. A number 
of input areas may be assigned to handle several re­
lated records at once (for example, a master record 
and its corresponding transaction detail). 

3. The order of read instructions in the program 
determines the sequence in which the files are read. 
Other instructions later compare records from sepa­
rate files to determine the relationship of detail to 
master, detail to detail, and so on. 

4. The number of records to be placed in storage 
at one time depends on the construction of the files, 
the type and length of records being handled, and the 
available storage capacity. 

Calculating 

Once data have been read into the computer system 
and placed in known locations of storage, calculation 
can begin. Each computer is capable of performing 
addition, subtraction, multiplication, and division, 
either as built-in operations or under program con­
trol. For most commercial applications, these opera­
tions are adequate. Even in many of the more ad­
vanced scientific procedures, the most complex equa­
tions can be reduced to steps of elementary arithmetic. 
However, many specialized operations can be per­
formed by some systems to make the solving of mathe­
matical problems easier. 

In every operation of simple arithmetic, at least two 
factors are involved: multiplier and multiplicand, 
divisor and dividend, and so on. These factors are 
operated on by the arithmetic unit of the machine to 
produce a result such as a product or quotient. In 
every calculation, therefore, at least two storage loca­
tions are needed. One quantity is usually in main 
storage and the other in an accumulator or some in­
termediate storage unit. 

A calculation can be started by placing one factor 
in the accumulator and at the same time clearing 
this unit of any previous factors or results which may 
be contained there. The address part of the instruc­
tion specifies the storage location of the first factor; 
the accumulator or other storage register is implied 



by the operation. In some computers, more than one 
register is available for calculation. In this case, the 
address must also specify which register is to be used. 

When one of the factors is properly placed in the 
accumulator or other suitable register, the actual cal­
culation is executed by an instruction whose operation 
part specifies the arithmetic to be performed and 
whose operand is the location of the second factor. 
The computer acts upon the two factors, one in the ac­
cumulator and the other in storage, and produces a 
result in the accumulator. 

The result is returned to main storage by another 
instruction that stores the field in some location de­
signated for the placement of a result. A field is a 
related arrangement of characters or digits to repre­
sent a quantity, amount, name, identity, and so on. 

Any practical number of calculations can take place 
on many factors in a single series of instructions. That 
is, a factor may be placed in the accumulator and 
multiplied, and several other factors may be added to 
or subtracted from the product. Division can then be 
executed, and other operations of adding and sub­
tracting can proceed using this quotient. Intermediate 
results can be stored at any time. 

For example, a field containing employee hours 
worked can be placed in the accumulator and multi­
plied by hourly rate to produce earnings. Piece work 
and bonus amounts may then be added to develop a 
total regular earnings amount. This amount is stored 
in the pay record. Total regular earnings may then 
be divided by hours to produce an average hourly 
rate. This rate is multiplied by 1.5 overtime hours to 
produce overtime earnings. Total gross pay is then 
calculated and stored. Taxes are computed using the 
calculated gross pay, and other payroll data are 
accumulated using the amounts as they are calculated. 
Intermediate results of tax amounts and deductions, 
and, finally, net pay are all stored in the pay record. 

Operations of shifting and rounding the contents 
of the accumulator are also provided to adjust, 
lengthen, or shorten results. With these operations, 
decimal values may be handled and directions for 
placing of the decimal point may be given to the 
computer. 

All calculations must take into account the algebraic 
sign of factors in storage or associated registers. Con­
sequently, the computer system is equipped with some 
provision to store and recognize the sign of a factor. 

If records are made up of fixed words of data, one 
position of the word is designated as a sign position 
and automatically accompanies the word. Accumu­
lators also include either a special sign position of 
storage or a sign indicator which is available to the 
programmer. In this way, the sign of results can be 

determined, together with the effect following calcula­
tions. The computer follows the rules of algebra in 
all basic arithmetic calculations. 

The size of words, quantities, and values depends 
upon the design of each particular system. The exact 
rules governing the placement of factors, size of re­
sults, and so on vary somewhat from system to system. 
In all cases where a result is expected to exceed the 
capacity of the accumulator or storage register, the 
programmer must arrange his data to produce partial 
results and then combine these for totals. Other 
operations of scaling may be executed so that very 
large or small values and fractions may be handled 
conveniently. Computers designed primarily for 
mathematical applications generally include a series 
of specialized arithmetic operations for this purpose. 

Calculation is carried out in all computer systems 
at much higher rates of speed than input or output, 
because reading and writing require the use of me­
chanical devices and the movement of documents, 
while calculation is performed electronically. In many 
commercial applications, calculation is relatively 
simple, and the over-all speed of the system is usually 
governed by the speed of the input-output units. In 
mathematical applications, the situation is reversed; 
calculation is complex and involved and high cal­
culating speeds are essential. The design of any par­
ticular system must achieve a realistic balance be­
tween calculating and record-handling ability. 

Logical Operations 

The sequence in which a stored program computer 
follows its instructions is determined in one of two 
ways: either it finds the instructions in consecutive 
storage locations, or the instruction operand also 
designates the location of each following instruction. 
If instructions could only be followed sequentially in 
a fixed pattern, a program would only follow a single 
path of operation without any possibility of dealing 
with exceptions to the procedure and without any 
ability to choose alternatives based on special condi­
tions encountered in processing data. Further, with­
out some way of resetting the computer to repeat a 
given series of instructions, it would be neces'sary to 
have a complete program for each record in a file. 

Consider the program illustrated by the block 
diagram in Figure 115. These instructions taken alone 
compute T for only one record. But by returning to 
the first instruction, any number of records may be 
processed, repeating the same program as a loop. For 
this purpose, another instruction is given to return to 
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the first instruction (Figure 116). Once this program 
is initiated, it will continue to run until there are no 
more records to process. Program loops are common 
and they can be terminated in many ways. 

For example, the computer may be instructed to 
examine T each time it is computed and to stop when 
the value of T becomes negative (Figure 117). In 
this case, the instruction becomes a conditional trans­
fer. The program is repeated only if some predeter­
mined condition has been satisfied. The computer can 
also be instructed to execute the program for ten rec­
ords and then stop (Figure 118). It is assumed that 
the constants 10 and I are in the computer and that 
1 is subtracted from 10 each time the loop is com­
pleted. After ten times around, a zero will be in the 
location that contained 10. A transfer or branch then 
terminates the loop. 

The conditional transfer or branch operation may 
be used to cause a special-purpose subroutine to be 

Figure 115. Block Diagram, A + B = T 

Figure 116. Program Loop 
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executed outside the normal or straight-line path of 
the program. This subroutine is executed only when 
a predetermined exception or condition is noted by 
the machine. 

One common example of the subroutine is checking 
the accuracy of records as they are read from or writ­
ten on magnetic tape. As each record enters or leaves 
the central processing unit, a read-write error indi­
cator is examined. If the indicator has been turned 
on, the computer is instructed to enter a subroutine 
of instructions that attempt to correct the error. The 
program logic for such an operation-the reading only 

No 

Figure 117. Conditional Transfer 

Figure 118. Record Count Conditional Transfer 



Figure 119. Read Error Loop 

-is shown in Figure 119. A similar loop might also 
be included for writing. 

When a reading error is detected, a transfer is 
effected to the error subroutine. A counter is reset to 
the quantity 3 to count the number of times are-read 
will be attempted. The tape is backspaced over the 
error, and a second read instruction is given. Another 
check is made to determine if this operation is correct. 
If it is, a transfer returns to the main program, where 
computing continues. 

If the error persists, 1 is subtracted from the counter 
and the counter is tested for O. The error loop is 
again entered and a second re-read and check are 
executed. The machine can re-read three times. If 
the error is not corrected, operation is halted. Further 
instructions can also be programmed to indicate to 
the operator the cause of the stop. 

A program can also be arranged so that the ma­
chine can recognize one or more types of records as 
they are processed from a single file. The method of 
computation can be varied according to the type of 
record in storage. This procedure is common when a 
number of types or classes of transactions are proc-

Figure 120. Branching By Code 

Continue 
Program 

essed against a single master file (for example, in an 
application of file maintenance). 

Assume that a file of master stock status records 
contains quantities that reflect the number of parts 
available for manufacturing planning. The records 
also have considerable other information pertaining 
to the status of inventory, but for purposes of illus­
tration, this example is concerned only with those 
fields used to show availability. These fields are: 

Quantity in stock 

Quantity on order 

Quantity available 

Transactions that affect the status of the parts avail­
ability originate daily. These transactions are punched 
in cards with an identifying digit code for each type 
of activity. 

Codes are as follows: 

Code I 

Code 2 

Code 3 

Code 4 

Code 5 

Receipts 

Orders 

Withdrawals 

Adjustments plus 

Adjustments minus 

As each transaction is placed in storage, it is 
analyzed by code to determine in which class it be­
longs (Figure 120). A branch instruction then trans-
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fers to the proper program subroutine to calculate 
availability and to adjust the corresponding master 
record. Reading and writing of the adjusted master 
record is not shown in the flow chart. 

Comparing 

The ability of the computer to make limited decisions 
based on programmed logic is substantially extended 
by operations of comparing. Such operations enable 
the computer to determine if two data fields in storage 
match, or if one is lower or higher than the other. The 
basis of comparison is set according to some predeter­
mined sequence built into the circuitry. 

The sequence may be considered to be a normal 
filing order of records of all types. For example, the 
familiar ascending sequence of the digits 0-9 assumes 
that the digit 9 is the highest digit of the series. In 
the same manner, the letter Z is assumed to be the 
highest letter of the alphabet. To the computer, 
therefore, as in any file, the number 162 is higher in 
sequence than 159, and the name Jones is lower than 
the name Smith. Special characters, such as / @ * , 
or - , may also be included because these characters 
must be manipulated as data for report printing and 
other special purposes. 

Comparing operations are used to program the se­
quence checking of files, sorting procedures, or the 
rearrangement of records in some desired order. The 
comparison of an identifying field in one record with 
that of another enables the computer to handle a 
number of associated files in one processing procedure 
provided that all files are in sequence by this com­
mon field. 

The two fields to be compared are always in main 
storage. One field is then placed in an accumulator 
or storage register, and a compare instruction is given 
to compare this field against the second specified field 
which remains in main storage. The results of com­
parison are registered as high, low, or equal, by indi­
cators or triggers which may then be interrogated to 
determine their condition. If the indicator is on, a 
branch instruction transfers the machine to a sub­
routine which will continue processing according to 
the result of the comparison. 

Figure 121 shows a typical program arrangement for 
sequence checking a single file of records. All records 
in the file are assumed to be in ascending sequence 
by account number. An input area is set aside in 
storage where records are received, one at a time, from 
an input unit. A second area is also reserved in 
storage to store the account number from the preced­
ing record. The purpose of this area is to allow com-
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parison of the account number of the incoming record 
with the corresponding field of the previous record. 

If the file is in ascending sequence, the incoming 
record should always be higher than the record that 
preceded it. When duplicate records are encountered, 
the incoming record is equal to the preceding one. If 
any incoming record is lower than the previous rec­
ord, it is recognized as an out-of-sequence condition. 
An error is signaled by programming the computer 
to stop. After each high comparison, the account 
number field is placed in storage where it may be 
compared with the next record. 

Instruction Modification 

Some of the preceding examples have shown how 
branching or transfer instructions can cause the com­
puter to follow a varied path through the program. 
The routine to be executed depends on the result of 
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a previous comparison or a test of indicators which 
have been set by a zero balance, an error condition, 
and so on. 

Another method of varying the program is by chang­
ing or modifying the operation part of the instructions 
themselves. Instruction modification, for example, 
can be used to set up a program switch which can 
cause the machine to take one of two alternate paths. 
The switch is turned on or off by instruction. The 
use of the switch is shown in Figure 122. 

Assume that two files are being read. The files are 
in sequence by a common identifying field, such as 
part number, account number, or employee number. 
One file is a master file; the second is a transaction 
file that represents adjustments to the master. Three 
conditions may be encountered in applying the trans­
actions to the corresponding master files. 

1. One or more transactions may match a single 
master record. 

2. There may be no transactions for a master 
record. 

3. There may be transactions that do not match a 
master - these are errors. 

It is necessary to process the two files in step; that 
is, each transaction record must be compared against 
a corresponding master record, if there is one. If sev­
eral transactions apply to the same master record, the 
transaction file must continue reading without read­
ing a new master record. Conversely, if a master rec­
ord is read in without a corresponding transaction, 
this record is written out unchanged and the follow­
ing master is read in. The reading and writing of 
master records continue until a matching transaction 
is found. 

The flow chart shows that one master record is read 
in first. A switch instruction is inserted between the 
reading of the master and the transaction. As opera­
tions begin, this switch is turned off, allowing one 
transaction to be read in. The identifying field of the 
transaction is compared against the master. If it is 
equal, the master is adjusted and a second transaction 
is read in. If this transaction is not to be applied 
against the master (which is still in storage), it should 
be high when compared. The previously adjusted 
master is then written out and the switch is turned on. 
A new master is then placed in storage, but because 
the switch is on, a transaction is not read; instead the 
machine transfers directly to the instruction to com­
pare. The switch is turned off each time this happens. 
Operation continues with comparison for each new 
record placed in storage. If a transaction is low, it is 
written out on a separate output unit, and a new 
transaction is then read in. 

Figure 122. Program Switch 

The switch, when on, has an operation part specify­
ing an unconditional transfer. The address part is the 
location of the compare instruction. To turn the 
switch off, the operation part is changed to no opera­
tion. In this case, the machine ignores the instruc­
tion and proceeds to the following instruction: read a 
transaction. 

Address Modification 

The address portion of instructions may also be 
treated as data. An instruction address can be modi­
fied by arithmetic; it may be compared against other 
addresses or factors or relocated in storage at will. 
Address modification serves two purposes: 

1. The total number of instructions in a program 
may be reduced, conserving storage capacity for data 
or other factors. One instruction, or a single series of 
instructions, can serve to address variable locations in 
storage. 

2. A basic flow of work controlled by the program 
can serve as a pattern of procedure that can change as 
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required by the entry data, the result of calculation, 
various error conditions, end-of-file detection, and 
so on. 

For example, the address part of instructions that 
select the various components of a system may be 
modified by other instructions in the program. One 
use of this type of modification is the selection of 
alternate magnetic tape units when an end-of-file or 
end-of-reel condition is signaled. A reading or writ­
ing operation may then continue without interruption 
on an alternate unit while the first unit is rewinding 
or standing by for reel change. When a tape file is 
made up of more than one reel, reading or writing 
may proceed from reel to reel with a minimum of 
lost time. 

Assume that the addresses of two tape units are 
0201 and 0203. The sum of the units and tens posi­
tions of these addresses is stored as a constant factor 
04. When an end-of-file condition is signaled by tape 
unit 0201, a transfer is made to a subroutine. In the 
subroutine, the units and tens position of the tape 
unit being used (01) is placed in an accumulator. The 
constant 04 is subtracted to obtain minus 03 as a 
result. This result is then unloaded into the tape 
unit address, converting it from 0201 to 0203. The 
sign of the result is ignored. 

The subroutine then transfers back to the main 
routine and continues to use tape unit 0203. When 
end-of-file is signaled from this unit, the constant 04 
is subtracted from 03 to obtain the result minus 01. 
Unloading this result changes the tape address from 
0203 to 0201. The select address alternates between 
0201 and 0203 each time an end-of-file is signaled. 
Similar factors may be used to form other types of 
program alternators. 

Indexing 

In many computers, the address portion of an instruc­
tion can be modified by adding or subtracting variable 
quantities contained in one or more special-purpose 
counters. The counter may be called an index reg­
ister when it is set aside specifically for this purpose 
or it may be a predetermined location in core storage 
called an index word. A computer may have several 
index registers or a number of storage locations for 
index words. Both the index register and the index 
word perform identical functions; however, the word 
is usually more accessible to the program and, con­
sequently, offers more flexibility in its use. 

Computers with an indexing feature use an ex­
panded instruction format that allows a particular 
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register or word to be specified as a part of the in­
struction operand. 

Assume that fifty quantities are placed in ascending 
word positions of storage from locations 1001 to 1050 
inclusive and that these quantities are to be added 
to the contents of an accumulator. Without indexing 
or address modification, it is necessary to repeat an 
add instruction fifty times with the address of each 
instruction incremented by 1, as ADD 1001, ADD 1002, 
ADD 1003, and so on. 

With indexing, the add instruction can be written 
as ADD 1051 with the address decremented by an index 
register containing the quantity 50. The address re­
mains 1051, but the computer calculates an effective 
address of 1051 minus 50, or 1001. When the add 
instruction is executed, the contents of the index reg­
ister are also decremented by 1, leaving a remainder 
of 49. When the same add instruction is re-executed 
and is again decremented by the contents of the same 
index register, the effective address is 1051 minus 49, 
or 1002. If a program loop is formed to repeat this 
process, the effective address of the add instruction is 
stepped up 1 each time it is executed (as the index 
register is stepped down). When the index register 
equals 0, all 50 quantities will have been added and 
the loop is terminated. The computer has conse­
quently performed fifty operations using the same 
ins tructions. 

Figure 123 is a flow diagram of the index loop. The 
first instruction places the quantity 50 in index reg­
ister 3. An add instruction, with an address 1051, 
also specifies as part of its operand a designation that 
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Figure 123. Index Loop 



the given address is to be modified by the quantity 
contained in index register 3. The next instruction 
is branch on index, which means: reduce the con­
tents of index register by 1; if the contents of the 
register are greater than zero, branch to repeat the 
add instruction; if the contents of the index register 
equal zero, continue to the next instruction in the 
program. 

The indexing feature greatly simplifies program­
ming of repetitious calculations or other operations 
and reduces the required number of instructions. 

Indirect Addresses 

All instruction addresses discussed in preceding illus­
trations are classified as direct, that is, they refer di­
rectly to the location of data or other instructions in 
storage, they select a machine component, or they 
specify the type of control to be exercised. 

Addresses may also be indirect. Such an address 
can refer only to a storage location. that contains an-

Input Tape 
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Subroutine 
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Main Routine: 
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Figure 124. Indirect Address 

other address. The second address in turn refers to 
the location of data, a machine component, or a con­
trol function. 

Indirect addressing is particularly useful in per­
forming address modification. For example, in a pro­
gram it may be necessary to address a number of in­
structions to a single machine unit, such as a mag­
netic tape unit. The same unit may be selected for 
reading, for error routines, in restart procedures, or 
in various other branch routines. If this unit is to be 
alternated with some other unit, the addresses of all 
instructions involving that unit must be modified. If 
only direct addressing were available, a number of 
modification instructions would be needed. 

However, if the select instructions involving a tape 
unit are indirectly addressed to one storage location, 
that location can contain a single address. Therefore, 
to change or modify all select instruction addresses, 
it is only necessary to modify the single effective ad­
dress to which the select instructions refer (Figure 
124). Any number of indirect addresses throughout a 
program may refer to a single effective address. 

Effective Address 
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Programming Systems 

If the present pace of computer development con­
tinues, the over-all performance of data processing 
systems will soon be increased more than one hundred 
times. New systems will not only be much faster, but 
they will also be vastly improved in their ability to 
overlap and carry out a number of operations and 
procedures at the same time. 

While the capability of computers is expanding at a 
fantastic rate, the technology of utilization and con­
trol is advancing at an equal pace. These improve­
ments in techniques are as vitally important as the 
design of the data processing system itself. To a large 
extent, the future of computers depends not only on 
increases in speed, logical ability, and storage capacity, 
but also on the efficient utilization of these facilities 
as they are made available. 

IBM programming systems have been developed to 
meet both present and future requirements of com­
puter application. 

Program Preparation 

A computer program represents much more than a 
set of detailed instructions. It is the outcome of a 
programmer's applied knowledge of the problem and 
the operation of the computer system. 

Problem definition, analysis, and block diagram­
ming (see preceding section) are the first steps in 

Figure 125. Direct Conversion of Problem to Machine Program 
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program preparation. They are usually carried out 
independently of the computer and the programming 
system. 

Some or all of the following must then be con­
sidered to prepare even the simplest program: 

1. Allocation of storage locations to data, instruc­
tions, and related information. 

2. Conversion of original data to an input medium. 

3. Availability of reference data such as tables, files, 
or constant factors. 

4. Requirements for accuracy and methods of check­
ing and auditing. 

5. Ability to restart the system in case of unsched­
uled interruptions or error conditions. 

6. Automatic monitoring of the system to ascertain 
that the required input and output devices are con­
nected and available for operation. 

7. Housekeeping or set-up procedures that preset 
accumulators, switches, and registers; type operator 
messages; check file labels; and so on. 

8. Format of output data with provisions, if re­
quired, for later conversion to cards or printed re­
ports. 

9. Availability of program routines that have been 
used and tested in other procedures and that may be 
used to advantage in the current procedure. 

Results 



10. Conversion from the decimal number system to 
binary and from binary to decimal. 

11. Editing of data with provision to record ex­
ceptions which cannot be processed. 

Machine Coding 

Figure 125 shows the basic relationship between the 
computer and programmer when the program is writ­
ten in actual machine coding. The problem is first 
analyzed in terms of operations that the computer can 
perform. The program is then written in machine 
coding by the programmer who supplies tables, for­
mulas, codes, or other reference material necessary for 
the specific application. 

The problem then becomes input data, and the 
computer-by calculation or other operations-pro­
duces useful output. 

A number of difficulties arise when the program is 
written in actual coding: 

1. All instructions must be coded in machine lan­
guage. With some computers, such as the IBM 704, 
709, or 7090, which use binary representation in fixed 
words, this method of programming becomes im­
practical, if not impossible. 

2. Instructions must be written in the exact se­
quence in which they are to be executed by the com-

puter. If one or more instructions are omitted by 
error, all succeeding instructions must be relocated in 
storage to make room for insertions. This clerical 
accounting for all storage areas must be carried on 
entirely by the programmer. 

3. The full burden of logic and program organiza­
tion is placed directly on the programmer. 

4. Previous experience-tested programs that might 
be utilized in part of the procedure-is difficult to 
work into the new program. Such programs must be 
linked to the new program by additional handwritten 
ins tructions. 

5. The programmer must understand the computer 
in detail. He must know the location of each indi­
cator or register, and he must program their func­
tions entirely. 

The Programming System 

Many of the difficulties and inconveniences of writing 
programs directly in machine coding can be eliminated 
or simplified by the more advanced systems of pro­
gram writing. Figure 126 shows the basic flow of 
work between problem and solution when a program­
ming sys tem is used. 

The programming system consists of two parts: a 
language and a processor. The language is similar to 

Program System 
Library 

Machine 
Coded Object 

Figure 126. Conversion of Problem to Machine Program Using Programming System 
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the programmer's language and can be translated into 
machine language by the processor. The data process­
ing procedure is first written in the programming 
language; this is called the source program. Then, the 
source program is translated into machine language, 
or the object program, by the processor. 

When a programming system is used, the computer 
actually operates at two distinct levels: 

1. As a translator or program assembly device. 

2. As a data processing system. 

At the first level, instructions in the programming 
language are translated into machine coded instruc­
tions. Storage areas are automatically assigned, con­
stants or other reference factors are included, and 
library routines for checking, input-output, restart, 
housekeeping, and so on are assembled. Program 
routines may be generated from specifications fur­
nished by the programmer. Normally, only one as­
sembly process is necessary. The program thus pro­
duced may be used again and again to control the 
operation on data at the second level. 

The programming system has several advantages. 
It can: 

1. Save program preparation time. 

2. Reduce clerical errors. 

3. Simplify communication with the computer. 

4. Utilize proved program techniques. 

5. Use pre-checked routines. 

6. Save machine time normally expended in test­
ing programs. 

7. Allow the user to realize useful production 
earlier from the computer system. 

8. Facilitate well defined logical approaches to a 
procedure. 

9. Place emphasis on the problem rather than on 
the computer. 

10. Provide a measure of compatibility attained 
only in programs prepared by the processor. 

The Programming Language 

The purpose of the programming language is to state 
a data processing procedure in a way that is con­
venient for the programmer but that transfers much 
of the clerical work of program writing to the com­
puter. This language, like any other, has established 
rules of grammar, punctuation, and expression. 

The terms of expression must be precise in the way 
that they describe any procedure to the computer. 
These statements must convey to the computer exactly 
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what it is to do, even though the aim of the language 
is to allow the programmer to state a procedure in a 
language nearly like his own. 

The programming language must then compromise 
between the easiest way for the programmer to write, 
the design and organization of the computer system, 
and the requirements of the procedures to be ex­
pressed. 

The language of the programming system may be 
either procedure-oriented or machine-oriented. If 
procedure-oriented, the language is independent of the 
computer and more closely approximates the every­
day language of the user; it can be translated into sev­
eral different· machine languages using appropriate 
processors. If machine-oriented, the language is gener­
ally related to a specific data processing system and, 
therefore, lacks some of the compatibility inherent in 
proced ure-orien ted languages. 

The Processor 

The processor is a program that translates the pro­
gramming language into machine coded instructions, 
make storage assignments, and assembles the instruc­
tions into a completed object program. This object 
program is then used by the computer to actually 
work the procedure. 

Under direction of the programmer, the processor 
may draw on a library of information to assemble the 
machine coded program. This library can contain 
pretested routines for input-output, error checking, 
housekeeping, report printing, and other operations. 
In this way, the processor can include in the object 
program a variety of information that has been placed 
at its disposal as a result of previous experience. 

The processor normally consists of a number of 
parts: 

1. An assembly program that controls the computer 
to convert the source program data to a machine pro­
gram. The processor first assigns storage locations to 
source instructions and data and then forms addresses 
from the storage assignments. 

2. Tables that contain all mnemonic abbreviations 
for operations and the equivalent machine codes. 

3. Instructions to interpret the operations - such 
as define record areas, floating point numbers, and so 
on - that are directed to the processor. 

4. Counters to locate the source instructions and 
data. 

5. Instructions to form a table of instructions and 
data locations as tags with their equivalent calculated 
storage locations. (The tag is a descriptive word or 



phrase that labels a group of related data or instruc­
tions for the processor.) 

6. Provision to edit the program and to produce 
messages to note errors. Editing functions include se­
quence checking of source instructions, all references 
to tags, and other miscellaneous checks that vary ac­
cording to the design of the computer for which the 
source program is intended. 

7. Provision to assemble the program for the system 
configuration of a specific computer. 

Automatic Coding System 

The following problem illustrates the basic program­
ming method using the 705 Autocoder processor. 

1. Read sequentially a file of 80-character ware­
house inventory records punched in IBM cards. Each 
record includes two numeric fields A and B represent­
ing quantities of receipts and withdrawals. Field A is 
signed plus; field B, minus. 

2. Add numeric fields A and B to produce a bal­
ance, c. 

3. If C is plus, execute routine X; if C is minus, 
execute routine Y. (Routines X and Yare not de­
scribed.) 

4. After either routine X or Y is completed, write 
out the records, including the new balance field C, in 
blocks of five on magnetic tape. 

Figure 127 is a flow diagram of the problem, show­
ing the essential steps in the procedure. Figure 128 
shows the essential Autocoder statements describing 
the instructions for an IBM 705. 

The first entry on the program sheet is a descriptive 
statement. This statement signifies to the processor, 
during the preparation of the object program, that the 
following statements describe a record and, conse­
quently, that they are not to be interpreted as instruc­
tions. A special mnemonic operation is written in the 
operation column as ReD. The name of the record is 
written as a tag in the tag column, in this case WHSE 

INV, an abbreviation for warehouse inventory records. 
The full name of the records or other descriptive in­
formation concerning the identification of the file may 
be written in the comments column. 

Each individual field of the record may now be 
described by the programmer on following lines of the 
program sheet. Fields that might be typical of an in­
ventory record are described as shown. 

Figure 127. Problem to Illustrate Programming Methods 

The complete description of the input record in 
Figure 128 illustrates a number of rules of the Auto­
coder. 

1. Records, fields, or characters are called by their 
actual names or by tags. These tags may consist of any 
characters acceptable to the computer using the Auto­
coder. The tags may be ten characters or less in 
length. 

2. Operations are wri tten mnemonically; these 
operations used to control the processor are not neces­
sarily in the vocabulary of operations that the com­
puter performs on data. 

3. The record is described in the exact format in 
which it will appear in storage, but the programmer 
need not be concerned with actual storage locations. 
These will be assigned by the processor. 

4. Additional information is supplied to the proc­
essor about record fields that will enable the processor 
to check the accuracy of the program. For example, if 
the programmer refers to an unsigned field in the ree-
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Figure 128. Sample Program 1 

ord with an arithmetic instruction such as add or sub­
tract, the processor will produce a message to note 
this error. 

5. The sequence of all entries is maintained by a 
page and line number preprinted on the program 
sheet. Additional space for comment to clarify the 
format of the record is provided as needed. 

6. Other operations that describe the following 
entries to the processor are also included in the Auto­
coder system. These include CON to define a constant 
area, RPT to define a report area for printing, FPN for 
floating point number, and so on. 

When the data areas are property defined, the writ­
ing of instructions is the next step in programming. 
Figure 129 shows Autocoder instructions for the main 
program. 

The operation part of each instruction is written as 
a mnemonic abbreviation. The processor interprets 
these standard abbreviations and substitutes the actual 
machine code for each. 

The operand part of the instruction may be writ­
ten in a number of forms. It may be the actual ad­
dress of some device. For example, on line one, the 
operand 100 specifies a card reader. An operand may 
also refer to the tag of either data or instructions as 
shown on line 2. The operand is WHSE INV, and the 
complete statement RD WHSE INV means that the se-
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lected card reader is to read one record from the ware­
house inventory file into storage. The actual location 
of any data does not have to be determined by the 
programmer but will be assigned by the processor. 

The operand can also refer to the tag of other in­
structions in the program. For example, line 3 trans­
fers to an error routine at location ERROR if either an 
end-of-file or an error condition occurs while reading 
a card. Also, lines 7 and 8 contain operands which are 
tags of the first instructions in routines I and 2. 

An operand can also be a "literal." That is, the 
actual data to be operated upon may be written as 
the operand of the instruction. In Autocoder, the lit­
eral is designated by special punctuation: a parenthesis 
before and after the data as shown on line II. The 
programmer adds the quantity one by surrounding a 
+ I with parenthesis in the operand column. The sum 
is placed in a specific storage register by designating 
01 in the numeric column. Any of the 15 available 
storage units in the IBM 705 may be designated by 
writing its number in this column. 

The resulting sum in the counter is compared 
against a 5 by the instruction in line 12. The digit 5 
becomes literal data by proper punctuation. The pur­
pose of the instructions on lines II and 12 is to count 
the number of records placed in the output block and 
to write these records on tape when five records have 
been assembled. When the number reaches five, the 
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next instruction on line 13 transfers to the instruction 
at location WRITE. If the number is less than 5, a 
transfer is made back to the instruction at location 
START. Note that tags for instructions are required 
only for reference by other instructions. 

To write instructions in any symbolic program sys­
tem, the programmer merely follows the rules of gram­
mer, punctuation, and expression established for that 
system. He is thereby relieved of the complications of 
coding associated with actual machine langauge, and 
the clerical work of storage assignment is eliminated. 
Also, the source program is more readable than a 
machine program, an important factor is checking 
and de-bugging (correcting) the program. 

Program tags may also be keyed to a flow diagram 
of the procedure, providing a convenient cross check 
between the logic of the procedure and the written 
program. 

The completely written program is punched into 
IBM cards and verified for accuracy of transcription. 
Special card forms are provided for this purpose 
(Figure 130). Each line of the program sheet is 

punched exactly as written, including page and line 
number, program identification, and comments. One 
card is prepared for each line of the program sheet. 
The cards are then sorted into sequence by page and 
line number. 

At this point, any insertions or omissions to the 
program may be placed in proper sequence. The third 
digit of line number serves as an insertion sequencing 
digit. For example, page 01 and line 02 may be fol­
lowed by inserted statements by numbering these 
statements: page 01; line 021, 022, 023, and so on. 

I 

I I 
I 

PAGEllllE TAG OPERATION NUM OPERAND 

I I I I I OPERATION I ~ I PAGE a LINE I I TAG OPERAND 

The system thus provides for the contingency of addi­
tions to the program without the necessity of re­
locating either instructions or data. 

The source program cards become input to the 
processor and are acted on as data to produce an ob­
ject program as output (Figure 131). 

Macro-instructions 

The preceding example illustrates one direct method 
of overcoming the language barrier between the com­
puter and its user. As a result, the program is writ­
ten in terms more readily learned and understood by 
the programmer. At the same time, much clerical 
work of program preparation is accomplished by the 
processor. Some auditing functions are also performed 
by the processor, thereby reducing the occurrence of 
many common errors and making easier the task of 
testing and de-bugging the operation of the object 
program. 

However, when the preceding system is used, the 
programmer writes all of the detailed computer steps. 
And, even though there are many advantages with this 
method, he must furnish all instruction on a one-for­
one basis. For one instruction written in the symbolic 
language, the processor will produce only one instruc­
tion in machine coding. 

Now note that, in the Autocoder example in Figure 
129, there are actually two kinds of statements in the 
source program. These are: first, the instructions to 
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Figure 130. Autocoder Instruction Card 
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Figure 131. Autocoder Processor 

be converted to an object program (SEL, RD, ADD, and 
so on); and, second, the instructions directed only to 
the processor. The next step to increase the effective­
ness of the programming system involves enlarging the 
functions of the processor. 

Many phases of procedures are duplicated or are 
repetitious. For example, all programs require rou­
tines to read and write records, to check for errors, 
and to perform the standard calculations of arithmetic. 
Many procedures can also use standard methods of 
scaling values, performing floating point arithmetic, 
and converting data from one form to another. 

Many of these common routines can be included in 
a table, file, or library that is available to the processor. 
The programmer then instructs the processor to select 
an appropriate routine from the library and to insert 
this routine in his program as needed. The operation 
part of library instructions is standard, but the address 
must be modified to the location of data as defined by 
the source program. 

For example, in the IBM 705 and IBM 7080, two com­
puter operations are available which move data from 
one location in storage to another. These operations 
are called receive and transmit. The address of a re­
ceive instruction specifies the location where the data 
are sent; the transmit address specifies the location 
from where the data are taken. The amount of data 
must also be specified, and the transmission can be 
in single storage positions or five positions at a time. 
The two machine operations to move data are thus 
always the same, but the operand part of the instruc­
tion, produced by the processor, is variable. 

To call for library routines or frequently ~sed sets 
of instructions, the programmer writes a statement 
called a macro-instruction in the source program. The 
operation part is the mnemonic name assigned to the 
corresponding set of instructions in the library, in this 
case MOVE. The operand part of the macro-instruction 
names the records or blocks of data to be moved. 

The complete macro-instruction is written as fol­
lows: 

MOVE WHSE INV tl RECORD I tl 

This statement causes the processor to take two ma­
chine coded operations, receive and transmit, from 
the library and to supply the correct addresses to form 
the required instructions in the object program. The 
special punctuation marks tl separate the names or 
tags of the two record areas previously defined in the 
source program. 

With one macro-instruction, the programmer is able 
to call out from the library a number of machine in­
structions that are automatically tailored by the proc­
essor to fit his particular program. The programmer 
is only required to write his statement according to 
the rules of grammer, punctuation, and expression 
specified by the programming system. 

A library may contain a number of routines or sets 
of instructions. Each one is given a mnemonic name 
suggesting its function. Each data processing system 
developed by IBM is furnished with a library of such 
routines and a description of their functions. Provision 
is also made to add to or delete from the library mate­
rial as required by the user. 
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The use of macro-instructions provides all types of 
programming systems with a number of significant ad­
vantages. 

1. The source program may be written on a one­
for-many basis. Single statements in the source pro­
gram produce many machine coded instructions in the 
object program. 

2. Macro-instructions relieve the programmer of 
some clerical work and eliminate the need for rewrit­
ing repetitious routines each time they occur in a pro­
gram. 

3. Program errors are reduced because, if the pro­
grammer writes the macro-instruction according to the 
rules of the system, he is assured that the resulting 
machine coded instructions are correct. 

4. The programmer requires less knowledge of de­
tailed computer operation. Instead, he needs to know 
the functions of the macro-instructions available to 
him. He is not necessarily required to completely un­
derstand the resulting machine coding. This is an im­
portant aspect of training and educational require­
ments for the programmer. 

Program Compilers 

So far, the functions of the programming system have 
been shown to involve mainly translation and assem­
bly. A processor may also perform additional func­
tions, specifically those of compiling the object pro­
gram in the most efficient manner. 

In the example shown in Figure 127, the operation 
is one of moving entire records from an input area 
to a grouped output area. However, when individual 
fields within a record area are to be moved, several 
other considerations may arise. Two examples fol­
low: 

1. A customer's bill for the consumption of product 
must show the amount used. This information enters 
the computer as a signed numeric field understood 
to contain two decimal places. This usage amount is 
to be printed in the customer's bill record with one 
decimal place. Therefore, the quantity is to be rounded 
to the nearest tenth of a unit. In this case, the data 
must be moved from the incoming record storage area 
to a register or accumulator where an arithmetic oper­
ation of rounding is done. The adjusted field is then 
stored in the output area in such a way that a decimal 
point appears between the units and tens position of 
the amount field for printing. 

The programmer describes the input area by pre­
ceding a series of statements to that effect by an RCD 
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entry in the same manner as in Figure 128. One of the 
statements describes the usage amount with the tag 
USE AMOUNT, and shows the length, sign, and under­
stood decimal position within the field as follows: 

TAG 

USE AMOUNT 

NUM 

6 

OPERAND 

+ XXXX.XX 

The amount field of the output record is described 
in similar fashion after an entry called RPT. This entry 
signifies to the processor that following statements 
are to appear in printed form with decimal points, 
commas, and other special characters as indicated. The 
output use field IS written in the source program as 
follows: 

TAG 

BILL USE 

NUM 

7 

OPERAND 

XXXX.X 

The length of seven positions refers to the total 
number of spaces required on the bill to print the 
usage amount. The position of the decimal point is 
shown in the operand column. 

To prepare the amount field for printing, the pro­
grammer writes the macro-instruction MOVE as: 

OPER 

MOVE 

OPERAND 

USE AMOUNT J:l BILL USE J:l 

From the information given the processor, the fol­
lowing machine coded instructions are produced: 

RAD USE AMOUNT 
RND 
SPR BILL USE 

In the IBM 705 or 7080, these instructions reset and 
add the signed use field into the accumulator, round 
the amount one position, and place the amount in the 
output area for printing with a decimal point char­
acter in the proper space. From the information sup­
plied the processor in the source program, the instruc­
tions that carry out the programmer's intent are com­
piled. 

2. In producing a report of delinquent accounts, it 
is required to print the total cash amount outstand­
ing. This amount has been computed and stored in 
a master record pertaining to the account in question. 
It is a seven-digit signed field representing a cash 
amount in tens of thousands of dollars. The delin­
quency report is to be printed in dollars and cents 
with a floating dollar sign. A comma should appear 
if the amount exceeds $999.99. The field as it appears 
in the master record is tagged TOTOUTSTND and is de­
fined as an RCD, as follows: 

TAG 

TOTOUTSTND 

NUM 

7 

OPERAND 

+XXXXX.XX 

The output format is defined as an RPT with two 
decimal places, a comma following the thousands po-



sitions, and a floating dollar sign symbol. It is tagged 
DELAMT as follows: 

TAG 

DELAMT 

OPER NUM OPERAND 

RPT 11 $XX, XXX. XXn$n 

To move the delinquent amount field from the 
master record to the output report area, the program­
mer writes: 

OPER 

MOVE 

OPERAND 

TOTOUTSTND nDELAMT n 

The processor generates the following 705 machine 
coded instructions: 

RAD TOTOUTSTND 
RCVS DELAMT 
TMTS #'# 
SPR L, DELAMT 
RCVS PRTST 
TSL PRTST 

In addition, certain constant factors are supplied 
to place the dollar sign. Because the above instruc­
tions are peculiar to the 705, the detailed operation 
involved is not explained. They are shown merely 
as an example of the enlarged functions of a processor 
in producing a series of complete, detailed machine 
instructions from a single macro-instruction. In the 
705, the object progam would: 

a. Place a comma in the proper storage position for 
printing. 

b. Transfer the data from the master record to the 
delinquency report, suppressing leading zeros 
and deleting the comma if the amount is less 
than $999.99. 

c. Place the dollar sign adjacent to the first signifi­
cant digit of the report field. 

Program Package 

A number of other developments advance the concept 
of placing additional functions of detailed program 
writing with the system processor. One of these devel­
opments is the input-output package. 

The package is a series of program routines avail­
able to the processor. When these routines are in­
cluded in the object program, they handle all opera­
tions of some type of input-output device. The pro­
grammer calls for these routines by writing descrip­
tive statements in the source program. The language 
of these statements then becomes a portion of the 
complete language of the programming system. 

The use of a package eliminates much time and 
effort formerly required for machine-oriented pro-

gramming (programming which must consider specific 
machine operations in detail). Instead, the effective­
ness of the programming staff can be improved by 
permitting it to utilize a greater portion of its time 
and effort for installing programs which are oriented 
to the over-all application of the computer - for ex­
ample, inventory control, billing operations, and the 
like. The programmer can best devote the major part 
of his effort to procedural rather than machine tech­
niques. 

An input-output package designed for handling 
magnetic tape units would place the following func­
tions under direction of the processor: 

1. Input-Output Housekeeping. This function in­
cludes resetting and rewinding magnetic tape units 
and determining if the proper units are attached to 
the system at operating time. 

2. Label Handling. Normally, magnetic tape files 
have standard labels which precede the file data on 
each reel of tape. Labels are checked during the 
operating procedure to determine if files called for by 
the program are on the assigned tape units. Labels 
also include provision for dating the files, counting 
the number of records, and other controls that estab­
lish efficiency in handling tape records. 

3. Scheduling Data Flow. When multiple input 
and output units are used, this function may overlap 
the operations of reading and writing with computing. 
The flow of data into and out of the system must be 
scheduled for optimum efficiency. 

4. Execution of Input-Output Operation. These 
are the actual operations of reading and writing. 

5. Error Detection and Correction. The package 
includes standard routines for checking all possible 
error conditions and correcting them, if possible. 

6. End-of-file Procedures. These procedures provide 
for rewinding tapes, typing messages to indicate the 
completion of a job, reel changes, recording controls, 
and other information. 

7. Record the Contents of Main Storage and Re­
start. These functions include procedures that allow 
the system to restart with a minimum of lost time if an 
error or other unplanned condition arises. The pro­
cedure can also be checked at predetermined inter­
vals. 

8. Blocking and Deblocking of Tape Records. 
Many magnetic tape files are written with several rec­
ords grouped between inter-record gaps. Provision 
may be included in the input-output package to 
facilitate the handling of such grouped records and 
to reassemble the records into some other specified 
output grouping as required. 

Programming Systems 81 



The package can also include routines that control 
input-output devices other than magnetic tape units. 
The features of the package would be similar to the 
example. 

Use of these common routines encourages the estab­
lishment of programming and operating standards. 
The advantages of standard methods are significant, 
especially because they allow programmers to com­
municate more easily with each other. This is par­
ticularly important during testing phases of programs 
when testing is carried out by persons other than those 
who have written the source program. Standard meth­
ods enable the machine operator to become familiar 
with conditions that mean the same in every program. 

Other packages accomplish additional procedural 
functions. These include report writing, file mainte­
nance, decision-making, and miscellaneous computing 
routines. 

The statements in the source program which call 
for the packaged routines are written in the language 
of the programming system. The action of the proc­
essor is broadened and enlarged to translate this lan­
guage. The processor now does much more than trans­
late. It determines the intent of the programmer and 
assembles, compiles, and generates the necessary in­
structions to complete the object program. 

The organization of the programming system with 
packaged routines is shown in Figure 132. The inter­
pretation and adaptation of the packaged routines 
normally takes place in a separate stage of the process­
ing run. The routines are first translated by the proc­
essor to one-for-one symbolic statements and are then 

pn----i~---i~ Making 
Statements 

Input­
Output 
Statements 

Figure 132. Stages of Program Conversion with Packaged Routines 
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assembled to machine coded instructions. Other inter­
mediate stages of preparation may be carried out by 
the processor; for example, the packaged routines may 
include macro-instructions which in turn are made up 
of detailed instructions either in machine coded or 
symbolic form. 

Fortran 

Programming systems now in advanced stages of de­
velopment and operation almost completely remove 
the programmer from any consideration of the actual 
characteristics of the computer, except for a general 
knowledge of machine operating principles and the 
types of input and output that can be handled. One 
outstanding system, produced through the combined 
efforts of IBM and its customers, is Fortran (Mathe­
matical Formula Translation System). 

Source programs in this system are written in the 
Fortran language, which closely resembles the ordi­
nary language of mathematics. Processors have been 
developed to produce object programs for the IBM 650, 
704, 709, 705, 7080, and 7070 Data Processing Systems. 

The Fortran language is intended to allow expres­
sion of any problem of numerical computation. In 
particular, problems containing large sets of formulas 
and many variables can be dealt with easily. The 
language of Fortran may be expanded by the use of 
subprograms in much the same manner as previously 
explained for packaged routines. These subprograms 
may also be written in Fortran language, and may be 
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called for by the other Fortran programs and subpro­
grams. Thus, the language may be expanded by this 
use of subprograms to any desired depth. 

Because Fortran is primarily intended for problems 
which have a numeric meaning, the language is less 
satisfactory for the commercial-type problem. Never­
theless, many logical operations which cannot be di­
rectly expressed in Fortran can be carried out by in­
corporating suitable library routines for this purpose. 

Figure 133 is a flow diagram of a part of a typical 
invoice preparation problem, including computation 
of gross amount, net amount, and discount and the 
writing of each item on a separate line. Figure 134 
shows the same problem written as Fortran statements. 

This system of language represents an import­
ant step in the development of universal languages 
which may be easily understood by both man and 
machine. 

EXTEND EACH ITEM ON INVOICE; ACCUMULATE GROSS; 
CALCULATE NET FOR TOTAL INVOICE; WRITE INVOICE 

Read New 
.------.....t Invoice Item 

=I Compute Gross 

Compute Item Replace Old Invoice 
Cost.Accumulatel~---fNo. & Rate with New 

Gross No. & Rate 

Figure 133. Invoice Preparation 

Sort Programs 

In addition to the common functions that appear 
within many different procedures, there are also cer­
tain complete procedures which must be carried out in 
all data processing installations. These may be stand­
ardized by type of machine system and basic applica­
tion. 

For example, the operation of sorting tape files oc­
cupies a large percentage of computer time in any 

READ 1, INVNEW, DSTNEW, IQUANT, 
IF (lNVPRE) 15, 30, 15 
IF (lNVNEW-INVPRE) 20, 30, 20 
CSTNEW = DSTPRE * GRSCST' 
PRINT 2 
PRINT 3, INVPRE, GRSCST, DSTPRE, CSTNEr 
GRSCST=.O. 

30 QUANT = IQUANT 
GRSCST = GRSCST - QUANT * UNICST 
INVPRE = INVNEW 
DSTPRE = DST NEW 
GO TO 10 

1 FORMAT (18, F15.2, 18, F15.2) 
2 FORMAT (45H b PREY. bINV.bbGROSSbCOSTbbPREV.bDSCbbNETbCOST) 
3 FORMAT (18, F13.2, FIO.2, F13.2) 

Figure 134. Fortran Statement 

application where records are processed sequentially. 
Incoming records must be arranged to conform to the 
order of other existing files with which they are to be 
merged or compared. Output data may be written in 
one sequence to produce a required tabulation or re­
port, but must be sorted in another sequence for other 
reports or for further processing . 

Because the primary input and output of any com­
puter is magnetic tape, a number of generalized pro­
grams have been developed by IBM to sort tape records. 
Such a program is generalized in that it is capable 
of modifying itself according to the given specifica­
tions of the records to be sorted. The program can 
thus perform a large variety of sort applications on 
the system for which it is designed. 

A typical sort program accepts either single or 
blocked fixed-length records or single variable-length 
records. The sorted output may also be either single 
or blocked fixed-length records or single variable­
length records. The characteristics of records in the 
file are usually specified by the operator on a punched 
control card. These characteristics include length and 
location of control data fields within the record, record 
length, and input and output blocking. The card can 
also specify characteristics of the sorting procedure 
itself, such as input and output units to be used, pro­
vision for file labels, and internal storage available 
to the sort. 

Generalized sort programs also include provision for 
check point, restart, and interruption procedures. 
Hash totals, record counts, and sequence checks are 
provided to verify the accuracy of processing. 

These programs are designed to achieve maximum 
system efficiency, using simultaneous reading and writ­
ing whenever possible and the best internal record 
grouping according to the available capacity of stor­
age. 
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Utility Programs 

Utility programs involve certain functions common 
to all data processing applications. These functions 
include the program controlled operations that in­
volve loading programs into storage, tracing errors, 
recording the contents of storage, and soon. 

Standard loading programs, for example, have been 
written for all types of computers. The program card 
precedes the operating program and arranges the in­
structions in storage in the sequence specified by the 
programmer. The load program is usually punched 
in one or more cards at the beginning of the program 
deck or it may precede the operating program on tape. 
The load program is placed in specified areas of stor­
age by manual instructions from the console or by 
depressing a load key. The machine is reset to the 
first instruction and automatic operation begins. This 
operation remains under control of the load program. 
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Instructions of the operating program are read and 
placed in storage. Operation continues until the com­
plete operating program and constants or other data 
are loaded. 

When the operating program is completely loaded, 
control of the machine is automatically transferred 
from the load program, and reading of input data can 
begin. Automatic operation continues until all data 
are processed or operation is halted by instruction. 

If the processing operation is interrupted it may be 
necessary to record the contents of storage. A storage 
print-out utility program can be used for this purpose. 
This recording ability is particularly desirable in a 
testing operation when the machine is halted by a pro­
gram error. Analysis of the printed contents of storage 
is useful in determining the cause of error. 

Other utility programs developed by IBM and its 
customers are available as an aid to system operation. 



A data processing procedure must include two main 
areas of activity: accomplishment of the desired re­
sult and control of the procedure itself. Complete 
controls are far broader than the checks designed to 
supervise the quality of work produced by the com­
puter system. These controls must also consider the 
entire application and its importance in a business or 
scientific endeavor. 

Methods must be devised to control the flow of 
information into and out of the data processing sys­
tem and to assure that all information received is 
correctly included in the required results. In addi­
tion, should omission or duplication occur, methods 
must be devised to establish an audit trail without 
completely retracing an entire procedure. 

In general, the control procedures differ markedly 
between business applications and engineering, statis­
tical, scientific, or mathematical applications. In the 
latter applications, the principal control is exercised 
on the accuracy and range of calculation only and, 
while control of data must also be strict, the require­
ments of auditing are usually simple or nonexistent. 

On the other hand, the records of a business are 
the property of its stockholders and, as such, they 
must be available for both external and internal audit­
ing. The records must also be protected from the 
possibility of fraudulent practices and must legally 
conform to tax structures, public service codes, and 
other local and regional restrictions. In many busi­
nesses, the method of recordkeeping directly affects 
relations with customers, and files must be accessible 
for inquiries and account status, position of inven­
tory, availability of services, and so on. It is the area 
of business practices with which the following discus­
sion is primarily concerned. 

In any application, however, the purposes of the 
over-all procedure control are to: 

1. Assure that data entering the computer are 
accurate. 

2. Check clerical handling of data before they 
reach the computer to assure that the data are 
complete and not duplicated. 

3. Arrange data in the form best suited for eco­
nomical use by the computer. 

4. Provide a means of auditing the steps of the 
complete procedure so that, in the event of 
error or inconsistency, the trouble may be lo­
cated with minimum lost time. 
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5. Assure that accounting for tax purposes or other 
legal requirements is carried out according to 
law. 

6. Guard against fraudulent practices that may 
affect the financial standing or reputation of the 
business. 

Control Groups 

The data processing center is usually a service unit. 
It receives information to be processed, perhaps in 
the form of punched cards, from outside sources, 
makes the necessary calculations, and produces the 
necessary reports. The center, as a rule, originates no 
information but is concerned only with data sent to it. 
Under these circumstances, it is possible to establish 
controls over the employees of the center and to pre­
vent fraudulent or inaccurate handling. These con­
trols are usually delegated to some group, either 
organized within the center or closely associated with 
it for this purpose. 

CONTROL OF PAYROLL DATA 

One large company computing its payroll with an 
electronic installation established an office known as 
the payroll bureau. All changes in payroll data - such 
as rate changes, new employees hired, terminations, 
"and changes in 25 types of pay deductions - are routed 
through this bureau. The changes are indicated on 
an authorization form, prepared in duplicate in the 
originating department. 

The original approved copy of this document is 
forwarded to the payroll bureau. In the bureau, the 
change authorization forms are grouped by type of 
pay data affected. Adding machine totals of numeric 
fields are accumulated, regardless of whether these 
fields represent dollar information or identification; 
in the case of new employees or terminations, the 
number of employees affected is also included in these 
control totals. Cards are then punched and key veri­
fied for input to the computer. 

The totals of the changes are accumulated weekly 
from the cards on a conventional punched card 
accounting machine. These totals are checked with 
the adding machine totals previously prepared. Dur­
ing one of the computer runs, normal pay and pay 
deductions are calculated. This sum is sent to the 
payroll bureau where the totals are compared with 
those previously recorded. This control over payroll 
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changes not only incidentally checks the operation of 
the data processing system but also checks the clerical 
handling and accumulation of information as it enters 
the system. 

CONTROL OF SALES DATA 

Procedures can be controlled to assure the best rela­
tions with customers. One example of this control is 
supervision of the company's price structure for the 
commodities or services it sells. Here, a control group 
might be established to compute amounts to be 
charged to a customer. 

In many organizations, for example, the sales de­
partment has discretion over the prices that ,customers 
are charged. However, deviations from established 
prices may occur because of allowances for defective 
merchandise or because of special situations. The 
function of the control group is to see that all excep­
tions from the official price list are investigated and 
can be explained. The computer is used to report 
these exceptions. 

The identification code of merchandise shipped and 
the code number of the cUstomers are entered into 
the computer, along with: special notification if the 
sales price differs from that shown in the master price 
file. The computer prices all shipments, except those 
for which it has special notification, at the master 
price rate and follows special instructions for the 
exceptions. When the output tape that will eve~tually 
print the invoices is produced, a special listing is 
made of all shipments· that have been calculated at 
other than master file prices. The listing is foq.va;qed 
to the control group for investigation. . . ,., : j 

The control group may have other control func­
tions that relate to the contents of the master files. 
An electronic system differs significantly from a man­
ual system in the method of referring to the author­
ized selling price information. Where invoices are 
computed by billing clerks, it is reasonable to assume 
that, while individual clerical errors may occur, orig­
inal price information is accurate. This is so because, 
as a rule, the clerks use an identical, up-to-date price 
list. 

In the computer system, on the other hand, the 
prices are inserted from a master price tape and refer­
ence is made to this tape by the machine in determin­
ing the billing price. Therefore, if an error is made 
in the price of a particular product as recorded on the 
master tape, this error is reflected in the billings for 
all customers purchasing this item. Therefore, the 
contents of this master file must be strictly controlled. 

Changes to the file may be made during a special 
run by the computer. Price changes are inserted and 
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a change register is produced. A copy of the change 
register is forwarded to the control group where it 
can be examined in detail. From time to time, the 
master tape can be used to prepare a complete print­
out of portions or all of the product master files. It 
may also be used, if descriptive information is present, 
to prepare a price catalog. 

Similar controls can be established to make certain 
that shipment is made only to customers of acceptable 
credit standing. This control can be established by a 
customer master file that is used to extract the proper 
shipping and billing addresses and to carry the ap­
proved credit limits. By proper control, it can be 
determined that shipments are made only to cus­
tomers whose credit standing is approved by the 
credit department. Companies doing business with 
franchised dealers can use this procedure to detect 
shipments to unauthorized dealers, because the 
absence of a name in the customer master file im­
mediately prevents invoice preparation. 

Systems Checks 

Systems checks are designed to control the over-all 
operation of a procedure within the computer system. 
They insure that all required data are received for 
processing and that all data leaving the system are 
complete and accurate. 

Systems checks may include controls to insure that 
all input records are in file for a current .processing 
period and that incorrect or unrelated records are 
excluded. These checks may also verify the distribu­
tion of detail transactions to update records when 
such distribution is made by coding. Systems checks 
may be devised for factors developed during calcula­
tion to compare this logical or reasonable relationship 
with other known factors. Crossfooting totals is a 
commonly used systems check to prove calculation or 
accumulation of quantities and values. 

The types of of systems checks vary with each 
application of the computer and with the kind of 
equipment used. Particular attention should be paid 
to including systems checks during the early stages of 
application planning, because such controls can be 
most effectively fitted into the program at that time. 
It is sometimes advisable to modify the procedure to 
include the most efficient controls; this is usually far 
less costly than designing a procedure without re­
quired controls. 

Many commercial procedures require strict account­
ing control with provision for audit trails. This re­
quired control means that the program must be de­
signed to take full advantage of the high reliability 



built into the data processing system. To meet the 
requirements of efficient operation of the entire sys­
tem, this control also means that the trouble can be 
localized quickly in case of error, without retracing 
the entire procedure or reprocessing all records. 

In some machines, built-in checking features make 
detailed systems checks unnecessary. In others, data 
manipulation in the central processing unit is less 
stringently checked, particularly where elaborate 
checking circuitry would materially increase the cost 
of the system without a proportionate increase in 
accuracy. 

Checking is a form of quality control. It follows 
that, when some percentage of error can be tolerated, 
checks may be used more sparingly. Some typical 
systems checks follow. 

Record Count 

A record count is a tally of the number of records in 
a file. The count is normally established when the 
file is assembled. In the case of magnetic tape, this 
count would be established when the file is written. 

The total number of records is carried as a control 
total at the end of the file or reel and is adjusted 
whenever records are added or deleted. Each time the 
file is processed, the records are re-counted, and the 
quantity is balanced against the original or adjusted 
total. If the re-count agrees with the control total, it 
is accepted as proof that all records have been run. 

Record counts may also be established by batches. 
This is desirable when source data are to be put into 
the procedure for the first time. 

Although the record count is useful as a proof of· 
processing, it is difficult to determine the cause of 
error if the controls are out of balance. A failure to 
balance does not help to locate a missing record nor 
does it indicate which record has been processed more 
than once. Therefore, some provision must be made 
to check the file against the source records, a dupli­
cate file, or a listing known to contain the proper 
number of records. 

An incorrect record count usually indicates a ma­
chine failure when tape records are being processed 
because, once written on the tape correctly, records 
cannot be misplaced or lost. In this case, the doubt­
ful portion of the file should be rerun for correction. 

Control Total 

The control total may be made up from amount or 
quantity fields in a group of records. It is accumu­
lated manually or by machine when the file is 
originated or when a quantity is first calculated. The 

control total can be either a grand total or more con­
venient intermediate or minor totals. 

When the file or group of records is processed, the 
fields are again accumulated and balanced against the 
control total. If the total is in balance, it serves as 
proof of processing all records correctly. 

The control total is an efficient systems check when 
it can be used to predetermine the results of calcula­
tion or the updating of some record. For example, 
when preparing to process a payroll, the total number 
of hours worked by all employees is pre-established 
from clock or job-card records. This figure then be­
comes the control total for payroll hours for all sub­
sequent reports. Totals may be broken down by 
group or department. The sum of all totals must 
balance back to the complete original total. 

Control totals are normally established for batches 
of convenient size, such as department, location, ac­
count, or division. By this method, each group of 
records may be balanced as it is processed. Corrective 
action, if needed, is limited to small, easily checked 
groups rather than to one grand total. 

Proof Figures 

Proof figures may be used to check an important mul­
tiplication in a procedure. As such a check, the proof 
figure becomes both a systems check and a check on 
the operation of the computer. The proof figure is 
usually additional information carried in the record. 

An example of the proof figure is the multiplication 
of quantity by unit cost. The check is based on the 
relationship between actual unit cost and a so-called 
proof cost. An arbitrary fixed figure (Z) larger than 
any normal cost is set up. (If a cost range for all prod­
ucts in a given file is from $.50 to $10.95, Z might 
equal $11.00.) Proof cost is the remainder when cost 
is subtracted from Z, or proof cost may be expressed 
by the formula: 

Cost + Proof Cost = Z 

Proof cost is carried as an extra factor in each rec­
ord. Z is a constant which can be placed in storage 
for use when the proof figure is calculated. 

Whenever quantity is multiplied by cost, it is also 
multiplied by proof cost. Normally, the factors ac­
cumulated during processing are quantity, quantity 
X cost, and quantity X proof cost. At any point, it is 
possible to check the sums (l) of all factors accumu­
lated up to this point as follows: 

l (Qty X Cost) + l (Qty X Proof Cost) 
l (Qty X Z) 

The left side of the equation can be calculated by 
a single addition of the two progressive totals that 
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have been accumulated during the procedure. The 
right side of the equation can be calculated by a 
multiplication of the accumulated quantity and the 
constant factor Z. This check insures that each par­
ticular multiplication was performed correctly. 

This type of proof figure can be applied to other 
applications by using the same general approach. 

Limit Check 

A limit check is a test of record fields or programmed 
totals to establish whether certain predetermined 
limits have been exceeded. For example, if trans­
action codes for certain records are known to cover 
only the digits 0 through 5, a check can be pro­
grammed to see that no code exceeds the limit 5. 

A second type of limit check assures that calculated 
totals are reasonable. Some quantities or values in a 
procedure never vary more than a given percentage 
between processing periods. 

Payroll procedures often contain many limiting fac­
tors that can be checked by the program. The upper 
limit of gross pay is usually determined by the type 
of payroll: hourly, salary, piece rate, incentive, and 
so on. Hourly rates must fall within established wage 
scales. The total number of hours worked per em­
ployee is also subject to certain limits. 

Limit checks may also be used in table look-up 
procedures. If an item is known to be in a given table 
in storage, the modified table address may be checked 
against the address of the upper table limit to verify 
correctness of the search. If the search begins to ex­
ceed the limits of the table, an error has occurred and 
corrective action is required. 

In many mathematical problems, the range of the 
final calculation can generally be estimated. If a result 
falls outside this reasonable range, it may be assumed 
that some error condition is present, either in the 
data, in the program, or in the calculation. Departures 
from normal trends may also indicate faulty pro­
cedures. The simple application of a limit check in 
such problems may save much detailed checking, with 
consequent simplification of the program. 

Crossfooting Checks 

Crossfooting checks may be used to check known con­
trol totals, or they may serve as proof totals originated 
during a procedure. For example, during the process­
ing of employee records in a payroll, calculations de­
velop amounts of gross pay, taxes, deductions, and net 
pay. Normally these amounts are accumulated by 
department or other convenient batch controls. The 
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totals of gross pay at any point should be equal to the 
totals of net pay, deductions, and taxes. 

Tape Label 

File identification recorded at the beginning of a reel 
of magnetic tape is called a tape label. The label 
may specify the job total and/or number, date of last 
processing, number of the reel, and so on. A label 
may also be placed at the end of the file or reel. 

The labels are read into storage at the beginning 
and end of the program as an added control that the 
proper records have been processed. The label may 
also insure a true end-of-file or end-of-job and may 
also include a record count. 

Housekeeping Checks 

The first instructions of nearly every program are in­
tended to perform functions of housekeeping in prep­
aration for processing. These instructions may set pro­
gram switches, clear accumulators or registers, set up 
print areas, move constants, and so on. In addition, 
housekeeping instructions may perform systems checks 
by testing to determine if all input-output units re­
quired by the main program are attached to the sys­
tem and ready for operation. File labels may be 
checked and up-dated, constant factors may be cal­
culated, and other information pertinent to the proper 
operation of the system may be called to the operator's 
attention by programmed instructions. 

Check Point and Restart 

A check point procedure is a programmed checking 
routine performed at specific processing intervals or 
check points. Its purpose is to determine that process­
ing has been performed correctly up to some desig­
nated point. If processing is correct, the status of the 
machine is recorded, usually by writing this informa­
tion on a tape. The normal procedure is then con­
tinued until the next check point is reached. 

Check point procedures have the effect of breaking 
up a long job into a series of small ones. Each portion 
of the work is run as a separate and independent part 
and each part is checked after it is completed. If the 
check is correct, enough information is written out to 
make it possible to return to this last point automati­
cally. If not, the portion of work just completed in­
correctly is discarded and the system restarts from the 
last point at which the work is known to be correct. 
A restart procedure: 

1. Backs up the entire computer system to the 
specified point in the procedure, usually to a check 



point. Tape files are backspaced or rewound; card 
units and printers must be adjusted manually. 

2. Restores the storage of the computer to its status 
at the preceding check point. This may include the 
adjustment of accumulated totals, reloading the pro­
gram itself, re-establishing switches and counters, re­
storing constant factors and so on. 

The proper use of check point and restart proce­
dures in a program contributes to over-all operating 
efficiency of a computer system. In the event of power 
failure or serious machine malfunction, they provide 
a means of rerunning only a small part of a job 
without having to rework an entire job. This may 
mean a saving of many hours of machine time. 

Restart procedures also allow interruption of a 
given job for the scheduling of other jobs that need 
immediate or emergency attention. Thus, any pro­
cedure may be interrupted intentionally by the opera­
tor and replaced with another job when necessary. 
Provision for restart is also convenient at the end of 
a shift or other work period when the operation of a 
job must be terminated without loss of production 
time. Restart procedures also provide interruption of 
machine operation for emergency repairs or unsched­
uled maintenance. 

Machine Checking 

Procedures perform two functions. First, they accom­
plish useful work; second, they control quality and 
accuracy of the work. 

In the data processing procedure, useful work con­
sists of operations such as sorting, calculating, collat­
ing, reading, and printing. Control operations are 
necessary to establish and maintain accounting con­
trols, calculation checks, and machine checks. The 

programmer can use these checking devices at his own 
discretion. Basically, two types of checks may be writ­
ten: 

1. Checks on the validity of data handled by the 
input-output units. 

2. Checks on the handling of data within the com­
puter, including checking for legitimate instruction 
code, arithmetic overflow, valid signs of numeric quan­
tities, and other check indicators. 

In many cases, it is not necessary to interrupt ma­
chine operation (to halt the computer) when an error 
condition is detected. The programmer may insert 
special transfer or branch instructions designed to 
handle certain types of errors as exceptions. An error 
in reading a record from tape, for example, may be 
programmed to backspace the tape and reread the 
record. If a correct reading is obtained the second 
time, normal operation continues. If the error persists, 
operation can be interrupted or the incorrect record 
can be noted and operation continued. 

In some systems, the error indicator initiates a special 
routine that places the computer under control of a 
repair subroutine, accomplishes the program repair, 
and then proceeds back to the main program for con­
tinued processing. This operation is completely auto­
matic. 

In other systems, appropriate testing instructions ac­
complish the same end result. In all systems, however, 
the interrogation or interruption is under the pro­
grammer's control and discretion. 

Some machine check indicators, however, stop all 
processing immediately. This type of indicator in­
cludes such conditions as: a blown fuse in the com­
puter, air or humidity conditions exceeding prescribed 
limits, broken magnetic tape, or a card jam in card 
equipment. All of these cases must be brought to the 
operator's attention immediately and, therefore, they 
cause the computer to halt. 
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Appendix 

Business Practices 

Business needs a tremendous amount and variety of 
information to operate effectively. The business with 
the best communications system has a distinct advan­
tage over its competitors. As the pace of business 
quickens, it is imperative that time lags between an 
event and its appearance in a useful report be mini­
mized. In addition to reporting speed, the arrange­
ment of information must permit rapid pinpointing of 
areas requiring attention. 

Reporting past events, however, is not enough. New 
techniques, which permit data to be used more and 
more as a management tool for policy planning, are 
gaining importance as business competition intensifies. 

This section outlines areas of business where data 
processing systems have been profitably used. 

Within each category of business (Figure A), it is 
difficult to find two organizations doing business 
exactly the same way. Because a business is an organi­
zation of people, perfect coincidence of methods of 
operation between two companies is improbable. 

Types of Business 
Utilities 

Those companies concerned with providing widespread, 
essential products and services direct to a large-scale con­
sumer market-electric, gas, and water utilities; telephone 
companies. 

Institutions 
Non-profit organizations of a public nature such as educa­
tion, medical, and religious. 

Financial Organizations 
Banks 
Brokerage Houses 
Investment Funds 

Insurance 
Life 
Fire and Casualty 
Medical 
Auto 
General 

Manufacturing 

Construction 

Figure A. Types of Business 
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Each business has terms of the trade which mean 
nothing to another. For example, a procedure descrip­
tion in the textile industry reads: "The daily warp 
status report is prepared on the accounting machine 
showing the number of looms mounted, warps drawn, 
warps drawing, warp not drawn (spread by top and 
bottom beams) and number of warps slashing." 

Examples of this kind of jargon are found in any 
of the 15 business categories listed. But, while the dif­
ferences are endless, the similarities are also numerous 
- and much more meaningful. Some of the common 
ones that may be profitably adapted to modern data 
processing methods are outlined in the applications 
that follow. 

General Application Areas 

SALES 

Sales are of vital importance to any business. Prompt, 
concise, useful reports are essential. Some of these 
reports are: 

1. Comparative Sales Volume by product, by cus­
tomer, by area, by salesman, or by any other desired 

Transportation 
Rail 
Air 
Automotive and Motor Freight 
Ship 

Distribution 
Organizations concerned with high volume distribution of 
goods received in bulk. 

Textile and Clothing Industries 

Local, State, and Federal Governments 

Agriculture 

Entertainment 
Radio 
Television 
Movies 
Sports 
Resorts 

Publications 

Advertising 

Retail 



breakdown. Figures have meaning when immediate 
comparison is given for sales this month to this month 
last year, for example. 

2. Commission Statements detail sales force earn­
ings and are part of the total sales expense report. 

3. Returns by Product pinpoints defective products 
so that corrective action may be taken. 

4. Cost of Sales reveals the profit margin of a prod­
uct. Some of the required records in sales accounting 
are: 

a. Cumulative sales for a period - year-to-date sales 
by product, customer, salesman, district, and so 
on. 

h. Commission records. 
c. Other sales expenses - advertising, meetings, 

travel, and so on. 
d. Current transaction information - orders, ad­

justments, returns, and so on. 
5. Sales Forecasts affect production scheduling, 

financial requirements, and so on. 

BILLING 

A bill describes goods or services, prices, commodity 
numbers, customer information, and amounts; it is 
the source of many entries throughout the accounting 
structure of the business. The items on the bill appear 
in subsequent sales reports; the amount of the bill is 
added to accounts receivable; the items are deducted 
from inventory; and tax records are affected by tax cal­
culations shown. 

Pressure to produce bills on time is constant in any 
business because payment usually depends on receipt 
of a bill. Billing records include: 

1. Customer identification and credit rating. 

2. Tax information. 

3. Item descriptions, codes, prices, discounts. 

4. Type of service, rate structures, expiration dates. 

5. Other data: method of shipment, terms of pay­
ment. 

ACCOUNTS RECEIVABLE 

Accounts receivable are the money due a company for 
goods and services rendered to its customers. The ac­
counts receivable application records indebtedness and 
payments; a goal is fast collections so that the money 
may be more rapidly put to work. 

The initiating records are the bills or invoices and 
sales adjustment data. Required records are: 

1. Customer statistics and credit ratings. 

2. Accounts accumulated to show past due or aged 
breakdowns. 

3. Cash receipts records. 

4. Credit memoranda. 

5. Accounts receivable registers or ledgers. 

Either of two basic types of accounting are prac­
ticed: 

Balance Forward. Individual amounts are period­
ically summarized and added to previously summar­
ized figures to give a balance forward lump sum. 

Open Item. Each entry to the receivables file is 
maintained separately so that a statement to a cus­
tomer will show each item rather than a single sum 
for all items prior to a certain date. 

INVENTORY AND MATERIAL CONTROL 

The accounting for quantity and dollar value of raw 
material and finished goods is an essential factor in 
cost control and good business operation. 

Balance information on material or items is main­
tained by several categories: on hand, on order, req­
uisitioned, returned, allocated. The effect of each 
transaction on the balances is reflected in the stock 
status report. 

Through analysis of the reports, obsolete or slow 
moving items are eliminated from stock; material is 
ordered with enough lead time to prevent production 
slowdown caused by shortages; economical ordering 
quantities are considered when ordering stock replen­
ishments to take advantage of price breaks; and the 
most efficient use of stock facilities is assured. Records 
req uired are: 

1. Balances as of a certain date. 

2. Code listings of each item by item number, type, 
class, and so on, depending on the extent of the 
analyses required. 

3. Transactions affecting balances. 

4. Stock status reports as balances change. 

ACCOUNTS PAYABLE 

Accounts payable are money owed by a company to its 
vendors. The objective of accounts payable records is 
to keep account of debts incurred, to discharge those 
debts in time to take advantage of term discounts, and 
to keep account of expenditures in each area of the 
company. 

A company's credit rating is established mainly by 
the speed with which it pays its bills. A properly func­
tioning accounts payable procedure assures rapid pay­
ment and also highlights expenditures which may 
need review. Records required are: 
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1. Vendor information: name, address, purchases 
from this vendor by item and amount. 

2. A file of items due for payment. 

3. The payables distributions summary breakdown 
for ease of coding at the source. 

4. Disbursement vouchers, expense vouchers, and 
so on. 

5. Incoming invoice registers. 

PAYROLL AND LABOR 

These accounts cover compensation to employees for 
services rendered and distribution of labor costs. Rec­
ords required are: 

1. Year-to-date tax and earnings figures. 

2. Master employee files. 

3. Rate files, if incentive type payroll. 

4. Time cards or sheets. 

5. Payroll registers. 

6. Statements and checks. 

7. Payroll distribution reports. 

8. Efficiency reports. 

MANUFACTURING CONTROL 

This title is continually being broadened to cover new 
applications. Manufacturing control generally covers 
forecasting of machine and labor loads, scheduling 
products through a process or scheduling machines to 
do the processing, and complete planning for most 
efficient production. 

Inventory control is tied in because total part and 
material requirements resulting from bill of material 
breakdowns must be submitted (if 8 flanges are needed 
for one frame and 10,000 frames are forecast, 80,000 
flanges are needed). Payroll is tied in because labor 
requirements are forecast. Accounts payable, sales 
forecasts and performance, and plant and equipment 
accounting may also tie in to a manufacturing con­
trol application. 

Some of the records required are: 

1. Bill of materials: a breakdown of a product into 
its component parts. 

2. Machine capacity figures. 

3. Stock status figures. 

4. Labor strength. 

5. Market forecasts by product. 
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6. Progress reports of each production phase. 

7. Shop orders. 

The Total Systems Concept 

When a system is analyzed for conversion to auto­
mated data processing, illogical boundaries between 
applications are sometimes assumed. An area, such as 
payroll, is analyzed and systematized without due con­
sideration for the effects that transactions in this area 
have on other phases of the business. As other appli­
cations are converted, it becomes difficult to associate 
data from each in the most efficient and meaningful 
manner for a total presentation of the status of the 
business. 

If a data processing system is to be most effective, 
long range goals and aspirations should be established 
in the beginning. A thorough shakedown of current 
procedures inevitably reveals weak points, duplica­
tion of effort, or excessive effort with too little return. 
Planning starts on firm ground when all the facts are 
in. When long range goals are known, application con­
versions may be undertaken with a future tie-in in 
mind. Equipment selection at this point may proceed 
with a more intelligent appreciation of present capac­
ities and future needs. 

Historical Records and the Audit Trail 

Record keeping on a "don't throw anything away, we 
may need it later" basis is expensive and wastes space. 
Historical records, when properly kept, become part 
of an audit trail to allow re-creation, on paper, of the 
business at a point in time. 

Because everything is relative, the present business 
picture is further illustrated by comparison with past 
records. "Sales this month" means little unless related 
to last month, or this month last year, and so on. 

An audit trail is used by management more often 
than by the auditor. Any time management requests 
proof of a report, the audit trail is referenced. A prop­
erly designed data processing system will also satisfy 
the auditor's needs. 

In its simplest form the audit trail consists of sum­
mary information as of a certain post accounting date 
plus all transactions affecting that information up 
until the date of the audit. The auditor should be 
able to request detail information supporting any ac­
counting entry in question. A formal audit of a com­
pany's books is usually arranged on a cyclical basis. 
Because it is physically impossible to examine every­
thing, spot checks are made in each area being audited. 
Because the firm being audited does not know the 
specific area the auditor will question, it can be as-



sumed that the books are in order if those areas cov­
ered are satisfactory. 

The nature of a modern data processing system is 
such that information required by an auditor is pre­
sented logically and clearly. The auditor's require­
ments parallel those of a well designed system. 

A Modern Management Approach 

MANAGEMENT By EXCEPTION 

Managers are busy people. They have little time for 
routine. The knowledge and judgment justifying the 
title of manager are ill used for reviewing normal daily 
activity. Characteristic of most management personnel 
is an ability to strike through detail to the core of a 
problem. A data processing system can assist manage­
ment by selecting only items requiring review. Much 
of the detail is eliminated so that judgment is applied 
where it is needed with no wasted time. 

For management by exception to be effectively em­
ployed, the boundaries marking normal and abnormal 
data must be set up when the data processing system 
is planned. For example: In a billing and receivables 
application, each customer is given a credit limit by 
the credit manager. Purchases are charged up to that 
limit. Whenever the limit is exceeded, a notice is pro­
duced by the system for the credit manager's attention. 
Management by exception thus conserves management 
prerogatives. Automatic refusal to approve purchases 
beyond the limit could be programmed in the system, 
but the consequences of such an inflexible policy 
could be ruinous. 

MANAGEMENT BY PROJECTION 

Shortly after large scale data processing equipment 
appeared on the market, (and in a few cases before), 
uses beyond the conventional became apparent. Per­
haps the best known of these are simulation tech­
niques. 

To simulate something on a computer requires that 
the thing to be feigned be well defined. I ts desired 
and known characteristics are set down in as much 
detail as possible. The variables are then introduced 

and altered as often as required to produce a result 
closely approximating or exactly matching a pre­
determined objective. This is trial and error at high 
speed. A good example is simulation of an airplane 
in flight and the effect of design on performance char­
acteristics. The ability to try thousands of design 
variations before the plane is even off the ground has 
obvious advantages. 

Engineering design problems are well . sui ted for 
simulation methods because definitions of factors and 
variables is fairly precise. When general business prob­
lems are applied, however, the necessity for clear def­
initions and proper weighting of factors requires the 
application of management science principles. Here is 
where the businessman-mathematician fits. 

A company considering the opening of a new 
branch in another geographic area may, by simulation, 
test many different locations to pick the most advan­
tageous one. Or, internally, a company considering a 
new product or a procedure change may test the effect 
of the change at each production stage before com­
mitting itself. The potential for application of man­
agement science techniques is growing. 

Changes taking place in the data processing field 
have far-reaching implications. For one, the trend 
toward decentralization may be reversed. With man­
agement science and equipment to match its require­
ments, a centralization of operations and its logical 
economies is again practical. Much of the decentrali­
zation of large organizations in recent years occurred 
as a result of a negative philosophy imposed by com­
munications breakdowns. It was difficult for manage­
ment to manage because information was hard to ob­
tain due to sheer organizational size. If operations re­
search and management science teams can enlarge 
upon the ingenuity they have already demonstrated, 
a wealth of useful data will be available. Managerial 
responsibilities may then tend to return to the top 
level, well informed executive as middle (branch or 
divisional) management relinquishes some of its 
powers. It is reasonable to assume a broad impact in 
business structures as new data processing and infor­
mation handling techniques develop. 
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