
















































































































































Now let's assume that the data punched in columns 
51-55 of both the gas and electric cards is alphabetic 
instead of numerical. We want to interpret both the 
electric and the gas cards. The data punched in columns 
51-55 is to be interpreted in print positions 1-5 for gas 
cards (NX in column 80) and in print positions 45-49 
for electric cards (X in column 80). 

At the INTERPRET READING stations the three zone­
punches (12, 11, and 0) are read first, followed by the 
digit punches (1 through 9). 

The selector pickup is wired (as illustrated in Figure 
163), not from INTERPRET READING 80, but from a hub 
marked CONTROL x READ 20. 

If we impulse the selector by an X-punch from IN­

TERPRET READING, it will not transfer in time to select 
alphabetic information. For instance: the letter punched 
in column 51 of one of the electric cards is C. The 
letter C in IBM punched-card code is a combination of 
the 12- and the 3-punch. 

The selector schematics in Figures 164 and 165 
show what happens if the SELECTOR PICKUP is impulsed 
by an X-punch in column 80 from INTERPRET READ-
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FIGURE 163. ALPHABETIC SELECTION IN THE IBM 557 

X from Interpret Read Column 80 

1 ___ ------1@T 
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C 

"12" Impulse from Column 51 

FIGURE 164. SELECTOR NORMAL AT INTERPRET READ 

12 TIME 

ING. Because the 12-punch in column 51 is read before 
the X-punch in column 80, the 12-impulse passes 
through the normal (N) side of the selector and prints 
a special character in print position 1 (see Figure 164). 
The II-impulses are read next, then the O-impulses, fol­
lowed by the digits 1-9. The II-impulse in column 80 
transfers selector 1; the 3-punch in column 51 passes 
through the common (c) and transferred (T) sides of 
the selector and prints a 3 in print position 45 (Figure 
165). The correct printing, of course, is the letter C 
in print position 45. 
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FIGURE 165. SELECTOR TRANSFERRED AT INTERPRET 

READ 3 TIME 
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Control X Read Contact 20 

... ----1- - 51 ........... --CardMovement 

Interpret Read Station 
(Printwheel Positioned Here) 

Pre-sense Station 

FIGURE 166. CONTROL X CONTACT 20 READS 

COLUMN 80 

Before the card reaches the interpret reading station 
in the 557, it passes a pre-sense station of 20 contacts 
that can be set over any 20 columns of the card. These 
contacts recognize X- (11-) punches only; their exit 
hubs on the control panel are called CONTROL X READ 

(Figure 166). CONTROL X READ contact 20 has been 
set over card-column 80. 

The X-punch impulses the control-X pickup hub for 
selector 1. The selector transfers and remains trans­
ferred through interpret-reading time. As the card 
passes the interpret reading station, brush 51 reads the 
12 and 3; because the selector transfers before it 
reaches the reading station and remains transferred for 
the complete read time, both impulses pass through 
COMMON and TRANSFERRED of selector 1 (Figure 167). 
Printwheel 45 is positioned and a C is printed on the 
X-punched (electric) card. 

Alphabetic printing through the NX side of a selector 
is the same as numerical printing through the NX side 
of a selector; this function has been described in the 
discussion of the IBM 548 Interpreter. 

We said earlier that the selectors in the 557 can be 
impulsed from hubs called x-O SPT on the control panel. 

X from Control X Read 

PU 

"C" To Printwheel 45 

N 

C 

"C" Impulse from Column 51 

FIGURE 167. SELECTOR TRANSFERRED THROUGHOUT 

INTERPRET READ TIME 
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These x-o SPLIT hubs, when wired to the x-o SPT SE­

LECTOR PICKUP, turn the selector involved into five 
separate column-splits. 

Recall the section in this manual that explained the 
function and wiring for column splits. When the mag­
net controlling each selector is impulsed, the digit 
punches are separated from the 11- and 12-punches 
and are available at one set of exit hubs, while 11- and 
12-punches are available at a different set of exit hubs. 

Wiring from x-o SPT to x-o SPT SELECTOR PICKUP 

transfers the selector between O-time and II-time so 

that the 0-9 impulses are available from the T (trans­
ferred) hubs of the selector, and the 11- and 12-
impulses are available from the N (normal) hubs. 

There are two sets of column splits on the IBM 557 
Interpreter: one for interpret read impUlses - the im­
pulse that actually causes the printing on the card, and 
one for proof read impulses - the impulses that check 
the accuracy of the printing and the functioning of the 
machine. 

There are also two sets of x-o SPT hubs: one that 
times the selector to operate with interpret reading im­
pulses, and one that times the selector to operate with 
proof reading impulses. They must never be connected 
to the same X-O SPLIT selector pickup hub. Interpret 
reading impulses must never be wired through a selector 
that has been impulsed from x-o SPLIT PROOF; proof 
reading impulses must never be wired through a selector 
that has been impulsed from x-o SPLIT INTERPRET. 

In Figure 168, Selector 1 is used as a column split 
for INTERPRET READING column 45 that is wired to 
PRINT ENTRY 15; and selector 2 is used as a column 
split for PROOF READING column 45 that is wired to 
PROOF ENTRY position 15. 

IBM 77 and 85 Collators 

We must use a selector to check the sequence of a file 
of cards, and at the same time select, or pull out, the 
X-punched cards from the file. 

In the problem illustrated, we are planning to pull 
the electric cards from the file, and to leave the no-X 
(gas cards) in the file. 

The IBM 77 Collator selector looks different from the 
selector on the interpreter. Yet, basically, they are 
much alike. 

The IBM 77 Collator has two selectors (Figure 169): 
PRI X (PRIMARY X) and SEC X (SECONDARY X). 

The words primary and secondary are used because 
the 77 has two feeds: the primary feed and the secon­
dary feed. The primary-X-selector is used normally to 
control the cards in the primary feed. The secondary­
X-selector is used normally to control the cards in the 
secondary feed. 
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The hubs in both selectors are labeled c, N, and T. 

The pickup hubs of IBM 77 selectors are not located 
next to the selector hubs, but are in the lower right 
corner of the control panel. These hubs are labeled 
PX PU and sx Pu; PX PU means PRIMARY X-PICKUP and 
sx PU means SECONDARY X-PICKUP (Figure 170). 

interpreter. The collator contact is open during 0-9 time 
and 12-time. It is closed only for X- (or 11-) time. 
Therefore, the only time there is a completed circuit to 
the magnet from the brushes is at X-time. 

The primary-X-pickup hub is normally wired from 
the primary brushes and accepts X-punches only. 

The secondary-X-pickup hub is normally wired from 
the secondary brushes and also accepts only X-punches. 

As in the interpreter, there is a contact between the 
pickup hub and the selector magnet (Figure 171). Yet, 
the contact on the collator is different from that on the 

r- PRI X -r-SEC X---, 
IC 0 NOT 0 Ie 0 NOT 0 I 

FIGURE 169. IBM 77 COLLATOR SELECTORS 

FIGURE 170. IBM 77 COLLATOR SELECTOR PICKUP 

HUBS 

X-selectors in the standard IBM 77 can be picked up 
by an X-punch in the card only. 

The wiring diagram (Figure 172) illustrates the wir­
ing necessary to select X-80 cards from the primary­
feed file. 
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FIGURE 171. IBM 77 COLLATOR X-RELAY 
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FIGURE 173. x-80 IMPULSE PICKS UP SELECTOR 

1. Wire 1 is used to pick up (or energize) the selector 
when an X-80 card passes the primary brushes 
(Figure 173). 

2. Wire 2 is a PLUG-TO-C impulse, which is nothing 
more than a constant impulse available every card 
cycle. When PLUG TO C is wired to the common side 
of a selector, it is available out of the normal or 
N-side of the same selector (Figure 174). 

Whenever an X-80 card, for instance, passes the 
primary brushes, the selector is picked up. The 
PLUG-TO-C impulse that we wired to common is 
now available out of the T -side of the selector 
(Figure 175). 

3. Wire 3 is the selected PLUG-TO-C impulse. This 
impulse travels to the primary-select hub only if the 
selector has been transferred by the sensing of an 

?-lRelay 0 

PU 

• o 

1-----@T 
r---~ Available Here 

~~------------~. N 

Plug-to-C Impulse 

FIGURE 174. PLUG-TO-C IMPULSE AVAILABLE FROM 
NORMAL SIDE OF SELECTOR 

Picked from an X-Card 

r----~ Available Here 

L..--__ Plug-to-C Impulse 

FIGURE 175. PLUG-TO-C IMPULSE AVAILABLE FROM 
TRANSFERRED SIDE OF SELECTOR 

X-punch in column 80. In every other case, It IS 
available at the N-hub; and, as it is not wired any­
where, causes no action. 

When PRIMARY-SELECT receives the PLUG-TO-C 
impulse, it directs a card into the first pocket of the 
collator. Therefore, all X-cards are directed to 
pocket 1; all no-X cards continue on to pocket 2 
(Figure 176). 

4. Wire 4 is used to instruct the primary feed to feed 
cards. Without this wire, cards could not move 
through the primary feed. 

FIGURE 176. X-CARDS ARE SELECTED INTO POCKET 
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1. PLUG-TO-C is wired to PRIMARY FEED to 
cause continuous feeding of primary cards. 

2. The X (column 80) is wired from PRIMARY 
READ to X-SELECTOR 1 pu. The X-selector is 
transferred after the X-card passes the pri­
mary read· brushes. 

3. X-SELECTOR 1 HOLD is wired from P (pri­
mary), so the selector will hold for a 
primary-feed cycle. 

4. PLUG-TO-C is wired to C of the selector. This 
impulse is available out of N for all NX­
cards, and out of T for all X-cards. 

5. The transferred (T) side of the selector is 
wired to PRIMARY SELECT, causing all x­
cards to stack in pocket 1. All NX-cards 
stack in pocket 2. 
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The IBM 85 Collator also has two selectors that are 
the same as the selectors in the IBM 77 with these ex­
ceptions: 

1. Either selector can be used to control cards in either 
feed - they are completely interchangeable. 

2. The pickup hubs for the selector are labeled PU and 
are located in the selector unit. (The pickup hubs 
function exactly like the pickup hubs on the IBM 

77 Collator.) 

3. Additional hubs have been added. They are labeled 
HOLD, s, and P. When S is wired to HOLD, and PU 

is impulsed with an X, the selector is timed to oper­
ate with cards in the secondary feed. When P is 
wired to HOLD, and PU is impulsed with an X, the 
selector is timed to operate with cards in the pri­
mary feed. 

Figure 177 illustrates the wiring necessary to select 
X-80 cards from the primary feed file on the 85 
Collator. 

IBM Accounting Machines 

The card-cycles impulse is used to add from gas cards 
in one counter, and add from electric cards in another 
counter (Figure 178), because this impulse can control 
the movement of the counter wheels and the addition 
of amounts into the counters. 

A card-cycles impulse is an internally manufactured 
impulse available in an accounting machine only on a 
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49.(0 5).23* 

\/ 

These amounts are 
accumulated in two 
di fferent counters 
by a controlled card­
cycles impulse 

FIGURE 178. SELECTION, IBM 402-403 

card-read cycle. This impulse can be used to pick up 
the counter-controlled plus relay, if the amount is to be 
added; or the counter-controlled minus relay, if the 
amount is to be subtracted in the counter. This topic 
is discussed more thoroughly in the sections on Addi­
tion and Subtraction. 

Somehow we must wire the control panel so the card­
cycles impulse goes to one counter when X-cards are 
read, and to another counter when NX-cards are read. 
Cards are read as they pass third reading in the 402-
403, and second reading in the 407-408-409. 

A full-capacity 402-403 has 16 pilot selectors (11 
standard and 5 optional), as shown in Figure 179. 
They are called pilot selectors because, through their 
operations, other selectors can be controlled. In other 
words, the pilot selectors take the lead. 

Each selector has two sets of hubs, labeled c, N, and 
T, which are arranged vertically. The operation of these 
selectors is similar to other selectors we've discussed so 
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FIGURE 179. IBM 402-403 SELECTORS (A) AND IBM 

407-408-409 SELECTORS (B) 
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FIGURE 180. ACCOUNTING MACHINE SELECTOR, 
NORMAL 

far. The schematics (Figures 180 and 181) show that 
their operations must be basically the same, for the 
schematics are practically identical with those we've 
already studied. As shown by Figure 179, a standard 
407 -408-409 Accounting Machine has 15 pilot se­
lectors. 

In general, the selectors in both types of accounting 
machines function and operate alike. You will notice, 
however, that the 407-408-409 selectors have a sepa­
rate set of hubs labeled COUPLING EXIT. The 402-403 
I-PICKUP functions also as a coupling exit. This function 
is discussed in the section about pilot selector pickup 
hubs. 

We discuss the 402-403 and the 407-408-409 se­
lectors in detail in the following pages to illustrate some 
basic principles that apply to control-panel wiring in 
many other IBM machines. 

__ ----------------------------~,.)T 

FIGURE 181. ACCOUNTING MACHINE SELECTOR, 
TRANSFERRED 

80 

N 

c 

Until now, the selectors we've discussed had only an 
X-pickup hub. The 402-403 and 407-408-409 are ex­
amples of machines that have more than one pickup 
hub. 

Until now we've assumed that the selector armature 
transfers as soon as the impulse is received by the 
pickup hub. You will see in the following explanations 
that the armature in accounting machine selectors can 
transfer at 11 later time. 

Look at the schematic for the 402-403 shown in 
Figure 182, and for the 407-408-409 in Figure 183, as 
we discuss the pickup hubs. See whether you can trace 
a path to the magnet for the impulse. 

X-PICKUP HUB 

The X-pickup hub accepts only an 11- or 12-impulse 
from the card because the 11-12 relay is closed during 
11- and 12-time, and is open at all other times. 

After the 11- or 12-impulse passes the 11-12 relay, 
it reaches the delay relay. This relay is internally oper­
ated to delay the 11- or 12-impulse so that the impulse 
gets to the magnet only at the end of the cycle. This 
causes the selector to be transferred for the next cycle. 
Furthermore, the selector remains transferred through 
the next card-feed cycle. 

Remember that the 403 has three reading stations, 
and the 402 and 407-408-409 have only two reading 
stations. Therefore, if we wire from the second-reading 
brushes in the 402-403 or from the first-reading brushes 
on the 407-408-409 to the X-pickup hub, and an X­
punch is sensed, the selector does not transfer until late 
in the cycle. In this case, the selector· transfers for the 
cycle in which the card with the X-punch passes the 
third reading station in the 402-403, or the second read­
ing station in the 407-408-409. The selector remains 
transferred during any program cycles occurring be­
tween the readings of the card at the two stations. 

As an additional example, if the X-punch is wired 
from the first-reading brushes on the 403 or the 407-
408-409 to the X-pickup hub, the selector is transferred 
through the cycle in which the X-punched card passes. 
the second reading station. 

D-PICKUP HUB 

The D-pickup hub accepts 9-12 timed impulses. As 
there is no 11-12 relay for the D-pickup hub, all im­
pulses get to the delay relay. 

Because we are using the same delay relay we used 
when we wired the X-pickup hub, the effect is exactly 
the same. 



Therefore, if we wire from the second-reading brushes 
on the 402-403 or from the first-reading brushes on the 
407 -408-409 to the D-pickup hub, and any 9-12 punch 
is sensed, the selector does not transfer immediately. 
Instead, the selector is transferred at the end of the 
cycle during which the selector pickup hub is impulsed, 
and remains transferred until the end of the next card 
feed cycle. This is the cycle in which the card with the 
digit punch passes third reading on the 402-403, and 
second reading on the 407-408-409. 

I-PICKUP HUB 

As you can tell by looking at the schematics (Figures 
182 and 183), the I (IMMEDIATE) PICKUP accepts any 
impulse from the card, causing the selector to transfer 
immediately. This is because there is neither an 11-12 
relay nor a delay relay between the pickup hub and the 
selector magnet. Program exit impulses and some other 
impulses can also be used to impulse the I Pickup (see 
Timing Charts). 

COUPLING EXIT HUB - IBM 407-408-409 
ACCOUNTING MACHINES 

The COUPLING EXIT, which is part of the selector, emits 
impulses whenever the selector transfers. As the name 
implies, the impulse from this hub expands the positions 
of the selector by coupling it with another selector. 

It can be wired to the IMMEDIATE PICKUP of another 
pilot selector, in which case the two selectors transfer at 
the same time. A COUPLING EXIT can also be wired to 
CO-SELECTOR PICK-UP; in this case, the co-selector con­
cerned also transfers at the same time as the pilot 
selector. 

Figure 183 illustrates the operation of the 407-408-
409 pilot selector. When the pickup magnet is impulsed 
from either the 1-, D- or X-hubs, the hold magnet is 
also impulsed. An impulse from the constant internal 
emitter is then available from COUPLING EXIT. 

COUPLING EXIT emits an impulse once each cycle 
after it is initially transferred for as long as the pilot 
selector remains transferred. 

IBM 101 Electronic Statistical Machine 

RECODE SELECTOR 

A schematic representation of a recode selector indi­
cates how its pickup differs from the pickup of the 
conventional selector we have studied up to this point. 

X-12 Relay PU 
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~--------------{O}D 

Delay Element 
L..--......--...... (One Cycle) 
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FIGURE 182. IBM 402-403 SELECTOR, TRANSFERRED 
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FIGURE 183.' IBM 407-408-409 SELECTOR, 
TRANSFERRED 
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FIGURE 184. RECODE SELECTOR, NORMAL 

Figure 184 shows the recode selector in the normal 
position. Notice that each selector has two separate 
pickups, each of which has two common hubs. 

Both pickups must be impulsed simultaneously be­
fore the magnet is impulsed to transfer the selector. 
This can be done by: 

1. wiring the same impulse from two different sources 

2. wiring an impulse from a single source and j'ack­
plugging the pickup hubs. 

The selector in Figure 184 is not transferred, be­
cause one RECODE PICKUP has been impulsed with a 4 

"9" Impulse 

"9" Impulse 

~~---------~o N 

~------------~. C 

FIGURE 185. RECODE SELECTOR TRANSFERRED BY A 

9 IMPULSE FROM TWO DIFFERENT 

SOURCES 
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and the other with an 8. Because cards are fed 9-edge 
first, the 8-impulse reaches one pickup; then the 4-
impulse reaches the other pickup. The impulses do not 
arrive simultaneously, so the selector does not transfer. 

In Figure 185 the 9-impulse has been wired to both 
of the pickup hubs from two different sources. The se­
lector transfers whenever both impulses are received 
simultaneously; if only one is received, the selector re­
mains normal. 

Figure 186 illustrates the method of transferring the 
selector with a single impulse from a single source. A 
9-impulse is wired from a single source into one of the 
pickups. The common hub of that same pickup is wired 
to one hub of the other pickup. In this case, because 
the 9 is wired into both pickups at the same time, the 
single impulse transfers the selector. 

Timing of Selectors 

The punch in a card (commonly an X) that is used to 
distinguish between card types and to transfer a selec­
tor, is a short impulse. Furthermore, this impulse is 
often used to transfer the selector for the next card 
read cycle. It becomes obvious, then, that this impulse 
alone cannot control the transfer of the selector. 

IBM machines are engineered to delay the impulses 
received by some pickup hubs, as described under the 
heading X Pickup. The selector is held in a transferred 
position by one of two methods - the hold circuit, or 
by mechanical latches. 

"9" Impulse 

"Jock Plug" Wire 

T 

'--t~------------{ON 

~------------------~. C 

FIGURE 186. RECODE SELECTOR, TRANSFERRED BY A 

9 IMPULSE FROM A SINGLE SOURCE 



Latch-Type Pilot Selectors 

In some machines, such as the IBM 602 Calculating 
Punch and the IBM 528 Accumulating Reproducer, the 
armature stays in its transferred position indefinitely 
once a selector is transferred. 

This type of selector is called a latch-type selector, 
because the armature actually is latched, or locked, into 
the transferred position. 

The latch-type selector returns to normal only when 
a hub called DROP-OUT is impulsed. Even turning off 
the main source of power does not cause the selector to 
return to NORMAL. 

The pilot selectors shown in Figure 187 are used in 
the IBM 528 Accumulating Reproducer. They look like 
the pilot selectors on the accounting machines. The 
points of difference are: 

1. There is no I-PICKUP hub. 
2. Just below the second row of selector hubs there is 

a row of hubs called drop out. There are two com­
mon drop-out positions for each selector. 

Once a pickup hub of a 528 pilot selector has been 
impulsed and the armature has been transferred, it re­
mains transferred until the drop-out hub has been im­
pulsed. Only then can the armature return to its normal 
position. 

Non-Latch-Type Pilot Selectors 

The selectors in the interpreters, collators, the account­
ing machines, and the electronic statistical machine are 
different from the latch-type selectors, because non­
latch selectors remain transferred only as long as the 
magnets are energized. 

We've already stated that if we wire the X- or D­
pickup ofa 402-403 accounting-machine pilot selector 

~
I-XPU---S-PILOT-SELECTORS x pU-161 
000 000 0 0 0 0 0 0 0 000 
1-0 pu---s 10-----0 pU-161 
000 0 0 0 0 0 000 0 0 0 0 0 
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I S 10 IS 
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II I I I sI I I I I 10I r I r I lsI I 

r:-- READ CYCLES I PUNCH CYCLES ~ ALL CYCLES-, 
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FIGURE 187. IBM 528 LATCH-TYPE SELECTORS 

from SECOND READING, the selector magnet is energized 
and the armature is transferred as the X- or. D-card 
passes the third reading station. The 402-403 Account­
ing Machine pilot selector remains transferred until the 
end of the cycle in which the X- or D-card passes third 
reading. 

An impulse, available only during a small portion of 
the card cycle, causes the magnet to be energized for 
an entire cycle because, in effect, the machme stretches 
the short X- or digit-impulse, which was used to ener­
gize the magnet, to a longer one. The accounting ma­
chines have an internal electric circuit that operates 
whenever a selector magnet has been energized. This 
circuit is called a hold circuit, and, in effect, is a chain 
reaction started by the original impulse reaching the 
magnet (Figure 188). 
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Contact Closed when 
Selector is Energized 

Hold Circuit 

~ Cam Cia,., fa, Ea,h 
Card-Feed and Opens 

l
ot the End of Each 
Card-Feed Cycle 

Internal Pulse 

X- 12 Relay PU 
... _--t.t--~@ X 
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__ -------@T 
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FIGURE 188. HOLD CIRCUIT 
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Add at Third Read 
Ctr. Cannot Be Told 
to Add After Digits 
Pass the Brushes. 

Read X at Second Read 
Have Counter Add When 
Card Gets to the Third 
Reading Brushes. 

FIGURE 189. IBM 403 READ SCHEMATIC 

189) illustrates why we must wire the X-punch from 
the second-reading brushes. Remember that the electric 
cards have an X punched in column 80. Wires 2, 3, and 
4 tell the counters to add. In this case, you see that we 
have not wired CARD CYCLES directly to each counter that 
is to add. Instead, we have selected the card-cycles im­
pUlse. Wire 1 is used to pick up selector 2. We have 
wired card-column 80 from SECOND READING. We must 
use SECOND READING rather than THIRD READING. Cards 
are fed into the IBM 402-403 Accounting Machine 9-
edge first. Therefore, as we are adding from third read­
ing brushes, the reading of the X would have been too 
late. All of. the digits to be added would have passed 
third reading before the X-punch had been sensed. 
Wire 2 is connected to the card-cycles impulse, which 
is the impulse being selected. Wire 3 adds the amount 
into counter A if we have an NX- (gas) card passing 
through the machine. The card-cycles impulse comes 
out of the normal side of the selector to the counter­
control-plus hub of counter A, and causes counter 8A 
to add only when NX-cards are passing the third­
reading brushes. Wire 4 adds the amount into Counter 
B if we have an X- (electric) card passing through the 
machine. The card-cycles impulse comes out of the 
transferred side of the selector to the counter-control­
plus hub of counter B, and causes counter 8B to add 
only when X-cards are passing the third-reading brushes. 

The longer impulse, which travels through the hold 
circuit, is always available; it is used to keep the selec­
tor magnet energized only after the selector pickup hub 
has been impulsed. 

Actually, the X- or D-pickup hub starts energizing 
the selector magnet, and then the hold impulse takes 
over and keeps the selector magnet energized for the 
rest of the cycle. 

Figure 188 shows the operation of the hold circuit. 
Now that we've discussed the pilot selectors of the 

accounting machines in detail, let's see what wiring is 
necessary on the 402-403 control panel to add the gas 
cards in one counter, and add the electric cards in an­
other counter· (Figure 190). The schematic (Figure 

Figure 191 shows the wiring necessary to accomplish 
the same thing (adding X-punched electric cards in 
counter 8B and NX-cards in counter 8A) in the 407-
408-409. 

,....---------------------..,..--, 32 33 34 35 36 37 38 39 .0 41 41 43 4. 

The amount read from the card, available for 
all cards from the same positions in THIRD 
READING, is wired to both COUNTER ENTRY 8A 
and COUNTER ENTRY 88. This wiring is not 
shown. 
I. An X in column 80 at SECOND READING 

identifies the card as an electric account. 
The pilot selector is impulsed for electric 
cards and transfers the selector for the next 
card read cycle. 

2. A card cycles impulse is available every 
card read cycle. Therefore, this wire to 
COM MON of the selector makes an impulse 
available at either NORMAL or TRANSFERRED 
of the pilot selector as the amount field is 
read. 

3. The COUNTER PLUS CONTROL for counter 8A 
is impulsed by a card cycles impulse through 
NORMAL for NX-(gas) cards, and counter 
8A accepts the data that is split wired from 
THIRD READING to COUNTER ENTRIES 8A and 
8B. 

4. The COUNTER PLUS CONTROL for counter 88 
is impulsed by a card cycles impulse through 
TRANSFERRED for X -(electric) cards, and 
counter 88 accepts the data that is split 
wired from THIRD READING to COUNTER EN­
TRIES 8A and 8B. 
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FIGURE 190. WIRING FOR COUNTER-CONTROL SELECTION, IBM 403 
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FIGURE 191. WIRING FOR COUNTER-CONTROL SELECTION, IBM 407-408-409 

The wiring is the same as it was for the 403 with one 
exception: the X in column 80 of the electric cards is 
wired to the x PICKUP of the pilot selector from FIRST 

READING. This is necessary because, you remember, the 
407-408-409 has only two reading stations and the 
card-cycles impulse in the 407-408-409 manufactures 
an impulse when the card is at second reading. Punches 
in the card are also read at the second-reading station. 

A Selector Impulsed at 
X or DPU from 

First Read 

~ 
987654321x12 

Transfers Before 9-Time 
When That Card is 

At Second Read 

/ 
987 654 3 2 1 X 12 

FIGURE 192. IBM 407-408 READ SCHEMAT.IC 

Cards are fed 9-edge first in the 407-408-409 just as 
they are in the 402-403. Therefore, the X-pickup is im­
pulsed from FIRST READING so that the selector trans­
fers before 9-time when the card is at second reading 
(Figure 192). 

Co-selectors 

All of the accounting machines have another type of 
selector, which is called a co-selector. This name is de­
rived from the function of this type of selector. It often 
operates with a pilot selector. Instead of one, two, or 
three sets of normal, common, and transferred hubs, 
each co-selector has five sets of hubs. The five sets of 
hubs are all transferred at exactly the same time, under 
the control of one pickup hub. 

Co-selectors differ from pilot selectors in that: 

1. Co-selectors have only one pickup. It operates like 
the IMMEDIATE PICKUP for a pilot selector. 
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2. Co-selectors have no delay relays and can never be 
latched. To expand pilot selector positions and make 
a co-selector transfer at the same time as a pilot 
selector, the co-selector PICK-UP is wired from the 
COUPLING EXIT in the 407-408-409 and from the 
I PU AND COUPLING EXIT in the 403 (Figures 193 
and 194). 

As illustrated, co-selector 1 is picked up to operate 
like pilot-selector 1 in both the 403 and the 407-408-
409 control panels. 

The pilot selector in Figure 193 is picked up from 
SECOND READING by an X-punch in column 80. Because 
the pilot selector is impulsed at X-PU, it transfers for 
the following cycle - when the card is at third read­
ing. As you remember, the 403 has three reading sta­
tions, and cards are fed in the machine 9-edge first. 
Therefore, both pilot selector 1 and co-selector 1 are 
transferred in time to read the card completely before 
it has passed third reading. 

Figure 194 is the same problem wired in the 407-
408-409. Because the 407-408-409 has only two read­
ing· stations, the X must be read from column 80 at the 
first reading station, and the pilot selector is impulsed 
at the x-pu. Co-selector 1 is wired from the COUPLING 
EXIT of pilot selector 1. Both selectors are transferred 
in time to read the cards completely at the second 
reading station. 

Wiring for Selection 

IBM Accounting Machines 

NUMERICAL SELECTION 

In the section on selection in the IBM 557 Interpreter, 
we instructed the machine to interpret column 51 in 
one place on the X- (electric) cards and in another 
place on the NX - (gas) cards. 

Now let's assume, in a report being printed on the 
accounting machine, that we want to print columns 51-
55 in print-positions 20-24 on X- (electric) cards, and 
in position 39-43 in NX- (gas) cards. 

Figure 195 illustrates wiring for numerical selection 
in the IBM 402-403. Figure 196 illustrates wiring for 
selection in the IBM 407-408-409. 

In these examples we have used co-selectors to illus­
trate their use when working in conjunction with pilot 
selectors. 
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FIGURE 193. CO-SELECTOR PICKUP IMPULSED FROM 
PILOT SELECTOR COUPLING EXIT IN 
IBM 402-403 

ALPHABETIC SELECTION 

Using the same selection problem we have talked about 
thus far, except that the data in columns 51-55 is alpha­
betic, let's examine the wiring ·necessary to select alpha­
betic data on the 402-403 and the 407-408-409. 

Electric cards are identified by a digit punch in col­
umn 80; gas cards have no punching in column 80. A 
digit .punch (9-1) is used to control alphabetic selection 
in the 402-403 because the selector must be transferred 
before 0 zone time in the cycle. 

Figure 197 shows alphabetic selection in the 402-
403. 

The alphabetic characters punched in columns 51-55 
print from typebars 20-24 for electric cards, and from 
typebars 39-43 for gas cards. 

Figure 196 serves for alphabetic as well as numeri­
cal selection on the 407-408-409. This is so because 
the printing device on these machines is a printwheel 
rather than a typebar. If you remember the discussion 
of printing on the 407-408-409, you recall that the 

FIGURE 194. CO-SELECTOR PICKUP IMPULSED FROM 
PILOT SELECTOR COUPLING EXIT, IBM 
407-408 
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1. X in column 80 transfers pilot selector 1 
when the card is at third reading. Other­
wise, the selector is normal. 

2. IPU is wired to co-selector PU number 3. 
Co-selector 3 also· transfers when the X­
punched electric card is at third reading. 

3. Columns 51-55 are wired to COMMON of 
co-selector 3. 

4. When the electric card is at third reading, 
columns 51-55 are printed in ALPHAMERICAL 
PRINT-ENTRY 20-24. 

5. When the gas card is at third reading, col­
umn 51 is printed in ALPHAMERICAL PRINT­

ENTRY 39-43. 
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1. Pilot selector 2, and co-selectors 3 and 4 
are picked up by a digit punch in column 
80 at second reading. 

2. Because co-selector 3 is normal when the 
gas card is at second reading, the 0, 11, or 
12 impulses from card columns 51-55 zone 
typebars 39-43. Co-selector 4 is normal 
when the gas card is at third reading, and 
the digit impulses are directed to alpha-

3. 
merical typebars 39-43. 
When the electric card (digit 1-9 in column 
80) is at second reading, co-selector 3 is 
transferred before zone time in the cycle, 
and typebars 20-24 are zoned from card 
col umns 51-55. Co-selector 4 is transferred 
through the COUPLING EXIT of pilot se­
lector 2 when the electric card is at third 
reading. At this time, the digit impUlses 
reach alphamerical typebars 20-24. 
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1. Column 20 is wired from the first reading 
station - Card Reading 1 -- to one of the 
RECODE PICKUPS of selector 10. 

2. Column 40 is wired from the first-reading 
station to the other RECODE PICKUP of se­
lector 10. Now, the recode selector transfers 
only when both pickups are impulsed simul­
taneously. This means that exactly the same 
punch must be read in both columns to 
transfer the selector; cards are fed 9-edge 
first, and all 80 columns are read at the 
same time. If a 7-punch is read in column 
20 and a 2-punch in column 40, the se­
lector does not transfer because the 7 -punch 
and then the 2-punch are transmitted to the 
pickup. If a 7-punch is read in both col­
umns, both pickups are impulsed simulta­
neously, and the selector transfers. 
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wheel first receives digit impulses and positions itself; 
if a zone impulse is then received, the wheel re-positions 
itself to print an alphabetic character. 

Because the zone impulses do not have to be re­
ceived first on the 407-408-409, both digits and zones 
can be read and selected at second reading. Control im­
pulses (in this case, the X in column 80 of electric 
cards) are read at first reading to impulse the selector. 

IBM 101 Electronic Statistical Machine 

Selectors on the 101 have many uses related to sorting 
various cards and combinations of cards into various 
pockets in the machine. 

Figure 198 illustrates the wiring necessary to select 
all cards that have the same punch in columns 20 and 
40 into pocket 1, row 2. 

Review Questions 

1. When must a selector be used? 

2. How can an IBM machine tell the difference be-
tween two types of cards? 

3. Name the different parts of a selector. 

4. How does a selector differ from a column split? 

5. The X-pickup hub of a selector normally accepts 

6. The D-pickup hub of a selector normally accepts 

7. The .I-pickup hub of a selector normally accepts 

8. What is the effect of the X-12 relay? 

9. Selector X-pickup hubs and their effect may vary. 
What is the reason for the difference between the 
X-pickup hub of a collator and X-pickup hub of 
an IBM 403 Accounting Machine? 

10. What is the effect of the delay relay in the 403 
selector? 

11. How long does a latch-type selector remain trans­
ferred? 

12. What controls how long a non-latch-type selector 
remains transferred? 

13. Can you wire into the transferred side of a selec­
tor and out of the common hub? 

14. The x-o 8PT PICKUP of a 557 selector accepts 

15. The DIGIT PICKUP of a 557 selector accepts 

16. The RECODE PICKUP of a 101 selector accepts 

17. How does alphabetic selection differ from numeri­
cal selection on the 557? 

18. What are the differences between the selectors on 
the 77 collator and the selectors on the 85 col­
lator? 

19. How does a co-selector differ? 
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Addition 

Addition is accumulation of individual amounts to 
obtain totals. 

Manual totals for single-digit numbers can be ob­
tained with comparative ease. However, when larger 
numbers must be added, time is needed to secure accu­
rate totals (Figure 199). 

When simple numbers are being added, it isn't nec­
essary to provide the human mind with help. However, 
as the numbers become larger, and their use more 
frequent, it is necessary to relieve the individual of this 
work. Machines have been developed to enable the 
individual to spend his time more productively. 

Primitive man counted on his fingers to arrive at 
totals. Modern man has been given help in the form 
of counters. Counters can be mechanical, like a mile­
age indicator in an automobile, or they can be elec­
tronic, employing tubes, magnetic cores, etc. (Figure 
200). 

Basic Steps in Add ition 

You are familiar with desk adding-machines. Let's re­
view the basic steps needed to make this kind of ma­
chine add, and then see how the same four basic steps 
are used in the IBM machine method. 

There are four basic steps needed to make any ma­
chine add. Whether a machine has wheels or electronic 
circuitry for counters, or is manually or automatically 
operated, does not affect the four basic steps. 

The Adding-Machine Method 

1. The operator must read the .number to be added 
and take it to a counter by pressing the proper keys 
on the keyboard (Figure 201). 

2 
2 

4 

65849370 
13582968 
54839201 

134271539 

FIGURE 199. TOTALING LARGE NUMBERS 
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FIGURE 200. TYPES OF COUNTERS 

2. The operator must tell the machine to add the num­
ber in the counter by pulling a handle (Figure 
202). 

3. The operator must make the machine print the 
individual amounts and the total by pulling the 
handle. Type and paper are provided in the ma­
chine (Figure 203). 

4. The operator must tell the machine to print the 
total by pressing a total key on the keyboard and 
pulling the handle (Figure 204). 

Therefore, the four basic steps are: 

1. Read 3. Print 
2. Add 4. Total 

The only difference between the desk adding-machine 
method and the IBM method is that in the IBM ma­
chines, control-panel wiring is substituted for the man­
ual operations. 

FIGURE 201. READ 



FIGURE 202. ADD 

The IBM Method 

1. The machine can read the information to be added 
from an IB M card by a set of brushes and, by means 
of control-panel wires, take it to the counter (Fig­
ure 205). 

2. The counter can add the information when told to 
do so. On the adding machine we pull a handle; on 
IBM machines we must wire a special impulse to 
the counter to tell the machine to add (Figure 206). 

3. IBM machines equipped with paper and type can 
print the information being added in the counters. 
On the adding machine we pull a handle to force 
the printing; on the IBM machine we connect the 
counter and the typebars or typewheels by control­
panel wires (Figure 207) and force the machine to 
print by impulsing the print unit with controlled 
impulses. 

FIGURE 203. PRINT 

12 1.01 
798.21 
4- 3 I .71 
234-.61 C!- \585.54° 

_ TOTAL 

FIGURE 204. TOTAL 

eTR I ~EntrY 

FIGURE 205. READ 

Add Impulse 

(i) ~ 
~Ius L--J 

FIGURE 206. ADD 

FIGURE 207. PRINT 
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Total Impulse 

FIGURE 208. TOTAL 

4. IBM counters must be told to print the total. On the 
adding machine, when the operator recognized the 
end of a group, he pressed the total key, and pulled 
a handle. On IBM machines, the comparing magnets 
recognize the end of a particular group of cards, 
and a re~ulting impulse is wired to the counter 
controls to tell the machine to print the total (Fig­
ure 208). 

COUNTER WHEELS 

The general arrangement of a counter wheel from an 
IB M machine is shown in Figure 209. Each counter 
wheel has the digits 0-9. 

Two or more counter wheels placed next to each 
other in an IBM machine are called a counter, or 
counter group. Some IBM machines have as many as 
168 counter wheels (counter positions). These are ar­
ranged in counter groups, or counters, of two, three, 
four, six, or eight counter wheels (Figure 210). 

All the wheels in one counter group are entirely sep­
arate from the wheels of another counter group. To 
avoid any possibility of confusion on the control panel, 
the counter groups have been given separate designa­
tions. 

For example, in an IBM machine with 80 counter 
wheels, there are 16 separate counters, each with a 
digit and letter combination. The digit indicates the 
number of counter wheels (positions) in that particu­
lar counter group. The letter identifies the particular 
counter group, as there are four of each size: A, B, C, 
and D. There are four 2-position, 4-position, 6-position, 
and 8-position counters (Figure 21 1 ). 

FIGURE 209. COUNTER WHEEL 
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FIGURE 210. COUNTER WHEELS ARRANGED IN A 

GROUP 

2A 4A 6A 8A 
28 48 68 8B 
2C 4C 6C 8C 
2D 4D 6D 8D 

FIGURE 211. COUNTER GROUPING 

I f you think about the speedometer in an auto­
mobile you will remember what happened when your 
mileage changed from 9,999 to 10,000 miles. 

The addition of a I in the units wheel changed the 
wheel from 9 to 10. As the wheel does not have a 10 
character, it turned back to 0 and the 1 was internally 
carried over to the counter wheel to its left. 

In the example given, the addition of the 1 to the 
units position of the counter changed the units, 10's, 
100's, and 1,000's wheel to O. The 1 appeared in the 
10,000's wheel. 

Within a counter group, each wheel is internally 
connected to the wheel immediately to its left. Each 
time a counter wheel moves from the 9-position to the 
O-position, the wheel to its left (within the same counter 
group) automatically advances one position (Figure 
212). 

The right-hand wheel and the left-hand wheel in 
each counter group have been given special names 
(Figure 213). The right-hand wheel is called the low­
order position; the left-hand wheel is called the high­
order position. 

An understanding of counter capacity is necessary 
before we discuss wiring a specific machine. A 2-posi­
tion counter can add to a total of 99. A 6-position 
counter can accumulate a total of 999,999. An 8-posi­
tion counter can accumulate a total of 99,999,999. 
Therefore, to determine which size counter to use, we 
must know the size of the largest total we shall ever 
accumulate. 

FIGURE 212. COUNTER WHEEL CHANGES FROM 

009999 TO 010000 



High-Order Position Low-Order (or units) Position 

FIGURE 213. COUNTER POSITIONS 

Wiring for Addition 

The IBM 402-403 Accounting Machines 

To fix in your mind the basic steps necessary for addi­
tion, let's see how you would make the 402-403 Ac­
counting Machine prepare the report shown in Figure 
214. 

STEP 1: READ. We must read the information from the 
card columns in which it is punched and take it 
to the counter (Figure 215). Therefore, we must 
wire from THIRD READING to a counter entry. 

We wish to add the amount that is punched in 
card columns 75-78. Therefore, we must use third­
reading-brush exit hubs 75-78. As the field con­
tains four columns, we must use at least a 4-posi­
tion counter. 

We need a counter larger than four positions 
because we know from past experience that a 
clerk in this department can sell more than $99.99 
worth of goods in one day. We also know that no 
one has ever sold more than $999.99. Therefore, 
since our total may run as high as five positions, 
but no higher, we must use a 6- or 8-position 
counter. 

When wiring information into a counter group 
from a set of brushes reading a card field, we wire 
the units position of the card field to the units 
position of the counter group, the 10's position of 
the card field to the 10's position of the counter 
group, etc. (Figure 216). 

SALES CLERK 

5 
5 
5 

6 
6 

AMOUNT 

17 50 
18 20 
18 50 
54 20* 

18 60 
10 00 
28 60* 

FIGURE 214. ACCOUNTING-MACHINE REPORT 

r-­o 
FIGURE 215. READ 

30- THIRD READING ------"0 
00000 0 0 0 000 

70 75 80 
o 0 

Units Position 

FIGURE 216. A CARD FIELD IS READ BY BRUSHES 

Because of this rule, the columns at the edges 
of a card field are called high order and low order. 
These names have the same meaning as used in 
reference to a counter group. The left-hand col­
umn is the high-order position, and the right-hand 
column is the low-order position (Figure 217). 

We read the information into a counter by using 
COUNTER ENTRY. Counter-entry hubs for counters 
2A, 2B, etc. are shown in Figure 218. The wiring 

High Order ---l 
I~U' P" nits oSition 

I (Low Order) 

FIGURE 217. CARD FIELDS HAVE HIGH-ORDER AND 

LOW-ORDER POSITIONS 

FIGURE 218. COUNTER ENTRY HUBS 
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-30--THIRD READING .... ----.. O 
o 0 0 0 000 0 0 

70 75 80 
o 0 0 0 0 0 0 0 0 

FIGURE 219. WIRING FOR COUNTER ENTRY 

required to take the information from card col­
umns 75-78 to counter 8B is shown in Figure 219. 

In addition to wiring the information from the 
third-reading-brush exit hubs to the counter-entry 
hubs, we must tell the counter to add. The sche­
matic diagram (Figure 220) shows us why we 
must give the machine special instructions to make 
it add. 

To get the impulses that are wired to the 
counter-entry hubs into the counter itself, we must 
transfer the relay shown to complete a circuit. 

The relay (called counter control plus) closes 
only when its magnet is energized. The schematic 
shows that two common control-panel hubs, la­
beled COUNTER CONTROL PLUS, lead to the mag­
net. If an impulse is wired to either of the common 
hubs for this relay, the magnet is energized, and 
the relay transfers. 

This transfer of the armature completes a cir­
cuit and sends an impulse from the counter-entry 
hubs to the counter. 

Each counter group has its own counter-control­
plus hubs (Figure 221). 

We wish to add the amount from each card as 
it passes the third-reading brushes. Therefore, the 

14--------------- Internal Wiring 

~---------- Wired from Third Reading 

Counter Entry 

FIGURE 220. COUNTER-ENTRY SCHEMATIC 
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FIGURE 221. COUNTER CONTROL PLUS HUBS 

counter-control-plus relay must be transferred 
while the card passes third reading. 

On the 402-403 control panel there are 16 hubs 
labeled CARD CYCLES. Each of these independent 
hubs (Figure 222) emits a manufactured impulse 
while a card is passing third reading, and at no 
other time. This, then, is the impulse we can use 
to transfer the counter-plus relay and complete 
the circuit to the counter. 

If we wire a card-cycles impUlse to the counter­
control-plus hub for the particular counter used, 
we close the counter-control-plus relay whenever 
a card is passing third reading (Figure 223). Any 
information read by the third-reading brushes and 
wired to the counter-entry hub now adds in the 
counter. Digit impulses read into COUNTER-ENTRY 

can now get to the counter. 

Figure 224 illustrates this control-panel wiring. 

STEP 2: ADD. When we impulse the counter-control­
plus hub, we allow the digits punched in the card 
to reach the counter wheels. When the first card 
starts through the 402-403 Accounting Machine, 
9-edge first, the wheels of all the counters stand 
at O. When impulses from the card reach the 
counter, the counter wheels start turning. 

In Figure 225, the counter is standing at 0, and 
the impulse from the hole in the card has just 

, reached the counter wheel. 

The wheel now starts to move in time with the 
movement of the card past the reading brushes. 
From the time the wheel starts to move, until it 
stops at O-time, four positions of the card move 
past the third-reading brushes. As the four punch­
ing positions of the card pass the reading brushes, 
the counter wheel advances four numbers and 
stops at O-time. 

The digit 4 has been added into the counter 
wheel as shown. 

When adding in a counter it is necessary orJy 
to start electrically the adding wheel in motion. 
The wheel is stopped mechanically and automati­
cally at O-time of the machine cycle. Figure 225 

, CARD CYClES---... 
-0 0 0 0 0 0 0 0 

I (EXCEPT HC AND MLP) 
"'0 0 0 0 0 0 0 0 

FIGURE 222. CARD-CYCLE HUBS 



Wired from Card Cycles 

Wired from Third Reading 

FIGURE 223. PATH FROM THIRD READING TO COUNTER 

WHEN COUNTER CONTROL PLUS IS 

IMPULSED 

showed a 4 being added into a counter wheel. 
Fig. 226 shows this on a counter chart. Assume 
we have zeros in the counter wheels, and that we 
are using a two-position counter. The units-posi­
tion wheel does not move until the 4-hole in the 
card is read by the brush. At that time the impulse 
to the start magnet starts the wheel moving. The 
adding wheel continues to turn until it is stopped 
mechanically at O-time of the machine cycle. 

The tens-position adding wheel did not turn be­
cause the card was not punched in the tens col­
umn. At the completion of the card-feed cycle we 
have 04 standing in the counter wheels. 

-THIRD READING-----J'----40 
o 0 0 0 0 0 

75' 80 
o 0 0 o 0 

!o 
I 
"'-'0 0 0 

FIGURE 224. WIRING FOR ADDITION 

A B 
Counter Wheel 
Position at ~ Counter Wheel 

r~~~ .. /"4" Time ~ /Position at "0" Time 

~v'Q ~~ "'~."'" ~"~" \ 
\ ~'\y' 

FIGURE 225. MOVEMENT OF COUNTER WHEEL IN 

ADDITION 

STEP 3: PRINT. In the preceding steps we took the in­
formation from each card into a counter and 
caused the counter to add. 

By using the counter exits provided for each 
counter (Figure 227) we can print the numbers 
from each card as it passes the brushes. 

0 0 

0 

1 

2 

0 3 

0 4 

9 

8 

7 

6 

5 

4 

3 

2 

o 

Machine Cycle­
Point Timings 

Adding "4" in Counter 

Q start 
Impulse D Mechanical 

Stop 

FIGURE 226. MACHINE CYCLE-POINT TIMINGS IN 

ADDITION 

FIGURE 227. COUNTER-EXIT HUBS 
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~--- Wired from Card Cycles 

Impulse from 
;-------------j~ Third Reading 

Available Here 

FIGURE 228. PATH FROM COUNTER ENTRY TO 

COUNTER EXIT WHEN COUNTER 

CONTROL PLUS IS IMPULSED 

o 0 0 0 0 0 0 0 • • • • • • 
NUMERICAL PRINT ENTRY 40 if"" 

corrTT 18BI'ui1" STOP ~5 
FIGURE 229. COUNTER EXITS ARE WIRED TO PRINT 

ENTRY HUBS 

Impulse from 
}-------~Counter Available Here 

FIGURE 230. WHEN IMPULSED TO TOTAL, COUNTER 

EMITS THROUGH COUNTER EXITS TO 

PRINT ENTRY 
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FIGURE 231. COUNTER TOTAL HUBS 

The schematic diagram (Figure 228) shows that 
whenever COUNTER-CONTROL-PLUS of a counter 
is impulsed, anything put into COUNTER-ENTRY 

goes to two piaces: 

1. to counter wheels to be added, and 

2. to COUNTER-EXIT. 

If, on the control panel, we wire the counter­
exit hubs to the typebar entry hubs, we can set up 
the typebars to print information from each card 
as it passes the third-reading brushes. Looking at 
the schematic you will also see that only informa­
tion added into the counter is available at the 
counter-exit hubs. 

Figure 229 shows the wiring added to the con­
trol panel to provide this path to the typebars. 

STEP 4: TOTAL. In the preceding steps we have taken 
the information from the card, printed it, and 
accumulated the numbers in a counter. 

But we still have to tell the counter to print the 
total. The counter schematic (Figure 230), shows 
a path from the counter to the counter-exit hubs. 

For each counter on the control panel, there are 
two common hubs labeled TOTAL (see Figure 231). 

Impulsing a total hub for a particular counter 
causes the counter wheels to reset to O. When this 
reset occurs, the digits that stand in the counter 
wheels are emitted (or read out) at COUNTER­

EXIT. 

Therefore, we can tell the counter to print the 
total by impulsing the total hub. 

But we want the total hub impulsed only when 
the end of a particular group of cards is reached. 

In the section of this manual on comparing we 
wired the unequal impulse, which indicated the 
end of one group of cards and the beginning of 
another, to a hub on ~he control panel calle~ 

. MINOR PROGRAM START (Figure 232). 

-COMPARING ENTRY-------____ ~ 
0000 o~ __ 

COMPARING EXI"" ~ 

~~~~~ 
COMPARING ENT.U ~ 

o 0 0 0 0 ~ ~ 0 0 0 0 0 0 0 

t--" 
F ao: MI 

t- I 
G VI olN 

o I 
H ~ ott 

f.r 
FIGURE 232. COMPARING FOR GROUP CONTROL 



At the end of the card-feed cycle during which 
the minor-program-start hub receives an unequal 
impulse (due to the recognition of the end of a 
particular group of cards), two things happen: 
1. The feeding of cards stops. 

2. The hubs on the control panel labeled MINOR 

PROGRAM (Figure 233) emit impulses that you 
can use to tell the counters to read out and reset. 

These two things happen only because the un­
equal impulse wired to the MINOR PROGRAM start 
hub tells the machine to take a total, or program 
cycle. 

A total cycle is a machine cycle during which 
the counters can be reset and the amounts stand­
ing in the counters can be printed. 

Because we impulse minor program start when 
the end of a group of cards is recognized, we have 
an impulse available out of the minor-program 
hubs. This we wire to the total hub of the counter 
we wish to read out and reset (Figure 234). 

The schematic diagram (Figure 235) shows how 
the minor-total-program impulse becomes avail­
able when MINOR-PROGRAM-START is impulsed. 

Figure 236 shows one wire that has not yet 
been discussed. This is the wire connecting one of 
the hubs labeled ALL CYCLES with one of the two 
common hubs labeled LIST. 

Impulsing one of the LIST hubs causes the type­
bars to rise, and advances the paper roller (or 
platen) one space to allow for printing the next 
line of information. 

In the problem for which we drew the wiring 
diagram, we wish to print from each card as it 
passes the third-reading brushes, and we also wish 
to print the total for each group of cards. To do 
this, we must make the typebars operate for each 
card-feed cycle and each total cycle. 

The list hub must, therefore, be impulsed by an 
impulse available on all card-feed and all total 
cycles. As its name implies, the all-cycles impulse 
is the answer. It is available on all machine cycles, 
which include the card-feed and total cycles. 

This wiring completes the steps required to 
make the 402-403 accumulate and print a total. 

r
r 
3 -' 
o ~ 
" 0 ..... 
o 

:: ~: :~~::: : ~l 
< MAJOR 3 

EE ~ 0 0 0 0 0 0 

o '" 
FF ~ 0 0 0 0 0 0 

FIGURE 233. PROGRAM TOTAL HUBS 

1- L--MINOR....L--, 
0 cc 0 0 0 0 0 

2 INTER 2 
0 DO ~ 0 0 0 0 0 

3 -' < MAJOR 3 
o ~ EE ao: 

0 0 0 0 \,j 0 

" 0 0 " ..... ao: 
0 0 FF 0. 0 0 0 

FIGURE 234. COUNTER IMPULSED TO TOTAL FROM 

PROGRAM HUB 

Again, the four basic steps that apply to a desk 
adding-machine or an IBM accounting machine 
are: 

1. Read 3. Print 
2. Add 4. Total 

IBM machines, in addition to the accounting !Tla­
chines, are capable of adding. In some the me­
chanical principles are slightly different, but the 
four basic steps must always be taken. In some IBM 

machines, such as the IBM Calculating Punches, 
the results are punched, instead of printed. If you 
substitute PUNCH for PRINT in step 3, you still 
have the same four basic steps. 

Wiring the IBM 407·408·409 Accounting Machines 
to Add 

We shall now discuss the wiring and circuitry necessary 
to print the report shown in Figure 214 using the 407-
408-409. 

Many of the concepts we discussed concerning the 
402-403 are applicable to the 407-408-409; some are 
not. Both types of concepts are covered in this section. 

Wired from Comparing Exit 

Minor Program Start Hub 

'-------.,;".(I.J Minor Program Hub 

L--_ ..... Wired to Counter Total Hub 

Internal Total Program Impulse 

FIGURE 235. TOTAL CYCLE IMPULSED FROM 

COMPARING EXIT 
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As you know, the printing mechanism on the 407-
408-409 is the printwheel instead of the typebar. The 
function of this wheel is included in the section Print­
ing. 

Both the 402-403 and the 407-408-409 have counter 
wheels and groups. The 407-408-409 have a minimum 
of 112 individual accumulators arranged in 20 counter 
groups that vary in size from three-position (3-wheel) 
groups to eight-position groups. The counter groups 
can be coupled together in any desired arrangement. 

Counter wheels in the 407-408-409 are reset to 9 
rather than to O. This is done because of a special 
checking feature that is discussed later in this section. 
At this time you should understand that each counter 
wheel revolves starting with 9, it goes to 0, then to 1, 
then to 2, etc. In other words, each 407-408-409 
counter wheel is one digit step behind a comparable 
wheel on the 402-403. 

The capacities of counters on the 407-408-409 are 
the same as comparable capacities on the 402-403: 
for instance, in a six-position counter in the 407-408-
409, the largest positive number that can be accumu­
lated is 999,999; in an eight-position counter, 99,999,-
999; and so on. 

READ AND PRINT 

Wiring into the counter in the 407-,408-409 involves 
exactly the same principles as it did in the 402-403: 

1. Low-order position of the field in the card should 
be wired to the low-order position of the counter. 

2. The counter must be instructed to add by control­
panel wiring. 

3. Card cycles hubs in the 407-408-409 perform the 
same function as they did in the 402-403. 

The first obvious difference, between the two ma­
chines is that the data must be wired from SECOND 

READING to COUNTER ENTRY in the 407-408-409. Be­
cause the maximum size of the amount field we are 
computing is 5 positions (a maximum sales of $999.99), 
we must use a six-position counter (Figure 237). 

The process of printing, in conjunction with counters, 
is different in the 407-408-409. Figure 238 shows the 
division of a machine cycle in the 407-408-409 in re­
lationship to what is occurring in the counter circuitry. 
Exit hubs from the counter are called COUNTER EXIT, 

and the entry hubs to print information from the 
counters are called COUNTER CONTROLLED PRINT. The 
external wiring concerning these hubs is shown in Fig­
ure 239. The internal circuitry for adding on the first 

SECOND READING---l~-----30-----3~---

I I I I I I I I I I I I I I I I I I I I I 
60 6 ~ 70 75 

11111111111111111""""""'" 
18 19 '0 21 n 23 24 

FIGURE 237. ADDITION REQUIRES SIX-POSITION 

COUNTER FOR MAXIMUM TOTAL 

...... ------- ONE CYCLE ---------~ 

(Echo) 

9 8 7 6 5 .4 3 2 1 0 11 12 N 
987654321 

First Half of Cycle 
Card or Total Impulses 

(To Printwheel) 

Second Half of Cycle 
Printwheel Impulses 

(To Counter) 

Printing 
Time 

Carry 
Time 

FIGURE 238. IBM 407-408-409 MACHINE-CYCLE 

SCHEMATIC 

18~frurERI fi 1458 I I I I I 166
8 I I I I I I:ffiI 

1;;1 1 1 1 I 1 1 ::1 I 11 .. I I 1 ::mI 
T 1 1 1 I 1 1 1 1:: 1 I 1 1 I ! :~ 1 ! III I 
1:~I I I II I I 1::1 1 I ! I 1 ::mn 
COUNTER CONTROLLED PRINT-2~ 30 j~-

00000 0 0 0 0 0 0 0 0 0 0 0 
60 6 ~ 70 

00000 0 000 0 000 0 o 
100 10~ 110 1I~ 

00000 0 0 0 0 0 000 coo 0 0 0 0 

FIGURE 239. COUNTER EXITS MUST BE WIRED TO 

PRINT THROUGH THE COUNTER­

CONTROLLED-PRINT HUBS 
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Wired from 
Second Reading ~BIl 

70 U 
o 0 9 Counter Emitter 

~ Read Out Relay 

Counter Magnet 

Counter Controlled 

Printwheel 

FIGURE 240. IBM 407-408 COUNTER OPERATION - FIRST HALF OF MACHINE CYCLE 

half of the machine cycle is shown in Figure 240. You 
will need to refer to these four figures (237-240) dur­
ing . the following discussion. 

During the first half of the machine cycle, the infor­
mation read from second reading enters the COUNTER 

ENTRY (€xternal wire in Figures 237 and 240) and 
travels through the counter circuitry to the COUNTER 

EXIT. Here another external wire (Figures 239 and 
240) carries the data from COl,JNTER EXIT to COUNTER 

CONTROLLED PRINT, and the print wheel is positioned 
to print during the first half of the machine cycle. 

During the second half of the cycle, the information 
is read back from the print wheel through COUNTER­

CONTROLLED PRINT and COUNTER EXIT. This return 
impulse during the second half of the machine cycle is 

Wired from 

Second Reading 

Counter Magnet 

called the echo impulse. The impulse must reach the 
counter start magnet. 

Now, Figure 240 shows the path for the echo im­
pulse. Relays are in the position indicated in Figure 240 
during the first half of the cycle. 

The path of the echo impulse to the counter on the 
second half of the machine cycle is indicated in Figure 
241. 

ADDING 

You will notice another relay that is transferred called 
the Plus, Minus, or Reset. Whenever the counter is im­
pulsed to add, subtract, or reset, this relay transfers. 

Counter Controlled 

Printwheel 

FIGURE 241. IBM 407-408 COUNTER OPERATION - SECOND HALF OF MACHINE CYCLE (ECHO CYCLE) 
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o 0 000 0 0 0 0 0 0 0 0 0 000 

1
T CO SELECTORS T T-

: ~ : :4: : ~ 0 : :6: : ~ : 
o ~ 0 0 0 0 ~ 0 0 0 0 0 0 0 0 0 ; 0 

US_S_ENTRV_IO_COUNTER 

31A at + 61B 3IB sIB 4Ic 61c 3Ie ale 410 60 3Io aID 6IE aIE 6} a} 
NUS--S--ENTRV--IO . 15 20 

I I I I I I I I I I I I I I I I I I 
FIGURE 242. COUNTER CONTROL PLUS IMPULSED 

FROM CARD CYCLES 

As depicted in Figure 242, wiring to make the 
counter add for the 407-408-409 is exactly the same as 
the wiring required for the 402~403. 

CARD CYCLES (EXCEPT MLR AND HC) is wired to 
COUNTER CONTROL PLUS ENTRY of counter 6D. The 
counter adds from each card as it passes second read­
ing, and at no other time. 

Earlier, we said that the counters in the 407-408-409 
reset to 9 instead of O. Let's see how they move when 
instructed to add. 

When positive numbers in the 407-408-409 are 
being added, it is necessary only to start the counter 
wheel; it stops automatically at 0 time. The counter 
wheels on the 407-408-409 begin revolving when the 
echo impulse reaches the counter start magnet. Fo!." 
instance: if ? 5 is transmitted to a counter start magnet, 
the counter wheel begins turning from 9 to 0 when the 
cycle point changes from 6 to 5. 

Figure 243 illustrates the plus operatIOn of a 407-
408-409 counter wheel. In this instance, assume we are 
adding the quantity 053446 into a six-position counter. 
There are no other figures in the counter; therefore, all 
positions stand at 9 when the card is at second reading. 

The punches in the card are read as 053446 during 
the first half of the cycle. During the second half of 
the cycle, the information is read back from the print 
wheels to the counter start magnet. The counter wheels 
revolve until they are stopped at 0 time. 

READ BACK FROM PRINTWHEELS - 053446 

COUNTER POSITIONS MACHINE CYCLES PRINT TIMING 

9 9 9 9 9 9 9 Read back on second half of cycle 

9 9 9 9 9 9 8 (Echo Impulses) 
9 9 9 9 9 9 7 
9 9 9 9 9 9 6 
9 9 9 9 9 0 5 
9 0 9 9 9 1 4 
9 1 9 0 0 2 3 
9 2 0 1 1 3 2 
9 3 1 2 2 4 1 
9 4 2 3 3 5 o 

FIGURE 243. MACHINE-CYCLES PRINT TIMING 

9 4 2 3 3 5 

~~"-~~ 

+1 +1 +1 +1 +1 

~ ~ ~ + + 
0 5 3 4 4 5 

FIGURE 244. COUNTER AFTER CARRY 

Notice that the counter stands at 942335. 

Obviously, if this amount were added to the counter 
it would be inaccurate. Now, look at Figure 238. At 
the end of the cycle is a division called Carry Time and 
Print Time. 

During Carry Time a quantity of 1 is automatically 
added in each counter wheel to the left. 

When each counter wheel turns from 9 to 0, the 
quantity 1 is available to be added in the next position 
to the left. The only counter wheel that does not have 
the automatic addition is the units position - the ex­
treme right position in Figure 243. 

In Figure 243, the high-order position (the extreme 
left position) is not occupied by a significant digit, be­
cause only five numbers were read into a six-position 
counter. The position remains at 9. 

However, the position immediately to the right does 
have a significant digit, and so a carry impulse of 1 is 
transmitted to the high-order 9. This causes the high­
order position to move one position to O. Now, because 
the high-order position counter wheel has turned from 
9 to 0, another impulse of 1 is manufactured. There 
are no more positions to the left in the counter; so, this 
impulse cannot be transmitted internally. 

Figure 244 illustrates the standing of the counter 
after this internal carry addition has been completed. 
All positions of the amount field except the units posi­
tion are now correct. 

If the additional impulse of 1 that is available when 
the high-order position turns from 9 to 0 were trans­
ferred to the units position, the number standing in the 
counter would be correct. 

This 1 is carried back to the units position of the 
counter by external control-panel wiring (Figure 245). 
The hubs that accomplish this are called CARRY EXIT 

(CI) and CARRY ENTRY (c). When the CI hub is wired 

o 5 3 4 4 5 

~ 
External Wire "C1 TO C" 

• t t t t t 
o 5 3 4 4 6 

FIGURE 245. INTERNAL CARRY CONTROL 
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CI-----S--CARRY--IO--EXIT--Is----

o 0 0 0 0 0 0 0 0 0 0 0 0 ) 00 000 
C CARRY ENTRY 
000 0 0 000 0 0 000 000 
-READ OUT-S 10 IS----

ffffffffff,ffff~+fi 
- READ OUT ~S--AND--10--RESET--15----

I I I I 1 1 I I r I I I I I I 1 I 1 
FIGURE 246. WIRING FOR CARRY CONTROL 

to the c hub of a counter (Figure 246), the quantity 1 
is carried from the high-order position of the counter 
to the units position of the counter. The CI to C con­
nection must always be made or every amount added 
into a counter will be short by the quantity 1. 

Before we examine the operation of the circuitry 
during read-out and reset, let's consider another method 
of printing and computing the report. Look back to 
Figure 214. Instead of listing each sale, suppose we 
want to print the sales check number only once and 
then print the amount of total sales. 

In other words, instead of printing amounts from 
each card as it is read, we print only the total amount 
for each sales clerk. The report would then appear like 
the illustration in Figure 247. This is called group 
printing and direct entry addition. 

We want to do the following: 

1. Print the sales-clerk number from the first card as 
an identification of each group (No.5; No.6; etc.). 
This group indication occurs during a group-indi­
cate cycle. 

2. Add in the counter the amounts for all sales within 
the group but print only the total. 

3. Print nothing else from any of the cards. To prevent 
printing from each card as it passes the second­
reading brushes, we wire the hubs labeled LIST OFF 

(Figure 248). The LIST OFF wire accomplishes the 
following: 

a. causes a group-indicate cycle for the first card of 
each group 

b. allows counter exit hubs to emit only during 
program cycles (that is, minor, intermediate, and 
major program, etc.) and group-indication cycle 
c. suppresses printing and normal spacing on all 
cycles except the group-indicate and program cycles. 

SALES CLERK 

5 
6 

AMOUNT 

5420* 
2860* 

FIGURE 247. TOTAL AMOUNTS PRINTED 
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o co 0 0 ~°F'l IS 20 ALTER SW EXIT ON ON 
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-SP ACE~T Xl" 

ON ;' SWl 0 0 0 0 0 0 o 0-----<) 0-----<) 0 
15 20 SEL 1 2 SUPP ON 
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N MI- FIRST CARD AR SYM'Ol] 0 0 0 0 0 0 0---0 0 0 o 0 
C INT T N R -

0 0 0 0 0 0 0---0 0 0 o 0 
HC 20 MA T N oO-~l 0 0 0 0 0 0 0---0 0 0 

FIGURE 248. LIST OFF 1S WIRED FOR GROUP PRINTING 

In other words when we print the sales clerk num­
ber 5 in Figure 214 from the first card of that 
group, we also print the amount 1750 at the same 
time. (Printing clerk number and amounts from 
subsequent cards in the No. 5 group is prevented 
by the LIST OFF wiring.) 

We must do two things: 

1. prevent printing the amount from the first card of 
the group 

2. add amounts from all cards directly into the counter 
without using the echo impulse. 

This is accomplished by Clllowing the digit impulse 
from second reading to find a path directly to the 
counter start magnet. At the same time, the connection 
between the counter ~xit and counter entry hubs must 
be broken. 

Figure 249 illustrates the external wiring that ac­
complishes this; Figure 250 depicts the internal cir­
cuitry that results from it. 

-CARD-S- CYCLES-l0-IEXCEPT MLR 
o 0 0 0 0 0 0 0 000 0 ---... T co SELECT S----.. 
o 0 0 0 0 0 0 0 

3 N • 
o 0 0 0 

C 
o 0 0 0 0 0 0 0 0 

-PLUS-S-ENTRY-l0-CO 

o 

IA + 3IA s} ·IB 6IB 3IB alB ·Ic 6Ic 3Ic sIc • 

AND 
0 0 
T 
0 0 

N 
0 0 

C 

HC) 20 
0 0 0 0 0 

T-
0 0 0 0 0 

6 N 
0 0 0 0 0 

C 
0 0 0 0 0 

-MINUS--S--ENTRY-' -10 IS 20 

I I I I I I I I I I I I I I I I I I I 
-,-DIRECT--s--ENTRY--l0--0R 1~--DIRECT--20 

It 6IA 3IA sIA 418 6IB 318 sI8 4lc 6lc 3lc sIc 410 6 ° 310 sID 6IE alE 6IF aI' 

FIGURE 249. DIRECT ENTRY WIRED 



From Second Reading 

Counter Exit Printwheel 

Counter Magnet 

FIGURE 250. DIRECT ENTRY DISCONNECTS COUNTER EXITS AND ENTRIES 

If the direct entry hubs from the counter - in this 
case 4D - are impulsed from CARD CYCLES, the con­
nection between COUNTER ENTRY and COUNTER EXIT 
is broken and the counter is impulsed directly with 
whatever figures are read from second reading. 

Follow the path of data from COUNTER ENTRY to the 
counter start magnet in Figure 250. Notice how the 
direct entry relay, impulsed from CARD CYCLES, accom­
plishes the break between counter entry and counter 
exit hubs. 

TOTAL, PRINT, AND RESET - POSITIVE NUMBER 

Counters in the 407-408-409 compute totals on the 
same principle as they did in the 402-403. The control­
panel hubs that cause the counter to read out to the 
printwheels and reset to 9 are called READ OUT AND 
RESET. They perform the same function for the 407-
408-409 as TOTAL do for counters on the 402-403; 
and like the total hubs, they are impulsed from PRO­
GRAM. 

The program hubs on the 407-408:-409 emit under 
the same conditio"ns as they did in the 402-403 Ac­
counting Machine. Wiring to cause the counter to read­
out and reset is similar in both machines. 

Figure 251 illustrates the wiring to cause counter 6D 
to both read-out and reset. Notice that the hubs labeled 
READ OUT AND RESET are impulsed. Another set of hubs 
for each counter is labeled READ OUT. These hubs cause 
the counter to read out without resetting. 

When a position number is read out of a counter and 

the counter resets, the following events occur in the 
machine circuitry: 

1. The true number in the counter reaches the print­
wheels through the action of an internal total emit­
ter. 

2. At the same time, the counter wheels begin revolv­
ing from another internal impulse called the hot 9. 

3. The echo impulse returning from the printwheels 
resets the counter to 9's. 

* s-S Y M BOl---E X I T IS 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

C 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

R OR -
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

CI S--CARRY--IO --EXIT---Is 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

C CARRY ENTRY 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

-READ OUT-s 10 IS 

fffffffffffftf~ft1 
- READ OUT -S--ANO--IO--RESET--IS 

I I I I r r r r I I r I r r 
-STEP l-s-PROGRAM PR CPl 
0 0 0 0 0 0 0 0 ~ 

STEP 2 S 10 2 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 ~ 

STEP 3 10 3 
0 0 0 0 0 0 0 0 0 0 0 .0 0 0 0 0 ~ 

STEP .. RUN OUT 10 FINAL .. 
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STEP 5 10 5 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 ~ 

~BT CYClES--BT PU 
o 0 0 0 0---<> 

-CHANNEl-S- ENTRY --10 IS . 0 FlC 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 ~ 

_All_S_CYClES_IO IS o flO 0--<>-. ~ 
FIGURE 251. WIRING FOR READ OUT AND RESET 
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FIGURE 252. 

Counter Controlled 

••••• 
ON FIRST HALF OF READ-OUT-AND-RESET 

CYCLE, COUNTER EMITS THROUGH 

COUNTER EXIT TO PRINTWHEELS 

Figure 252 illustrates the path of the data from the 
counter to the print wheels. 

The external wiring necesary to impulse the counter 
is shown in Figure 251. Of course, if the figures in the 
counter are to reach the print wheels, the counter exits 
must be externally wired (in the control panel) to the 
printwheels (COUNTER CONTROLLED PRINT). 

During the second half of the read-out-and-reset 
cycle, the figures from the printwheels are returned to 
the counter. The counter stop magnet is impulsed by 
the echo impulse, and the counter is reset to 9's. Figure 
253 shows the path of the echo impulse to the counter 
stop magnet. 

Counter Controlled 

Counter Stop Magnet 

FIGURE 253. ON SECOND HALF OF READ-OUT-AND­

RESET CYCLE, PRINTWHEELS ECHO 

BACK IMPULSES TO COUNTER FOR RESET 
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Assume that we have read the quantity 03 out of a 
two-position counter. The counter must be reset to 99 
by the echo impulse returning from the printwheels to 
the counter stop magnet. Figure 254 shows the revolu­
tion of the counter wheels in relation to the cycle-point 
time of the echo impulse. 

The echo impulse returns from the printwheels in the 
same sequence as the cards are read; that is, nines fol­
lowed by eights followed by sevens, etc. Remember, the 
quantity 03 is still in the counter. When the cycle time 
of the echo impulse reaches 3, the units position of the 
counter stopped; when the cycle time of the echo im­
pulse reaches 0, the tens position of the counter 
stopped. Both positions have reset to 9. 

The same process of reading out and resetting occurs 
for each counter position that we have wired (from 
program hubs to read out and reset hubs). 

Two more sets of hubs must also be wired when 
quantities are added in 407-408-409 counters. They 
are labeled NEGATIVE BALANCE OFF and NEGATIVE BAL­

ANCE CONTROL. NEGATIVE BALANCE OFF wired to NEG­

ATIVE BALANCE CONTROL insures that a zero balance in 
a counter prints as a zero balance, not as 9's. 

Figure 255 illustrates the wiring necessary in the 
407-408-409 to print the report in Figure 214. The 
counter wheels revolve as depicted in Figure 243, ex­
cept they are impulsed directly from the card during 
the first half of the cycle, instead of from the print­
wheels during the second half of cycle. 

CYCLE POINT TIMES ON 
ECHO IMPULSE 
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at "3" Time 
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FIGURE 254. CYCLE-POINT TIMING ON ECHO IMPULSE 
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Review Questions 

1. What are the four steps required to make an add­
ing machine add? 

2. What are the four steps required to make an IBM 

machine add? 

3. What does the high-order position of a counter 
mean? 

4. What does the low-order position of a counter 
mean? 

5. Which exit and entry hubs must be connected In 
the 403 control panel to take the information from 
the card to the counter wheels? 

6. Which entry hub must be impulsed before a counter 
can add? 

7. Which exit hub is usually wired to the hub that 
allows a counter to add? 

8. Explain how the movement of a counter wheel 
causes adding in a 403. in a 407. 

9. What exit and entry hubs must be connected to 
take the total from the counter to the· typebars in 
the 403? 
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10. What happens when you impulse a counter total 
. hub? 

11. What impulse is used to impulse a counter total 
hub? 

12. What is a total cycle? How does it differ from a 
card-feed cycle? 

13. What relationship do both the total and card-feed 
cycles have to a machine cycle? 

14. What hub must be wired on the 403 to make the 
type bars operate and the platen move? What im­
pulse is wired to this hub? Why? 

15. How does the 407 counter wheel differ from the 
403 counter wheel? 

16. What does the expression 9' s complement of a 
number mean? 

17. What is an echo impulse? 

18. What is carry time? 

19. What is the purpose of wiring NEGATIVE BALANCE 

CONTROL on the IBM 407-408-409? 



Subtraction in the IBM 402~403 
Accounting Machines 

We often find it necessary to subtract as well as add 
amounts in a counter. An example of this is subtracting 
income tax deductions when preparing payroll checks. 
It is possible to both add and subtract in a counter of 
an accounting machine. Each operation must be han­
dled separately; it is impossible to add and subtract in 
one counter group during the same machine cycle. 

Because of its construction, a counter wheel .cannot 
turn backwards when subtracting. Therefore, it is nec­
essary to turn the counter wheel forward to the same 
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FIGURE 256. WIRING FOR SUBTRACTION J IBM 402-403 

Subtraction 

number that it would be turned to if it were possible to 
turn the wheel backwards. For example, if we subtract 
3 from 6 the wheel should be standing at 3 at the end 
of the cycle. The wheel cannot be reversed; so, we add 
6 to the 6 already standing in the wheel. This 6 is the 
9's complement of 3. The 9's complement of a figure is 
that figure subtracted from 9. Assume we have the 
amount 06 accumulated in a two-position counter 
group. The next card to be accumulated is a subtract 
card with 03 punched in the amount column. 

06 Standing in counter 
96 Complement of 03 punched in card 
92 Standing in counter before carry time 
11 Carry 
03 Standing in counter wheels at completion of cycle 

Subtract card~ are usually identified by an X- or 11-
punch in some specified column of the card. The cards 
to be added into the counter group will not have the X­
or 11-punch. The machine is now able to read this 
column of the card and decide whether to add or sub­
tract the amount punched in the card; in other words, 
add all NX-cards and subtract all X-cards. 

To make this possible, we must use a decision­
making device, a selector. Any pilot selector may be 
used for this purpose. To operate this selector, we must 
wire the X-PICKUP from SECOND READING for the col­
umn of the card containing the X-punch. The selector 
then transfers on the next cycle, just· before the card to 
be subtracted is read at the third-reading brushes. We 
can now use this selector to decide whether to add or 
subtract; that is, to pick up either the counter-con­
trolled-plus or counter-controlled-minus relays. When 
the plus relays are picked up, the counter adds as pre­
viously explained. When the minus relays are picked 
up, the counter subtracts. Let's see how this looks on 
the 402-403 control panel (Figure 256). 
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FIGURE 257. INTERNAL SCHEMATIC, SUBTRACTION 

When adding into a counter, it was necessary only 
to electrically start the adding wheel in motion. It was 
stopped mechanically at O-time. This was done by pick­
ing up the counter-controlled-plus relays. However, 
when subtracting, it is necessary to electrically start 
and stop the movement of the adding wheel. This is 
done by picking up the counter-controlled minus relays. 
Hereafter, then, the counter is shown with a start mag­
net and a stop magnet. When the start magnet is ener­
gized, the wheel starts moving; and when the stop 
magnet is energized, the wheel stops moving. 

When the minus relays are picked up, we complete 
an internal electrical circuit to start advancing all the 
wheels in the counter group at 9~time (Figure 257). 
The wheels continue to advance until stopped by an 
impulse to the stop magnets. These impulses are re­
ceived from the third-reading brushes reading the holes 
punched in the card. Let us assume that we already 
have 06 accumulated in counter group 2A (Figure 
258). The next card to pass the third-reading brushes 
is a subtract card with 03 punched in the amount field. 
Because the minus relays are picked up, we start ad­
vancing both counter wheels at 9-time. The units posi­
tion wheel does not stop until the 3-hole in the card is 
read by the brush. Don't overlook the fact that we are 
starting out with a 6 already in the counter wheel. 

. Looking at the illustration, we find that 6 cycle points 
have passed before the 3-hole was read by the brush 
(9 to 3); this means that the adding wheel was ad­
vanced 6 cycle points before being stopped. That is, 
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the wheel advanced from 6 to 7 to 8 to 9 to 0 to 1 to 2 
(Figure 259). 

The tens-position counter wheel was treated in the 
same manner, only in this position we have a 0 punched 
in the card and we started with a 0 standing in the 
counter wheel. 

You notice that the wheel was advanced 9 cycle 
points before being stopped, The counter wheels are 
now standing at 92 (Figure 260). 

As previously explained, each time a counter wheel 
moves from 9 to 0, the whe,el to its left within the same 
counter group automatically rotates one position more 
at carry time. 

As the high-order counter wheel moves from 9 to 0, 
we complete a circuit through control-panel wiring to 
cause the units-position counter wheel to advance one 
position. This is done by wiring the carry impulse exit 
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FIGURE 259. COUNTER WHEEL ADVANCED 6 CYCLE­

POINTS 

hub to the carry entry hub (Figure 261). The CI hub 
emits an impulse when the high-order position -goes 
from 9 to O. The carry-entry hub accepts this impulse, 
which causes the units position to add 1 for the carry 
operation. 

You remember this CI to C connection must be wired 
in the 407-408-409 when we are adding as well as 
subtracting. 

This is so because during carry time the quantity one 
is added from each counter wheel to the counter wheel 
to the left. To carry this quantity of one from the high­
order to the low-order counter wheel, the external CI to 
C must be wired (see Wiring the 407-408 to Add). 

We now have 92 standing in the counter wheels. 
However, the· units-position wheel did move from 9 to 
0, causing the tens position to advance 1. The tens­
position wheel then moved from 9 to O~ causing a carry 
through the control-panel wire back to the units-posi­
tion wheel advancing it one position. 

06 In counter 
96 Nines complement of 03 added in counter 
92 In counter before CARRY time 
1 Carry impulse held until CARRY time 

( 1) 02 In counter due to carry in tens position as during 
CARRY time (Internal circuits) 
Carry impulse transferred from high to units posi­
tion during CARRY time by CI to C wiring 

03 Standing in counter at end of card cycle 

So we complete this car~ cycle with 03 standing in the 
counter wheels. This is the correct total for our problem 
of 06 minus 03. 

There is probably a question in your mind about 
now. "Suppose the amount being subtracted in a counter 
group is larger than the positive amount we already 
have accumulated in the counter?" The counter then 
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FIGURE 261. WIRING FOR CARRY CONTROL 

turns negative. For example, let's use a four-position 
counter group and assume we already have 0745 accu­
mulated in the counter. From this amount we subtract 
0856: 

Manual -0856 
Computation: +0745 

Machine 
Computation: 

-0111 

0745 Standing in Counter 
9143 Add 9's complement of 0856 
9888 Total 

We now have 9888 accumulated in the counter at 
the end of our computation. The 9 standing in the high­
order position of the counter indicates to the machine 
that this is a negative or credit amount. When subtract­
ing into a counter in both the 402-403 and 407-408-
409, it is imperative that the high-order position always 
be left available for this purpose. Or, in other words, 
never accumulate directly from the card or carry into 
the high-order position of a counter group when sub­
tracting in the counter. At the completion of a card­
feed cycle, the high-order counter wheel always stands 
at 9 or 0; a 9 if the amount is negative, or a 0 if the 
amount is positive. 

Our counter is now standing at 9888 or 0111 nega­
tive. If the next card to be accumulated is a positive or 
an add card and the amount is greater than 0111, the 
counter will then turn positive again and a 0 should 
appear in the high-order position. Assume the next card 
is positive and the amount is 0245: 

Manual Machine 
Computation Computation 

+0245 9888 Amount in Wheels 
-0111 +0245 + Amount in Card 
+0134 9023 

"0" Indicates 111 i Carry 
Positive Amount ----l .. ~ 0134 Total 

While running a report and accumulating in a counter, 
it is quite possible to have the counter turn negative and 
positive back and forth many times before a total is 
printed. 

Conversion - 402-403 

When subtracting, we found that a counter. may turn 
negative, such as the 9888 we had previously. If the 
machine at this particular time had sensed a control 
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CONVERSION 

change and signaled for this counter to print a total, 
the total printed would 'have been 9888. The operator 
might believe this to be a positive total of $9S.SS, which 
is not so. Actually, the total is $1.11 negative or credit. 
So,a conversion of the complement to a true negative 
figure should take place prior to printing the total. 

To have conversion take place, we must wire the 
control panel as shown in Figure 262. Assume we are 
using counter group 4A. 

The fact that we have the negative-balance-test exit 
hub wired to the negative-balance control hub allows 
the machine to test the high-order position of the 
counter group. If there is a 9 present, the machine 
knows that the amount is negativl and should be con­
verted before printing takes ·p¥ce. The total cycle is 
then held up, and the machine takes a conversion cycle. 
During a conversion cycle, the machine adds 1, 3, 5, 7, 
or 9 to the amount already standing in the wheels. All 
carry operations are suspended during a conversion 
cycle. Let us see how we convert 9SSS to 0111 before 
printing: 

9888 
1333 Added during conversion cycle 
0111 

The 1333 added came from internal circuits estab­
lished when the machine decided conversion was nec­
essary for this counter. The high-order position of a 

2~ 2~ 6 ~ 6 ~ 4 
Ab Bb Ab B! A 

FIGURE 263. 
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FIGlfRE 264. PA TH OF CARRY FROM ONE COUNTER 

TO ANOTHER 

counter 'group is tested for the presence of a 9 only 
when the counter is impulsed to total. 

If counter group 4A is wired to total-print on an 
intermediate total cycle, the counter will not be tested 
when a minor control change is sensed (Figure 263). 
However, it will be tested before the intermediate total 
cycle if an intermediate or major control change is 
sensed. 

COUNTER COUPLING 

How do we wire the 402-403 control panel if two 
counter groups are coupled together to form a larger 
counter group? Assume we are coupling counter groups 
SA and 8B together to form one 16-position counter 
group (Figure 264). 

First of all we must consider carrying from one group 
to the other. We must wire the CI hub of counter group 
SB to the C hub of counter group SA. This will. enable 
us to carry from the eighth-position counter wheel into 
the ninth-position counter wheel. If the 16th-position 
counter wheel advances from 9 to 0, we must also be 
able to carry back into the units-position wheel in 
counter group SB. This is accomplished by wiring the 
CI of counter SA to the C of counter SB (Figure 265). 

What control-panel wiring is necessary to convert 
counters 8A and SB? With the two counter groups 
coupled together, the high-order position of counter SB 
has now lost its identity. The high-order position of the 
two combmed counter groups is the high-order position 
of counter SA. Now this is the position the machine 
must test for a 9 indicating a negctive amount. There­
fore, the negative balance test exit for counter group 
SA must be wired to SA NEGATIVE BALANCE CONTROL 

(Figure 266). We must also wire the negative balance 
control hub of counter SA to the negative balance con­
trol hub of counter SB, otherwise only SA is converted. 

We have already found that when' conversion takes 
place, a true figure is printed such at $1.11 instead of 
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$98.88. However, we need some way to identify the 
$1.11 as a credit amount. To do this, wire the CR SYM­

BOL EXIT hub of the counter being used to some even­
numbered numerical typebar (Figure 267). Only the 
even-numbered typebars in the 402-403 are equipped 
with CR symbols. 

If two counter groups are coupled together, such as 
8A and 8B, the credit-symbol exit hub of either counter 
can be wired to the typebar. The total then would ap­
pear on the report as $1.11 CR. 

Subtraction in the IBM 407-408-409 
Accounting Machines 

The following functions and wiring are the same for 
both the 407-408-409 and the 402-403: 

1. Counter MINUS ENTRY, CARD CYCLES and pilot se­
lectors are wired the same way for both machines 
when subtracting. 

2. High-order positions of counters that contain nega­
tive amounts must not contain significant digits. 

When a 407-408-409 counter is wired to subtract, 
the following events occur in the machine circuitry: 

1. The data moves directly from MINUS ENTRY to the 
print magnet exactly the same way it did when add­
ing in the counter (see Figure 240). 

2. The counter wheel begins to revolve automatically 
from the hot 9 impulse. 

3. The echo impulse returns to the counter stop mag­
net and stops the counter wheel. 

4. The 9's complement of the number, not the true 
number, is in the counter. The 9's complement of a 

NEGATIVE BALANCE TEST EXIT 'I -----
000000 :000;00:0 0 00 

!1 :1 !1 :1 ;rtf~E .A'A~r~iYf;r' ~1 ~1 ~I ~I 
Ctr 8A Ctr 88 

FIGURE 266. WIRING FOR NEGATIVE BALANCE 

CONTROL - COUNTER COUPLING 

Even-Numbered 
Type Bar 

-25------ NUMERICAL PRINT ENTRY -------40----"44 I 
000000000000000 00 0ili 

---------- C 
000 000 0: 0 0 o-·~ 

FIGURE 267. PRINTING CREDIT SYMBOL, IBM 402-403 

number is the quantity that must be added to that 
number to equal 9. The 9's complement of 3 is 6; 
the 9's complement of 9 is 0; the 9's complement 
of 25 is 74. 

Now, the hot 9 impulse reaches the counter auto­
matically and directly when the minus entry hubs are 
impulsed (see Figure 252), just as it was when we read 
out and reset the counter for a positive number. How­
ever, the internal total emitter that was transferred in 
Figure 252 is not transferred during subtraction. The 
echo impulse returns to the counter stop magnet ex­
actly as illustrated in Figure 253. 

Figure 268 illustrates the movement of the counter 
wheels when a number is subtracted in a 407-408-409 
counter. 

Assume that a three-position counter has no data in 
it; that is, all positions are standing at 9. The counter 
wheels begin turning from the internal hot 9 impulse. 
The number subtracted is 062. The echo impulse stops 
the three counter wheels at 826. 

During carry time, a one is added in the tens and 
hundreds positions because the units and tens counter 
wheels, respectively, each turned from 9 to O. The hun­
dreds counter wheel also turned from 9 to 0, and the 
one is carried to the units position by the external CI­

to-c wire. 

Number Subtracted 
062 

Echo Impulse Cycle Time 

9 
8 
7 
6 
5 
4 
3 
2 
1 
o 

Carry Time and External 
C1 to C Wire 

9 
0 
1 
2 
3 
4 
5 
6 

® 
8 
9 

9 
0 
1 

® 

2 
3 

9 
0 
1 
2 
3 
4 
5 

® 

6 
7 

Counter Wheels begin 
Moving from "Hot 9" 

9's Complement of 062 

FIGURE 268. MOVEMENT OF IBM 407-408-409 
COUNTER WHEELS - SUBTRACTION 

113 



The 9's complement of the number subtracted is 
standing in the counter wheels. The 9 in the high-order 
or hundreds position of the counter indicates that this 
is a negative quantity. 

Read Out and Reset - Negative Number 

When a counter in the 407-408-409 is impulsed to read 
out and reset a negative number, the following events 
occur in the machine circuitry: 

Note: The 9's complement of the number must be in 
the counter because the quantity is negative. 

1. The internal total emitter is transferred, as it was 
when we read out and reset a positive number. 

2. The quantity in the counter passes through another 
element before it reaches the counter exit and print 
magnet. This element. inverts the number from the 
9's complement to the true number. The echo im­
pulse rea~hes the counter start'magnet through the 
transferred echo and counter plus relays. This true 
number that has been read back from the print 
magnets adds to the 9's complement of the number 
still in the counter. 

3. The counter is reset to 9's. 

Let's read out and print the quantity 063- and reset 
the counter. The 9's complement of the number (936) 
is read out of the counter. The number enters the in­
version element (Figure 269) as 936 but exits from 

9ro 80 
70 

Counter Emitter 
00 

Inversion Element 

Counter Magnet 

the .read out and reset relay to the counter exit and the 
print wheels as 063. In other words, the number is in­
verted from the 9's complement to the true number by 
this inversion element. The true number is printed; the 
9's complement Femains in the counter. 

On the second half of the cycle, the echo impulse re­
turns from the print wheels to the counter start magnet 
through the transferred relay points shown in Figure 
270. 

Now, the counter contains the quantity 936 (Figure 
271), and the quantity 063 is read back from the print 
wheels. 

The high-order position does not move because it 
contains a 9, and the 9 is the first cycle point time that 
is recorded. The tens position revolves until cycle point 
time 3; the units position revolves until cycle point· 
time 6. 

The counter has been reset to 9's in all three posi­
tions. 

Testing for Negative Number 

A negative number in the counter, as you have seen, 
has a 9 in the high-order position. A positive number 
can also have a 9 in the high-order position. But the 
machine recognizes the difference in these ways: 

1. During subtracting, the high-order counter position 
must always be left blank; it must never contain a 
significant digit. 

Counter Controlled 

Printwheel 

FIGURE 269. INVERTING THE 9's COMPLEMENT - FIRST HALF OF READ-OUT-AND-RESET CYCLE 
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Counter Emitter ~B1l. 70 U Counter Controlled 

COU'nter Entry 
00 9 

~ Read Out Relay 

Printwheel 

Counter Magnet 

FIGURE 270. RESETTING THE COUNTER - SECOND HALF OF READ-OUT-AND-RESET CYCLE 

2. NEGATIVE BALANCE CONTROL on the control panel 
must be wired from NEGATIVE BALANCE ON. This 
wire: 

a. insures that negative balances are printed as true 
numbers, not as 9's complements, by controlling 
the inversion relay. 
b. insures that a zero balance prints as zeros, not 
as 9's. 

Identifying negative balances is accomplished by the 
SYMBOL SWITCH and the symbol exit hubs (Figure 272). 
The minus side of the switch is inoperative. 

If the R side of the switch is wired, the C and R hubs 
emit: 

1. when the minus hub of this counter is impulsed, or 

2. when this counter receives an impulse to read out 
and reset a negative amount. 

If the R side of the switch is not wired: 
1. The C hubs operate the same way. 

2. The R hubs operate the same way but they emit a 
minus (-) character. 

C and R hubs must be wired to individual printwheels. 
They must not be wired to COUNTER CONTROLLED 

PRINT because that print entry wili not accept 11 or 12 
impulses. (A C consists of 12-3 impulses; an R consists 
of 11-9 impulses.) Figure 273 illustrates the wiring re­
quired to instruct the. 407-408-409 to add, subtract, 
total, and print from the counter 60. 

Figure 274 -Section A shows wiring to couple two 
counters for adding only. In Section B, counters 3C 
and 8C add and subtract. 

Read Out and Reset - Negative Number 

Cycle Point Time - 9 cv 3 6 
In Counter 9's 
Complement of -063 
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Wheel Remains At 
"9" 

Wheel Stopped At 
"6" Time 

Wheel Stopped At 
"3" Time 

Counter Reset 

FIGURE 271. COUNTER MOVEMENT - READ OUT AND 

RESET , NEGATIVE NUMBER 

*-----S-SYMBOl--EXIT-----.5 
o 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

c 
o 0 0 0 0 0 0 0 0 0 0 0 0 0 0 
R OR-
o 0 0 0 0 000 0 0 0 0 000 

SY.MBOlj o 0 

R -
o 0 

FIGURE 272. SYMBOL CONTROL HUBS AND SWITCH 
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Review Questions 

1. Why is it necessary to add the 9's complement of 
a figure when subtracting? 

2. What relays must be picked up to add into a 
counter group in the 403? in the 407? 

3. What relays must be picked up to subtract into a 
counter group in the 403? in the 407? 

4. When subtracting in a counter, what starts the 
adding wheel in .motion in the 403? in the 407? 

5. When subtracting in a counter, what stops the 
movement of the adding wheel in the 403? in the 
407? 

6. What initiates a carry operation? 

7. What control-panel wiring is necessary to carry 
from the high-order position to the units position 

. of a counter group? 

8. Why is it necessary to use a selector when sub­
tracting? 

9. Explain briefly what is meant by conversion. 
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10. What control-panel wiring is necessary to have a 
counter convert? 

11. Does the machine go through a conversion cycle 
before or after the total cycle? ~hy? 

12. What counter position is tested for the presence of 
a 9 when wired for conversion? 

13. What control-panel wiring is necessary to couple 
two counter groups together? 

14. What control-panel wiring is necessary to print a 
CR symbol in the 403? in the 407? 

15. Can a CR symbol be printed from any typebar in 
a 403? any typewheel in a 407? 

16. What is the inversion relay? 

17. Describe the function of the inversion relay in 
adding in the 407. Subtracting. 

18. Describe the function of the inversion relay when 
reading out and resetting a positive amount in the 
407 counter. When reading out and resetting a 
negative amount. 



You are familiar with the term programming as applied 
in everyday activities. For example, the program for a 
play, or perhaps for the planned activities of a holiday 
celebration, are often printed in program form. In this 
sense a program is a schedule (or sequence) of activi­
ties, listed in the order in which they are to happen 
(Figure 275). 

We have basically the same type of programs in IBM 

machines, with the exception that these programs are 
wired, rather than printed. Programming in a machine 
is a sequence of activities or, to use machine terms, 
operations. The operations to be performed, and th~ir 
sequence, are determined by control-panel wiring. Ac­
tually, a series of machine cycles is set aside for this 
purpose. These machine cycles are generally called 
program cycles or program steps. In some machines 
they are also referred to as total cycles. 

These program steps can be thought of as a series of 
cycles that begins after a card-read operation, but not 
necessarily after every card-read operation. After the 
program steps have been completed, another card-read 
operation occurs. In other words, the program steps 
occur between card-read operations and not during a 
card-read operation. 

The number of program steps to be taken is in some 
cases determined by the type of machine used. In other 
instances it is determined by control-panel wiring to 
give no more, than the number required to perform the 
operations wanted. Each machine has a maximum 
number of steps. 

Some machines do not have a program unit, and, as 
a result, do not have program steps available. 

The program steps that we have spoken of are asso­
ciated with a series of hubs on the control panel (Fig­
ure 276). These impulses can then be used to control 

FIELD DAY 

SATURDAY MORNING 

8: 00 Three-Legged Race 
8: 30 Potato Race 
9:00 Softball Game 

Champions vs. All Stars 
11:00 Tug-a-War 
11:30 Picnic 

FIGURE 275. PROGRAM 

Programming 

other machine features in performing specific opera­
tions. For instance, on any given program step, a stor­
age unit can be instructed to read in or read out, a 
counter can be instructed to add, subtract, read out, or 
reset, or perhaps to read out and reset on the same 
cycle. 

Programming in Calculators 

The program steps just described are also used in a 
calculate operation. In many machines, programming 
cannot be separated from calculating because program 
steps only are used for calculations. This is true of the 
IBM 602 Calculating Punch and the IBM 604 Electronic 
Calculating Punch. 

Before we go any further, let's see what is meant by 
calculating. Actually, calculating is familiar to all of us. 
Each of us comes into daily contact with some form of 
calculating. We may be only adding and subtracting to 
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check our bank balance, but this is calculating. We may 
also do some multiplying or dividing to see whether our 
pay envelope or check is correct or not. Whatever the 
situation, any time that we use any of the four opera­
tions we learned long ago - adding, subtracting, multi­
plying, or dividing - we are calculating. 

We ma,ke' calculations because we want to solve a 
problem or answer a question. To solve a problem, the 
calculations an! usually done in a definite order. One 
step in the calculation logically follows the one before 
it. The actual order of these steps is determined by the 
problem. 

As stated previously, many of our machines have a 
program unit that provides us with a series of steps, or 
cycles, occurring in sequence. We can use these program 
steps to control counters and storage units to operate 
the machines in the order needed to solve our problems. 

To explain best how programming is used, and also 
how calculations are performed and controlled by con­
trol-panel wiring, let's work a problem. It should be 
stated that the operations which can be performed dur­
ing a program step depend upon the type of machine 
used. Some machines can only add and subtract. Others 
can also multiply and divide. For our first example let's 
solve a problem that requires a multiplication that the 
602 and 604 calculating punches cali do. We first use 
this problem to explain programming and wiring on the 
602 and then on the 604. 

IBM 602 Calculating Punch 

Before the problem is stated, you should know how the 
program unit on the 602 operates. Although all pro­
gramming involves a series of program steps, the de­
tails of each machine differ slightly. 

The program unit on the 602 Calculating Punch does 
not require an instruction to start working. Immediately 
following a read cycle, the program cycles begin. Pro­
gram step one, or exit-one hub, emits a cycles impulse 
on the cycle following the read cycle; then the program­
exit-two hubs emit on the next cycle. This advancement 

~I-f READ CYCLES 
o 0 0 0 0 000 

SKIP_PROGRAM __ ..-tr:1 
o 0 0 0 0 000 

-COUPLE I 0 0 0 0 0 0 0 0 0 0 0 0---0---0 

~ -EXITS EXITS- X2 I 0 0 0 0 0 0 0 0 0---0---0 
I 1 2 3 8 9 10 11 12 XS I 0 0 0 0 0 0 0 0 0---0---0 

I TENTHS I 0 0 0 0 0 0 0 0 0 0 0 0 0---0---0 
~ I, SKIP OUT 
~ 0 0 0 0 0 0 0 0 0 0 0 0 0---0---0 

FIGURE 277. PROGRAM EXIT 4 WIRED TO READ 
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continues through the twelve program steps available 
unless you stop it. 

You can stop the advance from one program step to 
another by instructing the machine to read another 
card. To do this you wire from the last program step 
used to the hubs labeled READ. For example, if you 
need only four program steps in your calculating pro­
gram, you wire from PROGRAM EXIT FOUR to READ (Fig­
ure 277). This causes the program to stop, and the next 
cycle is a read cycle 

One of the read hubs must be wired to get another 
read cycle. Programming advances to program step 12 
and then goes back to program step 1, and continues to 
repeat programming if none of the program steps is 
wired to READ. 

Now let's take a look at the problem we are going to 
solve using this machine. Assume you are an hourly 
employee. Your pay can be determined by knowing 
two facts: how many hours you worked, and your 
hourly pay rate for these hours. We also assume that 
none of these hours is overtime. They are all computed 
at the same hourly rate. 

The first step is to calculate the total number of 
nours worked in the week by adding the hours worked 
each day. This weekly total is then multiplied by your 
hourly rate to get the amount of your total, or gross, 
pay. If this were a difficult problem, you might want 
to work out the problem by hand to determine exactly 
what the machine must do, step by step. This would 
help you to wire the control panel. A planning chart 
for the 602 is provided for a step-by-step breakdown 
of a problem to make the control-panel wiring easier. 
Again, if the problem were a difficult one, we would 
plan the entire problem and then wire the control panel. 
However, for purposes of explanation to closely tie the 
wiring into the planning chart, let's wire each step on 
the control panel as we develop it on the planning 
chart. 

We know that there are several factors involved in 
this problem; to work better with these factors, letters 
can be assigned to each. 

Hours worked Monday A 
Hours worked Tuesday B 
Hours worked Wednesday C 
Hours worked Thursday 0 
Hours worked Friday E 
Hourly Rate R 
Gross Pay P 

The problem can now be stated as the formula (A + 
B + C + D + E)R = P .. H you were going to work this 
problem by hand, you would first put down, or record, 
all of the known factors in the formula. Assuming 
some arbitrary values, and substituting in the formula, 
we have (8 + 6 + 8 + 8 + 5) 1.25 = P. The next thing 
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you do is add 8 to 6, then 8 to 14, 8 to 22, and 5 to 30 
to obtain the total of 35 hours worked. At this point, 
you have (35) 1.25 = P. You then multiply 35 by 1.25, 
or perhaps you multiply 1.25 by 35. In either case, of 
course, the result is the same. If you multiply 35 by 
1.25, then 1.25 is the multiplier, and the amount multi­
plied (in this case 35) is the multiplicand. The result, 
or product is 43.75 gross pay. 

The machine approach to this problem is similar to 
this manual method. One basic difference, however, is 
that when using manual methods you are able to use at 
will either quantity as multiplier or multiplicand, de­
pending upon which is smaller, whereas the machine 
must always use the same multiplier. In other words, 
the machine either multiplies by the rate in each case 
or by the total hours worked in each case. It does not 
change from problem to problem. For our wiring solu­
tion, we wire with the rate (R) as the m'ultiplier. 

Now to get back to the similarities between the ma­
chine and manual method. The first thing we did in the 
manual method was to record all of the known factors 
in the formula. In the machine method also, the first 
thing to do is to record those. known factors. In the 
machine they are recorded in counters or storage units. 
This is done on a read cycle when these factors can be 
read from the card. Figure 278 shows the planning for 
this and also the control-panel wiring to cause it. Notice 
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that factors A and B are put into counters 1 and 2 
respectively, and factors C, D, and E into storage units 
2L, 2R, and 3L. The rate goes into storage unit 1 R. 
Remember, we said the rate is always to be the multi­
plier. It is necessary to choose one or the other because 
storage unit 1 R must always contain the multiplier in 
a problem involving multiplication. Because the rate 
comes directly from the card and can be placed in the 
multiplier storage at the time it is read, this is probably 
the simplest solution. 

On the read cycle, when we want to enter these fac­
tors from the card, it is necessary to instruct counters 
1 and '2 to add, and storage units 1, 2, and 3 to read in. 
You can see that the controls for counters 1 and 2, and 
storage units 1, 2, and 3 are wired from a READ CYCLES 

hub to do this. The wiring on the right shows the wiring 
to ENTRY of the units so the information in the card is 
available to the various units. This is referred to as 
position wiring, as opposed to control l1'iring. 

The next thing we did manually was to add the hours 
worked daily to obtain the total hours worked for the 
week. Therefore, the next thing we do in the machine 
is to begin accumulating to obtain the total hours 
worked for the week. 

Because counters can be operated separately, two 
counters can be instructed to accumulate on the same 
program step. For example, both counters 1 and 2, 



which already contain A and B, respectively, can be 
instructed to add. If storage unit 2 is instructed to read 
out, counter 1 can add C to A, and counter 2 can add 
D to B. The planning and control-panel wiring to do 
this are shown in Figure 279. At the end of program 
step 1, counter I contains the sum of A + C, and 
counter 2 contains the sum of B + D. By similar wiring, 
on program step 2 we add E in counter 2, so that at the 
end of the cycle counter 2 contains the sum B + D + E. 

On program step 3 we cause counter 2 to read out 
and reset, and counter I, to add. As a result, counter 1 
contains A + B + C + D + E, which is our multipli­
cand. The planning and control-panel wiring for both 
steps 2 and 3 are shown in Figure 280. 

The multiplier is in storage unit 1 where it was stored 
on the read cycle. and the multiplicand is in counter 1 
as a result of the calculations up to this point. The mul­
tiplication step is next. When we multiply manually, we 
start by multiplying the multiplicand by the units posi­
tion of the multiplier and writing that product down. 
We then multiply by the tens position of the multiplier 
and write that down under the tens. We continue in this 
way until we use all of the positions of the multiplier. 
We then add all of the' individual products to get the 
final answer, which in this case is the gross pay: 

~ STORAGE UNIT COUNTER 
811; OPERATION OIVl-MUlT DIVIDEND 
r:;; 2 3 4 5 

ADD I AOD~ ~~I 2 ¥ I.('~D) I I 
, 

1_+_~+~ , ;1 ,! ' : " , 

ADO am, jl~oqUT' ;-~ tit 3 (8~OU) ~ + M1 iriS~TTt 
(A': C) I i~: 1'1 

, 
~ 

Total Hours 
Rate 

Gross Pay 

35 
XI.25 

I 75 
700 

3500 
43.75 

The following, then, are requirements of multiplica­
tion: 

1. The multiplier must be so stored that the machine 
can analyze each position and use it individually. 

2. The multiplicand must be stored, or remembered, 
to be used many times, because it is used each time 
we multiply by a different digit. 

3. A means must be provided to accumulate the indi­
vidual products to get the total or final product. 

We said earlier that the multiplier goes into storage 
unit 1. This is necessary to satisfy requirement 1 of 
multiplication. Internal circuitry for storage unit 1 tests 
each position individually for a multiplier factor when 
the multiply hub on the control panel is impulsed. 

Requirement 2 is satisfied by having the multiplicand 
in counter 1 where it can be read out as often as 
needed. The multiplicand can be in a counter or a 
storage unit but must be wired to read out on the same 
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FIGURE 281. WIRING FOR MULTIPLICATION, IBM 602 

program step in which the multiply hubs are impulsed. 

The last requirement is satisfied by a counter. Any 
counter group of large enough capacity to contain the 
product can be used. The maximum size of a product 
is determined by the sum of the number of digits in the 
multiplier and the multiplicand. The counter selected 
(counter 6, in this case) is wired to add on the same 
program step from which the multiply hubs are wired. 

Figure 281 shows the planning chart and control­
panel wiring for program step 4, which is the program 
step on which multiplication occurs. The impulses going 
to COUNTER 6 ENTRY from COUNTER 1 EXIT are the 
impulses, corresponding to the p,roduct of the multiplier 
and .multiplicand, which are developed internally. 

Logically, multiplication of this type cannot be com­
pleted in one cycle. Internal circuits are set up in the 
machine to repeat the multiply program step (step 4; 
in this problem) until multiplication is complete. The 
machine recognizes this when it reaches the last digit 
of the multiplier. Programming then advances to the 
next step, or reads another card, depending upon ·the 
control-panel wiring. 

Figure 282 shows the planning chart and control­
panel diagram for the problem we have just worked out 
to illustrate programming and calculating in the 602. 
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IBM 604 Electronic Calculating Punch 

The 60::t- actually consists of two machines - the elec­
tronic calculator (604) and a punch (521). In addition 
to punching, the feed unit in the 521 also reads the 
card and enters information into the 604. The 521 
operates at the rate of 100 cycles per "minute. The 521 
feeds and punches cards continuously under normal 
operating conditions. The 604 is an electronic machine, 
and all calculations are performed at a high speed, com­
pared with the 521. As a matter of fact, the 604 must 
perform all of its calculations between the time the 
factors are read in the 521 at the read station and the 
time the card is at the punch station ready to be 
punched. This amounts to the time between the reading 
of a 9 (cards feed 12-edge first) and the time a 12 is 
read on the next cycle. This is considerably less than a 
521 cycle. The 604 operates on a cycles basis also, but 
they are much faster electronic cycles. Actually, during 
the interval of time allowed for calculating, there is 
time for two hundred and thirty-one electronic cycles. 

The program cycles are automatically started again 
following the reading of a card in the 521. The stand­
ard machine has 20 program steps, but it can have 40, 
or 60, program steps if desired. The program steps, as 
in the 602, progress from program step 1 thro~gh the 
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STORAGE READ IN, IBM 604 CALCULATING PUNCH 

last step provided in the machine - 20 in a standard 
machine. There is no way to stop programming in this 
machine except to finish the last program. However, in 
most cases, there is ample time to complete program­
ming before the next card is read or the results are 
punched. 

Now let's use the 604 to work the same problem we 
did with the 602. We must first read and store all of the 
factors concerning the problem, just as we did in the 
602 and the manual method. This is done on a card 
cycle when the card is being read at first reading in the 
521. Figure 283 shows that A is entered into FACTOR 

FIGURE 284. PLANNING CHART - STEPS 1-5 
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FIGURE 285. SAME PLANNING CHART WITH STEPS 6-7 

STORAGE UNIT 1 (FS 1), B into FACTOR STORAGE 2 

(Fs2), C into Fs3, D into Fs4; E is put into GENERAL 

STORAGE UNIT 1 (GS 1) because we have only four 
factor-storage units. The rate is entered into the MUL T 

QUOT ENTRY (Multiplier-quotient, or MQ, unit). The 
rate must go into this unit because it is to be the multi­
plier. All of the factors have now been entered into the 
604, and the calculations can begin. 

The planning chart and control wiring for the 602 

were built together step by step. However, in the 604 

we plan it first and then wire the control panel. 
As the planning chart (Figure 284) indicates, there 

are four factor storage units and four general storage 
units. There is, however, only one MQ unit and one 
counter. As a result, the multiplicand is developed by 
adding one factor at a time into the counter in a man­
ner similar to the way we did it manually. Therefore, 
five program steps are required to accumulate the 
multi'plicand, or weekly total. 

Before going further, let's review the three require­
ments for multiplication, and how the 604 satisfies 
them: 
1. Store the multiplier so the machine can analyze and 

use each position individually. 
2. Store the multiplicand so it can be used as many 

times as needed. 
3. Accumulate the product. 

The first requirement is satisfied on the read cycle 
when the rate, or multiplier, is placed in the MQ unit. 
This unit is similar to 602 storage unit 1. It has the 
built-in ability to analyze the multiplier when the ma­
chine is instructed to multiply. 

The second requirement for multiplication could be 
satisfied by having the weekly total in a counter or 
storage unit. However, as we indicated earlier, there is 
only one counter. We know this is needed for the third 
requirement also. Therefore, to satisfy both the second 
and third requirements, the multiplicand is placed in a 

storage unit so the counter can be used to develop the 
product. 

We can now see by our planning chart that we are 
not yet ready for a multiplication operation because our 
multiplicand is in the counter. We therefore must take 
the sixth program step to transfer this information to a 
storage unit. 

The requirements all satisfied, the seventh program 
step is a multiplication operation. The completed plan­
ning chart is shown in Figure 285. 

The control-panel wiring necessary on the 604 to do 
this problem is shown in Figure 286. On the first five 
program steps, the counter is impulsed to READ IN; the 
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storage units are wired to READ OUT on the program 
step indicated by the planning chart. 

It should be apparent at this point from Figure 286 
that there is no position wiring on the 604 as on the 
602. All units in the 604 are wired together internally. 
Information read out of any unit can be accepted by 
any others impulsed to read in. Of course, if a unit has 
not been impulsed to read in, information has no effect 
on a unit. 

Wiring the counter to READ OUT and RESET on pro­
gram step 6 empties the counter so the product can be 
accumulated during the multiply operation. 

Then, on step 7, it is necessary to instruct the ma­
chine to multiply. However, there are two multiply 
hubs: MULTIPLY+ and MULTIPLY-. The plus and 
minus refer to how the product goes into the counter. 
Because we want a positive rather than a negative num­
ber in the counter, we need to multiply +. Now go 
back tp the planning chart (Figure 286) and notice 
that we indicate a multiply plus operation. There is no 
need for extra counter-control wiring, because there is 
only one counter; it is impulsed internally as a result of 
the mUltiply + impUlse. It is necessary, then, only to 
impulse the storage unit containing the multiplicand to 
READ OUT. 

As you know, progra.mming continues to advance 
through all steps on the machine, regardless of whether 
they are wired to control anything or not. However, it 
should again be pointed out th'.lt multiplication of this 
type cannot be completed in one cycle. The number of 
cycles required depends upon the multiplier, just as it 
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did in the 602. Again, as in the 602, the 604 program­
ming remains in program step 7 and takes as many 
cycles as nece~sary to complete multiplication before it 
advances. 

The program steps following step 7 can be wired to 
perform any other calculations necessary. The results 
are normally punched in the card from which the fac­
tors were read. 

Programming in Accounting 
Machines 

The program units discussed up to this point are nor­
mally used for some type of calculation, and their pro­
gression is automatically started as a result of a card­
read operation. We do have program units, however, 
about which neither of these two statements is true. 
These are the program units on the accounting ma­
chines. There are some differences between the program 
units used on the 402-403 and those used on the 407-
408-409, but they are the same in principle and appli­
cation. Therefore, only programming on the 407-408-
409 is discussed. 

IBM 407·408·409 Accounting Machines 

All of the general statements about programming made 
in the beginning of this section apply to the 407-408-
409 program unit. However, this unit is not normally 
used to program calculations involving multiplication or 
division. A simple multiplication operation can be done, 
but there is no multiply hub to achieve it automatically. 
The usual type of calculation done on this machine is 
addition and subtraction, for example: A + B - C = T. 

This is similar to the calculation of the weekly total 
of man hours worked in the problem we did on the 
602 and 604. This type of calculation is generally re­
ferred to as cross/ooting. 

The normal use for the 407-408-409 program unit 
is printing various types of totals accumulated (Figure 
287). For example, when accumulating sales amounts, 
we may want to print a total of the sales made by each 
salesman. We may also want to print the total of each 
local office. If we want to carry this a little further, we 
can get a total sales amount for each state. As the cards 
pass through the machine, certain information, such as 
product and sales amount, can be printed from each 
card. This happens at the same time that the counters 
are accumulating the amounts from the amount field. 
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FIGURE 288. COMPARING FOR PROGRAM CONTROL, IBM 407-408-409 

The total sales for each salesman are printed as soon 
as all of his transactions have been accumulated. Simi­
larly, the total sales for each office and each state are 
printed as soon as all of the transactions for a given 
office or state have been accumulated. The totals by 
salesman are printed on program step 1, the totals by 
office on program step 2, and the totals by state on 
program step 3. 

The office total includes the sales made by all sales­
men in the office; in other words, it is the sum of all of 
the individual salesman totals. The state totals would 
be the sum of the totals from all of the offices in the 
state. The salesman totals would be minor in relation 
to the office totals. The relationship is usually true of 
any totals printed on program step 1 related to those 
printed on program step 2. As a result, program step 1 
is referred to as a minor total cycle, and the total 
printed on that cycle, in this case salesman total, as a 
minor total. 

If there were only two program steps, then program 
step two could logically be called the major total cycle. 
However, this type of program unit has three program 
steps, the third step being the most major. For exam­
ple, the total sales by state would be the major total. 
The total printed on program step 2 being neither minor 
nor major but somewhere in between, is referred to as 
an intermediate total, in this case total by office. The 
second program step is referred to as intermediate, even 
when only two classes of totals are used. 

It is logical then that we do not want all three pro­
gram steps to occur every time programming is started, 
and also that we do not want programming to occur 
every time a card is read. 

Actually, we want programming to begin as a result 
of a change in salesman, office, or state. This means 
that we must be able to recognize a change in group. 
This is done by means of the comparing unit, which 
was described in the section on Comparing. 

Another requirement is that we take one, two, or 
three program steps, depending upon the type of con­
trol change - salesman, office, or state - or more gen­
erally stated, depending upon whether we have a minor, 
intermediate, or major control change. This is general 
enough to be used in any situation and is the termi­
nology usually used. In the 602 the number of program 
steps taken can be determined by wiring the last pro­
gram step needed to the read hubs. However, in the 
602 the same number of program steps are used for 
each card. In the 407-408-409 we want to vary the 
number of program steps taken, depending upon the 
type of change in group. We use the impulses from 
the comparing unit to start programming. The number 
of program steps taken is dependent upon how the pro­
gramming is started. Three different entries, labeled MI, 

INT, and MA, start programming. If MINOR START is im­
pulsed, programming stops automatically after program 
step 1. Programming stops after program step two if 
INTERMEDIATE START is impulsed, and after the third 
program step if MAJOR START is impulsed. This wiring 
is illustrated in Figure 288. 

Because we have already studied accumulation, we 
are not concerned at this point with how counters are 
wired to add and subtract. Now let's take a look at the 
wiring needed to cause totals to print, according to the 
pattern we have established. ' 

Assume the total for salesmen is being accumulated 
in counter 4B, for office in counter 6B, and for state in 
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FIGURE 289. NORMAL PROGRAMS, IBM 407-408-409 

counter 8B. It becomes a simple matter, then, to wire 
these counters to read out and reset on their respective 
program steps, and to wire the COUNTER EXITS to PRINT 

ENTRY. This is done as shown in Figure 289 to give the 
type of report shown in Figure 287. 
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The diagram in Figure 289 indicates more than three 
program steps. However, only the first three are normal 
program levels in this machine. The remaining steps 
can be obtained by special programming. This feature 
is explained in the IBM 407 Reference Manual. 

Review Questions 

1. In general terms, what is programming? 8. Can the number of program steps taken by the 

2. What is meant by calculating? 
604 be determined by control-panel wiring? If yes, 
what do you wire to control it? 

.3. What causes programming to begin on the 602? 9. How do you instruct the 604 to multiply? Is muI:-

4. Can the number of program steps taken by the tiplication completed in one cycle? 

602 be determined by control-panel wiring? If yes, 10. What is the 407 programming unit normally used 
what do you wire to control it? for? 

5. On the 602 the multiplier must always be placed 11. What causes programming to begin on the 407? 

in what unit? 12. Can the number of program steps taken by the 

6. How do you instruct the 602 to multiply? Is mul-
407 be determined by control-panel wiring? If yes, 
what do you wire to control it? 

tiplication completed in one cycle? 
13. The program steps in the 407 have special names; 

7. What causes programming to begin on the 604? what are they? 
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Zero printing in punched-card machines is controlled 
in one of two ways: 
1. Externally by the operator, as in the IBM 402-403 

Accounting Machine 
2. Internally by control-panel wiring, as in the IBM 

548, 552, and 557 Interpreters and 407-408-409 
Accounting Machines 

In this manual, we are concerned with machines that 
have internally controlled zero-print control. 

To illustrate the zero-print control devices that are a 
part of the accounting machines and the interpreters, 
let's take two fields punched in a payroll card. The first 
field is the amount of the net pay that an employee 
receives during each pay period. The amount is $76.04. 

The largest check ever written by this company 
amounts to $1351.21. So, in the field punched in the 
card, we must make allowances for a six-digit number. 

The second field is the date (April 3, 1959) on 
which the pay check is issued. Now, if we punch the 
full alphabetic date in the card, we need nine columns 
for the longest month, two columns for the day, and 
four columns for the year - a total of 14 colurrms. If 
we punch the date numerically, we can use two col­
umns for the month, two for the day, and two for the 
year - a total of 6 columns. 

Both fields must have all positions punched in the 
card. If there is no significant digit for a position, that 
position must be punched with a zero. [A significant 
digit is any digit (0-9) that contributes to the real value 
of a number.] So, the field containing the amount for 
the first pay· check must be punched 007604 and the 
field for that date, 040359. (If the largest check paid 
by the company were being paid on December 24, 
1959, the payroll card would be punched 135121 and 
122459.) 

When the data is interpreted, only zeros to the right 
of significant digits are printed, zeros to the left of sig­
nificant digits are suppressed: 

Field 1 
Field 2 

As Punched 

007004 
040359 

As Interpreted 

7004 
40359 

Zero-Print Control 

This is often done when a large amount of data is being 
interpreted, to prevent confusing adjacent printed fields. 

The top card in Figure 290 shows the amount and 
date fields interpreted exactly as punched. The lower 
card shows the fields interpreted with significant zeros 
suppressed. As you can see, the lower card is much 
easier to read. 

Figure 291 A represents the payroll register discussed 
earlier. Notice that, if we do not wire zero-print control 
in the 407-408-409 Accounting Machine, none of the 
zeros is printed in any of the amount fields. 

Figure 291B shows the two fields interpreted in the 
557 Interpreter. Here too, without zero-print control 
wired, none of the zeros is printed. As you can see from 
these examples, control of zero printing is important 
for clarity, legibility, and accuracy of printed numerical 
fields. 

Let's find out how and why this control works. 

040"11007004 

I •• 0 ""11'10 0 0 110 110 11 •• 1 ••••••••• 1 ••••••••••••••••••••••••••••••••• ' D ••••••• 11 
I J I., "".1l1rl"I,,", ... tI/'tlln~JII •• It ••• II •• III".JI ••• 'IUU •••• ' ••• • IU ...... " ••• I1 •••••• , ••• "n,." ... " .... 
11111111111111111111111111111111111111111111111111411111111111111111111111111111 

1112112211211211!!!! 112211211111111111111111121111111111 12 1211111111122111111111 

III! 1111111111111111111111111111111111111111111111111111111111111111111111111111 i 
44444' 44 4 414'44444441444444444'1444444444 4 444 4 4 4444444 44 4 444444444 4 44444444444 4 44 , 

1IIIIIIIIIIIIIIIIIIIIIIIUIIUIIli UIIIIII U IIUIIIIIIIIII U 11111111111111111111 

"11111111511111111111111'11" I""" III'" , .. ,' 11."".11' ......... " •••• " ••• , 

1 , , , 11,11 , , , , , , , 'I' , , , 11 , 111 , , , , 11 , , , , , "' 11 , 1111 , 1 , , , 111" 1" " """ " 17 " , , 11 

•••••••• 1 ••••••••• 1 ••••••• , ..................... ,., ••••••••••••••••••••••••••••• 

!:: ~:: ~::: ~~: !!:~ !!!! !!!:::::::::::::: ::: !!~!!:!!!:!!!::::!:! !!!!!:!!:~ :!::: ~::: 

40"11 7004 

~ ~ ~ ~ ~! ~: :!~!: ~ ~!!:!!:!::::::::::::: ::::!!!::::::::: :!:::::::::!:::::!:~ :::::~::: 
1111111111111111111111111111111111111111111111111111111IIIIIIIIIftlllllllllllili 

tlllllllllllllllllllllllllllllll!I!I'!III!II!!111111111111111IIIIIIIIIIIIIIII!11 

III !Il! III 1111111111111111111111111111111111111111 311111111111111111111111131111 ! 
444 44 444441444 4 4.444144444444444444144114444111444444 44 444444~444444444444444444 J 

11115 111111111s 1IIIIIIIIIIIUSlIIIIIIIIIIIII UIIIIIIUU 111111111111111111 U 1111 

"""I""""'II'I""""""""'U""""""""""', •••••• " ••••• ,."., 

11111111111111' 11111111111111111 , , , II' 71111111111111 , I , II JlIIII' 1111111111111 , II .......................... , .................................................... . 
~::!:! ~:: !I~!~ !!! ~! !:~ :::::::::: :::::::::::::::!!!:::::::::::::::::::::! ::! :!!!!! 

FIGURE 290. INTERPRETED CARDS 
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PAYROLL 

" Year-to-Date Employee Employee Name Hours 

Earnings Withholding i 
Surname Regular o. T Total 

Rate 

Tax 
Dept No hI 2nd! 

I I 1 1 1 1 
1 1 I 1 1 1 

1012:50 173:l3 57 079 \'. K SNYDER 40P 1~ 41~ 185 
1 1 1 I 1 I 
1 1 

! 
I I 1 

1 1 
1 1 ZP.ro - Print Control 
1 1 
1 1 1 1 
1 1 1 1 
1 1 1 1 
1 1 1 I 

1 1215 
1 

173:13 57 79 II K SNYDER 4 1!5 4115 
1 lr5 

1 1 1 1 
1 1 1 1 
1 1 Zero - Print Control 1 1 '----.. 1 l 1 I 1 I I - 1 ..L 1 I -

Zero-Print Control Wired 

FIGURE 291. PAYROLL REGISTER AND CARDS 

Zero Elimination in the IBM 552 and 
548 Interpreters 

Recall from the discussion on printing in the 552 and 
548, that these machines have typebars, and that the 
card is read 12-edge first so the zones are received by 
the typebars before the digits. 

When an alphabetic code is read, the typebar is posi­
tioned first by the zone; then repositioned by the digit. 
Pressing the type against the platen prints the alpha­
betic character. 

Now, with the zero-elimination device installed and 
wired in the 552 and 548, the 0-1 section of the type­
bar is pressed against the platen whenever zeros are 
read in high-order positions. This special-character po­
sition on the typebar must be blank to eliminate printing 
zeros. 

How is the typebar positioned to the 0-1 section only 
when zeros are read in the high-order position of· a 
field? 

Recall the discussion of emitters and of subtraction 
on the accounting machines. We subtracted by adding 
the 9's complement of a number. This involved starting 
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REGISTER 
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Zero-Print Control Not Wired 

and stopping the counter wheel. Whenever a minus hub 
was impulsed, an internal emitter started the counter 
wheel revolving. 

In zero elimination in the 548 and 552, an internal 
emitter emits a 1 impulse if a 0 impulse has been re­
ceived from the reading brushes. The typebars are posi­
tioned, first by the zone (0), then by the digit (l). 
This internal emitter is activated by the zero punch 
only if: 
1. The high order (left position) of each field is wired 

in a special way in the control panel (Figure 292). 
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1. The amount and date fields are wired from 
card columns (READING BRUSHES) to type­
bars (PRINT ENTRY). 

2. Both fields are also wired into the zero­
elimination device. 

3. The high-order position of each field (ex­
treme left position) is wired from the sec­
ond and third rows of hubs. This activates 
the internal 1 emitter if: 
a. a zero is read in any position of the field 
b. there is no significant digit to the left of 
that zero. The high-order position must be 
wired because the internal test for signifi­
cant digits starts at the high-order and 
moves to the low-order position in each 
field. 

4. The other positions are wired from the third 
and fourth rows of the hubs to insure that 

o o o 

all positions are tested for significant digits 
and zeros. 

5. If a field consists of only a single position, 
this single position must be wired from the 
second and third rows of hubs in the elimi­
nator. Now try to follow a 0 impulse from 
reading to printing: 
a. Zero is read and type bar is positioned in 
the zero section. 
b. Impulse goes to the zero eliminator 
where it is checked for high-order position. 
c. If it is an insignificant zero, a 1 impulse 
is emitted to the typebar from the zero 
eliminator. 
d. The typebar is repositioned now in the 
0-1 section, which is blank. 
e. Nothing is interpreted on the card in that 
print position. 

FIGURE 293. WIRING FOR ZERO ELIMINATION 
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FIGURE 294. ZERO-PRINT-CONTROL SCHEMATIC 

2. There is no significant digit read in the field to the 
left of the zero. 

The zero elimination hubs in the 548 and 552 are in 
four rows. The top row is always wired from PRINT 

ENTRY. 

The third and second rows are wired together for 
the high-order position, and the third and fourth rows 
are wired, together for all other positions in the field. 

Figure 293 shows the wiring necessary to interpret 
the fields without high-order zeros shown in Figure 290. 

Zero-Print Control in the IBM 557 
Interpreter 

Interpreting zeros in the 557 is influenced by the fact 
that the printing device is a typewheel instead of a type­
bar and that the zeros do not print by themselves. An 
internal machine impulse must be supplied by extermil 
control-panel wiring to make zeros print. 

Let's explain this a bit more. The zero-print contacts 
provide a path from the print entry to the print magnet. 
If the print contact for a given position does not trans­
fer, the data for that position cannot reach the fuse 
and consequently does not print. 

Figure 294 shows a schematic of the internal cir­
cuitry for zero-print control. Figure 295 shows ZERO 

PRINT CONTROL on the 557. Notice that the upper and 
lower zero-print-control hubs for each position are di­
agonally connected to facilitate wiring. This is not 
marked on the control panel, but you must understand 
the positioning to wire the board correctly. The upper 
hub in the first position is really the upper hub for print 
position (entry) 60; the lower hub in the first position 

0 0 0 0 o~ • • • • • I 5 60 I I' , , '5 
0 0 0 0 000 

, ., , , / ,. . . . . 
, , 

..... _------ , 
FIGURE 295. ZERO-PRINT-CONTROL HUBS, IBM 557 
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is the lower hub of print position (entr:) 1; the upper 
hub in the second position is the upper hub of print 
position (entry) 1, and so on. 

Now look back at Figure 290. The amount position 
is punched 007004. We want to interpret the field as 
shown in the second card: 7004. 

Figure 294 illustrates how the field prints if we do 
not wire zero-print control. Remember the three points 
stated earlier: 
1. If the zero-print contacts do not transfer, data can­

not reach the fuses and therefore can not print. 
2. Digit punches 1-9 transfer the contacts automati­

cally. 
3. Zero punches by themselves do not transfer the 

contacts. 
We are interpreting the amount field in print posi­

tions 25 through 30. Only zero-print contacts for posi­
tions containing significant digits (1-9) are transferred. 
Thus, only positions 27 and 30 interpret on the card. 

Figure 296 shows the wiring and circuitry for zero­
print control to print the field as 7004 and eliminate 
zeros to the left of the first significant digit. 

The significant zeros - those between the 7 and 4 
- still do not have a direct path to the fuse. The zero­
print contacts for positions 28 and 29 are still not 
transferred. But because of the external zero-print-con­
trol wiring, the zeros have an indirect path to the fuse 
through the transferred print contacts of position 27. 
Follow the path of the zero impulse from position 29 
through the ~xternal zero-print-control wire to position 
28; through the external zero-print-control wire to posi­
tion 27; through the transferred zero-print contact of 
position 27 to the fuse. 

The external wiring on the control panel of the 557 
required to interpret the amount· field (as pictured on 
the lower card in Figure 290) is illustrated in Figure 
297. 

Suppose you want to interpret all zeros in the amount 
field. In other words, if the field is to be interpreted 
exactly as it is punched, how do we wire zero-print 
control? 

o o 7 o o .. 

I 

As Printe~ 

FIGURE 296. STANDARD ZERO-PRINT CONTROL 

WIRING, PRINTING ZEROS TO RIGHT OF 

SIGNIFICANT DIGITS 
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; 0 0 :R 1_ The field is read by the interpret reading 

brushes and wired to the typewheels at 
PRINT ENTRY positions 25 through 30. 

2. ZERO PRINT CONTROL is wired to print only 
significant zeros; that is, only zeros that are 
to the right of significant digits_ 
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FIGURE 298. ZERO-PRINT-CONTROL SCHEMATIC FOR 

PRINTING ALL ZEROS 

We must provide a path to the fuse for all zeros: 
those to the left of the first significant digit as well as 
those to the right. The path is provided by an external 
wire from the lower hub of the high-order position 
(zero-print control 25) to the upper hub of the low­
order position (zero-print control 30) (Figure 298). 

We saw in Figure 296 how the zeros in positions 28 
and 29 found a path to the fuse. They use the same 
path in Figure 298. 

Now let's follow the path of the zero in print position 
26. It cannot reach the fuse through position 27 pe­
cause the contact for that position is transferred by 
the digit 7. 

The zero moves through external wiring to position 
25, through the external wire to position 30, then 
through the transferred zero-print contact of position 
30 to the fuse. 

The additional external wire (from position 25 to 
position 30) is illustrated as a dotted line in Figure 
297. Through this wire, zeros to the left of significant 
digits reach the fuse and are printed. 

000 
1 

000 000 0 

• • • • • /1 / / / ~5 o ~ if]. 
'---_____ -1 

, ~ ~ ~ / ,. . . . . 
FIGURE 299. 

, , 
.... ------ ... *" 

ZERO-PRINT-CONTROL HUBS, 

IBM 407-408-409 

Because letters are composed of a digit punch as well 
as a zone punch, the magnets are automatically trans­
ferred for all alphabetic characters. It is not necessary 
to wire ZERO PRINT CONTROL for alphabetic fields. 

Zero-Print Control in the IBM 
407-408-409 Accounting Machines 

The control of zeros in the 407-408-409 is the same as 
that in the IBM 557 Interpreter. In neither machine can 
zeros print by themselves. An additional internal im­
pulse must .be provided through external control-panel 
wiring. 

As indicated in Figure 299, the zero-print-control 
hubs in the 407-408-409 are similar to the same hubs 
on the IBM 557 Interpreter. Each of the 120 zero-print 
positions in the 407-408-409 has two hubs that are 
connected internally. As shown by the dotted lines, the 
lower hub of position 120 is internally connected with 
the upper hub of position 1. 

Figure 300 illustrates the wiring for zero-print con­
trol in the 407~408-409 Accounting Machines. 

Review Questions 

1. How is zero-printing controlled in IBM punched­
card machines? 

2. How are zeros eliminated in the 548 Interpreter? 
3. How are zeros printed in the 557 Interpreter? The 

407? 

4~ Why is zero-print control unnecessary for alpha­
betic characters? 

136 

5. What is the difference between a significant zero 
and an insignificant zero? 

6. Explain the difference between an indirect and a 
direct path from the print magnets to the fuse in 
the 407. 

7. What is the purpose of the zero-elimination device 
for the IBM 548, 552 Interpreters? 
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Normal Exit Other Exit Normal Entries ", .......... ····,····"··'·1 Other Entries 

HUBS l I DEGREE DURATION 
TIMING 

LOCA TION FROM TO NOTE 5 1192 216 240 264 288 312 336 360 24 48 72 96 120 144 168 
~------------------~-------------------+-----------r--~I 

1920 Asterisk Control (Left) AH-AK 21-22 1920 1,2 

CC Switch (Left) AG-21-22 2270 2400 2 -Column Spl its C-H 21,22 

Interpret 11- 12 1890 240 rz 

0-9 240 1890 

Proof 11-12 1880 480 
~ 

0-9 480 1880 

Comparing A-B 27-31 

ALTN A-B 31 1120 1620 3 

A-B 29 

A-B 27 

A-B 28 

ISUP 

STOP 

~ __ ~S~U~P ________________________________ ~ 

2070 2320 r-i-- -... 
1120--1690 

f?~--f~ro I--- m>JI ~ 

2070 __ 2320 I--- l!'?Zl WA 
UNEQ A-B 30 1440 1690 

Compare Entry T 1-20 50 159
0 

Control X Read C, 1-20 1980 2100 -Diait Selector Pickup A-B 11-18 5 
Interpret Emitter W-X 1-22 Y-Z 21-'22 50 1690 6 

Interpret Read D-L 1-20 3580 2730 7 ,I •• 1 •• 1 •• .. ••• i.. ,---'----
PI~ to Print U 1-20 3580 2730 

Posting AB-AC 23-35, AE-AF 23-34 96
0 

2480 

Print Entry 1 and 2 M-S 1-20 8 

Print Entry Zero Selector Y-AA 23-34 9 

Print Line AD 23-35 AG 23-34 960 2480 

Proof Entry 1 and 2 M-S 23-42 30.50 181.5
0 

Proof Emitter W-X,23-44 Y-Z,43-44 

Proof Reading D-L 23-42 3580 2730 10 -
Rej)eat Print J-K, 21-22 L-M -21 11 

Control X 1980 2100 

Proof X 42.50 46.50 

X Switch (upper) 00 3600 
12 

Selectors Y-AD, 1-20 

TOnterDret Read) ~o 18~ 

T(Proof Read) 54.50 18~ 

SLP 25 AA-AC 21-22 

DCPL AC 21-22 960 2480 

OFLO AB 21-22 960 2480 

ON AA 21-22 00 3600 

SLP 50 AD-AF 21-22 

LLCTL AF 21-22 96
0 

248
0 

OFLO AE 21-22 96° 2480 

ON AD 21-22 00 3600 

SLP Selector AE-AG 35 13 

C AG 35 00 3600 

25 AF 35 00 3600 

50 AE 35 00 360
0 

Stacker A-C 23-26 

Camp A-C 26 1520 1590 

Ctrl X A-C 23 198
0 

210
0 1m 

IMM PK A-C 24 0
0 3600 

Int Br A-C 25 5
u 

1460 

Suppress Print N-S 21-22 

Interpret X 1% ~i~ 
N Switch (Upper) 2040 254

0 12,14 _ ..... 
Non-S\I2Ef'8ss Switch (Lef!l 2040 

2540 2,15 _ ...... 
Proof X 42.50 46.50 

Il!II 

X Switch (upper) 2040 2540 12.14 

__ . 
X-O Split A-B 1-2 

Interpret 240 18~ 

Proof 46.50 1870 
-1980--2100 

240 __ 1870 ~ X-o Split or Control X Selector Pick-UD A-B 3-10 

Zero Print Control AE-AK 1-20 

r-___ ==~=r~ ______________________________ ~3=58~O-----2-7-3°_+~17~1 ...... 

I. 
r-__ ~L=0~w~e~r ______________________________ ~ __________ -L~1~8~1 IlL 

192 216 240 264 288 312 336 360 24 48 72 96 120 144 168 192 

FIGURE 301. TIMING CHART, IBM 557 ALPHABETIC INTERPRETER 
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Now that you have learned how basic wiring causes 
certain functions to take place, you are ready to learn 
how to read a timing chart. A knowledge of timing is 
perhaps the most important key to the application of 
functional wiring principles. 

Timing charts help you determine whether or not 
wiring can control machine functions without damaging 
the machine internally. Once you have learned the 
basic wiring for a specific machine, you can use the 
control-panel summary and the timing chart advan­
tageously. 

Timing charts for IBM machines are usually com­
posed of the following elements, as illustrated in the 
timing chart for the IBM 557 Alphabetic Interpreter 
(Figure 301). 

1. Key: this shows which bars on the chart represent 
exit impulse times, normal entry times, and times 
when entry hubs can receive impulses not normally 
directed to them. 

2. Hubs and Locations: this section lists all the hubs 
and their location on the control panel.· 

3. Notes: these are additional explanations, excep­
tions, etc., listed by note number. Some hubs have 
more than one note significant to their operation. 

4. Degree Duration: this indicates the range of degree­
time in the cycle during which a hub emits or ac­
cepts an impulse. 

Let's look again at Figure 301. You have learned 
that a cycle is always represented as 360 degrees (from 
0 0 to 3600

). The timing chart for the 557 shows the 
functional cycle beginning at 1920 and ending at 191 0

, 

. Timing Charts 

because the first significant control function operative 
for any single card, or group of cards, is the C ontro/­
X -impulse that emits just after 1920 cycle-time. 

We know that the selectors in the 557 can be im­
pulsed from CONTROL-X-READ. We can verify this from 
the timing chart. CONTROL-X-READ emits an exit im­
pulse from 198 to 210 degrees in the cycle. x -s P LIT or 
CONTROL X SELECTOR PICKUP is an entry that accepts 
impulses from 2000 to 187 0

• Because the pickup ac­
cepts when CONTROL x emits, a control-panel wire con­
necting these two hubs completes a circuit (Figure 
302). 

Control X Read Emits 
(198 0 to 210 0 ) 

Control'Panel Wire 

X· 0 Split or 
Control X Selector P.U. 

Accepts 
(2000 to 187 0 ) 

T 

N 

C 

FIGURE 302. x-O SPLIT OR CONTROL X SELECTOR 

PICKUP ACCEPTS CONTROL X READ 

IMPULSE 
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CONTROL PANEl HUB, 

I~ 
Vv 

lOCATION <1:>-
:;:u 

o r-----.----------- FUNCTIONAL CYCLE' 11 
Z 322 330 J45 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210 225 240 255 270 285 000 315322 

All Cycle; AW 53·68 A 

Alter SW Exit H,73·76 A ---
Asterisk Control BJ 33·34 A 

Bal. T e,t Cycle AU, 61·64 A 

Card Cycle, 0,53.72; Q, 37·40 

Card Cycle, ICO,CCI 0.7980 ....... 

Card Reading Impulses CM 

Carriage HH, HD, DH, DO, O'flow N·0,33·40 A 31 --
Channel Entry 

Character Emitter 
AV, 53·68 ~ .... ~ .. ~~.-I_ .. - .... - ..... - .. ~~ ... -I_ .. -~ .. - ..... - .. IIIIj-~-l__+__l 
S·V,41·52 AS 

CI Carry Exit AJ,53·80 A -Column Split CPl AC, 51·52 AS 

Comporinq Exit D·E 1·30 A 

Counter-Controlled Print (Echo Impulses) Al·BB 1.40 A 

Counter Exit AR·AY,I.42 A 

Counter Punch Exits B('BF 1·42 AS 

Couple Control (lower) AB,53-80 AS 

Cycle Count AO,41·42 

Digit Impulse F,37·40 A 

Exit 9 P, 39·40 

Filter Exit SL, 15·34 

Final Total AP,73·77 . 
First Card IMi, Int, Mo M·O, 73·74 10 

Half Adjust AP·AQ,41·42 A 

Immediate Exit F,31·34 A .... 
last Card Skip N. 29 30 A --Lost Card Total (Upper) G.80 CF -list Off I Upper) E, 80 AS 11 

MlR Couple R. 37 38 M •• 
MLR Repeat CPl E,37·40 12 
r------.-------------+--+--~ 

-_. 
Negative Bol. On·Off AC. 53-80; AF, 53·80 A 

Overflow Couple AP·AT.79·80 0 

Overflow Programs AP·AT. 67·68 0 

Overflow Transfer AW 69·72 0 

Pilot Sel. CauDle Exit C 53·72 A 

Program Couple AP·AT,69·70 PS 

Proqram (Exit) AP·AT,53·66 

Progressive Couple 1. 2. ~ I·K, 79·30 M 13 

R or Swit,h Uooer) M 79 A 

Runout On (Upper I G 79 A 3.11 

Soace 1 2 Sel. K 73·75 

Special Progrom On IUpper) 1.79 AS 3.11 

Split Column Control I-J, 73·78 A 

Storage Alphabet AK,43·46 AS 

Storage Exit Y·AB, 1·32 A:; 

Storoge PUllch Exit BI-8J, 1·32 AS 

Storage Sum Punch AM,47·50 

Summary Punch Switch K·L, 79 AS 3,1 1 

Summory Punch X BI,33·34 AS 

Symbols Comma AC, 41·44 A 

Decimal AC, 45·48 A 

Dollor Sign AC, 49·50 A 

, Symbol AG,53·80 A 

C ~mbol AH,53·80 A 

R or Symbol AI,53·80 A 

Transfer Exit Plus-Minus Y·l,53·80 A 14 

Zero Print Ctrl. (lower) BH, 41·80; BJ, 41·80; BL, 41·80 

MACHINE CYCLES CODE 

A All machine cycles, except summary punch and long carrioge 
skip cycles 

C Cord cycles 
f finol toto I cycle 
M MLR cycles 

o OverAow programs 

Program cycles 

Summary punch cycle; timing under control of summary punch 

NOTES 

1. Should not be used for counter c~ossfooting 
2. Q, 37·40 octive on 011 cord cycies; 0, 53-72 'lnd 0,79-80 

except HC and MlR cycles 

3. Line impulse 

4. Except special program 

5. Emits impulses as designated on control panel 

6 All cycles if impulsed 

7. Except on direct entry or direct reset 

.... _. 
----•• _. 

•• -

-- --- - -- -- -
322330 345 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210 225 240 255 270 285 300 315322 

8. Under control of carriage 

9. Emits whotever is entered 

10. Minor also· active on first body cmd 

11. Wire only to lower hub 

12. All MlR cycles after repeat is impulsed. First repeat cycle 

good only from 310.3500 

13. Timing shown for MlR only. When used as entries, timing 
depends on pickup impulse 

14. Only when counter is impulsed to read out and reset 

15. Print cycles only; N internal no-zone impulse 

16. Immedia·te transfer ot time impulsed 

22. Accepts 3 on lone 3, 2 on line 2, 1 on line 1 
23. Accepts only after overAow program start has been 

impulsed 
24. Except overAow programs 

25, Tronsfer time on X or 0 pickup 
26. Com. accepts any program; Mi, Int, Maj accept when corre­

sponding program start is impulsed; final accepts when 
runout finol is active 

27. Except cycle preceding summary punch cyc:le 

28. Read in effective on next cord feed cycle or next MlR cycle; 
Read out effective on same cord feed cycle if impulsed be· 
tween 322 ond 3350 

17. Minus must be impulsed not loter thon 351 0 29. Read in effective on next card feed cycle or next MlR cycle 

Any impuls~ from 5 to 110 degrees' including digits 9 
through 3 : will suppress spacing before and after printing 

18 Counter-controlled print internally common with either 30. 
normal or transfer print entry on first half of cycle 

19 Must b~ impulsed 'not later than 3360 

20 Except when release is impulsed on the same cycle 

21. Including lost MlR cycle ' 

Any impulse on a program cycle from 135 to 260 degrees 
will suppress ony automatic spocir:g thot may occur after 
total printing 

31. In MLR, emits only on the lost cycle 

FIGURE 303A. IBM 407 TIMING CHART - EXITS 



~Normal 
ENTRIES ~ Avai loble but not normally used 

:i V) I 
w 

U l-

t I FUNCTIONAL CYCLE 
1 CONTROL PAN EL HUBS LOCATION <{ a 

~ z 322 330 345 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210 225 240 255 270 285 300 315 322 

Alter. SW Sel. (Trans.) E-G 73-76 A 

Ampersand Minus Entrv BK, 35-40 A """'" "= 
Asterisk Entry BJ,35-40 A ~ 

Auto Stoo AH 51-52 A 

Bal. Test P. U. AU, 65·66 A 

C Corry Entry AK,53-80 A r'lZ 

Carriage - Form Skip P 37-38 A 

Immediate Skip l 31-40 A ~ 

Short Skip M 33-40 A 

Skip Control M-N 31-32 A 

Skip D J-K 31-40 A 

Skip X I 31-40 A 

Channel Entry (Spec Prog On) AV,53-68 A 

Column Split 0-9 AE 41-52 AS 

Column Split 1 1- 12 AF,41-52 AS 

Comparinq Entry C-F,1-42 A ~ v! uk ,g, .& ~ .J, .J .,1 ~ M 
Co-selector P. U. A-B, 53-80; CoD 73-76 AS "'--
Co-seleelor (Transferred) AS 16 "'--
Counter Control Plus-Minus SoT, 53-80; U-V, 53-80 A 17 

("unter-Controlled Print AZ-BB, 1-40 A 18 ~ ~ rk .& r4 ~ ~ J, ~ ~ 
Counter Entry AG-AN, 1-42 A J, .,! .J. ~ ~ .4 oJ J, J, "g, 

Counter Exit AR-AY, 1-42 A J, J. .k ~ rJ, "A, vl, rk rk 
Counter Readout & Readout Reset Al-AO, 53-80 A 

Couple Control (Upper) AA,53-80 A 

Digit Selector ( A,41-52 A ~ ~ .k ~ ~ 4: ~ ~ ~ ~ ~ ~ 
Direel Entry_ or Reset W-X, 53-80 A 19 

Extra Space K,76-77 A 

Filter Entry BK,15-34 A 

First Cord Selectors (Trans.) M-O, 75-77 CM 10 
""" =m" 

Head D or Head D Suppr. 0,35-36; F, 35-36 A 

Head X or Head X Suppr. C, 35-36; E, 35-36 A "'" = 
MLR-Lines 1, 2, 3 (Progressive Sel. Trans.) I-K,I-30 A 13 

Release 0,39-40 A ",\om 

Repeat 0,37-38 M 20 V77777. 

Start C,37-38 C 21 ""'"' 
Stap C,39-40 M 22 ~ ~ rb 

Neg. Bal. Control AD-AE, 53-BO A Ei'!m= 
Non Print AJ,51-52 A 

Normal Print Entry V-X, 1-40 A 18 M ~ .J1 .k ~ .4 .4 ~ rJ ~ J, JJ ~ 
OverAow End AV,69-72 OP n 
OverAow Prog. Start E,33-34 A 24 

OverAaw Transfer AW,69-72 A 

Pilot Selector - D P.U. F-G,53-72 A 

I P.U. H,53-72 A 

X P.U. D-E,53-72 A 

Pilot Selectors (Trans.) A 25 em! ~m" 

Print AI,51-52 A 

Program Repeat AU, 71-72 P 

Program Start (Mi, Int, Maj) CoD, 30-33; E, 30-31 C 21 

Prog. Stop (Mi, Int, Maj, Final, Com) AP-AT,71-72 P 26 = 
R or - Switch (Lower) N,79 A """ 
Space 1,2, Sel. l,73-75 A 8 

Space Suppress l,76-77 A 30 

Stop AG,51-52 A 

Storage-Alphabet SW Al,43-46 AS 

Entry O-R,I-32 A .:k ~ vb vA ~ .4 .J, ~ J, .,g, .1l M 
Immediate Out AK-Al, 47-50 A 

Next Cycle In AM-AN,43-46 'A 27 

Read In, Out D AI-AJ,43-50 A 28 

Read In, Out X AG-AH, 43-50 A 29 

Summary Punch AN,47-50 S 

Summary Punch Entry BG-BH,I-40 S 

Summary Punch P. U. AK,51-52 OP = 
Transfer Print (TR PRJ R,39-40 A 

Transfer Print Entry s-u, 1-40 A 18 J;l ~ ~ ,k .A ~ e4, rJz ~ ~ db JJ JA 
Zero Entry BI,35-40 A .= 
Zero Print Ctrl. (Upper) BG, 41-80; 81, 41-80; BK, 41·80 A 

322330345 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210 225 240 255 270 285 300 315322 

FIGURE 303B. IBM 407 TIMING CHART - ENTRIES 
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FIGURE 304. WIRING FOR SPLIT-COLUMN CONTROL 

Wired from 
Split Column Control 7 

Co-Selector Pickup 

------------1 :0 Pdnt Ent,y 120 

~~------------<.N 

9-7 Impulses Wired from 

Second Reading Column 80 

C 

FIGURE 305. CO-SELECTOR NORMAL DURING 9-7 
CARD-READING TIME (8° TO 45°) 
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The timing chart shows that normal entry times for 
impulses directed to the x-O SPLIT or CONTROL x SE­

LECTOR PICKUP is from 2000 to 210° and from 25 0 to 
1870

• This entry can also accept an impulse from 211 0 

to 24°. However, Note 16 tells us that this is to be used 
as an entry .. only for x-o split impulses or control-X­
read impulses. This means that even though x-O SPLIT 

or CONTROL x SELECTOR PICKUP can accept an impulse 
~mitted from 211 0 to 24°, such impulses should not be 
wired to this hub. 

Some timing charts (such as the 407 illustrated by 
Figure 303) show exit and entry hubs separately. The 
407 timing chart has a special column indicating during 
which machine cycle, or cycles, an impulse is active. 

Because there is a variable lag in the actual transfer 
of selectors, an allowance of 7° should be made be,:, 
tween the selector pickup time and the ,impulse to be 
selected. We must be sure to follow this rule, or we 
may damage the selector. This damage is called arcing 
or burning the points. 



Now let's examine the 407 timing chart to see 
whether the wiring in Figure 304 will be effective. 

In this example we wire the split column control 7 
hub to the pickup of co-Se,1ector 10. We want to use 
the co-selector to permit only 6-12 impulses from card 
column 80 to print in position 120 when the selector is 
transferred. 

SPLIT COLUMN CONTROL 7 emits on all machine 
cycles from 40° to 52°. 

Co-selector pickup hubs can receive impulses from 
307° to 285°. If we allow 7° for the co-selector to 
transfer, we can assume that the selector will be trans­
ferred before 520 in the cycle. 

Digit 6-12 impulses emit intermittently from 52 0 

to 1800
• The co-selector is transferred from 51 0 to 

285 0
• Therefore, only impulses 6-12 from the card can 

get through the transferred side of co-selector 10. 

NORMAL PRINT ENTRY can receive impulses inter­
mittently from 337 0 to 1800 to complete the circuit 
from the reading brushes through the selector to print 
entry (Figures 305 and 306). 

Co-Selector Transfers 
Before 52 0 Holds to 

285° 

Split Column 
Control 7 Emits 

(44 0 to 520) 

Co-Selector Pickup 

Print Entry Accepts 
6- 12 Impulses 
(52 0 to 1800 ) 

T 

N 

C 

Card Column 80 
6- 12 Impulses Emit from 520 to 180° 

FIGURE 306. CO-SELECTOR TRANSFERRED DURING 

6-12 CARD-READING TIME (52 0 TO 1800
) 
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Index 

Accumulating ....................................... 43 Counter ............................................ 42 
Addition ........................................... 92 Counter Controlled Print ......................... 21, 106 
All Cycles Hub ....................... :............. 99 Counter Control Minus Hub ......................... , 110 
Alphabet Control ................................... 53 Counter Control Plus Hub ....................... 96, 103 
Alphabetic Code .................................... 6 Counter Coupling ................................... 112 
Alphabetic Printing ............................... 15, 17 Counter Entry Hub ................................. , 95 
Alphamerical Typebar ............................ 17, 18 Counter Exit Hub ................................... 97 
Arcing ............................................. 142 Counter Group ................................. , .... 94 
Armature ........................................ 34, 68 Counter Wheel ...................................... 94 

Coupling Exit ...................................... , 81 

Brush ...................................... 7, 8, 11, 67 
Brush, Carriage ..................................... 45 
Brush, Comparing ................................... 36 
Brush, First Reading .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 17 
Brush, Primary Read ................................ 38 
Brush, Primary Sequence Read ....................... 38 
Brush, Proof Reading ......... . . . . . . . . . . . . . . . . . . . . . .. 74 
Brush, Punch ....................................... 36 
Brush, Reproducing .................................. 22 
Brush, Second Reading ............................ 17, 43 
Brush, Third Reading ............................. 17, 43 
Brush, X- .......................................... 72 
Bus .Hub ........................................... 10 

Credit ............................................. , 111 
Crossfooting ........................................ 128 
CR Symbol Exit Hub ........................... 113, 115 
Cycle .......................................... 11, 139 

Card Feed ..................................... 12, 79 
Conversion ....................................... 112 
Electronic ........................................ 124 
Group-Indicate ................................... 104 
Intermediate Total ................................ 129 
Machine .......................................... 11 
Major Total ...................................... 129 
Minor Total ...................................... 129 
Print ............................................. 12 
Program ..................................... 119, 124 
Punch ........................................... , 12 

Calculating ............................ 119 
C and CI Hubs ..................................... 103 

Read ............................................ 51 
Total ..................................... 12, 99, 119 

Card-Cycle Impulse .............................. 96, 101 Cycle Points .......................... .12, 103, 110, 114 

g:~~-F;i~1d C.y.c.l~ . : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : :: 1 ~ Delay .............................................. 80 
Card, IBM .......................................... 5 Diagram, Schematic ................................. 24 
Card Identification .................................. 6 Die ................................................ 22 
Card Reading ....................................... 7 Digit-by-Digit Punching .............................. 22 
Carriage Comparing ................................. 45 Digit Emitter ....................................... 25 
Carriage Storage .................................... 53 Digit Impulse Hub ................................ 26, 28 
Carry ....................... ~ ................. , 103, 111 Digit Punching ...................................... 6 
Character Emitter ................................... 29 Digit Selector ...................... :............ 25, 26 
Chart, Timing ................................... 12, 139 Digit Value ....................................... 6, 48 
Code Punching ..................................... 5, 6 D-Pickup Hub ................................... 69, 80 
Coil ............................................... 33 Direct Entry ........................................ 104 
Column-by-Column Punching ......................... 22 Drop-out Hub ...................................... 83 
Column-for-Column Punching ........................ 23 
Column Split ................................. 26, 59, 68 
Common Hub ................................ 26, 59, 66 
Comparing ......................................... 31 
Comparing Brush ................................... 36 
Comparing, Carriage ................................ 45 
Comparing Entry Hub ............................... 43 
Comparing Exit Hub ................................ 44 
Comparing Magnet .................................. 33 
Complement, 9's .................................... 109 
Contact Roller ..................................... 7, 8 

Echo .......................................... 102, 113 
Electromagnet .................................... 33, 59, 
Electronic Cycle .................................... 124 
Emitter ............................................ 25 
Emitting. ........................................... 25 
Entry .............................................. 10 
Entry, Zone ........................................ 18 
Equal Primary Sequence ............................. 37 
Exit ............................................... 10 

Control ............................................ 31 
Control Input ....................................... 40 
Control, Intermediate ................................ 129 
Controlled .......................................... 71 
Control, Major ....... . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 129 
Control, Minor .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 129 

Factor ............................................. 122 
Factor Storage ...................................... 126 
Field, Card ......................................... 7 
First Primary Sequence Magnet ....................... 39 
Fuse ............................................... 134 

Control Panel ....................................... 5, 9 
Control-Panel Diagram .............................. 10 
Control-Panel Wires ................................. 5 
Control Wiring ...................................... 122 

General Storage ..................................... 127 
Group Indication .................................... 104 
Group Printing ..................................... 104 

Control-X Pickup ................................... 69 
Control-X Read. . . . . . .. . . . . . . . . . . . . . . ... . . . . . . . . . ... 57 Hammers, Printing .,. . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 18, 19 
Conversion ......................................... 111 High-Order Position .............................. 94, 95 
Conversion Cycle ................................... 112 High Primary Sequence ............................. , 37 
Core ......... " ......... , .................... " .... 33 Hold ............................................ 79, 81 
Co-Selectors ........................................ 85 Hot 9 .... '.' ............................. ' .......... , 113 
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Hubs ............................................. 5, 10 

0-9 ..................................... '......... 59 
11-12 ............................................ 59 

Alphabet ........................................ . 
All Cycles 
Alternate 

Bus 

52 
99 
42 

10 

C and CI ........................................ 103 
Card Cycles .............................. 96, 101, 103 
Card-Feed Storage Entry ........................ 47, 53 
Carriage Comparing Exit ........................ 47, 53 
Carriage Storage Exit. . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 53 
Common .................................. 26, 59, 68 
Comparing Entry ............................... 43, 57 
Comparing Exit ................................... 43 
Comparing Storage Entry ........................ 47, 53 
Control Input ..................................... 40 
Control X ................................ 41, 69, 139 
Controlled ........................................ 71 
Counter Control Minus ....................... 110, 113 
Counter Control Plus .......................... 96, 103 
Counter Control Plus .......................... 94, 103 
Counter Entry .................................... 94 
Counter Exit ..................................... 98 
Coupling Exit .................................. 80, 86 
CR Symbol Exit .................................. 113 

Digit Impulse .................................. 26, 28 
Direct Entry ..................................... 104 
D-Pickup ......................................... 6 
Drop-Out ........................................ 83' 

Edit ............................................. 69 

Factor Storage ................................... : 126 
First Reading .................................. 17, 20 

General Storage .................................. 127 

Hold, S. P. 79 

Immediate ....................................... 52 
Intermediate Program Exit ......................... 129 
Intermediate Program Start. . . . . . . . . . . . . . . . . . . . . . . .. 129 
Interpret Reading ....................... 19, 57, 63, 72 
I-Pickup ............................... 69, 80, 81, 85 

List. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 99 
List Off .......................................... 104 

Major Program Exit . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 129 
Major Program Start .... ',' . . . . . . . . . . . . . . . . . . . . . . .. 129 
Minor Program Exit. . . . . . . . . . . . . . . . . ... . . . . . . . . . .. 99 
Minor Program Start ............... ,.......... 98, 129 
Multiply ......................................... 128 

Negative Balance Control ..................... 106, 112 
Negative Balance Test Exit ..... . . . . . . . . . . . . . . . . . . .. 106 
Next Cycle ........... '.' . . . . . . . . . . . . . . . . . . . . . . . . .. 52 
Normal .......................................... 71 
Normal Print Entry ............................. 21, 53 

Pickup ........................................ 68, 80 
Plug-to-C ... , .................................. 41, 77 
Primary Select .................................... 77 
Primary Sequence .............................. 37, 56 
Print Entry ......................... ,;. 19, 21; 72, 134 
Program Exit ..................................... 120 
Proof Read ....................................... 74 
PS 1 ............................................. 40 
PS 2 ............................................. 40 
Read In .......................................... 51 

Read Out ..................................... 51, 105 
Read Out and Reset. . . . . . . . . . . . . . . . . . . . .. 105, 114, 128 
Restore ........................................ 40, 55 
Restoring Magnets ................................ 55 

Second Reading ................................ 17, 20 
Selector Entry .................................... 56 
Sel PU ........................................... 71 
Sequence Entry ................................... 40 
Split-Column Control .............................. 143 
Storage Entry ... . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 49 
Storage Exit .,.................................... 41 
Storage In ... ,.................................... 52 
Storage Out . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 52 
Summary Punch .................................. 52 

Third Reading .................................... 17 
Total ............................................ 98 
Transfer Print Entry ............................... 21 
Transferred .................... ,................. 71 
Typebar Entry .................................... 14 

X-Pickup ........................................ 69 
X-O Split ..................................... 69, 142 

Zero-Print Control 134 

Hold ........................................ 79, 81, 83 

Impulse ............................................ 8 
Index ............... .............................. 12 
Intermediate Control 129 
Intermediate Program Exit Hub ....................... 129 
Intermediate Program Start ........................... 129 
Intermediate Program Start Hub ...................... 129 
Intermediate Total Cycle ............................. 129 
I-Pickup Hub ................................. 69, 80, 81 

Jack ............................................... 9 
Jackplug ............................................ 10 

Latch-Type Selector ................................. 83 
List Hub ........................................... 99 
List Off Hub .............. , .......... ,.............. 104 
Low-Order Position .................................. 94 
Low Primary Sequence .............................. 37 

Machine Cycle ...................................... 11 
Magnet ...................................... 33, 68, 96 
Magnet, Comparing ............................... 33, 42 
Magnet, 1st Primary Sequence ......................... 38 
Magnet, 2nd Primary Sequence ........................ 38 
Major Control ...................................... 129 
Major Program Exit Hub ............................. 129 
Major Program Start ................................ 129 
Major Program Start Hub ............................ 129 
Major Total Cycle ................................... 129 
Minor Control ...................................... 129 
Minor Program Exit Hub ............................. 129 
Minor Program Start ............................. 98, 129 
Minor Program Start Hub ........................ 98, 129 
Minor Total ........................................ 43 
Minor Total Cycle ........ , ...................... 99, 129 
Multiplicand ....................................... 122 
Multiplier .......................................... 122 
Multiply ........................................... 128 

Negative Balance Control Hub ................... 106, 112 
Negative Balance Test Exit Hub ....................... 106 
Nine's Complement ............................. 109, 113 
Normal ...................................... 35, 61, 68 
Numerical Code ..................................... 6 
Numerical Printing .................................. 14 
Numerical Typebar ............................... 17, 18 
NX-Cards .......................................... 67 
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N-Zone ............................................ 19 

Offset Punching ..................................... 23 

Parallel Punching ................................... 22 
Pickup Hub .................................. 68, 80, 82 
Pilot Selector ....................................... 79 
Planning Chart ..................................... .120 
Platen ........................................... 16, 18 
Plug-to-C Hub ................................... 41, 77 
Position, High-Order .............................. 94, 95 
Position, Low-Order .............................. 94, 95 
Position Tens ....................................... 7 
Position, Units ...................................... 7 
Position Wiring ..................................... 122 
Pre-Sense Station .................................... 57 
Primary Feed ....................................... 74 
Primary Read Brush ................................. 38 
Primary Sequence, Equal ............................. 38 
Primary Sequence, High .............................. 38 
Primary Sequence Hub ............................... 40 
Primary Sequence, Low .............................. 37 
Primary Sequence Read Brush ........................ 38 
Primary Sequence Units .............................. 38 
Primary X Selector .................................. 74 
Print Cycle ......................................... 12 
Print Entry Hub ............................. 14, 21, 62 
Printing ........................................ 14. 104 
Print Unit .......................................... 18 
Printwheels ......................................... 20 
Product ............................................. 123 
Program Cycle ................................. 119, 124 
Program Exit Hub .................................. 120 
Programming ....................................... 119 
Programming, Special ............................... 130 
Program Start, Intermediate ......................... 129 
Program Start, Major ............................... 129 
Program Start, Minor ............................ 98, 129 
Program Step .................................. 119, 124 
Proof Column Split ................................. 63 
Proof Read ......................................... 63 
PS 1 Hub....................................... . .. 40 
PS 2 Hub.......................................... 40 
Punch ............................................. 22 
Punch Brush ....................................... 36 
Punch Cy~le ....................................... 12 
Punching ........................................... 22 
Punching Code ..................................... 6, 7 
Punching, Column-by-Column ........................ 22 
Punching, Column-for-Column ....................... 23 
Punching, Digit-by-Digit ............................. 22 
Punching Mechanism ................................ 22 
Punching Methods .................................. 22 
Punching, Offset .................................... 23 
Punching, Parallel .................................. 22 
Punching, Serial .................................... 22 

Read In ......................................... 48, 57 
Reading Brush ................................ 7, 11, 17 
Reading, Card ...................................... 7 
Reading Station ..................................... 9 
Read Out .............................. 48, 57, 105, 114 
Recode Pickup ................................... 69, 82 
Recode Selector .................................. 69, 81 
Reproducing ........................................ 22 
Reproducing Brush ............................... 24, 27 
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