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A.S.1 TAB 
PF1 

In Block/Edit Mode, pressing the TAB key 
will cause the cursor to tab over to the 
beginning of the next unprotected field, or the 
next tab stop in an unprotected field, 
whichever occurs first. If neither is found, the 
cursor will stop at the lower right margin or 
end of display. 

If the ADM 36 is in Conversation Mode, the 
key operates as the PFI function key. 

A.S.2 (DEL) 
INSERT LINE 
PF2 

In Block/Edit Mode, this key (unshifted) 
inserts the erased line at the cursor position 
and moves all lower lines down one line. 
Shifting this key will delete the current line 
and move all lower lines up one line, 
presenting an erased line at the bottom 
margin. If the line with the cursor contains a 
protected field, then a tone will sound and 
neither function will be performed. Note that 
a line being inserted has the same attributes 
as the first line moved down, and, the last line 
that is added at the bottom ofthe screen when 
deleting lines has the same attributes as the 
last line moved up. A protected field on a 
lower line will not move during either 
operation. 

If the ADM 36 is in Conversation Mode, this 
key operates as the PF2 function key. 

A.S.3 CHAR INSERT 
PF3 

This key, when the ADM 36 is in Block/Edit 
Mode, alternately sets or reset Insert Mode. 
When Insert Mode is set, the "Insert" 
indicator on the keyboard will be illuminated. 
In Insert Mode, data entered will move all 
characters in the field to the right, losing any 
character that advances to the end of the field 
or line. If the cursor is in a protected field, a 
tone will sound and the cursor moves to the 
next unprotected field, with no Insert 
operation taking place. 
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If the ADM 36 is in Conversation Mode, this 
key operates as the PF3 function key. 

A.S.4 (ED IT) 
DELETE CHAR 
PF4 

This key (shifted) alternately sets or resets 
Block/Edit Mode (Conversation or Block 
Mode). If the "Edit Key" Set-Up feature, or 
Control Sequence has been set to "Deferred", 
then the appropriate Set/Reset Mode control 
sequence (LSIEDM) is sent to the host, and 
the change of state will occur when the host 
echoes the sequence. When Block/Edit Mode 
is 'set, the "Edit" indicator on the keyboard 

, will be illuminated. 

While in Block/Edit Mode, this key 
(unshifted) deletes characters from a field. 
The character at the cursor position is erased 
and all characters to the right or the cursor 
move to the left one position, presenting a 
blank location at the end ofthe field or line. If 
the field is protected, a tone will sound and the 
cursor will move to the next unprotected field. 
Protected fields will not be moved by Delete 
Character commands. 

If the ADM 36 is in Conversation Mode, this 
key operates as the PF4'function key. 

A.S.S (CLEAR) 
HOME 

In Block/Edit Mode, pressing the key 
(unshifted) will move the cursor to the upper 
left comer of the scrolling region, or upper left 
comer of the display, depending on the state 
of the applicable Set-Reset Mode control 
sequence (LSI OM). Shifting this key will 
cause the screen to clear only the unprotected 
data and the cursor to move to Home. 

If the ADM 36 is in Conversation Mode, this 
key operates as - (minus). 

A.S.6 BACK TAB 

In Block/Edit Mode this key causes the cursor 
to tab back to the previous tab setting in an 
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unprotected field, or, the beginning of the 
previous unprotected field, whichever occurs 
first. If no tab stops or protected fields are 
encountered, then the cursor will home to the 
upper left comer of the scrolling region, or 
display, depending on the state of the 
applicable Set/Reset Mode control sequence 
(LSIOM). 

If the ADM 36 is in Conversation Mode, this 
key operates as , (comma). 

A.S.7 (PRINT) 
ENTER 

In Block/Edit Mode the unshifted ENTER 
key is used to initiate block transmission. The 
extent of the block transferred is dependent 
on the selection of Line Transmit Mode 
(LSILTM), and Transfer Termination Mode 
(TTM), from either Set-Up Mode or by a Host 
Control Sequence. If the Transmit Execution 
feature (LSITEM or Set-Up selection) is set to 
"Deferred", the ENTER key will transmit the 
"Set Transmit State" (STS) control sequence 
to the host. The block of data will be sent only 
when the host issues a Send Block (LSISB) 
control sequence in response. 

When Conversation Mode is set, the ENTER 
key sends either a CR, or CR and LF control 
code(s) as selected in Set-Up Mode or by a 
control sequence. The shifted ENTER key 
initiates the various print operations, as 
described in Section 3 of the manual, in all 
modes of terminal operation. 

The details of the two types of transmit 
functions that can be initiated by the ENTER 
key are as follows: 

A.S. 7.1 Line Transmit 
When the Line Transmit Mode function is set 
the ADM 36 will transmit a line of data as 
follows: 

PRESS ENTER - (or the RETURN key) 
The "KBD LOCKED" indicator is turned on 
and the keyboard is locked until the 
transmission is complete. The cursor moves 
to either the first column of the current line, or 
the first column of the next line -depending on 
the selection of Line Feed/New Line Mode 
(Set-Up Mode or Control Sequence - LNM). If 

A-a 

the cursor is at the bottom of the scrolling 
region, the cursor always moves to the first 
column of the current line. 

A.S.7.2 Page Transmit (BloCk 
Transmission) 

When the Line Transmit Mode function is 
Reset, the ADM 36 will transmit either a full 
or partial page, depending on the Transfer 
Terminal Mode function selected, as follows: 

PRESS ENTER 
The "KBD LOCKED" indicator is tumed on, 
and the keyboard is locked until transmission 
is complete. The cursor does not change 
position. 

Not. 

To clear a pending transmission, 
cancel a transmission in progress, 
or unlock the keyboard, enter then 
exit Set- Up Mode. 

A.S~8 Additional Indicators 
The four user defined indicators, Ll-IA, on the 
standard ADM 36 keyboard are redefined 
when the Block/Edit Mode option is installed. 
The ON-LINE and KBD LOCKED indicator 
functions are unchanged from the standard 
terminal. The four added indicators consist of 
CTS, DSR, INSERT and EDIT, and are used 
as follows: 

A.S.8.1 CTS Indicator 
The CTS indicator will tum ON when Clear 
To Send - CTS RS-232C Signal Level is in the 
true state. If Clear To Send is false, data 
transmitlsion will be inhibited. If the input is 
allowed to "float" the level will be sensed as 
true. 

A.S.8.2 DSR Indicator 
The Data Set Ready - DSR RS-232C Signal 
Level will cause the DSR indicator to tum ON 
when the level is true. DSRis normally used to 
indicate the ability of the local modem or data 
set to transfer data. If the input is allowed to 
"float", the level will be sensed as true. 

OP236 
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A.S.8.3 Insert Indicator 
The selection of Insert Mode, while operating 
in Block/Edit Mode, will cause the indicator 
to illuminate. The ON state indicates that 
insert operations may be performed as 
described in paragraph A.5.3. 

A.S.8.4 Edit Indicator 
The Edit Indicator will tum ON when the 
Block/Edit Mode of operation is selected in 
Set-Up Mode or by a control sequence. When 
illuminated, the Block Mode and Edit 
operations described in paragraph A.3.2 
can be performed. 

A.6 ADD I T ION A L CON T R 0 L 
SEQUENCES 

When the Block/Edit Mode option is installed 
the ANSI compatible control sequences listed 
in Table 3-11 are extended to support the 
added features. Table A-2 summarizes the 
control sequences that have been added and 
the following paragraphs provide details of 
the operation. 

Table A-2. Additional Control Sequence Summary 

FUNCTION GROUP DESCRIPTION MNEMONIC CONTROL SEQUENCE 

-. . " 

Cursor Functions Back Tab PU2 ESC R 

Screen Control and Set Protected Attribute LSIPRO* ESC [ Ps; ... Ps 

Reset Mode RM* ESC [ Ps; ... Psi 
Set/Reset Mode 

Set Mode SM* ESC [ Ps; ... Psh 

(See Table A-3 for a list of features applicable to Set/Reset Mode Control Sequence) 

Select Turnaround/ LSITEBC* ESC [ Ps 
End of Block 
Character 

Output and Print Send Block LSISB ESC 5 

Set Transmit State STS ESC S 

* Also selectable in Set-Up Mode 

DP236 A-9 
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A.6.1 PU2- BACK TAB (LSI Private) 
ESCR 

The BACK TAB (PU2) control sequence 
causes the cursor to move back to the: 

Start of the unprotected field with the 
cursor 

Start of the previous unprotected field 

Previous Tab stop (selected in Set-Up A 
Mode) 

The top margin (beginning of the 
scrolling region) 

A.6.2 LSIPRO Set Protected 
Attribute (LSI Private) 

ESC [Ps; ... Ps} 

The visual attribute, or combinations, that 
will be treated as protected data, are specified 
by the Set Protected attribute control 
sequence. The selective parameter Ps 
specifies which attributes are used. Protected 
characters can not be erased, moved, 
changed, or overwritten by keyboard entries. 
Protected data can be handled uniquely by 
the host during Edit and Transmit 
operations. 

Parameters Ps Values 

o No Protection 
1 Bold Protection 
2 Reduced Protection 
4 Underline Protection 
5 Blink Protection 
7 Reverse Protection 

254 Normal Protection 

Example: 

ESC [2;7} - Causes all reduced intensity 
and reverse video data to be treated as 
protected data. 

A.6.3 SM/RM Set/Reset Mode 
Sequences 

ESC [Ps; ... Ps h Set Mode 
ESC [Ps; ... Ps I Reset Mode 

The Set/Reset Mode control sequences cause 
various operational modes to be set or reset 

depending on the sequence and selective 
parameter used. Table A-3 summarizes the 
values for Ps, and the following paragraphs 
detail the action for each parameter. 

A.6.3.1 GAT M Guarded Area 
Transmit Mode 

ESC [ 1 h - Transmit All Data in a Block 
Send 
ESC [11-Transmitonlyunprotecteddatain 
a block send 

The ADM 36 can be set to transmit data on a 
page or the unprotected data only. By sending 
only unprotected data, the overall throughput 
of the system can be improved. For each 

. protected field that is encountered during 
transmission, the ADM 36 will insert a 
record separator code (RS-IE Hex) in the data 
stream. 'Nhen data is transmitted to the 
printer, spaces are inserted for each protected 
character encountered. 

A-10 

A.6.3.2 TTM - Transmit Termination 
Mode 

ESC [16 h - Transmit Full Page in a Block 
Send 
ESC [161- Transmit Partial Page in a Block 
Send 

The set state of the TTM parameter will cause 
the entire scrolling region to be transmitted in 
a block transmission. When reset, the block 
that will be transmitted is from the partial 
page marker (not visable on the display) to 
the cursor. If the marker is not present, or the 
cursor is before the marker, the start point is 
the top margin. The marker will be placed at 
the end-point of the previous transmission. 

A.6.3.3 LSIEDM - Block/Edit Mode 
(LSI Private) 

ESC [ ?lOh· Set Line Transmit Mode 
ESC [ '?Ill - Set Page Transmit Mode 

The ADM 36 can operate interactively or in 
Block/Edit Mode. When LSIEDM is set all 
keyboard editing features are available and 
data will be transmitted in blocks as 
previously indicated. In the Reset state the 

DP236 
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Table A-3. Additional Set/Reset Mode Control Sequence Parameters 

PARAMETER SET MODE 
Ps 

1 Guarded Area - Transmit - All 

16 Block - Full Page 

?10 Block/Edit Mode 

?11 Line Transmit 

?13 Set Space Compression 

?14 Transmit Key - Immediate 

?16 Edit Key - Immediate 

* Also selectable in Set-Up Mode 

terminal will not perform keyboard editing, 
and data will be transmitted as it is entered, 
conversationally, character-by-character. 

A.6.3.4 LSIL TM Line Transmit 
Mode (LSI Private) 

ESC [ ?lOh - Set Line Transmit Mode 
ESC [ ?l11 - Set Page Transmit Mode 

When LSILTM is set, either the ENTER or 
RETURN key will cause the active line to be 
transmitted. In the Reset state only the 
ENTER key initiates transmission, and the 
extent - Full or Partial Page -is determined by 
the Transmit Termination feature. The action 
of the Transmit (ENTER) key may be 
immediate or deferred, as selected by the 
Transmit Execution feature. 

A.6.3.S LSISCFDM - Space 
Compression/Field Delimiter 
Mode (LSI Private) 

ESC ?l3h - Set Space Compression 
ESC ?l31- Reset Space Compression 

DP236 A-11 

RESET MODE MNEMONIC 

Guarded Area - Transmit - GATM* 
Unprotected 

Block - Partial TTM* 

Conversation Mode LSIEDM* 

Page Transmit LSILTM* 

Reset Space Compression LSISCFDM* 

Transmit Key - Deferred LSITEM* 

Edit Key - Deferred LSIEKEM* 

When set this feature causes trailing spaces 
at the end of a field to be supressed during 
transmission. All fields transmitted are 
terminated with a single record separator 
code (RJ-1E Hex), except the last field on a 
line which is terminated with the end of line 
character selected in Set-Up Mode. In the 
Reset state data is transmitted as it appears 
on the display, no field delimitation is 
included, and trailing spaces are included. 

A.6.3.S LSITEM - Transmit Execution 
Mode (LSI Private) 

ESC [ ?l4h - Transmit Key Immediate 
ESC [ ?l41 - Transmit Key Deferred 

When the mode is set, the ENTER (LSIL TM) 
key (and RETURN key if Line Transmit 
(LSILTM) is set) will immediately initiate the 
transmission of data when pressed. If 
Transmit Execution Mode is Reset, pressing 
the ENTER key will cause only the Set 
Transmit State (STS) control sequence to be 
transmitted to the host. Transmission is 
deferred, and, until the Send Block (LSISB) 
control sequence is received, no further action 
takes place. Upon receipt of the Send Block 
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control sequence the terminal will transmit 
the block of data as specified by the 
appropriate mode settings. 

A.&.3.7 LSI EKE M - E di t Key 
Execution Mode (LSI Private) 

ESC [ -?l6h - Edit Key Immediate 
ESC [ ?l61- Edit Key Deferred 

If this mode is set, pressing the SHIFT IEDIT 
key will cause the terminal to alternate 
between Conversation and Block 
immediately for each keystroke. When Reset, 
pressing the SHIFT IEDIT key will transmit 
the Edit Mode control sequence to the host. 
The change of state will then take place only 
when the host echos the command. 

A.&.4 LSITEBC - Select Turn­
around/End Of Block 
Character (LSI Private) 

ESC [ Ps: 

This control sequence provides a. means of 
selecting the character that will be used for 
Half-Duplex (HDX-B) turnaround operation, 
or, if the terminal is in Block Mode, the 
character selected will be used as as the End 
of Block delimiter. The character to l)e used is 
established by the value of selective 
parameter Ps. 

Parameter Ps Value 

o None 
1 Form Feed (OC Hex) 
2 ETX (03 Hex) 
3 EDT (04 Hex) 
4 CR (OD Hex) 
5 DC3 (13 Hex) 

Example: 
ESC [ 3: - Selects the EOT character to 
become the Turnaround or End of Block 
character. 

A.&.S LSISB - Send Block (LSI 
Private) 

ESC 5 

When received, the Send Block control 
sequence causes the ADM 36 to transmit the 

block of data that has been defined by the 
applicable features in Set-Up Mode, or 
equivalent control sequences. 

A.&.& STS - Set Transmit State 
ESC S 

The Set Transmit State control sequence is 
sent by the ADM 36 when the ENTER key 
(and RETURN key if Line Transmit is 
selected) is pressed and the Transmit 
Execution feature is set to Deferred. No other 
transmission takes place until the Send Block 
control sequence is received by the ADM 36. 

A-12 DP236 
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APPENDIX B 
ADM 361 KEYBOARD 

The ADM 361 keyboard is an addition to the 
standard ADM 36 that offers a 94 key layout 
similiar to the IBM 3277 ASCII B. All ADM 
36 operation has been retained plus function 
keys and special keys have been added. 

The keyboard layout displayed in figure B-1 
is separated into five clusters. 

1. The main alpha/numeric area is 
typewriter style with a locking shift lock. 

2. Special function pad includes erase, clear 
and control keys. 

3. Function key cluster has twelve function 
keys (DEC type) plus escape, print, setup 
and caps lock. 

4. Cursor control pad includes four cursor 
keys, rubout, PAl, and P A2. 

5. The twelve key numeric pad includes. 
and - .. 

The ADM 361 maintains the standard ADM 
36 "full duplex" operation; therefore, each 
·key sends a one, two or three key sequence, 
causing no local function. The only non­
transmit keys are caps lock, shift lock, 
control, print and shift/"test request". Print 
key (unshifted) causes a page print of the 
limits defined in Set-Up mode. Test request, 
when shifted, enables and disables Set-Up 
mode, for specific operation mode selections. 

The following keyboard code table describes 
the actual ASCII characters transmitted by 
each key. Keys are listed by position number 
defined by figure B-1. If both shift and caps 
lock are enabled, shift lock column describes 
selection. 

~--r.-~--~~~~--=-~~~~~-=~17-~--~--~O-' 
I ! I I 
I I I I 

~~ __ ~~ __ ~ __ ~~ __ -L_~ __ ~~ __ ~~ __ ~ __ ~~ __ ~ __ ~ __ ~ __ ~ __ ~ 

I" 51 .. 
,7 8 9 

1"1 
CLEAR i 

55 " ! DUP FIELD 
PAl MARK! 

PAZ : i"4 ,5' 
.. 

S 6 
•• 55 

I 
INS DEL I 

1000£ I 

1

15 I 
,. 

I" 3 2 
11 ',. I t • , , .. • .. 

I • ~ -
I 1"-1 -

ADM 36 I 

Figure B-1. ADM 361 Keyboard Layout. 
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KEY 
POS 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

DATA PRODUCTS DIVISION 

Table B-l. Keyboard Code 

LEGEND NORM SHIFT 

CAP LOCK (SHIFTS ALPHA KEYS TO UPPER CASE) 
(VALUES ARE HEX) 

PF1 ef§Q. PF60 

PF2 em fW 

PF3 ~ ~ 

PF4 ~ ~ 

PF5 PF54 PF64 

PF6 ~ flli. 

PF7 .. ~ ~ 
PF8 PF57 PF67 

PF9 PF58 PF68 

PF10 ~ ~ 

PF11 .W6 PF6A 

PF12 PF5B !!ill.. -
TeST REQ f.E.§£ SETUP MODE 

ESC/BREAK 1.! SHORT BREAK 

PRINT LOCAL PRINT 1!.Z£. 
CLEAR PF5F W£.. 
11 31 21 

2@ 32 40 

3# 33 23 

4$ 34 24 

5% 35 25 

6 36 5E 

7& 37 26 

8* 38 2A 

9( 39 28 

UNDERLINE KEYS DO NOT REPEAT WHEN HELD DOWN 

PF = ESC 0 SEQUENCE 

8-2. 

CAP 
LOCK 

PF50 

eat 

~ 

e.w 
PF54 

f.fia 

~ 
PF57 

f.E.a. 
PF59 -
PF5A 

fE.§!L 

PF5C 

1!. 
LOCAL PRINT 

f.!2 
31 

32 

33 

34 

35 

36 

37 ERASE ENTRIES 

38 ( HT ) 

39 
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KEY 
POS 

31 

32 

33 

34 

35 

36 

37 

38 

39 

40 

41 

42 

43 

44 

45 

46 

47 

48 

49 

50 

51 

52 

53 

54 

55 

56 

57 
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Table B-l. Keyboard Code (continued) 

LEGEND NORM SHIFT 

0) 30 29 

- - 20 5F 

=+ 3D 2B 

..... 08 08 

DUP/PAl PF5D 1 B78 

FIELDMARK ill.5 1m 
7 37 37 

8 38 38 

9 39 39 

ERASE INPUT .!..!!ll. ~ 

~I ill!. lB71 

Q 71 51 

W 71 57 

E 65 45 

R 72 52 

T 74 54 

Y 79 59 

U 75 55 

I 69 49 

0 6F 4F 

P 70 50 

J[ 5B 5D 

I<- lB70 5C 

INS MODE 1 B71 lB72 

DEL 7F 7F 

4 34 34 

5 35 35 

UNDERLINE KEYS DO NOT REPEAT WHEN HELD DOWN 

PF = ESC) SEQUENCE 

B-3 

CAP 
LOCK 

30 

20 

3D 

08 

PF5D 

~ 

37 

38 

39 

.ll!Zl. 

ill!. 
51 

57 

45 

52 

54 

59 

55 

49 

4F 

50 

5B 

lB70 TAB LEFT 

lB71 

7F RUBOUT 

34 

35 
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KEY 
POS 

58 

59 

60 

61 

62 

63 

64 

65 

66 

67 

68 

69 

70 

71 

72 

73 

74 

75 

76 

77 

78 

79 

80 

81 

82 

83 

84 
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Table B .. 1. Keyboard Code (continued) 

LEGEND NORM SHIFT 

6 36 36 

ERASE EOF 1.!ll§ 1876 

LOCK (LOCAL FUNCTION TYPEWRITER SHIFT) 

A 61 41 

S 73 53 

D 64 44 

F 66 46 

G 67 47 

H 68 48 

J 6A 4A 

K 68 48 

L 6C 4C 

· . 38 3A · . 
· " 27 22 

.... 1 QQ QQ 
(UP) 18[A 18[A 

(DOWN) 18[8 18[8 

1 31 31 

2 32 32 

3 33 33 

CONTROL NO CHARACTER IS TRANSMITTED 
I 

SHIFT (SHIFT - LOCAL FUNCTION) 

Z 7A 5A 

X 78 58 

C 63 43 

V 76 56 

8 62 42 

UNDERLINED KEYS DO NOT REPEAT WHEN HELD DOWN 

PF = ESC 0 SEQUENCE 
8-4 

CAP 
LOCK 

36 

11lli. 

41 

53 

44 

46 

47 

48 

4A 

48 

4C 

38 

27 

QQ. CARRIAGE RETURN 

18[A CURSOR UP 

18[8 CURSOR DOWN 

31 

32 

33 

5A 

58 

43 

56 

42 
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Table B-l. Keyboard Code (continued) 

KEY CAP 
POS LEGEND NORM SHIFT LOCK 

85 N 6E 4E 4E 

86 M 6D 4D 4D 

87 < 2C 3C 2C , 
88 > 2E 3E 2E , 

89 I? 2F 3F 2F 

90 SHIFT (SHIFT - LOCAL FUNCTIONl 

91 (LEFT) 1 B[D lB[D lB[D CURSOR LEFT 

92 (RIGHT) lB[C 1 B[C 1 B[C CURSOR RIGHT 

93 2E 2E 2E 

94 0 30 30 30 

95 - 2D 20 2D 

96 RESET ~ ~ 1B7A RESET 

97 (SPACE BAR) 20 20 20 

98 TRANSMIT 1F IF IF 

UNDERLINED KEYS DO NOT REPEAT WHEN HELD DOWN 

PF = ESC 0 SEQUENCE 

8-5 
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The. ADM 361 keyboard also provides 
interfaces for security key lock and credit card 
reader. 

Keylock transmits ESCape { when the lock 
is turned on and ESCape""' when turned off. 
The normally closed contacts are connected 
to J3 pins 1 and 2, a common AMP header 
with .1" centers. 

The card reader transmits a forty character 
message, read from track two of a standard 
credit card. The keyboard reads and buffers 
the message until complete. The keyboard 
will beep when it detects ·a bad read. Some 
message will be transmitted in either event so 
that the host computer is aware of a read 
attempt. When complete, or timeout occurs, 
the message is sent to the Modem port in the 
following format. 

CARD MESSAGE FORMAT: 

E}- 7L E S R T 
C , Up to 38 Characters _ C X 

Characters maybe 0 1 2 3 4 5 6 7 8 9 < 

The card reader is American Magnetics 
Modem 40 or 50. Interface is thru J2, a 
standard AMP eight conductor header with 
.1" centers. 

Signals are as follows: 

PIN SIGNAL 

2 

3 

4 

5 

6 

Data (TTL Levels) 

Strope 

Card Switch N.O. Contact 

Switch Return (Ground in Keyboard) 

N C 

Chassis Ground 

7 +5V 

8 Logic Ground 

The firmware in the main ADM 36 logic 
board must be updated with the five 
EPROMS. 
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APPENDIX C 
OPERATORS 

QUICK REFERENCE 
CHARTS 
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ASCII CONTROL CODE CHART 

B7 0 0 0 0 1 1 1 1 
B6 0 0 1 1 0 0 1 1 

BITS 95 0 1 0 1 0 1 0 1 

CONTROL NUMBERS UPPER CASE LOWER CASE 
B4 B3 B2 Bl 

SYMBOLS 

0 20 <10 60 100 120 1<10 160 

0 0 0 0 NUL OLE SP 0 @ P , 
p 

0 o 10 16 20 32 30 4 <10 ~ SO 80 60 96 70 112 

1 21 41 61 101 121 141 161 

0 0 0 1 SOH OC1 I 1 A Q a q 
1 1 11 17 21 33 31 49 41 65 51 81 61 97 71 113 

2 22 42 62 102 122 142 162 

0 0 1 0 STX OC2 " 2 B R b r 
2 2 12 18 22 34 32 50 42 66 52 82 62 9672 114 
3 23 43 63 103 123 143 163 

0 0 1 1 ETX OC3 # 3 C S c S 
3 3 13 19 23 35 33 51 43 67 53 83 63 99 73 115 
4 24 44 ~ 104 124 144 1~ 

0 1 0 0 EOT OC4 $ 4 0 T d t .. • I. 20 24 3834 52 44 6854 \loll ~ 100 7. 118 

5 25 .5 65 106 125 146 166 

0 1 0 1 ENQ NAK 0/0 5 E U e u 
5 5 IS 21 25 37 35 53 46 69 66 66 66 101 75 117 
8 28 46 66 106 128 14 166 

0 1 1 0 ACK SYN 8& 6 F V f v 
6 6 18 22 28 3838 54 46 70 56 9668 102 76 118 

7 27 47 67 107 127 147 167 

0 1 1 1 BEL ETB , 
7 G W W 

7 1 11 23 27 39 37 55 47 11 57 67 67 9 103 77 119 
10 ... 30 50 70 110 130 150 170 

1 0 0 0 BS CAN ( 8 H X h x 
8 8 18 2. 28 40 38 56 4 7268 88 68 104 79 120 

" TA8 31 51 7' '" 131 151 171 

1 0 0 1 HT EM ) 9 I Y i y 
9 9 19 25 29 " 39 57 49 13 59 89 69 106 79 121 
12 ~ 32 52 72 112 .32 152 172 

1 0 1 0 LF SUB * · J Z j z · A 10 1.0. 28 2.0. 42 3A 58 4A 74 SA 90 SA 106 7.0. 122 
13 + 33 53 73 113 133 153 173 

1 0 1 1 VT ESC + · K [ k 
C23 

, 
8 11 18 27 28 43 38 59 48 75 58 91 68 107 78 
14 ... 34 54 74 11. 134 154 17. 

1 1 0 0 FF FS < L \ I I , I 
C 12 lC 28 2C 443C 60 4C 16 5C 92 6C 108 7C 124 
IS RTN 35 55 75 115 135 155 175 

1 1 0 1 CR GS - - M ] m 
} 125 0 13 10 29 2D 45 3D 6' 40 17 SO 93 60 109 

16 38 HOME 56 16 118 138 156 116 

1 1 1 0 SO RS . :> N 1\ n "V 
E 14 IE 30 2E 463E 62 4E 18 5E 94 6E 110 7E 128 
17 37 NEW 57 77 UNL 117 137 157 177 

LINE (DELI 
1 1 1 1 SI US / ? 0 - 0 RU.OUT 

F 15 IF 31 2F 47 3F 63 4F 19 SF 9S 6F 111 7' 127 

KEY 
oct .. 00 ... LSI CURSOR CONTROL coDe 

B S ASCII cherectlf 

Mill 8 8 dlc:lm" 

Get familiar with ASCII and LSI control codes with the help of this handy table. 
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____ LEAR SIEGLER, INC. 
DATA PRODUCTS DIVISION 

SET-UP MODE KEYS SUMMARIZED 

KEY 

SET-UP 
2 (Set/clear tab) 
3 (Clear all tabs) 
4 (Line/local) 
5 (Set-up A/B) 
6 (Toggle) 
7 (Transmit speed) 
8 (Receive speed) 
9 (80/132 columns) 
o (Reset) 
A (Shifted) 
R (Shifted) 
S (Shifted) 
T (Shifted) 
D (Shifted) 
t 
~ 

Space 
RETURN 

SET-UP A MODE 

Exit SET-UP mode 
Set/Clear tab at current position 
Clear all tabs 
Go to SET-UP B - toggle line/local 
Go to SET-UP B 
Ignored 
Go to SET-UP B transmit baud rate 
Go to SET-UP B receive baud rate 
Toggle 80/132 
Resets terminal 
Ignored 
Recall features from NVR 
Save features to NVR 
Recall default tabs 
Recall default features 
I ncrease brightness 
Decrease brightness 
Moves cursor to right 
Moves cursor to left 
Move cursor to right 
Return cursor to left 

C-3. 

SET-UP B MODE 

Exit SET-UP mode 
Ignored 
Ignored 
Toggle line/local 
Go to SET-UP A 
Change feature setting 
Change transmit baud rate 
Change receive baud rate 
Toggle 80/132 
Resets terminal 
Enter Answerback mode 
Recall features from NVR 
Save featu res to N V R 
Ignored 
Recall default features 
I ncrease brightness 
Decrease brightness 
Move to next features 
Return to previous feature 
Move to next feature 
Return to first feature 

DP236 



____ LEAR SIEGLER, INC. 

DP236 

DATA PRODUCTS DIVISION 

SPECIAL GRAPHICS AND WIDE POINT GRAPHICS 
CHARACTER SETS 

Line Graphics and 
Hex Code USASCII Wide Point Graphics VT52 Character Set 

5F - (underscore) (Blank) (Blank) 

60 ' (Grave) Horizontal line 0 Diamond 
scan 9 and 10 

61 Horizontal line 
~ .•.•.. 

Checkerboard a :~~~ 
scan 7 and 8 

62 b Horizontal line HT Horizontal Tab 
scan 7, 8, 9 and 10 

63 c Horizontal line FF Form feed 
scan 5 and 6 

64 d Horizontal fine CR Carriage return 
scan 5,6,9 and 10 

65 e Horizontal line LF Line feed 
scan 5, 6, 7 and 8 

66 f Horizontal line 0 Degree 
scan 5, 6, 7, 8, 9 and 10 

67 g Horizontal line ± Plus/minus 
scan 3 and 4 

68 h Horizontal line NL New line 
scan 3, 4, 9 and 10 

69 i Horizontal line VT Vertical tab 
scan 3, 4, 7 and 8 

6A j Horizontal line .J Lower right corner 
scan 3, 4, 7, 8, 9 and 10 

68 k Horizontal line I Upper right corner 
scan 3, 4, 5 and 6 

6C I Horizontal line r Upper left corner 
scan 3, 4, 5, 6, 9 CI'ld 10 

60 m Horizontal line L Lower left corner 
sc&n 3, 4, 5, 6, 7, and 8 

6E n Horizontal line + Crossing lines 
scan 3, 4, 5, 6, 7, 8, 
9 and 10 

C-4 



____ LEAR SIEGLER, INC. 
DATA PRODUCTS DIVISION 

ANSI CONTROL SEQUENCES SUMMARY 

FUNCTION GROUP DESCRIPTION CONTROL SEQUENCE 

Special Graphics and Double-High Line ESC # 3 (top half) 
Character Set Selection Double-Wide Line ESC # 4 (bottom) 

Select Character Set ESC ( Fs 
Designate GO 
Character Set 

ESC) Fs 
Designate G 1 
Character Set 

Single-Wide, Single-H igh Line ESC # 5 

Cursor Functions Cursor Backward ESC [ Pn D 
Cursor Down ESC [ Pn B 
Cursor Forward ESC [ Pn C 
Cursor Position ESC [ Pn; Pn H 
Cursor Position Report ESC [ Pn; Pn R 
Cursor Up ESC [ Pn A 
Horizontal and Vertical ESC [ Pn; Pn f 

Position (Set Cursor) 
Index (Cursor Down With ESC D 
Scroll) 

New Line With Scroll ESC E 
Restore Cursor and ESC 8 
Attributes 

Reverse Index (Cursor Up ESC M 
With Scroll) 

Save Cursor and Attributes ESC 7 
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____ LEAR SIEGLER, INC. 
DATA PRODUCTS DIVISION 

VT-52 MODE ESCAPE SEQUENCE SUMMARY 

DP236 

VT-52 MODE FUNCTIONS 

Cursor Up 
Cursor Down 
Cursor Left 
Cursor Right 
Cursor To Home 
Cursor Up With Scroll 
Direct Cursor Address 
Enter Alternate Keypad Mode 
Enter ANSI Mode 
Enter Graphics Mode 
Erase To End Of Line 
Erase To End Of Screen 
Exit Alternate Keypad Mode 
Exit Graphics Mode 
Identify 
Inverse Video 
Normal Video 
Print Cursor Line Function 
Print Screen Function 
Select Auto Print (Line-at-a-Time) Mode 
Select Printer Controller Mode 
Terminate Auto Print (Line-at-a-Time) Mode 
Terminate Printer Controller Mode 

C-6 

ESCAPE SEQUENCE 

ESC A 
ESC B 
ESC 0 
ESC C 
ESC H 
ESC I 
ESC Y Pn Pn 
ESC = 
ESC < 
ESC F 
ESC K 
ESC J 

ESC > 
ESC G 
ESC Z 
ESC 3 
ESC 4 
ESC V 
ESC [ 
ESC /\ 
ESCW 

ESC_ 
ESC X 
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A. 

B. 

SECTION I. SPECIFICATIONS 

Cathode Ray Tube (12 ZB) 

l. Size : 12 inch diagonal. 

2. Deflection angle 

3. Glass area : 74 square inches. 

4. Impl.os ion protection : Tension band with mounting. lugs. 

5. Phosphor· : P4 

6. Anode voltage : Approx. 11.5KV 

7. Display size : S.3/S"(H) x 5.3/4"CV) 

S. Face : Direct etched. 

Electrical characteristics 

1. Video 

2. Horizontal 

3. Vertical 

: TTL positive going pulse(4.0Vp-p=1.5V) 

Input impedanc~:~ore than 3.3Kohms shunted 
by 60PF. 

Rise and fall time: 35nano-seconds or less. 

Video bandwidth: lSMHZ 

: TTL positivl~ going pulse(4.0Vp-p!.1.5V) 

Input impedance : ~ore than 4700hms shunted 
by 40PF. 

pulse width: 22 to 30 micro-seconds at 16.2KH2 
lS to 24 micro-seconds at.19.2KH2 

Scan frequency: 19.2+ 0.5KHZ 
16.2. 0.5KHZ by changing a 
jumpedJPR1B to JPRIC) 

Retrace time: Approx. 7.5micro- seconds. 

: TTL ne~ative going pulse(4.0Vp-p!.1.5V) 

input impedance : ~ore than 3.3Kohms shunted 
by 40PF 

pulse width:5 to 1000 micro-seconds. 

Scan frequency : 47 to 63 HZ 

Retrace time .: 926 micro-seconds. 
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4. Power . lSVDC.0.2V/O.8AMP or less nominal 

• Note : Refer to timin~ chart figure 1. 

C. Picture quality 

D. 

1. Resolu t'ion : 900TV lines at cen ter. 
SOOTY lines at corners at 40 footlambert. 

2. Geometric distortion: The outside dots of all outside rows and 
columns shall fall within the area defined by 
the space between the two rectangles shown in 
FIG S. This alignment shall fulfill the 

Pincushioni~barreling.parallelogram and 
lrapezoidal distortion requirements of the 
monitor display area. 

3. Horizontal linearity: Lesst~an 10% for adjacent characters. 
Less traa 20'-; for any two characters on the 
pntire di~plav 1ield. 

4. Vertical linearity : Same as tor horizontal linearity. 

S. Display capability : 80 characters per row. 24 rows. 

COlltrols 

1. Brightness : Internal. 

2. Contras t : External (User will supply external 
control volume and wire) 

3. Vertical hold : Internal. 

4. .... Vert ical height : Internal. 

S. Vertical linearity : Internal. 

S. Horizontal width : Internal. 

7. Horizontal linearity: Internal. 

8. Foc us-s t a tole : Internal. 

E. Environmental 

1. operating temperature:+soc through +SSOC 

2. Storage temperature :-3Su C through +SOoC 

F. Weight 

1. Ki t form : Approx. 4 Kj.{ 
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G. Input signal connection 
I 

1 · ........... Ground(H.D return. power return) 

2 · ........... Not Applicable 

3 · ........... Not Applicable 

4 · ........... Not Applicable 

5 · ........... ARC ground. 

6 · ........... Horizontal input. 

7 · ........... l5V DC. 

S · ........... Video illPU t. 

. 9 Vertical inpu t . 

10~ 
· ............ 
· ........... Ground(V.D return, video return) 

I 

H. Input connector 

Board edge connector 

• Viking # 2VK 105/1-2 

• Amphenol ~ 225-21031-101 

• Hirose # CRSE-20DA-3.96E 

• Or equivalent 

I. Others 
. 

All components are capable of meeting UL,CSA and DHEW 

requirement. 
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SECTION II. SERVICE INFOR~lATION 

A. ADJUSTl1ENTS 

1. BRIGHTNESS 

Normally. the monitor will be used to display alphanumeric or 
other black and white information. Moreover, the video polarity 
is usually white characters on a black b~ckground. 

The internal brightness control should be adjusted at a point 
where the wllite raster is just extinguished. The CRT will then 
be at its cutoff paint, and a maximum contrast ratio can be 
obtained when a video signal is applied. 

2. VIDEO CONTRAST 

Q201 is designed to operate linearly where a .2.SV signal is 
applied to its base. This control, or a fixed resistor,should 
be adjusted for a typical signal level of .2.SV peak-to-peak 
when measured at the video input terminal of the printed circuit 
board edge connector. 

In all cases, the output DC impedance of the video signal source 
must be 500ohms, or less. 

3. VERTICAL ADJUSTIIENTS 

There is a slight interaction among the vertical frequency. 
height, and linearity controls. A change in the height of the 
picture may affect linearity. 

~. Set the vertical-hold control. R302 near the mechanical 
center of its rotation. 

b. Adjust the vertical linearity control, R306 for best vertical 
linearity. 

c. Adjust the vertical height cOlltl·0l.R304 for desired height 

d. Readjus~ the vertical hold contrul.R302 until the picture 
"lucks" on vertical sync. 

e. Recheck height and linearity, and re~djust if necessary. 

f. Slight readjustment of vertical hold control. R302. may be 
required if the picture "rolls" up or down after a power 
OFF/ON sequence. 
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4. HORIZONTAL ADJUSTMENTS 

Raster width is affected by a combination of the DC power 
supply, horizontal width coil L402 and the horizontal linearity 
coil L403. 

a. Horizontal linearity. 

When character width variation is observed in characters of 
one row, turn the core of adjustor L403 so that character 
widths should become uniform. 

b. Horizontal width. 

Adjust horizontal width by turning the core of L402 with a 
plastic hexdriver for the desirp.d width. 

c. Readjust horizontal linearity. and width coil, for proper width. 

d. Observe final horizontal linearity and width, and touch up either 
adjustment if needed. 
The raster should be properly locked and centered when the 
horizontal drive signal adjustments (described in steps a-d 
above) have been completed. 

5, DEFLECTION YOKE ASSEMBLY ADJUSTItENTS 

a. Raster centering 

If the raster is not properly centered, it may be repositioned 
by rotating the ring magnets behind the deflection yoke. 

The ring magnets should not be used to offset the raster from 
its nominal center position because it would degrade the 
resolution of the display. 

If the picture is tilted. rotate the entire yoke. 

b. Geometric corrections 

The magnets on the yoke assembly shall be polarized so as to 
provide adjustment of pin-cushion, barreling and other Keometric 
deformities by simply rotatin~ the magnets until the desired 
display is'3chieved. Readjust if necessary. 

6. FOCUS ADUSTMENT 

Althou~h the focus control, RSOS.does not have a large effect on 
focus because of the CRT gun-assembly construction. It provides 
some adjustment for maintaining the best overall display focus. 
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SECTION III. TROUBLESHOO'TI~G FOR RESPECTIVE SY~IP'I'OMS 

A. ~o Raster 

1. Turn the internal brightness control clockwise fully. 

If raster appears : Good 

If raster does not appear ~o good. To next check. 

2. Is CRT !lea tel" on? 

It is not on Check CRT.heater voltage.power supply circuit 
and CRT socket for normality. 

I t is on : Proceed to next check item. 

3. Check high voltage by high-voltage Voltmeter. 

High voltage is not obtained : 

Check of f1yback transformer T402. Check of collector pulse of 
Q404. check of base pulse of Q404, check of collector and 
base waveforms of Q403, check of input HD. 

High voltage is obtained: To next check item. 

4. Check respective CRT electrode voltages for normality with a 
multi-tester. 

G2: 3S0V - 4S0V 

G4: -lOOV - ~400V 

G1: -lOOV - ~20V 

K 0 - ~50V 

When voltages of G2 and G4 are not obtained 

Check of CRS01, CRS03. CSOI. C503. R50l. RS03.RSOS, RS07 

R508. R~Oq.and T402. 

Voltage of Gl is not obtained 

Check of CR502. CR503. C502. C503. C504. RS02. RS06, RSIO 

RSll, E502 and T402. 

Voltage of K is not obtainpd 

Chpck of CR502. CS02. R204. R206.ESOl. and T402 

Volta~e~ of G2. G4. Gl. and K are normal: 

CRT is faulty Replace CRT. 
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8. Only one rast~r line appears in horizontal direction. 

Check of deflection yoke vertical coil 
When deflection yoke vertical coil is shorted or opened. 
deflection yoke is faulty and should be replaced. When 
30-50 OHMS. the coil is good. 

C. Only one raster line appears in vertical direction 

Wire break~own or deflection yoke horizontal coil or L402, L403, 
or C413 open. 

D. Raster is deformed abnormally. 
Rare shorting of deflection yoke cOil. replace deflection yoke. 

E. Raster runs abnormally as if winding or excessive picture 
fluctuation is caused . 

. Check by measurement that ripples of power supply is less 
than 10mV p-p. when ripples are normal, check to determine 
whether there is any such source that causes alternating 
magnetic field near the unit. 

F. When power is turned off, spot remains. 

Check CS02, CS03, and CRT for deterioration. 

G. Brightness range is abnormal. 

Deterioration of CRS03, CS03. 'or CRT, Check of voltage of G2. 
Check of heater voltage. 
Check of Q201, and ESOI. check of R203.R204. R205, and 
check of CRS02. and CS02 

H. Raster size is small and picture is abnormally bright (high voltage 
is nbnormally high.) 

Check of C409, and C410. Check of 1402 

I. Vertical synchronization is not achieved. 

Check of \"'0. Check of C301.C302. CR301. R30l. R302, and U301 

J. Rast~r position is deviated relative to CRT face. 

Turn deflection yoke centering magnet so that raster should be 
positioned at center. 

K. Picture or characters do not appear. ~ontrast is unachievable. 

Check of Q201 and associated components. Check of input signal. 
Check of CRT. 
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L. Picture or ch~racters are displayed but inclined. 

Untighten clamp screw on deflection yoke. Rectify the 
inclination by turning the entire deflection yoke. 

M. Fine nOises appear is the picture and characters shiver. 

Check high-voltage portion for leakage. 
Check connectors for complete contact. 
Check FBT for wire breakdown. 

N. It takes long for picture to appear (more than 15 seconds.) 

Service life of CRT has reached. Repl.ace CRT. 

O. Sync noise not related with input data appears in picture. 

Check ground1ag wire for poor contact. VIDEO grounding for 
incompleteness, input signal for normality, and power supply 
return for incompleteness. 

P. Picture appears and disappears alternately. 

Check of input signal. Check of card edge connector. Check of 
video circuit for poor soldering. Check of CRT socket. 

Q. Horizontal linearity is not achieved. 

Check of L403. C413. and Q404 

R. Vertical linearity is not achieved. 

Check of R305, R306. R307. C304. C305. and U301 

S. Focusing is not achievable. 

Check of voltages G2 and G4. Readjustment of R508. 
Check of high voltage. Check of CR50l, RSOl, CSOl, RS03,a~d R509 
When all above items are normal. CRT is faulty and should be 

replaced. 

Note : Refer to voltage waveforms(Figure 1.) 
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SECTION IV FIGURES 

T1MING CHART 
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HORIZONTAL 
DRIVE 

HORIZONTAl.. 

BLANKING 
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DRIVE 

VERTICAL 
BLANKING 

AT HORIZONTAL DIRECT DRIVE 
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SPEC. NO. PAGE 
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LEAR SIEGLER INC. 
DATA PRODUCTS DIVISION 

PART NUMBER DESCRIPTION 

916030 

919020 

919018 

919019 

902525 

Monitor control board assy 
SAMSUNG. (when ordering this 
board, please note if board is for 
the AOM32 or not, The MCa for the 
32 must have an extra long cab(le 
to monitor installed.) 

TUBE, std crt Samsung 

TUBE, Green crt, Samsung 

YOKE Assy, Samsung 

Magnet, ring type (for yoke) 

QTY 

1 

1 

1 

A/R 

LOCATION 

see breakdown 

THE ABOVE PARTS ARE FOR THE SAMSUNG MONITOR ASSY ONLY! 

132509-003 

132509-004 

Monitor Assy. white (std) Samsung 

Men i tor Assy, Green Samsung 



LEAR SIEGLER INC. 
DATA PRODUCTS DIVISION 

ASSY 916030 MONITOR CONTROL BOARD ASSY, SAMSUNG 

PART NUMBER 

905355 

905045 

905435 

905434 

805022 

905046 

905308 

905365 

905436 

905716 

905717 

905366 

905718 

905367 

905437 

905368 

905719 

908033 

90852' 

808022 

908034 

908011 

917039 

917040 

910030 

910530 

910510 

913025 

916029 

916988 

DESCR I PT I ON 

Cap 100uf 25V Electro 

Cap 680pf SOV Ceramic 

Cap O.OOluf SOV mylar 

Cap O.lSuf lOOV mylar 

Cap O.luf 100V mylar 

Cap 22pf SOV Ceramic 

Cap 1000uf l6V Electro 

Cap 47uf l6V Electro 

Cap O.Oluf 100V Mylar 

Cap O.Oluf 400V Poly 

Cap O.022uf 400V poly 

Cap l6uf 63V bi..polar 

Cap O.047uf 630V poly 

Cap 220uf SOV Electro 

Cap O.Oluf 200V mylar 

Cap 3.3uf SOV electro 

Cap O.Oluf 630V poly 

Diode I N60FM Germanium 

Diode U06E Si I icon 

Diode I N4007 Si I icon 

Diode I N4003 Si I icon 

Diode I N4004 Si I icon 

Coil, Horiz width HW-160 

Coi I, Hori z Li neari ty DL-284 

T,.ans 2N2219 

T,.ans KC51008 

T,.ans BU407 

IC TDA1170 

Flyback T,.ansf. output TMF-l10 

Transformer, Hori z Drive 

QTY 

2 

1 

1 

4 

2 

2 

1 

1 

1 

1 

2 

t 

t 

1 

1 

LOCATION 

Cl03,412 

C201 

C301 

C302 

C304, 305, 
306,309 

C306 

C307,411 

C308,408 

·C407 

C409 

C410 

C413 

CSOl 

CS02 

CS03 

CS04 

CS05 

CR301 

CR402,403 

CR501 

CRS02 

CRS03 

L402 

L403 

Q20l 

Q403 

Q404 

U301 

T402 

T401 



LEAR SIEGLER INC. 
DATA PRODUCTS DIVISION 

ASSY 916030 cont. MONITOR CONTROL BOARD ASSY, SAMSUNG 

PART NUMSER DESCRIPTION QTY LOCATION 

128533-330 FS Res 33 ohm 5~ tw R201 

128533-470 FS Res 47 ohm 5% tw 1 R203 

903719 Res 680 ohm 5~ tw R204 

128533-104 FS Res lOOK ohm 5~ tw 2 ~30e,205 

128533-101 FS Res 100 ohm 5% fw 5 R206,408, 
410,:01 ,503 

128533-154 FS ~es 150K ohm 5~ tw 2 ~:!Ol, 303 

SOl 036 Res lOOK ohm 20%.lw VAR 2 ~:!C2,304 

:03050 Res 330K ohm 5% ~ carb straight 1 R305 

901037 Res 200K ohm 2~ lw VAR R306 

128533-393 FS Res 39K ohm 5'; tw 1 R307 

903044 Res 3.3 ohm 5~ iw 1 R309 

903033 Res 56K ohm 5~ tw 2 R3l0,3l1 

903051 Res 470K ohm 5'; iw carb straight R3l2 

128533-683 FS Res 68K ohm 5~ iw 1 R3l3 

903052 Res 2.2 ohm 5~ iw R314 

903053 Res 1 ohm 5~ tw R411 

903559 Res 82 ohm 5~ fw 1 R412 

903613 Res 0.5 ohm 5~ lw metal oxide 1 R413 

128533-333 FS Res 33K ohm 5~ iw 1 R502 

901038 Res 5M ohm 20~ 5w VAR 1 R508 

128533-224 FS Res 220K ohm 5~ tw R509 

901035 Res lOOK ohm 2~ 2w VAR 1 R510 

128533-473 FS Res 47K ohm 5" iw 1 R511 

129472-390 Res 39 ohm 5" 1 w metal oxide 1 R504 

128533-472 FS Res 4.7K ohm 5" iw 2 R505,507 

128533-102 FS Res 1K ohm 5~ iw 1 R506 
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GENERAL INFORMATION 

The monitors described herein are fully transistorized 
(except CRT) and applicable for displaying alphanumeric 
characters. The MDS3000, MDS3003 series monitors use a 
12-inch CRT and the MDS4000, MDS4OO3 series monitors 
use a 15-inch CRT. Each monitor accepts a TTL non-com­
posite video, with separate TTL horizontal and vertical sync 
pulses. Additional inputs include optional TTL StepScan, 
and/or optional +24VDC to operate the monitor. 

A universal power transformer permits operating the moni­
tor from 120, 220 or 240 volts AC, 50/60 Hz. A built-in 
regulated power supply provides operating voltages of +24V, 
+13V and +5V. 

Input and output connections for the monitor are made 
through a standard 10-pin edge connector, (or optional 
20-pin connector) on the circuit card. Inputs consist of 
non-composite video, horizontal sync, vertical sync, and sig­
nal ground. The optional TTL level StepScan and +24VDC 
are also connected to the monitor via the 10-pin edge con­
nector. Three pins on the edge connector are also provided 
for alternate interconnecting of the remote brightness 
control. 

Circuitry consists of two stages for non-composite video 
amplification, one integrated circuit for vertical sync and 
deflection processing, five stages for horizontal sync and 
deflection processing, and a three stage regulated power 

/"" 

Model MDS4000, MDS4003 Seri. (15" CR TJ 

MOTOROLA INC. 
Display Systems 

1299 E. Algonquin Roed, Schaumburg, IL. 80196 (312) 387-8000 

SERVICE MANUAL 

MDS3000, 3003 SERIES 
(12-INCH) 

MDS4000, 4003 SERIES' 
(15-INCH) 

CRT DISPLAY MONITORS 

supply. All models also contain dynamic focusing and spot 
kill circuitry. 

One etched circuit card is utilized, which contains all neces­
sary Circuitry. Components are mounted on the top of me 
circuit card and plated copper foil on me bottom. Schema­
tic reference numbers are printed on the top and bottom 
of each circuit card to aid in the location and identification 
of components for servicing. All standard operating/adjust­
ment controls are mounted in a convenient manner on the 
circuit card. 

( 
~. .. 
". ~ ~. / .... 
. :" . ./.: .r."'. 

I~~· .~. ,~. _/~ .. .. 
Model MDS3000, MDS3003 s.n. (12"CRT) 

MANUALVP38 
1/81 

PART NO. 68P25253A82 
@MOTOROLA. INC. 1981 
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SAFETY WARNING 

CAUTION: NO WORK SHOULD BE ATTEMPTED ON AN EXPOSED MONITOR CHASSIS BY ANYONE NOT 
FAMILIAR WITH SERVICING PROCEDURES AND PRECAUTIONS. 

1. SAFETY PROCEDURES should be developed by 
habit so that when the technician is rushed with re­
pair work, he automatically takes precautions. 

2. A GOOD PRACTICE, when working on any unit, 
is to first ground the chassis and to use only one 
hand when testing circuitry. This will avoid the pos· 
sibility of carelessly putting one hand on chassis or 
ground and the other on an electrical connection 
which could cause a severe electrical shock. 

3. Extreme care should be used in HANDLING THE 
PICTURE TUBE as rough handling may cause it to 
implode due to atmospheric pressure (14.7 I bs. per 
sq. in.). Do not nick or scratch glass or subject it to 
any undue pressure in removal or installation. When 
handling, safety goggles and heavy gloves should be 
worn for protection. Discharge picture tube by 
shorting the anode connection to chassis ground (not 
cabinet or other mounting parts). When discharging, 
go from ground to anode or use a well insulated piece 
of wire. When servicing or repairing the monitor, if 
the cathode ray tube is replaced by a type of tube 
other than that specified under the Motorola Part 
Number as original equipment in this Service Manual, 
then avoid prolonged exposure at close rangv to un· 
shielded areas of the cathode ray tube. Possible dan­
ger of personal injury from unnecessary exposure to 
X-ray radiation may res~lt. 

4. An ISOLATION TRANSFORMER should always 
be used during the servicing of a unit whose chassis is 
connected to one side of the power line. Use a trans­
former of adequate power rating as this proteCts the 
serviceman from accidents resulting in personal injury 
from electrical shocks. It will also protect the chassis 
and its components from being damaged by acci­
dental shorts of the circuitry that may be inadver· 
tently introduced during the service operation. 

5. Always REPLACE PROTECTIVE DEVICES, such 
as fish paper, isolation resistors and capacitors and 
shields after working on the unit. 

6. If the HIGH VOLTAGE is adjustable, it should al­
ways be ADJUSTED to the level recommended by 
the manufacturer. If the voltage is increased above 
the normal setting, exposure to unnecessary X-ray 
radiation could result. High voltage can accurately be 
measured with a high voltage meter connected from 
the anode lead to chassis. 

7. BEFORE RETURNING A SERVICED UNIT. the 
service technician must thoroughly test the unit to be 
certain that it is completely safe to operate without 
danger of electrical shock. DO NOT USE A LINE 
ISOLATION TRANSFORMER WHEN MAKING 
THIS TEST. 

In addition to practicing the basic and fundamental 
electrical safety rules, the. following test, which is re­
lated to the minimum safety requirements of the 
Underwriters Laboratories should be performed by 
the service technician before any unit which has been 
serviced is returned. 

/P-----""""I" __ 1000 OHMIVOL T lOR HIGHER. AC VOL TMETER 

AC 'JOLTMETE" 

NOTES: 1. REPEAT EACH CHECK WITH THE LINE CORD 
REVERSED IN THE POWER OUTLET. 

2. METER READING MUST NOT EXCEED 
7Y, VOLTS AC. 

··HOT" LEAD OF METER TO EACH 
EXPOSED PART OF CABINET 
AS WELL AS THE CABINET. 

Voltmeter Hook-up for Safety Check 

A 1000 ohm per volt AC voltmeter is prepared by 
shunting it with a 1500 ohm, 10 watt resistor. The 
safety test is made by contacting one meter probe to 
any portion of the unit exposed to the operator such 
as the cabinet trim, hardware, controls, knobs, etc., 
while the other probe is held in contact with a good 
"earth" ground such as a cold water pipe. 

The AC voltage indicated by the meter may not ex­
ceed 7% volts. A reading exceeding 7% volts indicates 
that a potentially dangerous leakage path exists be­
tween the exposed portion of the unit and "earth" 
ground. Such a unit represents a potentially serious 
shock hazard to the operator. 

The above test should be repeated with the power 
plug reversed, when applicable. 

NEVER RETURN A MONITOR which does not pass 
the safety test until the fault has been located and 
corrected. 
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For users of unique variations of the M05-Series CRT monitors. however. order the sche­
matic diagram by its complete model number. 
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----------------------sPEORCAnONs------------------------
DISPLAY 
• MDS3000 - 12" diagonal measure 

• MDS4000 - 15" measured diagonally, 
14" diagonal vi.wable area 

• 1100 deflection angle 

• 3 lC 4 aspect ratio 

• P4 phosphor standard (other EIA phos-
phors available) 

• T band U.L. implosion protection 

• Direct etch and PPG optional 

• Stlndard Dlsptay SIze: (MDS3000) 8.5 lC 

6.0, (MDS4000) 10.0 lC 7.5 

• Capable of displaying over 3400 characters. 

VIDEO PERFORMANCE 
• Resalutlon: 1200 lines center, 950 lines 

comers (P4 phosphor) 

• Bendwichh: within 3 dB, 10 Hz to 30 
MHz i's tvPicai. 

PERFORMANa FEATURES 

• StlpSc8n TM: Stepped vertical scanning 
option provides an increased capacity dis­
play at any horizontal frequency, mus 
conserving bandwid1h and in many CIt8I, 

eliminating the need for a higher frequen­
cy clock for increased performance. 

• Oy..mc Foell.: ExcaUent corner focus 
is achieved by supplying dynamic voltage 
to the focus element of the cathode ray 
tube. 

SYNCHRONIZA nON 
• Horizo ..... : lS.7 kHz t. 500 Standard; 

18.7 kHz t. 500 optional 

• V.rticII: 47 to 63 Hz 

• Horizontll at_Icing: 11 uSee minimum 
(for scanning frequency of 15.7 kHz). 
10 uSee minimum (at 18.7 kHz). Time 
includ .. retrace and delay. 

• V.rticII at.nIcing: 800 uSee (includes 
retrace and video delay) 

INPUT SIGNALS 
• . Horizontal: 4 to 32 uSee, input TTL 

compatible, positive.going (negative op­
tionan, 4.0V PP :!:. 1.5 

• Vertical: 50 to 1400 uSee, input TTL 
compatible, positive (negative optional), 
4.0V PP:!:.1.5 

• Video: positive white, input termination 
470 ohms :!:. 5~, 2.5 • 5.0V PP 

Composite video input with DHHS pro­
tection circuit optionally available. 

POWER INPUT 
• 1201240V AC (105-135), 50/60 Hz, 

65VAmax. 

• 24V DC optional 

INTERCONNECT TO 
CUSTOMER SYSTEM 

CONTROLS 
• Int.rnal: Horizontal size, horizontal 

video centering, brightness, focus, vertical 
hold, vertical Sill, vertical linearitv. (Ail 
controls adjustable from top or back of 
unid. 

• Exurnal: Brightness (as an operator c0n­

trol. 

• Optional contrast control available. 

GEOMETRY (Pin & Barrel) 
• Sides equa/less than 1~ of height. 

• Top and bottom equal less than 1% of 
width. 

LINEARITY 
• Character height or width will not vary 

:!:.7~ from the averaga character sill. 

• Adiacent characters will not vary more 
than 5~. 

ENVIRONMENT 
• Operating T.....,.,m.r.: rP to +5sOC 

• StDnge T.mperatUr.: -4QGc to +650 C 

Note: CRT's with bonded etched panels 
should not be subiected to storaga or 
operating temperatures above 500 C 

• Operating Altitude: 10,000 ft. max. 

Designed to comply with DHHS Radia­
tion Performance Standards and U.L. 
specifications. 

• 10 pin edge connector standard 

• lOpin ribbon cabI. optional 

.In a eon1lnual effort to uograd. our nandard produClll 
.. n_ .... nolotllc .. lIdvancn ara mad., IPtIClflcations 
.,. .,blect to etlanae without nOtice. 

-NOTE-

This manual is up-to-date and correct as of the printing date, 
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SERVICE NOTES 

BLOCK/SCHEMATIC DIAGRAMS 

Refer to Figure 1 for a functional view of an MOg. 
Series Display Monitor in block form. It will help in be­
coming familiar with the overall schematic diagram, which 
accompanies this manual as a separate service sheet (Motor­
ola Part No. 68P25253A84). 

ELECTRICALIMECHANICAL PARTS LISTS 

A complete listing of field replaceable parts in alpha­
numeric sequence is included on the back of the accom­
panying schematic diagram. 

CIRCUIT TRACING 

Component reference numbers are printed on the top 
and bottom of the circuit card to facilitate circuit tracing. 
In addition, top (component) and bottom (solder) view 
drawings are included for convenient viewing of the circuit. 
card. Transistor elements are identified as follows: 

E - emitter, B - base, and C - collector 

COMPONENT REMOVAL 

On the circuit card, component removal requires the 
use of a "desoldering" iron, carefully applied to pre-

1----..... - ..... -<)-

.... 
L-..-1_-o", 

'" ~~: ~I~----------------------~~ 
1feIIrlVlI 

'" =~~~t~~~-~i~~I; 1"' .... .. 
"'" .... n' 

'" :V~ -< ' ...... ...,....., ...... --. 
c",''''" 

.. , 'f, .... 
'OU 

... 

~=:0Ii'A\ -< • ..01..1-_..--.,_--" ,on_ 

-. IIU" 
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vent lifting of the foil from the circuit card. An iron with a 
temperature controlled heating element is recommended to 
reduce the possibility of card damage. Use latest recom­
mended desoldering procedures. The nozzle of the solder 
extracting gun should be inserted directly over the compo­
nent lead which is heated only long enough to melt the 
solder and draw it away. This should leave the component 
lead free of the circuit card. 

POWER TRANSISTOR REPLACEMENT 

When replacing transistors 0101 (+24V Reg.) or 0402 
(Horiz. Output), use the following information and observe 
all precautions: 

1. There are no plug-in sockets; instead, two (2) screws 
are soldered from the bottom of the circuit card to 
protrude up through the circuit card and its bracket. 
The transistors are secured with two (2) nuts each on 
the top of the circuit card bracket, which also serves 
as a heat sink. 

2. When replacing a transistor, silicone grease (Motorola 
Part No. 11M490487) should be applied evenly to the 
top of the heat sink (circuit card bracket) and bottom 
of the transistor. In addition, be sure a miea insulator 
is positioned properly between the transistor and heat 
sink. 

. ... 

..I -. , ... . ... II .. 

r -0'. 
I I:·~~ 
I I 
I I 

I-~ __________ -+ ____ ~ ______ ~I~ I 
I I 

:~t I I 
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Figure 1. MDS-Series Display Monitor - Functional Block Diagram 
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3. The transistor mounting nuts must be tight before 
applying power to the monitor. This insures proper 
cooling and electrical connections. NON-COMPLI­
ANCE WITH THESE INSTRUCTIONS CAN RESULT 
IN FAILURE OF THE TRANSISTOR AND/OR ITS 
RELATED COMPONENTS. 

-NOTE-

Use caution when tightening transis­
tor mounting nuts. If the screw or 
nut threads are stripped by excessive 
pressure, a poor electrical and me­
chanical connection will result. 

INSTALLATION-MOUNTING SLOT HOLE 
DIMENSIONS 

Figure 2 is a bottom view drawing that clearly illus­
trates mounting slot hole dimensions. Use it to identify 
mounting clearances in the final installation. 

CRT REPLACEMENT 

General 

Use extreme care in handling the CRT as rough hand­
ling may cause it to implode due to high vacuum pressure. 

Figure 2. Mounting Slot Hole Dimensions 
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Do not nick or scratch glass or subject it to any undue pres­
sure in removal or installation. Use goggles and heavy gloves 
for protection. Also, be sure to disconnect the monitor 
from all external voltage sources. Refer to Figure 5 for 
location of the CRT identification label. Information on 
the label is essential for ordering the correct replacement 
CRTI 

Procedure 

Step 1. Connect a grounding strap (first) to the metal chas­
sis for a good earth ground; then discharge CRT by 
shorting the H.V. 2nd anode to ground. 

Step 2. Remove the CRT socket, deflection yoke (loosen 
clamp screw) and 2nd anode lead. 

Step 3. Remove CRT from the front of the chassis by 
loosening and removing four screws, one at each 
comer of CRT. 

SteP 4. Reverse the above steps to re-install the new CRT. 

Step 5. After installation perform operational check/ 
adjustment procedures. 

SERVICE PHOTOGRAPHS 

Figure 3: 

Figure 3 shows the rear view of a typical MDs-5eries 
display monitor. Callouts identify the circuit card edge 
connector (P1) for signal inputs, a six (6) pin power input 
connector, and a remote brightness control (R213) soldered 
to the circuit card. Variations to the aforementioned will 
include a different type of power connector, and the re­
mote brightness control can be interconnected via the cir­
cuit card edge connector. 

Figure 4: 

For convenient access to the component (top) side of 
the circuit card, referenc. Figure 4. Callouts accompanying 
the illustration are self-explanatory. 

Figure 5: 

For convenient unobstructed troubleshooting of the 
circuit card, stand the monitor on its side as shown in 
Figure 5. Notice also in this illustration the location of the. 
CRT identification label. The information on this label is 
essential for ordering the correct replacement CRT. 

Figure 6: 

Reference Figure 6 for quick identification and loca­
tion of adjustable controls, transistors, integrated circuits, 
etc. 
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OPERATIONAL CHECK/ADJUSTMENT 
PROCEDURES 

GENERAL 

The following procedures are provided to check the 
operation of the monitor and perform simple preinstalla­
tion adjustments (if required), or readjust after servicing 
and component replacement. 

When reference is made to adjust to a specific size display 
(vertically and horizontally), refer to original model speci­
fications for correct dimensions by the monitor model 
number. This also applies to minimum and maximum toler­
ances when adjusting for correct CRT geometry, linearity, 
focus, etc. 

-NOTE -

To assist in understanding more of the pre­
ceding terminology, refer to a separate Motor­
ola Manual, "Incoming Inspection Guide" 
(Motorola part number 68P25253A71). 

Perform the procedures in the sequence presented, and al­
low at least five (5) minutes warm-up before adjusting 
the monitor. In addition, when instructed to disconnect 
an input signal, do not ground the signal at the circuit card 
edge connector (Pl). This action could damage the signal 
source generator. Instead, disconnect the signal at its 
source. 

CCW = Counter Clockwise Rotation, CW = Clockwise Rota­
tion. (As viewed from rear of circuit card.) 

EOUIPMENT REOUIRED 

Variac (0-150Volts AC) 

Precision Digital Voltmeter 

Non-Metallic Alignment Tool 

Test Signals (Bench test signals must be same ampli­
tude, polarity, and frequency as final installed opera­
ting signal source. Refer to original specifications for 
values by monitor model number.) 

The following Motorola gauges are required for performing 
complete and accurate CRT geometry and linearity align­
ment. Refer to original model specifications for correct 
gauges to use. 

Linearity Gauge 

Slot Gauge 

Parallelogram Gauge 

ISOLATED GROUND/COMMON RETURN CHECK 

-CAUTION -

Do ill!! connect power or signals to monitor. 

Procedure No.1. For monitors with circuit card common 
return foil isolated from metallic chassis/earth ground. 
Isolating components are R 112 (22K resistor) and 
Cl04 (O.l,uF capacitor); jumper JU101 is~. 

Step 1. Connect ohmmeter leads between edge connector 
Pl, pin 1." and chassis (earth) ground. Resistance 
reading should be 22K ohms, ±. 5%. 

Step 2. Connect ohmmeter leads between edge connector 
Pl, pin 10, and chassis (earth ground. Resistance 
reading should be 22k ohms, ±. 5%. 

-NOTE -

Step 3 is only for monitors that have their 
Remote Brightness control (R213) inter­
connected to the circuit card via edge con­
nector Pl, pins 2,3 and 4. 

Step 3. Connect ohmmeter leads between edge connector 
Pl, pin 2, and chassis (earth) ground. Resistance 
reading should be 22K ohms, ±.. 5%. 

Procedure No.2. For monitors with non-isolated circuit 
card common return foil; whereby, the foil is connect­
ed direct to the metallic chassis/eartH ground via a 
(white) wire. (Jumper JU10l .is in, while components 
Rl12 and C104 are~) -

Step 1. Measure between edge connector pins and chassis 
(earth) ground as described in Procedure No.1. 
Resistance readings should be 0.2 ohms or less. 

+24V VOLTAGE REGULATOR CONTROL 
ADJUSTMENT 

Procedure 

Step 1. Connect monitor to AC line supply. Adjust supply 
to 120 volts. 

Step 2. Apply signal connector to circuit card edge con­
nector, Pl. 

Step 3. Adjust Vertical (R310) and Horizontal (R418) 
Hold controls until display is synced. 

Step 4. Connect a DC digital voltmeter or other precision 
accuracy voltmeter to the collector (case) of the 
regulator output transistor, 0101. 

Step 5. Adjust the +24V Voltage Regulator control, Rl07, 
for output of +24 volts:!:. 0.5 volts. 

Step 6. When adjustment is complete, vary the AC line 
supply voltage between 105 and 135 volts to check 
for proper regulator operation. If regulator is oper­
ating properly there should be no change in dis­
play size. 
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BRIGHTNESS/CONTRAST ADJUSTMENT 

Procedure 

Step lA. Disconnect video signal input (only) at pin 8 of 
edge connector Pl ... 

Step 1 B. If monitor is equipped with a Contrast control 
(R216 ~ monitor circuit card or customer 
supplied off-circuit card), rotate to the position 
that cuts Off the video input signal. 

Step 2. Rotate Master Brightness control (R212) fully 
CCW (raster off). 

Step 3. Rotate Remote Brightness control (R213) 
fully CCW (raster off). 

Step 4. Rotate Master Brightness control (R212) until 
the raster just begins to appear on the CRT; 
then back off slightly to the threshold of raster 
c~toff. 

Step 5A. Reconnect video signal ... 

or -
Step 5B. Adjust Contrast control (if present) for desired 

video display level on CRT. 

Step 6. Adjust Remote Brightness control (R213) for 
desired (overall) brightness level. 

HORIZONTAL OSCILLATOR ADJUSTMENT 

Procedure 

Step 1. Disconnect horizontal sync input (only) at pin 6 
of edge connector Pl. 

Step 2. Adjust Horizontal Hold control (R418) until video 
display approaches best horizontal sync condition. 
(Without the horizontal sync input connected, 
however, the display will never quite lock in.) 

-NOTE -

It may be necessary to temporarily increase 
the raster brightness with the Remote 
Brightness control (R213) to view the 
raster edges. 

Step 3. Reconnect the horizontal sync signal. (At this point 
the video display should be in sync.) 

Step 4. Adjust the Horizontal Delay control (R402) 
until the vtdeo _ display is centered horizontally 
within the raster (as viewed from the left side to 
the right side of the raster). 

10 

HORIZONTAL SIZE ADJUSTMENT 

Procedure 

Adjust Horizontal Width coil (L401) for specified 
video width (horizontally). 

- NOTE-

To increase width, rotate coil slug CCW 
(away from circuit card); to decrease width, 
rotate coil slug CW (toward circuit card). 

VERTICAL HOLD ADJUSTMENT 

Procedure 

If video display is rolling, adjust the Vertical Hold 
control (R310) until the video display remains locked 
in. 

VERTICAL SIZE/LINEARITY ADJUSTMENT 

Procedure No.1 (Monitors without StepScan) 

Step 1. Adjust the Vertical Size control (R312) until the 
specified size display (vertically) is obtained. 

Step 2. (Refer to Figure 7.) Adjust the Vertical Linearity 
control (R315) until the extreme top and bottom 
characters (designated "A" and "B") are equal in 
height to the center characters (designated "C"). 

Step 3. Readjust the Vertical Size control (R312), if neces­
sary, for specified size display (vertically). 

Procedure No.2 (Monitors ~ StepScan) 

Step 1. With specified StepScan input connected to pin 5 
of edge connector Pl, rotate the Step Adjust 
control (R504) for minimum vertical size. (This 
control will be final adjusted later.) 

Step 2. Adjust Vertical Size control (R312) for specified 
vertical size display -~ StepScan is actively 
applied with Step Adjust control, R504. 

Step 3. (Refer to Figure 7.) Adjust the Vertical LinearitY 
control (R315) until the extreme top and bottom 
characters (designated "A" and "B") are equal in 
height to the center characters (designated "C"). 

Step 4. Readjust the Vertical Size control (R312), if neces­
sary, for specified size display (vertically) as de­
scribed in Step 2. 
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Figure 7. Partial CRT Display of Characters for 
Vertical Linearity Adjustment 

STEPSCAN ADJUSTMENT (Applicable to monitors with 
Step Scan only) 

General 

StepScan is a unique input signal that is accounted 
for, and incorporated, when the original video signal format 
is being developed. As a result, it cannot be connected to 
just any monitor, even if the monitor has the necessary 
StepScan circuitry. Check original video signal format 
specification. 

Procedure: 

Step 1. 8e sure specified positive-going TTL Level Step­
Scan signal is connected to pin 5 of edge con­
nector P1. 

Step 2. Rotate the Step Adjust control (R504) through 
its entire range slowly, and observe that the dis­
play size increases vertically. 

Step 3A. Adjust the Step Adjust control (R504) for cor­
rect vertical size per original model specifications 

or 

Step 38. If the StepScan is not required in the final instal­
led application, rotate the Step Adjust control 
(R504) for minimum vertical size. (See following 
NOTE.) 

- NOTE-

In Step 38 this is applicable only if the 
Step Scan input remains connected to the 
edge connector from its source. However, 
if the StepSCan source is physically dis­
connected from pin 5 of the edge connec­
tor, pin 5 ~ be grounded to pin 1 or 10. 
In either of these conditions, proceed to 
Step 4. 

Step 4. Readjust Vertical Size control (R312) to desired 
height vertically. 

RASTER CENTERING ADJUSTMENT (Applicable 
only if the CRT and/or deflection yoke have been chang­
ed.) 

- NOTE-

Depending on the input signal format, 
the video display on some monitors will 
be down-centered more than normal 
within the raster. As a result, an up-cen­
tering resistor (R325) is added,~ 
shifts the entire raster (and video display) 
up. (The shift will vary between 0.1 -
0.4 inches.) This action is necessary to 
minimize over-adjusting the Centering 
Magnets to recenter the video display_ 
(Excessive adjustment of the Centering 
Magnets could cause geometric distortion.) 

DEFLECTION 
YOKE 
(PARTIAL VIEW) 

/ 

CENTERING 
MAGNETS (2) 

AEPC-G1372-O 

Figure 8. Partial View of CRT Neck/Deflection Yoke -
Centering Magnets 
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General 

This procedure should be performed while the mon­
itor is free-standing on a bench, and in the correct se­
quence (preceding the Raster Geometry Adjustment pro­
cedurel. Do.!!.21. readjust after the monitor has been in­
stalled in a cabinet or terminal. 

Procedure No. 1 (For monitors without up-centering 
resistor R325.1 

Step 1. Turn up the Remote Brightness control (R213) 
until the four (4) edges of the raster are visible. 

Step 2. (Reference Figure 8.) Rotate the two (21 
centering magnets (simultaneously) until the 
raster is centered (horizontally and vertically) 
WTtiiin the active phosphor area of the CRT. 
(Reference Figure 9.) 

Step 3.. Readjust the Remote Brightness control (R213) 
for desired (overall) brightness level. 

RASTER 
EDGE OF CRT 

PHOSPHOR AREA 

I 

RASTER CENTERING 1l!!!!!QY! UP-CENTERING RESISTOR, R3251 
VERTICAL: A • A' ITDP AND BOTTOM aanm EDGESI 

HORIZONTAL: S' S' (LEFT ANO RIGHT ~EDGESI 

VIDEO 
DISPLAY 

Figure 9. Raster Centering Without Up-Centering 
Resistor, R325 

Procedure No.2 (For monitors ~ up-centering resis­
tor R325.) 
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Step 1. Turn up the Remote Brigntness control (R213) 
until the four (4) edges of the raster are visible. 

Step 2. (Reference Figure 8.) Rotate the two (2) 
centering magnets (simultaneously) until the 
left and right edges of the .!!!.!!! are centered 
horizontally, and the top and bottom edges of 
the video display are centered vertically within 
the active phosphor area of the CRT. (Refer­
ence Figure 10.) 

+ 
(CENTER 

OF 
CRT) 

A' 

EDGE OF CRT 
PHOSPHOR AREA 

S' 

TOP VIDEO 
illSPLAYROW 

BOTTOM 
VIDEO DISPLAY 

ROW 

RASTER CENTERING I~ UP-CENTERING RESISTOR, R3:zs1 

VERTICAL: A. A' ITDP AND BOTTOM VIDEO DISPLAY ROWS! 

HORIZONTAL: S' S' ILEFT AND RIGHT ~ EDGESI 

Figure 10. Raster Centering With Up-Centering 
Resistor, R325 

Step 3. Readjust the Remote Brightness control (R213) 
for desired (overall) brightness level. 

-CAUTION-

Remember, do ~ readjust the centering 
magnets after performing the CRT Ras­
ter Geometry Adjustment procedure that 
follows, or after final installation. CRT 
raster geometry will be affected. 

RASTER GEOMETRY ADJUSTMENTS 

General 

This adjustment is normally required only if the yoke 
and/or CRT have been replaced. Upon completion of the 
geometry adjustments, there may not be a yoke magnet 
installed on every yoke mounting pin. Normal installation 
ranges from one to four yoke magnets per deflection yoke. 
In addition, keep in mind that there will be some interact­
tion between yoke magnets on the deflection yoke mount­
ing pins. Whereby, as the geometry adjustment proceeds, 
it may be necessary to remove an earlier positioned magnet 
from one pin when a new magnet is positioned (or added) 
on a different pin. 

There are two (2) different strength yoke magnets available 
for correcting CRT geometry. The soft core (or flexible) 
magnet is the stronger of the two magnets. (Reference 
Figure 11 to identify their north poles.) Pincushion and 
trapezoidal correction generally require high strength mag~ 
nets, and barrel correction requires a lower strength magnet 
for correction. 



-WARNING -

High voltages are present at the deflection 
yoke and are a potential shock hazard. Exer­
cise caution when performing the following 
adjustment procedures. 

NORTH 

r.!Qll..\ 
(WHITE (DOT) 
LINE) 

HIGH STRENGTH 
SOFT CORE (FLEXIBLE) 

YOKE MAGNET, 
PIN 59-25840A02 

LOW STRENGTH 
HARD CORE (NON-FLEXIBLE) 

YOKE MAGNET, 
PIN 59-25840A01 

AEPC-01371-0 

Figure 11. Yoke Magnet North Pole Identification 

Pincushion/Barrel Correction (top, bottom and sidesl 
Procedure 

Perform this adjustment if the raster exhibits the ab­
normal effects shown in Figure 13. 

Step 1. Push a magnet on the yoke mounting pin as shown 
in Figure 13. A magnet should be placed only on 
the pin that corresponds to the affected area. 

Step 2. Rotate the magnet to obtain the desired raster, 
labeled "NORMAL" on Figure 13. 

Step 3. If the desired raster cannot be obtained, add a 
second magnet to the yoke mounting pin. Both 
magnets must be aligned as shown in Figure 12; 
then rotated simultaneously. 

YOKE 
MOUNTING 

PIN 

\ 
NORTH POLE 

(Must be Alignedl 

AE,"C-Q1Q02-0 

Figure 12. Installing a Second Yoke Magnet 

Trapezoidal Correction (cornersl Procedure 

Perform this adjustment if the raster exhibits the ab­
normal effects shown in Figure 14. 

Step 1. Push a magnet onto the yoke mounting pin as 
shown in Figure 14. Magnet should be placed only 
on the pin that corresponds to the affected area. 

Step 2. Rotate the magnet to obtain the desired raster, 
labeled "NORMAL" in Figure 14. 

Step 3. If the desired raster cannot be obtained, add a sec­
ond magnet to the yoke mounting pin. Both mag­
nets must be aligned as shown in Figure 12; then 
rotated simultaneously. 

FOCUS ADJUSTMENT 

Procedure 

The optimum focus of the display is obtained by ad­
justing the focus control, R429, for best focus at a point 
which is near the center and approximately one-third 
(1/3) down from the top of the display. 
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THEORY OF OPERATION 

POWER SUPPLY (Refer to Figure 15) 

The power supply is a transformer operated, full wave, 
regulated series pass circuit that maintains a constant out· 
put voltage with line input variations of :!:. 12.5%. Depend· 
ing on how connector 51 is wired, operation from 120, 220 
or 240 volts, 50/60 Hz is possible. Integrated circuit IC10l 
is the reference amplifier; transistor 0102 is the regulated 
output driver, and 0101 is the series pass transistor. 

The output vol tage, +24 V, appears at the collector of 0101. 
This voltage is divided between Rl06, Rl07 and Rl09. 
Resistor Rl08 limits the range of Rl07. The voltage ap­
pearing on the arm of potentiometer Rl07 (24V A~J. 
control) is the reference input to the inverting input (-) of 
reference amplifier IC10l. 

A temperature compensated zener diode, VR10l, estab· 
lishes a fixed reference voltage at the non-inverting input 
(+) to IC101. Resistors Rl10 and Rl11 and diode 0105 
provide bias current for VR101. The junction of Rl10 and 
Rlll is the +13V source for the ,horizontal oscillator, 
1C402. Regulator VR101 is also the 5 volt source for the 
monitor circuitry. Operating voltage for IC101 is derived 
from resistor network Rl0l and Rl05. 

An increase in output current will cause a decrease in out· 
put voltage due to internal supply impedance. This will 
cause the voltage at the base of 0102 to become more posi· 
tive via the inverting amplifier IC101. With the base more 
positive, 0102 will conduct more, increasing its collector 
current. This increases the base current in 0101. The re­
sult is increased output current from 0101, raising the out· 
put voltage and maintaining the proper output voltage 
level. 

120VAC {-...... --.;.i-~'~ Tt,.".._-cn 

INPUT I .>-+--u..J 
I I 

EARTH I .~ 
.ROUND lJd;:~ 

J., ).., OJ:. 

WIlT 

S4 -

2201 { r:- :I..... WIlT 
24OVAC. ) s) WIn' 

INPUT :;EEl.) I M _' ...... --tl~ 
I • >+m-- c:Mis1l ....... o#\N\r004 

EARTH I 'I -
GROUND~') I~ 

J.; 5»)vB * 

Electrolytic capacitor Cl0l, section "A", filters the bridge 
rectifier (0101-0104) output, while section "S" provides 
additional filtering of the +24V regulator output. Capacitor 
Cl03 filters 'the +5 volt source. Rl02 is the load resistor 
for 0102. Resistors Rl03, Rl04 bias 0102. Capacitor 
Cl02 increases regulation at high frequencies for improved 
transient response. 

VIDEO AMPLIFIER (Refer to Figure 16) 

The linear video amplifier consists of two stages, 0201 
and 0202, which are connected in a cascode configuration. 
This common emitter-common base arrangement greatly 
reduces the effect of Miller capacity (when compared to a 
conventional single transistor video amplifier/output 
stage). 

A TTL compatible non-composite video signal, approxi­
mately 4.0 volts p.p, is DC coupled to the base of 0201 via 
R202. Resistor R201 provides proper termination for the 
high frequency input video signal. R203 and C201 provide 
high frequency compensation to maintain .a flat response 
when 0201 and 0202 conduct. Contrast control R216 
(when present) is used to limit the input video signal, 
which indirectly varies the amplitude of the video drive 
to the CRT cathode. This action is necessary to provide a 
contrast function when more than one level of video is 
applied to the input. Capacitor C208 (when present) 
provides high frequency compensation for the input video 
signal. 

During a nO'signal condition, video driver transistor 0201 is 
off. At the same time, video output transistor 0202 is base 

Q404 1'11$ 
24V RfSULATOR 

~---~--------------~~---------~---------o+~ -IZII 

.... ---0+.'" 

,~~-+----,-~~o~ 

Figure 15. AC Power Input/Regulated Power Supply Output 
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biased at 6.0V by R217 and R218. When a video signal is 
applied to the base of 0201, it turns on, allowing 0202 to 
conduct. The resultant output is developed across collector 
load resistor R210 and DC coupled to the CRT cathode via 
peaking coil L201 and resistor R21'. 0202 is protected 
from CRT arcing by a spark gap built into the CRT socket, 
and R211 further isolates 0202 from transeients. Capacitor 
C204 shorts video frequency signals from the base of 0202 
to ground. Peaking coil L201 increases the high frequency 
response of the video amplifier. Capacitor C205 provides 
filtering of the +70V supply. while C206 is a high frequen­
cy AC bypass capacitor to ground. 

SPOT KILL (Refer to Figure 16) 

When power is removed from the monitor, the horizon­
tal and vertical scans collapse and a bright spot is left that 
will burn a spot in the phosphor screen unless prevented 
from doing so. 

When the monitor is turned off, the decrease in the 24V 
supply voltage is coupled through capacitor C202 and re­
sistor R206 to pin 1 of IC201A. This TTL input is normally 
held in the high state by resistor R207. The falling 24V 
supply switches IC201A to the low state at pin 1, which 
is inverted to a high at pin 2 of IC201A; then inverted to a 
low again by IC201 F at pin 12. The open collector output 
of IC201 F, now in the low state (conducting), pulls R209 
to ground to become the emitter resistor of 0202. With 
6.0 volts on its base, 0202 saturates. The reSUlting low col· 
lector voltage on 0202 is coupled to the CRT cathode 
causing it to conduct heavily. The large cathode current in 
the CRT discharges the second anode during scan collapse. 
The second anode is completely discharged before the scan 
currents collapse completely so that a spot can not form. 
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STEPSCAN FUNCTION (Reference Figure 17) 

StepScan is useful when it is desired to display more 
rows of data characters than the existing "alphanumeric 
video" signal format will permit. A typical display consists 
of 240 horizontal scan lines which form character rows of 
data. Between each character row is a desired amount of 
blank spaCing which is made up of horizontal scan 1ines 
without video information. By accelerating the vertical de­
flection between character rows, one (1) horizontal scan 
line could provide the spacing between rows that would 
normally be occupies by three (3) horizontal scan lines (see 
Figure 17). This would reduce the number of blank horizon­
tal scan lines between character rows from three (3) down 
to one (1). However, the physical spacing between the 
character rows would not change. Since two (2) horizontal 
lines are saved between each row, a 24 row format will ac­
cumulate 48 unused scan lines. These 48 extra scan lines 
will reside at the bottom of the display since the CRT still 
scans a total of 240 horizontal lines. Therefore, the 48 addi­
tional lines at the bottom can also be used to display data. 
This means an additional six (6) rows of characters can be 
displayed. (For example, 7 lines for char. height plus 1 
line for spacing = 8 lines per char. block. 48 unused lines 
divided by 8 char. block lines = 6 additional rows.) 

- NOTE-

StepScan does not actually produce the 
six (6) additional rows; instead, it simply 
provides space (and horizontal lines) for 
them. The six (6) additional rows of video 
must be designed into the original video 
signal format during its development. 
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Figure 17. Displaying Characters on a Monitor with StepScan 

STEP SCAN C IRCU IT (Refer to Figure 18) 

The StepScan circuit requires an external TTL positive­
going pulse of approximately 4.0 volts poP. These pulses are 
applied to pin 5 of IC201C through the protective network 
R501, 0501 and 0502. These pulses switch the TTL in­
put of IC201C from the low state, normally maintained by 
resistor R502, to the high state. The open collector output 
of IC201C, pin 6, conducts during these pulses. These cur­
rent pulses, regulated by control R504, are applied to the 
height control pin of the vertical processor, 1C301. The 
slope of the output sawtooth current is increased during 
these pulses to "step" the vertical position to the next 
character. 

The rate at which the vertical processor steps is determined 
by the repetition rate of the incoming SetpScan pulses. The 
slope (charge rate) of the stepped portion of the sawtooth 
is adjustable with the STEP A~J. control, R504, which 
varies the spacing between the character rows. With the 
vertical sawtooth thus modified, the yoke vertical deflec­
tion current will be "stepped" during the line between char­
acter rows chosen. One additional component associated 
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~} 
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with StepScan operation is capacitor C307. It increases the 
response of 1C301 internal amplifier output (pin 4) by 
coupling the leading edge of the StepScan pulses into the 
amplifier input of 1C301 (pin 10). 

VERTICAL SCAN (Refer to Figure 18) 

Input TTL level pulses pass through resistor R301 and 
protective diodes 0301 and 0302 to IC201 B or 1C201 E in­
puts. The input to IC201 B accepts, through. j;;;;:;per JU302, 
negative vertical sync and the input to IC201 E accepts, 
through jumper JU301, positive vertical sync. R303 holds 
the input of 1C201 B low to prevent its output, an open col­
lector, from shorting the input to IC201 E when negative 
sync is not selected. 

Output pulses from IC201 E (pin 10) are differentiated by 
capacitor C301 and resistor R306. Diode 0303 couples 
only the negative-going spikes from the differentiator cir­
cuit to the sync input of IC301 (pin 8). R307 and R308 
provide input current limiting. The sync input (pin 8) per­
forms several functions. It strips away any random· noise 
that may be present on the input line and conditions the 
vertical pulses for processing. It also converts the input' 
voltage pulses to current to control the internal oscillator. 
The oscillator generates a non-symetrical square wave with 
a short duty cycle at the vertical scan frequency (50 to 60 
Hz). Components R310, R311 and C304 determine the fre­
quency. This square wave signal is applied to a ramp gener­
ator whose slope and amplitude is determined by R312, 
R313, C305 and C306. The ramp voltage signal is applied 
to a buffer stage· which isolates the ramp generator from 
the output stages and reduces any loading effect on the pre­
vious stages. Components R314, R316 and R315 reshape 
the ramp voltage to make it extremely linear. 
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The output signal from pin 4 (1C301) drives the vertical de­
flection coils directly via coupling capacitor C312. Com­
ponents R321 and C311 provide damping to prevent any 
oscillations in the output circuit. R320, R322, R319, R318, 
R323, C3l0 and C308 provide AC and DC feedback for 
the output stage to maintain proper gain and linearity., 
When the scan reaches the bottom of the screen a sync 
pulse initiates retrace. To insure a quick return to the top 
of the screen the voltage across the yoke is doubled during 
retrace to quickly discharge the yoke inductance. This 
voltage doubling circuit consists of diode D304, capacitor 
C302 and a transistor network in IC30l. Capacitor C314 
provides additional (external) compensation for IC30l, 
pin 11. Resistor R32S (when present) is used to up-center 
the raster and video display. 

HORIZONTAL DRIVE/SYNC DELAY AND 
REGENERATOR (Refer to Rgure 19) 

TTL horizontal rate sync is coupled to the input of 
IC401 B through the protective network consisting of 
resistor R401 and diodes D401 andD402. Jumpers Wl or 
W2 and W3 select positive or negative sync respectively. 
1C401B is a monostable multivibrator with its time constant 
being established by resistor R403, HO R IZ. DE LAY con- -
trol R402, and capacitor C401. A positive pulse appears at 
pin 13 of 1C401B, the leading edge coincident with the 
selected leading edge of horizontal sync and the trailing 
edge determined by the HORIZ. DELAY control, R402. 

The falling edge of this pulse triggers 1C401A, another 
monostable multivibrator, whose time constant (established 
by R406 and C403) regenerate a positive pulse at pin S of 
IC401A. Pulse width at this point is approximately equal to 
the input sync pulse. This pulse is inverted and increased in 
amplitude to 24V p.p by IC201 D. 

PHASE DETECTOR (Refer to Figure 19) 

The phase detector consists of two diodes D403 and 
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D404 in a keyed clamp circuit. Its function is to develop a 
control voltage for synchronizing the horizontal oscillator 
with the incoming sync pulses. Two inputs are required to 
generate the required output; one from the horizontal sync 
regenerator IC401A, and one from the horizontal output 
circuit, 0402. The required output must be of the proper 
polarity and amplitude to correct phase differences be. 
tween the input horizontal sync pulses and the horizontal 
time base. Each pulse from the collector of the horizontal 
output. 0402. is integrated into a sawtooth by R411 and 
C40S. Capacitor C406 blocks DC from the collector of 
0402. The output transistor of IC201 D is normally at 
cut-off and its collector voltage rests at approximately 24 
volts. Since C404 is connected to the output of IC201D, it 
will charge up to the collector voltage. When a pulse turns 
on and saturates the output of IC201 D, its collector voltage 
drops to near ground potential. C404 will now discharge, 
coupling a negative-going sync pulse to the cathodes of 
D403 and D404. This negative potential is sufficient to 
forward bias both diodes to conduct and discharge any 
positive or negative charge on C40S to ground. In other 
words, it clamps the voltage on capacitor C405 during sync 
pulse time to approximately zero volts. 

Without considering the sync pulses, the sawtooth wave 
would cause current flow into capacitor C405 when it is 
negative. and.out of C405 when it is positive. Since the saw­
tooth is symmetrical about its AC axis, the charge and dis­
charge currents of C405 are equal. C405 would thelefore 
average a zero voltage level. A sync pulse (w,aveform A, 
Figure 20) clamping the sawtooth as it passes through its 
AC axis (waveform B, Figure 20), will not affect its positive 
and negative symmetry. Therefore, the average voltage on 
C405 would remain zero. However, if the horizontal time 
base begins to lag, the sync pulse will clamp the sawtooth 
to ground at a point below its AC axis, resulting in a non­
symmetrical charge on C405. This clamping action will 
cause the sawtooth's AC axis to shift to a point above the 
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Horizontal Drive/Sync Delay. Sync Regenerator and 
Phase Detector Circuits 
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Figure 20. Phase Synchronization Waveforms 

ground reference (waveform C, Figure 20). Therefore, most 
of the sawtooth's waveform is now above ground which will 
produce a positive voltage on C405. This is the correct 
polarity to cause the horizontal oscillator to speed up to 
correct the phase lag. Likewise, if the horizontal time base 
is leading the sync pulse, the sawtooth will be clamped to 
ground at a point above its AC axis. This clamping action 
will cause the sawtooth's AC axis to shift to a point below 
the ground reference (waveform 0, Figure 20). Now most 
of the sawtooth's waveform is below ground, which will pro­
duce a negative voltage on C405. This is the correct polarity 
to cause the horizontal oscillator to slow down. The voltage 
level on C405 is dependent upon which point of the saw­
tooth is clamped. This also determines how far its AC axis 
will shift above or below ground. 

R412, C407, R413 and C408 comprise the phase detector 
filter. The bandpass of this filter is designed to provide 
correction of horizontal oscillator phase without ringing 
or hunting. 

HORIZONTAL OSCILLATOR/DRIVER (Refer to Figure 21) 

Integrated circuit timer 1C402 operates as an astable 
square wave oscillator. Its free running frequency is deter­
mined by resistors R415, R416, and capacitor C409. The 
phase detector correction voltage is coupled through resis­
tor R414 to pins 2 and 6 of 1C402 to vary the frequency 
of the oscillator. A second input to 1C402, pin 5, allows 
control of the oscillator free-run frequency by means of 
R418, HORIZ. HOLD control. 

The non-symmetrical output of 1C402 (pin 3) is coupled to 
the horizontal driver transistor, Q401, through C411 and 
current limiting resistor R419. 0405 protects Q401 from 

reverse base-emitter voltage. Q401 operates as a switch to 
drive the horizontal output transistor Q402 through trans­
former T401. T401 is a voltage stepdown transformer to 
provide a low impedance drive to Q402. R421 is a current 
limiting resistor for 0401 and C414 is an AC bypass capa­
citor. R420 arid C413 damp the transformer to prevent 
ringing when 0401 goes into cutoff. 

HORIZONTAL OUTPUT (Refer to Figure 21) 

The secondary of T401 provides the required low drive 
impedance for 0402. Components R422 and C415 form a 
time constant for fast turn-off of 0402. The horizontal out­
put transistor, 0402, is simply a switch that is turned on 
and off at the horizontal scan rate by the drive signal ap­
plied to its base. A sawtooth current through the deflection 
coils is required to sweep the beam linearly across the CRT 
screen. The sweep begins at the center of the CRT and 
sweeps to the right. This happens when Q402 is turned on 
and its collector voltage drops to near zero. C419 begins 
discharging through the deflection coils to deflect the beam 
to the right edge of the CRT. At this time, 0402 cuts off 
and C419 ceases to supply .current to the deflection coils. 
However, an induced voltage appears across the deflection 
coil as the magnetic field collapses, and an oscillation oc­
curs between the deflection coils and C416. 

During the first half cycle of this oscillation, the induced 
voltage is felt across the collector of now cut off Q402, 
C416, and the primary of T402, the flyback transformer. 
This voltage is stepped up by T402 and rectified to produce 
the required high voltage that is applied to the 2nd anode 
of the CRT. The electron beam is also deflected to the left 
edge of the CRT at this time because the collapsing magnet­
ic field of the deflection coils reverses polarity. 

During the second half cycle of the deflection coils/C416 
oscillation, the voltage on the collector of still cut off Q402 
becomes negative. At this time, camper diode 0406 becomes 
forward biased and begins conduction. The deflection coil 
current gradually decreases to zero during damper conduc­
tion allowing the beam to sweep linearly to the center of 
the screen. 

The horizontal retrace pulse charges C422 through 0407 
to provide operating voltage for G2 of the CRT. Momen­
tary transients at the colleator of 0402, should they occur, 
are limited to the voltage on C422 since 0407 will conduct 
if the collector voltage exceeds this value. Coil L402 is a 
magnetically biased Horiz. Linearity coil that shapes the 
deflection current for optimum trace linearity. Coil L401 
is a series Horiz. Width control. Components R425 and 
C418, R424 and C417 are damping network components 
for the Horizontal Linearity (L402) and Width (L401) con­
trols. 

The 24 volt supply to the horizontal output is coupled 
through diode 0409 to pin 3 of the transformer, T402. 
Autoformer action of the transformer boosts the effec-
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Figure 27. Horizontal Oscillator, Driver and Output Circuits, 
and Dvnamic Focus Circuit 

tive supply voltage to the transformer to the 70 volts ap­
pearing on pin 1 of T402. This voltage is filtered by C205 
and provides the 70 volt source for the chassis. A capaci­
tive divider, C421 and C420, and diode 0408 provides a 
-70 volt supply for the CRT G 1 electrode. 

DYNAMIC FOCUS (Refer to Figure 21) 

Due to the geometry of a CRT, the electron beam tra­
vels a greater distance when deflected to a corner as com­
pared to the distance traveled at the center of the CRT 
screen. As a result of these various distances traveled, opti­
mum focus can be obtained at only one point. For general 
applications, an adequate adjustment can be realized by set­
ting the focus while viewing some point mid-way between 
the center of the CRT screen and a corner, thus optimizing 
the overall screen focus. When an application requires a 
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tighter specification, one of the simplest methods for im­
provement is to modulate the focus voltage at a horizontal 
sweep rate. Now optimum focus voltage is made variable 
on the horizontal axis of the CRT, which compensates for 
the beam travel along this axis. The AC component of the 
focus voltage is developed by stepping up the voltage 
across capacitor C419 via transformer T403. The linear 
current ramp in the horizontal yoke winding, L1 8, also 
flows through capacitor C419. The ramp is integrated. the 
result being a parabolic waveform. This parabola is coupled 
through capacitor C424 and resistor R433 to the primary 
of transformer T403. The approximately 250V poP para· 
bola present at pin 6 of T403 is superimposed on the DC 
voltage from the FOCUS control. R429. via capacitor 
C423. This mixed AC and DC voltage results in a waveform 
of proper phase and amplitude. which is coupled through 
isolating resistor R431 to the CRT focus anode. 
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