












































































































































































































































































































































































































































































































































LINE !itatem!lnt 

LINE Statement 

Purpose: 

To draw lines and boxes on the screen. 

Syntax: 

LINE [(xl,yl)]-(x2,y2) [,[attribute][,B[F]][,style]] 

Comments: 

xl,yl and x2,y2 specify the end points of a line. 

Resolution mode is determined by the SCREEN statement. 

attribute specifies color or intensity of the displayed pixel (see the COLOR 
and PALETTE statements). 

B (box) draws a box with the points (xl,yl) and (x2,y2) at opposite corners. 

BF (filled box) draws a box (as ,B) and fills in the interior with points. 

Note 

If attribute is not specified, two commas must be used before B or BF. 

LINE supports the additional argument style. style is a 16-bit integer mask 
used when putting down pixels on the screen. This is called line-styling. 

Each time LINE stores a point on the screen, it uses the current circulating 
bit in style. If that bit is 0, no store will be done. If the bit is 1, then a nor­
mal store is done. After each point, the next bit position in style is selected. 

Since a 0 bit in style does not clear out the old contents, you may wish 
to draw a background line before a styled line, in order to force a known 
background. 



LINE Statement 

style is used for normal lines and boxes, but is illegal for filled boxes. 

If the BF parameter is used with the style parameter, a "Syntax" error 
will occur. 

When out-of-range values are given in the LINE statement, the coordinates 
that are out of range are not visible on the screen. This is called 
line-clipping. 

In the syntax shown here, the coordinate form STEP (x offset,y offset) is not 
shown. However, this form can be used wherever a coordinate is used. 

In a LINE statement, if the relative form is used on the second coordinate, 
it is relative to the first coordinate. 

After a LINE statement, the last referenced point is x2,y2. 

The simplest form of LINE is the following: 

LINE - (xz,yz) 

This draws a line from the last point referenced to the point (xz,yz) in the 
foreground color. 

Examples: 

LINE (0,100)-(639,100) 

Draws a horizontal line that divides the screen in half from top to bottom in 
SCREEN 2. 

LINE (160,0)-(160,199) 

Draws a vertical line that divides the screen in half from left to right in 
SCREEN 1; makes a one-quarter/three-quarter division in SCREEN 2. 

L I NE ( 0 , 0 ) - ( 31 9, 1 99) 

Draws a diagonal line from the top left to lower right corner of the screen 
in SCREEN 1, and from the upper left corner to the center bottom of the 
screen in SCREEN 2. · 
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LINE. Statement 

LINE (10,10)-(20,20),2 

Draws a line in color 2 if SCREEN 1 was previously specified (see the 
COLOR statement). 

10 CLS 
20 LINE -(RND•319,RND•199),RND•4 
30 GOTO 20 

Draws lines forever using random attributes. 

10 FOR X=O TO 319 
2 0 LI NE ( X , 0 ) - ( X , 1 99 ) , X AND 1 
30 NEXT 

Draws an alternating pattern: line on, line off. 

10 CLS 
20 LINE -(RND•639,RND•199),RND•2,BF 
30 GOTO 20 

Draws lines all over the screen. 

L I NE ( 0 ' 0 ) - ( 1 O·O I 1 7 5 ) ' , 8 

Draws a square box in the upper left corner of the screen. 

LINE (0,0)-(100,175),,BF 

Draws the same box and fills it in. 

LI NE ( 0 , 0 ) - ( 1 0 0 , 1 75) , 2; BF 

Draws the same filled box in magenta in SCREEN 1. 

LIHE (0,0)-(100,350),,B 

Draws the same box if SCREEN 2 is specified. 

400 SCREEN 1 
410 LIHE(160,100)-(160,199) ,,,&HCCCC 

Draws a vertical dotted line down the center of the screen in SCREEN 1. 
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LINE Statement 

220 SCREEN 2 
230 LINE(300,100)-(400~50), ,8,&HAAAA 

Draws a rectangle with a dotted line in SCREEN 2. 

LINE (0,0)-(160,100) ,3,,&HFFOO 

Draws a dotted line from the upper left corner to the screen center. 
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LINE INPUT Statement 

LINE INPUT Statement 

Purpose: 

To input an entire line (up to 255 characters) from the keyboard into a 
string variable, ignoring delimiters. 

Syntax: 

LINE INPUT [;][prompt string;]string variable 

Comments: 

prompt string is a string literal, displayed on the screen, that allows user 
input during program execution. 

A question mark is not printed unless it is part of prompt string. 

string variable accepts all input from the end of the prompt to the carriage 
return. Trailing blanks are ignored. 

LINE INPUT is almost the same as the INPUT statement, except that it 
accepts special characters (such as commas) in operator input during pro­
gram execution. 

If a line-feed/carriage return sequence (this order only) is encountered, both 
characters are input and echoed. Data input continues. 

If LINE INPUT is immediately followed by a semicolon, pressing the 
RETURN key will not move the cursor to the next line. 

A LINE INPUT may be escaped by typing CTRL-BREAK. GW-BASIC returns 
to command level and displays Ok. 

Typing CONT resumes execution at the LINE INPUT line. 
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LINE INPUT Statement 

Example: 

100 LINE INPUT A$ 

Program execution pauses at line 100, and all keyboard characters typed 
thereafter are input to string A$ until RETURN, CTRL-M, CTRL-C, or 
CTRL-BREAK is entered. 
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LINE INPUT# Statement 

LINE INPUT# Statement 

Purpose: 

To read an entire line (up to 255 characters), without delimiters, from a 
sequential disk file to a string variable. 

Syntax: 

LINE INPUT# file number, string variable 

Comments: 

file number is the number under which the file was opened. 

string variable is the variable name to which the line will be assigned. 

LINE INPUT# reads all characters in the sequential file up to a carriage 
return. If a line feed/carriage return sequence (this order only) is encoun­
tered, it is input. 

LINE INPUT# is especially useful if each line of a data file has been bro­
ken into fields, or if a GW-BASIC program saved in ASCII mode is being read 
as data by another program. 

Examples: 

1 0 OPEN "0"' 1 'II INFO" 
20 LINE INPUT "CUSTOMER 1NFORMATION? 11 ;CS 
30 PRINT#1, CS 
40 CLOSE 1 
5 0 0 p EN II I II ' 1 ' •• I NF 0 II 
60 LINE INPUT#1, CS 
70 PRINT CS 
80 CLOSE 1 
RUN 
CUSTOMER INFORMATION? 

If the operator enters 

LINDA JONES 234,4 

120 

MEMPHIS 



then the program continues with the following: 

LINDA JONES 
Ok 

234,4 MEMPHIS 

LINE INPUT# Statement 
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LIST Command 

LIST Command 

Purpose: 

To list all or part of a program to the screen. line printer, or file. 

Syntax: 

LIST [ linenumber][-linenumberll,filename l 
LIST [linenumber-1[,f!lename] 

Comments: 

linenumber is a valid line number within the range of 0 to 65529. 

If filename is omitted, the specified lines are listed to the screen. 

Use the hyphen to specify a 0 line range. If the line range is omitted, the 
entire program is listed. linenumber- lists that line and all higher num­
bered lines. -linenumber lists lines from the beginning of the program 
through the specified line. 

The period (.) can replace either linenumber to indicate the current line. 

Any listing may be interrupted by pressing CTRL-BREAK. 

Examples: 

LI ST 

Lists all lines in the program. 

LIST -20 

Lists lines 1 through 20. 

LIST 10-20 

Lists lines 10 through 20. 
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LIST Command 

LIST 20-

Lists lines 20 through the end of the program. 
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LLIST Command 

LLIST Command 

Purpose: 

To list all or part of the program currently in memory to the line printer. 

Syntax: 

LLIST [line number][ -linenumber] 
LLIST [linenumber-] 

Comments: 

GW-BASIC always returns to command level after a LLIST is executed. The 
line range options for LLIST are the same as for LIST. 

Examples: 

See the examples in the LIST statement. 
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LOAD Command 

LOAD Command 

Purpose: 

To load a file from diskette into memory. 

Syntax: 

LOAD filename[,r] 

Comments: 

filename is the filename used when the file was saved. If the extension was 
omitted, .bas will be used. 

LOAD closes all open files and deletes all variables and program lines 
currently residing in memory before it loads the designated program. 

If the r option is used with LOAD, the program runs after it is loaded, and 
all open data files are kept open. 

LOAD with the r option lets you chain several programs (or segments of the 
same program). Information can be passed between the programs using the 
disk data files.· 

Examples: 

LOAD "STRTRK",R 

Loads the file strtrk.bas and runs it, retaip.ing' all open files and variables 
from a previous program intact. 
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LOC Function 

LOC Function 

Purpose: 

To return the current position in the file. 

Syntax: 

LOC(file number) 

Comments: 

file number is the file number used when the file was opened. 

When transmitting or receiving a file through a communications port, LOC 
returns the number of characters in the input buffer waiting to be read. 
The default size for the input buffer is 256 characters, but can be changed 
with the le: option on the GW-BASIC command line. If there are more than 
255 characters in the buffer, LOC returns 255. Since a string is limited to 
255 characters, this practical limit alleviates the need to test for string size 
before reading data into it. If fewer than 255 characters remain in the 
bufter, then LOC returns the actual count. 

With random disk files, LOC returns the record number just read from, 
or written to, with a GET or PUT statement. 

With sequential files, LOC returns the number of 128-byte blocks read 
from, or written to, the file since it was opened. When the sequential file is 

. opened for input, GW-BASIC initially reads the first sector of the file. In this 
Ci;lSe, the LOC function returns the character 1 before any input is allowed. 

If the file was opened but no disk input/output was performed, LOC returns 
a zero. 

Examples: 

200 IF LOC(1 )#50 THEN STOP 

The program stops after 51 records are read or written. 
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LOCATE Statement 

LOCATE Statement 

Purpose: 

Tei move the cursor to the specified position on the active screen. Optional 
parameters cause the cursor to blink on and off and define the start and 
stop raster lines for the cursor. A raster line is the vertical or horizontal 
distance between two adjacent, addressable points on your screen. 

Syntax: 

LOCATE [row][,[col][,[cursor][,[startl [,stop]Jll 

Comments: 

row is the screen line number, a numeric expression within the range of 
1 to 25. 

col is the screen column number, a numeric expression within the range of 
1 to 40, or 1 to 80, depending upon screen width. 

cursor is a bo9lean value indicating whether the cursor is visible; zero is off, 
nonzero is on. 

start is the cursor start scan line, a numeric expression within the range of 
0 to 31. 

stop is the cursor stop scan line, a numeric expression within the range of 
0 to 31. 

When the cursor is moved to the specified position, subsequent PRINT 
statements begin placing characters at this location. Optionally, the 
LOCATE statement may be used to start the cursor blinking on or off, 
or change the size of the blinking cursor. 

Any values entered outside of these ranges results in "Illegal function call" 
errors. Previous values are retained. 

As you set up the parameters for the LOCATE statement, you may find 
that you do not wish to change one or more of the existing specifications. 
To omit a parameter from this LOCATE statement, insert a comma for 
the parameter that is being skipped. If the omitted parameter(s) occurs at 
the end of the statement, you do not have to type the comma. 
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LOCATE Statement 

If the start scan line parameter is given and the stop scan line parameter is 
omitted, stop assumes the start value. 

Examples: 

1 0 LOCATE 1 , 1 

Moves the cursor to the home position in the upper left corner. 

20 LOCATE ,,1 

Makes the cursor visible. Its p<>sition remains unchanged. Notice that the 
first two parameters are not used. A comma has been inserted for each 
omitted parameter. 

30 LOCATE ,,,7 

Cursor position and visibility remain unchanged. Sets the cursor to appear 
at the bottom of the character starting and ending on scan line 7. 

40 LOCATE 5,1,1,0,7 

Moves the cursor to line 5, column 1. and turns the cursor on. The cursor 
covers an entire character cell, starting at scan line 0 and ending on scan 
line 7. 

128 



LOCK Statement 

LOCK Statement 

Purpose: 

To restrict the access to all or part of a file that has been opened by another 
process. This is used in a multi-device environment, often referred to as a 
network or network environment. 

Syntax: 

LOCK l # ]n [,[record number] [TO record number]] 

Comments: 

n is the number that was assigned to the file as it was originally numbered 
in the program. 

record number is the number of the individual record that is to be locked. 
Or, if a range of records are to be locked, record number designates the 
beginning and ending record of the specified range. 

The range of legal record numbers is 1 to 232 - 1. The limit on record size 
is 32767 bytes. 

The record range specified must be from lower to (the same or) higher 
record numbers. 

If a starting record number is not specified, the record number 1 is 
assumed. 

If an ending record number is not specified, then only the specified record 
is locked. 

The following are examples of legal LOCK statements: 

LOCK #n 

LOCK #n, X 

LOCK #n, TOY 

LOCK #n, X TO Y 

locks the entire file n 

locks record X only 

locks records 1 through Y 

locks records X through Y 

With a random-access file, the entire opened file, or a range of records 
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LOCK Statement 

within an opened file, may be locked, thus denying access to those records 
to any other process that has also opened the file. 

With a sequential access file that has been opened for input or output, the 
entire file is locked, regardless of any record range specified. This is not 
considered an error. The specification of a range in the LOCK statement 
regarding the sequential file will simply be disregarded. 

The LOCK statement should be executed on a file or record range within 
a file before attempting to read or write to that file. 

The locked file or record range should be unlocked before the file is closed. 
Failure to execute the UNLOCK statement can jeopardize future access to 
that file in a network environment. 

It is expected that the time in which files or regions within files are locked 
will be short, and thus the suggested usage of the LOCK statement is 
within short-term paired LOCK/UNLOCK statements. 

Examples: 

The following sequence demonstrates how the LOCK/UNLOCK statements 
should be used: 

LOCK #1, 1 TD 4 
LOCK # 1 , 5 TD 8 
UNLOCK #1, 1 TO 4 
UNLOCK #1, 5 TO 8 

The following example is illegal: 

LOCK #1, 1 TD 4 
L 0 CK # 1 , 5 TD 8 
UNLOCK #1, 1 TO 8 
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LOF Function 

LOF Function 

Purpose: 

To return the length (number of bytes) allocated to the file. 

Syntax: 

LOF(file number) 

Comments: 

file number is the number of the file that the file was opened under. 

With communications files, LOF returns the amount of free space in the 
input buffers. 

Examples: 

The following sequence gets the last record of the random-access file file.big, 
and assumes that the file was created with a default record length of 128 · 
bytes: 

10 OPEN "R",1,"FILE.BIG" 
20 GET #1,LDF(1)/128 

131 



LOG Function 

LOG Function 

Purpose: 

To return the natural logarithm of x. 

Syntax: 

LOG(x) 

Comments: 

x must be a number greater than zero. 

LOG(x) is calculated in single-precision, unless the Id switch is used when 
GW-BASIC is executed. 

Examples: 

PRINT LOG(2) 
.6931471 

PR I NT LOG ( 1 ) 
0 
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LPOS Function 

LPOS Function 

Purpose: 

To return the current position of the line printer print head within the line 
printer buffer. 

Syntax: 

LPOS(x) 

Comments: 

LPOS does not necessarily give the physical position of the print head. 

x is a dummy argument. 

If the printer has less than the 132 characters-per-line capability, it may 
issue internal line feeds and not inform the computer internal line printer 
buffer. If this has happened, the value returned by LPOS(x) may be incor­
rect. LPOS(x) simply counts the number of printable characters since the 
last line feed was issued. 

Examples: 

The following line causes a carriage return after the 60th character is 
printed on a line: 

100 IF LPOS(X)#60 THEN LPRINT CHRS(13) 
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LPRINT and LPRINT USING Statements 

LPRINT and LPRINT USING Statements 

Purpose: 

To print data at the line printer. 

Syntax: 

LPRINT [list of expressions][;] 
LPRINT USING string exp; list of expressions[;] 

Comments: 

list of expressions consists of the string or numeric expression separated 
by semicolons. 

string expressions is a string literal or variable consisting of special format­
ting characters. The formating characters determine the field and the for­
mat of printed strings or numbers. 

These statements are the same as PRINT and PRINT USING, except that 
output goes to the line printer. For more information about string and 
numeric fields and the variables used in them, see the PRINT and PRINT 
USING statements. 

The LPRINT and LPRINT USING statements assume that your printer is 
an 80-character-wide printer. 

To reset the number of characters that you can print across the printed 
page (assuming that your printer is wider than 80 characters), see the 
WIDTH statement. 
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LSET and RSET Statements 

LSET and RSET Statements 

Purpose: 

To move data from memory to a random-file buffer and left- or right-justify 
it in preparation for a PUT statement. 

Syntax: 

LSET string variable= string expression 
RSET string variable= string expression 

Comments: 

If string expression requires fewer bytes than were fielded to string variable, 
LSET left-justifies the string in the field, and RSET right-justifies the 
string (spaces are used to pad the extra positions). 

If the string is too long for the field, characters are dropped from the right. 

To convert numeric values to strings before the LSET or RSET statement is 
used, see the MKI$, MKS$, and MKD$ functions. 

LSET or RSET may also be used with a nonfielded string variable to left­
justify or right-justify a string in a given field. 

Examples: 

110 A$=SPACE$(20) 
120 RSET A$=N$ 

These two statements right-justify the string N$ in a 20-character field. 
This can be valuable for formatting printed output. 
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MERGE Command 

MERGE Command 

Purpose: 

To merge the lines from an ASCII program file into the program already 
in memory. 

Syntax: 

MERGE filename 

Comments: 

filename is a valid string expression containing the filename. If no exten­
sion is specified, then GW-BASIC assumes an extension of .bas. 

The diskette is searched for the named file. If found, the program lines on 
the diskette are merged with the lines in memory. After the MERGE com­
mand, the merged program resides in memory, and GW-BASIC returns to the 
direct mode. 

If the program being merged was not saved in ASCII code with the a option 
to the SA VE command, a "Bad file mode" error is issued. The program in 
memory remains unchanged. 

If any line numbers in the file have the same number as lines in the pro­
gram in memory, the lines from the file replace the corresponding lines 
in memory. 

Examples: 

MERGE "SUBRTN" 

Merges the file subrtn.bas with the program currently in memory, provided 
subrtn was previously saved with the a option. If some of the program lines 
are the same as those in the subrtn.bas file being merged, then the original 
program lines are replaced by the lines from subrtn.bas. 

136 



MID$ Function 

MID$ Function 

Purpose: 

To return a string of m characters from v$, beginning with the nth 
character. 

Syntax: 

MID$(x$,n[,m]) 

Comments: 

n must be within the range of 1 to 255. 

m must be within the range of 0 to 255. 

If m is omitted, or if there are fewer than m characters to the right of n, 
all rightmost characters beginning with n are returned. 

If n>LEN(x$), the MID$ function returns a null string. 

If m equals 0, the MID$ function returns a null string. 

If either n or m is out of range, an "Illegal function call error" is returned. 

For more information and examples, see the LEFT$ and RIGHT$ functions. 

Examples: 

10 A$="GOOD" 
20 8$="MORNING EVENING AFTERNOON" 
30 PRINT A$;MID$(8$,8,8) 
RUN 
GOOD EVENING 
Ok 

Line 30 concatenates (joins) the A$ string to another string with a length of 
eight characters, beginning at position 8 within the B$ string. 
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MID$ Statement 

MID$ Statement 

Purpose: 

To replace a portion of one string with another string. 

Syntax: 

MID$(stringexpl ,n[,m]) = stringexp2 

Comments: 

Both n and m are integer expressions. 

stringexpl and stringexp2 are string expressions. 

The characters in stringexpl, beginning at position n, are replaced by the 
characters in stringexp2. 

The optional m refers to the number of characters from stringexp2 that are 
used in the replacement. If m is omitted, all of stringexp2 is used. 

Whether m is omitted or included, the replacement of characters never goes 
beyond the original length of stringexpl. · 

Examples: 

1 0 A$="KANSAS C ITV, MO" 
20 MID$(A$,14)="KS" 
30 PRINT A$ 
RUN 
KANSAS CITY, KS 
Dk 

Line 20 overwrites "MO" in the A$ string with "KS". 
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MKDIR Command 

MKDIR Command 

Purpose: 

To create a subdirectory. 

Syntax: 

MKDIR pathname 

Comments: 

pathname is a string expression, not exceeding 63 characters, identifying 
the subdirectory to be created. 

Examples: 

MKDIR "C:SALES\JOHN" 

Creates the subdirectory john within the directory sales. 
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MKI$, MKS$, MKD$ Functions 

MKI$, MKS$, MKD$ Functions 

Purpose: 

To convert numeric values to string values. 

Syntax: 

MKI$(integer expression) 
MKS$(single-precision expression) 
MKD$(double-precision expression) 

Comments: 

MKI$ converts an integer to a 2-byte string. 

MKS$ converts a single-precision number to a 4-byte string. 

MKD$ converts a double-precision number to an 8-byte string. 

Any numeric value placed in a random file buffer with an LSET or a RSET 
statement must be converted to a string (see CVI, CVS, CVD for the com­
plementary functions). 

These functions differ from STR$ because they change the interpretations 
of the bytes, not the bytes themselves. 

Examples: 

90 AMT=(K+T) 
100 FIELD #1,8 AS 0$,20 AS N$ 
110 LSET D$=MKS$(AMT) 
120 LSET N$=A$ 
130 PUT #1 
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NAME Command 

NAME Command 

Purpose: 

To change the name of a disk file. 

Syntax: 

NAME old filename AS new filename 

Comments: 

old filename must exist and new filename must not exist; otherwise, an 
error results. 

After a NAME command, the file exists on the same diskette, in the same 
disk location, with the new name. 

Examples: 

NAME "ACCTS" AS "LEDGER" 
Ok 

The file formerly named accts will now be named ledger. The file content 
and physical location on the diskette is unchanged. 
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NEW Command 

NEW Command 

Purpose: 

To delete the program currently in memory and clear all variables. 

Syntax: 

NEW 

Comments: 

NEW is entered at command level to clear memory before entering a 
new program. GW-BASIC always returns to command level after a NEW 
is executed. 

Examples: 

NEW 
DK 

or 

980 PRINT "Do You Wish To Quit (YIN) 
990 ANS$=INKEY$: IF ANS$=""THEN 990 
1000 IF ANS$="Y" THEN NEW 
1010 IF ANS$="N" THEN 980 
1020 GOTO 990 
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OCT$ Function 

OCT$ Function 

Purpose: 

To convert a decimal value to an octal value. 

Syntax: 

OCT$(x) 

Comments: 

x is rounded to an integer before OCT$(x) is evaluated. 

This statement converts a decimal value within the range of - 32768 
to + 65535 to an octal string expression. 

Octal numbers are numbers to base 8 rather than base 10 (decimal 
numbers). 

See the HEX$ function for hexadecimal conversion. 

Examples: 

10 PRINT OCT$(18) 
RUN 
22 
Ok 

Decimal 18 equals octal 22. 
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ON COM(n)-ON TIMER(n) Statements 

ON COM(n), ON KEY(n), ON PEN, ON PLAY(n), 
ON STRIG(n), and ON TIMER(n) Statements 

Purpose: 

To create an event trap line number for a specified event (such as communi­
cations, pressing function or cursor control keys, using the light pen, or 
using joysticks). 

Syntax: 

ON event specifier GOSUB line number 

Comments: 

The syntax shown sets up an event trap line number for the specified event. 
A line number of 0 disables trapping for this event. 

Once trap line numbers have been set, event trapping itself can be con­
trolled with the following syntax lines: 

event specifier ON When an event is ON, and a nonzero line 
number is specified for the trap, then every time 
BASIC starts a new statement, it checks to see if 
the specified event has occurred. If it has, BASIC 
performs a GOSUB to the line specified in the 
ON statement. 

event specifier OFF When an event is OFF, no. trapping occurs and 
the event is not remembered, even if it occurs. 

event specifier STOP When an event is stopped, no trapping can occur, 
but if the event happens, it is remembered so an 
immediate trap occurs when an event specifier 
ON is executed. 

When a trap is made for a particular event, the trap automatically causes a 
stop on that event, so recursive traps can never take place. 

The return from the trap routine automatically does an ON unless an 
explicit OFF has been performed inside the trap routine. 
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ON COM(n)-ON TIMER(n) Statements 

When an error trap takes place, this automatically disables all trapping. 

Trapping will never take place when BASIC is not executing a program. 

The following are valid values for event specifier: 

COM(n) 
KEY(n) 

PEN 

n is the number of the COM channel (1 or 2). 
n is a function key number 1-20. 1 through 10 
are the function keys Fl through FlO. 11 
through 14 are the cursor control keys as fol­
lows: 

11 = Cursor Up 

12 = Cursor Left 

13 = Cursor Right 

14 = Cursor Down 

15-20 are user-defined keys. 

Since there is only one pen, no number is 
given. 

PLA Y(n) n is an integer expression in the range of 
1-32. Values outside this range result in "Ille­
gal functi :;n call" errors. 

STRIG(n) n is 0, 2, 4, or 6. (0 =trigger Al; 4 =trigger A2; 
2 =trigger Bl; 6 =trigger B2l. 

TIMER(n) n is a numeric expression within the range of 
1 to 86,400. A value outside of this range 
results in an "Illegal function call" error. 

RETURN line number This optional form of RETURN is primarily 
intended for use with event trapping. The 
event-trapping routine may want to go back 
into the.GW-BASIC program at a fixed line 
number while still eliminating the GOSUB 
entry that the trap created. 

Use of the nonlocal. RETURN must be done 
with care. Any other GOSUB, WHILE, or FOR 
that was active at the time of the trap 
remains active. 

If the trap comes out of a subroutine, any 
attempt to continue loops outside the subrou­
tine results in a "NEXT without FOR" error. 
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O~ COM(n)-ON TIMER(n) Statements 

Special Notes About Each Type of Trap 

COM Trapping 

Typically, the COM trap routine will read an entire message from the COM 
port before returning. 

It is recommended that you not use the COM trap for single character 
messages, since at high· baud rates the overhead of trapping and reading 
for each individual character may allow the interrupt buffer for COM 
to overflow. 

KEY Trapping 

Trappable keys 15 to 20 are defined by the following statement: 

KEY(n),CHR$[hexcode] + CHR$[scan code] 

n is an integer expression within the range of 15 to 20 defining the key to 
be trapped. 

hexcode is the mask for the latched key: (CAPS LOCK, NUM LOCK, ALT, CTRL, 
LEFT SHIFT, RIGHT SHIFT) 

scan code is the number identifying one of the 83 keys to trap. Refer to 
Appendix Hin the CW-BASIC User's Guide for key scan codes. 

The appropriate bit in hexcode must be set in order to trap a key that is 
shifted, control-shifted, or ah-shifted. hexcode values are as follows: 

Mask Hexcode Indicates that 

EXTENDED &l:I80 Key is extended 
CAPS LOCK &H40 CAPS LOCK is active 
NUMLOCK &H20 NUM LOCK is active 
ALT &HOB The ALT key is pressed 
CTRL &H04 The CTRL key is pressed 
LEFT SHIFT &H02 The left SHIFT key is pressed 
RIGHT SHIFT &HOl The right SHIFT key is l?ressed 

146 



ON COM(n)-ON TIMER(n) Statements 

For trapping shifted keys, you may use the value &HOl, &H02, or &H03. 
The left and right SHIFT keys are coupled when &H03 is used. 

Refer to the KEY(n) statement for more information. 

No type of trapping is activated when GW-BASIC is in direct mode. Function 
keys resume their standard expansion meaning during input. 

A key that causes a trap is not available for examination with the INPUT 
or INKEY$ statement, so the trap routine for each key must be different if 
a different function is desired. 

If CTRL-PRTSC is trapped, the line printer echo toggle is processed first. 
Defining CTRL-PRTSC as a key trap does not prevent characters from being 
echoed to the printer if CTRL-PRTSC is pressed. 

Function keys 1 through 14 are predefined. Therefore, setting scan codes 
59-68, 72, 75, 77, or 80 has no effect. 

PLA Y(n) Trapping 

A PLAY event trap is issued only when playing background music 
(PLAY" MB .. ). PLAY event music traps are not issued when running in 
MUSIC foreground (default case, or PLAY"MF •. ). 

Choose conservative values for n. An ON PLA Y(32) .. statement will cause 
event traps so often that there will be little time to execute the rest of your 
program. 

The ON PLAY(n) statement causes an event trap when the background 
music-queue goes from n to n -1 notes. 

STRIG Trapping 

Using STRIG(n) ON activates the interrupt routine that checks the trigger 
status. Downstrokes that cause trapping will not set STRIG(O), STRIG(2), 
STRIG(4), or STRIG(6) functions. 
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TIMER(n) Trapping 

An ON TIMER(n) event trapping statement is used with applications need­
ing an internal timer. The trap occurs when n seconds have elapsed since 
the TIMER ON statement. 

Example 1: 

This is a very simple terminal program. 

10 REM "ON COM(n)" EXAMPLE 
20 OPEN. "COM1: 960 0, 0, 7" AS #1 
30 ON COM(1) GOSUB SD 
40COM(1)0N 
50 REM TRANSMIT CHARACTERS FROM KEYBOARD 
60 A$= I NKEY$: IF A$= 1111 THEN 50 
70 PRINT #1,A$;:GOTO 50 
80 REM DISPLAY RECEIVE CHARACTERS 
90 ALL=LOC ( 1): IF ALL< 1 THEN RETURN 
100 B$=1NPUT$(ALL,#1 ):PRINT B$;:RETURN 

Example 2: 

Prevents a CTRL-BREAK or system reset during a program. 

10 KEY 15,CHR$(4)+CHR$(70) REM Trap ABREAK 
20 KEY 16,CHR$(12)+CHR$(83) REM Trap system reset 
30 ON KEY(15) GOSUB 1000 
40 ON KEY(16) GOSUB 2000 
50 KEY(15) ON 
60 KEY(16) ON 

1000 PRINT "I'm sorry, I can't let you do that" 
1010 RETURN 
2000 ATTEMPS=ATTEMPS+1 
2010 ON ATTEMPS GOTO 2100,2200,2300,2400,2500 
2100 PRINT "Mary had a little lamb":RETURN 
2200 PRINT "Its fleece was white as snbw":RETURN 
2300 PRINT "And everywhere that Mary went":RETURN 
2400 PRINT "The lamb was sure to go":RETURN 
2500 KEY(16) OFF REM If they hit us once more ... 
2510 RETURN REM then BASIC dies ... 
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Example 3: 

D'isplays the time of day on line 1 every minute. 

10 ON TIMER(60) GOSUB 10000 
20 TIMER ON 

10000 OLDROW=CSRLIN REM Saves the current row 
10010 OLDCOL=POS(O) REM Saves the current column 
10020 LOCATE 1,1:PRINT TIME$ 
10030 LOCATE OLDROW,OLDCOL REM Restores row and column 
10040 RETURN 
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ON ERROR GOTO Statement 

Purpose: 

To enable error trapping and specify the first line of the error-handling 
subroutine. 

Syntax: 

ON ERROR GOTO line number 

Comments: 

Once error trapping has been enabled, all errors detected by GW-BASIC, 
including direct mode errors (for example, syntax errors), cause GW-BASIC to 
branch to the line in the program that begins the specified error-handling 
subroutine. 

GW-BASIC branches to the line specified by the ON ERROR statement until 
a RESUME statement is found. 

If line number does not exist, an "Undefined line" error results. 

To disable error trapping, execute the following statement: 

ON ERROR GOTO 0 

Subsequent errors print an error message and halt execution. 

An ON ERROR GOTO 0 statement in an error-trapping subroutine causes 
GW-BASIC to stop and print the error message for the error that caused the 
trap. It is recommended that all error-trapping subroutines execute an ON 
ERROR GOTO 0 if an error is encountered for which there is no recovery 
action. 

If an error occurs during execution of an error-handling subroutine, the GW­
BASIC error message is printed and execution terminated. Error trapping 
does not occur within the error-handling subroutine. 
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Examples: 

10 ON ERROR GOTO 1000 

1000 A=ERR:B=ERL 
1010 PRINT A,8 
1020 RESUME NEXT 

Line 1010 prints the type and location of the error on the screen (see the 
ERR and ERL variables). 

Line 1020 causes program execution to continue with the line following the 
error. 
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ON ... GOSUB and ON ... GOTO Statements 

Purpose: 

To branch to one of several specified line numbers, depending on the value 
returned when an expression is evaluated. 

Syntax: 

ON expression GOTO line numbers 
ON expression GOSUB line numbers 

Comments: 

In the ON ... GOTO statement, the value of expression determines which 
line number in the list will be used for branching. For example, if the value 
is 3, the third line number in the list will be the destination of the branch. 
If the value is a noninteger, the fractional portion is rounded. 

In the ON ... GOSUB statement, each line number in the list must be the 
first line number of a subroutine. 

If the value of expression is zero or greater than the number of items in the 
list (but less than or equal to 255), GW-BASIC continues with the next exe­
cutable statement. 

If the value of expression is negative, or greater than 255, an "Illegal func­
tion call" error occurs. 

Examples: 

100 IF R<1 or R>4 then print "ERROR":END 

If the integer value of R is less than 1, or greater than 4, program execu­
tion ends. 

200 ON R GOTO 150,300,320,390 

If R = 1, the program goes to line 150. 

If R = 2, the program branches to line 300 and continues from there. If R = 3, 
the branch will be to line 320, and so on. 
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OPEN Statement 

Purpose: 

To establish input/output ·(I/0) to a file or device. 

Syntax: 

OPEN mode,[#]file number,filename[,reclen] 

OPEN filename [FOR mode][ACCESS access][lock] AS [#]file number [LEN=reclen] 

Comments: 

filename is the name of the file. 

mode (first syntax) is a string expression with one of the following 
characters: 

Expression 

0 

I 

R 

A 

Specifies 

Sequential output mode 

Sequential input mode 

Random input/output mode 

Position to end of file 

mode (second syntax) determines the initial positioning within the file, and 
the action to be taken if the file does not exist. If the FOR mode clause is 
omitted, the initial position is at the beginning of the file. If the file is not 
found, one is created. This is the random I/O mode. That is, records may be 
read or written at any position within the file. The valid modes and actions 
taken are as follows: 

INPUT 

OUTPUT 

Position to the beginning of the file. A "File not 
found" error is given if the file does not exist. 

Position to the beginning of the file. If the file does 
not exist, one is created. 
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APPEND 

RANDOM 

Position to the end of the file. If the file does not 
exist, one is created. 

Specifies random input or output mode. 

mode must be a string constant. Do not enclose mode in double quotation 
marks. access can be one of the following: 

READ 

WRITE 

READ WRITE 

file number is a number between 1 and the maximum number of files 
allowed. The number associates an I/O buffer with a disk file or device. 
This association exists until a CLOSE or CLOSE file number statement 
is executed. 

reclen is an integer expression within the range of 1-32767 that sets the 
record length to be used for random files. If omitted, the record length 
defaults to 128-byte records. 

When reclen is used for sequential files, the default is 128 bytes, and reclen 
cannot exceed the value specified by the Is switch. 

A disk file must be opened before any disk I/O operation can be performed 
on that file. OPEN allocates a buffer for I/O to the file and determines the 
mode of access that is used with the buffer. 

More than one file can be opened for input or random access at one time 
with different file numbers. For example, the following statements are 
allowed: 

OPEN 11 8: TEMP" FOR INPUT AS #1 
OPEN "B:TEMP" FDR INPUT AS #2 

However, a file may be opened only once for output or appending. For 
example, the following statements are illegal: 

OPEN "TEMP" FOR OUTPUT AS #1 
OPEN "TEMP" FOR OUTPUT AS #2 
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Note 

Be sure to close all files before removing diskettes from the disk drives 
(see CLOSE and RESET). 

A device may be one of the following: 

A:,B:,C: ... Disk Drive 

KYBD: Keyboard (input only) 

SCRN: Screen (output only) 

LPTl: Line Printer 1 

LPT2: Line Printer 2 

LPT3: Line Printer 3 

COMl: RS-232 Communications 1 

COM2: RS-232 Communications 2 

For each device, the following OPEN modes are allowed: 

KYBD: 

SCRN: 

LPTl: 

LPT2: 

LPT3: 

COMl: 

COM2: 

Input Only 

Output Only 

Output Only 

Output Only 

Output Only 

Input, Output, or Random Only 

Input, Output, or Random Only 

Disk files allow all modes. 

When a disk file is opened for APPEND, the position is initially at the 
end of the file, and the record number is set to the last record of the file 
(LOF(x)/128). PRINT, WRITE, or PUT then extends the file. The program 
may position elsewhere in the file with a GET statement. If this is done, 
the mode is changed to random and the position moves to the record 
indicated. 
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Once the position is moved from the end of the file, additional records may 
be appended to the file by executing a GET #x, LOF(x)/reclen statement. 
This positions the file pointer at the end of the file in preparation for 
appending. 

Any values entered outside of the ranges given result in "Illegal function 
call" errors. The files are not opened. 

If the file is opened as INPUT, attempts to write to the file result in "Bad 
file mode" errors. 

If the file is opened as OUTPUT, attempts to read the file result in "Bad 
file mode" errors. 

Opening a file for OUTPUT or APPEND fails if the file is already open in 
any mode. 

Since it is possible to reference the same file in a subdirectory via different 
paths, it is nearly impossible for GW-BASIC to know that it is the same file 
simply by looking at the path. For this reason, GW-BASIC does not let you 
open the file for OUTPUT or APPEND if it is on the same disk, even if the 
path is different. For example if mary is your working directory, the follow­
ing statements all refer to the same file: 

OPEN "REPORT" 
OPEN "\SALES\MARY\REPORT" 
OPEN II •• \MARY\REPORT" 
OPEN II •• \ •• \MARY\ REPORT" 

At any one time, it is possible to have a particular diskette filename open 
under more than one file number. Each file number has a different buffer, 
so several records from the same file may be kept in memory for quick 
access. This allows different modes to be used for different purposes; or, 
for program clarity, different file numbers to be used for different modes 
of access. 

If the LEN= reclen option is used, reclen may not exceed the value set by 
the ls:reclen switch option in the command line. 

In a network environment, the use of the OPEN statement is based upon 
two different sets of circumstances: 
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• Devices may be shared on a network for specific purposes only, so 
that OPEN statements may be restricted to specific modes among 
those which might be requested, such as: INPUT, OUTPUT, 
APPEND, and default (Random). 
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• Files may be restricted by the implementation of an OPEN state­
ment that allows a process to specify locking to the successfully 
opened file. The locking determines a guaran_teed exclusivity range 
on that file by the process while the OPEN statement is in effect. 

lock can be one of the following: 

SHARED 

LOCK READ 

LOCK WRITE 

LOCK READ 
WRITE 

default 

"deny none" mode. No restrictions are placed on the 
read/write accessibility of the file to another pro­
cess, except that the default mode is not allowed by 
any of the modes including SHARED. 

"deny read" mode. Once a file is opened with the 
LOCK READ access, no other process is granted 
read-access to that file. An attempt to open a file 
with this access will be unsuccessful if the file is 
currently open in default mode or with a read 
access. 

"deny write" mode. A file successfully opened with 
LOCK WRITE access may not be opened for a write 
access by another process. An attempt to open a file 
with this access will be unsuccessful if the file has 
been opened in default mode, or with a write access 
by another process. 

"deny all" or "exclusive" mode. If a file is success­
fully opened with this access, the process has 
exclusive access to the file. A file that is currently 
open in this mode cannot be opened again in any 
mode by any process. 

"compatibility" mode, in which the compatibility 
with other BASICS is understood. No access is speci­
fied. The file may be opened any number of times 
by a process, provided that the file is not currently 
opened by another process. Other processes are 
denied access to the file while it is open under 
default access. Therefore, it is functionally 
exclusive. 

When an attempt is made to open a file that has been previously accessed 
by another process, the error "Permission Denied" will result. An example 
of a situation generating this error is when a process attempts to OPEN 
SHARED on a file that is already OPEN LOCK READ WRITE by 
another process. 
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If an OPEN statement fails because the mode is incompatible with net­
work-installed sharing access to a device, the error generated is "Path/File 
Access Error." An example of this is when a process is attempting to OPEN 
a file for output on a directory that has been shared for read only. 

For more information about using files in a networking environment, see 
the LOCK and UNLOCK statements. 

Examples: 

10 OPEN "l",2,"INVEN" 

Opens file 2, inven, for sequential input. 
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OPEN "COM(n) Statement 

Purpose: 

To allocate a buffer to support RS-232 asynchronous communications with 
other computers and peripheral devices in the same manner as OPEN for 
disk files. 

Syntax: 

OPEN "'COM[n]:[speed][,parity][,data] [,stop][,RS][,CS[n]][,DS[n]] 
[,CD[n]][,LF] [,PE]"' AS [#]filenum [LEN= number] 

Comments: 

COM[n] is a valid communications device: coml: or com2:. 

speed is a literal integer specifying the transmit/receive baud rate. 

Valid speeds are as follows: 

75, 110, 150, 300, 600, 1200, 1800, 2400, 4800, and 9600. The default 
is 300 bps. 

parity is a one-character literal specifying the parity for transmitting and 
receiving. 

Valid characters specifying parity are as follows: 

s 

M 

0 

SPACE. Parity bit always transmitted and received as 
space (0 bit). 

MARK. Parity bit always transmitted and received as 
mark (1 bit). 

ODD. Odd transmit parity; odd receive parity checking. 
Default is even. 

E EVEN. Even transmit parity; even receive parity checking. 
Even is default. 

N NONE. No transmit parity; no receive parity checking. 

data is a literal integer indicating the number of transmit/receive data bits. 
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Valid values for the number of data bits are 4, 5, 6, 7, and 8, the default is 
7 bits. 

Note 

Four data bits with no parity is illegal; eight data bits with any parity 
is illegal. 

stop is a literal integer expression returning a valid file number. 

Valid values for number of stop bits are 1 and 2. If omitted, 75 and 110 bps 
transmit two stop bits. All others transmit one stop bit. 

filenum is a number between 1 and the maximum number of files allowed. 
A communications device may be opened to only one file number at a time. 

The filenum is associated with the file for as long as the file is open, and is 
used to refer other COM I/O statements to the file. 

Any coding errors within the filename string result in "Bad file name" 
errors. An indication as to which parameters are in error is not given. 

number is the maximum number of bytes that can be read from the com­
munications buffer when using the GET or PUT default of 128 bytes. 

A "Device timeout" error occurs if "data set ready" (DSR) is not detected. 

The RS, CS, DS, DC, LF, and PE options affect the line signals as follows: 
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Option 

RS 

CS[n] 

DS[n] 

CD[n] 

LF 

PE 

Function 

suppresses RTS (request to send) 

controls CTS (clear to send) 

controls DSR (data set ready) 

controls CD (carrier detect) 

sends a line feed at each return 

enables parity checking 
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n is the number of milliseconds to wait (0-65535) for that signal before a 
device timeout error occurs. Defaults are: CSlOOO, DSlOOO, and CDO. If RS 
was specified, then CSO is the default. If n is omitted, then timeout is set 
to 0. 

See Appendix Fin the OW-BASIC User's Guide for more information about 
communications. 

Examples: 

In the following, File 1 is opened for communications with all defaults: 
speed at 300 bps, even parity, seven data bits, and one stop bit. 

1 0 OPEN "COM1 : II AS 1 

In the following, File 2 is opened for communications at 2400 bps. Parity 
and number of data bits are defaulted. 

20 OPEN "COM1 :2400" AS #2 

In the following, File 1 is opened for asynchronous 110 at 1200 bits/second. 
No parity is to be produced or checked. 

10 OPEN "COM1:1200,N,8" AS #1 
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OPTION BASE Statement 

Purpose: 

To declare the minimum value for array subscripts. 

Syntax: 

OPTION BASE n 

Comments: 

n is 1 or 0. The default base is 0. 

If the statement OPTION BASE 1 is executed, the lowest value an array 
subscript can have is 1. 

An array subscript may never have a negative value. 

OPTION BASE gives an error only if you change the base value. This 
allows chained programs to have OPTION BASE statements as long as 
the value is not changed from the initial setting. 

Note 
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You must code the OPTION BASE statement before you can define or 
use any arrays. If an attempt is made to change the option base value 
after any arrays are in use, an error results. 



OUT Statement 

OUT Statement 

Purpose: 

To send a byte to a machine output port. 

Syntax: 

OUT h,j 

Comments: 

h and j are integer expressions. h may be within the range of 0 to 65535. 
j may be within the range of 0 to 255. h is a machine port number, and j 
is the data to be transmitted. 

OUT is the complementary statement to the INP fonction. 

Examples: 

100 OUT 12345,225 

Outputs the decimal value 225 to port number 12345. In assembly 
language, this is equivalent to the following: 

MDV DX,12345 
MDV AL,255 
OUT DX,AL 
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PAINT Statement 

Purpose: 

To fill in a graphics figure with the selected attribute. 

Syntax: 

PAINT (x start;y start)[,paint attribute[,border attribute][,bchgrnd attribute]] 

Comments: 

The PAINT statement fills in an arbitrary graphics figure of the specified 
border attribute with the specified paint attribute. If paint attribute is not 
given, it will default to the foreground attribute (3 or 1). border attribute 
defaults to paint attribute. See the COLOR and PALETTE statements for 
more information. 

PAINT must start on a nonborder point; otherwise, PAINT will have 
no effect. 

PAINT can fill any figure, but painting jagged edges or very complex fig­
ures may result in an "Out of memory" error. The CLEAR statement may 
be used to increase the amount of stack space available. 

Points that are specified outside the limits of the screen will not be plotted 
and ho error will occur. 

See the SCREEN statement for a description of the different screen modes. 

Paint Tiling 

PAINT tiling is similar to LINE styling. Like LINE, PAINT looks at a 
tiling mask each time a point is put down on the screen. 

If paint attribute is omitted, the standard foreground attribute is used. 

If paint attribute is a numeric formula, then the number must be a valid 
color, and it is used to paint the area as before. 
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If paint attribute is a string formula, then tiling is performed as follows: 

The tile mask is always eight bits wide and may be from 1 to 64 bytes long. 
Each byte in the tile string masks eight bits along the x axis when putting 
down points. Each byte of the tile string is rotated as required to align 
along the y axis, such that: 

tile_byte_mask=y MOD tile_length 

where y is the position of the graphics cursor on the y axis. 

tile_length is the length in bytes of the tile string defined by the user 
(1 to 64 bytes). 

This is done so that the tile pattern is replicated uniformly over the entire 
screen (as if a PAINT (0,0) .. were used). 

x Increases--> Bit of Tile'Byte 
x,y 8 7 6 5 4 3 2 1 

0 '0 
0 ' 1 
0 '2 

0 '63 

:x:x:x:x:x:x:x:x: 
:x:x:x:x:x:x:x:x: 
:x:x:x:x:x:x:x:x: 

Tile byte 1 
Tile byte 2 
Tile byte 3 

Tile byte 64 
(maximum allowed~ 

In high-resolution mode (SCREEN 2), the screen can be painted with Xs by 
the following statement: 

PAINT (320,100) ,CHR$(&H81 )+CHR$(&H42)+CHR$(&H24)+ 
CHR$(&H18)+CHR$(&H18)+CHR$(&H24)+CHR$(&H81) 

This appears on the screen as follows: 

x increases --> 

0' 0 x x CHR$ ( &H81) Tile 
0 ' 1 x x CHR$(&H42) Tile 
0 '2 x x CHR$(&H24) Tile 
0 '3 x x CHR$(&H18) Tile 
0 '4 x x CHR$(&H18) Tile 
0 , 5 x x CHR$(&H24) Tile 
0,6 x x CHR$(&H42) Tile 
0 , 7 x x CHR$ ( &H81) Tile 

byte 
byte 
byte 
byte 
byte 
byte 
byte 
byte 
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Since there are two bits per pixel in medium-resolution mode (SCREEN 1), 
each byte of the tile pattern describes only four pixels. In this case, every 
two bits of the tile byte describes one of the four possible colors associated 
with each of the four pixels to be put down. 

bckgrnd attribute specifies the background tile pattern or color byte to skip 
when checking for boundary termination. bckgrnd attribute is a string for­
mula returning one character. When omitted, the default is CHR$(0). 

Occasionally, you may want to paint tile over an already painted area that 
is the same color as two consecutive lines in the tile pattern. PAINT quits 
when it encounters two consecutive lines of the same color as the point 
being set (the point is surrounded). It is not possible to draw alternating 
blue and red lines on a red background without bckgrnd attribute. 
PAINT stops as soon as the first red pixel is drawn. By specifying red 
(CHR$(&HAA)) as the background attribute, the red line is drawn over 
the red background. 

You cannot specify more than two consecutive bytes in the tile string that 
match the background attribute. Specifying more than two results in an 
"Illegal function call" error. 

Examples: 

10 CLS 
20 SCREEN 1 
30 LINE (0,0)-(100,150),2,B 
40 PAINT (50,50) ,1,2 
50 LOCATE 20,1 

The PAINT statement in line 40 fillsin the box drawn in line 30 with 
color 1. 
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PALETTE, PALETTE USING Statements 

Purpose: 

Changes one or more of the colors in the palette 

Syntax: 

PALETTE [attribute,color] 
PALETTE USING integer-array-name (arrayindex) 

Comments: 

The PALETTE statement works only for systems equipped with the IBM® 
Enhanced Graphics Adapter (EGA). A GW-BASIC palette contains a set of 
colors, with each color specified by an attribute. Each attribute is paired 
with an actual display color. This color determines the actual visual color 
on the screen, and is dependent on the setting of your screen mode and your 
actual physical hardware display. 

PALETTE with no arguments sets the palette to a known initial setting. 
This setting is the same as the setting when colors are first initialized. 

If arguments are specified, color will be displayed whenever attribute is 
specified in any statement that specifies a color. Any color changes on the 
screen occur immediately. Note that when graphics statements use color 
arguments, they are actually referring to attributes and not actual colors. 
PALETTE pairs attributes with actual colors. 

For example, assume that the current palette consists of colors 0, 1, 2, 
and 3. The following DRAW statement: 

DRAW "C3L100" 

selects attribute 3, and draws a line of 100 pixels using the color associated 
with the attribute 3, in this case, also 3. If the following statement: 

PALETTE 3,2 

is executed, then the color associated with attribute 3 is changed to color 2. 
All text or graphics currently displayed on the screen using attribute 3 are 
instantaneously changed to color 2. All text or graphics subsequently dis­
played with attribute 3 will also be displayed in color 2. The new palette of 
colors will contain 0, 1, 2, and 2. 
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With the USING option, all entries in the palette can be modified in one 
PALETTE statement. The integer-array-name argument is the name of an 
integer array, and the arrayindex specifies the index of the first array ele­
ment in the integer-array-name to use in setting your palette. Each 
attribute in th,e palette is assigned a corresponding color from this integer 
array. The array must be dimensioned large enough to set all the palette 
entries after arrayindex. For example, if you are assigning colors to all 16 
attributes, and the index of the first array element given in your PALETTE 
USING statement is 5, then the array must be dimensioned to hold at least 
20 elements (since the number of elements from 5 - 20, inclusive, is 16): 

DIM PAL%(20) 

PALETTE USING PAL%(5) 

If the color argument in an array entry is -1, then the mapping for the 
associated attribute is not changed. All other negative numbers are illegal 
values for color. 

You can use the color argument in the COLOR statement to set the default 
text color. (Remember that color arguments in other BASIC statements are 
actually what are called attributes in this discussion.) This color argument 
specifies the way that text characters appear on the display screen. Under 
a common initial palette setting, points colored with the attribute 0 appear 
as black on the display screen. Using the PALETTE statement, you could, 
for example, change the mapping of attribute 0 from black to white. 

Remember that a PALETTE statement executed without any parameters 
assigns all attributes their default colors. 

168 



PALETTE, PALETTE USING Statements 

The following table lists attribute and color ranges for various monitor types 
and screen modes: 

Table 1 

SCREEN Color and Attribute Ranges 

SCREEN Monitor Attribute Color 
Mode Attached Adapter Range Range 

0 Monochrome MDPA NA NA 

Monochrome EGA 0-15 0-2 

Color CGA NA 0-31a 

Color/Enhancedd EGA 0-31a 0-15 

1 Color CGA NA 0-3 

Color/Enhancedd EGA 0-3 0-15 

2 Color CGA NA 0-1 

Color/Enhancedd EGA 0-1 0-15 

7 Color/Enhancedd EGA 0-15 0-15 

8 Color/Enhancedd EGA 0-15 0-15 

9 Enhancedd EGAb 0-3 0-15 

Enhancedd EGAC 0-15 0-63 

10 Monochrome EGA 0--3 0-8 

a Attributes 16- 31 refer to blinking versions of colors 0 -15 
b With 64K of EGA memory 
c With greater than 64K of EGA memory 
d IBM Enhanced Color Display 
NA = Not Applicable 
CGA = IBM Color Graphics Adapter 
EGA = IBM Enhanced Graphics Adapter 
MDPA = IBM Monochrome Display and Printer Adapter 

See the SCREEN statement reference page for the list of colors available 
for various SCREEN mode, monitor, and graphics adapter combinations. 
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PALETTE, PALETTE USING Statements 

Examples: 

PALETTE 0,2 

PALETTE 0,-1 

'Changes all points colored with attribute 0 
'to color 2 

'Does not modify the palette 

PALETTE USING A%(0) 'Changes each palette e~try. Si~ce the 
'array is initialized to zero when it 
'is first declared, all attributes are 
'now mapped to display color zero. The 
'screen will now appear as one single 
'color. However, it will still be 
'possible to execute BASIC statements. 

PALETTE 
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'Sets each palette entry to its appropriate 
'initial display color. Actual initial colors 
'depend on your screen hardware configuration. 



PCOPY 

PCOPY Command 

Purpose: 

To copy one screen page to another in all screen modes. 

Syntax: 

PCOPY sourcepage, destinationpage 

Comments: 

The sourcepage is an integer expression in the range 0 to n, where n is 
determined by the current video-memory size and the size per page for 
the current screen mode. 

The destinationpage has the same requirements as the sourcepage. 

For more information, see CLEAR and SCREEN. 

Examples: 

This copies the contents of page 1 to page 2: 

PCOPY 1 ,2 
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PEEK Function 

PEEK Function 

Purpose: 

To ,read from a specified memory location. 

Syntax: 

PEEK(a) 

Comments: 

Returns the byte (decimal integer within the range of 0 to 255) read from 
the specified memory location a. a must be within the range of 0 to 65535. 

The DEF SEG statement last executed determines the absolute address that 
wiil be peeked into. 

PEEK is the complementary function to the POKE statement. 

Examples: 

10 A=PEEK(&HSAOO) 

The value of the- byte, stored in user-assigned hex offset memory location 
5AOO (23040 decimal), will be stored in the variable A. 
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PEN Statement and Function 

PEN Statement and Function 

Purpose: 

To read the light pen. 

Syntax: 

As a statement: 

PEN ON 
PEN OFF 
PEN STOP 

As a function: 

x = P(n) 

Comments: 

x is the numeric variable receiving the PEN value. 

n is an integer within the range of 0 to 9. 

PEN ON enables the PEN read function. 

PEN OFF disables the PEN read function. 

PEN STOP disables trapping. It remembers the event so that immediate 
trapping occurs when PEN ON is executed. 

x = PEN(n) reads the light pen coordinates. 

The PEN function is initially off. A PEN ON statement must be executed 
before any PEN read function calls can be made, or a PEN read function 
call results in an "Illegal function call" error. 

Light pen coordinates: 

n = 0 If PEN was down since last poll, returns -1; if not, 
returns 0. 
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PEN Statement and Function 

n = 1 

n = 2 

n = 3 

n = 4 

n = 5 

n = 6 

n = 7 

n = 8 

n = 9 

Returns the x-pixel coordinate when PEN was last 
activated. The range is within 0 to 319 for medium 
resolution, 0 to 639 for high resolution. 

Returns the y-pixel coordinate when PEN was last 
activated. The range is within 0 to 199. 

Returns the current PEN switch value. Returns - 1 
if down, 0 if up. 

Returns the last known valid x-pixel coordinate. 
The range is within 0 to 319 for medium resolution, 
or 0 to 639 for high resoiution. 

Returns the last known valid y-pixel coordinate. 
The range is within 0 to 199. 

Returns the character row position when PEN was 
last activated. The range is within 1 to 24. 

Returns the character column position when PEN 
was last activated. The range is within 1 to 40, or 1 
to 80, depending on the screen width. 

Returns the last known valid character row. The 
range is within 1 to 24. 

Returns the last known valid character column 
position. The range is within 1 to 40, or 1 to 80, 
depending on the screen width. 

For execution speed improvements, turn the pen off with a PEN OFF state­
ment for those pr<:>_grams not using the light pen. 

When the pen is in the border area of the screen, the values returned will 
be inaccurate. 

Examples: 

50 PEN ON 
60 FOR 1=1 to 500 
70 X=PEN(O):X1=PEN(3) 
80 Print X,X1 
90 NEXT 
100 PEN OFF 

This example prints the pen value since the last poll and the current value. 
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PLAY Statement 

PLAY Statement 

Purpose: 

To play music by embedding a music macro language into the string 
data type. ' 

Syntax: 

PLAY string expression 

Comments: 

The single-character commands in PLAY are as follows: 

A-G l#,+,-1 

L(n) 

MF 

MB 

A-G are notes. # or + following a note produces 
a sharp; - produces a flat. 

Any note followed by #, + , or - must refer to 
a black key on a piano. 

Sets the length of each note. L4 is a quarter note, 
Ll is a whole note, and so on. n may be from 1 
to 64. 

Length may also follow the note to change the 
length for that note only. A16 is equivalent to 
L16A. 

Music foreground. PLAY and SOUND statements 
are to run in foreground. That is, each subsequent 
note or sound is not started until the previous note 
or sound is finished. This is the initial default. 

Music background. PLAY and SOUND statements 
are to run in background. That is, each note or 
sound is placed in a buffer allowing the BASIC pro" 
gram to continue execution while music plays in 
the background. As many as 32 notes (or rests) 
can be played in background at one time. 
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PLAY Statement 

176 

MN 

ML 

MS 

N(n) 

0(n) 

P(n) 
T(n) 

(period) 

Xstring; 

Music normal. Each note plays seven-eighths of the 
time determined by L (length). 

Music legato. Each note plays the full period 
set by L. 

Music staccato. Each note plays three-quarters 
of the time determined by L. 

Play note n. n may range from 0 to 84. In the 7 
possible octaves, there are 84 notes. n set to 0 
indicates a rest. 

Octave 0 sets the current octave. There are 7 
octaves (0 through 6). Default is 4. Middle C is 
at the beginning of octave 3. 

Pause. P may range from 1-64. 
Tempo. T sets the number of L4s in a minute. 
n may range from 32-255. Default is 120. 

A period after a note increases the playing time 
of the note by 3/2 times the period determined by 
L (length of the--note) times T (tempo). Multiple 
periods can appear after a note, and the playing 
time is scaled accordingly. For example, A. will 
cause the note A to play one and one half times the 
playing time determined by L (length of the note) 
times T (the tempo); two periods placed after A (A .. ) 
will cause the note to be played at 9/4 times its 
ascribed value; an A with three periods (A ... ) at 
27/8, etc. 

Periods may also appear after a P (pause), and 
increase the pause length as described above. 

Executes a substring, where string is a variable 
assigned to a string of PLAY commands. 

Because of the slow clock interrupt rate, some notes 
do not play at higher tempos; for example, 1.64 at 
T255. These note/tempo combinations must be 
determined through experimentation. 



>n 

<n 

Note 

PLAY Statement 

A greater-than symbol preceding the note n plays 
the note in the next higher octave. 

A less-than symbol preceding the note n plays the 
note in the next lower octave. 

Numeric arguments follow the same syntax described under the DRAW 
statement. 

n as an argument can be a constant, or it can be a variable with = in front 
of it ( = variable). A semicolon is required after the variable and also after 
the variable in Xstring. 
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PLA Y(n) Function 

PLAY(n) Function 

Purpose: 

To return the number of notes currently in the background music queue. 

Syntax: 

PLAY(n) 

Comments: 

n is a dummy argument, and may be any value. 

PLA Y(n) returns 0 when in music foreground mode. 

The maximum returned value of x is 32. 

Examples: 

1-0 1 when 4 notes are left in 
20 I queue play another tune 
30 PLAY "MBABCDABCDABCD" 
40 IF PLAY (0) =4 then 200 

200 PLAY "MBCDEFCDEF" 
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PMAP Function (Graphics) 

PMAP Function (Graphics) 

Purpose: 

To map expressions to logical or physical coordinates. 

Syntax: 

x = PMAP (exp.function) 

Comments: 

This function is valid for graphics modes only. 

x is the physical coordinate of the point that is to be mapped. 

exp is a numeric variable or expression. 

Function 

0 

1 

2 

3 

Maps 

logical expressions to physical x 

logical expressions to physical y 

physical expressions to logical x 

physical expressions to logical y 

PMAP is used with WINDOW and VIEW to translate coordinates. 
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POINT Function 

POINT Function 

Purpose: 

To read the color or attribute value of a pixel from the screen. 

Syntax: 

POINT(x,y) 
POINT(function) 

Comments: 

In the first syntax, x and y are coordinates of the point to be examined. 
, 

If the point given is out of range, the value - 1 is returned. 

See the COLOR and PALETTE statements for valid color and attribute 
values. 

POINT with one argument allows you to retrieve the current graphics 
coordinates. 

POINT(function) returns the value of the current x or y graphics coordi­
nates as follows: 
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Function 

0 

1 

2 

3 

Returns 

the current physical x coordinate. 

the current physical y coordinate. 

the current logical x coordinate if WINDOW is 
active; otherwise, it returns the current physical x 
coordinate as in 0 above. 

the current logical y coordinate if WINDOW is 
active; otherwise, it returns the \!Urrent physical y 
coordinate as in 1 above. 



POINT Function 

Example 1: 

10 SCREEN 1 
20 FOR C=O TO 3 
30 PSET (10,10),C 
40 IF POINT(10,10)<>C THEN PRINl "BROKEN BASIC=" 
50 NEXT C 
RUN 

Example 2: 

The following inverts the current state of a point: 

10 SCREEN 2 
20 IF POINT( I, I) <>O THEN PRESET( I, I) ELSE PSET( I, I) 
RUN 

Example 3: 

The following is another way to invert a point: 

20 PSET (I, I), 1 -PO INT (I, I) 
RUN 
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POKE Statement 

POKE Statement 

Purpose: 

To write (poke) a byte of data into a memory location. 

Syntax: 

POKE a,b 

Comments: 

a and b are integer expressions. 

The integer expression a is the offset address of the memory location to 
be poked. The DEF SEG statement last executed determines the address. 
GW-BASIC does not check any offsets that are specified. 

The integer expression b is the data to be poked. 

b must be within the range of 0 to 255. a must be .within the range of 0 
to 65535. 

The complementary function to POKE is PEEK. The argument to PEEK is 
an address from which a byte is to be read. 

POKE and PEEK are useful for efficient data storage, for loading assembly 
language subroutines, and for passing arguments and results to and from 
assembly language subroutines. 

Examples: 

20 POKE &HSAOO,&HFF 

Places the decimal value 255 (&HFF) into the hex offset location (23040 
decimal). See the PEEK function example. 
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POS Function 

POS Function 

Purpose: 

To return the current cursor position. 

Syntax: 

POS(c) 

Comments: 

The leftmost position is 1. 

c is a dtfmmy argument. 

Examples: 

10 CLS 
20 WIDTH 80 
30 AS=INKEYS:IF AS=""THEN GOTO 30 ELSE PRINT AS; 
40 IF POS(X)>10 THEN PRINT CHRS(13); 
50 GOTO 30 

Causes a carriage return after the 10th character is printed on each line of 
the screen. 



PRESE.T and PSET Statements 

PRESET and PSET Statements 

Purpose: 

To display a point at a specified place on the screen during use of the 
graphics mode. 

Syntax: 

PRESET(x,y)[,colorJ 
PSET(x,y)[,color] 

Comments: 

(x,y) represents the coordinates of the point. 

color is the color of the point. 

Coordinates can be given in either absolute or relative form. 

Absolute Form 

(absolute x,absolute y) is mote common and refers directly to a point without 
regard to the last point referenced. For example: 

(10,10) 

Relative Form 

STEP (x offset,y offset) is a point relative to the most recent point refer­
enced. For example: 

STEP ( 10,1 0) 

Coordinate values can be beyond the edge of the screen. However, values 
outside the integer range ( - 32768 to 32767) cause an "Overflow" error. 

(0,0) is always the upper-left corner and (0,199) is the lower-left corner in 
both high resolution and medium resolution. 
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PRESET and PSET Statements 

See the COLOR and PALEITE statements for more information. 

If the value for color is greater than 3, an "Illegal function call" error 
is returned. 

Example 1: 

The following draws a diagonal line from (0,0) to (100,100). 

10 CLS 
20 SCREE.H 1 
30 FOR I=O TO 100 
40 PSET (1,1) 
50 HEXT 
60 LOCATE 14,1 

Example 2: 

The following clears out the line by setting each pixel to 0. 

40 FOR 1=100 TO 0 STEP -1 
50 PSET (I, I) , 0 
60 HEXT I 
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PRINT Statement 

PRINT Statement 

Purpose: 

To output a display to the screen. 

Syntax: 

PRINT [list of expressions][;] 
?[list of expressions][;] 

Comments: 

If list of expressions is omitted, a blank line is displayed. 

If list of expressions is included, the values of the expressions are displayed. 
Expressions in the list may be numeric and/or string expressions, separated 
by commas, spaces, or semicolons. String constants in the list must be 
enclosed in double quotation marks. 

For more information about strings, see the STRING$ function. 

A question mark (?) may be used in place of the word PRINT when using 
the GW-BASIC program editor. 

Print Positions 

GW-BASIC divides the line into print zones of 14 spaces. The position of each 
item printed is determined by the punctuation used to separate the items in 
the list: 

Separator 

space(s) 
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Print Position 

Beginning of next zone 

Immediately after last value 

Immediately after last value 



PRINT Statement 

If a comma, semicolon, or SPC or TAB function ends an expression list, the 
next PRINT statement begins printing on the same line, accordingly spaced. 
If the expression list ends without a comma, semicolon, or SPC or TAB 
function, a carriage return is placed at the end of the lines (GW-BASIC places 
the cursor at the beginning of the next line). 

A carriage return/line feed is automatically inserted after printing width 
characters, where the width is 40 or 80, as defined in the WIDTH state­
ment. This results in two lines being skipped when you print exactly 40 (or 
80) characters, unless the PRINT statement ends in a semicolon. 

When numbers are printed on the screen, the numbers are always followed 
by a space. Positive numbers are preceded by a space. Negative numbers 
are preceded by a minus ( - ) sign. Single-precision numbers are represented 
with seven or fewer digits in a fixed-point or integer format. 

See the LPRINT and LPRINT USING statements for information on send­
ing data to be printed on a printer. 

Examples: 

10 X$~ STRING$(10,45) 
20 PRINT X$"MONTHLY REPORT" X$ 
----------MONTHLY REPORT---------­
Ok 

45 is the decimal equivalent of the ASCII symbol for the minus ( - ) sign. 
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PRINT USING Statement 

PRINT USING Statement 

Purpose: 

To print strings or numbers using a specified format. 

Syntax: 

PRINT USING string expressions;list of expressions[;] 

Comments: 

string expressions is a string literal or variable consisting of special for­
matting characters. The formatting characters determine the field and the 
format of printed strings or numbers. 

list of expressions consists of the string or numeric expressions separated 
by semicolons. 

String Fields 

The following three characters may be used to format the string field: 

\n spaces\ 
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Specifies that only the first character in the string 
is to be printed. 

Specifies that 2 + n characters from the string are to 
be printed. 

If the backslashes are typed with no spaces, two 
characters are printed; if the backslashes are typed 
with one space, three characters are printed, and 
so on. 

If the string is longer than the field, the extra char­
acters are ignored. If the field IB- longer than the 
string, the string is left-justified in the field and 
padded with spaces on the right. For example: 

10 AS="LOOK":BS="OUT" 
30 PRINT USING "!";A$;8$ 
40 PRINT USING"\ \";AS;8$ 
50 PRINT USING"\ \";AS;BS;"!!" 
RUN 



& 

Numeric Fields 

RUN 
LO 
LOOKOUT 
LOOK OUT!! 

PRINT USING Statement 

Specifies a variable length string field. When the 
field is specified with&, the string is output exactly 
as input. For example: 

10 AS="LOOK":BS="OUT" 
20 PRINT USING "!";AS 
30 PRINT USING "&";BS 
RUN 
LOUT 

The following special characters may be used to format the numeric field: 

# A pound sign is used to represent each digit posi­
tion. Digit positions are always filled. If the number 
to be printed has fewer digits than positions speci­
fied, the number is right-justified (preceded by 
spaces) in the field. 

A decimal point may be inserted at any position in 
the field. If the format string specifies that a digit 
is to precede the decimal point, the digit always is 
printed (as 0 if necessary). Numbers are rounded as 
necessary. For example: 

PRINT USING 11 ##,## 11 ;.78 
0.78 
OK 

PRINT USING 11 ###,## 11 ;987.654 
987.65 
OK 

PRINT USING 11 ##,## 11 ;10.2,5.3,66. 789, .234 
10.20 5.30 66.79 0.23 

In the last example, three spaces were inserted at 
the end of the format string to separate the printed 
values on the line. 
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PRINT USING Statement 

+ 

** 

$$ 

**$ 
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A plus sign at the beginning or end of the format 
string causes the sign of the number (plus or 
minus) to be printed before or after the number. 

A minus sign at the end of the format field causes 
negative numbers to be printed with a trailing 
minus sign. For example: 

PRINT USING"+##.## 11 ;-68.95,2.4,55.6,-9 
-68.95 +2.40 +55.60 -0.90 
OK 

PRINT USING"##.##-";-68.95,22.449,-7.01 
68.95 22.45 7.01-
0K 

A double asterisk at the beg~nning of the format 
string causes leading spaces in the numeric field to 
be filled with asterisks, The ** also specifies two 
more digit positions. For example: 

PRINT USING "**#.#";12.39,-0.9,765.1 
*12.4* -09765.1 
Ok 

A double dollar sign at the beginning of the format 
string causes a dollar sign to be printed to the 
immediate left of the formatted number. The $$ 
specifies two more digit positions, one of which is 
the dollar sign. The exponential format cannot be 
used with$$. Negative numbers cannot be used 
unless the minus sign trails to the right. For 
exatnple: · 

PRINT USING 11 $$###.## 11 ;456.78 
$456.78 
Ok 

The **$ at the beginning of the format string com­
bines the effects of the above two symbols. Leading 
spaces are filled with asterisks, and a dollar sign is 
printed before the number. **$ specifies three more 
digit positions, one of which is the dollar sign. For 
example: 

PRINT USING "**$##.## 11 ;2.34 
***$2.34 



PRINT USING Statement 

A comma to the left of the decimal point in the for­
mat string causes a comma to be printed to the left 
of every third digit to the left of the decimal point. 
A comma at the end of the format string is printed 
as part of the string. 

PRINT USING 11 ####.## 11 ;1234.5 
1234.50 
Dk 

Four carets may be placed after the digit position 
characters to specify exponential format. The four 
carets allow space for E +xx to be printed. Any 
decimal point position may be specified. The signifi­
cant digits are left-justified, and the exponent is 
adjusted. Unless a leading + or trailing + or - is 
specified, one digit position is used to the left of the 
decimal point to print a space or a minus sign. For 
example: 

PRINT USING 11 ##,## 1""'"";234.56 
2.35E+02 
Ok 

PRINT USING ".####""""-";888888 
Dk 

PRINT USING "+.##""""";123 
+.12E+03 
Dk 

Note that in the above examples the comma is not 
used as a delimiter with the exponential format. 

An underscore in the format string causes the next 
character tO be output as a literal character. For 
example: 

PRINT USING "_!##.##_!";12.34 
!12. 34! 
Dk 

The literal character itself may be an underscore by 
placing 11 _ 11 in the format string. 
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PRINT USING Statement 

% 

192 

A percent sign is printed in front of the number if 
the number to be printed is larger than the speci­
fied numeric field. If rounding causes the number 
to exceed the field, a percent sign is printed in front 
of the rounded number. For example: 
PR I NT US I NG "U'. ##"; 111 • 22 
%111.22 

PRINT USING 11 .##111 ;.999 
%1 • 00 

If the number of digits specified exceeds 24, an 
"Illegal function call" error results. 
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PRINT# and PRINT# USING Statements 

PRINT# and PRINT# USING Statements 

Purpose: 

To write data to a sequential disk file. 

Syntax: 

PRINT# file number,[VSINGstring 
expressions;]list of expressions 

Comments: 

file number is the number used when the file was opened for output. 

string expressions consists of the formatting characters described in the 
PRINT USING statement. 

list of expressions consists of the numeric and/or string expressions to be 
written to the file. 

Double quotation marks are used as delimiters for numeric and/or string 
expressions. The first double quotation mark opens the line for input; the 
second double quotation mark closes it. 

If numeric or string expressions are to be printed as they are input, they 
must be surrounded by double quotation marks. If the double quotation 
marks are omitted, the value assigned to the numeric or string expression 
is printed. If no value has been assigned, 0 is assumed. The double quota­
tion marks do not appear on the screen. For example: 

1 0 PRINT#1,A 
0 

1 0 A=26 
20 PRINT#1,A 
26 

1 0 A=26 
20 PRINT#1,"A" 
A 
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PRINT# and PRINT# USING Statements 

If double quotation marks are required within a string, use CHR$(34) (the 
ASCII character for double quotation marks). For example: 

100 PRINT#1,"He said,"Hello", I think" 
He said, 0, I think 

because the machine assigns the value 0 the variable "Hello." 

100 PRINT#1, "He said, "CHR${34) 
"Hello,"CHR$(34) " I think." 
He said, "Hello," I think 

If the strings contain commas, semicolons, or significant leading blanks, 
surround them with double quotation marks. The following example will 
input "CAMERA" to A$, and "AUTOMATIC 93604-1" to B$: 

10 A$="CAMERA,AUTOMATIC":8$="93604-1" 
20 PRINT#1 ,A$ ;8$ 
30 INPUT#1,A$,B$ 

To separate these strings properly, write successive double quotation marks 
using CHR$(34). For example: 

40 PRINT#1,CHR$(34) ;A$;CHR$(34) ;CHR$(34) ;8$; CHR$(34) 

"CAMERA, AUTDMAT I C'"'93604-1" 

The PRINT# statement may also be used with the USING option to control 
the format of the disk file. For example: 

PRINT#1 ,USING"$$###.##.";J;K;L 

PRINT# does not compress data on the diskette. An image of the data is 
written to the diskette, just as it would be displayed on the terminal screen 
with a PRINT statement. For this reason, be sure to delimit the data on the 
diskette so that it is input correctly from the diskette. 

In list of expressions, numeric expressions must be delimited by semicolons. 
For example: 

PRINT#1,A;B;C;X;Y;Z 

If commas are used as delimiters, the extra blanks inserted between print 
fields will also be written to the diskette. Commas have no effect, however, 
if used with the exponential format. 
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PRINT# and PRINT# USING Statements 

String expressions must be separated by semicolons in the list. To format 
the string expressions correctly on the diskette, use explicit delimiters in 
list of expressions. For example, the following: 

10 A$="CAME'RA 11 :8S="93604-1" 
20 PRINT#1 ,AS ,BS 

gives a diskette image of: 

CAMERA93604-1 

Because there are no delimiters, this would not be input as two separate 
strings. To correct the problem, insert explicit delimiters into the PRINT# 
statement as follows: 

30 PRINT#1,AS;",";BS 

This gives the following diskette image, which can be read back into two 
string variables: 

CAMERA,93604-1 
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PUT Statement (Files) 

PUT Statement (Files) 

Purpose: 

To write a record from a random buffer to a random disk file. 

Syntax: 

PUT[#Jfile numberf_,record number] 

Comments: 

file number is the number under which the file was opened. 

record number is the number of the record. If it is omitted, the record has 
the next available record number (after the last PUT). 

The largest possible record number is 232 - 1. This will allow you to have 
large files with short record lengths. The smallest possible record number 
is 1. 

The PRINT#, PRINT# USING, LSET, RSET, or WRITE# statement may 
be used to put characters in the random file buff er before a PUT statement. 

In the case of WRITE#, GW-BASIC pads the buffer with spaces up to an 
enter. 

Any attempt to read or write past the end of the buffer causes a "Field 
overflow" error. 

PUT can be used for communications files. Here record number is the 
number of bytes written to the file. Record number must be less than or 
equal to the length of the buffer set in the OPEN "COM(n) statement. 
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PUT Statement (Graphics) 

PUT Statement (Graphics) 

Purpose: 

To transfer graphics images to the screen. 

Syntax: 

PUT(x,y),array,[,action verb] 

Comments: 

action v~rb may be PSET, PRESET, AND, OR, or XOR. 

(x,y) are the coordinates of the top-left corner of the image to be transferred. 

The PUT and GET statements transfer graphics images to and from the 
screen. PUT and GET make possible animation and high-speed object 
motion in either graphics mode. 

The PUT statement transfers the image stored in the array onto the screen. 
The specified point is the coordinate of the upper-left corner of the image. 
An "Illegal function call" error results if the image to be transferred is too 
large to fit onto the screen. 

The action verb is used to interact the transferred image with the image 
already on the screen. PSET transfers the data onto the screen verbatim. 

PRESET is the same as PSET except that an inverse image (black on 
white) is produced. 

AND transfers the image only if an image already exists under the 
transferred image. 

OR superimposes the image onto the existing image. 

XOR is a special mode often used for animation. XOR causes the points 
on the screen to be inverted where a point exists in the array image. 
This behavior is exactly like the cursor on the screen. 
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PUT Statement (Graphics) 

XOR is especially useful for animation. When an image is put against a 
complex background twice, the background is restored unchanged. An object 
can be moved around the screen without obliterating the background. 

The default action mode is XOR. 

For more information about effects within the different modes, see the 
COLOR, PALETTE, and SCREEN statements. 

Animation of an object is usually performed as follows: 

L Put the object(s) on the screen. 

2. Recalculate the new position of the object(s). 

3. Put the object(s) on the screen a second time at the old locatioh(s) to 
remove the old image(s). 

4. Return to Step 1, this time putting the object(s) at the new location. 

Movement done this way leaves the background unchanged. Flicker can be . 
cut down by minimizing the time between Steps 4 and 1, and by making 
sure that there is enough time delay between Steps 1 and 3. If more than 
one object is being animated, process every object at once, one step at 
a time. 

If it is not important to preserve the background, animation can be per­
formed using the PSET action verb. 

Leave a border around the image (when it is first gotten) as large or larger 
than the maximum distance the object will move. Thus, when an object is 
moved, this border effectively erases any points. This method may be some­
what faster than the method using XOR described above since only one 
PUT is required to move an object. However, the image to be PUT must 
be larger than the existing image. 

Examples: 

10 CLS:SCREEN 1 
20 PSET (130,120) 
30 DRAW "U25;E7;R20;D32;L6;U12;L14" 
40 DRAW "D12;L6":PSET(137,102) 
50 DRAW "U4;E4;R8;D8;L12" 
60 PSET (137,88) 
70 DRAW "E4;R20;D32;G4":PAINT (131,119) 
80 DIM A (500) 
90 GET (125,130)-(170,80),A 
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100 FOR I= 1 TO 1000:NEXT I 
110 PUT (20,20),A,PSET 
120 FOR I= 1 TO 1000:NEXT i 
130 GET (125,130)-(170,80),A 
140 FOR I= 1 TO 1000:NEXT I 
150 PUT (220,130),A,PRESET 

PUT Statement (Graphics) 

199 



RANDOMIZE Statement 

RANDOMIZE Statement 

Purpose: 

To reseed the random number generator. 

Syntax: 

RANDOMIZE [expression] 
RANDOMIZE TIMER 

Comments: 

If expression is omitted, GW-BASIC suspends program execution and asks for 
a value by displaying the following line: 

Random number seed (-32768 to 32767)? 

If the random number generator is not reseeded, the RND function returns 
the same sequence of random numbers each time the program is run. 

To change the sequence of random numbers every time the program is run, 
place a RANDOMIZE statement at the beginning of the program, and 
change the argument with each run (see RND function). 

RANDOMIZE with no arguments will prompt you for a new seed. RAN­
DOMIZE [expression] will not force floating-point values to integer. 
expression may be any numeric formula. 

To get a new random seed without prompting, use the new numeric TIMER 
function as follows: 

RANDOMIZE TIMER 

Example 1: 

The internal clock can be set at intervals. 

10 RANDOMIZE TIMER 
20 FOR I=1 to 5 
30 PRINT RND; 
40 NEXT I 
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RANDOMIZE Statement 

RUN 
.88598 .484668 .586328 .119426 .709225 
Ok 

RUN 
.803506 . 1 62462 .929364 .292443 .322921 
Ok 

Example 2: 

The internal clock can be used for random number seed. 

5 N=VAL(MID$(TIME$,7,2)) 
10 RANDOMIZE N 
20 PRINT N 
30 PRINT RND 
RUN 
36 
.2466638 
Ok 
RUN 

37 
.6530511 
Ok 
RUN 

38 
5.943847[+02 

Ok 
RUN 

40 
.8722131 

Ok 

'get seconds for seed 
'install number 
'print seconds 
'print random number generated 
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READ Statement 

READ Statement 

Purpose: 

To read values from a DATA statement and assign them to variables. 

Syntax: 

READ list of variables 

Comments: 

A READ statement must always be used with a DATA statement. 

READ statements assign variables to DATA statement values on a one-to­
one basis. 

READ statement variables may be numeric or string, and the values 
read must agree with the variable types specified. If they do not agree, 
a "Syntax" error results. 

A single READ statement may access one or more DATA statements. 
They are accessed in order. Several READ statements may access the same 
DATA statement. 

If the number of variables in list of variables exceeds the number of ele­
ments in the DATA statement(s), an "Out of data" message is printed. 

If the number of variables specified is fewer than the number of elements 
in the DATA statement(s), subsequent READ statements begin reading 
data at the first unread element. If there are no subsequent READ state­
ments, the extra data is ignored. 

To reread DATA statements from the start, use the RESTORE statement. 
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READ Statement 

Examples: 

80 FDR I=1 TO 10 
90 READ A(I) 
100 NEXT I 
110 DATA 3.08,5.19,3.12,3.98,4.24 
120 DATA 5.08,5.55,4.00,3.16,3.37 

This program segment reads the values from the DATA statements into 
array A. After execution, the value of A(l) is 3.08, and so on. The DATA 
statement (lines 110-120) may be placed anywhere in the program; they 
may even be placed ahead of the READ statement. 

5 PRINT 
1 0 PR I NT "CI TY", "STATE", "ZIP" 
20 READ CS,SS,Z 
30 DATA "DENVER,","COLORAD0",80211 
40 PRINT CS,SS,Z 
RUN 

CITY STATE ZIP 
DENVER,CDLDRADD 80211 
Ok 

This program reads string and numeric data from the DATA statement 
in line 30. 
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REM Statement 

REM Statement 

Purpose: 

To allow explanatory remarks to be inserted in a program. 

Syntax: 

REM[ comment} 
'[comment] 

Comments: 

REM statements are not executed, but are output exactly as entered when 
the program is listed. 

Once a REM or its abbreviation, an apostrophe ('), is encountered, the pro­
gram ignores everything else until the next line number or program end is 
encountered. 

REM statements may be branched into from a GOTO or GOSUB statement, 
and execution continues with the first executable statement after the REM 
statement. However, the program runs faster if the branch is made to the 
first statement. 

Remarks may be added to the end of a line by preceding the remark with 
an apostrophe (') instead of REM. 

Note 

204 

Do not use REM in a DAT A statement because it will be considered 
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REM Statement 

Examples: 

120 REM CALCULATE AVERAGE VELOCITY 
130 FOR 1=1 TD 20 
440 SUM=SUM+V( I) 
450 NEXT I 

or 

129 FOR 1=1 TO 20 'CALCULATED AVERAGE VELOCITY 
130 SUM=SUM+V(I) 
140 NEXT I 
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RENUM Command 

RENUM Command 

Purpose: 

To renumber program lines. 

Syntax: 

RENUM[new number],[old number][,incrementR]J 

Comments: 

new number is the first line number to be used in the new sequence. 
The default is 10. 

old -number is the line in the current program where renumbering is to 
begin. The default is the first line of the program . 

. increment is the increment to be used in the new sequence. The default 
is 10. 

RENUM also changes all line number references following ELSE, GOTO, 
GOSUB, THEN, ON ... GOTO, ON ... GOSUB, RESTORE, RESUME, and ERL 
statements to reflect the new line numbers. If a nonexistent line number 
appears after one of these statements, the error message "Undefined line 
x in y" appears. The incorrect line number reference x is not changed by 
RENUM, but line number y may be changed. 

RENUM cannot be used to change the order of program lines (for example, 
RENUM 15,30 when the program has three lines numbered 10, 20 and 30) 
or to create line numbers greater than 65529. An "Illegal function call" 
error results. 

Examples: 

REN UM 

Renumbers the entire program. The first new line number will be 10. Lines 
increment by 10. 
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RENUM Command 

RENUM 300,,50 

Renumbers the entire program. The first new line number will be 300. 
Lines increment by 50. 

RENUM 1000,900,20 

Renumbers the lines from 900 up so they start with line number 1000 and 
are incremented by 20. 
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RESET Command 

RESET Command 

Purpose: 

To close all disk files and write the directory information to a diskette 
before it is removed from a disk drive. 

Syntax: 

RESET 

Comments: 

Always execute a RESET command before removing a diskette from a disk 
drive. Otherwise, when the diskette is used again, it will not have the 
current directory information written on the directory track. 

RESET closes all open files on all drives and writes the directory track 
to every diskette with open files. 
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RESTORE Statement 

RESTORE Statement 

Purpose: 

To allow DAT A statements to be reread from a specified line. 

Syntax: 

RESTORE[line number] 

Comments: 

If line number is specified, the next READ statement accesses the first item 
in the specified DATA statement. 

If line number is omitted, the next READ statement accesses the first item 
in the first DAT A statement. 

Examples: 

10 READ A,B,C, 
20 RESTORE 
30 READ D,E,F 
40 DATA 57,68,79 

Assigns the value 57 to both A and D variables, 68 to B and E, and so on. 
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RESUME Statement 

RESUME Statement 

Purpose: 

To continue program execution after an error-recovery procedure has 
been performed. 

Syntax: 

RESUME 
RESUME 0 
RESUME NEXT 
RESUME line number 

Comments: 

Any one of the four formats shown above may be used, depending upon 
where execution is to resume: 

Syntax 

RESUME or RESUME 0 

RESUME NEXT 

RESUME line number 

Result 

Execution resumes at the statement that 
caused an error. 

Execution resumes at the statement 
immediately following the one that 
caused an error. 

Execution resumes at the specified line 
number. 

A RESUME statement that is not in an error trapping routine causes 
a"RESUME without error" message to be printed. 
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RESUME Statement 

Examples: 

10 ON ERROR GOTO 900 

900 IF (ERR=230)AND(ERL=90) THEN PRINT "TRY AGAIN":RESUME 80 

If an error occurs after line 10 is executed, the action indicated in line 900 
is taken and the program continues at line 80. 
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RETURN Statement 

RETURN Statement 

Purpose: 

To return from a subroutine. 

Syntax: 

RETURN [line number] 

Comments: 

The RETURN statement causes GW-BASIC to branch back to the statement 
following the most recent GOSUB statement. A subroutine may contain 
more than one RETURN statement to return from different points in the 
subroutine. Subroutines may appear anywhere in the program. 

RETURN line number is primarily intended for use with event trapping. It 
sends the event-trapping routine back into the GW-BASIC program at a fixed 
line number while still eliminating the GOSUB entry that the trap created. 

When a trap is made for a particular event, the trap automatically causes 
a STOP on that event so that recursive traps can never take place. The 
RETURN from the trap routine automatically does an ON unless an expli­
cit OFF has been performed inside the trap routine. 

The nonlocal RETURN must be used with care. Any GOSUB, WHILE, 
or FOR statement active at the time of the trap remains active. 
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RIGHT$ FUNCTION 

RIGHT$ FUNCTION 

Purpose: 

To return the rightmost i characters of string x$. 

Syntax: 

RIGHT$(x$,i) 

Comments: 

If i is equal to or greater than LEN(x$), RIGHT$ returns x$. If i equals 
zero, the null string (length zero) is returned (see the MID$ and LEFT$ 
functions). 

Examples: 

10 AS="DISK BASIC" 
20 PRINT RIGHTS(AS,5) 
RUN 
BASIC 
Ok 

Prints the rightmost five characters in the A$ string. 
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RMDIR Command 

RMDIR Command 

Purpose: 

To delete a subdirectory. 

Syntax: 

RMDIR pathname 

Comments: 

pathname is a string expression, not exceeding 63 characters, identifying 
the subdirectory to be removed from its parent. 

The subdirectory to be deleted must be empty of all files except "." and " .. " 
or a "Path file/access" error is given. 

Examples: 

Referring to the sample directory structure illustrated in CHDIR, the 
following command deletes the subdirectory report: 

RMDIR "SALES\JOHN\REPORT" 
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RND Function 

RND Function 

Purpose: 

To return a random number between 0 and 1. 

Syntax: 

RND[(x)] 

Comments: 

The same sequence of random numbers is generated each time the program 
.is run unless the random number generator is reseeded (see the RANDOM­
IZE statement). If xis equal to zero, then the last number is repeated. 

If x is greater than 0, or if x is omitted, the next random number in the 
sequence is generated. 

To get a random number within the range of zero through n, use the follow­
ing formula: 

INT(RND*(n + 1)) 

The random number generator may be seeded by using a negative value 
for x. 

Examples: 

10 FOR 1=1 TO 5 
20 PRINT INT(RND•101); 
30 NEXT 
RUN 
53 30 31 51 5 
Dk 

Generates five pseudo-random numbers within the range of 0-100. 



RUN Command 

RUN Command 

Purpose: 

To execute the program currently in memory, or to load a file from the 
diskette into memory and run it. 

Syntax: 

RUN [line number][,r] 

RUN filename[,r] 

Comments: 

RUN or RUN line number runs the program currently in memory. 

If line number is specified, execution begins on that line. Otherwise, execu­
tion begins at the lower line number. 

If there is no program in memory when RUN is executed, GW-BASIC returns 
to command level. 

RUN filename closes all open files and deletes the current memory contents 
before loading the specified file from disk into memory and executing it. 

The r option keeps all data files open. 

If you are using the speaker on the computer, please note that executing 
the RUN command will turn off any sound that is currently running and 
will reset to Music Foreground. Also, the PEN and STRIG statements are 
reset to OFF. 

Examples: 

RUN NEWFIL,R 

Runs NEWFIL without closing data files. 
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SA VE Command 

SA VE Command 

Purpose: 

To save a program file on diskette. 

Syntax: 

SA VE filename,[,a] 
SAVE filename,[,p] 

Comments: 

filename is a quoted string that follows the normal MS-DOS naming conven­
tions. If filename already exists, the file will be written over. If the exten­
sion is omitted, .bas will be used. 

The a option saves the file in ASCII format. Otherwise, GW-BASIC saves the 
file in a compressed binary format. ASCII format takes more space on the 
diskette, but some diskette access commands (for example, the MERGE 
command and some MS-DOS commands. such as TYPE) may require an 
ASCII format file. 

The p option protects the file by saving it in an encoded binary format. 
When a protected file is later run or loaded, any attempt to list or edit it 
fails. When the p option is used, make an additional copy under another 
name or diskette to facilitate future program maintenance. 

Examples: 

The following command saves the file com2.bas in the ASCII format: 

SAVE CDM2,A 

The following command saves the file prog.bas in binary format, and pro­
tects access: 

SAVE PROG,P 

217 



SCREEN Function 

SCREEN Function 

Purpose: 

To return the ASCII code (0-255) for the character at the specified row (line) 
and column on the screen. 

Syntax: 

x = SCREEN(row,col[,z]) 

Comments: 

x is a numeric variable receiving the ASCII code returned. 

row is a valid numeric expression within the range 1 to 25. 

col is a valid numeric expression 1 to 40, or 1 to 80, depending upon screen 
width setting. See the WIDTH statement. 

z is a valid numeric expression with a true or false value. It may be used 
only in alpha mode. 

The ordinal of the character at the specified coordinates is stored in the 
numeric variable. In alpha mode, if the optional parameter z is given and 
is true (nonzero), the color attribute for the character is returned instead 
of the ASCII code for the character (see the COLOR statement). 

Any values entered outside of the range indicated result in an "Illegal func­
tion call" error. Row 25 may be referenced only if the function key is off. 

Examples: 

100 X=SCREEN (10,10) 

If the character at 10,10 is A, then Xis 65. 

11 0 X= SCREEN ( 1 , 1 , 1) 

Returns the color attribute of the character in the upper-left corner of the 
screen. 
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SCREEN Statement 

SCREEN Statement 

Purpose: 

To set the specifications for the display screen 

Syntax: 

SCREEN [mode] [,[colorswitch]][,[apage])[,[upage]] 

Comments: 

The SCREEN statement is chiefly used to select a screen mode appropriate 
for a particular display-hardware configuration. Supported hardware confi­
gurations and screen modes are described below. 

MDP A with Monochrome Display: Mode 0 

The IBM Monochrome Display and Printer Adapter (MDP A) is used to con­
nect only to a monochrome display. Programs written for this configuration 
must be text mode only. 

CGA with Color Display: Modes 0, 1, and 2 

The IBM Color Graphics Adapter (CGA) and Color Display are typically 
paired with each other. This hardware configuration permits the running 
of text mode programs, and both medium-resolution and high-resolution 
graphics programs. 

EGA with Color Display: Modes 0, 1, 2, 7, and 8 

The five screen modes 0, 1, 2, 7, and 8 allow you to interface to the IBM 
Color Display when it is connected to an IBM Enhanced Graphics Adapter 
(EGA). If EGA switches are set for CGA compatibility, programs written for 
modes 1 and 2 will run just as they would with the CGA. Modes 7 and 8 are 
similar to modes 1 and 2, except that a wider range of colors is available in 
modes 7 and 8. 
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SCREEN Statement 

EGA with Enhanced Color Display: Modes 0, 1, 2, 7, and 8 

With the EGA/IBM Enhanced Color Display configuration, modes 0, 1, 2, 7, 
and 8 are virtually identical to their EGA/Color Display counterparts. Two 
possible differences are as follows: 

1. In mode 0, the border color cannot be the same as for the EGA/Color 
Display because the border cannot be set on an Enhanced Color 
Display when it is in 640 x 350 text mode. 

2. The quality of the text is better on the Enhanced Color Display (an 
8 x 14 character box for Enhanced Color Display versus an 8 x 8 
character box for Color Display). 

EGA with Enhanced Color Display: Mode 9 

The full capability of the Enhanced Color Display is taken advantage of in 
this mode. Mode 9 allows the highest resolution possible for the EGA/En­
hanced Color Display configuration. Programs written for this mode will 
not work for any other hardware configuration. 

EGA with Monochrome Display: Mode 10 

The IBM Monochrome Display can be used to display monochrome graphics 
at a very high resolution in this mode. Programs written for this mode will 
not work for any other hardware configuration. 

Arguments 

The mode argument is an integer expression with legal values 0, 1, 2, 7, 8, 
9, and 10. All other values are illegal. Selection of a mode argument 
depends primarily on your program's anticipated display hardware, as 
described above. 

Each of the SCREEN modes is described individually in the 
following paragraphs. 
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SCREEN Statement 

SCREEN 0 

• Text mode only 

• Either 40 x 25 or 80 x 25 text format with character-box size of 
8 x 8 (8 x 14 with EGA) 

• Assignment of 16 colors to any of 2 attributes 

• Assignment of 16 colors to any of 16 attributes (with EGA) 

SCREEN 1 

• 320 x 200 pixel medium-resolution graphics 

• 80 x 25 text format with character-box size of 8 x 8 

• Assignment of 16 colors to any of 4 attributes 

• Supports both EGA and CGA 

• 2 bits per pixel 

SCREEN 2 

• 640 x 200 pixel high-resolution graphics 

• 40 x 25 text format with character-box size of 8 x 8 

• Assignment of 16 colors to any of 2 attributes 

• Supports both EGA and CGA 

• 1 bit per pixel 

SCREEN 7 

• 320 x 200 pixel medium-resolution graphics 

• 40 x 25 text format with character-box size of 8 x 8 

• 2, 4, or 8 memory pages with 64K, 128K, or 256K of memory, 
respectively, installed on the EGA 

• Assignment of any of 16 colors to 16 attributes 

• EGA required 

• 4 bits per pixel 
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SCREEN Statement 

SCREEN 8 

• 640 x 200 pixel high-resolution graphics 

• 80 x 25 text format with character-box size of 8 x 8 

• 1, 2, or 4 memory pages with 64K, 128K, or 256K of memory, 
respectively, installed on the EGA 

• Assignment of any of 16 colors to 16 attributes 

• EGA required 

• 4 bits per pixel 

SCREEN 9 

• 640 x 350 pixel enhanced-resolution graphics 

• 80 x 25 text format with character-box size of 8 x 14 

• Assignment of either 64 colors to 16 attributes (more than 64K of 
EGA memory), or 16 colors to 4 attributes (64K of EGA memory) 

• Two display pages if 256K of EGA memory installed 

• EGA required 

• 2 bits per pixel (64K EGA memory) 
4 bits per pixel (more than 64K EGA memory) 

SCREEN 10 

• 640 x 350 enhanced-resolution graphics 

• 80 x 25 text format with character-box size of 8 x 14 

• Two display pages if 256K of EGA memory installed 

• Assignment of up to 9 pseudo-colors to 4 attributes. 

• EGA required 

• 2 bits per pixel 
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SCREEN Statement 

The following are default attributes for SCREEN 10, monochrome display: 

Attribute Value Displayed Pseudo-Color 

0 Off 

1 On, normal intensity 

2 Blink 

3 On, high intensity 

The following are ·color values for SCREEN 10, monochrome display: 

Color Value Displayed Pseudo-Color 

0 Off 

1 Blink, off to on 

2 Blink, off to high intensity 

3 Blink, on to off 

4 On 

5 Blink, on to high intensity 

6 Blink, high intensity to off 

7 Blink, high intensity to on 

8 High intensity 

For both composite monitors and TVs, the colors witch is a numeric expres­
sion that is either true (nonzero) or false (zero). A value of zero disables 
color and permits display of black and white images only. A nonzero value 
permits color. The meaning of the colorswitch argument is inverted in 
SCREEN mode 0. 

For hardware configurations that include an EGA and enough memory to 
support multiple-screen pages, two arguments are available. These apage 
and upage arguments determine the "active" and "visual" memory pages. 
The active page is the area in memory where graphics statements are writ­
ten; the visual page is the area of memory that is displayed on the screen. 

Animation can be achieved by alternating the display of graphics pages. 
The goal is to display the visual page with completed graphics output, while 
executing graphics statements in one or more active pages. A page is dis­
played only when graphics output to that page is complete. Thus, the 
following program fragment is typical: 

223 



SCREEN Statement 

SCREEN 7, , 1 , 2 'work in page 1, show page 2 

Graphics output to page 1 
while viewing page 2 

SCREEN 7,,2,1 'work in page 2, show page 1 

Graphics output to page 2 
while viewing page 1 

The number of pages available depends on the SCREEN mode and the 
amount of available memory, as described in the following table: 

Table 2 

SCREEN Mode Specifications 

Attribute Color EGA Page 
Mode Resolution Range Range Memory Pages Size 

0 40- column text NA 0-15a NA 1 2K 
80 - column text NA 0-15a NA 1 4K 

1 320 x 200 0-3b 0-3 NA 1 16K 
2 640 x 200 0-lb 0-1 NA 1 16K 
7 320 x 200 0-15 0-15 64K 2 32K 

128K 4 
256K 8 

8 640 x 200 0-15 0-15 64K 1 64K 
128K 2 
256K 4 

9 640 x 350 0-3 0-15 64K 1 64K 
0-15 0-63 128K 1 128K 
0-15 0-63 256K 2 

10 640 x 350 0-3 0-8 128K 1 128K 
256K 2 

a Numbers in the range 16-31 are 
blinking versions of the colors 0-15. 

b Attributes applicable only with EGA. 
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SCREEN Statement 

Attributes and Colors 

For various screen modes and display hardware configurations, different 
attribute and color settings exist. (See the PALETTE statement for a dis­
cussion of attribute and color number.) The majority of these attribute and 
color configurations are summarized in the following table: 

Table 3 

Default Attributes and Colors for Most Screen Modes 

Attributes for Mode Color Display, Monochrome Display 

1,9 2 0,7,8,9b Numberc Color Numberc Color 

0 0 0 0 Black 0 Off 
1 1 Blue (Underlined) a 
2 2 Green 1 On a 

3 3 Cyan 1 On a 

4 4 Red 1 On a 

5 5 Magenta 1 On a 

6 6 Brown 1 On a 

7 7 White 1 On a 

8 8 Gray 0 Off 
9 9 Light Blue High intensity 

(underlined) 
10 10 Light Green 2 High intensity 

1 11 11 Light Cyan 2 High intensity 
12 12 Light Red 2 High intensity 

2 13 13 Light Magenta 2 High intensity 
14 14 Yellow 2 High intensity 

3 1 15 15 · High-intensity 0 Off 
White 

: Off when used for background. 
With EGA memory > 64K. 

c Only for mode 0 monochrome. 
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SCREEN Statement 

The default foreground colors for the various modes are given in the follow­
ing table: 

Table 4 

Default Foreground Colors 

Default foreground attribute 

Screen Color/Extended8 Monochrome 
mode Display Display 

0 7 7 

1 3 NA 
2 1 NA 
7 15 NA 
8 15 NA 
9 3b NA 
10 NA 3 

~ IBM Enhanced Color Display 
15 if greater than 64K of EGA memory 

NA= Not Applicable 
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· Coior/Exiended8 

Display 

7 

15 

15 
15 
15 

63 
NA 

Monochrome 
Display 

1 

NA 
NA 
NA 
NA 
NA 
8 



SGN Function 

SGN Function 

Purpose: 

To return the sign of x. 

Syntax: 

SGN(x) 

Comments: 

x is any numeric expression. 

If x is positive, SGN(x) returns 1. 
If x is 0, SGN(x) returns 0. 
If x is negative, SGN(x) returns -1. 

This statement is similar to, but not the same as, SIN(x), which returns a 
trigonometric function in radians, rather than in ones and zeros. 

Examples: 

10 INPUT "Enter value",x 
20 ON SGN(X)+2 GOTO 100,200,300 

GW-BASIC branches to 100 if Xis negative, 200 if Xis 0, and 300 if Xis 
positive. 
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SHELL Slltltement 

SHELL Statement 

Purpose: 

To load and execute another program or batch file. When the program fin­
ishes, control returns to the GW-BASIC program at the statement following 
the SHELL statement. A program executed under the control of GW-BASIC is 
referred to as a child process. 

Syntax: 

SHELL [string] 

Comments: 

string is a valid string expression containing the name of a program to run 
and (optionally) command arguments. 

The program name in string may have any extension that MS-DOS COM­
MAND.COM supports. If no extension is supplied, COMMAND will look 
for a .COM file, then an .EXE file, and finally, a .BAT file. If none is found, 
SHELL will issue a "File not found" error. 

Any text separated from the program name by at least one blank space will 
be processed by COMMAND as program parameters. 

GW-BASIC remains in memory while the child process is running. When the 
child process finishes, GW-BASIC continues at the statement following the 
SHELL statement. 

SHELL with no string will go to MS-DOS. You may now do anything that 
COMMAND allows. When ready to return to GW-BASIC, type the MS-DOS 
command EXIT. 

Examples: 

SHELL 
A>DIR 
A>EX IT 
Ok 
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SHELL Statement 

Write some data to be sorted, use SHELL SORT to sort it, then read the 
sorted data to write a report. 

1 0 
20 

1 0 0 0 
1 0 1 0 
1020 
1030 

OPEN "SORTJN.DAT" FOR OUTPUT AS #1 
'write data to be sorted 

CLOSE 1 
SHELL "SORT <SORTIN.DAT >SORTOUT.DAT" 
OPEN "SORTDUT. DAT" FOR l NPUT AS #1 

'Process the sorted data 
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SIN Function 

SIN Function 

Purpose: 

To calculate the trigonometric sine of x, in radians. 

Syntax: 

SIN(x) 

Comments: 

SIN(x) is calculated in single-precision unless the Id switch is used when 
GW-BASIC is executed. 

To obtain SIN(x) when xis in degrees, use SIN(x*TI/180). 

Examples: 

PRINT SIN(1.5) 
.9974951 
Ok 

The sine of 1.5 radians is .9974951 (single-precision). 
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SOUND Statement 

SOUND Statement 

Purpose: 

To generate sound through the speaker. 

Syntax: 

SOUND freq,duration 

Comments: 

freq is the desired frequency in Hertz (cycles per second). freq is a numeric 
expression within the range of 37 to 32767. 

duration is the desired duration in clock ticks. Clock ticks occur 18.2 times 
per second. duration must be a numeric expression within the range of 
0 to 65535. 

Values below .022 produce an infinite sound until the next SOUND or 
PLAY statement is executed. 

If duration is zero, any active SOUND statement is turned off. If no 
SOUND statement is running, a duration of zero has no effect. 

The sound is executed in foreground or background depending on the PLAY 
statement. 

Examples: 

The following example creates random sounds of short duration: 

2500 SOUND RND*1000+37,2 
2600 GOTO 2500 
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The following table shows the relationship of notes and their frequencies 
in the two octaves adjacent to middle C. 

Table5 

Relationships of Notes and Frequencies 

Note Frequency Note Frequency 

c 130.810 C* 523.250 
D 146.830 D 587.330 
E 164.810 E 659.260 
F 174.610 F 698.460 
G 196.000 G 783.990 
A 220.000 A 880.000 
B 246.940 B 987.770 
c 261.630 c 1046.500 
D 293.660 D 1174.7-00 
E 329.630 E 1318.500 
F 349.230 F 1396.900 
G 392.000 G 1568.000 
A 440.000 A 1760.000 
B 493.880 B 1975.500 

*Middle C. 

By doubling or halving the frequency, the coinciding note values can be 
estimated for the preceding and following octaves. 

To produce periods of silence, use the following statement: 

SOUND 32 767, duration 

To calculate the duration of one beat, divide beats per minute into the 
number of clock ticks in a minute (1092). 
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The following table illustrates tempos requested by clock ticks: 

Table 6 

Tempos Requested by Clock Ticks 

Beats/ Ticks/ 
Tempo Notation Minute Beat 

very slow Larghissimo 
Largo 40-66 27.3-18.2 
Larghetto 60-66 18.2-16.55 
Grave 
Lento 
Adagio 66-76 16.55-14.37 

slow Adagietto 
Andante 76-108 14.37-10.11 

medium Andantino 
Moderato 108-120 10.11-9.1 

fast Allegretto 
Allegro 120-168 9.1-6.5 
Vivace 
Veloce 
Presto 168-208 6.5-5.25 

very fast Prestissimo 
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SP ACE$ Function 

Purpose: 

To return a string of x spaces. 

Syntax: 

SPACE$(x) 

Comments: 

x is rounded to an integer and must be within the range of 0 to 255 (see the 
SPC function). 

Examples: 

10 FOR N=1 TD 5 
20 X$=SPACES (N) 
30 PRINT X$;N 
40 NEXT N 
RUN 
1 

2 
3 

Ok 

4 
5 

Line 20 adds one space for each loop execution. 
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SPC Function 

Purpose: 

To skip a specified number of spaces in a PRINT or an LPRINT statement. 

Syntax: 

SPC(n) 

Comments: 

n must be within the range of 0 to 255. 

If n is greater than the defined width of the printer or the screen, the value 
used will be n MOD width. 

A semicolon is assumed to follow the SPC(n) command. 

SPC can only be used with the PRINT, LPRINT, and PRINT# statements 
(see the SPACE$ function). 

Examples: 

PR I NT "OVER" SPC ( 15) "THERE" 
OVER THERE 
Dk 
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SQR Function 

Purpose: 

Returns the square root of x. 

Syntax: 

SQR(x) 

Comments: 

x must be greater than or equal to 0. 

SQR(x) is computed in single-precision unless the /d switch is used when 
GW-BASIC is executed. 

Examples: 

10 FOR X=10 
20 PRINT X; 
30 NEXT 

TO 25 STEP 5 
SQR(X) 

RUN 
1 0 
1 5 
20 
25 
Ok 
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STICK Function 

STICK Function 

Purpose: 

To return the x and y coordinates of two joysticks. 

Syntax: 

x=STICK(n) 

Comments: 

x is a numeric variable for storing the result. 

n is a valid numeric expression within the range of 0 to 3. 

Value of n 

0 

1 

2 

3 

Coordinate Returned 

x coordinate of joystick A. Stores the x and y 
values for both joysticks for the following three 
function calls. 

y coordinate of joystick A. 

x coordinate of joystick B. 

y coordinate of joystick B. 
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STOP Statement 

Purpose: 

To terminate program execution and return to command level. 

Syntax: 

STOP 

Comments: 

STOP statements may be used anywhere in a program to terminate exe­
cution. When a STOP is encountered, the following message is printed: 

B r e a k i n 1 i n e nnnnn 

Unlike the END statement, the STOP statement does not close files. 

GW-BASIC always returns to command level after a STOP is executed. 
Execution is resumed by issuing a CONT command. 

Examples: 

10 INPUT A,B,C 
20 K=AA2*5.3:L=BA3/.26 
30 STOP 
40 M=C*K+100:PRINT M 
RUN 
? 1 '2 '3 
BREAK IN 30 
Ok 
PRINT L 
30.76923 
Ok 
CONT 
115.9 
Ok 
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STR$ Function 

Purpose: 

To return a string representation of the value of x. 

Syntax: 

STR$(x) 

Comments: 

STR$(x) is the complementary function to V AL(x$) (see the VAL function). 

Examples: 

5 REM ARITHMETIC FOR KIDS 
10 INPUT "TYPE A NUMBER";N 
20 ON LEN(STR$(N)) GOSUB 30,40,50 

This program branches to various subroutines, depending on the number 
of characters typed before the RETURN key is pressed. 

239 



STRIG Statement and Funetion 

STRIG Statement and Function 

Purpose: 

To return the status of the joystick triggers. 

Syntax: 

As a statement: 

STRIG ON 
STRIG OFF 

As a function: 

x=STRIG(n) 

Comments: 

x is a numeric variable for storing the result. 

n is a valid numeric expression within the range of 0 to 7. 

STRIG ON must be executed before any STRIG(n) function calls may be 
made. Once STRIG ON is executed, GW-BASIC will check to see if a button 
has been pressed before every statement is executed. STRIG OFF disables 
the checking. 

n is a numeric expression within the range of 0 to 7 that returns the 
following values: 

Value of n 

0 

1 

2 

240 

Returns 

- 1 if trigger Al was pressed since the last 
STRIG(O) statement; returns 0, if not. 

- 1 if trigger Al is currently pressed; returns 0, 
if not. 

- 1 if trigger B 1 was pressed since the last 
STRIG(2) statement; returns 0, if not. 



3 

4 

5 

STRIG Statement and Function 

-1 if trigger Bl is currently pressed; returns 0, 
if not. . 

- 1 if trigger A2 was pressed since the last 
STRIG(4) statement; returns 0, if not. 

-1 if trigger A2 is currently pressed; returns 0, 
if not. 
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STRIG(n) Statement 

Purpose: 

To allow the use of a joystick by enabling or disabling the trapping 
of its buttons. 

Syntax: 

STRIG(n) ON 
STRIG(n) OFF 
STRIG(n) STOP 

Comments: 

n is 0, 2, 4, or 6, corresponding to the buttons on the joystick, where 

0 is button Al 
2 is button B 1 
4 is button A2 
6 is button B2 

Examples: 

STRIG(n) ON 

Enables trapping of the joystick buttons. After this statement is executed, 
GW-BASIC checks to see if this button has been pressed before executing 
following statements. 

STRIG(n) OFF 

Disables GW-BASIC from checking the state of the button. 

STRIG(n) STOP 

Disables trapping of a given button through the ON STRIG(n) statement. 
But any pressings are remembered so that trapping may take place once it 
is re-enabled. 
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STRING$ Function 

Purpose: 

To return 

• a string of length n whose characters all have ASCII code j, or 

• the first character of x$ 

Syntax: 

STRING$(nJ) 
STRING$(n,.x$) 

Comments: 

STRING$ is also useful for printing top and bottom borders on the screen or 
the printer. 

n and j are integer expressions in the range of 0 to 255. 

Examples: 

10 X$ = STRING$(10,45) 
20 PRINT X$ "MONTHLY REPORT" X$ 
RUN 
----------MONTHLY REPORT---------­
Ok 

45 is the decimal equivalent of the ASCII symbol for the minus ( - ) sign. 

Appendix C in the CW-BASIC User's Guide lists ASCII character codes. 
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SW AP Statement 

Purpose: 

To exchange the values of two variables. 

Syntax: 

SW AP variablel ,variable2 

Comments: 

Any type variable may be swapped (integer, single-precision, double­
precision, string), but the two variables must be of the same type or a 
"Type mismatch" error results. 

Examples: 

LIST 
1 0 A$="0NE II: B$= 11 ALL II: C$= 11 FOR II 

20 PRINT A$ C$ BS 
30 SWAP A$, B$ 
40 PRINT A$ C$ B$ 
RUN 
Ok 
ONE FOR ALL 
ALL FOR ONE 
Ok 

Line 30 swaps the values in the A$ and B$ strings. 
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SYSTEM Command 

SYSTEM Command 

Purpose: 

To return to MS-DOS. 

Syntax: 

SYSTEM 

Comments: 

Save your program before p:r;-essing RETURN, or the program will be lost. 

The SYSTEM command closes all the files before it returns to MS-DOS. 
If you entered GW-BASIC through a batch file from MS-DOS, the SYSTEM 
command returns you to the batch file, which continues executing at the 
point it left off. 

Examples: 

SYSTEM 
A> 

245 



TAB Function 

TAB Function 

Purpose: 

Spaces to position non the screen. 

Syntax: 

TAB(n) 

Comments: 

If the current print position is already beyond space n, TAB goes to that 
position on the next line. 

Space 1 is the leftmost position. The rightmost position is the screen width. 

n must be within the range of 1 to 255. 

If the TAB function is at the end of a list of data items, GW-BASIC will not 
return the cursor to the next line. It is as though the TAB function has an 
implied semicolon after it. 

TAB may be used only in PRINT, LPRINT, or PRINT# statements (see the 
SPC function). 

Examples: 

1 0 PR I NT "NAME" TAB ( 25) "AMOUNT": PR I NT 
20 READ A$,B$ 
30 PRINT AS TAB(25) BS 
40 DATA "G. T. JONES","$25.00" 
RUN 
NAME AMOUNT 

G. T. JONES 
Dk 
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TAN Function 

TAN Function 

Purpose: 

To calculate the trigonometric tangent of x, in radians. 

Syntax: 

TAN(x) 

Comments: 

TAN(x) is calculated in single-precision unless the Id switch is used when 
GW-BASIC is executed . 

. If TAN overflows, the "Overflow" error message is displayed; machine 
infinity with the appropriate sign is supplied as the result, and 
execution continues. 

To obtain TAN(x) when xis in degrees, use TAN(x*1Tl180). 

Examples: 

10 Y = TAN(X) 

When executed, Y will contain the value of the tangent of X radians. 
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TIME$ Statement and Variable 

Purpose: 

To set or retrieve the current time. 

Syntax: 

As a statement: 

TIME$ = string exp 

As a variable: 

string exp= TIME$ 

Comments: 

string exp is a valid string literal or variable that lets you set hours (hh), 
hours and minutes (hh:mm), or hours, minutes, and seconds (hh:mm:ss). 

hh sets the hour (0-23). Minutes and seconds default to 00. 

hh:mm sets the hour and minutes (0-59). Seconds default to 00. 

hh:mm:ss sets the hour, minutes, and seconds (0-59). 

If string exp is not a valid string, a "Type mismatch" error results. 

As you enter any of the above values, you may omit the leading zero, if any. 
You must, however, enter at least one digit. If you wanted to set the time 
as a half hour after midnight, you could enter TIME$= "0:30", but not 
TIME$= ":30". 

If any of the values are out of range, an "Illegal function call" error is 
issued. The previous time is retained. 

The current time is stored if TIME$ is the target of a string assignment. 
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The current time is fetched and assigned to the string variable if TIME$ is 
the expression in a LET or PRINT statement. 

If string exp = TIME$, TIME$ returns an 8-character string in the form 
hh:mm:ss. 

Examples: 

The following example sets the time at 8:00 A.M.: 

TIME$ = "08:00" 
Ok 
PRINT TIME$ 
08:00:05 
Dk 

The following program displays the current date and time on the 25th line 
of the screen and will sound on the minute and half minute. 

10 KEY OFF:SCREEN O:WIDTH 80:CLS 
20 LOCATE 25,5 
30 PRINT DATE$,TIME$; 
40 SEC=VAL(MID$(TIME$,7,2)) 
50 IF SEC=SSEC THEN 20 ELSE SSEC=SEC 
60 IF SEC=O THEN 1010 
70 IF SEC=30 THEN 1020 
80 IF SEC<57 THEN 20 

1000 SOUND 1000,2:GOTO 20 
1010 SOUND 2000,8:GOTD 20 
1020 SOUND 400,4:GOTO 20 
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TIMER Function 

TIMER Function 

Purpose: 

To return single-precision floating-point numbers representing the elapsed 
number of seconds since midnight or system reset. 

Syntax: 

v=TIMER 

Comments: 

Fractions of seconds are calculated to the nearest degree possible. TIMER is 
read-only. 
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TRON/TROFF Commands 

Purpose: 

To trace the execution of program statements. 

Syntax: 

TRON 
TROFF 

Comments: 

As an aid in debugging, the TRON (trace on) command enables a trace flag 
that prints each line number of the program as it is executed. The numbers 
appear enclosed in square brackets. 

TRON may be executed in either the direct or indirect mode. 

The trace flag is disabled with the TROFF (trace offi command, or when 
a NEW command is executed. 

Examples: 

TRON 
Dk 
10 K=10 
20 FDR J=1 TD 2 
30 L=K + 10 
40 PRINT J;K;L 
50 K=K+10 
60 NEXT 
70 END 
RUN 
[10][20][30][40] 1 10 20 
[50][60][30][401 2 20 30 
[501(601(701 
Dk 
TROFF 
Ok 
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UNLOCK Statement 

Purpose: 

To release locks that have been applied to an opened file. This is used 
in a multi-device environment, often referred to as a network or network 
environment. 

Syntax: 

UNLOCK [#Jn [,[record number] [TO record number]] 

Comments 

n is the number that was assigned to the file as it was originally numbered 
in the program. 

record number is the number of the individual record that is to be unlocked. 
Or, if a range of records are to be unlocked, record number designates the 
beginning and ending record of the specified range. 

The range of legal record numbers is 1 to 232 - 1. The limit on record size 
is 32767 bytes. 

The record range specified must be from lower to (the same or) higher 
record numbers. 

If a starting record number is not specified, the record number 1 is 
assumed. 

If an ending record number is not specified, then only the specified record 
is unlocked. 

The following are legal UNLOCK statements: 

UNLOCK #n 

UNLOCK #n, X 

UNLOCK #n, TO Y 

UNLOCK #n, X TO Y 

unlocks the entire file n 

unlocks record X only 

unlocks records 1 through Y 

unlocks records X through Y 

The locked file or record range should be unlocked before the file is closed. 
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Failure to execute the UNLOCK statement can jeopardize future access to 
that file in a network environment. 

In the case of files opened in random mode, if a range of record numbers is 
specified, this range must match exactly the record number range given in 
the LOCK statement. 

The "Permission denied" message will appear if a syntactically correct 
UNLOCK request cannot be granted. The UNLOCK statement must match 
exactly the paired LOCK statement. 

It is expected that the time in which files or regions within files are locked 
will be short, and thus the suggested usage of the LOCK statement is 
within short-term paired LOCK/UNLOCK statements. 

Examples: 

The following demonstrates how the LOCK/UNLOCK statements should 
be used: 

LOCK #1, 1 TD 4 
LOCK #1 , 5 TD 8 
UNLOCK #1, 1 TO 4 
UN L 0 CK # 1 , 5 T 0 8 

The following example is illegal: 

LOCK #1, 1 TO 4 
LOCK #1 , 5 TD 8 
UNLOCK #1 , 1 TO 8 
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USR Function 

Purpose: 

To call an assembly language subroutine. 

Syntax: 

v = USR[n](argument) 

Comments: 

n specifies which USR routine is being called. 

argument can be any numeric or string expression. 

Although the CALL statement is recommended for calling assembly 
language subroutines, the USR function call may also be used. See Appen­
dix Din the GW-BASIC User's Guide for a comparison of CALL and USR 
and for a detailed discussion of calling assembly language subroutines. 

Only values 0-9 are valid for n. If n is omitted, USRO is assumed (see DEF 
USR for the rules governing n). 

If a segment other than the default segment (GW-BASIC data segment, DS) 
is used, a DEF SEG statement must be executed prior to a USR call. This 
ensures that the code segment points to the subroutine being called. 

The segment address given in the DEF SEG statement determines the 
starting segment of the subroutine. 

For each USR function, a corresponding DEF USR statement must have 
been executed to define the USR call offset. This offset and the currently 
active DEF SEG segment address determine the starting address of the 
subroutine. 

If more than 10 user routines are required, the value(s) of DEF USR may 
be redefined for the other starting addresses as many times as needed. 

The type (numeric or string) of the variable receiving the function call must 
be consistent with the argument passed. If no argument is required by the 
assembly language routine, then a dummy argument must be supplied. 
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VAL Function 

Purpose: 

Returns the numerical value of string x$. 

Syntax: 

VAL(x$) 

Comments: 

The VAL function also strips leading blanks, tabs, and line feeds from the 
argument string. For example, the following line returns - 3: 

VAL(" -3") 

The STR$ function (for numeric to string conversion) is the complement 
to the VAL(x$l function. 

If the first character of x$ is not numeric, the VAL(x$l function will return 
zero. 

Examples: 

10 READ NAMES,CITYS,STATES,ZIP$ 
20 IF VAL(ZIP$)<90000 DR VAL(ZIP$)>96699 THEN 
PRINT NAMES TAB(25) "OUT OF STATE" 
30 IF VAL(Z!P$)>=90801 AND VAL(ZIPS)<=90815 THEN 
PRINT NAMES TAB(25) "LONG BEACH" 
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V ARPTR Function 

Purpose: 

To return the address in memory of the variable or file control block (FCB). 

Syntax: 

V ARPTR(variable name) 
VARPTR(#file number) 

Comments: 

V ARPTR is usually used to obtain the address of a variable or array so it 
can be passed to an assembly language subroutine. A function call of the 
following form: 

VARPTR(A(O)) 

is usually specified when passing an array, so that the lowest-addressed 
element of the array is returned. 

All simple variables should be assigned before calling V ARPTR for an 
array, because the addresses of the arrays change whenever a new simple 
variable is assigned. 

V ARPTR (#file number) returns the starting address of the GW-BASIC File 
Control Block assigned to file number. 

VARPTR (variable name) returns the address of the first byte of data identi­
fied with the variable name. 

A value must be assigned to variable name prior to execution of VARPTR; 
otherwise, an "Illegal function call" error results. 

Any type variable name may be used (numeric, string, or array), and the 
address returned will be an integer within the range of 32767 to - 32768. 
If a negative address is returned, it is added to 65536 to obtain the actual 
address. 
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V ARPTR Function 

Offsets to information in the FCB from the address returned by V ARPTR 
are shown in the following table: 

Table7 

Offsets to FCB Information 

Offset Length Name Description 

0 1 Mode The mode in which the file was opened: 
1 Input only 
2 Output only 
4 Random 1/0 
16 Append only 
32 Internal use 
64 Future use 
128 Internal use 

1 38 FCB Diskette file control block. 

39 2 CURLOC Number of sectors read or written for 
sequential access. 
The last record number + 1 read or 
written for random files. 

41 1 ORNOFS Number of bytes in sector when read 
or written. 

42 1 NMLOFS Number of bytes left in INPUT buffer. 

43 3 *** Reserved for future expansion. 

46 1 DEVICE Device Number: 
0-9 Disks A: through J: 
255 KYBD: 
254 SCRN: 
253 LPTl: 
252 CASl: 
251 COMl: 
250 COM2: 
249 LPT2: 
248 LPT3: 

47 1 WIDTH Device width. 

48 1 POS Position in buffer for PRINT. 

49 1 FLAGS Internal use during BLOAD/BSA VE. 
Not used for data files. 

50 1 OUTPOS Output position used during tab 
expansion. 
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V ARPTR Function 

51 128 

179 2 

181 2 

183 2 

185 1 

186 2 

188 n 

Example 1: 

BUFFER Physical data buffer. Used to transfer 
data between DOS and BASIC. Use 
this offset to examine data in 
sequential 110 mode. 

VRECL 

PHYREC 

LOG REC 

*** 
OUTPOS 

FIELD 

Variable length record size. Default is 
128. Set by length option in OPEN 
statement. 

Current physical record number. 

Current logical record number. 

Future use. 

Disk files only. Output position for 
PRINT, INPUT, and WRITE. 

Actual FIELD data buffer. Size is 
determined by S: switch. VRECL bytes 
are transferred between BUFFER and 
FIELD on 110 operations. Use this 
offset to examine file data in random 
110 mode. 

100 X=VARPTR(Y) 

When executed, the variable X will contain an address that points to the 
storage space assigned to the variable Y. 

Example 2: 

10 OPEN "DATA.FIL" AS #1 
20 FCBADR = VARPTR(#1) 
30 DATADR = FCBADR+188 
40 A$ = PEEK(DATADR) 

In line 20, FCBADR contains the start of FCB. 

In line 30, DATADR contains the address of the data buffer. 

In line 40, A$ contains the first byte in the rlata buffer. 
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V ARPTR$ Function 

Purpose: 

To return a character form of the offset of a variable in memory. 

Syntax: 

VARPTR$(uariable) 

Comments: 

variable is the name of a variable that exists in the program. 

Note 

Assign all simple variables before calling V ARPTR$ for an array ele­
ment, because the array addresses change when a new simple variable 
is assigned. 

V ARPTR$ returns a three-byte string of the following form: 

I Byte 0 I Byte 1 I Byte 2 I 

Byte 0 contains one of the following variable types: 

2 integer 

3 string 

4 single-precision 

8 double-precision 

Byte 1 contains the 8086 address format, and is the least significant byte. 
Byte 2 contains the 8086 address format, and is the most significant byte. 
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Examples: 

100 X = USR(VARPTR$(Y)) 
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VIEW Statement 

VIEW Statement 

Purpose: 

To define a physical viewport limit from xl,yl (upper-left x,y coordinates) to 
x2,y2 (lower-right x,y coordinates). 

Syntax: 

VIEW [[SCREENJ[(xl ,y 1 )-(x2 ,y2) [,[fill][,[border]]]] 

Comments: 

RUN or VIEW with no arguments define the entire screen as the viewport. 

(xl ,yll are the upper-left coordinates. 

(x2,y2) are the lower-right coordinates. 

The fill attribute lets you fill the view area with color. 

The border attribute lets you draw a line surrounding the viewport if space 
for a border is available. If border is omitted, no border is drawn. 

The x and y coordinates must be within the physical bounds of the screen 
and must define the rectangle within the screen that graphics map into. 
The x and y coordinate pairs will be sorted, with the smallest values placed 
first. 

Points are plotted relative to the viewpoint if the screen argument is omit­
ted; that is, xl and yl are added to the x and y coordinates before the point 
is plotted. 

It is possible to have a varied number of pairs of x and y. The only restric­
tion is that xl cannot equal x2, and yl cannot equal y2. 

Points are plotted absolutely if the SCREEN argument is present. Only 
points within the current viewpoint will be plotted. 

When using VIEW, the CLS statement clears only the current viewport. To 
clear the entire screen, you must use VIEW to disable the viewports. Then 
use CLS to clear the screen. CLS does not move the cursor to home. Press 
CTRL-HOME to send the cursor home, and clear the screen. 
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VIEW Statement 

Examples: 

The following defines a viewport such that the statement PSET(0,0),3 would 
set down a point at the physical screen location 10,10. 

VIEW (10,10)-(200,100) 

The following defines a viewport such that the point designated by the 
statement PSET(0,0),3 would not appear because 0,0 is outside of the 
viewport. PSET(l0,10),3 would be within the viewport. 

VIEW SCREEN (10,10)-(200,100) 
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VIEW PRINT Statement 

Purpose: 

To set the boundaries of the screen text window. 

Syntax: 

VIEW PRINT [topline TO bottomline] 

Comments: 

VIEW PRINT without topline and bottomline parameters initializes the 
whole screen area as the text window. The whole screen area consists of 
lines 1 to 24; by default, line 25 is not used. 

Statements and functions that operate within the defined text window 
include CLS, LOCATE, PRINT, and SCREEN. 

The screen editor will limit functions such as scroll and cursor movement 
to the text window. 

For more information, see VIEW. 
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WAIT Statement 

Purpose: 

To suspend program execution while monitoring the status of a machine 
input port. 

Syntax: 

WAIT port number, n[,j] 

Comments: 

port number represents a valid machine port number within the range 
of 0 to 65535. 

n and j are integer expressions in the range of 0 to 255. 

The WAIT statement causes execution to be suspended until a specified 
machine input port develops a specified bit pattern. 

The data read at the port is XORed with the integer expression j, and then 
ANDed with n. 

If the result is zero, GW-BASIC loops back and reads the data at the port 
again. If the result is nonzero, execution continues with the next statement. 

When executed, the WAIT statement tests the byte n for set bits. If any of 
the bits is set, then the program continues with the next statement in the 
program. WAIT does not wait for an entire pattern of bits to appear, but 
only for one of them to occur. 

It is possible to enter an infinite loop with the WAIT statement. You can 
exit the loop by pressing CTRL-BREAK, or by resetting the system. 

If j is omitted, zero is assumed. 

Examples: 

100 WA IT 32, 2 

Suspends machine operation until port 32 receives 2 as input. 
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WHILE-WEND Statement 

Purpose: 

To execute a series of statements in a loop as long as a given condition 
is true. 

Syntax: 

WHILE expression 

[loop statements] 

WEND 

Comments: 

If expression is nonzero (true l, loop statements are executed until the 
WEND statement is encountered. GW-BASIC then returns to the WHILE 
statement and checks expression. If it is still true, the process is repeated. 

If it is not true. execution resumes with the statement following the WEND 
statement. 

WHILE and WEND loops may be nested to any level. Each WENO matches 
the most recent WHILE. 

An unmatched WHILE statement causes a "WHILE without WEND" error. 
An unmatched WEND statement causes a "WEND without WHILE" error. 
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WHILE-WEND Statement 

Examples: 

90 'BUBBLE SORT ARRAY AS 
1 00 FLI PS=1 
110 WHILE FLIPS 
115 FLIPS=O 
120 FOR N=1 TO J-1 
130 IF AS(N)>AS(N+1) THEN SWAP AS(N) ,AS(N+1) :FLIPS=1 
140 NEXT N 
150 WEND 
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WIDTH Statement 

WIDTH Statement 

Purpose: 

To set the printed line width in number of characters for the screen and 
line printer. 

Syntax: 

WIDTH size 
WIDTH file number, size 
WIDTH "dev", size 

Comments: 

size, an integer within the range of.Oto 255, is the new width. 

file number is the number of the file that is open. 

dev is a valid string expression identifying the device. Valid devices are 
SCRN:, LPTl:, LPT2:, LPT3:, COMl:, and COM2:. 

Changing Screen Width 

The following statements are used to set the screen width. Only a 40-
or 80-column width is allowed. 

WIDTH size 
WIDTH "SCRN:",size 

See the SCREEN statement for more information. 

Changing SCREEN mode affects screen width only when moving between 
SCREEN 2 and SCREEN 1 or SCREEN 0. 

Note 

Changing the screen width clears the screen and sets the border screen 
color to black. 
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Changing Lineprinter Width 

The following WIDTH statement is used as a deferred width assignment for 
the lineprinter. This statement stores the new width value without actually 
changing the current width setting: 

WIDTH "LPT1 :",size 

A statement of the following form recognizes this stored width value: 

OPEN "LPT1 : " FOR OUTPUT AS number 

and uses it while the file is open: 

WIDTH file number,size 

If the file is open to lptl:,'lineprinter width is immediately changed to the 
new size specified. This allows the width to be changed at will while the file 
is open. This form of WIDTH has meaning only for lptl:. After outputting 
the indicated number of characters from the open file, GW-BASIC inserts a 
carriage return at the end of the line and wraps the output, if the width is 
less than the length of the record. 

Valid widths for the lineprinter are 1 through 255. 

Specifying WIDTH 255 for the lineprinter (lptl:) enables line wrapping. 
This has the effect of infinite width. 

Any value entered outside of these ranges results in an "Illegal function 
call" error. The previous value is retained. 

Using the WIDTH statement on a communications file causes a carriage 
return to be sent after the number of characters specified by the size 
attribute. It does not alter either the receive or transmit buffer. 

Examples: 

10 WIDTH "LPT1:",75 
20 OPEN "LPT1:" FOR OUTPUT AS #1 

6020 'WIDTH #1 , 40 

Line 10 stores a line printer width of 75 characters per line. 
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Line 20 opens file #1 to the liiie'printer and sets the width to 75 for subse­
quent PRINT #1, statements. 

Line 6020 changes the current line printer width to 40 characters per line. 
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WINDOW Statement 

WINDOW Statement 

Purpose: 

To draw lines, graphics, and objects in space not bounded by the physical 
limits of the screen. 

·Syntax: 

WINDOW[[SCREENJ(xl.yl)-(x2.y2)] 

Comments: 

(xl,yl) and (.x2,y2) are the coordinates defined by the user. These coordi­
nates, called the world coordinates, may be any single-precision, floating­
point number. They define the world coordinate space that graphics state­
ments map into the physical coordinate space, as defined by the VIEW 
statement. 

WINDOW is the rectangular region in the world coordinate space. It allows 
zoom and pan. It allows the user to draw lines, graphics, and objects in 
space not bounded by the physical limits of the screen. To do this the user 
specifies the world coordinate pairs (xl ,yl) and (.x2,y2). GW-BASIC then con­
verts the world coordinate pairs into the appropriate physical coordinate 
pairs for subsequent display within screen space. 

WINDOW inverts, with the screen attribute omitted, the y coordinate on 
subsequent graphics statements. This places the (xl ,yl) coordinate in the 
lower-left and the' (xl ,y2t coordinate in the upper-right corner of the screen. 
This allows the screen to be viewed in true Cartesian coordinates. 

The coordinates are not inverted when the SCREEN attribute is included. 
This places the (xl ,yl) coordinate in the upper-left corner and the (.x2,y2) 
coordinate in the lower-right corner of the screen. 

The WINDOW statement sort~ the x and y argument pairs into ascending 
order. For example 

WINDOW (50,50)-(10,10) 

becomes 

WINDOW (10,10)-(50,50) 
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WINDOW Statement 

Or 

WINDOW (-2,2)-(2,-2) 

becomes 

WINDOW (-2,-2)-(2,2) 

All coordinate pairs of x and y are valid, except that xl cannot equal x2 and 
yl cannot equal y2. 

WINDOW with no arguments disables previous window statements. 

Example 1: 

If you type the following: 

NEW 
SCREEN 2 

the screen uses the standard coordinate attributes as follows: 

0,0320,0639,0 

\ I y, i n c re as es 
320,100 

0,199320,100639,199 

Example 2: 

If you type the following: 

WINDOW (-1 ,-1 )-(1 ,1) 

the screen uses the Cartesian coordinates as defined in the following 
statement: 

-1,10,11,1 
1\y increases 

0 , 0 

\/y decreases 
-1,10,11,1 
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Example 3: 

If you type the following: 

WINDOW SCREEN (-1,-1 )-(1,1) 

the screen uses the non-inverted coordinate as defined in the following 
statement: 

-1,-10,-11,-1 
!y decreases 

0,0 

\/y increases 
-1,10,11,1 

RUN, SCREEN, and WINDOW with no attributes disable any WINDOW 
definitions and return the screen to its normal physical coordinates. 
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WRITE Statement 

Purpose: 

To output data to the screen. 

Syntax: 

WRITE[ list of expressions] 

Comments: 

If list of expressions is omitted, a blank line is output. If list of expressions 
is included, the values of the expressions are output at the terminal. The 
expressions in the list may be numeric and/or string expressions, and must 
be [.,:parated by commas or semicolons. 

When printed items are output, each item will be separated from the last by 
a comma. Printed strings are delimited by double quotation marks. After 
the last item in the list is printed, GW-BASIC inserts a carriage return/line 
feed. 

The difference between WRITE and PRINT is that WRITE inserts commas 
between displayed items and delimits strings with double quotation marks. 
Positive numbers are not preceded by blank spaces. 

WRITE outputs numeric values using the same format as the PRINT 
statement. 

Examples: 

10 A=80:8=90:C$="THAT'S ALL" 
20 WRITE A,8,C$ 
RUN 
80, 90,"THAT'S ALL" 
Ok 
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WRITE# Statement 

Purpose: 

T2 write data to a sequential file. 

Syntax: 

WRITE #filenum, list of expressions 

Comments: 

filenum is the number under which the file was opened for output. 

list of expressions is a list of string and/or numeric expressions separated by 
commas or semicolons. 

The WRITE# and PRINT# statements differ in that WRITE# inserts com­
mas between the items as they are written and delimits strings with quota­
tion marks, making explicit delimiters in the list unnecessary. Another 
difference is that WRITE# does not put a blank in front of a positive 
number. After the last item in the list is written, a carriage return/line feed 
sequence is inserted. 

Examples: 

Let A$ = "CAMERA" and B$ "93604-1". The following statement: 

WRITE#1,A$,8$ 

writes the following image to disk: 

"CAMERA'', "9360 4-1" 

A subsequent INPUT$ statement, such as the following, would input 
"CAMERA" to A$ and "93604-1" to B$: 

INPUT#1 ,A$ ,8$ 
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