
































































































































































































Up to seven frames may be sent before the receiver reports its Nr count to 

the transmitter. All unconfirmed frames must be retained by the transmitter, 

as it may be necessary to repeat some or all of them. 

The Nr and Ns counts of both stations are initialized to 0 at the discre­

tion of the primary station. At other times, the counts advance as sequenced 

frames are sent and received. 

6.2.2 Flag (F) Field 

Two flags, the beginning F and the ending F, enclose the SDLC frame. The 

beginning F serves as a reference for the position of the A (Address) and (C) 

(Control) fields and initiates transmission error checking. The ending F 

terminates the check for transmission errors. Both beginning and ending Fs 

have the binary configuration 01111110. The bit orientation of SDLC allows 

the F to be recognized at any time. 

Any F may be followed by a frame, by another F, or by an idle condition. 

SDLC procedures require that only non-F bit patterns follow the first F. 

(The frame ends at the next F.) The transmitter meets this requirement by 

inserting a binary a after any succession of five contiguous Is within 

the frame. 

After testing for flag recognition, the receiver removes a a that fol­

lows a received succession of five continuous Is. Inserted and removed Os 

are not included in the transmission error check. (A 1 that follows five 

Is not removed. 

6.2.2.1 Address (A) Field. The address field contains the address of the 

Secondary station in both Command and Response frames. In Command frames 

(Primary-Station originated) the address identifies the desired Secondary 

station. In the Response frames (Secondary-Station originated) the address 

identifies the originating Secondary station. 



6.2.2.2 Control (C) Field. The control (C) field contains, within its eight 

binary digits, the capability for encoding the commands and responses required 

to control a data link. The C/field consists of the following three formats: 

a. Information Transfer Format 

A C field in this format is a part of each sequenced frame that is 

transmitted over a data link. It contains the P/F bit and the Nr 

and Ns counts. 

Stations transmitting sequenced information-transfer frames request 

confirmation by sending the Ns count; they confirm by sending the 

Nr count. In duplex information exchange, if the Nr count does not 

lag more than seven frames, a gap in transmission is nec.essary only 

to conclude the information transfer. Retransmission of the uncon­

firmed frames may be requested in the appropriate supervisory format 

frame. 

b. Supervisory Format 

This format is an adjunct to the information transfer format. Frames 

containing a C field of the supervisory format convey ready or busy 

conditions and may be used to report sequence errors (thus requesting 

retransmission). Such frames may be interspersed with frames having 

a C field of the information transfer format. Whether or not a pri­

mary station has information data to transmit, it may use a frame hav­

ing a C field of the supervisory format to poll a secondary station; 

a secondary station may use the supervisory format to respond to a 

request for confirmation. Frames with a supervisory format C field 

are not counted in the Nr or Ns counts; I (information) fields are 

prohibi ted. 
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c. Nonsequenced Format 

Command and response frames having a C field of this format are used 

for data link management. Data link management includes activating and 

initializing secondary stations, controlling the response made of sec­

ondary stations, and reporting procedural errors (not recoverable by 

retransmission). Data link management data may also be transmitted in 

an I field using a frame with a C field of the nonsequenced format. 

Frames with a non-sequenced format C field are not counted in the Nr 

or Ns counts. 

6.2.2.3 Information (I) Field. The I field contains data that is moved, via 

the data link, from place to place in the system. The I field is unrestricted 

in content; its content is transparent (invisible) to the components of data 

link control. I-field lengths are in a multiple of eight bits. In each 

eight-bit grouping, the low-order bit is sent first and the high-order bit 

last. The I-field is not restricted in length. The practical limitation is 

the maximum transmission length that can be expected to move error-free most 

of the time, using the particular communications channel. 

An information field is normally included with every frame having a C 

field of the information transfer format. These information transfer frames 

are the only ones that are sequenced (counted for Nr or Ns counts). 

There are provisions for an I field in frames with a nonsequenced format 

C field, but these are unprotected by sequence checking. 

6.2.2.4 Frame Check Sequence (FCS) Field. The frame check sequence (FCS) 

field (sometimes called BC, for "Block. Check") contain 16 binary digits. It 

follows the I field (if there is one; the C field, if not) and immediately 

precedes the ending F. These 16 digits result from a mathematical computa­

tion on the binary value of all bits (excluding inserted as) within the 

frame. The purpose is to validate transmission accuracy. 
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The transmitter performs the computation and sends the resulting FCS 

value. The receiver performs a similar computation and checks its results. 

The receiver accepts no information from a frame that is found to be in error, 

and does not advance its Nr count. 

The process in which the FCS field functions is known as "cyclic redun­

dancy checking" or CRC. In the SDLC application of CRC, the binary value of 

the transmission to be checked is divided by the generating polynomial, 

X16 + X12 + X5 + 1. Integer quotient digits are ignored and the transmitter 

sends the complement of the resulting remainder value as the FCS field. The 

ending F follows the FCS field. 

Description of C-Field Parameters 

The C-fieldparameters consist of Ns, Nr, P/F bit codes for supervisory 

commands/responses and codes for nonsequenced commands/responses. 

a. Ns -- Send Sequence Count 

The transmitting station sends sequenced counts (Ns) indicating the 

sequence number associated with that frame. Thus, it is used as the 

identifier for the transmitted frame. Ns is only used in information 

frames. Ns is updated (incremented by one) by the transmitting sta­

tion at the completion of transmitting each information format frame. 

b. Nr -- Receive Sequence Count 

The receive sequence count (Nr) is a count of the next expected infor­

mation (I) frame to be received by the station. Therefore, Nr also 

indicates that the station has correctly received all I frames to Nr-1. 

At the beginning of data traffic, NR = a implies that the station has 

not received any I frame from the remote station. Upon correctly 

receiving each valid in-sequence information format frame, the receiv­

ing station updates Nr (increments Nr by one). 
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c. P/F -- Poll/Final Bit 

The P/F bit is the send/receive control. A P (poll) bit is sent to a 

secondary station to require transmission. An F (final) bit is sent 

by a secondary station, in response to the P bit at the end of its 

transmission. Normally only one P bit is outstanding (unanswered by 

a final bit) on a data link. 

d. Command/Response Codes 

See Figure 6-3 for a summary of the command or response C-Fields and 

associated codes. 

6.2.2.5 Ns (Nonsequenced) Format. A C field in this format (Figure 6-3) has 

the last two bits on (11). (These are the first C-field bits sent.) Nonse­

quenced communications are not sequence checked and do not use Nr or Ns; mode­

setting nonsequenced commands reset Nr and Ns to O. Excluding the P/F bit, the 

other five C-field bits are available for encoding the commands and responses 

listed as follows: 

SNRM 

DISC 

UA 

DM 

FRMR 

TEST 

XID 

Set Normal Response Mode (mode-setting command) 

Disconnect (command) 

Unnumbered Acknowledgment 

Disconnect Mount 

Frame Rej~ct (response) 

Test (command or response) 

Exchange Identification 

SNRM (Set Normal Response Mode) 

This command subordinates the receiving secondary station to the transmitting 

primary station. No unsolicited transmissions are allowed from a secondary 

station that is in normal response mode. UA is the expected response. The 

primary and secondary station Nr and Ns counts are reset to O. The secondary 
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SUMMARY OF COMMAND OR RESPONSE C-FIELDS AND ASSOCIATED CODES 
00 

Q ! 
~ 

SEND SEND r:<l ~ ,....j 

r:<l E-t Z 001 
LAST FIRST .::l 00 QH 

~~ ; Z .~ r:CI 00 ro 
0 r:<lH E-tZ H P-. H::q r:<l ~~ BINARY 00 ~o 

~~ ~ I~ o::q 
rORMAT CONFIGURATION ACRONYM u HP-. UE-t DEFINING CHARACTERISTICS 

NS 100 P 0011 SNRM X X X SET NORMAL RESPONSE 
MODE; TRANSMIT ON 
COMMAND. 

000 F 1111 ROL X X THIS STATION IS OFFLINE. 

010 P 0011 DISC X X DO NOT TRANSMIT OR 
RECEIVE INFORMATION. 

all F 0011 NSA X X ACKNOWLEDGE NS COMMANDS. 

100 F 0111 CMDR X NONVALID COMMAND RECEIVED. 
MUST RECEIVE SNRM, DISC. 

101 P/F 1111 XID X X SYSTEM IDENTIFICATION IN 
I FIELD. 

111 P/F 0011 TEST X X CHECK PATTERN IN I FIELD 

S Nr P/F 0001 RR X X X X READY TO RECEIVE 

Nr P/F 0101 RNR X X X X NOT READY TO RECEIVE. 

I Nr P/F Ns a I X X X SEQUENCED I-FRAME. 

NS NONSEQUENCED 
S SUPERVISORY 
I = INFORMATION 

40-00592 

Figure 6-3. Command Response Codes 
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station remains in normal response mode until it receives a DISC command. Upon 

receipt of the SNRM, the Link Active symbol (~) is displayed on the last line 

of all displays. 

DISC (Disconnect) 

This command terminates other modes and places the receiving secondary station 

effectively offline (Normal Disconnected Mode, NDM). The expected response is 

UA. A disconnected secondary station cannot receive or transmit information 

frames; it remains disconnected until it receives an SNRM command. 

NOTE 

Receipt of a SNRM or DISC command by the 3274 
Emulator causes an internal Deactivation of the 
Physical Unit. All logical units are set to the 
Reset state (refer to "Data Traffic (Reset/Active) 
State," subsection 7.1.3.1). 

UA (Unnumbered Acknowledgment) 

This is the affirmative response to an SNRM or DISC command. Further trans­

miss~ons are at the option of the primary station. 

DM (Disconnect Mount) 

This response is transmitted by the 3274 Emulator to indicate that it is in 

NDM. The 3274 Emulator in NDM transmits a DM to any command except TEST, XID, 

and SNRM. 

CMDR (Command Reject) 

This response is transmitted by a secondary station in NRM (Normal Response 

Mode) when it receives a nonvalid command. A received command may be nonvalid 

for several reasons: 

1. It is not implemented at the receiving station. This category includes 
unassigned commands. 

2. The I field is too long to fit into the receiving station buffers. 

3. The command received does not allow the I field that was also received. 
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The 3274 Emulator cannot release itself from the CMDR condition, nor does it 

act upon the command that caused the condition. It repeats CMDR whenever it 

responds, except to an acceptable mode-setting command: SNRM, DISC. 

The 3274 Emulator sends an I field containing status information as part of 

the CMDR response frame (Figure 6-4). This I field provides the secondary sta­

tion status data that the primary station needs to select appropriate recovery 

action. The 3274 Emulator in any mode solicits a TEST response. If an I 

field is included in the command, it is returned in the response. 

C-FIELD OF THE REJECTED COMMAND, AS RECEIVED 

THIS STATION'S PRESENT Ns 

~ ~ THIS STATIiN' S PRESENT Nr 

r.-------A-------, ~ ~ 
o 0 w x y z 

HIGH-ORDER------------------------~t 
RECEIVED DISAGREES WITH TRANSMITTED Ns----------+~~;_~ 

BUFFER OVERRUN (I FIELD IS TOO LONG)--------------+---t--' 

PROHIBITED I-FIELD RECEIVED-----------------r~ 

INVALID OR NON IMPLEMENTED COMMAND ------------------' 

40-00591 

NOTES 

1. BIT w MUST BE AI, IF BIT x IS A 1. 
2. BIT Y IS MUTUALLY EXCLUSIVE WITH BIT w. 

THE USE OF BIT Y IS OPTIONAL DEPENDING 
UPON THE SYSTEM PLAN. 

3. BIT z IS MUTUALLY EXCLUSIVE WITH BIT w. 

Figure 6-4. Information Field of the FRMR Response, 
as Transmitted 

XID (Exchange Station Identification) 

XID command and response contains additional data beyond the C byte. The 

3274 Emulator responds to the XID command in NRM and NDM, except when a CMDR 
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condition exists, in which case CMDR responses take precedence over XID. The 

request/response unit (RU) to the XID response consists of 48 bits as follows: 

Bits Meaning 

0-3 ID format B'OOOO' 

4-7 PU type B'0010' 

8-15 Self Description X'OO' 

16-27 X'017' 

28-47 Reserved X'OO' 

6.2.2.6 Supervisory Format. The last two bits of a C field in this format (the 

first two bits sent) are 01. Excluding the four bits for P/F.and the Nr count, 

two bits remain for encoding the commands and responses of the S format. The 

purpose of the S format is to initiate and control information transfer in the 

I format. These are the commands and responses: 

RR Receive Ready (command or response) 

RNR Receive Not Ready (command or response) 

RR (Receive Ready) 

Sent by either a primary or secondary station, RR confirms sequenced frames 

through Nr-l and indicates that the originating station is ready to receive. 

RNR (Receive Not Ready) 

Sent by either a primary or secondary station, RNR indicates a temporarily busy 

condition in which no frames requiring buffer space can be accepted. 

As a command or response, RNR confirms sequenced frames through NR-l and indi­

cates that frame Nr is expected next. 

If the 3274 Emulator has received an RNR, an I frame will not be transmitted 

until an RR or I frame is received with the P bit on. 
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NOTE 

Receipt of any Ns frames does not indi­
cate the RNR condition has been cleared. 

6.2.2.7 Information Format. Only frames with an I-format C field are se­

quenced. The Nr and Ns counts provide for numbering the frame being sent and 

the frame expected to be ,received next. When duplex information exchange is 

in a continual process, each station reports its Nr and Ns counts to the other 

continually. Confirmation must be requested if the maximum count of outstand­

ing unconfirmed frames (seven) is reached. Retransmission, as required, is 

requested by an appropriate Supervisory format frame. 

On half-duplex data lines, also, the I-format frame is the main information 

transfer vehicle. Frames are sequenced and polls and responses are in either 

the Supervisory or Information format. 

A half-duplex primary station concludes the transmission of sequenced Infor­

mation frames with a frame that has the P (poll) bit on. A half-duplex second­

ary station concludes with a frame that has the F (final) bit on. The expected 

acknowledgment is a Supervisory or Information format frame whose Nr count con­

firms correctly received frames (or, conversely, indicates which frames should 

be retransmitted). (Frames of the Supervisory format may be interspersed with 

Information format frames, as needed.) 

6.2.3 Information Field 

An information field is required when message text is transmitted in either 

direction between the primary and the secondary stations. The Information Field 

consists of three internal fields: the Transmission Header (TH), the Request/ 

Response Header (RH), and the Data Field. 

The I Field is transmitted to/from the PTS 3274 Emulator in series of eight­

bit bytes in the format offered in Figure 6-5. 
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TH TRANSMISSION HEADER -- BYTE 0 
TRANSMISSION HEADER -- BYTE 5 

RH REQUEST/RESPONSE HEADER -- BYTES O,1,AND2 

DATA COMMAND BYTE (0) 
256 BYTES DATA -- BYTE 1 
(MAXIMUM) DATA -- BYTE 255 

40-00593 

Figure 6-5. I-Frame Field Format 

6.2.3.1 Transmission Header. A Transmission Header is always included in an 

I Field. The fields in the Transmission Header include: 

Format Identification Field 

Mapping Field 

Expedited Flow Indicator 

Destination Address Field 

Origin Address Field 

Sequence Number Field 

The first byte of any TH contains the Format Identification Field (FID), 

the Mapping Field (MFP), and the Expedited Flow Indicator (EFI). 

FID is the first field of any TH and indicates the TH format (that is, the 

presence or absence of the various Transmission Header fields). The FID value 

is set to b'0010' (type FID2) by the 3274 Emulator. 

Transmission Header field formats are shown in Figure 6-6, Transmission 

Header Format. 

The MPF consists of bit 4, the Begin BIU (Basic Information Unit) bit, and 

bit 5, and End-BIU bit. It denotes whether the information field associated 

with the TH is a complete or partial BIU, and, if a partial BIU, whether it is 

the first, middle, or last segment. 
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FID2 ie l~ il~ Illll--DAF-' -i-MF~I-~~E:::NF)1 
I 00 10:xxd:i:=x (~ttt~t~tiin I I ..J 
~r~~~~~·~·~---------------

40-00594 

I I I 
I I '--- ..... EXPEDITED FLOW INDICATOR (0 = NORMAL; 1 = EXPEDITED) 
I I 
I 1.- ____ -+ MAPPING FIELD (00 = MIDDLE SEGMENT = (-1BBIU,-,EBIU) 
I 01 = LAST SEGMENT = (,BBIU,EBIU) 
I 10 = FIRST SEGMENT = (BBIU,-,EBIU) 
I 11 = WHOLE BIU = (BBIU,EBIU) 
I 
I NOTE: BBIU = BEGIN BIJ 
I EBIU = END BIU 
I 
~ - -- - - - -+ FID TYPE (FORMAT OF OOxx where x = AN ASSIGNED 

POSITION) 

Figure 6-6. Transmission Header Format 

10 First Segment of a BLU = (BBIU, ,EBIU) 

00 

01 

11 

Middle segment of a BIU = 
Last segment of a BIU = 
Whole BIU = (BBIU, EBIU) 

(,BBIU, ,EBIU) 

(,BBIU, EBIU) 

Bit 6 of the TH is reserved. 

The EFI (Expedited Flow Indicator) is bit 7 of the first byte of the TH. 

It has the following meaning: 

1 Expedited Flow 

o Normal Flow 

Byte 1 is a reserved byte. 
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Byte 2 contains the eight-bit Destination Address Field (DAF). It contains the 

local address of the device for which the transmission is intended. 

Byte 3, Origin Address Field (OAF), is the one-byte local address of the device 

initiating the transmission. 

Bytes 4 and 5 contain the Sequence Number Field (SNF). The SNF is a numerical 

identity for the associated BIU. Each request that is sent on the normal flow 

is assigned a sequence number. The sequence number is initialized to zero when 

the session is established and incremented by one before sending each Request 

Unit. After reaching 65,535, the sequence number wraps to zero. For expedited 

flow, SNF is used as a message identifier. The identifier is not managed like 

a sequence number but it must be unique for each message number sent. 

6.2.4 Request/Response Header 

The Request/Response Header (RH) (format shown in Figure 6-7) is a three­

byte field. It may be a request header or a response header. 

The control fields in the Request Header include: 

Request indicator 

RUcategory 

Format indicator 

Sense Data Included indicator 

Chaining control (two fields) 

Form of Response requested (four fields) 

Pacing 

Bracket control (two fields) 

Change Direction control 

Code Selection indicator 

6-16 



FORMATS 

BYTE 0 

REQUEST I 
HEADER I RRI CA1l'EGIDRl::::;:::::: 

1=01 
FI SDI BCI 

1 1 1 

RESPONSE I RU 'Ii. I HEADER !I RRI CATEGORY:::. FI SDI 
= 11 I :: I 1 .. 

1 1 

BYTE 1 

I .~. . ::~: ::::: 
1DRlIr :DR21 RTI : :::: QRI PI 

BYTE 2 

CSI EDI 
I I 

... .. 

FIELD DESCRIPTION EXPLANATION/USAGE 

RRI REQUEST-RESPONSE INDICATOR 0 = REQUEST (RQ); 1 = RESPONSE (RSP) 

RU REQUEST-RESPONSE UNIT CA1l'EGORY 00 = FM DATA (FMD) 
CATEGORY 01 = NETWORK CONTROL (NC) 

10 = DATA FLOW CONTROL (DFC) 
11 = SESSION CONTROL (SC) 

FI FORMAT INDICATOR 0 .. NO FM HEADER (,FMH), for LU-LU SESSIONS; OR 
CHARACTER-CODED WITHOUT AN NS HEADER (,NSH), 
FOR NETWORK SERVICES 

1 = FM HEADER (FMH) FOLLOWS, FOR LU-LU SESSIONS; OR 
FIELD FORMATTED WITH AN NS HEADER (NSH), FOR 
NETWORK SERVICES 

SDI SENSE DATA INCLUDED INDICATOR 0 = NOT INCLUDED (,SD); 1 = INCLUED (SD) 

BCI BEGIN CHAIN INDICATOR 0 = NOT FIRST IN CHAIN (,BC); 1 = FIRST IN CHAIN (BC) 

ECI END CHAIN INDICATOR 0 = NOT LAST IN CHAIN (,EC); 1 = LAST IN CHAIN (EC) 

DRlI DEFINITE RESPONSE INDICATOR o = -DRl; .. DRl 

DR21 DEFINITE RESPONSE 2 INDICATOR 0 = -DR2; 1 = DR2 

ERI EXCEPTION RESPONSE INDICATOR USED IN CONJUNCTION WITH DRI1 AND DR21 TO INDICATE, IN 
A REQUEST, THE FORM OF RESPONSE REQUESTED: 
DRII, DR2I, ERI = 000 MEANS NO-RESPONSE REQUESTED 

= 10010101110 MEANS DEFINITE-RESPONSE REQUESTED 
= 10110111111 MEANS EXCEPTION-RESPONSE REQUESTED 

(001 IS RESERVED) 

RTI RESPONSE TYPE INDICATOR 0 = POSITIVE (+); 1 = NEGATIVE (-) 

PI PACING INDICATOR 

BBI BEGIN BRACKET INDICATOR 

EBI END BRACKET INDICATOR 

CDI CHANGE DIRECTION INDICATOR 

CSI CODE SELECTION INDICATOR 

o = ,PAC; = PAC 

o .. ,BB; = BB 

o = ,EB; 1 .. EB 

o .. DO NOT CHANGE DIRECTION (,CD); 1 
1 = CHANGE DIRECTION (CD) 

o .. CODE 0; 1 .. CODE 1 

1£1 RESERVED 
Figure 6-7. Request/Response Header Format 

40-00595 
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The control fields in the Response Header include: 

Response indicator 

RU category 

Format indicator 

Sense Data Included indicator 

Chaining control 

Response type 

Pacing 

RH control fields (Figure 6-7) are described below: 

Request/Response Indicator (RRI) 

Denotes whether this is a request or a response. 

RU Category 

Denotes that the BIU belongs to one of four categories corresponding to the 

four principal function interpreters in each half session: Session Control 

(SC), Network Control (NC), Data Flow Control (DFC), or Function Management 

Data (FMD). 

Format Indicator 

Indicates which of two (denoted Format 1 and Format 0) is used by the asso­

ciated RU (but not including the sense data field, if any). 

For SC, NC, and DFC RUs, this indicator is always set to Format 1. 

For SSCP-PU and SSCP-LU sessions, Format 1 indicates a network services 

request FMD RU that is field formatted (with various encodings, such as binary 

data or bit-significant data, in the individual fields). Format 0 indicates 

that the request RU is character coded. The Format indicator on the response 

has the same value as on the corresponding request. 
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In an LU-LU session, the meaning of the format indicator on both requests 

and responses is implementation-dependent. 

A request that asks for an exception response or a definite response has 

one or both of the DR1 and DR2 bits set on (three combinations); a response 

to a request returns the same (DR1, DR2) bit combination. 

The setting of the DR1, DR2, and ERI bits varies by RU category (SC, NC, 

DFC, FMD). 

In the case of (LU, LU) sessions, a BIND parameter specifies the form(s) 

of response to be requested during the session. The specific meanings of the 

DR1 and DR2 bits (and distinctions among the three settings) are implementa­

tion dependent. 

The (DR1, DR2, ERI) (0, 0, 1) combination is reserved. 

Response Type 

In a response header, two basic response types can be indicated: positive 

response or negative response. For negative response, the RH is always imme­

diately followed by four bytes of sense data in the RU. 

There are three kinds of positive and negative responses corresponding to the 

three valid (DR1, DR2, and ERI) combinations allowed on requests. The settings 

of the DR1 and DR2 bits in a response must equal the settings of the DR1 and 

DR2 bits of the form-of-response-requested field of the corresponding request 

header. 

Pacing 

In a Request Header, the Pacing Request indicator denotes that the ending Con­

nection Point Manager can accept a Pacing Response indicator. 

The Pacing Response indicator in a response header is used to indicate to the 

receiving Connection Point Manager that additional requests may be sent on 
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the normal flow. The Pacing Response indicator may be on in,a RH that is 

attached to a response RU, or, if desired, a separate or isolated response 

header may be used to which no RU is attached. A response RU is not required 

at the same time that a Pacing Response is required. This latter RH signals 

only the pacing response. It is called an ISOLATED PACING RESPONSE. Isolated 

and non-isolated pacing responses are functionally equivalent. 

Bracket Control 

Used to indicate the beginning or end of a group of exchanged requests and 

responses called a bracket. 

Change Direction Control (CDI) 

Used, when there is half-duplex (HDX) control of the normal flows within a ses­

sion (not to be confused with link-level HDX protocols). It permits sending 

half session to direct the receiving half session to send. The HDX protocol 

is useful to half sessions with limited input/output capabilities that cannot 

simulataneously send and receive user data. 

Code Selector Indicator (CSI) 

CSI. specifies the encoding used for the associated FMD RU. When a session is 

activated, the half sessions can choose to allow use of the, two codes in their 

FMD RUs (for example, EBCDIC and ASCII), which they designate as Code 0 and 

Code 1. FM head~rs and request and response codes are not affected by the Code 

Selection indicator. The 3274 Emulator supports only one code per Physical 

Unit (selectable at configuration). 

For SC, NC and DFC RUs, this bit is reserved. 

Data Field 

The data field consists of commands and user-provided data which are trans­

mitted between the 3274 Emulator and the host system. 

The command byte contains the command sent/received by the PTS for execution. 

Commands consist of SNA commands and 3274 compatible commands. 3274 compatible 
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commands are discussed in more detail in Section 5 of this specification. SNA 

commands are discussed in Section 7. 

SDLC Secondary Station Modes 

The primary station (IBM Communication Controller) may command one of three 

modes at the linked secondary station: normal response mode, normal discon­

nected mode, or initialized mode. Procedures for initialization mode are speci­

fied by the using system. Normal response mode and normal disconnected mode are 

governed by the SDLC procedures and are described here. 

Normal Response Mode (NRM) 

A PTS in NRM does not initiate any unsolicited transmissions. It transmits only 

in response to a poll (a frame received from the primary station, with the P 

bit on in the C field). The PTS responds to the P bit with an F bit in the C 

field (of the last frame in half duplex). The primary station normally will 

not issue another P bit to any secondary station until it receives the F bit. 

Normal Disconnected Mode (NDM) 

The PTS is in.NDM when it is off line. In this mode, the PTS honors only a 

test or mode setting command from the primary station. Other valid commands 

with the P bit on cause a disconnected PTS to respond with a request for on 

line status or initialization (DM); commands without a P bit are ignored. 

A PTS 3274 that receives and accepts a DISC (Disconnect) command assumes NDM. 

It also assumes NDM at these times: 

1. When power is turned on, or when the station is enabled for data 

link operation 

2. Following a transient disabling condition (such as a power failure) 

3. When a switched connection is made (always) 

4. Detection of a segmenting error (see Data Link Errors) 
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6.2.5 Data Link Errors 

The following error recovery/procedures are taken by the PTS upon detec­

tion of data link errors. The 3274 Emulator will: 

1. Discard the frame if one of the following conditions exist. 

• 
• 

• 

• 
• 

CRC error detected 

Sequenced frame is out of sequence (i.e., the Ns received from 
the primary does not agree with the Nr at the 3274) 

The ending F is not displaced from the beginning F by a multiple 
of eight bits 

Frame is less than 32 bits long 

Segmenting error detected -- The 3274 will go to Normal Disconnect 
Mode (NDM) and internally Deactivate the Physical Unit (DACTPU). 

2. Upon receipt of a non-valid command, do the following: 

• 

• 

If in Normal Disconnect Mode (NDM), discard the frame and respond 
with a Disconnect Mount (DM). 

If a Normal Response Mode (NRM) , respond with a Command Reject 
(CDDR) • 

A command is non-valid if the following conditions exist: 

• Command is non-valid (C field) 

• Command is not implemented on the 3274 

• The command does not allow the I Field that was also required 
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7. SNA OPERATION 

7.1 SNA Sessions 

Systems Network Architecture (SNA) refers to a set of protocols and commands 

for routing data through a communications network, and for establishing connec­

tions, called sessions, and accessing priorities between components or nodes of 

the network. For the Raytheon PTS 3274 Remote Emulator, the nodes are: 

A host application program, termed the "Primary Logical Unit" (PLU) 

Systems Services Control Point (SSCP), also termed "Access Method", 

which controls the entire communications network 

The Physical Unit (PU), also referred to as the emulator control unit 

The Secondary Logical Unit (SLU), which is part of the emulator and 

represents an end user at a device. The emulator can have 1-32 SLUs 

(addresses 02-33). 

Interface between SNA and SDLC 

Synchronous Data Link Control (SDLC) (described in Section 6) refers to a set 

of protocols, commands, and formats for controlling and safeguarding the phys­

ical transmission of data across a data link. SNA commands are implemented in 

the SDLCframe format. 

7.1.1 Host Application Program -- To 3274 Emulator 

Within SNA, the host program and the PTS 3274 communicate using half-duplex, 

flop-flop, send-receive protocols between Logical Units (LUs). When the host 

program is transmitting data, it assumes the role of the sending Logical Unit 

(LU). The LU to which the transmission is directed is the receiving LU. An 
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LU is the logical entity that communicates on behalf of an end user (such as a 

terminal or host application program). The term "Profile" refers to a set of 

session rules and parameters that govern the activity in a particular session. 

7.1.2 SNA Session Activation Sequence 

The sessions that must exist between the host system and the 3274 Emulator 

to exchange information are as follows: 

SSCP-PU 

Unowned Session 

SSCP-SLU 

PLU-SLU (LU-LU) 

The following topics discuss the sessions individually and identify how they 

are established and terminated. The SNA commands that establish and terminate 

the sessions are identified. A detailed discussion of these is found in "Session 

Control Connnands." 

7.1.2.1 SSCP-PU Session (Reset Session). The SSCP is connected to the emulator 

control unit in this session. No keyboard data can be transmitted during this 

session. The SYSTEM AVAILABLE LED will be off. The SLU is said to be in RESET. 

To activate other sessions, this session must be active. 

Activating the SSCP-PU 

A request from the network operator will cause the SSCP to send an Activate 

Physical Unit (ACTPU) connnand to the emulator, which sends a positive response 

if the session parameters are acceptable. This session may also be activated, 

without intervention from the network operator, by a predefined start procedure 

within the SSCP. In either case, activating this session terminates all other 

sessions that are currently active. 

Before activating this session, the data link to the emulator must first be 

established. Once the link is active (PU Receiving RR), the Link Active symbol 

( .. ) is displayed on the last line of the screen. 
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Terminating the SSCP-PU Session 

Upon request by the network operator, the SSCP sends a Deactivate Physical Unit 

(DACTPU) to the emulator. All other sessions that are currently active are 

also terminated. 

7.1.2.2 Unowned Session. The Unowned session is said to establish SSCP-SLU 

session eligibility. During the Unowned session, the Unowned symbol (~) is 

displayed on the last screen line, next to the Link Active symbol. The SLU is 

in the Receive State (i.e., may not transmit requests). The screen size is 

set to that of the previous session owner. 

NOTE 

A session owner is the network node that is con­
nected to an SLU and is said to ;'own" the session 
with the SLU, or simply, to "own" the SLUe An 
unowned SLU may not transmit data requests (refer 
to "Receive (RCV) state" in this section). In a 
SSCP-SLU session, the "owner" is the SSCP, while 
the PLU is the session "owner" when the session 
is LU-LU. When a session is "owned", the Unowned 
symbol is cleared from the display. 

Activating the Unowned Session 

A request may be issued by the network operator to activate this session. The 

SSCP will send an Activate Logical Unit (ACTLU) for the desired SLU(s). 

Terminating the Unowned Session 

At the request of the network operator, the SSCP will issue a Deactivate Logi­

cal Unit (DACTLU) for the SLU(s) to be terminated. The SSCP-SLU session is 

also terminated when eligibility viz a viz the Unowned session is terminated. 

7.1.2.3 SSCP-SLU Session. This session is eligible for activation once the 

Unowned session has been activated. When active, this session allows the dis­

play operator to logon to a host application (refer to "Activating the LU-LU 

Session", subsection 7.3.1). The System Operator symbol is displayed ( I!l). 
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Activating SSCP-SLU Session Ownership 

The SSCP-SLU session is,activated by changing ownership to the SSCP-SLU. There 

are two methods of implementing: 

1. Upon request from the SSCP. This changes an Unowned session to an 

SSCP-SLU session. The SLU Receive state is changed to Contention state 

(refer to "SSCP-SLU Contention Operation" in this section). The screen 

is cleared and set to the maximum physical size. 

2. The operator presses the SYSTEM REQUEST key. This changes an Unowned 

session to the SSCP-SLU session and the Receive state to Contention 

state. The screen is cleared and set to the maximum physical size. 

The above methods are also used to switch ownership from an LU-LU session to an 

SSCP-SLU session. The LU-LU session does not terminate, as long as it is bound 

(see Bind, this section). 

Terminating SSCP-SLU Session Ownership 

The SYS REQ key, when depressed again, transfers ownership from the SSCP-SLU 

back to the LU-LU if it is still bound. Otherwise, SSCP-SLU ownership is trans­

ferred to the Unowned session. SSCP-SLU session eligibility is not terminated. 

7.1.2.4 LU-LU Session. The LU-LU session allows the SLU to transmit data 

request units to a host application program (PLU). 

The LU-LU session types are: 

Type 1 -- The principal device attached to the 3274 SLU is a printer, 

and the data stream-is in the SNA Character String (SCS). 

The subsidiary device is a display. 

Type 2 -- The device attached to the 3274 SLU is a keyboard/display 

and the data stream is in the 3274 data stream capability 

(DSC) mode format. The subsidiary device is a printer. 
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Type 3 -- The device attached to the 3274 SLU is a printer, and the 

data stream is in the 3274 DSC mode format. The subsidi­

ary device is a printer. 

The SNA Bind command is used to differentiate between these types of 

sessions. 

Activating the LU-LU Session 

The command flow sequence required to establish a session is summarized in Fig­

ure 7-1. The command flow nomenclature is generalized. The example assumes 

that no sessions are active between the host and the 3274. The access method 

sends the ACTPU command to establish the SSCP-PU session (1). ACTLU commands 

(2) are then sent to establish SSCP-LU sessions. The network is now ready for 

LU-LU sessions to be established. 

The LU-LU session may be initiated by the host application program or by the 

display terminal operator (3) (a character-coded logon). If a character-coded 

logon is received by the access method, the SSCP translates the logon request 

and schedules a logon exit (4) for the PLU. After the PLU receives control at 

the logon exit, or when the PLU acquires a terminal, the PLU passes an open 

session request to the access method (5) which results in an SNA Bind (6) being 

passed to the SLUe The LU examines the session parameters of the Bind and, if 

they are acceptable, allows the session to be established by sending a positive 

response (7) to the Bind command. If the session parameters are not acceptable, 

the 3274 LU rejects the Bind command by returning a negative response, indicating 

that the session parameters are invalid (sense code X'0821 '). 

With the Bind command, session ownership is transferred from the SSCP-SLU ses­

sion or from the Unowned session to the LU-LU session. 

After the Bind command has been accepted with a positive response, the host 

program can issue the Start Data Traffic command to allow FMdata to flow for 

the session. 
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HOST SYSTEM 3274 

HOST SSCP 0 ACTPU (SSCP-PU) 
APPLICATION (ADDRESS PHYSICAL UNIT 
PROGRAM METHOD) 

ACTLU B B 
ACTLU (SSCP-SLU) DISPLAY 

(SSCP-PLU) I LOGICAL UNIT OR 
2 PRINTER 

I 
I r-------. LOGON DISPLAY 

LOGON EXIT D I LOGON D LOGICA; UNIT D 
\ I) OPEN SESSION m RTNn 

I 
I +RESP 0 DISPLAY 

: 
OR 

LOGICAL UNIT PRINTER r----· ... 4 
I 
I ;" ~ 
I 
I 
I 
I 
I 
I 
I 
I 
I DISPLAY 
I ----- .. LOGICAL UNIT OR 

PRINTER 

40-00596 
Figure 7-1. Establishing a Session with a 3274 

The manner in which an LU-LU session may be initiated depends on the type 

of session being started. A Type 1 or Type 3 session must be initialized by 

the PLU. A Type 2 session may be initiated by either the PLU or SLUe 
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Switching LU-LU Session Ownership 

During an LU-LU session, the operator may change ownership of the SLU by depress­

ing the SYS REQ key. This transfers ownership to the SSCP-SLU. Another depres­

sion of this key transfers ownership back to the LU-LU session as long as it 

remains bound. If unbound, it transfers to the Unowned session. 

Terminating the LU-LU Session 

The PLU can terminate the LU-LU session by requesting that the SSCP close the 

session. The SSCP then sends the Unbind command to the secondary LU and the 

LU-LU session is terminated. 

Type 2 sessions can also be terminated by the display operator in one of two 

ways. The first method is to notify the PLU (where supported) on the LU-LU 

session that termination is desired; the PLU then terminates the session. In 

the second method, the display operator changes from an LU-LU session to an 

SSCP-SLU session, by use of the System Request key (SYS REQ), and enters a 

logoff message. The SSCP to SLU symbol is displayed on the last line of the 

display. The SSCP then passes the logoff request to the PLU if the logoff 

message is conditional, or issues the unbind for the PLU if the logoff message 

is unconditional. 

A PLU may close the session in an orderly fashion by issuing a Shutdown command 

When the host program issues the Shutdown command, the 3274 Emulator returns 

the Shutdown Complete command after completing any outstanding operation and 

entering the Between Bracket state. The PLU must close a Bracket with End 

Bracket before the Shutdown command is effective. 

7.1.3 SNA Session Processing States 

The 3274 Emulator controls the processing of SNA commands, responses, and 

user data transmissions with a set of LU-LU session states. Some of these 

states are defined by SNA and others are unique 3274 definitions that cause 

SNA state transitions. 
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This section describes the processing states used by the emulator. When 

several states relate to a common processing function such as bracket or chain 

processing, they are described under a common heading. The remaining process­

ing states are described individually. 

7.1.3.1 Data Traffic (Reset/Active) State. Data Traffic Reset state is 

entered when a Bind or Clear command is received from the PLU. For any LU-LU 

session, the SLU cannot transmit data or commands to the host program. The host 

can send only session-recovery and session-termination commands. 

When in Data Traffic Reset state and a data RU or a command other than SDT 

or Unbind is received from the host program, the 3274 returns a negative response 

with sense data indicating that data traffic is inactive (sense code X'200S'). 

No other state, except Contention, can exist when the SLU is in Data Traffic 

Reset state. 

When Data Traffic Reset state is turned off by SDT, the state is referred 

to as Data Traffic Active. The 3274 accepts only data RUs for an LU-LU ses­

sion during Data Traffic Active state. 

7.1.3.2 Contention (CONT) State. The Contention state on the LU-LU session 

exists only between brackets. In this state, the LU resources are not allo­

cated. All associated I/O devices are enabled and the SLU can accept data from 

either the terminal or the host, whichever occurs first. The first arrival 

triggers a change to Send or Receive state. 

For the SSCP-SLU session, Contention state exists between the successful 

completion of all chains. 

7.1.3.3 Send (SEND) State. The Send state is common to both Contention and 

HDX FF modes of operation. In Send state, the 3274 LU resources are allocated 

for inbound (to the primary) operations. Internally, there are two sub­

divisions of the Send state. These are referred to as send-.xmit (send-not­

transmit) and send-xmit (send-transmit). Send-.xmit exists while the control 
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unit is entering data from a keyboard or MSR, into the device buffers. The 

state is entered from Contention by the first keystroke capable of changing 

data on the display, or by initial input from the Type 2 SLU MSR or CURSOR 

SELECT or the Type 1 SLU PA key. The state is maintained, until exited to 

send-xmit by an an action causing the data to be sent inbound, generally by 

depressing the ENTER key. The transition from send-.xmit to send-xmit also 

causes the transition to In Bracket (INB) state. The transition always causes 

the keyboard to be locked and the INPUT INHIBIT indicator to be turned on. 

When In Bracket, send-.xmit is entered from Receive state or ERPI state after 

successfully processing an outbound chain carrying CD but not EB. The SLU will 

exit from Contention upon entering the send-.xmit state. 

The Type 2 SLU keyboard does not automatically unlock when the Send state 

is entered from either Receive state or ERPI state. The keyboard is unlocked 

only if: 

1. A previous WCC specified keyboard restore 

2. The SLU is in Send state and the terminal operator presses the 
RESET key 

Within send-.xmit state, any normal outbound requests received on that ses­

sion will be discarded and a negative response "Receiver in Transmit Mode" with 

sense code X'OBIB' will be sent. Once INB, any normal outbound requests 

received on that session (FMD with BB or Bid) while in Send state will be dis­

carded and a negative response 'Bracket Bid Reject' and a sense code or X'0813' 

will be sent. Neither of these responses cause any state change in the SLUe 

If INB and in Send state, a request received that does not carry BB will be 

rejected by the 3274 with sense code X'2004'. 

During send-xmit state, the data is being transferred from the device buffer 

to the PLU. Except for a possible LUSTAT, all normal flow chains on the LU-LU 

session will carry the CD. The transition out of send-xmit to Receive takes 

place. If an exception response is requested, the transition from Send to 

Receive takes place as soon as the end-of-chain has been successfully trans­

ferred to the transmission link. 
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The SSCP-SLU session operates in Definite Response mode only. The tran­

sition is from send-xmit to Contention upon the receipt of a positive response, 

or send-xmit to Receive if a negative response is returned. 

7.1.3.4 Receive (RCV) State. The Receive state is common to both Contention 

and HDX-FF modes of operation. In this state, the LU resources are allocated 

for otltbound (from the PLU) operations. 

When the RCV state is active, inbound normal flow requests cannot be sent, 

except for responses, as requested, and control commands of the expedited flow. 

Input devices may be activated by a WCC character that specifies keyboard 

restore. However, an attempt to send data to the PLU by an operator, by using 

the CURSOR SELECT or MSR, or by pressing the ENTER, PA, OR PF keys, will not 

be allowed. 

Normal flow traffic from the PLU is passed to the device when it is in 

Receive state. This halts local device operations by causing the keyboard to 

be locked and the INPUT INHIBIT indicator to be turned on. A request with a 

WCC containing a restore keyboard bit to zero is treated as No-Op for the key­

board states. If the keyboard was unlocked before the write, it will remain 

unlocked after a successful write. If the keyboard was locked before the write, 

it will remain locked after the write. 

For the LU-LU session, Receive state is entered from Contention state if 

an outbound normal flow message is accepted for processing. It is entered from 

send-xmit after receiving a response from an inbound request carrying CD and 

definite response, or after successfully transferring the chain to the data link 

when the inbound request carries CD and exception response. For the SSCP-LU ses­

sion, Receive state is entered from Contention if an outbound normal flow message 

is accepted for processing. It is entered from send-xmit if a negative response 

is received for an inbound request. 
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Receive state is changed to send-.xmit after successfully processing a 

last-of-chain carrying the CD. Receive state is changed to Contention state 

after successfully processing and responding to a chain carrying EB, or after 

receiving a chain carrying EB which carries exception response requested. 

Receive state is changed to ERPI state if any negative response except X'08l3', 

X'08l4', or X'08lB' is returned to the outbound request. 

For the SSCP-SLU session, Receive state is changed to Contention after 

returning the response to the outbound request. 

7.1.3.5 ERPI State. ERPI is a special state created to allow for error 

recovery; therefore, the SLU state structure generally is awaiting an outbound 

request to correct the error condition. However, there are times when the SLU 

must first recover and notify the PLU of its recovery by use of LUSTAT command 

before the PLU can take action. Thus, the SLU ERPI state allows a form of Con­

tention mode within brackets. This state has the characteristic of being able 

to receive any request, but only sending LUSTATs. 

When an LUSTAT flows inbound, the SLU remains in ERPI state. This allows 

successive LUSTATs to flow without requiring the general exchange of CD between 

each LUSTAT. LUSTAT does not request change direction when sent while in 

ERPI state. 

ERPI state is entered by an SLU after responding with any negative response 

except X'08l3', X'08l4', and X'08lB'. If the negative response does not change 

the state to Between Brackets (BETB), the transition to ERPI takes place at 

end of chain. 

ERPI state is changed by accepting an outbound chain carrying CD. Follow­

ing processing of .the CD bit, the transition is made to Send state. 

When in ERPI state, the keyboard is locked, except for the SYSTEM REQUEST 

and Attention Keys. 
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7.1.3.6 Bracket States. The 3274 has three major states associated with 

bracket protocols. These states are Between Bracket (BETB), In Bracket (INB) , 

and Pending Begin Bracket (PEND.BB). These states are used to ensure. synchron­

ization of traffic between PLU and SLUe Transitions between these states are 

controlled by the BB and EB bits and by the Bid command. 

Between Bracket (BETB) State 

BETB state exists when the PLU and SLU are in contention to begin a bracket. 

This is the state entered after the SDT command is accepted. When the Bid or 

BB is accepted from the PLU or sent by the SLU BETB state .ends. If the host 

program cancels the chain containing the Begin Bracket, or if the SLU sends 

negative response for the chain containing the Bid or BB, the 3274 returns 

to BETB state. BETB state is normally assumed when an EB has been processed 

successfully. 

When a chain carrying both BB and EB is being processed, the BETB state is 

not changed. 

The 3274 sets BB on the first RU transmitted when the control unit enters 

INB from BETB. 

BETB is terminated and INB is entered when the first (or only) element of a 

chain with BB bit on is ready to be transmitted; when an ENTER, PA, PF, or 

other Attention key is pressed. 

Pending Begin Bracket (PEND.BB) State 

In the PEND.BB state, the 3274 is waiting for a bracket to be begun by the host 

system. The 3274 has either returned a positive response to a Bid command or 

has transmitted a Ready to Receive command. When the host program attempts to 

begin a bracket and the 3274 is in PEND. BB state, the 3274 will not .reject the 

bracket. 

In Bracket (INB) State 

INB state is entered when the 3274 receives a BB without the EB or when the 

3274 begins a bracket. INB state is maintained by the 3274 until the positive, 
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definite. response to the EB chain is returned to the host or until the 3274 

receives the last element of the EB chain when exception response is requested. 

Bracket State Errors 

Error codes generated for bracket error conditions are shown in Figure 7-2. 

The Bracket state conditions remain unchanged after sending the error code. 

~ 
CHASE CHASE CANCEL CANCEL FMD FMD 

STATE &EB &'EB BID &EB &..,EB &BB & -,BB 

BETB 2003 -- -- 2003 -- -- 2003 

INB -- -- 0813 -- -- 0813 --
PEND.BB 2003 -- -- 2003 -- -- 2003 

40-00597 Figure 7-2. Bracket State Errors 

7.1.4 SNA Session Interaction 

Three sessions exist for the 3274 Emulator when operating with SNA pro­

tocols. These sessions are: SSCP-PU, SSCP-SLU, and PLU-SLU. The protocols 

and interactions between sessions are described in the following paragraphs. 

7.1.4.1 Ownership States. The three sessions (Figure 7-3), SSCP-PU, SSCP-SLU, 

and PLU-SLU, activated in this order can exist simultaneously. The activation 

or termination of a session will not cause the deactivation of sessions required 

for that session. The SSCP-SLU and PLU-SLU sessions may wish to use the dis­

play simultaneously. 

An interactive protocol is used for the 3274, in which only one of the 

sessions is defined as the device (display screen and keyboard) owner at any 

given time. During ownership, any attempt by the nonowner session to send 

FM data is rejected by 3274. 
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40-00598 

UNOWNED SSCP-SLU LU-LU 

ACTLU ---......,~ 

BIND .. 

ACTLU SETS OWNERSHIP TO UNOWNED. BIND SETS OWNERSHIP TO LU-LU. 

ACTLU ... 
SYS REQ . 
BIND . 

SYS REQ --

SYS REQ KEY SETS OWNERSHIP TO SSCP-SLU. BIND SETS ELIGIBILITY 
TO LU-LU. SYS REQ SETS OWNERSHIP TO LU-LU. 

ACTLU .. 
SYS REQ 

SYS REQ 

BIND 
_ ... 

SYS REQ SETS OWNERSHIP TO SSCP-SLU. SECOND SYS REQ (PRIOR TO 
RECEIPT OF BIND) SETS OWNERSHIP BACK TO UNOWNED. BIND MOVES 
OWNERSHIP TO LU-LU. 

Figure 7-3. Session Ownerships 
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If the SSCP is the owner, data received from the PLU will be negatively 

responded to with 'a X'081B'. If the PLU is the owner, data received from the 

SSCP will be responded to with an X'082D'. 

The State diagram (Figure 7-3) shows the transfer of screen and keyboard 

ownership between the SSCP-SLU and the LU-LU session. Prior to ACTLU, or fol­

lowing DACTLU, no session can own the screen or keyboard. After returning a 

positive response to the ACTLU, the unowned symbol will be displayed on the 

last line of the screen. 

After ACTLU is received, the SYS REQ key is used by the operator to con­

trol which session owns the device. When the LU-LU session is not bound, the 

SYS REQ key or an RU from the SSCP causes the SSCP-SLU session to own the 

screen and the System Operator symbol is displayed on the last line of the 

screen. The operator can then communicate with the SSCP. 

A locked SSCP-SLU owned state can occur for printers since they do not 

support the SYS REQ key. Therefore, an FM data request to the SLU from the 

SSCP will be rejected with a category not supported sense code X'I007' if the 

LU-LU is not bound. 

When communication on the SSCP-SLU session is finished, the operator 

presses the SYS REQ key to transfer ownership to the LU-LU session. If a Bind 

has been received and has been responded to positively, the transfer takes 

place immediately. If the Bind has not been received or has been negatively 

responded to, the state change is to Unowned. The acceptance of the Bind and 

SDT transfers the state from Unowned to LU-LU ownership, which removes the 

status line and turns on the SYSTEM AVAILABLE LED. This state change can take 

place with a PLU-initiated Bind and no operator logon. The SYS REQ key is also 

used to transfer' ownership from the LU-LU owned session to the SSCP-SLU session. 

This transfer proceeds without waiting for completion of outbound chains in 

the LU-LU session. Inbound chains will complete unless a test is made for a 

pacing response. 
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7.1.4.2 Setting Screen Size. Switching between the 960 (80 x 12) and 1920 

(80 x 24) screen size is controlled by the Bind Parameters, Bytes 20 ,through 

24. (See Erase/Write Alternate.) 

Pressing the SYS REQ key causes the screen to be cleared. 

The screen also is cleared by the transfer of ownership from Unowned to 

SSCP owned when this state transfer is caused by an outbound RU from the SSCP. 

The screen size is the maximum physical size. When ownership is transferred 

to the Unowned session, the screen size is that of the previous owner. 

7.1.5 Operation in SSCP-SLU 

The following paragraphs describe the operational characterist.ics when the 

3274 Emulator is exchanging display data on the SSCP-SLU session. 

7.1.5.1 SSCP-SLU Contention Operation. The 3274 supports FM profile O. Imme­

diate control and immediate response is observed, and all requests are treated 

as definite requests. 

HDX-contention is implemented, and a normal flow request must be processed 

and acknowledged by a response before an opposite-direction normal flow request 

can be accepted or processed. 

The 3274 SLU is in Contention state whenever SSCP-SLU Session Ownership 

mode is entered by use of the SYS REQ key. 

7.1.5.2 Non-error Operation. For non-error operation, the receipt of a posi­

tive response or transmission of the response initiates the transition to Con­

tention state. The transition from Contention to Receive state is .initiated 

by the recognition of an outbound request. The transition from Contention to 

send-.xmit is made when the first data key pressed is accepted. (Refer to Send 

State.) The transition to send-xmit is made when the ENTER key is accepted. 
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The keyboard is controlled by state conditions. It is locked when in 

Receive or send-Xffiit. The operative keys that are locked or unlocked are the 

same for the LU-LU session. 

7.1.5.3 Error Operations. When a normal flow request has been transmitted 

inbound and a negative response is received, the SLU goes into Receive state 

and awaits an outbound request from the SSCP. 

When the 3274 SLU detects a temporary or permanent error condition while 

in Send or Contention state, the SLU goes into Contention state. The SSCP is 

not notified of the error. 

When a normal flow request is received but cannot be accepted, due to error 

or a not-available condition, the SLU goes into Contention state following the 

negative response. 

7.1.5.4 Outbound Message Handling - SSCP to SLUe The SSCP may send messages 

to displays. The messages are byte strings consisting of SCS control codes and 

SSCP supported graphic codes. The only valid SCS control code for the 3274 

display uses NL, NULL, IFS, and IRS are treated as graphics and displayed as 

blanks ( ), (*), and (;), respectively. Any other binary combination in the 

SCS data stream will be treated as a graphic. The characters appearing on the 

screen for code points other than supported graphics are unpredictable. 

Each message from the SSCP is displayed at the current cursor address. 

When. the 3274 receives an NL control code in the SSCP message, it will insert 

nulls in the character positions remaining in the display line being written and 

position the cursor at the left-most position of the next line. Characters fol­

lowing the NL code are displayed beginning at the cursor position. The message 

wraps to the top of the screen if the last line on the screen is written and 

additional characters remain in the message. 

After displaying the data in the receive chain, the 3274 places the cursor 

in the position next to the last character if NL does not follow. If the 
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message is ended by NL, the remainder o-f the line is set to nulls and the cursor 

appears in the first character position of the next line. This cursor position 

address is called the initial cursor address and is stored to identify the start­

ing position of the operator's display input data. 

7.1.5.5 Inbound Message Handling -- SLU to SSCP. An operator can enter the mes­

sage bound for the SSCP from the character position occupied by the cursor. 

After entering a message, the operator must press the ENTER key to initiate 

a transmission of the inbound message to the SSCP. Pressing other PA keys has 

no effect, excepting the CLEAR key. Pressing the CLEAR key causes the display 

screen to be cleared and the initial cursor address is reset to zero. If other 

PA or PF keys are depressed, INPUT INHIBIT indicators are turned on and the audi­

ble alarm will sound. The ERASE INPUT and ERASE EOF keys operate as defined. 

Chains sent on the SSCP-SLU session are OIC and have a maximum RU length 

or 256 bytes. The 3274 will search the screen including and following cursor 

position to end of screen, or until a 256-byte RU has been assembled. Null 

characters are suppressed and not sent. 

7.1.5.6 System Logon. By means of the logon sequences, the terminal operator 

requests that a session be established with a primary logical unit. 

The logon sequence is as follows: 

1. The terminal operator presses the SYS REQ key to enter the SSCP-SLU 

owned session from the Unowned session if the System Operator symbol 

is not displayed, and then keys in a character logon coded request in 

a syntax defined by the installation. The operator presses the ENTER 

key and the logon message is sent to SSCP. 

2. SSCP receives the logon request and sends a positive response. 
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3. SSC!" may send a message, such as a prompting or error message, to the 

3274, if necessary. When the 3274 receives this message, it sends a 

positive response if accepted for display, or negative response 

X'OB1B', if device ownership has been transferred to LU-LU session. 

7.1.5.7 System Logoff. By performing the logoff sequence, the terminal opera­

tor requests the SSCP to terminate a session with the PLU. 

The logoff sequence is as follows: 

1. The operator presses the SYS REQ key to enter the SSCP-SLU owned ses­

sion and keys in a character-coded logoff request in a syntax defined 

by the installation. When the operator presses the ENTER key, the 

logoff message is sent to SSCP. 

2. SSCP receives the logoff request and sends a definite response. 

3. SSCP may send a message. When the 3274 receives the message, it sends 

a Positive Response if accepted for display, or Negative Response 

x'oBiB' if device ownership has been transferred to LU-LU session. 

7.1.6 SNA Printer Sessions 

Printers attached to the 3274 Emulator can be configured in the Shared 

mode. In the Shared mode, both the SLU Type 2 and the SLU Type 1 or 3 may 

compete for use of the printer. Sharing may be done Between Brackets 

or between sessions. 

Between Bracket Sharing 

The 3274 Emulator allows contention for a printer in Shared mode to occur 

Between Brackets (BETB) or between sessions. The printer is available for 

allocation to an LU Type 2 operation (SLU-initiated transmission or a host­

initiated local copy operation), or for an LU Type 1 or 3 operation (outbound 
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requests from the host) whichever occurs first. If a local copy function is 

being performed, for either a single SLU Type 2 or a queue of SLU Type 2 

requests, a BB request for the Type 1 or 3 SLU will be rejected with sense code 

X'0814' (Bracket Reject, RTR to Follow). When all local copies are complete, 

the Type 1 or 3 SLU acquires the printer and sends RTR to the PLU. If the Type 

1 or 3 SLU is in bracket, the printer is not available for local copy functions. 

Between Session Sharing 

The 3274 Emulator allows a printer in Shared mode to be used for local copy 

when the printer is not being used in an SLU Type 1 or 3 session. If a printer 

is being used for local copy and a Bind is received to initiate a Type 1 or 3 

session, the 3274 allows the local copy in progress to complete and then sends 

a positive response to the PLU. All queued local copy requests will either 

be processed by an alternate printer or rejected with sense code X'0801' (No 

Printer Configured). This type of sharing biases the printer availability in 

favor of the Type 1 or 3 SLU session. 

7.1.7 LU to LU Session, RUs 

The Request/Response Unit (RU) is the fundamental unit pass between the 

host program and the PTS 3274. The RU contains commands for control of the 

network, responses to commands, user data and acknowledgment of user data. 

7.1.7.1 RU Segmenting. RUs sent to network terminals are often la~~er than 

acceptable for optimum transfer of data by the link connecting the terminal to 

the network. Therefore, a Basic Information Unit (BIU) consisting of RH and 

RU may be divided into smaller elements, called segments, that are transmitted 

over the link. The 3274 supports inbound and outbound segmenting on the 

LU-LU session. 

The segment elements are defined as follows: The first segment (FIS) ele­

ment is equated to Begin-BIU, not End-BIU. The last segment (LIS) element 

equates to not Begin BIU, End-BIU. The middle in segment (MIS) equates to not 

Begin-BIU, not End-BIU. An Only In Segment (OIS) contains the entire BIU. 
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Sequencing of segments is in the correct order if the sequence consists of: 

1. FIS, LIS 

2. FIS, MIS, ••• , LIS 

3. OIS 

7.1.7.2 Segmenting Outbound. Errors due to improper sequencing of the segment 

elements will cause the emulator to enter normal disconnect mode. This action 

does not permit sending a negative response to the PLU. 

also deactivate the physical unit and all logical units. 

LED will be turned off on all LUs. 

The 3274 Emulator will 

The SYSTEM AVAILABLE 

The maximum size for segment elements (the NCP MAX DATA SIZE parameter) 

delivered to the 3274 must not exceed 256 bytes of data plus six bytes of TH 

and three bytes of RH for the first in segment, or Only In Segment. The maxi­

mum size for Middle In Segment, or Last In Segment must not exceed 256 bytes of 

data plus six bytes of TH. The 3274 will return a Command Reject for this 

condition. The bytes of data exceeding 256 will be lost. 

7.1.7.3· Segmenting Inbound. Segmenting inbound is supported by the 3274 on 

the LU-LU session under the following conditions: 

1. When maximum RU size is specified as 256 or less and accepting at Bind 

time, no segmenting is used by the 3274. 

2. When maximum RU size is specified as greater than 256, the RUs are seg­

mented into segment elements containing 256 data bytes each for FIS or 

MIS, provided sufficient data is transmitted to cause segmenting. 

When the Bind maximum RU size is greater than 256 bytes, other considera­

tions than maximum RU size and amount of data to be transmitted may determine 

the actual RU length (Max RU size) that is sent. The 3274 will never send an 

RU having more than 1024 bytes. 
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7.1.7.4 Outbound to the 3274 Emulator. The maximum RU length that a PLU is 

permitted to send is defined in Byte 11 of Bind. The 3274 supports a maximum 

RU size within the following constraints. 

1. For a Type 1 LU in a 3274, the following formula applies : 

MRU < BUFF + PC 

where MRU is the maximum RU size specified in byte 11 of the Bind. 

PC is the pacing count specified in byte 9 of the Bind. 

BUFF is the device buffer size. 

A Bind reject with sense code X'0821' will occur if the Bind specifi­

cations do not meet these limits. 

2. For Type 2 and 3 LUs in a 3274, there are no restrictions. 

7.1.7.5 Inbound from the 3274 Emulator. The 3274 supports only "Multiple 

Element Chains" for inbound operations. The maximum RU size can be controlled 

by the PLU through byte 10 of the Bind request. For a 3274, the maximum RU 

size is 1024. If the value of byte 10 is greater than the 3274 capabilities, 

the Bind will be accepted, but the actual RU size will be limited to device 

capabilities. 

The minimum value that may be specified by byte 10 of the Bind request is 

64 bytes. If lesser values are specified, Bind will be rejected with a nega­

tive response, sense code X'0821'. 
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7.1.7.6 Chaining Description. A data chain is.a complete unit of data that 

originates at a single LU. Data RU chaining provides a method of logically 

defining a complete unit of data regardless of whether the data is transmitted 

as a single RU or as a series of consecutive RUs. Each RU is associated with 

only one chain. An individual RU may be the beginning, middle, ending, or only 

both beginning and ending RU in the chain. The chaining indicators, Begin 

Chain (BC) and End Chain (EC), are contained in the request header. The fol­

lowing are definitions of each type of RU in a chain: 

First in Chain (FIC) 

Middle of Chain (MIC) 

Last in Chain (LIC) 

Only in Chain (OIC) 

Identifies an RU that begins a chained trans­

mission (RR = BC -'EC) 

Is transmitted with all RUs following the BC 

transmission, with the exception of the last 

RU in that chain (RR = 'BC 'EC) 

Identifies the RU that completes a chained 

transmission (RR = 'BCEC) 

Both the BC and EC indicators are included to 

indicate a transmission that consists of a 

single RU. That RU is termed a single-element 

chain (RR = BCEC). The single-element chain 

is not supported inbound. 

A chain is in correct order if the RUs consist of: 

1. FIC, LIC 

2. FIC, MIC, ••• , LIC 

3. OIC 

Any other sequence of chaining indicators will cause a chaining error. 
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7.1.7.7 Chaining Operation. When the 3274 receives a chain with chaining indi­

cators in an improper sequence (for example, FIC, MIC, FIC), a negative response, 

with sense data indicating a chaining error (sense code X'2002'), is returned to 

the host program. The 3274 purges the chain, ignoring subsequent elements of 

that chain until a data RU with the LIC or a Cancel command is received. Receipt 

of an OIC data RU terminates the purging of a chain. The OIC message is also 

purged. Sending RUs having chaining indicators in the sequence FIC, MIC, OIC is 

a violation of chaining protocol. In this case, when the 3274 receives the OIC 

transmission, the chaining error is detected, the OIC transmission is purged, 

purging of chain elements is stopped, and a negative response is sent for the 

OIC transmission. The 3274 is now ready to normally process the next chain. 

7.1.7.8 Bracket Protocol. The 3274 provides a Bracket Protocol to delimit a 

series of related inbound and outbound requests. A bracket may consist of one 

input and one output, many sets of inputs and outputs, or a series of requests 

flowing in a single direction. The Begin Bracket (BB) and End Bracket (EB) 

indicators are used to delimit a bracket. References are made to bracket states 

(BETB and INB). 

A bracket is initiated when the Begin Bracket indicator (BB) is accepted by 

the primary or secondary LU. The bracket is usually ended when the End Bracket 

indicator (EB) is received by the secondary LU. The specific conditions that 

end a bracket are defined by the SNA bracket termination rule 1 (see below). 

Two commands, Bid and Ready to Receive (RTR), are implemented to further define 

the initiation of a bracketed session. These commands are described under "SNA 

Commands" • 

The following protocols apply for 3274 bracket processing. 

Type 2 Sessions 

For sessions with Type 2 SLUs, the SLU may begin a bracket any time the 

session is between brackets. The PLU may request permission to begin a 

bracket using Bid. If the SLU returns a positive response, the PLU may 

begin a bracket. If the SLU returns a negative response, the PLU must 

wait for the next BB from the SLUe 
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Type 1 and 3 Sessions 

For Type 1 and 3 sessions, the PLU may begin a bracket any time the ses­

sion is between brackets (the only time the SLU will begin a bracket is 

when the operator presses a PA key). The PLU may start a bracket by 

sending a transmission that contains BB or by sending Bid, waiting for 

a positive response, and then sending a transmission that contains BB. 

The PLU may attempt to initiate a bracket by sending a transmission with 

BB. If a contention situation exists (the SLU begins a bracket before 

receiving BB from the PLU), the SLU returns a negative response to the 

PLUs transmission and then discards all portions of the chain from the 

PLU. The SLU assumes that its transmission will be accepted by the PLU. 

If a Bid or BB from the PLU is rejected, the 3274 will do the following: 

For a session with a Type 2 SLU, the SLU sends BB when it next has 

data to send. The PLU may return its data when it received change 

direction (CD). 

For a Type 1 or 3 session with the 3274, the SLU will only reject the 

PLU's Bid or BB if the printer is performing a local print function or 

when a protocol error is detected. When the local print is completed, 

the SLU will send RTR. 

Restrictions: 

The host program can end a bracket. The 3274 cannot end a bracket. 

Bracket protocol establishes the following restrictions on beginning and 

ending brackets: 

1. BB and EB cannot be sent with response RUs. 

2. EB cannot be sent with the Bid or RTR command. All other normal flow 

DFC commands can end the bracket. 

7-25 



3. All outbound chains that begin a bracket but do not carry EB must be 

sent with definite responses requested. 

Bracket Termination Rule 1 

The 3274 supports bracket termination rule 1 as follows: 

1. When EB is received and the last element of a chain requires definite 

response, the 3274 will enter Between Bracket state (BETB) from In 

Bracket state (INB) after +RSP to the chain or stay INB after -RSP. 

2. When EB is received and the last element of a chain requires exception 

response, the 3274 will enter BETB from INB immediately. 

The 3274 ignores the BB bit on all outbound requests except FM data, and 

ignores EB on all outbound requests except FM data and DFC commands "Cancel" 

and "Chase". 

7.1.7.9 Pacing. Outbound and inbound pacing is supported by the 3274. Pac­

ing is used as a tuning parameter for the system. Usage comments are included 

here; however, control is under user discretion at NCP or equivalent definition 

time. 

The pacing count (N) determines the number of normal flow request RUs that 

can flow before a pacing response is required to allow the next group of N to 

continue. A special response designated as Isolated Pacing Response (IPR) is 

used to return the pacing response if a response to be the outbound request is 

not required at the time the pacing response is required. The 3274 will indi­

cate readiness with a pacing response as soon as printer buffers become avail­

able after receiving the pacing request. Thus, the number of normal flow RUs 

allowed in the network due to pacing is up to 2N-l. RUs may vary in length as 

specified in the Bind parameter. 
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LU Type 1 

For the 3274 t device dependencies exist because the printer is slower than 

the displays. eare must be exercised in the use of pacing and/or definite 

response protocol. 

During the transmission of multiple chains t interaction occurs between pacing 

and the type of response requested. When a definite response is requested t a 

response for a chain must be received by the PLU before it can send the next 

chain. When the exception response is requested t the PLU may send any number 

of consecutive chains without waiting for a response. Therefore t a definite 

response enforces a type of pac.ing. 

When Ole RUs that are less than t or equal tOt 256 bytes are used t it is redun­

dant to specify both pacing and definite response. Unnecessary network traffic 

will occur if both are specified. When chains with multiple RUs are used t pac­

ing is necessary even though a definite response is requested. 

If the 3274 receives more normal flow requests than it is guaranteed by using 

the outbound pacing mechanism t it will reject the request with a Negative 

Response using sense code X'0801'. 

LU Type 2 

For LU Type 2t the 3274 will generally operate faster than the link t and pacing 

is not required for the controllers. 

LU Type 3 

For LU Type 3 t the definite response required when the wee print bit is set is 

an effective alternative to pacing. 

Outbound Pacing 

In telecommunication networks where RUs are processed through more than one com­

munication controller (for example, a 3704 and a 3790 or two 3705s), outbound 

pacing may be required for Type 2 and 3 LUs to prevent data traffic congestion 

in these controllers. 

7-27 



Inbound Pacing 

Inbound pacing is not supported by the 3274. 

7.1.7.10 Change Direction. The 3274 uses a Half Duplex, Flip Flop (HDX-FF) 

mode to transfer normal flow data. One of the two LUs in the session may send 

at a given time. The flip-flop protocol demands that when one LU is sending, 

the other must be prepared to receive. Therefore, the two states of Send and 

Receive (RCV) exist.on each end of the session. 

A bit in the request header, called the change direction (CD) indicator, is 

used to keep the two end-point LUs in synchronization. Each time an LU accepts 

this CD in a request, it means it is the LU's turn to send. Each time an LU 

sends the CD in a request, that LU must then be prepared to receive. The 3274 

always sends CD with EC or OC in an FMD RU. Exceptions may occur followingnega­

tive responses. (See "ERP1" state.) 

7.2 SNA Commands 

SNA commands define a set of controls to establish and terminate sessions, 

and to assist in the management of host-to-3274 data flow and sessions. 

Three types of SNA commands are discussed in the following topics: 

Session Control (SC) 
commands 

Data Flow Control 
(DFC) commands 

Function Management 
Data (FMD) command 

These commands establish and terminate sessions 
in the network. 

These commands control the flow of data in an 
LU-LU session. 

This command is used to transfer data in the 
LU..,.LU session. 

Figure 7-4 lists the SNA commands and RU fields supported by the 3274. 

7-28 



..... 
I 

N 
\0 

RU BY CATEGORY 

SESSION CONTROL 

ACTIVATE PHYSICAL UNIT 
(ACTPU) 

DEACTIVATE PHYSICAL UNIT 
(DACTPU) 

ACTIVATE LOGICAL UNIT 
(ACTLU) 

DATA 
FLOI. 

P 

P 

P 

E 

E 

E 

DEACTIVATE LOGICAL UNIT(DACTLU) P E 

UNBIND SESSION (UNBIND) 

START DATA TRAFFIC (SDT) 

CLEAR (CLEAR) 

DATA FLOW 

CANCEL (CANCEL) 

CHASE (CHASE) 

SHUTDOWN (SHUTD) 

SHUTDOWN COMPLETE (SHUTC) 

SIGNAL (SIG) 

READY TO RECEIVE (RTR) 

BID (BID) 

LOGICAL UNIT STATUS (LUSTAT) 

P E 

P E 

P E 

P S N 

P S N 

P E 

S E 

P S E 

P S N 

P S N 

P S N 

P PRIMARY TO SECONDARY 

40-00599 

••• REqUEST •••• 
LENGTH HEX 
(BYTES) CODE 

9 11 

2 12 

3 OD 

OE 

2 32 

AD 

Al 

83 

84 

co 

Cl 

5 C9 

05 

C8 

5 04 

BYTE(S) 

2 BITS 
2 BITS 
3-8 

2 BITS 
2 BITS 

1-4 

1-4 

S SECONDARY TO PRIMARY 

ADDITIONAL FIELDS •••••••••••••••••••••.•. 

DISCUSSION 

TYPE ACTIVATION REQUESTED: X'Ol' --COLD; X'02' --ERP 
0-3 FM PROFILE 
4-7 TS PROFILE 
SSCP ID: A SIX-BYTE FIELD WHICH INCLUDES THE 10 OF THE 
SSCP ISSUING THE ACTPU. THE FIRST FOUR BITS SPECIFY 
THE FORMAT FOR THE REMAINING BITS. BITS 0-3 = 0000; 
BITS 4-7 -- PHYSICAL UNIT TYPE OF THE NODE CONTAI~ING 
THE SSCP: BITS 8-47 -- IMPLEMENTATION AND INS~ALLATION 
DEPENDENT BINARY IDENTIFICATION. 

TYPE DEACTIVATION REQUESTED: X'OI' -- FINAL USE, PHYS­
ICAL CONNECTION MAY BE BROKEN: X'02' -- NOT THE FINAL 
USE, PHYSICAL CONNECTION SHOULD NOT BE BROKEN 

TYPE ACTIVATION REQUESTED: X'OI' -- COLD 
0-3 FM PROFILE 
4-7 TS PROFILE 

TYPE UNBIND: X'Ol' -- NORMAL END OF SESSION 

SIGNAL CODE: VALUE SET BY THE SENDING END USER OR NAr 
SERVICES MANAGER; HAS MEANING ONLY TO THE NAU SERVICES 
LEVEL OR ABOVE 

SEE SECTION 2.9.6 

N = NORMAL FLOW E EXPEDITED FLOW 

Figure 7-4. SNA COMMANDS 



7.2.1 Session Control Commands 

7.2.1.1 Activate Physical Unit (ACTPU). The ACTPU command, X'11', is sent 

by the access method to establish the SSCP-PU session with the control unit. 

The SSCP-PU session is established when the control unit returns a positive 

response to the ACTPU command. 

The ACTPU command can be transmitted when the SSCP-SLU and LU-LU sessions 

are active, for example, when an NCP restart procedure occurs. When the 3274 

receives the ACTPU command, all active sessions are terminated immediately. 

The 3274 returns a positive response to the ACTPU command, and the SSCP-PU 

session is reestablished. 

7.2.1.2 Deactivated Physical Unit (DACTPU). When the 3274 receives the DACTPU 

command, X'12', all LU-LU and SSCP-SLU sessions and the SSCP-PU session are 

terminated. If a command other than ACTPU is received after a positive response 

has been returned for the DACTPU command, the 3274 returns a negative response 

with sense data indicating PU not active (sense code X'8008'). 

7.2.1.3 Activate Logical Unit (ACTLU). The ACTLU command, X'OD', is sent by 

the access method to establish an SSCP-SLU session with a 3274 Control Unit 

LU. The SSCP-SLU session is established when the 3274 returns a positive 

response to the ACTLU command. The SSCP-PU session must be established prior 

to the receipt of ACTLU to allow the 3274 to return a positive response to this 

command. If the 3274 receives a command other than ACTPU, ACTLU, DACTPU, or 

DACTLU before the SSCP-LU session is established, a negative response is 

returned with sense data indicating LU not active (sense code X'8009'). Note 

that the SLU is in the emulator and the session can be activated without a 

display or printer being powered on or attached. 

When-an SSCP-SLU session has been previously established and the 3274 

receives an ACTLU command for that LU, any active session between that LU and 

a host program is terminated. The 3274 returns a positive response to the 

ACTLU command, and the SSCP-LU session is reestablished. 
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7.2.1.4 Deactivate Logical Unit (DACTLU). Receipt of this command, X'OE', 

terminates the SSCP-SLU session. If an LU-LU session is established when 

the DACTLU command is received, the session is terminated. When the 3274 

receives a command other than DACTPU, ACTPU, or ACTLU after a positive 

response has been returned for the DACTLU command, a negative response is 

returned with sense data indicating SLU not active (sense code X'8009'). 

7.2.1.5 Bind. This command, X'31', is sent by the access method to request 

an LU-LU session between an application program and an SLU. The 3274 returns 

a positive response to establish the LU-LU session. When the session cannot 

be established, the 3274 returns a negative response with sense data that 

describes the reason the session was rejected. 

The 3274 examines session parameters that are received with the Bind com­

mand. The values required depend on the type of session established. Table 

7-1 provides a detailed description of the session parameters that are sent 

with the Bind command. 

When the SSCP-SLU session is established and the 3274 receives a command 

that flows in the .LU-LU session, other than Bind, a negative response is re­

turned with sense data indicating no session established (sense code X'8005'). 

When an LU-LU session exists, that is, one Bind has been accepted, and the 

3274 receives a subsequent Bind command for the LU, a negative response is re­

turned with sense data indicating session already exists (sense code X'0815') 

if the Bind sender address is the same as the session already found. A nega­

tive response indicating function active (sense code X'0805') is returned if 

the Bind sender address differs from the session already bound. 

Session parameters included in the Bind command RU define the protocols 

that govern the session. Failure to properly specify the required session 

parameters results in rejection of the Bind command by the 3274 control (sense 

code X'0821'). 
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1 

2 

3 

4 

Hex 
Value 

31 

01 

03 

03 

Table 7-1. Bind Format 

Bit Setting 

x •.••••• 

.x.. . ... 

•• xx •••• 

Meaning 

Identifies this RU as Bind command. 

Bind type and format -- The only Bind 
types supported is Hex 01. 

Function management (FM) profile 
Specifies that the data flow control 
command and the request/reponse pro-· 
tocols that are to be used for this 
session conform to FM Profile 3. 

Transmission services (TS) profile 
Specifies that the 3274 conforms to TS 
Profile 3, that is pacing and sequence 
numbers are used with normal flow 
transmission and data traffic is con­
trolled by the Clear and Start Data 
Traffic commands. 

Primary LU Protocols 

Chaining Use: 

o The PLU can send only single­
element chains. 

1 The PLU can send single or 
multiple-element· chains 

Request Mode Selection: 

o Immediate request mode is used 
Only one definite response can be 
outstanding at a time. That 
response must be received before 
the PLU can send another RU. 

Chaining responses: 
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5 

Hex 
Value 

Table 7-1. Bind Format (Cont) 

Bit Setting 

00 •• 

• . x. 

• • •• • •• x 

x... . ... 

· x.. . ... 

• • xx .••• 

00 •• 

.. x. 

Meaning 

Reserved 

Compression indicator: 

o The PLU cannot send compressed 
data. 

Send End Bracket Indicator (EB): 

1 The PLU can send the EB. 

Secondary LU Protocols. 

Chaining use: 

1 The 3274 can send single- or 
multiple-element chains. 

Request mode selection: 

o Immediate request mode is used 

The 3274 can issue a request for a 
single definite response. No further 
transmissions are sent until the 3274 
receives the requested response. 

Chaining responses: 

01 The 3274 can only request excep­
tion only responses. 

10 The 3274 can only request defi­
nite responses. 

11 The 3274 can request either defi­
nite or exception only responses. 
If both are allowed, the 3274 will 
request exception only responses. 

Reserved 

Compression indicator: 
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6 

7 

Hex 
Value 

Table 7-1. Bind Format (Cont) 

Bit Setting 

• • •• • •• x 

o ••• .... 
• x •• 

· . x. . ..• 

• •• x •••• 

· . .. x ... 

• • •• .000 

xx.. • ... 

Meaning 

Send End Bracket indicator (EB): 

o The 3274 cannot send the EB. 

Common Protocols 

Reserved 

Function Management (FM) header usage: 

o The PLU and the 3274 cannot 
exchange FM headers. 

Brackets usage: 

1 Bracketed session is used 
Both the PLU and the 3274 must 
use bracket protocols. 

Bracket termination protocol: 

1 Bracket termination rule 1 is used 
(refer to "Bracket Protocol" for a 
description of bracket termination 
rule 1). 

Alternate Code Selection: 

o Both the PLU and all LUs must use 
EBCDIC. 

1 Both the host program and all LUs 
must use ASCII. 

Reserved 

Common Protocols 

Normal Flow Send/receive mode (selec­
tion) : 
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8 

9 

10 

Hex 
Value 

xx 

Table 7-1. Bind Format (Cont) 

Bit Setting 

· . x. . •.. 

••. x ..•• 

· ... 0000 

· ... ••• x 

OOxx xxxx 

OOxx xxxx 

Meaning 

Recovery responsibility: 

o The PLU is responsible for error 
recovery. 

Brackets first speaker: 

o The 3274 is always the first speaker. 

Reserved 

Contention resolution: 

o Contention (simultaneous) transmis­
sion from the host program and the 
3274 is resolved in favor of the 3274. 

Presentation Services 

Secondary-to-primary LU pacing count 
Set to zeros, pacing is not used. 

The primary-to-secondary pacing value 
defines the number of RUs that may be 
received by the emulator before a pacing 
response must be returned to indicate 
readiness for another block of RUs. If 
set to zeros, pacing is not used. See 
"Pacing" for recommendations of pacing 
values. 

Maximum RU size sent by the secondary LU 
-- This value represents the largest RU 
that can be sent by the emulator. It is 
expressed as a mantissa (8 through F) and 
an exponent value of 2 by which the man­
tissa is multiplied. (A mantissa of less 
than 8 places no restriction on maximum 
RU size.) For example, when the mantissa 
is specified as 8 and the exponent of 2 
is 5 (hex 85), the RU size represented is 
256 bytes. Examples of mantissa and expo­
nent values are shown below with the RU 
size they represent: 

85 = 256 86 = 512 C6 768 
87 = 1024 A7 = 1280 C7 1536 
E7 = 1792 88 = 2048 
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11 

12,13 

For SLU 

14 

15-17 

18 

19 

20-24 

Hex 
Value 

xx 

0000 

Type 1 

01 

00 

El 

For SLU TIpes 2 and 3 

14 02 

14 03 

15-19 00 

20-24 xx 

For all SLU TIpes 

25+ 

Table. 7-1. Bind Format (Cont) 

Bit Setting Meaning 

Maxiun.Dll RU size sent by the primary 
LU -- This value represents the largest 
RU that can be sent by the PLU and is 
specified in the same format as for the 
secondary LU (byte 20). See "Segmenting 
Inbound" for detailed information about 
values supported. 

Reserved; must be set to hexadecimal 
zeros 

Type 1 print function using SCS data 
stream 

Reserved 

Sent but not checked by the emulator for 
LU Type 1 

Reserved 

Not supported for LU Type 1 

Type 2 emulator data stream compatibil­
ity mode 

Type 3 emulator print function using 
emulator data stream compatibility mode 

Reserved 

Refer to Table 7-2 for LU Type 2 and 
LU Type 3. 

Reserved 
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Bind Check 

The Bind parameters sent to the 3274 will be checked according to Table 7-2. 

Table 7-2. Bind Parameter Check Table 

LV Type 1 LV Type 2 LV Type 3 
Reject Reject Reject 

Byte Bit Check If Check If Check If 

0-3 C ,X'D' C -, X'D' C I X'D' 
4-7 C I X, l' C ., X' l' C -, X, l' 

2-3 C "X'03' C .,X'03' C -, X'03' 

4 0 NC NC NC 
1 C B' 1 ' C B'I' C B'l' 
2-3 C B' 00' C B'OO' C B'OO' 

B'Ol' 
4,5 NC NC NC 
6 C Btl' C B'I' C B' 1 • 
7 C B'O' C B'O' C B'O' 

0 NC C B'O' NC 
1 NC NC NC 
2-3 C B' 00' C B'OO' C B'OO' 

save save save 
4-7 NC NC NC 

6 0 NC NC NC 
1 C B' l' C B'l ' C B'I' 
2 C B'O' C B'O' C B'O' 
3 C B'O' C B'O' C B'O' 
4 C ** C ** C ** 
5-7 NC NC NC 

0,1 C IB'10' C "lB'10' C IB'10' 
2 C B f I' C B' l' C Btl' 
3 C B'I' C B'l' C B' l' 
4-7 NC NC NC 

8 NC NC NC 
9 0,1 NC NC NC 

2-7 C X'OO' NC NC 
10 0-7 C C NC 
11 C NC NC 
12,13 NC NC NC 
14 C -, correct C Icorrect C l correct 

device device device 
15-19 NC NC NC 
20-23 NC C* C* 
24 NC C save C save Device Dep 
25 NC NC NC 
26 C IX'OO' C "X'OO' -, X' 00' 
27+ All bytes ignored 

* If byte 24, bits 4-7 has X'E' or X'F' these bytes are checked. 
** Feature dependent 

C Check 
NC -- No check 

The correct device check, an SLU type, is as follows: 

01 } 
03 

valid for printers 

02 valid for displays 
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7.2.1.6 Unbind. Receipt of this command, X'32', directs the 3274 to terminate 

the LU-LU session between a host program and an SLUe The LU-LU session is 

terminated when the 3274 returns a positive response to the Unbind command. 

7.2.1.7 Start Data Traffic (SDT). This command, X'AO', allows data traffic 

to flow during an LU-LU session. The SDT command must be issued after a Bind 

command has established the LU-LU session. It is also sent after Clear to com­

plete a session resynchronization sequence with the 3274. SDT is valid only 

when the Data Traffic Reset state is active for an LU-LU session. 

To complete a session resynchronization sequence, the host program must 

request transmission of the SDT command from the access method. 

7.2.1.8 Clear. On receipt of the Clear command, X'A1', the 3274 enforces the 

Data Traffic Reset state upon the LU-LU session. Clear also causes the 3274 

to initialize all inbound and outbound transmission buffers. When the Data 

Traffic Reset state is activated for an LU-LU session, the following commands 

are valid for that session: Clear, Unbind, and Start Data Traffic (SDT). 

7.2.2 Data Flow Control Commands 

7.2.2.1 Cancel. When received, normal SNA usage of this command directs the 

receiver to discard all elements of the chained transmission being received. 

However. the 3274 processes data RUs to the display or printer as they are 

received without waiting until the end-of-chain. In this way, the Cancel com­

mand serves the purpose of providing a proper termination for an otherwise 

incomplete chain. A Cancel command received between chains only affects the 

3274 state controlled by the Change Direction (CD) and End Bracket (EB) bit 

settings carried in the RH with Cancel command. Processing of a chained trans­

mission is terminated when the Cancel command is received. EB or CD may be 

sent with the command 
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When a chained transmission is in progress t and the 3274 returns a negative 

response to an element of that chain t the PLU should terminate that chained 

transmission and issue the Cancel command if the last chain element has not 

already been sent to the 3274. 

When the PLU returns a negative response for an element of a chain. The 

entire chain will be transmitted before the PLU response is examined. Cancel 

will not be sent. 

The PLU should discard all elements of a chained transmission after sending 

a negative response. 

7.2.2.2 Chase. Chase t X'83't is used to confirm that all preceding requests 

have passed through the network and have been processed. When this command is 

received t the 3274 returns a positive response to the PLU, indicating all 

previous chains have been processed. 

The PLU should complete or cancel the current chained transmission before 

issuing the Chase command. When a chained transmission is sent with exception 

only response requested t the Chase command can be used to verify that all 

responses for that chain have been received. The EB or CD indicators can be 

issued with the Chase command. 

7.2.2.3 Bid. The Bid command t X'C8't is sent by the PLU to a 3274 to request 

permission to begin a bracket. The use of Bid avoids the use of transmission 

time in sending long chains of data which are then discarded because the SLU 

won bracket contention. If the Bid is accepted by the SLUt a positive 

response is returned and the SLU goes to Pending Begin Bracket state and waits 

for the request containing BB. 
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SLUs can reject a Bid command by winning bracket contention for the fol­

lowing reasons: 

1. LU Type 2 

• The 3274 is already In Bracket (INB) and a PLU protocol error 

exists. The sense code returned is X'0813'. 

• 

• 

The operator has initiated an inbound data stream carrying Begin 

Bracket (BB). The sense code returned is X'0813'. 

An operator has started to enter data on the screen but has not 

not initiated an inbound data stream. The sense code returned 

is X'081.B'. 

2. LU Type 1 and 3 

• 

• 

The SLU is already INB and a host program protocol error exists. 

The sense code is X'0813'. 

A printer attached to a 3274 is busy doing a local copy operation. 

The sense code returned is X, 0814'. The 3274 will send the Ready 

To Receive (RTR) command to the host program When the printer 

becomes not busy and a BB can be accepted by the secondary LU. 

7.2.2.4 Signal. The Signal command is only sent in an LU-LU session. The 

PLU can send the Signal command, X'C9', to the 3274 SLU to request the Change 

Direction (CD) indicator. The SLU will complete any chained transmissions 

that are in progress and ,send the CD -to the PLU. A request with CD but no 

data (a null RU) will be sent if the SLU is in send state but has not started 

transmitting. If the SLU is in send state, BETB, or ERPI state (see SNA Ses­

sion Processing States, subsection 7.2.4), the signal is positively responded 

to but no SLU action is taken. 

7-40 



The 3274 will send the Signal command (X '0001 0000') when the operator 

presses the keyboard ATTN key or, for an LU Type 1, the printer PA key. The 

command is expedited and has no effect on SLU states. Once Signal has been 

sent by an SLU, pressing the ATTN or PA keys will not cause a second signal 

until the 3z'74 has received a response to the first signal. 

7.2.2.5 LU Status (LUSTAT). The 3274 SLU sends the LUSTAT command, X'04', 

to notify the PLU that a processing error has been detected or that a change 

in the·operational status of a device has occurred. A four-byte status code 

is sent by the 3274SLU to describe the error condition or the device 

status change. 

7.2.2.6 Ready to Receive (RTR). A 3274 Type 1 or 3 SLU sends this command, 

X'Os', to indicate when a previously rejected bracket (with sense code X'0814') 

can be initiated by the host program. The RTR command is allowed only when the 

session is ready to receive a new bracket. 

When the RTR cOmm8nd is sent and a positive response is received from the 

host program, the 3274 enters the Pending Begin Bracket state and expects the 

host program to begin a bracket. 

7.2.2.1·Sh~tdowri. The PLU sends the Shutdown command, X'CO'. Receipt of this 

command directs the 3274 SLU to prepare for a session termination sequence. 

The 3274 returns a positive response to the PLU, but data-transfer sequences 

are not inhibited. 

The Shutdown command causes the session to enter Shutdown Complete Pending 

state. The Pending state is maintained until the SLU completes normal flow 

processing and goes Between Bracket (BETB). The SLU then sends the Shutdown 

Complete command to the PLU. 
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7.2.2.8 Shutdown Complete. This command, X'Cl', is sent by the 3274 after 

the Shutdown command has been received from the host program and an End Bracket 

has caused the SLU to go to BETB state. 

When the Shutdown Complete command is sent to the PLU, the session enters 

Shutdown state. When the Shutdown state is active, no data transmissions can 

be sent to the PLU; however, the PLU may continue to send to the 3274. 

The PLU may either terminate the session using Unbind when the Shutdown 

Complete is received or use Shutdown as a means of quiescing traffic. Exit 

from Shutdown Complete requires a Clear and SDT if the command is used as a 

quiesce function. 

7.2.3 Function Management Data Command 

FM Data 

This command is used to transfer data in the LU-LU session. It may only be 

sent when data traffic is allowed (SDT has been issued and received with a 

positive response). 

When communicating with a 3274 SLU, the following FM data protocols are 

used: 

• 

• 

Bracket 

Bracket protocol is used to delimit a series of related inbound and 

outbound FM data request units (RUs); for example, all the RUs required 

to complete a transaction • 

Chaining 

Chaining logically connects one or more RU from a single LU, for example, 

all RUs required to complete a display image. 
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• Change Direction 

Change direction informs the receiving LU that the sending LU has com­

pleted transmission and expects the next transmission to be from the 

receiving LU. For example, the PLU has transmitted a complete form 

image and expects the next transmission to be from the display opera­

tor when the blank fields in the form image are filled in. 

Figure 7-5 illustrates the commands received for each session and the state 

of data traffic in each session. Figure 7-6 illustrates the commands trans­

mitted by the SLUe 

Figures 7-7 through 7-13 are examples to further illustrate the usage of 

Bracketing, Chaining, and Change Direction on an LU-LU session. 
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SNA SSCP-PU UNOWNED LU-LU 
COMMAND SESSION SESSION SESSION 
RECEIVED ACTIVE ACTIVE ACTIVE 

ACTLU R E T 

ACTPU E T T 

DACTLU R T T 

DACTPU R,T T T 

BIND R R E,I 

UNBIND R R R,T 

CANCEL R R R 

CHASE R R R 

CLEAR R R R 

SDT R R R 

SIGNAL R R R 

SHUTDOWN R R R 

FM DATA R R R 

LEGEND: 

R -- REQUIRED STATE FOR THIS COMMAND TO BE VALID. 
I -- COMMAND INVALID IF IN THIS PROCESSING STATE 
E -- COMMAND ESTABLISHES THIS SESSION. 
T -- COMMAND TERMINATES THIS SESSION. 

LU-LU SESSION 
PROCESSING STATES 
DATA 
TRAFFIC IN 
RESET BRACKET 
ON OFF ON OFF 

X X 

R 

R R 

X X 

R X -
R 

R 

R R 

X -- COMMAND SETS THE PROCESSING STATE TO THE INDICATED STATUS. 

4()..()()600 
Figure 7-5. SNA Commands Received 
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LU-LU SESSION 
PROCESSING STATES 
DATA 

SNA SSCP-PU UNOWNED LU-LU TRAFFIC IN 
COMMAND SESSION SESSION SESSION RESET BRACKET 
SENT ACTIVE ACTIVE ACTIVE ON OFF ON OFF 

LUSTAT R R R R 

SIGNAL R R R R 

CANCEL R R R R R 

READY TO RECEIVE R R R R R 

SHUTDOWN COMPLETE R R R R R 

FM DATA R R R R R 

LEGEND: 

R -- REQUIRED STATE FOR THIS COMMAND TO BE VALID. 

40-00601 
Figure 7-6. SNA Commands Transmitted 
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HOST 
3274 

SLU TYPE 2 

FIC BB • 1 

MIC • 

4 LIC CD • 
• OIC CD • 
• FIC • 
4 LIC CD • 
• OIC EB • 2 

1 INITIAL CONDITIONS: . SESSION ESTABLISHED AND BOTH ENDS IN CONTEN­
TION BETWEEN BRACKET STATE. SLU TYPE 2 INITIATES A BRACKET AND 
SENDS A CHAIN AS A RESULT, FOR EXAMPLE, OF ENTER KEY DEPRESSION. 

2 AFTER THE REQUIRED EXCHANGE OF CHAINS IS COMPLETED, THE HOST ENDS 
THE 'UNIT OF WORK' BY SENDING EB (AN LU TYPE 2 CANNOT SEND EB). 

4().00602 

THE EB CHAIN MAY CONTAIN DATA: FOR EXAMPLE, A WRITE TO THE SCREEN: 
OR IT MAY BE A NULL RU CHAIN, THAT IS, ONLY RHs. 

Figure 7-7. Bracket/Chain -- LU Type 2 Initiated 
(without contention) 
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3274 
HOST SLU TYPE 2 

• BID .. 1 

~ 
+RSP • 

• FIC BB .. 2 

• MIC .. 
• LIC CD .. 
..- OIC • 
..- OIC CD • 
• Ole EB .. 

1 INITIAL CONDITIONS: SESSION ESTABLISHED AND BOTH ENDS IN CONTEN­
TION BETWEEN BRACKET STATE. HOST SENDS BID TO INDICATE INTENTION 
TO BEGIN A BRACKET. 

2 THE +RSP WAS SLU TYPE 2, GO AHEAD TO THE HOST. THE HOST INITIATED 
THE 'UNIT OF WORK' WITH BB. 

40-00603 

NOTE 

THE HOST HAS THE OPTION OF GOING DIRECTLY 
TO 2, THAT IS, SKIPPING THE BID. HOWEVER, 
THERE IS A POSSIBILITY OF BID REJECTION 
WHICH WOULD RESULT IN RESENDING THE DATA 
ASSOCIATED WITH 2. 

Figure 7-8. Bracket/Chain -- Host Initiated 
(without contention) 

7-47 



3274 
HOST SLU TYPE 2 

1 OPERATOR STARTS 

• BID 
~ 

ENTERING DATA. 

.. -RSP 08IB • 2 

FIC BB .. 3 OPERATOR INITIATES .. • ENTER OPERATION 
(PRESSES ENTER). .. LIC CD • 

• OIC EB 
~ .. 1 OPERATOR STARTS 

ENTERING DATA. 

=>< BB .. 4 OPERATOR INITIATES : : ENTER OPERATION 
BID 

.. -RSP 0813 • 
.. LIC CD • 
• OIC EB 

~ 

1 INITIAL CONDITIONS: SESSION ESTABLISHED AND BOTH ENDS ARE IN 
BETWEEN BRACKET STATE. THE FIRST OPERATOR KEYSTROKE PUTS THE 
TYPE 2 SLU IN THE SEND (BUT NOT TRANSMITTING) STATE. 

2 THE TYPE 2 SLU WILL REJECT A BID (OR BB) WITH 08IB, RECEIVER 
IN TRANSMIT MODE. 

3 THE OPERATOR INITIATES AN ENTER OPEATION: FOR EXAMPLE, HE PRESSES 
THE ENTER KEY. THE TYPE 2 SLU BEGINS A BRACKET AND TRANSMITS THE 
OPERATOR-ENTERED DATA. 

4 WHEN THE OPERATOR PRESSES THE ENTER KEY, TYPE 2 SLU GOES TO IN 
BRACKET (INB) STATE. TYPE 2 SLU BEGINS A BRACKET AND STARTS SEND~ 
ING DATA. THE HOST END HAS SENT A BID (OR BB) BEFORE THE TYPE 2 
SLU FIRST CHAIN ELEMENT WAS RECEIVED. . THE TYPE 2 SLU REJECTS THE 
BID (OR BB) WITH 0813. THE SENSE CODE DIFFERS FROM REFERENCE 2 
BECAUSE THE BRACKET CHECK IS MADE BEFORE THE HDX STATE CHECK. 
IN ~FERENCE 2, THE BRACKET CHECK WAS GOOD. 

40·00604 Figure 7-9. Bracket/Chain -- Host/SLU Contention 

7-48 



3274 
HOST SLU TYPE 2 

• FIC • 
.. MIC • 

SIGNAL 1 • • 
.. +RSP • 
• MIC • 
• LIC CD • 

CD 2 

• SIGNAL 3 

.. +RSP • 
NULL RU CD • 

1 THE SLU TYPE 2 RECEIVES SIGNAL WHILE SENDING. THE +RSP IS RE­
TURNED TO ACKNOWLEDGE RECEIPT OF SIGNAL. SIGNAL IS EFFECTIVELY 
TREATED AS A NO-OP, AND SLU COMPLETES SENDING OF THE CHAIN. 
THE SLU TYPE 2 ALWAYS SENDS CD WITH THE END OF A DATA CHAIN. 

2 CD ALLOWS THE SLU TO SEND. THE OPERATOR STARTS KEYING IN DATA. 

3 BEFORE THE OPERATOR INITIATES SENDING OF DATA, FOR EXAMPLE, 
PRESSES THE ENTER KEY, THE HOST SENDS SIGNAL. THE SLU SENDS 
+RSP TO SIGNAL, LOCKS THE KEYBOARD, AND SENDS CD. 

40-00605 
Figure 7-10. Signal from Host 
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3274 
HOST SLU TYPE 

.. FIC 
• 

MIC .. • 
• -RSP .. 

CANCEL .. • 

1 THE TYPE 2 SLU RECEIVES -RSP TO A CHAIN ELEMENT. 

NOTE 

NORMALLY, THE 3274 WILL NOT EXAMINE ANY RESPONSE 
UNTIL THE ENTIRE CHAIN HAS BEEN SENT AND WILL 
THEREFORE NOT SEND CANCEL AS THE RESULT OF RECEIV­
ING A -RSP. HOWEVER, WHEN INBOUND PACING IS IN 
EFFECT, RESPONSES ARE EXAMINED WHEN THE SLU MUST 
RECEIVE A PACING RESPONSE BEFORE CONTINUING TRANS­
MISSION. A -RSP WILL THEN BE DETECTED AND CAUSE 
CANCEL TO BE SENT. 

2 

1 

2 

2 THE TYPE 2 SLU SENDS CANCEL TO DIRECT THE HOST TO DISCARD THE 
CHAIN ELEMENTS ALREADY RECEIVED. THE SLU GOES TO RECEIVE STATE, 
WAITING FOR HOST/RECOVERY ACTION. 

40-00606 
Figure 7-11. Cancel, SLU Type 2 Sending 
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HOST 
3274 SLU 
TYPE 1 OR 3 

FIC BB • 
-RSP 0814 • 

RTR • 
• FIC BB 

1 THE PRINTER ASSOCIATED WITH THE SLU TYPE 1 OR 3 IS NOT 
AVAILABLE BECAUSE A LOCAL COpy IS BEING DONE. CONSE­
QUENTLY, THE SLU TYPE 1 OR 3 CANNOT HONOR THE HOST BB 
(OR BID). 

2 THE SLU TYPE 1 OR 3 REJECTS BB (OR BID) WITH -RSP X'0814' 
(BRACKET REJECT, RTR TO FOLLOW). 

3 THE PRINTER BECOMES AVAILABLE, AND SLU TYPE 2 OR 3 SENDS 
RTR TO INDICATE TO THE HOST THAT A BRACKET MAY BE STARTED. 

40-00607 

Figure 7-12. RTR -- LU Type 1 or LU Type 3 Send 
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4Q.00608 

3274 
HOST SLU TYPE 2 

FIC 
'4 • 

MIC • .. 
SHUTD • .-
+RSP 1 

'4 • 
'4 

MIC • 
LIC CD 

'4 • 

OIC EB • 
SHUTC • 2 

• UNBIND 3 

1 THE SLU TYPE 2 IS ALERTED THAT THE HOST WANTS TO SHUT DOWN. 
HOWEVER, A SYNCHRONIZING EB MUST BE RECEIVED BEFORE EFFECT­
ING SHUTDOWN. 

2 THE SLU GOES INTO SHUTDOWN; THAT IS, INBOUND NORMAL FLOW 
(INCLUDING SIGNAL) IS INHIBITED. 

3 THE HOST TERMINATES THE SESSION. 

NOTE 

THE HOST COULD CLEAR THE CONDITION AND 
CONTINUE BY SENDING CLEAR, SDT INSTEAD 
OF TERMINATING THE SESSION. 

Figure 7-13. Shutdown/Shutdown Complete 
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7.2.4 Request Maintenance Statistics Command 

The Request Maintenance Statistics (REQMS) command is sent by the SSCP to 

the 3274 PU to request that specific network management information be returned 

via the RECFMS request. REQMS is sent on the normal flow and has the HS header 

X'410304'. The 3274 PU responds to the REQMS requests for Link Test Statistics 

(Type Code X'OI'), Summary Error Data (Type Code X'02'), Communication Adapter 

Data (Type Code X'03'), and EC Levels (Type Code X'05'). The 3274 PU returns a 

positive response to the REQMS and then returns the maintenance statistics 

requested via a RECFMS request unit. The format of the REQMS request unit is 

as follows: 

Bytes 

Bytes 

Bytes 

3-4 

5-6 

7 

3-4 

5-6 

7 

3-4 

Link Test Statistics 

X'OOOO' 

Reserved -- contents of this field are echoed in 
REQFMS response. 

Bit 0 -- reset indicator (when 1, reset counters 
after REQFMS is sent) 

Bits 1-7 -- Type code = '0000001' 

Summary Error Data 

'0000' 

Reserved -- contents of this field are echoed in 
REQFMS response. 

Bit 0 -- Reset indicator (when 1, reset counters 
after REQFMS is sent) 

Bits 1-7 --Type code = '0000010' 

Communication Adapter Data 

X'OOOO' 

5-6 Reserved -- contents of this field are echoed in 
REQFMS response 

7 Bit 0 -- reset indicator (when 1, reset counters 
after RECFMS is sent) 

Bits 1-7 -- Type code = '0000011' 

7-53 



Byte 3-4 

5-6 

7 

EC Levels 

X'OOOO' 

Reserved -- contents of this field are echoed in 
REQFMS response 

Bit 0 -- always 0 

Bits 1-7 -- Type code = '0000101' 

Possible negative response to REQMS is .Sense = X'080COOO', this is 

returned when the type .code is not supported. Another negative response pos­

sible is X'10030000' "Function Not Supported" if RU-O through RU-2 is not 

equal to X'410304'. PU "not active" X'8008' is sent if the PU is not active 

when the REQMS is received. Record Formatted Maintenance Statistics (RECFMS) 

is sent by the 3274 PU to the SSCP to communicate pertinent network management 

information. It is sent in response to REQMS, in w~ich case the format of 

the RECFMS RU is dictated by the type code received in REQMS. The format of 

the RECFMS request units supported are as fo~lows: 

Byte 0-2 X'410384' 

(The remaining bytes of the RU depend on the type code.) 

3-4 

7 

8-11 

12-13 

14-15 

16-17 

Link Test Statistics 

X'OOOO' 

bit 0, solicitation indicator: 
1 = solicited; sent in reply to REQMS 

bits 1-7, type code: B'OOOOOOl' 

Station ID: bits 0-11 block no. of sending PU 
bits 12-31, specified ID of sending PU = 
X'01700000' 

Reserved: Always 0 

Counter: The number of times the secondary SDLC station 
has received an SDLC Test command. 

Counter: The number of times the secondary SDLC station 
has transmitted an SDLC Test command -- always 0 

(All counters in binary) 
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Bytes 3-4 

5-6 

7 

X'OOOO' 

Summary Error Data 
(Never Sent Unsolicited) 

Reserved contents of this field are echoed in 
REQFMS response. 

bit 0, solicitation indicator: 
1 = solicited, sent in reply to REQMS 

bits 1-7, Type code: B'0000010' 

8-11 Station ID: bits 0-11, block no. of sending PU 

12-13 

14 

15-16 

17-18 

19-20 

Reserved 

bits 12-31, specific ID of sending PU = 
X'01700000' 

Summary counter validity mask: 
bit 0, set to 1 product check counter is valid 
bit 1, set to 1 communication check counter is valid 
bit 2, set to 1 SNA error counter is valid 
bits 3-7, reserved and is always 0 

Reserved and is always 0 

Machine check counter (Incremented on: invalid tumble 
table address, invalid keyboard character, PTS control 
unit to printer controller LRC error, error status 
returned from printer controller) 

Communication check counter (Incremented on: receipt 
of SDLC DISK command, invalid Nr count received, incon­
sistent mapping field received, inconsistent sequence 
number field received, PU not active sense returned, 
any communication adapter data counter incremented, and 
invalid C' field received) 

NOTE 

When one of the Summary Counters 
reaches its maximum value, it 
stays at that value until reset 
by a request from the host. 
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Bytes 3-4 

5-6 

7 

Communication Adapter Data 

X'OOOO' 

Reserved -- contents of this field are echoed in 
REQFMS response. 

Bit 0, solicitation indicator 
1 = solicited, sent in reply to REQMS 
1-7, Type code: B'OOOOll' 

8-11 Station ID: Bits 0-11, block no. of sending PU 

12-13 

14 

15 

16 

17 

18 

19 

20 

Bits 12-31, specific ID of sending PU 
X'01700000' 

Reserved and is always 0 

Adapter type: X'Ol' SDLC link adapter 

Communication adapter counter validity mask, byte 1 
bit 0, set to 0, nonproductive timeout 

Receive Overrun counter is not valid. 

bit 1, set to 1 idle timeout counter is valid 
bit 2, set to 0 write retry counter is not valid 
bit 3, set to 1 overrun counter is valid 
bit 4, set to 1 underrun counter is valid 
bit 5, set to 1 connection problem counter is valid 
bit 6, set to 1 FCS error counter is valid 
bit 7, set to 1 primary station abort counter is valid 

Commmunication adapter counter validity mask, byte 2 = 

bit 0, set to 1 command reject counter is valid 
bit 1, set to 1 DeE error counter is valid 
bit 2, set to 1 write timeout counter is valid 
bit 3, set to 0 invalid status counter is not valid 
bit 4, set to o I/O machine check counter is not valid 
bits 5-7 Reserved and are always 0 

Reserved and is always 0 

X'5F' 

X'EO' 

Non-productive Timeout/Receive Overrun Counter, always 0 

Idle timeout counter, incremented when communications 
timer from host times out 

Write retry counter, always 0 
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Bytes 

Bytes 

21 

22 

23 

24 

25 

26 

27 

28 

3-4 

5-6 

7 

Overrun counter, incremented on receiving oversize frame 
or overflow of internal IOCQ entries 

Underrun counter, incremented on receipt of error transmit 
status from SOLC adapter 

Connection problem counter, incremented on receipt of 20 
ROLs, XIOs, or CMORs 

FCS error counter, incremented on receipt of FCS in error 

Primary station abort counter, incremented on receipt of 
abort 

Command reject counter, incremented on transmission of 
SOLC command reject (CMOR) 

OCE error counter, incremented on receipt of error status 
from SOLC adapter on receive order line error, and receive 
device not ready status 

Write timeout counter, incremented when transmit order to 
SOLC adapter times out 

X'OOOO' 

Reserved 
response. 

EC Levels 

contents of this field are echoed in REQFMS 

Bit 0, solicitation indicator 
1 = solicited, sent in reply to REQMS 

bits 1-7, Type code: B'0000101' 

8-11 Station 10: bits 0-11, block no. of sending PU 

12-13' 

14-72 

bits 12-31, specific 10 of sending 
PU = X'01700000' 

Reserved and are always a 

Implementation defined data describing configuration 
level: 

x' 00 64 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 0000 
00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 
10 00 10 00 00 00 00 00 00 00 00 00 00 00 00' 

The counters returned within the RECFMS request types 1, 2, and 3 are cleared 
after being returned in response to REQMS if bit a of bytes 7 indicate so. 
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NOTE 

Messages to the SSCP are not sequenced or 
paced, always require a definite response, 
and are always in EBCDIC. 

7.3 Session Error Reporting 

A protocol has been established for the reporting of transmission errors 

and processing errors during sessions. When the host program or the SLU is the 

receiving LU, errors are reported by returning a negative response to the send­

ing LU, with descriptive sense data included. 

The format of the four-byte sense data RU, sent with a negative response, 

is as follows: 

o 

System 
Major Code 

I 

Sense 
Modifier 

2 or 3 

User 
Sense 

Byte 0 of the sense RU is bit-encoded to reflect one of six transmission 

error categories, as follows: 

Byte a in Hex 

'80' 

'40' 

'20' 

, la' 

'08' 

'00' 

Major Code 

Path Error 

RH Error 

State Error 

Request Error 

Request Reject 

User-Defined Error 

Byte 1 of the sense data RU is a binary modifier that further defines the 

error condition. The modifier encoding is unique to each major code. 

Bytes 2 and 3 are zero. 
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NOTE 

All negative responses cause the 3274 to 
enter ERPI state and await further action 
by the host. 

7.3.1 SNA Sense Modifier Codes 

Each major error code has modifiers for further description in sense byte 1. 

The modifier codes supported and the controller or terminal condition causing 

the negative response to be returned are described in Table 7-3. 

Sense 
Byte 
One 

Table 7-3. SNA Sense Modifier Codes 

Description 

Path Error X'80' 

X'04' 

X'05' 

X'08' 

X'09' 

X'OF' 

Unrecognized DAF 

The DAF received in the TH was not configured on the system. 

NO Session 

A Bind has not been received or accepted by the 3274. 

A request other than Bind is sent to an SLU which has already 
accepted a Bind, and the OAF is not X'OO' or the OAF in the 
accepted Bind. 

PU Not Active 

The 3274 has not received or accepted an ACTPU, or a control 
condition caused an internally generated DACTPU. 

LU Not Active 

The 3274 has not received or accepted an ACTLU, or control 
condition caused an internally generated DACTLU. 

Invalid Address Combination 

A request was addressed to the PU (DAF = X'OO'), and the OAF 
was not SSCP (OAF = X'OO'). 
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Sense 
Byte 
One 

RH Error X'40' 

X'06' 

X'07' 

X'OA' 

X'OF' 

Table 7-3. SNA Sense Modifier Codes (Cont) 

Description 

Exception Response Not Allowed 

LIC carried exception response when Bind specified definite 
response. 

Definite Response Not Allowed 

LIC carried definite response when Bind specified exception 
response or LIC carried definite response. 

No-Response Not Allowed 

A chain element did not have DRl, DR2, or the exception bit 
set to 1. 

Format Indicator Not Allowed 

An FM request received by the 3274 indicated formatted 
header included. 

State Error X'20' 

X'OI' 

X'02' 

X'03' 

X'04' 

X'OS' 

Sequence Number Error 

The sequence number of the normal flow request did not match 
the number expected by the 3274. 

Chaining Error 

Chain elements were out of protocol sequence. 

Bracket State Error 

A Bracket state error occurred. 

Direction Error 

A normal flow without begin bracket was received while the 
3274 was in Send state. 

Data Traffic Reset 

An FM or DFC request was received before an SDT was received 
or accepted. 
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Sense 
Byte 
One 

Table 7-3. SNA Sense Modifier Codes (Cont) 

Desoription 

Request Error X'10' 

X'03' 

X'05' 

X'07' 

Function Not Supported 

Unsupported Session Control Request 
Unsupported Data Flow Control Request 
SIGNAL Code is not X'OOOI0000' 
Network Control Request 
FM Data Stream 
Invalid Command 
Unsupported Fields in the RH 

Data Following a Read, RM, RMA, or EAU command 
For LU Type 3, any Read, RM, or RMA command 

Parameter Error 

Invalid address following SBA, RA, or EUA order or SCS 
parameter error 

Category Not Supported 

An FMD request from the SSCP was received by an SLU 
which is a printer. 

An unsupported network service message received 

Request Reject X'08' 

X'OI' 

X'02' 

Resource Not Available 

LU Type 2 -- A printer is not allowed by the Author­
ization Matrix. 

For LU Type 1 or 3, Bind reject because printer is 
authorized for Local mode only. 

For LU Type 1, outbound pacing algorithm is overrun. 

Intervention Required (on principal device) 

For LU Type 1 or 3, printer condition such as end of form, 
paper jam, printer cover up, or hold timeout 
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Sense 
Byte 
One 

Table 7-3. SNA Sense Modifier Codes (Cont) 

Description 

Request Reject X'08' (Cont) 

X'OS' 

X'06' 

X'07' 

X'OA' 

X, 11' 

X' 13' 

X, 14' 

X, IS' 

Session Limit Exceeded 

A Bind was received whose OAF' differs from the PLU already 
bound. 

PLU Unavailable 

The operator has attempted to logon to an application not 
resident in the host. 

Subsidiary Device Temporarily Not Available 

For LU Type 2, a printer to be copied to is in Bracket on 
an LU Type 1 or 3 session, or an operator has depressed the 
DEVICE CANCEL key. 

Permission Rejected 

Break 

Display or printer power is off. The SSCP will not be noti­
fied when the device power is on. 

Sent on LU Type 1 when the operator deselects the printer 
and depresses the CANCEL key, if a chain has not completed 
printing. 

Bracket Bid Reject -- (No RTR) 

Returned by LU Type 2 to a BID with Begin Bracket if the 
display has won contention and started a bracket 

Bracket Bid Reject (RTR to follow) 

For LU Type 1 or 3, the printer is busy with local copy from 
a display. RTR will be returned when the printer becomes 
not busy with local copy. 

Function Active 

Bind reject if the same OAF' already has an accepted Bind to 
the SLU 
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Sense 
Byte 
One 

Table 7-3. SNA Sense Modifier Codes (Cont) 

Description 

Request Reject X'08' (Cont) 

X'lB' 

X'lC' 

X'21' 

X'29' 

X'2B' 

X'2D' 

X'2E' 

Receiver in Transmit Mode 

The SLU is Between Bracket but a Data key has been depressed. 

An FM message was received from the SSCP while the display 
was owned by the PLU-SLU session. 

An SSCP FM message is rejected if local copy is taking place 
while the SSCP-SLU session owns the display. 

Request Not Executable 

The 3274 has a nonrecoverable error. 

Invalid Session Parameters 

Bind parameters do not match the 3274 Bind checks. 

3274 rejects an ACTPU or ACTLU if FM/TS profile byte is 
mpt X'OI' 

Change Direction Required 

A 3274 Read-type command was received without a Change 
Direction, or with an End Bracket. 

Presentation Space Integrity Lost 

An operator has cleared the display by switching to SSCP-SLU 
session and returned to PLU-SLU session. 

SLU Busy 

LU Type 2 display is owned by SSCP-SLU session. 

Intervention Required at Subsidiary Device 

For LU Type 2, a printer being copied to from a host­
initiated print has intervention required type error. 
Refer X'0802'. Printer power off or not attached to the 
controller is included in this category. 
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Sense 
Byte 
One 

Table 7-3. SNA Sense Modifier Codes (Cont) 

Description 

Request Reject X'08' (Cont) 

X'2F' 

X'30' 

X'31' 

X'43' 

Request Not Executable because of LU Subsidiary Device 

ForLU Type 2, a printer being copied to has a nonrecover­
able error. 

Resource Not Available 

The device does not have a SYSTEM REQUEST key. 

LU Component Disconnected 

This response is returned if the device attached to the 
3274 cannot be contacted by a device poll. This is due 
to device power off, cable detached from the controller 
part, or connecting cable broken. 

Required Function Manager Synchronization Not Supplied 

For LU Type 2 or 3 chains having the print bit on must 
be definite response, or exception response chain must 
carry CD. 
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7.3.2 Logical Unit Status (LUSTAT) 

LUSTAT provides a means for the SLU to report exception conditions or status 

when the SLU is not in Receive state (a negative response is used when the SLU 

is in Receive state). The following are the CD settings that accompany LUSTAT 

and the state changes, if any, that occur: 

SLU State when 
LUSTAT Sent 

BETB 

ERPI 

Send 

CD 
Setting 

CD may be set 

CD not set 

CD set for 
principal device 

CD not set for 
subsidiary device 

State 
Change 

None 

None 

To Receive 

Inbound LUSTATs are sent with exception response by the 3274. 

The.followin,g status codes will be used by 3274 to send information to the 

PLU,oilthe PLU"':SLU session (Table 7-4). 
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Value 

X'OOOIZOOO'* 

X'00020000' 

X'08ICZOOO'* 

X'082BOOOO' 

X'08310000' 

X'080IZ000' 

Table 7-4. LUSTAT Values 

Explanation 

Device now available; presentation space integrity 
is not destroyed 

Device has received CD, but has no input mechanism 

Component Failure; Permanent Error 

Device available; presentation space integrity lost 

Principal device is powered off or disconnected 

Printer has been removed from configured status 

* Where Z specifies whether the status refers to the principal or subsidiary 
device. (Refer to subsection 7.2.7 fora description of principal and sub­
sidiary devices.) The value of Z is de·fined as follows: 

LU Type 1 Principal (printer) Z = 0 

LU Type 2 Principal (display) Z = D 

LU Type 2 Subsidiary (printer) Z = B 

LU Type 3 Principal (printer) Z = 0 

The priority of these status codes, in low to high order is assigned as: 
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NEGATIVE 
RESPONSE CODE 

0802 

0807 

082D 

082E 

0831 

Tl 

00010000 
082BOOOO 
081COOOO 
08310000 

NA 

NA 

NA 

082BOOOO 
081COOOO 

LUSTAT Returned 

LU Type LU TYPE 
T2 T3 

OOOlDOOO 00010000 
082BOOOO 082BOOOO 
081CDOOO 081COOOO 
08310000 08310000 

0001BOOO NA 
0801BOOO 
081CBOOO 
081CDOOO 

0OO1DOOO NA 
082BOOOO 
081CDOOO 

0001BOOO NA 
0801BOOO 
081CBOOO 
081CDOOO 

082BOOOO 082BOOOO 
081CDOOO 081COOOO 

Definition: (S,*R) = Send State, ERPI state, or BETB state. 

SSCP 

NA 

NA 

NA 

NA 

NA 
NA 

The upper section of the above illustration shows the LUSTAT codes that are 

returned to indicate recovery from the negative response condition listed in the 

left column. The. lower section lists the LUSTAT codes that .are used to report 

an SLU error condition instead of .a negative response. The Xsshow the sessions 

that use the code points. 

The usages of LUSTAT are as follows: 

Definition: (S,*R) = Send State, ERPI state, or BETB state, for all LU 

types, when the 3274/6 has sent -RSP with X'0802' or X'082E' and this condition 

is reset, LUSTAT with X'OOOIPOOO' will be sent: Where the value P is X'OI' for 

LU Type 1 or 3, X'D' for LU Type 2 principal (display), and X'B' for LU Type 2 

subsidiary device (printer). 
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If the presentation integrity is lost while an X'0802' condition exists, 

LUSTAT with X'082BOOOO' will be sent instead of X'OOOIPOOO' when the X'802' 

condition is reset. 

For LU Type 2, when the 3274 SLU has sent -RSP with Secondary component 

c-7 available (X'0807') and this condition is reset, LUSTATwith X'OOOlBOOO' 

will be sent. 

For LU Types I and 3 supported by the 3274, the LUSTAT X'00020000' will 

be sent to the PLU when the 3274 accepts a normal flow request carrying CD. 

For LU Type 2, when the 3274 has sent -RSP (Device Busy) (X'082D') to a 

PLU request because of session ownership change from PLU to SSCP, a LUSTAT 

with X'082BOOOO' will be sent to the PLU when returning to PLU-SLU session. 

For LU Type 2, when 3274 has sent -RSP (Device Busy) (X'082D') to a PLU 

because the SLU is busy executing 'a local copy, the 3274 sends LUSTAT 

X'OOOlDOOO' component now available to the PLU when the busy condition clears. 

For LU Type 2, if a 3274 in (S,*R) state finds a permanent error in the sub­

sidiary device, the deterioration of the previous condition will not be reported. 

Instead, LUSTAT X'OOOlBOOO' will be sent, and the next outbound request will be 

rejected with the proper sense code. 

For LU Type 2, if the 3274 in (S,*R) state finds the subsidiary device has 

been configured from Local or Shared mode to System mode, LUSTAT X'0801BOOO' 

will be sent if a PLU copy request has not been cancelled. The next outbound 

request will be rejected with the proper sense code. 
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~ ...... 
....... 
N 

UNITED STATES I/O INTERFACE CODE, EBCDIC 

00 01 10 11 

Bits Hex 1 00 01 10 11 00 01 10 11 00 01 10 11 00 01 10 11· 

4567 ~ a 1 2 3 4 5 6 7 8 9 A B C D E F 

0000 0 NUL DLE SP & - -j+ '" I 

{ } \ 0 
--

0001 1 SOH SBA / I a A J 1 

10010 2 STX EUA SYN I b k s I B K S 2 

0011 3 ETX IC I c 1 t I C L T 3 

0100 4 I d m u I D H U 4 

0101 5 PT NL I e n v I E N V 5 

0110 6 ETB I f 0 wi F a w 6 

0111 7 ESC EOT I I g p x I G P X 7 

1000 8 I h q y I H Q y 8 

1001 9 EM I i r z I I R Z 9 
-.--.-- -------
lOla /I. r. I I : -
lOll II . $ , 1/ ! 
1100 C FF DUP RA < • % @ 

1101 D SF ENQ NAK ( ) , 
-

1110 E FM + ; > = 

1111 F ITB SUB I -. ? .. 
- - -

Character code assignments other than those shown above are undefined. If an undefined character 

code is programmed, the character will be displayed as a space. The character displayed by the 

PTS 3274 for a given undefined character code may be different for other devices. 

NOTES 

1. DUP key code -- displayed as *, printed as * 
2. Field mark code -- displayed as T, printed as * 
3. NL code -- displayed as ~, printed as a J 
4. EM code -- displayed as ~, printed as an (underline) 

on Model 3401 or +- on 3412 printers 

Bits 0,1 

Bits 2,3 

Hex 0 
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UNITED STATES I/O INTERFACE CODE -- ASCII 

b7 0 0 0 0 1 1 1 1 
b6 0 0 1 1 0 0 1 1 

bS 0 1 0 1 0 1 0 1 

b4 b3 b2 bl 

~ 
0 1 2 3 4 5 6 7 

1 1 1 1 Hex 1 ! -
0 0 0 0 0 NUL DLE SP 0 @ P " I p 

0 0 0 1 1 SOH SBA I 1 A Q a q 

0 0 1 0 2 STX EUA .. 2 B R b r 

0 0 1 1 3 ETX IC /I 3 C S c s 

0 1 0 0 4 EaT RA $ 4 D T d t 

0 1 0 1 5 ENQ NAK % 5 E U e u 

0 1 1 0 6 SYN & 6 F V f v 

0 1 I 1 1 7 ETB , 7 G W g w 

1 0 0 0 8 ( 8 H X h x 

1 0 0 1 9 PT EM ) 9 I Y i Y 

1 0 1 0 A NL3 SUB • · J Z j · z 

1 0 1 1 B ESC + · K [ k I { , 
1 1 0 0 C FF DUpl < L \ l' I I , I 

1 1 0 1 D SF - = M ] m I l 
1 1 1 0 E FM2 . > N 1\ n l....vo 
1 1 1 1 F ITB / ? 0 0 I -

Character code assignments o~her than those shown above are undefined. If an 

undefined character code is programmed, the character will be displayed as a 

space. The character displayed by the PTS 3274 display for a given undefined 

character code may be different for other devices. 

NOTES 

1. DUP key code -- displayed as * , printed as * 
2. Field mark code -- displayed as ; , printed as * 
3. NL code -- displayed as ~, printed as a ] 

B-l/2 

I 
I 
I 
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I 
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