






























































































































































































































































































































































































$CORPprogname 

where "progname" is the name of any pro-

gram known to be stored on the input master file. 

No other information (except for an F in the 

option field for a full directory) is specified on 

the director, which is followed immediately by 

the $END director. This director causes the 

File Update program to read the input master 

file and produce the directory on the SYST device. 

6. 1. 1. 4 Replace Program Director ($REPP), 

The REPlace program director specifies that a 

program on the master file is to be replaced by 

the program whose source or object code imme­

diately follows the director. The permissible 

formats of the director are diagramed below: 

Field 1 Field 2 Field 3 Field 4 Field 5 

$REPP old option(s) 
program 
name 

old new option(s) comment 
program program 
name name 

The $REPP identifier must appear in Field 

1, and the name of the program to be replaced 

must appear in Field 2. Field 3 may optionally 

specify a name to be assigned to the new pro­

gram. If a name is specified in Field 3, Field 5 

may optionally specify a comment to be carried 

in the header record that the File Update program 

will create for the new program. If Field 3 does 

not contain a name, no new header record will be 

created. 

The source or object records of the new pro­

gram must immediately follow the $REPP 

If object records are to be read, the B 

option must be specified and the last object record 

must be a multi-punched 2- 7- 8- 9 record (standard 

object end of file mark). 
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ti, 1. 2 Data Line Directors 

These directors specify actions to be taken 

for one or more lines within a given program 

named on an immediately preceding $CORP 

program director. There are three data 

line directors: the INSert director, the DELete 

director, and the REPlace director. The 

generalized format of the data line directors is 

shown below: 

Field 1 Field 2 Field 3 

$xxxt:. line line 
number number 

where: 

INS 

Field 1 contains one of the 4- character 

identifiers for the three directors, each of 

which begins with a $ in record position 1 

and ends with a blank character in position 

5, The specific action to be performed is 

indicated by the three intervening alphabetic 

characters (xxx), which must be one of the 

following: 

specifies that one or more data lines 

are to be inserted in the program. 

DEL specifies that one or more data lines 

are to be deleted from the program 

REP specifies that a data line is to be re­

placed by one or more data lines. 

Field 2 contains the logical line number 

(positions 6- 9) after which new data lines 

are to be inserted, or the first line to 

be replaced or deleted. 

Field 3 contains the logical line number 

(positions 14- 17) of the last data line to 

be deleted. 



The logical line numbers are kept within the 

File Update program. That is, the program 

associates a number with each line in any given 

source or object program on the input master 

file. For source programs, the line number 

will be maintained according to the order of 

appearance of source statements. That is, the 

File Update program will associate numbers 

from 1 to n with each source statement read 

from the file. 

6. 1. 2. 1 Insert Data Line Director ($INS). The 

INSert data line director specifies that the data 

line(s) immediately following it are to be inserted 

in the existing program following the specified 

logical line number. The format of the director 

is shown below: 

Field 1 Field 2 

$INS6 line 
number 

The $INS identifier must appear in Field 1, 

and be fol.lowed by a blank. 

Field 2 must contain the correct line num­

ber following which the data line(s) are to be in­

serted. The data lines must immediately follow 

the INSert director. 

6. 1. 2. 2 Delete Data Line Director ($DEL). 

This director specifies that one or more existing 

line.a in the subject program are to be deleted. 

The format of the director is shown below: 

Field 1 Field 2 Field 3 

$DELLI line 
.number 

line line 
number number 
1 n 
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The $DEL identifier must appear in Field 1, 

and be followed by a blank. Field 2 must con­

tain the logical line number of the single line to 

be deleted or the first logical line number of a 

series of lines that is to be deleted. If only one 

line is to be deleted, Field 3 is not used. If a 

series of consecutive lines is to be deleted, 

Field 3 must contain the logical line number of 

the last line to be deleted. 

When a $DEL data line director is read by 

the File Update program, the specified lines 

are skipped when the program named on a 

$CORP program director is written on 

the output master file. 

6. 1. 2. 3 Replace Data Line Director ($REP). 

The format of this director is shown below: 

Field 1 Field 2 Field 3 

$REPll line 
number 

The $REP identifier must appear in Field l, 

followed by a blank. Field 2 must contain the 

logical line number of the single line to be re­

placed. The replacement lines must follow 

the $REP director. 

6. 1. 3 END Director ($END) 

The END director signals the end of the in­

put data stream to the File Update program. It 

is written in record positions 1-4 in Field 1 

simply as 

$END 

When the program reaches the END director, it 

copies the remaining portion of the master input 

file to the master output file. It then produces a 

file directory (unless it has been suppressed by 

the N option on a program director record) and 

terminates processing. 



6. 1. 4 EOF Director ($EOF) 

The EOF director causes an end of file 

record (IEOF) to be written on the master output 

file. This will be followed by the production of a 

file directory (unless it has been suppressed by 

the N option on a program director record) and 

the processing terminates. This director is 

intended to be used when initially putting pro­

grams on the master output file using the $INSP 

director. If used, it takes the place of the $END 

director, which also copies the remainder of the 

master input file. 

o. 2 File Update Program Outputs 

There are three standard outputs from the 

File Update Program: 

• The updated master file on the Logic Unit A 

(LOGA) device, containing all correctly 

submitted corrections and programs. 

• 

• 

A listing on the SYST device of all updates 

submitted to the File Update program, with 

embedded error printouts indicating any 

illegal input directors and the cause of the 

error conditions. 

A printout on the SYST device of the file 

directory, unless it was suppressed by the 

N option on a program director. 

The file directory contains the program 

name for each program on the master file. This 

information is printed in the exact order in which 

the associated program appears on the updated 

master file. Nonstandard outputs may be re­

quested via the option designator Lin Field 4 of 

program directors as described earlier in this 

section. 
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Section 7. DISC SUPPORT PROGRAMS 

7. 1 Disc Volume Preparation Program 

This program initializes a new disc for use 

in the PTS-100 system. It may also be used to 

erase the information on an old disc to prepare 

it for reuse. A disc must be preprocessed with 

the Disc Volume Preparation program whether 

it is to be accessed by physical or logical input/ 

output. 

The Disc Volume Preparation program per­

forms three functions: 

• 

• 

• 

Accepts from the card reader a set of para­

meters describing the desired format of the 

disc. 

Formats and checks the disc surface. The 

program executes the Write Address opera­

tion on each track of the disc surface, checks 

whether each track can be read without error, 

and issues messages indicating any tracks 

that cannot be read. 

Writes out the Volume Label and makes an 

initial entry in the Volume Directory. 

This program assumes that the disc is to 

have 320 data bytes per sector, and 20 sectors 

per track. The number of tracks per cylinder 

and number of cylinders per disc are variables, 

which are accepted as parameters. 

Disc Volume Preparation is a standalone 

program; it does not use the IOCS monitor. All 

input and output for the disc, the card reader, 

and the serial printer are handled directly at the 

physical level. 

7. 1. 1 Input to the Disc Volume Preparation 

Program 

Input consists of a set of six free form para­

meters read by the card reader. Each parameter 

value is preceded by an identifying keyword. All 

six of the parameters listed in table 3-8 must be 

specified; they may be punched on any number of 

cards. If several parameters are punched on one 

card, they must be separated by commas. The 

parameter cards must be followed immediately.by 

a card with /* punched in columns 1 and 2. 

Table 3-8. Disc Volume Preparation Program Parameters 

Parameter 

Disc drive number 

Volume serial m1mber 

Address of start of Volume 
Directory 

Last cylinder in Volume 
Directory 

Number of tracks per 
cylinder 

Number of cylinders per 
disc 

Keyword and Value 

DRIVENO=n 

VOLSER=aaaaaa 

VOLDIRSTRT= 
nnn/nn/nn 

VOLDIRLAST= 
.nnn 

TRACKS:::nn 

CYLINDERS :::nnn 
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Description 

n is a number from 0 to 7, designat­
ing the drive address to be formated. 

aaaaaa is any six characters used to 
identify the disc. 

The parameter value is a disc address 
in the form cylinder /track/ sector. 
The Volume Directory will start at this 
address. 

nnn is the last cvlinder number to be 
assigned to the Volume Directory. 

nn is the number of tracks per 
cylinder on the disc to. be processed. 

nnn is the total number of cylinders 
on the disc to be processed. 



7. 1. Z Disc Volume Preparation Program Output 

The major output is a disc on .which all 

tracks have had correct addresses written and 

with all tracks checked to see that they can be 

read and written. For each track that cannot be 

read and written correctly, the following mes­

sage is printed on the serial printer~ 

BAD TRACK nnn/nn 

where nnn/nn is cylinder /track. 

As part of the output, the Volume Label is 

written on the disc at location cylinder 0, track 

0, sector O. It has the following format: 

Volume serial number 6 bytes 

Address of start of Volume 4 bytes 
Directory 

Last cylinder number in Z bytes 
Volume Directory 

Highest track number in Z bytes 
cylinder (track number 
is in bits Z-4) 

Highest cylinder number in disc Z bytes 

Unused remainder of sector 

7, 1. 3 Processing 

The processing done by the Disc Volume 

Preparation program can be separated function­

ally into three segments: pa.rameter input, for­

mating and checking, and volume initialization. 

7. 1. 3. 1 Parameter Input. Input cards are read 

until a card is found with*/ in columns I and Z. 

As each card is scanned, the six keywords are 

isolated and identified, 

If the keyword is not recognized, the serial 

printer prints out the message UNRECOGNIZED 

KEYWORD, followed by the word as read from 

the card. 

If the parameter keyword is recognized, a . 

routine is entered for converting (if necessary), 
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checking.; and storing the value. If the value is 

outside permissible limits, the serial printer 

prints out the message PARAMETER ERROR, 

followed by the keyword. 

7. l, 3. Z Formating and Checking the Disc 

Surface. Using the parameters disc drive num­

ber, tracks per cylinder, and cylinders per pack, 

the entire disc surface is formated by means of 

the Write Address operation, If this is not suc­

cessfully completed, it is retried three times be­

fore a BAD TRACK message is written on the 

serial printer. 

Afterthe Write Address operation is performed 

for each track, an attempt is made to read each 

sector in the track, to see that it is all zeros. If 

not, the read is retried three times before a BAD 

TRACK message is written. 

7.1. 3. 3 Volume Initialization. Using the para­

meters provided on the input cards, the Volume 

Label is written. Also, an end-of-directory 

record is written at the beginning of the Volume 

Directory area. 

7. Z Disc Allocator Program 

The Disc Allocator assigns disc space to 

files, extends the disc area allocated to files, and 

deletes files. It must be used in connection with 

the logical IOCS for disc. Before any file can be 

written or read through the logical input/output, 

it must be allocated on a disc by the Disc Allocator 

program. If a disc is to be accessed by means of 

phY:sical input/output only, it is not necessary to 

process it with the Disc Allocator program. 

Prior to running the Disc Allocator the disc 

must be initialized by means of the Disc Volume 

Preparation program. Disc Volume Preparation 

writes the Volume Label, from which the Disc 

Allocator obtains the Volume Directory limits, 

the number of tracks per cylinder, and the num­

ber of cylinders per disc. 



The program operates from free form keyword 

type parameters read from the card reader. 

7. 2. 1 Input to Disc Allocator Program 

Input consists of free form parameters read 

by the card reader. Each parameter value is pre­

ceded by an identifying keyword. Different com­

binations of parameters are required, depending 

on the function being requested and the file organ­

ization involved. 

Several files may be allocated in one program 

run. A new file is indicated by the appearance of 

a FILENAME parameter. All parameters follow­

ing that one, up to the END card or another FILE­

NAME parameter, are assumed to apply to the 

same file. 

Except for the FILENAME parameter, the 

parameters may appear in any order. If several 

parameters are punched on one card, the para­

meters must be separated by commas. The last 

parameter card must be followed by a card with 

/* punched in columns 1 and 2. 

Table 3-9 lists the parameters, their key­

words, their permissible values, and rules 

governing their .use. 

7. 2. 2 Disc Allocator Program Output 

The Disc Allocator has two outputs: one to 

the disc and one to the serial printer. The output 

to the disc consists of an entry in the Voll!l.me 

Directory (in the format shown in subsection 

7. 2. 2. 1) and of the file area itself, which is 

initialized to zeros. The output to the serial 

printer consists of the messages listed in sub­

section 7. 2. 2. 2. 

7. 2. 2. 1 Disc Allocator Entries in Volume 

Directory. Each entry in the Volume Directory 

contains the following ten fields: 

(1) Banner word (2 bytes): 

0000 16 if unused 

0001 16 if active 

FEDc16 if end of directory 

(2) File name (10 bytes). This is the name by 

which the file is always accessed in programs 

that manipulate it. It is assigned by the user, 

and can contain any characters. 

(3) First cylinder number in file (2 bytes). 

(4) Last cylinder number in file (2 bytes). 

(5) File organization (2 bytes): 

K = random organization with keys 

N = random organization without keys 

S = sequential organization. 

(6) Number of sectors per block (2 bytes); applies 

to random access only. 

(7) Record siz~ (2 bytes). This is the number of 

bytes per record; it must be an even number. 

(8) Whether record is fixed or variable in length 

(2 bytes): 

F =fixed 

V =variable 

(9) Address of start of overflow area (2 bytes); 

applies to random files only; 0 signifies no 

overflow area. 

(10) Reserved for expansion (26 bytes). 
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Parameter 

:file name 

Drive number 

Function 

First cylinder 
in ·file 

Last cylinder 
in file 

File 
or ganiza ti on 

Record type 

Record size 

Overflow 
cylinder 
address 

Table 3-9. Disc Allocator Program Parameters 

Keyword and Value 

FILENAME = aaaaaaaaaa 

DRIVENO = n 

{
NEW} FUNG TION = EXT 
DEL 

FIRSTCYL = nnn 

LASTCYL = nnn 

FILEORG ={n 
RECTYPE ={~} 

RECSIZE = nnn 

OVERFLOW = nnn 
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Use 

The file name must be the first parameter 
in a group of parameters applying to a par­
ticular file. The parameter value can con­
sist of any characters, and any number of 
characters up to ten. 

n is a number from 0 to 7, identifying the 
device number on which the disc is mounted. 
If this yarameter is omitted, device number 
0 is assumed. 

The function parameter indicates whether a 
file is being allocated (NEW), extended 
(EXT), or deleted (DEL). This parameter 
must always be present. 

This parameter identifies the first (lowest) 
cylinder number to be allocated to the file. 
It must, be present whenever FUNCTION =NEW. 

This parameter identifies the last (highest) 
cylinder number to be allocated to the file. 
For random files, it includes the overflow 
area, if any. This parameter must be 
present whenever FUNCTION =NEW or EXT. 

This parameter indicates whether a file is 
random organization with keys (K), random 
organization without keys (N), or sequential 
organization (S). This parameter must be 
present whenever FUNCTION= NEW. 

This parameter specifies whether the records 
in a file are fixed (F) or variable (V) in length. 
Only F may be specified for random files. If 
this parameter is omitted, F is assumed. 

This parameter gives the number of bytes per 
record and must be an even number, It must 
be present whenever FUNCTION =NEW and 
RECTYPE = F. 

This parameter indicates the lowest cylinder 
number of the overflow area for a type K file. 
The overflow area extends from this cylinder 
to the last cylinder in the file (LASTCYL). 
This parameter should be included only when 
FUNCTION= NEW and FILEORG = K. If the 
overflow parameteris omitted, it is assumed 
that there is no overflow area. 



7. 2. 2. 2 Disc Allocator Output to Serial Printer. 

The Disc Allocator program outputs the following 

messages to the serial printer: 

FILENAME = aaaaaaaaaa 

This message is printed whenever a new 

FILENAME parameter is read. The file 

name identifies the file to which the 

following message applies. 

UNRECOGNIZED KEYWORD keyword 

PARAMETER ERROR keyword 

PARAMETER OMITTED keyword 

VOLUME DIRECTORY OVERFLOW 

FILE NAME ALREADY USED 

FILE AREA UNAVAILABLE 

FILE NOT FOUND 

BAD TRACK nnn/nn (cylinder /track) 

7.2.3 Processing 

The processing done by the Disc Allocator 

program can be separated functionally into four 

segments: parameter input, check of Volume 

Directory against parameters, entry of parameters 

into Volume Directory, and initialization of new 

file area to zeros (with a read check). 

The first program segment reads and checks 

the parameters. Each card is scanned, and in the 

process each keyword is updated and identified. 

If the keyword is not recognized, or if the value is 

outside its permissible limits, an error message 

is printed. When all the parameters for one file 

have been read, the resulting parameter table is 

examined to see if all required parameters have 

been specified. 

printed. 

If not, an error message is 

The second segment checks the Volume 

Directory against the parameter list to see if the 

requested action can be performed. It checks to 

see that a new name is unique, that specified file 

limits do not conflict with any existing file, and 

that there is room in the Volume Directory for a 

new entry. 

The third segment makes the necessary entry 

in the Volume Directory. This may be a deletion, 

a new entry, or an alteration to an old entry.) de­

pending on what function was requested. 

The fourth segment initializes the new file 

area to zeros and checks that it can be read back, 

issuing an error message if it cannot be. 

7. 3 Disc Dump Program 

The sole function of the Disc Dump program 

is to produce a printed listing of data on all or a 

selected portion of any disc unit is use with the 

PTS-100. The output is listed on the serial 

printer in either hexadecimal or ASCII notation, as 

specified by the input directives. All dump para­

meters are input from a display or teletypewriter 

keyboard in response to program messages. As 

indicated in Figure 3-10, the PTS-100 Disc Dump 

program is a standalone program; it does not use 

the roes monitor. 

DISC DUMP 
UTILITY 
PROGRAM 

DISC 
DRIVE 

SERIAL 
PRINTER 

Figure 3-10. Disc Dump Flowchart 
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PTS-100 DISK DUMP 

BYTE 

0000 AAD4C8C9 D3AOC9D3 
0040 i)403AOBI BOBOAOC4 
0080 AAC5C9D4 CBC502AO 
0120 C8C5A003 C5D2C9Cl 
0160 AACFD2AO C5CED4C9 
0200 C5C7C9CE CEC9CEC7 
0240 AACID2C5 C1AOD4CF 
0280 CCC5D4D9 DOC5ACAO 

PTS-100 DISK DUMP 

BYTE 

ocoo *THIS IS A SAit.PL 
0080 *EITHER IN HEXAD 
0160 *OR E1~TI RE SECTD 
0240 *AREA TO BE DUMP 

HEX EXAMPLE 

CYLINDER 0050 TRACK 0 SECTOR 0000 

AOCIAOD3 Cl CDDOCC C5AOCFC6 AOD4C8C5 AOCFU504 i.JOD5D4AO CFC6AOD4 C8C5AODO 
C9D3C3AO C4D5CODO AEAOAOC9 D4AOC3CI CEAOC2C5 AOCCC9D3 D4C5C4AO AOAOAOAO 
C9CEAOC8 C508C1C4 C5C3C9CD Cl CCAOCF D2AOC9CE AOCID3C3 C9C9ACAO CFCEAOD4 
CCAOOOD2 C9CED4C5 D2AEAOAO DOCID204 C9Cl CCAO D3C5C304 CFD203AO AOAOAOAO 
D2C5AOD3 C5C3D4CF D2D3AOC3 CICEAOC2 C5AOC4D5 CDDOC5C4 AEAOAOD4 C8C5AOC2 
AOCICEC4 AOC5CEC4 C9CEC7AO CIC4C4D2 C5DJD3C5 D3AOCFC6 AOD4C8C5 AOAOAOAO 
AOC2C5AO C4D5CDDO C5C4AOCI D2C5AOC5 CED4C502 C5C4AOCF CEAOD4C8 C5AOD4C5 
C9CEAOD4 C8C5AOC6 CFD2CDAO C309CCC9 CEC4C5D2 AFD4D2Cl C3CBAFD3 C5C3D4CF 

Figure 3-11. Disc Dump Listing in HexadecimalNotation 

ASCII EXMPLE 

CYLINDER 0050 TRACK 0 SECTOR 0000 

E OF THE OUTPUT OF THE P TS-100 D ISC DU!,\P . IT CA N BE LIS TED 
ECIMAL 0 R IN ASC II, ON T HE SERIA L PRINTE R. PART !AL SECT ORS 
RS CA;~ 8 E DUMPED . THE B EGI N.~ING AND El'ID I NG ADDR ESSES OF THE 
ED AR::: E lfft'.RED 0 N THE TE LETYPE, IN THE F OR:,\ CYLI 1'-JDER/TRA CK/SECTO 

Figure 3-12. Disc Dump Listing in ASCII Code 



7. 3. 1 Disc Dump Program Assumptions 

• 

The PTS-100 Disc Dump program assumes: 

Discs with two tracks per cylinder. 

The "dump to" address is greater than or 

equal to the "dump from" address. If this 

is not true, the program will dump to the end 

of the disc. 

0 The user always responds to the IDENTIFICA­

TION request by typing any 20 characters .on 

the display or teletype keyboard. 

7. 3. 2 Input to the Disc Dumping Process 

After loading the Disc Dump program, if the 

display keyboard is going to be used to input 

directives the following sequence must take place: 

1. User strikes any key on the display key­

board to be used to input the directives. 

2. The display reads: 

CHARS PER LINE/NO OF LINES 99/99= 

3. User responds by typing a two-digit deci­

mal number representing the number of 

characters on one line of the display, 

followed by another two-digit decimal 

number representing the numbet of lines 

on the display. 

When the teletypewriter is used for input 

the process begins with step 4. 

4. The Disc Dump program issues seven 

messages to the display or teletype, each 

expecting a response. The sequence of 

messages and permissible response 

directives are as follows: 
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Program Message 

DEVICE ADDRESS = 

FROM CYLINDER 
TRACK SECTOR 
999/99/99 = 

TO CYLINDER 
TRACK SECTOR 
999/99/99 = 

HEX/ASCII= 

PARTIAL SECTOR 
999 OR ALL= 

IDENTIFICATION = 

User Types Reply 

one-digit drive address 
(0-7) 

cylinder, track, and 
sector data (in format 
indicated) of dump start 
location; leading zeros 
required 

cylinder, track, and 
sector data (in format' in­
dicated) of dump end 
location; leading zeros 
required 

HEX for hexadecimal 
output, or ASC for 
ASCII output 

three-digit byte count 
for partial sector dump; 
or ALL for full record 
dump 

20 characters to appear 
in the heading of the dump 
for identification purposes; 
any character is allowed 

After the user has typed 20 characters 

following the IDENTIFICATION message, the disc 

will be dumped as directed. At the completion of 

the dump, the following message will be written 

on the teletype or display: 

Program Message 

END OF DUMP ? = 

User Types Reply 

Y will terminate the Disc 
Dump program. 
N will call up the fir st 
message listed above and 
reenter the dump cycle. 

If the user types an invalid reply to any pro­

gram message, the message is reissued. The 

display version of the disc dump can be termin­

ated at any point by depressing the CANCEL key. 



7. 3. 3 Disc Dump Output 

The Disc Dump program generates three 

types of print lines on the listing. As shown in 

Figures 3-11 and 3-12, the first print line is the 

header, which appears once; this is the 20 char­

acters that the user typed in reply to the 

IDENTIFICATION message. The second type of 

print line has the format: 

BYTE CYLINDER TRACK SECTOR 

and appears for each disc sector dumped, indicat­

ing the cylinder, track, and sector numbers. 

BYTE is the heading for a byte number, which 

will be the left-most entry on each following de­

tail print line. 

The third type of print line is the detail line, 

containing the dumped data. Four or eight de­

tail lines will be printed per sector, depending 
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on whether hexadecimal or ASCII representation 

was specified. Eight lines will be printed for 

hexadecimal notation, and four lines for ASCII 

code. Each line will begin with the byte number 

of the first byte to be printed on the line, followed 

by 80 printed characters. (For hexadecimal 

notation the byte numbers on the eight lines will 

be 0, 40, 80, 120, 160, 200, 240, and 280; for 

ASCII code the byte numbers will be O, 80, 160, 

and 240.) Format of the detail lines is as follows: 

9999* xxxxxxxx xxxxxxxx xxxxxxxx .. i. 

Padding characters (X 100 1) within a sector will be 

suppressed from the printout when full sectors 

are being dumped. 

* Byte number of the first byte of the follow-
ing printed characters. 



Section 8. CASSETTE UTILITY PROGRAM 

This program provides a method of storing 

on, deleting, copying, positioning, and printing 

the contents of cassette magnetic tape files. 

The Cassette Utility program may be directed 

to perform the following functions: 

• 

• 

• 
• 
• 

• 

Copy all or parts of one cassette magnetic 
tape to another. 

Forward or backspace one tape a specified 
number of records. 

Position a cassette tape to a specific record 
located by matching a keyword. 

Rewind a tape to its beginning. 

Print a specified number of records from 
one tape. 

Read cards from the card reader and write 
information to a tape. 

• Print the input directives, 

The input directives can be keyed on any 

2260 display keyboard, but all inputs must be 

keyed from the same one, 

CARD 
READER 
(OPTIONAL> 

TELETYPE 
PRINTER 
(OPTIONAL) 

CASSETTE 
UTlLITY 
PROGRAM 

The Cassette Utility program requires the 

roes monitor for all input and output data and 

device assignments. Peripheral devices that 

may be called by the program include: 

Logical Name 

SYSD (LUN3) 

SYST (LUNS) 

SYSO (LUN6) 

LOGS (LUNB) 

LOG9 (LUN9) 

Description 

Card reader. Used to read in 
cards as requested by a Write 
directive (see subsection 8.2.6). 

Serial printer. Used option­
ally to print directives and 
for Edit function printing (see 
subsection 8. 2. 2). 

Display keyboard. Used to 
enter directives. 

Magnetic tape cassette for 
performing the requested 
operation. 

Teletypewriter printer, Used 
optionally to print directives 
and for Edit function printing 
(see subsection 8, 2. 2). 

The system flow is shown in Figure 3-13. 

DISPLAY 
SCREEN 

SERIAL 
PRINTER 
(OPTIONAL) 

MAGNETIC 
TAPE 
CASSETTES 

Figure 3-13. Cassette Utility Program Flowchart 
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8. 1 Input and Output Devices 

This program can have three types of inputs: 

input directives keyed by the operator .on the dis­

ply keyboard, one of four cassette files, and 

optionally the card reader (for the read-to-tape 

function), Output will be to one of four cassette 

files and optionally to the teletypewriter and/or 

serial printers if printout is requested of the 

directives or files. 

8. 2 Operator Input 

The Cassette Utility program is loaded using 

the Absolute/Relocating Loader program. After 

loading, the operator activates the program by 

striking any key on any of the display keyboards 

connected to the PTS-100 system. The message 

NC/CPL/DO/LO will then appear on the display 

associated with the keyboard in use, 

The operator should respond on the same 

keyboard by keying the following hexadecimal 

information (using the symbol I as a separator): 

Message 

Number of characters 
on screen (NC) 

Characters per 
line (CPL) 

Device on which keyed 
directives are to be 
listed (DO): 

no listing 
serial printer 
teletype 

Device on which file 
records are to be 
printed as output of 
Edit function (LO) 

no listing 
serial printer 
teletype 

Decimal 

480 
960 

1920 

40 
64 
80 

Hexadecimal 

IEO 
3CO 
780 

28 
40 
50 

00 
05 
09 

00 
05 
09 

These must be followed by the ENTER key, 

signifying end of message. A typical operator 

response to NC/CPL/DO/LO might be: 

3C0/40/09/05 ENTER 
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signifying a 960 character screen, 40 characters 

per line, printout of keyed directives on the tele­

typewriter, and printout of the file records on the 

serial printer. 

The program then displays on the screen the 

following listing of functions, their command 

formats, and the request for input. 

FUNCTION COMMAND 

COPY C/F/T/NNNN 

EDIT E/#/NNNN/M 

FORWARD SPACE F/#/NNNN 

BACKSPACE B/#/NNNN 

REWIND R/# 

WRITE W/#/M 

SEARCH s I# /SSSS /VVVV 

REqUEST? 

The operator responses are described in detail 

in the following subsections. He must depress 

the ENTER key to indicate end of message. He 

may also use.the backspace and forwardspace 

keys to edit his input before entering it. Depress -

ing the CANCEL key will terminate the function 

at the end of the next cassette Read operation. 

8. 2. 1 Copy Function 

The Copy function is used to copy one 

cassette tape to another. No rewind of either 

tape is performed. Therefore the tapes must be 

positioned (using Forward Space, Backspace, 

Rewind, or Search functions) previous to the 

Copy function. The keyboard entries necessary 

for this function are: 

C/F/T/NNNN 
where 

C = Copy function 

F "from" cassette drive number (0, 1, 2 
or 3) 

T = 11to 11 cassette drive number (0, l, 2 or 3) 

NNNN = number of records. 

The Copy function will stop when it has copied 

NNNN records or it encounters lEOF in positions 

l through 4 of a record, on the "from" tape; the 

lEOF will be copied to the "to" tape. 



8. 2. 2 Edit Function 

The Edit function is used to print a specified 

number of records from any one of four cassette 

tape units on a serial printer or teletypewriter 

printer. The printout may be hexadecimal or in 

ASCII code. The keyboard entries necessary for 

this function are: 

where 

E 

# 

E/#/NNNN/M 

Edit function 

cassette drive number (0, 1, 2, or 3) 

NNNN = number of records 

M mode (H = hexadecimal, A =·ASCII) 

The printed output will include the tape record 

number of the record being printed. 

8. 2. 3 Forward Space Function 

The Forward Space function is used to 

position any cassette tape forward a specified 

number of records. The keyboard entries 

neces sarv for this function are: 

F/#/NNNN 

where 

F Forward Space function 

# cassette drive number (O, 1, 2, or 3) 

NNNN number of records 

8. 2. 4 Backspace Function 

The Backspace function is used to position 

any cassette tape backward a specified number 

of records. The keyboard entries necessary for 

this function are: 

B/#/NNNN 
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where 

B Backspace function 

# cassette drive number (0, 1, 2, or 3) 

NNNN number of records 

8. 2. 5 Rewind Function 

The Rewind function is used to position any 

cassette tape to its beginning. The keyboard 

entries necessary for this function are: 

RI# 

where 

R Rewind function 

# = cassette drive number (0, 1, 2, or 3) 

8. 2. 6 Write Function 

The Write function is used to read either 

Hollerith or binary information from punched 

cards and to write the information unblocked onto 

any magnetic tape cassette unit. The keyboard 

entries necessary for this function are: 

W/#/M 

where 

W = Write function 

# cassette drive number (0, 1, 2, or 3) 

M = mode (H = Hollerith, B = binary) 

The Write operation begins with the first card 

read. The end of file card for Hollerith has 

lEOF punched in columns 1 through 4; lEOF is 

copied onto the tape. The end of file card for 

binary has a 2-7-8-9 punch in column l; this is 

not written to the tape. 



8. 2. 7 Search Function 

The Search function is used to position a 

cassette tape at a certain record. The program 

reads the tape until it encounters a specified key. 

The keyboard entries ne'cessary for this function 

are: 

$I# /SSSS /VVVV 

where 

S = Search function 

# = cassette d,rive number (0, 1, 2, or 3) 

SSSS = starting position of the key in hex 
(0000 is the first position in the 
record) 

VVVV = value of the key in ASCII (up to 15 
characters long) 

If lEOF is read on the tape before the key is 

found, the message NOT FOUND will be dis­

played on the screen, 
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8. 3 Error Messages 

If the keyed function cannot be completed, 

one of the following error messages will be dis­

played: 

Error Message 

READ ERROR 

CASSETTE NOT 
OPERATIONAL 

KS NOT 
OPERATIONAL 

SP NOT 
OPERATIONAL 

CR NOT 
OPERATIONAL 

END OF TAPE 

KEYBOARD ERROR 

NOT FOUND 

Meaning 

Unable to read cassette 
record. 

Cas.sette tape not in drive, 
or cassette not working. 

Teletypewriter printer not 
working. 

Serial printer not working. 

Card r~ader not working. 

Have reached end of tape. 

Keyboard not working. 

On search, value was not 
found. 
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PART 4. PTS-100 MACRO LIBRARY FILES 

Section 1. SYSTEM MACRO LIBRARY FILE 

The System Macro Library file is a collec­

tion of all the generalized, source- coded 

routines used to create a user- specialized Input/ 

Output Control System (IOCS) monitor. That is, 

the System Macro Library file contains all of the 

optional and standard routines that may be in­

corporated into an IOCS monitor to be created 

for any given user of a PTS- 100. Any routine 

on the System Macro Library file may be called 

by the System Generator (SYSGEN) program, 

which generates macro call statements accord­

ing to user- specified system descriptions. The 

SYSGEN macro call statements are written onto 

an Assembler-formatted file, which is input, 

along with the System Macro Library file, to a 

PTS-100 Assembler run, and processed by the 

macro processor phase to produce specialized 

IOCS monitor routines. 

Presented on the following pages are de­

tailed descriptions of the macro routines com­

prising the roes monitor, and the manner in 

which they are specialized to create a unique 

version of the monitor. The purpose of these 

descriptions is to indicate to the user the intri­

cate relationship and structure of the various 

parts of the monitor and the technical require­

ments that must be met if additions or altera­

tions 'are to be made to the IOCS monitor 

supplied by Raytheon Data Systems. 

1. 1 System Cells Macro Routine (#IMSCP) 

This macro routine causes the IOCS moni­

tor's global communications (system cell) area 

to be initialized in decimal locations 0- 12 7. 

That is, it sets up the cross- reference area via 

which routines within the monitor can be 

accessed by other monitor routines. Specifically, 

this routine establishes the origin of the monitor 
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at location 0, reserves communications areas, 

identifies symbols used in monitor routines 

other than itself, and assigns the addresses of 

all monitor service routines, some of which are 

OPEN LUN, CLOSE LUN, EXIT, IN!Tialization, 

and IOACT. The system cells routine is always 

called by the SYSGEN program, which generates 

the call 

$6 #IMSCP 

Since there is no actual argument list supplied in 

this macro call, and no dummy arguments in the 

routine, the entire #IMSCP routine is incorpo­

rated in the IOCS monitor being generated. 

1. 2 Interrupt Packet Initialization Macro 

Routine (#IMIP) 

This macro routine is called by the SYSGEN 

program to effect the creation of the interrupt 

packets of the IOCS monitor. The routine con­

tains specialized coding for interrupt packets 

for interrupt levels 0 and 9, and generalized 

coding for the packets of the external interrupt 

levels l - 8 and the parity interrupt level 10, as 

shown in Figure 4- 1. 

Notice that the generalized coding for the 

interrupt packets contain dummy arguments in 

the form 

E 
n, N' 00 

This type of dummy argument specifies that the 

macro routine statement in which it appears is 

to be omitted from the specialized routine if the 

nth actual argument inthe associated macro call 

statement is equal (Ej or not equal (N) to the 

value 00. The associated macro call generated 

by the SYSGEN program is shown below: 



'i#IMIP 
*********************************************************************** 
*********************************************************************** 
* 
* INTERRIJPT PACKETS 
* 
*********************************************************************** 
*********************************************************************** 
* 
* #IT I P0 

* 
#IT!Pt 

* #IT I P2 

* 
#IT IP4 

* 
#ITIP!i 

* 
#ITIP6 

* 
#ITIP7 

* 

RFSV,0 
RFSV,0 
AflC 
INR 

RFSV,lil 
RESV,0 
AOC 
ADC 
lNR 

RESV,()t 
RFSV,()t 
AOC 
AOC 
INR 

RFSV,PI 
RfSV,()t 
AflC 
ADC 
!NR 

RFSV,PI 
RfSV,()t 
AflC 
ADC 
INR 

RESV,VI 
RfSV,0 
AflC 
AOC 
INR 

RFSV,C'I 
RESV,0 
ADC 
AOC 
INR 

RESV,C'I 
RESV,.111 
ADC 
ADC 
INR 

? 
2 
#IYCLK 

2 
2 
#lXSR! 
•+? 

2 
::> 

#lXSR2 
•+? 

2 
;> 

#IXSR3 
•+::> 

2 
2 
11lXSR4 
•+? 

2 
2 
~IXSR5 

•+2 

2 
2 
#IXSR6 
•+2 

2 
2 
#!XSR7 
•+2 

TITffs-Rfsv,·Pi-- ::i 
RESV,QI 2 
ADC #lXSR8 
ADC •+2 
INR 

• 

OLD PC FOR LEVEL 0 
OLD LEVEL ANO Cl:l 
CLOfK SERVICE ROUTINE 
INTFRRUPT RETllR'N 

OUl PC FOR LEVEL 
OLD LEVEL ANO CA 
LEVFL 1 SERV!Cf ROUTINE 
IGNORE INTERRIJPT 
INTFRRllPT RETURN 

OLD PC FOR LEVEL 2 
llLD LEVEL Af\10 C'l 
LEVFL 2 SERVICE ROUTINE 
IG~IDRE INTEPRllPT 
INTFRRllPT RETURN 

nLn PC FOR LEVEL 3 
OLD LEVEL ANfl CK 
LfVFL 1 SERVICF ROUTINE 
IGl\JORE l~ITERRIJPT 

INTFRRIJPT RETURN 

llLD PC FOR LEVEL 4 
OUl LEVEL AND CK 
LFVFL 4 SERVICE ROIJTINE 
IGNllRE INTERRUPT 
TNTFRRIJPT RETURN 

OLD PC FOR LEVEL ~ 

OLD LEVEL AND C>I 
LEVFL 5 SERVICE ROUTINE 
IGNORE INTERRUPT 
INTERRUPT RETURN 

OLD PC FOR LEVEL 6 
OLD LEVEL AND Cl3 
LEVEL n SERVICE ROUTINE 
IGNORE INTERRUPT 
INTFRRllPT RETURN 

OLD PC FOR LEVEL 7 
OLD LEVEL AND CA 
LEVFL 7 SERVICE ROUTINE 
IGNORE INTERRUPT 
INTERRUPT RETURN 

OLD.Pc ·Fall TE:VE't.: a 
OLD LEVEL AND CB 
LEVEL A SERVICE ROUTINE 
IGNORE INTERRUPT 
INTERRUPT RETURN 

#ITIP9 RESV,0 2 
RESV,0 2 

--- -·---··oLDPCFOR-fEVET9_ .. 

Ao·c- ·· lifuMsc · 
.... - ~~ ~._v !."'·· ?_ 

• 

OLD LEVEL AND CB 
MONfTOR StR~iCE ~iLL 
SPARE 

#lTIPA RESV,111 2 OLD PC FOR LEVEL 1111 
RESV,111 2 OLD LEVEL AND CB 
ADC #lVPAR PARITY ERROR RETURN ------·-•oc·--.-.2-· ----· -IGNORE-INTERRUPT __ _ 
INR .... JtiJ"~R~U_!'_!__Bg_T.!:1_~~ ___ .... -·---- -- -- -Sl<fP----p·-·- ·- --·-- --·· 

END 

ROUTINE 

rt,E,i;rnJ 
(),N,0Cil) 

(2,E,i;rnJ 
(2,N,0VI) 

(J,!:.,01~) 
(3,N,Vli?I) 

(4,E,0Cill 
(4,N,00) 

(5,E,00) 
(5,N,0111) 

(6,E,00) 
(6,N,0111) 

C7,E,00J 
(7,N,00) 

(8,E,111111) 
~8,N,00) 

(10,E,111111) 
··· ·c1111;N',00i 

Figure 4-1. Generalized Coding of the Interrupt Packet Initialization Routine 

4: 1-2 



The actual arguments, Arg1 through Arg10, 

correspond to the interrupt levels 1 through 10. 

l'hat is, the first argument in the list pertains to 

external interrupt level 1, the second to interrupt 

level 2, etc. The 9th argument is a default argu­

ment to cause an interrupt packet to be generated 

for level 9, the interrupt level at which the 

monitor runs. The level 10 packet is generated 

only if an argument other than 00 appears in 

position 10 of the #IMIP call. The argument list 

is generated by SYSGEN to indicate whether or 

not one or more devices have been assigned to 

the interrupt levels, as specified on the ASGP 

directive. Thus, if a device is assigned to 

interrupt level 1, the first argument's value is 

01. In this manner, the remaining arguments 

indicate both the level and assignment of devices 

to the level. If no device assignment has been 

specified for a given interrupt level, SYSGEN 

generates an actual argument of 00 for the 

corresponding position of the argument list. 

When the $ 6. #IMIP macro call is processed 

by the Assembler's macro phase, the arguments 

are read and inserted in a table in the order of 

their appearance in the list. The #IMIP macro 

routine is then located in the System Macro 

Library file and the specialization of the routine 

is performed. The first step in processing is to 

write the coding for the level 0 interrupt packet 

onto the IOCS output file. The coding for packet 

1" is then read. The first two statements are 

written onto the output file. The third statement 

contains the dummy argument (1, E, 00 ). To 

specialize this statement, the processor com­

pares argument 1 in the argument table w"ith the 

specified value 00. If the two values are equal, 

the ADC statement is omitted from the special­

ized interrupt packet. That is, if the argument 

value is 00, no device has been assigned to this 

interrupt level, hence no service routine will 

be generated for the interrupt level. Statement 

4 in the packet coding contains the dummy argu­

ment (1, N, 00). When the statement is selected 
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for processing, the actual argument 1 is com­

pared to 00, and if they are not equal the state­

ment is omitted from the interrupt packet coding 

that is written onto the output file for the IOCS 

monitor being created. Thus, the coding of 

interrupt packets 1 through 8 specifies that either 

statement 3 or 4, but not both, is to be included 

in the specialized coding, depending on whether 

or not a device assignment has been specified 

for the corresponding interrupt level. 

The interrupt packet for level 9 contains no 

dummy arguments, and is therefore written onto 

the output file of the monitor. 

The interrupt packet for level 10 is special­

ized with the address constant statement assign­

ing the address of the parity routine if the value 

of actual argument 10 in the macro call state­

ment is other than 00. The value of actual 

argument 10 is assigned in the SYSGEN CALL 

directive which specifies the optional Parity 

Error Routine, as described in subsection 1. 20. 

1. 3 LogicalIO Control Table Macro Routine 

(#IMCTL) 

The IO Control Table (IOCT) of the IOCS 

monitor consists of two parts: the logical- to­

physical device pointers and the Physical Control 

Blocks (PCBs). The logical-to-physical pointers 

portion of the table is created by the Assembler 

via specialization of this macro routine. The 

logical-to-physical pointers portion of the IOCT 

will contain 13 one-word entries containing the 

logical unit name, the identifier of the physical 

unit assigned to the logical unit, and the logical 

unit number (LUN) of thcit particular device. 

That is, for any given IOCS monitor, 13 logical 

units may be assigned to actual physical devices. · 

Eight logical units may be assigned for the use of 

systems programs (e.g., the Assembler, the 

loaders, the debug and dump programs, etc.). 

Five logical units may be assigned for use of 

applications programs. The names of the 



system- reserved logical units begin with the 

characters #!SYS, followed by an additional 

character which denotes the use of the unit by 

systems programs. The names of logical units 

that may be assigned for applications programs 

begin with the characters #!LOG. The logical­

to- physical pointers are developed from user­

specified physical device identifiers on the ASGL 

directive in the SYSGEN input deck. That is, 

the ASGL directive may assign from one to 13 

devices to logical units by entering the device 

identifiers in the order in which they are to be 

assigned to logical units in the IOC T. If no 

physical device is to be assigned to a logical 

unit, the user indicates the omission by three 

zeros in the corresponding position on the ASGL 

directive. When the SYSGEN program analyzes 

the ASGL directive, a macro. call is generated in 

the format: 

where the Ds are device identifiers, described 

?#IMCTL 

in the detailed discussion of the·PCBs in the 

following subsection. 

When the Assembler macro processor en­

counters the $ti #IMCLT macro call, it con­

structs an argument·table, enters the D 

arguments in the table in the order in which they 

appear in the call statement list, locates the 

#IMCLT macro routine on the System Macro 

Library file, and specializes the !OCT logical­

to-physical pointers by inserting the table entries 

in the corresponding dummy argument positi.ons 

in the generalized #IMCTL routine, shown in 

Figure 4-2. 

The second portion of the !OCT, the Physical 

Control Blocks, is generated from the general­

ized #IMCTP macro routine, described in the 

following subsection. Notice that the specialized 

#IT(n) address constant becomes 'the label of the 

corresponding PCB for the assigned device. 

*********************************************************************** 
*********************************************************************** 
* 
* IO CONTROL TARLF - LOGICAL 

* 
**********************************************************************~ 
**********************************************************************~ 

* 
* 

pr.vi #lH'lt'll/l 
#lHH'lt'I El'lU #lt'IARS 
#!SCTL EQU * #ISYSF ADC #lT(1) SYSH'.M FILE 
#ISYSI Anc #IT(:>) RYRTEM INPUT 
#ISYSL Anc #lT(3) SYSTF.M LOG 
#!SYSI) AflC #!T(4) SYSTEM DATA 
#ISYSB AflC #IT(5) BINARY INPUT 
#ISYST ADC #ITCl'il LISTING 
#ISYSO AOC #IT(7) SYSTEM OUTPUT 
#!SYSR Al)C #lTCA) SCPATCH 
#lLOGB AnC #ITC9) LOGICAL UNIT 8 
#ILOG9 AOC #ITC10) l OGICAL UNIT 9 
#ILDGA AflC #ITC11) LOGICAL UNIT A 
#ILOGR AnC #lT(12) LMICAL UNrr e · 
#ILOGC AflC #ITC13) LOGICAL UNIT C 

SKIP p 
FND 

Figure 4-2. Generalized Co.ding of the #IMCTL Routine 



l, 4 Physical Control Block Macro Routine 

(#IMCTP) 

The Physical Control Blocks (PCBs) f©rm 

the second portion of the Input/Output Control 

Table in the IOCS monitor, The PCBs are 

seven-word tables that specify the necessary 

information to control the physical devices 

within the equipment configuration. That is, a 

PCB is created for each device to be serviced 

by the monitor, 

The information for each PCB is specified 

in sets of parameters on the ASGP directive 

that is input to SYSGEN. Each set of parameters 

is specified as follows: 

DID, DAD, DIL, DSC, DIM, SEN 

where: 

DID is one of the following: 

• 

• 

• 

the device identifier if this is the only 

device of this type to be attached to a 

multiplex controller. 

the first of a group of identical devices . 

a comma if more than one device of this 

type is attached to a given multiplex con­

troller, as specified by the DIM para­

meter in position 5 of the parameter set. 

DAD is the device hardware address of the 

assigned device. 

DIL is the external interrupt level 1 through 

8 to which the device is being assigned. 

DSC is a two- character code to be used to 

effect the unique identification of the partic-
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ular device's Physical Input/Output Table 

(PIOT). 

DIM is one of the following: 

a comma if the DID parameter specifies 

a device identifier 

the multiplexed device identifier if DID 

is a comma, indicating that two or more 

devices of the same type are attached 

to a given multiplex controller 

SEN is a sentinel specified as one of the 

following: 

a comma if the DIM parameter is a 

comma or if this is not the last device 

of the same type to be attached to a 

given multiplex controller 

an L to indicate that the device identified 

by the DIM parameter just preceding is 

the last device of its type attached to a 

given multiplex controller. 

For each parameter set specified on the 

ASGP directive, the SYSGEN program generates 

a macro call with the parameter set as its 

argument list, as shown below: 

$ !>.. #IMC T P ts DID, DAD, DIL, DSC, DIM, SEN 

At assembly time, the macro processor 

constructs an argument table for the $!>.. #IMCTP 

argument list, locates the #IMCTP macro 

routine on the System Macro Library file, and 

inserts the arguments for each device in place 

of dummy arguments in the PCB generalized 

macro routine, shown below, That is, a PCB is 

created for each device assigned on the ASGP 

directive. 



?#IMCTP 
'* 
•-----PHYSICAL CONTROL ~LOCKS 

'* 
llITCll HFX (3) 

HfX (3) 
( 1 N) 
(I Y) 

HFX 
AOC 
AOC 
RESV,PI 
Ar'>C 
RF'SV,Cll 

1 ( 2) 
iil0(1) 
jjlJ)(5) 

4 
#ITP(4) 
2 

OEVIr.E ADDRESS 
f\EVTCE DRIVEP 
flEVICE DRIVER 
JOCf.l CONTROL 
PIOT AN>RESS 
SPA RF 

( 1 N) 
( 1 Y) 

(6Y) 
(nN) HfX FFFF MPX SENTINEL 

ENI) 

Notice that if the DID parameter is specified, 

the first HEX statement of the generalized rou­

tine is specialized with the DID completing the 

label and the interrupt level (DIL) completing the 

operand field. 

If DID is not specified, the first HEX state­

ment is omitted from the routine and the 

interrupt level is entered as the operand field of 

the second HEX statement. In all cases, the 

DAD parameter must appear and is inserted to 

complete the operand field of the third HEX 

statement. 

The first ADC statement operand is com­

pleted with the DID value, if specified. If it is 

not specified, the statement is omitted from the 

specialized routine. The second ADC statement 

is specialized if the first ADC statement is 

omitted. That is, if the DID parameter is not 

specified, the DIM parameter must be specified 

and is used to complete the multiplexed Device 

Driver Routine address. 

The PIOT address in the last ADC statement 

is specialized with the DSC parameter. If the 

SEN parameter is specified, the last RESV 

statement is omitted from the specialized rou­

tine and the last HEX statement is included. If 

the SEN parameter is not specified, the last 

RESV statement is included and the following 
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HEX statement is omitted when the specialized 

coding is written by the Assembler. 

I. 5 Channel Interface Control Block Macro 

Routine (#IMCCB) 

The #IMCCB macro routine is called once 

for each device assigned to the Channel Interface 

Controller via the ACIC directive input to SYS­

GEN. Each macro call is in the format: 

$6#IMCCB6TAG,CAD,PDAD 

where: 

TAB is the symbolic tag to be assigned to 

the starting location of the CCB for each 

assigned device. 

CAD is the channel address of the device. 

PDAD is the physical address of a specific 

device within a group of devices attached to 

a channel. 

At assembly time, the #IMCCB routine is 

called and a channel control block (CCB) is 

specialized for each device by replacing the 

dummy arguments with the actual arguments in 

the SYSGEN macro call. The generalized coding 

of the #IMCCB macro routine is as follows: 



?#IMCCA 

* 
•-----CIC OFVICF 
* 
#!TC(l) HEX Cl 

HEX 
Al"JC 
RESV,~ 

Al"JC 
Hl="X 

1 ( 2) 
#!DCTci 
4 
#!T0(1) 
0(3) 

C H H 1 NE L A [) [)RF S S 
CIC DEVICE DRIVFR 
rncn CONTROL 
PACKFT ADDRFS!'l 
OEVlCE ADDRESS 

E r-.1 D 

Notice that the first actual argument is used 

to specialize the label of the CCB and also to 

specialize the address constant #ITD(l) for the 

associated device packet. That is, a device 

packet is created for each assigned device. De­

vice packets are created by specialization of the 

#IMCDP macro routine for which SYSGEN gen­

erates the call 

$ 6 #IMCDP6 nn, T 

where: 

nn is the total number of devices attached to 

the CIC (i.e., 16,32,48, or 64), 

T specifies the tumble table to be used. 

For each device specified by nn, a 16- byte 

device packet is created at assembly time. The 

generalized coding of the #IMCDP routine is 

shown in Figure 4- 3. 

The T argument is used to specialize the 

first statement in the #IMCDP routine. This 

first statement is the macro call statement: 

$6 #IMCT(2) 

which causes interrupt tumble tables to be 

created for use of the CIC. There are two 

macro routines which define interrupt tumble 

tables within the System Macro Library file: 

the prototype CIC interrupt tumble table routine 

(#IMCTl) and the production CIC interrupt 

tumble table routine (#IMCT2). The prototype 

routine will be called and inserted in the roes 
monitor being created if the actual value of the 

T argument is 1, and the production routine will 
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be called and inserted if the actual value of T is 

2. The generalized coding of the #IMCTl and 

#IMCT2 routines is shown in Figure 4- 4. 

1. 6 Logical Unit Assignment Macro Routine 

(#IMLAS) 

This macro routine contains only comments, 

and provides user documentation of the logical 

unit assignments within his particular version of 

the IOCS monitor. The coding of the #IMLAS 

macro routine is shown in Figure 4- 5. At 

SYSGEN time, the tags of the Physical Control 

Blocks (PCBs) of the assigned logical units are 

inserted in the place of the associated dummy 

arguments in the comments of the form 

*#IT(n) EQU operand value (nN) 

if a logical unit has been assigned. 

The #IMLAS comments are printed by the 

SYSGEN program. They are not, however, in­

corporated in the assembly-formatted file. 

It is the responsibility of the programer to de­

termine the LUN assignments from the docu­

mentation of his particular IOCS monitor. 

1. 7 Physical Input/Output Table Macro Routine 

(#IMPIT) 

This routine is used to create a Physical 

Input/Output Table (PIOT) area for each device 

assigned on the ASGP directive input to SYSGEN. 

That is, the fourth parameter, DSC, in each set 

of ASGP parameters is used to specialize the 

beginning address (Le., the label) of the PIOT 



'/#IMCDP 
$ •IMCTC2J Cl) 
************************************************************ 
************************************************************ 
* 
* ere DEVICE PACKETS 
* 
~~·********************************************************* 
************************************************************ 
* 
* 
* MrlD 256 
#I TD00I RFSV ,Pl 16 DEVICE PACKET Pl 

Ex DEF #ITDOl"1 
#I TD01 RfSV ,£'! 16 DEVICE PACKET 

EXDFF #IT D'111 
#ITD02 RESV,PI 16 r>EVICE PACKET 2 

EX DEF #ITDP12 
# ITD03 RfSV,OI 1 6 r>EVICE PACKt:T 3 

EXDfF #ITDOl3 
#I TD04 RESV,P! lb DEVICE PACKFT 4 

Ex DEF #ITDOl4 
#lTD05 RESV,OI 16 flEVICE" PACKET 5 

EXDFF # ITDP15 
llITD06 RFSV ,OI 16 r>EVICE PACKET " EX DEF llITD0n 
II ITD07 RfSV ,0 1 6 flEVICE PACKET 7 

EXUEF llITDV17 
t1ITD08 RESV,0 16 flEVICE PACKE.T 8 

EX DEF ttITDVl8 
#ITD09 RE"SV, 0 16 r>EVICE PACKET 9 

EX DEF llITDVl9 
#ITD0A RESV,oi 16 DEVICE PACKET A 

EX DEF # ITDC'IA 
#ITD0R RFSV,vi 16 flEVICE PACKET R 

EX DEF #ITD"1B 
#ITD0C RESV,(11 16 DEVICE PACKET c 

EXDJ=F t1ITD'1IC 
#ITDVID RESV,'1 16 DEVICE PACKET [) 

EXDEF #ITDOID 
#ITDlilE RF S V, (II 16 DEVICE PACKET E 

EX DEF II I TDOIE 
#ITDlilF RESV,'11 16 DEVICE PACKET F 

txbEF --- Ii 1 TDVIF 
* 
#ITD10 RESV,• 16 DEV PACKET 10 [1,E,16) 

EXDEF #ITDl0 Ct,E,16) 
#!TD!! RESV,C'I 16 DEV PACKET 11 (!,E,16) 

EXDEF #!TD!! (1,E,16) 
--tiITDfr RESV~-iii-- i6 --- DEV PACKET 12 (1~E~t6J 

EXDEF tt!TDl2 (t,E,16) 
liitDi3 RESV,V'! 16 DEV PACKET !3 (1,E,!6) 

EXDEF 11ITD13 (1,E,16) 
~!tD14 . RE§V,~ 16 DEV PACKET 14 c1,E,16J 

EXDEF #ITDl4 Ct,E,16) 
~11-x-r-0~1-5~-R-E~S~V~,~..,·--10-------- DEV PACRH"15"- ·-··-·· cw;T6) 

EXDEF #ITD!5 (1,E,16) 
-#ff!fi6-RE§ll~[;J 16 .... DEV PACKET 16 (t,E.16) 

EXDEF #ITD16 (!,E,16) 
-ii1TD17-RESV,V'1--16- - DEV PACKn 17 (1,t;i6> 

ExDEF #ITD17 c1,E.t6) 
#ITDt8 RESV,C'I 16 DEV PA(KETtB ____ (1,E,t6) 

ExDEF #ITD18 c1,E,16) 
-.-rroT9-RESv~0----16- ---- 'i5Ev P-ACl<£T19 (1,E,16) 

ExDEF #ITD19 (t,E,16) 
-IHTDTARESV-;0--T6 ______ ---DEV _P_lCRErfA- - . ff,E,16)·--

EXDEF #ITD!A Ct,E,16) 
~iil-1-r-c~1-B-.;;R,;;E,.;.,S,;:V;.:..,..,,V'l,---;;l..;6c.:...::..::..c..c__ __ .,.D,,,E'"'"V,....,.P'""A..,.C""R"'E ... f.---::1•s------:(:-:le",-.E'"',-;1;-,6,-;),---------

ExDEF #ITD!B c1,E,t6) 
-1ITTU1e- PrE ~"11--To - ---- -ll~ CKE1 n::-- c G 'F,ro-,--

Ex DEF #ITD1C c1,E,16) 

Figure 4- 3. Generalized Coding of the #IMCDP Routine (Sheet 1 of 2) 
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#IT010 RESV,0 16 DEV PACKET tn c1,E,16) 
EXDEF #lTO!D C1,Er16) 

iITOiE W.SV;i'! 16 DEV PACKET iE (1,E.16) 
EXDEF #lT01E (1,Er16l 

#IT01F RF.Sv,0 16 DEV PACKET tF (1,Er16) 
EXDfF #JTDlF (1,Er16) 

#ITD2A RESV,0 16 OP 2A (1,E,16)(1,E,32) 
EXDEF #lTD20 (1,E,16)(1,E,32) 

-#IfD21 RtSV,A 16 OP 'I Ct,E,i6> c1,E,32) 
EXDEF #JTD?1 Ct,E,16)(1,E,32) 

#lTD22 RESV,0 16 OP 22 (t,E,16)(1,E,32) 
EXDEF #lTD22 (1,f,16)(1,E,32) 

#ITD23 RE5V,0 16 OP ?l (1,f,!6)(1,E,32) 
ExDEF #ITD23 c1,E,161c1,E,32) 

#IT02d R~SV,0 16 ·op ?d c1,E,16)(1,E,32) 
EXDEF #lTD24 (1,E,!6)(1,E,32) 

#ITD25 RESV,0 16 OP 25 (t,E,16)(1,E,32) 
EXDEF #lTD25 (t,E,16)(1,E,32) 

#JTD26 RESV,0 16 DP 26 (1,E,16)(1,E,32) 
EXDEF #ITD26 (1,E,!6)(1,E,32) 

~ITD27 RESV,0 16 OP 27 Ct,E,16)(t,E,32) 
EXDEF #ITD27 C1,E,16)C1,E,32) 

#ITD2R RESV,0 16 OP 2R (1,E,16)(1,E,32) 
EXDEF #ITD28 (1,E,16)(!,E,32) 

#ITD2Q RfSV,0 16 ~P 2Q (1,E,16)(1,E,32) 
EXDEf #ITD29 (1,E,16)(1,E,32) 

#ITD2A RESV,A 16 OP 2A (1,E,16)(1,E,32) 
EXDEF #ITD2A (1,E,!6)(1,E,32) 

#JTD2R RESV,0 16 OP ?A (t,E,16)(!,E,32) 
EXDEF #ITD2B (1,E,16)(1,E,32) 

#lTD2C RfSV,0 16 OP 2C (1,E,16)(1,E,32) 
EXDEF #ITD2C Cl,E,16)(1,E,32) 

#ITD2D RESV,0 16 OP ?o (t,E,16)(1,E,32) 
EXDEF #IT02D (1,E,16)(1,E,32) 

#!TD2E RESV,0 16 OP 2E (1,E,16)(1,E,32) 
EXDEF #lTD2E (1,E,16)(1,E,32) 

#lTD2F RESV,0 16 OP 2F (1,E,16)(1,E,32) 
EXPEF #ITD2F (1,E,16)(1,E,32) 

#ITD30 RESV,0 16 OP 30 (1,E,16)(1,E,32)(1,E,48) 
EXDEF #ITD30 (1,E,16lC1,E,32)(1,E,48) 

#ITD31 RESV,0 16 OP 31 (1,E,16)(1,E,32)(1,E,dR) 
EXDEF #ITD31 (1,E,16)(1,E,32)(1,E,48) 

#lTD32 RESV,0 16 DP 32 (1,E,16)(1,E,32)(1,E,48) 
- E..)Ul_EF #lTD32 - c1.E, 16) (1,E,32) ci.E,48) 

#ITD33 RESV,0 16 DP 33 (1,E,16)(1,E,32)(1,E,48) 
EXDEF #!TD33 c1,E,16)(1,E,32)(1,E,48) 

#ITD34 RESV,0 16 DP 34 (1,E,16)(1 1 E,32)(1,E 1 48) 
EXDEF #lTD34 (1 1 E,16)(1,E,32)(1 1 E,48) 

#ITD35 RESV,0 16 DP 35 (1,E,16)(1,E,32)(1,E,48) 
____________ E~_Qff ____ .tl_l03~. C t..._f, 16) ct, E, 3~1-C 1, f,48J 

#ITD36 RESV,0 16 DP 36 C1 1 E 1 !6)(1,E,32)C1,f,48) 
E~DEF_ #ITD36 c1,E,16)(1,E,321(1 1 E,48) 

#lTD37 RESV,0 16 OP 37 (1,Er16)(1,E 1 32)(1,E,48) 
EXPEF .#ITD_37 (l,E,16)(1,E,32)(1,f,48) 

#ITD38 RESV,0 16 OP 38 (1,f,16)(1,f,32)(1,E,48) 
-----~E=X~D~E~F ___ J _ _;[TD3!i_ _____________ LL~.Li!UU.&,..Jil1-.L.L.A!U_ ______ _ 

#ITD39 RESV,0 16 DP 39 (1,E 1 16)(1,E,32)(1 1 E1 48) 
_f:!C>EE __ #ITD39_ H 1 E;_._t6) (1,E,32) Uif;,48) 

#ITD3A RESV,0 16 DP JA C1 1 E,16)(1,E,32)(1,E,48) 
________ EJC_f?_EF ___ jj_l 1-:D_:,A _(1 1 E,16) Cl 1 E: 1 321U,f:_,411_)_ 
#ITD3B RESV,0 16 DP 3B (1,f,16)(1,E,32)(1,E,4!1) 

EXDEF #ITD3B (1,E,16)(1,E,32)(1,E,48) -----
#ITD3C RESVr0 16 DP 3C c1,E,16JC1,E,32)(1,E,48) 

EXDEF #ITD3C ____ ___ _ (1,E,1~_(l_,E,3'1_lJ___1 1 ~_,!!8_1_ _ 
-iiTD3o ___ REsV.0--15----- - DP 30 ·c1;E:,16J(1,E,32)(1,E,48) 
____ --~Q_E_f ___ JHJQ_3_Q_ ____________ _J1__,__;t_J~J_1ll g,_;t2_J O ___ &r!l..81_ ___ _ 

#ITDJE RESV,0 16 DP 3E C1rE,16J(t,E,32JC1rEr48) 
EXDEF #ITD3E c1,E,16>C1,E,32lC1(E,48l 

#ITD3F RESV,0 16 DP 3F Cl,E,16)(1,E,32)(1,E,48) 
___ --~~Q_Ef. ___ ~I_l_D~_E__ ____________ 1 uL_l_6j__t_11 g_, ~41__) 11LE1 ~81_ __ _ 

* 
______ S__Kle ___ f_ ___________________________ -- ------------------- -- -- -

END 

Figure 4- 3. Generalized Coding of the #IMCDP Routine (Sheet 2 of 2) 
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?lilMCTl 
************************************************************ 
************************************************************ 
* 
* 
* 

INTERRUPT TlJMHl.F TAHLES 
PROTOTYPF ere 

************************************************************ 
**********************************************~************* 

* 
* 
•-----TIJMf>LF TARLE 

tiITIT1 

* 
* 

M01) 

RFSV, Cl! 

t. )(l)ff 

?5n 
128 
ttITIT1 

•-----Tl IMflLF. TARLE 2 
?56 MOD 

#ITIT? RFSV,VI 
EX DEF 

* 

t::> 8 
ttITIT2 

SK IP P 
END 

tNTFRRtlPT TlJMAL.E TABLE 1 

JNTFPJ.Wl-'T TllMALE TABLE 2 

?itlMCT2 
************************************************************ 
************************************************************ 
* 
* 
* 

H<HRRlJPT TUMl:lLF TABLES 
PROt>llCTION rte 

************************************************************ 
*****************~****************************************** 

* 
* 
•-----TllMALE TARLE 1 

itITIT1 

* 
* 

M(10 

RESV,111 
ElCDEF 

64 
n4 
lilTIT1 

•-----TllMRLf TAALF 2 
MOL) 

1tITIT2 RFSV,(l! 
EX DEF 
RESV,111 
SKIP 
END 

64 
64 
li1Trt2 
512 
p 

INTFRRllPT TUMBLE TABLE 1 

INTFRRllPT'TUMBLE TABLE 2 

(1,E,16)(1,E,32) 

Figure 4-4. Generalized Coding of the #IMCTl and #IMCT2 Routines 

4: 1-10 



?#IMLAS 
SKtP P 

********************************~*********************************** 
******************************************************************** 
* 
* 
* 

LUN ASSIGNMENTS 

********************************************~*********************** 
******************************************************************** 
* •#ISYSF EQU Ill SYSTEM FILE 
•#ISYSI EQU 1 SYSTEM INPUT 
•liil SYSL EQU 2 SYSTEM LOG 
•#ISYSD Er:IU 3 SYSTEM DATA 
•#ISySR ErJll 4 FHNARy INPUT 
UISYST Fl':lU. 5 LISTING 
•#ISySO EQU 6 SYSTEM OUTPUT 
•#ISYS~ FQU 7 SCRATCH 
•#ILOG8 E l'lU 8 LOr.TCAL UNIT 8 
•#ILOG9 El'lU Q LOGICAL UNIT 9 
•#ILOGA Er.lU A LOGICAL UNIT A 
U!LIJGH El'lU ~ LOGICAL UNIT A 
•#ILOGC Er.lll c LOGlCAL UNIT c 
•#IT(l) E!JU D (1 N) 
*#IT(2) El'lU 'F: (2N) 
*#ITC3l Erw F (JN) 
•#ITC4) Erm rn (4N) 
*#ITC5J EOU l 1 (5N) 
•#ITC6) Erm t2 (6N) 
•#IT(7) EQU 13 C7N) 
•#JT(8) El'lU 14 (8N) 
OITC9) EQIJ 15 (9N) 
*#IT(l0) EQU 16 CtlllN) 
*#ITCtU FQtl 17 C11N) 
•#IT(12) EQll 18 C1~N) 
*#ITC13J F:QU 19 (13N) 
•#ITC14) EQU lA ( 14N) 
OITC15J EQlJ 11:1 (15N) 
•#IT(l6) f. (J l I !.C C 16N) 
*#IT07) EQU 1D C17N) 
•#IT(18) FQU 1E (18N) 
*#IT(19l F.Crn 1F C19N) 
•#IT(20) EQU 20 (2111N) 
*#ITC21) mu 21 C21N) 
•#ITC22) f.QI I 22 C22N) 
*#ITC23) EQU 23 C23N) 
•#ITC24J FtJIJ 24 C24N) 
•#ITC25) EGJU 25 (25N) 
*#JT(26) !':(JU 26 (26N) 
*#ITC27J EQLJ 27 C27N) 
*#IT(28) EQU 28 (28N) 
•#ITC29) EQI! 29 (29N) 
•#ITC30l EQll 2A ( 3fl!N) 
*#ITC:H) FQU 2R (31N) 
*1tlTC32) mu 2C (32N) 
* 
* 

SKTP p 

ENO 

Figure 4-5. Generalized Coding of the #IMLAS Macro Routine 
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associated with each device assigned at system 

generation time. When the SYSGEN program 

processes the ASGP directive in its input deck, 

it generates the macro call 

$LI #IMPIT.6 DSC 1, DSC2, •••••• , DSCn 

When the Assembler processes the macro 

call, it arranges the DSCs in an argument table, 

locates the #IMPIT routine on the System Macro 

Library file, and replaces the dummy arguments 

with the actual values in the argument table. 

The generalized coding of the #IMPIT routine is 

shown in Figure 4- 6. Notice the dwnmy argu­

ments of the form nN at the right side of each. 

sour.ce statement. If the corresponding actual 

?#IMPIT 

argument is not specified, the nN dummy argu­

ment causes the source statement to be omitted 

from the specialized routine. That is, no PICT 

area is reserved and the symbolic tag of its 

beginning location is not completed. 

At program execution time, execution of an 

IOACT service request to the ICCS monitor 

causes the appropriate programer-defined FICB 

information to be moved to the associated IOCQ 
~ 

table entry, from which the monitor subsequently 

moves it into the PIOT associated with the de­

vice on which the 1/0 operation is to be per­

formed. The PICT is then used by the device 

driver and service routines to perform the re­

quired action. 

******************************************************************** 
******************************************************************** 
* 
* PIOT TAALES 

* 
******************************************************************** 
************************************************************~******* 
* 
* 

MOD 16 START oH 8 WORD BOUNDARY 
* 
#ITP(1) RfSV,Cll 16 PIDT TABLE 1 ClN). 
#ITPC::!) RESV,0 16 PIOT TABLE 2 (2N) 
#ITP(3) RfSV,Qt 16 PIOT TABLE 3 (3N) 
#ITP(4) RF.SV,t'I 16 PIOT TABLE 4 (4N) 
#ITP(!'i) RESV,lil 16 PIOT TABLE 5 (5N) 
#ITP(6) RESV,lil 16 PIOT TABLE 6 C6N) 
#ITPC7) RESV,Cll t6 PIOT TABLE 7 C7N> 
#ITP(8) RESV,Cll 16 PIOT TABLE 8 (8N) 
#ITPC9) RESV,(JI 16 PlOT TABLE 9 -- ... - ··-· ... ...... ···c~fN> 
#ITP(H'I) RESV, Ill 1.6 PIOT TABLE 1 !IJ Cl0N) 
#ITP(tl) RESV,0 16 P!OT TABLE 11 Cf1N) 
#ITPC12) RESV,'11 16 PIOT TABLE 12 C12N) 
#ITPC13) RESV,0 16 PIOT TABLE 13 (13N) 
#ITPC14) RESV,111 16 PIOT TABLE 14 (14N) 
*1TP(15) RESV,OI 16 PinT TABLE T5 ·-·. - ··-···-···~-·-.. -.... ~ ---(l'S'N) ·-

#ITPC16l PESV,0 16 PIOT TABLE 16 (16N) 
#ITPC17) RESV,0 16 PIOT TABLE 11 .. .. C i1N) .. 
#ITPC18) RESV,(ll 16 PIOT TABLE 18 C18N) 
#ITPC19l RESV,(ll 16 PIOT TABLE~lg· n9"N)-· 
#ITPC20) RESV,0 16 PIOT TABLE 20 (20N) 
#!tPC21) RESV,'11 16 Plot 'f"A B L-r~-----------··· · -----nrw1- ·-· -- · 
#ITP C22) RESV,lil 16 PIOT TABLE 22 C22N) 
#ITPC23) RESV,0 16 PIOT TABLE 23 C23Nf 
llHTPC24) RESV,lil 16 PIOT TABLE 24 (24N) 

-··· -·.,·-··-·· 
SKIP p 

F.NO 

Figure 4-6. Generalized Coding of the #IMPIT Macro Routine 
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1. 8 Driver Common Macro Routine (#IMCOM) 

This routine is always incorporated in any 

IOCS monitor that is being created. That is, 

it is always called by SYSGEN via the macro call 

$ti #IMCOM 

The routine contains no dummy arguments, 

hence no actual argument list appears in the 

macro call. 

The #IMCOM routine performs all device 

independent processing required to set up for 

any 1/0 operation and record the status of the 

completed operation. 

The main functions of the Device Common 

Routine are: 

Setting up for the return of control to the 

calling routine. 

Setting up the PIOT with the information in 

words 2 through 9 of the IOCQ entry to be 

processed. 

Testing for and recording 1/0 status in the 

logical status field of the IOCQ. 

Disabling interrupts at the start of the IOCQ 

entry processing, and enabling interrupts 

when processing is complete. 

Starting the required I/O operation. 

l, 9 Level Service Macro Routine (#IMLSR) 

A specialized version of this routine is pre­

pared for each external interrupt level 1- 8. The 

routine reserves a storage area for saving 

registers of the interrupted program, establishes 

linkages to all driver and service routines for 

the devices assigned to each given interrupt 
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level, enables invalid interrupt message logging, 

and restores the interrupted processing level. 

For each interrupt level assigned on the 

ASGP directive, the SYSGEN program generates 

a macro call in the format shown below: 

argument set 1 argument set 2 

$t. /flMLSRt. Arg 1, Arg2 , Arg3 , Arg4, Arg5, Arg6, Arg7, Arg8 , ••• 

argument set 8 

/. • • ,'Arg24' Arg2S' Arg26 

where: 

Arg1 is the interrupt level to be serviced by 

a given level service routine 

Arg2 is a logging flag if the System Log 

device was assigned a LUN ID via the 

ASGL directive, or 00 if no device was 

assigned. 

The remainder of the arguments in the 

$ti #IMLSR statement call list form three argu­

ment sets, where the left argument in each set 

is the first two characters of the device identi­

fier, the second argument is the third character 

of the device identifier (i.e. , the decimal 

integer portion of the identifier, denoting the 

specific device of a given type), and the third 

and last argument in the set is the DSC para­

meter specified for each device on the ASGP 

directive. In this usage the DSC parameter 

effects specialization of the Device Driver and 

Device Service Routines for the assigned device. 

Eight argument sets may appear in a given 

$ti # IMLSR macro call. 

The general coding of the #IMLSR routine 

is shown in Figure 4- 7. Notice that the inter­

rupt level (argument 1) and the logging flag 

(argument 2) are inserted in numerous places 

within the routine. As ·many as eight Device 

Driver Routine macro calls may be specialized 

within the #IMLSR coding set. The generalized 

macro call coding from the #IMLSR routine is 

as follows: 



li #IMO(J) (~),(4),(2),(1),(~) (3N) 
!Ii #IMO(oJ ( b}, (7), (2), (1), ( 6) C6N) 
!Ii #lMD(Y) (0),(10),(2),(1),(11) (9N) 
.\ # ll'lfi (12 ) C12),(1JJ,C2l,(1J,{14) (12!11) 
$ #lM1)(15) (15),(16),(2),(1),(17) ( 15N) · 
:ii #lMD(lfl) C1~),(19),(2)r(l)r(2~) C 18N) 
'» #1"10{21) (21),(22),(2),(1),(23) C21N) 

" #11'10(0!4) (24),(20),(2),(1),(26) C24N) 

Each Device Driver Routine name (#IMD(n)) 

is specialized by inserting the two character 

alphabetic portion of the device identifier in the 

place of the dummy argument that appears at 

the right end of the name. The two characters 

of the identifier also becomes the first actual 

argument in the call. The second actual 

argument contains the decimal integer portion 

of the device identifier. The third actual argu­

ment contains the logging flag, and the fourth 

actual argument contains the interrupt level. 

The fifth actual argument contains the DSC 

parameter from the ASGP directive. 

Notice also that a given Driver Routine 

macro call is not generated if an argument set 

in the $LI #IMLSR macro .call is not specified, as 

controlled by the dummy arguments of the form 

(nN) at the right end of the generalized state­

ment coding. 

Note also that if no logging device has been 

assigned (i.e., if the second argument in the 

$LI #IMLSR call is 00), the coding o;f the Invalid 

Interrupt Logging Routine is to be omitted from 

the specialized #IMLSR coding, as specified by 

the dummy argument of the form (n, E, 00) at the 

end of each statement of the generalized routine 

coding. 

1. 10 Device Driver and Service Macro Routines 

For each device attached to a given PTS-100, 

a Device Driver Routine and a Device S.ervice 

Routine must appear inthe IOCS monitor to be 

used on the system. For all standard devices 

supplied with the PTS- 100, generalized driver 

and service macro routines appear on the System 

Macro Library .file. For nonstandard de­

vices, the user must assume the responsibility 

of designing, implementing, and incorporating 

the required driver and service routines in the 

roes monitor. 

Generalized device driver and device ser­

vice routines are called via macro calls within 

the level Service Routine (#IMLSR) for the 

interrupt level to which the associated device 

is assigned, as described in subsection 1. 9. 

The generalized device driver and service macro 

routines are specialized with the three­

character device identifier (i. e., arguments 1 

and Z in the macro call specialized within the 

#IMLSR macro routine). That is, the device 

identifier replaces dummy arguments 1 and Z 

throughout the driver and service macro rou­

tines for the assigned device. Generalized 

macro routine coding for the Modem Send Driver 

and Modem Send Service routines is illustrated 

in Figure 4-8. Other driver and service rou­

tines for standard PTS-100 devices are coded in 

the same manner. That is, the device identifier 

is inserted throughout the generalized routines 

to specialize addresses, tags, etc. 

1. 11 Monitor Service Call (MSC) Macro 

Routine (#IMMSC) 

This macro routine is incorporated in each 

IOCS monitor that is being created. It performs 

the necessary processing for entering interrupt 

level 9 and for calling the appropriate MSC 

routine (e.g., OPEN, CLOSE, INITialization, 

IOACT, etc.). The SYSGEN program generates 

the macro call statement: 

$Ll#IMMSC 

to cause the MSC routine to be incorporated in 

the IOCS monitor. Since there are no argu­

ments in the call statement, the entire #IMMSC 

routine is written into the roes monitor file by 

the macro processor of the Assembler. 
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?#IMLSR 

·················································••••******************* 
************************************************************************ 
* 
* 
* 
* 

LEVl:L ( t) SERVTCF R(111TINE 

E~JTFRFll FROM NEW PC OF I~ITERRlJPT PACKET 

************************************************************************ 
************************************************************************ 
* 
#IXT1(1) Rl:~V,Vl M 
·-----SAVF P[GJSTFRS 
#IXSJ.l(t) ~XI #TXT1(1) SAVI: X1 

SAVE X2 
SAVE AC 

$ 

$ 

$ 
$ 
$ 

$ 

SX? fllXTl(1)+2 
STW IZI\<T1 (1 )+4 
SK IP P 

t.tlMU(3) (3),(4),(;:>),(!),(5) 
li!~11l(fi) (n) ,(7), (2), ( 1), (H) 

ti!MD(Q) (9l,(10),(?),(l),(11) 
li!M0(1:>) (1?),(13),(2),(1),(14) 
li!M0(1~) (1~),(16),(2),(!),(17) 

li!Mil(!A) (!R),(\Q),(2),(1),(20) 
li!M0(?1) (?1),(?2),(2),(1),(23) 
tJ!M0(?4) (24), (?5), f2), (1), (26) 

********************************************************** 
********************************************************** 
* 
·-------[~IVALTl.l ll1TFRRIJPT LC1G[;p1r, 

* 
********************************************************** 
********************************************************** 

Ll< 2 
.JMP 
HFX 

tilX(1)Pvl 
1tl7LnG 

#lX(l)Plll AOC 
SI< IP p 

t-1 ( 1) fH\ 

•+? 

(3N) 

r 6t-.i > 
(9N) 
( 1'-N) 
(15N) 
(1 AN) 

(:>! N) 
(24N) 
(2,E,vlvl) 
(2,E,Vl0) 
c2,E,rMn 
C2,E,('1'q 
(2,1:,Vltll) 
(2,E,L11'.1) 
(2,E,li.h1) 
(2,E,0'~) 

(:>,E,IA"I) 
(2,E,~H~) 

c2,E,tllVl) 
(2,E,Vlv1) 

************************************************************************ 
************************************************************************ 
* 
* • 

LEVEL C 1) REST!lRF ROllT !NE 

************************************************************************ 
************************************************************************ 
• 
•-----RFSTORf:: 
ilJX(l )QQ LX1 

LX:> 
Lo~ 

I ~IR 

RFGTSTEPS 
#JXT1(t) 
#JXT!CtJ+2 
#IXT!(1)+4 

RF:STORE X1 
RFSTORE X::> 
RF'.STORF: AC 

SKIP P 

Fr~n 

Figure 4-7. Generalized Coding of the #IMLSR 
Macro Routine 
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?#!MOMS 
******************************************************************** 
***************************•········································ 
* 
* 
* 

MOOE~ SEND ORIVfR 

* •-----CALLING SEQUENCE 
* LAX2 RETURN 
* JMP,N,X1 4 PCl3 ADR IN Xt 
•RETURN NS! 
***************************•******************************~********* 
******************************************************************** 
* 
•-----DR!Vt:.R 

JMP 
HF.X 

#lW(2lTQJ AOC 
* 

CONTROLS 
#IWC1)(2) 
8~Hl0 

#ITCllC2l 

•-----SFT UP RETURN 
#JD(1)(') SX2 #IW(,)T1 

* 

CHAJ.NlNG FLAG 
PCR ADnRESS 

SET IJP RETURN JUMP 

•-----TEST FOR 
LX2,X1 
LDW,X2 

A NI) 
CNE 
ACB 

LEr.AL 
8 

OPERi\TION 

* 

LOW,X_, 
AND 
r.AL 
RCA 
,JMP 

4 
#lW(,)C1 
#IW(2)C1 
#lW(?.)!111 
4 
#lW(2)C2 
#lW(2)C3 
#I w C? >:?0 
#IW(2)01 

•---•-SET UP INTERRUPT MASK 
#lW(212!11 LOI AC,X 1 6flll 

STH,X:?. 5 
* 
•-----CALL rlRJVER COMMON 

SX1 #lW(2)P1 
LAX2 #IW (?) 40 

.JMP #IOCOM 
#lW(2)P1 HtX ~ 

* •-----IS THE CHAIN FLi\G SET 
#lW(2)4!11 LDW,X1 !II 

AND #JW(2)C4 
RCR #IW(2)30 

* •-----STOP CHi\lNING 
LDW,N #IW(2)T0 
AND #JW(2)C5 
STW,N #IW(2)T0 

* 
•-----EXIT 
#lW(2)49 JMP,N #lWC2)Tl 
• 
•-----ILLFGAL OPERATION 

IOCQ-OIJT ADR TO X2 
FETCH COMMAND WORD 

lLLFGAL 
FETCH COMMAND WORD 
lllX I !llffil(ll 1 

Ill XI Ql9[/lli'JI 

LEGAL 
ILL Er.AL 

FETCH INT MASK 
STORE tN IOCQ 

STORF PC~ 

GO TO DRIVER .COMMON 
PCB AOnRESS 

1 
FETrH COMMAND WORD FROM PIOT 
•X't!/10"1 1 

VE.S 

FETCH PCB STATUS 
•X 1 FRFF' 
REPLACE PCR STATUS WORD 

RETURN TO CALLER 

#IWC2l!llt LOI AC,X'!/131111 1 ,L SET UP STATUS CODE 
STW,)(2 2 STORE IN IOCQ 

JMP #IWC2)49 GO TO EXIT 

* 
•--- ... -CONTINUE 
#IW(2)3!11 LDW,N 

XOR 
ANI) 
ADD 
STW,N 
JMP 

CHAINING 
#IWC2)Tlll 
#lW(2)C4 
#IWC2)C6 
#IW(2)C7 
#JW(2)HI 
#IW(2)49 

FETr.H PCB STATUS WORD 
•X•l!/100' INVERT A/B FLAG 
•X 1 FRFF 1 

•X•!/140111' SET SKIP FLAG 
REPLACE PCB STATUS WORD 
GO TO EXIT 

Figure 4-8. Generalized Coding of the Modem Send Device Driver 
and Device Service Routine (f#IMDMS) 

(Sheet 1 of 3) 
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* 
* 
•-----CnNSTANTS 
#lW(2)C1 f<El( r>. l VIM 
#IW(2)C:' HtV O!ECllCI 

ti I w C 2 JC.~ HE ll r~9~0 

#lW(2)Cll HEX 10ill(ll 

#!W(2)C5 HEX EKFF 
11!W(2)Cn HEX FHFF 
lllW(2)C7 HEX :ii4rH• 

* 
•-----V HI! AHLFS 
i: I W ( 2 ) T I HE 11 1·1 RETllRN AllDRFSS 

* SKIP P 
*********************************************************************** 
*********************************************************************** 
* 
* 
* 

M1rnp1 "lEN1) SFRVICE ROlJTINF 

•-------E~!Tff.lfn FROM LfVfL SERVICE' ROUTJNF 

*********************************************************************** 
*********************************************************************** 
* 
•-----RFAl"l ANn RESf:T STATllS 
11lw(1)(?) LXI #Jw(?1TO 

t.nw,x1 ? 
ANiJ ll!W(?)CH 

PliT PCR AllR TN Xt 
Ff' TrH f")fV Af"lR 
:l(•CIFFF 1 

RTO 11IW(")T3 
l_\12,XI H 

* 

REAn + RESET ICA 
rnr:rl AflR TO x::> 

·-----TFST fl)R RYTr cou~H = L-1 

Lr! AC,X 1 40 1 

A~i) HlW(?)T3 RYTF cnLJNT = 0? 
UCH tt!W(?)~O YES 

* 
•-----TFST FOR DEVICE NnT REAf'\Y 

Lf'll AC,X'?O' 
AND 11lW(?)T3 f"lEVICE NOT RFAOY? 
HCH ttlW(2)71!1 YES 

* •-----Gn TO NEXT DSR 
JMP ll!W(?)99 r,n Tn NEXT {)SR 

* 
•-----BYTF CUllNT : C11 
#!W(2)5~ LOW ll!W(?)CC =X'f/13111? 1 

STW,X? ? llPOATE. lf"lCl~ STATUS 

* •-----IS CURRFNT nR[)ff! CHAINff'\ ? 
u1w,x? 4 FFTCH CURRENT OR[)ER 

* 
* 
* 

A~ID 

t:H:A 
ttlW(?)C4 
ll!W(?)!'? 

+-----lJPDATF IOCQ-OIJT 
L[)w,X? Iii 

JMIJ ttlW(2)57 

* 
•-----UPDATE STATIJS OF NEW 
#lW(2)5? LX2,X2 Iii 

SX2 IJ!W(::>)T4 
Lnw llIW(?)C[) 

STl'l,X2 ? 

:)( t \r'll/lfl! I 

CURRENT ORDER IS CHAINED 

ENTRY 
NEW IOCQ TO X2 
SAVF NEW IOCQ 
:X 1 111::>111f'l 1 

llPf)ATE NEW IOCQ STATllS 

Figure 4- 8. Generalized Coding of the Modem Send Device Driver 
and Device Service Routine (l#IMDMS) 

(Sheet 2 of 3) 
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* 
•-----IS NEW ORDER CHAINED 
#IW(2)54 LOW,X2 4 

AND #IWC2)C4 
t:!CB #IW(2)53 
JMP #lW(2)56 

* 

FETCH NEW ORDER 
•X 1 117100 1 

VES 
NO 

•-----LOOK-AHEAD 
#IW(2)53 LX2,X2 

LIH:i,X2 
CNE 
BCB 

TO NEXT IOCQ ENTRV 
(/J 

2 FETCH LOGICAL STATUS 
#IW(2)C8 •X 1 tllQl01 1 

#IWC2)56 NOT I/0 PENDING 
* •-----Gn TU MODF.M SEND DRIVER 

sx2,x1 8 LOOK-AHEAD ADR TO PC~ 
LAX:>. #IWC2)56 

JMP,N,X1 4 GO TO DRIVER 

* 
•-----RFSTORE NF.W IOCQ-OUT 
#lw(2)56 LOW #lW(2)T4 

LXl #lWC2)T0 
ttIWC2l57 sTw,xt R 

* 

PUT PCR ADR IN Xl 
~ESTORE IOCQ-OUT IN PCR 

•-----EXIT TO LEVF.L RF.STORE ROUTINE 
#IW(2)5Q JMP #IX499 EXIT Tn LSRR 

* 
•-------DEVICF 
#IWC2)70 LIJW 
#lW(2)7? STW,X~ 

JMP 

* 
* 
•-----CONSTANTS 
#lw(2)C8 HEX 
#lW(2)C9 HEX 
#IW(2)CR HEX 
#IW(2)CC HEX 
#lw{2)CD Hl::X 

* 
* 
•-----VARIARLES 

NOT 
#JWC2)C9 
2 
#IWC2)59 

(llQJQll 
(ll341 
0FFF 
tll302 
Ql20QI 

#lWC2lT3 HEX. 0 
#lW(2)T4 HEX QI 

* 
•-----GO TO NEXT DSR 
#lW(2)99 EQIJ * 
* SKIP P 

END 

REAOV 
•X 1 Ql341 1 

UPDATE IOCQ STATllS WORD 
GO TO EXIT 

DEVICE NOT REAOV 

RYTE COUNT = QI 

ICB STATUS 
NEW IOr:Q-OUT 

Figure 4- 8. Generalized Coding of the Modem Send Device Driver 
and Device Service Routine (#IMDMS) 

(Sheet 3 of 3) 

4: 1-18 



1. 12 EXIT Macro Routine (#IMEXT) 

The EXIT macro routine is incorporated in 

each IOCS monitor that is created. It effects a 

system exit. The EXIT macro routine is 

specialized according to the form of macro call 

that SYSGEN generates: 

$ t:, #IMEXT t:, Arg 

or 

$ti #IMEXT 6.,, 

The first form of the call statement is used if a 

System Logging Device was assigned via the 

ASGL directive input to SYSGEN. That is, if 

the third entry of the ASGL directive was a valid 

?#IMf.XT 

device identifier, the identifier becomes the 

argument in the $ /J. #IMEXT call. The second 

form of the call statement is generated if the 

third entry in the ASGL directive was 000 (i. e. , 

if no logging device was assigned). 

The generalized coding of the #IMEXT 

macro routine contains statements to effect 

message logging if a System Logging Device was 

assigned. These statements contain dummy 

arguments of the form (lN). Thus, if the logging 

device identifier is transmitted in the $ 6 #IMEXT 

macro call, the logging statements are inserted 

in the specialized routine; otherwise, they are 

omitted. The generalized #IMEXT macro rou­

tine coding is shown in Figure 4- 9. 

******************************************************************* 
*********************~********************************************* 

* 
* . FXIT RnUTINE 

* 
·-------c A LL l N[; SErWE l\iCF 

* 
* 

~l~C 

ilFC 

******************************************************************* 
******************************************************************* 
* 
* 
* 
•-------Ct t.A~ LOC VI Hll> OLll PC 
#l0FXT lfll AC,(11 

STW #JC~CHl 

ST~ aITJP9 CLFAP OLD-PC OF INT LEVEL 9 

* •-------Lnc; END 

#hJVlP1 

* 

LAX?. 
J"'1P 
DFC 

F\.Jll 

•-------Gn TO r1 

* 
INR 

SKIP P 
EN[) 

OF JOP. 
#I lil!ilP 1 

itlZLnG 
(il(ll (ii(~ 

* 

LnG END OF JOH 

STALL 4T ZERO 

Figure 4- 9. Generalized Coding of the EXIT Macro Routine 

4: 1-19 

(1N) 
(1 N) 

(1N) 

Cl N) 
(lN) 

(1 N) 



1. 13 CLOSE Macro Routine (/fIMCLL) 

The CLOSE macro routine is specialized 

for each IOCS monitor that is created. This 

routine performs the processing required to 

close a specified device. It is specialized 

according to the form of macro call that SYSGEN 

generates: 

$ 6 /flMCLLti Arg 

or 

$t-, /fIMCLLti, 

The first form of the call statement is used if a 

System Logging Device was assigned via the 

ASGL directive input to SYSGEN. That is, if 

the third entry of the ASGL directive was a 

valid device identifier, the identifier becomes 

the argument in the $6 /fIMCLL call. The 

second form of the call statement is generated 

if the third entry in the ASGL directive was 000 

(i.e., if no logging device was assigned). 

As in the /fIMEXT macro routine, state­

ments appear in the generalized /fIMCLL macro 

routine to effect message logging when a Sys­

tem Logging Device has been assigned. When 

the $L'i /fIMCLL call transmits a logging device 

identifier as its argument, the logging state­

ments (containing dummy arguments of the type 

(lN)), are inserted in the specialized routine. 

If a comma is transmitted in the $li /f IMCLL call 

statement, the logging statements are omitted 

by the Assembler's macro processor phase. 

1. 14 INITialization Macro Routine (/f!MINT.) 

The INITialization routine performs the 

processing required to initialize all devices in 

the equipment configuration. This routine is 

always incorporated in the IOCS monitor being 

created. SYSGEN generates the statement: 

$li /fIMINT 

to cause the routine to be incorporated in the 

monitor. No arguments are supplied in the call, 

and no dummy arguments appear in the genera­

lized coding. That is, the entire routine is 

incorporated in the IOCS monitor. 

1. 15 OPEN Macro Routine (/fIMOPL) 

The OPEN routine performs the processing 

required to OPEN a specified device. It is 

specialized for each IOCS monitor that is 

created according to the form of macro call that 

SYSGEN generates: 

or 

$.ti /fIMOPLti Arg 

$.ti #IMOPLli , 

The first form of the call statement is used if a 

System Logging Device was assigned via the 

ASGL directive input to SYSGEN. That is, if 

the third entry of the ASGL directive was a 

valid device identifier, the identifier becomes 

the argument in the $.ti #IMOPL call. The 

second form of the call statement is generated 

if the third entry in the ASGL directive was 000 

(i.e., if no logging device was assigned). 

The generalized coding of the #IMOPL 

macro routine contains statements to effect 

message logging if a System. Logging Device has 

been assigned. If the logging device identifier 

is transmitted in the $Ll #IMOPL call, the 

logging statements (containing the dummy argu­

ments (lN)), are inserted in the specialized 

routine; otherwise, they are omitted. 

1, 16 IOACTion Macro Routine (#IMACT) 

The IOACTion macro routine is specialized 

for each IOCS monitor that is created. This 

routine performs the processing required to set 

up for and start input/output operations. The 

SYSGEN program generates the macro call: 

$ti #IMACT ti Arg 

or $.ti #IMACT ti, 
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to effect specialization of the #IMACT routine. 

The first form of the macro call is used if a 

System Logging Device was assigned via the 

ASGL directive input to SYSGEN. That is, if 

the third entry of the ASGL directive was a 

valid device identifier, the identifier becomes 

the argument in the $fl #IMACT macro call. The 

second form of the $fl #IMACT call is used if 

the third entry in the ASGL directive was 000 

(i.e., if no logging device was assigned). 

The generalized coding of the #IMACT 

macro routine contains statements to effect 

message logging if a System Logging Device 

was assigned. If the logging device identifier 

is transmitted inthe $~ #IMACT call, the log­

ging statements (containing the dummy argu­

ments (IN)) are inserted in the specialized 

routine; otherwise, they are omitted. 

1. 17 Compute PCB Address Macro Routine 

(#IMPCB) 

This macro routine is always incorporated 

in the IOCS monitor being created. As its name 

implies, its function is to compute the addresses 

of the Physcial Control Blocks (PCBs) for 

assigned devices. The SYSGEN program gener­

ates the macro call statement: 

$fl #IMPCB 

to cause the entire routine to be inserted in the 

roes monitor being assembled. 

1. 18 Error Logging Macro Routine (#IMLOG) 

This routine produces the logging messages 

on the System Logging Device when it has been 

as_signed. The routine contains the LUN Con­

version Table, the Message Locate Table, and 

the Canned Message Table. When a System 

Logging Device ·is assigned on the ASGL direc­

tive input to SYSGEN, the macro call: 

$~#IMLOG 
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is generated. At assembly time, the entire 

Error Logging Routine is inserted in the IOCS 

monitor being created. 

The Error Logging Routine is called by the 

MSC service routines when the error logging 

statements have been incorporated in them. That 

is, when a logging device identifier is transmitted 

as the argument in the MSC service routine macro 

calls generated by SYSGEN, the logging state -

ments are included in the specialized versions of 

the EXIT, OPEN, CLOSE, etc., service routines. 

1. 19 Clock Service Macro Routine (#IMCLK) 

The Clock Service Routine performs the pro­

cessing required when the interval timer interrupt 

is selected by the user, The interrupt occurs at 

level O. It is specialized according to the form 

of the CALL directive to SYSGEN: 

CALL, $fl# IMCLK, Arg l' Arg2 

or CALL, $fl# IMCLK, Arg1 

The first form generates the modified version 

of the clock. This version of the clock allows 

linkage to user specified subroutines when a clock 

expires. Arg1 must be the letters MT (modified 

timer). Argz specifies the number of clocks to 

be generated. 

The second form is used to generate the 

standard version of the clock, which decrements 

the clock to zero without subroutine linkage. Arg 1 
specifies the number of clocks to be generated. 

When the CALL directive is processed by 

SYSGEN, the CALL statement 

$fl #IMCLK 

is written onto the Assembler-formatted output 

file. When the Assembler's macro processor 

reads the macro call, it writes the Clock Ser­

vice Routine onto its output work file. 



1. 20 Parity Error Macro Routine (H!MPAR) 

The parity error interrupt level 10 is 

optional. The user specifies the inclusion or 

exclusion of the interrupt level via a CALL di­

rective in the format: 

CALL, $ti #IMPAR ti Arg 

or CALL,$ ti #IMPARfl , 

as the input to the SYSGEN program. 

71l11MPAR 

When the .SYSGEN program interprets the 

CALL directive it generates one of the following 

macro call statements: 

$1:.#IMPAR!:.Arg 

or $!:. #IMPAR!:., 

The Parity Error Routine is specialized 

according to the form of the macro call that is 

issued. The generalized coding of the Parity 

Error Routine is shown below: 

************************************************************************ 
************************************************************************ 
* 
* 
* 

PARITY ERROR POUTINE 

* CALL~O FROM INTERPUPR LFVEL 10 
* 
************************************************************************ 
************************************************************************ 
#IVPAR 

t.!IVPfe:!0 
#IVP99 
11 IVC!rlt 

Lf'lw 
A f) f) 
STw 
J~P 

I AX2 
JMi:> 
DFC 
IM~ 

~iF X 
SKIP 

FNO 

#JVP(ll!ll 
#IVCVl1 
#IVP00 
#lVP99 
#JVP99 
#lZLOG 
011113 

EXIT 
01r.,0 
p 

If the first form of the call statement is 

issued, the first JMP statement is omitted from 

the specialized #IMPAR routine because of the 

(1 Y) dummy argument, and the LAX2 and second 

JMP statements are included. If the second 

(1 y) 
(1 N) 
{1N) 

form of the call statement is issued by the 

SYSGEN program, the first JMP statement is 

included in the specialized Parity Error Routine, 

and the LAX2 and JMP statements are omitted. 
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Section 2. USER MACRO LIBRARY FILE 

The User Macro Library is a collection of generalized, source- coded routines that may be called 

within applications source programs to effect the following: 

• Creation of FIOBs and IOCQ Table entries 

• Monitor service calls to perform the following: 

READ operations on an input device 

WRITE operations on an output device 

REWIND operations on 1/0 devices 

OPEN devices 

CLOSE devices 

INITialize all devices on the system 

Cause a System EXIT 

Control or interrogate the Watchdog Timer 

Sense device status 

Test and reset lists of devices attached to the Channel Interface Controller 

• Inclusion of Translate Tables for use in translating 2260 keyboard code, ASCII 

keyboard code, and the !PARS keyboard code to the internal ASCII code 

• Conversion of Baudot to ASCII code and ASCII to Baudot Code used with the 

ASR 32 teletype device. 

The routines are called via macro call statements within the user's program. The format of the 

call statement is: 

$ macroname argument list 

where the $ appears in column 1 of the coding form, followed by a blank character. The name of the 

macro routine then appears, followed by a blank character. The argument list, if required, then 

appears, where two or more arguments are separated by commas. If a required argument is to be 

omitted from the list, its omission is indicated by a comma in the argument's position in the list. 

When a program contains macro call statements, the User Macro Library file must be input to the 

Assembler for use by the macro processor in specializing the l.alled macro routines, as described in 

Part 2 of this Handbook. 

The remainder of this section presents detailed descriptions of the User Macro Library routines 

and the manner in which they are called in source programs. 
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2. 1 IOFIOB Macro Routine 

The 10.FIOB user macro routine effects specialization. of the source statements that construct a 

File Input/Output Block (FIOB} describing the parameters of each IOACTion service to be performed 

by IOCS. The generalized coding of the IOFIOB macro routine is shown below: 

7IOFI08 
( 1) HEX ()I SPARE/FRROR CODE 
(?) t HEX (3) MOl)E, FUNCTTON, LOG UNIT NO 
( 2 );> A nc c 4) RUFFER A DORF SS 
(2)3 l)EC ( !) ) RYTE COUNT 
(2)4 ADC ( fi) TRANSLATE TARLF BASE CQY) 
(2)4 HEX ( fi) OISK TRACK-rvLINf)ER AODRESS (9Nl 
(2)5 ADC ( 7) SEARCH TA8l F BASE (QY) 
(2)5 HEX (7) DISK SECTOR ADl)RESS f9N) 

RESV,OI 4 SPARE 
(2)A HEX 0!0'11(8) SPARF/LUN FXTENSION NUMRER 

F.: Nf) 

The macro routine contains nine dummy arguments, and therefore nine arguments must be trans­

mitted in the IOFIOB call statement. These arguments are defined below. 

Argu1nent 1: 

Argument 2: 

Argument 3: 

Argument 4: 

Arguinent 5: 

Argument 6: 

The starting location (e.g. , symbolic tag) of the specific FlOB to be 

created must appear in the first position of the call statement list.* 

The first portion of a symbolic tag for the constant defining statements 

in the FlOB must appear as the second argument in the macro call 

statement.* 

The data transfer .mode, device function code, and logical unit number 

(LUN) of the device on which the lOACTion is to be performed must be 

specified as argument 3. 

This argument specifies the starting address of the buffer to or from 

which I/ 0 data is to be transferred. 

This argument specifies the number of bytes of data to be transferred to 

or from the 1/0 buffer. 

This argument specifies the starting location of the Translate Table if 

the 1/0 action is to be performed on a device other than a disc or the 

address of the disc track and cylinder if a disc device is to be used in 

the I/ 0 operation. 

*Arguments l and 2 supply labels for statements in the FIOB. The first argument supplies a 
complete label and may be six characters or less; the first character must be alphabetic. Argument 
2 specifies five or less characters of a label; the first character must be alphabetic. 
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Argument 7: 

Argument 8: 

Argument 9: 

This argument specifies the address of the starting location of the Search 

table if the I/O operation is to be performed on a device other than a disc, 

or the address of the disc sector if a disc device is to be used in the 

operation. 

The LUN extension number of a specific device on a device controller 

to which multiple devices may be attached. 

This argument must be a 1 if the I/ 0 operation is to be performed on a 

disc device, or a comma (,) if any oj;her device is to be used for the 

I/ 0 operation. If a 1 is specified as the ninth actual argument in the 

$IOFIOB call statement, the Translate and Search Table address constant 

statements are omitted from the specialized routine and the disc track­

cylinder and sector hexadecimal constant statements are included. If a 

comma is transmitted in position 9 of the call statement argument list, 

the ADC statements specifying the Translate and Search Table addresses 

are included in the routine and the disc address statements are omitted 

from the specialized routine at assembly time. 

The call statement: 

$ IOFIOB FIOBl, JVC, FFFF, BUFF!, 320, 0208, 0040, .0, 1 

causes the following routine to be specialized at assembly time. 

FIOBl 
JV Cl 
JVC2 
JVC3 
JVC4 
JVC5 

JVC8 

The call statement 

HEX 
HEX 
ADC 
DEC 
HEX 
HEX 
RESV, 0 
HEX 

0 
FFFF 
BUFF! 
320 
0208 
0040 
4 
0000 

SPARE/ERROR CODE 
MODE, FUNCTION, LOG UNIT NO 
BUFFER ADDRESS 
BYTE COUNT 
DISK TRACK- CY LINDER ADDRESS 
DISK SECTOR ADDRESS 
SPARE 
SPARE/ LUN EXTENSION NUMBER 

$ IOFIOB FIOB2, JVC, 2401, BUFF!, 80, TRANS,SRCH,4,, 

causes the following routine to be specialized. 

FIOB2 
JV Cl 
JVC2 
JVC3 
JVC4 
JVC5 

JVC8 

HEX 
HEX 
ADC 
DEC 
ADC 
ADC 
RESV, 0 
HEX 

0 
2401 
BUFF! 
80 
TRANS 
SRCH 
4 
0004 
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SPARE/ERROR CODE 
MODE, FUNCTION, LOG UNIT NO 
BUFFER ADDRESS 
BYTE COUNT 
TRANSLATE TABLE BASE 
SEARCH TABLE BASE 
SPARE 
SPARE/ LUN EXTENSlUl\[ NUMBER 



2.. 2. IOIOCQ Macro Routine 

The IOIOCQ user macro routine effects specialization of source statements required to set up 

entries in the IOCQ table. The generalized coding of the routine is shown in Figure 4-10. 

The IOIOCQ macro may be called to generate a single IOCQ entry or a maximum of eight IOCQ 

entries. In all cases, the IOCQ name base must appear as the first argument in the list of the 

$IOIOCQ call statement. Following the name base may be from one to eight modifiers to the name 

base.* These modifiers uniquely identify individual entries in the IOCQ table being generated. As in 

all macro call statement lists, the individual arguments in the list are separated by commas, and 

omitted arguments are indicated by commas. 

To effect the creation of a single IOCQ table entry, the user specifies the name base, and a 

single name base modifier followed by eight commas. For example, the call statement 

$ IOIOCQ IOCQ, A,,,,,,,, 

specifies that only one entry is to be created in the IOCQ table. The name base is to be IOCQ, and the 

modifier A is to be used to specialize the entry. The following coding will be produced as a result of 

the single entry call. 

IOCQA ADC 
HEX 
HEX 
HEX 
HEX 
HEX 
HEX 
RESV, 0 

IOCQA 
0 
0 
0 
0 
0 
0 
6 

LINK 
LOGICAL/PHYSICAL STATUS 
MODE, FUNCTION, LOG UNIT NO 
BUFFER ADDRESS 
BYTE COUNT 
TRANSLATE TABLE/DISK ADDRESS 
SEARCH.TAB LE/ DISK ADDRESS 
SPARE 

If several IOCQ entries are to be created, the IOIOCQ macro call statement list contains the name 

base as the first argument, followed by a comma and the appropriate number of name base modifiers. 

For example, the call statement 

$IOIOCQ IOCQ,A,B,C,D,,,,, 

specifies that four IOCQ entries are to be created. The name base is to be IOCQ, and the four entries 

are to be specialized with the arguments A, B, C, and D. The following coding will be produced by 

the call statement: 

*Since the name base and the modifiers complete the label fields of the IOCQ table, the combined 
number of characters must not exceed six characters; the first character must be alphabetic. 

4: 2.-4 



IOCQA 

IOCQB 

IOCQC 

IOCQD 

ADC 
HEX 
HEX 
HEX 
HEX 
HEX 
HEX 
RESV, 0 
ADC 

ADC 

ADC 

IOCQB 
0 
0 
0 
0 
0 
0 
6 
IOCQC 

IOCQD 

IOCQA 

LINK 
LOGICAL/PHYSICAL STATUS 
MODE, FUNCTION, LOG UNIT NO 
BUFFER ADDRESS 
BYTE COUNT 
TRANSLATE TABLE/DISK ADDRESS 
SEARCH TABLE/DISK 
SPARE 
LINK 

LINK 

LINK 

2. 3 READ Macro Routine 

The READ user macro routine effects specialization of the source statements required to perform 

a read operation on an input device. The generalized coding of the READ macro routine is shown 

below. 

?READ 

END 

MSC 
HEX 
ADC 
ADC 

7 
(1) 
(2) 

MONITOR SERVICE CALL 
I/O ACTION CODE 
RETURN ADDRESS 
FIOB ADDRESS 

Since there are two dummy arguments in the routine, the call statement to the routine must transmit 

two actual arguments, as follows: 

Argument 1: 

Argument 2: 

This argument specifies the user program address to which IOCS is to 

return control on completion of the read operation. 

This argument specifies the address of the FIOB* associated with the 

device on which the read operation is to be performed. 

*Prior to the appearance of a READ call statement, an FIOB with a READ function code must 
have been established in the calling program. 
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?l-&I-&€G--------·--··------·· ----- -----·- -
(1)(2) AOC (1)(2) LINK (JY) 
(1)(2) ADC (1)(3) LINK (JN) 

HEX 0 LOGICAL/PHYSICAL STATUS (2N) 
HEX 0 MOOE, FUNCTION, LOG UNIT NO (2N) 
HEX A BUFFER ADDRESS (2N) 
"4E*- ---~--------- ------RVT£--£OUIH (~IH 

HEX A TRANSLATE TABLE/DISK ADDRESS (2N) 
HEX A SEARCH TABLE/DISK AOORESS C2N) 
RESV,0 6 SPARE C2N) 

Cl)(J) AOC (1)(2) LINK C4Y)(JN) 
Cl)(J) ADC (11(4) LINK (4Nl 

- - MEX A -l-Ol;lCAlfPHYS-ICAL STATUS (JN) 
HEX A MODE. FUNCTION, LOG UNIT NO (JN) 
HEX A BUFFFR ADDRESS (JN) 
HEX A BYTE COUNT (JN) 
HEX A TRANSLATE TAALE/DISK ADDRESS (3N) 
HEX A SEARCH TAALF/DISK AOORESS C3N) 
RES~0 ~- SPARE ( 3N) 

C 1) (4) ADC ( 1) (2) LINK (5¥) (4N) ONl 
(1)(4) ADC (1)(5) LINK (5N) 

HEX Cl! Lor.ICAL/PHYSTCAL STATIJS (4N) 
HEX 0 MODE, FUNCTION, LOG UNIT NO (4N) 
HEX 0 RUFFER ADDRFSS (4N) 
HfX 0 RVTE COUNT (4Nl 
HEX 0 TRANSLATF TARLE/DISK AODRESS (4N) 
HEX A SEARCH TARLF/DISK ADDRESS (4N) 
RESV,A 6 SPARE (4N) 

(1)(5) Abt (1l(2) LINK (6Y)(SNl(4N)(JN) 
Cl )(5) ADC (1) (6) LINK (6Nl 

HEX 0 LOGICAL/PHYSICAL STATUS (!)N) 
HEX A MODE, FUNCTION, LOG UNIT NO (5N) 
HEX Cl! BUFFER ADDRESS (5N) 
HEX A BYTE COUNT (SN) 
HEX 0 TRANSLATE TAALE/DISK ADDRESS (5N) 
HEX A SEARCH TABLF/DISK ADDRESS (SN) 

·- R-E-SV, 0- - 11- - -- -- · ·· · · SP-ARE (-!HO 
(1)(6) ADC C1lC2) LINK (7YlC6N)(5N)(4N)C3N) 
C1)(6) ADC (1)(7) LINK (7Nl 

HEX A LOGICAL/PHYSICAL STATUS (6N) 
HEX A MODE, FUNCTION, LOG UNTT NO t6N) 
HEX 0 RUFFER ADDRESS C6N) 

----~-X-----0 -RYTE: -C-0UNT---f 5N l 
HEX 0 TRANSLATE TABLE/DISK ADDRESS (6N) 
HEX A SEARCH TARLF/OISK ADDRESS C6N) 
RESV,0 6 SPARE (6N) 

(1)(7) AOC C1l(2J LINK (8Y)(7N)(6N)(5N)(4N)(3N) 
(1)(7) ADC (1)(~) LINK C~Nl 

------J:tfX----4----------- -- --1..0Gl.U.b-/~.liYSl-C-AI. SUUJS,.(.7.Nl----
HEX A MOOE, FUNCTION, LOG UNIT NO (7N) 

"- ~.X Cl! BUFFER ADDRESS C7N) 
HEX 0 BYTE COUNT C7Nl 
l!IEX. - 0 t.RA.NSL.AT-E TABLE/DI-SK ADDRESS C7N) 
HEX 0 SEARCH TABLE/DISK ADDRESS C7N) 

•0-- ---- - RES\! ,3---+. ~-{7N) -- ---- ---· - -- --- ·· ----
( 1) ( 8) AOC (1)(2) LINK (9Y)(8N)(7N)(6N)(5N)(4N)(3N) 

•UH-8-l - A.DC ----HH9-l-- -- -I.INK (9N) 
HEX A LOGICAL/PHYSICAL STATUS CBN) 

•----- --#E~----9 - -- - --M-ODf-. FUNCTIG-N, -LOG--UNIT N-0--(-8-N} 
HEX 0 BUFFER ADDRESS (8N) 
HEX B -8-HE- G91:1NT (8N 
HEX 0 TRANSLATE TABLE/DISK ADDRESS (8N) 

• - -H-EX -9 - -- --- -- --SU-RC#- T-A-6t..f l-0-ISl<-A-DD-RE-SS -( 8-N-} 
RESV,0 6 SPARE C8N) 

•Ci H 9-) - --MC- - -HH-2-l --- - - -- --l-IN-l<- -(-9N} 
HEX 0 LOGICAL/PHYSICAL STATUS C9N) 
HEX B M99E 1 Fl:INGTIQN, L9G l:INIT NQ (9N) 
HEX 0 BUFFER ADDRESS C9N) 

--K£X -ii- BYTE COUNT C9Nl 
HEX 0 TRANSLATE TABLE/DISK ADDRESS C9N) 
HEX 0 SEARCH TABLE/DISK ADDRESS C9N) 
RESV,0 6 SPARE C9N) 

Figure 4- 1 O. Generalized Coding of the IOIOCQ Macro Routine 

4: 2-6 



To illustrate the manner in which the READ routine is called, assume that the return address in 

the program is FINISH, and the address of the FIOB to be used is .ElOBl. The call statement 

$ READ FINISH,FIOBl 

will cause the READ routine to be specialized as shown below: 

MSC 
HEX 
ADC 
ADC 

7 
FINISH 
FIOBl 

MONITOR SERVICE CALL 
I/ 0 ACTION CODE 
RETURN ADDRESS 
FIOB ADDRESS 

2. 4 WRITE Macro Routine 

The WRITE user macro routine effects specialization of the source statements required to per­

form a write operation on an output device. The generalized coding of the WRITE macro routine is 

shown below: 

? WRITE 
MSC 
HEX 
ADC 
ADC 

7 
( 1) 
(2) 

MONITOR SERVICE CALL 
I/O ACTION CODE 
RETURN ADDRESS 
FIOB ADDRESS 

Since there are two dummy arguments in the routine, the call statement must transmit two actual 

arguments as follows: 

Argument 1: 

Argument 2: 

This argument specifies the user program address to which the IOCS monitor 

is to return control on completion of the write operation. 

This argument specifies the address of the FIOB* associated with the device 

on which the operation is to be performed. 

To illustrate the WRITE call statement, assume that the return address in the program is 

PRINT and the address of the FIOB is PRINTR. The call statement 

$ WRITE PRINT, PRINTR 

will cause the WRITE routine to be specialized as shown below. 

MSC 
HEX 
ADC 
ADC 

7 
PRINT 
PRINTR 

MONITOR SERVICE CALL 
I/O ACTION CODE 
RETURN ADDRESS 
FIOB ADDRESS 

* . 
Prior to the appearance of a WRITE call statement, an FIOB with a WRITE function code must 

have been established in the calling program. 
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2. 5 REWIND Macro Routine 

The .REWIND user macro routine effects specialization of the source statements required to per­

form a rewind operation on an I/ 0 device. The generalized coding of the REWIND macro routine is 

shown below. 

?REWIND 

END 

MSC 
HEX 
ADC 
ADC 

7 
(1) 
(2) 

MONITOR SERVICE CALL 
I/O ACTION CODE 
RETURN ADDRESS 
FIOB ADDRESS 

Since there are two dummy arguments in the routine, the call statement must transmit two actual 

arguments, as follows: 

Argument 1: 

Argument 2: 

This argument specifies the user program address to which IOCS is to return 

control on completion of the rewind operation. 

This argument supplies the address of the FIOB* associated with the device 

on which the operation is to be performed. 

For example, assume that the program return address is RDREC and the address of the associated 

FIOB is RWFIOB. The call statement 

$ REWIND RDREC,RWFIOB 

will cause the REWIND routine to be specialized as follows: 

MSC 
HEX 
ADC 
ADC 

2. 6 OPEN Macro Routine 

7 
RDREC 
RWFIOB 

MONITOR SERVICE CALL 
I/ 0 ACTION CODE 
RETURN ADDRESS 
FIOB ADDRESS 

The OPEN user macro routine effects specialization of the source statements required to open a 

specific 1/0 device. The generalized coding of the macro routine is shown below. 

* Prior to the appearance of a REWIND call statement, an FIOB with a REWIND function code must 
have been established in the calling program. 
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?OPEN 

(4) 
END 

MSC 
HEX 6 
ADC (1) 
ADC *+2 
HEX (2) 
ADC (3) 
RESV, 0 2 

MONITOR SERVICE CALL 
OPEN CODE 
RETURN ADDRESS 
PARAMETER LIST ADDRESS 
LUN 
IOCQ ADDRESS 
ERROR FIELD 

The OPEN macro routine has four dummy arguments; hence, four actual arguments must be trans­

mitted to the routine via the call statement list, as described below: 

Argument 1: 

Argument 2: 

Argument 3: 

Argument 4: 

This argument specifies the user program address to which IOCS is to 

return control when the specified device has been opened. 

This argument supplies the logical unit number (LUN} of the device to be 

opened. 

The address of the associated entry in the IOCQ table is specified as the 

third actual argument. 

The label of the error code field is defined in argument 4. This argument 

must consist of six characters or less, the first of which must be alphabetic. 

Shown below is a call statement with the proper arguments for the OPEN routine. 

$ OPEN START!, l,IOCQX,ERRORl 

When the call statement is processed by the Assembler, the following specialized coding is pro­

duced for the calling source program: 

ERROR! 

2. 7 CLOSE Macro Routine 

MSC 
HEX 
ADC 
ADC 
HEX 
ADC 
RESV, 0 

6 
STAR Tl 
*+2 
1 
IOCQX 
2 

MONITOR SERVICE CALL 
OPEN CODE 
RETURN ADDRESS 
PARAMETER LIST ADDRESS 
LUN 
IOCQ ADDRESS 
ERROR FIELD 

The CLOSE user macro routine effects specialization of the source statements required to close a 

specific 1/0 device. The generalized coding of the macro routine is s.hown below. 

? CLOSE 

(3) 
END 

MSC 
HEX 
ADC 
ADC 
HEX 
RESV, 0 

1 
(1) 
*+2 
(2) 
2 
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MONITOR SERVICE CALL 
CLOSE CODE 
RETURN ADDRESS 
PARAMETER LIST ADDRESS 
LUN 
ERROR FIELD 



There are three dummy arguments in the CLOSE macro routine. Hence, a user macro call statement 

must contain three actual arguments to be used to specialize the coding to be incorporated in the call­

ing program. The actual arguments are described below: 

Argument 1: 

Argument 2: 

Argument 3: 

The calling program return address appears as the first argument in the call 

statement list. 

The second argument supplies the logical unit number (LUN) of the device 

to be closed. 

The label of the error code field is. specified as argument 3. This argument 

may consist of six characters or less, the first of which must be alphabetic. 

The call statement 

$ CLOSE FINl, 1, ERROR2 

will cause the following specialized code to be produced by the Assembler's macro processor: 

ERROR2 

2. 8 INIT Macro Routine 

MSC 
HEX 
ADC 
ADC 
HEX 
RESV, 0 

1 
FINI 
*+2 
1 
2 

MONITOR SERVICE CALL 
CLOSE CODE 
RETURN ADDRESS 
PARAMETER LIST ADDRESS 
LUN 
ERROR FIELD 

The INIT user macro routine effects specialization of the source statements required to reset all 

devices on the system. The generalized coding of the routine is shown below. 

?!NIT 

END 

MSC 
HEX 
ADC 

2 
(1) 

MONITOR SERVICE CALL 
!NIT CODE 
RETURN ADDRESS 

The address constant statement contains a dummy argument instead of the user program address 

to which IOCS is to return control after the initialization operation is completed. The macro call 

statement to the !NIT routine must therefore specify the return address as its only argument. For 

example, the call statement 

$ !NIT START 

will cause the following specialized routine to be inserted in the calling program at assembly time: 

MSC 
HEX 
ADC 

2 
START 

MONITOR SERVICE CALL 
!NIT CODE 
RETURN ADDRESS 
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2. 9 EXIT Macro Routine 

The EXIT user macro routine effects the specialization of source statements required to request 

IOCS to log the end of job and cause a system exit. The generalized coding of the macro routine is 

shown be low. 

? EXIT 

END 

MSC 
HEX 0 

MONITOR SERVICE CALL 
ALL DONE CODE 

There are no dummy arguments in the macro routine; hence no actual arguments are transmitted 

to the routine in the call statement. A sample call statement is illustrated below: 

$ EXIT 

The following code will appear in the calling source program. 

MSC 
HEX 0 

MONITOR SERVICE CALL 
ALL DONE CODE 

2. l 0 Watchdog Timer (WDTMSC) Macro Routine 

The WDTMSC user macro routine effects specialization of source statements required to control 

or interrogate the watchdog timer. The generalized coding of the watchdog timer macro routine is 

shown below. 

?WDTMSC 

(2) 

MSC 
DEC 
ADC 
ADC 
DEC 
HEX 
HEX 

3 
\ 1) 
(2) 
000(3) 
0 
0 

MONITOR SERVICE CALL 
WATCHDOG TIMER CODE 
RETURN ADDRESS 
PARAMETER LIST ADDRESS 
REQUEST CODE 
POWER STATUS FIELD 
ERROR FIELD 

Since there are three dummy arguments in the macro routine, the watchdog timer call statement 

must transmit three actual arguments, as follows: 

Argument 1: 

Argument 2: 

Argument 3: 

The first argument specifies the user program address to which IOCS is to 

return control when the watchdog timer service has been performed. 

The tag assigned to the parameter list. This argument may consist of six 

characters or less, the first of which must be alphabetic. 

The request code, which may be one of the following: 
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Requested Service 

Requests that IOCS reset the watchdog timer. The watchdog 
timer must be reset once every 34 seconds or automatic pro­
gram restart will occur. 

Z Requests the monitor to start the watchdog timer under pro­
gram control and automatically initialize the counter to zero. 

3 Requests the monitor to turn off the watchdog timer under 
program control. 

4 

Other 

NOTE 

Code 3 should be issued only in 
special cases, since it causes 
the watchdog timer to be totally 
disabled. 

Requests that the monitor read the power status and return the 
reading to the power status fiel.d in the specialized routine. 

Any code other than one of the above is illegal and will cause 
the monitor to return an illegal request code of 1 to the Error 
Field defined in the last statement of the WDTMSC routine. 
No watchdog timer action is ta~en when an illegal code is is sued. 

When the watchdog timer routine is called, the Assembler substitutes the actual arguments in the 

call statement for the dummy arguments to produce a specialized routine, 

At program execution time, control passes to the IOCS monitor, and the specified timer action 

is performed. 

2. 11 Device Sensing (DVSMSC) Macro Routine 

The DVSMSC user macro routine effects specialization of the statements required to request the 

IOCS monitor to sense the status ofa specific device. The generalized coding of the device sensing 

macro routine is shown below. 

? DVSMSC 

(Z) 

END 

MSC 
DEC 
ADC 
ADC 
HEX 
HEX 
HEX 

5 
(1) 
(Z) 
00(3) 
0 
0 

MONITOR SERVICE CALL 
DEVICE SENSING CODE 
RETURN ADDRESS 
PARAMETER LIST ADDRESS 
LUN NUMBER 
STATUS FIELD 
ERROR FIELD 

Since three dummy arguments appear in the macro routine, the U;ser call statement must transmit 

three actual arguments, as follows: 

4: Z-12 



Argument 1: 

Argument 2: 

Argument 3: 

The calling program address to which IOCS is to return control when 

the device sensing service has been performed. 

The address of the parameter list, which becomes the operand of the 

second ADC statement and the label of the HEX statement that defines 

the logical unit number (LUN) of the device to be tested. This argument 

may consist of six characters or less, the first of which must be 

alphabetic. 

The LUN of the device whose status is to be sensed. 

When the call statement is processed, the Assembler inserts the actual arguments in the place of 

the three dummy arguments to produce the specialized routine. 

When the routine is executed, the device's hardware status is returned to the status field, unless 

an erroneous LUN (i.e., an unassigned LUN) was specified, in which case an error code of 2 is 

returned to the error field. If no error occurred, the error field setting remains all zeros. 

2. 12 CICMSC Macro Routine 

The CICMSC user macro routine effects specialization of source statements required to test or 

reset busy or off-line bits of devices attached to the Channel Interface Controller (CIC). The 

generalized coding of the routine is shown below. 

? CICMSC 

(2) 

END 

MSC 
DEC 
ADC 
ADC 
HEX 
DEC 
HEX 
HEX 

4 
( 1) 
(2) 
00(3) 
000(4) 
0 
0 

MONITOR SERVICE CALL 
CIC CODE 
RETURN ADDRESS 
PARAMETER LIST ADDRESS 
LUN NUMBER 
REQUEST CODE 
STATUS FIELD 
ERROR FIELD 

Since there are four dummy arguments in the macro routine, the call to the routine must transmit 

four actual arguments, as follows: 

Argument 1: 

Argument 2: 

Argument 3: 

The calling program address to which IOCS is to return control when the 

CIC service has been performed. 

The address of the parameter list, which becomes the operand of the second 

ADC statement and the label of the HEX statement that defines the logical 

unit number (LUN). This argument must be six characters or less, the 

first of which must be alphabetic. 

The LUN of the CIC device to be tested. 
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Argument 4: 

Code 

2 

3 

4 

Other 

The request code, which may be one of the following: 

Requested Service 

Requests that the busy bit of the specified device be tested and 
set. The current status of the busy bit is returned in bit 0 of 
the status field, whe;re a 1 = busy and a Ci "' not busy. The re­
maining bits of the status field are undefined. The busy bit is 
then set. 

Requests a resetting of the busy bit of the specified device. 

Requests that the off-line bit of the specified device be 
tested and set. The current status of the off-line bit is re­
turned in bit 0 of the status field, where 1 = off-line and 
0 = on- line. The remaining bits of the status field are un­
defined. The device off- line bit is then set. 

Requests a resetting of the off-line bit of the specified device. 

Any code other than one of the above is illegal and will be 
reported via a 1 code in the error field defined in the last state­
ment of the CICMSC routine. No other action is taken by IOCS 
when an illegal request code is specified in position 4 of the 
call statement. 

When the $CICMSC call statement is processed the Assembler inserts the actual arguments in the 

place of the four dummy arguments to produce the specialized routine. 

When the routine is executed the specified action is taken unless an erroneous LUN (i.e., an 

unassigned LUN) was specified, in which case an error code of 2 is returned in the error field. If no 

error occurred, the error field setting remains all zeros. 

2. 13 TT2260 Macro Routine 

This routine causes the 2260 Translate Table to be inserted in the calling program. The table 

contains the conversions codes to be used by the device controller to translate 2260 keyboard code to 

the ASCII code used internally in the PTS- 100. The macro routine coding, shown in Figure 4-11 

contains a dummy argument in the label field of the first statement. The call statement to the routine 

must therefore transmit a label to be identified as the starting location (i.e., the Translate Table base 

address) in the user's program. 

Assume that the symbolic tag TRNSl is to be used as the base address of this Translate Table in 

the user's program. The call statement 

$ TT2260 TRANS! 

will cause the first statement of the routine to be specialized as follows: 

TRANSl HEX 0000 

The remainder of the Translate Table will be inserted in the calling program. 
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?TT226A 
SKIP P 

• 
••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
* 
* • 

SOFTWARE TRANSLATE TARLE :?260 

••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
CH-- HEl(- ~910--

HEX A00C 
HEX F05A 
HEX !>958 
HEX !>756 
HEX 5554 
HEX ~352 
HEX !'i15"1 
HEX 4F4E 
HEX 404C 
HEX 4134A 
HEX 4948 
HE)( -.t74ft 
HEX 4544 
HEX 4342 
HEX 41"10 
HEX fll"1fll0 
HEX AlllOC 
HEX F05A 
HEX 3058 
HEX 5756 
HEX ;>354 
HEX 5352 
HEX !'i150 
HEX -dfdE 
HEX 4D4C 
HEX 484A 
HEX 4948 
HEX 4746 
HEX 4544 
HE)(-- -- -4-3-6-r---
HE X 411l!ld 
HEX 2F2E 
HEX t>D2C 
HEX 2600 
HEX 3938 

,_ --- --- --+IE-)(------~--

HEX 3534 
HEX 3332 
HEX 3130 
HEX 3F3A 
HEX ::>D3B 

------~----~-----·---

HEX 282A 
HEX 3726 
HEX 2534 

TAB 
Rt:: TURN 
y 

II 
s 
Q 
0 
M 
K 
I 
G 
E 
c 
A 

TAB 
RETURN 
" EQUALS 
w 
NUMBER 
s 
Q 

0 
M 
K 
I 
G 
E 
€ 
A 

SIGN 

I SLANT 
- HYPHEN 
# AMPERSANO 
9 

- ----1-- -
5 
3 
1 

QUESTION MARK 
- HYPHEN 
-LA~S-T~--

OPEN PARl::N 
7 

PERCENT 
HEX 3340 3 
HEX 2429 DOLLAR SIGN 

START 
z 
x 
v 
T 
R 
p 

N 
L 
.l 
H 
F 
0 
R 

START 
z 
l( 

v 
T 
R 
p 
N 
L 
J 
H 
F 
f) 

fl 

• PERIOO 
, COMf'IA 

4 
2 
0 

* 

COLON 
SEMI COLON 

+ PLUS 
4 
# 
CLOSE PA.REN 

MEX __ ug ____ - --S+~---R-U-+~--- - - -- R 1-G MT- --0,1.1{ CJ.!A-R 
DELETE HEX F8F6 UP ONE CHAR 

HEX '110EE 
HEX EAF2 
HEX F4910 
HEX E2E0 

---~M~E~x- BEFC 
HEX FE00 
Hf)( 00-3-3 
HEX 36~9 
-HEX - -00-:HJ 
HEX 3235 
MEX nae 
HEX 0031 
Jot[-)( - - 343-1-- -
HEX 2000 
~I}- - - - ---

LEFT ONE CHAR 
INSERT 
ENTER 
bQCAb RfiMBTfi 
CANCEL 

6 

2 
s 

4-
SPACE 

HOME 
DOWN ONE CHAR 

PRINT 
--GH~-- -- ------· -

TAB 
3 
9 
B 
5 

---3P-AU---------------
1 
7 

Figure 4- 11. Generalized Coding of the TT2260 Macro Routine 
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2. 14 TTASCI Macro Routine 

This routine causes the ASCII Keyboard Translate Table to be inserted in the calling program. The 

table contains the conversion codes to be used by the device controller to translate ASCII keyboard input 

code to the ASCII code used internally in the PTS- 100. The macro routine coding, shown in Figure 

4-12, contains a dummy argument in the label field of the first statement. The call statement to the 

routine must therefore transmit a label to be identified as the starting location (i.e. , the Translate 

Table base address) in the us~r's program. 

The call statement 

$ TTASCI ASCTRN 

will cause the first statement of the routine to be specialized as follows:. 

ASCTRN HEX 0000 

The remainder of the table will be inserted in the calling program, 

2. 15 TTIPAR Macro Routine 

This macro routine causes the !PARS Keyboard Translate Table to be inserted in the calling pro­

gram. The table contains the conversion codes to be used by the device controller to translate !PARS 

keyboard input code to the ASCII code used internally in the PTS-100. The macro routine coding, shown 

i:n Figure 4-13, contains a dummy argument in the label field of the first statement. The call statement 

to the routine must therefore transmit a label to be identified as the starting location (i.e., the Trans­

late Table base address) in the user's program. The call statement 

$ TTIPAR IPRSIN 

will cause the first statement of the routine to be specialized as follows: 

IPRSIN HEX 0000 

The remainder of the table will be inserted in the calling program. 

2. 16 Baudot to ASCII Converter Macro Routine 

This routine performs the processing required to convert the five- bit Baudot code input via the 

ASR 32 teletype device to the seven- bit ASCII code used internally in the PTS- 100. If this macro 

routine is to be called, the following calling sequence must be established via source code in the 

calling program; 

TAG 

TAG3 

LAX2 
JMP,N 
ADC 
ADC 
HEX 
RESV,111 
RESV,!11 
ADC 
EX REF 
JMP 

TAr; 
TAGJ 
INPUT 
OUTPUT 
xx xx 
2 
:> 
#JVBAC 
llJVBAC 
TAG2 

LOAD POINTER Tn PARAMETER LJST 
GO TO CONVFRSION ROllTINE 
INPUT ~UFFER PnINTER - RAUDOT CODE 
OUTPUT BllFFER - WHERE TO PUT ASCII 
NUMBFR OF AA\Jf}f')T CHARACTERS TO HE XLMTFn 
NUMRFR OF ASCII CHARACTERS 
ERROR WORD 
POINTER TO CONVERSION ROllTINF 
EXTERNAL REFFRFNC~ STATEMENT FOR #JVRAC 
RETURN AFTER CnNVERstnN 
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?TTASCI 
SKIP P 

••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
* 
* 
* 

SOFTWARE TRANSLATF. TARLF. ASCII 

••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
(1) HEX A0AOI 

HEX 7E.3D 
HEX 215A 
HEX 5950 
HEX 5756 
HEX 55!'i4 
HEX !'i3!'i2 
HEX 5150 
HEX 4F4E 
HEX 404C 
HEX 4B4A 
HEX 4948 
HEX 4746 
HEX 4544 
HEX 4342 
HEX 415C 
HEX Ol0A0 
HEX 7028 
HEX 500!0 
HEX 0!1111'10 
HEX 011IH'H<I 
HEX 0!00!0! 
HEX 0!1!1111111 
HEX A0A0 
HEX Alil00 
HEX A01110 
HEX A000 
HEX 0!01110 
HEX A01'10 
HEX 11101110 

--ttf )(- -- fli!Wtil 
HEX A07B 
HEX 2F2E 
HEX 2D2C 
HEX :rn5c 
HEX 3938 
HEX 3736 
HEX 3534 
HEX 3332 
HEX 3130 
HEX 3t'00 
HEX 221'!0 

--- -- - -~----- 3A58 
HEX 282A 
HEX 2627 
HEX 25?4 
HEX 2322 
HEX 2129 

----HE*-----~--

HEX 11100!0 
HEX 000!0 
HEX 001'10 
HEX Ol09'0 
HEX E2E0 

---~HE~>< 9EFC 
HEX FE00 
HEl< '11000 
HEX 0000 
HEX FAEC 
HEX F8F6 
HE)( HEE 
HEX EAF2 
HEX F400 
HEX 2000 

END 

v 
w 
II 
s 
Q 

0 
M 
K 
I 
r, 
F 
c 
A 

OVERLINE 
EXCLAMATJON 

CLOSE F!RACE" 
CLOSE RRACKET 

I SLANT 
- HYPHEN 

SEMICOLON 
9 
7 
5 
3 
1 

QUESTION MARK 
QUOTATION MARK 

-GetGN 
OPEN PAREN 
# AMPERSAND 

PERCENT 
• NUMBER SIGN 

EXCLAMATION 

ENTER 
--\;;-&-At ~F-­

C A NC EL 
ROLL DOWN 
ERASE EOL 
STORE-RESTORE 
UP ONE CHAR 

= FCJlJALS 
z 
x 
v 
T 
R 
p 
N 
L 
J 
H 
F 
I) 

R 

RFVERSF. SLANT 

+ PLIJS 

OPEN IHHCE 
• PERIOD 
, COMMA 

A 
6 
4 
? 
0 

REVERSE SLANT 

AP-€N--RRACKET 
* ASTERISK 
' APOSTROPHE 

DOLLAR SIGN 
' COMMERCIAL AT 
CLOSE PAREN 

PRINT 
-£LEAR 
ROLL UP 
ERASE EOS 
TAB 
RIGHT ONE CHAR 
DELETE CHAR 

LEFT ONE CHAR 
INSERT CHAR 
SPACE 

------t1t~-B0~111t-E- --- --------­
DOWN ONE CHAR 

Figure 4-12. Generalized Coding of the TTASCI Macro Routine 
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?TTJPAR 
SK IP P -

****************************A'***************************************1 • 
* • 

SOFTWARE TRAN~LATE IAALE IPAR 

*******************************~******************************•••····~ 
( t) HEX ·-~ 

HEX 002A 
HEX F05A 
HEX 5958 
HEX 575_6 
HEX 5554 
HEX 53!'i-2 
HEX 5150 
HEX 4F4E 
HEX 404C 
HEX 4B4A 
HEX 4948 
HEX 4146 
HE::X 4544 
HEX 4342 
HEX 4140 

HEX 11100!0 
HEX 111r.l:?A 
Hf)( F05A 
HEX 5958 
HEX 5756 

HEX 55!i4 
HEX 5352 
HEX '\150 
HEX 4F4E 
HEX 404C 
HEX 41S4A 
HEX 4948 
HEX 4746 

HEX 4544 
HEX -4342 

HEX 410!9 
HEX 2F::>E 

HEX 2D2J 
HEX ;>41110 

HEX 3938 
HEX ~736 
HEX 3534 
HEX 3332 
HEX 3130 
HEX 2F2E 
HEX 2023 

- HE-M--- - · - ?430 
HEX 3938 
HEX 3736 
HEX 3534 
HEX 3332 
HEX 3130 

---~ - ---E-2-blJ--
HEX C2C5 
HEX 01&1110 
HEX 0!00!0 
HEX 001110 
HEX 1110E0 

RETURN 
y 

M 
K 
I 
G 
F. 
c 
A 

RETURN 
y 

w 
u 
s 
~ 

K 
I 
G 
E 
c 
A 
SLANT 
HYPHEN 
DOLUR 
9 
7 
5 
3 
1 
Us 
NAME 
Rl>-UG­
FC NE 
TKT 
RMKS 
GFAX 
RLOC 

-- - ----i-Nl£-R 
IGN 

2 

SIGN 

HEX DEFC ___ . ____ JiESU- ---
HEX FEO!l!I CANCEL 
HEX 0000 
HEX 01110111 

11 .. tiEX Cl FA 
HEX ECF8 

··--~-· HEX FfiE2 
HEX EEEA 

.__ -- -- - - -HE: x --- -F-2F-.4-- -
HEX 2000 

·-- - . - -- ~--- ----- 2000-- -
END 

EI 
FWDSP 
QELETE 
HOME 

-- 1»4NONE 
SPACE 

----- -SPACE 

ASTERISK 
z 
x 
V­
T 
R 
p 
N 

L 
J 
H 
F 
D 
A 
COMMERCIAL AT 

DSPL 
z 
x 
v 
T 
R 
p 
N 
l 
J 
H 

F 
D 
A 
CHNG 
PERIOD 
NlJMAER SIGN 

8 
6 
4 

Ill 
css 
ENDI 

TL 
RCVD 
FAX 
FLFU 
SEG 
UNSM-G 
RPT 

PRINT 
Ct.EAR 

STORE•RE!HORE 
UP ONE 

-- - - -E~-ER - ---­
BC KS P 
INSERT 

Figure 4-13. Generalized Coding of the TTIPAR Macro Routine 
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Note that the input buffer contains the Baudot code to be converted to ASCII code and stored in the 

output buffer. All Baudot data characters are directly convertible to ASCII characters. That is, a 

one-for-one conversion of data characters is performed. In addition to data characters, the input 

buffer contains shift characters. The shift characters are used by the Converter routine to perform 

the conversion, but are not written into the output buffer. Hence, the output buffer ne.ed not be any 

larger than the input buffer, and may in fact be smaller by the number of shift characters transmitted 

from the ASR 32 teletype to the input buffer. If the programer wishes, he may use the same buffers 

for input and output, thus overlaying the Baudot input with converted ASCII code. 

Normal termination of the Baudot to ASCII Converter Routine may be specified in one of the follow­

ing ways: 

1. Specifying the exact number of input bytes to be processed in the operand field of the HEX 

statement (i.e., in the third word of the parameter list which starts with TAG in the calling 

sequence code). 

2. Storing a flag of X' FF' in the last byte of the input (Baudot) buffer. 

3. If a separate buffer is used for output, storing a flag of X'FF' in the last byte of the 

ASCII buffer. 

If the Baudot byte count is specified in the HEX statement, the routine will return control to the 

calling program when the specified number of inpU: characters has been translated. If a flag of X' FF' 

is used in either of the input or -output buffers, the routine will discontinue processing when the flag is 

encountered, unless the byte count is satisfied before the flag is found. That is, if the flag termination 

is to be used, the HEX statement should specify the hexadecimal value FFFF so that the byte count 

will never be satisfied before the buffer flag is encountered. 

The actual character value of Baudot code appears in the right- most five bit positions of the input 

byte. The upper, or left- most, three bits indicate whether the code was input from the teletype key­

board (i.e., the first three bits are zeros) or from the high speed paper tape (i.e., the first three 

bits are ones). The conversion routine zeros these three bits and performs the conversion on the 

valid five bits of the input Baudot bytes. 

The Baudot to ASCII converter routine contains the translate table of ASCII codes to be used in 

performing the conversion. 

To call the converter routine, the programer writes the call statement 

$ #JMBAC 

in his source program. Since no dummy arguments are used in the macro routine coding, no actual 

arguments are required in the call statement. The entire converter routine w~ll be incorporated in the 

calling program at assembly time. 
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At execution time, the calling sequence will be performed and control transferred to the assembled 

converter coding. When the conversion is completed, control will return to the seventh word in the 

calling program' s parameter list. 

2. 17 ASCII to Baudot Converter Macro Routine 

This user macro routine performs the processing required to convert the seven-bit internal ASCII 

code to the five- bit Baudot code for output to the ASR 32 teletype device. Ii this macro routine is to be 

called by a user program, the calling sequence must be established in the calling program as shown 

below. 

TAGl 

TAG3 

TAG2 

LAX2 
JMP,N 
ADC 
ADC 
HEX 
RESV, 0 
RESV,O 
ADC 
EX REF 
JMP 

EQU 

TAG! 
TAG3 
INPUT 
OUTPUT 
(BYTE COUNT) 
2 
2 
#JQABC 
#JQABC 
TAG2 

* 

LOAD POINTER TO PARAMETER LIST 
GO TO CONVERSION ROUTINE 
INPUT BUFFER POINTER (ASCII CODE) 
OUTPUT BUFFER POINTER (CONVERTED BAUDOT CODE) 
NUMBER OF ASCII BYTES TO TRANSLATE 
NUMBER OF BAUDOT BYTES TRANSLATED 
ERROR WORD 
POINTER TO STARTING LOCATION IN CONVERTER 
EXTERNAL REFERENCE STATEMENT FOR #JQABC 
RETURN ADDRESS IN CALLING PROGRAM 

Note that the input buffer contains the ASCII code to be converted to Baudot code and s.tored in the 

output buffer. 

Normal termination of the ASCII to Baudot converter routine occurs when one of the following 

conditions is encountered: 

1. The specified number of input bytes has been processed. 

2. A flag of X'FF' is encountered in the input buffer. 

Abnormal termination of the conve.rter routine may occur because of one of the following 

conditions: 

1. The input and output buffers are equal in size. 

2. The end of the output buffer was reached before all input code was processed. 

These error condition terminations may be prevented by ensuring that the output buffer is large enough 

to accommodate all of the characters generated by the routine. The total number of characters 

generated by the routine includes all of the converted Baudot data characters, plus a shift character 

each time the code conversion switches from alpha data to numeric data, or from numeric data to alpha 

data. That is, the converter routine outputs a shift character to cause the tcl::type to switch from 

upper case to lower case and vice versa when the keyboard position of the current output character 

differs from the previous output character's position on the keyboard. The total number of output 

characters will always include at least one shift character, and could possibly include as many shift 

characters as data characters, thus doubling the output buffer size requirement. 
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In setting up the output buffer area, the programer should reserve a storage space twice the size 

of the input buffer, or estimate the number of shift characters that will be generated and set up an 

output buffer equal to the estimated number of shift characters plus the number of characters reserved 

for the input buffer. If storage space is critical, the programer may conserve space by overlapping 

the input and output buffer in one of the following ways: 

1. Set up a buffer area equal to the e.stimated maximum number of shift characters plus the 

number of input characters, and then perform the following: 

Set the output buffer pointer at the upper location of the buffer area. 

Set the input buffer pointer below the output pointer at the point equal to the estimated 

number of shift chal:'acters. 

Set a termination flag of X' FF' in the last byte of the shared buffer and set the byte count 

in the HEX statement of the parameter list to X'FFFF'. 

2. Set up a buffer area twice the size of the input buffer requirement, then perform the following: 

Set the output buffer pointer at the upper location of the buffer area. 

Set the input buffer pointer at the middle of the buffer area. 

Set a termination flag of X' FF' in the last byte of the shared buffer and set the byte 

count in the HEX statement of the parameter list to X'FFFF'. 

When either of the above actions has been taken in the source program, at execution time the 

converter routine retrieves the first input code from the starting input pointer location, converts it, 

and places the output code at the starting output pointer location. As the conversion proceeds, the 

buffer pointers move down each time code is converted. Eventually, the output data and shift char­

acters write into locations previously occupied by input ASCII code. When the X' FF' flag is en -

countered, the conversion process terminates and control is transferred to the calling program at the 

seventh word in the parameter list. 

The ASCII to Baudot converter routine contains the translate table of Baudot codes used in per­

forming the conversion. 

To call the converter routine, the programer writes the call statement in one of the following 

formats: 

or 

$ #JMABC , , , , 
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The actual arguments in the first call statement specify that error checking statements in the 

generalized macro routine are to be eliminated. That is, dummy arguments of the forms (1 Y). (ZY), 

(3Y), and (4Y), appear in the error checking statements. These arguments specify that the Assembler 

is to omit the statements in which they appear if actual arguments appear in positions 1, Z, 3·, and 4 

of the call statement list. The actual arguments may be any characters except commas. The actual 

arguments must be separated by commas. 

The second form of the call statement omits the actual argument list via a series of four commas. 

This call statement causes the error checking statements to be included in the specialized routine that 

the Assembler inserts in- line in the calling program. 

The only advantage in using the first form of the call statement is to eliminate approximately 30 

bytes of storage for the error checking statements and to save the time required to process them. 

Since the storage space and execution time requirements are relatively inconsequential, the programer 

is advised to use the second form of the call statement to include the error checking unless storage 

space is critical. The error checking statements test for the following conditions: 

1. Input and output buffers are equal in size, in which case an error termination will occur, 

indicated by an error code of 1 returned in the error word of the calling program's parameter 

list. 

Z. There is no equivalent Baudot code for an ASCII code to be converted, indicated by an 

error code of Z returned in the error word of the calling program's parameter list. 

3. The end of the output buffer was reached before all of the input was converted, in which case 

an error termination will occur, indicated by an error code of 4 returned in the parameter 

list error word. 

If the error checking statements are excluded, no error indicators will be returned to the calling 

program. The converter routine will still terminate, however, when the output buffer is too small 

(i.e., when error conditions 1 and 3 above occur). 

In all cases, the ASCII to Baudot converter routine returns control to the calling program at the 

seventh word of the parameter list. 

z. 18 ALIOCS Macro Routine 

The ALIOCS macro routine is a listing of all the input/output coding used by the PTS-100 cassette 

native assembler. The lengthy listing is not included in this handbook since it is used only for assembly. 

z. 19 Disc Logical Input/Output Macro Routine 

The Disc Logical Input/Output (LIOCSD) macro routine contains the coding necessary to carry out 

the actions requested by the disc action and status macros, which are branches to certain routines in 

the Disc Logical Input/Output macro. This is the main processing macro for the disc. 
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The Disc Logical Input/Output macro picks up the File Control Block pointer specified by an 

action or status macro, and uses the fields in that File Control Block both as sources of information 

about the file and as working storage for the processing of the file. 

2. 20 Disc File Control Block Description Macro Routine 

The Disc File Control Block Description (FCBD) macro establishes a file control block, a work 

area 100 bytes long, in which the logical input/ output maintains all information about the file and the 

current state of its processing. The generalized coding of the File Control Block Description macro 

routine is shown in Figure 4-14. 

Since there are 10 dummy arguments in the routine, the call statement to the routine, must 

transmit 10 actual arguments, as follows: 

Argument 1: 

Argument 2: 

Argument 3: 

Argument 4: 

Argument 5: 

Argument 6: 

Argument 7: 

Argument 8: 

Argument 9: 

Argument 10: 

The label of the File Control Block; this label is referred to in all the 

action and status macros to identify the specific file to be accessed. 

A number from 0 to 7, identifying the disc drive on which the file resides. 

Type of buffering. S = single buffer. D = <loubl.e buffer (may be specified 

only for sequential files). 

First buffer address. 

Second buffer address. (This should be specified as 0 for single 

buffering.) 

Address of file name, a 10-byte field containing the name that was 

assigned to the file in the Volume Directory by the Disc Allocator 

program. 

Address of error word, a one-word field which will be set to an error 

identifying number if an error occurs in processing tl;is file. 

Relative position of key in record, for direct access. For type K 

random files this gives the byte location, relative to byte 0 of the record, 

of the start of Jhe key field. 

The number of bytes in the key field. 

The length of the buffer, in sectors. This is the number of 320-byte 

sectors that can be read or written at one time, based on the length of 

the buffer(s) provided. 

Each action or status macro contains a pointer to the File Control Block of the file on which 

t is to operate. 
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2. 21 Disc Action and Status Macros 

The first parameter of every disc action macro is the label of the File Control Block that identifies 

the file to be accessed. This must be the same as the first parameter of the file control block descrip­

tion macro for that file. 

The action macros are Open, Close, Get, Put, Read, Write, and Delete. Open and Close apply to 

all file types. Get and Put apply only to sequential files. Read, Write, and Delete apply only to random 

files. 

Test and Wait are status macros and do not result in any file accessing. One of the two must be 

used after each of the action macros to assure that one action has been completed before the next one 

is requested. The Test or Wait macro need not follow the action macro immediately but must be 

issued before another action call. 

2. 21. 1 Open Disc (OPEND) 

The Open macro must be issued before any accessing can be done on a file. It searches for the 

file in the Volume Directory (established by the Disc Allocator utility program), and places in the 

File Control Block various pieces of information describing the file. It also opens the logical unit 

through the IOCS monitor. The generalized coding of the routine is shown below. 

?OPEND 

LAX2 
JMP 
ADC 
TEXT 
ADC 
END 

*+6 
#LDOO, L 
(1) 
I (2)1 
(3) 

Since three dummy arguments appear in the macro routine, the user call statement must transmit 

three actual arguments, as follows: 

Argument 1: 

Argument 2: 

Argument 3: 

The label of-the File Control Block. 

This argument designates the type of open. I :: open for input. 

0 :: open for output. 

The label of the error exit is specified as argument 3. This is the 

location to branch to if the file cannot be opened. The exact reason 

for the failure is indicated by the error word pointed to in the File 

Control Block. 
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Z. Zl. Z Close Disc (CLOSED) 

The Close macro is issued when all file accessing has been completed. For output sequential files 

it causes the last record to be written on the disc, followed by an end of file indicator. If there are 

no other files open, it also closes the logical unit. The generalized coding of the routine is shown below. 

?CLOSED 

LAXZ 
JMP 
ADC 
ADC. 
END 

*+6 
#LDCO,L 
( 1) 
(Z) 

There are two dummy arguments in the Close Disc macro routine: 

Argument 1: 

Argument Z: 

Z.Zl.3 Get (GETD) 

The label of the file control block. 

Error exit. This is the location to branch to if an error occurs such 

that the Close process cannot be completed. 

The Get disc macro, applicable only to sequential files, causes the next logical record to be moved 

from the buffer to the specified work area. Buffer switching and disc reads are executed when necessary. 

The generalized coding of the routine is shown below. 

?GETD 

LAXZ 
JMP 
ADC 
ADC 
ADC 
ADC 
END 

*+6 
#LDGO, L 
(1) 
(Z) 
(3) 
(4) 

There are four dummy arguments in the Get disc macro routine: 

Argument 1: The label of the File Control Block. 

Argument Z: The address of the work area into which the next record is to be moved. 

Argument 3: End of file exit specifying location to branch to if end of file is found, 

Argument 4: The label of the error exit. 
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2. 21. 4 Put (PUTD) 

The Put disc macro, applicable only to sequential files, causes the logical record in the designated 

work area to be moved to an output buffer. Buffer switching and disc writes are executed when 

necessary. The generalized coding of the routine is shown below: 

?PUTD 

LAX2 
JMP 
ADC 
ADC 
ADC 
END 

*+6 
#LDPO, L 
(1) 
(2) 
(3) 

There are three dummy arguments in the Put disc macro routine: 

Argument 1: The label of the File Control Block. 

Argument 2: The address of the work area from which the record is to be taken. 

Argument 3: The label of the error exit. 

2. 21. 5 Read (READD) 

The Read disc macro, applicable only to random files, inputs one record from the disc into a 

specific work area. The generalized coding of the routine is shown below: 

?READD 

LAX2 
JMP 
ADC 
ADC 
ADC 
ADC 
TEXT 
ADC 
END 

*+6 
#LDRO, L 
(1) 
(2) 
(3) 
(4) 
I (5)' 
( 6) 

There are six dummy arguments in the Read disc macro routine: 

Argument 1: The label of the File Control Block. 

Argument 2: The address of the work area into which the recbrd is to be moved, 

Argument 3:. End-of-file exit. 

Argument 4: Uncorrectable error exit. 

Argument 5: Type of access. D =direct access. S; = sequential access. 
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Argument 6: 

2. 21. 6 Write (WRITED) 

Address of direct access parameter list. (This argument is zero i£ there 

is no list. ) If there is a list, it confains two fields, as follows: 

a. Address of key field. This is the address of the left end of the 

field with which the key in the accessed record is to be compared. 

The value is zero if there is no key. 

b. Relative address. For K type files this is a relative track 

address; for N type, files it is a relative record address. 

The Write disc macro, applicable only to random files, outputs one record to the disc from a 

specific work area. The generalized coding of the routine is shown below: 

?WRITED 

LAX2 
JMP 
ADC 
ADC 
ADC 
ADC 
END 

*+6 
#LDWO, L 
( 1) 
(2) 
(3) 
(4) 

There are four dummy arguments in the, Write disc macro routine: 

Argument 1: 

Argument 2: 

Argument 3: 

Argument 4: 

2. 21. 7 Delete (DELD) 

The label of the File Control Block. 

The address of the work area from which the record is to be moved. 

Uncorrectable error exit. 

Address of direct access parameter list, which contains only the 

relative address. For K type files this is interpreted as a relative 

track address; for N type files it is a relative record address. 

The Delete disc macro, applicable only to random files with keys, lncates a specific record in 

the file and marks it deleted by changing its banner word from hexadecimal 0001 to hexadecimal 0000. 

The generalized coding of the routine is shown below: 

?DELD 

LAX2 
JMP 
ADC 
ADC 
ADC 
END 
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There are three dummy arguments in the Delete disc macro routine: 

Argument l: 

Argun1ent 2: 

Argument 3: 

2. 21. 8 Wait (WAITD) 

The label of the File Control Block. 

Uncorrectable error exit. 

Address of direct access parameter list. The list contains two fields, 

as follows: 

a, Address of key field. This is the address of the left end of the 

field with which the key in the accessed record is to be compared. 

b, Relative track address. 

The Wait disc macro checks whether the last requested action on the indicated file has been 

completed. The Wait macro is applicable to the actions Open, Close, Get, Put, Read, Write, and 

Delete. The generalized coding of the Wait disc macro routine is shown below. 

?WAITD 

LAX2 
JMP 
ADC 
END 

*+6 
#LDWAO, L 
(1) 

The single dummy argument is the label of the File Control Block, 

2. 21. 9 Test (TESTD) 

The Test disc macro provides an alternate means of checking the completion of an action macro, 

without causing a program stall if the action is found to be incomplete, This status macro is applicable 

. to the actions Open, Close, Get, Put, Read, Write, and Delete. The generalized coding of the Test 

disc macro routine is shown below: 

?TESTD 

LAX2 
JMP 
ADC 
ADC 
END 

*+6 
#LDTO,L 
( 1) 
(2) 

There are two dummy arguments in the Test disc macro routine: 

Argument 1: 

Argument 2: 

The label of the File Control Block. 

The address of the indicator word. This word is set to 1 if the last 

action was completed; it is set to 0 if the action was not completed. 
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APPENDIX A 

PTS-100 CHARACTER SET 

ASCII HEX 

Symbol Hollerith Extended Code 1 o ASCII3 8 Bit 7 Bit 

@ 0-2- 8 so 300 co 40 
A l Z- 1 13Z 301 Cl 41 
B lZ-Z 130 30Z CZ 4Z 
c l Z- 3 134 303 C3 43 
D lZ-4 1Z9 304 C4 44 
E lZ-S 133 30S cs 4S 
F l Z- 6 131 306 C6 46 
G l Z- 7 13S 307 C7 47 
H lZ- 8 144 310 C8 48 
I lZ-9 136 311 C9 49 
J 11- 1 68 31Z CA 4A 
K 11-Z 66 313 CB 4B 
L 11- 3 70 314 cc 4C 
M 11-4 6S 31S CD 4D 
N 11- s 69 316 CE 4E 
0 11- 6 67 317 CF 4F 
p 11-7 71 3ZO DO so 
Q 11- 8 80 3Zl Dl Sl 
R 11- 9 72 3Z3 DZ sz 
s 0-Z 34 3Z3 D3 S3 
T 0- 3 38 3Z4 D4 S4 
u 0-4 33 3ZS DS SS 
v 0- s 37 3Z6 D6 S6 
w 0- 6 3S 3Z7 D7 S7 
x 0-7 39 330 D8 S8 
y 0- 8 48 331 D9 S9 
z 0- 9 40 33Z DA SA 
[ l Z- S- 8 149 333 DB SB 

" 0- 6- 8 Sl 334 DC SC 
J 11-S-8 8S 33S DD SD 

7-8 Z3 336 DE SE 
Z- 8 18 337 DF SF 

blank No Punch 00 Z40 AO zo 
11- Z- 8 8Z Z41 Al Zl 

II 0- S- 8 S3 Z4Z AZ zz 
# 0-7- 8 SS Z43 A3 Z3 
$ 11- 3- 8 86 Z44 A4 Z4 
% 11-7-8 87 Z4S A5 ZS 
& lZ-7-8 lSl Z46 A6 Z6 

4-8 17 Z47 A7 Z7 
0-4- 8 49 zso AB ZS 
l Z- 4- 8 14S ZSl A9 Z9 

* 11- 4- 8 81 zsz AA ZA 
+ lZ 1Z8 ZS3 AB ZB 

0- 3- 8 S4 ZS4 AC zc 
11 64 zss AD ZD 
l Z- 3- 8 lSO ZS6 AE ZE 

I 0- 1 36 ZS7 AF ZF 
0 0 3Z Z60 BO 30 
1 1 4 Z61 Bl 31 
z z z Z6Z BZ 3Z 
3 3 6 Z63 B3 33 
4 4 1 Z64 B4 34 
s s s Z65 RS 3S 
6 6 3 Z66 B6 36 
7 7 7 Z67 B7 37 
8 8 16 Z70 BS 38 
9 9 8 Z7 l B9 39 
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ASCII HEX 

S:l[mbol Hollerith Extended Code 1 Q ASCllB B Bit 7 Bit 

5-B 21 272 BA 3A 
11- 6- B B3 273 BB 3B 

< 12- 6- B 147 274 BC 3C 
= 3-B 22 275 BD 3D 
> 6-B 19 276 BE 3E 
? 12- 2- B 146 277 BF 3F 

NUL l Z- 9- 1 140 200 BO 00 
SOH 12- 9-2 138 201 Bl 01 
STX 12- 9- 3 142 202 S2 02 
ETX 12- 9-4 137 203 83 03 
EOT 12- 9- 5 141 204 S4 04 
ENQ 12- 9- 6 139 205 B5 05 
ACK 12-9-7 . 143 206 S6 06 
BEL 11- 9- 1 76 207 S7 07 
BS 11- 9- 2 74 210 BS OS 
HT 11- 9- 3 7B 211 89 09 
.LF 11- 9-4 73 212 BA OA 
VT 11-9- 5 77 213 BB· OB 
FF 11- 9- 6 75 214 BC oc 
CR 11- 9- 7 79 215 8D OD 
so 0- 9-1 44 216 BE OE 
SI 0-9-2 42 217 SF OF 
DLE 0- 9-3 46 220 90 10 
DCl 0-9-4 41 221 91 11 
DC2 0- 9-5 45 222 92 12 
DC3 0-9-6 43 223 93 13 
DC4 0- 9-7 47 224 94 14 
NAK 12- 0- s 176 225 95 15 
SYN 12-1.~S 14S 226 96 16 
ETB 11- 0- s 112 227 97 17 
CAN 11-1-S B4 230 9S 18 
EM 0-1- 8 52 237 99 19 
SUB 12- S- 9 152 232 9A lA 
ESC 11-B- 9 BS 233 9B lB 
FS 0-S- 9 56 234 9C lC 
GS S-9 24 235 9D lD 
RS 9-1 12 236 9E lE 
us 9-2 10 237 9F IF 
DEL 1- 8 20 377 FF 7F 
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