
























































































































































































































































































































































































































































































































































For directives that create or delete memory partitions, the resulting display is as

follows.

. For BRIEF=Y or T (the default if not specified):

directive @volnameA(dirname)partname size

directive
volname
dirname
partname

size
. ForBRIEF=N or F:

directive
RID=

CREATED BY:
PART TYPE=
TYPE=

is the directive being performed

is the volume being affected by the directive

is the directory being affected by the directive

is the name of the partition being affected by the directive

is the size of the partition

partname

ON:
, MEM CLASS= ,
, FIRST PAGE= ’

SHAREABLE=
LENGTH IN PAGES=

ACCESS: OWNER -

directive

partname

RID=

CREATED BY:

PART TYPE=

MEM CLASS=

SHAREABLE=
TYPE=

FIRST PAGE=

LENGTH IN PAGES=
ACCESS:

3-12

PROJECT -
OTHERS
is the directive being performed

is the volume, directory, and partition name being affected by
the directive

is the resource identifier which specifies the volume name,
binary date and time of creation, resource descriptor address,
and resource type

specifies the owner name under which the partition was
created and the date and time it was created

specifies if the partition is static or dynamic

specifies if the partition is class E, H, or S memory. The
default is class S.

specifies if the partition is shareable

specifies the resource type code, interpreted as two

hexadecimal digits in the range 0 to FF

specifies the first page of the partition
specifies the size of the partition in pages

specifies the owner and project name of the partition and what
types of access owner, project and others have to the
partition. Access rights are read, write, and delete.

Volume Manager

MPX-32, Vol. II
(VOLMGR)

Reference Manual



3.6 Accessing VOLMGR
VOLMGR is accessed in the batch or interactive modes in one of three ways:

$VOLMGR
$RUN VOLMGR
$EXECUTE VOLMGR

$RUN VOLMGR is valid only from the system directory.
When logical file code SYC is assigned to a terminal, a VOL > prompt is displayed.

VOLMGR exits when the EXIT directive is issued or when an EOF is read from the
directive input file or device. If an EOF is encountered while processing a line
continuation, VOLMGR exits with an error condition. If any errors are encountered
during directive processing, VOLMGR posts an error condition (VOO01) upon exiting.

A one-shot invocation of VOLMGR can be performed in the batch and interactive
modes. One-shot invocation is performed by entering the load module name VOLMGR
followed by a VOLMGR directive on the same line. If this is done from TSM, control
automatically returns to TSM after the VOLMGR operation is complete and its output is
displayed. In the batch mode, processing continues with the next job control statement.

3.7 File and Directory Size Allocations

When using the CREATE FILE or COPY directives and initial block allocatio.: size is
specified, the number specified is rounded up to the nearest allocation unit. The
allocation unit is determined by the storage capacity of the disc. On an 80MB disc, the
minimum allocation size is two blocks. On a 300MB disc, the minimum allocation size is
four blocks. Therefore, if the size specified is SIZE = 1, the rounded up result would be
two on an 80MB disc and four on a 300MB disc.

Similarly, when using the CREATE DIRECTORY directive and the maximum number of
files to be listed within the directory is specified, the number specified is rounded up to
the nearest allocation unit (maximum of 12 entries per block on all disc types).
Therefore, if the number of entries specified is ENTRIES = 10, the rounded up result
would be 24 on an 80MB disc (12 per block times 2 blocks) and 48 on a 300MB disc (12 per
block times 4 blocks).

3.8 File and Directory Size Extensions

A file can be extended using the EXTEND directive until 32 segments have been filled.
To extend a file more than 31 times or to restore file contiguity, the file must be saved
with the SAVE directive and restored to disc with the RESTORE directive. By default,
the restore operation will recreate the file with the original file size equal to the end-of-
medium block of the file saved to tape. The restored file is contiguous, by default.

A directory cannot be extended. If the size of a directory must be increased, the
directory must be deleted and then recreated with the appropriate number of entries
required specified with a CREATE DIRECTORY directive. If the directory contains
active entries, the active entries must be temporarily renamed to another directory by a
RENAME directive while the directory is being recreated.

MPX-32, Vol. Il Volume Manager
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3.9 Pathnames and Directories

A pathname is a one- to three-part name that identifies the path to be taken to a
volume, directory, or file. Wherever file names are valid, a complete pathname can be
specified, or missing portions of a pathname are assigned defaults.

S

Wild card indicators can be used in the pathname for characters by specifying a question
mark to replace individual characters or an asterick to replace a string of characters.
The special meaning given to the wild card indicators is recognized by VOLMGR only, not
by the operating system.

Wild card characters used in TO pathname parameters are interpreted positionally from
left to right. See examples of the COPY, RENAME, and RESTORE DIRECTORY
directives for details.

In a directive that explicitly or implicitly references a directory, the default directory is
the current working directory unless overridden in the directive. Directories can only be
created or deleted. Directives such as COPY, SAVE, and RESTORE cannot be used on
directories.

Special characters separate each part of a pathname to specify which portion of the
pathname the various names represent. Each name is a set of standard characters
normally restricted to contain alphanumeric characters plus the special characters dot
and underscore. If it is necessary to reference a file containing nonstandard characters,
the file name must be enclosed in single quotes. This permits reference to all files
except those containing the actual single quote character. Quoting a file name disables
wild card capabilities because the wild card indicators ? and * may be part of a file
name.

For example, DELETE 'AS*WRKFL' deletes the file named AS*WRKFL from the current 1\ ,
working directory. However, DELETE *WRKFL deletes any file in the current working —
directory with WRKFL as the last five characters of the file name.

3.10 Logical File Code Assignments

Logical file code (LFC) assignments are specified in $ASSIGN job control statements

before activating VOLMGR. VOLMGR uses three LFCs: SYC for directive input, SLO

for listed output, and TAP for saving and restoring files.

3.10.1 Directive Input (SYC)

VOLMGR directives are assigned to logical file code SYC. The default assignment for
SYC is:

$ASSIGN SYC TO SYC
In the interactive mode, directives are read from the terminal.

Optional assignments for SYC are:

$ASSIGN SYC TO {pathname }

DEV=devmnc
pathname is the pathname of a file containing VOLMGR directives
devmnc is the device mnemonic of a device containing VOLMGR directives
: ™~
\
Volume -Manager MPX-32, Vol. II ((J/
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3.10.2 System Listed Output (SLO)

The listed output file contains an audit trail of the directives processed by VOLMGR
during an interactive or batch session. Listed output is assigned to logical file code
SLO. The default assignment for SLO is to logical file code UT:

$ASSIGN SLO TO LFC=UT

In the interactive mode, output is displayed at the user terminal. In the batch mode,

output is directed to the SLO device.
Optional assignments for SLO are:

$ASSIGN SLO TO (pathname
{ DEV=devmnc }

pathname is the pathname of a previously created file to contain VOLMGR listed
output
devmnc is the device mnemonic of a device to contain VOLMGR listed output

3.10.3 Magnetic Tape (TAP)

All VOLMGR directives associated with saving or restoring files manipulate the device
assigned to logical file code TAP. If the device assigned to TAP is not a magnetic tape,
it must have the ability to be treated as a magnetic tape in that EOF or pseudo-EOF
capabilities must be present when unblocked data is written.

Logical file code TAP is assigned as follows:

$ASSIGN TAP TO DEV=devmne BLOC=N

devmnc is the device mnemonic of the device on which to perform the save or
restore operation

3.10.4 Wildcard Characters

When a wildcard character (*) is specified in any command, the wildcard is converted to
actual volume/directory/file names through the use of the temporary files. The logical
file codes of these temporary files are 101, 102 and 103. The default sizes for these three
temporary files are:

original size 200 blocks
maximum increment 400 blocks
minimum increment 100 blocks

In optimum conditions, VOLMGR can resolve up to 75,600 files. If the disc space is too
fragmented to extend any segment, VOLMGR can resolve 1200 files of the original size.

3.11 Options

The VOLMGR is cataloged with the TSM TEXT option to echo input to the user's terminal
or SLO as it is read from the SYC file and with the PROMPT option to write a VOL>
prompt to the terminal when input is required.

MPX-32, Vol. I Volume Manager
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3.12 Directives

A VOLMGR directive line consists of a directive verb. adverb, parameters. and options.
A comma or blank delimits each component. Comments can be included by inserting an
exclamation point anywhere on the line. The remainder of that line is ignored. An entire
line may be a comment by placing an exclamation point as the first character of the line.

3.12.1 Verbs and Adverbs

The verb is the first item on the directive line. When a verb can perform more than one
function, an adverb specifies which function to perform. For example:

CREATE COMMON
CREATE DIRECTORY
CREATE FILE

CREATE is the verb and COMMON, DIRECTORY, and FILE are adverbs.

Default adverbs are provided where applicable. Refer to the individual directive
descriptions for their defaults.

3.12.2 Parameters

Parameters specify what is affected by the action of the directive, such as a pathname.
directory name, or device name. Parameters are specified in positional order. Each
parameter is optionally preceded by a keyword and equal sign. Multiple parameter
groups are separated by commas.

3.12.3 Directive Options

Options can be specified in any order and are always specified by their keyword, an equal
sign, and the value. Options can be specified at three levels:

. Default (lowest precedence) - Values are specified with the SET directive. This
default value is applicable only when global or local option values have not been
specified.

. Global (directive) - Values are specified on the directive line between the directive
verb (adverb if present) and the first directive parameter. Global option values
override default values.

. Local (parameter, highest precedence) - Values are specified on the directive line
between the rightmost parameter and the terminator character. Local option values
override global and default values.

Options have three types of values:

Boolean - Values are true (T), false (F), yes (Y), and no (N). Values true and yes are
synonymous. Values false and no are synonymous,

Volume Manager MPX-32, Vol. II
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. Numeric - Values are either decimal or hexadecimal numbers, whichever is natural for
a particular option. For example, file size is expressed as a decimal number

(SIZE=N'99") but file type is expressed as a hexadecimal number (TYPE=X'AQ").
Default values are decimal.

. ASCII String - Values are expressed as strings containing alphanumeric characters,
plus the characters dot and underscore. If any other characters are used in the string,
the entire string must be enclosed in single quotes. For example, OWNER=JOHN DOE
or OWNER='JOHN DOE' are acceptable. In either case, the ASCII value starts with
the first nonblank character after the equal sign.

3.12.3.1 Global Options

Global options are entered on the directive line between the verb (adverb if present) and
the first parameter group. The first parameter group includes all parameters and local
options up to the first comma or to the end of the string if there is only one parameter).
For example:

CREATE FILE SIZE=100 SJ.VOLMGR

CREATE is the verb, FILE is the adverb, SIZE=100 is the global option, and SJ.VOLMGR
is the parameter.

To create more than one file of the same size, enter:
CREATE FILE SIZE=100 INDEX,POCKET,GL 0SS

All three files will be created as 100 blocks in size.

3.12.3.2 Local Options

Local options are entered on the directive line between parameter groups. They are
expressed as the option name keyword followed by an equal sign and the option value.
Syntactically, local options are expressed the same as global options. The position in the
directive line determines whether an option is global or local. VOLMGR distinquishes
options from parameters by the keyword identity. For example, in the following
directive line:

CREATE FILE SIZE=100 INDE X SIZE=50,P OCKET,GLOSS

CREATE is the verb, FILE is the adverb, SIZE=100 is a global option, INDEX is a
parameter (its file size is 50 blocks), SIZE=50 is a local option, and POCKET and GLOSS
are parameters (their file size is 100 blocks).

If a default file size is established with the SET directive, the results would be as
follows:

SET SIZE=50
CREATE FILE INDEX,POCKET,GLOSS

MPX-32, Vol. 11 Volume Manager
Reference Manual (VOLMGR) 3-17



All three files are created as 50 blocks in size. In the following example:

—

£
SET SIZE=50 %
CREATE FILE INDEX SIZE=100,POCKET,GLOSS SIZE=150 —

File INDEX is created as 100 blocks in size, file POCKET is created with the default size
of 50 blocks, and file GLOSS is created as 150 blocks in size.
3.12.3.3 Time Options

Some VOLMGR directives can be used with an optional time specification restriction.
The following rules apply to time specification usage.

The system date is maintained as the number of days since January 1, 1960. Entering any
earlier date results in an error condition.

Only one time option (CREATED, CHANGED, SAVED, or RESTORED) can be specified
per partition or pathname. :

Regardless of the format used as input for a date option, the date will be displayed in the
format the date was entered at IPL.,

Syntax options for date are:

mo/dd/yy
dd-mon-yy

Syntax options for time are:
hh:mm:ss
hhsmm
h
mo is the one- or two-digit decimal month
mon is the three-character ASCII month abbreviation
dd is the one- or two-digit decimal day
yy is the two-digit decimal year
hh is the one- or two-digit decimal hour (24-hour time)
mm is the one- or two-digit decimal minute
ss is the one- or two-digit decimal second
Leading zeros are not required in date or time.
The following rules apply to SINCE or BEFORE usage:
. Both date and time can be specified as shown in the individual directive syntax

descriptions. At least one of them must be specified.

Volume Manager MPX-32, Vol I %~
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. If the time is specified but the date is not, a comma is not needed. The date defaults
to the current date.

. If the date is specified but the time is not, the time defaults to midnight.

. All date formats (with or without leading zeros) apply even though only one is shown in
the directive syntax description.

. If any part of the time is not specified, that part defaults to zero.

3.13 Directive Line Continuations

Directive lines can continue across as many lines as necessary by placing a hyphen as the
last significant character on the line. This results in a prompt for more input when in the
interactive mode, and another read when in batch mode or when reading a select file.
Each time a directive line is continued, the continuation character is replaced by a
space.

Up to 48 parameter prototypes can be specified per directive. A complete directive line
can have a maximum of 768 characters. A directive that has been continued across
several lines appears as one long string to the VOLMGR. All excess blanks are
eliminated, so where more than one blank is used as a delimiter, only one blank is
retained. This also pertains to trailing blanks.

The only restriction is that single names, keywords, or an entire pathname mus. appear
on the same input line.

MPX-32, Vol. II Volume Manager
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BACKSPACE FILE/BACKSPACE IMAGE/CLEAR

3.14 BACKSPACE FILE Directive

The BACKSPACE FILE directive backspaces a magnetic tape a specified number of EOF
marks.

Syntax:
BACKSPACE FILE [[FILES=]n]

FILES= specifies the number of EOF marks to backspace. If not specified, the tape
is backspaced one EOF.

Usage:

BACF

Backspaces the magnetic tape one EOF mark.
BACF FILE=2
BACF 2

Both of these directives backspace the magnetic tape two EOF marks.

3.15 BACKSPACE IMAGE Directive

The BACKSPACE IMAGE directive backspaces a magnetic tape a specified number of
save images.

Syntax:
BACKSPACE [IMAGE] [[IMAGES=]n]

IMAGES= specifies the number of save images to backspace. If not specified, the tape
is backspaced one save image.

Usage:
BAC

Backspaces the magnetic tape one save image.
BAC IMAG=2
BACI12
BAC 2

All of these directives backspace the magnetic tape two save images.

3.16 CLEAR Directive

The CLEAR directive clears all default option values previously established by a SET
directive.

Syntax:

CLEAR

Volume Manager MPX-32, Vol. II
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3.17 CONVERT Directive

The CONVERT directive restores post-RTM 6.0 and all MPX-32 File Manager save tapes
to Release 2.x volume/directory structure format. Wild card characters cannot be used
with this directive.

The device where the data to convert reside must be specified by a static assignment in
job control. The logical file code TAP is presumed to have been assigned by the user
before invoking VOLMGR.

Syntax:
CONVERT [[VOLWUVE=]volname] [BRIEF=boo!l]

VOLUME= specifies the name of the volume to place the file on. If not specified,
defaults to the user's current working volume. Partial conversions of a save
image are not allowed. For example, files cannot be selected by name.

BRIEF= specifies if complete file status is desired. If not specified, only the file
name and size are displayed.

Notes:
Data in the old save image directory is converted as follows:

1. Volume name - The name of the volume where data is to be restored can be
specified on the directive line. If a volume name is not specified, the default is to
the user's current working volume.

Any one pre-MPX-32 Release 2.0 save image should contain only those files to be
converted to the same volume., This can be done by saving pre-MPX-32 Release 2.0
files with the File Manager (FILEMGR) utility.

2. Directory name - The directory name is the same as the old user name. Directories
are created if needed. However, if the VOLMGR creates the directory, the entry
capacity cannot be user-specified.

3. File name - File names are unchanged. Files cannot be renamed during the
conversion. If a file exists on the volume with the same name as one to be
converted, VOLMGR attempts to delete the old file. If the delete fails, the saved
file is not converted (restored).

MPX-32, Vol. Il Volume Manager
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New file attributes are as follows:

1. Owner name - The owner name is the same as the current logon owner name if a
default name has not been established by a SET directive. If a default owner name
has been established by a SET directive, that name is used.

2. Project group name - The project group name is the same as the current logon
project group name if a default name has not been established by a SET directive.

If a default project group name has been established by a SET directive, that name

is used.

3. Access attributes - All converted files are completely unprotected for owner and
project group. The established system access defaults apply to other.

Usage:
CON VOLU=TEST BRIE=N

All files in the save image are converted and stored on volume TEST. Their complete
file status will be displayed.

CON

All files in the save image are converted and stored on the user's current working
volume. Only their file name and size will be displayed.

Volume Manager MPX-32, Vol. II
3-22 (VOLMGR) Reference Manual

£

C



COPY

3.18 COPY Directive

The COPY directive creates a file by copying an existing file. A file can be copied to
the same volume or a different volume than the one on which it is currently located.
Any options specified apply to the file being created. Wild card characters can be used
with this directive.

The COPY directive cannot be used to concatenate several files into one.

Syntax:

COPY [FROM=]pathname [TO [=] lpathname [SIZE=n] [OWNER=name]
[PROJECTGROUP=name] [START=n] [MAXINC=n] [MININC=n]
[MAXSIZE=n] [FAST=bool] [BRIEF=bool] [REPLACE=bool]
[SHARED=bool] [NOSAVE=bool] [ZERO=bool] [EOFM=bool]

[AUTOEXT=boo!l] [MANEXT=bool] [CONTIQUOUS=bool]

ACCESS ( OWNER ([READ] [WRITE] [UPDATE] [MODIFY] [APPEND]
PROJECTGROUPY[DELETE]Y)
OTHER
FROM= specifies the pathname of the file to be copied
TO= specifies the pathname of the file to be created
SIZE= specifies the initial block allocation size of the file being created. If
not specified, defaults to the size of the file specified in the FROM
parameter.
OWNER= specifies the owner name to be associated with the file. If not
specified, defaults to the owner name associated with the VOLMGR
task.

PROJECTGROUP=specifies the project group name to be associated with the file. If not
specified, defaults to the project group associated with the VOLMGR
task.

START= specifies the starting block number of the file. If the file cannot be
copied to the specified block number, a denial is given. If not
specified, the file is copied to any available space on the volume.

MAXINC= specifies the size of each subsequent automatic increment of the
file. If not specified, the default is 64 blocks.

MPX-32, Vol. 1I Volume Manager
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MININC=

MAXSIZE=

FAST=

BRIEF=

REPLACE=

SHARED=

NOSAVE=

ZERO=

EOFM=

AUTOEXT=

MANEXT=

CONTIGUOUS=

ACCESS=

specifies the minimum acceptable automatic increment size if the
MAXINC value cannot be obtained. If not specified, the default is 32
blocks.

specifies the maximum size for an extendible file. If not specified,
the size is limited only by available disc space.

specifies if the file's resource identifier is not to be changed when it
is copied or restored using the VOLMGR. If not specified, the file
will be copied to any available resource identifier.

specifies if complete file status is desired. If not specified, only the
file name and size are displayed.

If the file name specified in the TO parameter already exists,
indicates whether it should be replaced (deleted). If not specified, a
delete is not attempted on an existing file, and nothing is copied.

specifies if the file can be used in the shared mode. If not specified.
the default is shared.

specifies if the VOLMGR no-save attribute applies to the file. If not
specified, the file is savable in response to the VOLMGR SAVE
directive.

specifies if the file should be zeroed upon creation and extension. If
not specified, the file is not zeroed.

specifies the status of EOF management. If not specified. the system
default is used.

specifies if the file can be automatically extended. If not specified,
the file is automatically extendible.

specifies if the file can be manually extended. If not specified. the
file is manually extendible.

specifies if extensions to the file are to be contiguous when possible.
Initial allocation of a file is always contiguous. If not specified,
extensions are not contiguous.

specifies the classes of users allowed access to the file and the types
of access each class is allowed. If not specified, owner and project
group have complete access and others have read only access.

The destination file (TO) is always (re)created. If the TO file already exists, the copy
cannot take place unless the REPLACE option has been specified as true or yes. If the
REPLACE option is specified, VOLMGR will attempt to delete the existing TO file. If
the delete operation is not successful, a copy will not take place.

3-24

Volume Manager MPX-32, Vol. I
(VOLMGR) Reference Manual

O



~

O

J
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All of the TO file's attributes are implicitly the same as the FROM file's attributes,
except the owner name and project group name will be those associated with the
VOLMGR task. Also, the TO file's access rights will be the system default. Any of the
TO file's attributes can be explicitly stated on the directive line to override the implicit
values.

Usage:

COP FROM=@TEST(DIR1)INDE X TO=@TEST(DIR2)INDE X-
PR0J=011657 REPL=Y OWNE=USER1
ACCE=OW(R WUMA D)

Copies file INDEX on volume TEST in directory DIR1 to file INDEX on volume TEST in
directory DIR2, The project group name is 011657, the existing version of it is replaced,
the owner name is USERI1, and the owner has complete access privileges.

COP TEMP PERM

Copies file TEMP from the current working volume and directory to file PERM in the
current working volume and directory. Attributes for file PERM are the same as they
were for file TEMP except that owner and project group is the name that is associated
with the VOLMGR task. If a file named PERM already exists, the directive is invalid.

COP @ATLASO4(TEST)* @ATLASO2(TEST)* REPL=Y SHAR=Y

Copies all files on volume ATLASO4 in directory TEST to volume ATLASO2 in directory
TEST. If any of them currently exist, they are replaced and all files are shareable.

COP @ATLAS04(MYDIR)SJ.* @ATLAS04(YOURDIR)* REPL=N

Copies all files on volume ATLASO4 in directory MYDIR that begin with the characters
SJ. to volume ATLASO4 and directory YOURDIR. If any of the files currently exist, they
are not replaced.

COPY @SOURCE(*)* @DESTINATION(*)SJ*
Copies all files on volume SOURCE to volume DESTINATION. The directories on volume
DESTINATION are assumed to have been previously created. The first two characters of
each file name are changed to SJ.

COPY @VIBACKUP(SYSTEM)* @V1(SYSTEM)*SJ

Copies all files on volume VIBACKUP in directory SYSTEM to volume V1 in directory
SYSTEM. The characters SJ are appended to each file name.

MPX-32, Vol. 11 Volume Manager
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3.19 CREATE COMMON Directive

The CREATE COMMON directive defines a global common partition, a Datapool \4\_
partition, or a partition in the user's extended address space. Memory partitions defined 7
are dynamically allocated when required by the task. They do not remain allocated in
memory, however, like those defined by SYSGEN. Once a partition is defined by this
directive. tasks can include the partition by calling the M.INCLUDE service. Refer to
MPX-32 Reference Manual, Volume I, Chapter 3 for information on resource allocation.
Wild card characters cannot be used with this directive.
Syntax:
CREATE COMMON  [PATH=]pathname [PROTGRAN=]n [FIRSTPAGE=]n
[PROJECTGROWP=name] [OWNER=name] [REPLACE=bool]
i E
MEMCLASS={H [BRIEF=bool]
S
[ [ACCESS= ( OWNER ([READ] [WRITE] [DELETE])
PROJECTGROULP
OTHER
PAT!-1= specifies the pathname of the partition being created in one of the
following three forms: GLOBALnn, DATAPOOL, or extname.
If GLOBALnNn, a global common partition (00-99) is created that is B
physically located in any class of memory (E, H, or S). /-
N
If DATAPOOL, a Datapool partition is created whose structure is -
defined by one or more Datapool dictionaries. Like global common,
the datapool area is physically located in any class of memory (E, H,
or S).
If extname, a one- to eight-character name is specified to use for a
memory partition in a task's extended address space. This partition
may be mapped into memory above the first 12BKW logical address
space available to a task. Since the partition is in extended memory,
certain restrictions will apply. Partitions in a task's extended address
space is physically located in any class of memory (E, H, or S).
C
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PROTGRAN= specifies the number of 512-word protection granules to include in the
partition. On a CONCEPT/32 computer, one map block is four
protection granules. Unused physical protection granules within the
last 2KW map block on a CONCEPT/32 computer allocated to the
partition is write-protected from all sharing tasks. However, only one
dynamic partition can be defined in any one map block.

FIRSTPAGE= specifies the starting protection granule where the partition is to be
mapped (pages 0-1020 for the 32/27 and 32/87, pages 0-8188 for the
32/67 and 32/97). Protection granules in the first several map blocks
should not be specified because they are used for the MPX-32
operating system. Protection granules located after the last loaded
address of the operating system should be specified.

Protection granules for global and Datapool partitions are normally
allocated from top down in a task's logical address space, or below
any SYSGEN-created common partitions. In extended address space,
the top map block is reserved for MPX-32 use.

PROJECTGROUP=specifies the project group name to be associated with the partition.

If not specified, defaults to the project group associated with the
VOLMGR task.

OWNER= specifies the owner name to be associated with the partitic~. If not
specified, defaults to the owner name associated with the VOLMGR
task.

REPLACE= if the partition name already exists, indicates whether it should be

replaced (deleted). If not specified, a delete is not attempted on an
existing partition and nothing is created,

MEMCLASS= specifies the class of memory for the partition. If not specified, the
default is class S.

BRIEF= specifies if complete partition status is desired. If not specified, only
the partition name and size are displayed.

ACCESS= specifies the classes of users allowed access to the partition and the
types of access each class is allowed. If not specified, owner and
project group have complete access and others have read only access.

Usage:
CRE C PATH=GLOBALS55 PROT=5 FIRS=75 PR0OJ=082950
Creates partition GLOBALS55 on the current working volume and directory. It is five

pages in length and begins on page 75 in memory. The project group name associated
with it is 082950,
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CRE C DATAPOOL 5 75 OWNE=USER1 PR0OJ=061643 ACCE=0OW(R W D)

Creates partition DATAPOOL on the current working volume and directory. It is five
pages in length and begins on page 75 in memory. The owner name associated with it is
USERI, the project group name is 061643, and the owner has complete access privileges.

CRE C @SYSTEM(SYSTEM)ATLAS 5 75 MEMC=H OWNE=USER2 REPL=Y-
ACC=0OW (R W D)

Creates partition ATLAS on the SYSTEM volume and directory. It is five pages in length
and begins on page 75 in memory. It is class H memaory, its associated owner name is
USER2, and the owner has complete access privileges. If a partition currently exists by
the same name it is replaced.

Volume Manager MPX-32, Vol. I
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3.20 CREATE DIRECTORY Directive

The CREATE DIRECTORY directive creates an entry for a directory in the volume
directory structure. Wild card characters cannot be used with this directive.

Syntax:
CREATE DIRECTORY [PATH=]pathname [ENTRIES=n] [BRIEF=bool]
[OWNER=name] [PROJECTGROWP=name] [SHARED=bool]

ACCESS= ( OMNER ([READ] [DELDIR] [DELENT] [ADD] [TRAVERSE])
PROJECTAROLP
OTHER

PATH= specifies the pathname to be associated with the directory

ENTRIES= specifies the maximum number of files to be created in the

directory. If not specified, the volume default is used (determined
by disc allocation granularity).

BRIEF= specifies if complete file status is desired. If not specified, only the
file name and size are displayed.

OWNER= specifies the owner name to be associated with the directorv. If not
specified, defaults to the owner name associated with the VOLMGR
task.

PROJECTGROUP= specifies the project group name to be associated with the
directory. If not specified, defaults to the project group associated
with the VOLMGR task.

SHARED= specifies if the directory can be used in the shared mode. If not
specified, the default is shared.

ACCESS= specifies the classes of users allowed access to the directory and the
types of access each class is allowed. If not specified, owner has
complete access, project group has all but delete access, and others
have read only and traverse access.

Usage:
CRE D PATH=TEST OWNE=USER1 ENTR=150

Creates directory TEST on the current working volume with owner name USER1. The
directory can contain 150 files, and all other system defaults apply to the directory.

CRE D TEST2 BRIE=N PR0OJ=061643 SHAR=N OWNE=USER2-
ACCE=0OW(R DELD DELE A T) ACCE=PR(R) ACCE=0T()

Creates directory TEST2 on the current working volume. The directory's full status is
displayed. The project group name is 061643 and it is not shareable. The owner name is
USER2 and the owner has full access privileges. The project group has read-only access
and others have no access privileges.
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3.21 CREATE FILE Directive

The CREATE FILE directive creates a file on disc. Wild card characters cannot be used
with this directive.

Syntax:

CREATE [FILE] [PATH=]pathname [SIZE=n] [BRIEF=bool] [OWNER=name]
[PROJECTGROUP=name] [START=n] [MAXINC=n] [MININC=n] [MAXSIZE=n]
[FAST=bool] [REPLACE=bool] [SHARED=bool] [NOSAVE=bool]
[ZERO=bool] [EOFM=bool] [AUTCEXT=bool] [MANEXT=bool]
[CONTIGUOUS=bool] [SEGNLM = n]

ACCESS=( OWNER (IREAD] [WRITE] [UPDATE] [MODIFY]
— {PROJECTGROWP [APPEND] ™ [DELETET)
OTHER

PATH= specifies the pathname of the file to be created

SIZE= specifies the initial block allocation size of the file. If not specified,
the default is 16 blocks.

BRIEF= specifies if complete file status is desired. If not specified, only the
file name and size are displayed.

OWNER= specifies the owner name to be associated with the file. If not
specified, defaults to the owner name associated with the VOLMGR
task.

PROJECTGROUP= specifies the project group name to be associated with the file. If
not specified, defaults to the project group associated with the
VOLMGR task.

START= specifies the starting block number of the file. If the file cannot be
created at the specified block number, a denial is given. If not
specified, the file is created in any available space on the volume.

MAXINC= specifies the size of each subsequent automatic increment of the
file. If not specified, the default is 64 blocks.

MININC= specifies the minimum acceptable automatic increment size if the
MAXINC value cannot be obtained. If not specified, the default is

32 blocks.
Volume Manager MPX-32, Vol.. 11

3-30 (VOLMGR) Reference Manual



MAXSIZE=

FAST=

REPLACE=

SHARED=

NOSAVE=

ZERO=

EOFM=

AUTOEXT=

MANEXT=

CONTIGUOUS=

SEGNUM=

ACCESS=

Notes:

CREATE FILE (Cont.)

specifies the maximum size for an extendible file. If not specified,
the size is limited only by available disc space.

specifies if the file's resource identifier is not to be changed when it
is copied or restored using the VOLMGR. If not specified, the file is
copied to any available resource identifier.

if the file name specified in the PATH parameter already exists.
indicates whether it should be replaced (deleted). If not specified. a
delete is not attempted on the already existing file, and nothing is
created.

specifies if the file can be used in the shared mode. If not specified,
the default is shared.

specifies if the VOLMGR no-save attribute applies to the file. If not
specified, the file is savable in response to the VOLMGR SAVE
directive.

specifies if the file should be zeroed upon creation and extension. If
not specified, the file is not zeroed. ‘

specifies the status of EOF management. If not specified, the
default is yes.

specifies if the file can be automatically extended. If not specified,
the file is automatically extendible.

specifies if the file can be manually extended. If not specified, the
file is manually extendible.

specifies if extensions to the file are to be contiguous when possible.
Initial allocation of a file will always be contiguous. If not
specified, extensions are not contiguous.

specifies the maximum acceptable segment numbers at creation
time if one contiguous file space cannot be obtained. If not
specified, the default is one segment.

specifies the classes of users allowed access to the file and the types
of access each class is allowed. If not specified, owner and project
group have complete access and others have read only access.

Because the keyword FILE is optional for this directive, an ambiguity could arise when
trying to create a file named FILE. For example:

(1) CREATE FILE
and

(2) CREATE FILE

MPX-32, Vol. Il
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PATH=@WORKING(USER1)FILE
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In (1), the directive is explicitly stated and the file would be created. In(2), the current

working directory and volume are implied and ambiguity arises in the meaning of the
string FILE. Is FILE the directive adverb or is it the file name? Since the adverb
precedes the file name on the directive line, FILE will be interpreted as the adverb and
the file name is not found, resulting in an error condition. To create a file named FILE,
(1) above would have to be specified or:

CREATE PATH=FILE

(or)

CREATE F FILE
Usage:

CRE PATH=PROG]1 SIZE=25 FAST=Y AUTO=Y
Creates file PROGL on the current working volume and directory as 25 blocks in size. Its
resource identifier is not changed when the file is copied or restored using the VOLMGR,
and it is automatically extendible.

CRE PROGL1 BRIE=N OWNE=USER2 ACCE=OW(R W UM A D)

Creates file PROGL on the current working volume and directory. Its entire status is
displayed, its owner is USER2, and the owner has full access privileges.

Volume Manager MPX-32, Vol. II
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[ 3.22 DELETE COMMON Directive

The DELETE COMMON directive deletes a specified common area from the system.
Wild card characters can be used with this directive.

Syntax:

DELETE COMMON [PATH=] pathname [CONFIRV=bool] [BRIEF=bool]

|

PATH= specifies the pathname of the partition to be deleted

SINCE mo/dd/yy,hh:mm:ss
CREATED= (BEFORE dd-mon-yy,hh:mmss

CONFIRM= sgpecifies if confirmation is to be requested before deleting the partition.
Operator response is required to the confirmation prompt. If not specified,
confirmation is not given. This option is valid in the interactive mode only.

BRIEF= specifies if complete file status is desired. If not specified, only the
partition name and size are displayed.

CREATED:= if S is specified, all common areas created since the specified date «nd time

are deleted. If B is specified, all common areas created before the specified
date are deleted. If not specified, creation date and time are ignored.

Usage:
DEL C TEST2 CREA=S 3/31/81,08

Deletes partition TEST2 on the current working volume and directory if it was created
since March 31, 1981 at 8:00 a.m.

DEL C CASE1 CREA=B 23-APR-81

Deletes partition CASE1 on the current working volume and directory if it was created
before midnight on April 23, 1981,

DEL C PATH=SYSTEM(TEST)JOBA BRIE=N CONF=Y CREA=B 08:00:00
Deletes partition JOBA on the SYSTEM volume in directory TEST if it was created

before 8:00 a.m. today. A confirmation message and the full status of the partition are
displayed.
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3.23 DELETE DIRECTORY Directive
ﬂ(

The DELETE DIRECTORY directive deletes a directory that does not contain any active N s
entries. Wild card characters can be used with this directive.

Syntax:
DELETE DIRECTORY [PATH=]pathname [CONFIRM=bool] [BRIEF=bool]

SINCE mo/dd/yy,hh:nm:ss |
‘CREATED= BEFORE dd-mon-yy,hh:mm:ss( |

SINCE mo/dd/yy,hh:mm:ss |
CHANGED= BEFORE dd-mon-yy,hh:mm:ss

| = -
PATH= specifies the pathname of the directory to be deleted

CONFIRM= specifies if confirmation is to be requested before deleting the directory.
Operator response is required to the confirmation prompt. If not specified,
confirmation is not given. This option is valid in the interactive mode only.

BRIEF= specifies if complete directory status is desired. If not specified, only the
directory name and size are displayed.

CREATED:= if S is specified, all directories created since the specified date and time are
deleted. If B is specified, all directories created before the specified date
are deleted. If not specified, creation date and time are ignored.

CHANGED=if S is specified, all directories changed since the specified date and time are N
deleted. If B is specified, all directories changed before the specified date
are deleted. If not specified, changed date and time are ignored.

Usage:

DEL D APPJ BRIE=N
Deletes directory APPJ on the current working volume and displays its full status.

DEL D GLOSS CREA=S 04/29/81,14:30

Deletes directory GLOSS on the current working volume if it was created since April 29,
1981 at 2:30 p.m.

DEL D PATH=@VOLINGLOSS CONF=Y

Deletes directory GLOSS on volume VOL1 and displays a confirmation message.

Volume Manager ‘MPX-32, Vol. Il {/ '
3-34 (VOLMGR) Reference Manual



C

DELETE FILE

3.24 DELETE FILE Directive

The DELETE FILE directive deletes a file from a directory and deallocates the file
space. To use this directive, the owner name running the VOLMGR task must have
delete access to the file to be deleted and delete entry access to the directory where the

file is located.

Wild card characters can be used with this directive. If wild card

characters are used, traverse access to the directory is required.

Syntax:
DELETE [FILE] [PATH=] pathname [CONFIRM=bool] [BRIEF=bool]
— _— \—1
SINCE mo/dd/yy,hh:mm:ss
CREATED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss
CHANGED= BEFORE dd-mon-yy,hh:mm:ss >
SINCE mo/dd/yy,hh:mm:ss |
SAVED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss
RESTORED= BEFORE dd-mon-yy,hh:mm:ss )
L » .

PATH= specifies the pathname of the file to be deleted

CONFIRM= specifies if confirmation is to be requested before deleting the file.
Operator response is required to the confirmation prompt. If not
specified, confirmation is not given. This option is valid in the
interactive mode only.

BRIEF= specifies if complete file status is desired. If not specified, only the
file name and size are displayed.

CREATED= if S is specified, all files created since the specified date and time are
deleted. If B is specified, all files created before the specified date
are deleted. If not specified, creation date and time are ignored.

CHANGED= if S is specified, all files changed since the specified date and time
are deleted. If B is specified, all files changed before the specified
date are deleted. If not specified, changed date and time are ignored.

SAVED= if S is specified, all files saved since the specified date and time are
deleted. If B is specified, all files saved before the specified date are
deleted. If not specified, saved date and time are ignored.

RESTORED= if S is specified, all files restored since the specified date and time

MPX-32, Vol. I
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are deleted. If B is specified, all files restored before the specified
date are deleted. If not is specified, restored date and time are
ignored.
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Usage:
DEL PATH=TEMP CONF=Y REST=S 5/31/81

Deletes file TEMP on the current working volume and directory if it was restored since
midnight, May 31, 1981 and displays a confirmation message.

DEL S7?7? CONF=Y
Deletes all files on the current working volume and directory with four-character file
names that begin with S. A confirmation message is displayed for each file that is
deleted.

DEL @USERI(USER1)*WRKFL CONF=Y
Deletes all files ending in WRKFL on volume USER] in directory USER1. A confirmation
message is displayed for each file that is deleted.
3.25 EXIT Directive
The EXIT directive exits the VOLMGR and returns control to TSM,
Syntax:

EXIT

Volume Manager MPX-32, Vol, I
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EXTEND/HELP
3.26 EXTEND Directive

The EXTEND directive increases the amount of space allocated to a file. The file
contents are not affected and EOF marks remains the same. Wild card characters can be
used with this directive.

Syntax:

EXTEND [PATH=] pathname [E XTSIZE=n] [BRIEF=bool]

PATH= specifies the pathname of the file to be extended

EXTSIZE= specifies the number of blocks to extend the file. If specified and that
value cannot be obtained or if not specified, the default is the MAXINC
size specified in the resource descriptor. If that value cannot be
obtained, the MININC size specified in the resource descriptor is used.

BRIEF= specifies if complete file status is desired. If not specified, only the file
name and size are displayed.

Usage:

EXT TC?7??7?7? EXTS=2
All files created as manually extendible on the current working volume and directory
beginning with TC containing file names with only eight characters are extended two
blocks.

EXT @TEST(NEWPROG)*
Extends all files created as manually extendible on volume TEST in directory NEWPROG
by the default increment size,
3.27 HELP Directive
The HELP directive obtains a short description of each directive used by VOLMGR.

Syntax:

HELP [directivel

directive specifies the directive to be described. If not specified, all directives and
descriptions are displayed.
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3.28 LOG FILE Directive

N
The LOG FILE directive generates a formatted listing of the specified disc files. Wild N
card characters can be used with this directive.

Syntax:

LOG FILE [LISTING=pathname] [PATH=pathname] [BRIEF=bool]
- ' 7
SINCE mo/dd/yy,hh:nm:ss
CREATED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss )
CHANGED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss
SAVED= BEFORE dd-mon-yy,hh:nm:ss
SINCE mo/dd/yy,hh:mm:ss
RESTORED= BEFORE dd-mon-yy,hh:mm:ss

PATH= specifies the pathname of the disc files to be logged

LISTING= specifies the pathname of a file to contain the listing. If not
specified, the audit trail is used. This option can only be specified
globally. \

"

BRIEF= specifies if complete file status is desired. If not specified, only the
file name and size are displayed.

CREATED= if S is specified, all files created since the specified date and time are
logged. If B is specified, all files created before the specified date
are logged. If not specified, creation date and time are ignored.

CHANGED= if S is specified, all files changed since the specified date and time
are logged. If B is specified, all files changed before the specified
date are logged. If not specified, changed date and time are ignored.

SAVED= if S is specified, all files saved since the specified date and time are
logged. If B is specified, all files saved before the specified date are
logged. If not specified, saved date and time are ignored.

RESTORED= if S is specified, all files restored since the specified date and time
are logged. If B is specified, all files restored before the specified
date are logged. If not specified, restored date and time are ignored.

Volume Manager MPX-32, Vol. I A
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If wild card characters are used as part or in place of a file name, the following
restrictions apply to the LOG FILE directive:

. If the owner name has read access to all directories, the directory portion of the
pathname can be explicitly specified or can contain wild card characters.

. If the owner name does not have read access to all directories and wild card
characters are used as part or in place of a directory name, the only directories
searched are those the user has read access for.

If wild card characters are not used as part of a file name, the file name is explicitly

specified; the owner only needs to have traverse access to the directory where the file is
located.

Usage:
LOG F @ATLASO2(NEWDIR)??7??

Logs all files on volume ATLASO2 in directory NEWDIR containing file names with four
characters and displays only their file names and sizes.

LOG F LIST=PROG PATH=@*(*)* BRIEz=N CHAN=S 10:30

Logs all files on all public volumes that have been changed since 10:30 a.m. t.day and
displays their status. The output of the log operation is in file PROG.

LOG F GLOSS

Logs file GLOSS on the current working volume and directory and displays only its file
name and size.
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3.29 LOG IMAGE Directive
The LOG IMAGE directive generates a listing of saved files in the current save tape
image. The save tape must be positioned to the required save image before the directive
is executed. Wild card characters cannot be used with this directive.
Syntax:

LOG IMAGE [LISTING=pathname]

LISTING= specifies the pathname of a file to contain the listing. If not specified, the
audit trail is used.

Usage:
LOGI
Logs all saved files in the current save image.

LOG I LIST=LIST

Logs all saved files in the current save image in file LIST.
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3.30 LOG RESOURCE Directive

The LOG RESOURCE directive generates a formatted listing of a resource (directory,
file, memory partition). Wild card characters cannot be used with this directive.

Syntax:

LOG [RESOURCE] [LISTING=pathname] [ [PATH=] pathname] [BRIEF =bool] [ROOT=bool]

LISTING=

PATH=

BRIEF=

ROOT=

CREATED=

CHANGED=

SAVED=

RESTORED=

MPX-32, Vol. Il
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B . B
SINCE mo/dd/yy,hh:mm:ss
CREATED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss |
CHANGED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss
SAVED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:zmm:ss
RESTORED= BEFORE dd-mon-yy,hh:mm:ss

specifies the pathname of a file to contain the listing. If not
specified, the audit trail is used. This option can only be specified
globally.

specifies the pathname of the resource to be logged. If not specified,
logs files from the current working directory.

specifies if complete file status is desired. If not specified, only the
file name and size are displayed.

specifies if the root directory is needed. When the resource specified
is a root directory and the ROOT=T (or =Y) is specified, the volume
root directory information is logged. If not specified, the default is
ROOT=F (or =N).

if S is specified, all files created since the specified date and time are
logged. If B is specified, all files created before the specified date
are logged. If not specified, creation date and time are ignored.

if S is specified, all files changed since the specified date and time
are logged. If B is specified, all files changed before the specified
date are logged. If not specified, changed date and time are ignored.

if S is specified, all files saved since the specified date and time are
logged. If B is specified, all files saved before the specified date are
logged. If not specified, saved date and time are ignored.

if S is specified, all files restored since the specified date and time
are logged. If B is specified, all files restored before the specified
date are logged. If not specified, restored date and time are ignored.
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Notes:

£
Because the keyword RESOURCE is optional for this directive, an ambiguity could arise C
‘when trying to log a resource named FILE, IMAGE, or RESOURCE since these are ~
VOLMGR keywords. For example:

(1) LOG RESOURCE PATH=@VOLL(DIR1L)FILE
LOG RESOURCE PATH=@VOL1(DIR1)IMAGE
LOG RESOURCE PATH=@VOL1(DIR1)RESOURCE

(2) LOGFILE
LOG IMAGE
LOG RESOURCE

In (1), the directive is explicitly stated and the specified resource would be logged. In
(2), the current working directory and volume are implied and ambiguity arises in the
meaning of the strings FILE, IMAGE, and RESOURCE. Are they directive adverbs or file
names? Since the adverb precedes the file name on the directive line, they will be
interpreted as the adverb and the file name will not be found, resulting in an error
condition. To log a resource named FILE, IMAGE, or RESOURCE, (1) above would have
to be specified or:

LOG PATH=FILE
LOG PATH=IMAGE
LOG PATH=RESOURCE

(or)

LOG R FILE
LOG R IMAGE N
LOG R RESOURCE \

Usage:
LOG

Logs all files on the current working volume and directory and displays only their file
names and sizes. ‘

LOG LIST=LIST @SYSTEM(TEST) CREA=S 14:00

Logs all files on volume SYSTEM in directory TEST that were created since 2:00 p.m.
today and displays only their file names and sizes. Output from the log operation is in
file LIST.

LOG R LIST=@ANYVOL(LOGOUT)OUTPUT SAVE=B 29-APR-81

Logs all files on the current working volume and directory that were saved before
midnight on April 29, 1981, and displays only their file names and sizes. Output from the
log operation is on volume ANYVOL, directory LOGOUT, file OUTPUT.

LOG

Logs all directory entries in the root directory of the current working volume.
LOG @TEST(NEWCODE)

L ogs all files on volume TEST in directory NEWCODE..
LOGAROOT=T BRIE=N

Logs the root directory information on the current working volume.

£
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3.31 LOG SAVEFILE Directive

The LOG SAVEFILE directive reads a Resource Descriptor Tape Record (RDTR) from a
save tape. The file pathname and other pertinent information is displayed. The save
tape must be positioned to the file before the directive is executed. Wild card
characters cannot be used with this directive.

Syntax:

LOG SAVEFILE [LISTING=pathname] [BRIEF=bool]

LISTING= specifies the pathname of a file to contain the listing. If not specified,
the audit trail is used.

BRIEF = specifies if complete file status is desired. If not specified, only the file
name and size are displayed.

Usage:
LOG S

Logs one file on the save tape and displays only its file name and size.
LOG S LIST=STAT BRIE=N

Logs one file on the save tape on the current working volume and directory and displays
its full status. Output from the log operation is in file STAT.
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3.32 RENAME Directive

The RENAME directive changes the name of an existing file. Wild card characters can
be used with this directive.

Syntax:

RENAME [FROM=]pathname [TO=]pathname [BRIEF=bool]

FROM= specifies the pathname of the file to be renamed
TO= specifies the pathname of the new file name
BRIEF= specifies if complete file status is desired. If not specified, only the file

name and size are displayed.

Notes:

If the file name specified in the TO parameter already exists, the rename does not take
place and the following message is displayed:

UNABLE TO RENAME
The volume names in the FROM and TO parameters (if specified) must be the same.
Usage:

RENA TEMP PERM BRIE=N

Renames file TEMP on the current working volume and directory to PERM and displays
its full status.

RENA FROM=A (ATLASO4)TEMP TO=a (ATLAS04)PERM

Renames file TEMP on the current workmg volume in directory ATLAS04 to PERM and
displays only its file name and size.

RENA AA* ZZ *

Renames all files on the current working volume and directory that begin with AA.,
changing the first three characters of each file name to ZZ.

RENA BB* *#XX

Renames all files on the current working volume and directory that begin with BB,
appending the characters XX to each file name.
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333 RESTORE DIRECTORY Directive

The RESTORE DIRECTORY directive restores specified files from a save tape to disc.
Wild card characters can be used with this directive.

Syntax:
RESTORE [DIRECTORY] [VOLWE=volname] [ [FROM=] pathname
[ [TO=] pathname ] 1 [SEQNUM = n]

SINCE mo/dd/yy,hh:mm:ss
CREATED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss
CHANGED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss
SAVED= BEFORE dd-mon-yy,hh:mm:ss
SINCE mo/dd/yy,hh:mm:ss
RESTORED= BEFORE dd-mon-yy,hh:mm:ss

[CONFIRM=bool] [NEWEST=bool] [BRIEF=bool]

VOLUME= specifies the volume where the file will be restored if it is a different
volume from the one where the file was saved. If not specified, the file will
be restored to the same volume where it was saved, if the volume exists. If
the volume does not exist, the restore will not take place. This option must
not be. specified if the TO parameter is specified.

FROM= specifies the pathname the file to be restored was saved under.

If neither FROM or TO pathnames are specified, all files in the save image
are restored to the volume and directory from which they were saved.

If the FROM pathname is specified and the TO pathname is not specified,
files are restored to the FROM pathname.

TO= specifies the destination pathname where the file is restored. TO cannot be
specified without FROM. See FROM= for more usage information.

SEGNUM= specifies the maximum acceptable segment numbers if contiguous
restoration cannot be achieved. If this parameter is specified, the file's
extension attributes are ignored temporarily.

CREATED= if S is specified, all files created since the specified date and time are
restored. If B is specified, all files created before the specified date are
restored. If not specified, creation date and time are ignored.
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CHANGED= if S is specified, all files changed since the specified date and time are

restored. If B is specified, all files changed before the specified date are
restored. If not specified, changed date and time are ignored.

SAVED= if S is specified, all files saved since the specified date and time are

restored. If B is specified, all files saved before the specified date are
restored. If not specified, saved date and time are ignored.

RESTORED= if S is specified, all files restored since the specified date and time are

restored. If B is specified, all files restored before the specified date are
restored. If not specified, restored date and time are ignored.

CONFIRM=  specifies if confirmation is to be requested before restoring the file.

Operator response is required to the confirmation prompt. If not
specified, confirmation is not given. This option is valid in the interactive
mode only.

NEWEST= if the file name specified in the TO parameter already exists, indicates

whether the newest version of it should be kept. If not specified, the file
on tape is restored if it meets the specifications described below under
Notes.

BRIEF = specifies if complete file status is desired. If not specified, only the file

name and size are displayed.

Notes:

Three aspects of RESTORE must be considered separately:

l.

2.

3.

The eligibility of a file to be restored due to date constraints supplied as options on
the directive line

The owner name, project group, and access attributes of the file specified in the TO
parameter

The values of the created, changed, saved, and restored date in the resource
descriptor of the restored file

The rules for these three aspects are described below.

l.

3-46

Time constraints as options are handled as follows:
a. CREATED, CHANGED, SAVED, RESTORED

The file is eligible if the relevant date in the resource descriptor of the
file on tape satisfies the comparison condition (SINCE/BEFORE) with the
date/time specified in the directive.

Volume Manager MPX-32, Vol. I
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C.

RESTORE DIRECTORY (Cont.)

CONFIRM

Confirmation is performed before any restoring is performed unless
CONF=N is specified.

NEWEST

If the file does not already exist on disc, it is automatically eligible to be
restored.

If the file does already exist on disc, the tape version is eligible if:

. The create dates match but the changed date on tape is newer than
the changed date on disc

. The create date on tape is newer than the create date on disc

2. Attributes of the restored file are handled as follows:

a. The disc destination is implicit (TO parameter not specified)

This is a true restore of data over the original data, if the original data still

exists, or into a file of the same name as the original file, if it no longer

exists.

If the original directory name no longer exists, VOLMGR:

. Creates a directory with the same attributes as the directory from which
the file was originally saved. This information is on the save tape.

. Restores the file with the same attributes as the original file, including
owner and project group names

If the original directory name still exists, VOLMGR:

. Restores the file with the same attributes as the original file, including
owner and project group names

When the user running the job is not either the System Administrator or the

owner of the file(s) being restored, an error is generated.

b.  The disc destination is explicit (TO parameter specified)

This is a copy of the tape file rather than a true restore. If the file already

exists on disc, it is overwritten. If the file does not already exist on disc, it is

created.

If the new directory name does not exist on disc:

. An error is generated. The directory must already exist since VOLMGR
cannot make any reasonable defaults.

MPX-32, Vol. II Volume Manager
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If the new directory name does exist on disc:

. When the user running the job is not the System Administrator, the file is
copied with the same attributes as the original file except for owner and
project group, which become the owner and project group of the user
running the VOLMGR task.

. When the user running the job is the System Administrator, the file is
copied with the same attributes as the original file, including owner and

project group names.

3.  Date field values in the resource descriptor of the new. file are handled as follows:

If the file from tape has been restored, the date fields in the new file's resource

descriptor will be set as follows:

a. CREATED date

Set to the created date from the tape
b. CHANGED date

Set to the changed date from the tape
c. SAVED date

Set to the saved date on the tape if the System Administrator is running the
restore. The saved date remains unchanged if it is not the System
Administrator running the restore and the file already exists on disc.
Otherwise, the saved date is set to zero. This allows a 'system manager' to
control an incremental save/restore mechanism.

d. RESTORED date
Set to the current date and time.
Usage:
RES FROM=@ATLASO4(TEMP)* CONF =T
Restores all files in the save image that were saved from volume ATLASO4 and directory
TEMP to volume ATLASO4 and directory TEMP. Requests confirmation for each file

before it is restored.

RES VOLU=TESTCASE CONF=Y CREA=S 29-AUG-81,05:00

Restores all files in the save image created since 5:00 a.m. on August 29, 1981 to volume

TESTCASE in the directory where they were saved. Requests confirmation before each
restore operation and displays only the file name and size of each file.

RES CHAN=S 04/01/81 NEWE=Y

Restores all files in the save image that were changed since midnight on April 1, 1981 to.
the volume and directory where they were saved. If any file on the tape still exists on-
disc, the copy of the file on tape replaces the copy of the file on disc according: to

eligibility rules stated in lc above.

Volume Manager MPX-32,. Vol. II
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RESTORE DIRECTORY (Cont.)

RESTORE

Restores all files in the save image to the same volume, directory, and file name where
they were saved.

RES FROM=@*(*)* TO=@SYSTEM(SYSTEM)*

Restores all files in the save image to volume SYSTEM in directory SYSTEM. All files in
the save image should have unique file names. Otherwise, files saved from different
volumes and directories with the same file names map to one file that is listed on volume
SYSTEM in directory SYSTEM.

RES @V1(SYSTEM)F66* @VF77(F77)F77*

Restores all files in the save image beginning with the characters F66 that were saved
from volume V1 in directory SYSTEM to volume VF77 in directory F77. The first three
characters of each file name are changed to F77.

RES @V1(SYSTEM)* @VF77(F77)*F77

Restores all files in the ‘save image that were saved from volume V1 and directory
SYSTEM to volume VF77 and directory F77. The characters F77 are appended to each
file name.

MPX-32, Vol. II Volume Manager
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3.34 RESTORE POSITION Directive

The RESTORE POSITION directive restores one file from a magnetic tape to disc. The
tape must be positioned to the desired file before the directive is executed. Wild card
characters cannot be used with this directive.

Syntax:

RESTORE POSITION [ [TO=] pathname]

TO= specifies the pathname of a file where the data is to be restored
Usage:
RES P

Restores the file on tape to the same volume and directory where it was saved, if they
exist. If they do not exist, the restore does not take place.

RES P @TEST(SOURCE)'SS*WRKFL'

Restores the file on tape to volume TEST, directory SOURCE, file SS*WRKFL.

3.35 REWIND Directive

The REWIND directive positions a magnetic tape to its loading point (BOT).

Volume Manager MPX-32, Vol. II
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" 3.36 SAVE Directive

The SAVE directive saves individual files as a single save image. Wild card characters
can be used with this directive.

Syntax:

SAVE [PATH=]pathname [CONFIRM=bool] [SAVN=bool] [BRIEF=bool]
- .
( SINCE mo}dd/yy,hh:m’n:ss

CREATED= BEFORE dd-mon-yy,hh:mm:ss

CHANGED=

SINCE mo/dd/yy,hh:mm:ss
BEFORE dd-mon-yy,hh:mm:ss

\

%SII\(I mo/dd/yy,hh:mm:ss ;

SAVED= BEFORE dd-mon-yy,hh:mm:ss

RESTORED= EEFO?E dd-mon-yy,hh:mm:ss

SINCE mo/dd/yy,hh:mm:ss %

b -

PATH= specifies the pathname of the files to be saved

CONFIRM= specifies if confirmation is requested before each file is saved.
Operator response is required to the confirmation prompt. If not
specified, confirmation is not given. This option is valid in the
interactive mode only.

SAVN= specifies if the VOLMGR no-save attribute should be overridden. If

not specified, files created with the no-save attribute enabled are not
saved.

BRIEF= specifies if cdmplete file status is desired. If not specified, only the
file name and size are displayed.

CREATED= if S is specified, all files created since the specified date and time are
saved. If B is specified, all files created before the specified date are
saved. If not specified, creation date and time are ignored.

CHANGED= if S is specified, all files changed since the specified date and time
are saved. If B is specified, all files changed before the specified
date are saved. If not specified, changed date and time are ignored.

SAVED= if S is specified, all files saved since the specified date and time are
saved. If B is specified, all files saved before the specified date are
saved. If not specified, saved date and time are ignored.

RESTORED-= if S is specified, all files restored since the specified date and time
are saved. If B is specified, all files restored before the specified
date are saved. If not specified, restored date and time are ignored.
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Notes:

Four aspects of SAVE must be considered separately:

l.

2.

3.

[l'.

The eligibility of a file to be saved due to date constraints supplied as options on
the directive line

Who can save files

The values of the created, changed, saved, and restored date in the resource
descriptor of the saved file

Incremental saves

The rules for these four aspects are described below.

l.

2.

3.

4‘

3-52

Time constraints as options are handled as follows:

a.

b.

C.

CREATED, CHANGED, SAVED, RESTORED

The file is eligible if the relevant date in the resource descriptor of the file on
disc satisfies the comparison condition (SINCE/BEFORE) with the date/time
specified in the directive.

CONFIRM

Confirmation is performed before any saving is performed if CONF=Y is
specified.

SAVE

If SAVN=Y is specified, any files created with the NOSAVE option can be
saved.

Read access is required to save files.

Date field values in the resource descriptor of the saved file:

a.

CREATED, CHANGED, and RESTORED dates

These dates remain unchanged on disc and tape.
SAVED date

On tape, the date always reflects the date of the save.

On disc, the date will only be updated if the System Administrator is
executing the save. This allows a 'system manager' to control an incremental
save/restore mechanism.

Incremental saves are performed by using the SAVE INCREMENTAL directive. The
dates on the tape are modified as specified in 3 above.

Volume Manager MPX-32, Vol. I
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A file's data space is only saved to EOF as recorded in the resource descriptor. Any I/O
error which occurs during the save process invalidates that save image. If an I/O error
occurs during the save process, the VOLMGR immediately terminates the save process
and backspaces the tape to the end of the previous save image or the beginning-of-tape,
whichever is applicable.

Usage:
SAVE *
Saves all files in the current working volume and directory.
SAVE @*(*)*
Saves all files in all volumes and all directories.
SAV @SYSTEM(*)* BRIE=N
Saves all files in all directories on volume SYSTEM and displays full status for each file.
SAV PATH=@TEST(TEMP)XX.???? REST=B 15:30
Saves all files on volume TEST in directory TEMP that begin with XX., contain file

names with only seven characters, and were restored before 3:30 p.m. today. Only the
file name and size of each file is displayed.

Note: If the system administrator is the logged on user and an I/O error occurs
during the save process, all files processed before the tape I/O error occurred
were saved on the tape. All files after the I/O error can be processed with
another SAVE directive on another tape.
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3.37 SAVE INCREMENTAL Directive

The SAVE INCREMENTAL directive saves files created or changed since the last SAVE
directive was performed. The saved date and time in the file's resource descriptor is
compared with the changed or created date and time in the file's resource descriptor. If
the changed or created date and time is later than the saved date and time, the file is
saved.

On disc, the saved date only updates if the System Administrator is executing the save.
On tape, the saved date always reflects the date of the save. The created, changed, and
restored dates remain unchanged on disc and tape.

Wild card characters can be used with this directive.

Syntax:

SAVE INCREMENTAL [PATH=] pathname

PATH= specifies the pathname of the file to be saved
Usage:
SAVE I @NEWVOL(*)*

Saves all files in all directories on volume NEWVOL that have been created or changed
since the last SAVE was performed.

SAVE I SOURCE

Saves file SOURCE on the current working volume and dlrectory if it has been created or
changed since the last SAVE was performed.

Note: If the system administrator is the logged on user and an 1/O error occurs during
the SAVE INCREMENTAL process, all files processed before the tape I/O error
occurred were saved on the tape. All files after the I/O error can be processed
with another SAV I directive on another tape.

Volume Manager MPX-32, Vol. 1
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3.38 SDT Directive

( The SDT directive is most commonly used for creating a System Distribution Tape
(SDT). A system distribution tape contains a bootstrap loader, a system image in pseudo
load module form, and other essential load modules that are activated directly from the
tape. Load modules written to tape by the SDT directive cannot be logged or restored
like save files because there is no directory information retained about them. To

position the tape past the output generated by the SDT directive, use the SKIP IMAGE
directive.

The SDT directive writes a bootstrap loader to the tape, followed by user-specified load
module files. When IPL is from the SDT, the bootstrap loader is read into main memory
and given control by the firmware. The bootstrap loader then loads and relocates load
module files from the SDT. Load modules are loaded starting at physical address X'800'
or optionally at the physical address contained in register three. Loading continues until
a load module contains a transfer address. At this point, the bootstrap loader passes
control to the loaded module through a branch and link. The module has the option of
returning to the bootstrap loader through a TRSW to optionally load more modules. Since
boot programs cannot process a multivolume header, a user SDT should not be created on
a multivolume tape. '

Wild card characters cannot be used with this directive.
Syntax:
SDT [PATH=] pathname [ [WEOF=bool] [,[ PATH=] pathname
(» - [WEOF=bool]l 1 1...

PATH= specifies the pathname of the file containing the system image. More than
one pathname can be specified (see Notes below).

WEOF = specifies an end-of-file is to be written after the associated file. This option
can only be specified locally. If not specified, an end-of-file is not written.

Notes:

For a user magnetic tape or floppy disc SDT, one PATH parameter specifying the system
image is required. When additional file pathnames are not specified, the default set of
load modules and format is as follows:

Bootstrap loader (standard)
System image

J.VFMT

End-of-file mark
J.MOUNT

J.SWAPR

VOLMGR

End-of-file mark
End-of-file mark
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For a master floppy disc SDT, PATH=@SYSTEM(SYSTEM)FLOP.SYS is required. The
format shown on the previous page is the same format generated for the master SDT.
However, the name FLOP.SYS causes master SDT processing upon booting the system.

When additional file pathnames are specified after the system image pathname to create
a custom-built SDT, the additional files which are specified must be load modules, and
the last file pathname must specify option WEOF=Y to enable the SDT directive to
properly format the save image with two end-of-file marks. See Usage.

The logical file code TAP is assumed to be assigned to the desired device before invoking
VOLMGR. The device assignments accepted by the SDT directive must be for magnetic
tape or floppy disc,

Usage:

SDT PATH=@SYSTEM(SYSTEM)MPXSYS99 WEOF =N-
,PATH=@SYSTEM(SYSTEM)J.VFMT WEOF=Y-
sPATH=@SYSTEM(SYSTEM)J.MOUNT WEOF=N-
,PATH=@SYSTEM(SYSTEM)J.SWAPR WEOF=N-
sPATH=@SYSTEM(SYSTEM)VOLMGR WEOF=Y

Generates a user SDT that matches the default.

Note: For this format, a Y must be entered in the Volume Manager's WEOF parameter
in order for the SDT to be properly generated.

SDT PATH=@SYSTEM(SYSTEM)IMAGEFILE

Generates a user SDT with the system image located on volume SYSTEM, directory
SYSTEM, file IMAGEFILE.

SDT PATH:@SYSTEM(SYSTEM)IMAGEFILE WEOF=N-
,PATH=@SYSTEM(SYSTEM)LOADMOD1 WEOF=N-
,PATH=@SYSTEM(SYSTEM)LOADMOD2 WEOF=Y

Generates a custom-built user SDT with the following format:
Bootstrap loader (standard)
IMAGEFILE
LOADMOD1
LOADMOD2
End-of-file mark
End-of-file mark
SDT PATH=@SYSTEM(SYSTEM)FLOP.SYS

Performs master SDT processing when the system is baoted..
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3.39 SDT MASTER Directive

The SDT MASTER directive creates a master System Distribution Tape (SDT). Load
modules written to tape by the SDT MASTER directive cannot be logged or restored like
save files because there is no directory information retained about them. To position the
tape past the output generated by the SDT MASTER directive, use the SKIP IMAGE
directive.

Syntax:
SDT MASTER
The tape format is as follows:

Bootstrap Loader
MSTR.27
End-of-file mark
MSTR.75
End-of-file mark
MSTR.87
End-of-file mark
J.VFMT
End-of-file mark
J.MOUNT
J.SWAPR
VOLMGR
End-of-file mark
End-of-file mark

The logical file code TAP is assumed to be assigned to the desired device before invoking
VOLMGR. The device assignments accepted by the SDT MASTER directive must be for
magnetic tape or floppy disc.

The system image files MSTR.27, MSTR.75 (a null file), and MSTR.87 must exist and be
located on the system volume in the system directory before issuing this directive.
These three files contain specific processing required to perform the SDT boot. These
files should not be modified.

The SDT MASTER directive should only be used with magnetic tape SDTs. To make a
master floppy disc SDT, the SDT directive with PATH=@SYSTEM(SYSTEM)FLOP.SYS
must be used. To generate the FLOP.SYS image, use the directive file DIR.27FL
provided with the release copy of MPX-32. The special file name FLOP.SYS causes
master SDT processing upon booting the system.

For more information on a master SDT, see the MPX-32 Reference Manual, Volume III,
Chapter 4.

MPX-32, Vol. Il Volume Manager
Reference Manual (VOLMGR) 3-57



SET

3.40 SET Directive

The SET directive establishes global default option values for VOLMGR directives where
the specific options are applicable.

Syntax:
SET [PROJECTGROUP=name] [START=n] [MAXINC=n] [MININC=n]

[MAXS1ZE=n] [OMNER=name] [LISTING=pathname] [SIZE=n]
[REPLACE=bool ] [SHARED=bool] [NOSAVE=bool]
[ZERO=bool] [EOFM=bool]

E
[FAST=bool] |[MEMCLASS= {H} [CONFIRM=bool ] [NEWEST=bool]
S

[BRIEF=bool] [AUTOEXT=bool] [MANEXT=bool] [CONTIGUOUS=bool ]

-

I
( SINCE mo/dd/yy,hh:mm:ss )
CREATED= BEFORE dd-mon-yy,hh:mm:ss

SINCE mo/dd/yy,hh:mm:ss
CHANGED= BEFORE dd-mon-yy,hh:mm:ss
< SINCE mo/dd/yy,hh:mm:ss
SAVED= BEFORE dd-mon-yy,hh:mms:ss
SINCE mo/dd/yy,hh:mm:ss
RESTCRED= BEFORE dd-mon-yy,hh:mm:ss
\ /
b -

PROJECTGROUP=specifies a project group name. If not specified, defaults to the
project group name associated with the VOLMGR task.

START= , specifies a starting block number. If the specified block number
cannot be used, a denial is given. If not specified, any available space
on the volume is used.

MAXINC= specifies a size for subsequent automatic increments. If not
specified, the default is 64 blocks.

MININC= specifies a minimum acceptable automatic increment size if MAXINC
value cannot be obtained. If not specified, the default is 32 blocks.

MAXSIZE= specifies a maximum size for an extendible file. If not specified, the
size is limited only by available disc space.

Volume Manager MPX-32, Vol. 1l
3-58 (VOLMGR) Reference Manual

C



SET (Cont.)

OWNER= specifies an owner name. If not specified, defaults to the owner name
associated with the VOLMGR task.

LISTING= specifies the pathname of a file to contain the listings. If not
specified, the audit trail is used.

SIZE= specifies a block size for initial allocation. If not specified, the
default is 16 blocks.

REPLACE= if a resource currently exists, indicates whether it should be replaced
(deleted). If not specified, the existing resource remains unchanged.

SHARED= specifies if a resource is to be used in the shared mode. If not
specified, the default is shared.

NOSAVE= specifies if the VOLMGR no-save attribute applies to a resource. If

not specified, the resource will be savable in response to the
VOLMGR SAVE directive. *

ZERO= specifies if a resource is to be zeroed on creation and extension. If
not specified, the file is not zeroed.

EOFM= specifies the status of EOF management. If not specified, the system
default is used.

FAST= specifies if a file's resource identifier is not to be changed when the
file is copied or restored using the VOLMGR. If not specified, the file
will be placed in any available resource identifier.

MEMCLASS= specifies the class of memory. If not specified, the default is class S.

CONFIRM= specifies if confirmation is to be given upon processing a directive.
Operator response is required to the confirmation prompt. If not
specified, confirmation is not given. This option is valid in the
interactive mode only.

NEWEST= if a resource already exists, indicates whether the newest version of
it should be kept.

BRIEF= specifies if complete file status is desired. If not specified, only the
file name and size are displayed. :

AUTOEXT= specifies if the file can be automatically extended. If not specified,
the file is automatically extendible.

MANEXT= specifies the file can be manually extended. If not specified, the file
is manually extendible.

CONTIGUOUS=  specifies if extensions to the file are to be contiguous when possible.

Initial allocation of a file will always be contiguous. If not specified,
extensions are not contiguous.
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CREATED= if S is specified, resources created since the specified date and time -
are to be processed. If B is specified, resources created before the 4
specified date are deleted/saved. If not specified, creation date and \

time are ignored.

CHANGED= if S is specified, resources changed since the specified date and time
are to be processed. If B is specified, resources created before the
specified date are deleted/saved. If not specified, changed date and
time are ignored.

SAVED= if S is specified, resources saved since the specified date and time are
to be processed. If B is specified, resources created before the
specified date are deleted/saved. If not specified, saved date and
time are ignored.

RESTORED= if S is specified, resources restored since the specified date and time
are to be processed. If B is specified, resources restored before the

specified date are deleted/saved. If not specified, restored date and
time are ignored.

Usage:

SET PROJ=REL2.0 STAR=25 SIZE=5 FAST=Y CONF=N-
BRIE=Y AUTO=Y MANE=Y CONT=Y

These default option values apply unless overridden on the directive line.

( ™
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SKIP END/SKIP FILE

3.41 SKIP END Directive
The SKIP END directive positions a save tape at its logical end-of-tape.
Syntax:

SKIP END

3.42 SKIP FILE Directive

The SKIP FILE directive moves a save tape forward a specified number of EOF marks. If
the specified number is more than the number of files on the save tape, the SKIP FILE
directive positions the save tape at its logical end-of-tape.

Syntax:

SKIP FILE [[FILES=In]

FILES= specifies the number of EOF marks to skip. If not specified, the save tape is
positioned forward one EOF.
Usage:
SKIF

Moves the magnetic tape forward one EOF mark.
SKIF FILE=2
SKIF 2

Both of these directives move the magnetic tape forward two EOF marks.
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3.43 SKIP IMAGE Directive
The SKIP IMAGE directive moves a save tape forward a specified number of save images.
Syntax:

SKIP [IMAGE] [ [IMAGES= ] n ]

IMAGES= specifies the number of save images to skip. If not specified, the save tape
is positioned forward one save image.

Usage:
SKI

Moves the magnetic tape forward one save image.
SKI IMAG=2
SKI 2

Both of these directives move the magnetic tape forward two save images.

3.44 TRUNCATE Directive
The TRUNCATE directive decreases the space allocated for a file that has been

extended after the file is created. If any part of a segment is used by the file, that

entire segment is reserved for the file. Wild card characters can be used with this
directive.

Syntax:
TRUNCATE [PATH=]pathname [BRIEF=bool ]

PATH= specifies the pathname of a file whose space is to be decreased

BRIEF= specifies if complete file status is desired. If not specified, only the file
name and size are displayed.

Usage:
TRU @NEWVOL(NEWDIR)INDEX

Truncates file INDEX on volume NEWVOL in directory NEWDIR.
TRU *

Truncates all files on the current working volume and directory.

Volume Manager MPX-32, Vol. II
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3.45 Errors and Aborts

L Error messages are generated whenever a directive cannot be processed. A prompt
displays for the next directive to be issued rather than aborting.

Aborts codes and their messages are described in Appendix C.
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CHAPTER 4

COMPRESS

4.1 General Description

COMPRESS collects object modules into a single file. The resulting file can be
cataloged, then executed. The use of COMPRESS to build an object file for system
generation is described in Volume III.

4.2 Accessing COMPRESS
COMPRESS can be accessed in the interactive or batch modes.
Syntax:

COMPRESS

When entered, COMPRESS writes the following to the logical file code LO:

COMPRESS then reads the input file of object module pathnames. The object modules
are allocated and copied into the output file. An audit trail of COMPRESS activity is
written to the output file. When COMPRESS is finished concatenating the input object
modules in the interactive mode, the TSM prompt is displayed.

4.3 Logical File Code Assignments

There are three logical file codes (LFCs) associated with COMPRESS: Input File (IN),
Output File (OT), and System Listed Output (LO).

4.3.1 Input File (IN)

The input file is a file of ASCII pathnames, one per record/line. Each line in the file can

be a maximum of 72 characters, and contains one object module pathname and its

optional description. The pathname and optional comments must be separated by one or
more blanks.

The pathnames can be collected in an EDIT file, then stored. The input file is assigned to
logical file code IN.

MPX-32, Vol. II
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IN Default and Optional Assignments
The default assignment for IN is to the system file JH.32:
$ASSIGN IN TO JH.32 BLOC=Y

The optional assignment for IN is to a pathname:
$ASSIAN IN TO pathname

pathname is the pathname of a file containing pathnames of object modules to be
concatenated

4.3.2 Output File (OT)

The output file contains the concatenated object modules output by COMPRESS. The
output file is assigned to logical file code OT.

OT Default and Optional Assignments
The default assignment for OT is to the system file OH.32:
$ASSIGN OT TO CH.32 BLOC=Y
The optional assignment for OT is to a pathname:
$ASSIGN OT TO pathname
pathname is the pathname of a file to contain the concatenated object modules
4.3.3 Listed Output File (LO)
The listed output file contains a COMPRESS audit trail. The audit trail lists: -
. the files copied
. the number of records per file
. allocation or read errors
The listed output file is assigned to logical file code LO.
LO Default and Optional Assignments
The default assignment for LO is to logical file code UT:
$ASSIOGN LO to LFC=UT
There are two optional assignments for LO:

$ASSIGN LO TO Ypathname
DEV=devmnc §

pathname is the pathname of a file to contain the COMPRESS audit trail
devmnc is the device mnemonic of a device to contain the COMPRESS audit trail

MPX-32, Vol. II
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4.3.4 LFC Summary

The following is a table of LFCs used by COMPRESS and their default and optional
assignments.

Table 4-1
COMPRESS LFC Summary
Default Optional
LFC Assignment Assignment
IN JH.32 pathname
oT 0OH.32 pathname
LO LFC=UT pathname
DEV=devmnc

4.4 Error Messages

When one of the following error messages is displayed to the listed output file,
COMPRESS exits and control is returned to TSM.

COMPRESS - NONOBJECT RECORD ON PATH pathname

The pathname is not for an object module. Delete the pathname from the file
assigned to logical file code IN.

COMPRESS - UNEXPECTED END OF FILE ON PATH pathname

Improper format for an object module. A DF record was not found before the end
of the object module.

COMPRESS - READ ERROR STATUS = status ON PATH pathname

The returned status is defined in the FORTRAN 77+ Reference Manual.

MPX-32, Vol. II
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4.5 Example

In the following example, COMPRESS uses file OBJPATH for input. COMPRESS output
is written to COMPOUT:

$AS IN TO OBJIPATH
$AS OT TO CoMPOUT
$OCOMPRESSS

The following listed output is displayed on logical file code L O:s

- wm s s e s e s W W M em Mmoo e E w W em e e e e
- . e e e e e e s e e -

COPIED - 59 RECORDS FROM PATH @SYSTEM A (OBJECT)OJ.F1
COPIED - 7 RECORDS FROM PATH @SYSTEM A (OBJECT)OJ.F2
COPIED - 22 RECORDS FROM PATH @SYSTEM ” (OBJECT)0J.F3

: MPX-32, Vol. II
4-4 Compress Reference Manual

:(\\
O



CHAPTER 5
RAPID FILE ALLOCATION UTILITY (3.MDTI)

5.1 Overview

Rapid File Allocation is a mechanism which allows copies of Resource Descriptors (RDs)
for selected permanent files to reside in memory, in the Memory Resident Descriptor
Table (MDT). This eliminates the disc access normally necessary to allocate these files;
faster allocation of the files results. If an MDT exists, it is searched first for the RD for
the file being allocated. If that file's RD is contained in the MDT, the file is allocated
immediately. Because the MDT is searched for all files, this can impose a slight

overhead for all other disc allocations. (See Section 5.6 for information on avoiding this
overhead.)

The Rapid File Allocation mechanism is implemented through the following elements:

MDT Memory Resident Descriptor Table

H.MDT Module included in resident operating system

J.MDTI MDT initialization task

M.MDTF Default J.MDTI input file containing pathnames and Resource IDs
(RIDs) for initialization

User files Alternate input files to enter/append file names in MDT.

The SYSGEN MDT directive sets the MDT size, optionally specifies the MDT starting
block in memory, and installs H.MDT as part of the resident operating system. The MDT
initialization task, J.MDTI, uses an input file to enter pathnames and RIDs in the MDT.
J.MDTI is automatically activated at system initialization by SYSINIT. After system
initialization, the MDT can be updated or reinitialized by activating J.MDTI from TSM or
a user task.

The MDT is not mapped into a task's logical address space or the resident operating
system. The MDT is located in the highest available contiguous memory space, unless
another area is specified by the SYSGEN MDT directive. Code for MDT processing
services is located in the module H.MDT.

The MDT's size -- the number of 192 word RDs it is to contain -- must be specified in the
SYSGEN MDT directive. To accommodate collision resolution, J.MDTI allocates 25%
more space than requested. Space is allocated even if the input file, M.MDTF, is
empty. After allocation, all of the MDT space -- including the extra 25% -- can be used;
however, this is not recommended.

Files whose pathnames are to be added to the MDT must:

be permanent files
reside on public, single-ported volumes.

An attempt to enter files without these characteristics results in an abort when the input
file is processed by J.MDTI.
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The instructions for setting up input files are located in section 5.5.

Accessing J.MDTI from TSM or user tasks to append the MDT is described in the
following sections.

5.2 Accessing J.MDTI

At system initialization, J.MDTI is automatically activated by SYSINIT. J.MDTI
attempts to use the default file @SYSTEM(SYSTEM)M.MDTF as input for the MDT. If
M.MDTF is present and contains valid pathnames, the MDT is initialized and the file RDs
are entered. If M.MDTF is present but contains no options or pathnames, the MDT is
initialized and J.MDTI returns control to the operating system. If M.MDTF is not
present, J.MDTI aborts without initializing the MDT. After system initialization, J.MDTI
can be accessed by TSM or a user task to append the MDT.

To enter or append file RDs to the MDT after system initialization, create an alternate
input file following the rules in Section 5.5. J.MDTI can then be activated from TSM
using the input file's name as a parameter on the command line.

J.MDTI can also be activated by a run request sent from a task. The input file's name is
passed as a run parameter.

Note: If a parameter is not supplied in either case, J.MDTI uses
@SYSTEM(SYSTEM)M.MDTF as the default input file.

The following activates J.MDTI from TSM and uses M.MDTFAL1 as an alternate input file.
TSM>J.MDTI M\MDTF A1

See Section 5.5.1 for further demonstration.

Access to J.MDTI can be restricted on an owner name basis by setting the appropriate bit
in the MKEY file.

5.3 Logical File Code Assignments

There are five logical file codes associated with J.MDTI: Input File (MDT), Temporary

File (TMP), Resource Identifiers (RID), Pathname Output (RPN), and Listed Output
(SLO).

5.3.1 Input File (MDT)

The input file contains the pathnames and RIDs of the files whose RDs are to reside in
the MDT. The input file is dynamically assigned to logical file code MDT. There are no
optional assignments for MDT.

5.3.2 Temporary File (TMP) ;
If the BLD option is present in the input file, an intermediate storage area is assigned to
logical file code TMP. This area is used to create a file that replaces the input file when
processing completes. The new file contains the RIDs that were created by J.MDTI. The

default assignment for TMP is to a temporary file. There are no optional assignments for

TMP.

Rapid File Allocation Utility MPX-32, Vol. 1I
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5.3.3 Resource Identifiers (RID)

The resource identifiers to be added to the MDT are assigned to logical file code RID, if
the BLD option is present. There are no optional assignments for RID.

5.3.4 Pathname Output (RPN)

The audit trail contains the pathnames that were input to J.MDTI. The pathname
information to be echoed is assigned to logical file code RPN.

RPN Default and Optional Assignments

The default assignment for RPN is to logical file code SLO:
$ASSIGN RPN TO SLO

There are three optional assignments for RPN:

DEV=devmnc

$ASSIGN RPN TO  ( pathname
LFC=UT

5.3.5 Listed Output (SLO)

The listed output file contains an audit trail of the J.MDTI run. The audit trail lists the
commands processed and any errors that occurred. The listed output file is assigned to
logical file code SLO.
SLO Default and Optional Assignments
The default assignment for SLO is to logical file code SLO:

$ASSIGN SLO TO SLO
There are three optional assignments for SLO:

DEV=devmnc

$ASSIGN SLO TO pathname
LFC=UT }

MPX-32, Vol. II Rapid File Allocation Utility
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5.3.6 LFC Summary

The following is a table of LFCs used by J.MDTI and their default and optional
assignments.

Table 5-1
J.MDTI LFC Summary
Default Optional
LFC Assignment Assignment
MDT M.MDTF N/A
T™MP temporary file ‘ N/A
RPN SLO ‘ pathname
DEV=devmnc
LFC=UT
RID resource N/A
identifier
SLO SLO pathname
DEV=devmne
LFC=UT

5.4 Exiting J.MDTI

When J.MDTI processing is complete, control automatically returns to TSM.

5.5 Input Files

Input files contain the pathnames and Resource IDs (RIDs) of the files whose RDs are to
reside in the MDT. It is not necessary to include the RIDs, but initialization of the MDT
is expedited if they are present.

Alternate input files may reside on any volume, but the default input file, M.MDTF, must
be on the system volume in the system directory. Input files must be stored
uncompressed and unnumbered to a file name other than M.MDTF.

Input files are composed of the following elements:

Processing Options
File Pathnames
Blank lines
Comments

The first line of the input file can be used to specify processing options. The option
keywords shown below are separated by one or more spaces, and are order-independent.

LOF Disables the initialization/append log. If this option is present, no file
pathnames, commands, or error messages are echoed to SLO. If not specified,
logging occurs.

Rapid File Allocation Utility MPX-32, Vol. II
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BLD

RID

HLT

INI

RIDs are to be fetched by J.MDTI and added to the input file as well as the
MDT. This causes the input file to be rewritten with the RID following each
file's pathname. If an RID exists in the input file, it is compared to the disc RID
for that file, and if they do not match, J.MDTI replaces the erroneous entry. If
an invalid entry is found, that entry is commented out of the input file.

J.MDTI expects that RIDs are already specified for all file pathnames in the
input file; an error is generated for any pathname that does not have a
corresponding RID. This option is overridden by the BLD option, if present.

Halt on error. If a nonfatal error occurs during initialization processing,
processing terminates, and the MDT is not built. If RDs are being appended to
the MDT when a nonfatal error occurs, any RDs that were appended are deleted,
and the MDT is left as it was before processing began.

If the MDT is being reinitialized (option INI), all RDs are deleted and the MDT
remains allocated.

Reinitializes the MDT. This option zeros all entries, then adds the files specified
in the input file. This option is not required in M.MDTF at system initialization
time.

MDT initialization is expedited by having the file RIDs present in the input file. If the
BLD option is specified, it is replaced by an RID option when the input file is rewritten.
Subsequent system startups are significantly faster.

If RIDs are not present, and the BLD option is not used, J.MDTI has additional overhead

to contend with every time the system is rebooted because the input file is not rewritten
to contain the RIDs.

All file pathnames in the input file must be fully qualified pathnames. Only one
pathname per line is allowed. Wildcard characters in pathnames are not supported.

Blank lines, and comments preceded by an exclamation point, are supported.

See the next section for further demonstration.

5.5.1 Usage Examples

The following example shows the possible contents of M.MDTF. "

RID LOF

IPRIMARY INPUT FILES

@SYSTEM(SYSTEM)M.TEST1 RID=DISC1,2345,102365,243,A
@DISC2(DIRE3)M.TEST2 RID=DISC2,4236,224389,221,A

After IPL, the RDs for M.TEST1 and M.TEST2 are in the MDT.

To add RDs to the MDT, use an alternate input file, like the one shown in this example.

HLT BLD RID

IBLD OPTION CANCELS THE USE OF THE RID OPTION FOR THIS RUN
IBLD OPTION IS REMOVED FROM THE INPUT FILE AFTER THE RUN
1INPUT FILE WILL CONTAIN THE RID

IFOR M.TEST3 AFTER THE RUN

@DISC1 A (DIRE2)M.TEST3

@DISC2 A (DIRE3)M.TEST4 RID=DISC2,5342,312723,423,A

MPX-32, Vol. II Rapid File Allocation Utility
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When J.MDTI is called by TSM using the name of this alternate input file, M.TEST3 and
M.TEST4 are added to the MDT.

NOTE: The RIDs in the examples are for example purposes only. To run these examples,
replace the RIDs listed here with actual RIDs.

5.6 Rapid File Allocation Programming Considerations

The MDT entries are duplicates of the RDs which reside on disc. RDs are dynamic
structures; modifications to the RDs to update the resource attributes are automatically
mirrored to the MDT entries. The integrity of the MDT structure is dependent on the
maintenance of resources through the H.VOMM module. Tasks that modify disc
structures directly, not using the H.VOMM services, can destroy the MDT's integrity;
direct changes made to resource descriptors are not reflected in the MDT.

When a file whose RD is contained in the MDT is renamed or deleted, its corresponding
MDT entry is deleted. In the case of a renamed file, no new MDT entry is made. The
new name can be re-entered by activating J.MDTI with an alternate input file.

Establishing an MDT imposes some overhead on all file location operations (i.e. finding,
logging, allocating) because the MDT must be searched for an entry each time. This
overhead can be avoided when locating resources which are known not to be in the
MDT. The system services M.LOGR and M_LOGR do not search the MDT. The M.LOC
service does search the MDT first, before accessing the disc.

5.7 Errors

J.MDTI error codes are prefixed by the characters RF. A summary is contained in
Appendix C.

Check the audit trail for a list of errors generated during the run.

Console Messages

The following messages are written to the console when J.MDTI is initializing the MDT.
Initializing memory descriptor table.
Memory descriptor table initialization complete.

The following messages are written to the console when J.MDTI is appending the MDT.
Appending memory descriptor table.
Memory descriptor table append complete.

The following errors can occur during J.MDTI processing.
J.MDTI: Fatal error has been detected. Check SLO output.
J.MDTI: Warning, error has occurred in the input file. Check SLO output.
J.MDTI: Error opening SLO file. All SLO output will be suppressed.

Rapid File Allocation Utility MPX-32, Vol. II
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Listed Output

All of the following messages are written to logical file code SLO and form the audit

trail.

These particular messages are followed by further information on errors:

The following descriptors were added to the memory descriptor table:

The following descriptors were deleted from the memory descriptor table

All current input files have been deleted from the memory descriptor table

The following error messages are written to logical file code SLO if errors are generated:

0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:
0J.MDTI:

0J.MDTI:
directive.

MPX-32, Vol. II

Cannot delete the following record from the memory descriptor table.
Error adding the following record to the memory descriptor table.

Error on input record listed below in column: column number.

Error on input record listed below. Volume not in mounted volume table.
Error on input record listed below. Option RID set with invalid RID.
Error on input record listed below. Cannot allocate resource descriptor.
Error on input record listed below. Cannot log resource descriptor.
Error on input record listed below. RID does not match pathname.

Error on input record listed below. Pathname does not match descriptor.
Error occurred writing to temporary file. FCB status: status.

Unable to assign or open input file. Reason: reason

Error on input file option line. Valid options: LOF, HLT, RID, BLD
Unable to read input file. FCB status: status

Unable to process run parameters. Pathname too long.

Fatal error trying to locate system volume.

Error occurred in creating temporary file for option BLD output.

Error occurred in allocation of temporary file for option BLD.

Error occurred in locating the system volume.

Error! Starting block number too great. Check SYSGEN BLOCK=

Rapid File Allocation Utility
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5-8

0J.MDTI:
0J.MDTI:
0J.MDTI:

0J.MDTI:

Error! Not enough memory to build MDT.

All valid input files have been processed.

Error occurred in renaming temporary file to input file.

Warning. Volumes should be public and not multiported discs.

Rapid File Allocation Utility
(3.MDTD)
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CHAPTER 6

SHADOW UTLLITY (J.SHAD)

6.1 General Description

The Shadow Utility (J.SHAD) specifies the portions of a task's logical address space
(excluding the TSA) that are to be located in shadow memory. The specified portions are
shadowed each time the task is activated until the shadowed area is redefined by the
Shadow Utility. Specification alters the load module's RRS by adding type 11 RRSs

(assign to shadow memory) to the load module's preamble. The portions to be shadowed
are specified using relative or absolute addresses.

6.2 Accessing J.SHAD
J.SHAD is accessed in the interactive and batch modes.
Syntax:

J.SHAD

When accessing J.SHAD interactively, the J.5> prompt is displayed. Enter the name of
the task to be shadowed:

J.5> taskname

Enter Shadow directives at the further prompts. The Shadow directives are processed as
they are read.

Note: When J.SHAD is activated, any existing type 11 RRS is cleared.

6.3 Logical File Code Assignments

There are three logical file codes (LFCs) associated with the Shadow Utility: Input File
(SYC), Output File (UT), and Load Module File (INT). See Table 6-1.

6.3.1 Input File (SYC)

The input file contains the J.SHAD directives. Input is assigned to logical file code SYC.
SYC Default and Optional Assignments

In the interactive mode, the default assignment for SYC is to logical file code UT. In the

batch mode, the default assignment for SYC is to the System Control file (SYC). There
is no optional assignment to SYC.

MPX-32, Vol. I Shadow Utility
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6.3.2 Output File (UT)

The output file contains error messages. Output is assigned to logical file code UT.

UT Default and Optional Assignments

In the interactive mode, the default assignment for UT is to logical file code UT. In the

batch mode, the default assignment for UT is to the system file code SLO. There is no
optional assignment to UT.

6.3.3 Load Module File (INT)

The load module file contains the load module specified by the pathname that is read
from the first record of the SYC. The load module is dynamically assigned to logical file
code INT..

INT Default and Optional Assignments

There are no default or optional assignments for INT.

6.3.4 LFC Summary

The following is a table of LFCs used by J.SHAD and their default and optional
assignments.

Table 6-1
J.SHAD LFC Summary
Default Optional
LFC Assignment Assignment
SYC uT None
(interactive)
SyC syc ‘ None
(batch)
uT uT None
(interactive)
uT ~ sLo None
(batch)
INT None None
Shadow Utility MPX-32, Vol. 0
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6.4 Shadow Utility Directives

6.4.1 EXIT Directive

The Exit directive exits the Shadow Utility.

Syntax:
EXIT

Note: The Shadow Utility is also exited by entering CTRL C in the interactive mode
or a $ card in the batch mode.

6.4.2 SHADOW Directive

The SHADOW directive specifies portions of a task to be located in shadow memory.

Syntax:
SHADOW [ ALL [REQUIRED]
STACK
start end CODE
DATA
ABSOLUTE

start is the hexadecimal logical starting address of the logical address space to
be shadowed

end is the hexadecimal logical ending address of the logical address to be
shadowed

CODE specifies that the start and end addresses are relative to the task's code
section origin, as opposed to the default assumption that they are relative
to the task's start

DATA specifies that the start and end addresses are relative to the task's data
section origin, as opposed to the default assumption that they are relative
to the task's start

ABSOLUTE  specifies that the start and end addresses are absolute. They are relative
to logical address zero.

ALL specifies that the entire task is to be shadowed except the TSA

STACK specifies that the task's stack is to be shadowed. This parameter applies
only to base mode tasks and is ignored for nonbase mode tasks.

MPX-32, Vol. I Shadow Ultility
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REQUIRED  specifies that shadow memory is required by the logical address space and
the task can wait until shadow memory is available. If REQUIRED is not
used and if shadow memory is not available, then E or S class memory is
allocated to the logical address space.

Note: MPX-32 does not support shadowing of the Task Service Area (TSA).

6.5 Error Messages

When one of the following error messages is displayed, J.SHAD aborts with an SHO1 abort
code.

BLANK FIELD IS NOT ALLOWED
Blank fields are not allowed. Substitute a required argument for the blank field.

UNRECOGNIZED CHARACTER
An invalid character was found in a single character argument.

TOO MANY DIGITS
The numerical value entered is out-of-range.

‘NONNUMERIC VALUE
A nonnumeric value is supplied where a numeric value was expected.

EXTRAFIELD
An unexpected argument was supplied.

RRS SPACE IS UNAVAILABLE

Required RRS space in the specified task's preamble was not available for the
shadow type RRS entry.

SHADOW END ADDR < START ADDR
The end address supplied is less than the starting address.

UNABLE TO OPEN OUTPUT

J.SHAD is unable to open the output file. This is caused by the lack of disc space
for SLO in the batch mode.

UNABLE TO OPEN INPUT
J.SHAD is unable to open the input file.

UNABLE TO OPEN LOAD MODULE
J.SHAD is unable to open the specified load module name. This is caused by

specifying a nonexisting name for the desired file or not having the required access
to modify the file.

Shadow Utility MPX-32, Vol. 1I
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6.6 Examples

Shadow all of a task with shadow memory not required.

TSM> J.SHAD

J.S> @ASYSTEMA(SYSTEM)MYTASK
J.S> SHAD ALL

J.S> EXIT

TSM>

Shadow stack and code area of a task with shadow memory required.

TSM> J.SHAD

J.S> @SYSTEMA(SYSTEM)BASETASK
J.S> SHADOW STAOK REQUIRED
J.S> SHAD 0 2048 C REQ

J.5> X

TSM>

Clear shadow RRSs in task.

TSM> J.SHAD
J.S> USERTASK
J.S> EXIT
TSM>

Shadow all of a task in batch with shadow memory not required.

$J0B SHADOW
$J.SHAD
USERTASK
SHADOW ALL
$E0J

$
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CHAPTER 7
ANSI LABELED TAPES

7.1 General Information

The ANSI labeled tape utilities allow the usage of ANSI labeled tapes on MPX-32 Release
3.3 and later systems. These MPX-32 systems process ANSI labeled tapes according to
implementation level four of ANSI standard X3.27-1978. A copy of the standard can be
obtained from the American National Standards Institute, Inc., 1430 Broadway, New
York, NY 10018.

Utilities associated with ANSI labeled tapes are:

. Dismount ANSI Labeled Tape Utility (ADMOUNT)
. Mount ANSI Labeled Tape Utility (AMOUNT)

. Display ANSI Labeled Tape Utility (ASTAT)

. Log ANSI Labeled Tape Utility (AVOLM)

. Label ANSI Tape Utility (J.LABEL)

For more information, see the individual sections in this chapter.

The ANSI standard allows 17 character file names. The ANSI labeled tape utilities also
read tapes with lowercase letters and underscores in the labels. ANSI labeled tapes must
be used for data transfers to non-MPX-32 systems that require ANSI labeled tapes. The
ANSI labeled tape processing is slower than the regular single volume and multivolume
modes, and is performed by a user-transparent task called JJATAPE. All tape positioning
operations are performed by the system.

ANSI labeled tapes can be collected into sets. Each tape set consists of one or more
tapes and can contain multiple files. Files can be continued from one tape to the next.
A tape set is identified by a logical volume identifier (LVID) that is specified when the
tape is mounted or assigned.

7.2 Usage

Before generating an ANSI labeled tape set, each tape must be labeled with a Volume
Identifier (VID) using the Label ANSI Tape Utility (J.LABEL). The label contents can be
logged by the Log ANSI Labeled Tape Utility (AVOLM) to ensure that the character
strings are in accordance with the ANSI standard.

After the tape set is labeled, it is mounted using the Mount ANSI Labeled Tape Utility
(AMOUNT). This utility allows an owner to associate a Logical Volume Identifier (LVID)
with a tape set. To check the currently mounted LVIDs and the associated owner names,
use the Display ANSI Labeled Tape Utility (ASTAT).

Once mounted, a tape set is accessible only by tasks running with the same owner name
as the mounter. Access to a tape set is made by specifying the LVID.

MPX-32, Vol. II _
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Assignment to files on an LVID is by TSM, or M.ASSN or M_ASSIGN with an RRS type
ten. If a new file is required for write or append access, it is created when the file is
opened. Similarly, if a specified file must be located for read or update access, the tapes
are searched for the file when the file is opened. Files on an LVID can be accessed in
any order for the read mode. The system dynamically builds a file directory of the tape's
contents as it scans. This allows rapid access with minimum tape switching after a file
location is known. The Log ANSI Labeled Tape Utility (AVOLM) produces a list of the
contents of an ANSI labeled tape set for the user.

If a file is accessed in a mode other than read, the size of the file contents can change.
Because of this, a file accessed in a mode other than read becomes the last file on an
LVID.

After a tape set has been labeled, mounted, and assigned, the only performable 1/O
operations are: OPEN, READ, WRITE, CLOSE, ASSIGN, DEASSIGN, and WEOF.

When a tape set is no longer being used, dismount the LVID associated with the tape set
with the Dismount ANSI Labeled Tape Utility (ADMOUNT). This removes the LVID and
its directory from the system.

7.2.1 File Records

Files on ANSI labeled tapes consist of records that can be fixed length, variable length or
spanned format. The record format and length is specified at assignment. See $ASSIGN
directive. Records are also specified blocked or unblocked at assignment. If blocked
records are specified, the record block is filled with as many records as possible. Any
remaining block space is padded with circumflexes ().

Fixed-length Records -

Fixed-length records on an ANSI labeled tape set contain only user-readable data. The
fixed-length records are equal in length.

Variable-length Records

Variable-length records on an ANSI labeled tape set are preceded by a four-byte Record
Control Word (RCW). The RCW contains the length of the record plus the length of the
RCW in ASCIL. For example, if the record length is 80, the RCW is 0084, If the record
format is not specified, the default is variable-length records.

Spanned Records

Spanned records can be split over record blocks and tapes belonging to the same tape
set. These records can be any length and are preceded by a Segment Control Word
(SCW). The SCW consists of a Segment Control Byte (SCB) followed by an RCW. The
SCB allows a logical record to be split over a number of physical records by defining the
record segment. Values contained in the SCB are defined as follows:

ASCII
character Description
0 Record begins and ends in this block
1 Record begins but does not end in this block
2 Record does not end or begin in this block
3 Record ends-but does not begin in this block

MPX-32, Vol. I
7-2 : ANSI Labeled Tapes Reference Manual




(

7.2.2 Tape Drives for ANSI Labeled Tapes

Tape drives can be specified for ANSI labeled tapes by the SYSGEN DEVICE directive.
See Table 7-1 for more information. No restrictions apply for the system administrator.

Table 7-1
Tape Drives for ANSI Labeled Tapes
Tape drive specification Result
e ————— #

No drives are specified All tape drives can process ANSI and non-
as ANSI ANSI tapes
One or more drives are Tape drives specified as ANSI can only
specified as ANSI process ANSI tapes. Tape drives not

specified as ANSI can only process non-

ANSI tapes.

7.2.3 ANSI Labeled Tape Labels

There are two groups of ANSI tape labels: system labels and user labels. Both ~roups of
labels consist of headers and trailers. Detailed information on various header and trailer
formats can be found in the ANSI standard. The system labels are generated internally
and by the Label Utility (J.LABEL). User labels are optional and can be read and written
as follows:

Read ANSI Tape User Labels

To read ANSI tape user labels, set the DFI bit in the FCB when the file is opened. If any
ANSI tape user header labels are present, they are transferred to a user-specified
location, one per read request. The end of user header labels are indicated when the
system returns an end of file (EOF). From this point, DFI is ignored, and the file data is
returned for each read request until the system signifies end of file data by returning an
EOF. If subsequent reads are performed with DFI set, any user trailer labels are
returned to a user-specified location. The end of the user trailer labels is then indicated
by the system returning an EOF.

Write ANSI Tape User Labels

To write ANSI tape user labels, set the DFI bit in the FCB on each write to the file. The
system then accepts the user header labels that conform to the ANSI standard. When all
ANSI tape user header labels have been written, the DFI bit must be reset. This causes
subsequent records to be treated as file data. If required, user trailer labels can be
written after a write end of file (WEOF). Any additional write operations with the DFI
bit set are user trailer labels.
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7.2.4 ANSI Tape Interchange with Other Systems

The ANSI standard specifies four levels of implementation. MPX-32 is fully implemented ‘\{ /s

to level four. For information on implementation levels see Table 7-2. A tape's level of
implementation must be compatible with the target system's level of implementation.
For example, level one, two, three, and four tapes can be processed on a level four target
system. However, tapes with spanned length records cannot be processed on a target
system lower than level four.

Table 7-2
ANSI Tape Implementation Levels

Level Description

1 Single file of fixed length records on single or
multivolume tape sets

2 Multiple files of fixed length records on single or
multivolume tape sets

3 Multiple files of fixed or variable length records
on single or multivolume tape sets

4 Multiple files of fixed, variable, or spanned length
records on single or multivolume tape sets

7.2.5 ANSI Labeled Tape Messages

The following messages are produced by the system, and are displayed to the operator's
console:

PREPARE FOR ANSI MOUNT
lvid=vid [,vid... ] [DEV=devmnc]

When an AMOUNT is issued, this message is displayed. The second line of the message is
the AMOUNT parameters.

MOUNT vid ANSI ON devmnc REPLY R, A, H, OR DEVICE:
On the first I/O request from the user, this message is displayed prompting the user to
mount the tape. To continue processing the task, enter R (resume). To abort the task,
enter A (abort). To hold the task, enter H (hold).
DISMOUNT vid ANSI FROM devmnc
When a tape change is required, the tape rewinds and this dismount message is displayed.
INCORRECT ANSI TAPE vid MOUNTED FOR vidl
If the incorrect tape is mounted, this message is displayed.
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SUBSTITUTE ANSI TAPE vid FOR vidl? (Y/N)
When the system administrator is the requestor and the VID of the tape that is being
mounted does not correspond to the VID specified by the AMOUNT utility, this message
is displayed. Respond Y or N depending on the desired effect.

THAT TAPE IS NOT ANSI FORMAT
When a non-ANSI tape is mounted on an ANSI tape drive, this message is displayed.

ABORT TASK REQUESTING TAPE (Y/N)?

When an incorrect tape is mounted or the mounted tape is non-ANSI, this message is
displayed. Respond Y or N depending on the desired effect.

FINISHED WITH ANSI LVID=lvid

When an ADMOUNT is issued, the tape rewinds and a normal dismount message is
displayed followed by this message.

ANSI TAPE vid DOES NOT CONTINUE CURRENT FILE
When the tape is not the continuation of the file currently being processed, this message
is displayed. Mount the correct tape.
7.2.6 Examples

Tape Labeling

The following job labels three tapes. The first is accessible by all owners. The second
and the third are accessible only by OWNERI1. Tape labeling is processed interactively or
in batch mode.

TSM>

TSM>J.LABEL SYS001

TSM>J.LABEL MULTAA OWNER=OWNER1 PROT =0
TSM>J.LABEL MULTAB OWNER=OWNER1 PROT =0
TSM>

Tape Writing

The following job writes files to a multivolume tape set. The first file on the tape has
fixed length, blocked records and is accessible only by OWNER1. Each record consists of
132 characters. Seven records are packed into a block with 100 bytes of padding., This
file cannot be overwritten until April 6, 1986, The second file has variable length
blocked records. This file cannot be overwritten until the termination date of the first
file or 30 days after the date the job was run, whichever is earlier.

$AMOUNT SAMTAP=MULTAA,MULTAB

$ASSIGN SI TO TEST.DATA.O1

$ASSIGN SO TO @ANSITAPE(SAMTAP)FILE#TEST#DATA#01 GENE=1-
GENV=2 ACCE=(A) FORM=F RECL=132 BSIZE=1024-

PROT=0 EXPIRE=86096

$MEDIA
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COPY,S1,S0

EXIT

END

$ASSIGN SI TO TEST.DATA.02

$ASSIGN SO TO @ANSITAPE(SAMTAP)FILE2 ACCE=(A)
$MEDIA

COPY,SI,SO

EXIT

END

$ADMOUNT SAMTAP

Tape Reading

The following job copies the contents of two files produced by the previous job to the
printer. The format in the files is deduced from the tape. The files can be accessed in
any sequence.

$AMOUNT ATLIST=MULTAA,MULTAB
$AS SI1 TO @ANSITAPE(ATLIST)FILE2
$AS SO TO SLO

$MEDIA

COPY,SI1,50

EXIT

END

$AS SI1 TO @ANSITAPE(ATLIST)FILE#TEST#DATA{#01
$AS SO TO SLO

$MEDIA

COPY,SI1,50

EXIT

END

$ADMOUNT ATLIST

7.3 ANSI Labeled Tape Utilities

The following are the ANSI labeled tape utilities and are documented in this section:
. Dismount ANSI Labeled Tape (ADMOUNT) Utility

. Mount ANSI Labeled Tape (AMOUNT) Utility

. Display ANSI Labeled Tape (ASTAT) Utility

. Log ANSI Labeled Tape (AVOLM) Utility

. Label ANSI Tape (J.LABEL) Utility

Each utility is documented in alphabetical order in this section.

Each utility has one LFC called OUT that is assigned to LFC=UT at CATALOG time.
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7.3.1 Dismount ANSI Labeled Tape Utility (ADMOUNT)
The Dismount ANSI Labeled Tape Utility (ADMOUNT) dismounts an ANSI labeled tape by
removing its LVID from the system tables. Removal of the LVID causes the tape to
rewind and dismount. ADMOUNT can be activated only by the owner that activated the
corresponding AMOUNT utility.
Syntax:

ADMOUNT lvid

lvid is the one- to six-character identifier specified in the corresponding AMOUNT

On successful completion of ADMOUNT, the following message is displayed to lfe OUT
and ADMOUNT is exited:

ANSI VOLUME DISMOUNTED

ADMOUNT Error Messages

The following are the ADMOUNT error messages and their explanations:

ERROR - VID MUST BE 1 THROUGH 6 CHARACTERS IN LENGTH
ERROR - LOGICAL VOLUME IDENTIFIER MUST BE SPECIFIED
ERROR - ONLY ONE PARAMETER CAN BE SPECIFIED

ERROR - NOT MOUNTED

The specified LVID has not been mounted by this owner.
ERROR - VOLUME IS ACTIVE
There is an active assignment to a file on the LVID,

ERROR - INVALID J.ATAPE START STATUS
RETURNED STATUS IS nn

J.ATAPE could not be run requested. See M.SRUNR in Volume I, Chapter 6 for
information on the returned error status.

ERROR - NO J.ATAPE TABLE SPACE IS AVAILABLE FOR ANSI PROCESSING

There is insufficient memory space for the ANSI labeled tape processing. Wait for
available memory. '
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7.3.2 Mount ANSI Labeled Tape Utility (AMOUNT)

The Mount ANSI Labeled Tape Utility (AMOUNT) mounts an ANSI labeled tape by
associating an LVID with a set of tapes. The LVID must be unique at the time of issuing
the request. The LVID remains mounted until a corresponding ADMOUNT is issued for
the same LVID by the same owner name.

Syntax:
AMOUNT lvid=vid [,vid....] [DEV=devmnc]
lvid is a one- to six-character identifier that accesses a set of tapes
vid is a one- to six-character volume identifier of each tape that specifies the
order that the tapes are accessed. Up to ten volume identifiers can be
specified. '

devvmnc specifies the two-, four- or six-character device mnemonic of the tape drive
to be used

On successful completion of AMOUNT, the following message is displayed to LFC OUT,
and AMOUNT is exited:
ANSI LOGICAL VOLUME MOUNTED
- AMOUNT Error Messages

The following are the AMOUNT error messages and their explanations:

ERROR - USE THE FORMAT AMOUNT LVID=VID [,...] [DEV=DEVMNC]

ERROR - LVID MUST BE FOLLOWED BY =VID [,...]

ERROR - VID MUST BE 1 THROUGH 6 CHARACTERS IN LENGTH

ERROR - LAST PARAMETER (IF PRESENT) MUST BE DEV=DEVMNC

ERROR - FOLLOW 'DEV' WITH =DEVMNC

ERROR - DEVMNC MUST BE 2, 4, OR 6 CHARACTERS LONG

ERROR - DEVICE SPECIFIED IS NOT MAGNETIC TAPE

ERROR - CHANNEL OR SUBCHANNEL MUST BE HEXADECIMAL

ERROR - DEVICE IS NOT CONFIGURED IN SYSTEM

ERROR - TOO MANY VOLUME IDS SPECIFIED MAX=10

ERROR - INVALID J.ATAPE START STATUS

RETURNED STATUS IS nn
J.ATAPE could not be run requested. See M.SRUNR in Volume I, Chapter 6 for
information on the returned error status.

ERROR - NO J.ATAPE TABLE SPACE IS AVAILABLE FOR ANSI PROCESSING

There is insufficient memory to process the ANSI labeled tape. Wait for available
memory.

ERROR - DUPLICATE LVID

The specified LVID is already in use. Choose a different LVID or wait until the specified
LVID is available.
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7.3.3 Display ANSI Labeled Tape Utility (ASTAT)

The Display ANSI Labeled Tape Utility (ASTAT) displays the currently mounted LVIDs
and their associated owner names to LFC OUT. The response is a headed list of owner
names and LVIDs. If no volumes are currently mounted, only the list's headers are
displayed.

Syntax:

ASTAT

Example

TSM> ASTAT
OWNER LOGICAL VOLUME ID  } Header

OWNER1 vOoL1
OWNER2 VOL2 } List

ASTAT Error Messaqges

The following are ASTAT error messages and their explanations:

DUPLICATE LVID

The specified LVID is already in use. Choose a different LVID or wait until the specified
LVID is available.

ERROR - INVALID J.ATAPE START STATUS
RETURNED STATUS IS nn

J.ATAPE could not be run requested. See M.SRUNR in Volume I, Chapter 6 for
information on the returned error status.

ERROR - NO J.ATAPE TABLE SPACE IS AVAILABLE FOR ANSI PROCESSING

There is insufficient memory for ANSI labeled tape processing. Wait for available
memory.

7.3.4 Log ANSI Labeled Tape Utility (AVOLM)

The Log ANSI Labeled Tape Utility (AVOLM) performs any of the following functions:
. List format information and volume identifier's file identifier

. List the contents of an ANSI labeled tape set

AVOLM checks the label contents to ensure that the contents are valid character strings
according to the ANSI standard.

When AVOLM is performed on an ANSI labeled tape with an underscore in the label, a
format error is displayed and the file can be restored.
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Syntax:

AVOLM [vid [,vid...] ][DEV=devmnc] [BRIEF:{Y} :l
N

vid is a one- to six-character volume identifier of each tape. Up to ten
volume identifiers can be specified. If more than one VID is
specified, they must form a tape set.

devmne specifies the two-, four-, or six-character device mnemonic of the
tape drive to be used.

BRIEF If BRIEF=N is specified, each label on the tape is displayed and the
number of data blocks used is verified. If BRIEF=Y is specified, the
following information is produced:

VOL1l vid, owner, label standard version number. The VOL1
label appears at the beginning of each tape. No owner
is displayed if the owner option was not specified at
J.LABEL.

HDR1l file identifier, generation number, generation version:

number, sequence number, section number, creation
date, termination date, format, block size, record size,
and the level of the ANSI tape. HDRI information is
produced once per file section on a tape set.

If not specified, the default is Y.

AVOLM Error Messaqges

The following are the AVOLM error messages:

ERROR - OPTIONS MUST FOLLOW THE VID LIST

ERROR - VID MUST BE 1 THROUGH SIX CHARACTERS IN LENGTH
ERROR - FOLLOW 'BRIE'BY Y OR N

ERROR - UNKNOWN OPTION

ERROR - TOO MANY VID'S SPECIFIED

ERROR - REMAINING VIDS DO NOT CONTINUE THE TAPE SET
ERROR - DEVMNC MUST BE 2, 4, OR 6 CHARACTERS IN LENGTH
ERROR - DEVICE SPECIFIED IS NOT MAGNETIC TAPE

ERROR - CHANNEL OR SUBCHANNEL MUST BE HEXADECIMAL
ERROR - DEVICE IS NOT CONFIGURED IN SYSTEM

MPX-32, Vol. II
7-10 ANSI Labeled Tapes Reference Manual



C

7.3.5 Label ANSI Tape Utility (J.LABEL)

The Label ANSI Tape Utility (J.LABEL) writes the initial header labels to new tapes.
J.LABEL can be used only by the system administrator. The ANSI tape labeling process
is completed only once per tape because the label is preserved by the system. All ANSI
tapes must be labeled with J.LABEL to be recognized by the system.

Syntax:

vid

devmnc

$J.LABEL vid [DEV=devmnc] [OWNER=ownername] [PROTECT=p]

is a one- to six-character ANSI volume identifier

drive to be used

ownername is the owner name for the tape

)

specifies the two-, four-, or six-character device mnemonic of the tape

is a one-character identifier of the protection to be applied. Zero
specifies owner only access. A...Z are reserved by the ANSI specification
for installation specific protection. MPX-32 treats A...Z as owner-only

protection. If not specified, the default is no protection.

On successful completion, the processor is exited.

J.LABEL Errors

The following are J.LABEL error messages:

ERROR - USE FORMAT $J.LABEL VID [DEV=DEVMNC] [OWNER=OWNERNAME]

[PROT=P]

ERROR - OPTION MUST BE FOLLOWED BY '='
ERROR - OPTION KEYWORD NOT RECOGNIZED
ERROR - INVALID OWNER NAME LENGTH
ERROR - FOLLOW 'DEV' WITH =DEVMNC
ERROR - PROTECTION MUST BE 1 CHARACTER
ERROR - INVALID PROTECTION VALUE

ERROR - MAGNETIC TAPE ASSIGNMENT FAILURE
This error is generaged if the specified device is off-line.

ERROR - DEVMNC MUST BE 2, 4, OR 6 CHARACTERS LONG
ERROR - DEVICE SPECIFIED IS NOT MAGNETIC TAPE

ERROR - CHANNEL OR SUBCHANNEL MUST BE HEXADECIMAL
ERROR - DEVICE IS NOT CONFIGURED IN SYSTEM

ERROR - SYSTEM ADMINISTRATOR USE ONLY
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Gould Inc., Computer Systems Division

6901 W. Sunrise Bivd. -) G 0 U LD
P. O. Box 409148FL 33340.9148

Fort Lauderdale, -91 lectroni
Telephone (305) 587-2900 Electronics

Users Group Membership Application

USER ORGANIZATION:

REPRESENTATIVE(S):

ADDRESS:

TELEX NUMBER: PHONE NUMBER:

NUMBER AND TYPE OF GOULD CSD COMPUTERS:

OPERATING SYSTEM AND REV. LEVEL:

APPLICATIONS (Please Indicate)

1. EDP 2. Communications 3. Design & Drafting
A. Inventory Control A. Telephone System Monitoring A. Electrical
B. Engineering & Production B. Front End Processors - B. Mechanical
Data Control C. Message Switching C. Architectural
C. Large Machine Off-Load D. Other D. Cartography
D. Remote Batch Terminal E. Image Processing
E. Other F. Other
4. Industrial Automation 5. Laboratory and Computational 6. Energy Monitoring & Control
A. Continuous Process Control Op. A. Seismic A. Power Generation
B. Production Scheduling & Control B. Scientific Calculation B. Power Distribution
C. Process Planning C. Experiment Monitoring C. Environmental Control
D. Numerical Control D. Mathematical Modeling D. Meter Monitoring
E. Other E. Signal Processing E. Other
F. Other
7. Simulation
A. Flight Simulators 8. Other Please return to:
B. Power Plant Simulators
C. Electronic Warfare Users Group Representative
D. Other

Date:

243-06-1 (1/86) i



Gould Inc., Computer Systems Division Users Group. . .
The purpose of the Gould CSD Users Group is to help create better User/User and User/Gould CSD
communications.

There is no fee to join the Users Group. Simply complete the Membership Application on the reverse side
and mail to the Users Group Representative. You will automatically receive Users Group Newsletters,

ATTENTION: USERS GROUP REPRESENTATIVE

6901 W. SUNRISE BLVD.

P.O. BOX 409148 ‘ i
FT. LAUDERDALE FL 33340-9970

Referral Guide and other pertinent Users Group activity information. :
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