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Owner's Record 
The model and serial numbers are located at the rear. Record the serial 
number in the space provided below. Refer to these numbers whenever 
you call upon your Sony dealer regarding this product. 

Model No. CPD-1302 Serial No. 

WARNING 
To prevent fire or shock hazard, do not expose the unit 
to rain or moisture. 

Dangerously high voltages are present inside the unit. 
Do not open the cabinet. Refer servicing to qualified 
personnel only. 

INFORMATION 
This equipment generates and uses radio frequency energy and if not 
installed and used properly, that is, in strict accordance with the manufac· 
turer's instructions, may cause interference to radio and television recep
tion. It has been type tested and found to comply with the limits for a 
Class B computing device in accordance with the specifications in Sub
part J of Part 15 of FCC Rules, which are designed to provide reasona· 
ble protection against such interference in a residential installation. 
However, there is no guarantee that interference will not occur in a par· 
ticular installation. If this equipment does cause interference to radio or 
television reception, which can be determined by turning the equipment 
off and on, the user is encouraged to try to correct the interference by 
one or more of the following measures: 

Reorient the receiving antenna 
Relocate the equipment with respect to the receiver 
Move the equipment away from the receiver 
Plug the equipment into a different outlet so that equipment and 
receiver are on different branch circuits. 

If necessary, the user should consult the dealer or an experienced 
radio/television technician for additional suggestions. The user may find 
the following booklet prepared by the Federal Communications Commis· 
sion helpful: 

"How to identify and Resolve Radio·TV Interference Problems." This book· 
let is available from the U.S. Government Pri(1ting Office, Washington, 
DC 20402, Stock No. 004·000-00345-4. 

A shielded interface cable such as the SMF-series recommended on page 
8 must be used with this equipment. 
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For the customers in Canada 
This apparatus complies with the Class B limits for radio noise emis
sions set out in Radio Interference Regulations. 

The CPD-1302 is a high resolution character display designed for use with 
microcomputers. or character generators having either analog or digital 
RGB output. 

Features 
• Super Fine Pitch Trinitron character display with an anti-glaring dark 

screen. 
• An RGB terminal which allows equipment with either analog or digi

tal RGB output to be connected . 
• Compatible with the IBM 3270 and IBM PC, AT, XT and PS/2 

microcomputers using the CGA, EGA, PGA, MDA and VGA. 
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Precautions 
On safety 
• Operate the unit only on 120V AC, 60 Hz. 
• Should any liquid or solid object fall into the cabinet, unplug the unit 

and have it checked by qualified personnel before operating it any 
further. 

• Unplug the unit from the wall outlet if it is not to be used for several 
days. 

• To disconnect the AC power cord, pull it out by the plug. Never pull 
the cord itself. 

On installation 
• Allow adequate air circulation to prevent internal heat build·up. 

Do not place the unit on surfaces (rugs, blankets, etc.) or near materi
als (curtains, draperies) that may block the ventilation holes. 

• Do not install the unit in a location near heat sources such as radia
tors or air ducts, or in a place subject to direct sunlight, excessive dust, 
mechanical vibration or shock. 

On cleaning 
To keep the unit looking brand-new, periodically clean it with a soft cloth. 
Stubborn stains may be removed with a cloth lightly dampened with a 
mild detergent solution. Never use strong solvents such as thinner or ben
zine, or abrasive cleansers since these will damage the cabinet. As a safe
ty precaution, unplug the unti before cleaning it. 

On repacking 
Do not throwaway the carton and packing materials. They make an ideal 
container in which to transport the unit. When shipping the unit to another 
location, repack it as illustrated on the carton. 

If you have any questions- about this unit, contact your authorized Sony 
dealer. 
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Location and Function of Controls 

[II POWER switch and indicator (green) 

display stand 
(optional) 

To turn on the power of the unit, press this switch to ON. The indio 
cator will light up. To turn off the unit, press towards OFF. 

I 80N 
o ld OFF 

IT] PICTURE control 
Adjusts the contrast. Turn downwards to increase contrast, or up· 
wards for less contrast. . 

[I] BRIGHTNESS control 
Normally keep this control at the center detent position. For a brighter 
display, turn this knob downwards, or for a darker display, turn it 
upwards. 
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Push upward 
to remove panel. 

m H SHIFT (horizontal shift) control 
Turn this control to center the displays of microcomputers, charac· 
ter generators, etc. that are shifted toward the left or right side of 
the screen. 

m V SHIFT (vertical shift) control 
Turn this control to eliminate any shifting in the vertical direction. 

m H SIZE (horizontal size) control 
Turn this control to adjust the horizontal size. 

[]] V SIZE (vertical size) control 
Turn this control to adjust the vertical size. 
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[!] RGB input selectors 
Depending on the RGB output of the equipment you have connect
ed, set these switches to one of the following four positions. 

ANALOG: For microcomputers 
having analog RGB output, such 
as those using the PGA card. 
The position of the left switch 
has no effect when the right 
switch is set to ANALOG. 

NORM-DIGITAL: For microcom
puters having TIL RGB output, 
such as the IBM 3270. 

D1-DIGITAL: For microcom
puters having TIL RGB and I 
signal output, such as the IBM 
PC, AT and XT using the stand
ard color graphics card. 

D2-DIGITAL: For TIL graphics 
cards on the IBM PC, AT and 
XT. (automatic adjustment be
tween EGA, CGA a[1d MQA) 

I I I 
NORM 01 02 

10 I 

I I I 
NORM 01 02 

I~ I 

I I I 
NORM 01 02 

I ~ I 

I I I 
NORM 01 02 

1 ~l 
111 RGB IN (input) connector (9-pin D-sub) 

I 
DIGITAL 

101 
ANALOG 

I 
DIGITAL 

[g[J 
ANALOG 

I 
DIGITAL 

I~ 1 
ANALOG 

I 
DIGITAL 

[g[J 
ANALOG 

Allows a microcomputer having either analog or digital RGB output 
to be connected. 
Refer to page 8. 

[1QJ AC IN connector 
Connect to the AC outlet with the supplied AC power cord. 
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Connections 
Use an appropriate optional color monitor cable with 9-pin D-sub con
nectors shown in the table. 
Be sure to turn the power of the unit off before making any connections. 

Equipment that can 
Monitor cable Position of RGB 

be connected 
(optional) input selectors 

to be used of the CPD·1302 

IBM PC, AT, XT 
SMF·512C D1-DIGITAL 

with CGA 

IBM PC, AT, XT 
SMF-512C I D2-DIGITAL 

with EGA, CGA, MDA 

IBM 3270 SMF·514 NORM·DIGITAL 

IBM PC, AT, XT 
SMF·513 ANALOG 

with PGA 

Rear of the CPD·1302 

Microcomputer 

Set to appropriate . 
positions. 

'(;0= .. .: -~. " 
o 
o 
o 
o 
[]I'" 

I; 
" .' ",-, -. -""~--':-~---~ 

'---___ to a 

! 

I 

optional ~olor monitor cable AC power wall 
cord (supplied) outlet 

1 Align the plug with the receptacle. 2 Plug in and tighten the 
screws. 

~ ~
. 

- ~~ ~ . ---- .. -~ 
I __ ' , I 

: To d:sconnect the plug, loosen the screws. 
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Note 
The monitor cable should arrange the RGB output signals of the con
nected equipment so that they match the signal assignment of the RGB 
IN connector of this unit (See page 11). If you are not sure whether you 
can use your computer or character generator with CPD·1302 or which 
monitor cable to use, consult your authorized Sony dealer. 

Use of the Tilt-Swivel 
With the optional Sony SU·542 tilt·swivel, this unit can be adjusted to 
~e viewed at your desired angle within 90° horizontally and 15° vertically. 

For details, read the instructions of the tilt·swivel. 
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Specifications 
Picture tube 

Viewable Pixels 
Scanning frequency 

Input 

Power requirements 
Power consumption 
Dimensions 

Weight 
Supplied accessory 

Optional accessories 

Super Fine Pitch Trinitron color tube 
13-inch picture tube measured diagonally 
90 degree deflection 
Anti-glaring dark screen 
Useful screen 274mm x 207mm 
Phosphor P22 
Phosphor pitch 0.26mm 
900 x 560 
Vertical sync signal frequency: 
50 - 100 Hz 
Horizontal sync signal frequency: 
15.0 - 34.0 kHz 
AGB input (D-sub 9 pin) (Analog and TTL 
available) 
120V AC, 50/60 Hz 
96 W (maximum) 
360 x 300 x 425 mm (w/h/d) 
(14'/4 x 117/8 X 163/4 inches) 
including projecting parts 
14.5 kg (32 Ib) 
AC power cord (1) 

Monitor cable (9·pin .... 9·pin) 
SMF-512C 
SMF-513 
SMF-514 

Tilt/Swivel SU-542 Display Stand 

Design and specifications subject to change without notice. 
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Pin Assignment 

1 2 3 

ALOG** GNO GNO R 

NORMAL GNO GNO R 

01 GNO GNO R 

ITAL CGA GNO GNO R 

02 MOA GNO GNO -

EGA GNO r R 

5 4 3 2 1 
00000 
0000 
9 8 7 6 

4 5 6 

G* B GNO 

G B GNO 

G B I 

G B I 

- - I 

G B g 

7 8 9 

- H/HV V 

- H/HV V 

- H/HV V 

- H/HV V 

G H/HV V 

b H/HV V 

(Input Selection) GNO: Ground R: Red Signal G: Green Signal 
B: Blue Siqnal -: No connection 

,----- I I I 

N°,iWt D. 
ANALOG 

ANALOG 

H: Horizontal Sync V: Vertical Sync 
HV: Composite sync I: Intensity Signal 
r: Secondary Red for EGA 64 colors 
g: Secondary Green for EGA 64 colors 
b: Secondary Blue for EGA 64 colors 

• Sync on Green automatic if horizontal or composite sync is not as
signed at Pin # 8 

** IBM PGA should be connected with PGA Video cable (SMF-513) 

DIGITAL (TIL LEVEL) 
"Normal" is for 8 colors (R, G, & B) 
"01" is for 16 colors (R, G, B & It 
"02" is for IBM Digital Color Graphic Boards (CGA, MDA, EGA) and 
there is no need to readjust anything among these cards. 

SYNC 
Composite sync is acceptable at Pin # 8. 
Every polarity is acceptable at Pin #8 & 9. 

VERTICAL Size 
Vertical size depends on vertical frequency and can be manually 
adjusted. 
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Timing Charts (for approximate reference) 

OJ 02·1 (IBM eGA compatible) 

~45~sl 
r---I 8.03~s 

Horizontal I :--I r- 63.78~s 

6·~C I 
RG B i ~ I~d~i s-pO:-'a-y -p-er"""io-d:"11 r 

I. . I. 44.83,(s • ~, --~ 
18.95"s 

1~90~:1 ~1ms 
I I 16.68ms 

1.64ms I 
I~ 

RGB i~ lr-d~i-sP-:'-ay-p-er""io-d"l r 
I. • I. 12.74ms • I,L...._--I 

3.94ms 

Vertical 

The indicated values apply when the line period is 63.781's and the field 
period is 16.68ms. 

[IJ 02·2 (IBM EGA compatible) 

Horizontal 

RGB input 

Vertical 

display period 

~I .. --.. ~I .. 39.316"s _I 
6.434"s 

RGB i~ I display periOdl r 
I. • I. 16.011ms • ""'I --"" 

7391's 
The indicated values apply when the line period is 45.751's and the field 
period is 16.75ms. 
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W 02-3 (IBM PGA compatible) 

H-sync 

--===LF-"""""I 4.48/'s 

I 32.7/,s 

Horizontal 

RGB input 

display period 

V-sync 

Vertical 

RGB input 

display period 

The indicated values apply when the line period is 32.7l's and the field 
period is 16.65ms. 

Note 
The picture may be biased or the picture size may be changed depend
ing on the timing of the connected equipment. 
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AVERTISSEM ENT 
Ne jamais exposer I'appareil ala pluie ni Ie laisser dans un milieu humide 
car ceci favoriserait eventuellement, un amorr,;age electrique ou une elec
trocution. 

De hautes tensions circulent dans les circuits internes et ceci constitue 
un danger potentiel. 
Ne jamais ouvrir Ie coffret de I'appareil. Gonfier les reglages et les depan
nages a un technicien qualifie. 

Pour les utilisateurs au Canada 
Get appareil est conforme aux normes Glasse B pour bruits radioelec
triques, specifies dans Ie Reglement sur Ie brouillage radioelectrique. 
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Le CPD-1302 est un visuel de caractere a haute resolution, specialement 
conGu pour etre utilise avec les micro-ordinateurs au les generateurs de 
caractere munis d'une sortie RGB analogique ou numerique. 

Caracteristiques dominantes 
• Visuel de caractere Trinitron a super haute definition muni d'un ecran 

noir anti-eblouissant. 
• Connecteur RGB assurant Ie raccordement de tout equipement muni 
_d'un .connecteur de sortie RGB analogique ou numerique. 
• Compatible avec Ie 3270 IBM et les micro-ordinateurs PC, AT, XT 

et PS/2 IBM au moyen des eGA, EGA, PGA, MDA et VGA. 

Table des matieres 
Prec~utions ........................................... _ ................................................... 16 
Emplacement et fonction des commandes ................................. _ ........ 17 
Branchements ......... _ ........................ _ ....................................................... 20 
Utilisation de I'inclinaison-orientation ....................................................... _ ..... _ ... 21 
Specifications .................................... _ ..................... _ ............................... _ 22 
Diagrammes de temps ........................ _._ ............................................ _ .... 24 
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Precautions 
Securite 
• L'appareil fonctionne essentiellement sur une tension d'alimentation 

secteur de 120V, 60 Hz. 
• Si de menus objets ou un liquide quelconque penetrent a I'interieur 

de I'appareil, Ie debrancher immediatement et Ie faire verifier par un 
depanneur professionnel avant de Ie remettre en service. 

• Isoler I'appareil du secteur quand il n'est pas appele a fonctionner pen· 
dant plusieurs jours. 

• Pour debrancher Ie cordon secteur, saisir la fiche et debrancher. Ne 
jamais tirer seulement sur Ie cordon pour debrancher. 

Installation 
• Assurer une circulation d'air suffisante a I'appareil pour empecher tout 

accroissement thermique a I'interieur. Ne pas poser sur une surface 
(tapis ou napperons) ou pres de materiaux (rideaux, teintures, etc.) ris· 
quant de boucher les ouvertures d'aeration. 

• Ne pas placer I'appareil pres de sources de chaleur telles que des radia· 
teurs ou des gaines de ventilation ou directement au soleil; eviter aussi 
la presence excessive de poussiere et de vibrations d'origine 
mecanique. 

Entretien 
Pour que I'appareil conserve en permanence son aspect neuf, nettoyer 
regulierement Ie coffret et les plaques avec un marceau d'etoffe seche. 
Les taches plus tenaces peuvent etre retirees avec un morceau d'etoffe 
souple et legerement impregnee d'une solution detergente neutre. Ne pas 
se servir de solvant, diluant a peinture, benzine ou produits d'entretien 
abrasifs parce que ces produits risquent d'attaquer la finition exterieure. 
Par mesure de securite, debrancher Ie cordon secteur avant de proceder 
a I'entretien de I'appareil. 

Remballage 
Ne pas se defaire du carton d'emballage de I'appareil ni des elements 
de calage. C'est encore Ie meilleur moyen d'emballage qui permet de 
transporter I'appareil en toute securite. Si I'appareil doit etre expedh~, Ie 
remettre dans son emballage d'origine en procedant comme indique sur 
Ie carton. 

Le concessionnaire Sony autorise est tout a fait qualifie pour repondre 
a toute question concernant I'appareil. 
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Emplacement et fonction des 
commandes 

,.....:---,---w 

~---"':'---Irn 

~~--rn 

Support de visuel 
(en option) 

[II Interrupteur d'alimentation et temoin (vert) (POWER) 
Pour mettre I'appareil sous tension, enfoncer Ie cote ON de I'inter
rupteur_ Le temoin s'allume aussitol. Pour Ie mettre hors tension, 
enfoncer Ie cote OFF. 

'8 
abd-

ON 

OFF 

[I] Reglage de contraste (PICTURE) 
Regie Ie contraste. Tourner la molette vers Ie bas pour augmenter 
Ie contraste ou vers Ie haut pour Ie reduire. 

[II Reglage de luminosite (BRIGHTNESS) 
Normalement, ce reglage est place sur la position centrale crantee. 
L'image apparaissant sur I'ecran est plus claire lorsque Ie reglage 
est tourne en bas, elle est plus sombre lorsque Ie reglage est tourne 
en haul. 
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Repousser vers 
Ie haul pour separer 
Ie panneau. 

W Reglage de deplacement horizontal (H SHIFT) 
Tourner Ie reglage pour centrer I'image decalee vers la gauche ou 
vers la droite de I'ecran, provenant d'un micro-ordinateur ou d'un 
generateur de caractere. 

W Commande de deplacement vertical 01 SHIFT) 
Tourner la commande pour eliminer tout deplacement vertical. 

(I] Commande de largeur (H SIZE) 
Tourner cette commande pour regler la largeur. 

[]] Commande de hauteur 01 SIZE) 
Tourner cette commande pour regler la hauteur. 
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[[] Selecteurs d'entree RGB 
Selon Ie connecteur de sortie RGB des equipements raccordes, pla
cer les selecteurs sur I'une des 4 positions suivantes: 

ANALOG: reservee aux micro
ordinateurs possedant un 
connecteur de sortie RGB 
analogigue, par exemple ceux 
utilisant la carte PGA. 
Le reglage du selecteur de 
gauche est sans effet lorsq ue 
Ie selecteur de droite est sur 
ANALOG. 

NORM-DIGITAL: reservee aux 
micro-ordinateurs a sortie RGB 
TTL, tels que Ie 3270 IBM. 

D1-DIGITAL: reservee aux micro
ordinateurs a sortie RGB TTL et 
signal I, tels que PC, AT et XT 
IBM utilisant une carte graphi
que standard. 

D2-DIGITAL: reservee aux PC, AT 
et XT IBM a carte graphique TTL 
(reglage automatique pOUf les 
cartes EGA, CGA et MDA). 

I I I 
NORM 01 02 

p~ 

I I 
NORM 01 02 

[D~ 

I I I 
NORM 01 02 

I ~ I 

NORM 01 02 

I ~I 

rn Connecteur d'entree RGB (RGB IN) (9 broches D-sub) 

I 
DIGITAL rn 

ANALOG 

I 
DIGITAL 

~ 
ANALOG 

I 
DIGITAL 

~ 
ANALOG 

I 
DIGITAL 

~ 
ANALOG 

Assure Ie raccordement d'un micro-ordinateur ou d'un generateur 
de caractere possedant un connecteur de sortie RGB analogique 
ou numerique. Se referer a la page 20. 

[!Q] Prise d'alimentation secteur (AC IN) 
Se branche sur une prise secteur a I'aide du cordon d'alimenta
tion secteur fourni. 
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Branchements 
Utiliser Ie dible de moniteur couleur en option approprie avec les con
necteurs D-sub 9 broches du tableau_ 
Bien couper I'alimentation de I'appareil avant d'effectuer les bran
chements_ 
I 
I Appareils 

Cable de moniteur Positions des 
I 
I (en option) selecteurs d'entree i connectables 
I necessaire RGB du CPD-1302 

~;C.AT.XT SMF-512C D1-DIGITAL 
avec CGA 

---
IBM PC, AT,_ XT 

SMF-512C D2-DIGITAL 
avec EGA, CGA, MDA 

IBM 3270 SMF-514 NORM-DIGITAL 

IBM PC, AT, XT 
SMF-513 ANALOG 

avec PGA 
L-

Arriere du CPD-1302 

Regier aux positions
Micro-ordinateur appropriees 

3 RGB OUT 

o 
o 
o 
o 
CJI'" 

3 AC IN 

I 

I 

'--__ .. 3 une 
cordon prise 
d'alimentation murale 
secteur (fourni) 

1 Aligner la fiche sur la prise femelle. 2 Engager et serrer le~ 

~ ~ 
-.... w 
~ ~ --.---

, PO"' .' .. ngag., 10 nch., de""~' I~' ••. 
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Remarque 
Le cii.ble de moniteur utilise doit correspondre aux signaux de sortie RGB 
de I'equipement raccorde de fac;:on ace qu'ils correspondent a I'affecta· 
tion des signaux du connecteur RGB It'~ de cet appareil (voir la page 23). 
En cas de doute sur la possibilite d'utilisation d'un micro·ordlnateur ou 
d'un generateur de caractere avec Ie CPD-1302 ou sur Ie choix du cable 
de moniteur, se renseigner aupres du revendeur Sony habituel. 

Utilisation de I'inclinaison-orientation 
Grace a I'inclinaison-orientation Sony SU-542 (en option). cet appareil 
peut etre oriente librement afin d'obtenir I'inclinaison ideale de visionne
ment dans les limites de 90 0 dans Ie plan horizontal et de 15 0 dans Ie 
plan vertical. 

Lire Ie mode d'emploi de I'incilnaison-orientation. pour de plus amples details. 
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Specifications 
Tube image 

Pixel pen;:u 
Frequence d'analyse 

Entree 

Alimentation 
Consommation 
Dimensions hors tout 

Poids 
Accessoire fourni 

Accessoires optionnels 

Tube couleur Trinitron a super haute definition 
Tube image de 13 pouces (diagonal) 
Deviation de 90 degres 
Ecran noir anti-eblouissant 
Surface utile de I'ecran 274 x 207 mm 
Luminophore P22 
Point de depot de luminophore 0,26 mm 
900 x 560 
Frequence de Signal de synchro de trame: 

50 .. 100 Hz 
Frequence de signal de synchro de ligne: 

15,0 34,0 kHz 
Entree RGB (a 9 broches D-sub) 
(Analog et TIL disponibles) 
Secteur 120V, 50160 Hz 
96W (maxi) 
360 x 300 x 425 mm (lIhlp) 
(14 1/4 x 11 718 X 16314 pouces) 
14,5 kg (32 Ib) 
Cordon d'alimentation secteur (1) 

Cable de moniteur (9 broches ... 9 broches) 
SMF-512C 
SMF-513 
SMF-514 

Inclinaison-orientation Support de visuel SU-542 

La conception et les specifications peuvent etre modifiees sans preavis. 
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Affectation des broches 

1 2 3 

ANALOG" GND GND R 

NORMAL GND GND R 

D1 GND GND R 

DIGHAL CGA GND GND R 

D2 MDA GND GND -

EGA GND r R 

5 4 3 2 1 
00000 
0000 
9 8 7 6 

4 5 6 

G' B GND 

G B GND 

G B I 

G B I 

- - I 

G B 9 

7 8 9 

- H/HV V 

- H/HV V 

- H/HV V 

- H/HV V· 

G H/HV V 

b H/HV V 

(Selection d'entrees) GNO: Terre R: Signal rouge G: Signal vert 
B: Signal bleu -: pas de branchement 

'I --"-',------,, H: Sync horizontale V: Sync verticale 
NORM D1 D2 DIGITAL HV: Sync composite I: Signal intensite _ lilli'" r: Rouge secondaire pour EGA 64 couleurs 

ANALOG 

g: Vert secondaire pour EGA 64 couleurs 
ANALOG b: Bleu secondaire pour EGA 64 couleurs 

• Sync sur vert automatique si sync horizontale ou compOSite n'est pas 
affectee Ii la broche #8 

" IBM PGA devrait etre ra'2cord~ avec un cable PGA (SMF-513) 
DIGITAL (niveau TTL) . 

"Normal" pour 8 couleurs (R, G, & B) 
"01" pour 16 couleurs (R, G, B & I) . 
"D2" pour Planches Graphiques Numeriques en Couleurs IBM (CGA, 
MOA, EGA) sans necessite de regler de nouveau quoique que ce soit 
dans ces cartes. 

SYNC 
Sync composite est acceptable Ii la broche # 8. 
Toute polarite est acceptable aux broches #8 & 9. 

Hauteur VERTICAL 
La hauteur verticale depend de la frequence verticale et peut etre 
reg lee manuellement. 
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Diagramme de temps (Reference approximative) 

ITJ 02,1 (IBM eGA compatible) 

I I 

1::::1 8,031'5 
Horizontale , i63,781's 

.. i 
6,47~ J:: I 

Entree RGBlI I-~D~u-re~' e-. d":"'e-. --'1 I 
I .. I . visuahsatlo~ ~I ---' 
18,951'5 44,831'5 

V.rt~.,. r f2',:.~m' 
1,64~ I - .. , 

Entree RG8' J Durile. de, I r HUt! ~ _ visualisation "", __ ...I_ 
I. .. I. • 1 

3,94ms 12,74ms ' 

Les valeurs indiquees s'appliquent pour une duree de ligne de 63,78 "'s 
et une duree de trame de 16,68 ms. 

m 02-2 (IBM EGA compatible) 

45,75,.5 

Entree RGB Duree de 
I I visualisation 

• • 4 _I 
6,4341's 39,316/ls 

1oo,.s 

Vertlcale \16,75ms 

I 
I D.uree.de. I r 

~I.--.~I. vlSualiSatlo~ i 
739,.5 16,011ms 

Les valeurs indiquees s'appliquent pourune duree de ligne de 45,75 p.s 
et une duree de trame de 16,75 ms. 

24 



@] 02-3 (IBM PGA compatible) 

Synchro-H 

--=U--' 4,481'5 

Horizontale 

Entree RGB 

Synchro-V 

32,hs 

1-7,41'5 -\,. 25,661'5' I 
Duree de 

visualisation 

---=u---, 65/Ls 

Verticale 

Entree RGB 

16,65ms 

Duree de 
visualisation 

Les valeurs indiquees s'appliquent pour une duree de ligne de 32,7 Jls 
et une duree de trame de 16,65 ms. 

Remarque 
Un parasitage ou un changement de dimension de I'image risque de 
se produire en fonction de I~ synchronisation de I'equipement raccorde. 

25 


